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Asbestone  Flooring 

"THE      FLOOR      YOU      LIKE      TO      WALK      ON" 

The  recognized  standing  ot  ASBESTONE 
Composition  Flooring  as  the  world's  best 
interior  tloorino-  has  been  achieved  throuo-h 
appreciation  of  the  fact  that  ASBESTONE 
quality  and  service  are  beyond  question. 


School  Instal!ation.  Floors,  Wainscote  &:  Stair  Treads 
36,000  feet 

FLOORS  ARE  THE  MOST   USED   AND 
ABUSED   PORTION  0/ ANY   BUILDING 

therefore,   specify   ASBESTONE   and    secure   best   results. 

We  Guarantee  all  installations. 
Prices,  samples    and    full    particulars   free   on   application. 

FRANKLYN  R.  MULLER,  INC. 

Composition  Flooring  and  Stucco  Manufacturers 
22  Madison  Street,  Waukegan,  111. 

ICSTABLISHED  1906 
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REFRIGERATORS 


lyiR.  ARCHITECT,  when  you  think 
of  your  client's  refrigerator  needs, 
hnk  the  thought  with  McCray,  for  per- 
fect refrigeration  and  McCray  Refrig- 
erators are  synonymous. 

Just  as  an  Architect's  ability  and  repu- 
tation cause  him  to  be  selected  for  de- 
signing and  supervising  buildings,  so 
the  McCRAY  is  chosen  where  perfect 
preservation    of    food    is    requirea. 

The  United  States  Government  has 
adopted  McCray  Refrigerators  in  their 
pure  Food  1  esting  Laboratories  of  the 
Department   of   Agriculture. 

McCray  not  only  carries  a  large  variety  of 
refrigerators  in  stock  for  prompt  shipment 
but  builds  them  to  order  in  any  desired  style 
or  size  for  all  purposes.  The  special  outside 
icing  doors  are  a  great  convenience  for 
residences. 

FREE  PLANS.  Our  draftsmen  are  at  your 
service,  Mr.  Architect.  Send  a  rough  sketch 
of  vi^hat  you  figure  your  client's  require- 
ments to  be.  We  will  cheerfully  send  blue 
prints    and    draw   up    specifications. 

SEND     FOR     CATALOG Our     catalogs    will 

be  of  great  help  to  you  when  confronted 
with    refrigerator  problems. 

No.  96  for  residences 

No.  54  for  hotels,  clubs,  hospitals,  etc. 

McCRAY  REFRIGERATOR  CO. 

2257  Lake  St.  KendaMvi'.le,  Ind. 

Salesrooms  in  All  Principal  Ciliea 

Chicago  Salesrooms,  1000  Soutti  Michigan  Avenue 
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The  Shur/o>r  Awning 

PATENTED 

The  only  INSIDE  OPERATED  awning  with  a  POSITIVE 
LOCKING  DEVICE 

COMFORT,  ECONOMY 

ATTRACTIVENESS  DURABILITY 

EASE  OF  OPERATION 


c^y^iY/jun 


GENERAL   OFFICES   AND    FACTORY 

561    West    Monroe   Street  telephone  main  4^347  and  4348 

CHICAGO 

EVERLASTING  TRANSLUCENT  WINDOW  SHADES 

FOR  WINDOWS  OF  ANY  DESCRIPTION  FOR 

OFFICE  AND  INDUSTRIAL  BUILDINGS 

Our    Expert    Lighting    Engineer   is   at    your   service,    without   charge,    and    will    consult    with   you   regarding   your   requirements 


A  TYPICAL  INSTALLATION  OF  OUR    tvn.^'.vyu^ 
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Reduces  Space,  Heightens  Comfort,  Increases  Rcrital  Value 

"EFFICIENCY  APA R  TMENTS" 

WITH    •■WHITE'    DOOR    BEDS   AND   SPACE   SAITXG   DEVICES 


T^ep  resent  aliv  e 

INSTALLATIONS 

Sheridan  Surf  Apt.  Hotel. 

Chicago,  HI. 

Lincoln  Park  Manor.. .  Chicago.  III. 
East  End  Park  Apts. .. Chicago,  III. 

Fenway  Hall Cleveland.  Ohio 

Hotel  Statler Buffalo.  N.  Y. 

Concourse  Plaza.  New  York.  N.  Y. 
Gaylord  Apartments. 

Los  Angeles.  Calif. 
Hudson  View  Gardens. 

New  York.  N.  Y. 
Park  Lane  Villa..  Cleveland,  Ohio 
Hotel  Gibson Cincinnati.  Ohio 


The  WHITE  "Efficiency  Apartment"  has 
made  possible  convenient  and  comfortable 
living  in  a  compa'^atively  small  space. 
It  is  likewise  entirely  in  keeping  with  the 
ideas  of  builders  who  are  faced  with  the 
problem  of  reducing  building  costs,  and 
of  securing  the  maximum  revenue  from  their 
investment.  It  is  equally  applicable  to 
Homes,  Apartment  Buildings  Clubs.  Dor- 
mitories and  various  other  types  of  residen- 
tial buildings.  Whatever  your  problems  are, 
we  are  sure  that  we  can  show  you  how  you 
can  build  with  greater  economy,  yet  with 
a  more  desirable  result.  If  you  are  plan- 
ring  an  apartment  building  of  any  t>"p;e.  you 
are  cordially  invited  to  avail  yourself  of  our 
Architectural  Service.  This  service  is  offered 
alike  to  Architects  and  prospective  builders, 
and     is    given    without    fee    or    obligation. 


Every  Architect  should  have  our  Book  AE97  of  "White"  Door  Beds  and 
Space  Saving  Devices,  also  Book  AE98  of  "White"  Efficiency  Homes  " 
You  are  also  invited  to  visit  the  Model  Bungalow  at  58  E.  Washington  St. 

TheWhite"  Door  Bed  Company 

130  North  Wells  Street  -^  Chicago,  111. 

W.  L.  VAN  DAME  CO.— Chicago  Sales  Ager^ts 

58   East    Washington    Street 


PREFACE 


IX    presenting    the    Twenty-seventh    Edition    of    the    Handbook    tor 
Arehitects  and   Builders  we  do  so   with   considerable  pride  as   tlie 
demand   for   it   was    so  great   that   the   entire   twenty-sixth    edition 
was   completely   exhausted. 

Changes  have  been  made  in  the  Building  Ordinances  and  the 
Sanitary  Code  and  new  amendments  have  been  added.  Much  addi- 
tional matter  has  been  published  and  articles  and  formulae  appearing 
in   the   previous   issue   have  been   carefully   revised   where  necessary. 

We  welcome  to  our  Stafif  of  Contributors  Mr.  S.  W.  Thompson, 
E.  E.,  who  has  contributed  an  article  on  Electrical  Refrigeration. 
Otherwise  the  Staff  of  Contributors  remains  the  same  and  is  composed 
of  the  following:  Col.  H.  C.  Boj-den,  C.  E.,  Messrs.  G.  R.  Shaw. 
Homer  Linn,  M.  E.,  R.  A\'.  Lindsay,  Chemist,  Leo  H.  Pleins.  Archi- 
tect and  Sanitary  Engineer.  Fred  J.  Postel,  ^L  E.,  Thomas  J.  Claffy, 
Sanitary  Engineer  and  Frank  A.  Chambers,  Smoke  Prevention 
Association. 

We  ask  the  indulgence  of  our  readers  with  regard  to  the  judg- 
ment used  in  the  selection  of  matter  as  we  realize  that  notwithstanding 
th.^  care  and  caution  which  has  been  exercised  in  editing  and  preparing 
this  volume  that  inaccuracies  may  have  crept  into  this  work  and  for 
such  faults  we  ask  our  readers  to  forward  to  us  their  friendly  criticism 
and  suggestions  in  order  to  improve  succeeding  editions. 

The  Handbook  for  Architects  and  Builders  covers  a  peculiarly 
exclusive  field  and  is  a  recognized  reference  work  for  everyone 
interested    in    Architecture    and    Building. 

The  demand  for  tliis  publication  is  constantly  increasing  and  iu 
has  become  almost  indispensable  to  Architects,  Engineers,  Contractors 
and  Builders  and   tliose  connected  v.ith  the  building  trades. 

Our  Classified  liub^x  furnishes  the  Architect  witii  a  list  of  those 
engaged  in  tlie  manufacture  and  sale  of  material  and  tiie  contracting 
l)usiness.  We  h;'.\c  exercised  i)uv  be^t  judgnunt  in  the  selection  oi 
those  represented  in  our  book  and  we  urge  .\rciiiti.cts,  iMigineers  and 
Builders    to    use   tliis    list. 


Johns-Manville  Service 
to  the  Architect 


Johns-Manville  Service  toiiceins  itself  primarily  with 
tlic  question  of  what  will  fulfill  your  requirements  and 
thus  best  serve  the  needs  of  your  clients.  When  a 
Johns-Manville  Product  is  found  to  answer  your  re- 
«|uirenients  you  may  specify  it  in  absolute  assurance 
tliat  its  fullest  service  is  guaranteed  by  Johns-ilanville 
lvesj)onsibility. 

Local  Supervision  of  distant  building  operations  is  not 
the  least  important  phase  of  Johns-]\Ianville  Service  to 
the  architect.  It  is  a  real  satisfaction  to  know  that 
your  distant  building  operation  is  protected  by  the 
watchfulness  and  care  of  an  adjacent  Johns-^Ianville 
IJranch.  Johns-^Tanville  Service  offers  this  precaution 
with  every  product  it  installs. 

Leading  Johns-Manville  Roofings  and  Building  Materials 

Johns-Manville  Asbestos  Roofings:  All  mini  ral  ruin])()sitiun.  I\hule  of  Asbes- 
tos felts  impregnated  with  asphalts.  Durable  and  fire-resistant.  In  built-up 
form  for  flat  surfaces;  ready-to-lay  form  for  sloping  roofs  and  with  corrugated 
steel  reinforcement  for  skeleton  construction.  Approved  by  Underwriters  and 
protected  by  Johns-Manville  plan  of  roof  registration. 

Johns-Manville  Standard  and  Colorblende  Asbestos  Shingles:  Fire-proof  and 
attractive.  ^lade  with  asbestos  fibres  and  Portland  cement  in  different  colors, 
shapes,  sizes  and  two  thicknesses,  afi'ording  an  opportunity  to  secure  varied 
and  distinctive  roofing  effects.  Given  highest  rating  by  Underwriters  Labora- 
tories. Inc.     Can  be  laid  over  old  shingles  as  well  as  on   new  decks. 

Johns-Manville  Housline:  A  highly  effective  insulator  against  heat  and 
cidd.  for  walls,  floors,  and  roofs.  Also  a  most  efficient  sound-deadening  material 
for  use  between  floors. 

Johns-Manville  Industrial  Flooring:  A  tough,  elastic  monolithic  flooring, 
without  construction  joints  or  cracks,  which  can  be  laid  in  any  degree  of  hard- 
ness from  "rubber""  to  ''rock."  Unaffected  by  ordinary  commercial  acids,  alkalies 
or  brine.    Noiseless,  dustless  and  easy  under  foot.     Fire  retardant  and  slip-i)roof. 

Johns-Manville  Pipe  and  Boiler  Insulations:  In  various  forms  for  superheat, 
high,  medium  and  low  presstu'es;  cold  water,  hot  water,  brine,  ammonia  or  any 
other  service. 

Johns-Manville  Acoustical  Correction:  Sound  control  is  as  effective  a  contri- 
bution to  comfort  and  eflieiency  as  is  heat  or  light.  Johns-^Ianville  Acoustical 
Service  specializes  in  sound  control.     It  can  help  you  in  your  building  problems. 

Johns-Manville  Underground  System  of  Insulation:  A  complete  installation, 
including  conduit,  fittings,  supports,  drains,  and  insulation  for  underground  pipes 
carrying  steam,  water,  etc.  Installed  under  guarantee  of  a  minimum  of  90  per 
cent  efiiciency  on  approved  test. 

Johns-Manville  Steam  and  Radiator  Traps:  An  efficient,  simple  device,  one 
moving  part  operated  directly  by  the  condensate  and  not  by  temperature.  De- 
livers all  water  and  gases  to  return  line  without  steam  loss. 

Catalogs,  specifications,   etc.,   on  all   these   and  other  Jnhns-Maniille   materials  gladly  furnished  on 

Johns-Manville  Inc. 

Michigan  Ave.  and  Eighteenth  St. 
Executive  Offices,  New  York  CHlCACiO  Branches  in  61  Large  Cities 
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We  call  especial  attention  to 
the  business  announcements 
on  these  pages.  We  have  ac- 
cepted only  such  houses  as  are 
absolutely  first-class  and  reli- 
able. In  the  light  of  knowl- 
edge which  we  have  upon  the 
subject,  acquired  by  experi- 
ence, we  feel  that  we  have 
used  every  discretion  in  the 
matter  of  those  repre- 
sented   herein 


NorthwesterXT 
15  A  SHORT  FORM  OF  SPECIFiCA-  I  \J 
TIOH  VOQ,  ARCHITECTURALTERBA  I  ^ 
COTTA  OF  SUPERIOR   QUALITYX       1 


WiilTEWim^SN  as  a  short  form  of  specifi- 
cation for  architectural  terra  cotta,  needs 
qiuiHfication  only  with  respect  to  the 
particular  color  treatment  and  the 
mechanical  and  ceramic  fmishes  desired. 
Fifty  years  of  experience  has  equipped 
this  Company  with  a  plant  and  an  organi- 
zation capable  of  furnishing  a  quality  and 
service  unsurpassed  in  the  entire  industry. 

The  Northwestern  Terra  Cott\  Company 

General  Offices  and  Works 

2525    Clybourn  Avenue- 

Chicago 
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THE  custom  of  providing  recreation  facilities 
within  the  home  for  the  personal  enjoyment 
of  the  owner  and  the  entertainment  of  guests  as 
practiced  so  universally  in  England  is  beginning  to 
find   expression  in  American  homes. 

As  a  permanent  within-the-home  form  of  recrea- 
tion— billiards,  a  gentleman's  game,  is  ideal.  A 
billiard  room  on  the  first  floor  in  close  proximity 
to  the  dining  room  offers  wonderful  opportunities 
for  the  complete  enjoyment  of  the  healthful  after- 
dinner  exercise  and  social  entertainment  that  such 
facilities  make  possible. 

As  makers  of  the  world's  finest  billiard  tables  and 
accessories,  we  are  in  a  position  to  assist  in  de- 
termining the  proper  space,  correct  arrangement, 
lighting  needs  and  other  essentials  for  such  a 
room — all  of  which  should  be  given  consideration 
when  the  home  is  planned. 

Architects  having  the  building  of  such  homes 
under  consideration  may  call  upon  us  for  sugges- 
tions or  assistance  without  in  any  way  obligating 
themselves,  or  their  clients. 


^7^  BRUNSWICK-BALKE  -COLLENDER  eowpany 

Branch  houses  in  the  principal  cities 
in  the  United  States  and  Canada 

(323-653  South  Wdbdsli  /Wnue,  CHICAGO 


\\     H.B.  W HE  ELOCK     /j 


PERRY  W.SWERN 
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CONVEYING  EQUIPMENT 


FOR  ALL  PURPOSES 

Belt  Convei)ors 
Gravity  Convenors 
Apron  Convei^ors 
Spiral  Chutes 
Automatic  Elevators 

Matter  of  fact  we  manufacture 

equipment  to  handle  any 

type  of  commodity. 


SAMUEL  OLSON  &  COMPANY 

Engineers,  Mawifacturers  and  Contractors 
2418-2126  Bl<M)niin«rtlale  Ave.  5lh  Avenue  Building 

(HKACO.   MA..  iNEWYORK,  N.Y. 


It 


r  ELMER  C.JENSEN   I 


^  BOARD  OF  ARBITRATION^ 
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No  other  roof  can  be 

worth  as  much 

IF  BUILDERS  would  pause  to  make  a  care- 
ful cost  comparison  they  would  find,  as  hun- 
dreds have  found,  that  the  architectural  beauty 
of  Federal  Roof  Tile  is  a  luxury  that  costs 
nothing — that  on  the  contrary  it  is  the  mark 
of  inherent  permanence,  uniformity  of  manu- 
facture and  correct  design — q  u  a  1  i  t  i  e  s  that 
make  Federal  Cement  Tile  the  most  econom- 
ical of  all  roofs. 

Let  us  show  you  how  you  can  have  a  hand- 
some roof  at  less  cost  than  a  disfiguring  roof. 
Have  you  read  the  descriptive  booklet, 
"Covered  With  Federal?" 

Made,  laid  and  guaranteed  by 

FEDERAL  CEMENT  TILE  CO. 


This  building — the 
bifi:  coliseum  of  the 
Micliig-an  State 
F  a  i  r  Assofiation 
at  Detroit  —  is 
practically  all  roof; 
so  the  foremost 
construction  prob- 
lem was  a  roofing: 
problem.  The  best 
of  roofs  was  de- 
manded. Federal 
Cement  Tile  was 
installed. 


608  S.  Dearborn  St.,  Chicago 

C©iM©inii  Til 

^^'^/^  KQoffirPermanence 
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DURAND 
STEEL  LOCKERS 

are  made  in  many  types  and  sizes  for 
schools,  colleges,  factories,  clubs,  stores 
and  offices.  They  are  built  of  steel  spe- 
cially rolled  for  the  purpose;  made  to 
stand  long  and  hard  use;  they  are  fire- 
proof, handsome,  sanitary  and  indestruc- 
tible. All  moving  parts  are  smooth-tit- 
ting  and   easy- working. 


Durand  Steel  Lockers  are  the  result  of 
years  of  experience  and  specialization, 
careful  thought  and  scientific  skill  applied 
to  the  making  of  every  part. 

Send  for  Catalog  M of  all  types  of 
Durand  Steel  Lockers 


(j**"*"^ 
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DURAND  STEEL  RACKS 


are  scientifically  designed,  easily 
adjustable,  and  capable  of  an  in- 
finite number  of  variations  by 
movable  shelving,  dividers,  bin 
fronts,  etc.  They  are  fire-proof, 
and  will  stand  up  under  heavy 
loads  and  rough  usage.  They  are 
easily  knocked  down  and  re- 
erected;  will  increase  storage  ca- 
pacity as  much  as  50  9^ ,  making 
stock  more  accessible,  reducing 
the  help  needed  and  making  the 
stock  room  more  efficient. 

Send  for  Catalog  O  of  steel 
racks,    bins    and    shelving 

Our  Engineering  Department  -will  glad- 
ly prepare  plans,  specifications  and 
estimates  on  steel  locker  or  steel  rack 
requirements.  Write  us  of  your  special 
needs. 


DURAND  STEEL  LOCKER  COMPANY 


1515  Ft.  Dearborn  Bank  Bldg. 
Chicago 

2415  1st  National  Bank  Bldg.,  Pittsburgh 


1515  General  Motors  Bldg. 
Detroit 


382  W.  31st  St. 
New  York  City 

2401  Chestnut  St.,  Philadelphia 


.J 
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For  WALLS 


Choosing  the  right  materials  for 
vk'alls  at  the  start  will  save  your 
clients  added  repair  bills  in  the  end, 
and  mean  more  satisfaction  all 
around. 


Beaver  Wall  Products  during  the 
last  twenty  odd  years  have  stood 
the  test  of  time  in  thousands  of 
buildings.  Investigate  the  quality 
of.— 


Beaver      Plaster      Wall 

Board R  o  c  k  -  1  i  k  e 

walls     of     Fire-proof 
Gypsum    plaster. 

Beaver    Wall    Board — 

The    original    and    only 
all-spruce    wall    board. 


Beaver     Tile     Board — 

Durable,  Glistening 
tile  w-alls  at  one-tenth 
the    cost. 

Beaver  American 
Plaster,  Plaster  Board, 
Building  Block  and 
other  gypsum  prod- 
ucts. 


Samples  of  Beaver  Wall  Materials  gladly  sent  for  your 
comparision.  Prove  for  yourself  their  absolute  dependa- 
bility  their    lasting    economy. 


For  ROOFS 


There    is   a    right   and   wrong  type   of 

roofing  for  every  building a  proper 

design    and    color    for   each.       Beaver 


Slate  Surfaced  Shin- 
gles    and     Slabs meet 

every  requirement  of 
color  design,  durabil- 
ity and  economical 
application. 

Special     Re-Roofing 

Shingles big,     thick, 

tough,  fire-safe  slabs 
to  be  used  over  old 
roofs. 


\  ulcanite  Roofing  is  of  proven  qual- 
ity and  there's  a  style  for  every 
need. 


Slate  and  Smooth  Sur- 
faced   Roll    Roofings — 

in  weights  and  finishes 
for    every    use. 

Built-to-order    Roofs — 

the  most  modern  and 
successful  specifi- 
cations for  building  up 
roofs  on  business  and 
industrial    buildings. 


Ask  for   "Style  in  Roofs  '  and  other  free  books,  as  well  as  samples,  so 
that    you    may    investigate    the    quality    of    Beaver    Vulcanite    Roofing. 

^EAVEK 

P'kOI>UCT$ 

The  Beaver  Products  Company,  inc. 

BUFFALO,  X.  Y. 
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EDITORIAL 


By    EMERY    STANPORD    HAI.I. 
WHAT    FOOI.S    -WE    MORTAI.S    ARE 

A  great  Hotel  Corporation  is  persuaded 
that  it  ought  to  acquire  adjoining  property 
and  erect  a  large  extension  to  its  existing 
plant. 

An  expert  salesman  had  the  nerve  to  go 
to  said  Hotel  Corporation  and  offer  to  fur- 
nish plans,  specifications  and  build  them  an 
extension  of  the  required  number  of  rooms 
for    .$750,000. 

Now  this  salesman  had  neither  an  Archi- 
tects Office  nor  an  Architect's  skill  or  train- 
ing, nor  yet  did  he  have  a  builder's  skill  and 
equipment,  yet  he  offered  to  furnish  a  bond 
to  guarantee  the  performance  of  the  proposed 
contract. 

The  Hotel  Corporation  bit;  a  preliminary 
agreement  was   effected. 

Mr.  Expert  Salesman  then  hies  himself  to 
an  Architect's  office  where  he  states  that  he 
wishes  to  employ  said  Architect  to  make 
plans  for  a  hotel  with  prescribed  number  of 
rooms.  He  states  further  that  he  does  not 
need  specifications,  details  or  supervision  of 
the  work;  that  he  proposes  to  sub-let  the 
work  in  separate  contracts  and  have  the 
contractors   furnish    their   own   specifications. 

He  arranges  to  pay  the  Architect  $1,500 
for  his  services  and  the  Architect  turns  the 
work  over  to  a  $40.00  a  week  draftsman  with 
instruction  that  he  shall  not  spend  more 
than  four  weeks  work  on   the  job. 

The  Salesman's  key  to  the  situation  was 
that  the  Owner  Corporation  would  save  it- 
self much  bother  and  expense  by  employing 
said  agent  and  thus  putting  all  of  the  work 
in  one  contract.  The  key,  lubricated  with 
the  Agent's  gas  unlocked  the  door.  Through 
that  door  the  Agent  delivered  a  shell  of  a 
building  to  the  Owner  Corporation  for 
$750,000  which  cost  him  $650,000  and  which 
could  have  been  well  and  economically 
planned  and  thoroughly  built,  under  the 
direction  of  any  competent  architect,  for 
$600,000. 

The  building  cost  the  Agent  $50,000  extra 
because  he  was  not  himself  a  skilled  pur- 
chasing agent  and  did  not  use  the  complete 
services   of  a   competent   architect. 

The  Owner  got  a  poorly  planned  and  poor- 
ly built  building  at  a  cost  of  $150,000  more 
than  it  might  have  secured  a  well  planned 
and  well  built  building  for  by  employing  the 
complete  professional  services  of  a  trust- 
worthy   architect. 

A  poorly  built  building  always  means  low 
revenue  producing  power  in  proportion  to 
investment.  A  poorly  constructed  building 
of  inferior  materials  always  means  an  e.x- 
cessive  up-keep  expense.  The  facts  as  cited 
while  they  seem  to  present  an  extreme  case 
at  the  same  tiiue  show  up  a  transaction  not 
dissimilar   to    numerous   others. 

The  Hotel  Corporation  failed  to  make  an 
essential  distinction — they  failed  to  note  the 
necessary  difference  in  the  economical  law 
of  supply  and  demand — between  service  and 
material  merchandise — they  failed  to  under- 
stand that  service  skill  in  sales  means 
service  skill  lost  to  valuable  service,  while 
on  the  other  hand  they  did  understand 
that  sales  skill  expended  in  the  sale  of  mer- 
chandise means  increased  production  of  mer- 
chandise, since  quantity  production,  means 
a  cut  in  unit  cost. 

From  the  in-roads  that  the  speculative 
capital-less  builders,  "bank  specialists"  and 
"structural  engineers"  are  making  into  the 
legitimate  field  of  the  architect,  it  begins  to 
look  as  though  the  Architect  will  need  to 
employ    a    salesman,    or    surrender    a    large 


amount  of  business  that  should  be  his;  busi- 
ness which  he  is  equipped  to  handle  and  give 
much  better  service  to  the  public  than  any- 
body else.  The  public  should  not  forget  that 
every  increase  in  sales  cost  means  one  of 
two  things;  either  reduced  quality  of  product 
sold,  or,  increased  cost  of  commodity.  It  is 
a  fundamental  principle  of  economics  that 
ultimately  the  public  always  has  to  pay  the 
bill.  "What  are  we  going  to  do  about  the 
whole  matter?  Sit  idly  by  and  see  all  of  our 
business  go  to  the  less  qualified,  or — plunge 
into    the    selling    game? 

Neither  is  a  very  attractive  outlook.  Both 
methods  are  obnoxious  to  our  finer  senses. 
The  public  needs  architecture  and  the  archi- 
tect needs  a  living.  How  can  architects  get 
a  knowledge  of  the  valuable  character  of  the 
service  of  an  Architect  to  the  interested 
attention  of  the  public  and  at  the  same  time 
maintain    existing    high    ethical    standards? 

T\'e  can  see  no  way  except  by  community 
presentation.  Community  presentation  means 
strong  organization  and  a  large  community 
chest.  We  must  have  much  stronger  pro- 
fessional societies  to  be  able  to  successfully 
compete  with  organized  commerce.  Existing 
conditions  lay  an  imperative  duty  upon  the 
architects    which    the\'    cannot    .nistl\"    escape. 

'WE    ARE    NOT   SO   BRIGHT    AFTER   AI.I. 

Some  quasi  public  institution  has  a  build- 
ing program. 

It  has  within  its  membership  or  the 
friends  of  its  membership  several  architects 
of  various  degrees  of  attainment,  big,  little 
and   medium,    like   the    proverbial   bears. 

Its  officers  have  not  the  moral  courage  to 
select   the  big  one  and  give  him  the  job. 

Petty  jealousies  prevent  the  collaboration 
of  the  group,  neither  are  they  willing  that 
a  distinguished  outsider  shall  be  selected, 
therefore,  in  sheer  desperation,  the  officers 
turn  to  an  Architectural  Competition  as  the 
solution    for    their    difficulties. 

They  have  liad  enough  experience  with 
jealous  individual  architects  to  know  the 
dangers  of  playing  the  game  with  "Catch  as 
catch  can"  methods  so  they  turn  to  the 
American  Institute  of  Architects  for  guid- 
ance and  arrange  to  hold  a  competition  in 
accordance  with  the  standard  program  of 
the    Institute. 

All  is  well  and  strictly  according  to 
"Hoyle."  An  expert  advisor  of  irreproach- 
able character  is  selected;  a  program  is  pre- 
pared as  fair  as  any  program  can  be  pre- 
pared and  expert  judges  of  the  highest 
character  are  selected.  The  competition  is 
opened  to  the  public  and  thirty  financial 
fools  respond. 

Did  thirty  office  heads  and  some  or  all  of 
their  assistants  work  thirty  days,  besides 
nights,  Sundays  and  holidays,  in  a  nerve- 
wrecking  effort  to  get  the  liest  plan  and  the 
best  design".' — Nol  that  work  was  done  by 
one  individual  in  each  office  in  the  first  two 
weeks  of  the  six  weeks'  time  allowed — all 
this  effort  was  to  prepare  ilrawings  wliich 
should  to  the  letter,  comply  witli  the  pro- 
gram and  as  far  as  possible  I'eveal  to  tin- 
judges  tlie  innermost  tlioughts  of  tlie  authors. 
In  this  effort  some  offices  were  more  suc- 
cessful tlian  others  possibly  because  they 
were  blessed  witli  a  particularly  well  skilled 
crew    of   competition    draftsmen. 

Now.  the  competition  draftsman  is  a  pe- 
culiar animal.  He  understands  tlie  psychol- 
ogy of  "first  paper  impression."  Usually 
he  is  not  able  to  make  either  "General  Work- 
ing   Drawings"    or    "Details"    he    just    knows 
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BELDEX   HOTEL,   ChiMgo 


Protected  b\  a 


Bird's  Paroid  Built-Up  Roof 

For  Flat  Roofs  or  Saw  Tooth  Construction 
Over  Sheathing  or  Concrete 

Some  prominent  Chicago    biiiklinHs  protected  by  a 
Bird's  Paroid  Built-Up  Roof  or  Bird's  Building  Paper 


Wrig'ley   Buildins' 
Strauss  Building 
Telephone  Building  Annex 
Burnham  Building 
Mailers  Building 

Chicago  Motor  Bus  Co.'s  Garages 
Inland    Steel    Co.    (Merchant's   Mill 
Rldg.) 


Illinois  Central  Station,  63rd  St. 

Reo  Motor  Truck  Company 

Belden  Hotel 

Evanston  Trust  &  Savings  Bank 

East  Side  Hotel 

Evanshire  Hotel 

American  Linseed  Co. 

Xew  Union  Station 


"  There  is  a  Bird's  Roof  for  every  type  of  building" 


F>ast  Walpole, 
Mass. 


BIRD  &  SON 


1472  \V.  76th  Street 
Chicago 


IiuorporatiHl 


how   to  put   one   over   on   even   the    very   elect 
among    judges. 

He  comes  mighty  liigh  from  a  monetary 
standpoint.  Offces  wliicli  support  him  have 
not  much  left  for  honest  to  goodness  all- 
around  general  draftsmen,  specification 
writers   and    superintendents. 

But.  disregard  all  question  of  special  ad- 
vantage   or   disadvantage. 

M'hat   is   the   essence  of  the  whole   matter? 

Simply  this:  Thirty  offlces  spent  more  than 
thirty  tliousand  dollars  wortli  of  time,  be- 
sides incidentals,  on  a  piece  of  work  any 
one  of  whom  could  have  done  very  mucli 
better  than  even  tlie  winner  of  tlie  competi- 
tion did  do  if  tliey  had  the  privilege  of  study- 
ing the  proljlem  witli  the  continuous  co- 
operation of  the  clients.  But  again  some- 
liody  says  "The  winner  will  have  that  privi- 
lege and  will  do  that  thing."  I^et  us  see, 
can  he?  We  thinly  not.  Is  it  possible  for 
any  man  having  won  an  architectural  com- 
petition on  some  special  .scheme  to  ever  ap- 
proach all  of  the  questions  involved  in  that 
building  with  a  perfectly  open  mind?  It  cer- 
tainly is  not  possilile  for  these  reasons:  The 
widest  sort  of  puljlicity  has  been  given  to  tlie 
winning  design.  Naturally  both  friendl.v  and 
unfriendly  criticism  have  been  evoked.  The 
author  feels  it  his  duty  both  to  his  clients, 
the  .iudges  and  himself  to  defend  that  design. 
If  after  co-operative  study,  both  client  and 
architect  are  convinced  that  the  winning- 
solution  was  basicly  wrong,  will  they  dare 
change  it?  It  seems  hardly  possilile  in  view 
of  their  knowledge  of  the  possible  compli- 
cations  that   are  almost   certain    to   arise. 

Probably  every  one  of  the  tliirty  solutions 
had  special   merit  in  some  particular  feature. 

^^'ill  the  winning  competitor  dare  use  an.\' 
of  these  meritorious  ideas  even  tliougli  in 
the  process  of  evolutionary  develo))ment  of 
the  plans  he  discovers  their  logical  applica- 
tion   to    the    problem    involved. 

The  fear  of  plagiaristic  charges  will  deter 
tlie  Architect  while  the  fear  of  additional 
financial  ololigations   will   deter   his    client. 

The  very  process  of  Architectural  c-ompeti- 
tions  while  intended  to  bring  out  new  and 
original  ideas  from  divei'sified  minds  in 
practical  applications  has  iust  the  opposite 
effect. 

Had  the  Officers  of  the  Association  recog- 
nized the  principle  that  real  scientific  re- 
search can  never  be  cai'ried  on  except  )>.\' 
unbiased  minds,  and  gone  entirely  ovitside 
tlieir  own  number  and  selected  an  Architect 
of  known  technical  slvill  and  resourcefulness 
and  spent  the  money  expended  on  the  com- 
petition on  special  consultants,  the  results 
for  all  concerned  would  liave  Ijeen  infinitely 
better. 

But.  the  owner's  interests  were  not  tlie 
onl.y  interests  involved.  What  aliout  the 
economic   waste? 

Kconomic  waste  is  a  community  affair. 
Twenty-nine  members  of  society  wasted  or 
made  ineffectual,  each,  some  six  weeks  of 
time  or  a  total  of  174  man-weeks — l:il8  days. 

It  is  estimated  that  the  comniunit.v  invest- 
tnent  required  to  adeciuately  i^rcpare  a  pro- 
fessional man  for  some  comiM'tent  service 
avei-ages  ai)proxiniately  $L'0.0(l(i.  Twenty- 
nine  times  tills  sum  placed  in  the  non- 
productive class  for  six  weeks  means  an 
investment  of  $."),SO,on()  lying  idle  for  six 
weeks.  Foity-two  da.vs  or  one  and  one- 
half  months  interest  on  this  sum  at  tl  ^; 
would    amount    to    $  t, :',.".(). 

What  business  man  can  afford  Ici  aUnw 
liis  highly  .jeop.irdized  l)usiiu"ss  capilal  tn  gn 
at  69r.  Xo  teaming  contractdi-  would  Ih' 
willing  to  lease  liis  teams  at  a  rate  less  tliaii 
four  to  liglit  limes  tliat  amiuml.  .\r<'  mmI 
men   more   than    lat  lie? 

Does  it  im:in  nothing  that  1  went  \-ni  iw 
mens'   li\i's   were   wasted   for  six   w<-eks   linitV 

We  spealv  of  eai'li  tirm  as  a  man  working 
for  six  weeks.  Of  course  it  is  realized  in 
nian.v  instances  sevei-al  men  worked  Idi-  a 
sliorter    period. 

Doubtless  during  the  hisl  il:i.\s  more  llian 
one    man    worl<ed   all    ni.giit. 


MOBAI.    COURAGE 

Moral  Courage — ^What  is  it?  Is  it  some- 
thing that  some  people  have  and  some  do 
not  have?  Is  it  something  that  grows  with 
exercise  or  shrinks  with  disuse?  Are  Archi- 
tects innoculated  with  the  serum  or  do  they 
need   a   "shot"   or   two? 

Recently  a  Contractors'  Association  of 
state  prominence  has  asserted  tliat  at  least 
some  of  its  members  have  had  liusiness  deal- 
ings with  some  architects  who  need  special 
Chiropractic  treatment  for  spinal  decrepi- 
tude as  well  as  special  inoculation  with 
moral  detectability.  In  other  words  they 
claim  that  there  are  architects  that  scarcely 
can  see,  when  they  are  made  arbiti'ators  of 
a  contract,  that  it  is  their  duty  to  render 
a  fair  and  impartial  decision,  .iust  alike,  to 
both  contractor  and  owner.  If  there  are 
such,  and  the  smoke  seems  to  indicate  that 
there  may  be,  we  do  not  want  to  know  them: 
we  do  not  care  to  have  them  as  members  of 
our  society;  we  would  .iust  a  little  rather 
have  them  walk  on  the  other  side  of  the 
street   when   we   pass  by. 

May  it  not  lie  however  that  somebody  is 
wallving  in  the  pure  unsliaded  i-adiance  of 
"Old  Sol"  and  is  wearing  smoked  glasses? 
"We  hope  it  is  all  due  to  the  nature  of  the 
lenses  used.  Was  ever  a  decision  rendered 
against  anyone,  but  that  the  one  decided 
against  was  not  certain  that  the  .iudgment 
was  warped,  i.  e.,  had  glasses  smoked  with 
self-interest.  Contractors  are  human.  Ai-chi- 
tects  are  not  always  wrong  when  they  are 
accused   of  being   so   Ijy   contractors. 

Tlie  way  of  an  arliitrator  can  never  he 
smooth.  ITsuall.v  both  sides  are  partially 
wrong.  Rarely  is  either  all  wrong.  The  .iust 
arbitrator  must  separate  tlie  wheat  from  the 
chaff.  The  threshing  process  usually  muti- 
lates the  straw  in  tlie  process  of  saving  the 
valuable  seed.  It  behooves  architects  to  walk 
softly  and  use  arbitrary  power  with  great 
discretion.  Arliitrary  power  in  the  hands  of 
a  little  man  is  a  dangerous  thing.  There  is 
no   room   for  little   men    in   Arcliitecture. 

The  necessary  .iudicial  duties  of  an  Arclii- 
tect  require  men  with  .iudicial  minds.  Men 
without  this  i|ualitication  are  unfit  for  this 
service. 

■WE    GET   "WHAT   WE    PICK 

May  lie  it  was  l<"i-.inl<lin  wlio  said  "^■ou 
cannot  make  a  silk  purse  out  of  a  sow's  eai." 
Certainly  the  statement  is  worthy  of  that 
great  man.  "We  say  "lil^e  boss  like  wm-k- 
man."  You  cannot  expect  to  get  flue  work- 
manship from  tlie  employees  of  an  incom- 
petent   contractor. 

IMere  financial  ability  does  not  make  a  eon- 
tractor.  Many  an  Architect  has  learned  this 
to    his   sorrow. 

^Vorkmen  have  no  respect  for  a  boss  that 
does  not  know  the  difference  between  good 
work  and  poor  woik.  nor  do  tliey  have  any 
use  for  a  boss  who  cannot  make  a  .iust 
distinction  Ijetween  a  time  server  and  a  real 
worker. 

Money  is  neilhei-  brains  nor  expei'ience. 
It  cannot  liu.x'  either  wilbout  bolh.  ("Jiveii 
integrit>',  skill,  t^xjierience  and  eapital  there 
is  still  another  iti'iii  that  is  essential  toward 
the  niitke-up  of  a  good  contractor,  that  is, 
his  attitude  towards  his  work,  towards  his 
emiiloyees.  other  contractors,  tlie  owner  :iiid 
tli<>   architect. 

Does  he  have  a  sjiirit  of  co-oi)crat ion  oi- 
ls he  a  "pound  of  llesh"  t.vpe.  It  is  entir<-l.\- 
possil)le  to  find  a  eonli-actor  that  Is  flnaneial- 
l.\  safe  and  teehnleally  skilled  that  it  would 
lie  dangerous  to  li;i\e  emploxed  on  an.v 
building. 

Cantankerous  contractors  lose  architects 
more  clients  than  an.v  other  t.vpe.  The.v  are 
wors(>  than  the  famous  "bad  men"  of  tlie 
western  iilalns.  One  (.'antankerous  contraet<n- 
on  a  .job  will  shoot  discoi'd  througliout  the 
entire  building  organization.  He  will  do 
more  daina.ge  than  a  hundred  sticks  of  d\na- 
mile  behind  a  well-shod  .government  mule 
with   a    cinkle   buir    under   his    tall. 


Casualty  Insurance  at  Cost 

The  Builders  &  Manufacturers 
Mutual  Casualty  Company 

1301  CHAMBER  OF  COMMERCE  BUILDING 

CHICAGO 

DEARBORN  8976 


DIRECTORS: 

ANDREW  LANQUIST,  President 

H.  B.  BARNARD,  Vice-President  C.  G.  FANNING,  Treasurer 

J.  W.  SNYDER  O.  C.  HOLTZ,  Secretary 
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J.  C.  WUELLNER  FREDERICK  BULLEY 
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ORGANIZED -OWNED— OPERATED 
BY  BUILDERS 

To  Furnish: 

First — Sound  indemnity  at  its  actual  cost. 

Second — Prompt  and  efficient  service  to  em- 
ployed and  employers. 

Third — Reduction  in  severity  and  number  of 
accidents  by  co-operation. 

SURPLUS 

OAER 

$650,000.00 
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Unwilling-  to  live  and  let  live  he  cannot 
see  that  any  other  contractor  has  any  rights 
on  the  job.  He  hollers  his  head  off  every 
time  some  other  contractor's  work  is  not 
completed  when  that  contractor's  work  is 
essential  to  the  starting  of  his  work,  but 
he  does  everything  that  he  has  to  do  with- 
out any  thought  for  the  co-operative  con- 
venience of  the  other  contractor.  He  walks 
over  the  other  contractor's  work  without 
care  to  protect.  He  is  ruthless  in  his  treat- 
ment of  the  men  and  materials  of  others. 
When  he  is  called  on  the  carpet  he  blames 
the  responsibility  on  his  men.  We  must 
not  forget  that  men  are  what  their  boss 
makes  them.  At  least,  kindred  spirits  flock 
together.  A  cantankerous  boss  either  makes 
cantankerous  inen  or  draws  that  type  of 
men  to  him.  It  makes  no  difference  the 
results  in  each  case  are  the  same. 

Therefore,  Architects  should  avoid  the 
trouble  hunting  contractor  if  they  would 
avoid    his    trouble    making   men. 

There  is  another  type  sometimes  known 
as  the  "Alibi  Ike"  type;  agreeable,  lompe- 
tent,  going  to  do,  but  never  flnishinj  any- 
thing. 

How  many  times  has  an  architect  gone 
to  a  job  aggravated,  disgusted,  determined 
to  burn  somebody  up  with  invective  for 
perfectly  useless  delay  or  sloppy  work?  Mr. 
Architect  thinks  he  will  be  hard,  exacting, 
relentless,  but  just  about  the  time  he  gets 
his  gun  unlimbered  and  ready  for  action, 
"Ike"  appears  around  the  corner  and  takes 
a  beautiful  targ-et  position  and  begins  to 
spout,  "I  know,  Mr.  Architect,  that  I  am 
behind,  but  you,  etc.,  etc.;"  "I  ought  to  be 
called  down";  "What  you  were  going  to  say 
is  all  true,  but  etc."  Laugh! — Mr.  Architect 
cannot  help  himself.  Mad  he  may  be,  full 
of  contempt  for  himself  he  certainly  is,  but 
what  good  is  accomplished?  The  next  time 
he   goes   to    the   job    it    is   the   same    story. 

The  owner,  a  hard-headed  business  man, 
tries  his  hand  at  the  job,  but  he  fares  even 
worse  than  the  architect.  He  can  get  no- 
where with  the  contractor,  so  he  decides  to 
take  a  fall  out  of  the  architect,  and  what  he 
says  to  the  architect  is  a-plenty.  Finally 
they  decide  in  sheer  desperation  that  they 
will  serve  notice  of  cancellation  of  contract 
and  that  they  will  take  possession  and  com- 
plete the  work.  Neither  has  faith  enough 
in  himself  to  personally  deliver  the  notice, 
so  they  send  it  by  Uncle  Sam  and  in  due 
course  proceed  to  tlie  job  to  take  possession 
and   finish    the   work. 

There  has  been  a  miscalculation  some- 
where. Mr.  Contractor  is  not  gone.  He  is 
still  on  the  job.  Has  he  received  a  letter 
from  the  architect?  He  has,  but  he  has 
been  quite  busj'  and  has  not  had  time  to 
read  it.  Was  it  anything  of  urgent  impoi- 
tance?     He   is   sorry   if   it  was! 

What  is  to  be  done  with  such  a  man,  any- 
way?    Don't   pick   him    to   begin   with. 

There  is  no  further  need  of  discussing  the 
incompetent    contractor:    nobody    wants    such. 

How  do  such  get  into  an  architect's  office? 
Because  the.v  are  habitually  the  low  liidders. 
Uet  the  average  owner  see  a  low  bid  and 
he   is  blind   to   every   other   fault. 

Why  are  the  low  bidders?  First,  the 
incompetent  man  has  no  cost  accounting 
system  and  so  must  make  his  estimates  "by 
guess   and   by   gosh." 

The  dishonest  man  never  expects  to  de- 
liver the  work  as  specified  and  shown.  It 
is  said  on  good  authority  that  if  by  chance 
the  owner's  digcsti\'e  apparatus  should  l)e- 
come  disaffected  as  a  result  of  some  dietar.v 
indiscretion  and  he  should  by  cliance  dream 
in  the  middle  of  the  night  of  the  possibility 
of  moving  a  door  or  a  window,  the  sensitive 
contractor  would  get  out  of  bed  in  the  mid- 
dle of  the  night  and  enter  "an  extra"  to 
the    owner's    account. 

This  is  tlie  type  of  contractor  that,  when 
asked  to  make  a  statement  preparatory  to 
the  issuance  of  an  architect's  certificate, 
always  says  to  the  arcliitect  tliat  is  tlie  first 


time  such  a  request  has  ever  been  made  of 
him:  that  he  regards  it  as  an  insult  to  his 
high  standing.  It  is  a  strange  ear  mark, 
but  it  is  always  the  crooked  or  incompetent 
contractor  who  does  the  hollering  about 
offense  to  his  dignity. 

Architects  should  remember  that,  their 
personal  experience  to  the  contrary  not- 
withstanding, there  are  almost  always  plenty 
of  competent,  honest  contractors  who  are 
ready  to  co-operate  with  them  in  the  execu- 
tion of  their  work.  Such  men  do  not  need 
to  look  for  work.  Architects  who  are  wise 
look  for  them.  The  answer  is — pick  your 
bidders  with  care  and  allow  no  one  to  submit 
bids  who  cannot  pi'ove  by  competent  archi- 
tectural references  that  he  has  been  able 
and  willing  to  deliver  the  workmanship  and 
materials  specified  and  shown,  correctly, 
promptly   and   with    a    co-operative    spirit. 

Contractors  who  cannot  furnish  architec- 
tural references  should  be  viewed  with  sus- 
picion, for  no  conti'actor  can  have  been  long 
or  successfully  in  business  that  has  not  done 
at  least  some  work  under  the  supervision 
of  an   architect. 

Owner's  references  as  a  rule  mean  nothing, 
since  the  wise  owner  always  employs  an 
architect  and  leaves  the  supervision  of  his 
construction  work  in  charge  of  his  architect. 

The  unwise  owner  is  surely  not  an  expert 
on    contractor's    performance. 

Contractor's  references  from  material  deal- 
ers are  little,  if  any,  better  than  from 
owners.  Neither  are  experts  on  perform- 
ance. If  he  buys  from  the  material  dealer, 
he  is  all  right;  if  not,  well,  the  dealer  doesn't 
know.  If  the  contractor  owes  the  material 
dealer  a  considerable  amount  of  money,  then 
that  dealer  is  interested  in  establishing  the 
contractor's  credit  in  order  that  the  con- 
tractor, who  owes  him  money,  can  get  his 
hands  on  your  client's  money  with  which 
to   pay   his   back   debts    to   the   dealer. 

Architects  will  remember  that  years  ago 
a  wave  of  desire  seemed  to  sweep  over 
almost  the  entire  plumbing  contractor  fra- 
ternity to  try  to  get  the  goods  of  a  certain 
plumbing  supply  house  substituted  for  what- 
ever goods  might  be  specifled.  Investigation 
at  that  time  showed  that  this  house,  by 
pursuing  a  policy  of  extending  credit  to 
contractors  till  they  got  them  in  a  position 
where  they  could  not  pay,  had  more  than  a 
majority  of  the  plumbing  contractors  in  a 
position  where  they  could  "tell  them  where 
to  get  off  at."  The  method  was  very  sim- 
ple. The  supply  house  would  say  to  the 
plumber,  by  intimation  only,  "Never  mind 
about  your  back  bill.  We  will  carry  you 
until  you  are  better  able  to  pay;  but  one 
good  turn  deserves  another.  You  get  our 
goods  substituted  at  our  price  on  every  con- 
tract you  get,  but  if  you  don't,  we  might 
find  ourselves  hard  up  and  need  the  l)ack 
account  which  you  owe  us.  Such  being  the 
case,    you    know    what    might    happen." 

I'here  is  another  type  of  material  dealer 
who  will  sell  an.v  contractor,  irrespecti\'e  of 
his  financial  rating  or  industrial  integrity. 
That  is  the  dealer  who  looks  entirely  to  his 
mechanic's  lien  rights  for  the  protection  of 
his  claims.  To  such  a  dealer  any  contractor 
who  will  buy  of  him  is  a  good   contractor. 

All  architects  must  wake  up  to  the  fact 
that  if  the.v  would  avoid  trouble  they  should 
carefully  pick  the  men  they  allow  to  bid 
on  their  work  jind  that  in  the  process  of 
picking  they  should  select  only  men  whose 
performance  record  is  personally  known  to 
them  (u-  wliom  brother  architects  of  high 
standing  will  endorse,  not  by  testimonial 
letter,  Init  by  personal  statements.  It  shouhl 
lie  clearly  understood  that  testimonial  let- 
ters brought  in  b.v  contractors  are  not  worth 
the  paper  they  are  written  on.  Testimonial 
letters  are  usually  written  under  more  oi- 
less  duress;  therefore  they  cannot  be  relied 
upon.  To  get  at  the  facts  there  is  nothing 
so  valuable  as  a   personal   talk. 

Theie  is  much  that  may  be  read  in  con- 
versation   that    is    not    said    in    words. 
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THE  ILLINOIS  SOCIETY  OF  ARCHITECTS 
CANONS  OF  PROFESSIONAL  ETHICS 


Preamble. 

The  architect  is  engaged  in  a  profession 
which  carries  with  it  grave  responsibilities 
to  the  pnblic.  These  duties  and  responsi- 
bilities cannot  be  met  unless  the  motives, 
conduct  and  ability  of  the  members  of  the 
pi'ofession  are  such  as  to  command  respect 
aTid  confidence. 

'J'he  profession  of  architecture  calls  for 
men  of  the  highest  integrity,  and  execu- 
tive and  artistic  ability. 

The  architect  is  entrusted  with  financial 
undertakings  where  his  honesty  of  pur- 
pose must  be  above  suspicion;  he  acts  as 
professional  adviser  to  his  client,  and  his 
advice  must  be  absolutely  disinterested: 
lie  is  charged  with  the  exercise  of  judicial 
functions  as  between  client  and  contractor, 
and  must  act  with  entire  impartiality,  and 
he  has  moral  responsibilities  toward  his 
professional    associates   and    subordnate.s. 

The  people  of  the  State  of  Illinois  have 
a  right  to  expect  a  high  standard  of  prac- 
tice and  conduct  on  the  part  of  the  archi- 
tects whom  they  have  licensed  to  practice. 
Because  an  architect  is  a  quasi  public  of- 
ficial it  is  imperative  that  he  assume  no 
obligations  which  shall  place  official  duty 
and  self-interest  in  conflict. 

The  Canons  of  Ethics. 

No  set  of  rules  can  be  framed  which 
particularize  all  the  duties  of  the  architect 
in  his  various  relations  to  the  public,  to 
his  client,  to  the  building  trades  and  to  his 
professional  brethren. 

The  following  canons  of  ethics  cover  cer- 
tain broad  ])i-inciples  which  should  govern 
the  conduct  of  members  of  the  profession 
and  should  serve  as  a  guide  in  circum- 
stances other  than  those  enumerated: 
I. — On  Certain   Duties  to  the   Public. 

The  architect's  more  important  work  is 
of  a  character  so  permanent  and  endur- 
ing that  he  owes  it  to  the  public  to  u:se 
his  best  efforts  to  make  it  such  as  may 
raise  the  standard  of  taste  in  the  commu- 
nity and  be  in  itself  a  public  ornament. 
He  should  design  with  due  regard  to  sur- 
roundings and  should  endeavor  to  check 
any   individualism,   whether  in   himself  or 


his  client,  that  is  opposed  to  the  public 
good.  He  should  take  part  in  those  move- 
ments for  public  betterment  in  which  his 
training  and  experience  enable  him  to 
give  useful  service.  He  should  insist  on 
safe  and  sanitary  construction  and  he 
should  at  all  times  hold  the  safe  guard- 
ing of  human  life  and  health  as  of  para- 
mount importance  to  the  interests  of  client, 
contractor  or  self. 

II. — On    the    Architect's    Status. 

The  architect's  relation  to  his  client  is 
primarily  that  of  professional  advisor.  This 
relation  maintains  throughout  the  entire 
period  of  his  service.  When,  however,  a 
contract  is  executed  between  his  client  and 
a  builder  or  other  person  by  the  terms  of 
which  the  architect  becomes  the  official  in- 
terpreter of  its  conditions  and  the  judge 
of  its  performance,  a  new  relation  is  cre- 
ated.. In  respect  to  the  matters  under 
contract,  it  is  incumbent  upon  the  arcni- 
tect  to  side  neither  with  the  client  nor 
contractor,  but  to  endeavor,  in  so  far  as  his 
action  may  determine,  that  the  contract  be 
faithfully  carried  out  according  to  its  true 
spirit  and  intent. 

It  is  not  proj)er  for  the  architect  to  as- 
sume to  act  as  the  owner's  agent  unless 
he  has  been  si)ecifically  empowered  so  to 
act:  by  so  doing  he  becomes  a  party  to  the 
contract  and  in  a  sense  disqualified  in  his 
judicial   capacity. 

The  fact  that  the  architect's  payment 
comes  through  the  client  does  not  invali- 
date his  i)rofessionai  obligation  to  act  with 
inii)artiality  to  both  parties  to  the  con- 
tiact.  It  is  essential,  however,  in  order 
to  eliminate  the  influence  of  self-interest, 
that  the  architect  shall  not  enter  into  any 
contract  with  the  client  which  shall  con- 
dition his  i)ayment  u])on  his  decisions  or 
advice. 

III. — On    Preliminary    Drawings    and    Esti- 
mates. 

The  architect  should  impress  upon  his 
client  at  the  outset  the  importance  of 
sufficient  time  for  the  study  and  prei)ar;i- 
tion  of  drawings  and  specifications.  If. 
on    the    basis     of     approved     preliminary 
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sketches,  the  approximate  cost  of  the  work 
has  been  mutually  considered,  the  architect 
should  endeavor  to  bring  his  working  draw- 
ings to  meet  such  approximate  cost,  pro- 
vided that  his  client  has  requested  no 
departure  from  the  original  basis  of  esti- 
mate. But  at  the  same  time  he  should 
acquaint  his  client  with  the  conditional 
character  of  preliminary  estimates.  Com- 
plete and  final  figures  can  be  had  only 
from  complete  and  final  drawings  and 
specifications.  If  an  unconditional  limit  of 
cost  is  imposed  before  such  drawings  are 
made  and  estimated,  the  architect  must  be 
free  to  make  such  adjustments  as  seem 
necessary  to  that  end. 

IV. — On    Superintendence    and    Expert 
Service. 

On  all  work  except  the  simplest,  it  is 
to  the  interest  of  the  client  to  employ  an 
inspector  or  clerk-of-the-works;  in  many 
engineering  problems  and  in  certain 
esthetic  problems  such  as  sculpture,  deco- 
rative painting,  gardening  and  the  like,  it 
is  to  the  interest  of  the  client  to  have 
specialized  expert  service.  The  architect 
should  so  inform  the  client  and  assist  him 
in  obtaining  such  service.  In  order  to  se- 
cure unified  and  harmonious  working  or- 
ganization, only  such  persons  should  be 
selected  by  the  owner  for  consulting  ex- 
perts as  shall  work  in  harmony  with  the 
architect  and  shall  be  approved  by  him. 

V. — On    the    Architect's    Charges. 

The  schedule  of  charges  of  the  Illi- 
nois Society  of  Architects  is  recognized 
as  a  proper  minimum  of  payment,  but 
where  no  other  architect  is  affected  it 
is  allowable  for  an  architect  to  make 
such  an  arrangement  with  his  client  as  is 
mutually  satisfactory.  He  may  not  reduce 
his  fee  below  the  schedule  of  charges  in 
an  attempt  to  supplant  another  architect; 
it  is  reasonable  and  proper  to  charge  high- 
er rates  than  those  of  the  schedule  when 
his  special  skill  and  the  quality  of  his 
service  justify  the  increase. 

A  system  of  compensation  based  on  the 
actual  cost  to  the  architect  on  a  given 
piece  of  work  plus  an  agreed  professional 
fee,  has  much  to  commend  it. 

VI. — On  Needless  Expenditure. 
The  architect  should  scrupulously  guard 
cost,   and   refrain    from   introducing   need- 


less expense  or  any  extravagance  m 
material  or  construction  that  may  add  to 
cost  of  building,  without  compensating 
gain  to  the  client. 

VII. — On    Payments   for    Expert    Service. 

When  retained  as  an  expert,  whether  in 
connection  with  competitions  or  otherwise, 
the  architect  should  receive  a  compensa- 
tion proportionate  to  the  responsibility 
and  difficulty  of  the  service.  No  duty  of 
the  architect  is  more  exacting  than  such 
service,  and  the  honor  of  the  profession 
is  involved  in  it.  Under  no  circumstances 
should  experts,  knowingly,  name  prices  in 
competition  with  each  other  for  a  given 
employment.  Where  governmental  regu- 
lations prohibit  adequate  compensation  for 
expert  service,  it  is  better  to  render  such 
service  without  emolument  than  to  ac- 
cept a  payment  out  of  proportion  to  the 
importance  of  the  service  rendered. 

VIII. — On  the  Selection  of  Bidders  or  Con 
tractors. 

The  architect  should  advise  his  client 
in  the  selection  of  bidders  and  in  the 
award   of  contract. 

In  selecting  none  but  worthy  bidders  and 
in  advising  the  award  only  to  contrac- 
tors who  are  honest  and  competent,  the 
architect  protects  the  interests  of  his 
client  and  helps  to  raise  the  ethical  stand- 
ard in  building. 

IX. — On    Duties  to  the  Contractor. 

On  the  signing  of  a  contract  between 
owner  and  builder,  the  architect  is  placed 
in  a  judicial  position  and  is  bound  to  act 
with  absolute  fairness;  he  is  also  judge 
in  his  own  right,  deciding  whether  or  not 
the  intent  of  his  plans  or  specifications  is 
properly  carried  out,  and  exercising  his 
judgment  as  to  the  true  meaning  thereof. 
He  should,  therefore,  take  special  care  to 
see  that  these  drawings  and  specifications 
are  completv  and  accurate,  and  he  should 
never  call  upon  the  contractor  to  make 
good  his  own  oversights  or  errors,  or  at- 
tempt to  shirk  responsibility  by  "blanket" 
clauses. 
X. — On    Engaging   in   the    Building   Trades. 

The  architect  should  not  engage  in  any 
of  the  building  trades,  nor  should  he  form 
any  trade  partnership  or  agreement  with 
any  person    or  firm    connected    therewith: 
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nor  should  he  have  any  financial  interests 
in  any  building  material  or  device  of  sucH 
a  nature  as  to  render  his  professional  ac- 
tion liable  to  a  suspicion  of  self-interest: 
if  he  have  any  interest  in  building  ma- 
terial or  device,  he  should  not  specify  or 
use  the  same  without  the  full  knowledge 
and  approval  of  his  client. 

XI. — On   Accepting   Commission   or   Favors. 

The  architect  may  not  receive  any  com- 
mission or  any  substantial  service  or  favor 
from  a  dealer,  a  contractor,  or  from  any 
interested  person  other  than  his  client. 
XII. — On   Encouraging  Good  Workmanship. 

in  his  authority  to  interpret  and  enforce 
the  provisions  of  the  contract,  the  archi- 
tect is  vested  with  large  powers  which  he 
should  use  with  unbiased  judgment.  While 
he  must  condemn  bad  work,  he  should  also 
make  a  point  of  commending  that  which 
is  good. 

Intelligent  initiative,  artistic  or  me- 
chanical, on  the  part  of  craftsmen  and 
workmen,  should  be  promptly  recognized 
and  encouraged,  and  the  architect  should 
make  evident  his  appreciation  of  the  dig- 
nity and  importance  of  their  work. 
XIII. — On  Offering   Service  Gratuitously. 

The  offering  of  professional  service  on 
ai)i)roval,  unless  warranted  by  personal  oi 
previous  business  relations,  tends  to  lower 
the  dignity  and  standing  of  the  profession: 
also  to  provide  motive  for  dishonest  repre- 
sentation and  is  to  be  condemned. 

XIV. — On   Advertising. 

Advertising  in  any  form  is  to  be  dis- 
couraged as  tending  to  lower  the  stand- 
ing of  the  profession.  The  presentation 
of  ordinary  business  cards  is  a  matter  of 
individual  taste  and  not  per  se  improper; 
but  the  solicitation  of  work  by  circulars 
or  advertisements  and  the  inspiring  or 
inserting  of  self-laudatory  notice  in  the 
press  are  unprofessional. 

The  best  recommendation  of  an  architect 
is  a  well-merited  reiiutation  for  profes- 
sional capacity  and  fidelity  to  trust. 

XV. — On  Signing  Buildings  and  Use  of 
Titles. 
The  signing  of  buildings  has  the  in- 
dorsement of  the  Chicago  Architect's 
Business  Association.  The  use  of  the 
initials  designating  degrees  or  technical 
society  membership  is  proper  in  connection 
with  any  professional  service  and  is  en- 
couraged as  helping  to  make  known  the 
nature  of  the  honor  they  imply. 

XVI. — On  Competitions. 
In  no  way  does  the  architect  come 
more  conspicuously  before  the  public  than 
through  competitions.  It  is  especially  de- 
sirable that  in  such  circumstances  he 
should  conduct  himself  with  self-respect 
and  dignity.  To  under  value  and  cheapen 
his    service   or   to   compete    where    a   just 


award  is  not  sate  guarded  is  inconsistem 
with  this  position.  Competitions  are  un- 
desirable from  the  standpoint  of  both  the 
client  and  the  architect  and  a  member  of 
of  the  Association  should  discourage  the 
holding  of  same.  If  a  competition  becomes 
inevitible,  because  of  governmental  regu- 
lations, he  should  not  enter  either  as  a 
competitor  or  a  professional  advisor  un- 
less the  competition  is  to  be  conducted 
according  to  the  best  practice  and  usage 
of  the  profession  as  formulated  from  time 
to  time  by  the  American  Institute  of  Archi- 
tects. Except  as  an  authorized  competi- 
tor he  may  not  attempt  to  secure  work  for 
which   competition   has   been   instituted. 

He  may  not  present  drawings  to  secure 
work  for  which  competition  has  been 
closed   but   not  decided. 

He  may  not  attempt  to  influence  the 
award  in  anj'  competition. 

XVII. — On  the   Expert's   Future  Status. 

An  architect  may  not  undertake  a  fur- 
ther commission  on  any  building  or  work 
after  having  acted  in  an  expert  capacity 
iu  formulating  a  program  which  later  is 
IHit  into  effect,  or  after  having  acted  in  an 
advisory  capacity  in  the  matter  of  awards 
in  competition.  Having  acted  in  either 
or  both  of  such  capacities  should  bar  an 
architect  from  eligibility  to  execute  com 
missions  upon  the  work  in  question. 

XVIII. — On  Criticising  the  Work  of  Others. 

An  architect  may  not  criticise  publicly 
in  the  press  the  work  of  a  fellow  architect 
except  over  his  own  signature,  or  edito- 
rially; and  he  may  not  intentionally  injure, 
directly  or  indirectly,  the  reputation,  pros- 
pects or  business  of  a  fellow  architect. 

XIX. — On  Undertaking  the  Work  of  An 
other. 
An  architect  may  not  undertake  a  com 
mission  while  the  just  claim  of  a  fellow 
architect,  who  had  previously  undertaken 
it,  remains  unsatisfied;  nor  may  he  at- 
tempt to  supplant  a  fellow  architect  or  to 
obtain  a  commission  after  steps  have  been 
taken  toward  the  appointment  of  another 
architect. 

XX. — On    Duties   Toward    the    Student 
Draughtsman. 

It  is  the  duty  of  the  architect  to  ad- 
vise and  assist  those  who  intend  making 
architecture  their  career.  The  intending 
student  should  be  urged  to  secure  a  prepa- 
ration of  broad  general  culture  equivalent 
to  that  required  for  the  degree  of  A.  H., 
concurrently  with  or  followed  by  a  thor 
ough  course  in  a  well  organized  school  of 
architecture. 

In  cases  where  such  preparation  is  out 
of  the  question  and  the  beginner  must  get 
his  training  in  the  ofiice  of  an  architect 
the  latter  should  assist  him  to  the  best  of 
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his  ability  by  instruction  and  advice.  An 
architect,  should,  as  far  as  possible,  urge 
his  draughtsmen  to  avail  themselves  of 
educational  opportunities.  To  this  end  ho 
should  give  encouragement  to  all  worthy 
schemes  and  institutions  for  architectural 
education. 

:\Iembers  of  the  society  cannot  too 
strongly  insist  that  a  thorough  technical 
preparation  for  the  practice  of  architect- 
ure should  rest  upon  a  foundation  of  gen- 
eral culture. 

XXI. — On   Duties  Toward   Building  Author- 
ities. 

The  architect  should  support  all  federal, 
state  and  municipal  officials  who  have 
charge  of  matters  relating  to  building  and 
endeavor  to  maintain  or  improve  the  stand- 
ards of  their  departments.  His  quasi  pub- 
lic official  capacity  requires  him  to  show 
respect  for  law  by  careful  and  conscien- 
tious compliance  with  all  building  regula- 
tions, and  if  any  such  appear  to  him  un- 
wise or  unfair,  he  should  endeavor  to  have 
such  regulations  altered,  but  until  so  al- 
tered he  should  comply  with  them.  An 
architect  because  of  his  official  relation  to 
the  state  and  of  his  moral  obligation 
should  not  even  under  his  client's  instruc- 
tions encourage  any  practices  contrary  to 
law  or  hostile  to  public  interests;  for  he 
Is  not  obliged  to  accept  a  given  piece  of 
work,  hence  he  cannot  urge  in  extenuation 
and  to  escape  the  condemnation  attaching 
to  his  acts  that  he  has  but  followed  his 
client's  instructions. 

XXII. — On    Professional    Qualifications. 

The  assumption  of  the  title  of  archi- 
tect should  be  held  to  mean  that  the  bearer 
has  the  professional  knowledge,  both  the- 
oretical and  practical,  and  the  natural 
ability  needed  for  the  proper  invention, 
illustration  and  supervision  of  all  building 
operations  which  he  may  undertake. 
XXIII. — On  Matters  Adjudged  Unprofes- 
sional. 

The  following  code,  based  on  a  report 
of  a  special  committee  of  the  American 
Institute  of  Architects,  is  adopted  by  the 
Illinois  Society  of  Architects  as  a  gen- 
eral guide,  yet  the  enumeration  of  partic- 


ular duties  should  not  be  construed  as 
the  denial  of  the  existence  of  oUiers 
equally  imperative  though  not  specifically 
mentioned.  It  should  also  be  noted  that 
these  sections  indicate  offenses  of  greatly 
varying  degrees   of  gravity: 

It   is   unprofessional   for   an   architect — 

1.  To  engage  in  any  of  the  building 
trades  or  to  form  any  trade  partnership 
or  agreement  with  any  person  or  firm  en- 
gaged therein. 

2.  To  guarantee  an  estimate  or  con- 
tract by   bond   or   otherwise. 

3.  To  accept  a  commission  or  any  sub- 
stantial service  or  favor  from  a  contrac- 
tor, or  anyone  connected  with  the  build- 
ing trades. 

4.  To   advertise   in   any  form. 

5.  To  enter  any  competition  the  terms 
of  which  are  not  in  harmony  with  prin- 
ciples approved  by  the  American  Institute, 
especially  if  such  terms  have  been  spe- 
cifically condemned  by  the  American  In- 
stitute or  a  local  chapter  thereof. 

6.  To  attempt  in  any  way  except  as  a 
duly  authorized  competitor  to  secure  work 
for  which  a  competition  has  been  insti- 
tuted. 

7.  To  attempt  to  influence  the  award  of 
a  competition. 

8.  To  injure  intentionally  the  fair  repu- 
tation, prospects  or  business  of  another 
architect. 

9.  To  criticise  anonymously  in  the  pub- 
lic prints,  except  editorially,  the  profes- 
sional conduct  or  work  of  a  fellow  archi- 
tect. 

10.  To  undertake  a  commission  while 
the  just  claim  of  another  architect  who  has 
previously  undertaken  it  remains  unsatis- 
fied. 

11.  To  attempt  to  supplant  a  fellow 
architect  after  definite  steps  have  been 
taken  toward  his  employment. 

12.  To  offer  or  perform  services  at 
rates  lower  than  those  approved  as  mini- 
mum by  the  Illinois  Society  of  Architects 
in  an  attempt  to  supplant  or  underbid  an- 
other architect. 

13.  To  act  in  a  manner  detrimental  to 
the  best  interests  of  the  profession. 


SCHEDULE  OF  PROPER  MINIMUM  CHARGES  AND  PROFESSIONAL 

PRACTICE  OF  ARCHITECTS  RECOMMENDED  BY  THE 

ILLINOIS  SOCIETY  OF  ARCHITECTS 

1.  The  architect's  professional  services 
consist  of  the  necessary  conferences,  the 
preparation  of  preliminary  studies,  work- 
ing drawings,  specifications,  large  scale 
and  full  size  detail  drawings,  and  of  the 
general  direction  and  supervision  of  the 
work,  for  which,  except  as  hereinafter 
mentioned,  the  minimum  charge  is  six  per 
cent  (6%),  based  upon  the  total  cost  of 
the  work  complete. 

In  case  of  the  discontinuance  or  aban- 
donment    of     the     work,     the     architect's 


charge  shall  be  based  upon  an  cstiinateil 
total  cost,  which  estimated  total  cost  may 
be  determined  by  the  architect,  by  experts, 
or  by  the  lowest  bids  of  responsible  con- 
tractors. Toial  cost  is  to  be  interpreted 
as  the  cost  of  all  materials  and  labor  nec- 
essary to  complete  the  work,  plus  contrar:- 
ors'  profits  and  expenses,  as  such  ccst 
would  be  if  all  materials  were  new  and  all 
labor  fully  paid,  at  market  prices  current 
when  the  work  was  ordered. 
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2.  On  residential  work,  on  alterations 
to  existing  buildings,  on  monuments,  fur- 
niture, decorative  and  cabinet  work,  and 
landscape  architecture,  it  is  proper  to 
make  a  higher  charge  than  above  indi- 
cated. 

3.  The  architect  is  entitled  to  compen- 
sation for  articles  purchased  under  his 
direction,  even  though  not  designed  by 
him. 

4.  If  an  operation  is  conducted  under 
separate  contracts,  rather  than  under  a 
general  contract,  it  is  proper  to  charge 
a  special  fee  in  addition  to  the  charges 
mentioned    elsewhere    in    this    schedule. 

5.  Where  the  architect  is  not  other- 
wise retained,  consultation  fees  for  pro- 
fessional advice  are  to  be  paid  in  pro- 
portion to  the  importance  of  the  questions 
involved  and  services  rendered. 

6.  WTiere  heating,  ventilating,  mechan- 
ical, structural,  electrical  and  sanitary 
pioblems  are  of  such  a  nature  as  to  re- 
quire the  services  of  a  specialist,  the 
owner  is  to  pay  for  such  services  in  ad- 
dition to  the  architects  regular  commis- 
sion. Chemical  and  mechanical  tests  and 
surveys,  when  required,  are  to  be  paid  for 
by  the  owner. 

7.  Necessary  traveling  expenses  are  to 
be  paid  by  the  owner. 

8.  If,  after  a  definite  scheme  has  been 
approved,  changes  in  drawings,  specifi- 
cations or  other  documents  are  required 
by  the  owner;  or  if  the  architect  be  put 
to  extra  labor  or  expense  by  the  delin- 
quency or  insolvency  of  a  contractor,  the 
architect  shall  be  paid  for  such  additional 
services  and  expense. 

9.  The  architect's  entire  fee  is  item- 
ized and  proportionate  payments  on  ac- 
ccunt  are  due  the  architect,  as  the  fol- 
lowing items   are  completed: 

Preliminary  Studies    .2 

General  drawings 3 

Specifications    1 

Scale  and  full  size  details 1 

General  Supervision  of  the  work... .3 


Total      1.00 

Fee  for    complete   services   as   agreed, 

or  see  paragraphs  1  and  12. 

10.    Items  of  service  are  comprehended 

as  follows: 

(a)  Preliminary  Studies  consist  of  the 
necessary  conferences,  inspections,  stud- 
ies and  sketches  modified  and  remodified 
to  determine  the  client's  problem  and 
illustrate  a  satisfactory  general  solution 
of  same,  both  as  to  plan  and  elevation. 
Illustrative  sketches  for  this  purpose  need 
not  be  to  accurate  scale,  but  should  be 
approximately  correct  as  to  general  di- 
mensions and  proportion. 

(b)  General  Drawings  include  figured 
scale  plans  of  the  various   stories,  eleva- 


tions of  all  the  fronts,  such  general  verti- 
cal sections  as  may  be  necessary  to  eluci- 
date the  design,  and  such  details,  drawn  to 
still  larger  scale  as,  with  the  assistance 
of  printed  notes,  and  of  the  accompanying 
specifications,  may  make  the  whole  scheme 
ciearly  evident  to  the  mind  of  the  com 
petent  builder  and  give  him  a  full  and 
complete  comprehension  of  all  the  struc 
ture  conditions  as  they  affect  the  vita! 
questions  of  quality  and  quantity  of  ma- 
terials, of  character  of  workmanship,  and 
of  cost. 

(c)  Specifications  consist  of  a  supple- 
mentary statement  in  words,  of  at  least 
all  those  items  of  information  regarding 
a  proposed  building  which  are  not  se< 
forth  in  the  drawings. 

(d)  Detail  Drawings  include  all  iLe 
necessary  supplementary  drawings  re- 
quired for  the  use  of  the  builders,  to 
enable  them  to  so  provide  and  shape  their 
material  that  it  may  be  adjusted  to  its 
proper  place  or  function  in  the  building 
with  the  least  delay,  and  the  smallest 
chance  for  errors  and  misfits.  If  not  pre- 
pared until  after  the  contract  for  the 
building  is  let  they  must  not  impose  on 
the  contractor  any  labor  or  material  which 
is  not  called  for  by  the  spirit  and  intent 
of  the  "General  Drawings"  and  "Specifi- 
cations." 

(e)  The  Supervision  of  an  architect 
(as  distinguished  from  the  continuous  per- 
sonal superintendence  which  may  be  se- 
cured by  the  employment  of  a  clerk-of- 
tbe-works  or  inspector  of  construction  I 
means  such  inspection  by  the  architect 
or  his  deputy,  of  work  In  studios  and 
shops  or  a  building  or  other  work  in  pro 
cess  of  erection,  completion  or  altera- 
tion, as  he  finds  necessary  to  ascertain 
whether  it  is  being  executed  in  general 
conformity  with  his  drawings  and  speci- 
fications or  directions.  He  has  authority 
to  reject  any  part  of  the  work  which  does 
not  so  conform  and  to  order  its  removal 
and  reconstruction.  He  has  authority  to 
act  in  emergencies  that  may  arise  in  the 
course  of  construction,  to  order  necessary 
changes,  and  to  define  the  intent  and 
meaning  of  the  drawings  and  specifica- 
tions. On  operations  where  a  clerk-of 
the-works  or  inspector  of  construction  is 
required,  the  architect  shall  employ  such 
assistance    at    the    owner's    expense. 

11.  Drawings  and  specifications,  as  in- 
struments of  service,  are  the  property  of 
the  architect. 

12.  Exceptions. 

Dwellings  costing  less  than  $10,000.  .10*^ 
Lofts    not    requiring    special   planning 

for  machinery  or  arrangement....  5'^ 
Additions  and  alterations  to  dwellings.  12<~^ 
Additions  and  alterations  to  business 

buildings     iCSc 


N.  B. — 'Above  schedule  is  considered  miniiuum  for  ordinary  and  nsnal  professional  serrjce.    It  is  not  considered 

fair  or  reasonable  for  highly  specialired  service. 


Balsam-Wool 

An  Efficient  Sound  Deadener 


What  Balsam-Wool  Is. 

Ba!sam-WooI  is  a  light,  flexible  build- 
ing insulation  and  sound  deadener  made 
from  pure  wood  fibers,  chemically 
treated  to  resist  fire,  and  cemented  to- 
gether between  two  layers  of  tough, 
kraft,  waterproofed  paper.  Balsam-Wool 
is  durable,  fire-resistant  and  sanitary 
and  an  efficient  insulation  against  heat, 
cold    and    sound. 

Standard  Sizes. 

For  building  purposes  Balsam-Wool 
is  made  ^2  "  thick  and  in  standard  widths 
of  17",  25"  and  32".  It  is  delivered  in 
standard  packages  containing  250 
square  feet,   rolled,  wrapped  and  sealed. 

The  Efficiency  of  Balsam-WooI 
as  a  Sound  Deadener. 

The  same  properties  which  make 
Balsam-Wool  so  efficient  as  a  heat  in- 
sulator also  account  for  its  effective- 
ness as  a  sound  deadener.  In  consider- 
ing the  sound  deadening  efficiency  of 
any  material  it  must  be  recognized  that 
there  are  two  distinct  kinds  of  sound. 
The  efficiency  of  Balsam-Wool  as  a 
wall  deadener  is  accounted  for  by  the 
minute  air  cells  which  absorb  the 
waves  of  air-born  sound.  Its  efficiency 
as  a  deadener  for  floors  is  a  result  of 
the  fine,  fibrous  nature  of  the  material, 
which  tends  to  absorb  vibration  and 
thus  reduce  the  transmission  of  per- 
cussion   sound. 

Recent  tests  proved  Balsam-Wool  to 
be  a  more  efficient  sound 
deadener  than  any  of  the 
other  seven  commercial 
building  insulations 
tested.  The  results  of 
these  tests  will  be  made 
available    to    architects. 

Acoustical 
Balsam-Wool 

Balsam-Wool  is  made 
up  in  special  form  for 
sound  absorption  o  r 
acoustical  corrections. 
This  form  has  an  espe- 
cially high  co-efficient 
of  absorption. 


Accepted  Applications  for 
Sound  Deadening. 

Inside  Partitions.  There  are  three  ac- 
cepted methods  for  the  application  of 
Balsam-Wool  for  sound  deadening  in- 
terior partition  walls.  The  I  7"  width 
may  be  applied  between  the  studding 
in  the  same  manner  as  for  heat  insula- 
tion in  outside  walls.  The  32"  width 
may  be  used  on  the  face  of  the  studs 
on  either  one  or  both  sides,  or  the 
studs  may  be  staggered  and  the  Balsam- 
Wool  w^oven  between  them  and  secured 
to    one    set    of    studs   by    means    of    lath. 

Floors.  Balsam-Wool  is  well  adapted 
to  any  one  of  the  three  accepted  ap- 
plications in  use  today  for  the  sound 
deadening  of  floors.  One  of  the  com- 
mon methods  is  that  in  which  a  layer 
of  Balsam-Wool  is  laid  over  the  sub- 
floor,  the  finish  floor  being  nailed  to 
furring  strips  laid  over  the  insulation. 
Still  others  prefer  to  apply  32"  Balsam- 
Wool  on  the  under  faces  of  the  joists 
using  furring  strips  to  take  the  ceiling 
lath.  A  third  method  is  the  suspended 
ceiling  construction  in  which  the  Bal- 
sam-Wool is  woven  betv^een  the  floor 
joists  and  the  false  ceiling  joists  and 
fastened  to  one  set  or  the  other  by 
means  of  lath. 

Distribution  of  Balsam- Wool. 

Balsam-Wool  is  a  Weyerhaeuser 
product.  Each  roll  carries  the  Weyer- 
haeuser   Forest   Products   trademark  

the  mark  of  an  organi- 
zation that  for  sixty- 
five  years  has  been 
known  for  the  high 
standard  of         quality 

maintained  in  all  its 
products.  Balsam-Wool 
is  distributed  through 
local  retail  lumber  deal- 
ers. Any  lumber  dealer 
can  get  a  supply 
promptly. 

We  welcome  requests 
for  information.  We 
shall  be  pleased  to  work 
with  you  on  any  of  your 
insulating    problems. 


WOOD  CONVERSION  COMPANY 

General  Office  and   Factory      -     CLOQUET,   MINN. 

CHICAGO   OFFICE,    STRAUS   BLDG.,    Room    1849 

Phone  Harrison  1847 


:!(') 


LIST  OF  LICENSED  ARCHITECTS 


Members  of  the  Profession  who  will  be  Permitted  to  Practice  in  the 

State  of  Illinois. 


Every  means  has  been  used  to  get  a  correct  List  of  Licensed  Architects 
who  are  permitted  to  practice  Architecture  in  the  State  of  Illinois  for  the 
ensuing  year.  The  names  have  been  compared  with  the  Of^cial  Records  of 
the  State  of  Illinois. 


CHICAGO 

Aarens,  Harry  B.,   109  N.  Dearborn  St. 
Abell,   Lester   A.,   5739   Michigan   Ave. 
Ablamowicz,    Sigmund   \'.,    1859   \V.    Chicago 

Ave. 
Aga,  O.  W.,   104  S.   Michigan   Ave. 
Ahlschlager,  Walter  W.,  65  E.  Huron  St. 
Allen,  Alfred   P.,  225   N.   Michigan   Ave. 
Allen,  James  Roy,  410  S.  Michigan  Ave. 
Allerton,  Oscar  J.,  4341   N.  Robcy  St. 
Allison,  Lyman  J.,  115  S.  Dearborn  St. 
Almquist,  Carl  M.,  118  N.  La  Salle  St. 
Alschuler,  Alfred  S.,  28  E.  Jackson  Blvd. 
Anderson,  Edwin  P.,  4445  X.  California  Ave. 
Anderson,  Helge  A.,  3116  Sunnyside  Ave. 
Anderson,  William  C,  5431   Harper  Ave. 

Angell,   Arnold   A.,    825    Cornelia   Ave. 
Anis.  Albert,  64  W.   Randolph   St. 
Ansel,  Anton,  5047  Cullom  Ave. 
Apfelbach,   Henrj-  J.,   952   N.   Michigan   Ave. 
Archer,  Chas.  S.,  6849  Dorchester  Ave. 
Armstrong,  John  A.,  127  N.  Dearborn  St. 
Ashbv,    George    \\'illiam,    1511    W.     lackson 

Blvd. 
Ashby,    Wilbert   B..    L511    W.   Jackson    Blvd. 

Bacon,  James  Earl,  722)2  Phillips  Ave. 

Bailey,  Cyrus,  9  S.  Clinton  St. 
Bailey,  Walter  T.,  3621  S.  State  St. 

Bannister,  George  S.,   115  S.  Dearborn  St. 

Barfield,  William  G.,  58  W.  Washington  St. 

Bargman,  Ewald  F.,  1408  Jarvis  Ave. 

Barnum,  George  L.,  1614-134  S.  La  Salle  St. 

Barrett,  Fred  L.,  4411   N.  Kedzie  Ave. 

Barry,  Gerald  A.,  Jr..  61    N.   Parkside  Ave. 

Barthel,  Bernard,  127  N.  Dearborn  St. 

Barton.  F.  M.,  3426  S.  Kedzie  Ave. 

Bean,  Ralph  H.,  Ill  W.  Monroe  St. 

Beaudry,  Ralph  L..  1444  E.  65th  St. 

Beck,  H.  Frederic,  159  Ontario  St. 

Beck,  Willis  J.,   105  W.   Monroe   St. 

Bcdnarik,  Jos.,   5307   S.   Rockwell    St. 

Beers.  Herbert   P..   53  W.  Jackson   Blvd. 

Becrsman,  Chas.  G..  672  Rush   St. 

lichrns,  Elmer  F".,  605  N.  Michigan  Ave. 

I'.ciler,  Henry  P.,  910  S.  Michigan  Ave. 

Bein,  Maurice  L.,  64  W.  Randolph  St. 

Bellas.  Charles,  3724  Pine  Grove  Ave. 

Bcmnn,   Spencer   S..   108   vS.  La   Salle   St. 

Bcndus,    William    Oin'ncv.    222    S.    Michigan 
Ave. 

Bennett,  A.  T.  T.,  38  S.  Dearborn  St. 

Bennett,    Edward    H.,    1800-80    E.    Jackson 
Blvd. 

Bennett,  Wm.  Arthur.  22  X.   State   St. 

Benson,  Arthur  E.,  5153  N.   Clark   St. 

Benson,  Edward,  5153  N.  Clark  St. 


Bentley,   Harrv  H.,   1930  Orrington   Ave. 
Berlin,  Robert  C,  19  S.  La  Salle  St. 
Bernard,  Clifford  S.,  1447  E.  68th  St. 
Bernham,  Felix  M.,  4623  Drexel  Blvd. 
Bernhard.   Wilhelm,  879   N.   State   St. 
Betts,  Wm.  B..  155  N.  Clark  St. 
Bialles,  Theo.  P.,  3759  X.  Kedvale  Ave. 
Bieg,  Harry  K.,  3702  Sheffield  Ave. 
Bischof,  Jacob  H.,  2635  Hampden  Court. 
Bishop,  Thomas  R.,  35  S.  Dearborn  St. 
Bjork.  David  T..   118  X.  La   Salle   St. 
Blondin,   Edward  A.,  5   E.   Garfield   Blvd. 
Blouke,   Pierre,  721   N.   Alichigan   Ave. 
Bollenbacher.  J.  C,  332  S.  La  Salle  St. 
Bouchard,  Lewis  C,  30  N.  Dearborn  St. 
Bourke,  Robt.  E.,  10440  S.  Seeley  Ave. 
Bowen,  Howard.  549  W.  Washington  St. 
Braband,  Frank  J.  E.,  901  Wrightwood  Ave. 
Brabant,  Gifford,  2717  N.  Kedzie  Ave. 
Brand,  Herbert  A.,  510  N.  Dearborn   St. 
Braucher,  Ernest  N.,  10  N.  Clark  St. 
Braun,  Isadore  H.,  19  S.  La  Salle  St. 
Braun,  Wm.  T.,  64  E.  Van  Buren  St. 
Bright,  Jasper  T..  155  X.  Clark  St. 
Bristle,  Joseph  H.,  5  X.  La  Salle  St. 
Britton,  Frank,  817  W.  70th  St. 
Brown,  Arthur  Geo.,  134  X.  La  Salle  St. 
Bruns,  Benedict  J.,  1548  Belmont  Ave. 
Brydges,  E.  Xorman,  5  X.  La  Salle  St. 
Buck,  Lawrence,  64  E.  Van  Buren  St. 
Buckett,  Arthur  C,  936  X.   Michigan   Ave. 
Buerger,  A.  J.,  Jr.,  547  X.  Leamington  Ave. 
Bullock,  Edwin  C.  A.,  190  N.  State  St. 
Burgess,  Ralph  R..  1923  Calumet  Ave. 
Burnham,  Daniel  H..  Jr.,  160  X.  La  Salle  St. 
Burnham,   Hubert.   160  X.   La   Salle   St. 
Burns,  James,  64  W.  Randolph  St. 
Burt,  Henry  J.,  1400-104  S.  Alichigan  Ave. 
Byrne,  Francis  B.,   104  S.   Michigan  Ave. 
Cabeen.  Richard  AIcP..  832   Pershing   Rd. 
Cable,  Max  Lowell,  415  N.  Western  Ave. 
Cady,  J.  K.,  17  X.  La  Salle  St. 
Capraro,  Alexander  V.,  64  W.  Ran(U)lph   St. 
Carlson,  Richard  J..  915  Fletcher   St. 
Carnegie,  Wm.  G.,  189  W.  Madison  St. 
Carpenter,  Martin  R..  72  \\.  W'nshington  St. 
Carr,  George  Wallace,  122  S.  Michigan  Ave. 
Caulev.    Frank   William.    7710    X.    Marshfiell 

Ave. 
Cenek,  Robert   R.,  127  X.   Dearborn   St. 
Cerny,  Jerry  J.,  1444  S.  Crawford  Ave. 
Cerny,  Otto  F.,  2727  W.  26th  St. 


"STEELGRETE" 

lOR    MODERX    BANK   VAULT   PROTECTION 

Developed  for  (iiid  used  in  llie  largest  vault  in  Ihe  world — thai  of 
llie  .\eir  )  ork  Federal  Ueserve  Hank 


THIS  modern  system  of 
vault  protection  has  been 
made  applicable  to  all  bank- 
ing institutions  large  and 
small. 

An  enmeshment  of 
STEELCRETE  embedded 
in  concrete — 

Resists  explosives  with  its 
enmeshment   of  steel. 

Resists  the  cutting  flame 
with  its  monolithic  mass  of 
concrete. 

Resists  edged  tools  with 
the  combined  tenacity  of 
meshed    steel    and    concrete. 


STEELCRETE  offers  the 
greatest  protection  for  the 
money  involved.  May  we 
help    you   with   your    plans? 


STEELCRETE  beins:  placed  in  vault  floor  of  American  Exchange 
KmiiK.   Milwaukee.   Wis.   This   dense  mat   is   eml)edded   in   the  concrete. 

A  few  banks  in  which  the  vaults  are 
protected  with  STEELCRETE 


Viu-   York   Federal  Reserve  Bank 
Xcw  York  City 

Mechanics   and   Metals    Bank 

801  h   St.   &  Broadway 

Xew  York  Cit.v 

Oklahoma  City  Branch  of 
Kansas  Cit.v  Federal  Reserve  Bank 

Bowerv  Savings  Bank 

4-lu(]  St.  .^-  Park  Ave. 

.Vi'W  Yoik  Cit.v 

Niw   Orleans  Branch   of 
All.intiL    Federal    Reserve    Bank 

XMshville  Branch  of 

Alhuita    Federal    Reserve   Bank 

American    E.xchange    Bank 

.Milwaukee,   Wis. 

Kirehhoff  &  Rose,   Archts. 

Manitowoc   Savings  Bank 

.Manitowoc,    Wis. 

W.  J.  Raciiber,  Archt. 


.Jacksonville    Bi-anch    of 
.\tlanta    Federal   Reserve   Bank 

Xewburgh  Savings  Bank 

X'ewliurgh,  N.  Y. 

Weary  A:  .\lford,  Archts.,    Chicago 

First  X'ational  Bank 

IClkliart,   Indiana 

.I.iliii    A.     \rmstrong,    .\rcht., 

(  hicago 

.laeksdM     Park    National    Bank 

Chicago,   Illinois 

Will.    P.    Doerr,    .Vrcht.,    Chicago 

I'otters  National   Bank 

Easts  Liverpool,  Ohio 

Weary  &  .Vlford,  .\rchts.,    Chicago 

Itiimewood    State    Bank 

Flomewood,  111. 

I'.mil    J.    Liska,    -Vrcht.,    Chicago 


The  C()ns()li(lat(Hl  Ivxpanded  Metal  ('o.'s 


12:51  West 
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Charles.  Walter  E.,   155  X.  Clark  St. 
Chase,  Frank  D.,  720  N.  Michigan  Ave. 
Chatten,   Melville  C,   160   N.  La  Salle  St. 
Cheney,  Howard   i^ovewell,  208   S.  La  Salle 

St. 
Childs,  Frank  A.,  720  N.   Michigan  Ave. 
Christenson,  C.  Werner,  6582  Sheridan   Road 
Christensen,  John  C,  3255  Evergreen  Ave. 
Christiansen,  Eli,  7047  Indiana  Ave. 
Chuhb.  John  D.,  109  N.  Dearborn  St. 
Clark,  Edwin  H.,  8  E.  Huron  St. 
Clark,  Leslie  Doane,  6233  Greenwood    Xvc 
Ckrk,  Robert  C,  7216  Harvard  Ave. 
Clay,  William  W.,  538  S.  Dearborn  St. 
Coffin,   Arthur   S.,  6  N.    Michigan   Ave. 
Cohen,  Isadore,  442  E.  48th  St. 
Cohen,  Joseph,  160  N.  La  Salle  St. 
Colcord,  Albert  E.,  6143   St.   Lawrence   Ave. 
Cole,  Arthur  W..  321  Tillson  PI. 
Comm,  Benjamin  A.,  20  W.  Jackson   P.lvd. 
Cook,  Norman  W.,   1283  Victor  Ave. 
Coolidge,  Chas.  A.,  134  S.  la  Salle  St. 
Corse,   Ravmond   O.,   5430  Winthrop   Ave. 
Coughlen,' Gardner   C,   160   N.   La  Salic    St. 
Crane,  Charles  Howard,  127  N.  Dearborn  St. 
Crosby,  Wm.  S.,  17  N.  La  Salle  St. 
Crowen,   Samuel   N.,   10  S.  La   Saile  St. 
Dalsey,  H.  L,  2321  W.  North  Ave. 
Davey,  John  Jeffrey,  1407  IManhattan   liidg. 
Davidson,   Frank   E.,  S3  W.  Jackson   Blvd. 
Davis,   Zachary   T..    400   N.    Mirhig'u    Ave. 
Dean.  Arthur  R.,  137  S.  La  Salle  St. 
De  Golyer.  Robt.  S.,  7  S.  Dearborn  St. 
Del  Campo,  Scipione,  2955  N.  Kilratrick  Ave. 

De  Money.  Frank  O.^  5  N.  La  Salle  St. 

Demuth,  John  J.,   1950  Winnemac   Ave. 

Denell,    Reuben   A.,   2248   Lunt   Ave. 

Dennis,  Charles  A.,  4885  N.  Ashland  -Ave. 

Denson,  James  F.,  64  W.   Randolph   St. 

Dewev,   Charles,   4804   N.   Kedzie   Ave. 

Dibelica,  James  B..  2743  W.  22nd  St. 

Dillard,  Frank  G.,   127  N.  Dearborn  St. 

Dinkell)crg.  Fred"k  P..  400  N.  Michigan  Ave. 

Dippold,  Albert  P.,  4651  Cottage  Grove  Ave. 

Doerr,  Harold  F.,  7  W^  Madison  St. 

Doerr,  Jacob  F.,  7  W.  Madison  St. 

Doerr,  Wm.  Phillip,  Jr.,  7  W.  Madi>on  St. 

Doerr,  Wm.  P.,  28  E.  Jackson  Blvd. 

Dougherty,  Floyd  E.,  35  N.  Dearborn  St. 

Dowling,   Edward   F.,  646  N.   Michigan   Ave 

Drainic,  John  G.,  1453  E.  Marquette  Rd. 

Dubin,   George   H..   14  W.   Washington   St 

Dubin,   Henrv,   14  W.   W;^s]linaton    St. 

Duckworth.  John  S..  20  W.  Jackson  Blvd. 

Dun  ford,   S.   H.,   104   S.   Michigan   Ave. 

Dunlap,  Francis  E.,  Ill  N.  Dearborn  St. 

Dunning,  N.  Max,  310  S.  Wabash  Ave. 

Durkee,  Arthur  R.,  6359  S.  Peoria  St. 

Dwen,   Robert  G.,  8  E.  Huron   .'^t. 

Dyer,  Scott  C,  38  S.  Dearborn  St. 

Eberson,   John.   212    E.    Superior    St. 

Eckstorm,  Christian  A.,  5  N.  La  Salle  St. 

IChrcsmaim,   Donald  Robert,   104   S.   Michigan 

Ave. 
l'",hmaiui,  Wm.  Frederick.  140  S.  Dearlxirn  St. 

ICich.  George  B.,  104  S.   .Michigan  Ave. 
Eicliberg,  S.  >rilton,  64  W.  Randolph  St. 

Ellert,   Frank    T.,   7  W.    Madison    St. 
h'.lmslie,  Geo.  C.,  122  S.  Alichigan  Ave. 


Erickson,  Carl  A.,  104  S.  Michigan  Ave. 
Ermeling,  Ralph  W.,  64  E.  Van  Buren  St. 
Eskridge,  Fred  A.,  6654  Stewart  Ave. 
Esser,  Curt  A.,  38  S.  Dearborn  St. 
Esser,  Paul  F.,  5719  N.  Hermitage  Ave. 
Fairclough,   Stanley  D.,  820  Exchange  St. 

U.   S.   Yards. 
Falls,  Alexander  S.,  50  N.  La  Salle  St. 
Farrier,  Clarence  W.,  721   N.  Michigan  Ave. 
Faulkner,  Chas.  D.,  140  S.  Dearborn  Sf. 
Fellows,  Wm.  K.,  814  Tower  Court. 
Ferrenz,  Tirrell  John,  720  N.   Michigan  Ave. 
Fielder,  Fred  A.,  118  E.  26th  St. 
Finck,   Sidney  C,   1215  W.  Madison   St. 
Fischer,  F.  VVm.,  9129  Commercial  Ave. 
Fischer,  John  B.,  140  S.  Dearborn  St. 
Fisher,   Albert   J.,   2001    Greenieaf   Ave. 
Fisher,  Joseph  G.,  2001   Greenieaf  Ave. 
Fishman,  M.   Maurice,   118  N.  La  Salle  St. 
Flaks,  Francis  A.,  1956  S.  Springfield  Ave. 
I'desch,  Eugene  W.   P.,  5115  Universitv  Ave 
Fletcher,  Robert  C,  179  W.  Washington  St. 
Flinn,  Raymond  W.,  1412-8  S.  Dearborn  St. 
Floto,  Julius,  53  W.  Jackson   Blvd. 
Foehringer,  Frederick,  2672  Orchard  St. 
Fogel,  R.  W.,  1839  Warner  Ave. 
Foltz,   Frederick   C,   510   N.  Dearborn  St. 
Fortin,  Joseph  T.,  600  Blue  Island  Ave. 
Foster,  Arthur,  64  E.  Van  Buren  St. 
Foster  Winslow  H.,  9238  Pleasant  Ave. 
Fournier,  Lawrence  A.,  122  S.  Michigan  Ave. 

Fox,  Charles  E.,  721    S   Michigan  Ave 
Fox,  Elmer  J.,  7324  Constance  Ave. 
Fox,  John  J.,  38  S.  Dearborn  St. 

Fox,  William  Paul,  38  S.  Dearborn  St. 

Fov,   Wm.   D..    1400-104   S.   Michigan    Ave. 

France,  Roy  F.,  155  N.  Clark  St. 

Franklin.  Robert  L.,   160  N.   La   Salle   St. 

Franzheim,  H.  Kenneth,  127  N.  Dearborn  St. 

Frazier,  Clarence  E.,  30  N.  Dearborn  St. 

Frederick.  Erwin  G.,   140  S.  Dearborn   St. 

Friedl,  Herman,  508  N.  Dearborn   St. 

Friedman,  Raphael  N.,  28  E.  Jackson  Blvd. 

Frodin,  Rube  S..  808-30  X.  Michigan  Ave. 

Frommann,  Emil  IT.,  64  W.  Randolph  St. 

Frost,  Charles  S.,  105  S.  La  vSalle  St. 

Frost,  Harrv  Talfourd,   1800  Railway  Exch. 

Fry,  Frank  L.,  140  S.  Dearborn  St. 

Fugard,  John  Reed.  219  E.  Superior  St. 

Fuilenwider.  Arthur  IC,  646  N.  Michigan  .-\ve. 

Fuller,  Alex.  A.,  1657  E.  67th  St. 

Fuller,  Ravilo  Franklvn,  6  N.  Michigan  Ave. 

Furst.   Wm.    H.,    127  'N.   Dearborn    St. 

Gallup,  Harold  E.,  646  N.  Michigan  Ave. 

Garden,  Hugh   M.  G.,  104  S.  Michigan  Ave. 

Gardner,  Horace  C,  140  S.  Dearborn  St. 

Gassman.  .Andrew   P.,   143   Lorel   .-\ve. 

Gatterdam,   Fred   E..   138   N.   La   Salle   St. 

Ganger,  Wm.,  36  W.  Randolph  St. 

Gaul,  Hermann,  228  E.  Superior  St. 

Gerbcr,   Arthur  U..   20   W.    Tackson   Blvd. 

Gerhardt.  Paul,  64  W.  Randolph  St. 

Gibson,  Ba\'ard  K.,  ()24  S.   Michigan  .\vc. 

Gliatto,   Leonard   .\.,   343   S.   Dearborn    St. 

Goodman,  Wm.  C,  2932  W.  Adams  SL. 

Gormley.   Jas.    R..   3555   .Ainslee   St. 

Graham.  Ernest  R.,  80  E.  Jackson  Blvd. 

Granger,   Alfred  H..  m2  S.  La   Salle   St. 
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lis   Fireproof 

(J)  Products 


PYROBAR 

Partition 

Tile 

PYROBAR 

Reinforced 

Roof  Tile 


PYROBAR 
Reinforced 
Floor  Voids 

PYROFILL 
Monolithic 
Roof  Deck 

Plaster 
Board 


SHEETROCK 
Fireproof 
Wallhoard 

U.S.G. 

Wall  Plasters 
and  Finishes 


CiNpsimi  till-  is  llie  ()nl>  struchinil  iiialciial  that  has  ever  passed 
Ihi'  riidcrw  riU'i's"  I-ahoralorii's'  (iro  and  water  test  for  fireproof 
pai  litions.  Strong,  light  weight,  a  low  conductor  of  sound  and 
heat,  Ih.is  tile  is  ideal  for  partitions,  tuning,  elevator  enclosures, 
and  steel   protection. 

Made  of  liglit,  strong  Strnctolite,  tiiis  tile  is  une(|ualed  for  roof 
decking.  Its  high  insulating  ([uality  saves  fuel  and  stops  con- 
densation. It  is  resistive  to  smoke  and  sulphur  fumes.  It  is 
([uickly  and  economically  erected  in  any  kind  of  weather,  can 
he  adapted  to  any  roof  design  or  purlin  spacing,  and  is  ready  for 
liie  innnediate  application  of  any  roof  covering. 

Designed  to  replace  either  metal  forms  or  clay  tile  voids  in  re- 
inforced concrete  construction,  these  tile  are  unifomi  in  size  and 
shape.  The  end  pieces  are  cast  integral.  The  under  surface  pro- 
vides an  ideal  plastering  base.  These  tile  are  light  in  weight, 
easily  and  economically  installed. 

This  is  an  economical  form  of  poured-in-place  construction.  Tt 
is  light  in  weight,  of  proved  strength,  rapidly  erected,  quick- 
setting,  firei)roof,  and  a  low  conductor  of  heat,  minimizing  con- 
densation. 

This  fireproof  i)lastcring  base  is  to  be  nailed  to  the  studding  or 
joists,  or  clipped  to  metal  channels  (Jester  System),  and 
jjlastered  with  (lypsuin  Plaster,  which  bonds  to  it  perfectly.  Its 
use  eliminates  warping,  buckling  wood  lath.  The  walls  are 
strong,   rigid,   sound-deadening. 

Made  from  genuine  Gypsum  plaster,  Sheetrock  cannot  warp, 
shrink  or  buckle.  It  can  be  sawed  and  nailed  like  lumber.  The 
walls  and  ceilings  are  strong,  rigid,  permanent,  and  take  any 
di'coration,  including  wall  ])aper. 

These  are  made  of  pure  gypsum  and  are  the  recognized  standard 
for  ever\    plastering  purpose. 

Our  Engineering  Department  is  always  at  your  service 
Send  us  your  plans  for  erected  estimates  on   Hreproofing 


U  N  1  ]  1 :  D     S  I^  A  r  K  S     G  Y  P  S  U  i\f     C  O  M  PA  N  Y 

205  West  Monroe   Street,  Chicagc),  Illinois 
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Gratiaa,    Simeon   D.,    1955    Foster   Ave. 
Graven,  Anker   S.,  917  Windsor   Ave. 
Graves,  George  Palmer,   111  W.  Washington 

St. 
Green,  Herbert  H..  310  S.  Michigan  Blvd. 
Greenfield,  Geo.  H.,  6023  Kenwood  Ave. 
Greengard,  Bernhard  C.,  4741  Maiden  Ave. 
Gregori,  Raymond,   155   N.   Clark   St. 
Griesser,  Richard,  64  W.  Randolph  St. 
Griser,  Keith  L.,  2109  Leland  Ave. 
Grotz,  Chas.  J.,  3067  Milwaukee  Ave. 
Grunsfeld,  Ernest  A,  Ir.,  81  E.  Madison  St. 
Gubbins,   Wm.   F..   4059   W.   Monroe    St. 
Guenzel,    Louis,    879   N.    State    St. 
Gurnee,  Daniel   S.,  1536  E.  65th   PI. 
Gustafson,   Carl  A.,   1400  E.   53rd  St. 
Haagen,  Paul  T.,  155  N.  Clark  St. 
Hagerup,  Leonard  O.,  6836  Olcott  Ave. 
Hatl,  E.   Stanford,  5  N.  La  Salle  St. 
Hall,  Eric  E.,  123  W.  Madison  St. 
Hall,  Gilbert  P.,  1400  Monroe  Bldg. 
Hall.  Lincoln  N.,  7  W.  Madison   St. 
Hallberg,  L.  G.,  116  S.  Michigan  Ave. 
FTalperin,  Casriel,  19  S.  La  Salle  St. 
Hamilton,  John  L.,  814  Tower  Court. 
Hammond.  Charles  H.,   160  N.   La  Salic  St. 
Hanselmann,  Herman,  2128  N.  Newland  .\vc. 
Hansen,   Christian,   O..   730    N.   Dearborn    St. 
Hansen,  Gunnard  A.,  7915  Evans  Ave. 
Hansen,  Paul,  1320  Wilson  Ave. 
Happen.  Otto  Gottlieb,  800  W.  North  .Ave. 
Harley,  William  H.,  Jr.,  30  N.  Dearb(M-n  St. 
Harris,  Mandel  H.,  118  N.  La  Salle  St. 
Harris,  Ralph  C,  190  N.  State  St. 
Hartigan,  W.   B.,   2932  W.   [Monroe   St. 
Hatzfeld,  Clarence,  7  S.  Dearborn  St. 
Hauber.   Carl,  25   E.   Jackson   Blvd. 
Hawk,  A.  T..  803  La  Salle  St.,  R.  R.  Station 
Havvkinson,  Carl  W.,  208  S.  La  Salle  St. 
Hecht,  Albert  S.,  155  N.  Clark  St. 
Heda,  Arthur  M.,  72  W.  Washington  St. 
Hegsted,  Martin  A.,  4630  Altgeld   St. 
Heimbeck,  Walter  C,  1736  W.  102nd  St. 
Heinz,  Lorenz  H.,  128  N.  La  Salle  St. 
Henderson,  Charles  C,  105  S.  La  Salle  St. 
Henschien,  H.  Peter,   1637  Prairie  Ave. 
Herter,  John  T.,  7027  N.  Paulina   St. 
Hetherington,  John  T.,  105  N.  Clark  St. 
Hetherington,  Murrav  D.,  105  N.  Clark  St. 
Hettinger,  John  P.,  4708  Dover  St. 
Hcun,  Arthur,  6  N.   Michigan  Ave. 
Hild,  Edward  G.,  222  E.  Ontario  St. 
Himelblau,  A.  L.,  30  N.  Dearborn  St. 
Hinc,  Cicero,  629  S.  Wabash  Ave. 
Hirschfield,   Leo   S.,  64  W.   Randolph    St. 
Hocke,  John,  7602  Chappell  Ave. 
Hodgdon,  Charles,  134  S.  La  Salle  St. 
Hodgdon,  Frederick   AL,   134  S.    La   Salle   St. 
Hoermann.   Carl,  28  E.   Tackson   I'lvd. 
Hoffman,  Wm.  L.,  Jr.,  144  W.  47th  St. 
Hogenson,   Edward  A.,   5818   jMagnolia   Ave. 
Holabird,  John  Augur,  104  S.  Michigan  Ave. 
Holcomb,  F.  Alorse,  155  N.  Clark  St. 
Holml)oe,  Leonard  C.  B..  3426  E.  89th  St. 
Holmes,  Harold,  716  N.   Michigan  .Ave. 
Holmes,  Morris  G.,  8  S.  Dearborn  St. 
Holsman,  Henrv  K..  37  S.  W'abash  .Ave. 
Hood.  Raymond   M..  104  S.   .Michi-ian   Ave. 
Hooper,  Wm.,  879  N.   State   St. 


Horwich,   Louis  J.,  6429  Lcikewood  Ave. 
Hoskins,  John  M.,  2837  W.  Madison  St. 
Hotton,   B.  J.,   1113  Drummond  PI. 
Hubbard,  Archie  H.,   134  S.  La  Salle  St. 
Hubbard,  Bert  Charles,  225  N.  Michigan  Ave 
Huber,  Julius  H.,  2039  Greenleaf  Ave. 
Hughes,  Andrew  F.,  7012  Eggleston  Ave. 
Hulla,  John,  140  S.  Dearborn  St. 
Hunt.   Jarvis,   30   N.    Michigan   Ave. 
Hussander,  Arthur  F..  25  N.  Dearl)f)rn  St. 
Huston,  Sanford  K.,  Jr.,  1166  E.  64th  PI. 
Huszaph,    Ralph   D.,    14   W.   Washingtou    St. 
Hyde,  Robert  M.,  8  S.  Dearborn  St. 
Hyland,   Paul  V.,   L59  E.   Ontario   St. 
Ingalls,  Arthur  R.,  7127  Princeton  Ave. 
Ingram,  Horace,  137  S.  La  Salle  St. 
Isensee,  Frederic  M.,  6522   Minerva  Ave. 
Jacobs,  Arthur,  138  N.  La  Salle  St. 
Jeckel,   Philip   F.,   569   Arlington   PI. 
Jenkins,  A.  D.,  400  N.  Michigan  Ave. 
Jensen,   Clarence  A.,  3925  N.  Keeler  Ave. 
Jensen,  Elmer  C,  39  S.  La  Salle  St. 
Jensen,   Jens  J.,    1105   Lawrence   Ave. 
Jillson,   B.   H.,   6   N.   Michigan   Ave. 
Jobson,    C.    Frank,   225    N.    Michigan    Ave. 
Johnck,   Frederick,    140   S.   Dearborn    St. 
Johnson,   Benj.   L..   38   S.   Dearborn    St. 
Johnson,  Carl  J.,  5153  N.  Clark  St. 
Johnson,   Oscar,  4770  N.  Lincoln  Ave. 
Johnson,  Reuben  Harold,  5153  N.  Clark  St. 
Johnson,  Robert  U.,  7513  Greenview  Ave. 
Tohnston,  William  K.,  6805  Yale  Ave. 
Johnstone,  Percy  T.,  190  N.  State  St. 
Tones.   Wm.   C,   19  S.  La    Salle    St. 
Tov.  Samuel  Scott,  2001  W.  Pershing  Rd. 
Kallal,  Chas.  W.,   City  Hall. 
Kallenbach,    Henry,   Jr.,    3426     N.     Hamilton 

Ave. 
Kane,  Robert  L.,  64  W.  Randolph  St. 
Kincaid,  J.   Lisle,   1402-8  S.  Dearborn   St. 
Kingsley,  George  S.,  109  N.  Dearborn  St. 
Kirkpatrick,  Robert  A.,  3967  Lake  Park  Ave. 
Klaber,   Eugene   H.,  81   E.   Madison   St. 
Klafter,  David  Saul,  64  W.  Randolph  St.      ' 
Klafter,  Joseph  H.,  127  N.  l)earb,)rn  St. 
Klamt,   Edward   A.,  713  Wrightwood   .Ave. 
Klein,  Wm.  J.,   Ill   W.  Washington   St. 
Klewer,  Arthur,  220   S.    Michigan   .Ave. 
Klewer,  Geo.  W.,  1005-5  N.  La  Salle  St. 
Knapp,  George  Arnold,  219  E.  Superior  St. 
Knox,   Arthur   H..   7  W.   ]\ladison   St. 
Knudsen,   Johan   F.,   5247   Culloni    .Ave. 
Kochcr,  Jacques  J..  6405  S.  Halsted  St. 
Koenig,   Fred,   2252   Clifton   Ave. 
Koenigsberg,  Nathan,  155  N.  Clark  St. 
Kohfeldt,  Walter  G.,   400  N.   Michigan   Ave. 
Koll,  Henry  C,  2155  Elston  Ave. 
Komrosky,  Morris  L..  72  W.  Wa.shington   St. 
Kopp,  Joseph  Diermar,  118  N.  La  Salle  St. 
Koster,  John  L.,  112  N.  La  Salle  St. 
Kramer,  William   F.,  400   N.    Michigan    .Ave 
Krausc,  Edmund  R.,  5349  Sheridan   Rd. 
Krieg.  Wm.  G.,  105  N.  Clark  St. 
Kuehne,  Carl  Oskar.  1572  N.  Halsted  St. 
Kupfer,  Otto  A.,  1865  Millard  Ave. 
Kurzon,  Bernard  R.,  30  N.  Dearborn  St. 
Lagergrcn,  Gustav  P.,  1125  W.  79th  St. 
Laist,  Theodore  F..  Ill  W.  Monroe  St. 
Lampe,  Clarence  W.,  155  N.  Clark  St. 
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Lang,  Albert.   30   X.   Dearborn   St. 
Langille,  Louis  E.,  7516  N.  Parkhurst  Ave. 
Larmon,  Philip.  6845  Crandon  Ave. 
Larson,  Godfrey  E..  4857  X.  Drake  Ave. 
Lautz,  William  H.,  806  W.  79th   St. 
Lawrence,  Albin,  123  W.  INladison  St. 
Lawrence,  Edgar  A.,  5606  lUackstone  Ave. 
Layer,  Robert,  19  S.  La  Salle  St. 
L.eavell,  John  C,  6606  University  Ave 
Ledebiihr,    Arthur    E..   6447   Rhodes   Ave. 
Lehle,  Louis,  3810  Broadway. 
Lenske,   Charles  H.,   3755   Irving   Park  Blvd. 
Leviton,   Morton,    123   W.   Madison   St. 
Levy,  Alexander  L.,  Ill  W.  Washington  St. 
Lewin,  Edw.  P.,  140  S.  Dearborn   St. 
Lewis.  Jacob.  64  W.   Randolph   St. 
Liedberg,   Hugo  J..  11  W.  Washington   St. 
Liebert,  Hans  T.  3168  Hudson  Ave. 
Lindblad.  Alfred  G..  824  Aldinc  Ave. 
Lindquist,   Frederick,   179  W.   Washington. 
Lindquist.  Joseph   B.,  7  W.   ]Madi.son   St. 
Lindstrand,  John  A.,  1612  Milwaukee  Ave. 
Lindstrom,  R.  S.,  203  S.  Dearborn   St. 
Liska,  Adolph  C.,  212  E.  Superior  St. 
Liska,  Charles  O.,  35   S.  Dearborn   St. 
Liska,  Emil,  35  S.  Dearborn  St. 
Llewellyn,  Joseph  C,  38  S.  Dearborn  St. 
Llewellyn,  Ralph  C,  38  S.  Dearborn  St. 
Llo.vd,    Albert    L..    c/o    Pond    &    Pond    (i    X. 

^Michigan  Ave. 
Lockhart.  George  L.,  25  E.  Jackson  Blvd. 
Loebl,  Irving  Jerry,   1216   Xorth   Shore  Ave. 
Loewenberg,    Israel    S..    Ill    W.    Monroe    vSt. 
Long,  Frank  B..   14lX)-104   S.   Alichigan  Ave. 
Lonek,  Adolph,   5516  W.   Congress   St. 
Lovdall,  Geo.  F.,  25  N.  Dearborn  St. 
Lovell,  Sidney,  224  E.  Ontario  St. 
Lovell,   McDonald.   224   E.   Ontario    St. 
Lowe,  Elmo  C,  2>2>1  S.  La  Salle  St. 
Ludgin,  J.  G.,  53  W.  Jackson  Blvd. 
Luebkert,  Otto,  643  Wellington  Ave. 
Lund,  Anders  G.,  453  W.  63rd  St. 
Lurvej',  Louis,  721   S.  Western   .Ave. 
MacBride,   E.   Everett.   5632   Blackstone   Ave. 
Mahaft'ey,  David,  118  N.  La  Salle  St. 
Maher,  George  W.,  157  E.  Erie  St. 
Maher,   Philip  Brooks.  157  E.  Erie  St. 
Alarlev.   Tnseph  L.  2959  W.  Pershing  Rd. 
Mallinger.  John.  3323   X.   Cl:irk   St. 
Manierre.  Alfred   \\..   112  W.  .\danis  St. 
.Mann,  William  D.,  155  N.  Clark  St. 
Marienthal,  Oscar  B.,  65   K.  Murcni  St. 
Martin,   Edgar   D..  650   S.   Clark   St. 
Martini.  Elisabeth  A.,  155  N.  Clark  St. 
Marx,   Sam"l   A.,    108   X.    Dearborn    St. 
Matteson,   \"ictor  .Andrec,  S  S.   Dearborn   St. 
Mayer,  Carl  H..  1515-104  S.  Michigan  Ave. 
Maygcr,  Arthur  G.,   1510  E.  52nd   St. 
Mayo,  Ernest  A.,  53  W.  Jackson  Blvd. 
McArthur,  Albert  Chase,  128  X.  La  Salle  St. 
McCarthv.   Charles   A..  6649   Minerva   Ave. 
McCarthy,  Jos.  W.,  139  N.  Clark  St. 
McClellan,    Edward    G..    7441    Cottage   Grove 
McDonald,   Luther   Wilson,     7921     Constance 

Ave. 


McDougall,    Walter    A.,    4333    St.    Lawrence 

Ave. 
McGavick,  Joseph    P.,  4505   Lake   Park   Ave. 
AIcGrath.   Paul  J.,   70  W.   Monroe   St. 
McLane,  Cyrus  D.,  139  X.  Clark  St. 
McLaren,   Robert  J..    1637   Prairie  Ave. 
McLaughlin,  Daniel  F.,  1201  S.  Michigan  Ave. 
.Mc:Murry,   Oscar   1...    10405   S.  Seeley  Ave. 
Meldahl,  Jens  J.,   559   Surf   St. 
Meles,  Edmund  J.,  724  S.  Carpenter  St. 
Meredith.  Davis  D.,  4750  Sheridan  Road 
Merrill,  John  O.,   108  S.  La  Salle  St. 
Metz.   Carl  A.,   5031    X.   Western  Ave. 
^Meyer,  Frederic  H.,  30  N.  Dearborn  St. 
Michaelsen,    C.    S.,   3815    W.   Congress    St. 
Miller,  Grant  C,  64;)  X.   Micliigan  Ave. 
Afiller,  H.  Clvde,  112  W.  Adams  St. 
:\liller,  John  W.,  600  Blue  Island  Ave. 
Miller,  Jos.  A.,  155  N.  Clark  St. 
Miller,  Lee,  3928  Grand  Blvd. 
Miller.  Walter  F..   50  E.  Walton   PI. 
^liller,  Wm.  C,  204  N.  Karlov  Ave. 
:\Iilman.   Ralph   E.,   104  S.   .Michigan   Ave. 
Minchen,  Sidney  H.,  53  W.  Jackson  Blvd. 
Minkus,  Robert  L.,  1505  W.  Austin  Ave. 
:\litchell,  Lewis  M..  138  X.  La  Salle  St. 
Mohr,  Frederick  J.,  3818   Sheffield  Ave. 
Morehouse,  Merritt  J.,  343  S.  Dearborn  St. 
Morey,  Arthur  G..  115   S.  Dearborn   St. 
Alorgan,   Charles   L.,   104   S.   Alichigan    Ave. 
Morrison,  James  R.  M.,  64  W.  Randolph   St. 
Monberg,  Otto,  3251  Beldcn  Ave. 
Morse,  Harry  Leon,  1439  Ardmore  Ave. 
Mosher,  E.  Bradford,  5830  Harper  Ave. 
Mozier,  Harry  P.,  7700  South  Shore  Drive 
Mrazek,  Joseph  M.,  1239  S.  Tripp  Ave. 
Alueller,  Carl  Oscar,  752  Buena  Ave. 
Alueller,  Herbert  E.,  3715  Rokeby  St. 
Mullav,  Thomas  IL,   179  W.  Washington  St. 
Alundie,  Wm.  Bryce,  39  S-  La  Salle  St. 
X"adhern}^  Joseph  J.,  38  S.  Dearborn  St. 
Xathan,  Myer  O.,  123  W.  Madison   St. 
Xeebe,  John,  4651    X'.   Western   Ave. 
Xielsen.  Edward  O..  2150  Lincoln  Park  Wesl 
Nettenstrom,  Joel  W.,  2425  Canton  St. 
New,  Alatthew,  2514  E.  91st  St. 
Xewberrv,   Robert  T.,   160  X.  La   Salle   St. 
Newbold,  Roy  E.,  157  E.  Erie  St. 
Newhouse,  Henry  L.,  4623  Drexel  Blvd. 
Newman.   Edgar'  M.,   107  N.   Clark  St. 
Nicholson,  Jos.  T.,  7514  Chappel  Ave. 
Nicholson,  Wm.  A.,  6437  Harvard  Ave. 
Xielsen,  C,  6913  Ridge  Blvd. 
Nielsen,   Elker   Roschill,  3059  Augusta   St. 
Xieniz,  .Arthur  R.,  879  X.  State  St. 
Ximmons,  George  C,   122  S.  Michigan  Ave. 
Xitschc,  Edward  -\.,  8  E.  Huron  St. 
Norman,  A.  E.,  4750  Sheridan  Road. 
Nov3'.    Tos.    L,   2434    K'idgewav    Ave. 
Nyden,  John  A.,  190  N.  State  St. 
Odgers,  Phillip.  5835  X'ina  .\ve. 
Ohren.stein.   Erne.st  J..  211  E.   Erie   St. 
Oldfest,   Edw.  G..  605  N.   Michigan  Ave. 
Oliver,   Ralph   H..   115   S.  Dearborn    St. 
Olsen,  Leif  E.,  1615-155  N.  Clark  St. 
Olsen,  Paul  F..  720  Cass  St. 


Director's  Room,   Union   Tnist   Co.,   C'loveland,   Ohio 
Graham,    Anderson,   Prolisr   and   Whire.    Architects 

Javanese  Teak  Interior 

BAUMANN  POE  MFG.  CO. 

FR.\NK  POE,  President 

Contractors  for  Architectuval  Cabinet  Work 

for  Residences,  Banks,  Office  and  Public  Buildings  in  all  Foreign  and  Domestic 

Cabinet  Woods 

Made    finished    and    erected    without    division    of    responsibility 

31  years'  successful  experience 

1501-1517  Smith  Avenue,  Chicago 

Telephone   Lincoln  0502 
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Olson,  Benj.  Franklin,   19  S.  La  Salle  St. 
Oman   Samuel  S.,  64  W.   Randolph  St. 
Ording,   Carl   Henry,  3143  Wilson  Ave. 
Ostergren,  Robert  C,  155  N.  Clark  St. 
Otis,  Samuel  Shockford,  6  N.  Michigan  Ave. 
Otis,   Wm.  A.,  6  N.   Michigan   Ave. 
Packard,  Allyn  A.,  7609  Eastlake  Terrace. 
Pagels,  Wm.  F.,  5111  Winthrop  Ave. 
Park,   John   W.,    531    Addison   St. 
Parsons,  Wm.  Edward,  80  E.  Jackson  Blvd. 
Pashley,  Alfred  F.,  431  S.  Dearborn  St. 
Patelski,  Erich  J.,  157  W.  Randolph  St. 
Pearson,  Gustav  E.,   1930  N.   Keystone  Ave. 
Perkins,  Dwight  Heald,  814  Tower  Court. 
Perkins,  Frank  W.,  8133  S.   Sangamon  St. 
Perry,  Walter  E.,  219  E.  Superior  St. 
Peterson.   Stanley   M.,  295   17th   St. 
Pierce,  Richard  Gordon,  10  S.  La  Salle  St. 
Pingrey,  Roy  E.,  209  S.  La  Salle  St. 
Piontek,  Clement  L.,  1263  N.  Paulina  St. 
Pistorius,  Bernard  H.,  407  S.  Dearborn  St. 
Pleins,  Leo  H.,  544  S.  Franklin  St. 
Pomeroy,  Jim  T.,  542  S.  Dearborn  St. 
Pond,   Allen    Bartlit,  6   N.    Michigan   Ave. 
Pond,  Irving  K.,  6  N.  Michigan  Ave. 
Pope,  John  Francis,  2834  Washington  Blvd. 
Poulsen,  Edward  J.,  59  E.  Madison  St. 
Prather,   Fred  V.,  400   N.   Michigan   Ave. 
Presto,  Wm.  C,  160  N.  La  Salle  St. 
Pridmore,  John  E.  O.,  38  S.  Dearborn  St. 
Prindeville,  Chas  H.,  58  E.  Washington  St. 
Probst,  Edward,  80  E.  Jackson  Blvd. 
Proskauer,  Adolph,    159  N.   State  St. 
Pruyn,  Wm.  H.,  122  S.  Michigan  Ave. 
Puckey.  F.  W.,  400  N.  Alichigan  Ave. 
Pugh,   Myron  E.,   148   N.   Menard  Ave. 
Quackenboss,  L.  G.,  6616  Glenwood  Ave. 
Quinn,  James  Edwin,  10  S.  La  Salle  St. 
Quitsow,  Anthony  H.,  11   S.  La  Salle  St. 
Rabig,  Charles  E..  Klari.  1321  E.  64th  St. 

Raeder,  Henry,  20  W.  Jackson  Blvd. 
Randak,  Frank,  3845   W.  26th   St. 

Rapp,  C.  W.,  190  N.   State   St. 

Rapp,  Geo.  L.,  190  N.  State  St. 

Rappaport,  Benjamin   [.,  6709  Lakewood  Ave. 

Ratcliffe,  H.  E.,  123  W.  Madison  St 

Rawson,  Chas.  P.,  712-5  N.  La  Salle  St. 

Rawson,  Lorin  A.,  care  C.  H.  Strong  &  Co., 
180  N.  Market  St. 

Ray,  Russell,  61   Cedar  St. 

Rebori,  A.  N.,  332  S.  Alichigan  .Ave. 

Reed,  Earl  HowelJ.  Jr..  108' N.  Dearborn  St. 

Reichert,   Wm.,    5528   Cornell   Ave. 

Reilly,  S.  L.,  112  W.  Adams  St. 

Renwick,  Edward  A.,  104  S.  Michigan  Ave. 

Repp,  George  W.,  1743  W.  100th  PI. 

Rezny,  James  B.,  2202  S.  Crawford  Ave. 

Rice,  Josiah  L..  4213   N.  Ashland  Ave. 

Richards,  H.  H.,  5467  Washington  Blvd. 

Riddle,  Herbert  FL,  122  S.  Michigan  Ave. 

Riddle.  Lewis  W.,   79  W.  .Monroe  St. 

Rinn,  Charles,  4927  N.  Washtenaw  Ave. 

Rippel,  Fred  O.,  123  W.  Madison  St. 

Rissman,  Alaurice  B.,  64  W.  Randolph  St. 

Ritter,  Louis  E.,  1707  Marquette  Bldg. 

Roberts,  Eben  E.,  82  W.  Washington  St. 

Roberts,  Elmer  E.,  82  W.  Washington   St. 


Robertson,    D.,    8   S.    Dearborn    St. 
Robinson,  Argyle  E.,  25  E.  Jackson  Blvd. 
Robinson,  Harry  F.,  879  N.   State  St. 
Roche,  Martin,  104  S.  Michigan  Ave. 
Roeddiger,   F.   W.   C,  4936  Champlain   Ave. 
Rognstad,    Sigurd   A.,  3815  W.   Congress   St. 
Rohm,  Jean  Baptist,  138  N.  La  Salle  St. 
Rohm,  Wm.,  138  N.  La  Salle  St. 
Roller,  Herman  D.,  343  S.  Dearborn  St. 
Root,  John  Wellborn,   104  S.  Michigan   Ave. 
Roth,  Edgar,  7550  Saginaw  Ave. 
Rother,   Eugene   Paul,  2507  N.  Cullom   Ave. 
Rouleau,  Arthur,  4004  W.  Van  Buren  St. 
Rowe,  Charles  Barr,  127  N.  Dearborn  St. 
Rowe.  Lindley  P..  127  N.  Dearborn  St. 
Ro}-,    Franz,   9046   Commercial   Ave. 
Runde,  Otto,  4831  Barry  Ave. 
Rupert,  Edward  P.,  822  W.  70th  St. 
Rupinski,  Edward  W.,  2836  W.  36th  St. 
Russell,  Lewis  E.,  25  N.  Dearborn  St. 
Rusy,  Anthony  F.,  1339  S.  Avers  Ave. 
Ruttenberg,  Albert,  64  W.  Randolph  St. 
Ryan,  J.  William,  75  W.  Washington   St. 
Sailor,  Homer  G.,  718  W.  63rd  St. 
Sandel,   Monroe  R.,  6  N.   Michigan  Ave. 
Sanders,  Lewis  ^liles,  3311  Wrightwood  Ave. 
Saxe,  Albert  Moore,  212  E.   Superior  St. 
Saxe,  Ira  C,  351  Belden  Ave. 
Schaffner,  Daniel  J.,  64  AV.  Randolph  St. 
Schaub,  Louis  J.,  2249  X.  Spaulding  Ave. 
Scheller,  Jesse  E.,  7606  Crandon  Ave. 
Schenck,  Rudolph,  122  S.  Michigan  Ave. 
Schimek,  Alfred  F.,  624  S.  Alichigan  Ave. 
Schlacks,  Henry  John,  721  N.  Michigan. 
.Schlossman,    Norman    L,    7036   Cregier    Ave. 
Schmalz,  Emil  C,  5041  W.  Madison  St. 
Schmid,  Richard  G.,  75  W.  Washington  St. 
Schmidt,  Frederic  B.,  939  IMaple  Ave. 
Schmidt,  Hugo,  1165  N.  Clark  St. 

Schmidt,  Richard  Ernest,  104  S.  Michigan. 
Schnakenberg,  Henry,   1140  Oakdale  Ave. 
Schneberger,  John  G.,  2320  S.  Trumbull  Ave. 

Schock,  Frederick  R.,  5804  Midway  Park. 

Schoening,  John  A.,  7324  Prairie  Ave. 

Schopp,  Lawrence  O.,  7121   Clyde  .\ve. 

Schreiber,  Geo.  F.,  105  W.  Monroe  St. 

Schultz,  Martin  M..   1955  W.  CuUerton  St. 

Schulze,  Carl  Elliott,  1511  W.  Jackson  Blvd. 

Schulze,  William,  4945  Milwaukee  .Xve. 

Schwartz,  Albert  A.,  716  N.  Michigan  Ave. 

Schwarz,  Julius  J.,   1544  Ardmorc  .\vc. 

Scator,  Sinclair  M.,  19  S.  La  Salle  St. 

Scribbins,  John  A.,    1830  Calumet   Ave. 

Seipp,  Edwin  A.,  105  S.  La  Salle  St. 

Servic,  Wm.,  1644  Blue  Island  Ave. 

Sexton,  Frank  A.,  7  W.  Madison   St. 

Seyfarth,  Robert  E.,  134  S.  La  Salle  St. 

Shannon.  James  S.,  364  N.  Harding  Ave. 

Shattuck,  Walter  F.,  19  S.  La  Salle  St. 

Sbaw,  H.  Van  Dorcn,  104  S.   Michigan  Ave. 

Sheldon,  Karl  H..  549  Washington  Blvd. 

Sieja,  Edward  M..   1509  N.  Kildare  Ave. 

Sierks,  Henry,  5036  Lincoln  Ave. 

Sillani,   Muzio,  2511    N.   Clark   St. 

Sladck.  Victor  R..  3916  Pine  Grove  Ave. 

Slovinec,  John,  5138  S.  Artesian  Ave. 
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(.'laham.    Aiiclersuri.    I'robst    &    Wliitu.    Aicliitrc'ts 


Carpentry  '.  Interior  Wood  Work 
Cabinet  Work  \  \  Bank  Fixtures 

Manufactured  and  Installed  by 

EDMUNDS  MANUFACTURING  CO. 

2016  Washburn  Avenue 
CHICAGO,  ILL. 
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Slupkowski,  Joseph  A.,   1263   N.   Paulina   St. 
Smith,  Geo.  H.,  1637  Prairie  Ave. 
Smith,  Robert  S.,  Ill  W.  Monroe  St. 
Smith,  Wm.  H.,  4750  Sheridan  Rd. 
Smith,  Wm.  Jones,  720  N.  Michigan  Ave. 
Smith,  Z.  Erol,  305  E.  55th. 
Soderberg,  Andrew  F.,  7211  Stony  Island  Ave. 
Spencer,  Charles  B.,   1830  Calumet  Ave. 
Spencer,  Nelson  S.,  1830  Calumet  Ave. 
Spencer,  R.  C,  Jr.,  5  N.  La  Salle  St. 
Speyer,  Oscar  P.,  6535  N.  Maplewood  Ave. 
Spitz,  Alexander  H..   19  W.  Jackson  Blvd. 
Spitzer,  Maurice,  lllN.  Dearborn  St. 
Spohr,  George  S.,  1538  Greenfield  Ave. 
Stanhope,  Leon,  59  E.  Madison  St. 
Stanton,  Frederick  C.  H.,  601U  Gienwoo'l  Ave. 
Stebbings,  Walter  L.,  53  W.   lackson  Blvd. 
Steif,  Benjamin  Leo,  64  W.  Randolph  St. 
Steinbach,  J.  G.,  155  N.  Clark  St. 
Steinberg,  Edward,   109  N.  Dearborn   St. 
Steinborn,   Edward,   111    N.   Dearborn    St. 
Stephens,  Burett  H.,  407  S.  Dearborn  St. 
Stern,  Isaac  S.,  35  S.  Dearborn  St. 
Steuben,  Theo.,  3202  Lincoln  Ave. 
Stevens,  Chas.  Whitney,  64  W.  Randolph  St. 
Stockton,  Walter  J.,  806-7  S.  l-Jearborn   St. 
Stoetzel,  Ralph  E.,  431  S.  Dearborn  St. 
Stone,  John  R.,  8  S.  Dearborn  St. 
Strandel,  Charles  A.,  118  N.  La  Salle  St. 
Strauch,  Moriz  F.,  1356  Diversev  Parkway 
Strelka,  Leo,  660  Rush  St. 
Sturges,  Howard  P.,  79  W.  Monroe  St. 
Sturnfield,  Chas.  H.,  600  Blue  Island  Ave. 
Sutherland,  Chas.  V.,  7126  Ridgeland  Ave. 
Swarz,  August,   1335   E.  52nd   St. 
Swensson,  Walter  F.,  448  Grant  PI. 
Swern,  Perry  W.,  19  S.  La  Salle  St. 
Tallmadge,  Thos.  E.,   160  N.  La  Salle   St. 
Teich,  Frederich  J.,  64  W.  Randolph  St. 
Tcutsch,  Carl  M.,  4859  N.  Rockwell  St. 
Thielbar,  Frederick  J.,  11  W.  Washington  St. 
Thisslew,   Charles,   4438  N.   Kostner   Ave. 
Thomsen,  Frederick  W.,  1949  Seminary  Ave. 
Thoresen,  Thorgils,  219  E.  Superior  St. 
Thorud,   Bert  M.,   5153  N.  Clark  St. 
Ticknor,  James  H.,  7517   Sheridan  Rd. 
Tocha,  Anton  A.,  1064  Milwaukee  .Ave. 
Trowbridge,   Raymond  W.,  20  E.   Huron    Si. 
Turbyfill,   David  W.  T.,   105   W.   .Monroe   St. 
Turner,   John   W.,    115   E.   75th    St. 
Twery,  Lewis  E.,  4617  N.  Central  Park  .\ve. 
Tumbleson,  Alvin  T..  22  Goethe  St. 
Tyson,  Herbert,  1213-38  S.  Dearborn   St. 
Uffendell,  Wm.  G.,  39  S.  State  St. 
Urbain,   Jules,  Jr.,   155   N.   Clark   St. 
Urbanek,  Chas.  A.,  1423  S.  Avers  Ave. 
Vade,   Louis    Henri,   220    S.    Michigan    Ave. 
Valcrio,    bVancis     M.,     IWII-KM    S.     Michigan 

Ave. 
Van  Bergen,  John  S.,  168  X.  Michigan  .\ve. 
Van  Guilder,  Arthur,  388  W.   119th   PI. 
Van  Gunten,  Orlando,  26  E.  Huron  St. 
Van  Gunten,  T.  J.,  26  E.  Huron   St. 
Varney,  Ralph  W..  220  S.   Michigan  Avi'. 
Vesely,  Wiliam   j.,  240   \\.   Huron   St. 
Viehe-Naess,  Ivar,  400  N.  Michigan   Ave. 


A'iker,   Gultorni   A.,    1415   Greenleaf   Ave. 
V^ittner,   Clement,   179  W.   Jackson  Blvd. 
Vitzthum,  Karl  M.,  605  N.  Michigan  Ave. 
Von  Hoist,  Herman  V.,  72  W.  Adams  St. 
Wach,   Edward   F.,   6466   O-xford   Ave. 
Waful,  Edward  E.,  140  S.  Dearborn  St. 
Walcott,  Chester  H..  8  E.  Huron  St. 
Walcott,  Russell  S.,   11   E.  Huron  St. 
Walker,  Frank  Chase,  1065  Balmoral  A\e. 
Walker,   Fred  G.,  72  W.  Adams   St. 
Walker,  Willard  C,  536  Lake  Shore  Drive 
Wall,  Richard  J.,  2330  N.  Halsted  St. 
Wallace,  Dwight  G.,  22  W.  Monroe  St. 
Wallace.    Maurice  R.,   1022   E.  63rd    St. 
Walter,  Wayne  M.,   110  N.  Wabash   Ave. 
Waterman,  Harry  Hale,  10  S.  La  Salle  St. 
Watson,  Vernon  S.,   160  N.  La   Salle  St. 
Weber,  Alfred  P.,  155  N.  Clark  St. 
Weber,  A.   M.,  343   S.  Dearborn   St. 
Weber,   Bertram,   343   S.   Dearborn   St. 
Weber,  Maurice  H.,  225  N.  Michigan  Ave. 
Weisfeld,   Leo   H.,    155    N.    Clark   St. 
Weiss,  John  W.,  53  W.  Jackson  Blvd. 
Wheeler,  Chas.  F.,  4635  N.  Kenton  Ave. 
Wheelock,  Harry  B.,  64  W.  Randolph  St. 
White,  Chas.  E.,  Jr.,  343  S.  Dearborn  St. 
White,  Howard  J.,  1417-80  E.  Jackson  Blvd. 
Whitney,  Wm.  P.,  122  S.  Michigan  Ave. 
Wiener,  Jerome  L.,  308  N.  Alichigan  Ave. 
Williamson,  Robert  B.,  19  S.  La  Salle  St. 
Wills,  Arthur  J.,  1519-139  N.  Clark  St. 
Wilmanns,  August  C.,  35  S.  Dearborn  St. 
Winslow,  Benj.  E.,  2617  N.  Richmond  St. 
Witherspoon,  John  M.,  53  W.  Jackson  Blvd. 
Woerner,  Adolph,  3166  Lincoln  Ave. 
Woerner,  Adolph,  Jr.,  4210  N.  Lincoln  Ave. 
Wolff,  R.  G.,  400  N.  Michigan  Ave. 
Woltersdorf,  Arthur  F.,  138  N.  La  Salle  St. 
Work,  Robert  G.,  220  S.  Michigan  Ave. 
Works,  William,  59  E.  :\Iadison   St. 
Worthmann,  Henry,  155  N.  Clark  St. 
Wright,  Clark  C,  122  S.  Michigan  Ave. 
Wright,  Wm.  Campbell.  721  N.  !\lichigan  Ave. 
Youngberg,  J.  E.,  431   S.    Dearborn   St. 
Zaldokas,  Mathew  E.,  1263  N.  Paulina  St.^ 
Zimmerman,  W.  Carbj's,  212  E.  Superior  St. 
Zimmerman,  Ralph   W.,  212   E.    Superior   St. 
Zimmerman,  Hugo  H.,  1711   Fullerton   Ave. 
Zook,    R.   Harold,   56  E.   Congress   St. 
Znckerman,   I'enj.  S.,  1336  N.  Campbell    \\e. 

COOK    COUNTY    OUTSIDE   OF 
CHICAGO 

BERWYN 

Baldwin,  iM-ancis  \\..  34(18  Oak   Park   Ave. 

CHICAGO    HEIGHTS 

Kelley,   Irving   W.,    1540   Chicago   Koa<l 

CICERO 

b'ilas,   Thomas    .M.,   1^11  W.   25lh    St. 
Ncdved,   Rudolph    1.,  2501   ()0th   St. 
Vedra.  Charles,  5919  W.  22nd   St. 
Vigeant   Xavicr.  2531    S.   61st   Ct. 
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ABOLISHING 
RESTRICTIONS 

On  Building  Material  has  been  the  Principle 

Factor  in  lowering  the  Cost  of 

Building  Construction 


I'lu'  AXDERSOX  6c  LIXJ)  MAXUFACTURIXG  CUMPAXY, 
Manufacturers  of  Millwurk,  were  the  Pioneers  in  opposing  and 
fighting"  the  \icious  agreements  between  lal)or  leaders,  contractors, 
material  manufacturers  and  dealers,  which  placed  restrictions  on  the 
use  of  building  material,  and  has  a  court  injunction  which  restrains 
interference  with  its  business  and  with  the  installation  of  its  millwork. 
This  injunction  has  been  upheld  both  by  the  Appellate  Court  and  the 
State  Supreme  Court. 

The  Landis  Uniform  Working  Agreement  provides  that  there  shall 
be  no  restrictions  on  the  use  of  any  manufactured  material,  except 
prison  made.  The  Citizens"  Committee  was  organized  to  enforce  the 
provisions  of  this  agreement  and  have  succeeded  in  eliminating  large 
items  of  expense  in  connection  with  building  construction. 

The  Pul)lic  can  assist  in  this  fight  l)y  refusing  to  patronize  those 
firms  who  are  still  endeavoring  to  maintain  restrictions  on  the  use 
of  building  material  by  disseminating  propaganda  to  the  effect  that 
material  must  l)ear  certain  labels  or  the}'  will  not  be  installed. 

This  policy  if  consistently  adhered  to  Avill  pre\'ent  the  return  of 
high  prices  of  building  material. 

The  AXDERSOX  &  LIXD  MAXUFACTURIXG  CO.  has  its 
Factory  and  General  Offices  at  2127-45  Iowa  Street.  It  also  maintains 
a  l)ranch  sales  office  at  126  Reaper  Block,  X.  E.  corner  Clark  and 
Washington  Sts..  Chicago. 
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DES    PLAINES 

Winsaucr,   Louis    M..    Hawthorne   Lane 

ELMHURST 

Downton.   Herbert   E..   118   Pine   St. 

EVANSTON 

Andrews,  Alfred  B..  847  Forest  Ave. 
Avars,  Charles   R.,   1518   Sherman   Ave. 
Bl'ake,  Edgar  O.,  701  Davis  St. 
Markel.    Charles    H.,    825    Elmwood    Ave. 
Maher,   Harry  E.,   1564   Sherman   Ave. 
McCall,  Thomas,  843  Ridge  Ave. 
McGrew,   Kenneth   A.,   1564  Sherman   Ave. 
Ross,  Henry  J.,   640   Sheridan   Rd. 
Small,  John  S.,  2424  Park   PI. 
Sturm,   Meyer  J..  708  Church   St. 
Wright,  Harvey,  2711  Woodbine  Ave. 

FOREST    PARK 

Bessler,  Edw.  W.,  504  Marengo  Ave. 
Burtar,  Adolph  G.,  7616  Madison  St. 

GLEN   ELLYN 

Christe,  Louis  R.,  379  Hill  Ave. 
Hoskins,  Henry  J.  B.,  293  Park  Blvd  . 

HIGHLAND    PARK 

Erickson,   Allen    E.,   21    S.    St.   John's   Ave. 

HUBBARD  WOODS 

Yerkes,  Wallace  F.,  1422  Scott  Ave. 

KENILWORTH 

Walton,  Lewis  B.,  140  O.xford  Road 

LA  GRANGE 

Burt,  Paul  G.,  116  N.  Spring  Ave. 
Caldwell,  W^ill  Carleton,  517  Belle  Ave. 
Krausch,  Walter  T.,  40  S.  Stone  Ave. 
Tilton,  John  N.,  Jr.,  123  S.  Kensington  St. 

LAKE    BLUFF 

licliel,    Vernon    \\'..    331    Prospect    Ave. 

LAKE  FOREST 

.Anderson,  Stanley  D.,  104  Western  Ave. 

MAYWOOD 

Dunning,    Hugh    I!..    l/Ol    E.   8th    St. 
Lindeberg,  Geo.  L.,  II    .\.  4th  St. 

MELROSE  PARK 

Chiaro,  John   A.,  9   Broadway  Ave. 

NORWOOD   PARK 

Lorenc,   Jii>ei)h    A..  (,27(t   Xiagra    .\ve. 

OAK    PARK 

Bowes,    I'Vederick    W.,     729     N.     Kenil worth 

Ave. 
Clare,  W^n.  H.,  633  S.  Oak   Park  Ave. 
Ellis,  Francis  M.,   Bo.x   152 
l-'iddelke.  Henry  G..  1022  Xorth  P.lvd. 
Fyfe,  James  L.,  316  S.  Euclid  Ave. 
Hotchkiss.  Roy  James,  115  N.  Oak  Park  Ave. 
Kristen.   Charles   .\ndre.  5446  .Augusta   St. 
La  Belle,  Edw.  C,  410  Wisconsin  Ave. 


.\laiwurm.    Arthur    B..    1100    Xorth    P.lvd. 
Alanard,  Robert  P.,  220  Iowa  St. 
Pray,    Frank    AL.    iSl4   Columljia    .Ave. 
Roos,  Bernard  L.,  734  S.  Elmwood  Ave. 
Schoenfeldt,  Frank,  130  S.  Lombard  Ave. 
Siljander,  Albert  A.,   151   N.  Tavlor  Ave. 
Stoddard,  Herbert  H.,  411   N.  Cuyler  Ave. 
Washburn,  Fred  R.,  1012  Chicago  Ave. 

PARK   RIDGE 

Mills,  Albert  Brown,  620  Prospect  Ave. 

RIVER    FOREST 

Drummond,   Wni.    E.,  288   Edgewoud   PI. 

RIVERSIDE 

Dvorak,    Joseph    406    Repton    Rd. 
Keeber,   C.   Hamilton,    Alaplewood   and    Des- 
plaines  Aves. 

WHEATON 

Salisbury,  Robert  H.,  604  Xaperville  Ave. 

WILMETTE 

Anderson,    Russell   A.    AL,    1514   Forest   Ave. 
Budina,  Adolph  O.,  618  Tenth  St. 
Hyett,   Robert  Leal,   511   Alaple  Ave. 
Alarshall,   Benjamin  H.,  612   Sheridan   Rd. 
Rae,  Robert,  Jr.,  431  Greenleaf  Ave. 

WINNETKA 

Clark,  William  J.,  902  Pine  St. 

Ewer,  432   Alaple   .Ave. 

Alorphett,   Archibald   S..  964   Tower   Rd. 

Windes,   Frank  A.,   598  Birch   Ave. 


CITIES  OUTSIDE  OF  CHICAGO  AND 
COOK   COUNTY 

ALHAMBRA    (Madison    Co.) 

Oswald,  Fridolin,  Main  St. 

ALTON    (Madison   Co.) 
Maupin,  James  AL,  518  Commercial  Bldg. 
Pfeiffenberger,  (^eo.  D.,  102  W.  Third  St. 
Stelle,  Oliver  G.,  3112  Leverett  Ave. 

ANTIOCH 

Jyrch,  Karl,  Petite  Park. 

AURORA    (Kane   Co.) 

Gray,   Frank  I'..,  67   S.   La   Salle  St. 
Maimer,   Eugene,   97   W.   Park   Ave. 

BELLEVILLE 

Rubach.   Ottn   W.,  2   Kircher   PI. 

BLOOMINGTON  (McLean  Co.) 

Aliller,    George    H..   405    W.    Alarket    St. 
Moratz,  Arthur  M.,  701   Peoples  Bank  Bldg 
Pillsbury,  Arthur  L.,  Peoples  Bank  Bldg. 
Sinnnons,   .A.   T.,  301    Evans   I>ldg. 
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lliniiia^   W.   I.nnli,   Aivlntwt,  New  York 

II.   L.    Xuwliouse,   Assuciate  Arc-liitect,   Chicago 


EWAI.D  W.  DIERSSEX,  Pres.  G.    A.    SCHWEIZER,    Vice-Pres. 

I".    G.    JOHXSOX,    Sec'y    &    Treas. 

Established     1SS7 

A  REPUTATION  FOR  HIGH  GRADE  IfORK 


&SH,  DOOR  &  BUND  MANUFACTURING  CO.  ' 
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GENERAL   BUILDING  TRIM 
SPECIAL  CABINET  WORK 

(\ffue  and  Factory:  1219-65  North  A\«'iiin' 

Corner    l'"Ioet\Vf)od    Sti-eot 
IVhplioius:  Hmn.switk  2')11-29I2 


CARTHAGE  (Hancock  Co.) 
Pa.viie,  Edgar  A.,  429  :\Iain   St. 

CHAMPAIGN   (Champaign  Co.) 

Berger,  Frederick  E.,  3C4  Lincoln  Bldg. 
Clark.  Chas.  R..  501  Lincoln  Bldg. 
Kelley.   Ralph   L.,   Lincoln   Bldg. 
Kratz,  Elvin  V.,  315  S.  State  St. 
Lescher.  Frank   M..   1005   S.   First   St. 
Ramey,  George  Edwin,   Robeson  Bldg. 
Wright,  George  E.,  256  Administration  I^ldg. 

CHARLESTON    (Coles    Co.) 

.Ma.wvell,  Benjamin  R.,  411   Harrison  Ave. 
.Mitchell,  Chas.  D..  Alitchell   I'.ldg. 

COLLINSVILLE  (Madison  Co.) 
Eberhardt,  Henry  W.,  207  E.  :^Iain  St. 

DANVILLE    (Vermilion   Co.) 

Liese,  Geo.  C,  Temple  Bldg. 
Lndwig,  Geo.  W.,  Temple  Bldg. 
McCoy,  John  F.,  Temple  Bldg. 
Skadden,  Harvey  F.,  Temple  Bldg. 
Stuebe,  L.  F.  W.,  Adams  Bldg. 

DECATUR    (Macon   Co.) 

Aschauer,  Chas.  J.,  Citizens  Bank  Bldg. 
Bramhall,   Arthur    E.,    2U9    National     Bank 

Bldg. 
Brooks,   Barkley  S..  209  Xat.  Bank  Bldg. 
Clausen,  Swen  A.,  Alilliken  Bldg. 
Dague,  England  D..  2C7  National  Bank  Bldg. 
Waggoner,  Arthur  M.,  Citizens  Title  &  Trust 

Bldg. 

DE    KALE 

Marston,  Louis  H.,  319  I^.   Lincoln   Highway 
Morrcll.  John.  207  1.  O.  O.  F.   Bldg. 

DIXON 

\'ail,  Morrison   H.,  814  E.  Fellows   St. 

EAST   ST.    LOUIS    (St.    Clair   Co.) 

Frankel,  Albert   B.,   First   Xal'l   Bank  Bldg. 
Kennedv,  John  W.,  First  Xatl.  Bank  Bldg. 
.Mueller,  Bernhard  A.,  209  Arcade  Bldg. 
Riestcr,   Frank  P.,   Murphy   Bldg. 

EDWARDSVILLE    (Madison   Co.) 

Kane,  Michael  B.,  Bohm  Bldg. 

Pauly,  Charles,  321   Donglas  A\c. 

ELGIN    (Kane  Co.) 
Abell.  Ralph  Elliott.  223  X.  Worth  Ave. 
Morris,  G.  E.,  Sberwin  Bldg. 
Spiegler,  Herbert  E.,  427  Dwight  St. 

GALESBURG    (Knox    Co.) 

Aldrich,  Harry  G.,  Mail  Bldg. 
Aldrich,  Xorman  K..  Mail  Bldg. 
Beadle,  John  Grant,  234  E.  Main  St. 


GLENVIEW 

Maynard,   Henry   S.,   jr..   Route    1 

GRANITE   CITY 

Pauly,  Charles,  19th  &  C  Sts. 

HARRISBURG 

Barnes,  .Mien  L..  Cummins  Bldg. 

HOOPESTON 

Love,  Robert  James,  Willdon  Bldg. 

JACKSONVILLE   (Morgan  Co.) 

Buckingham,   Clarence  W'.,  Avers   Xat.   Bank 

Bldg. 
Pierson,  James  K.  C,  Argus  Bldg. 

JOLIET    (Will  Co.) 

Covvell,  Herbert,  1  Jefferson  St. 

Coyle,  John  E.,  315  Jefferson   St. 

Hoen.  Rudolph  G.,  Joliet  Natl.  Bank  Bldg. 

Jennings,    John    T.    W..     Joliet     Xatl.     Banl, 

Bldg. 
Tomlinson,  Henry  Webster,  717  Heggie  Bldg 
Wallace,  Chas.  L.,  227  E.   Jefferson   St. 
Wallace,  Elizabeth  B.,  227  E.  Jefferson   St. 
Webster,   Charles  Woods,  400   Cutting   Bldg 

KANKAKEE    (Kankakee  Co.) 
Henry,  Charles  D.,  Arcade  Bldg. 

KEWANEE 

Ha\',   ]Mark,   Second  and   Chestnut   Sts. 

LA  SALLE 

Thompson,    Sherman,    b-'61    O'Connor    .\vc. 

LINCOLN   (Logan  Co.) 

Deal,  Joe  Mindert,  L  O.  O.  F.  Bldg. 
Ginzel,  Roland  F.,  T.  O.  O.  F.  Bldg 

LOMBARD 

Shane,  James  L.,  Ash  and   Main   Sts. 

MACOMB    (McDonough   Co.) 
Ibilmes.  Willis  B.,  218  X.  Camplicll  Ave. 

MOLINE  (Rock  Island  Co.) 

I'.ckcrman,  Oscar  A.,  640  10th  St. 
Eckland,  Henry,  McKinnie  Bldg. 
Lundeen,   Curt,  905  Olive   St. 
Schulzke,  Wm.  H.,  Peoples  I'.ank  Bldg. 
Whitsitt,  II.  W.,  Peoples  Bank  Bldg. 

MOUNT   MORRIS 

Buser,  Xathaniel  E.,  Buscr  Bldg. 

MURPHYSBORO 

Gill,    Rudolph   Z.,    1328   Wahuii    St. 


U.  OF  II  L  Ma 


THE  EVANSTON 
SOUND-PROOF  DOOR 

I-'irst  sa\\"  the  li^ht  of  day  at  the  School  of  Music  of  Northwestern 
l'ni\er>ity  in  i'l\an--ton.  llun(h'e(N  are  in  use  (some  of  them  now  a 
dozen  years  ohl)  in  ho>|)itals.  high  -schools,  music  conservatories, 
churches.   lodg"e   rooms,   1)ath   rooms,  offices   and   consultation   rooms. 

(  )tlu'r  doors  fail  at  tlie  cracks;  therefore  this  door  hermetically  seals 
the  cracks.  It  i>  a  sectit)nal  door,  with  (|uilting'  and  mechanism 
inter])ONed.  A  ((uarter  turn  of  the  handle  thrusts  a  mo\al)le  felt- 
hoard  downward  to  the  threshoUl.  Simultaneously  the  other  three 
cracks — top  and  two  sides — are  hermetically  sealed  ]}y  thick  folds 
of  felt. 

It  looks  like  any  other  door  except  for  its  European  form  of  handle — 
lever  instead  of  knoh.  The  beauty  of  the  wood  work  is  preserved, 
as  there  are  no  ])luo^i^ed  screw  holes  to  otiend. 

The  finest  examples  of  Music  School  design  and  construction  in 
recent  years,  and  probably  the  most  notable  in  the  world,  contain 
these  doors  as  the  last  word  in  sound-proofing: 

Yale  University 17  Doors 

University   of   Illinois 76  Doors 

Eastman  School  of  Music 101  Doors 

University  of  Minnesota 55  Doors 

Smith    College 48  Doors 

Girard    College 31  Doors 

Institute  of  Musical   Art 21  Doors 

Peabody    Institute 31  Doors 

College  of  the  Pacific 18  Doors 

North  Carolina  College  for  Women   .  81  Doors 

The  first  hotel  in  the  world  to  adopt  up-to-date  sound-proofing  in 
its  doors  is  the  new  Hotel  Niagara  at  Niagara  Falls,  N.  Y.,  where 
27  of  these  doors  are  installed  for  communicating  bedrooms. 

I    have    no    agents,    no    solicitors,    nor    any    regional    representatives, 

nor   any    "follow    up"    systems.       Send   for    my    catalogue,    or    inspect 

it    in    Sweet  s. 

IRVING  HAMLIN 

PATENTEE  AND  MANl FACTIRER 

716  University  Place,  Evanston,  Illinois 

Phone  University  1900 


OTTAWA   (La  Salle  Co.) 

Hanifen,  John,  Nertney  Bldg. 

Richardson,  Jason  F.,  Jr.,  Central  Life  Bldg. 

PEKIN 

Zimmer,  John  E.,  421  Caroline  St. 

PEORIA   (Peoria  Co.) 

Baillie,  John  McLollan,  liOl  Jefferson  Bldg. 
Chaffee,    Dudley   C,    220    Maywood    Ave. 
Davis,  Geo.  H.,  527  Moss  Ave. 
Day,  Warren  W.,  1014  Peoria  Life  Bldg. 
Dox,  Hamilton   B.,  502  Lehmann   Bldg. 
Emerson,   Frank  N.,   1600  Peoria  Life  Bldg. 
Gregg.    Richard    S..    1600    Parkside   Drive 
Hercules,  Jacob  W.,  308  W.  Sherman  St. 
Hewitt,  Herbert,  1600  Peoria  Life  Bldg. 
Hotchkiss,  Robert  J..  330  Central  Life  Bldg. 
Hulsebus,  Bernhard  S.,  Jefferson  Bldg.  ^ 
Kiefer,  Albert,  Jefferson  Bldg. 
King,  John   E.,  801   Fourth   Ave. 
Klein,  Frederick  J.,  331  Main  St.  ^ 
Koch,  Henry  A.,  722  Thrush  Ave. 
Robinson,  L.  Eugene.  Jefferson  B'dg. 
Sedgwick,  Wm.  C,  318  Melbourne  Ave. 
Stouffer,  Ernest  L.,  1600  Peoria  Life  Bldg. 
Traeger,  Chas.  W.,  107  Hurlburt  St. 
Whitmeyer,  Mark  H.,  Cent.  Nat.  Bank  Bldg. 

PERU 

Wachter,  H.  F.,  504  Grant  St. 

PONTIAC 

Young.   Richard   A.,    Sterry   Blk. 

QUINCY  (Adams  Co.) 

Behrensmeyer,  George  A.,  530^  Main  St. 
Chattan,  Harvey,  Wells  Bldg. 
Geise,  Martin  J.,  800^/'  Main  St. 
Hafncr,    Wilbert    E..    614V-    Payson    Ave. 

ROCKFORD    (Winnebago    Co.) 

Bradley,  Charles  W.,  519-20  Brown  Bldg. 
Bradley,  Harold   S.,  520  Brown   Mldg. 
Carpenter,  Frank  A.,  226  S.  Main  St. 
Elicl,  Arthur  G.,  Stewart  Bldg. 
Hubbard,  Willis  W.,  Forest  City  Knitting  Cn. 
Johnson,  Gilbert  A.,  406  No.  American  Bank 

Bldg. 
Peterson,  Ivdward  A.,  406  Xo.  American  Bank 

Bldg. 
Vander  Meer,  Wybe  J.,  214  Mead  Bldg. 
Wolf  ley,   Chester   E.   H.,   610   Stewart   Bldg. 

ROCK   ISLAND    (Rock   Island   Co.) 

Cervin,  Olaf  Z.,  Safety  Bldg. 
Chapler,  Elijah  C,  1635  12th  St. 
Corhey.    Leon   J.,   501    Van   Xuys    llldg. 
Horn,  Benjamin  A.,  Safety  Bldg. 
Lerch,   Edward,   515   27th    St. 
Sandherg,  Rudolph  C,  1568  41st  St. 
vStauduhar,   George    P.,    1608   21st    St. 
Stuhr,  Wm.,  1003  12th  St. 


RUSHVILLE 

Thompson.  J.  Arthur. 

SANDWICH   (De  Kalb  Co.) 

Howison,  Charles. 

SPRINGFIELD  (Sangamon  Co.) 

Bullard,  Robert  A.,  318  Unity  Bldg. 
Bullard,  Samuel  A.,  318  Unity  Bldg. 
Conway,  Wm.  H.,  104  E.  Side  Square. 
Cross,   Roy  W.,  863   Park  Ave. 
Furrow,  Edw.,  527  V4    E.  Washington   St. 
Hanes,  lAIurray  S.,  205  ^^  S.  6th  St. 
Hanes,  Samuel  J.,  20572  S.  6th  St. 
Helmle,    George    B.,    First     National      I'ank 

Bldg. 
Helmle,  George  Henry,   First   X^ational   Bank 

Bldg. 
Helmle,  Henry  R.,  First  National  Bank  Bldg. 
Meyer,  Carl  T.,   1115  W.  Grand  Ave.,  So. 
Reiger,  Harry  J.,  Booth  Bldg. 

STREATOR   (La   Salle   Co.) 

Allen,   Alonzo   W..   302    .Main   St. 
Foster,  Wm.  G..  322  E.  Main  St. 

URBANA    (Champaign   Co.) 

Danley,   Paul,  Flat   Iron   Bldg. 
Harris,    Chas.,  256   Administration    Bldg. 
Maxwell,  Wymer  W.,  512  W.  Oregon  St. 
Moore,  Raymond  F..  904  W.  Illinois  St. 
Provine,  L.  H.  Prof.,  306  Engineering  Bldg., 

U.  of  I. 
Royer,  Joseph  W.,  Flat  Iron  Bldg. 
White,  James  M.,  Administration  Bldg. 

WESTERN  SPRINGS 

Heimbrodt,  Carl  Edward,   185  Lawn  Ave. 

ARCHITECTS    OUTSIDE    OF   THE 
STATE  OF   ILLINOIS 

ALABAMA 
BIRMINGHAM 

.McCauley,   Charles   H..    1905   Amer.   Trust   I'v 
Savings  Bank   Bldg. 

MAGNOLIA  SPRINGS 

Church,  Myron  H. 

ARIZONA 

PHOENIX 

Jones,    I'.    W  . 

CALIFORNIA 
CORONADO 

Pisehel,  Iw-ederiek,   1050  Adella   St. 
WEST    HOLLYWOOD 

Kinaker.    |ohn    1..   ''48   Orlando   Drive 
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ir  Interior  (  r,-i-t.^l   W.,i,l   Bli.ok    FLmr  iD^tall^itioiK    in    Ford   Mi,t-r   L-.';   A:::(jiiibli'   Plant   at 
12Gth   St.    and    Turrence    Ave,   Chicago,    111.      SS.OOO    Sq.    Ft. 


CREOSOTED  WOOD  BLOCK  FLOORS. 

for 

Warehouse,  Machine  Shop  and  Foundry  Floors, 
Loading  Platforms,  Driv^eways,  Etc. 


CREOSOTED  MATERIALS,  WOOD-BLOCKS 
TIES  and  LUMBER. 


Indiana  Wood  Preserving  Company 

111  West  Washington  Street,  Chicago 

State  4352 


LOS  ANGELES 

Birnbach,  George,   1654  Western   Ave. 
Crow,  Ralph  M.,  5027  Second  Ave. 
Johnson,   Harold   S.,   401   L.  A.   Ry   BUIg. 
Lee,  Simeon  Charles,  329  Douglas  Bldg. 
Martin.  Edwin  D..  2007  Cheremoya  Ave. 
Meyer,   Geo.   \V.,  634   S.   Western   Ave. 
Miller,    Marcus    P.,    c/o    Curlett   &    Beelman, 

408  Union  Bank   Bldg. 
Monaco,  Armand  R.,   116  Temple   St. 
Mueller,  Lloyd  E.,  614  S.  Hope  St. 
Norton,  Francis  J.,  Box  1233. 
Rinaker.  John   L.   1020  X.  Wilton   PI. 
Saenger,  Louis  P.,  323  S.  Western  Ave. 
Wittekind,   Henry,   Jr.,   840   Kenston   Ave. 
Winkel,  Benno,  4623  Homer  St. 

OJAI 

McBride,   Owen   Earl,   Thatcher   School 

OAKLAND 

Hanifen,  .Arthur  C,  3202  San  Pablo  .Ave. 

PASADENA 

Gillette,  Edwin  P.,  691  La  Loma  Rd. 
Johnson.  Reginald,  Union  Bank  Bldg. 
Renter,  Herman  A..  45  Euclid  Ave. 

PIEDMONT 

Slocombe,  F.  Harvey.  85   Cambridge  Ave. 

PLANADA 

Hoover.   Ira  W..  408  S.   Oxfurd  Ave. 

SACRAMENTO 

Peterson,  Jens  C,  Peoples  Savings  Bldg. 

SAN  DIEGO 

Dornfield,  Jcihu  V..  25S2  A  St. 
Zippwald,  Otto,  R.  R.  3,  Box  7^3 

SAN  FRANCISCO 

Lansburgh.  fiu^lav  .\..  14')   Mcintunniery   St. 

SANTA   MONICA 

Booth,    Heriiert    I...    1512    l-.uclid    .\ve. 

COLORADO 
DENVER 

Simnn.  Walter  H..  US4  Clurry   St. 

MODEL 

Laughlin.  J,.bn   A.,   1571    O-dm    Ave. 

DISTRICT   OF    COLUMBIA 

WASHINGTON 

JuUien.    Phillip    M..    823    15th    St. 


FLORIDA 
MIAMI 

Gault,  James  O..  Box   1715 

Xewell,  Frank  W.  1737  W.  Flaglen  St. 

SARASOTA 

Hosmer,    Clare    C. 

INDIANA 

EAST   CHICAGO 

Wiley,   M.  Clifford,  First   Xat.   Bank  Bldg. 

EVANSVILLE 

Boyle,  Harry  E..  Furniture  Bldg. 
Fowler,   Frank   E.,   707   Furniture   Bldg. 
Schlotter,  Frank  J.,  113'/'  Upper  4th  St. 
Shopbell,  Clift'ord,  Furniture  Bldg. 

FORT    WAYNE 

Bullard,   Clark  W..  314  W.   Suttentield   St. 
Reidel,  John  M.  E.,  Noll  Blk. 
\\'eatherhogg,   Charles   R..  23  W.  Wayne   St. 

GARY 

Pentecost,  D(jugla>   S..  544  A'irginia  St. 

HAMMOND 

Berry,  Addison  C,  Ruff  Bldg. 
Hutton,  J.  T.,  Hammond  Bldg. 

HOBART 

Dorr,   John    I.,    Box   612. 

INDIANAPOLIS 

Behlen,  August   C,    1001    Maiestic   Bldg. 
Behlen,  Oscar.   1001   Majestic  Bldg. 
Cannon,  Fermor  S..  21  Mrginia  Ave. 
Dietz.  Henrv  Z.,  5  E.  Market  St. 
Dunlap,  Elmer  Edgar,   1050  N.  Delaware   St. 
Foltz,  Herbert  \\\.  129  E.  Market  St. 
Hill.   Xorman   H.,   1050  D.  Del.   St. 
Honevwell,   .Albert   .A.,  413   Penwav  Bldg. 
Parker,  Wilson  B.,  506  Board  of  Trade  Bldg. 
Sturges,    Lewis    H.,    527    Board     of     Trade 

Bldg. 
Wright.  George  C.  R-704  129  E.  Market   St. 

LA  FAYETTE 

r.oonstra,    Samuel    I'..    Brinckman    P.ldg. 
Hoffman.  Frank    I..  308   .Main   St. 
Xicol,  Charles  W..   Ross  Bldg. 

LOGANSPORT    (Cass   Co.) 

Horn.  Carl  J.,  40'^  Wall   St. 

SOUTH  BEND 

Austin,  Ennis  R.,  Ill  N.  La  Fayette  Blvd. 
EUwood,  W.  W..  220  W.  Jeffers.^n  Blvd. 
Ferree.  Harold  C,  857  Forest  Ave. 


Union  Insulating  and  Construction  Co. 

608  South  Dearborn  Street,  Chicago 


Contractors  for  Corkboard  Insulation  for  every  type 
of  refrigerated  building 


Refrigerator  Installed  for  Horn  &  Hardart  Co.,  Chicago 

Contractors  for  built-in  refrigerators  of  every  type  in  Hotels,  Restaurants 
Provision  Houses,  Hospitals,  Public  Institutions  and  Residences 

These  refrigerators  are  built  in  our  shop  in  Chicago,  are  designed  by  Engineers 

and  insulated  with  Corkboard.     They  give  the  best  of  service 

and  are  reasonable  in  price 

Sound  Deadening  Felts  for  Homes  and  Apartments 

Insulating  Wall  Boards,  for  painting  or  for  plastering  and  for  sound 
deadening.    Excellent  in  insulating  value  and  low  in  price 

Celotex  Insulating-  Iiumljer  may  be  painted  or  plastered  for  soundproof  parti- 
lion.s,  walls  of  dwrlliuKs,  for  attic  insulation  and  for  roof  in.sulation  to  conserve 
fuel  and  to  prevent  sweating.  Excellent  in  in.svilating  value  and  low  in  price 
("elotex   is   e.siiecially  valuable   for   roof   iusuhi  tion. 

Members  of  this  firm  hace  specialized  in 
Heal  and  Cold  Insulation  for  Twenty  Years 


Estimates  and  slidches  cheerfully  furnished         Telephone  Harrison  1848 


TERRE   HAUTE    (Vigo   Co.) 

Miller,  Warren  D.,  222  Van  Buren  St. 
Vrydagh,  Jupiter  G.,   1515   S.  8th  St. 
Vrydagh,  Robert  T..  612  Ohio  St. 
Yeager,  Ralph  O.,  215  Van  ikiren  St. 

VINCENNES  (Knox  Co.) 

Baj-ard,  John   11.,  3r(l  and   Main  Sts. 
Gaddis,  John  W.,  Am.  Nat.  Bank  Bldg. 
Routt,   Lester  W.,   Citizens   Trust    lUdg. 
Schucker,  Rudolph  W.,  509  N.  8th  St. 
Sutton,   Byron,  Citizens  Trust  Bldg. 

IOWA 
CLINTON 

Ladehoff,  John   H.,   1309  W.   Pleasant   St. 
Legel,  John  G.,  Jr.,  410  Howes  Bldg. 

DAVENPORT  (Scott  Co.) 

Burrows,  Parke  Tunis,  208  Main  St. 
Clausen,  Rudolph  J.,  910  Kahl  Rldg. 
Rhcling,  Arthur  H.,  819  Kahl  P>ldg. 
Kirkland,  Archibald  F.,  208  Main  St. 
Klein,  Carrol  A..  Central  Office  Bldg. 
Temple,  Seth  Justin,  208  Main  St. 

DES    MOINES 

Woodburn,  Chester  C,  806  Valley  Nat.  Bank 
I^^ldg. 

DUBUQUE 

Carkeek,   Thos.   T.,   Lincoln    Bldg. 
Heer,  Fridolin,  Jr.,  Bank  &  Ins.  Bldg. 

EDGEWOOD 

Ephraim,  George 

OTTUMWA 

Kerns,   George   M.,   Chamber  of  Commerce 

SIOUX  CITY 

Arnold,   Ral])li.  4()f)  Grain   ICxrliange  Bldg. 

WATERLOO 

Sbockley,    Clinton    P.,    719    Black    lUdg. 

KENTUCKY 

LOUISVILLE 

Rosen,   Richard   ().,  2214   N;i|)olcon   Blvd. 

PADUCAH 

Gore,   Wm.    K.,   City,   411    Realty    I'.ldg. 

LOUISIANA 

BATON    ROUGE 

Link,   Theodore   C.,    liox   587 


MONROE 

Land.   Herbert   Henry,   Quachita   Bank   Bldg. 

NEW  ORLEANS 

Conrad,  George   E.,    1224   Louisiana   .\ve. 
Davis,  Chas.  G.,  1204  Jackson  Blvd. 

MARYLAND 

BALTIMORE 

Long,    .Maurice  .\.,   17  Guilford  Ave. 

MASSACHUSETTS 

AMHERST 

Thomas,  Stafford  Fo.x,  35  Woodside  -Ave. 

BOSTON 

Cram,  Raljih  .Adams,  248  Boylston   St. 
Ferguson,   b'rank  W.,  248  Boylston  St. 

BROOKLINE 

Voss,  Walter  C,  care  Wentworth  Institute 

MICHIGAN 

BENTON  HARBOR 

HariKT,    Homer   W.,    liattlement    Bldg. 

DETROIT 

Bauer,  Leo  M.,  1103  Union  Trust  Bldg. 
Kahn,  Albert,  Marquette  Bldg. 
Lewis,  LeRoy,  Jr.,  1000  Marquette  Bldg. 
Pollmar,  F.  Carl,  2539  Woodward  Ave. 
Popkin,  J.   L.,   American   State   Bank  Bldg. 

GRAND   RAPIDS 

Crow,   Harry    !{.,  611    Gilbert  Bldg. 
Tolmes,  Warren   S.,  431   Tussing  Bldg. 

KALAMAZOO 

Newlander,   Manuel   M.,   1220   Pratt   Blk. 

LANSING 

Holmes,   Warren    S.,   431   Tusking    lUdg. 
Powers,   Horaci',   431    Tussin.g    Bldg. 

MUSKEGON 

Valentine,   Edwin    1'",.,    712   Union    P)ank   BM.t 

PORT  HURON 

W'yeth,   Walter    II..    314   Sperry    Bldg. 

THREE  RIVERS 

Brompton,  Jos.  C. 

WALLED    LAKE 

Dunlap,    l-:.    K.,    K.    1'.    D.    No.    2 

MINNESOTA 

MINNEAPOLIS 

Dunham.    Arthur    B..    512    l-',ssr\    Bldg. 
(ones,    ll.irrv    W-   215    I'.ssex    Bldg. 


MIDWEST  HARDWARE  CO. 


Distributors  of 


^ 


/^LE 


LOCKS  and  HARDWARE 


Importers  oj 

French  and 
English 

Art 
Hardware 


Complete  Systems 

of  Cranes,  Hoists, 

Trollevs. 


Electric  Industria 
Trucks. 


Sales  Office 


56  West  Randolph  Street  -  Chicago,  111. 


TELEPHONES:  STATE  6417  AND  6418 
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ST.   PAUL 

Darrell,   Geo.   Chas.,   107   E.   3rd    St. 


VIRGINIA 


Byerh',    Fred    I. 

MISSOURI 

HANNIBAL 

Martin,   ^[alcolm,   I.   O.  O.   F.   Bldg. 

KANSAS  CITY 

Gloyd,  Galen   \'.  R.,   1016  Baltimore  Ave. 
Peterson,  David  B.,  434  Brotherhood  Bids,'. 
Viffeant,   Gregory,   Jr.,   911    Commerce   Trust 
Bldg. 

ST.   LOUIS 

Barnett,  T.  P.,  Arcade  Bldg. 

Brockmyer,   Edwin  J.,   Arcade  Bldg. 

Brueggeman.  George  F.  A.,  506  Olive  St. 

Brunson,  Elmer  A.,  Washington   University 

Clymer,  Harry  G.,  Wainwright  Bldg. 

Davis,  Neal  C,  70S  Olive  St. 

Groves,  Alhert  B.,  314  N.  4th  St. 

Grucn,   Wm.   H..    1520   Chestnut    St. 

Haynes,  John  I.,  949  Century  Pddg. 

Helfensteller,   Ernest,  Jr.,   Chemical   Bldg. 

Helmuth,   George  W..   De  Merrill   Bids?. 

Hellmuth,    George   W.,    De  Merrill    Bldg. 

Imbs,   Thomas   F.,   506  Wainwright  Bldg. 

Ittner,  Wm.  B.,  408  Board  of  Education 
Bldg. 

Jacobs,  Charles   N.,   1010  S.  Jcffer.son   Ave. 

Janssen,  Ernest  C,  1301  Chemical  Bldg. 

Kennerly.  Geo.  H.,  Guaranty  Bldg. 

Kirsch,   Robert  G.,  9  Hortus  Court 

Klipstein,  Ernest  C,  Chemical  Bldg. 

Klutho,  Victor  J.,  Syndicate  Trust  Bldg. 

Knobel,  Wilbert  G.,  811   Walnut  St. 

Le  Beaume.   Louis   C,   720   Compton   Bldg. 

Levy,  W.,  625  Locust  St. 

Lynch,  Hallowell  H.   H.,  625  Locust   St. 

Mauran,  John  Lawrence,  Chemical  Bldg. 

Rathmann,  Walter  L.,  Chemical  Bldg. 

Roach,  H.  F.,  915  Olive  St. 

Russell,  E.  J.,  Chemical  Bldg. 

Stauder,  Adolph  F.,  6032  S.  Kingshiglnvay 

Stiegemeyer,  Oliver  Wm.,  1111  TitU'  Guar- 
anty Pddg. 

Study,   Guy.  217    X.   8th    St. 

Teasdale,  John  W.,  905  Times  Bldg. 

Trueblood.  Wilbert  T.,   1520  Chemicil    I'.ldg. 

Watson,  Jesse  N.,  1004  Chemical  Bldg. 

Wessi)echer,    Eonis,  8I>5    INintiac    151(1^. 

Wuest,  Gustav  P.,  922  Wainwright  Bldg. 

Young,  Thomas  C,  1876  Arcade  Bldg. 

NEBRASKA 

OMAHA 

(■;irr,  Charles  A.,  1(137  Omaha  Xatl.  I'.k.  Bldg. 
Wellman,  William  Thomas,  3848  Cass  St. 


NEW  YORK 
BROOKLYN 

Hoffman,  E.  J.  S.,  291  Eastern  Parkway 

MT.    VERNON 

Gilbert,  George  H.,  303  Gramathon  .Ave. 

NEW  YORK  CITY 

Barnes,  Julian,  39  E.  8th  St. 
Beach,   Wilfred   W.,   5008  E.   Broad wav 
Church,  Walter  S.,  85  9th  Ave. 
Fellheimer,  Alfred,  7  E.  42d  St. 
Francisco,    F.   L.,   511    Fifth    Ave. 
Hewitt,  George,  53  Park  PI. 
Howell,  John  Mead,  367  Lexington   .\ve. 
Jacobus,  Robert  F.,  511   5th  Ave. 
Kattelle,   Walter   R.,    100   Williams    St. 
Lee.  Elsworth  M..  53  Park  PI. 
Lindeberg,  Harrie  T.,  2  W.  47th  St. 
Mann,  Horace  B.,  70  E.  45th  St. 
Alath,   Earl   R.,   110  William   St. 
-McCullough  Ernest,  43  Broad  St. 
Orchard,  Wm  H.,  17  W.  45th  St. 
Palmer,  Geo.  Carnegie,  63  William  St. 
Piatt,  Charles  A..  101  Park  Ave. 
Preis,  Carl  G.,  120  Broadwav. 
Rocker,   Philip,  6  E.  46th   St. 
Swartout,  Egcrton.  18  W.  34th  St. 
Torrance,  James  R.,  85  9th  Ave. 
Van   Pelt.  John  V.,   126  E.  59th   St. 
Visscher,  Theodore  C,  363  Lexington  Ave. 
Wenderoth,  Oscar.  17  W.  1>1   ^t. 
Westervelt,  John  C,  36  W.  34th  St. 
Zimmermann,  Albert  G.,  85  9th  Ave. 

NORTH   CAROLINA 

ASHEVILLE 

Dreyer,  Detlef  J.,  78  Patton  Ave. 

NORTH    DAKOTA 

FARGO 

Dippcl,   George   Frank.   Bux    10()O 

GRAND  FORKS 

J'.Ilis.   Charles   L.,   University  of   X.   D. 

OHIO 
AKRON 

De  .\rment.   iM-.ink  H.,  522  Everett   B.ldg. 

CINCINNATI 

Richards,   James   \',.    7442    kuwrr    River    Rd 

CLEVELAND 

Elliot,    luhn    H.,   906    ICngineers    Bldg. 


Ills     trade-mark     stands 

for     quality,     servico, 

responsibilitx . 


MAJESTIC  STEEL  CABINET  CO. 

4229  Belle  Plaine  Avenue,  CHICAGO 

Telephone   Irving  0785 

"Household   Steel    Cabinet    Headquarters" 

Architects  and  build- 
ers are  offered  in  the 
Majestic  hne  not  only 
steel  cabinets  that  fill 
every  need  for  cabinet 
equipment  in  homes, 
hotels  and  apartments, 
but  service  based  on 
seven  years'  experience 
and  responsibility  of  a 
firm  that  builds  only 
household  steel  cabi- 
nets, not  making  this 
a  side  line. 

No.     2325     Majestic 

Steel    Kitchen,    shown 

above,   is   only   one   of 

the  many  combinations 

possible  with  the  com- 
plete   line    of    Majestic    units.      Practically    all    space   re- 
quirements  can   be   satisfactorily   met   at   about   the   cost 
of  good  birch  millwork  in  place  and  finished.     Majestic 
units  are  built  of  No.  20  gauge  stretcher  leveled  furniture 
steel  and  finished  with  four  coats  of  oven  baked  enamel. 
The  hardware  is  coppered,  nickeled  and  lacquered.  Doors 
latch  independently  of  each 
other.    All  parts   are  inter- 
changeable,   giving    a    uni- 
formity   and     accuracy    of 
construction    that    delights 
every  one  who  appreciates 
high    grade    craftsmanship. 
In  the  design  convenience, 
rigidity,    ease    in    cleaning, 
attractive    appearance    and 
unusually      large      storage 
capacity    have    been    given 
careful   consideration. 

Majestic    Medicine    Cabinets    cover    all    needs    from    a    good 

case   at   a   low   price   to   a   superior  case   suitable   for  the  most 

exclusive    residences,    apartments    and    hotels.      Our    Nos.    810 

and  812,    (illustrated)   fitted   with   16' x20"   plate   glass   mirrors, 

are   built   to   a   highly   refined   design,   with   flush   fitting   doors 

and   other   details    that   make   for   genuine   quality.      Our   Nos. 

805  and  807,  fitted  with   14"xl8"  plate  glass  mirrors,  are  made 

on  a  simplified  design  that  meets  all  ordinary  requirements  at 

a  price  less  than  a  wooden  case  complete  in  the  wall, 

and   gives   all    the    advantages 

of  steel. 

Our  engineers  and  repre- 
sentatives are  equipped  with 
real  information  and  are  at 
your  service.  A  telephone  call, 
postal  or  letter  will  bring  you 
full  details. 


Wall  Cabinet.  A  varie- 
ty of  widths.  Standard 
heights  are  30"  and 
471-4 ",  depth  10".  Sold 
separately  or  in  com- 
bination with  other  Ma- 
jestic units. 


Buiit-in 
Steel  Kitchens 
KitchenCabinets 
Linen  Cabinets 
Wall  Cabinets 
Steel  Pantries 
Medicine  Cabinets 
Broom  Cabinets 
Ironind  Board 

Cabinets 
Vacuum  Cleaner 

Cabinets 

Wr/te /or 
Specifications 


(iO 


COLUMBUS 

WASHINGTON 

Lane,  Harry  L.,  16  E.  Broad  St. 

PULLMAN 

DAYTON 

Rounds,  Fred  G.,  State  College. 

Hanna,  John  Paul.  Xat.  RLCordina:  Pump  Co. 

WEST  VIRGINIA 

GREENFIELD 

Gamble,   L.   Ja_v,   Box   111 

ALEXANDRIA 

Drischler,    Francis,    605    X.     \'iew     Terrace, 

TOLEDO 

Rosemont 

Mills,  Geo.  S.,  Ohio  Bldg. 

CHARLESTON 

OKLAHOMA 

Martens,  \\'alter  F..   Morrison  Bldg. 

STILLWATER 

WISCONSIN 

Patterson,  Jos.  J.,  312  Knoblock  St. 

BELOIT 

TULSA 

Kemp,  Frank  H.,  302  Highland  Ave. 

Thorne,    A.    Thomsen,    6th    and    Main    Sts. 

GREEN  BAY 

OREGON 

Oppenhamer,  William  Adam,  408  Bellin  Bldg. 

PORT AND 

MADISON 

Howell,  Leslie  D..  U.  S.  Xatl.  Bank  Bldg. 

Purcell.  Wm.  G..  201  Guaranty  Bldg. 

Claude,  Louis  W.,  8  S.  Carroll  Ave. 

Dunlap.   Matthew   E..   Forest   Products  Labo- 

PENNSYLVANIA 

ratorv 
Mead,  Daniel  W.,  State  Journal  Bldg. 

PHILADELPHIA 

Potter,  Ellis  J..    1427   Rutledge   St, 

Teesdale.    Lawrence   V.,   c/o   Forest    Product 

McLanahan,  Martin  H.,  1418  Walnut  St. 

Laboratories 

Stanton.  \\'m.  M.,  1524  Chestnut  St. 

Stewart.  Stanley  P.,  1524  Chestnut  St. 
Stuckert,  F.  Russell,  1420  Chestnut  St. 

MILWAUKEE   (Milwaukee  Co.) 

Barkhauser,  Carl  H.,  79  Wisconsin  St. 

SCRANTON 

Brielmaier,    Joseph.    432    Broadway 

Brust,   Peter,   233   Queen   Ann    PI. 

Miller,  Chas.  A.,  Jr.,  644  Clay  Ave. 

Davis,  Jerome  R.,  ill  Xational  Bank  Bldg. 

Foster,   John   W..   534   Caswell    Bldg. 

PITTSBURGH 

Hengels,  Henry  C.  445  Milwaukee  Ave. 

Hodgkins.     Howard     G..     co.     Pittsburgh 

Hunt.   Leigh.   Ill   Farwell  Ave. 

Hotels   Co. 

Kirchhoff,   Roger   C,  210   Sycamore   .\ve. 

Hogner,   Pierre  R.  L.,   1506  Rnckland  Ave. 

Phillip.   Richard,  596  Jackson  St. 

Kennedy,  Julian,  Bessemer  Bldg. 

Poulscn.  George  F..  210  Mason  St. 

McMullen.   Leo  A..  900  Renshaw  Bldg. 

Perrv.   William    R.    Renshaw   Bldg. 

WYOMING 

Prack.    I'.ernhanl   H..   119  Federal   St. 

CASPER 

RHODE  ISLAND 

Webb.  Rayburn   S..   12   Daly   Bldg. 

PROVIDENCE 

Sheldon,    Arthur    W.,    Hospital    Trust    Bldg. 

OUTSIDE   OF   U.   S. 

TENNESSEE 

CHINA 

NASHVILLE 

PEKIN 

Wallace.  \\'ellingt()n  ]..   \u\   Sth  Ave.   X. 

Hussev,   Harrv   H..  5   San   Tias   Huting  East 

1    Xan   Chili   Tze 

TEXAS 

EL    PASO 

FRANCE 

Herlin,  Geo.  W..  226  Nesa  Ave. 

BOULOGNE 

Wuehrmanli,   Wm.   G.,   505   Republic   Bldg. 

Urbain.   Leon   V ..  62   I'.oul  Jean  James 

Gl 


^IjmExjRONEJ 


The  Best  Ironer 


The  I  ii-'riu-V\'  (ill  Si.M  iM.i'.x:  Iuoxp:!: 
i-^  coiiipactl  \  enclosed  -  (U'cupies  a 
^[lace  of  ^JOxli)  lliclle^.  It  i>  per- 
maiieiit l_\'  installed  and  fonnectud. 
heated  l)_v  i;'a^  or  elefti-icity  and 
operated  \)\  ait  electric  motor.  Sold 
and  giiai-anteed  l)y  the  oldest  and 
laro-est  Ironino-  Machine  factor}'  in 
the  world. 


L\   THE  APARTMENT— where  floor  space  uMiallv   i>   limited,   thc^  In 
Tlic-Wall  Simplex  Ironkr  can  he  con\ fiiientlv  iiistalKd. 


It  ecjuip^  the  home  kitchen  so  that 
it  is  easily  kept  in  order.  It  enahles 
the  woman  of  the  home  to  save 
time  and  money  \)\  iloin^-  lier  own 
ironino-.  It  eliminates  running-  u\) 
and  down  to  the  ha^emeiit  laiiiidrw 

A  coiiveiiii'iici'  tliat  ap[)eals  to 
ever}-  woman's  ju-art  and  tverv 
man's  common  sense. 

AMERICAN 
IRONING 

maciiinj:  CO. 

100  East  Ohio  Street 
CHICAGO 


i,    1 


]  ,. 


3Utnnt0  Bttmt^  nf  Arrl|tt^rta 


OFFICERS 

CHARLES  E.  FOX,  President    .... 
BYRON   H.  JILLSON,   1st   Vice-President 
FRANK  A.   CARPENTER,  2nd   Vice-President 
ROBERT    C.    OSTERGREN,    Treasurer    . 
RALPH    C.   HARRIS,   Secretary 
H.    L.    PALMER,    Financial    Secretary 


721    N.   Michigan    Ave. 
190  N.  State  St. 
Rockford,   111. 
153   N.   Clark  St. 
192  N.  State  St. 
735-P.()  N.  La  Salle  St. 


DIRECTORS 


JOHN  REED  FUGARD    . 
EMERY  STANFORD  HALL 
ALBERT  MOORE  SAXE 
LEON   E.  STANHOPE     . 
PERRY   W.   SWERN 
HARRY    B.  WHEELOCK 


219   E.   Superior   St. 
5   X.   La  Salle  St. 
212   l\.  Superior  St. 
59   !•:.  Madison  St. 
19  S.  La  Salle  St. 
64  "W.   Randolph   St. 


BOARD   OF  ARBITRATION 


N.   MAX    DUNNING 
ELMER   C.  JENSEN 
JOSEPFI  C.  LLEWELLYN 
GEORGE   C.   NIMMONS 
DWIGHT  H.  PERKINS   . 
IRVING  K.  POND     . 
RICHARD    E.   SCHMIDT 


310  S.  Wabash  Ave. 
39  S.  La  Salle  St. 
38  S.  Dearborn   St. 
122  S.   Michigan    Ave. 
814  Tower  Court. 
6  N.   Michigan  Ave. 
104  S.  Michigan  Ave. 


EDITOR   MONTHLY   BULLETIN 


F.  E.  DAVIDSON,  Editor  .  .  .  . 

GARDNER  C.  COUGH LEN,  Assistant  Editor  . 


1448   Monadnock   Block. 
160  N.  La  Salle  St. 


STANDING  COMMITTEES 


Membership   Committee 


BYRON    H.    JILLSON,    Ch.airman 
ALBERT   P.   DIPPOLD    . 
DAVIS  D.  MEREDITH    . 
H.    L.    PALMER 


6   N.   Michigan  Ave. 
4^51    Cottage   Grove   Av^ 
4750    ."^heritlan    Rd. 
KiO    N.    La    Salle   St. 


Publication   Committee 


JOSEPH   C.   LLEWELLYN,  Chairman 
F.  E.  DAVIDSON      .... 
EMERY  STANFORD  HALL   . 


38  S.    Dearborn   St. 
53  W.  Jackson  Blvd. 
5  N.  La  Salle  St. 


Legislative  Committee 

HARRY  WHEELOCK,   Chairman      . 
TIRRELL  J.  FERRENZ   . 
ALEX  L.  LEVY         .... 
DAVIS  D.  MEREDITH     . 
ROBERT    C.    OSTERGREN      . 


(.4   \V.  Randolph  St. 
720  N.   Michigan   .Vve. 
Ill    W.   Washington   St. 
4750    Sheridan    Rd. 
155  N.  Clark  St. 


fin 


recleral  Lockers  at 
Glenview  Golf  Club 


An  unretouched 
photograph 


, -|, , ,  I :    -.  II  rir: 


Federal  Steel 

Fixture  Company 

WHERE  QUALITY  PREVAILS 

LOCKERS 
SHELVING 

CHICAGO 

rsnsmsm 


"TrrmV--'^'  -  - 


Federal  Products  Are 
Designed  to  Give 
Better  Service  — 

Federal  Steel 
Fixture  Co. 

CHICAGO 

Works:  4>4;  W.  Homer  Street 
Sales  Office:  6io  Wrigley  Bldg. 


recleral 

Shelving- 

at 

H.  Channou  Co. 
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Committee  on  Public  Action 


LEON  E.  STANHOPE,  Chairman 
FRANK  A.  CARPENTER 
WARREN    W.    DAY 
ROBERT  S.  DEGOLYER 
RALPH  C.  HARRIS 
GEORGE    B.    HELMLE    . 
ARTHUR  L.  PILLSBURY 
JOHN   W.  WEISS 
H.  W.  WHITSITT     . 


59  E.  .Madison  St. 
Rockford,  111. 
Peoria,  111. 
7  S.  Dearborn  St. 
192  N.  State  St. 
Springfield,  111. 
Bloomington,  111. 
53  W.  Jackson  Blvd 
MoHne,  111. 


Enterta:nn:en::   Ccmm'ttce 


PERRY  \V.  SWERN,  Chairman 
JOHN   REED  EUGARD    . 
H.    L.    PALMER 


19  S.  La  Salle  St. 
219   E.   Superior   .St. 
160  N.  La  Salle  St. 


Committee    on    Education 


IRVING  K.  POND,  Chairman 
ARTHUR   L.  PILLSBURY 
PROF.  JAMES   M.   WHITE 


6  N.  Michigan  Ave. 
Bloomington,    111. 
Urbana,   111. 


Publicity  and  Promotion  Committee 


ERANK  D.   CHASE 
LEO  H.  PLEINS 
E.  E.  ROBERTS 
KARL  ^L  VITZTHUM      . 
MARK  H.  WHITAIEYER 


720   N.    Michigan   Ave. 
544  S.   Franklin   St. 
82  W.  W'ashington  St. 
605   N.  ]\Iichigan  Ave. 
Peoria,  111. 


Materials  and   Methods   Committee 


EMERY    STANFORD    HALL,    Chairman 

LEO  H.  PLEINS 

N.  S.  SPENCER 

LOUIS   GUENZEL 


5  N.  La  Salle  St. 
544  S.   Franklin   St. 
1830    Calumet   Ave. 
879  N.   State  St. 


Architectural    Exhibits    Committee 


CHARLES  E.  FOX.  Chairman 
LEON   E.  STANHOPE     . 
PERRY  W.   SWERN 


721  N.  Michigan  .Ave. 
59  E.  Madison  St. 
19  S.  La  Salle  St. 


SPECIAL  COMMITTEES 
Co-operation  with  N.  C.  A.  R.  Board 


HARRY  B.  Wl-IEELOCK,  Chairman 
RALPH  C.  HARRIS 
LEON    !•:.    STANHOPE    . 


64  W.  Randolph  St. 
190  N.  State  St. 
5'J  E.   Madison  St. 


Go 


Cafc'ltin,    Kil.h.H    .,j    llhinns    St,, I   Co,    C/m,ii/,i,    III. 
Coinpti  Uly  Equipjiiit  hij  Alhiit  I'lik  il;  ('iiiniiiinij 


PIX  Equipment 


the  Accepted  Standard  of  Quality 


l^e  p  resen  la  t  i  V  e 

INSTALLATIONS 

Drake  Hotel.  .  .  .Chicago,  111. 

Allerton  Club.  ..Chicago,  111. 

Sheridan  Plaza  Hotel, 

Chicago,  111. 

Pearson  Hotel. ..  Chicago,  111. 

German  Deaconess  Hospital, 
Chicago,  111 

Belden  Hotel  ..  .Chicago,   III. 

Chicago  Beach  Hotel. 

Chicago,     111. 

Lutheran  Memorial  Hospital, 
Chicago,     111. 


The  high  quality  which  is  the 
outstanding  characteristic  of  PIX 
Equipment  is  the  Architect's  best 
assurance  that  you  are  specifying 
the  best  that  can  be  obtained  for 
your  client.  This  is  the  result  of 
the  fact  that  Albert  Pick  &  Com- 
pany have  steadfastly  refused  to 
build  cheap  equipment  to  sell  on 
a  low  price  basis,  but  insist  al- 
ways on  quality  being  the  primary 
consideration.  The  great  number 
of  hotels,  schools  and  institutions 
we  have  equipped  is  ample  evi- 
dence  of   the  success  of  this  policy. 


Our  Engineers  are  at  the  service  of  architects  who 
desire  assistance  in  the  preparation  of  Kitchen, 
Cafeteria  and  Restaurant  plans  and  specifications, 

ALBERT  PiCK'sCOMPAN 

208-224  WE.ST  RANDOLPH  STREET,  CHICAGO,   ILLINOIS 
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Building  Valuations  Committee 


HARRY  B.  WHEELOCK,  Chairman 

M.  C.  CHATTEN 

F.  E.  DAVIDSON      . 

K.  S.   HALL 

R.    C.   HARRIS 

ROBERT  C.  OSTERGREN 

RICHARD    E.    SCHMIDT 

MEYER  J.  STURM    . 


04  \V.  Randolph  St. 
160  N.  La  Salle  St. 
53  W.  Jackson   Blvd. 

5  N.   La  Salic  St.' 
190  N.   State  St. 
155  N.  Clark  St. 

104  S.    Michigan   Ave. 

708  Church  St.,  Evanston,   111. 


State  Building  Code  Committee 


RICHARD   E.   SCHMIDT,   Chairman 

HENRY    ECKLAND 

W.   G.   FOSTER 

W.  R.  KATTELLE    . 

E.  E.  ROBERTS 

K.  H.  SHELDON       . 

H.  W.  TOMLINSON 

PROF.   JAMES   M.  WHITE 

A.  C.  WILMANNS     . 


104  S.  Michigan  Ave. 

MoHne,  111. 

114  N.  Monroe  St.,  Strcator,  111. 

Riverside,  111. 

82  W.  Washington  St. 

549   Washington    Blvd. 

Joliet,   111. 

Urbana,   111. 

35   S.   Dearborn   St. 


Committee    on    Permanent    Quarters   for    Illinois    Society,    Illinois    Chapter   and 

Architectural  Club 


HOWARD   J.  WHITE,   Chairman 
ALFRED  ALSCHULER   . 
D.  H.  BURNHAM       . 
H.    L.    PALMER 
ALLEN  B.  POND     . 


80  E.  Jackson  Blvd. 
28  E.  Jackson  Blvd. 
160  N.  La  Salle  St. 
160  N.  La  Salle  St. 
6  N.  Michigan  Ave. 


Committee  on  Co-operation  with  Chicago  Association  of  Consulting  Engineers 


BENJAMIN    WINSLOW.    Chairman 

A.  L.  LEVY 

L.  H.  PLEINS 


2617  N.  Richmond  St. 
Ill  W.  Washington  St. 
544  S.  Franklin  St. 


CHARLES  E.  FOX 


Transportation  and  Subways 

721  N.  Michigan  Ave. 


Representing  Illinois  Society  of  Architects  in  N.  C.  A.  R.  Board 
ARRY   15.   Wm^ELOCK,  Chairman  .  .  64   W.   Randolph   St. 


Representing  the  Illinois  Society  of  Architects  in  the  American  Society  for  Testing 

Materials 


I':.AIERY  STANFORD  HALL 


5   N.   La   Salle  St. 


Legal  Service  Committee 

Composed  of   Entire   Board  of  Directors 


f)7 


1  L.e  Oakmont   Coimtrj    Club.   f.ItniLiU.    t  il  '  .    in   which   f  c-Iotex.    in   it-:    r:'r—t;!    -r::te.    wa-: 

ij«.i  I'/r  interior  finish.     This  e.xcluiive  club  was  designed  by  Chas.  Cressey,  Archit-  '  '-.   <  ..'::. 

Celotex  is  a  felted  and  weatherproofed  cane  fibre  building  board  with 
the  insulating  value  of  cork.  (.33  B.  T.  U.  per  hour)  and  strength  greater 
than  wood  sheathing  in  place. 

SUITABLE   FOR — SHEATHING  and  insulation  replacing  wood,  building  paper 
and  all  other  forms  of  insulation. 
PLASTER    BASE    and    insulation   replacing   lath. 
ROOF    INSULATION.      rCelotexed  roofs   are  efficient,   eco- 
nomical and  durable  insulated  roofs.; 
Floor  and  wall  deadening. 
Interior  and  Exterior  finish. 

ACOUSTI-CELOTEX 

Acousti-Celotex  is  manufactured  from  Celote.x  Insulating  Lumber 
and  is  the  most  efficient  material  for  acoustical  correction  on  the  Ameri- 
can market  today.     Susceptible  of  artistic  treatment  to  suit  any  interior. 

Technical  and  Service  Departments  are  maintained  for  architects" 
consultation. 

fH  E    Celotex  Rompany 

645  North  Michigan  Avenue. 
Chicago.   Illinois. 


THERE  IS  A  USE  FOR  CELOTEX  IN  EVERY  BUILDING 


PAST    OFFICERS 


1897 

John  M.  Van  Osdel,  President. 
Harry  B.  Wheelock,  1st  Vice-President. 
Samuel  A.  Treat.  2d  Vice-President. 
Lawrence  G.  Hallberg.  Treasurer. 
Charles   R.  Adams.    Secretary*. 

1898 
Harry  B.   Wheelock.   President. 
Samuel  A.  Treat,  1st  Vice-President. 
Xormand  S.  Patton.  2d  Vice-President. 
Lawrence   G.    Hallberg,   Treasurer. 
Charles   R.   Adams.   Secre:ar\-. 

1899 

Samuel  A.  Treat,   President. 
Xormand  S.  Patton,  1st  Vice-President. 
George    Beaumont,   2d   Vice-President. 
O.  H.  Postle,  Treasurer. 
Charles   R.  Adams.   Secretary. 

1900 
George  Beaumont.  President. 
Charles  W.  Xothnagel,  1st  Vice-President. 
Lawrence  G.  Hallberg.  2d  Vice-President. 
Samuel  A.  Treat,  Treasurer. 
Charles   R.   Adams,  SecretarA-. 

1901 

George  Beaumont,  President. 

Emery  Stanford  Hall.  1st  Vice-President. 

Edgar  'SI.   X'ewman,  2d  Vice-President. 

Samuel  A.  Treat,  Treasurer. 

Charles   R.  Adams.   Secretary. 

1902 
Emer}-  Stanford   Hall,   President. 
Edgar  M.  Xewman.  1st  Vice-President. 
Arthur  F.  Woltersdorf,  2d  Vice-President. 
Samuel  A.  Treat,  Treasurer. 
Charles   R.   Adams,  Secretary. 

1903 

Edgar  M.  Xewman,  President. 

.\rthur  F.  Woltersdorf.  1st  Vice-President. 

Henrj^  Lord  Gay.  2d  Vice-President. 

Samuel  A.  Treat,  Treasurer. 

Charles   R.   .\danis.   Secretary-. 

1904 
George  L.  Pfeiffer.  President. 
William  W.  Clay,   1st  Vice-President. 
S.  Milton  Eichberg,  2d  Vice-President. 
Samuel  .\.  Treat.  Treasurer. 
Charles   R.   Adams.   Secretary. 

1905 
William   C.   Clay.   President. 
Joseph  T.  Fortin,  1st  Vice-President. 
Charles  J.  Furst.  2d  Vice-President. 
Samuel  .\.  Treat.  Treasurer. 
Charles   R.   .\danis.  Secretary. 
H.  L.  Palmer,  Asst.  Secretary-. 


1906 

Harr)"  B.  Wheelock,  President. 
Charles  J.   Furst,    1st   Vice-President. 
Robert  C.  Berlin,  2d  Vice-President. 
Samuel  A.  Treat,   Treasurer. 
Emerj-  Stanford  Hall,   Secretary. 
H.  L.  Palmer,  Asst.  Secretary. 

1907 

Xormand  S.  Patton,  President. 

Arthur  F.  Woltersdorf,  Ist  Vice-President 

Irving  K.  Pond,  2d  ^'ice-P^esident. 

Samuel  A.  Treat,  Treasurer. 

Emer\-  Stanford  HalL  Secretary-. 

H.  L.  Palmer,  Asst.   Secretary-. 

1908 
Irving  K.  Pond.  President. 
Richard   G.    Schmid.   1st  Vice-President 
Edmund   R.   Krause,  2d   Vice-President. 
Samuel  A.  Treat,  Treasurer. 
Emery  Stanford  Hall,  Secretary-. 
H.  L.  Palmer,  Asst.  Secretary. 

1909 

George   Beaumont    President 

Samuel   X.   Crowen,    1st  Vice-President 

Leon  E.  Stanhope.  2d  \'ice-Pre5ident 

Samuel  A.  Treat.  Treasurer. 

Emerj-  Stanford  HaU,  Secretary. 

H.  L.  Palmer,  Asst.   Secretary-. 

1910 

Arthur  F.  Woltersdorf.    President. 
Robert   C.  Berlin,    1st   Vice-President 
Argj-le  E.  Robinson.  2d  Vice-President. 
Samuel  X.  Crowen,  Treasurer. 
Emerj-  Stanford  Hall,  Secretary-. 
H.  L.  Palmer,  Asst.   Secretary-. 

1911 

Julian   Barnes,    President. 

Argyle  E.  Robinson,  1st  Vice-President 

Peter  J.  Weber,  2d  Vice-President 

Samuel  X.  Crowen.  Treasurer. 

Emery  Stanford  Ha!l.   Secretary. 

H.  L.  Palmer,  Asst.   Secretary. 

1918 

Argyle   E.   Robinson.   President 
George  W.   Maher.    1st   \'ice-President. 
George   Beaumont.  2d  \*ice-President. 
Samuel   X.  Crowen.  Treasurer. 
Emery  Stanford  Hall.   Secretary. 
H.  L.  Palmer.  Asst.   Secretar\'. 


G9 


CRUSHED 
LIMESTONE 

Limestone  Screenings 

Torpedo  Sand 

Gravel 

and 

Portland  Cement 

For  Every  Kind  of 

Concrete  Construction 

also 

Bank  Sand  and  Lake  Sand 

CARLOAD   OR   TRUCK  DELIVERIES 

Quality  and  Satisfactory  Service  is  Best  and  Least  Expensive 
We  are  Prepared  to  Give  You  Both 

@nsumcrs  ^mpanj 

BUILDING  MATERIAL,  COAL,  SOLVAY  COKE,  ICE 

Conway  Building,  111  West  Washington  Street 

Franklin  6400  CHICAGO,  ILLINOIS 

OUR  SLOGAN— *' No  Delays  on  the  Job" 


1913 

Meyer  J.  Sturm,  President. 

Arthur  F.  Woltersdorf,  1st  Vice-President. 

Joseph  C.  Llewellyn,  2d  Vice-President. 

Samuel   N.   Crowen,  Treasurer. 

Emery  Stanford   Hall,   Secretary. 

H.  L.  Palmer,  Asst.   Secretary. 

1914 

Emery   Stanford   Hall,   President. 

Frank   E.    Davidson,    1st   Vice-President. 

John   Devereux   York,  2d   Vice-President. 

Samuel   N.   Crowen,  Treasurer. 

John   Reed    Fugard,    Secretary. 

H.  L.   Palmer,   Financial   Secretary. 

1915 

Frank  E.  Davidson,  President. 

Stafford  Fox  Thomas,  1st  Vice-President. 

Robert  Seth  Lindstrom,  2d  Vice-President. 

Samuel  N.  Crowen,  Treasurer. 

John  Reed  Fugard,  Secretary. 

H.  L.  Palmer,  Financial  Secretary. 

1916 

Frank  E.  Davidson,  President. 

Stafford  Fox  Thomas,  1st  Vice-President. 

William  G.  Carnegie,  2d  Vice-President. 

Samuel  N.  Crowen,  Treasurer. 

John  Reed  Fugard,  Secretary. 

H.  L.  Palmer,  Financial  Secretary. 

1917 

Stafford  Fox  Thomas,  President. 

Arthur  F.  Hussander,  1st  Vice-President. 

James  B.  Dibelka,  2d  Vice-President. 

Samuel  N.  Crowen,  Treasurer. 

John  Reed  Fugard,  Secretary. 

II.  L.  Palmer,  Financial  Secretary. 

1918 

George  W.  Afaher  and  Arthur  F.  Hussander, 

Presidents. 
Arthur  F.  Hussander,  President. 


James  B.  Dibelka,  1st  Vice-President. 
George  W.  Maher,  2nd  Vice-President. 
Samuel  N.  Crowen,  Treasurer. 
George  A.  Knapp,  Secretary. 
H.  L.  Palmer,  Financial  Secretary. 

1919 

Charles  Herrick  Hammond,  President. 
Robert  C.  Berlin,  1st  Vice-President. 
N.  Max  Dunning,  2nd  Vice-President. 
Ralph  C.  Harris,  Secretary. 
H.  L.  Palmer,  Financial  Secretary. 

1920 

Frank  E.  Davidson,   President. 
Herbert  E.  Hewitt,   1st  Vice-President. 
John  A.  Nyden,  2nd  Vice-President. 
John  A.   Armstrong,  Treasurer. 
Ralph   C.   Harris,   Secretary. 
H.    L.    Palmer,    Financial    Secretary. 

1921 

Frank  E.  Davidson,  President. 
Herbert   E.  Hewitt,  1st  Vice-President. 
John   A.   Xj'den,  2nd  Vice-President. 
John  A.  Armstron,g,  Treasurer. 
Ralph   C.    Harris,   Secretary'. 
hi.  L.  Palmer,  Financial  Secretary. 

1922 

Frank   E.   Davidson,   President. 
Chas.   E.   Fox,   1st  Vice-President. 
Herbert  E.  Hewitt,  2nd  Vice-President. 
Robert  C.  Ostergren,  Treasurer. 
Ralph   C.   Harris,   Secretar}-. 
H.  L.  Palmer,  Financial  Secretary. 

1923 

Charles   E.   Fox,   President. 

Byron  H.  Jillson,   1st  \'ice-Presidcnt. 

Herbert    E.    Hewitt,    2nd    Vice-President. 

Robert  C.   Ostergren.  Treasurer. 

Ralph    C.    Harris,    Secretary. 

H.  L.  Palmer,  Financial  Secretary. 


MEMBERS 


Abel,  Lester  A.,  190  N.  State  St. 
Almquist,  Carl  M.,  118  N.  La  Salle  St. 
Alschuler,  Alfred  S.,  28  E.  Jackson  Blvd. 
.\nsel,  Anton,  5047  Cullom  Ave. 
Armstrong,  John  A.,  127  N.  Dearborn  St. 
Ashby,  Wilbert  B.,   1511   \V.  Jackson  Blvd. 
Aschauer,  C.  J.,  Citizens  Bank  Bldg.,  Decatur, 

Illinois. 
Bannister,  Geo.  S.,  115  S.  Dearborn  St. 
Barnes,  Allen  L.,   Harrisburg,   111. 
i'.arrctt,  Frederick  L.,  4411    X.   Kedzic  Ave. 
Barthel,  J.  Bernard,  127  N.  Dearborn  St. 
Barton,  Francis  M.,  3426  S.  Kcdzie  Ave. 
Baumcistcr,  Geo.  E..  201  E.  70th  St. 
Beaudry,  Ralph  L.,  7047  Princeton  Ave. 
P.ean,   Ralph    II..  ^25   111   W.    Monroe  St. 
Bein,   Maurice   L.,  64  \V.   Randolph   St. 
Beman,  S.  S.,   108  S.  La  Salle 
Benson,  Edward,  5153  N.  Clark  St. 
Berlin,  R.  C,  19  S.  La  Salle  St. 
Bernham,  Felix  M.,  4()23  Drexel  Blvd. 
Bishop,  Thomas  R.,  35  S.  Dearborn  St. 
Bjork,    David    T.,    700    Linden    Ave.,    Wil- 

mctte,   111. 


Blondin,  Edw.  A.,  5  E.  Garfield  Blvd. 
Bouchard,  Louis  C,  30  N.  Dearborn  St. 
Braband,  F.  J.  E.,  901  Wrightwood  Ave. 
Bradley,  Chas.   W.,  Brown  Bldg.,  Rockford, 

111. 
Braun,  Wm.  T.,  64  E.  Van  Buren  St. 
Bristle,  Joseph  H.,  5  N.  La  Salle  St. 
Brockmeyer,   Edwin   C,    1116   Arcade     Bldg., 

St.  Louis,  111. 
r.runs.   Benedict  J.,   1548   Belmont   .\vo. 
Buckingham,    Clarence    W.,    339    Grove    St. 

Jacksonville,  111. 
r.uerger.   .Albert    L,    Tr.,  547   X.   Leamington 

Ave. 
Burgess,   Ralph   R.,    I')23  Calumet   .Ave. 
Burnham,  D.  H..  160  La  Salle  St. 
iiurnhani,  Hubert,  U)0  N.  La  Salle  St. 
Buser,  Nathaniel  E.,  Mount  Morris,  111. 
Byerly,   F.   L,  Virginia,   Alinnesota 
Caiiraro,   Alexander,  64   W.    Randol))!!  St. 
Carnegie,  Wm.  G.,  189  W'.  Madison  St. 


NEW  UNION  DEPOT,  CHICAGO 

Graham.  Anderson.  Probst  t!t  White,  Archilecis 


Sager  Metal  Weatherstrips 


Inslalled  Complete  by 


SAGER  METAL  WEATHERSTRIP  CO. 


GEO.  F.  WOLFF,  Pres. 


Factory  and  General  Offices: 


162  West  Austin  Avenue,  Chicago,  111. 


Phone  Dearborn  4446 


Carpenter,  Frank  A.,  226  S.  Main  St.,  Rock- 
ford,  III. 
Carpenter,    Martin    R.,    72   W.    Washington 

St 
Carr,    Chas.    Alban,    1037    Omaha    National 

Bank   Bldg.,    Omaha,    Nebraska. 
Cauley,    Frank    Wm.,    7710    N.    Marsh  field 

Ave. 
Cernj',  Jerry  J.    1444  S.  Crawford  Ave. 
Chaffee,  Dudley  C,  316  N.  Maywood  Ave. 

Peoria,  111. 
Chase,  Frank  D.,  720  N.  Michigan  Ave. 
Chatten,  Melville  C,   160  N.  La  Salle  St. 
Christensen,    Chas.   Werner,   6582    Sheridan 

Rd. 
Christensen,  John  C,  3255  Evergreen  Ave. 
Chubb,  John  D.,  109  N.  Dearborn  St. 
Clark,  C.  R.,   105  Chalmers   St.,  Champaign. 

111. 
Clark,  Robert  C,  7216  Harvard  Ave. 
Cloyes,  Frederick  O.,   Maywood,  III. 
Coffin,  A.  S.,  6  N.  Michigan  Ave. 
Cohen,  Joseph,  160  N.  La  Salle  St. 
Cook.   Norman  W.,   1283  Victor  Ave. 
Conway,   Wm.   H.,    104  East   Side   Square, 

Springfield,  111. 
Coughlen,   Gardner  C,   160  N.   La  Salle   St. 
Coyle,  John  E.,  821  Clay  St.,  Joliet,  111. 
Crowcn.   S.   N.,   10  S.   La  Salle  St. 
Dalsey,  Harry  I.,  2321  W.  North  Ave. 
Davey.  John  J.,   1409  Manhattan  Bldg. 
Davidson,  F.  E.,  53  W.  Jackson  Blvd. 
Davis,  George  H.,  527  Moss  St.,  Peoria,  111. 
Davis,  Zachary  T.,  400  N.  Michigan  Ave. 
Day,  Warren  W.,  Peoria  Life  Bldg.,  Peoria, 

111. 
De  Golyer,  Robert  S.,  7  S.  Dearborn  St. 
De  Money,  Frank  O.,  5  N.  La  Salle  St. 
Dibelka,  James  B.,  2743  W.  22nd  St. 
Dippold,  Albert  P.,  4651   Cottage  Grove  Ave. 
Doerr,  Harold  F.,  7  W.  Madison  St. 
Doerr,  W.  Phillip,  7  W.  Madison  St. 
Dougherty,  Floyd  E.,  35  N.  Dearborn  St. 
Dowling.  E.  F.,  646  N.  Michigan  Ave. 
Drainie,   John   G..    1923   Calumet   Ave. 
Dreyer,  Detlef  J.,  78  Patton  Ave.,  Asheville, 

N.  C. 
Drummond,  Wm.,  288  F.dgcwood  PI.,  River 

Forest.  111. 
Dubin,  Geo.  H.,  14  W.  Washington  St. 
Dunford,  Samuel  H.,   104  S.  Michigan  Ave. 
Dunning,  N.  Max,  310  S.  Wabash  Ave. 
Dwen,  Robert  G.,  8  E.  Huron  St. 
Ebcrson,  John,  212   E.   Superior   St. 
Eckerman,  Oscar  A.,  Aloline,   111. 
Ecidand,  Henry,  McKinnie  Bldg.,  Moline. 
b'.ckstorm,  Christian  A.,  5  N.  La  Salle  St. 
EichV)erg,  S.  M.,  64  W.  Randolph  St. 
Emerson,  Frank   N.,   1600   Peoria  Life  Bldg., 

Peoria,  111. 


Ermeling.   Ralph  W.,  64  E.  Van  Buren   St. 
Esser,  Curt  A.,  38  S.  Dearborn  St. 
Fairclough,    Stanley  D.,   820  Exchange  Ave., 

U.  S.   Yards. 
Faulkner,  Chas.  D.,  140  S.  Dearborn  St. 
Ferree,  Harold  C,  1448-53  W.  Jackson  Blvd. 
Ferrenz,  Tirrell  J.,  720  N.  Michigan  Ave. 
Fiddelke,    H.    G.,    1026    North    Blvd.,    Oak 

Park. 

Fischer,  F.  W.,  9129  Commercial  Ave. 

Fischer,  John  B.,  140  S.  Dearborn  St. 

Fishman,  M.  Maurice,  118  N.  La  Salle  St. 

Flaks.   Francis  A.,   1956  S.   Springfield  Ave. 

Fletcher,  Robert  C,  179  W.  Washington. 

FHnn,  Raymond  W..  8  S.  Dearborn  St. 

Floto,  Julius,  53  W.  Jackson  Blvd. 

Fogel,  Reuben  W.,  1839  Warner  Ave. 

Foltz,   Frederick  C,  510  N.  Dearborn   St. 

Fortin,  Joseph  T.,  600  Blue  Island  Ave. 

Foster,  Arthur,  64   E.   \"an   Buren   St. 

Foster,  Wm.  G.,   114  N.  Monroe   St.,   Strea- 
tor,  111. 

Fox,  Chas.  E.,  721  N.  Michigan  Ave. 

Fox,  John  J.,  38  S.  Dearborn  St. 

Fox.  Wm.  P.,  38  S.  Dearborn  St. 

Franklin,  Robert  L.,  160  N.  La  Salle  St. 

Frazier,   Clarence   E.,  30  N.  Dearborn  St. 

Friedman,  Raphael  N.,  28  E.  Jackson  Blvd. 

Frodin.  Rube  S.,  808,  30  N.  Alichigan  Ave. 

Frommann,  Emil  H.,  64  W.  Randolph  St. 

Frost,  Charles  S..  105  S.  La  Salle  St. 

Fry,  Frank  L.,  140  S.  Dearborn  St. 

Fugard,  John  Reed,  219  E.  Superior  St. 

Furst,  Wm.   H.,   127  N.   Dearborn  St. 

Gaddis,  John  W.,  Vincennes,  Ind. 

Gallup.  Harold  E.,  646  N.  Michigan  Ave. 

Gatterdam,  F.  E.,  138  N.  La  Salle  St. 

Ganger,  William,   36  W.   Randolph   St. 

Gaul,  Herman  J.,  228  E.  Superior  St. 

Gerber,   Arthur,   20   W.    Tackson   Blvd. 

Gerhardt,  Paul,  64  W.  Randolph  St. 

Gibson,  Bayard  K..  624  S.  Michigan  Ave. 

Gill,  Rudolph  Z.,   :\Iurphysboro,  111. 

Gillette,  Edwin  F.,  691  La  Loma  Rd.,   Pasa- 
dena, Calif. 

Granger.  Alfred  Frost.  332  S.  La  Salle  St. 

Graves,     George     Palmer,     1753-111      \\'. 
Washington   St. 

Gray,  Frank  B.,  1st  Nat.  Bank  Bldg.,  Aurora, 
111. 

Green.  H.  H..  310  S.  Michigan  Ave. 

Greengard,  Bernhard  C.  4741  Maiden  Ave. 

Griesser,   Richard.  64  W.   RancUilph   St. 

Gubbins,  Wm.  F..  4059  W.  Monroe  St. 

Guenzel,    Louis,   879   N.   State    St. 

I-Iaagen,  Paul  T.,  155  N.  Clark  St. 

Hall.   Eric  E..  123  W.  Madison   St. 

Hall.  E.  Stanford.  5  N.  La  Salle  St. 

Hamilton,  J.  L.,  814  Tower  Court. 

Hammond.   Chas.   IL.   160  N.  La  Salle   St. 

Hanifen,  John,  Nertney  Bldg.,  Ottawa,  111. 


CYCLONE  FENCE 


1 


^cncinq  ^ire  or  Ivou  -y^Ani|  Purpose 


Cyclone  Fence  is  built  in  a  variety  of  patterns  for  country 
estates,  city  and  suburban  homes,  private  and  public  parks, 
schools,  athletic  fields,  playgrounds,  churches,  cemeteries. 
Also  tennis  court  enclosures,  backstops,  bird  and  animal 
cages,   poultry   enclosures,   kennels,   etc. 

Fencing  for  factories,  public  property,  central  and  trans- 
former stations. 

"GALV-AFTER"  FENCE 

Cyclone  "Galv-After"  Chain  Link  Fence  Fabric  is  Heavily 
Zinc-Coated  (or  Hot  Galvanized)  by  Hot  Dipping  Process 
AFTER  Weaving.  No  annual  painting  required.  Will 
give  many  more  years  service  than  ordinary  fence. 
Advisory  service  on  fencing  given  without  obligation. 
Blue  prints  showing  details  of  construction;  also  literature 
mailed  upon  request  to  architects  and  engineers. 


CYCLONE   FENCE   COMPANY 

GKXEP.AT.    OFFICES:     WAUKEGAX,    ILLINOIS 
Phone   (("hicago  Excliange)   Franklin  0116 


Hansen,  Paul,  1320  Wilson  Ave.,  Apt.  2 
Harris,  Ralph  C,  192  N.  State  St. 
Hatzfeld,  Clarence,  7  S.  Dearborn  St. 
Hauber,   Carl,  25   E.  Jackson   Blvd. 
Hecht,  Albert  S.,  155  N.  Clark  St. 
Hegsted,   Martin  A.,  4630  Altgeld   St. 
Heinz,  L.  H.,  128  N.  La  Salle  St. 
Helfensteller,    Ernest,     Chemical    Bldg.,    St. 

Louis,   Mo. 
Hcllmuth.    George    W.,    De    Merrill    Bldg., 

St.   Louis,   Mo. 
Helnile,    George    B.,    First    National    Bank 

Bldg..   Springfield,    III. 
Helmle,     Henrv     R.,     First     National     Bank 

Bldg.,    Springfield,    III. 

Henry,    Chas.    D.,    Arcade    Bldg.,    Kankakee. 

Henschien,  H.  Peter,  1637  Prairie  Ave. 

Hercules,  J.  W.,  308  W.  Sherman  Ave.,  Pe- 
oria, 111. 

Hetherington.  J.  T..  105  N.  Clark  St. 

Hetherington,   }ilnrray,   105   N.   Clark   St. 

Hettinger,  John  P.,  4708  Dover  St. 

Hewitt,  Herbert,  1600  Peoria  Life  Bldg.. 
Peoria,  III. 

Himelblau.  A.  L.,  30  N.  Dearborn  St. 

Hine,  Cicero,  629  S.  Wabash  Ave. 

Hirschfield,  Leo  S..  64  W.  Randolph  St. 

Hocke,  John,  7602  Chappel  Ave. 

Hodgdon,  Charles,  134  S.  La  Salle  St. 

Hodgkins.  H.  G.,  c/o  Standard  Steel  Car 
Co.,  Frick  Bldg.,  Pittsburgh,  Pa. 

Hogner.  Lt.  Pierre  R.  L.,  1506  Rockland  Ave., 
Beechview,   Pittsburgh,   Pa. 

Holsman,   Henry  K.,   37   S.  Wabash   Ave. 

Horn,  Benjamin  A.,  Safety  Bldg.,  Rock  Is- 
land, 111. 

Hosmer,   Clare  C,   Sarasota,   Florida. 

Hotchkiss.  Robert  J.,  Central  Nat.  Bank 
Bldg..  Peoria,  111. 

Hubbard.  Archie  H..  134  S.  La  Salle  St. 

Hubbard,  Bert  C,  225  N.  IMichigan  Ave. 

Huber,  Julius  H.,  2039  Greenleaf  Ave. 

Hnlsebus.  Bernard  L.,  1001  Jeerson  Bldg., 
Peoria,  111. 

Hunt,  Jarvis,   30   N.   Michigan   Ave. 

Hussander,  A.  T.,  25  N.  Dearborn   St. 

Hnssey,  Harry  H.,  5  San  Tias  Huting  East, 
Pekin,  China. 

Huston.  Sanford   K.,  Jr.,  \\<>U  E.  (>4xh   PI. 

Hyde,  Robert  M.,  8  S.  Dearborn  St. 

Hyland,  Paul  V..   159  E.  Ontario  St. 

Jacobs,  Arthur,  138  N.  La  Salle  St. 

Jensen,  Clarence  A..  3925  N.  Keelcr  Ave. 

Jensen,  Elmer  C,  39  S.  La  Salle  St. 

Jensen,  Jens  J.,  1105  Lawrence  Ave. 

Jillson,  B.  H.,  6  N.   Michigan  Ave. 

Jobson,  C.  F.,  225  N.  Michigan  Ave. 

Johnson,  Gilbert  A.,  Am.  Nat.  Bank  Bldg., 
Rockford,  111. 


Johnston,  W.  K.,  6805  Yale  Ave. 
Johnstone,  Perc>'  T.,  190  N.  State  St. 
Jones,  Wm.  C,  19  S.  La  Salle  St. 
Joy,  Samuel  Scott,  2001  W.  39th  St. 
Jyrch,  Karl  E.,  Petite  Park,  Antioch,  111. 
Kallal,  Charles  W.,  City  Hall,  Chicago,  III. 
Kane,    Michael    B.,    Bohm    Bldg.,    Edwards- 

ville.  111. 
Keeber.      C.      Hamilton.      Maplewood     and 

Woodside   Rds..   Riverside,   111. 
Kiefer,  Albert,  Jefiferson  Bldg.,  Peoria,  111. 
Kingsley,  Geo.  S.,  109  N.  Dearborn  St. 
Klamt,    Edward   A.,   713  ^^'rightwood   Ave. 
Klein,  Wm.  J.,  1660,  111  W.  Washington  St. 
Knapp,  George  Arnold,  219  E.  Superior  St. 
Kocher,  Jacques  J.,  6405  S.  Halsted  St. 
Koenigsberg,  Nathaniel,  155  N.  Clark  St. 
Kohfedt,   Walter  G.,   400   N.  Michigan   Ave. 
Krieg,  Wm.  G.,  105  N.  Clark  St. 
Kupfer,  Otto  A.,  1865  Alillard  Ave. 
Lagergren,  Gustav  P..   1125  W.  79th  St. 

laist,   Theodore   F.,    1613    111    W.    Monroe 

St. 

Lampe,  Clarence  W.,  155  N.  Clark  St. 
Lautz,  William  H.,  806  W.  79th  St. 
Layer,  Robert  W.,  19  S.  La  Salle  St. 
Lehle.  Louis.  3810  Broadway. 
Leviton,  Morton,   123  W.  Madison  St. 
Levy,  Alex.  L.,   Ill  W.  Washington  St. 
Lewis,  Jacob,  64  W.  Randolph  St. 
Liedberg,  Hugo  J.,  77  W.  ^^'ashington  St. 
Lindquist,  F.,  179  ^^■.   Washington   St. 
Lindquist,  Joseph  B.,  7  W.  Aladison  St. 
Lindstrand,  John  A,,   1612  Milwaukee  Ave. 
Liska,  Charles  C,  35  S.  Dearborn  St. 
Liska.   Emil,  9601   Prospect  Ave. 
Llewellyn,  J.  C,  38  S.  Dearborn  St. 
Loewenberg,  Israel  S.,  Ill   W.  Monroe  St. 
Lonek,  Adolph,  1867  S.  Avers  Ave. 
Lovdall,  George  F.,  25  N.  Dearborn  St. 
Lovell,   Sidney.  224   E.  Ontario  St. 
Ltidgin,  Joseph  H.,  53  W.  Jackson  Blvd. 
Lund,  A.  G.,  453  W.  63rd  St. 
Lurvey,  Louis.  17  N.  La  Salle  St. 
Mahaffov.   I)..  403.   118   X.    La   Salle  St. 
Maher,  Geo.  W.,  157  E.  Erie  St. 
Maher,     Harry     K..     15^4     Sherman     .\ve., 

Evanston,    111. 
Maiwurm,    Arthur    B..     1100    North     Blvd., 

Oak  Park,  111. 
Mallinger,  John,  3323  N.  Clark  St. 
Maimer,    Eugene,   97   W.    Park   St.,   Aurora. 

111. 
Maricnthal,   Oscar   !!.,  ()5    !•'    Huron   St. 
Martin,  Edgar  D.,  306  S.  Wabash  .-Kve. 
Martini,  Elisabeth  A.,  155  N.  Clark  St. 
Matteson,    Victor    .\ndre.    Xo.    1402,    8    S 

Dearborn   St. 


METAL 
WEATHERSTRIPS 


The  name  BURRO  WES  carries 

with  it  the  prestige  of  50  years 

of  Satisfactory  Service  to  the 

Building  Trade 


Personal  Service  by  America  s  Foremost 
Weatherstrip  Inve/itors 

Installed  Under  Expert  Mechanical 
Supervision    by  the  Manufacturers 


BURROWES   WEATHERSTRIP   CO, 

Telephone:  Lnivndale  4228 

1930  South  52ND  Avenue 
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Maupin,  James  M.,  Commercial  Bldg.,  Alton, 

111. 
Mauran,    John     Lawrence,     Chemical     Bldg., 

St.  Louis,  Mo. 
McArthur,  Albert  C,  128  N.  La  Salic  St. 
McCall,  Thomas,  843   Ridge   Ave.,   Evanston, 

111. 
McCarthy,  Jos.  W.,  139  N.  Clark  St. 
McClellan,    Edward    George,    7441    Cottage 

Grove  Ave. 
McDonald,     Luther     W.,     7921     Constance 

Ave. 
McGrew,     Kenneth     Axtcl,     1564     Sherman 

Ave.,   Evanston,   111. 
McLane,  C.  D.,  139  N.  Clark  St. 
Meldahl,  Jens  J..  559  Surf  St. 
Meredith,  Davis  D.,  4750  Sheridan  Rd. 
Metz,  Carl  A.,  R.  1702-64  W.  Randolph  St. 
Meyer,  Frederic  H.,  30  N.  Dearborn  St. 
Miller,  Chas.  A.,  644  Clay  Ave.,  Scranton,  Pa. 
Miller,  John   W.,  600   Blue   Island   Ave. 
Miller,  Joseph  A.,  155  N.  Clark  St. 
Miller,  Lee,  3928  Grand  Blvd. 
Miller,    Marcus,    c./o.    Curlett    &    Beelman, 
408  Union  Bank  Bldg..  Los  Angeles,  Cal. 
Morehouse,  M.  J.,  343  S.  Dearborn  St. 
Morgan,  Chas.  L.,  104  S.  Michigan  Ave. 
Morrell,  John  18  E.  3rd  St.,  Sterling,  111. 
Morrison,  James  R.  M.,  64  W.  Randolph  St. 
l\Iorse,  Harry  Leon,  1439  Ardmore  Ave. 
Mundie,  W.  B.,  39  S.  La  Salle  St. 
Nadherny,  Joseph  J.,  38  S.  Dearborn   St. 
Neebe,  John   K.,  4651   N.  Western  Ave. 
Nelson,   Melvin  A.,  2611    Argyle  Ave. 
Newell,    Frank    V.,    1012    S.    W.    13th    Ave., 

Miami,  Florida. 
Newhouse,  Henry  L.,  4623  Drexel  Blvd. 
Newman,  E.  M.,  107  N.  Clark  St. 
Nimmons,  Geo.  C,  122  S.  Michigan  Ave. 
Nitsche,  Edward  A.,  8  E.  Huron  St. 
Norman,  Andrew,  4750  Sheridan   Road 
Nyden,  John  A,.  196  N.  State  St. 
Oliver,  Ralph   H.,   115  S.  Dearborn   St. 
Olsen,  Leif  E.,  1615-155  N.  Clark  St. 
Olsen,  Paul  F.,  720  Cass  St. 
Ording,   Carl   H.,  3143  Wilson  Ave. 
Ostergren,  Robert  C,  155  N.  Clark  St. 
Otis,  William  A.,  6  N.  Michigan  Ave. 
Pearson,  Gustav  E.,  1930  N.  Keystone  Ave. 
Perkins,  Dwight  H.,  814  Tower  Court. 
Perkins,   Frank  W..  8133   S.   Sangamon   St. 
Perry,  Walter  E.,  219  E.  Superior  St. 
Peterson,    Edward    A.,    Swedish    Am.    Nat. 

Bank  Bldg.,  Rockford,  111. 
PfeiflFcnlicrgcr,    Geo.    D.,    102    W.    3rd    St., 

Alton,  111. 
Pierce,  Richard  G.,   10  S.   La   Salle  St. 
Pillsbury,    Arthur    I,.,    Peoples    Bank    Bldg., 

Bloomington,   111. 
Pleins,  Leo  H.,  554  S.  Franklin  St. 
Pond,  Allen  B.,  6  N.  Michigan  Ave. 


Pond,   Irving  K.,  6  N.  Michigan  Ave. 
Powers,  Horace  S.,  430  Tussing  Bldg.,  Lan- 
sing,  Mich. 
Prather,   Fred  V.,  400  N.   Michigan   Ave. 
Preis,    Carl    G.,    120    Broadway,    New    York, 

N.  Y. 
Pridmore,  J.  E.  O.,  38  S.  Dearborn  St. 
Prindeville,  Chas.  H.,  58  E.  Washington  St. 
Probst,  Edward,  80  E.  Jackson  Blvd. 
Pruyn,  William  H.,  Jr.,  122  S.  Michigan  Ave. 
Puckey,  Francis  W.,  400  N.  Michigan  Ave. 
Quinn,  James  luhvin,  10  S    La  Salle  St. 
Quitsow,  Anthony  H.,  1938-11  S.  La  Salle  St. 
Rae,   Robert,   431   Greenleaf  Ave.,  Wilmette. 
Raeder,   Henry,  20  W.   Jackson   Blvd. 
Rapp,  George  L.,  190  N.  State  St. 
Reiger,  Harry  J.,  Booth  Bldg.,  Springfield,  111. 
Rezny,  J.  B.,  2202  S.  Crawford  Ave. 
Rich,  Harry  F.,  431   S.  Dearborn  St. 
Richards,  H.  H.,  5467  Washington  Blvd. 
Richardson,    Jason    F.,    Central    Life    Bldg., 

Ottawa,  111. 
Riddle,  Herbert  H.,  122  S.  Michigan  Ave. 
Riddle,  Lewis  W-,  79  W.   Monroe  St. 
Rissnian,  Maurice  B.,  64  W.  Randolph  St. 
Roberts,  E.  E.,  82  W.  Washington  St. 
Robertson,  David,  8  S.  Dearborn   St. 
Robinson,   Argyle   E.,     1313-25    W.    Jackson 

Blvd. 
Roedigger,  F.  W.  C,  4936  Champlain  Ave. 
Rohm,  Wm.,  138  N.  La  Salle  St. 
Rosen,  Richard  O.,  2214  Napoleon  Blvd. 
Louisville,  Ky. 

Rowe,  Charles  B.,   127  N.  Dearborn  St. 

Rowe.  Lindley  P..   127  N.  Dearborn  St. 

Roy,   Franz,   9046   Commercial  Ave. 

Royer,  Joseph  W.,  Flat  Iron  Bldg.,  Urbana. 

Rupert,  E.  P.,  822  W.  70th  St. 

Rupinski,  Edward  W.,   190  N.  State  St. 

Ruttenberg,  Albert  M.,  64  W.  Randolph  St. 

Rusy,  Anthony  F.,  1339  S.  Avers  Ave. 

Ryan,   Wm.,   Jr.,    1410  The   Chicago   Temple 
Bldg. 

Sanders,  Lewis  Miles,  3311  Wrightwood  Ave. 

Saxe,  Albert  Moore,  212  E.  Superior  St. 

Scheller,  Jesse.   7606  Crandon  Ave. 

Schenck,  Rudolph,  122  S.  Michigan  Ave. 

Schlacks,  H.  J.,  721  N.  Michigan  Ave. 

Schmid.    R.    G.,    1410    The    Chicago    Temple 
Bldg. 

Schmidt,  Hugo,  1165  N.  Clark  St. 

Schmidt,  Richard  E.,  104  S.  Michigan  Ave. 

Schoenfeldt,    I'rank,    130  .^.   Lombard   .\ve.. 
Oak  Park,  111. 

Schoening,  John   A.,    104  S.   Michigan   Ave. 

Schreiber,  George  F.,  105  W.  Monroe  St. 

Schulzke,    Wm.    IT.,     People's    Bank    Bldg.. 
Moiine,    111. 

Schwartz,  Albert  A.,  710  N.  Michigan  Blvd. 

Schwarz,   Julius    |.,    1544   .\rdmore   .Ave. 

Scator,  S.  M.,   19  S.   La  Salle  St. 
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WELLER 

CONVEYING  MACHINERY 

To  Handle  the  Raw  Materials  or  Finished  Products 
GIVES  THE  SERVICE 


WE  MAKE 

Apron  Conveyors 

Belt  Conveyors 

Chain  Conveyors 

Drag  Conveyors 

Spiral  Conveyors 

Bucket  Elevators 

Barrel  Elevators 

Package  Elevators 

Portable  Elevators 

Storage  Bins 

Skip  Hoists 

Coal  and  Ash  Handling 

Equipment 

Heavy  Sheet  Metal 
Work 

Structural  Steel   Work 

Etc. 

For  Over  Thirty  Years 

The  Weller  Manufacturing  Co.  has  made  material  handling  machinery  which 
is  doing  duty  in  a  great  number  of  the  largest  as  well  as  small  industrial 
plants  in  the  world — our  organization  is  fully  equipped  to  take  care  of  any 
material  handling  proposition  put  up  to  them. 

Without  Obligation  on  Your  Part 

Our  engineers  are  at  your  service  to  assist  and  suggest  the  equipment  best 
adapted  to  your  requirements. 


WELLER  MFG.  CO. 


1820-1856  N.  Kostner  Ave. 

Phone  Albany  4200 


CHICAGO,  ILL. 


7S 


vShattuck,  W.  F.,  19  S.  La  Salle  St. 

Shaw,   Howard,  104  S.  Michigan  Ave. 

Sheldon,  Karl  H.,  549  W.  WasliiuKton 
Blvd. 

Shopbell,  Clifford,  P'urnitiirc  I'ldg.,  Evans- 
ville,  Ind. 

Slovinec,  John,  5138  S.  Artesian  Ave. 

Slupkowski,  Jos.  A.,  1263  N.  Paulina  St. 

Smith,   Harold,    1637   Prairie   Ave. 

Spencer,  Charles  B.,   1830  Calumet  Ave. 

Spencer,  N.  S.,  1830  Calumet  Ave. 

Spieler,  Herbert  E.,  2  Sherwin  Bldg.,  Elgin, 
111. 

Spitz,  Alexander  H.,  19  W.  Jackson  Blvd. 

Spitzer,  Alaurice,  111  N.  Dearborn  St. 

Stanhope,  Leon  E.,  59  E.  Madison  St. 

Stanton,  Frederick  C.  H.,  104  S.  Michigan 
Ave. 

Staudul'.ar.  George,  1608  21st  St.,  Rock 
Island,  111. 

Steif,  B.  Leo.  64  W.  Randolph   St. 

Steinberg,   Edward,   109  N.   Dearborn   St. 

Stern,  Isaac  S.,  35   S.  Dearborn  St. 

Strandel,  Charles  A.,  118  N.  La  Salle  St. 

Studv,  Guv,  1363  Arcade  Bldg.,  St.  Louis, 
Mo. 

Stuhr.   Wm.,    1002    12th    St.,    Rock   Island 

Sturges,  Howard  Putman,  79  W.  Monroe  St. 

Sturm,  Mever  J.,  708  Church  St.,  Evanston, 
111. 

Sturnfield,  C.  H.,  600  Blue  Island  Ave. 

Swern,  Perry  W.,  19  S.  La  Salle  St. 

Teesdale,  Lawrence  V.,  c./o.  Forest  Prod- 
ucts  Laborator}',   Madison,   Wis. 

Teich,   Frederick,  64  W.   Randolph   St. 

Teisen,  Axel  V.,  4804  N.   Kedzie  Ave. 

Teutsch,   Carl   M.,  4859   N.   Rockwell   St. 

Thielbar,  F.  J.,  11  W.  Washington   St. 

Thomas,  Stafford  F.,  21  Woodside  Ave.,  Am- 
herst, Mass. 

'i'ocha,   Anton.    1064   Milwaukee   Ave. 

Tomlinson,  H.  Webster,  717  Heggie  Bldg., 
Joliet,  111. 

Uffendcll,  Wm.  Gibbons,  39  S.  State  St. 

Urbain,  Jules,  Jr.,   155   N.   Clark   St. 


Urbain,  Leon  F.,  lOl  ave.  Maurice  Berteaux, 

Le  Vesinet  (S&O),  Paris,  France. 
Urbanek,  Chas.  A.,   1423   S.  Avers  Ave. 
Vail,    Morrison    H.,    814    E.    Fellows    St. 
Van  Bergen,  John  S.,  168  N.  Michigan  Ave. 
Van    der    Meer,    Wybe   J.,   214   Mead    Bldg., 

Rockford,  111. 
\  an   Guntcn.   Orlando,  26  E.   Huron  St. 
Viehe-Naess,  Ivar,  400  N.  Michigan  Ave. 
Visscher,    Theodore   C,   363   Lexington   Ave.. 

New  York,  N.  Y. 
Vitzthum.  Karl  ^I.,  605  X.  Michigan  Ave. 
Walker,  Willard,  536  Lake  Shore  Drive 
Wallace,  Chas.  L.,  409  Campbell  St.,  Joliet 
Wallace,  Dwight  G.,  22  W.  Monroe  St. 
Wallace,  Maurice  R.,  1022  E-  63rd  St. 
Waterman,  H.  H.,  10  S.  La  Salle  St. 
Watson,  Jesse  N.,  Chemical  Bldg.,  St.  Louis. 

Mo. 
Watson.  Vernon,  S.,  160  N.  La  Salle  St. 
Weber,  Alfred  P.,  155  N.  Clark  St. 
Webster,  Chas.  Woods,  Cutting  Bldg.,  Joliet. 
Weisfeld,   Leo  H.,   155  N.   Clark  St. 
Weiss,  John  W.,  53  W.  Jackson  Blvd. 
Wheelock,  H.  B.,  64  W.  Randolph  St. 
White,  Howard  J..   1417-80  E.  Jackson  Blvd. 
White,     James     M.,     Prof.,     Administration 

Bldg.,  Urbana,  111. 
Whitmeyer,    Mark    H.,    Central    Nat.    Bank 

Bldg.,  Peoria,  111. 
Whitsitt,    H.   W.,    Peoples    Bank    Bldg.,    Mo- 
line,  111. 
Wilmanns,  August  C,  35  S.  Dearborn  St. 
Winkel,     Benno,     4326     Homer     St..      Los 

Angeles,   Calif. 
Winslow,  Benj.  E.,  2617  N.  Richmond  St. 
Wolff,  Richard  G.,  400  N.   Michigan  Ave. 
Woltersdorf,  A.  F.,  138  N.  La  Salle  St. 
Worthmann,  Henry,  155  N.  Clark  St. 
Wright,  Clark  C,  122  S.  Michigan  Ave. 
Young,  Thomas  C,  Arcade  Bldg.,  St.  Louis, 

Mo. 
Youn.gberg,  John    E.,   431    S.   Dearborn   St. 
Zippwald,    Otto,    Lemon    Grove,    San    Diego 

Countv,  California. 


HONORARY  MEMBERS 


Clay,  W.  W.,  538  S.  Dearborn  St. 
Goodnow,   Charles   N.,  38   S.   Dearborn   St. 
Palmer,  H.  L.,  160  N.  La  Salle  St. 


Pfeiffer,  Geo.  L.,  Lemon  City,  Florida. 
Wight,  P.  B.,  677  Summitt   Ave.,   Pasadena, 
CaliL 


Kit  iUcmoiiam 

JACOB    S.    ARONER 

WILLIAM   THOMAS   BRANITZSKY 

WILLIAM   R.  GIBB 

ANDREW    SANDEGREN 
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W  liyht    Unlilur    Tile    Kloi.riiifi-    in    'niMiinn     li:iii,,-     Ihill.    (  hi,  m'^^ 
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The 

WRIGHT 

RUBBER 

TILE 


WRIGHT  Rubber  Tile  and  Stair  Treads  are 
especially  adapted  for  use  where  beauty  of 
design,  long  wear,  noiselessness  and  sanitation 
are  desired.  Wright  Rubber  Tile  has  patented 
inter-lapping  flaps  which  make  possible  both 
nailing  and  cementing  it  to  wood  and  cinder- 
concrete  floors.  Wright  Rubber  Tile  may  be 
had  in  plain  colors,  mottled  and  wood  grain 
effects  to  match  surroundings. 


WRIGHT  RUBBER  PRODUCTS  CO. 

Manufacturer  of  Wright  Rubber  Tile,  Stair  Treads  and  Pavement 
DEPTH.  B.  RACINE,  WIS. 
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THE  AMERICAN  INSTITUTE  OF  ARCHITECTS 

THE    OCTAGON   HOUSE,    WASHINGTON,    D.    C. 

OFFICERS 

D.   EVERETT   WAID,   President New    York    Citv 

ELLIS    F.    LAWRE.NX'E,    First    Vice-President Portland     Ore 

ABRAM    GARFIELD,    Second    Vice-President Cleveland 

EDWIN   H.    BROWN,    Secretary Minneapolis 

WM.    B.    ITTNER,    Treasurer St.     Louis 

I.IST    OF    CHAPTERS,    1924 

Alabama. — *H.     B.     Wheelock,     Steiner     Bank  Nebraska. — *C.       W.       Steinbaugh,       Brandies 
lilds..    Birmingham;    fJacob    E.    Salie,    Em-  'llicatre    Bldg.,    Omaha:     iJ.      D.     Sandham. 
pire    Bldg.,    Birmingham.  World-Herald    Bldg.,    Omaha. 
Arkansas. — *Eugene    J.    Stern,    Gazette    Bldg.,  New   Jersey. — *Ernest   H.    Fougner,    197    Mar- 
Little     Rock;      tLawson      L.      Delony,      24U7  l<t»t     .St.,     Newark;     vHugh     Roberts,     1     Lx- 
Louisiana    St.,    Little    Rock.  change    I'lace.    Jersey    City. 
Ealtimore. —  *R.    E.    Lee    Tavlor,    Union    Trust  New   York — *Benjamin    Wistar     Morris,     KU 
Bldg.;    tJohn    H.    Scarff,    Keyser    Bldg.  I'iivk    Ave.;    jHobart    B.    I^p.john,    215    West 
Boston. — *J.    Lovell    Little,    45    Bromfleld    St.;  ,,"4.11^    ^*'    ,•            .ttt-,,- 

tHuliert    G.    Ripley,    45    Bromfield    St.  ^O'^*^    ^^'^^^'^fi^^^^jV'''"'.,.?-     ^^^P^'    Char- 
Brooklyn.-*  John    B,    Slee,    154    Montague    St.,  j,^;'^^"^  Tenk's^l^^^fa^r'^^nV";  T""C-|e";^"40-.0 

^esej^^:,    ^^^Sl^k.^^-      ^°-^— •      ^^  ^r^.^r^  I^i^^l^^blSs  ^^°"    ^""'    ^^- 

Buffalo. — *  Louis       Greenstein,       Prudential  Oregron. — *Charles    D     James      Couch     Build- 

Hldg. ;    tP.    A.    Spangenberg,    250    Delaware  ing,      Portland;      tWilliam      L.      Smilh,      4()1 

-^^■^-  (4erlinger    Building,    Portland. 

Central    Illinois. — *Warren    W.    Day,     Peoria  Philadelphia. — *Charles   Z.    Klauder,    Franklin 

Life    Bldg.,    I'eoria;    tL.    Eugene    Robinson,  Bank    i;idg. ;    tPercy   Ash,    1827    Arch    St. 

Jefferson   Bldg.,   Peoria.  Fittstourgrh. — *Howard      K.      Jones,      Farmers 

Central    New   York. — *Wm.     G.     Kaelber.     4:!  J1?P'^   I>ldg. ;    tThomas  W.   Ludlow,   Wabash 

Dorchester  Rd.,   Rochester;   tJohn  Stroebel,  Bldg. 

Kllwanger   &   Barry    Bldg.,    Rochester.  Rhode    Island. — *John    Hutchins    Cady,    Gros- 

Chicag-o.—* Alfred    H.    Granger,    59    E.    Madi-  venor     Bldg. ;     t J.     Howard     Adams,     Turk's 

s.,n;    tHoward    L     Cl.eney,    208    S.    La  Salle.  sai^^'^^ra^n'ctsco.^r,-^T"Fairweather,      1001 

''^Han-^'lZ    Pric^e-,    Nel"e'Blc?|."'°"      '''''^- '  J?,^"'"'^    B^^^^'    -^^'-''^    J"    ^vers,    58'Sutter 

Cleveland. — *W.   R.   McCornack,  Board  of  Ed-  Scranton — Wilkes-Barre. — *David      H        Mor- 

ucation;    fH.    L.    Shupe,    12429    Cedar    Road.  gan.      Council      Bldg.,      Scranton;      fW       S 

Colorado. — *Robert     K.      Fuller,      310      Posler  Lowndes,    1702    Wyoming  Ave.,    Scranton 

Bldg,,    Denver;    fMerrill    H.    Hoyt,    Colorado  South  Carolina. — *J.   D.   Newcom'er,   32   Broad 

Natl.    Bank    Bldg.,    Denver.  St.,    Charleston.    S.    C;    tAlbert    Simons,    42 

Columbus. — *Wilfred    A.    Paine,    955    Madison  Broad    St.,    Charleston,    £■.    C. 

Ave.,    tC.    E.    Richards.    584    E.    Broad    St.  South    Georgia. — *Percy   Sugden,    125    E,    49th 

Connecticut. — *A.     Raymond    Ellis,     3tj     Pearl  St.,    Savannah;    tWalter    P.    Marshall,    1108 

St.,      Hartford;      fEdw.      B.      Caldwell,      1st  Henry   St.,   East,   Savannah. 

Bridgeport    Natl.    Bank    Bldg.,    Bridgeport.  South    Texas. — *Birdsall    P.    Briscoe,     Carter 

Dayton. — *  Louis   Lott,    Studio   Bldg.;    fWalter  Bldg..    Houston;    fL.    Q.    Cato,    Kress    Bldg., 

G.    Schaeffer,    1107    Lexington   Ave.,   Dayton.  Houston. 

Erie. — *Clement  S.   Kirby.   Glenwood;    fArmin  Southern    California. — *Reginald    D.    Johnson, 

Schotte.    Marine    Bank   Bldg.  ♦'':''     V     ,V"    ^''"'^    Bldg..    Los    Angeles;    fDa- 

Florida.— *H.    J.     Klutho,      St.     James     Bldg..  \"^^    J-    "'timer,    Bank    of    Italy    Bldg.,    Los 

Jacksonville;     tida    Annah      Ryan,      222      S.  _      *-3^         -^             ■,         ■          *,x.      ^      ^.,, 

Orange   Ave     Orlando  Southern    Pennsylvania. — *W.     B.     Billmever, 

Georgia.— *Wa'rren    C.    Powell.    55    Kennesaw  ^t'7''''^!!^''.^!^^^    \'o''^-     'Julian    Millard, 

\vT>      Atlanta-    fE     D     Rnrfre     140    Ppa.htree  State     Supervising     Architect,      Harrisburg. 

;V      AH-Vnta                        l^urge,   140   Peachtiee  g^.^  Louis.— *Wm.   A.   Hirsch.   Chemical   Bldg  ; 

Grand       Rapfds.-*Frederick       S.       Robinson.  [.'/dg'''     ^^'^P'^'^"'    •^^■'     ^«^^^^    ^^    Education 

Aluhigan     Trust     Bldg.;     tVictor     Thebaud,  gt.    Paul.— *A.    H.    Stem,    Endicott    Bldg.;    fT 

Muhigani  rust    Bldg                       ,,,.,,    ^,  ,  Stirling  Horner,   715   Capitol   Bank  Bldg. 

Indiana.— *Herbert    t  oltz,    J.    F.    Wild    Bldg.,  Tennessee.— *B.     F.     McMurry      Acock    Bldg 

Indianapolis;    jFermor    S.    Cannon,    21    Vir-  Kncxville;      fA.     B.      Baumann,     Jr.,      813  V,' 

ginia   Ave.,    Indianapolis.  Market    St..    Knoxville. 

Iowa.— *  Walter    O.    Kruse,    Kahl    Bldg.,    Dav-  Toledo. — *Edwin    M.    Gee,    Bd.    of    Education- 

enport;    tEugene    H.    Taylor,    222    S.    Third  tI-.ouis    V.    Bruyere,    Spitzer    Bldg 

St.,   Cedar   Rapids.  Utah. — *Miles      E.      Miller,      Mclntvrc      Bldg 

Kansas    City. — *W:m.    D.    Wight,    First    Natl.  Salt   Lake  City;    fMvrl   McClenalian.    E'ccles 

Bank     P.ldg.;    fCourtlandt    Van    Brunt,     823  Bldg.,    Ogden. 

(ilciyd    Bldg.  Virg-inia. — *C.    J.   Calrow,    New   Monroe    Bldg. 

Kansas. — *Goldwin   Goldsmith,   University   of  Xnrfolk.    Va.;    tM.    10.    Wright,    Amer.    Natl 

Kansas,    Lawrence;    fW.    E.   Glover,    107    W.  Bank    Bldg..    Richmond. 

Six  111  Ave.,   Topeka.  Wasliing-ton,    D.    C. —  *  Victor     Mindeleff,     44  IC 

Kentucky. — *Ossian    P.    Ward,    Lincoln    Bank  Klinglc  St..   X.   W. ;   tHarry  F.  Cunningliani. 

Bl<lg..     Tjouisville;     tHerman      Wischmeyer,  1211    ( '(ninecticut   Ave. 

Starks   Bldg.,    Louisville.  Washing-ton   State. — *.Jamcs    H.    Srhack,    Cen- 

Iiouisiana. — *Lef)n   C.    Weiss.    Maison    Blanche  "'^il     Lank     LIdg..    Seattle;      fW.     G.      Brust. 

Bldg.,    New    Orleans;    tWm.      P.     Spratling,  Tlionii)son    Bldg.,    Seattle. 

School    of   Architecture,   Tulane    Univirsitv.  West   Texas.— *C.-i  il    V.    Seutter,    Moore   Bldg.. 

.\.-\v    Orleans.  S,-ni    .Vnloiiio;    vLaul   G.   Silber,  Bedell   Bldg.. 

Michig-an. — *H.    J.    Maxwell    GrvUs.    Ndii    Mar-  •'^•"i   Antcniu. 

ilii.tte    Bldg.,    Detroit;      fCharh-s     Crnmbie,  W'est      Virgrinia. —  *.Iames       L.       Montgomery. 

1<!4(i    K.    Jefferson    Ave.,    Detroit.  Ooylc    ^-     Kidiardson    Bldg.;    tL.    G.    Tucker. 

Minnesota. — *E.     H.     Brown,     1200     2nd     Ave..  .„!'-    '*■    .'^"^  .'"'''•    Oharleston. 

So.,   Minneapolis;   tWm.   G.    Dorr.   1(14.-,    Hen-  Wisconsin.- --*Ale.xander    C.    Lschwiler.    Gold- 

iiepin    Ave    Minneapolis  smith      Bldg..      Milwaukee:      tAlexander     C. 

Montana.— *G.      H.      Carsiey.      I^ower      Block.  '"""'•    ''"^    Jackson   St.,    Milwaukee. 

Helena;    i  W.    R.    Blew.    Bozeman,  *Presidents.                       tSecretarie.s. 


REFRIGERATORS 


ALL   KINDS— PORTABLE   SECTIONAL 

ALSO   BUILT    IN  CORK  and  CEMENT 

COLD  STORAGE  INSULATION 

COOLING  ROOMS  —  COLD  STORAGE  DOORS  AND  WINDOWS 

Thirty-five  years  experience  in  the  manufacture  of  refrigerators, 
cooling  rooms  and  cold  storage  houses  at  your  service. 

Let  our  engineering  department  solve  all  your  refrigerating  problems. 
They  are  glad  to  assist  you  any  time,  gratis,  in  planning  layouts,  making 
suggestions  as  to  construction,  securing  proper  circulation  of  refrigera- 
tion, etc.     Try  us. 

D.  A.  MATOT 

IVIanufaclurer 


Main  Office  and  Factory: 
1538-46  Montana  Street,  Chicago,  Illinois. 


Phones:  Lincoln  0002-3. 
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nf  Arrl|ttert0 

OFFICERS    FOR    1924-25 

Alfred  H.  Granger,  President.  Henry   K.  Holsman  2d  Vice-President. 

Chas.  H.  Hammond,  1st  Vice-President.  John  E.  Youngberg,  Treasurer. 

Howard  L.   ChenEv,   Secretary. 


Fellows. 

Berlin,  Robert  C,  19  S.  La  Salle  St. 
Clay,  W.  W.,  538  S.  Dearborn  St. 
Dunning,  N.  Max,  310  S.  Wabash  Ave. 
Fellows,  Wm.  K.,  814  Tower   Court. 
Frost,  Charles  S.,  105  S.  La  Salle  St. 
Jensen.  Elmer  C,  39  S.  La  Salle  St. 
Llewellyn,   Joseph   C,   38   S.    Dearborn    St. 
Maher,  George  W.,  157  E.  Erie  St. 
Mundie,  W.  B.,  39  S.  La  Salle  St. 
Nimmons,  George  C,  122  S.  Michigan  Ave. 
Otis,  William  A.,  6  N.  Michigan  Ave. 
Pashley,  Alfred  S.,  431   S.  Dearborn  St. 
Perkins,   Dwight   H.,   814   Tower    Court. 
Pond,  A.   B.,  6  N.   Michigan  Ave. 
Pond,  Irving  K.,  6  N.  Michigan  Ave. 
Prindeville,   Chas.  H..  58   E.   Washington   St. 
Roche,   Martin,    104   S.   Michigan    Ave. 
Schmidt.   Richard   E.,   104   S.  Michigan  Ave. 
Shaw,  Howard  Van  Doren.   104  S.   Michigan 

Ave. 
Spencer,  Robert  C.  Jr..  5  N.  La  Salle  St. 
Tallmadge.  Thomas  E.,  160  N.  La  Salle  St. 
Wheelock,  Harry  B.,  64  W.  Randolph  St. 
Woltersdorf,  Arthur  F.,  138  S.  La  Salle  St. 
Zimmerman,  W.  Carbys,  212  E.  Superior  St. 

Institute  Members. 

Alschuler,  Alfred  S.,  28  E.  Jackson  Blvd. 
Armstrong,  John  A.,  127  N.  Dearborn   St. 
Beers,   Herbert  P.,  53   W.  Jackson  Blvd. 
Beersman,  Chas.  G..  672  Rush  St. 
Beman,  S.   S.,   108  S.  La   Salle   St. 
Bennett,   Edward  H.,  80  Jackson  Blvd. 
Blake,  Edgar  Ovet,  701  Davis  St.,  Evanston, 

111. 
Bohasseck,   Charles.   30   N.    ^Michigan   Ave. 
Bollenbacher.  J.  Carlisle,  Z22  S.  La  Salle  St. 
Bourke,  Robert  E,  39  S.  La  Salle  St. 
Brown.  Arthur  George.   134  S.  La  Salle   St. 
Buckett,   Arthur    C-,    1133    Park   Ave.,  Wil- 

mette. 
Burnham,    Daniel    Hudson.    160    N.    La  Salle 

St. 
Burnham.   Hubert.   160  N.  La   Salle   St. 
Carpenter,   Frank  A.,  Rockford,   111. 
Carr,  George  Wallace,  122  S.  Michigan  Ave. 
Cervin,  Olaf  Z..  Rock  Island,   111. 
Chatten,  Melville  C.   160  N.  La  Salle  St. 
Chcncv.   Howard   1...  208  S    La   Salle  St. 
Childs,  Frank  A.,  720  N.   Michigan  .-Xve. 
Church,  Walter  S.,  85  9th  Ave.,  New  York. 

N.  Y. 
Clark,  Edwin  H.,  8  E.  Huron  St. 
Clark,  William  J..  902  Pine  Ave..  W  innetka 

Til. 
Coffin.   .Arthur   S..  6   N.   Michigan   Ave. 
Colcord.  Albert  E.,  6143  St.  Lawrence  Ave. 
Cook,   Norman,  W.   1283  Victor  Ave. 
Coughlcn.  Gardner  C.  160  N.  La  Salic  St. 
Crosby,  Wm.  S.,  17  N.  La  Salle  St. 


Crowcn.  Samuel   N.,   10  S.  La  Salle  St 

Davidson.  F.  E.,  53  W.  Jackson  Blvd. 

Dean,  Arthur  R.,  137  S.  La  Salle  St. 

De  Golyer,  Robert  S.,  7  S.  Dearborn  St. 

DeMoney,  Frank  O.,  5  N.  La  Salle  St. 

Dewey,  Albert  M.,  Jr.,  332  S.  Michigan  Ave. 

Dillard,  Frank  G.,  127  N.  Dearborn  St. 

Dinkelberg.  Fred'k  P.,  400  N.  Michigan  Ave. 

Dippold,  Albert  P.,  4651  Cottage  Grove  Ave. 

Dwen,   Robert  Green,  8  E.   Huron   St. 

Dyer.   Scott  G..  38  S.   Dearborn  St. 

Elmslie,  Geo.  G.,   122  S.  Michigan  Ave. 

Ellert.   F.   J.,   7   W.    Madison    St. 

Erickson.   Carl   A.,   104   S.    Michigan  Ave. 

Fairclough.    Stanley   C,    820   E-xchange   Ave. 

Farrier.   Clarence  W..  721   N.  Michigan  Ave. 

Fletcher.  Robert  C.  179  W.  Washington  St. 

Fox.   Charles   E.,   721    N.    Michigan   Ave. 

Frazheim.  Henderson  Kenneth,  127  N.  Dear- 
born St. 

Friedman,  Raphael  W..  28  E.  Jackson  Blvd. 

Fugard,  John   Reed.  212  E.  Superior  St. 

Fuller.   Ravilo   F..  6   N.   Michigan   Ave. 

Furst.    W^m.    H..    127    N.    Dearborn    St. 

Harden.  Hu^h  .\f.  G..  104  S.  Michigan  Ave. 

Granger.  Alfred  H..  332  S.  La   Salle   St. 

Green.    Herbert    H..    Kimball    Bldg. 

Griff  en.  Walter  B..  175  W.  Jackson  Blvd. 

Grunsfeld.  Ernest  A.,  81   E.   Madison   St. 

Guenzel,   Louis,  879  N.   State  St. 

Hall,  Emery  Stanford  5  N.  La  Salle  St. 

Hall.  Lincoln  Norcott,  7  W.   Madison   St. 

Hallberg,    Lawrence    G.,    116    S.    Michigan 
Ave. 

Hamilton,  John  L..  814  Tower  Court. 

Hammond.  Charles  H.,  160  N.  La  Salle  St. 

Harris,   Ralph   C,   190  N.    State   St. 

Hatzfeld.  Clarence,  7  S.  Dearborn  St. 

Heun,  Arthur.  5  N.  La  Salle  St. 

Hodgdon.   Frederick.   134   S.   La   Salle   St. 

Holabird.  John  A..  104  S.  Michigan  Ave. 

Holmes,   Morris   G.,   8   S.   Dearborn    St. 

Holsman,  Henry  K.,  Z7  S.  Wabash  Ave. 

Hoover.  Ira  Wilson.  Hotel  Planada.  Plana- 
da,  Calif. 

Horn,   Benjamin   A.,  310  Safctv   Bldg..   Rock 
Island,   111. 

Hoskins,  John  M.,  2837  W.  Madison  St. 

Hosmcr.    Clare   C.    Sarasota.    Florida 

Hussander,  Arthur  F..  25  N.  Dearborn  St. 

Jillson.   Byron   H..  (>   N.   .Michigan   .\ve. 
'ohuck.   I'Vedcricl--.   140  S.    ncarhorn  St. 

Klaber,   luigenc  H..  81    !•"..    .Madison    St. 

Kohfeldt.  Walter  G.,  400  N.  Michigan   Ave. 

Kurzon.  \.  Bernard.  30  N.   Dearborn   St. 
Laist.  Thco.  F..  Ill  W.  Monroe  St. 

Lagergren   Gustaf  P..   1125  W.  79th  St. 

Lewis    Le    Roy,    Jr.,    care    of    -Albert    Kahn, 
Marquette  Bldg..  Detroit,  Mich. 

Lindeborg.  George  T...   11    N.  4th  .\ve..   May- 
wood,    III. 
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Ludowici- Celadon 
Company 


MANUFACTURERS  OF 


"IMPERIAL"  SHALE 
ROOFING  TILES 


104  South  Michigan  Avenue 
CHICAGO,  ILL. 
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Liiidquist,  Joseph  B.,  7  W.  ^ladison   St. 

Llewellyn,  Ralph  C,  38  S.  Dearborn  St. 

Level!,    Sidney,   30   N.    Michigan   Ave. 

Lowe,  Elmo  C,  m  S.  La  Salle  St. 

MacBride.    Edward   E.,   212   E.    Superior    St. 

Maher    Phillip    B.    157   E.    Erie    St. 

Manierre,    Alfred    Edgerton,    112   W.    Adams 
St. 

Marshall,   Benj.   H..  612   Sheridan   Rd.,   Wil- 
mette,  111. 

Martin,    Edgar,   Kimbill    Bldg. 

Marx.   Samuel   A.,   108   N.   Dearborn    St. 

Matteson,   Victor  A.,    No.   1402  8   S.   Dear- 
born St. 

McCarthy,  Joseph  W.,  139  N.  Clark  St. 

McLaren,  Robert.  J.,  1637  Prairie  Ave. 

Miller.  H.  Clyde,   112  W.   Adams   St. 

Morehouse,  Merritt  J.,  343  S.  Dearborn  St. 

Morgan,  Charles  L.,  104  S.  Michigan  Ave. 

Morrison.  James  R.  M.,  64  W.  Randolph  St. 

Nyden.  John  A.,   196  N.  State  St. 

Nadhernv,  38  S.   Dearborn  St. 

Odgers.  Philip  G.,  5913  Circle  Ave. 

Ostergren,  Robert  C,  155  N.  Clark  St. 

Parsons,  Wni.  E.,  1800  Ry.  Exchange  Bldg. 

Peterson.  Stanlev  M.,  64  E.  Van  Buren  St. 

Pingrey,  Roy  C,  209  S.  La  Salle  St. 

Powers,  Horace  S.,  421  Sussing  Bldg.,  Lans- 
ing,   Mich. 

Pridmore,  John  E.  O.,  38  S.  La  Salle  St. 

Puckey,  Francis  W.,  400  N.  Michigan  Ave. 

Raeder,  Henry,  20  W.  Jackson   Blvd. 

Ray,  Russell,  554  Arbor  Vitre  Road,  Wiimct- 
ka.  III. 

Rebori,  A.  X.,  ii2  S-  Michitran  Ave. 

Reed,   Earl  H.  Jr.,   108  N.   Dearborn   St. 

Reiley,  Solon  L.,  112  W.  Adams  St. 

Renwick,  Edward  A.,  104  S.  Michigan  Ave. 

Riddle,    Herbert   H..   122   S.   Michifjan   Ave. 

Ritter,  Louis  E..  140  S.  Dearborn  St. 

Robinson,  Argyle   E.,   25   E.   Jackson   Blvd. 

Root,  John  W.,  1400-104  S.  Michigan  Ave. 

Saxe,  Albert  :\r.,  212  E.  Superior  St 

Schlacks,  H.  J.,  721  N.  Michigan  Ave. 

Schmid,   Richard   G.,   77  W.   Washington    St. 

Schmidt,   Frederic    B..   7   S     l)earl)orn   St 

Shattuck,  Walter  F.,  19  S.  La  Salle  St. 

Small,  John  S.,  2424  Park   Place,  Evanston, 
111. 

Smith,  Wm.  J.,   720   N.   Michigan   Ave. 

Stanhope,  Leon  E.,  59  E.  Madison  St. 

Stockton,  Walter  T.,  7  S.  Dearborn   St. 

Stoetzel,  Ralph  E.,  431   S.  Dearborn  St. 

Sturges,  Howard  Putnam,  79  W.  Monroe  St. 

Sturm,   Meyer   I.,   7(18  Church    St.,   Evanston, 
111. 

Swern,  Perry  W.,  19  S.  La  Salle  St. 

Tallmadge,  Thomas  E.,  160  N.  La  Salle  St. 
Teich,  I'>edorick  J.,  64  W.  Randol])h  St. 
Tomlinson,    H.    Webster,    717    ITcggie    Bldg., 

Joliet,    III. 
A'ail,  Morrison  H.,  Dixon,   111. 

Van  Bergen,  John  S..  Ravinia,  111. 

Venning,    Frank   L.,    1240    Ashury    .\vc.,    I'.v- 
anston.    111. 


Viehe-Naess,   Ivar.  400  N.  Michigan  Ave. 
Von  Hoist,  Hermann  V.,  72  W.  Adams  St. 
Walcott,  Chester  H.,  8  East  Huron  St. 
Walcott,  Russell  S.,   11  E.  Huron  St. 
Walker,   Frank  Chase,   1065   Balmoral   Drive 
Walker,    William    Clyde,     536     Lake     Shore 

Drive 
Waterman,  H.  H.,  10  S.  La  Salle   St. 
Webster,    Maurice.    225    N.    Michigan    Ave. 
Weiss,  John  W.,  53  W.  Jackson  Blvd. 
White,  Chas.  E.,  Jr..  343  S.  Dearborn  St. 
White,  Prof.  James  M.,  U.  of  I.,  Urbana,  111. 
Wilkinson,    Lawrence,   814   Tower   Bldg. 
Winslow,  Benjamin   E.,  2617  N.   Richmond. 
Works,   Wm.   Dahney.   59   E.   Madison    St. 
Wright,  Clark  C,  122  S.  Michigan  Ave. 
Wuehrmann,  Wm.  G.,  El  Paso,  Texas. 
Yerkes,   Wallace  F.,   HE.   Huron   St. 
Voungberg,  Johii  E..  431  S.  Dearborn  S\ 
Zimmerman,  Ralph  W.,  212  E.   Superior  St. 

Chapter  Members. 

Cady,   Jermiah    Kiersted,    179   W.   Washing- 
ton  St. 
Cerny,   Otto  F.,   77  W.  Washington    St. 
Graham,  Ernest  R.,  Ry.  Exchange  Bldg. 
Hall,  Gilbert  F.,   1309  Astor  St. 
Mayo,   Ernest   A.,  53   W.   Jackson  Blvd. 
Ramey,  George  E.,  Champaign,   111. 
Work,  Robert  G.,  220  S.  Alichigan  Ave. 

Associates. 

Banse.  Herbert  George,  3811  Pine  Grove  Ave. 

Bentley,  Harry  H..  1124-104  S.  Michigan  Ave. 

Blouke,  Pierre,   1217  Astor   St. 

Cerny,    Otto   F..   77   W.   Washington    St. 

Christiansen,  Roy  T.,  721   N.   Michigan   Ave. 

Course,   Redmond   P.,    1053   Foster   Ave. 

Erickson,  Allen  E.,  3334  Wilson  Ave. 

Greengard,    Bernard   C,   4741    ^lalden    St. 

Hawkinson.   Carl   N.,  4418  Bernard   St. 

Hazen,  Howard  S.,  108  S.  La  Salle  St. 

Heimbrodt,  Carl  E.,  185  Lawn  Ave.,  Western 
Springs,  111. 

Herter,  John  T.,  7027  N.  Paulina   St. 

Holmes,  Harold  G.,  151  E.  Chicago  Ave. 

Jackson,    Emery    B.,    1016-23     E.    26th     St.. 
New    York,    N.   Y. 

^IcCaughly,    W.    F..    515     \'ine     Ave.,     Park 
Ridge,    111. 

McEldowncy,  Harold   Batchelder,  6  X.   .Mich- 
igan Ave. 

Merrill,   John   O.,   108   N.   La   Salle   St. 

Quinn,   Everett  F.,  721   N.  Michigan  Ave. 

Stanton,  Frederick,   104  S.  Michigan  Ave. 

Taylor,  Howell,  618  Hinm;in  .Ave..   Evanston, 
111. 

Honorary  Members. 

Taft,   Lorado,  6016   Ellis  Ave. 
Wackcr,  Charles  H..  230  S.  La  Salle  St. 
Whitehouse,    F.    M..    Manchester.    ^lass. 
Wight,    Peter   B.,    677    Siunmit    .\ve.,    Pasa- 
dena,  California. 
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ESTABLISHED  1870 


PHONE  HARRISON  7114 


FULTON  ASPHALT  CO. 


CHICAGO        , 

[ASPHALT  MASTIC  FLOORS 

-      & 
^         MATERIALS         j 


ASPHALT  MASTIC  FLOORS 

FOR 

RAILROAD  TERMINALS,  FREIGHTHOUSES 

WAREHOUSES,  FACTORIES 

SCHOOLS,  COLLEGES 


i 
I 


ACID-PROOF 

ASPHAL' 

ASPHALT  FLOORS 

FLOORS  INSTALLED 

WATER 

Chemical  Plants 

IN  ALL 

Bridges 

Acid    Manufacturing 
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Sidewalks 

Plating  Plants 

CANADA 

Driveways 

Vinegar  and  Pickle 
Plants 

Floors 

Fruit  Preserving  Plants 

Concourses 

ASPHALT  MATERIALS 

Fulton   1870  Brand  Asphalt  Mastic 
Fulton  1870  Brand  Acid  Proof  Mastic 
Fulton  1870  Brand  Water  Proofing  Mastic 
Fulton   1870  Brand  Pure  Asphalts 
Fulton    1870  Brand  Asphah  Paints 


MAIN  OFFICES 

709-10  Monadnock  Block 

CHICAGO,  ILLINOIS 


PLANTS 

CLEARING,  ILLINOIS 
CHICAGO,   ILLINOIS 


50  YEARS  OF  SERVICE 


ISO 


QII)irag0  Arrl|tt^rtural  Qllub 


1924-25 


Officers 

GEORGE  M.  NEDVED,  President 
PIERRE  BLOUKE,  Vice-President 
LAWRENCE   E.  ALLEN,  Treasurer 
WILLIAM    C.   SPONHOLZ,    Secretary 


Directors 

GERALD    BRADBURY 
CLARENCE   W.   FARRIER 
FRED  M.  HODGDON 
PAUL  J.  McGRATH 


Associate 
C.  H.  SIERKS  FRED  THOMSEN 

Active   Members. 


Allison,    Fred,    7222    S.    Marshfield    Ave. 

Allen,  Lawrence  E.,  7001  Union   Ave. 

Alschuler,  Alfred  S.,  28  E.  Jackson  Blvd. 

Alstrom,  John.  340o   N.  Tripp  Ave. 

Anderson,  B.  D.  Andy,  4832  N.  Irving  Ave. 

Anderson,   Herbert  W,  1350   Estes   Ave. 

.Anderson,  S.  D.,  172.  39  S.  State  St. 

Andrew.  C.  B..  12406  Yale  Ave. 

Arnvig,  Sigurd,  4533  N.  Spaulding  Ave. 

Baldwin,  F.  M.,  116  E.  33rd  St.,  Philadel- 
phia,   Pa. 

Rarnum.  Gcorcre  L.,  4637  West  I'.nd  Ave. 

Barry,  Gerald,  Jr.,  4836  Augusta  St. 

Beck,   D.   W.,   122   S.   Michigan   Ave. 

Behrens,  Elmer,  3429  N.  Troy  St. 

Rieg.  Harry  K.,  1024  Byron  St. 

Blouke,  Pierre,  721   S.   Michigan  Ave. 

Bossert   H.   F..   5547   Dorchester   Ave. 

Bradbury,  G.  A.,  1455  Winona  St. 

Brown,  Arthur  R.,  7754  East  Lake  Terrace. 

Bultman,  William,  604  Hannah  Ave., 
Forest    Park,    111. 

Burnham,  Hubert,  160  N.  Michigan  Ave. 

Callahan,  Carl.  2116  Melrose  St.,  2nd   Fl. 

Carlburg,  R.  H.,   1408   Carmen   Ave. 

Carlson,  Clifford,  2442  N.  Lawndale  Ave. 

Carlson,  Elmer  C.,  6827  S.  Morgan  St. 

Carlson,   Richard   J.,   915    Fletcher   St. 

Cassel,  Earl  D.,  1400-104  N.  Michigan  Ave. 

Cauley,  Frank  W.,  7710  N.  Marshfield  Ave. 

Cheetham,  F.  K.,  1409  N.  Dearborn  St. 

Conner,  G.  D.,  c./o.  Hotel  Jacob,  44  Rue 
Jacob,  Paris,  France 

Dando.  Robert  E.,  1614  N.  La  Salle  St. 

Demuth,   John,   5115  Winchester  Ave. 

Doll,   Clarence,   1201   E.  55th   St. 

Downton,  Herbert  E.,  1340  N.  Central  Ave. 

Eberhart,  Doyle  S.,  900  Lakeside  PI. 

Ehresman,   D.   D.,  4544   Hazel   Ave. 

Eiseman,  F.,  4329  N.  Kostner  Ave. 

Esser,   Curt  A.,  1525-38  S.  Dearborn   St. 

Esser,  Paul  F.,  5715  N.  Hermitage  Ave. 

Farrier,   C.   \\\.   721   Michigan   Ave. 

Fellows,  Wm.  K.,  814  Tower  Court 

Fox.   Elmer   J.,   7423    Constance   Ave. 

Franzen,  Clarence  E.,  1441  Oakdale  Ave. 

Fuhrer,    Eugene,   3227   Fullcrton   Ave. 

Gil)ian,   E.  H.,  2010   Howe   St. 

(Iliatto,  Leonard  J.,  722  Drake  Ave. 

Glube,   Harry,    1442   N.    Kedzie   Ave. 

Graham,  Ernest  R.,  80  E.  Jackson  Blvd. 

(iranger,  Donald  K.,  1837  Juneway  Terrace 

Cireenwald,    Leslie   J.,   2006    Grace    St. 

Guarino,   Joachim,   1617   S.  Kedzie   Ave. 


Herter,  Edward,  3714  Agatite  Ave. 

Heun,   Arthur,   6   N.   Michigan   Ave. 

Hodgdon,  Fred  M.,  134  S.  La  Salle  St. 

Hodgdon,  J.  M.,  134  S.  La  Salle  St. 

Hoeppner,    E.   A.,    Brownsville,    Cal. 

Hulfield,  Jos..  4105   N.   Mansfield  Ave. 

Insensee,  Frederic  M.,  6417   Minerva  Ave. 

Janson,     Edw.    F.,    127     N.    Dearborn    St., 
c./o.  Rowe,  Dillard  &  Rowe. 

Jensen,  Elmer  C,  39  S.  La  Salle  St. 

Johnson,   I.gnwald   L.,  30  S.   St.   Louis  .\ve. 

Johnson,  Reuben  H.,  1445  Farragut  Ave. 

Johnston,   Ernest  D.,  6136   N.   Moody  Ave. 

Jones,  L.  C,  Hotel  Monett,  Evanston,  111. 

Kane,  J.  A.,  1923  Calumet  Ave. 

Knezicek,  Wm.  K.,  1508  S.  Keeler  Ave. 

Lawrence,  A.  J.,  123  W.   Madison  St. 

Leavell,  John   C,  6606  Universi  v  Ave. 

Lehman,  L.  E.,  1031  N.  CentrafPark  Ave. 

Levi,  Simeon  C,  4420J^  Melrose  Ave.,  Los 
Angeles,   Calif. 

T  evinson,  M.   B..  1434  «;    St.   l  ouis  .Ave. 

Lilleskau,  John,  2447  Ballou  St. 

Lindbald,   Alfred   G.,   2349   S.   Clifton    Park 
Ave. 

Lindeberg,    G.    L.,    11    N.    4th    Ave.,    May- 
wood.   111. 

Lindquist.  Jos.  B.,  3923  Grand  Blvd. 

Llewellyn,  Ralph  C,  38  S.  Dearborn  St. 

Loebl,  J..  1216  N.  Shore  Ave. 

Maly,  Albert  F.,   1240   S.   Keeler  Ave. 

Manasse.  DeWitt   T.,  3023   Blaine  PI. 

Alarkel,  Charles  H.,  801   Seward  St., 
Evanston.    III. 

Maynard,  Henry  T.,  Jr.,  616  Wrigley  BIdg. 

Alayo,  Vivian  B..  910  Dempster  St.. 
Evanston,   111. 

McConville,    L    E.,    104    S.    Michigan    Ave. 

McEldowncy,   6737   Oglesby   Ave. 

McGrath,  Paul  J.,  845  Lakeside  Place. 

Meder,    Everett   S.,   2627    Best   Ave. 
^Meldrum,  John,   1739   E.   67th   St. 
'  Menees,  T.   O.,   6100   Dorchester  Ave. 
Alinkus,   R.   L.,   1505  W.  Austin   .\ve. 
Morgan,  Chas.  L..  104  .S.  Michigan  .Ave. 

Morphett,   ArcIn"l)al(I   S.,   6016   Stonv    Island 
Ave. 

Afurison.  Richard  V.,  339  Kenihvorth  Ave., 
Kenihvorth,    111. 

Necheles,  L.,  3929  W.  Roosevelt  Road 

Nedved,  Geo.  M.,  2529  S.  Turner  Ave. 

Nelson,  D.  S.,  5344  N.  Ashland  Ave. 

Nevara,  Walter,  2437  S.  California  Blvd. 


87 


CEMENT    GUN    WORK 

We  are  the  ORIGINAL  Cement  Gun  Work  Contractors. 

Mr.  Architect  —  We  have  sucressl'ully  completed  hundreds  oi  Cement  Gun  Contracts, 
iiichnnng:  ^^■alls,  Konfs.  Tanks,  i-ti'.:  we  liavt-  wateri^ro.  .r,  d  K.-s.  !\-(  .irs.  Reeonstructed 
Chimne.vs.  and  Repaired  ("imcrete  ot  every  kind.  Confer  with  us  before  you  complete 
your  plans   and  specifications.     Our  advice  is   free   and  involves  no  oblig'ations. 

WE      DO      THE      ■WORK 


T.:ir-e   r,, 111.  lit   Mill— nunitf.   Wall-   Tliru-iu 


SEPTIC  TANKS  and  SEPTIC  CLOSETS 

for  HOSPITALS,  SCHOOLS,  HOMES  and  SUMMER  COTTAGES 

REQUIRE  NO  CHEMICALS 


Septic   Tank    with   Country   Residence  Septic  Closet 

Let  us  help  you  solve  your  Sewag-e  Disposal  problems. 
We   will  advise   you  without   chargre.     We  have  lieen   in   this  business   for  many   years 
and    if  you   will   sive   us   full   information   regarding   retiuirements.    lay   of   land,    nature 
of  soil,  we  will   fxirnish  you  data  for  your  plans  and   specifications. 

In    addition    to    Contracting    for    Cement    Gun    Work    of    all    kinds,    we    have    a    large, 
w.ll   equipped   plant  at   Harvey,   Illinois.    f..r   making 

CONCRETE    PRODUCTS 


'f  all  kinds,   including  I'recast- 


-Ciuncrtti 


WE  SOLICIT  YOLR  /%<?(//?  1 

CEMENT  GUN  CONSTRUCTION  CO. 


Pittsburgh  Branch,  Oliver  Building 


537  S.  Dearborn  Street,   Chicago,  111. 
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Nimmons,    George    C,    122    S.    Michigan 

Ave. 
Okeberg,  E.  N.,  6229  Ingleside  Ave. 
Oldefest.   Edward   G..  17   E.  Ohio  St. 
Olson,   Bernard.    1439   \'ictoria   St. 
Olson,   E.,   196   N.   State  St.   c./o.  John  A. 

Xj'den  Co. 
Oman.  S.  S.,  3.507   Douglas  Blvd. 
Pirola,   Louis,  4717  X.   Beacon   St. 
Poetsch,   W.   C.,   4737   Dover   St. 
Poetsch,  W.  R.,  4737  Dover. 
Quinn.   J.    Edwin.   518   W.   58th    St. 
Rabito,   Guy,   1036   S.   Racine  Ave. 
Ramsey,  Geo.  L.,   1531  E.  72nd  St. 
Raop.  Georp^e  L.,  190  X.  State  St. 
Rehder,  J.  G.  H.,  2037   Fletcher  St. 
Rhinelander,    John,    212    E.    Superior    St. 
Rippel,  Fred  O.,  4715  Flournoy  St. 
Rognstad,  Sigurd  A.,  845  X.  Leclaire  Ave. 
Ross,  Torev,  Jr.,  2934  X.  Whipple  St. 
Ruge.  P.  H.,  118  X  La  Salle  St. 
Rundin.    Rudolph,   2054   Cu3"ler   Ave. 
Rupinski.  E.  \V..  2836  \V.  36th  St. 
Ryan.  Edward,  1452   Cullom  Ave. 
Schierhorn,   J.,  3104   Sunnyside   Ave. 
Sanford.   Truit  E..  5534   Cornell  Ave. 
Schimck,  A.  F.,  1420  S.  Ashland  Ave. 
Seablom,   Harry  R.,  2509   Kimball  Ave. 
Sevic,  \Ym.,  1644  Blue  Island  Ave. 
Shantz.   Cedric  A.,  7418  Rhodes  Ave. 


Sieja.  E.  W.,  Room  373—1621  \V. 

Division    St. 
Sierks,  Charles  H.,  1505  Xorwood  St. 
Sillani,  Muzio,   2525^   X.   Clark  St. 
Smith,  George  S.,  8332   Luella  Ave. 
Sponholz.   \V.   C,   1051   Lorel  Ave. 
Storey,  John,   1307   Foster  Ave. 
Strelka.   Leo.  660   Rush  St. 
Studor.   Erwin,   2779   Osgood   Ave. 
Swensson,  Walter,  488   Grant  Place 
Taylor.  Howell.  3965   Ellis  Ave. 
Ticknor,   Tames  H.,  45   Bellevue  Place 
Vesley,  William  J.,  240  E.  Huron  St. 
Wagner,   Fritz,  Jr.,   561   Hawthorne  Lane, 

Winnetka. 
Walker.    Frank    C,    996    Lincoln    St..    Salt 

Lake  Citv.  L'tah. 
Wall,  R.  J.',  2330   X.  Halsted  St. 
Wallden,  Elmer  F.,  4249  X.  Hamlin  Ave. 
Weaver.  Roy  S..   78 
Webber,      A.      M..      926      Elmwood      Ave.. 

Evanston.   111. 
Webster,  Maurice,  1403  Maple  Ave.,  Evans- 
ton,   111. 
Wcich,  Peter  J.,  2603  Winona  St. 
Wiersba.  Alwin,   18   X.   Lockwood  Ave. 
Winiarski.   M.  F..   1859  W.   Chicago  Ave. 
Yerkes,  Warren  F.,  104  S.  Michigan  Ave. 

c./o.  Schmidt.  Garden  &  Martin. 
Zakharoff,   Alexis   A.,    1354   E.   49th   St. 
Zelenka.    Anthony    J.,    2338    S,    58th    Ave., 

Cicero,   111. 


Allied   Members. 


Armstrong,  John  Archibald,  127  X.  Dear- 
born  St. 

Andrews.  Alfred  B..  Forest  Ave.  and  Main 
St..   Evanston.   111. 

Bannister.   George  S.,  115  S.   Dearborn   St. 

Beman,  S.  S.,  108   S.   La  Salle  St. 

Bennett,  Edward  H.,  1800-80  E.  Jackson 
Blvd. 

Fentlev,  Harrv  H.,  104  S.  Michigan  Ave. 

Berlin.  Robert  C.  19  S.  La  Salle  St. 

Bollenbacher,  J.  C,  108  S.  La  Salle  St. 

Capraro,  Axel  V.,  72  W.  Washington  St. 

Carnegie,  Wm.   C,  189  W.   Madison   St. 

Chatten.   Melville   C,   64   E.   Van   Buren   St. 

Christensen,  John   C,  3255   Evergreen  Ave. 

Clark.  Edwin  H.,  8  E.  Huron  St. 

Clark.  Wm.  Jerome,  902  Pine  Ave.,  Win- 
netka,  111. 

Cloyes,  F.  O.,  Maywood,  111. 

Coffin,  Arthur,  39  W.   Adams  St. 

Davidson,  F.  E.,  53  W.  Jackson   Blvd. 

De  Arment,  F.  H.,  37  Everett  Bldg.  Akron. 
Ohio 

De   Golver,   Robert   S.,    7   S.   Dearborn    St. 

De  Monev,  F.  O.,  5  X.  La  Salle  St. 

Dougherty,  F.   E.,  35  X.  Dearborn  St. 

Drever.  Detlef  J.,  78  Patton  Ave.,  Ashe- 
vi'lle,  X.  C. 

Eichberg.   S.   Milton,   64   W.    Randolph    St. 

Faulkner,  Chas.  D.,  140  S.  Dearborn  St. 

Flaks,  Francis  A..  1956  S.  Springfield  Ave. 

Fletcher,  Robert  C,  179  W.  Washington  St. 

Foster,  Arthur.  155  X.  Clark  St. 

Fortin,  Joseph  T.,  600  Blue  Island  Ave. 

Fox,  Charles   E.,  721   X.   Michigan   Ave. 

Fox,  John  J.,  38   S.   Dearborn   St. 


Fox,  Wm.   Paul.  38   S.   Dearborn  St. 
Franklin.   Robert  L..  160  X.  La  Salle  St. 
Franzheim,  H.  Kenneth.  127  X.  Dearborn  St. 
Granger.  Alfred.  57  E.  Madison  St. 
Green,  H.  H.,  308  S.  Wabash  Ave. 
Greengard,  B.  C,  4741  Maiden  St. 
Guenzel,   Louis,  879   X.  State  St. 
Hall.  Emerv  Stanford.  5  X.  La  Salle  St. 
Hall,  Gilbert  P.,  1309  Astor  St. 
Hamilton,  John  L.,  814  Tower  Court 
Hammond.  Chas.  Herrick,  160  X.  Sa  Salle  St. 
Harris,   Ralph   C,  190   X.   State   St. 
Hatzfeld,   Clarence,  7   S.   Dearborn   St. 
Heinz,   Lorenz,  128   X.   La   Salle  St. 
Henschien.  H.  Peter.  1637  Prairie  Ave. 
Hewitt,    Herbert    E.,    Peoria    Life    Bldg.. 

Peoria.  111. 
Hine,   Cicero,  3221    Broadwav 
Hodgdon,   Charles,   134   S.   La   Salle   St. 
Holabird,   John    A.,   104   S.    Michigan    Ave. 
Holmes,  ^Iorris  G.,  8  S.  Dearborn  St. 
Holsman.  Henry  K.,  37  S.  Wabash  Ave. 
Hubbard.   Archie  H.,  38  S.   Dearborn  St. 
Hyde,  Robert   M.,  8  S.  Dearborn  St. 
liilson.  Bvron   H..  6  X.   Michigan  Ave. 
Toy.  S.  Scott,  2001  W.  39th  St. 
koenigsberg,  Xathan,  8  S.  Dearborn  St. 
Lagergren,    Gustav   P.,    7708    S.    Hermitage 

Ave. 
Lampe.  C.  W.,  155  X.  Clark  St. 
Layer,  Robert.   19  S.  La  Salle  St. 
Lehle.   Louis.   3810   Broadway 
Leviton.   Morton,   53   W.   Jackson    Blvd. 
Lewis,   Le   Roy,  Jr..   1000  Marquette   Bldg.. 

Detroit.    Mich. 
Llewellyn,   Joseph    C.   38   S.   Dearborn    St. 


yotc    the   dei'p    tilelil-e    shadow 

cuxt    bii    the    thirl:    butt    of    the 

Cyclone   Shimjle. 


Ps. 


LOCKED 

THIS  LOCK  POSITIVELY/ 

PKeviNTs  CUP.  cuRi. 

ANO  BLOW-UP 


The  above  illustration 
shows  the  remarkable  Cy- 
clone Shingle  lock.  Each 
shingle  has  two  locks 
which  gives  double  securi- 
ty to  the  roof. 

Cyclone  Shingles  are 
held  so  securely  that  they 
cannot  cup,  curl,  or  blow 
up.  This  means  permanent 
beauty  and  protection  not 
found  in  any  other  strip 
type. 


Cyclone  Shingle 

The  greatest  development 
ever  made  in  a  strip  shingle 


This  splendid,  new  type  of  shingle 
combines  all  of  the  advantages  of  pro- 
tection, durability,  beauty  and  economy 
of  asphalt  slate-surfaced  shingle  plus 
the   added    feature   of    double    locking. 

The  Cyclone  Shingle  is  locked  down 
and  guaranteed  not  to  cup,  curl  or 
blow-up.  Roofs  shingled  with  Cyclone 
are  protected  at  all  points  by  two  thick- 
nesses, while  the  majority  of  the  area 
is  three  and  four  thick. 

The  Cyclone  is  the  fastest  laid,  re- 
quires less  nails,  and  a  labor  saver. 

Specify  Cyclone  Shingles  and  you 
will  choose  the  best.     Ask  for  details. 

Ford  Roofing  Products  Co. 

2339  S.  La  Salle  St., 
Chicago,  111. 


DO 


Lowe,  Elmo  C,  108  S.  La  Salle  St. 
Maher,  George  W.,  157  E.  Erie  St. 
Mallinger,   John   W.,   3626   N.    Racine   Ave. 
^larshall,    Benjamin   H.,   612    Sheridan   Rd., 

Wilmette,    111. 
Matteson,  Victor  Andre,  8  S.  Dearborn  St. 
McCarthy,  Joseph  W.,  139  N.  Clark  St. 
McLaren,    Robert   J.,    1637    Prairie   Ave. 
Morehouse,  Merritt  J.,  343  S.  Dearborn  St. 
Morrison,  J.  R.  M.,  64  W.  Randolph  St. 
Neebe,  John  K.,  2522  Aubert  Ave. 
Nyden,  John  A.,   190   N.  State  St. 
Oliver.  Ralph  H.,  115  S.  Dearborn  St. 
Palmer,  H.  L.,  160  N.  La  Salle  St. 
Perkins,  Dwight  H.,  814  Tower   Court 
Pfeiffer,    George    L.,    Lemon    City,    Florida 
Pingrey,  Roy  E.,  209  S.  La  Salle  St. 
Pleins,  Leo  H.,   544  S.   Franklin  St. 
Pruyn,  Wm.  H.,  122  S.  :\Iichigan  Ave. 
Raeder,  Henry,  20  W.  Jackson  Blvd. 
Renwick,   Edw.  A.,  104  S.  Michigan  Ave. 
Riddle,  Herbert  H.,  122   S.   Michigan  Ave. 
Riddle,  Louis  W.,  122  S.  Michigan  Ave. 
Roberts,  E.   E.,  82  W.  Washington   St. 
Robinson,   Argyle   E.,  25   E.   Jackson   Blvd. 
Roche,    Martin,    104   S.    Michigan    Ave. 
Root,  J.  W.,  104  S.  Michigan  Ave. 
Rother,  Eugene  P.,  2507  N.  Cullom  Ave. 
Rowe,  L.  P..  127  N    Dearborn  St. 
Royer,  J.  W.,  Flat  Iron  Bldg.,  Urbana,  III. 
Saxe,  Albert  Aloore,  212  E.  Superior  St. 
Shattuck,  Walter  F.,  19  S.  La  Salle  St. 
Sheldon,   Karl   H.,   549  W.  Washington   St. 


Smith,   Wm.  Jones,  720   N.   Michigan  Ave. 
Spencer,  Charles  B.,  1830  Calumet  Ave. 
Spencer.  N.  S.,  1830  Calumet  Ave. 
Spitzer,  Maurice,  111  N.  Dearborn  St. 
Stanhope,  Leon  E.,  59  E.  Madison  St. 
Sturm,  Mever  J.,  708  Church  St.,  Evanston, 

111. 
Sturnfield,    Charles    H.,    600    Blue    Island 

Ave. 
Sturges,  Howard  P.,  79  W.  Alonroe  St. 
Tallmadge.  Thomas  E.,  189  W.  Aladison  St. 
Tekh.  Frederick  J.,  64  W.  Randolph  St. 
Teisen,   Axel   V.,    4804    N.    Kedzie    Ave. 
Thisslew,  Charles,  4433  N.  Paulina  St. 
Tomlinson,    Henry    Webster,    717    Heggie 

Bldg.,  Joliet,  111. 
Uffendell,  W.  Gibbons,  39  S.  State  St. 
Van  Bergen,  John  S..  168  N.  ^Michigan  Ave. 
Viehe-Naess,    Ivar,   400    N.    Michigan    Ave. 
Vit-^thum,   Karl   M.,   605   N.   Michigan   .Ave 
Weber,  Alfred  P.,  155  N.  Clark  St. 
Weiss,   John  W.,   53  W.   Tackson   Blvd. 
Wheelock,  Harry  B.,  64  W.  Randolph  St. 
White,  Howard  J.,  80  E.  Jackson  Blvd. 
White,    James    M.,     Prof.,     Administratio'.i 

Bldg..   Urbana,    111. 
Wilmanns,   August   C.   35   S.   Dearborn    S( 
Wilkins.  S.  W.,  331  Main  St.,   Peoria.  111. 
Work,  Robert,  220  S.  Michigan  Ave. 
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Telephone  Seeley  1164 


|HE|"bwARD  Moore  Roofing  Cp* 
Roofing  and\Vaterproofing  (ontractors 

ASPHALT  MASTIC  FLOORING 


2729-31  West  Madison  Street 


CHICAGO,  ILL. 


BUILDING  CONSTRUCTION  EMPLOYERS'  ASSOCIATION 

OF  CHICAGO 

807-808-809-810   Chamber   of   Commerce   Bid?. 

EDWARD    HAUPT,   President  WM.  McGUINEAS,  3rd  Vice-Pres. 

GEO.   MEHHIrTG,   1st   Vice-Pres.  t.  W.  KESI.ING,  4tli  Vice-Pres. 

SUMNEB  SOLLITT,   2nd   Vice-Pres.  E.    P.    PIERCE,    Treasiirer 

E.  M.  CRAIG,  Secretary  &  Business  Manager. 


ASSOCIATIONS  AFFILIATED  WITH  THE  BUILDING  CONSTRUCTION 
EMPLOYERS'  ASSOCIATION  OF  CHICAGO 


Builders'    Association   of   Chicago. 

Cement  Contractors'  Association. 

Chicago  Machinery  Movers'   Association. 

Chicago  Mantle  &  Tile  Contractors'  Associa- 
tion. 

Chicago   Marble   Dealers'   Association. 

Chicago   Master   Plumbers'    Association. 

Chicago    Master    Steam-Fitters'    Association. 

Chicago  Mosaic  &  Terrazzo  Dealers'  Associa- 
tion. 

Composition    Floor    Manufacturers'    Assn. 

Concrete   Contractors'    Association. 


Decorating  &  Painting  Contractors  of  Chi- 
cago, 

Electrical   Contractors'    Association. 

Illinois  Fireproof  and  Manufacturing  Con- 
tractors'  Association. 

Iron    League    of   Chicago. 

Ligliting   Fixture   Employers. 

Master   Floor  Manufacturers'   Association. 

Master   Roofers   Association    of   Chicago. 

Plate  and  Window  Glass  Jobbers 

Pipe  and  Boiler  Covering  Employers'  Asso- 
ciation. 

Sheet   Metal    Contractors'    Association. 

Sprinkler  Fitters'  Association. 


MEMBERS    OF    EXECUTIVE    BOARD 


E.  N.  Archibald 

Vermont    Marble    Co. 

V.  M.  Barbour 

M.    W.    Powell    Co. 

Edgrar  S.   Belden 

George   A.    Fulle*-   Co. 

W.  H.  Bied 

Painting 

R.  S.  Blome 

Blome-Sinek    Co. 

C.   B.   Borchardt 

Standard  Mosaic  Tile 
Co. 

A.  E.  Coleman 

Ornamental     Iron 

Mark  Cronin 

Knickerbocker    Roof- 
ing &   I'aving   Co. 

H.  J.  Dettmers 

Farwell  Cornice  Co. 

O.  J.  Drevniak 

Illinois  F.  P.('o\<iiiig 
Co. 

Henry  Ericsson 

Henry  Ericsson  &  Co. 

Theo.  Pertig' 

Grinnell  Co. 

W.    B.    Graves 

Graves    Heating    Co. 


H.   W.    Grebe 

Central     Asbestos     & 
Magnesia    Co. 

Georg-e  Griffiths 

John  Griffiths  &  Son 
Co. 

S.  Ii.  Haas 

Advance   Heating   Co. 

J.   A.   Hammett 

National       Fireproof- 


inj 


Co. 


Con- 


E.   Haupt 

Strobel      Steel 
•struction   Co. 

W.  H.  Helmerich 

Ornamental    Glass 
G.    Hettinger 

Northwestern       Terra 
Cotta   Co. 

O.  "W.  Jovien 

Steamfltter 
T.  F.  Keating' 

M.  Keating  &  Sons 
Co. 

Ii.  'W.  Xesling 

Andres  Stone  &  Mar- 
ble  Co. 


W.  G.   Kimball 

Pittsburgh    Plate 
Glass    Co. 

H.    C.    Knisely 

Harry  C.  Knisely  Co. 

J.  M.  Krafthefer 

Pennoyer  Merchants 
Transfer  Co. 

'Wm.  McGuineas 

United     Electrical 
Con.    Co. 

George  Mehring 

Mehiing      &      Hanson 
Co. 

P.  M.  Kovak 

Novak    Mosaic    Co. 

Benj.  Olsen 

Henry   Newgard  Co. 

vr.  J.  O 'Weill 

A.  H.  Peterson 

Tlinmpson-Siarrett 
Co. 

E.  P.  Pierce 

C.    Everett    Clark    Co. 

J.  N.  Pierce 

Pierce  Electric  Co. 

A.  C.  Preble 

Hai-ris-Preble        Door 
Co. 


Oscar  A.  Reum 

Zande>i--Reum    Co. 

vr.  A.  Bleach 

Central       Chandelier 
Co. 

J.  P.  Bising 

Rising        Decorating 
Co. 

Geo.  Ii.  Bood 

.Steamfltting 

O.   vr.  Bosenthal 
O.  W.  Rosenthal-Cor- 
nell  Co. 

T.    P.   Shean 

Shean    Steel  Window 
Co. 

Sumner   Sollitt 

Sumner    Sollitt    Co. 

E.  A.  Thomas 

Tliomns    Elevator 
flperating   Co. 

A.  C.  'W^arren 

Hoefler   i\i    Co. 

A.  E.  Wells 

Wells    Pros.     Constr. 
Co. 

B.  C.  'Wieboldt 

R.    C.    Wieboldt   Co. 

H.    E.    WHliama 

Williams-Wendt     Co. 


Edward    Haupt 
W.    G.    KimbaU 
E.    P.   Pierce 
R.  S.  Blome 


EXECUTIVE    COMMITTEE. 
A.    E.    COIiEMAN,    Chairman 


H.   C.    Knisely 
Geo.  "W.   Griffiths 
A.    C.   Warren 
Geo.   Mehring 


Sumner  Sollitt 
O.  "W.  Bosenthal 

A.  E.  Wells 

B.  C.  Wieboldt 


Oscar   A.    Beum 
I..    W.   Kesling 
Edgar    S.   Belden 
Wm.  McGuineas 
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THE  ESTABLISHED  policy  of  the  Otis  Elevator  Com- 
pany is  to  co-operate  in  every  way  with  Architects. 
For  elevator  problems  of  a  special  nature,  the  Engineering 
Organization  of  the  Company  is  available  to  the  Architect. 

A  half  Century  of  Elevator  practice  enables  it  to  provide 
statistical  and  other  data  of  value  in  a  study  of  any  particular 
Elevator  problem,  whether  this  involves  merely  a  hand 
elevator  installation,  or  one  for  the  largest  or  tallest  building. 
Remodeling  existing  installations  presents  opportunities  for 
the  application  of  this  practical  know^ledge,  and  it  is  able  to 
offer  suggestions  often  leading  to  economies. 

Practical  experience  leading  to  a  standardization  of 
manufacturing  methods  has  standardized  certain  equip- 
ments, making  available  the  best  proportioned  unit  for  any 
particular  character  of  business  or  building — usually  at  a 
saving  in  space  and  money.  Layouts  and  other  data  perti- 
nent to  these  units  may  be  readily  obtained. 

Strict  adherence  to  the  highest  standard  of  workman- 
ship and  of  material,  both  in  manufacture  and  field  con- 
struction,  is  a  pre-requisite  of  the  OTIS  organization. 

After  installation,  OTIS  SERVICE  protects  the  user, 
and  assures  highest  operating  efficiency  of  the  plant  at  all 
times. 

OTIS  ELEVATOR  COMPANY 

600  West  Jackson  Boulevard 
Chicago,  Illinois 

Offices  in  All   Principal  Cities  of  The  World 
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THE  ASSOCIATED  BUILDERS  OF  CHICAGO 

133  WEST  WASHINGTON  ST..  ROOM  1318 

PHONE.  FRANKLIN  4480 

CHICAGO 


OFFICERS : 


Fred  BullEy President 

O.  O.  Carpenter Vice-President 

Fked  Klippel Secretary 

H.  J.  CoHLGRAFF Asst.  Secretary 

H.  B.  Barnard Treasurer 


DIRECTORS : 

H.  B.  Barnard  John  Flom 

Fred  E.  Brockob  Fred  Kipp 

Fred  Buu-Ey  Fred  Klippel 

O.  O.  Carpenter  Gerhardt  F.  Meyne 

John  Christensen  H.  D.  Moreland 

Walter  Diener  R.  D.  Pugh 

Chas.  G.  Fanning  Wm.  E.  Salomon 

Frank  Flasch  Edward  A.  Wall 
Wm.  a.  Illsley 

Total  membership   is   approximately  817,  and  enters   into  agreements 
with  the  following  trades : 

Bricklayers  and  Stone  Masons  Union 

Hod  Carriers  and  Common  Laborers  Union 

Stone  Derrickmens   Union 

Carpenters  Union 

Stone  Cutters  Union 

CARPENTERS'  ARBITRATION  BOARD 

Fred  BullEy,  Chairman 
Ernest  A.  Schmidt  David  B.  Johnson 

Wm.  J.  ScowN  R.  F.  Wilson 

MASONS'  ARBITRATION  BOARD 

Fred  BullEy,  Chairman 
J.  W.  Snyder  Jos.  Neunkirchen 

J.  E.  Ericsson  Alexander  Shand 

CUT  STONE  ARBITRATION  BOARD 

Chas.  G.  Fanning,  Chairman 
Ernest  Heldmatf.r  Nels  Nelson 

C.   Stein  Max   H.  Davison 
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Elevators 


Uesigned,  built  and  in- 
stalled loith  the  thouglit 
constantlij  in  mindthat 
theij  should 

'bsttklifeofthehuilding 
'gmmdximumsdkty 

'  give  dependable  semce 


96 


"THE  ILLINOIS  ARCHITECTURAL  ACT" 


ARCHITECTS  LICENSE  LAW 
STATE  OF  ILLINOIS 


For  an  Act  to  provide  for  the  licensing  of 
architects  and  to  regulate  the  practice  of 
arcliitecture  as  a  profession  and  to  repeal 
certain    Acts    therein    named. 

Section  1.  Be  it  enacted  by  the  People  of 
the  State  of  Illinois,  represented  in  the  Gen- 
eral Assembly:  It  shall  be  unlawful  for  any 
person  to  practice  architecture  or  advertise 
or  put  out  any  sign  or  card  or  other  device 
which  might  indicate  to  the  public  that  he 
or  she  is  entitled  to  practice  as  an  architect, 
without  a  certificate  of  registration  as  a 
registered  architect  duly  issued  by  the  De- 
partment of  Registration  and  Education  un- 
der this  Act,  and  as  provided  for  in  tlie  civil 
administrative    code    of    Illinois. 

Sec.  2.  Any  one,  or  any  combination  of 
tlie  following  practices  by  a  person  shall  con- 
stitute the  practice  of  architecture,  namely: 
The  planning  or  supervision  of  the  erection, 
enlargement  or  alteration  of  any  building  or 
buildings  or  of  any  parts  thereof,  to  be  con- 
structed for  others.  A  building  is  any  struc- 
ture consisting  of  foundaiions,  floors,  walls, 
columns,  girders,  beams  and  roof,  or  a  com- 
bination of  any  number  of  these  parts,  with 
or   without   other   parts. 

Sec.  3.  No  corporation  sliall  be  licensed  to 
practice  architecture  in  this  State  or  be 
granted  a  certificate  of  registration  under 
this  Act,  but  it  shall  be  lawful  for  a  stock 
company  or  a  corporation  to  prepare  drawings, 
plans  and  specifications  for  buildings  and 
structures  as  defined  in  this  Act  which  are 
constructed,  erected,  built,  or  their  construc- 
tion supervised  by  such  stock  company  or 
corporation,  provided  that  the  chief  execu- 
tive officer  or  managing  agent  of  such  stock 
company  or  corporation  in  the  State  of  Illi- 
nois shall  be  a  registered  architect  under 
this  Act;  And,  provided,  further,  that  the  su- 
pervision of  such  buildings  and  structures 
shall  be  under  the  personal  supervision  of 
said  registered  architect  and  that  such  draw- 
ings, plans  and  specifications  shall  be  pre- 
pared under  the  personal  direction  and  su- 
pervision of  sucli  registered  architect  and 
bear  the  stamp  of  his  official  seal. 

It  shall  be  lawful,  however,  for  one  or 
more  registered  architects  to  enter  into  a 
partnership  with  one  or  more  licensed  struc- 
tural engineers,  licensed  under  the  laws  of 
this  State,  for  the  practice  of  their  profes- 
sions. 

Sec.  4.  Nothing  contained  in  this  Act  shall 
prevent  the  draftsmen,  students,  clerks  of 
works,  superintendents  and  other  employees 
of  those  lawfully  practicing  as  registered 
architects  under  the  provisions  of  this  Act, 
from  acting  under  the  instruction,  control  or 
supervision  of  their  employers,  or  to  prevent 
the  employment  of  superintendents  of  the 
construction,  enlargement  or  alteration  of 
buildings  or  any  parts  thereof,  or  prevent 
such  superintendents  from  acting  under  the 
immediate  personal  supervision  of  the  regis- 
tered architect  by  whom  the  plans  and  speci- 
fications of  any  such  building,  enlargement  or 
alteration  were  prepared.  Nor  shall  anything 
contained  in  this  Act  prevent  persons,  me- 
chanics or  builders  from  making  plans,  speci- 
fications for  or  supervising  the  erection,  en- 
largement or  alteration  of  buildings  or  any 
parts  thereof  to  be  constructed  by  them- 
selves or  their  own  employees  for  their  own 
use,  provided  that  the  working  drawings  for 
such  construction  are  signed  by  the  authors 
thereof  with  a  true  statement  thereon  of 
their  relation  to  such  construction  and  that 
the  makers  thereof  are  not  architects. 

Provided  nothing  in  this  Act  contained 
shall  be  held  or  construed  to  have  any  appli- 
cation to  any  building,  remodeling  or  re- 
pairing of  any  building  or  other  structure 
outside  of  the  corporate  limits  of  any  city 
or  village,  where  such  building  or  structure 


is  to  be,  or  is  used  for  residential  or  farm 
purposes,  or  for  the  purposes  of  outbuildings 
or  auxiliary  buildings  in  connection  with  such 
residential  or  farm  premises,  nor  shall  said 
Act  apply  to  any  building  remodeling  or  re- 
pairing of  any  building  or  structure  within 
the  corporate  limits  of  any  city  or  village, 
where  the  total  cost  of  said  building,  remod- 
eling or  repairing  does  not  exceed  the  sum 
of  seventy-five  hundred  dollars. 

Sec.  5.  Any  person  who  is  twenty-one 
years  of  age  and  of  good  moral  character 
is  qualified  for  an  examination  for  a  cer- 
tificate of  registration  as  a  registered  archi- 
tect, provided  he  or  she  has  graduated  from 
a  high  school  or  secondary  school,  approved 
by  the  Department  of  Registration  and  Edu- 
cation, or  has  completed  an  equivalent  course 
of  study  as  determined  by  an  examination 
conducted  by  the  Department  of  Registration 
and  Education,  and  has  subsequently  thereto 
completed  such  course  in  mathematics,  his- 
tory and  language,  as  may  be  prescribed  by 
said  Department,  and  has  had  at  least  three 
years'  experience  in  the  office  or  offices  of  a 
reputable   arcliitect  or  architects. 

Sec.  6.  Upon  payment  of  the  required  fee, 
an  applicant  who  is  an  architect,  registered 
or  licensed  under  the  laws  of  another  state 
or  territory  of  the  United  States,  or  of  for- 
eign country  or  province,  may,  without  ex- 
amination, be  granted  a  certificate  of  regis- 
tration as  a  registered  architect  by  the  De- 
partment of  Registration  and  Education  in  its 
discretion    upon    the    followingg    conditions: 

(a)  That  the  applicant  is  at  least  twenty- 
one  years  of  age,  of  good  character  and  tem- 
perate  habits;   and 

(b)  That  the  requirements  for  the  regis- 
tration or  licensing  of  architects  in  the  par- 
ticular state,  territory,  county  or  province, 
were,  at  the  date  of  the  license,  substantially 
equal  to  the  requirements  then  in  force  in 
this  State. 

Sec.  7.  Every  person  who  desires  to  obtain 
a  certificate  of  registration  shall  apply  there- 
for to  the  Department  of  Registration  and 
Education  in  writing,  upon  blanks  prepared 
and  furnished  by  the  Department  of  Regis- 
tration and  Education.  Each  application 
shall  be  verified  by  the  applicant  under  oath 
and  shall  be  accompanied  by  the  required  fee. 

Sec.  8.  The  Department  of  Registration 
and  Education  shall  hold  examinations  of 
applicants  for  certificates  of  registration  as 
registered  architects  at  such  times  and  places 
as  it  may  determine.  ' 

The  examination  of  applicants  for  certifi- 
cates of  registration  as  registered  architects 
shall  consist  of  written  tests  and  shall  em- 
brace the  following  subjects: 

(a)  The  planning,  designing  and  construc- 
tion  of  buildings. 

(b)  The  strength  of  building  materials. 

(c)  The  principles  of  sanitation  and  ven- 
tilation as  applied  to  buildings. 

(d)  The  ability  of  the  applicant  to  make 
practical  application  of  his  knowledge  in  the 
ordinary  professional  work  of  an  architect 
and  in  the  duties  of  a  supervisor  of  mechan- 
ical work  on  buildings. 

The  Department  of  Registration  and  Edu- 
cation may  by  rule  prescribe  additional  sub- 
jects for  examination. 

Sec.  9.  Whenever  the  provisions  of  this 
Act  have  been  complied  with  by  an  applicant 
the  Department  of  Registration  and  Educa- 
tion shall  issue  a  certificate  of  registration  to 
the  applicant  as  a  registered  architect, 
which  certificate  shall  have  the  effect  of  a 
license  to  the  person  to  whom  it  is  issued  to 
practice  architecture  in  this  State,  subject  to 
the  provisions  of  this  Act. 

Any  license  or  certificate  of  registration 
heretofore  issued  under  the  laws  of  this  State 
authorizing  its  holder  to  practice  architec- 
ture  shall,    during  the   unexpired   period   for 
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Elevator  Company  of 
America 

Manufacturers  ot 

Passenger  and  Freight  Elevators 

Ge/iefiil  Offices:  1216  State-Lake  J]uilding 
Chicago,  Illinois 


Phone  Central  o" 


GEARED  TRACTION  ELECTRIC  ELEVATOR  MACHINE 

Floating  Shoe  Brake  (Bahinced  Type) 

AMERICA'S   BEST   ELEVATORS 

Contracted  for  by  the  Following  Representative  Chicago  Concerns 


Chicago  Sporting-  Goods 
Mfg.  Co. 

State-Lalce    Bldg. 

Clara   F.    Bass 

American  Car  &  Fdry.  Co. 

Calumet    Refrigerating    Co. 

E.   J.   Brach   &  Sons 

Columbus  Hospital 

Anchor   Leather   Co. 

B.   Gelman 

Jacobson    Brothers 

.-Mbeit    Pick   &   Co. 

North   Pier  Terminal   Co. 

Klee  Bros.  &  Co. 

West   End    Hospital 

Golden    Rule   Cutlery   Co. 

Great  Northern — Majestic 
Bldg.   Corp. 

Selz  Building 

Chas.    Bender    Co. 

Chicago   Surface   Lines 

David   Fireproof   Storage 
Warehouses 

"Western    Hosiery   Co. 

Stewart     Warner     Speedo- 
meter   Corp.- 

Continental    Can   Co. 


Thorn    Building 
S.  Birkenstein  &  Sons 
Sherwin-Williams   Co. 
Citv  of  Chicago 
Webster  Hotel 
Illinois    Smoked    Meat    Co. 
Corn  Products  Refining  Co. 
Weyman-Bruton  Co. 
Park   Gate   Hotel 
Elgin   Motor  Car   Sales   Co. 
General  Furniture  Co. 
Gutmann   &   Co. 
Thos.    E.    Wilson   Co. 
Lesserman   Bros, 
('has.   HoUenbach 
Independent  State   Bank 
Edward    Greenstone   Furni- 
ture Co. 
Steiger  Trunk  &  Bag  Co. 
Ghas.    Lange  &   Bros.   Co. 
Theo.  Renz 
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which  it  was  issued,  serve  the  same  purpose 
as  the  certificate  of  registration  provided  for 
by  tlais  Act. 

Sec.  10.  Any  person  licensed  to  practice 
architecture  in  this  State  or  registered  as  an 
architect  under  this  Act  shall  be  exempt  from 
the  provisions  of  any  and  all  Acts  in  force  in 
this  State  regulating  the  practice  of  struc- 
tural engineering. 

Sec.  11.  Every  holder  of  a  certificate  of 
registration  as  a  registered  architect  shall 
display  it  in  a  conspicuous  place  in  his  prin- 
cipal office,  place  of  business  or  place  of  em- 
ployment. 

Every  registered  architect  shall  have  a 
seal,  the  impression  of  whicii  shall  contain 
the  name  of  tlie  arcliitect  and  tlie  words 
"Registered  Architect,"  "State  of  Illinois." 
He  sliall  stamp  witli  this  seal  all  working 
drawings  and  specifications  prepared  by  him 
or  under  his  supervision.  Any  seal  hereto- 
fore autliorized  under  tlie  laws  of  this  State 
shall  serve  tlie  same  purpose  as  the  seal 
pro\ided  for  by  tliis  Act. 

Sec.  12.  Every  registered  architect  wlio 
continues  in  active  practice  sliall,  annually, 
on  or  before  the  first  day  of  July,  renew  liis 
certificate  of  registration  and  pay  the  re- 
quired renewal  tee.  Every  license  or  cer- 
tificate of  registration  which  has  not  been 
renewed  during  the  montli  of  July  in  any 
year,  shall  expire  on  the  first  day  of  August 
in  that  year.  A  registered  architect  wliose 
certificate  of  registration  has  expired  may 
have  his  certificate  restored  only  upon  pay- 
ment of  the  required  restoration  fee. 

Any  architect  registered  or  licensed  in  tliis 
State  wlio  has  retired  from  the  practice  of 
architecture  for  a  period  of  not  more  than 
five  (5)  years  may  have  his  certificate  of 
registration  renewed,  at  any  time  within  a 
period  of  five  (5)  years  after  so  retiring, 
upon  mailing  application  to  the  Department 
for  such  renewal  and  upon  payment  of  all 
lapsed   annual   renewal   fees. 

Sec.  13.  The  Department  of  Registration 
and  Education  may  refuse  to  renew,  or  may 
suspend,  or  may  revoke,  any  certificate  of 
registration  for  any  one  or  any  combination 
ot  the  following  causes: 

(a)      Gross    incompetency. 

(.b)  Recklessness  in  tlie  construction  of 
buildings   or    their   appurtenances. 

(c)  Dishonest  practice. 

(d)  When  the  architect  has  been  twice 
convicted  for  a  violation  of  any  of  the  pro- 
visions of  tills   Act. 

(e)  A  person  who  has  by  false  or  fraud- 
ulent representation  obtained  or  sought  to 
obtain  a  certificate  of  registration  as  an 
architect. 

The  Department  of  Registration  and  Edu- 
cation shall  not  refuse  to  renew,  nor  suspend, 
nor  shall  it  revoke  any  certificate  of  regis- 
tration for  any  of  the  above  causes  until  the 
person  accused  sliall  liave  been  given  at  least 
twenty  (20)  days'  notice  in  writing  of  the 
charge  against  him  and  a  public  hearing  upon 
such  cliarge  has  been  had  by  tlie  Department 
of   Registration   and   Education. 

Upon  the  hearing  of  any  such  proceeding, 
the  Director  of  Registration  and  Education, 
the  Assistant  Director  of  Registration  and 
Education,  or  the  Superintendent  of  Registra- 
tion may  administer  oatlis,  and  the  Depart- 
ment of  Registration  and  Education  may  is- 
sue subpoenas  and  procure  and  compel  the  at- 
tendance of  and  the  giving  of  testimony  by 
witnesses  and  may  compel  the  production 
of  any  books  and  papers  deemed  relevant  to 
the  inquiry  by  the  Department  or  by  the 
persons  designated  by  the  Department  under 
the  Civil  Administrative  Code  of  Illinois  to 
conduct  such  inquiry.  The  accused  may  have 
the  subpoena  of  the  Department  of  Registra- 
tion and  Education  for  liis  witnesses,  and 
may  be  heard  in  person  and  by  counsel,  in 
open  public  hearing. 

Any  circuit  court,  or  any  judge  of  a  circuit 
court,  either  in  term  time  or  In  vacation, 
upon  the  application  either  of  the  Department 
of  Registration   and  Education   or  of  the   ac- 


cused may,  by  order  duly  entered,  require  the 
attendance  and  enforce  the  giving  of  testi- 
mony of  such  witnesses  and  require  the  pro- 
duction of  sucli  books  and  papers  as  are 
above  in  this  section  referred  to  before  the 
Department  of  Registration  and  Education 
or  the  persons  designated  by  said  Depart- 
m.ent  under  said  Civil  Administrative  Code 
to  conduct  the  inquiry  in  any  hearing  re- 
lating to  the  refusal,  suspension,  renewal  or 
revocation  of  any  certificate  of  registration. 
Upon  refusal  or  neglect  to  obey  the  order 
ot  the  said  court  or  judge,  the  said  court  or 
judge  may  compel,  by  attachment  or  pro- 
ceedings for  contempt  of  courts,  or  otherwise, 
obedience  to  the  order. 

Sec.  14.  The  fee  to  be  paid  by  an  appli- 
cant for  an  examination  to  determine  his  fit- 
ness to  receive  a  certificate  of  registration  as 
a  registered  architect  shall  be  ten  dollars 
($10). 

Tlie  fee  to  be  paid  by  an  applicant  for  a 
certificate  of  registration  as  a  registered 
architect  sliall  be  five  dollars   ($5). 

The  fee  to  be  paid  for  the  restoration  of  an 
expired  certificate  of  registration  shall  be  five 
dollars    ($5). 

The  fee  to  be  paid  upon  renewal  of  a  cer- 
tificate of  registration  shall  be  one  dollar 
($1). 

The  fee  to  be  paid  by  an  applicant  for  a 
certificate  of  registration  wlio  is  an  architect 
i-egistered  or  licensed  under  tlie  laws  of  an- 
other state  or  territory  of  tlie  United  States, 
oi  of  a  foreign  country  or  province,  shall 
be    fifteen    dollars    ($15). 

Sec.  15.  The  Department  of  Registration 
and  ducation  shall  adopt  rules  and  regu- 
lations in  accordance  with  the  provisions  ot 
-section  60  of  said  Civil  Administrative  Code, 
and  not  inconsistent  with  this  Act,  to  carry 
out  fully  and  enforce  the  provisions  of  this 
Act. 

Sec.  16.  Each  of  the  following  Acts  con- 
stitutes a  misdemeanor  punisliable  upon  con- 
\iction  by  a  fine  of  not  less  than  twenty-five 
dollars  ($25)  nor  more  than  two  hundred 
dollars  ($200)   for  each  offense: 

(a)  The  practice  of  architecture  by  any 
person  or  tlie  advertising  or  putting  out  of 
any  sign  or  card  or  other  device  which 
might  indicate  to  the  public  that  he  or  she 
is  entitled  to  practice  as  an  architect,  with- 
out a  certificate  of  registration  as  a  regis- 
tered architect  issued  by  the  Department  of 
Registration  and  Education  of  this  State. 

(b)  The  making  of  any  willfully  false 
oath  or  affirmation  in  any  matter  or  proceed- 
ing where  an  oath  or  affirmation  is  required 
by  this  Act. 

(c)  Tlie  affixing  of  a  registered  architecfs 
seal  to  any  plans,  specifications  or  drawings 
wliich  have  not  been  prepared  by  him  or 
under  his  immediate  personal  supervision. 

(d)  The  violation  of  any  provision  of 
Section  11  of  this  Act. 

All  fines  and  penalties  shall  inure  to  the 
Department  of  Registration  and  Education 
of   this   State. 

Sec.  17.  Tlie  Department  of  Registration 
and  Education  shall  keep  a  record  open  to 
public  inspection  at  all  reasonable  times  of 
its  proceedines  r'iittting  to  the  issuance,  re- 
fusal, renewal,  suspension  and  revocation  of 
certificates  of  registration.  This  record  shall 
also  contain  tlie  name,  place  of  business  and 
residence,  and  the  date  and  number  of  regis- 
tration of  each  registered  architect  in  this 
State. 

Sec.  18.  The  following  Acts  are  hereby  re- 
pealed: "An  Act  to  provide  for  the  licensing 
of  architects  and  regulating  the  practice  of 
architecture,  as  a  profession,"  approved  June 
3,  1897,  and  in  force  July  1.  1S97,  and  tlie 
following  Acts  amendatory  thereof,  to-wit: 
An  Act  approved  April  19.  1S99.  and  in  force 
July  1,  1899.  An  Act  approved  May  16,  1905, 
and  in  force  July  1,  1905;  and  an  Act  ap- 
proved May  26,  1911,  and  in  force  July  1, 
1911. 

Sec.  19.  This  Act  may  be  known  and  cited 
as    "The    Illinois    Architectural    Act." 
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EXTRACTS  FROM  THE  NEW  CIVIL  ADMINISTRATIVE 
CODE  OF  THE  STATE  OF  ILLINOIS 

Which  Affects  the  practice  of  the  Architectural  Profession  in  this  State 


An  Act  in  relation  to  the  civil  administra- 
tion  of  the   State   g-overnment,   and  to   repeal 
certain      Acts      therein      named.     [Approved 
March  7,  1917,  in  force  July  1,  1917.] 
GENERAI.   PROVISIONS. 

Section  1.  Be  it  enacted  by  the  People  of 
the  State  of  Illinois,  represented  in  the  Gen- 
eral Assembly:  This  Act  shall  be  known  as 
"The   Civil   Administrative   Code   of    Illinois." 

Sec.  2.  The  word  "department,"  as  used 
in  this  Act  shall,  unless  the  context  other- 
wise clearly  indicates,  mean  the  several  de- 
partments of  the  State  government  as  desig- 
nated in  Section  3  of  this  Act,  and  none 
other. 

Sec.  3.  Departments  of  the  State  govern- 
ment are   created  as   follows: 

The  department  of  finance; 

The  department  of  agriculture; 

The  department  of  labor; 

The  department  of  mines  and  minerals; 

The  department  of  public  works  and  build- 
ings; 

The  department  of  public  welfare. 

The   department  of  public  health; 

The  department  of   trade   and  commerce; 

The  department  of  registration  and  educa- 
tion. 

Sec.  4.  Each  department  shall  have  an 
officer  at  its  head  who  shall  be  known  as  a 
director,  and  who  shall,  subject  to  the  pro- 
visions of  this  Act,  execute  the  powers  and 
discharge  the  duties  vested  by  law  in  his 
respective   department. 

Sec.  5.  In  addition  to  the  directors  of  de- 
partments, the  following  executive  and  ad- 
ministrative officers,  boards  and  cominissions, 
which  said  officers,  boards  and  commissions 
in  the  respective  departments,  shall  hold  of- 
fices hereby  created  and  designated  as  fol- 
lows: 

I;i    the    Department    of    Public    Works    and 
Building's. 

Assistant  director  of  public  works  and 
buildings; 

Superintendent  of  highways; 
Supervising  architect; 
Supervising  engineer; 
Superintendent  of  waterways; 
Superintendent  of  printing; 
Superintendent  of  purchases  and   supplies; 
Superintendent  of  parks. 

In  the   Department    of   Registration    and 
Education. 

Assistant  director  of  registration  and  edu- 
cation. 

Superintendent   of  registration; 

The  normal  school  board,  which  shall  con- 
sist of  nine  officers,  together  witli  the  direc- 
tor of  the  department  and  the  Superinten- 
dent of  Public  Instruction.  The  above 
named  officers,  and  each  of  them,  shall,  ex- 
cept as  otherwise  provided  in  this  Act,  be 
under  the  direction,  supervision  and  control 
of  the  director  of  their  respective  depart- 
ments, and  shall  perform  such  duties  as  such 
director  shall  prescribe.  [Amended  by  Act 
approved   June   24,    1921.] 

Sec.  6.  Advisory  and  non-executive  boards, 
in  the  respective  departments,  are  created 
as   follows: 

In   the    Department    of   Registration    and 
Bducation. 

Neither  the  Director,  Assistant  Director. 
Superintendent  of  Registration,  nor  an>- 
other  executive  and  administrative  officer  in 
the   Department   of    Registration   and    Educa- 


tion shall  be  affiliated  with  any  college  or 
school  of  medicine,  pharmacy,  dentistry, 
nursing,  optometry,  embalming,  barbering, 
veterinary  medicine  and  surgery,  architec- 
ture, or  structural  engineering,  either  as 
teacher,  officer  or  stockholder,  nor  shall  he 
hold  a  license  or  certificate  to  exercise  oi- 
practice  any  of  the  professions,  trades  or 
occupations    regulated. 

The    Department    of    Registration    and 
Education : 

The  director  of  registration  and  educa- 
tion  shall   receive   five    thousand   dollars; 

The  assistant  director  of  registration  and 
education  shall  receive  three  thousand  six 
Jiundred   dollars; 

The  superintendent  of  registration  shall 
receive  four  thousand  two  hundred  dollars. 

10.  No  member  of  an  advisory  and  non- 
executive board  shall  receive  any  compensa- 
tion. 

11.  Each  executive  and  administrative  of- 
ficer, except  the  two  food  standard  officers, 
the  members  of  the  mining  board,  and  the 
members  of  the  normal  school  board  shall 
devote  his  entire  time  to  the  duties  of  his 
office  and  shall  hold  no  other  office  or  posi- 
tion of  profit. 

12.  Each  officer  whose  office  is  created 
by  this  Act  sliall  be  appointed  by  the  Gov- 
ernor, by  and  witla  the  advice  and  consent 
of  the  Senate.  In  any  case  of  vacancy  in 
sucli  offices  during  the  recess  of  the  Senate, 
the  Governor  shall  make  a  temporary  ap- 
pointment until  the  next  meeting  of  the 
Senate,  when  he  shall  nominate  some  per- 
son to  fill  such  office;  and  any  person  so 
nominated,  who  is  confirmed  by  the  Senate, 
shall  hold  his  office  during  the  remainder 
of  the  term  until  his  successor  shall  be 
appointed  and  qualified.  If  the  Senate  is 
not  in  session  at  the  time  this  Act  takes 
effect,  the  Governor  shall  make  a  temporary 
appointment    as    In    case    of    a   vacancy. 

14.  Each  officer  whose  office  is  created 
by  this  Act  shall,  before  entering  upon  the 
duties  of  his  office,  take  and  subs'^.ribe  the 
constitutional  oath  of  office,  which  shall  be 
filed  in  the  office  of  the  Secretary  of   State. 

15.  Each  executive  and  administrative 
officer  whose  office  is  created  by  tnis  Act 
shall,  before  entering  upon  the  discharge 
of  tlie  duties  of  his  office,  give  bond,  with 
security  to  be  approved  by  the  Governor, 
in  such  penal  sum  as  shall  be  fixed  by  the 
Governor,  not  less  in  any  case  than  ten  thou- 
sand dollars,  conditioned  for  the  faithful 
performance  of  his  duties,  which  bond  shall 
be  filed  in  the  office  of  the  Secretary  of  State. 

16.  The  director  of  each  department  is 
empowered  to  prescribe  regulations,  not  in- 
consistent with  law,  for  the  government  of 
his  department,  tlie  conduct  of  its  employees 
and  clerks,  the  distribution  and  performance 
of  its  business  and  tlio  custody,  use  and 
preservation  of  the  records,  papers,  books, 
documents,    and    property    pertaining    thereto. 

17.  Each  department  shall  maintain  a 
central  office  in  the  capitol  building  at  Spring- 
field, in  rooms  provided  by  the  Secretary  of 
State.  The  director  of  each  department  may. 
in  his  discretion  and  with  the  approval  of 
the  Governor,  establish  and  maintain,  at 
places  otlier  than  the  seat  of  government, 
branch  offices  for  the  conduct  of  any  one  or 
more    functions    of    liis    department. 

IS.  Each  department  shall  be  open  for  the 
transaction  of  public  business  at  least  from 
eight-thirty  o'clock  in  the  morning  until 
five  o'clock  in  the  evening  of  each  day  except 
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Sundays  and  days  declared  by  the  negotiable 
instrument    Act    to    be    holidays. 

19.  Each  department  shall  adopt  and  keep 
an  official  seal. 

20.  Each  department  is  empowered  to  em- 
p!oy,  subject  to  civil  service  laws  in  force 
at  the  time  the  employment  is  made,  neces- 
sary employees,  and,  if  the  rate  of  compen- 
sation is  not  otherwise  fixed  by  law,  to  fix 
tlieir  compensation. 

Sec.  25.  Each  director  of  a  department 
shall  annually  on  or  before  the  first  day  of 
December,  and  at  such  other  times  as  the 
Governor  may  require,  report  in  writing  to 
the  Governor  concerning  the  condition,  man- 
agement and  financial  transactions  of  his 
respective  department.  In  addition  to  such 
reports,  each  director  of  a  department  shall 
make  the  semi-annual  and  biennial  report.'; 
provided  by  the  Constitution.  Tlie  depart- 
ments shall  make  annnual  and  biennial  re- 
ports at  the  time  prescribed  in  this  section, 
and  at  no   other   time. 

26.  The  directors  of  departments  shall 
devise  a  practical  and  working  basis  for  co- 
operation and  coordination  of  work,  elimi- 
nating duplication  and  overlapping  of  func- 
tions. Tliey  shall,  so  far  as  practicable,  co- 
operate witli  eacla  otlier  in  tlie  employment  of 
services  and  the  use  of  quarters  and  equip- 
ment. The  director  of  any  department  may 
empower  or  require  an  employee  of  another 
department,  subject  to  the  consent  of  the 
superior  officer  of  the  employee,  to  perform 
any  duty  which  he  miglit  require  of  his  own 
subordinates. 

2  7.  The  gross  amount  of  money  received 
by  every  department,  from  wliatever  source, 
belonging  to  or  for  the  use  of  the  State,  shall 
be  paid  into  tlie  State  treasury,  without  de- 
lay, not  later  in  any  event  than  ten  days 
after  the  receipt  of  the  same,  without  any 
deduction  on  account  of  salaries,  fees,  costs, 
charges,  expenses  or  claim  of  any  descrip- 
tion whatever.  No  money  belonging  to,  or 
for  the  use  of,  the  State  shall  be  expended 
or  applied  by  any  department  except  in  con- 
sequence of  an  appropriation  made  by  law 
and  upon  the  warrant  of  the  Auditor  of  Pub- 
lic  Accounts. 

35.  The  following  offices,  boards,  commis- 
sions, arms,  and  agencies  of  the  State  gov- 
ernment heretofore  created  by  law,  are  here- 
by abolished,   viz.: 

State  board  of  examiners  of  architects. 
State  board  of  examiners  of  structural 
engineers,  secretary  of  the  State  board  of 
examiners  of  structural  engineers,  secretary- 
treasurer  of  the  State  board  of  examiners 
of  architects,  State  inspector  of  masonry, 
public  buildings  and  works,  assistant  State 
inspectors  of  masonry,  public  buildings  and 
works,  the  board  of  administration. 

The    Department    of    Public    Works    and 

Building's. 
49.     The    department    of   public    works    and 
buildings    shall    have    power: 

1.  To  exercise  the  rights,  powers  and 
duties  vested  by  law  in  the  State  highway 
department,  the  State  highway  commission, 
the  chief  State  higliway  engineer,  tlie  assist- 
ant State  highway  engineer,  and  other  officers 
and  employees  of  the  State  highway  service; 

2.  To  exercise  the  rights,  powers  and 
duties  vested  by  law  in  "The  Canal  Com- 
missioners,"  their   officers   and   employees; 

3.  To  exercise  the  riglits.  powers  and 
duties  vested  by  law  in  the  rivers  and  lakes 
commission  of  Illinois,  its  officers  and  em- 
ployees; 

4.  To  exercise  tlie  rights,  powers  and 
duties  vested  by  law  in  the  Illinois  waterway 
commission,  its  secretary,  chief  engineer.s. 
Its    other    officers    and    emiiloyees; 

5.  To  exercise  the  i-iglits,  powers  and 
duties  vested  by  law  in  the  Illinois  park 
commission,    its    officers    and    employees; 

6.  To    exercise    the    rights,    powers    and 


duties  vested  by  law  in  the  Fort  Massac 
trustees,    their    officers    and    employees; 

7.  To  exercise  the  rights,  powers  and 
duties  vested  by  law  in  the  Lincoln  home- 
stead  trustees,    tlieir    officers   and    employees; 

8.  To  exercise  the  rights,  powers  and 
duties  vested  by  law  in  the  board  of  com- 
missioners of  and  for  the  Lincoln  monument 
grounds,    its   officers   and   employees; 

9.  To  exercise  the  rights,  powers  and 
duties  vested  by  law  in  the  superinLCndent 
of  printing,  his  officers  and  employees; 

10.  To  make  contracts  for  and  superin- 
tend the  telegraph  and  telephone  service  for 
the   several   departments; 

11.  To  purchase  and  supply  all  fuel,  light, 
water  and  other  like  office  and  building  serv- 
ices for  the  several  departments  except  where 
the  same  are  now  supplied  by  the  Secretary 
ot    State. 

12.  To  procure  and  supply  all  furniture, 
general  office  equipment  and  general  office 
supplies  (other  than  stationery  and  office 
supplies  distributed  through  the  office  of 
the  Secretary  of  State)  needed  by  the  several 
departments; 

13.  To  procure  and  supply  all  clothing, 
instruments  and  apparatus,  subsistence  and 
provisions  for  the  charitable,  penal  and  re- 
formatory   institutions; 

14.  To  procure  and  supply  all  cots,  beds, 
bedding,  general  room  and  cell  equipment, 
table,  kitchen  and  laundry  equipment,  agri- 
cultural implements,  harness,  stable  and 
garage  supplies,  household  supplies,  periodi- 
cals, machinery  and  tools,  medicines  anu 
medical  supplies,  plumbing,  light  and  engine 
supplies,  wagons  and  other  vehicles  and 
workshop  supplies  needed  by  the  several 
departments; 

14a.  To  purchase  and  supply  all  necessary 
tools,  machinery,  supplies  and  materials  to 
be  used  by  the  State  in  or  about  constructing 
or    maintaining    State    highways; 

15.  To  prepare,  or  cause  to  be  prepared, 
general  plans,  preliminary  sketches  and  esti- 
mates for  the  public  buildings  to  be  erected 
for   any   department; 

16.  To  have  general  supervision  over  the 
erection  and  construction  of  public  build- 
ings erected  for  any  department,  and  over 
the  inspection  of  all  materials  previous  to 
their  incorporation  into  such  buildings  or 
work; 

17.  To  make  contracts  for,  and  supervise 
the  construction  and  repair  of  buildings 
under    the    control    of    any    department; 

18.  To  prepare  and  suggest  comprehen- 
sive plans  for  the  development  of  grounds 
and  buildings  under  the  control  of  any  de- 
partment; 

19.  To  make  and  provide  all  drawings, 
plans,  specifications  and  models  for  the  con- 
struction and  perfection  of  all  systems  of 
sewerage,  drainage  and  plumbing  for  the 
State  in  connection  witli  the  buildings  and 
grounds  under  the  control  of  any  depart- 
ment; 

20.  To  erect,  supervise  and  maintain  all 
public  monuments  and  memorials  erected 
by  the  State  except  where  the  supervision 
and  maintenance  thereof  is  otherwise  pro- 
vided  by  law; 

21.  To  lease,  for  a  term  not  exceeding 
two  years,  storage  acommodations  for  the 
several    departments; 

22.  To  lease,  for  a  term  not  exceeding 
two  years,  unproductive  and  unused  lands  or 
other  property  under  the  control  of  any 
department,  unless  longer  leases  thereof 
are  expressly  authorized  by  some  law  en- 
forced   by   the   department; 

23.  To  lease,  for  a  term  not  exceeding 
two  years,  office  space  in  buildings  for  the 
use   of   the   several   departments; 

24.  To  have  general  supervision  and  care 
of  storerooms  and  offices  leased  for  the  use 
of  the  departments. 

50.  The  advisory  and  non-executive  boards 
In  the  department  of  public  works  shall  dis- 
charge tiie  following  advisory  powei's  and 
functions: 
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The  board  of  art  advisors  shall  advise 
to  the  artistic  character  of  State  buildings, 
works  and  monuments,  now  or  hereafter  con- 
structed, and  to  any  work  of  a  permanent 
character  intended  for  decoration  or  com- 
memoration; 

The  board  of  water  resource  advisors  shall 
advise  relative  to  riparian  rights  of  the 
State,  and  the  conservation,  use  and  develop- 
ment of  water  resources; 

The  board  of  highway  advisors  shall  ad- 
vise relative  to  the  construction,  improve- 
ment   and    maintenance    of    State    highways; 

The  board  of  park  and  buildings  advisors 
shall  advise  relative  to  the  construction,  im- 
provement and  maintenance  of  State  parks, 
buildings     and     monuments. 

51.  The  director  of  public  works  is  au- 
tliorized,  with  the  consent  in  writing  of 
the  Governor,  to  acquire,  by  private  purchase 
or  by  condemnation  under  the  eminent  do- 
main Act,  the  necessary  lands  for  the  public 
Ijuildings   and    grounds    for   the    departments. 

52.  All  moneys  received  by  the  director 
of  public  works  from  rents,  leases,  sale  of 
property  or  from  any  other  source  in  connec- 
tion with  the  management  of  the  Illinois  and 
Michigan  Canal  shall  be  covered  into  the 
State  treasury,  and  shall  be  placed  by  the 
State  Treasurer  to  the  credit  of  a  special 
fund  to  be  known  as  the  "Illinois  and  Michi- 
gan   Canal    fund.' 


The    Department    of    Registration    and    Edu- 
cation. 

58.  The  department  of  registration  and 
education    shall    have   power: 

1.  To  exercise  the  rights,  powers  and 
duties  vested  by  law  in  the  board  of  edu- 
cation of  the  State  of  Illinois,  the  board  of 
trustees  of  the  Southern  Normal  University 
at  Carbondale,  the  board  of  trustees  of  the 
Northern  Illinois  State  Normal  School  at 
DeKalb,  the  board  of  trustees  of  the  Eastern 
Illinois  State  Normal  School  at  Charleston, 
and  the  board  of  trustees  of  the  Western 
Illinois    State    Normal    School    at    Macomb; 

2.  To  exercise  the  rights,  powers  and 
duties  vested  by  law  in  the  board  of  veteri- 
nary examiners  and  the  State  board  of  live 
stock  commissioners  relating  to  the  practice 
of  veterinary  medicine  and  surgery  in  the 
State   of    Illinois; 

3.  To  exercise  the  rights,  powers  and 
duties  vested  by  law  in  the  board  of  exami- 
ners   of    horseshoers; 

4.  To  exercise  the  rights,  powers  and 
duties  vested  by  law  in  the  State  board  of 
examiners   of   architects; 

5.  To  exercise  the  rights,  powers  and 
duties  vested  by  law  in  the  State  board  of 
examiners    of    structural    engineers. 

60.  The  department  of  registration  and 
education  shall,  wherever  the  several  laws 
regulating  professions,  trades  and  occupa- 
tions which  are  devolved  upon  the  depart- 
ment for  administration  so  require,  exer- 
cise, in  its  name,  but  subject  to  the  provi- 
sions  of    this   Act,    the    following   powers: 

1.  Conduct  examinations  to  ascertain  the 
qualifications  and  fitness  of  applicants  to 
exercise  the  profession,  trade  or  occupation 
for  which  an  examination  is  held;  and  pass 
upon  the  qualifications  of  applicants  for 
resiprocal  licenses,  certificates  and  authori- 
ties; 

2.  Prescribe  rules  and  regulations  for  a 
fair  and  wholly  impartial  method  of  exami- 
nation of  candidates  to  exercise  the  respec- 
tive   professions,    trades    or    occupations; 

3.  Prescribe  rules  and  regulations  defin- 
ing, for  the  respective  professions,  trades 
and  occupations,  -what  shall  constitute  a 
school,  college  or  u  liversity,  or  department 
of  a  university,  or  other  institutions,  repu- 
table and  in  good  sianding  and  to  determine 
the  rcputability  and  good  standing  of  a 
school,  college  or  u  ilversity,  or  department 
of  a  university,  or  other  Institution,  reputable 
and  in  good  standing,  by  reference  to  a  com- 


pliance   with    such    rules    and    regulations; 

4.  Adopt  rules  providing  for  and  estab- 
lishing a  uniform  and  reasonable  standard 
of  maintenance,  instruction  and  training  to 
be  observed  by  all  schools  for  nurses  which 
are  to  be  deemed  reputable  and  in  good  stand- 
ing and  to  determine  the  reputability  and 
good  standing  of  such  schools  for  nurses  by 
reference  to  compliance  with  such  rules  and 
regulations; 

5.  Establish  a  standard  of  preliminary 
education  deemed  requisite  to  admission  to 
a  school,  college,  or  university,  and  to  re- 
quire satisfactory  proof  of  the  enforcement 
of  such  standard  by  schools,  colleges  and 
universities; 

6.  Conduct  hearings  on  proceedings  to 
revoke  or  refuse  renewal  of  licenses,  cer- 
tificates or  authorities  of  persons  exercising 
the  respective  professions,  trades  or  occu- 
pations, and  to  revoke  or  refuse  to  renew 
such    licenses,    certificates    or    authorities; 

7.  Formulate  rules  and  regulations  when 
required    in    any    act    to    be    administered. 

None  of  the  above  enumerated  functions 
and  duties  shall  be  exercised  by  the  depart- 
ment of  registration  and  education,  except 
upon  the  action  and  report  in  writing  of 
persons  designated  from  time  to  time  by 
the  director  of  registration  and  education 
to  take  such  action  and  to  make  such  re- 
port, for  the  respcetive  professions,  trades 
and   occupations   as   follows: 

For  the  architects,  five  persons,  one  of 
whom  shall  be  a  member  of  the  faculty  of 
the  University  of  Illinois,  and  the  other  four 
of  whom  shall  be  architects  residing  in  this 
State,  who  have  been  engaged  in  the  prac- 
tice   of    architecture    at    least    ten    years; 

For  the  structural  engineers,  five  persons, 
one  of  whom  shall  be  a  professor  in  the  civil 
engineering  department  of  the  University  of 
Illinois,  and  the  others  of  whom  shall  be 
structural  engineers  of  recognized  standing, 
who  have  had  not  less  than  ten  years'  prac- 
tical experience,  then  practicing  as  structural 
engineers   in   this   State. 

The  action  or  report  in  writing  of  a  ma- 
jority of  the  persons  designated  for  any 
given  trade,  occupation  or  profession,  shall 
be  sufficient  authority  upon  which  the  di- 
rector of  registration  and  education  may  act. 

In  making  the  designations  of  persons  to 
act  for  the  several  professions,  trades  and 
occupations,  the  director  shall  give  due  con- 
sideration to  recommendations  by  members 
of  the  respective  professions,  trades  and  oc- 
cupations  and  by  organizations   therein. 

Whenever  the  director  is  satisfied  that 
substantial  justice  has  not  been  done  either 
in  an  examination  or  in  the  revocation  of  or 
refusal  to  renew  a  license,  certificate  or  au- 
thority, he  may  order  reexaminations  or  re- 
hearings   by   the   same   or   other   examiners. 

61.  All  certificates,  licenses  and  authori- 
ties shall  be  issued  by  the  department  of 
registration  and  education,  in  the  name  of 
such  department,  with  tlie  seal  thereof  at- 
tached. 

Repeal. 

64.  The  following  Acts  and  parts  of  Acts 
are    hereby    repealed: 

"An  Act  creating  the  office  of  supervising 
architect  of  the  State  of  Illinois  and  defining 
his  powers  and  duties."  approved  April  24, 
1899,    in    force    July    1.    1899; 

"An  Act  creating  the  office  of  supervising 
engineer  for  the  General  Assembly,  its  mem- 
bers and  committees,  and  the  Roard  of  Ad- 
ministration of  the  State  of  Illinois,  and  fix- 
ing his  compensation,"  approved  June  10. 
1911,    in    force    July    1,    1911: 

"An  Act  to  create  a  State  art  commission, 
and  to  define  its  powers  and  duties."  approved 
June    4,    1909,    in   force   July    1,    1909; 

An  Act  creating  the  office  of  State  in- 
spector of  masonry,  public  buildings  and 
works,  and  prescribing  qualifications,  duties 
and  compensation."  approved  June  28,  1915. 
in   force  July   1,    1915. 
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enabling  us  to  manufacture  our  equipment  so  that  all  parts  are  standardized. 
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OFFICE  PRACTICE 


By   Illinois   Society   of  Architects. 


Believing  that  uniform  practice  in  various 
architects*  offices  is  desirable  for  all  con- 
cerned, this  Society  recommends  that  the  fol- 
lowing conditions  prevail  in  architects'  offi- 
ces of  the  State  of  Illinois: 

Classification    of    Employes. 

First.  That  employes  be  classed  as  Regu- 
lar and  Special; 

Second.  Employes  classified  as  "Regular" 
will  be  those  continually  engaged  for  a  period 
of  not  less  than  one  year,  on  a  weekly  salary 
basis;  it  is  expected  that  such  employes  will 
assume  greater  responsibilities  to  their  em- 
ployers and  be  granted  special  privileges,  in 
consideration  of  faithful  service; 

Third.  Employes  classified  as  "Special" 
will  be  those  engaged  temporarily.  It  is 
deemed  proper  that  such  employes  be  paid 
by  the  hour  for  actual  service  rendered, 
making  no  allowance  for  vacations  or  holi- 
days, it  being  considered  fair  under  these 
circumstances  to  allow  these  draughtsmen  a 
slightly  higher  rate  per  hour  than  regular 
emploj'es  who  enjoy  privileges  of  vacations 
and   holidaj's. 

Office   Hours. 

First.  It  is  understood  that  draughtsmen 
are  expected  to  be  in  their  respective  offices 
ready  to  begin  actual  work  at  the  hours 
stated,  and  that  they  will  continue  in  service 
at  least  until  the  hours  fixed  for  cessation 
of    work; 

Second.  The  regular  opening  time  of  of- 
fices shall  be  8:30  A.  M.,  throughout  the 
year; 

Third.  Period  of  service  for  Monday, 
Tuesday,  Wednesday,  Thursday  and  Friday, 
in  the  morning,  shall  be  four  hours,  extend- 
ing to  12:30  P  M.,  that  the  lunch  hour  shall 
be  one  hour,  extending  from  12:30  to  1:.jO 
P.  M. ;  that  the  afternoon  period  shall  be  four 
hours,   extending  from   1:30   to   5:30    P.   M.; 

Fourth.  That  the  Saturday  period  of  serv- 
ice shall  consist  of  iVz  hours,  extending  from 
8:30  A.  M.  continously  to  1:00   P.  M. 

Units  of  Service. 

First.  One  week's  service  will  consist  of 
H  V^   hours; 

Second.  One  year's  service  will  consist  of 
2,1801/^    hours. 

Pay-Day. 

First.  That  pay-day  sliall  be  on  Monday 
of  every  week; 

Second.  That  each  pay-day  draughtsmen 
be  paid  up   to  the   Saturday   night   preceding. 


Holidays  and  Vacations. 

Firft.  We  recommend  that  "Regular"' 
draughtsmen  be  given  the  following  holidays 
on  full  pay:  Nev/  Year's,  Decoration  Day. 
July  Fourth,  Labor  Day,  Thanksgiving. 
Christmas; 

Second.  That  all  "Regular"  draughtsmen 
having  been  in  the  employ  of  an  architect 
for  more  than  one  year  be  given  two  weeks' 
vacation  on  full  pay,  at  time  most  convenient 
for   employer; 

Third.  It  should  be  understood  that  "Reg- 
ular" draughtsmen,  quitting  the  employer's 
service  of  their  own  volition,  preceding  the 
completion  of  any  year's  service,  shall  not 
be   entitled   to  vacation  allowance; 

Fourth.  "Regular"  employes  terminating 
service  at  the  request  of  their  employer  shall 
ba  entitled  to  an  allowance  in  cash  propor- 
tionate to  two  weeks'  salary  allowed  for  va- 
cation in  the  same  ratio  as  period  of  service 
bears   to  one   5"ear; 

Fifth.  Vacations  and  holidays  are  under- 
stood to  be  granted  to  employes  for  rest  and 
recuperation,  the  employe  being  understood 
to  be  in  the  service  of  the  employer  during 
vacation  and  holiday  time  just  to  the  same 
extent  as  when  regularly  engaged  in  the  of- 
fice; 

Sixth.  It  is  recognized  that  an  average  of 
44 lA  hours  per  week's  service  is  the  maxi- 
mum efficient  service  that  can  be  continu- 
ously rendered  without  detriment  to  the 
health  or  efficiency  of  the  employe,  and  that 
where  the  employe  engages  in  outside  archi- 
tectural service  of  any  sort  for  others,  he 
does  so  at  the  expense  of  his  employer,  and 
his  employer  should  be  credited  for  corre- 
sponding loss  of  time.  The  practice  of  em- 
ployes of  one  employer  working  nights  or 
holidays  for  another  is  condemned  as  detri- 
mental to  the  best  interests  of  both  employ- 
er and  employe; 

Seventh.  In  case  of  emergencies  of  short 
duration,  "Regular"  employes  are  expected 
to  work  over-time  for  the  employer  without 
extra  remuneration  other  than  a  reasonable 
allowance  for  the  expense  of  taking  meals 
away  from  regular  lodging  place.  In  such 
cases,  however,  the  employes  will  be  cred- 
ited with  off  time  on  account  of  sickness  or 
otherwise,  equivalent  to  the  amount  of  over- 
time service  rendered  in  cases  of  emergency; 

Eighth.  Draughtsmen  are  encouraged, 
however,  to  make  use  of  a  portion  of  their 
time   oft   for  educational    improvement. 
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SUGGESTIONS  FOR  FIRMS  ISSUING  CATALOGUES 
AND  PRINTED  MATTER 


Architects  are  technically  educated  ami  are 
cliarged    with    selection    on    technical    merit. 

Exact  and  specific  technical  detail  appeals 
to  an  architect  because  it  enables  him  to 
judge  quickly  and  correctly. 

Drawings  to  scale  of  parts  or  the  whole 
make  arrangement  or  mechanism  most  quick- 
ly clear  to   the  technically  educated. 

Testimonials  from  those  technically  in- 
competent to  judge  carry  no  weight  with 
the   competent. 

Architects  want  authentic  technical  in- 
formation about  all  building  materials  and 
devices. 

Architects  do  not  want  to  wade  through 
a  sea  of  laudatory  verbiage  in  order  to  dis- 
cover   an    islet    of    real    usable    information. 

Architects  must  cover  an  immense  va- 
riety and  amount  of  detail  in  selecting  the 
numerous  materials  that  enter  into  a  build- 
ing. 

AVhere  much  detail  is  handled  by  a  single 
individual,   success   is  dependent  on   system. 

Information  to  be  immediately  available 
for  architects  must  be  classified  so  that 
each  detail  can  be  considered  separately  and 
in  order. 

Advertisers  recognizing  these  principles 
and  presenting  exact  technical  information 
under  proper  classification,  free  from  ir- 
relevant matter  and  in  convenient  form  for 
filing,  so  as  to  be  available  when  that  item 
is  up  for  consideration,  are  most  likely  to 
secure  satisfactory  results  from  their  ef- 
forts. 

It  is  believed  that  most  architects  have 
their  own  particular  system  of  filing  and 
classification  and  would  not  take  kindly  to 
any  advertising  scheme  contemplating  the 
placing  of  filing  cabinets  in  architects'  of- 
fices and  distribution  by  those  interested  in 
the  promotion  of  advertising  scheme.  Ar- 
chitects do  not  take  kindly  to  allowing  out- 
siders access  to  their  private  catalogue  fil- 
ing cabinets,  and  it  is  impractical  to  have 
two   filing   systems   in    tlie   same   office. 

Practical  requirements  in  the  preparation 
of  specifications  make  it  necessary  for  archi- 
tects to  divide  their  -specifications  into  top- 
ics very  similar  to  trade  divisions  brought 
about  by  divisions  of  labor  promulgated  by 
labor  authorities,  and  no  single  division  or 
chapter  of  a  catalogue  should  contain  mat- 
ter  pertaining    to    more    than    one    trade;    un- 


less the  material  referred  to  is  used  by 
several  trades.  It  is  hoped  tliat  eventually 
the  architects  may  agree  on  a  satisfactory 
universal  building  material  classification  or 
index.  But  it  is  certain  that  this  time  has 
not  yet  arrived  and  that  no  person  not  actu- 
ally having  had  extended  experience  in  the 
preparation  of  architects'  specifications  is 
capable  of  preparing  such  an  index  that 
would   be   practical 

STANDARD     SIZDS 
Requested   Tby   Architects 

Believing  tliat  uniform  practice  by  the 
various  publishers  of  catalogues  and  litera- 
ture for  distribution  to  architects  is  desir- 
able for  all  concerned,  and  wishing  to  be  in 
accord  with  the  recommendations  of  the 
American  Institute  of  Architects,  the  Illi- 
nois Society  of  Architects  advise  that  all 
literature  for  this  purpose  be  prepared  to 
complj'  as  nearly  as  possible  with  the  con- 
ditions   set    forth,    as    follows: 

First:  That  8V2"xll"  shall  be  the  stand- 
ard sized  page  for  all  general  catalogues 
iind  bulletins  intended  for  permanent  filing 
by  architects;  thus  making  a  size  convenient 
for  filing  in  the  standard  letter-size  vertical 
filing  cabinets,  such  as  may  be  procured  from 
any  concern   dealing   in  office  filing  devices. 

Second:  That  3?4"x8y2"  shall  be  the 
standard  size  for  post  cards  and  pocket  edi- 
tions intended  for  the  use  of  architects; 
thus  making  a  size  convenient  for  filing 
three  to  the  page,  side  by  side,  in  standard 
letter-size  vertical  filing  cabinets;  or  one  to 
the  page,  on  side,  in  standard  vertical  check 
files;  or  on  end  in  standard  legal  document 
files;  also  convenient  for  mailing  in  stand- 
ard  legal   size   envelopes. 

Third:  That  all  catalogues  should  be  is- 
sued in  the  form  of  separate  bulletins,  or 
chapters  separated  by  a  blank  page,  each 
treating  of  but  one  subject,  on  both  sides 
of  the  same  sheet,  so  as  to  make  separation 
easy    for    classification    purposes. 

Fourth:  That  It  is  important  to  have 
pages  cut  to  exact  size;  if  over  size  in  any 
particular  they  may  not  go  into  files;  if 
under  size,  they  may  be  overlooked  in  run- 
ning  tlirough   the   files  hastily. 

Fifth:  That  tliese  recommendations  go 
into  effect  January  1,  1915,  and  that  fol- 
lowing that  date,  architects  be  advised  to 
decline  to  receive  literature  for  filing  which 
does    not    comply    with    standard    sizes. 
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NATIONAL  COUNCIL  OF  ARCHITECTURAL  REGISTRATION 

BOARDS 

Explaining  the  P^inct ion,  Scope,  Service  and   Method  of  Operation  of  the   National  Council  of 

Architectural  Registration  Roards 


Introductory   Statement. 

1.  Briefly  stated,  the  Council  constitutes  a 
clearing  house  for  the  convenience  of  the 
registration  authorities  of  the  various  states 
having  laws  regulating  the  practice  of  archi- 
tecture. Its  active  membership  is  composed 
of  such  states.  Its  membership  is  not  elect- 
ed, but  is  constituted  of  those  States  whose 
registration  authorities  subscribe  to  its  Con- 
stitution and  By-Laws  and  pay  the  annual 
membership  fee.  No  State  which  has  a  law 
regulating  the  practice  of  architecture  can 
be  denied  membership  in  the  Council,  pro- 
vided its  legally  constituted  officials  sign  an 
application  blank,  pay  the  required  member- 
sliip  fee,  and  deposit  five  copies  of  its  Archi- 
tectural Act  and  of  the  Rules  and  Regula- 
tions promulgated  by  its  examining  commit- 
tee or  board  for  the  purpose  of  regulating 
examinations. 

2.  The  franchise  of  the  Council  is  inherent 
in  its  active  members.  In  other  words,  the 
control  of  the  Council  is  absolutely  in  the 
hands  of  the  architectural  registration  au- 
thorities of  the  various  States  which  are 
members  of  the  Council,  each  State  being  en- 
titled to  only  one  vote,  even  though  repre- 
sented by  several  of  its  officials.  The  officers 
of  the  Council  are  elected  by  the  active  mem- 
bers to  carry  out  their  will. 

I.   Reciprocal  Transfer  of  Registration. 

It  is  expected  that  architects  desiring 
reciprocal  transfer  of  registration  credit 
from  one  State  to  another  will  find  it  con- 
venient and  practical  to  effect  this  transfer 
through  the  medium  of  the  National  Council 
of  Architectural  Registration  Boards.  In  most 
cases  where  this  nietiiod  is  followed,  the  ap- 
plicant will  be  saved  the  necessity  of  a  per- 
sonal appearance  and  examination  before  any 
exrimining  committee  other  than  that  of  his 
home  State.  While  the  Council  does  not 
guarantee  the  acceptance  of  all  applicants 
who  apply  for  transfer  of  registration 
through  the  Council,  it  is  in  a  position  to 
and  does  furnish  State  examining  cominit- 
tees  with  the  results  of  an  unprejudiced  and 
disinterested  investigation  of  the  applicant's 
(lualitications,  moral,  educational,  and  legal. 
With  this  data  in  hand  the  examining  au- 
thorities in  the  State  to  which  the  appli- 
cant desires  transfer  are  furnished  evidence 
which  is  usually  considered  sufficient  upon 
which  to  predicate  judgment  as  to  the  ap- 
plicant's eligibility  for  registration  in  ac- 
cordance   with    the   laws    of    that    State. 

II.    Examinations. 

Because  of  its  close  relationsliip  with  the 
various  examining  authorities,  the  Council 
is  in  a  position  to  facilitate  uniformity  of 
examinations.     Where    legal    restrictions    do 


not  permit  the  local  examining  committees 
to  give  examinations  equal  in  stringency,  to 
those  recommended  by  the  Council  as  just 
and  proper,  the  Council  with  the  co-opera- 
tion of  the  local  examining  committees  may 
arrange  voluntary  examinations  meeting  the 
minimum  requirements  recommended  by  the 
Council.  The  laws  in  the  different  States 
vary  materially  and  probably  always  will 
vary.  Since  these  laws  affect  examina- 
tions the  legal  examination  requirements  in 
different  Strifes  may  be  expected  to  continue 
to  differ.  Some  States  emphasize  preliminary 
education  as  of  paramount  importance  and 
place  very  little  credence  in  examinations. 
Other  States  emphasize  the  importance  of 
examinations  as  a  greater  consideration  than 
the  educational  record.  Some  States  are  only 
concerned  with  the  question  of  the  appli- 
cant's proficiency  in  matters  falling  under 
the  police  power  of  the  State  (i.  e.,  the  con- 
servation of  life,  health  and  property).  Other 
States  base  their  requirements  on  broad  edu- 
cational standards  and  value  aesthetic  skill 
as  equal  to  skill  in  matter  of  safety  to  hu- 
man life,  conservation  of  property  and  pro- 
tection of  health.  Many  requirements  are 
common  to  all  States.  Therefore,  the  suc- 
cessful passing  of  an  examination  in  any 
State  should  eliminate  further  requirement 
for  an  examination  on  worli  passed  in  the 
State  of  first  examination. 

III.    Standard  N.  C.  A.  R.  Examinations. 

The  Council  has  devised  an  examination 
standard  whicli  it  has  been  pleased  to  desig- 
nate as  the  "Standard  N.  C.  A.  R.  Examina- 
tion" and  which  is  intended  to  cover  the  mini- 
mum requirements  for  registration  in  all 
States.  The  Council  suggests  the  advisability 
of  supplementing  the  regular  examination  of 
the  State  of  applicant's  residence  with  this 
additional  examination.  It  being  understood 
that  while  the  examination  is  conducted 
under  the  supervision  of  the  National  Council 
and  in  strict  accord  with  the  rules  promul- 
gated by  that  body,  that  it  is  actually  con- 
ducted by  the  State  examining  committee  of 
the  State  of  applicant's  residence.  Prelim- 
inary to  such  examinations,  the  applicant  must 
ipply  to  the  Council  and  have  his  record  in 
practice  very  carefully  investigated,  written 
up.  and  furnished  to  the  local  examining 
committee  as  part  of  the  material  which  it 
must  use  in  determining  the  applicant's' 
right  to  the  status.  "Registered  in  Accord 
with  the  Standard  N.  C.  A.  R.  Examination 
Requirements." 

IV.    Junior  Examinations. 
1.    Junior  applicants   (i.  e.,  men  having  had 
less   than   ten   years'   practice  as  principals), 
who    have    passed    the    regular    State    exam- 
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illation  in  their  liome  States,  are  only  re- 
quired to  pass  a  written  examination  cover- 
ing tlie  difference  between  tlieir  liome  State 
exaiTiination  requirements  and  tliose  of  tlie 
National  Council  of  Architectural  Registra- 
tion Boards;  but  they  must  submit  evi- 
dence of  attainment  since  entering  practice 
and  evidence  of  attainment  before  practice. 
Of  course,  if  they  have  not  been  engaged 
in  practice,  they  will  only  have  to  sub- 
mit evidence  of  attainment  before  prac- 
tice. But  this  fact  should  be  emphasized — 
that  no  essential  part  of  their  records  from 
the  time  that  they  left  elementary  school 
up  until  the  date  of  their  applications  for 
examination  shall  be  missed  from  the  inves- 
tigation. Baldly  stated,  they  must  never  have 
been  found  guilty  of  dishonorable  practice, 
recklessness,  or  carelessness  in  connection 
with  the  designing,  erection,  or  supervision 
of  buildings.  Their  preparation  for  practice 
must  be  shown  to  have  been  adequate  and 
their  practical  skill  in  applying  theoretical 
knowledge  demonstrated,  both  by  written  ex- 
amination and  by  practical  experience. 

2.  The  Standard  N.  C.  A.  R.  Examination  is 
purely  a  voluntary  examination.  No  one  is 
compelled  to  take  it  and  no  one  will  be  al- 
lowed to  take  it  who  does  not  seem  to  have 
had  adequate  preparation  to  justify  such  an 
examination.  In  the  interests  of  fair  play, 
large  discretionary  power  and  liberal  in- 
structions are  given  to  the  examining  com- 
mittee in  determining  the  equivalent  of  pre- 
scribed preparation. 

V.    Senior  Examination. 

The  Standard  N.  C.  A.  R.  Examination  for 
those  falling  under  the  Senior  classification 
(i.  e.,  men  having  had  ten  or  more  years' 
experience  as  principals)  is  based  very  large- 
ly on  proved  attainment  in  practice.  The 
Council  assumes  that  no  competent  man  hav- 
ing had  ten  years'  experience  as  a  directing 
head  of  an  architect's  office  should  be  entitled 
to  take  the  status  "Registered  by  N.  C.  A.  R. 
Examination"  who  cannot  demonstrate  to  the 
entire  satisfaction  of  the  examining  jury 
that  he  has  at  some  time  during  his  practice 
actually  been  engaged  in  the  competent  per- 
formance of  the  five  fundamental  functions 
of  an  architect,  namely:  the  preparation  of 
preliminary  studies,  general  drawings,  speci- 
fications, details,  and  the  general  supervision 
of  the  work,  including  all  incidental  items 
of  practice  wliich  go  with  the  performance 
of  these  various  functions.  With  this  un- 
derstanding, it  might  be  possible  for  a  man 
to  have  had  an  unusually  complete  academic 
and  technical  school  preparation  and  yet  fail 
in  the  Senior  Standard  N.  C.  A.  R.  Examina- 
tion, if  it  should  be  proved  that  he  was  un- 
able to  apiily  or  never  had  applied  at  some 
time  during  his  architectural  practice  his 
theoretical  knowledge  in  the  performance  of 
each  of  the  fundamental  functions  of  an 
architect. 

"VI.     In  Applying   for   Council   Service. 
To  employ  the  services  of  the  Council,  for 
the   purpose   of   obtaining   reciprocal   transfer 
of    registration   credit   from   one    state   to   an- 


other, request  should  be  made  of  the  Secre- 
tary of  the  National  Council  of  Architectural 
Registration  Boards,  at  5  N.  La  Salle  Street, 
Chicago,  Illinois,  for  the  furnishing  of  nec- 
essary blanks  and  instructions  as  to  further 
procedure. 

With  this  request  should  be  embodied 
statements  and  enclosures  in  conformity 
with    the   following: 

1.  A  par  value,  at  Chicago,  check  or  draft 
for  Twenty  Dollars  ($20.00)  made  payable  to 
the  "N.  C.  A.  R.  Boards,"  the  required  ad- 
vance payinent  of  the  Council's  prescriloed 
fee  to  defray  the  expenses  incident  to  an 
investigation   of   the   applicant's   record. 

2.  A  statement  giving  the  state  or  states 
where  the  applicant  is  at  present  registered 
and  in  each  case,  the  manner  in  which  such 
registration  was  obtained,  whether  by  "Ex- 
emption," "Reciprocal  Exchange,"  "Written" 
or  "Oral  Examination";  the  duration  and 
subjects  covered  by  each  of  the  successful 
registration  examinations  enumerated,  and 
the  dates  and  official  numbers  of  each  regis- 
tration. 

3.  A  statement  as  to  the  number  of  years 
that  the  applicant  has  been  engaged  in  the 
professional  practice  of  architecture  as  a 
principal.  It  should  be  noted  that  employ- 
ment in  an  architect's  office  as  a  foreman, 
draftsman,  specification  writer  or  superin- 
tendent is  not  acting  as  a  principal  or  one 
of  the  principals  in  charge  of  an  architect's 
office,  neither  is  business  as  a  building  con- 
tractor or  such  contractor's  superintendent, 
draftsman  or  estimator  considered  the  prac- 
tice of  architecture  as  a  principal. 

A  person  may  be  considered  a  principal 
in  the  practice  of  architecture  as  a  pro- 
fession if  he  only  serves  a  single  client,  on  a 
salary  or  other  basis,  in  an  office  maintained 
by  such  client,  if  it  can  be  established  that 
he  was  entirely  responsible  for  and  in  com- 
plete control  of  the  architectural  work  and 
administration  of  that  office  during  the  en- 
tire time  enumerated  "architectural  practice 
as  a  principal,"  i.  e.,  did  he  sign  the  work 
as  architect  and  exercise  control  over  those 
engaged  on  the  design  and  supervision  of  the 
work  executed,  including  the  power  of  em- 
ployment and   discharge? 

'VII.     General  Instructions. 

1.  Upon  the  receiiit  of  the  liefore-meiilioned 
statements  and  payment  of  fee,  the  Secretary 
of  the  National  Council  will  forward  to  the 
applicant  an  Application  Blank  and  an  In- 
formation Blank  which  should  in  due  course 
be  filled  out  by  the  applicant,  certified  to  by  a 
Notary  Public  and  returned  to  the  Council  as 
a  basis  for  its  investigation.  Too  much  em- 
pliasis  cannot  be  laid  on  the  importance  of 
using  great  care  in  filling  out  the  Informa- 
tion Blank  and  making  the  statements  as 
completely  comprehensive  as  space  will  per- 
mit. 2.  Since  tlie  Information  Blank  must  be 
reproduced  in  facsimile,  it  is  very  important 
that  the  ink  used  in  filling  in  answers  to  the 
various  ((uestions  shall  be  black  opaque,  sus- 
I'optiblo  to  photographic  or  blue-i)rint  repro- 
duction.     Common    drafting    ink    is    the    inost 
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practical.  The  typewriter  may  be  used  If 
the  paper  is  backed  with  a  fresh  black  car- 
bon, so  as  to  form  a  good  blue-print  nega- 
tive. Actual  dates  of  attendance  at  schools 
are  important.  Addresses  of  school  princi- 
pals, registrars,  secretaries  of  societies, 
clients,  and  architectural  references  should 
be  accurately  given.  3.  Much  delay  has  re- 
sulted from  failure  to  give  this  information 
correctly.  Inaccurate  or  incomplete  infor- 
mation only  delays  the  completion  of  the 
record,  as  no  record  will  be  forwarded  to  the 
examining  authorities  of  the  State  where  the 
architect  wishes  transfer  until  the  required 
number  of  references  have  been   heard  from. 

4.  Either  at  the  time  of  sending  the  Appli- 
cation and  Information  Blanks  to  the  appli- 
cant or  at  some  time  during  the  investiga- 
tion of  his  references  he  will  be  informed  by 
the  National  Council  as  to  the  amount  of  his 
preliminary  fee  which  he  must  pay  to  the 
State  examining  authorities  where  he  desires 
registration  and,  upon  receipt  of  this  infor- 
mation, he  will  forward  to  the  Council  a 
certified  par  value  check  covering  the  amount 
of  that  fer-  made  out  to  the  proper  registra- 
tion authorities  of  the  State  where  he  desires 
registration,  as  per  instructions  of  the  Coun- 
cil. This  check  will  be  held  by  the  Council 
until  applicant's  record  is  finally  completed, 
and  will  be  forwarded  to  the  State  where  he 
wishes  registration  along  with  the  informa- 
tion   collected    concerning   his    record. 

5.  A  film  negative  identification  photo- 
graph of  the  applicant,  with  two  (2)  un- 
mounted prints,  each  signed  and  certified  to, 
shall  be  furnished  the  Council  by  the  appli- 
cant at  some  time  before  its  investigations 
are  completed.  Glass  negatives  are  not 
acceptable. 

VIII.     Investigrations    by    the    Coiincil. 

In  investigating  the  applicant's  record,  the 
Council  takes  his  Information  Blank  and 
writes,  first,  to  the  registrars  or  principals  of 
the  schools  where  he  has  received  his  train- 
ing, asking  for  a  certified  copy  of  his  school 
record  while  in  attendance  upon  these  vari- 
ous  institutions. 

Second,  it  writes  to  the  examining  au- 
tliorities  of  his  home  State  for  a  certificate 
as  to  his  registration  in  that  State  and  in- 
quiring as  to  whether  charges  have  ever 
been  preferred  against  him  involving  reck- 
lessness or  carelessness  in  the  design  or  su- 
pervision  of  buildings   or   dishonest   practice. 

Third,  inquiry  is  made  of  his  former  em- 
ployers, if  he  comes  under  the  junior  classi- 
fication, concerning  his  record  and  promise 
as  an  architectural   employee. 

Fourth,  inquiry  is  also  made  from  at  least 
three  of  his  clients  as  to  his  competency  and 
faithfulness  in  the  execution  of  trusts  im- 
posed   in   him. 

Fifth,  inquiry  is  made  of  at  least  three 
architects  as  to  their  knowledge  of  the  char- 
acter  and   competency    of   his    practice. 

Sixth,  inquiry  is  also  made  of  professional 
and  technical  societies  as  to  his  member- 
ship and  his  record  for  honorable   practice. 

Seventh,  when  replies  to  these  inquiries 
are  received,  they  are  carefully  copied  and 
certified  to  by  the  Executive  Secretary  of  the 
Council  and  forwarded  to  tlic  examining  au- 
thorities where  the  architect  desires  registra- 
tion. 


IX.  Additional  Transfers. 
Copies  of  the  original  credentials  are  pre- 
served in  the  Council  office  and  become  a 
part  of  the  applicant's  permanent  record. 
Should  he  desire  to  transfer  to  additional 
States,  he  may  have  this  transfer  facilitated 
through  the  offices  of  the  Council  by  apply- 
ing for  a  transfer  in  the  same  manner  as 
in  the  case  of  the  original  application,  except 
enclosing  a  fee  made  payable  to  the  Council 
of  Five  Dollars  ($5.00).  In  such  cases,  the 
Council  will  simply  send  a  duplicate  copy  of 
Ills  record  to  the  additional  State  where 
applicant  desires  registration,  except  in 
cases  where  a  long  time  has  elapsed  between 
the  original  investigation  and  the  time  of 
application  for  an  additional  transfer.  The 
Council  will  make  further  investigation  to 
ascertain  if  tlie  applicant  has  continued  to 
maintain  the  liigh  standard  indicated  by  the 
original  investigation.  Additional  informa- 
tion thus  obtained  is  eml)odied  in  the  origi- 
nal record  and  procedure  otherwise  as  in  the 
first  case. 

X.     Standard  N.  C.  A.  R.  Examination. 

1.  Should  an  applicant  wish  to  take  a  Stand- 
ard N.  C.  A.  R.  Examination  lie  would  pro- 
ceed almost  exactly  in  the  same  way  as  in- 
dicated in  the  foregoing  upon  mal-cing  an  ap- 
plication for  reciprocal  transfer,  except  that 
he  shall  include  a  fee  of  Twenty-five  Dol- 
lars ($25.00)  to  the  Council  instead  of  Fif- 
teen Dollars.  The  Council  will  proceed  to 
investigate  his  record  in  exactly  the  same 
way  as  set  forth  for  the  investigation  of 
record  in  the  case  of  reciprocal  transfer, 
with  the  following  exception,  that  when  the 
record  is  received  and  the  copy  made,  the 
original  replies  and  the  original  application 
original  replies  and  the  original  information 
cover,  certified  to  and  forwarded  to  the  State 
examining  authorities  in  the  State  of  the  ap- 
plicant's residence,  togetlier  vvith  instructions 
to  the  State  Examining  Committee  as  to  the 
additional  examinations  which  the  applicant 
must  take,  over  and  above  the  regular  State 
examination  which  he  has  already  taken,  in 
order  to  qualify  under  the  provision,  "Reg- 
istered by  Standard  N.  C.  A.  R.  Examination." 
In  due  course,  the  applicant  will  be  notified 
to  appear  before  his  own  State  Examining 
Committee  and  take  the  prescribed  examina- 
tion, which,  if  he  passes  creditably,  will  en- 
title him  to  the  status,  "Registered  by  Stand- 
ard N.  C.  A.  R.  Examination,"  a  status  which 
would  seem  to  entitle  him  to  registration  in 
any  State  without  further  examination  and 
which  would  actually  be  the  means  of  secur- 
ing registration  in  most  States  having  laws 
regulating  the  practice  of  architecture.  It 
would  mean  that  the  applicant  had  the  en- 
dorsement of  the  National  Council  of  Archi- 
tectural Registration  Boards.  The  Council  en- 
dorses no  one  and  expresses  no  opinion  what- 
soever witli  reference  to  those  who  have  not 
taken  the  Standard  N.  C.  A.  R.  Examination. 
Ii  simply  collects  the  information  anl 
forwards  it  for  the  judgment  of  the  local 
examining  committee. 

Standard   Junior    K.    C.    A.    R.    Examinations. 

2.  In  the  case  of  Junior  Standard  N.  C.  A.  R. 
Examinations,  reproductions  of  the  appli- 
cant's work  in  design  are  made  a  part  of  the 
record  of  the  National  Council  and  furnislied 
to  the  State  of  transfer  with  each  application 
for  reciprocal  transfer. 
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standard    Senior   N.    C.    A.   B.    Examinations. 

3.  In  the  case  of  Senior  examinations,  the 
applicant  is  required  to  furnish  with  his  ap- 
plication for  the  Senior  N.  C.  A.  R.  Examina- 
tion eigliteen  illustrations,  of  reduced  size, 
representative  of  the  varying  character  of 
his  work.  These  illustrations  shall  be  pre- 
sented either  in  the  form  of  photographic  film 
negatives  with  two  prints  of  each  or  photo- 
static negatives  and  two  prints  of  each.  The 
sheets  are  to  be  the  architectural  standard 
size,  81/^"  X  11";  each  containing  six  illustra- 
tions, making  a  total  of  eighteen,  on  three 
sheets. 

4.  In  both  Senior  and  Junior  cases,  the  ap- 
plicant must  furnish  a  small  identification 
photograph  of  himself  which  will  be  printed 
on  one  of  the  sheets  illustrative  of  his  work. 
Copies  of  these  illustrations  are  furnished  by 
the  Council  to  the  authorities  in  the  State  of 
examination  and  to  all  transfer  state  authori- 
ties along  with  a  certified  copy  of  the  other 
records. 

Z.    Concerning'  Fees. 

The  fees  charged  by  the  Council  barely  de- 
fray the  expenses  of  its  investigations.  The 
Council  is  an  institution  organized  "not  for 
profit."  All  Council  fees  are  in  addition 
to  State  examining  and  registration  fees. 
Should  complaint  be  urged  that  the  fees 
charged  by  the  Council  constitute  an  exces- 
sive burden  on  architectural  practitioners 
who  wish  to  engage  in  inter-state  business, 
it  should  be  pointed  out  that  there  is  no  re- 
quirement compelling  architects  to  make  use 
of  the  services  of  the  Council.  They  are  al- 
ways at  liberty  to  appear  before  the  examin- 
ing committee  of  the  State  where  they  wish 
to  be  registered  by  reciprocal  transfer,  sub- 
mit their  proofs,  and  receive  registration  or 
denial  of  registration  in  that  State  in  ac- 
cordance with  the  merits  of  their  case.  But 
it  should  be  pointed  out  to  the  architects  that 
most  examining  committees  meet  not  more 
than  twice  a  year  and  that  many  examining 
committees  meet  only  once  a  year  and  that 
by  mutual  understanding  registration  by  re- 
ciprocal transfer  cannot  except  in  very  spe- 
cial cases  be  made  between  member  States 
except  on  the  basis  of  a  Council  investigation 
or  by  the  personal  appearance  of  the  appli- 
cant before  the  local  examining  committee  at 
one  of  its  regular  or  special  ineetings. 
Transportation  and  hotel  expense  would  very 
quickly  mount  up  to  a  sum  in  excess  of  the 
nominal  fees  charged  by  the  Council  for  its 
work;  particularly  when  it  is  borne  in  inind 
that  after  the  first  investigation  subsequent 
fees  are  only  Five  Dollars  per  transfer. 

XI.    Explanation   and  How  to   Avoid   Delays. 

The  Council  fully  realized  that  often  time 
is  a  very  important  consideration  with  the 
applicant  for  architectural  registration  or 
for  reciprocal  transfer  of  architectural 
registration,  and  it  wishes  to  call  architect's 
careful  attention  to  some  of  the  causes  of 
delay  and  how  delays  may  be  avoided.  To 
begin  with,  the  applicant  should  appreciate 
the    following    facts: 

1.  Since  Architectural  Examining  Boards, 
Commissions  or  Committees  for  the  various 
states  are  made  up  of  men  in  private  prac- 
tice wiio  serve  without  remuneration  or  at 
the  most  with  a  small  per  diem  remunera- 
tion plus  an  allowance  for  actual  expenses, 
they  cannot  and  do  not  meet  more  often  than 
once  or  twice  a  year;  hence,  if  an  application 
reaches  the  Secretary  of  such  a  Committee 
just  after  a  meeting,  there  may  be  a  long 
delay  before  the  application  can  be  taker 
up  for  consideration. 

2.  No  Examining  Commission  can  give  in- 
telligent consideration  to  an  application  for 
the  transfer  of  registration  or  to  the  regis- 
tration   of    an    architect   engaged    in    practice 


in  another  state  where  there  is  no  law  regu- 
lating the  practice  of  architecture  without 
a  careful  independent  investigation  of  the 
applicant's  credentials  and  his  record  in 
practice    for   reasons    hereinafter    set    forth. 

Fraud  is  sometimes  practiced  by  the  un- 
scrupulous, in  consequence  therof  there  is 
need  of  investigation  in  order  to  give  pro- 
tection to  the  public,  also  in  justice  to  the 
honest  majority  of  applicants,  but  the  in- 
vestigations conducted  must  be  entirely 
independent  of  the  applicant.  In  other 
words,  diplomas,  certificates.  testimonial 
letters,  etc.,  when  submitted  by  the 
applicant  may  be,  and  are  in  rare  cases, 
fraudulent.  There  have  been  cases  where 
certificates  of  registration  in  other  states 
have  been  fraudulently  altered,  the  same  is 
true  with  reference  to  school  certificates, 
society  inemberships,  and  testimonial  letters 
presented  by  applicants  from  architects  and 
clients.  There  have  been  cases  where  certifi- 
cates of  registration  of  men  long  since  dead 
have  been  used  as  a  basis  for  reciprocal 
transfer  by  those  fraudulently  posing  as  the 
original  registrants.  For  this  reason,  identi- 
fication photographs  are  now  being  insisted 
upon  by  registration  authorities  in  most  of 
the   states. 

3.  Independent  investigations  must  be 
conducted  largely  by  correspondence,  often 
over  long  distances,  in  a  considerable  num- 
ber of  cases  to  foreign  countries,  thus 
necessarily  consuming  considerable  time. 
The  Council's  experience  in  conducting  these 
independent  investigations,  indicates  that 
the  average  time  is  approximately  six  weeks, 
the  minimum  time  is  never  less  than  four 
weeks,  and  the  maximum  time,  three  to  six 
months,  particularly  in  the  case  of  foreign 
correspondence  and  where  inaccurate  ad- 
dresses are  given  and  in  the  case  of  absent 
correspondents   delaying   replies   to   inquiries. 

4.  The  evil  consequences  incident  to  the 
long  time  required  for  investigations  can  be 
eliminated  if  architects  will  file  applications 
with  the  Council  for  investigations  of  their 
record  before  they  desire  transfer  to  any 
state,  have  the  investigation  completed  and 
placed  on  file  with  the  Council,  then  if  they 
suddenly  wish  transfer  to  a  certain  state 
the  Council  is  in  a  position  to  immediately 
send  a  certified  copy  of  an  independent  in- 
vestigation of  their  record  to  the  Examining 
authorities  of  the  state  where  they  desire 
transfer.  This  record  will  be  in  such  shape 
that  it  may  be  passed  from  member  to  mem- 
ber of  the  local  Examining  Committee  by 
means  of  registered  mail,  so  that  their  de- 
cision may  be  secured  by  letter-ballot,  thus 
avoiding  the  great  loss  of  time  incident  to 
waiting  for  a  stated  meeting  of  an  Examin- 
ing Board.  In  this  way,  transfer  has  often 
been  effected  in  time  not  to  exceed  two  or 
three  weeks.  Wise  men  engaged  in  inter- 
state business  are  taking  this  precaution 
and  finding  it  advantageous.  It  should  be 
universal    practice. 

Xn.     Remittances. 

The  l)est  method  of  making  remittances  to 
Slate  Examining  autliorities  is  by  means  of 
the  certified  personal  check  of  the  applicant, 
adding  the  small  exchange  where  this  is  re- 
•  luircd  to  the  amount  of  the  check:  noting 
on  the  lower  left-liand  corner  of  the  check 
the  purpose  for  wliich  this  check  is  issued. 
This  is  a  very  mucli  more  satisfactory  meth- 
od of  remittance  than  V)y  use  of  bank  draft, 
money  order  or  postal  order,  as  if  certified, 
it  is  eqiuilly  as  safe  to  the  state  authorities 
rtH-eiving  same  as  the  bank  draft. 

It  is  no  more  expensive  than  the  bank 
draft  or  postal  money  order,  requires  no 
longer  time  to  secure  same:  presents  con- 
crete and  exact  evidiMiee  of  i^ayment,  and  the 
piMpf)se  for  which  i)ayment  is  made.  The 
applicant  may  then  know  by  his  returned 
cheek  when  his  remittance  has  been  cashed 
by   the  state  to  whiqh  it  has  been  sent. 
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STATES  REQUIRING  ARCHITECTURAL  REGISTRATION 


Information  as  to  registration  laws  now  in 
force  in  the  following  states  may  be  obtained 
as   follows 

California — State  Board  of  Architecture, 
Phelan  Bldg.,  San  Francisco.  Colorado — 
State  Board  of  Examiners  of  Architects, 
Denver.  Florida — State  Board  of  Architec- 
ture, 135  East  Bay  Street,  Jacksonville. 
G-eorg-ia — State  Board  for  Registration  of 
Architects,  Atlanta.  Idaho — Department  of 
Law  Enforcement,  Boise.  Illinois — Depart- 
ment of  Education  and  Registration,  Spring- 
field. Iiouisiana — State  Board  of  Architectural 
Examiners.  New  Orleans.  Michig'an — State 
Board  for  Registration  of  Arcliitects,  Detroit. 
liainnesota — State  Board  of  Examiners,  S04 
Pliocnix  Bldg.,  Minneapolis.  Montana — Board 
of  Architectural  Examiners,  Helena.  New 
Jersey — State  Board  of  Architects,  665  Broad 
Street.  Newark.     New  York — State  Board  for 


Registration  of  Architects,  Albany.  North 
Carolina — State  Board  of  Architectural  Ex- 
amination and  Registration,  Greensboro. 
North  Dakota — State  Board  of  Architecture, 
Bismarck.  Oreg°on — State  Board  of  Architec- 
tural Examiners,  Portland.  Pennsylvania — 
State  Board  of  Examiners  of  Architects,  Har- 
risburg.  South  Carolina — State  Board  of  Archi- 
tectural E.Kamineis.  Columbia.  Tennessee — 
State  Board  of  Architectural  and  Engineering 
Examiners,  Nashville.  Utah — State  Board  of 
Architecture,  Salt  Lake  City.  Virg'inia — 
State  Board  for  the  Examination  and  Certi- 
fication of  Architects,  Professional  Engineers 
and  Land  Surveyors,  Richmond.  Washingrton 
—State  Board  for  Registration  of  Arcliitect.s, 
Olympia.  "West  Virginia — State  Board  of 
Examiners  and  Registration  of  Architects, 
Odd  Fellows  Bldg.,  Charleston.  Wisconsin — 
Board  of  Examiners  of  Architects,  Madison. 
Such  laws  are  pending  in  Indiana,  Iowa  and 
Kansas. 


REGISTRATION  OF  ARCHITECTS 

STATE  OF  ILLINOIS 


RUIZES   AND    REGUIiATIONS 

General  Statement 

The  Fifty-first  General  Assembly  revised 
the  law  in  relation  to  the  regulation  of  the 
practice   of  architecture   as  a  profession. 

It  is  unlawful  for  any  person  to  practice 
architecture  or  advertise  or  put  out  any  sign 
or  card  or  other  device  which  might  indi- 
cate to  the  public  that  he  or  she  Is  entitled 
to  practice  as  an  architect,  wthout  a  certifi- 
cate of  registration  as  a  registered  architect 
duly  issued  by  the  Department  of  Registra- 
tion and  Education. 

Any  one,  or  any  combination  of  the  follow- 
ing practices  constitutes  the  practice  of 
architecture,  namely:  The  planning  or  super- 
vision of  the  erection,  enlargement  or  altera- 
tion of  any  building  or  buildings  or  of  any 
parts  thereof,  to  be  constructed  for  others. 
A  building  is  any  structure  consisting  of 
foundations,  floors,  walls,  columns,  girders, 
beams  and  roof,  or  a  combination  of  any 
number  of  these  parts,  with  or  witliout  otlier 
parts. 

The  professional  features  of  the  law  are 
administered  by  a  professional  committee  of 
architects,  consisting  of  five  persons,  ap- 
pointed from  time  to  time  by  the  Director  of 
Registration  and  Education.  The  adminis- 
trative provisions  of  the  law  are  exercised 
by  the  Department  of  Registration  and  Edu- 
cation. The  powers  and  duties  of  the  profes- 
sional committee  are  as  follows: 

I.  To  conduct  examinations  to  ascertain 
the  qualifications  and  fitness  of  applicants 
for  registration,  and  jiass  upon  tlic  qualifica- 
tions of  applicants  for  reciprocal  registra- 
tion. 


2.  To  prescribe  rules  and  regulations  for 
conducting  examinations. 

3.  To  decide  the  schools  of  architecture 
from  which  graduation  will  be  accepted  as 
the  equivalent  of  two  years  of  the  prescribed 
office   experience. 

4.  To  conduct  hearings  on  proceedings  to 
revoke  certificates  of  registration. 

Applications 

A  person  is  qualified  to  receive  a  certifi- 
cate of  registration  as  a  registered  archi- 
tect: 

(a)  Who  is  at  least  twenty-one  years  of 
age. 

(b)  Who  has  graduated  from  a  high 
school  or  secondary  school  approved  by  the 
Department,  or  has  completed  an  equivalent 
course  of  study  as  determined  by  an  exam- 
ination conducted  by  the  Department,  and 
has  subsequently  thereto  completed  such 
courses  in  mathematics,  history  and  language 
as  may  be  prescribed  by   the   Department. 

(c)  Who  has  had  at  least  three  years' 
experience  in  the  office  or  offices  of  a  rep- 
utable architect  or  architects.  A  certificate 
of  graduation  from  an  approved  school  of 
architecture  will  be  accept«d  as  the  equiva- 
lent of  two  years  of  the  prescribed  office  ex- 
perience;  and 

(d)  Who  has  passed  an  examination  con- 
ducted by  the  Department  to  determine  his 
fitness  to  receive  a  certificate  of  registration 
as  a  registered  architect. 

Examinations 

Examinations  of  applicants  for  certificates 
of  registration  as  registered  architects  are 
held  at  such  times  and  places  as  the  Depart- 
ment of  Registration  and  Education  may  de- 
termine, and  embrace  the  following  subjects: 
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1.  The  planning,  designing  and  construc- 
tion of  buildings. 

2.  The   strength   of  building   materials. 

3.  The  principles  of  sanitation  and  venti- 
lation as  applied  to  buildings. 

4.  The  ability  of  the  applicant  to  make 
practical  application  of  his  knowledge  in  the 
ordinary  professional  work  of  an  architect 
and  in  the  duties  of  a  supervisor  of  mechan- 
ical work  on  buildings. 

The  Department  of  Registration  and  Edu- 
cation may,  by  rule,  prescribe  additional  sub- 
jects for  examination. 

All  examinations  are  conducted  in  tlie  Eng- 
lish language  without  the  use  of  an  inter- 
preter, and  are  divided  into  six  sections, 
A,  B,  C,  D,  E  and  F. 

Examination  A — The  Science  of  Planning- 
and  the  Art  of  Designing'  Buildings.  This 
examination  is  held  the  first  day  with  a  time 
allowance  of  eight  hours  continuous  session, 
consisting: 

First — Of  a  test  in  tlie  science  of  plan- 
ning, particularly  with  reference  to  prac- 
tical, logical  and  economical  arrangement; 
the  securing  of  comfort  and  the  safeguard- 
ing of  life  and  health  of  the  proposed  occu- 
pants of  the  building.      (Grade  value   100.) 

Second — Of  a  test  in  the  art  of  designing, 
particularly  with  reference  to  orderly  and 
consistent  expression  of  purpose,  logical 
meeting  of  conditions  and  pleasing  harmo- 
nious presentation.  It  is  not  a  test  in  a 
knowledge  of  historical  styles.  The  grades 
will  be  based  solely  on  the  degree  of  perfec- 
tion in  meeting  the  before  mentioned  ele- 
mental requirements  of  good  design.  (Grade 
value  100.) 

The  test  under  "A"  problem  requires  plans, 
elevations,  sections  and  some  detail  drawings 
for  a  building  the  nature  of  which  will  be  set 
forth  in  a  program  sucli  as  a  well  informed 
owner  might  be  expected  to  give  to  an  ar- 
chitect. 

Time — 8:30  A.  M.  to  4:30  P.  M.  en  loge. 
No   reference  books   will   be   permitted. 

Examination  B — Graphic  Statics  and  Truss 
Design.  Tliis  examination  i.s  lield  tlie  morn- 
ing of  tlie  second  day  with  a  time  allow- 
ance of  two  and  one-half  hours  continuous 
session.  It  consists  of  a  test  in  the  science 
of  graphic  statics  as  applied  to  a  truss  prob- 
lem, assuming  tliat  tlie  preliminary  designs 
of  a  building  are  complete,  loads  determined 
and  diagram  of  truss  settled  upon.  The 
candidate  is  required  to  determine  the  maxi- 
mum stress  in  each  member  and  its  section, 
and  to  detail  one  or  more  designated  joints. 
(Grade  value   100.) 

Time— 8:30  A.  M.  to   11:00  A.   M. 

Free   use   of  reference   books    is   permitted. 

Examination  C — General  Details.  Tliis  ex- 
amination is  held  the  morning  ol"  tlie  sec- 
ond day  with  a  time  allowance  of  one  and 
one-half  hours,  consisting  of  a  test  in  the 
knowledge   of  principles   general   detailing  as 


shown  by  scale  and  full  size  details  of  such 
parts  of  buildings  as  are  encountered  in  the 
usual  practice  of  an  architect.  (Grade  value 
100.)  One-half  of  the  grade  will  be  based 
on  Examination  C  and  the  other  half  on  the 
knowledge  of  detailing  indicated  by  the  other 
examinations. 

Time — 11:00  A.   M.  to   12:30   P.   M. 

No  reference  books  or  plates  may  be  used. 

Examination  D — Specifications,  Practice 
and  Precedent.  This  examination  is  held 
the  afternoon  of  the  second  day  with  a  time 
allowance  of  three  and  one-half  hours  con- 
tinuous session,  consisting: 

First — Of  a  test  in  the  knowledge  of  speci- 
fication writing,  knowledge  of  the  essence  of 
the  contract  and  of  general  architectural 
practice,  as  it  pertains  to  relationship  be- 
tween the  public,  the  owner,  the  contractor 
and  the  architect.      (Grade  value  80.) 

Second — Of  a  test  of  general  knowledge 
of  the  history  of  architecture  and  its  place 
in  social  economy.      (Grade  value  20.) 

Time — 1:30   P.   M.    to   5:00  P.   M. 

No  reference   books  may  be   used. 

Examination  E — Mechanics  of  Materials. 
This  examination  is  held  the  morning  of  the 
third  day,  with  a  time  allowance  of  four 
liours  continuous  session,  consisting  of  a  test 
in  the  sciene  of  determining  tlie  strength  of 
materials  and  the  applicant's  knowledge  of 
applied  mechanics.  The  test  requires  the  ap- 
plicant to  design  the  various  parts  of  a  struc- 
ture and  show  ability  to  deterinine  the  safe, 
practical  woriving  sizes  and  shapes  of  foot- 
ings, piers,  columns,  beams,  girders  and  floors. 
Sketches  will  be  furnished  the  applicant 
showing  conditions  and  loading.  (Grade 
value   100.) 

Time— 8:30  A.  M.  to  12:30  P.  M. 

Free    use    of   reference   books   is    permitted. 

Examination  P — Reinforced  Concrete  De- 
sign. This  examination  is  lield  tlie  afternoon 
of  the  third  day,  with  a  time  allowance  of 
three  and  one-half  hours'  continuous  session, 
consisting  of  a  test  in  the  science  of  com- 
puting stresses  in  reinforced  concrete  struc- 
tures and  involving  exercises  to  show  the  ap- 
plicant's knowledge  of  the  correct  design 
and  detailing  of  reinforced  concrete  struc- 
tural parts,  such  as  footings,  columns,  gir- 
ders, beams  and  floor  slabs,  assuming  that 
tlie  preliminary  designs  of  the  building  are 
complete,  loads  determined,  story  heights 
and  column  spacing  fixed.  The  candidate  is 
required  to  compute  stresses  and  detail  parts 
wliich  are  safe,  practical  and  economical  for 
the  purposes  intended.  (Grade  value  100.) 
Time— 1:30  P.  M.  to  5.00  P.  IM. 
Free    use   of   reference   books    is    permitted. 

Grading-   of  Examination   Papers 
Examination   papers  arc  graded  as  follows: 

The  maximum  allowed  on  Examination  A 
is  200;  on  Examinations  B,  C,  D,  E.  and  F'. 
100  each.  The  grade  given  the  applicant  on 
the  whole  examination  is  obtained  by  divid- 
ing the  total  A,  B,  C,  D,  E,  and  F  by  seven. 
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Ai'ni|il;iiu>   view   of   Assembly   I'lnnt   ;ind    Power   House   of   Ford    Motor   Company   at   Ilegewiseh,   111. 

Assembly   Plnnt   ],n63    feet  long  and   502   feet   wide.      Power   House   97.xl00   feet. 

Albert   Kahn,    Inc.,   Architect 


AVERY  BRUNDAGE 

GENERAL  CONTRACTOR 

110  SOUTH  DEARBORN  STREET 
CHICAGO 


Central  7762 
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To  be  successful,  an  applicant  must  make  a 
general  average  of  75  with  no  grade  in  any 
subject  below  60.  If  an  applicant  fails  in 
his  first  examination,  he  will  be  permitted, 
upon  the  payment  of  a  second  examination 
fee,  to  take  a  second  examination  in  those 
subjects  in  which  he  fell  below  75  at  any 
regular  examination  within  eighteen  months 
from  the  date  of  the  first  examination.  If 
the  applicant  fails  in  his  second  examination 
and  desires  to  appear  for  a  third,  it  will  be 
necessary  for  him  to  file  another  examination 
fee   and   be   examined    in   ALL    subjects. 

Reciprocity 

Upon  payment  of  the  required  fee,  an  ap- 
plicant who  is  an  architect,  registered  or 
licensed  under  the  laws  of  another  state  or 
territory  of  the  United  States,  or  of  a  foreign 
country  or  province,  inay.  without  examina- 
tion, be  granted  a  certificate  of  registration 
as  a  registered  architect  by  the  Department 
of  Registration  and  Education  in  its  discre- 
tion   upon    the    following    conditions: 

(a)  That  the  applicant  is  at  least  twenty- 
one  years  of  age,  of  good  moral  character 
and   temperate   habits; 

(b)  That  the  requirements  for  the  regis- 
tration or  licensing  of  architects  in  the  par- 
ticular state,  territory,  country  or  province 
were,  at  the  date  of  the  license,  substan- 
tially equal  to  the  requirements  then  in  force 
in  this  State;  and, 

(c)  That  the  applicant  appears  before  the 
committee  at  one  of  its  regular  meetings 
with   exhibits   of   his   work. 

Annual   Renewal 

Every  registered  architect  who  continues 
in  active  practice,  shall  annually,  on  or  be- 
fore the  first  day  of  July,  renew  his  certifi- 
cate of  registration  and  pay  the  required  re- 
newal fee.  Every  license  or  certificate  of 
registration  which  has  not  been  renewed  dur- 
ing the  month  of  July  in  any  year,  shall  ex- 
pire on  the  first  day  of  August  in  that  year. 
A  registered  architect  whose  certificate  of 
registration  has  expired  may  have  his  certifi- 
cate restored  only  upon  the  payment  of  the 
required  restoration  fee. 

Any  architect  registered  or  licensed  in  this 
State  who  has  retired  from  the  practice  of 
architecture  for  a  period  of  not  more  than 
five  years,  may  have  his  certificate  of  reg- 
istration renewed  at  any  time  within  a  pe- 
riod of  five  years  after  so  retiring,  upon  mak- 
ing application  to  the  Department  for  such 
renewal  and  upon  payment  of  all  lapsed  re- 
newal fees. 

Fees 

The  fee  to  be  paid  by  any  applicant  for 
an  examination  to  determine  his  fitness  to 
receive  a  certificate  of  registration  as  a  reg- 
istered architect  is   ten    ($10.00)   dollars. 

The  fee  to  be  paid  by  any  applicant  for  a 
certificate  of  registration  as  a  registered  ar- 
chitect is  five    ($5.00)    dollars. 

The  fee  to  be  paid  for  the  restoration  of 
an  expired  certificate  of  registration  is  five 
($5.00)  dollars. 

The  fee  to  be  paid  upon  renewal  of  a  cer- 
tificate  of   registration   is   one    ($1.00)    dollar. 

The  fee  to  be  paid  by  an  applicant  for  a 
certificate  of  registration  who  is  an  architect 
registered  or  licensed  under  the  laws  of  an- 
other state  or  territory  of  the  United  States, 
or  of  a  foreign  country  or  province,  is  fifteen 
($15.00)    dollars. 

Seal 

Every  registered  architect  shall  have  a 
seal,  the  impression  of  which  shall  contain 
the  name  of  the  architect  and  the  words 
"Registered  Architect,  State  of  Illinois."  He 
shall  stamp  with  this  seal  all  working  draw- 
ings and  specifications  prepared  by  him  or 
under  his  supervision. 


Instruction  to  Candidates 

All  candidates  must  appear  at  8;00  A.  M. 
on  the  days  set  for  the  examination  at  the 
place  designated  on  their  admission  cards. 
They  must  bring  all  necessary  drawing  in- 
struments, a  36-in.  T-square  triangle,  scales, 
thumb  tacks,  etc.,  for  examinations  A,  B,  and 
C.  For  examinations  D,  E,  and  F,  scales  and 
triangles  alone  will  be  sufficient.  The  use  of 
slide  rules  for  mathematical  calculations  is 
permitted,  but  special  slide  rules  for  con- 
crete and   steel  design   are  not   to   be   used. 

For  the  first  day's  work,  applicants  must 
bring  six  sheets  of  medium  weight  tracing 
paper  20  by  30  inches,  and  one  sheet  of  heavy 
detail  paper  24  by  36  inches.  Candidates 
will  not  be  allowed  to  leave  the  room  on  the 
first  day,  but  may  bring  lunch. 

For  examinations  B  and  C,  applicants  must 
bring  three  sheets   of  heavy  tracing  paper. 

The  paper  for  other  examinations  will  be 
furnished  by  the  Department. 

Penalties 

Each  of  the  following  acts  constitutes  a 
misdemeanor  punishable  upon  conviction  by 
a  fine  of  not  less  than  twenty-five  dollars 
($25.00)  nor  more  than  two  hundred  dollars 
($200.00)    for   each    offense: 

(a)  The  practice  of  architecture  by  any 
person  or  the  advertising  or  putting  out  of 
any  sign  or  card  or  other  device  which  might 
indicate  to  the  public  that  he  or  she  is  en- 
titled to  practice  as  an  architect,  without  a 
certificate  of  registration  as  a  registered  ar- 
chitect issued  by  the  Departinent  of  Regis- 
tration  and   Education. 

(b)  The  making  of  any  wilfully  false  oath 
or  affirmation  in  any  matter  or  proceedings 
where  an  oath  or  affirmation  is  required  b\- 
this  Act. 

(c)  The  affixing  of  a  registered  architect's 
seal  to  any  plans,  specifications  or  drawings, 
which  have  not  been  prepared  by  him  or  un- 
der  his    immediate    personal   supervision. 

(d)  Neglect    or    failure    of    the    holder    r 
a   certificate   of   registration    to   display    it    ' 
a    conspicuous    place    in    his    principal    office, 
place  of  business,  or  place  of  employment. 

(e)  Neglect  or  failure  of  a  holder  of  a 
certificate  of  registration  to  stamp  with  h'' 
seal  all  working  drawings  and  specifications 
prepared    by    him    or    under    his    supervision. 

All  fines  and  penalties  shall  inure  to  the 
Department    of    Registration    and    Education. 

Suspensions — Revocations 

The  Department  of  Registration  and  Edu- 
cation may  refuse  to  renew,  or  inay  suspend, 
or  may  revoke,  any  certificate  of  registration 
for  any  one  or  any  combination  of  the  follow- 
ing cases: 

(a)  Gross  incompetency. 

(b)  Recklessness  in  the  construction  of 
buildings  or  their  appurtenances. 

(c)  Dishonest    practice. 

(d)  When  the  architect  has  been  twice 
convicted  for  a  violation  of  any  of  the  pro- 
visions of  this  Act. 

(e)  A  person  who  has  by  false  or  fraudu- 
lent representation  obtained  or  sought  to  ob- 
tain a  certificate  of  registration  as  an  archi- 
tect. 

All  correspondence  in  regard  to  applica- 
tions, examinations,  etc.,  should  be  addressed 
t.)  the  Department  of  Registration  and  Edu- 
cation,   Springfield,    Illinois. 

Published  by  order  of 
DEPARTMENT    OP    REGISTRATION    AND 
EDUCATION: 

ADDISON   M.    SHELTON, 

Director. 
V.  C.  MICHAEL, 
Superintendent  of   Registration. 
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H.  B.  BARNARD 


BUILDER 


I40  South   Dearborn   Street 
CHICAGO 
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WAGES  IN  BUILDING  TRADES 

The  Citizens'  Committee  to  JOiifuiee  the  Landis  Award  are  advised  tliat  tlic  loUowiiig 
are   the  scales   which   will   prevail    in   ChicaKo   effecti\'e   July    1,    1924: 

Trade  Adopted  Wage 

Architectural  and   Ornamental  Iron  "Workers $1.25 

Asbestos  "Workers    1.25 

Boilermakers   1.25 

Bricklayers 1.50 

Bricklayers,    Fireproof  ers 1.52 14 

*Caissou  Men  (Windlass  Nigrfferhead) 95 

*Caisson  Men  (Dig'g'ers) 1.10 

*Carpenters      1.15 

*Cement   Finishers    1.10 

*Cement  Workers  (Iiahorers  Iiocal  No.  76) 88% 

Composition  Floor  Finishers 1.25 

Composition   Floor  Iiaborers ^ 88% 

Comp.  Roofers  Teamsters,  per  week 34.00 

Comp.  Roofers  Chauffeurs,  per  week 36.00 

Electrical    Workers 1.37 V^ 

Elevator  Constructors    1.25 

Elevator  Constructors  Helpers 85 

*Pixture   Hangers    1.15 

*G-as   Fitters    1.15 

*Glaziers     1.15 

'"Hoisting-  Engineers,  Cable 1.25 

*Hoisting  Engineers,  Others 1.00 

*laborers,  Common 82*4 

*Laborers,   Plasterers    88% 

*Iiathers   1.12^^ 

Machinery  Movers  and  Riggers 1.15 

Marble  Rubbers  and  Polishers .75 

Marble   Setters    1.25 

Marble  Setters  Helpers 87*^ 

Mosaic  and  Tile  Setters 1.30 

Mosaic  and  Tile  Setters  Helpers 87^4 

*Fainters 95  up  to  1.25 

Plasterers 1.50 

*PIumbers     1.25 

*Roofers,  Composition    1.10 

*Roofers,  Slate 1.15 

*Sheet  Metal  Workers 1.15 

*Sheet  Metal  Ventilating 1.15 

♦Sprinkler    Fitters 1.25 

♦Sprinkler   Fitters    Helpers 85 

Steamfitters     1.37Vi 

Stone  Carvers    1.37^ 

Stone  Cutters    1.25 

Stone   Derrickmen    1.02^ 

Stone  Planermen    1.05 

Structural  Iron  Workers 1.25 

Structural  Iron  Rodmen 1.25 

*Terrazzo  Workers    1.10 

*Terrazzo   Workers   Assistants 97^4 

♦Terrazzo  Workers  Helpers 85 

Tuck    Pointers 1.25 


(Trades  with   this  mark   (*)    shown  are  on    the  open-shop  basis.) 
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WELLS  BROTHERS 

CONSTRUCTION  CO. 

BUILDERS 


Completed  in  record  time  the  great  wholesale  market 
building  for  the  furniture  manufacturers  of  America 


i'i  |.  .- 


I    '     nil'' 


c^^I^'i. 


American  Furniture  Mart  Building 

666  Lake  Shore  Drive,  Chicago 

is  the  world's  greatest  concrete  structure 

1 6  stories — 1,500,000  square  feet  of 

floor — 20,000,000  cubic  feet 


Henry  Raeder     -     -     -     Architect 

Geo.  C.  Nimmons  &  Co.   /  Associate 
N.  Max  Dunning  ^Architects 


Wells  Brothers  Construction  Co.,  Builders 

914  Monadnock  Block,  Chicago 

Phone  Harrison  4841 
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CITY  HALL  AND  COUNTY  BUILDING  INFORMATION 

AND  GUIDE. 


TAXES:     Wlien  and  Where  to  Fay. 

a'EXTEB.Ji.It  TAXES:     State,  County  and  City. 

Annually  at  County  Treasurer's  Office, 
County  Building,  1st  floor,  north  end. 
Must  be  paid  before  May  1  of  each  year. 
Failure  to  pay  before  May  1  means  a 
penalty  of  one  (1%)  per  cent  per  month 
until  sold.  (Then  heavier  penalty;  and 
trouble.) 

SFECIAI.    ASSESSMEITTS:     (Street    Paving-, 
Water  Pipes,  etc.) 

Payable  before  July  1  at  City  Collector's 
Office,    City    Hall,    first    floor,    south    end. 

Payable  on  and  after  August  1  at  County 
Treasurer's  OflSce,  County  Building,  first 
floor,    north   end. 

WATEB    TAX: 

At  Bureau  of  Water,  City  Hall,  1st  floor, 
north  end. 

SOG-   TAX; 

City   Clerk,    1st    floor,    south   end. 

BUSINESS   I^ICENSES: 

City  Collector's  Office,   1st  floor,   south   end. 

OFPICES — CIT-r    HAI.Ii. 

Ambulance    Seivice,    Bureau    of,    vault    floor, 

south    end. 
Appeals,    Board   of    (Zoning),    6th   floor,    north 

end. 
Architect,    City,    10th    floor,    south    end. 
Billiard    and    Athletic    Commis.sion,    l.st    floor, 

south   end. 
Board    of    Election    Commissioners,    3rd    floor, 

south   end. 
Board   of   Examiners: 

Motor  Vehicle  Operators,  180  N.  LaSalle  St. 
Moving  Picture   Operators,    6th   floor,   soutn 

end. 
Plumbers,   10th  floor,   south  end. 
Stationary  Engineers,   10th  floor,  south  end. 
Board   of   Inspectors    of   Public    Vehicles,    3rd 

floor,  180  N.  LaSalle  St. 
Board    of    Local    Improvements: 

General  Offices,    2nd  floor,   south   end. 
Public  Hearing  Room,   2nd  floor,   north   end. 
Law    Department,    2nd   floor,    south    end. 
Boiler  Inspection,   601  City  Hall. 
Buildings,     Department    of,     7th     floor,     north 

end. 
Bridge   Division,   4th   floor,   north   end. 
Business   Agent,   vault   floor,    north    end. 
City  Attorney,    6th    floor,    north    end. 
City  Clerk,    1st   floor,   south   end. 
City  Collector,    1st   floor,   south   end. 
City  Comptroller    (5th    floor,    north    end): 
General  Office. 
Auditor. 
Paymaster. 
Real  Estate  Agent. 

City  Council: 

Council    Chamber,    2nd   floor,    north    end. 
General  Committee  Rooms,  2nd  floor,  north 

end. 
Committee  on  Finance,  3rd  floor,  north  end. 
Committee  on  Local      Transportation,      2nd 
floor,    north   end. 
City  Electrician,    6th   floor,  south   end. 
City  Forester,   10th  floor,  north  end. 

City  Hall: 

Engineer,   basement,   south   end. 

Chief    Janitor,    basement. 
City  Sealer,  608  City  Hall,  south  end. 
City  Treasurer,   2nd  floor,  center. 


Civil   Service   Commission: 

General   Offices,    6th   floor,   south  end. 
Examining   Room,    10th   floor,   center. 

Compensation,    Dept.    of,     vault    floor,    south 
end. 

Corporation   Counsel,   5th  floor,   south   end. 

Dog   Pound,    W.    29th    St.    and   S.    Sacramento 
Ave. 

Education,  Board  of,  646  So.  Clark  St. 
Engineering,   Bureau  of    (City  Engineer),    4th 
floor,    north   end. 

Election    Commissioners,    Board   of,    3rd   floor, 
center. 

Electricity,    Department    of,    6th    floor,    gouth 
end. 

Electrical    Supervisor.    R.    613.    south    end. 
Fire   Department: 

Fire   Marshal,   1st  floor,   noith   end. 
Fire  Alarm  Telegraph.   6th  floor,  center. 
Firemen's      Pension      Fund,      Secretary      of 
Board     of     Trustees      (City     Clerk),     1st 
floor,    south    end. 

Department  Attorney,    1st  floor,   south   end. 

Fire  Prevention  &  Public   Safety,   Bureau   of, 
1st   floor,   south   end. 

Gas  &  Electricity,  Dept.   of,  R.   614,   center. 

Gas,    Oil    &    Electric    Light,    Committee    on. 
2nd    floor,    north    end. 

Gas  Supervisor,   6th  floor,   south   end. 
Harbor  Board,   R.    406,   south   end. 
Harbor   Division,    4th    floor,    north    end. 
Health.  Department  of,  7th  floor. 

Commissioner    of    Health. 

Bureau   of  Food    Inspection. 

Bureau   of  Sanitary    Inspection. 

Bureau  of  Contagious  Diseases. 

Bureau   of  Vital   Statistics. 
High    Cost    of    Living    Commission,    R.    1003, 

north    end. 
House    of    Correction.     W.     26th     St.     and     S. 

California    Ave. 
Laboratory,  Health  Department,  R.  713,  south 
end. 

Law,   Department  of: 

Corporation    Counsel.    5th    floor,    south    end. 
City   Attorney.    6th    floor,    north    end. 
Prosecuting  Attorney.   6th  floor,   north  end. 
Special     Assessment     Attorney,     2nd     floor, 
south    end. 
Library,    Chicago    Public.    N.    Michigan    Ave. 

and    E.    "Washington    St. 
Library.      Municipal     Reference,      10th     floor, 

north   end. 
Local      Transportation,     Committee     on.     2nd 

floor,    north    end. 
Maps  and    Plats,    Bureau   of,    4th   floor,    south 

end. 
Mason    Contractors.    Board    of    Examiners    of, 

R.    1008.    south    end. 
Mayor's   Office,   5th    floor,    center. 
Mayor's  Safety  Coininis.'^ion.    HKli   lloor,   iKirtl) 

end. 
Morals  Commission,   R.    710,   south   end. 
Motor    Vehicle    Operators,     Board    of    Exam- 
iners,  180  N.  La  Salle  St. 
Moving  Picture  Censors,  10th  floor,  north  end. 
Moving    Picture    Operators,    Board    of    Exam- 
iners,   6th   floor,    south   end. 
Municipal    Court: 

Chief  Justice.   9th   floor,  south   end. 

Bailiff,    8th    floor,    north    en;?. 

Clerk,    8th   floor,    south    end. 

Court   Rooms,    Sth.    9th   and    11th    floors. 
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ORTHOPEDIC  BUJLDIN'G,   CENTRAL   GTtOrP    HOSPITALS,   CHICAGO 

State   of   Illinois,    Owner.  Edgar    Martin,    Supervising    Architeel. 

Richard   E.   Schmidt,   Garden  v^-   Martin,   Ass(jc.    Architects. 


C.  A.  Moses  Construction  Co. 


GENERAL  CONTRACTORS 


Phone:  Main  3316 


1304  Chamber  of  Commerce  Building 


CHICAGO 
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Municipal  Lodging  House,  162  N.  Union  Ave. 
Municipal  Pension  Fund,  160  N.  La  Salle  St. 
Muricipal  Pier,  foot  of  East  Grand  Ave. 

Municipal  Reference  Library,  10th  floor, 
north   end. 

Oils,    Inspector  of,    10th   floor,  south   end. 
Parks.   Playgrounds   &   Bathing   Beaches,    Bu- 
reau  of,   10th   floor,    north   end. 
Physician,  City,   120   No.   Hamlin  Ave. 
Plan  Commission,  Chicago,  160  N.  La  Salle  St. 
Police   Department: 

General     Superintendent,     5th     floor,     north 
end. 

Assistant  General  Superintendent,  3rd  floor, 
north    end. 

Police  Pension  Fund,  10th  floor,  north  end. 

Plumbers,  Board  of  Examiners  of,  10th  floor, 
south    end. 

Prosecuting    Attorney,    6th    floor,    north    end. 

Public    Service,    Dept.    of,    R.    613,   south    end. 

Public  Welfare,  Dept  of,  139  N.  Clark  St. 

Public    Works: 

Commissioner,    4th    floor,    center. 

Bureau    of    Engineering,     4th    floor,     north 
end. 

Bridge  Division,    4th    floor,   north   end. 

Harbor   Division,    4th   floor,    north   end. 

Bureau  of  Maps  and  Plats,   4th  floor,  soutli 
end. 

Bureau   of  Sewers,   4th   floor,  south  end. 
Bureau   of  Streets,   4th   floor,    south    end. 
Bureau  of  Water,    1st    floor,    north    end. 
Water    Pipe    Extension    Division,    4th    floor, 
north    end. 

Railway  Terminal  Commission,  140  N.  Dear- 
born St. 

Sanitary  Inspection,  Bureau  of,  7tli  floor, 
north   end. 

Schools,  Supt.  of,   646  S.  Clark  St. 

Sewers,    Bureau    of,    4th    floor,    south    end. 

Smoke  Inspection,  Bureau  of,  R.  704,  7th 
floor. 

Special  Assessments  (Board  of  Local  Im- 
provements),  2nd   floor,   south   end. 

Special   Assessments    (Law  Department),   2nd 

floor,    south   end. 
Stationary    Engineers,     Board    of    Examiners 

of,    lOth   floor,   south   end. 

Statistics,  Bureau  of,  10th  floor,  north  end. 
Steam  Boilers  and  Steam  Plants,  Department 

of  Inspection  of,   6th  floor,   north  end. 
Streets,   Bureau  of,   4th  floor,  south  end. 

Supervising  Engineers,  Board  of,  105  S.  La 
Salle    St. 

Supplies,  Department  of  (Business  Agent), 
vault    floor,    north    end. 

Telephone   Supervisor,    R.    61",    south    end. 

Transportation  Supervisor,  R.   613,  south  end. 

Treasurer,  City,   2nd  floor,  center. 

Tuberculosis  Sanitarium,  Municipal,  952  N. 
Michigan  Ave. 

Vehicles,  Board  of  Inspectors  of,  180  N.  La 
Salle   St.,    3rd   floor. 

Waste  Disposal,  Bureau  of,  W.  Pershing  Rd. 
and   Iron  St. 

Water,  Bureau  of,   1st  floor,  north   end. 

Water  Pipe  Extension  Division,  4th  floor, 
north  end. 

Weights  and  Measures,  Department  of,  6th 
floor,    south   end. 


OFFICES— COUNTT    BUII.DINO. 
APPEI.I.ATI;    COURT,    CI^EBK    OP: 

R.    1400   iMichigan   Blvd.   Bldg. 

BOASD    OF    ASSESSORS: 

Members   of   the   Board: 

Charles    Ringer. 
Wm.    H.    Weber, 
Adam    Wolf, 
Charles    Krutckoff. 
M.  K.  Sheridan, 

CMef    Clerk: 

Paul   H.   Wiedel, 
R.    312,    3rd    floor. 

BOARD    OF    REVIE-W: 

Members   of   Board: 
Edward  R.  Litsinger, 
P.    A.   Nash, 
Charles    V.    Barrett. 

Chief  Clerk: 

Stephen    D.    Griflln. 
R.    337,    3rd    floor: 

CIRCUIT    COURT: 

Clerk: 

August    W.    Miller. 
R.    412,    4th    floor, 

Judg-es : 

Hon.  Victor  P.   Arnold, 
Hon.  John  R.  Caverly, 
Hon.   David    M.    Brothers. 
Hon.   Harry    M.    Fisher, 
Hon.   Hugo   M.   Friend, 
Hon.   Frank    Johnston,    Jr.. 
Hon.   George   Kersten, 
Hon.   Thomas    J.    Lynch, 
Hon.   David    F.    Matchett, 
Hon.   George   Fred   Rush. 
Hon.   Ira  Ryner. 
Hon.  Kickham     Scanlan, 
Hon.   Philip  L.  Sullivan, 
Hon.   John  A.  Swanson, 
Hon.   Thomas   Taylor.    Jr., 
Hon.   Charles  M.   Thomson, 
Hon.   Oscar    M.    Torrison, 
Hon.   Francis    S.    Wilson, 

CIVIL    SERVICE    COMMISSION: 

Jas.    C.    Denvir. 
David  W.  Clark. 
Preston   F.  Gass,   Secretary. 
R.   547,   5th   floor. 

CI.ERK,  couimr: 

Hohcrt    M.    Sweitzer. 
R.    L':!.'!,    2iid    ti<inr. 

COMPTROIiIiER,    DEPUTY    COUNTY: 

William    J.    Graham. 
R.   511,   5th   floor. 

CORONER: 

Oscar   .M.   Wolff. 
K.    .'.00.    .-,tli   floor. 

COUNTY  AGENT: 

Anna   L.    Smith 
1906   W.   Polk   St. 

COUNTY    CIiERK : 

Robert    M.    Sweitzer. 
R.    233.    2nd    floor. 
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Illinois  Merchants  Bank  Building-.         Graham,  Anderson,  Probst  &  White,  Architects. 

HENRY  ERICSSON  COMPANY 

CONTRACTORS 

139  North  Clark  Street  jTV^  CHICAGO,  ILL. 
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COUNT'S'    COMMISSIONSRS,    BOASS    OF: 

Anton  J.  Cermai,  President. 
Commissioners,   City   Districts: 

Charles    N.    Goodiiow, 
Frank    J.    Wilson, 
Emmett    Whealan, 
Joseph    M.    Fitzgerald. 
Anton  J.   Cermak, 
Maurice    Kavanagh, 
Thos.  Murray. 
Mrs.    E.    W.    Bemis 
Charles  S.   Peterson. 

Country    Districts: 

William    Busse. 
Frederick  W.   Penfield, 
Dudley    D.    Pierson, 
George   A.    Miller, 
William    H.    McLean. 

Committee    Clerk: 

Bart   Collins. 
R.   507. 


REGISTRAR     or     TITI.ES     (Torrens     Sys- 
tem) : 

REVIE'W,    BOARD    OF: 

R.    337,   3rd  floor. 

SHERIFF : 

Peter  M.   Hoffman, 
R.   423,    4th   floor. 

SOCIAI.    SERVICE,    BUREAU    OF: 

INliss  Katherine  Meade,  Superintendent. 
R.    1130,    11th    floor. 

STATE'S     ATTORNEY: 

Robert   E.    Crowe. 

Austin   and  Dearborn   Aves. 

SUPERIOR  COURT: 


COUNTY  COURT: 

Edmund  K.  Jarecki,   Judge. 
R.    602,    6th   floor. 
Robert    M.    Sweitzer,   Clerk. 
R.    600,    6th   floor. 

COUNTY     HOSPITAL : 

Michael    Zimmer.    Warden. 
Harrison  and  Wood   Sts. 

COUNTY    SUPERINTENDENT     OF 
SCHOOI.S: 

Edward    J.    Tobin. 
R.   1122,    11th   floor. 

COUNTY    TREASURER: 

F'atrick  J.  Carr. 

Office.    R.    212,    2nd    floor. 

General   Office,    1st   floor,    north   end. 

CUSTODIAN,     COUNTY     BUILDING: 

Otto   Rexes. 

R.    1026,    10th    floor. 

FOREST    PRESERVE    COMMISSIONERS, 
BOARD    OF: 

R.    547.    5th    floor. 

HIGHWAYS,    SUPERINTENDENT    OF: 

Geo.  A.  Quinlan, 
R.  1126.   11th  floor. 

JURY    COMMISSIONERS: 

Joseph    H.    Barnett. 
I^ogan  D.  Wallace, 
B.    J.    Mullaney 
Martin    Peterson.    Clerk 
R.   824,    8th   floor. 

JUVENTIiE    COURT: 

Hon.   "S'ictor  P.   Arnold,  Judge. 
RonsfVclt   lid.   and   Ogden  Ave. 

MORGUE,     COUNTY: 

Harrison    and    Wdod    Sts. 

OAK   FOREST   INFIRMARY: 

Frank  Vcnccek,   .Superintendent. 
Oak    Forost,    Illinois. 


Judgres 

Hon. 
Hon. 
Hon. 
Hon. 
Hon. 
Hon. 
Hon. 
Hon. 
Hon. 
Hon. 
Hon. 
Hon. 
Hon. 
Hon. 
Hon. 
Hon. 
Hon. 
Hon 

Clerk: 

Samuel  E.   Erickson. 
R.    437,    4th    floor. 


SUPERINTENDENT   OF  PUBLIC   SERVICE: 

Henry  A.  Zender, 
R.   519,  5th  floor. 


Albert    C.    Barnes, 
Walter  P.  Steffen, 
Timothy  D.  Hurley, 
Joseph   B.    David, 
Joseph   H.    Fitch, 
Charles    M.    Foell, 
Martin    B.    Gridley, 
Harry  A.  Lewis, 
Jacob    H.    Hopkins, 
Oscar  Hebel, 
Joseph    Sabath, 
Marcus    A.    Kavanagh, 
M.   L.   McKlnley, 
Hugo    Pam, 
Dennis  E.   Sullivan, 
John    J.    Sullivan, 
William    H.    McSurely, 
Jolm    M.    O'Connor. 


SURVEYOR: 

Ben  H.   Suhr. 

R.  726,  7th  floor. 


TAX    EXTENSION    DEPARTMENT: 

Joseph  Ziemba,  Chief. 
R.    217,    2nd    floor. 


TORRENS    SYSTEM: 

Joseph    F.    Haas,    Registrar. 
1st  floor,   south   end. 


PROBATE    COURT: 

Hon.   Henrv   Horner,   Judge. 

R.    643.    "eth    floor. 
John    F.    Devine.    Clerk. 

R.     623,     6th    floor. 

RECORDER  OF  DEEDS: 

Joseph     F.    Haas. 
1st  floor,   south   end 


COUNTY    ARCHITECT: 

Erlck   E.    Hall. 

123   W.  Madison  St. 

CLERK    OF    CRIMINAL    COURT: 

John  H.  Passmore, 

Austin    and   Dearborn    Aves. 
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STADIUM,  GRAXT  PARK,  CHICAGO.  ILL. 


BUDOLPH  S.  BLO.ME 


WILLIAM  J.  .SINEK 


Blome-Sinek  Company 


(A    CO-PARTNERSHIP) 


Building  Construction 


139    NORTH   CLARK   STREET,   CHICAGO 


National  City  Life  Building,  New  York 
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CITY  OFFICIALS 


WILLIAM  E.  DEVER Mayor. 

JOHN  M.  KELLY Secretary   to   the  Mayor. 

JOHN  P.  GIBBONS Oil  Inspector. 

CABMEN  VACCO City    Sealer, 

MARTIN  J.  O'BRIEN City    Comptroller.. 

LOUIS   E.   GOSSELIN Deputy  City  Comptroller. 

ALBERT   A.    SFRAGUE Commissioner   of   Futolic   Works. 

JOHN  A.  CERVENKA City  Treasurer. 

AL.  P.  GORMAN City   Clerk. 

EDWARD   J.  PADDEN Chief  Clerk,  City  Clerk's  Office. 

J.   WYATT  McGAPPEY Reading-  Clerk,   City  Council. 

JOHN    T.    MILLER City  Electrician. 

PRANK  P.  ROEDER Department  of  Supplies. 

THOMAS  P.  KE ANE City    Collector. 

GEORGE   P.  LOHMAN Deputy   City  Collector. 

HERMAN   N.   BUNDESEN Commissioner  of  Health. 

DR.    GOTTPRIED    KOEHLER Assistant   Commissioner  of  Health. 

DR.   J.    C.    GEIGER Assistant  Commissioner  of  Health. 

DR.  HERMAN  SPAULDING Chief  Medical  Inspector. 

THOS.   H.   BYRNE Superintendent    of   Streets. 

EDWARD    EVANS,    President ] 

NICHOLAS  R.  PINN }.   Civil   Service    Commission. 

JOHN   A.   PELKA J 

W.   P.  POEHRINGER Secretary,  Civil  Service  Commission. 

PRANK   E.   DOHERTY Building-   Commissioner. 

ROBERT     KNIGHT Chief  Deputy   Building-  Commissioner. 

MORGAN  A.  COLLINS Chief  of  Police. 

JOHN  E.  ALCOCK Deputy    Sup't  of  Police. 

MATTHEW   ZIMMER Deputy   Sup't   of  Police. 

JOHN    E.    PTACEK Deputy   Sup't  of  Police. 

PHILIP  R.  CRIPPEN Department  Inspector. 

MICHAEL   HUGHES Chief,  Detective  Bureau. 

SI    MAYER Secretary  of  Police. 

PRANCIS    X.    BUSCH Corporation  Counsel. 

JOHN  J.  KELLY City  Attorney. 

SAMUEL    E.    PINCUS City  Prosecutor. 

JOHN  D.  RILEY Map   Department. 

DR.  DAVID  J,  JONES City   Physician. 

WILLIAM    J.    McCOURT Superintendent,  Bureau   of   Water. 

LEO  J.  WIENICKI Comr.   of   Public   Service. 

EDWARD    P.   MOORE ] 

JOHN   CLINTON,   President I  Board  of  Examining-  Eng^ineers. 

LOUIS   G.  HAUSMAN ) 

HARRY    KOHL Inspector  of  Steam  Boilers  and  Steam  Plants. 

N.  E.  MURRAY Superintendent  of  Sidewalks. 

P.    STUART    COMBS Chief  of  Sanitary  Bureau. 

EDWARD     PRITCHARD Secretary,  Health  Department. 

JOHN     ERICSON City  Eng-iueer. 

JOHN  J.   SLOAN    (Prest.) 

PRANK  X.  RYDEWSKI 

JOHN  TOMAN |    Board   of  Local   Improvements. 

OSCAR   W.   ECKLAND | 

MITCHELL    C.    ROBIN J 

EDWARD   J.   GLACKIN Secretary  of  Board  of  Local  Improvements. 

E.   J.   BUCKLEY Pire  Marshal. 

JOS.   P.    CONNERY Pire   Commissioner. 

GEO.  E.  McGRATH Supt.  of  Sewers. 

PREDERICK  REX Municipal  Reference  Librarian. 

JAMES   B.  BOWLER,   Commissioner Dept.  of  Compensation. 

RICHEY  V.  GRAHAM Supt.    House    of    Correction. 

CHARLES    W.    KALLAL City  Architect. 

MISS    MARY   E.    McDOWELL Supt  of  Public  Welfare. 

CHARLES    TODD ) 

WM.  W.  PETRIE   (Journeyman) (    Board  of  Examining  Plumbers. 

CHAS.  STEWART    (Member) j 

WM.  P.  CROWE,  Chairman )   Board   of   Examining-  Mason   Contractors. 
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ItACQlET   CUV.    OK    (  lilCAGO 
Relxai,    Wentwoith,   Dewey   &    McConnick,    Inc.,   Architects 


DAHL-STEDMAN  CO 
BUILDERS 


II    SOUTH   LA  SALLE  STREET 


CHICAGO 


Telephone  Randolph  0380 
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1923 — 1925 

THE  CITY  COUNCIL,  CHICAGO 

HONORAEI.E   WIIiIiIAM   E.   D£V£R,   Mayor 

AI..  T.  GORMAN,  City  Clerk  EDWARD   J.  PADDEN,  Clxief   Clerk 

1ST   WARD  JOHN   J.   COUGHLIN.   17   N.   La   Salle   St Main   1157 

2N-D   WARD  LOUIS  B.   ANDERSON,   508,  .184   W.   Washington   st Franklin   2717 

3RD   WARD  ROBERT   R.   JACKSON,    3300    S.    State   st .  .     Victory   5049 

4TH  WARD  U.  S.   SCHAVARTZ,   906,   6  N.  Clark  st Franklin   0640 

5TH  WARD  CHAS.    S.    EATON,   500,   35   N.   Dearborn    st Randolph   0281 

6TH  WARD  GUY   GUERNSEY,    1515,    111   W.    Monroe    st Randolph  0901 

7TH   WARD  ROSS   A.   WOODHULL,    9117   Commercial   ave So.    Chicago   1800 

8TH   WARD  TV'M'.   D.   MEYERING,   7454   Cottage   Grove   ave Stewart  3744 

9TH   WARD  SHELDON   W.   GOVIER,    11350  Forrestville   ave Pullman   6100 

ICTH  WARD  ERNEST  M.   CROSS,   10200  Avenue  L Saginaw   2290 

IITH  WARD  TIMOTHY  A.  HOGAN,   3038   Throop   st Boulevard   9155 

12TH  WARD  E.   J.   KUNSTMANN,   3611  S.  Wood  st Lafayette  0818 

13TH   WARD  JOS.   B.   McDONOUGH,    551   W.    37th  st Boulevard   6949 

14TH  WARD  WM.   R.   O'TOOLE,    1102   W.    55th   st Boulevard  0180 

15TH   WARD  THOMAS   F.   BYRNE,   6743   S.   Irving  ave Prospect  1259 

16TH  WARD  TERENCE  F.   MORAN,    5634    S.   Ada   st Englewood   6593 

17TH  WARD  JOHN  H.  LYLE,   300-4,   108   S.  La  Salle  st Main   0935 

18TH  WARD  PATRICK  F.   RYAN,   7015   S.   Carpenter   st Stewart   6664 

19TH   WARD  D.  S.  McKINLAY,  803,   105  W.  Monroe  st Central   7162 

20TH  WARD  HENRY   L.    FICK,    559   W.   Roosevelt   rd Canal   0584 

21ST    WARD  DENNIS  A.   HORAN,   1914   S.  Ashland  ave Canal   4555 

22ND   WARD  JOSEPH   CEPAK,    2813   S.    Spaulding   ave Rockwell   0759 

23RD   WARD  JOS.   O.   KOSTNER,   402,   155  N.   Clark   st State   6060 

24TH.WARD  JACOB  M.  ARVEY,   402,   155  N.   Clark  st State   6060 

25TH   WARD  JOHN  POWERS,    1284   Macalister  pi Monroe   1215 

26TH   WARD  JOSEPH   INIENDEL,    1424   TV'.    18th    st Canal   0774 

27TH  WARD  JOHN   J.    TOUHY,    1339    W.   Adams   st Haymarket   2629 

28TH  WARD  GEORGE    M.    MAYPOLE,    3523    Fulton    st Nevada   9128 

29TH  WARD  ALBERT  J.   HORAN,    208    S.   Hamlin   ave Kedzie   8678 

30TH  WARD  JOHN   S.  CLARK,   215   S.   Cicero  ave Austin   0039 

31ST    WARD  STANLEY  ADAMKEWICZ,    1327   Augusta    st Haymarket   5695 

32ND  WARD  JOSEPH  H.   SMITH,   23  05  W.   Superior  st Seeley  0135 

33RD   WARD  JOSEPH  PETLAK,   1600  W.  North  ave Armitage   9700 

34TH   WARD  EDWARD   J.   KAINDL,    2331   Rice    st Humboldt   5684 

35TH  WARD  GEORGE    SEIF,    2932    W.    North    ave Humboldt   6673 

36TH  WARD  A.  C.  SIEVERS,   4214  Armitage  ave Belmont  7750 

37TH  WARD  WILEY  W.  MILLS,   918,   19   S.  La  Salle  st Randolph   0876 

38TH   WARD  MAX   ADAMOWSKI,    2812    Fullerton   ave Armitage   0300 

39TH  WARD  FRANK   J.    TOMCZAK,    2649   Drake   ave Belmont   0325 

40TH   WARD  CHRIST  A.   JENSEN,   4226   N.  Sawyer  ave Juniper   1028 

41ST    WARD  THOS.    J.    BOWLER,    5048    Addison    st Kildare   3309 

42ND   WARD  DORSEY  R.   CROWE,  754  N.   Dearborn   st Superior   2000 

43RD   WARD  ARTHUR  F.  ALBERT,   1938  N.  Halsted  st Lincoln   6946 

44TH  WARD  THOS.   O.  WALLACE,   846  Center  st Lincoln   0705 

45TH  WARD  LEO   M.    BRIESKE,   3037    Lincoln   ave Graceland  0081 

46TH  WARD  OSCAR   F.   NELSON,   707,   179   W.   Washington   st Dearborn   4032 

47TH   WARD  HARRY  W.  KLINKE,   1928  Irving  Park  boul Wellington   2024 

48TH  WARD  FRANK  J.  LINK,    430   Orleans   st Main   1026 

49TH  WARD  B.  I.  FRANKHAUSER.  522  First  Nat.  Bank  bldg Dearborn   1636 

50TH   WARD  WM.    H.    PONTOW,    2114    Lawrence    ave Ravenswood   3047 

WILLIAM  F.   HARRAH,   Council   Committee   Secretary   in   Charge   of   Committee   Rooms. 

THOMAS  J.    COURTNEY,    Sergeant-at-Arms,   Residence  Phone,  Vincennes  5968. 

EDWARD  J.    DENEMARK,    First   Assistant   Sergeant-at-Arms. 
JOHN  DOHNEY,    Second  Assistant   Sergeant-at-Arms. 
JOHN   TWOHIG,   Assistant   Sergeant-at-Arms. 
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\V.    W.    Al)l-ililaj?ei-,    Inc.,    Architects 


Memphis,    Term. 


B-W  Construction  Company 


{TSot  Inc.) 


BUTTAS  BROS. 


General  Contractors 


Telephone  Superior  8433  CHICAGO 


720  Cass  Street 
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STANDING  COMMITTEES 
The  City  Council,  Chicago 

1923-1925 


Finance.  Meets  on  Thursdays  at  2:00 
P.  M. — WOOD'HULL,  Anderson,  Schwartz, 
Guernsey.  McDonough,  O'Toole,  Moran,  Lyle, 
D.  A.  Horan,  Kostner,  Powers,  Maypole, 
Clark.    Kaindl,   Adamowski,    Crowe,    Wallace. 

Iiocal  Transportation.  Meets  on  Fridays 
at  2:00  P.  M. — SCHWAllTZ,  Jackson,  Guern- 
sey, Go\ier,  Hogan,  Byrne,  Flck,  Kostner. 
Touliy,  Smith,  Mills,  Jensen,  Wallace,  Link, 
Praiikhauser. 

IiOcal  Industries,  Streets  ard  Alleys.  Meets 
on  Tuesdays  at  10:30  A.  M. — KOSTNER, 
Coughlin.  Anderson,  Govier,  Hogan,  O'Toole, 
Byrne,  Moran,  Fick,  D.  A.  Horan,  Powers, 
Mendel,  Touhy,  A.  J.  Horan,  Adamkewicz, 
Smith,  Adamowski,  Jensen,  Albert,  Brieske, 
Link. 

Railway  Terminals.  Meets  on  Mondays 
at  10:30  A.  M. — KAINDL,  Anderson, 
Schwartz,  Eaton,  Meyering,  McDonough, 
McKinlay,  Cepak,  Aryey,  Touhy,  Adamke- 
wicz,   Petlak,    Seif,    Albert,    Nelson.    Klinke. 

Cras,  Oil  and  Electric  Iiigrlit^  Meets  on 
Fridays  at  10:30  A.  M. — CLARK,  Jackson. 
Meyering.  Hogan,  O'Toole,  Moran,  Ryan, 
Cepak,  Arvey,  Touhy,  A.  J.  Horan,  Mills, 
Adamowski.   l^owler,   Albert,   Brieske,   Link. 


Harbors,  VTliarves  and  Bridges.  Meets  on 
■Wednesdays     at     10:30    A.    M. — GUERNSEY, 

Coughlin,  Woodhull,  Govier,  Cross,  Kunst- 
mann,  Lyle,  Ryan,  Powers,  Mendel,  A.  J. 
Horan,  Smith,  l^etlak,  Sievers,  Jensen, 
Bowler. 

Futolic  Health.  Meets  on  Tuesdays  at 
2:00  P.  M. — LINK,  Anderson,  Cross,  Kunst- 
manii,  McKinlay,  Fick,  A.  J.  Horan,  Adam- 
kewicz, Petlak,  Seif,  Sievers,  Tomczak, 
Albert.    Brieske,    Nelson.    Prankhauser. 

Track     Elevation.       Meets     on     Fridays     at 

2:00  P.  M. — MAYPOLE,  Coughlin.  Govier. 
Cross,  Kunstmann,  Moran,  McKinlay,  Arvey, 
Powers,  Mendel,  A.  J.  Horan,  Clark,  Seif, 
Sievers,    Mills,   Jensen,    Pontow. 

Police  and  Municipal  Institutions.  Meets 
on  Thursdays  at  10:30  A.  M. —  IJYUNE, 
Eaton,  \Voodhull,  Govier,  Cross,  Hogan, 
McDonough,  Ryan,  Cepak,  Mendel,  Seif, 
Adamowski,  Bowler,  Albert,  Frankhauser, 
Pontow. 

High  Costs  and  Piiblic  Markets.  Meets  on 
Mondays  at  2:00  P.  M. — SMITH.  Jackson. 
Kunstmann,  Moran,  Cepak,  Adamkewicz, 
Sievers,  Tomczak,  Jensen,  Bowler,  Brieske, 
Klinke. 


Building's   and   Zoning.     Meets   on  Mondays  Efficiency,      Economy     and     Rehabilitation, 

at    10.30    A.    M. — O'TOOLE,    Coughlin,    Jack-  Meets    on    Mondays    at    2:00    P.    M.  — lO.VTO.X. 

son,     Hogan,     Ryan,      Fick,      Cepak,     Powers,  Meyering,     Kunstman,     Lyle,     D.     A.     Horan. 

Mendel,    Smith,    Petlak,    Sievers,    Adamowski,  Powers,     Maypole,     Clark,     Tomczak,     Crowe. 

Tomczak,    I'ontow.  Nelson,    Frankhauser,   Pontow. 


Judiciary.  Meets  on  Tuesdays  at  10:30 
A.  M. — LYLE,  Coughlin,  Jackson.  Eaton, 
Guernsey,  Cross,  McKinlay,  Arvey,  Maypole, 
Petlak,  Seif,  Mills,  Brieske,  Nelson,  Klinke, 
Frankhauser. 

Schools,  Fire  and  Civil  Service.  Meets  on 
Thursdays  at  10:30  A.  M. — CROWE,  Meyer- 
ing, Byrne,  Lyle,  Fick,  D.  A.  Horan,  Arvey, 
Clark,  Adamkewicz,  Kaindl,  Mills,  Bowler, 
Nelson,    Klinke,   Pontow. 


Public  Recreation  and  Athletics.  Meets  on 
Wednesdays  at  10::30  A.  M.— McDONOUGH, 
M'Viiing.  Byrne,  D.  A.  Horan.  Kostner, 
Touh>',    Kaindl,    Crowe,    Wallace.    Klinke. 

Committees  and  Rules.  Meets  subject  to 
call  of  Chaii-man.  SCHWARTZ  (alternate, 
Woodliull),  McDonough  (alternate,  O'Toole), 
Kostner,  (alternate,  Touhy),  Kaindl  (alter- 
nate, Adamowski),  Wallace  (alternate,  Frank- 
hauser). 
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DECISIONS  RENDERED  BY  THE  NATIONAL  BOARD  FOR 
JURISDICTIONAL  AWARDS  IN  THE  BUILDING  INDUSTRY 


AIR      COOIiERS,      AIR      WASHERS      AND 

BIiOWERS,     CONSISTING    OF     THE 

ASSEMBIiING    OF    SHEET    METAI. 

AND    PIPE    PITTING. 

(Subject  of  dispute  between  the  Amalga- 
mated Sheet  Metal  Workers  International 
Alliance  and  the  United  Association  of 
Plumbers    and    Steamfitters.) 

Decision  Rendered  IVIarcli  11,  1920. 

The  following  agreement  between  the 
Amalgamated  Sheet  ^Metal  Workers'  Inter- 
national Alliance  and  the  United  Association 
of  Plumbers  and  Steamfitters  was  confirmed: 

September    9,    1918. 

The  undersigned  committee,  appointed  by 
the  general  Presidents  of  their  respective 
International  Organizations;  namely,  the 
United  Association  of  Plumbers,  Steamfitters 
and  Steamfitters'  Helpers,  and  the  Amalga- 
mated Sheet  ;Metal  Workers'  International 
Alliance,  held  joint  conferences  in  the  City 
of  New  York,  beginning  September  5,  1918, 
in  an  endeavor  to  arrive  at  an  agreement 
concerning  air  washers,  fans,  blowers,  the 
housing  of  same,  and  the  pipe  fitting  on 
same. 

After  lengthy  meetings  participated  by 
all  of  the  undersigned,  representing  the  joint 
Conference  Committee  of  both  International 
Unions,   the  following  has  been  agreed   to: 

Section  1.  That  all  sheet  metal  work  of 
No.  10  gauge,  or  lighter,  when  used  on  air 
washers,  fans,  blowers  or  on  the  housing  of 
same,  shall  be  recognized  as  being  the  w^ork 
of  the  members  of  the  Amalgamated  Sheet 
Metal  Workers'  International  Alliance. 

Section  2.  That  all  pipe  fitting  in  connec- 
tion with  the  above  first  section  shall  be 
recognized  as  being  the  work  of  the  steam- 
fitters, members  of  the  United  Association  of 
Journeymen  Plumbers,  Steamfitters  and 
Steamfitters'  Helpers. 

Section  3.  It  being  thoroughly  understood 
by  all  of  the  undersigned  that  all  of  the 
assembling  and  erecting  of  the  work  as  de- 
fined in  Section  1,  shall  be  the  work  of  the 
members  of  the  Sheet  Metal  Workers'  Inter- 
national Alliance,  excepting  pipe  fitting  of  all 
kinds,  which  shall  be  the  work  of  the  steam- 
fitters and  steamfitters'  helpers  of  the  United 
Association. 

Section  4.  This  agreement  shall  become 
effective  and  in  full  operation  for  all  parties 
concerned   beginning   November   1,    1918. 

Signed  for  Sheet  Metal  Workers  this  9th 
day  of  September  1918: 

Signed  for  United  Association. 

I.OW  PRESSURE  HEAT 

(Subject  of  dispute  between  the  United 
Association  of  Plumbers  and  Steamfitters 
and  the  International  Union  of  Steam  Engi- 
neers in  the  matter  of  maintaining  tempo- 
rary heat  while  structure  is  in  course  of 
construction.) 

Decision   Rendered   March    11,    1920. 

In  the  matter  of  the  controversy  between 
the  engineer  and  the  steamfitter  on  the  ques- 
tion of  low  pressure  heat  during  completion 
of  the  heating  system,  jurisdiction  shall  rest 
with  the  steamfitters  until  the  initial  test 
is  completed,  immediately  after  which  time, 
whenever  necessary  to  maintain  heat,  a  sta- 
tionary engineer  shall  be  employed  either  by 
the  contractor  or  by  the  owner. 


Rehearing" — Decision  Rendered  Angnst  2, 1923. 

In  the  matter  of  the  controversy  between 
the  Engineers  and  Steam  Fitters  on  the  ques- 
tion of  low  pressure  heat  during  the  com- 
pletion of  the  heating  system  while  the 
building  is  under  construction,  jurisdiction 
shall  rest  with  the  Steam  Fitters  until  the 
general  test  has  been  made  and  the  work 
accepted  by  the  owner  or  his  agent. 


PIPE      RAILING      OR       GUARDS      FOR 

ENCLOSURES,    STAIRWAYS, 

HATCHES,    ETC. 

Subject  of  dispute  between  the  Bridge  and 
Structural  Iron  Workers'  International  As- 
sociation and  the  United  Association  of 
Plumbers  and  Steamfitters.  Claimed  by  the 
Iron  Workers  entirely  except  when  not  used 
as  a  conduit  for  fluids  or  vapors;  claimed  by 
Plumbers  and  Steamfitters  when  of  standard 
sized  cut  and  threaded  pipe.) 

Decision  Rendered  Marcli  11,  1920. 

Pipe  railing  consisting  of  standard-sized 
cut  and  threaded  pipe,  not  used  in  connec- 
tion with  structural  or  ornamental  iron  work, 
is  awarded  to  the  United  Association  of 
P]i;mbers  and   Steamfitters. 

Interpretation   Rendered   September    15.    1920. 

"Iron  pipe  railing  consisting  of  a  prepon- 
derance of  slip-joints  made  rigid  with  or 
without  set-screws,  pinions  or  rivets,  sup- 
ported by  a  threaded  joint  and  fiange  at  base 
or  wall,  is  the  w-ork  of  the  Iron  Workers. 
Where,  however,  the  preponderance  of  joints 
is  of  standard-sized  cut  and  threaded  iron 
pipe,  it  belongs  to  the  Plumbers  and  Steam- 
fitters." 

RE-ENFORCED   CONCRETE,  CEMENT  AND 
FLOOR    CONSTRUCTION. 

(Subject  of  dispute  between  the  Bridge 
and  Structural  Iron  Workers'  International 
Association  and  the  T\'ood.  Wire  and  Metal 
Lather's    International   Union.) 

Decision  Rendered   March   11,    1920. 

In  the  matter  of  controversy  between  the 
Iron  Workers  and  Lathers  over  re-enforced 
concrete  construction,  it  is  decided  that  all 
iron  and  steel  used  for  re-enforcement  in  re- 
enforced  concrete,  cement  and  floor  con- 
struction   be    awarded    to    the    Iron    Workers. 

In  such  cities  or  localities  as  are  covered 
by  existing  agreements  with  employers 
awarding  Lathers  control  over  re-enforced 
concrete  construction,  these  agreements  are 
to  be  maintained  inviolate  until  the  date  of 
their  expiration,  after  which  this  decision 
shall    prevail. 

Interpretation    Rendered    December    4,    1920. 

In  the  interprrtation  of  this  Board's  de- 
cision of  IMarch  11,  1920,  in  the  matter  of  the 
controversy  between  the  Iron  Workers  and 
Lathers  over  re-enforced  concrete  construc- 
tion it  is  not  to  be  understood  as  abrogating, 
setting  aside  or  in  any  way  altering  the  de- 
cision of  the  Rochester  Convention  of  the 
Building  Trades  Department,  November  29. 
1912,  awarding  jurisdiction  over  Hy-rib  Lath 
to  the  Wood,  Wire  and  Metal  Lathers'  Inter- 
national Union,  and  it  is  to  be  understood 
that  the  placing  of  Hy-rib  Lath  or  any 
ribbed  metal  lath,  however,  it  may  be  used, 
comes  within  the  jurisdiction  of  the  Wood, 
Wire  and  Metal  Lathers'  International 
Union. 
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VITKOLITE    AND    SIMILAR     OPAQUE 
GLASS. 

(Subject  of  dispute  between  the  Bricklay- 
ers, Masons  and  Plasterers'  International 
Union  and  the  Brotherhood  of  Painters, 
Decorators  and  Paperhangers.) 

Decision  Rendered  March  11,  1920. 

That  in  the  matter  of  the  controversy  be- 
tween the  Painters  and  Bricklayers  on  the 
subject  herewith  referred  to,  jurisdiction 
over  the  setting  of  vitrolite  and  similar 
opaque  glass  is  awarded  to  the  Bricklayers, 
Masons   and   Plasterers'   International   Union. 

VITROLITE   AND    SIMILAR    OPAQUE 
GLASS     (REHEARING). 

(Subject  of  dispute  between  the  Brick- 
layers, Masons  and  Plasterers'  International 
Union  and  the  Brotherhood  of  Painters,  Decor- 
ators and  Paperhangers. ) 

Decision  Rendered  May  26,  1923. 

It  is  the  opinion  of  the  Board  that  the  fore- 
going decision  of  March  11,  1920,  is  intended 
to  convey  to  the  Bricklayers,  Masons  and 
Plasterers  International  Union  all  counters 
and  lavatories  constructed  of  vitrolite  or  car- 
rara  glass  and  such  glass  when  used  in  mural 
decorations  on  buildings  in  place  of  marble 
or  other  stone  or  used  in  conjunction  with 
marble  or  other  stone  as  panels  on  counters. 

It  is  the  further  opinion  of  the  Board  that 
the  foregoing  decision  is  intended  to  conve>' 
all  vitrolite,  opalite,  white  opal  and  other 
opaque  glass  installed  on  false  work,  furring 
strips,  walls,  ceilings,  partitions  or  columns, 
secured  with  screw  rosettes  molding,  putty, 
expansion,  toggle  bolts  or  screws  to  the 
Brotherhood  of  Painters,  Decorators  and 
Paperhangers  of  America. 

The  agreement  of  December  5,  1910,  which 
was  concurred  in  by  the  Board  of  Awards  on 
July  12,  1922,  remains  in  effect,  and  any  ds- 
putes  that  may  arise  in  connection  with  the 
subject  of  the  agreement  with  the  Board's  de- 
cisions shall  be  adjusted  in  accordance  with 
the  provisions  contained  in  Sections  3  and  4 
of  the  agreement. 


labor  not  to  exceed  eight  hours  continuous 
time  in  which  case  the  award  is  in  favor  of 
the   E^lectrical    Workers. 

Xote:  This  decision  does  not  contemplate 
the  channelling  or  cutting  of  granite  or  hard 
stone. 

ASBESTOS  PLASTER  FOR  BOILER 
ROOMS,  ETC. 

(Subject  of  dispute  between  the  Operative 
Plasterers  and  Cement  Finishers'  Interna- 
tional Association  and  the  International 
Association  of  Heat  and  Frost  Insulators  and 
Asbestos  Workers.) 

Decision  Rendered   April   28,    1920. 

In  the  dispute  between  the  Asbestos  Work- 
ers and  Plasterers  on  the  matter  of  plaster- 
ing boiler  rooins,  etc.,  it  is  decided  that  the 
insulation  and  finishing  coat  on  ceilings  with 
asbestos  and  other  insulating  material,  where 
the  ground  work  has  been  prepared  and  in- 
stalled by  the  asbestos  worker,  shall,  includ- 
ing the  application  of  insulating  material  on 
boilers,  tanks,  vats,  etc.,  be  awarded  to  the 
asbestos  worker. 

ASBESTOS  SHINGLES,  PREPARED  PAPER 

ROOFING,   ASPHALT    ROLL   ROOFING, 

SHINGLES    AND    STRIP    SHINGLES. 

(Subject  of  dispute  between  the  United 
Brotlierhood  of  Carpenters  and  Joiners  and 
the  United  Slate,  Tile  and  Composition  Roof- 
ers, Damp  and  W^aterproof  Workers'  Asso- 
ciation.) 

Decision   Rendered   April   28,    1920. 

On  the  question  in  controversy  between  the 
Roofers  and  Carpenters  on  the  subjects  con- 
tained  in   the    title,    it   is   decided   as    follows: 

Asbestos  Shingles,  Prepared  Paper  Roofing, 
Asphalt  Roll  Roofing  awarded  to  the  United 
Slate,  Tile  and  Composition  Roofers,  Damp 
and   Watei'proof   Workers'   Association. 

Asphalt  Shingles,  Strip  Shingles  awarded 
to  the  United  Brotherhood  of  Carpenters  and 
Joiners. 


CUTTING  CHASES  OR  CHANNELS  IN 
BRICK,   TILE,   MASONRY,    ETC. 

(Subject  of  dispute  between  the  Bricklay- 
ers, Masons  and  Plasterers'  International 
Union  and  the  International  Brotherhood  of 
Electrical   Work.s.) 

Decision  Rendered  March   11,  1920. 

That  in  the  matter  of  the  controversy  be- 
tween the  Bricklayers  and  Electrical  Work- 
ers concerning  the  question  of  cutting 
grooves,  channels,  chases,  etc.,  the  Bricklayers 
are  awarded  jurisdiction  over  the  work,  ex- 
cept when  channels  do  not  exceed  two  inches 
by  two  inches  in  size  or  require  labor  not  to 
exceed  eight  hours  continuous  time,  in  which 
case  the  award  is  in  favor  of  the  Electrical 
Workers. 

Note:  This  decision  does  not  contemplate 
the  channelling  or  cutting  of  granite  or  hard 
stone. 

CUTTING    CHASES    OR    CHANNELS    IN 
BRICK   TILE,   MASONRY,    ETC. 

(Subject  of  disinite  between  tlie  Bricklay- 
ers. Masons,  and  Plasterers'  International 
Union  and  the  International  Brotherhood  of 
Electrical  Workers.) 

Decision  Rendered  March  11,  1920. 

That  in  the  matter  of  the  controversy  be- 
tween the  Bricklayers  and  Electrical  "^Vork- 
ers  concerning  the  question  of  cutting 
grooves,  channels,  chases,  etc.,  the  Brick- 
layers are  awarded  jurisdiction  over  the 
work  except  when  channels  do  not  exceed 
two   inches   by   two   inches   in   size   or  require 


BESTWALL,    VTHEN    APPLIED    AS    A    SUB- 
STITUTE FOR  LATH  AND  PLASTER. 

(Subject  of  dispute  between  the  United 
Brotherhood  of  Carpenters  and  Joiners,  Op- 
erative Plasterers  and  Cement  Finishers'  In- 
ternational Association  and  International 
Union  of  Wood,  Wire  and  Metal  Lathers.) 

Decision  Rendered   April   28,    1920. 

In  the  matter  of  material  known  as  Best- 
wall,  forming  a  contention  between  the  Car- 
penters, Plasterers  and  Lathers,  jurisdiction 
shall  rest  with  the  Carpenters  where  ma- 
terial is  paneled  or  used  as  sheathing;  when 
cut,  fitted  and  pointed,  the  Plasterers  are 
recognized    to    have    jurisdiction. 

ERECTION    OF    SCAFFOLDS    AS    APPLIED 
TO   BUILDING   CONSTRUCTION. 

(Sul>ject  of  disjuite  l)etwcen  the  Interna- 
tional Hod  Carriers.  Building  and  Common 
Laborers'  I'nion,  United  Brotlierhood  of  Car- 
penters and  Joiners,  Operative  Plasterers 
and  Cement  Finishers'  International  Asso- 
ciation and  Bricklayers,  Masons  and  Plaster- 
ers'   International   Union.) 

Decision  Rendered  April  28,   1920. 

In  the  matter  of  the  dispute  between  the 
Lal)orers,  Bricklayers,  Plasterers  and  Car- 
penters over  the  erection  of  scaffolds  as  ap- 
plied to  building  construction,  it  is  agreed 
that  the  erection  and  removal  of  all  scaf- 
folds including  trestles  ond  liorses  used 
primarily  by  Lathers,  Plasterers,  Bricklay- 
ers   and    Masons    shall    be    done    by    the    Me- 
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chanics  and  Laborers  in  these  trades  as  di- 
rected by  the  employer. 

Self-supporting-  scaffolds  over  fourteen 
feet  in  height  or  any  special  designed  scaf- 
fold or  those  built  for  special  purposes  shall 
be  built  by  the  Carpenters. 

The  making  of  horses  and  trestles  other 
than  temporary  is  the  work  of  the  Carpenter. 

I^IGHT      IRON      FURRING,      BRACKETS, 

CIiIFS,  HANGERS,  CORNER  GUARDS, 

BEADS    AND    METAIiIiIC    IiATH. 

(Subject  of  dispute  between  the  Interna- 
tional Union  of  Wood,  "SV'ire  and  Metal  Lath- 
ers and  the  International  Association  of 
Bridge  and  Structural  Iron  Workers.) 

(Award  of  the  Denver  Convention,  Build- 
ing Trades  Department,  A.  P.  of  L.  adopted 
November,  1908.  See  printed  proceedings, 
pages  69   to  71   inclusive. 

Decision   Rendered   April   28,   1920. 

In  the  matter  of  dispute  between  the  In- 
ternational Union  of  Wood,  Wire  and  Metal 
Lathers  and  the  International  />  ssoeiation  of 
Bridge  and  Structural  Iron  Workers  referied 
to  in  the  foregoing  title  the  following  award 
is   concurred   in: 

"After  going  into  an  extended  hearing  of 
;he  jurisdiction  claims  of  both  organiza- 
tions, your  committee  recommends  that  the 
erection  and  installation  of  all  light  iron 
work,  such  as  light  iron  furring,  brackets, 
clips,  hangers,  steel  corner  guards  or  beads, 
and  metallic  lathing  of  all  descriptions,  be- 
longs solely  to  the  lather. 

"This  does  not  give  the  right,  however,  to 
the  lathers  to  install  or  erect  any  otiier  iron 
work   than    as    herein    specified    and    outlined. 

"This  decision  is  based  in  conformity  with 
the  agreement  entered  into  by  the  national 
officers  of  both  organizations  and  endorsed 
by  the  Kansas  City  Convention  of  Struc- 
tural Iron  Workers  and  concurred  in  by  the 
American  Federation  of  Labor." 

In  supplement  of  the  foregoing  decision 
the  Rochester  Convention  of  the  Building 
Trades  Department,  November  29,  1912, 
awarded  jurisdiction  over  Hy-rib  lath  to  the 
Wood,  Wire  and  Metal  Lathers'  Interna- 
tional  Union. 

METAI.X.IC     CORNER    BEADS    WHEN    SET 
IN    FI.ASTIC    MATERIAI. 

(Subject  of  dispute  between  the  Opei'ative 
Plasterers  and  Cement  Finishers'  Association 
and  the  Wood,  Wire  and  Metal  Lathers' 
International  Union.) 

Decision    Rendered    Marcli    11,    1920. 

In  the  matter  of  the  controversy  between 
the  Plasters  and  Lathers  on  the  question  of 
the  adherence  of  corner  beads  by  plastic  ma- 
terial, it  is  the  opinion  of  the  Board  that 
deserved  consideration  was  not  given  the 
subject  when  the  previous  decision  was 
reached.  It  is  therefore  agreed  that  the 
Plasterers  are  awarded  jurisdiction  over 
sticking  with  plastic  material  metallic  corner 
beads. 

ACETYI.ENE  AND  EI.ECTRIC  WEI.DING. 

(Subject  of  dispute  between  the  trades 
named    in    tlie    following    memorandum.) 

Decision   Rendered    April    28,    1920. 

In  the  matter  of  the  dispute  referred  to 
in  the  foregoing  title,  as  approved  by  the 
Philadelphia  Convention  of  the  Building 
Trades  Department,  A.  F.  of  L.,  November, 
1914  (see  printed  proceedings,  page  99),  the 
following  agreement  is  concurred  in: 

"Representatives  of  the  Electrical  W'ork- 
ers,     Sheet     Metal    Workers,     Iron     Workers, 


Plumbers  and  Steam  Fitters,  and  Machinists 
mutually  agreed  to  the  following  decision: 

"Each  trade  to  have  jurisdiction  over  all 
acetylene  and  electric  welding  when  such 
process  is  used  to  perform  the  work  of  their 
i-espective  trades." 

BRONZING   AND   FAINTING   OF   RADI- 
ATORS  AND    FIFE    CONNECTIONS. 

(Subject  of  dispute  between  the  Brother- 
hood of  Painters,  Decorators  and  Paper- 
hangers  and  the  United  Association  of 
Plumbers  and  Steam  Fitters.) 

(Award  of  Rochester  Convention,  Building 
Trades  Department,  A.  F.  of  L.,  adopted 
November  29,  1912.  See  page  141,  printed 
proceedings.) 

Decision   Rendered   April   28,    1920. 

In  the  matter  of  the  subject  referred  to  in 
the  foregoing  title,  the  following  award  is 
concurred    in: 

Resolved,  That  the  United  Association  of 
Plumbers  and  Steam  Fitters  be  and  is  in- 
structed to  require  that  its  affiliated  unions 
desist  from  further  trespass  upon  the  juris- 
diction of  the  Brotherhood  of  Painters,  Dec- 
orators and  Paperhangers  of  America,  and 
when  and  where  necessary  to  notify  their 
employers  that  neither  journeymen  nor  help- 
ers will  be  permitted  to  do  this  work. 

CORK  TII.ING,  I.AYING  OR  SETTING  OF 

(To  Apply  to  Finished  Floor  Surfaces  Only) 

(Subject  of  dispute  between  tlie  United 
Brotherhood  of  Carpenters  and  Joiners  and 
the  Bricklayers,  Masons  and  Plasterers'  In- 
ternational Union.) 

Decision   Rendered   April   28,    1920. 

In  the  matter  of  the  dispute  referred  to  in 
the  foregoing  title,  the  following  agreement 
is    concurred   in: 

Agreement  entered  into  this  14th  day  of 
October,  1913,  by  and  between  representatives 
of  the  United  Brotherhood  of  Carpenters  and 
Joiners,  and  representatives  of  Bricklayers, 
Masons   and    Plasterers'    International   Union. 

Jurisdiction  is  hereby  conceded  the  Brick- 
layers, Masons  and  I'lastei'ers'  International 
Union  to  the  laying  or  setting  of  all  cork 
tiling  when  laid  or  set  in  any  composition  of 
sand  and  Portland  cement. 

Jurisdiction  is  hereby  conceded  the  United 
Brotherhood  of  Carpenters  and  Joiners  to 
the  laying  or  setting  of  all  cork  tiling  when 
laid  or  set  in  any  composition  of  glue  or 
when  nails  or  brads  are  used  in  laying  above 
referred  to  cork  tilings. 

AFPLICATION     OF     DAMP-RESISTING 
PREPARATIONS    AND    WATER- 
PROOFING. 

(Subject  of  dispute  between  United  Slate, 
Tile  and  Composition  Roofers.  Damp  and 
Waterproof  Workers'  Association,  and  the 
Brotherhood  of  Painters,  Decorators  and 
Paperhangers.) 

Decision   Rendered   April   28,   1920. 

In  the  matter  of  dispute  referred  to  in 
the  foregoing  title,  the  following  agreement 
is  concurred  in: 

Agreement  entered  into  by  and  between 
the  Brotherhood  of  Painters,  Decorators  and 
I'apcrhangers  of  America  and  the  United 
Slate,  Tile  and  Composition  Roofers,  Damp 
and   Waterproof  Workers'   Association. 

First.  That  the  painters  do  not  claim  the 
right  to  apply  any  of  the  material  claimed 
bv  the  United  Slate,  Tile  and  Composition 
Roofers,     Damp     and     Waterproof     Workers' 
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Association,  except  such  material  as  is  ap- 
plied by  a  brush  that  is  ordinarily  covered 
in  th'eir  jurisdiction. 

Second.  That  the  United  Slate,  Tile  and 
Composition  Roofers,  Damp  and  Waterproof 
"W'orkers'  Association  does  not  claim  the 
right  to  apply  any  of  the  material  in  dispute 
except  when  applied  by  or  with  a  three-knot, 
long-handled  brush,  mop  or  swab,  aiid  spray 
system  employed   therein. 

MABBIii:    AND    SI.ATI:     PARTITIONS, 

BACKS     AND     FI.OOB     SI.ABS     FOB 

UBINAIi    STAI.X.S,    CI.OSBTS    AND 

SHOWBBS,    SBTTING    OF. 

(Subject  of  dispute  between  the  Brick- 
layers, Masons  and  Plasterers'  International 
Union  and  the  United  Association  of  Plumb- 
ers  and    Steam   Fitters.) 

(Award  of  Rochester  Convention,  Building 
Trades  Department,  A.  F.  of  L.,  adopted 
November  28,  1912.  See  page  132,  printed 
proceedings.  Award  of  Buffalo  Convention. 
November  9,  1917.  See  page  92.  printed  pro- 
ceedings.) 

Decision   Rendered   April   28^   1920. 

In  the  matter  of  the  subject  referred  to  in 
the  foregoing  title,  the  following  award  is 
concurred   in: 

Resolved,  That  the  setting  of  floor  slabs, 
backs,  partitions  of  urinal  stalls,  closets  and 
shower  baths  properly  belong  to  the  Brick- 
layers, Masons  and  Plasterers'  International 
Union. 

The  foregoing  decision  does  not  concede  to 
the  Bricklayers  the  right  to  install  marble 
work  that  is  connected  with  the  water  supply 
or  sG'wer  or  water-tight  work  regularly 
catalogued   as   plumbing   fixtures. 

MUSIiIN  AND  CANVAS  FOR  DBCORATIVB 
FURFOSBS,  TACKING  OP 

(Subject  of  dispute  between  the  Brother- 
hood of  Painters,  Decorators  and  Paper- 
hangers  and  the  I.  A.  Heat  and  Frost  In- 
sulators  and   Asbestos   Workers.) 

(Award  of  Buffalo  Convention,  Building 
Trades  Department,  A.  F.  of  L.,  adopted 
November  10,  1917.  See  page  108,  printed 
proceedings.) 

Decision   Rendered   April   28,   1920. 

In  the  matter  of  the  subject  referred  to  in 
the  foregoing  title,  the  following  award  is 
concurred  in. 

Resolved,  That  this  convention  notify  and 
instruct  the  officers  of  the  Asbestos  Workers' 
International  Union  that  the  tacking  of  all 
muslin  and  canvas  for  decorative  purposes 
is  the  jurisdiction  of  the  Brotherhood  of 
Painters  and  that  they  instruct  their  mem- 
bers to  refrain  from  doing  any  of  this  work. 

PILE    DRIVING    MACHINERY    AND 

ENGINES,   OPERATION   OF 

(Award  of  Buffalo  Convention,  Building 
Trades  Department,  A.  F.  of  L.,  adopted 
November,  1917.  See  pages  59  to  105,  printed 
proceedings.) 

Decision   Rendered   April   28,   1920. 

In  the  matter  of  the  .■subject  rcfi'rrcd  to  in 
tlie  foregoing  title,  the  following  award  is 
concurred  in. 

Such  workmen  as  are  employed  in  the 
operation  of  engines  or  machinery  in  con- 
nection with  a  pile  driver  come  under  the 
jurisdiction  of  the  International  Union  of 
Steam  Engineers. 


SHEET  METAI.  GLAZING  FOR  SASH, 
FRAMES,  DOORS,  SKYLIGHTS,  ETC. 

(Subject  of  dispute  between  the  Brother- 
hood of  Painters,  Decorators  and  Paper- 
hangers  and  Amalgamated  Sheet  Metal 
Workers'   International  Alliance.) 

Decision  Rendered   April   28,   1920. 

In  the  matter  of  dispute  referred  to  in  the 
foregoing  title,  the  following  agreement  is 
concurred   in: 

Agreement  entered  into  by  and  between  the 
General  Executive  Board  of  the  Brotherhood 
of  Painters,  Decorators  and  Paperhangers  of 
America,  and  the  Amalgamated  Sheet  Metal 
Workers'  International  Alliance,  shall  take 
effect  December  1,  1910,  and  remain  in  force 
until  amended,  revised  or  changed,  at  a  meet- 
ing between  three  representatives  of  both 
oiganizations  called  for  this  purpose. 

Section  1.  It  is  agreed  by  both  parties  to 
this  agreement  that  all  glass  set  in  sheet 
metal  sash,  frames,  doors,  or  skylights,  shall 
Ije  set  by  members  of  the  Brotherhood  of 
Painters,  Decorators  and  Paperhangers  of 
America,  according  to  their  claim  of  juris- 
diction granted  by  the  convention  of  the 
Building  Trades  Department,  A.  F.  of  L.,  at 
St.  Louis,  December,  1910;  and  that  all  sheet 
metal  work  on  sheet  metal  sash,  frames, 
doors  or  skylights  shall  be  done  by  the  mem- 
bers of  the  Amalgamated  Sheet  Metal  Work- 
ers'  International  Alliance. 

Section  2.  In  localities  where  differences 
now  exist  or  may  arise  in  the  future,  such 
differences  shall  he  adjusted  by  a  committee 
appointed  by  and  representing  the  district 
councils  or  local  unions  of  both  organizations 
in  that  locality.  Should  this  committee  be 
unable  to  agree,  a  representative  of  the 
General  Executive  Board  of  each  organiza- 
tion shall  be  called  in  to  assist  in  the 
adjustment. 

Section  3.  It  is  also  agreed  that  the 
national  officers  of  both  organizations  where 
local  unions  fail  to  agree  shall  insist  that 
this  agreement  be  carried  out  liy  alTiliated 
unions. 

SLATE   TREADS  WHEN   SET   ON   IRON 
STAIR   CASE. 

(Subject  of  dispute  between  Bricklayers, 
Masons  and  Plasterers'  International  Union, 
and  the  International  Association  of  Bridge 
and    Structural    Iron    Workers.) 

Decision  Rendered  April  28,   1920. 

In  the  matter  of  the  subject  referred  to  in 
the  foregoing  title,  the  following  award  is 
concurred  in. 

Slate  treads  on  iron  stairs  having  provoked 
a  dispute  in  jurisdiction  between  the  organ- 
izations above  named,  was  submitted  to  the 
Executive  Council  November  29,  1909.  The 
action  taken  follows: 

The  Executive  Council  of  the  Building 
Trades  Department  on  being  called  upon  for 
a  decision  awarded  the  work  in  question 
(slate  treads)  to  the  Bricklayers,  Masons 
and   I'lasterers'   International   I'nion. 

UNSKILLED  LABOR,  WITH  SPECIAL 
REFERENCE  TO  THE  LOADING  AND 
UNLOADING  OF  MATERIAL  AS  AP- 
PLIED TO  REINFORCED  CONCRETE 
CONSTRUCTION. 

(Subject  of  dispute  between  the  Inter- 
national Hod  Carriers.  Building  and  Common 
Laborei-s"  Union,  and  1  ntornat innnl  .\ssocia- 
tion  (if  Bridge  and  .sinictur.il  Iidii  Workers.) 
Decision  Rendered  August  2,   1920. 

It    is    the    decision    of    the    Board    that    the 
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loading,  unloading,  carrying  and  handling 
of  all  rods  and  material  for  use  in  re- 
enforced  concrete  construction  shall  be  done 
by  the  laborers  under  the  supervision  of  such 
person  as  the  employer  may  designate.  The 
hoisting  of  rods,  except  when  a  derrick  or 
outrigger  is  used,  shall  be  done  by  laborers — 
this  decision  to  apply  only  to  the  character 
of  work  stipulated  herein.  In  such  localities 
where  existing  agreeinents  provide  otherwise, 
this  decision  is  to  become  effective  at  the 
expiration  thereof. 

DEFECTS   IN   CONCRETE   CAUSED   BY 

I.EAKAGE,  BUI.GING,  SAGGING,  ETC., 

THROUGH   DEFECTIVE    OB   SHIFTING 

FORMS. 

(Subject  of  dispute  between  the  Operative 
Plasterers  and  Cement  Finishers'  Inter- 
national Association  and  the  International 
Hod  Carriers,  Building  and  Common  Labor- 
ers'  Union. 

Decision  Rendered  Augfust  2,  1920. 

"Where  finishing  tools  are  not  used  or  re- 
quired the  work  shall  be  done  by  the  laborer. 

The  filling  of  voids  and  other  work  re- 
quiring patching,  w'here  finishing  tools  are 
used  and  required,  shall  be  done  by  the 
cement   finisher. 

SETTING    AND    AI.IGN1VIENT     OF    TII^E 

AND    FORCEI.AIN    BATHROOM 

ACCESSORIES. 

(Subject  of  dispute  between  the  Brick- 
layers. Masons  and  Plasterers'  International 
Union  and  the  United  Association  of  Plumb- 
ers and   Steam  Fitters.) 

Decision    Rendered   December   4,    1920. 

In  the  matter  of  the  controversy  between 
the  Tile  Layers  and  Plumbers  over  Setting 
and  Alignment  of  Tile  and  Porcelain  Bath- 
room Accessories,  it  is  decided  that  all  bath 
and  toilet  room  accessories  made  of  clay 
products,  built  in  tile-faced  walls,  shall  be 
the  work  of  the   tile  setter. 

ANCHORS    FOR    BATHROOM 
ACCESSORIES. 

(Subject  of  dispute  between  the  Bricklay- 
ers, Masons  and  Plasterers'  International 
Union  and  the  United  Association  of  Pluinb- 
ers    and    Steam    Fitters.) 

Decision  Rendered  November  14,   1923. 

All  bathroom  accessories,  except  those 
covered  by  decision  rendered  December  4, 
1920,  placed  after  finished  tile  wall  surfaces 
are  completed,  shall  be  set  by  Plumbers  and 
Steam  Fitters.  When  anchors  for  bathroom 
accessories  are  built  into  finished  tile  wall 
construction,  the  setting  of  same  shall  be 
done  by  Bricklayers  and  Masons;  and  when 
any  such  anchors  are  placed  after  finished 
tile  wall  surfaces  are  completed,  the  work 
shall  be  done  by  Plumbers  and  Steam  Fitters. 

METAI.    FI.OOR    DOMES. 

(Subject  of  dispute  l)etwecn  the  Amalga- 
mated Sheet  Metal  Workers'  International 
Alliance,  the  International  I'nion  of  Wood. 
Wire  and  Metal  Lathers  and  the  United 
Brotherhood  of  Carpenters   and   Joiners.) 

Decision    Rendered   December  4,    1920. 

In  the  matter  of  the  controversy  between 
the  Sheet  Metal  Workers,  Lathers  and  Car- 
penters over  metal  floor  domes,  it  is  decided 
that  the  placing  of  metal  floor  domes, 
whether  temporary  or  permanent,  whenever 
supported  by  wood  props  or  other  wood  sup- 
ports and  used  as  forms  for  concrete  con- 
struction, come  within  the  jurisdiction  of  the 
Carpenters. 


JURISDICTION        OVER        FOREMEN        ON 

INTERIOR         CONCRETE         COLUMNS, 

FOUNDATIONS   FOR  ENGINE   AND 

MACHINERY  BEDS. 

(Subject  of  dispute  between  the  Brick- 
layers, Masons  and  Plasterers'  International 
Union.  International  Hod  Carriers.  Building 
and  Common  Laborers'  I'nion  and  the  Opera- 
tive Plasterers  and  Cement  Finishers'  Inter- 
national Association.) 

Decision    Rendered   December  4,    1920. 

In  the  matter  of  the  jurisdiction  over 
Foremen  on  Interior  Concrete  Columns, 
Foundations  lor  Engine  and  Machinery  Beds, 
as  contested  by  the  Brickiavers.  Hod  Car- 
riers and  Plasterers,  it  is  the  decision  of 
the  Board  that  tlie  work  shall  be  done  by  the 
Laborers  under  the  supervision  of  sucn 
skilled  workmen  as  the  employer  may  desig- 
nate, 

EIiECTRICAD   WORK   ON   ELEVATORS. 

(Rehearing-.) 

(Subject  of  dispute  between  the  Inter- 
national Brotherhood  of  Electrical  Workers 
and  the  International  Union  of  Elevator  Con- 
structors.) 

Decision    Rendered    December   4,    1920. 

In  the  matter  of  the  dispute  between  the 
Elevator  Constructors  and  the  Electrical 
Workers  on  the  question  of  all  electrical 
work  on  elevators,  it  is  agreed  that  the 
electrical  work  involved  in  the  installation 
of  signal  systems,  fans,  telephones,  electric 
light  fixtures  and  illuminated  thresholds  and 
electrical  interlocking  devices  except  on  auto- 
matic elevators,  and  feed  wires  to  the  con- 
troller, is  awarded  to  the  Electrical  Workers. 

BISHOPRIC    BOARD,    'V7HEN    APPLIED    AS 

A    SUBSTITUTE     FOR    LATH    AND 

SHEATHING. 

(Subject  of  dispute  between  the  United 
Brotherhood  of  Carpenters  and  Joiners  and 
the  International  Union  of  Wood,  Wire  and 
Metal   Lathers.) 

Decision    Rendered   December  4,    1920. 

In  the  matter  of  the  dispute  over  the 
installation  of  Bishopric  Board  when  applied 
as  a  substitute  for  lath,  it  is  the  decision  of 
the  Board  that  the  work  shall  be  done  by 
the  Lathers:  where  the  same  is  used  for 
sheathing  it  shall  be  the  work  of  the 
Carpenters. 

FLAXLINUM   KEYBOARD   AND 
INSULATION. 

(Subject  of  dispute  between  the  United 
Brotherhood  of  Carpenters  and  Joiners  and 
the  International  Union  of  Wood,  Wire  and 
Metal  Lathers.) 

Decision    Rendered   December   4,    1920. 

In  the  matter  of  the  dispute  over  the 
installation  of  Flaxlinum  Keyboard  and  in- 
sulation, it  is  the  decision  of  the  Board  that 
when  the  same  is  used  as  a  substitute  for 
lath  or  when  any  plastic  material  is  to  be 
applied,  the  work  shall  be  done  by  the 
Lathers:  when  Flaxlinum  is  used  as  insula- 
tion of  sheathing  it  shall  be  the  work  of  the 
Cai'penters. 

HOLLOW  METAL  DOORS  AND  TRIM. 

(Sulijoct  of  disi)ute  l)ot\v«^en  the  United 
Hrotherhood  of  Carpenters  and  Joiners  and 
the  Amalgamated  Sheet  Metals  Workers' 
International    Alliance.) 

Decision    Rendered    December   4,    1920. 

In  the  matter  of  the  controversy  between 
the    Sheet    Metal    Workers    and    Carpenters 
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over  Hollow  Metal  Doors  and  Trim,  it  is 
decided  that  the  hanging  of  such  doors,  ex- 
cept sliding  doors,  the  installation  of  the 
door  frames,  the  placing  of  the  trim  around 
door  or  other  openings  and  the  placing  of  all 
other  metal  trim,  is  the  work  of  the  Sheet 
Metal  Workers  whenever  the  metal  is  of 
No.   10  gauge  or  lighter. 

Decision  Rendered  March  12,  1921. 

In  the  matter  of  the  controversy  between 
the  International  Association  of  Bridge  and 
Structural  Iron  Workers  and  the  Amalga- 
mated Sheet  Metal  Workers'  International 
Alliance  relative  to  Hollow  Metal  Doors  and 
Trim,  it  is  decided  that  the  erection  of  hollow 
metal  doors,  made  entirely  of  ten  gauge 
metal  or  lighter,  except  for  local  re-enforce- 
ment, and  the  installation  of  the  door  frames 
and  trim  in  direct  connection  with  such 
doors  is  the  work  of  the  Sheet  Metal  Work- 
ers; except  that  in  the  case  of  sliding  doors, 
street  entrance  and  vestibule  doors,  elevator 
shipping  room  and  freight  doors,  and  door-s 
used  exclusively  for  fire  purposes,  the  work 
is  that  of  the  Iron  Workers.  Kalamein  or 
other  wood-core  doors  are  not  covered  by 
this   decision. 

Metal    Partitions. 

The  erection  of  metal  partitions  of  ten 
gauge  metal  or  lighter,  unless  the  structural 
framing  of  such  partitions  consists  of  rolled 
shapes  or  drawn  tubing  is  the  work  of  the 
Sheet  Metal  Workers.  In  other  cases  it  is 
the  work  of  the  Iron  Workers. 

HOIiIiOW      SHEET      METAL      WINDOW 
FRAMES    AND    SASH. 

(Subject  of  dispute  between  the  United 
Brotherhood  of  Carpenters  and  Joiners  and 
the  Amalgamated  Sheet  Metal  "Workers'  In- 
ternational Alliance.) 

Decision  Rendered  Decemljer  4,  1920. 

In  the  matter  of  the  controversy  between 
the  Sheet  Metal  Workers  and  the  Carpenters 
over  Hollow  Sheet  Metal  Window  Frames 
and  Sash,  it  is  decided  that  the  setting  of 
hollow  metal  window  frames  and  the  hang- 
ing of  hollow  metal  sash,  when  such  frames 
and  sash  are  made  of  No.  10  gauge  metal  or 
lighter,  is  the  work  of  the  Sheet  Metal 
Workers. 

Decision   Rendered    Marcli    12,    1921. 

In  the  matter  of  the  controvei'sy  l)etween 
the  Amalgamated  Sheet  Metal  ^Yorkers'  In- 
ternational Alliance  and  International  As- 
sociation of  Bridge  and  Structural  Iron 
Workers  over  Hollow  Sheet  Metal  Window 
Frames  and  Sash,  it  is  decided  that  the 
setting  of  hollow  metal  window  frames  and 
the  hanging  of  hollow  metal  sash,  when  such 
frames  and  sash  are  made  of  No.  10  gauge 
metal  or  lighter,  is  the  work  of  the  Sheet 
Metal  Workers.  The  Campbell  Window  and 
Sash  not  being  of  hollow  metal,  its  erection 
is  awarded  to  the  Iron  Workers. 

METAI.  FORMS  FOR  CONCRETE 
COI.UMNS. 

(Subject  of  dispute  between  the  United 
Brotherhood  of  Carpenters  and  .Toiners, 
Amalgamated  Sheet  Metal  Workers'  Inter- 
national Alliance  and  the  International  As- 
sociation of  Bridge  and  Structural  Iron 
Workers.) 

Decision    Rendered    December    4,    1920. 

In  the  matter  of  the  controversy  between 
the  Sheet  Metal  Workers,  Carpenters,  and 
Iron  Workers  over  metal  forms  for  concrete 
columns,  it  is  decided  that  the  setting  up  of 
such  forms  of  No.  10  gauge  metal  or  lighter 
is  the  work  of  the  Carpenters,  and  when 
heavier  than  No.  10  gauge  it  is  the  work  of 
the  Iron  Workers. 


SCHOOI.   AND   THEATRE   SEATS, 
SETTING   OF 

(Subject  of  dispute  between  the  Amalga- 
mated Sheet  Metal  Workers'  International 
Alliance,  United  Brotherhood  of  Carpenters 
and  Joiners  and  International  Association  of 
Bridge  and  Structural  Iron  TV^orkers.) 
Decision  Rendered  Marcli  12,  1921. 

In  the  matter  of  the  controversy  between 
the  Amalgamated  Sheet  Metal  Workers'  In- 
ternational Alliance.  United  Brotherhood  of 
Carpenters  and  Joiners  and  International 
Association  of  Bridge  and  Structural  Iron 
Workers  relative  to  the  setting  of  school  and 
theatre  seats,  it  is  decided  that  the  work  in 
question  be  awarded  to  the  Carpenters. 

SHEET   METAi;   HOFFERS    AND    SFOUTS 
IN   GRAIN    EI.EVATORS. 

(Subject  of  dispute  between  the  Amalga- 
mated Sheet  Metal  Workers'  International 
Alliance,  International  Association  of  Bridge 
and  Structural  Iron  Workers  and  United 
Brotherhood  of  Carpenters  and  Joiners.) 

Decision  Rendered  February  7,   1922. 

In  tlie  matter  of  the  dispute  between  the 
Amalgamated  Sheet  Metal  Workers'  Inter- 
national Alliance,  International  Association 
of  Bridge  and  Structural  Iron  Workers  and 
United  Brotherhood  of  Carpenters  and  Join- 
ers referred  to  in  the  foregoing  title,  it  is 
decided  that  all  metal  work  relating  to  Hop- 
pers and  Spouts  in  Grain  Elevators  when 
made  of  ten  gauge  or  lighter  metal,  includ- 
ing reenforcement  of  light  iron,  cold  riveted 
or  bolted,  be  awarded  to  the  Amalgamated 
Sheet  Metal  Workers'  International  Alliance; 
when  heavier  than  ten  gauge  the  work  is 
awarded  to  the  International  Association  of 
Bridge  and  Structural  Iron  T\'orkers. 

HOISTING,   I.OWERING  AND  FI.ACING   OF 
EI^EVATOR    MACHINERY. 

(Subject  of  dispute  between  the  Elevator 
Constructors'  International  Union  and  the 
International  Association  of  Bridge  and 
Structural   Iron  Workers.) 

Decision   Rendered    February    7,    1922. 

In  the  matter  of  the  dispute  between  the 
Elevator  Constructors'  International  Union 
and  the  International  Association  of  Bridge 
and  Structural  Iron  Workers  referred  to  in 
the  foregoing  title,  it  is  decided  that  the 
Elevator  Constructors'  International  Union 
be  awarded  the  Hoisting,  Lowering  and 
Placing  of  Elevator  Machinery. 

GI.AZING  AS  HEREINAFTER  DESCRIBED. 

(Agreement  for  avoidance  of  dispute  be- 
tween Brotherhood  of  Painters,  Decorators 
and  Paperhangers  and  Bricklayers,  Masons 
and  Plasterers'  International  Union  as  en- 
dorsed by  Building  Trades  Department,  A.  F. 
of  L.) 

Decision  Rendered  July  12,  1922. 

In  the  matter  of  the  subject  referred  to  in 
the  foregoing  title,  it  is  the  decision  of  the 
J^oard  that  the  following  agreement  be  con- 
curred in: 

Agreement  entered  into  by  and  between 
the  General  Executive  Board  of  the  Brother- 
hood of  Painters,  Decorators  and  T^aperhang- 
ers  of  America,  and  the  General  Executive 
Hoard  of  the  Bricklayers,  Masons  and  Plas- 
terers' International  TTnion  shall  take  effect 
December  .'>,  UtlO,  and  remain  in  force  until 
amended,  revised  or  changed  at  a  meeting 
between  the  representatives  of  both  organiza- 
tions  called    for  this  purpose. 

Section  1.  It  is  agreed  by  both  parties  to 
this  agrtcment  that  all  plate  and  window 
glass,  mirrors,  beveled  plate,  rough,  ribbe<i 
wire,  figured,  colored  or  art  glass  set  in  sash, 
frames,    doors,    or    skylights,    constructed    of 
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wood,  sheet  metal,  iron,  stone,  or  other  ma- 
terial and  set  with  putty  or  moulding,  shall 
be  set  by  the  members  of  the  Brotherhood 
of  Painters,  Decorators  and  Paperhangers  of 
America,  and  that  where  glass  is  used  as  a 
substitute  for  ceramic,  mosaic,  or  encaustic 
tile,  and  set  on  floors,  walls  and  ceilings  in 
mortar,  cement  or  other  plastic  material 
used  to  secure  such  tile  in  position,  shall  be 
set  by  members  of  the  Bricklayers,  Masons 
and  Plasterers'  International  Union,  when  cut 
to  size  and  shape  for  setting.  It  is  further 
agreed  by  the  Bricklayers,  Masons  and  Plas- 
ters' International  Union  that  all  glass  de- 
livered on  jobs  in  stock  sheets  shall  be  cut 
to  the  required  size  by  a  member  of  the 
Brotherhood  of  Painters,  Decorators  and  Pa- 
perhangers  of  America. 

Section  2.  It  is  agreed  by  both  parties  to 
this  agreement  that  all  plate  and  window 
glass,  mirrors,  beveled  plate,  rough,  ribbed, 
wire,  figured,  colored,  or  art  glass  set  in  sash, 
frames,  doors,  or  skylights,  constructed  of 
wood,  sheet  metal,  iron,  stone,  or  other  ma- 
terial and  set  with  putty  or  moulding,  shall 
be  set  by  the  members  of  the  Brotherhood  of 
Painters,  Decorators  and  Paperhangers  of 
America,  and  that  where  glass  is  used  as  a 
substitute  for  marble  in  interior  finish  or 
decoration,  and  is  carved,  cut,  polished  or 
rubbed,  shall  be  set  by  members  of  the  Brick- 
layers, Masons  and  Plasters'  International 
Union. 

Section  3.  Should  any  differences  arise 
regarding  the  work  as  covered  by  this  agree- 
ment, a  committee  appointed  by  and  repre- 
senting the  district  council  or  local  union  of 
each  organization  in  tha  locality,  shall  meet 
and  adjust  such  differences.  Should  the  com- 
mittees of  the  local  unions  fail  to  agree,  an 
executive  officer  of  each  internatioiial  union 
shall  be  requested  to  attend  and  assist  in  tlie 
adjustment. 

Section  4.  It  is  further  agreed  that  the 
national  officers  of  both  organizations  shall 
insist  that  all  agreements  entered  into  shall 
be   carried   out  by   affiliated   unions. 

AGREEMENT  FOR  AVOIDANCE  OP  DIS- 
PUTE BETWEEN  UNITED  SLATE,  TILE 
AND  COMPOSITION  ROOPERS  AND 
AMALGAMATED  SHEET  METAL  WORK- 
ERS  INTERNATIONAL    ALLIANCE. 

(Endorsed  by  Seattle  Convention,  Building 
Trades  Department,  November,  1913.) 

Decision   Rendered   July   12,    1922. 

In  the  matter  of  the  subject  referred  to  in 
the  foregoing  title.  It  is  the  decision  of  the 
Board  that  the  following  agreement  be  con- 
curred in: 

Upon  that  portion  of  the  report  of  the 
Executive  Council  under  the  above  caption 
the   committee   reported  as   follows: 

"The  representatives  of  the  I.  A.  A.  Sheet 
Metal  Works  and  the  United  Slate,  Tile  an-^ 
Composition  Roofers  appeared  before  your 
committee  and  requested  that  they  be  given 
an  opportunity  to  reach  an  agreement.  The 
request  was  granted  and  the  following  repre- 
sents the  agreement  reached  by  the  trades  in 
interest: 

"This  agreement  made  and  entered  into  at 
Atlantic  City,  N.  J.,  July  25,  1913,  by  and  be- 
tween the  Amalgamated  Sheet  Metal  Work- 
ers International  Alliance,  party  of  the  first 
part,  and  the  United  Slate,  Tile  and  Composi- 
tion Roofers,  party  of  the  second  part,  in 
pursuance  of  correspondence  and  action 
thereon  as  found  on  page  70  of  the  report  of 
the  Proceedings  of  the  Sixth  annual  Conven- 
tion of  the  Building  Trades  Department 
whereby  the  party  of  the  first  part  agrees  to 
cause  its  affiliated  local  unions  and  their 
members  to  respect  and  observe  the  trade 
jurisdiction  of  the  party  of  the  second  part 
as  approved  by  the  Buildiner  Trades  Depart- 
ment of  the  American  Federation  of  Uabor, 
and  refrain  from  doing  any  work  granted  to 
the  said  party  of  the  second  part  In  the 
aforesaid  jurisdiction  in  all  towns  and  locali- 


ties where  the  party  of  the  second  part  has  ; 
duly   chartered   local  union. 

"The  party  of  the  second  part  agrees  to 
cause  all  its  local  unions  and  their  members 
to  observe  and  respect  the  jurisdiction  of  the 
party  of  the  first  part  as  established  and 
approved  by  the  Building  Trades  Department 
of  the  American  Federation  of  Labor. 

OPERATION    OP    ELEVATOR    POR 
HOISTING  MATERIAL. 

(Decision  St.  Uouis  Convention,  Building 
Trades  Department,  A.  F.  of  D.,  adopted  De- 
cember,   1910.      See   printed   proceedings,   page 

12S.) 

Decision    Rendered    July    12,    1922. 

In  the  matter  of  the  subject  referred  to  in 
the  foregoing  title,  the  following  decision  is 
concurred  in: 

The  operation  of  elevators  of  all  kinds 
when  used  for  hoisting  any  material  used  in 
the  construction  of  buildings  is  hereby  con- 
ceded to  the  hoisting  engineers,  affiliated 
with  the  International  Union  of  Steam  En- 
gineers. 

CORRUGATED    SHEETING. 

(Subject  of  dispute  between  International 
Association  of  Bridge  &  Structural  Iron 
Workers  and  Amalgamated  Sheet  Metal 
Workers'    International   Alliance.) 

Decision  Rendered  May  26,  1923. 

The  erection  of  corrugated  metal  sheeting 
on  steel  frames  construction  when  the  sheets 
are  simply  end  and  side  lapped  is  the  work 
of  the  Iron  Workers;  the  erection  of  all  other 
corrugated  metal  sheeting  of  No.  10  gauge  or 
lighter  is  the  work  of  the  Sheet  Metal 
^^'orkers. 


DERRICKS,   ERECTION   AND   HANDLING 
POR    SETTING    STONE 

(Subject  of  dispute  between  Bricklayers. 
Masons  &  Plasterers'  International  Union 
and  International  Association  of  Bridge  & 
Structural  Iron  Workers.) 

Decision   Rendered   May   26,    1923. 

The  stone  setter  shall  have  sole  jurisdic- 
tion over  hand  derricks  in  connection  with 
the  setting  of  stone. 

The  erection  and  operation  of  power  der- 
ricks for  setting  stone  shall  be  done  by  the 
Iron  Workers  under  the  direct  supervision  of 
the  stone  setter,  who  shall  determine  the 
number   of  men   to  be   employed. 

JURISDICTION    OVER   CORK   INSULATION 
AND   SUBSTITUTES    THEREPOR. 

(Subject  of  dispute  I)etween  Operative 
Plasterers  &  Cement  Finishers'  International 
Association.  Bricklayers,  Masons  &-  Plasters" 
International  Union,  United  Slate,  Tile  i^:- 
Composition  Roofers,  Damp  &  Waterproof 
Workers'  Association,  and  International  As- 
sciation  Heat  &  Frost  Isulators  and  Asbestos 
Workers.) 

Decision   Rendered   May    26,    1923. 

In  the  niattir  of  th<>  crrctidii  and  installa- 
tion of  cork  and  (Ither  insulations  used  as 
substitutes  the  ITnited  Brotherhood  of  Car- 
penters and  Joiners  of  America  sliall  control 
all  cork  and  other  substitutes  when  laid  dr>-. 
such  as  Ilooi'S.  partitions,  and  coiling  insula- 
tion, including  tlu^  cutting  and  fitting  tliereof; 
the  Operative  Plasterers'  and  Cement  Fin- 
isers'  International  Association  and  the 
Bricklayers.  Masons  and  Plasterers'  Inter- 
national T^nion  shall  jointly  control  all  coi-k 
and  substitutes  therefor  when  cement  or 
other  plastic  materials  are  used,  including 
the  cutting  aiul  fitting  thereof;  on  all  jobs  of 
cork  work  laid  in  aspluilt,  it  sliall  be  per- 
missible for  the  T>aborer  to  do  the  work  of 
smearing  the  asphalt,  under  the  super\isioii 
of  the  mechanic. 
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ARTIFICIAL     STONE — GRANITE, 

(DRESSING,    ALTERING 

AND    FINISHING.) 

(Subject  of  dispute  between  Granite  Cut- 
ters' International  Association  and  Journey- 
men   Stone   Cutters'   Association.) 

Decision   Rendered    Slay    26,    1923. 

In  the  matter  of  dispute  between  tlie 
Granite  Cutters'  International  Association 
and  the  Journeymen  Stone  Cutters'  Associa- 
tion relative  to  artificial  stone,  the  dressing, 
altering  and  finishing  of  artificial  stone, 
cast  In  Imitation  of  natural  stone  is  the 
work  of  the  Journeymen  Stone  Cutters'  As- 
sociation except  that  when  any  such  artificial 
stone,  by  reason  of  hardness  or  texture,  re- 
quires the  use  of  granite  cutters'  tools  for 
tlie  proper  dressing,  altering  or  finishing  it 
is  the  work  of  the  Granite  Cutters'  Inter- 
national Association. 

FLAT    FACED    TILE. 

(Subject  of  dispute  between  Bricklayers 
Masons  &  Plasterers'  International  Union 
and  United  Slate.  Tile  &  Composition  Roofen?. 
Damp  and  Waterproof  T\'orkers'  Association 

Decision    Rendered    May    26,    1923. 

In  the  matter  of  dispute  referred  to  In 
the  foregoing  title  the  following  agreement 
is  concurred  In: 

Bricklayers,      Masons     and     Plasters'     Inter- 
national Union 
vs. 
United    Slate,    Tile   and   Composition   Roofers. 
Damp   and   Waterproof   Workers' 
Association. 

Agreement  entered  into  this  21st  day  of 
February,  1911,  amended  May  26,  1923,  by 
and  between  duly  accredited  representatives 
of  the  organizations  above  named,  to-wit: 

Jurisdiction  is  hereby  conceded  the  Brick- 
layers, Masons  and  Plasterers'  International 
T'nlon  over  the  laying  or  setting  of  flat-faced 
tile  of  every  description  when  laid  in  mortars 
on  all  flat  roofs  or  promenade  roofs. 

Jurisdiction  is  hereby  conceded  the  United 
Slate,  Tile  and  Composition  Roofers,  Damp 
and  Waterproof  Workers'  Association  over 
flat-faced  tile  of  every  description,  and  corru- 
gated tile,  when  laid  in  any  preparation  of 
asphalt  on  roofs,  flat  or  otherwise. 

FOREMANSmP    OVER    CONCRETE    "WORK 

ON    'WALLS,    FOUNDATIONS,    FOOTINGS, 

ETC.,    BELOW    THE    FIRST    FLOOR. 

(Suljject  of  dispute  between  Bricklayers. 
Masons  &  Plasterers'  International  Union.  In- 
ternational Hod  Carriers,  Building  &  Com- 
mon Laborers'  Union,  and  Operative  Plas- 
terers &  Cement  Finishers'  International  As- 
sociation.) 

Decision    Rendered    May    26,    1923. 

In  the  matter  of  dis|jute  coveied  in  tlie 
foregoing  title,  it  is  decided  that  foreinanshii 
over  concrete  work  on  walls,  foundations, 
footings,  etc.,  below  the  first  floor  shall  be 
done  by  Laborers  under  the  supervision  of 
such  skilled  mechanics  as  the  employer  ma.\' 
designate. 

CONDUO    BASE,    INSTALLATION    OF 

(Subject  of  disjjute  ljetwtt;n  International 
Brotheihood  of  Electrical  Workers  and  Amal- 
gamated Sheet  ]Metal  Workers'  International 
.-Mliance.) 

Decision  Rendered  Augoist  2,   1923. 

In  the  matter  of  the  conti-oversy  between 
the  Electrical  Woi-kers  and  the  Sheet  Metal 
Workers  as  to  the  installation  of  conduo  base, 
it  is  decided  that  the  installation  of  conduo 
base  is  the  work  of  the  Sheet  Metal  Workers. 


SETTING    OF    ALBERENE     STONE     SLABS 

USED    AS    DRAIN   BOARDS    OR   BACKS 

IN    CONNECTION    "WITH    SINKS. 

(Subject  of  di.spute  bt-iween  the  Bricklav- 
ers.  Masons  and  Plasterers'  International 
Union- and  the  United  Association  of  Plumb- 
ers  and   Steam   Fitters.) 

Decision  Rendered  November  14,   1923. 

In  the  matter  of  the  controversv  between 
the  Bricklayers  and  Masons  and  the  Plumb- 
ers and  Steam  Fitters  over  the  setting  of 
Alberene  stone  slabs  used  as  drain  boards 
or  backs  in  connection  with  sinks,  it  was 
decided  that  the  setting  of  Alberene  stone 
slabs  used  as  drain  boards  or  backs  in  con- 
nection with  sinks  Is  the  work  of  Plumbers 
and  Steam  Fitters. 

GUNNITE  -WORK  OR  HANDLING  CEMENT 
GUN. 

(Subject  of  dispute  between  the  Interna- 
tional Hod  Carriers,  Building  and  Common 
Laborers'  Union,  Operative  Plasterers  and 
Cement  Finishers'  International  Association 
and  Bricklayers,  Masons  and  Plasterers'  In- 
ternational  Union.) 

Decision  Rendered   February   21,   1924. 

In  the  matter  of  tlie  di.spute  referred  to  in 
the  foregoing  title,  the  following  decision 
was    reached: 

When  work  to  be  performed  is  to  be  of  the 
thickness  of  one  and  one-half  inches  or 
greater,  the  handling  of  the  cement  gun  shall 
be  done  by  the  Laborers.  When  the  work 
is  less  than  one  and  one-half  inches  in 
thickness,  the  building  and  control  of  the 
nozzle  shall  be  the  work  of  the  Plasterers 
and    Cement    Finishers. 

It  is  understood  that  this  decision  does 
not  allow  to  the  Laborers  the  right  to  finish 
where   any   finishing  tools   are   required. 

The  application  of  a  coat  of  cement  mix- 
ture by  means  of  the  cement  gun  on  steel, 
as  a  protection  against  corrosion,  is  not 
Included  in  this  decision. 

PLASTERING  "WORK    FOR   PREPARATION 
OF    "WALLS    AND    CEILINGS    FOR    TILING. 

(Subject  of  dispute  between  the  Brick- 
layers, Masons  and  Plasterers'  International 
Union  and  the  Operative  Plasterers  and  Ce- 
ment Finishers'  International  Association.) 
Decision   Rendered   February  21,    1924. 

After  reviewing  the  controversy  in  its 
various  phases,  the  determination  is  reached 
that  the  agreement  previously  existing  be- 
tween the  two  organizations  affords  the  most 
practical  plan  of  adjustment,  and  the  fol- 
lowing award  is  therefore  made  as  the  de- 
cision of  the  Board: 

Plasterers  shall  prepare  or  plaster  all 
walls  and  ceilings  which  are  to  receive  tile, 
except  the  final  setting  bed,  which  shall  be 
applied  by  the  Tile  Layers;  three  bath 
rooms,  vestibule  and  small  halls  In  single 
private  residences  shall  be  plastered  bv  the 
tile   setters. 

SETTING,  INSTALLING   OR    STICKING   OF 
ARTIFICIAL    STONE. 

(Suljject  of  dispute  bi  twceii  llie  Brick- 
layers, Masons  and  IMasterers'  International 
Union  and  Operative  Plasterers  and  Cement 
Finishers'    Internatinn.'il    Association.) 

Decision   Rendered   February   21,   1924. 

In  the  matter  of  ilie  coMtrovirsy  between 
tile  Bricklayers  and  Masons  and  the  Plas- 
terers and  Cement  Finishers  over  the  setting, 
installing  or  sticking  of  artificial  stone,  it 
is  decided  that  the  setting,  installing  or 
sticking  of  all  artificial  stone  whicli  is  rein- 
forced with  burlap  or  other  fibrous  material, 
whether  cast  or  faliricated  in  shop  or  on  the 
jol).  is  the  work  of  the  Plasterers  and  t^ement 
1-inishers;  and  the  setting,  installing  and 
sticking  of  all  artificial  stone  which  is  not 
reinforced  with  burlap  or  other  fibrous  ma- 
terial is  the  work  of  the  Bricklayers  and 
Masons. 
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MECHANICS  LIEN  LAW 
State  of  Illinois 


defined — lien     upon 
material     or     labor 


real 
fur- 


1.  "Contractor" 

estate    for 
nished. 

2.  Liens  for   labor   or   material   furnished 

by   mistake. 

3.  Husband  and  wife. 

4.  Breach  of  contract  by  owner — recovery 

of   material — other   provisions. 

5.  Claims  of  sub-contractor — notice  of  to 

owner — owner's     duty  —  contractor's 
liability — exceptions. 

6.  Time   for   completing  contract. 

7.  Limitation    as    against    third    parties — 

claim     for     lien — proof     of     delivery 
sufficient. 

8.  Assigning  liens  or  claims  for  liens. 

9.  Suit — how    brought — joint    suits — cross 

bill — dismissal — surprise — limitation. 

10.  Personal      representatives  —  death      of 

parties   in    interest. 

11.  "Parties  in  interest"  defined — dismissal 

- — notice. 

12.  Practice — powers  of  court — receivers. 

13.  Practice — answer  —  defense  —  counter 

claim. 

14.  Trials — delay- — order    for    sale. 

15.  Preferences. 

16.  Incumbrances — pro  rata  benefits. 

17.  Costs — attorney  fees. 

18.  Sales   of  estates — partial    sales. 

19.  Proceeds    of    sale — application — prefer- 

ences— deficiency   and    surplus. 

20.  Redemption. 

AN    ACT 

To  Revise  the  Law  in  Relation  to  Mechanics' 
Iiiens;  To  Whom,  What  For  and  When 
Iiien  Is  Given;  Who  Is  a  Contractor;  Area 
Covered  by  and  Extent  of  Lien;  When  the 
Lien  Attaches.  (Approved  May  18,  1903; 
in  Force  July  1,  1903;  as  Amended  by  Act 
Approved  June  16,  1913,  in  Force  July  1, 
1913.) 

Section  1.  When  Lien  Given.)  Be  it  En- 
acted by  the  People  of  the  State  of  Illinois, 
Represented  in  the  General  Assembly:  That 
any  person  who  shall  by  any  contract  or  con- 
tracts, express  or  implied,  or  partly  expressed 
or  implied,  with  the  owner  of  a  lot  or  tract 
of  land,  or  with  one  whom  such  owner  has 
authorized  or  knowingly  permitted  to  con- 
tract for  the  improvement  of,  or  to  improve 
the  same,  furnish  material,  fixtures,  appara- 
tus or  machinery,  forms  or  form  work  used 
in  the  process  of  construction  where  cement, 
concrete  or  like  material  is  vised  for  the  pur- 
pose of  or  in  the  building,  altering,  repair- 
ing or  ornamenting  any  house  or  other  build- 
ing, walk  or  sidewalk,  wliether  such  walk  or 
sidewalk  be  on  the  land  or  bordering  there- 
on, driveway,  fence  or  improvement  or  ap- 
purtenances thereto  on  such  lot  or  tract  of 
land  or  connected  therewith,  and  upon,  over 
or  under  a  sidewalk,  street  or  alley  adjoin- 
ing; or  fill,  sod  or  excavate  such  lot  or  tract 
of  land,  or  do  landscape  work  thereon  or 
therefor;  or  raise  or  lower  any  house  there- 
on or  remove  any  house  thereto;  or  perform 
sevices  as  an  architect  or  as  a  structural  en- 
gineer for  any  such  purpose;  or  furnish  or 
perform  labor  or  services  as  superintendent, 
timekeeper,  mechanic,  laborer  or  otherwise, 
in  the  building,  altering,  repairing  or  orna- 
menting of  the  same;  or  furnish  material, 
fixtures,  apparatus,  machinery,  labor  or  ser- 
vices, forms  or  form  work  used  in  the  pro- 
cess of  construction  where  concrete,  cement 
or  like  material  is  u.sed,  on  the  order  of  his 
agent,  nrchitect,  structural  engineer  or  su- 
perintendent having  charge  of  the  improve- 
ments, building,  altering,  repairing  or  orna- 
menting the  same,  shall  be  known  under  this 
Act  as  a  contractor,  and  shall  have  ,a  lien 
upon  the  whole  of  such  lot  or  tract  of  land 
and  upon  the  adjoining  or  adjacent  lots  or 
tracts  of  land  of  such  owner  constituting  the 


"Sub-contractor"  defined  —  preferences 
• — limit  of  ability — abandonment  of 
contract. 

22.  Partner    after    contract — statement    of 

sub-contractor — failure — penalty. 

23.  Lien   against  public   funds — public   im- 

provements— liability     and     duty     of 
ofticial. 

24.  Notice      by      sub-contractor  — ■  agents, 

architects  and  superintendents  to  be 
notified — form  of  notice. 

25.  Notice  to  non-residents. 

26.  Preferential  liens. 

27.  Owners'  duty  after  notice — preferences. 

28.  Suits  by   sub-contractor — proceedings. 

29.  Judgment   before    justice — transcript — 

executions. 

30.  General  settlement — procedure. 

31.  Failure   to    complete    contract — owner's 

liability   to  sub-contractor. 

32.  Wrongful    payment    of    owner    to    con- 

tractor. 

33.  Limitation    as    to    suit    of    sub-contrac- 

tor. 

34.  General    provisions. 

35.  Neglect — penalty. 

36.  Wrongful   sale  or   removal   of  material 

— penalty. 

37.  Liens  against  water  craft. 

38.  Filing   claims — circuit    clerk's    duties — • 

fees. 

39.  Construction  of  Act. 

40.  Repeals  of  Act  of  1895. 

same  premises  and  occupied  or  used  in  con- 
nection with  such  lot  or  tract  of  land  as  a 
place  of  residence  or  business;  and  in  case 
the  contract  relates  to  two  or  more  build- 
ings, on  two  or  more  lots  or  tracts  of  land, 
upon  all  such  lots  and  tracts  of  land  and 
improvements  thereon  for  the  amount  due  to 
him  for  such  material,  fixtures,  apparatus, 
machinery,  services  or  labor,  and  interest 
from  the  date  the  same  is  due.  This  lien 
shall  extend  to  an  estate  in  fee,  for  life,  for 
years,  or  any  other  estate  or  any  right  of 
redemption,  or  other  interest  which  such 
owner  may  have  in  the  lot  or  tract  of  land 
at  the  time  of  making  such  contract  or  may 
subsequently  acquire  therein,  and  shall  be 
superior  to  any  right  of  dower  of  husband 
or  wife  in  said  premises,  provided  the  owner 
of  such  dower  interest  had  knowledge  of 
such  improvement  and  did  not  give  written 
notice  of  his  or  her  objection  to  such  im- 
provement before  the  making  thereof;  nor 
shall  the  taking  of  additional  security  by  the 
contractor  or  sub-contractor  be  a  waiver  of 
any  right  of  lien  which  he  may  have  by  vir- 
tue of  this  Act.  unless  made  a  waiver  by 
express  agreement  of  the  parties;  and  this 
lien  shall  attach  as  the  date  of  the  contract. 
(As  amended  by  Act  approved  June  28, 
1919.) 

Section  2.  Liens  for  Work  or  Materials  by 
Mistake  Fut  Upon  Land  Other  Than  the  Con- 
tractingr  Parties.)  An>-  pci-son  furnishing 
services,  labor  or  material  for  the  erection 
of  ,a  building,  or  structure,  or  improvement, 
by  mistake,  upon  land  owned  by  another  than 
the  party  contracting  as  owner,  shall  have  a 
lien  for  such  services,  labor  or  material  ujion 
such  building,  or  structure,  or  improvement, 
and  the  court,  in  the  enforcement  of  such 
lien,  shall  order  and  direct  such  building, 
structure  or  improvement  to  be  separately 
sold  under  its  decree,  and  the  purchaser  may 
remove  the  same  within  such  reasonable  time 
as   the  court   may  fix. 

Section  3.  Liens  for  Work  or  Materials 
Under    Contract    with    Husband    on    Laud    of 

Wife.)  If  any  sncli  ser\ices  or  l;ibor  .-ire 
lierformed  unon  or  ni.nteri.nls  are  furnished 
for  lands  belonging  to  any  married  woman, 
with  her  knowledge  and  not  against  her  pro- 
test  in    writing,   as  provided   in   Section   1    of 
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this  Act,  In  pursuance  of  a  contract  with 
the  husband  of  such  married  woman,  the  per- 
son furnishing  such  labor  or  materials  shall 
have  a  lien  upon  such  property,  the  same 
as  if  such  contract  had  been  made  with  (the) 
married  woman,  and  in  case  the  title  to  such 
lands  upon  which  improvements  are  made  is 
held  by  husband  and  wife  jointly,  the  lien 
given  by  this  Act  shall  attach  to  such  lands 
and  improvements,  if  the  improvements  be 
made  in  pursuance  of  a  contract  with  both 
of  them,  or  in  pursuance  of  a  contract  with 
either  of  them,  and  in  all  such  cases  no 
claim  of  homestead  right  set  up  by  a  hus- 
band or  wife  shall  defeat  the  lien  given  by 
this   Act. 

Section  4.  Breach  of  Contract  157  Owner — 
Recovery  for  Material — Partial  Performance 
— Quantum  Meruit — Rig-lit  to  Reclaim — Un- 
used Material.)  Wlien  the  owner  of  the  land 
sliall  fail  to  pay  the  contractor  moneys  just- 
ly due  liim  under  the  contract  at  the  time 
when  tlie  same  should  be  paid,  or  fails  to 
perform  his  part  of  the  contract  in  any  other 
manner,  the  contractor  may  discontinue  work, 
and  the  contractor  shall  not  be  held  liable 
for  any  delay  on  his  part  during  the  period 
of,  or  caused  by,  sucli  breach  of  contract  on 
the  part  of  the  owner;  and  if,  after  sucli 
breach  for  the  period  of  ten  days,  the  owner 
shall  fail  to  comply  with  his  contract,  the 
contractor  may  abandon  the  work,  and  in 
sucli  case  the  contractor  shall  be  entitled  to 
enforce  his  lien  for  the  value  of  wliat  has 
been  done,  and  the  court  shall  adjust  his 
claim  and  allow  him  a  lien  accordingly.  In 
such  cases  all  persons  furnishing  material 
which  has  not  been  incorporated  in  the  im- 
provement shall  have  the  right  to  take  pos- 
session of  and  remove  the  same  if  he  so 
elects. 

Section  5.  Contractors  to  Notify  Owners 
of  Sub-Contracts  and  Amounts  of  Their 
Claims — Owner's  Duty  with  Reg^ard  Thereto 
and  Rig^hts  in  Case  of  Default — Contractor's 
Liability  for  Pailure  to  Give  Statement — 
Contractors  to  Whom  This  Section  Does  Not 
Apply.)  It  shall  be  the  duty  of  the  contrac- 
tor to  give  to  tlie  owner,  and  tlte  duty  of  the 
owner  to  require  of  the  contractor,  before 
the  owner  or  his  agent,  architect  or  super- 
intendent, shall  pay  or  cause  to  be  paid  to 
said  contractor  or  to  his  order  any  moneys 
or  other  consideration  due  or  to  become  due 
such  contractor,  or  make  or  cause  to  be  made 
to  such  contractor  any  advancement  of  any 
money  or  any  other  consideration,  a  state- 
ment in  writing,  under  oath  or  verified  by 
affidavit,  of  the  names  of  all  parties  furnish- 
ing materials  and  labor,  and  of  the  amounts 
due  or  to  become  due  each.  Merchants  and 
dealers  in  materials  only  shall  not  be  re- 
quired to  make  statements  herein  provided 
for. 

Section  6.  Time  for  Completion  of  Con- 
tract.) In  no  event  shall  it  be  necessary  to 
fix  or  stipulate  in  any  contract  a  time  for 
the  completion  or  a  time  for  payment  in  or- 
der to  obtain  a  lien  under  this  Act:  Pro- 
vided, that  the  work  is  done  or  material  fur- 
nislied  within  three  years  from  the  com- 
mencement of  said  work  or  the  commence- 
ment of  furnishing  said  materials. 

Section  7.  Limitations  as  Ag^ainst  Third 
Parties — Claim  for  Lien — "What  Shall  Con- 
sist of — When  Claim  May  be  Piled  and  When 
Amended — As  to  Errors  in — Proof  of  Deliv- 
ery of  Material,  Not  Use,  Sufllcient — Deliv- 
ery of  Material  at  One  Building-  Good  for  All 
Buildings.)  No  contractor  shall  be  alloweil 
to  enforce  such  lien  against  or  to  the  preju- 
dice of  any  otlier  creditor  or  incumbrancer 
or  purchaser,  unless  within  four  months 
after  completion,  or  if  extra  or  additional 
work  is  done  or  material  is  delivered  there- 
for within  four  months  after  the  completion 
of  such  extra  or  additional  work  or  the  final 
delivery  of  such  extra  or  additional  material, 
he  shall  either  bring  suit  to  enforce  his  lien 
therefor  or  shall  file  with  the  clerk  of  the 
Circuit  Court  in  the  county  in  which  the 
building,    erection    or    other    improvement    to 


be  charged  with  the  lien  is  situated,  a  claim 
for  lien,  verified  by  the  affidavit  of  himself, 
or  his  agent  or  employee,  which  shall  con- 
sist of  a  brief  statement  of  the  contract,  the 
balance  due  after  allowing  all  credits,  and  a 
sufficiently  correct  description  of  the  lot,  lots 
or  tracts  of  land  to  identify  the  same.  Such 
claim  for  lien  may  be  filed  at  any  time  after 
the  contract  is  made,  and  as  to  tlie  owner 
may  be  filed  at  any  time  after  the  contract 
is  made  and  within  two  years  after  the  com- 
pletion of  said  contract,  or  the  completion 
of  any  extra  work  or  the  furnishing  of  any 
extra  material  thereunder,  and  as  to  such 
owner  may  be  amended  at  any  time  before 
the  final  decree.  No  such  lien  shall  be  de- 
feated to  tlie  proper  amount  thereof  be- 
cause of  an  error  or  overcharging  on  the 
part  of  any  person  claiming  a  lien  therefor 
under  this  Act  unless  it  sliall  be  sliown  that 
such  error  or  overcharge  is  made  with  in- 
tent to  defraud;  nor  shall  any  such  lien  for 
material  be  defeated  because  of  lack  of  proof 
that  the  material  after  the  delivery  thereof, 
actually  entered  into  the  construction  of 
such  building  or  improvement,  although  it 
be  shown  that  such  material  was  not  actually 
used  in  the  construction  of  such  building  or 
improvement:  Provided,  it  is  shown  that 
such  material  was  delivered  either  to  said 
owner  or  his  agent  for  such  building  or  im- 
provement, to  be  used  in  said  building  or 
improvement,  or  at  the  place  where  said 
building  or  improvement  was  being  con- 
structed, for  the  purpose  of  being  used  in 
construction  or  for  the  purpose  of  being  em- 
ployed in  the  process  of  construction  as  a 
means  for  assisting  in  the  erection  of  the 
building  or  improvement  in  what  is  com- 
monly termed  forms  or  form  work  where 
concrete,  cement  or  like  material  is  used,  in 
wliole  or  in  part:  And,  provided,  further, 
that  in  case  of  tlie  construction  of  a  number 
of  buildings  under  contract  between  the 
same  parties,  it  shall  be  sufficient  in  order 
to  establish  sucli  lien  for  material,  if  it  be 
shown  tliat  such  material  was  in  good  faith 
delivered  at  one  of  the  said  buildings  for 
tlie  purpose  of  being  used  in  the  construc- 
tion of  any  one  or  all  of  such  buildings,  or 
delivered  to  the  owner  or  his  agent  for  such 
buildings,  to  be  used  therein;  and  sucli  lien 
for  such  material  shall  attach  to  all  of  said 
buildings,  together  with  the  land  upon  which 
the  same  are  being  constructed,  tlie  same  as 
in  a  single  building  or  improvement:  And. 
provided,  further,  that  in  the  event  the  con- 
tract relates  to  two  or  more  buildings  on 
two  or  more  lots  or  tracts  of  land,  then  all 
of  said  buildines  and  lots  or  tracts  of  Innd 
may  be  included  in  one  statement  of  claim 
for  a  lien.  (As  amended  bv  Act  approved 
J\me  Ifi,  1913,  in  force  July  1,   1913.) 

Section  S.  AssigTiability  of  Liens  or  Claims 
for  Liens — Rights  of  Assignee.)  All  liens  or 
claims  for  lien  which  may  arise  or  accrue 
under  the  terms  of  this  Act  shall  be  assign- 
able, and  proceedings  to  enforce  such  liens  or 
claims  for  lien  may  be  maintained  by  and  in 
the  name  of  the  assignee,  who  shall  have  as 
full  and  complete  power  to  enforce  the  same 
as  if  such  proceedings  were  taken  under  the 
provisions  of  this  Act  by  and  in  the  name 
of  the  lien   claimant. 

Section  9.  When,  How  and  in  What  Court 
Suit  May  be  Brought — Two  or  More  Lien 
Holders  May  Join  in  Bringing-  Suit — Answers 
Stand  as  Cross-Bills — Original  Bill  Cannot  be 
Dismissed  Without  Consent  of  Parties — Lien 
Claimants  May  Contest  Each  Other's  Claims 
■Without  Pormal  Issues  of  Record — Rights  of 
in  Case  of  Surprise — Limitation.)  If  pay- 
ment shall  not  be  made  to  tlie  contractor 
having  a  lien  by  virtue  of  this  Act  of  any 
amount  due  when  the  same  becomes  due. 
then  such  contractor  may  bring  suit  to  en- 
force his  lien  by  bill  or  petition  in  any  court 
of  competent  chancery  jurisdiction  in  the 
county  where  the  improvement  is  located, 
and  in  the  event  that  the  contract  relates 
to  two  or  more  buildings  or  two  or  more 
lots  or  tracts  of  land,  then  all  of  said  build- 
ings  and   lots  or  tracts  of  land   may   be   in- 
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eluded  in  one  bill  or  petition.  Any  two  or 
more  persons  having  liens  on  tlie  same  prop- 
erty may  join  in  bringing  such  suit,  setting 
forth  their  respective  rights  in  their  bill  or 
petition;  all  lien  claimants  not  made  parties 
thereto  may,  upon  application,  become  de- 
fendants and  enforce  their  liens  by  answer 
to  the  bill  or  petition  in  the  nature  of  an 
intervening  petition,  and  the  same  shall  be 
taken  as  a  cross-bill  against  all  the  parties 
to  such  suit;  and  the  said  bill  or  petition 
shall  not  thereafter  be  dismissed  as  to  any 
such  lien  claimant,  or  as  to  the  owner  or 
owners  of  the  premises  without  the  consent 
of  such  lien  claimant.  The  complainant  or 
petitioner,  and  all  defendants  to  such  bill  or 
petition  may  contest  each  other's  right  with- 
out any  formal  issue  of  record  made  up  be- 
tween them  other  than  that  (shown)  upon 
the  original  bill  or  petition,  as  well  with  re- 
spect to  the  amount  due  as  to  the  right  to 
the  benefit  of  the  lien  claimed:  Provided, 
that  if  by  such  contest  by  co-defendants  any 
lien  claimants  be  taken  by  surprise,  the 
court  may,  in  its  discretion,  as  to  such  claim 
grant  a  continuance.  The  court  may  render 
judgment  against  any  party  summoned  and 
failing  to  appear,  as  in  other  cases  of  de- 
fault. Such  suit  shall  be  commenced  or 
answer  filed  within  two  years  after  the  com- 
pletion of  the  contract,  or  completion  of  the 
extra  or  additional  work,  or  furnishing  of 
extra   or  additional   material    thereunder. 

Section  10.  Personal  Representatives — 
Death  of  Parties  in  Interest.)  Suits  may  be 
instituted  under  the  provisions  of  this  Act 
in  favor  of  administrators  or  executors,  and 
may  be  maintained  against  the  representa- 
tives in  the  interest  of  those  against  whom 
the  cause  of  action  accrued,  and  in  suits  in- 
stituted under  the  provisions  of  this  Act,  the 
representatives  of  any  party  who  may  die 
pending  the  suit  shall  be  made  parties. 

Section  11.  Who  Are  Parties  in  Interest — 
How  and  When  Made — Or  May  Become  Par- 
ties to  Suit — Publication,  Service  of  Process 
on  Non-Resident — Claims  Not  Due,  Etc. — 
Pleading",  Requisites  of  Bill  or  Petition — 
Diligence  Required  in  Prosecutinsr  Claim — 
When  and  How  Party  Bringing-  Suit  May  Dis- 
miss Same.)  The  bill  or  petition  shall  con- 
tain a  brief  statement  of  the  contract  or 
'  cntracts  on  which  it  is  founded,  the  dates 
wlien  made  and  when  completed,  if  not  com- 
liieted,  why,  and  it  shall  also  set  forth  the 
I  mount  due  and  unpaid,  a  description  of  the 
premises  which  are  subject  to  the  lien,  and 
such  other  facts  as  may  be  necessary  to  a 
full  understanding  of  the  rights  of  the  par- 
ties. Where  plans  and  specifications  are  by 
reference  made  a  part  of  the  contract,  it 
shall  not  be  necessary  to  set  the  same  out 
in  the  pleadings  or  as  exhibits,  but  the  same 
may  be  produced  on  the  trial  of  the  suit. 
The  complainant  or  petitioner  shall  make  all 
parties  interested,  of  whose  interest  he  is 
notified  or  has  knowledge,  parties  defendant, 
and  summons  shall  issue  and  service  thereof 
be  had  as  in  suits  in  chancery;  and  when 
any  defendant  resides  or  has  gone  out  of  the 
State,  or  on  inquiry  cannot  be  found,  or  is 
concealed  within  the  State,  so  that  process 
cannot  be  served  on  him,  the  complainant  or 
petitioner  shall  cause  a  notice  to  be  given 
to  him  in  like  manner  and  upon  the  same 
conditions  as  is  provided  in  suits  in  chan- 
cery, and  his  failure  to  so  act  with  regard 
to  summons  or  notice  shall  be  ground  for 
judgment  or  decree  against  him  as  upon  the 
merits.  The  same  rule  shall  prevail  with 
cross-petitioners  with  regard  to  anv  person 
of  whose  interest  they  have  knowledge,  and 
who  are  not  already  parties  to  the  suit  or 
action.  Parties  in  interest,  within  the  moan- 
ing of  this  Act,  shall  include  persons  on- 
titled  to  liens  thereunder,  whoso  claims  are 
not,  as  well  as  are,  due  at  the  time  of  the 
commencement  of  suit,  and  such  claim  shall 
be  allowed  subject  to  a  reduction  of  interest 
from  the  date  of  judgment  to  the  time  the 
claim  Is  due;  also  all  persons  who  mav  have 
any  legal  or  equitable  claim  to  the  whole  or 
any  part  of  the  premises  upon  which  a  lien 
may  be  attempted   to  be  enforced  under  the 


provisions  thereof,  or  who  are  interested  in 
the  subject  matter  of  the  suit.  Any  such 
persons  may,  on  application  to  the  court 
wherein  the  suit  is  pending,  be  made  or  be- 
come parties  at  any  time  before  final  judg- 
ment. No  action  or  suit  under  the  provi- 
sions of  this  Act  shall  be  voluntarily  dis- 
missed by  the  parties  bringing  the  same 
without  due  notice  to  all  parties  before  the 
court  and  leave  of  court  upon  good  cause 
shown   and   upon  terms   named   by   the   court. 

Section  12.  Practice — Powers  of  Courts — 
When  Receivers  May  be  Appointed.)  The 
court  shall  permit  amendments  to  any  part 
of  the  pleadings,  and  may  issue  process, 
make  all  orders  requiring  parties  to  appear, 
and  requiring  notice  to  be  given,  that  are  or 
may  be  authorized  in  proceedings  in  chan- 
cery, and  shall  have  the  same  power  and 
jurisdiction  of  the  parties  and  subject  mat- 
ter, and  the  rules  of  practice  and  proceedings 
in  such  cases  shall  be  the  same  as  in  other 
cases  in  chancery,  except  as  is  otherwise 
provided  in  this  Act.  The  court  shall  have 
power  to  appoint  receivers  for  property  on 
which  liens  are  sought  to  be  enforced  in  the 
same  manner,  for  the  same  causes  and  for 
the  same  purposes,  as  in  cases  of  foreclosure 
of  mortgages,  as  well  as  to  complete  any 
unfinished  building  where  the  same  is  deemed 
to  be  to  the  best  interest  of  all  the  parties 
interested. 

Section  13.  Practice — Answer — Defense — 
Right  to  Recover  on  Counter  Claim.)  De- 
fendant shall  answer  the  bill  or  petition  un- 
der oath,  unless  the  oath  is  waived  by  the 
claimant  or  petitioner.  The  owner  shall  be 
entitled  to  make  any  defense  against  tiie  con- 
tractor by  way  of  set-off,  recoupment  or 
counter  claim  that  he  could  in  any  action  at 
law,  and  shall  be  entitled  to  the  same  right 
of  recovery  on  proof  of  such  in  excess  of  the 
claim  of  the  contractor  against  tiie  contrac- 
tor only,  but  for  matters  not  growing  cut  of 
the  contract  such  recovery  shall  be  made 
without  prejudice  to  the  rights  of  the  sub- 
contractors thereunder  for  payment  of  the 
contract  price  or  fund;  and  in  event  that  the 
court  sliall  find,  in  any  proceeding  in  chan- 
cery, that  no  right  to  a  lien  exists,  the  con- 
tractor shall  be  entitled  to  recover  against 
the  owner  as  at  law,  and  the  court  shall 
render  judgment  as  at  law  for  the  amount 
which  the  contractor  is  entitled  to,  together 
with  costs,  in  the  discretion  of  the  court. 
In  any  proceedings  to  enforce  a  lien,  it  shall 
only  be  necessary  for  all  persons  seeking  a 
lion  on  account  of  wages  due  for  labor  to 
file  in  such  proceedings  an  affidavit,  giving 
the  amount  due,  between  what  dates  the 
same  was  performed  and  the  kind  of  labor 
performed,  and  the  court  shall  direct  the 
amount  due  for  wages  as  therein  specified 
to  be  paid  within  a  short  day  to  be  fixed  by 
the  court,  unless  within  ten  days  after  the 
filing  of  said  claim  for  wages  the  amount 
claimed  is  contested  by  the  owner  or  some 
other  party  to  the  suit,  and  in  order  to  con- 
test the  amount  due  for  wages  it  shall  be 
necessary  for  the  party  making  such  contest 
to  file  an  affidavit  in  which  he  shall  state  the 
defense  he  has  to  the  allowance  of  such 
claim,  and  the  court  shall  proceed  at  once  to 
hear  such  evidence  as  the  parties  may  ad- 
duce, and  determine  the  merits  as  to  the 
allowance  of  such  claim  for  wages,  and  in 
the  event  that  the  allowance  for  wages  is 
not  paid  within  the  time  fixed  by  the  court, 
tlien  the  court  shall  order  the  promises  sold 
to  pay  such  amount,  in  such  manner  as  the 
court   shall   direct. 

Section  II.  Trials — Parties  Ready  Not  to 
be  Delayed — When  Court  May  Delay  Order 
for  Sale  or  Distribution.)  In  no  lase  shall 
tlie  wnnt  of  preparation  for  trial  of  one 
claim  delay  the  trial  in  respect  to  others, 
but  trial  shall  be  had  upon  issues  between 
such  parties  as  are  prepared,  without  refer- 
ence to  issues  between  other  parties;  and 
when  one  creditor  shall  have  obtained  a  de- 
cree or  judgment  for  the  amount  due.  the 
court  may  order  a  sale  of  the  premises  on 
which  the  lien  operates,  or  a  part  thereof, 
so    as    to    satisfy    the    decree    or    judgment: 
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Provided,  that  the  court  may,  for  good  cause 
shown,  delay  making  any  order  for  sale  or 
distribution  until  the  rights  of  all  the  par- 
ties in  interest  are  ascertained  and  settled 
by   the   court. 

Section  15.  Preference  to  Iiaborers — No 
Preference  to  Pirst  Contractors.)  Upon  all 
questions  arising  between  different  contrac- 
tors having  lien  under  this  Act,  no  prefer- 
ence shall  be  given  to  him  whose  contract 
was  made  first,  except  the  claim  of  any  per- 
son for  wages  by  him  personally  performed 
shall   be   a  preferred   lien. 

Section  16.  Incumtorances — Apportionment 
— On  Improvements  Made  After  Record  of 
Incumbrance — Iiien  Holders  Have  Fro  Bata 
Benefit  in  "What  Owner  Pays  Por — Fraudu- 
lent Incumbrances — Disposition  of.)  No  in- 
cumbrance upon  land,  created  before  or  after 
the  making  of  the  contract  under  the  pro- 
vi.sions  of  this  Act,  shall  operate  upon  tVie 
building  erected,  or  materials  furnished,  until 
a  lien  in  favor  of  the  persons  having  done 
work  or  furnished  material  shall  have  been 
satisfied,  and  upon  questions  arising  between 
incumbrances  and  lien  creditors,  all  previous 
incumbrances  shall  be  preferred  to  the  extent 
of  the  value  of  the  land  at  the  time  of  mak- 
ing of  the  contract,  and  the  lien  creditor 
shall  be  preferred  to  the  value  of  the  im- 
provements erected  on  said  premises,  and  the 
court  shall  ascertain  by  jury  or  otherwise. 
as  the  case  may  require,  what  proportion  of 
the  proceeds  of  any  sale  shall  be  paid  the 
several  parties  in  interest.  All  incumbrances, 
whether  by  mortgage,  judgment  or  other- 
wise, charged  and  shown  to  be  fraudulent, 
in  respect  to  creditors,  may  be  set  aside  by 
the  court,  and  the  premises  freed  and  dis- 
charged from  such  fraudulent  incumbrance. 

Section  17.  Costs — How  Taxed — Attqrneys' 
Pees.)  The  costs  of  proceedings,  as  between 
all  parties  to  the  suit,  shall  be  taxed  equi- 
tably against  the  losing  parties,  and  where 
taxed  against  more  than  one  party  shall  be 
so  taxed  against  all  in  favor  of  the  proper 
party,  but  equitably  as  between  themselve.s; 
and  the  costs,  as  between  creditors  aforesaid 
in  contests  relative  to  each  other's  claims, 
shall  be  subject  to  the  order  of  the  court, 
and  the  same  rule  shall  prevail  in  respect  to 
costs  growing  out  of  the  proceedings  against 
and  between  incumbrances.  In  all  cases 
where  liens  are  enforced,  the  court  shall,  in 
its  discretion,  order  a  reasonable  attorney's 
fee  taxed  as  a  part  of  the  costs  in  favor  of 
the  lien  creditor. 

Section  18.  What  Estate  to  be  Sold — Man- 
ner of  Making"  Sales,  When  Part  May  be 
Sold.)  Whatever  right  or  estate  such  owner 
had  in  the  land  at  the  time  of  making  the 
contract  may  be  sold  in  the  same  manner  as 
other  sales  of  real  estate  are  made  under 
decrees  in  chancery.  If  any  part  of  the 
premises  can  be  separated  from  the  residue, 
and  sold  without  damage  to  the  whole,  and 
if  the  value  thereof  is  sufhcient  to  satisfy 
all  the  claims  proved  in  the  cause,  the  court 
may  order  a   sale  of   that   part. 

Section  19.  Proceeds  of  Sale — Application 
of  Pro  Bata — Labor  Claims  Preferred — De- 
ficiency Decrees — Excess,  to  Whom  Paid.) 
The  court  shall  ascertain  the  amount  due 
each  lien  creditor,  and  shall  direct  the  ap- 
plication of  the  proceeds  of  sale  to  be  made 
to  each  in  proportion  to  their  several 
amounts,  according  to  the  provisions  of  this 
Act,  but  the  claims  of  all  persons  for  labor, 
as  provided  in  Section  fifteen  (15)  shall  first 
be  paid.  If,  upon  making  sale  under  this 
Act,  of  any  or  all  premises,  the  proceeds  of 
such  sale  shall  not  be  sufficient  to  pay  all 
claims  of  all  parties,  according  to  their 
rights,  the  decree  shall  be  credited  by  the 
amount  of  said  sale,  and  execution  may  is- 
sue in  favor  of  any  creditor  whose  claims  are 
not  satisfied  for  the  balance  due  as  upon  a 
deficiency  decree  in  the  foreclosure  of  a 
mortgage  in  chancery,  and  such  deficiency 
decree  shall  be  a  lien  upon  all  real  estate 
and  other  property  of  the  party  against 
whom  it  is  entered  to  the  same  extent  and 
under  the  same  limitations  as  a  judgment  at 


law;  and  in  cases  of  excess  of  sales  over  the 
amount  of  the  decree,  such  excess  be  paid  to 
the  owner  of  the  land,  or  to  the  person  who 
may  be  entitled  to  the  same,  under  the  di- 
rection of  the  court. 

Section  20.  Redemption.)  Upon  all  sales 
under  this  Act,  the  right  of  redemption  shall 
exist  in  favor  of  the  same  persons,  and  may 
be  made  in  the  sam.e  manner  as  is  or  may 
be  provided  for  redemption  of  real  estate 
from  sales  under  judgments  and  executions 
at   law. 

Section.  21.  Sub-Contractors  —  Iiiens  of 
Sub-Contractors — Who  Are — Extent  of  Tlieir 
Iiiens  Superior  to  Creditors  or  Contractors  on 
Money  Due  Contractors — Duty  of  Owner  and 
Contractor  to  Pile  Notice  of  Waiver  of  Lien 
— Limit  of  Owner's  Liability — Owner  Liable 
for  Sub-Contracts  Performed  After  Notice 
Thereof — Bights  of  in  Case  Contractor  De- 
fault May  Complete,  If  Contractor  Abandons.) 
Every  mechanic,  workman  or  other  person 
who  shall  furnish  any  materials,  apparatus, 
machinery  or  fixtures,  or  furnish  or  perform 
services  or  labor  for  the  contractor,  or  shall 
furnish  any  material  to  be  employed  in  the 
process  of  construction  as  a  means  for  as- 
sisting in  the  erection  of  the  building  or  im- 
provement in  what  is  commonly  termed  form 
or  form  work  where  concrete,  cement  or  like 
material  is  used  in  whole  or  in  part,  shall 
be  known  under  this  Act  as  a  sub-contrac- 
tor, and  shall  have  a  lien  for  the  value 
thereof,  with  interest  on  such  amount  from 
the  date  the  same  is  due,  from  the  same 
time,  on  the  saine  property  as  provided  for 
the  contractor,  and,  also,  as  against  the 
creditors  and  assignees,  and  personal  and 
legal  representatives  of  the  contractor,  on 
the  material,  fixtures,  apparatus  or  machin- 
ery furnished,  and  on  the  moneys  or  other 
considerations  due  or  to  become  due  from  the 
owner  under  the  original  contract.  If  the 
legal  effect  of  any  contract  between  the 
owner  and  contractor  is  that  no  lien  or  claim 
may  be  filed  or  maintained  by  any  one,  such 
provision  shall  be  binding;  but  the  only  ad- 
missible evidence  thereof  as  against  a  sub- 
contractor or  material  man,  shall  be  proof 
of  actual  notice  thereof  to  him  before  any 
labor  or  material  is  furnished  by  him;  or 
proof  that  a  duly  written  and  signed  stipu- 
lation or  agreement  to  that  effect  has  been 
filed  in  the  office  of  the  recorder  of  deeds  of 
the  county  or  counties  where  the  house, 
building  or  other  improvement  is  situated, 
prior  to  the  commencement  of  the  work 
upon  such  house,  building  or  other  improve- 
ment, or  within  ten  days  after  the  execu- 
tion of  the  principal  contract  or  not  less 
than  ten  days  prior  to  tlie  contract  of  the 
sub-contractor  or  material  man.  And  the  re- 
corder of  deeds  shall  record  the  same  at 
length  in  the  ordei*  of  time  of  its  reception 
in  books  provided  by  him  for  that  purpose, 
and  the  recorder  of  deeds  shall  index  the 
same,  in  the  name  of  the  contractor  and  in 
the  name  of  the  owner,  in  books  kept  for 
that  purpose,  and  also  in  the  tract  or  ab- 
stract book  of  the  tract,  lot,  or  parcel  of 
land,  upon  which  said  house,  building  or 
other  improvement  is  located,  and  said  re- 
corder of  deeds  sliall  receive  therefor  a  fee, 
such  as  is  provided  for  the  recording  of  in- 
struments in  his  office. 

In  no  case,  except  as  hereinafter  provided, 
shall  the  owner  be  compelled  to  pay  a  great- 
er sum  for  or  on  account  of  the  completion 
of  such  house,  building  or  other  imi)rove- 
ment  than  the  price  or  sum  stipulated  in 
said  original  contract  or  agreement,  un- 
less payment  be  made  to  the  contractor  or  to 
his  order,  in  violation  of  the  rights  and  In- 
terests of  the  persons  intended  to  be  bene- 
fited by  this  Act:  Provided,  if  it  shall  ap- 
pear to  the  court  that  the  owner  and  con- 
tractor fraudulently,  and  for  the  purpose  of 
defrauding  sub-contractors  fixed  an  unrea- 
sonably low  price  in  their  original  contract 
for  the  erection  or  repairing  of  such  house, 
building    or    other     improvement,     then     the 
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court  shall  ascertain  how  much  of  a  differ- 
ence exists  between  a  fair  price  for  labor 
and  material  used  in  said  house,  building  or 
other  improvement,  and  the  sum  named  in 
said  original  contract,  and  said  difference 
shall  be  considered  a  part  of  the  contract 
and  be  subject  to  a  lien.  But  where  the  con- 
tractor's statement,  made  as  provided  in  Sec- 
tion five  (5),  shows  the  amount  to  be  paid 
to  the  sub-contractor,  or  party  furnishing 
material,  or  the  sub-contractor's  statement, 
made  pursuant  to  Section  twenty-two  (22>, 
shows  the  amount  to  become  due  for  ma- 
terial; or  notice  is  given  to  the  owner,  as 
provided  in  Sections  twenty-four  (24)  and 
twenty-five  (25),  and  thereafter  such  sub- 
contract shall  be  performed,  or  piaterial  to 
the  value  of  the  amount  named  in  such  state- 
ments or  notice,  shall  be  prepared  for  use 
and  delivery,  or  delivered  without  written 
protest  on  the  part  of  the  owner  previous  to 
such  performance  or  delivery,  or  preparation 
for  delivery,  then,  and  in  any  of  such  cases, 
such  sub-contractor  or  party  furnishing  or 
preparing  material,  regardless  of  the  price 
named  in  the  original  contracts,  shall  have  a 
lien  therefor  to  the  extent  of  the  amount 
named  in  such  statements  or  notice.  Also, 
in  case  of  default  or  abandonment  by  the 
contractor,  the  sub-contractor  or  party  fur- 
nishing material,  shall  have  and  may  enforce 
his  lien  to  the  same  extent  and  in  the  same 
manner  that  the  contractor  may  under  con- 
ditions that  arise  as  provided  for  in  Section 
four  (4)  of  this  Act,  and  shall  have  and  may 
exercise  the  same  rights  as  are  therein  pro- 
vided for  the  contractor.  (As  amended  by 
Act  approved  June  16,  1913,  in  force  July  1, 
1913.) 

Section  22.  Where  Partners  Taken  in 
After  Contract — Iiien  for  Material  Purnished 
to  Sub-Contractor — Lien  of  Sub-Contractor — 
Statement  of  Sub-Contractor  to  Owner  or 
Contractor — Penalty  for  Failure  to  Give 
Statement.)  Whenever,  after  a  contract  has 
been  made,  the  contractor  shall  associate  one 
or  more  persons  as  partners  or  joint  con- 
tractors, in  carrying  out  the  same,  or  any 
part  thereof,  the  lien  for  materials  or  labor 
furnished  by  a  sub-contractor  to  such  con- 
tractor and  his  partners  or  associates,  as 
originally  agreed  upon,  shall  continue  the 
same  as  if  the  sub-contract  had  been  made 
with  all  of  said  partners.  When  the  contrac- 
tor shall  sub-let  his  contract,  or  a  specified 
portion  thereof,  to  a  sub-contractor,  the  party 
furnishing  material  to  or  performing  labor 
for  such  sub-contractor  shall  have  a  lien 
therefor  and  may  enforce  his  lien  in  the  same 
manner  as  is  herein  provided  for  the  en- 
forcement of  liens  by  sub-contractors.  Any 
sub-contractor  shall,  as  often  as  requested 
in  writing  by  the  owner  or  contractor,  or 
the  agent  of  either,  make  out  and  give  to 
such  owner,  contractor  or  agent,  a  state- 
ment of  the  persons  furnishing  material  and 
labor,  giving  their  names  and  how  much,  if 
anything,  is  due  or  to  become  due  to  each 
of  them,  and  which  statement  shall  be  made 
under  oath  if  required.  If  any  sub-contrac- 
tor shall  fail  to  furnish  such  statement  with- 
in five  (5)  days  after  such  demand,  he  shall 
forfeit  to  such  owner  or  contractor  the  sum 
of  fifty  ($50)  dollars  for  every  offense,  which 
may  be  recovered  in  an  action  of  debt  be- 
fore a  justice  of  the  peace,  and  shall  have 
no  right  of  action  against  either  owner  or 
contractor  until  he  shall  furnish  such  state- 
ment, and  the  lien  of  such  sub-contractor 
shall  be  subject  to  the  liens  of  all  other 
creditors. 

Section  23.  lien  Against  Pund  Due  or  to 
Become  Due — Contractors  for  Public  Im- 
provements, Notice — Duty  and  Iiiability  of 
Officer  Notified.)  Any  person  who  shall  fur- 
nish material,  apparatus,  fixtures,  machinery 
or  labor  to  any  contractor  having  a  contract 
for  public  improvement  for  any  county, 
township,  school  district,  city  or  municipal- 
ity in  this  State,  shall  have  a  lien  on  the 
money,  bonds  or  warrants  due  or  to  become 
due  such  contractor  under  such  contract: 
Provided  such  person  shall,  before  payment 
or  delivery  thereof  is  made  to  such  contrac- 


tor, notify  the  official  or  officials  of  the 
county,  township,  school  district,  city  or 
municipality  whose  duty  it  is  to  pay  such 
contractor  of  his  claim  by  a  written  notice; 
and,  provided  further,  that  such  lien  shall 
attach  only  to  that  portion  of  such  money, 
bonds  or  warrants  against  which  no  voucher 
or  other  evidence  of  indebtedness  has  been 
issued  and  delivered  to  the  contractor  by  or 
on  behalf  of  the  county,  township,  school 
district,  city  or  municipality,  as  the  case 
may  be,  at  the  time  of  such  notice.  It  shall 
be  the  duty  of  any  such  official  so  notified 
to  withhold  a  sufficient  amount  to  pay  such 
claim  until  the  same  is  admitted  by  the  con- 
tractor, or  adjusted  by  the  agreement  of  the 
parties,  or  there  has  been  an  adjudication  of 
the  same  in  a  court  of  competent  jurisdic- 
tion, and  thereupon  to  pay  the  amount  so 
determined  to  be  due  such  claimant,  if  any, 
and  to  that  end  the  said  county,  township, 
scliool  district,  city  or  municipality,  or  any 
of  the  other  parties  interested  may  institute 
suit  in  the  same  manner  as  is  provided  here- 
in in  case  of  privately  owned  real  estate  to 
determine  the  rights  of  the  parties  when 
such  claim   is  filed. 

Any  person  who  shall  furnish  material, 
apparatus,  fixtures,  machinery  or  labor  to 
any  contractor  having  a  contract  for  public 
improvement  for  the  State,  may  have  a  lien 
on  the  money,  bonds  or  warrants  due  or 
about  to  become  due  such  contractor  under 
the  contract,  by  filing  with  the  official  whose 
duty  it  is  to  pay  such  contractor  a  sworn 
statement  of  the  claim  showing  with  par- 
ticularity the  several  items  and  the  amount 
claimed  to  be  due  on  each;  but  the  lien  shall 
attach  to  only  that  portion  of  the  money, 
bonds  or  warrants  against  which  no  voucher 
or  other  evidence  of  indebtedness  has  been 
issued  and  delivered  to  the  contractor  by  or 
on  behalf  of  the  State. 

The  person  so  claiming  a  lien  shall,  within 
thirty  (30)  days  after  filing  notice  with  the 
State  official,  commence  proceedings  by  bill 
In  equity  for  an  accounting,  making  the  con- 
tractor to  whom  such  material,  apparatus, 
fixtures,  machinery  or  labor  was  furnished, 
party  defendant,  and  shall,  within  the  same 
period  notify  the  official  of  the  State  of  the 
commencement  of  such  suit  by  delivering  to 
him  a  certified  copy  of  the  bill  filed:  pro- 
vided, that  suit  shall  be  commenced  and  a 
copy  of  the  bill  served  upon  the  State  official 
not  less  than  fifteen  (15)  days  before  the 
date  when  the  appropriation  from  which  such 
money  is  to  be  paid,  will  lapse.  It  shall  be 
the  duty  of  the  State  official  after  the  sworn 
statement  has  been  filed  with  him,  to  with- 
hold payment  of  a  sum  sufficient  to  pay  the 
amount  of  such  claim,  for  the  period  limited 
for  the  filing  of  suit,  unless  otherwise  noti- 
fied by  the  person  claiming  the  lien. 

Upon  the  expiration  of  this  period  the 
money,  bonds  or  warrants  so  withheld  shall 
be  released  for  payment  to  the  contractor 
unless  the  person  claiming  the  lien  shall 
have  instituted  proceedings  and  served  the 
official  of  the  State  with  the  certified  copy  of 
the  bill  as  herein  provided,  in  which  case, 
the  amount  claimed  shall  be  withheld  until 
the  final  adjudication  of  the  suit  is  had: 
Provided,  the  State  official  may  pay  over  to 
the  clerk  of  the  court  in  which  such  suit  is 
pending,  a  sum  sufficient  to  pay  the  amount 
claimed  to  abide  the  result  of  such  suit  and 
be  distributed  by  the  clerk  according  to  the 
decree   rendered. 

Any  payment  so  made  to  such  claimant  or 
to  the  clerk  of  the  court  shall  be  a  credit 
on  the  contract  price  to  be  paid  to  such  con- 
tractor. Any  officer  violating  the  duty  here- 
by Imposed  upon  him  shall  be  liable  on  his 
official  bond  to  the  claimant  serving  such 
notice  for  the  damages  resulting  from  such 
violation,  which  may  be  recovered  in  an 
action  at  law  in  any  court  of  competent 
jurisdiction.  There  shall  be  no  preference 
between  the  persons  serving  such  notice,  but 
all  shall  be  paid  pro  rata  in  proportion  to 
the  amount  due  under  their  respective  con- 
tracts. (As  amended  by  Act  approved  June 
28,    1919.) 
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Section  24.  Notice  to  the  Owner  by  Sub- 
Contractor — Iiimitation  for  Service  of — May 
be  Served  on  Owner,  Ag^ent,  Architect  or  Su- 
perintendent in  Charg-e — Duties  and  Liabili- 
ties of  Ag'ents,  Architect  and  Superintendent 
Notified — Excuse  of  Notice — Sub-Contractors 
Protected  to  Amount  Named  in — Form  of.) 
Sub-contractors,  or  party  furnishing  labor  or 
materials,  may  at  any  time  after  making  his 
contract  with  the  contractor,  and  shall  with- 
in sixty  (60)  days  after  the  completion  there- 
of; or,  if  extra  or  additional  work  or  ma- 
terial is  delivered  thereafter,  within  sixty 
(60)  days  after  the  date  of  completion  of 
such  extra  or  additional  work  or  final  deliv- 
ery of  such  extra  or  additional  material, 
cause  a  written  notice  of  his  claim  and  the 
amount  due  or  to  become  due  thereunder,  to 
be  personally  served  on  the  owner  or  his 
agent  or  architect,  or  the  superintendent 
having  charge  of  the  building  or  improve- 
ment: Provided,  such  notice  shall  not  -be 
necessary,  when  the  sworn  statement  of  the 
contractor  or  sub-contractor  provided  for 
herein  shall  serve  to  give  the  owner  notice 
of  the  amount  due  and  to  whom  due,  but 
where  such  statement  is  incorrect  as  to  the 
amount,  the  sub-contractor  or  material  man 
named  shall  be  protected  to  the  extent  of  the 
amount  named  herein  as  due  or  to  become 
due   to    him. 

The  form  of  such  notice  may  be  as  fol- 
lows: To  (name  of  owner):  You  are  hereby 
notified  that  I  have  been  employed  by  (name 
of  contractor)  to  (state  here  what  was  the 
contract  or  what  was  done,  or  to  be  done. 
or  what  the  claim  is  for)  under  his  contract 
with  you,  on  your  property  at  (here  given 
substantial  description  of  the  property)  and 
that  there  was  due  to  me,  or  is  to  become 
due  (as  the  case  may  be)  therefor,  the  sum 
of ■  dollars. 

Dated    at    this 

day  of A.  D 

Signature 

Section  25.  Notice  to  Non-Resident  Owner 
by  Pilingr  Claim  with  Circuit  Court,  "What 
Claim  Shall  Consist  of — "When  °  Itemized  Ac- 
count Not  Necessary.)  In  all  cases  where  the 
owner,  agent,  architect  or  superintendent 
cannot,  upon  reasonable  diligence,  be  found 
in  the  county  in  which  said  improvement  is 
made,  or  sliall  not  reside  therein,  the  sub- 
contractor or  person  furnishing  materials, 
fixtures,  apparatus,  machinery,  labor  or  ser- 
vices may  give  notice  by  filing  in  the  office 
of  the  clerk  of  the  Circuit  Court  against  the 
person  making  the  contract  and  the  owner  a 
claim  for  lien  verified  by  the  affidavit  of  him- 
self, agent  or  employee,  which  shall  consist 
of  a  brief  statement  of  his  contract  or  de- 
mand, and  the  balance  due  after  allowing  all 
credits,  and  a  sufficient  correct  description 
of  the  lot,  lots  or  tract  of  land  to  identify 
the  same.  An  itemized  account  shall  not  be 
necessary. 

Section  26.  Iiien  of  Laborers  Preferred — 
limitation  as  to  Laborer's  Notice.)  The 
claim  of  any  person  for  wages  as  a  laborer 
under  Sections  fifteen,  twenty-one  and  twen- 
ty-two of   this  Act  shall   be  a  preferred   lion. 

Section  27.  Owner's  Duty  to  Retain  and 
Pay  Money  After  Notice — Preference  to  La- 
borers— Manner  in  Which  He  Shall  Make 
Payment — Liability  of  Owners.)  When  the 
owner  or  his  agent  is  notified  ns  provided  in 
this  Act.  he  shall  retain  from  any  money 
due  or  to  become  due  the  contractor,  an 
amount  sufficient  to  pay  all  demands  tliat  are 
or  will  become  due  such  sub-contrnctor. 
tradesman,  materialmen,  mechanic  or  work- 
men of  wliich  claim  he  is  notified,  and  shall 
pay  over  the  same  to  the  parties  entitled 
thereto. 

Such  payments  shall  be  as  follows: 

First — All  claims  for  wages  shall  be  paid 
In  full. 

Second — The  claims  of  tradesmen,  mate- 
rialmen and  sub-contractors,  who  are  en- 
titled to  liens,  pro  rata,  in  proportion  to  the 
amount  due  them  respectively.  All  pay- 
ments made  as  directed  shall,  as  between 
such  owner  and  contractor,  be  considered  the 
same    as    if    paid    to    such    contractor.      Any 


payment  made  by  the  owner  to  the  contrac- 
tor after  such  notice,  without  retaining  suf- 
ficient money  to  pay  such  claims,  shall  be 
considered  illegal  and  made  in  violation  of 
the  rights  of  the  laborers  and  sub-contrac- 
tors, and  the  rights  of  such  laborers  and 
sub-contractors  to  a  lien  sliall  not  be  affected 
thereby,  but  the  owner  shall  not  be  held 
liable  to  any  laborer  and  sub-contractor  or 
other  person  whose  name  is  omitted  from 
the  statement  provided  for  in  Sections  five 
(5)  and  twenty-two  (22)  of  this  Act,  nor  for 
any  larger  amount  than  the  sum  therein 
named  as  due  such  person  (provided  such 
omission  is  not  made  with  the  knowledge  or 
collusion  of  the  owner),  unless  previous 
thereto  or  to  his  payment  to  his  contractor, 
he  shall  be  notified,  as  herein  provided,  by 
such  person  of  their  claim  and  the  true 
amount  thereof. 

Third — The  balance,  if  any,  to  the  con- 
tractor. 

Section  28.  Suits  to  Enforce  Lien  by  Sub- 
Contractors — When  Can  be  Brought,  Plead- 
ing's, Action  at  Law  Against  Owner  and  Con- 
tractor— Proceeding's,  Extent  of  Owner's  Lia- 
bility.) If  any  money  due  to  the  laborers  or 
sub-contractor  be  not  paid  within  ten  (10) 
days  after  his  notice  is  served,  as  provided 
in  Sections  five  (5),  twenty-four  (24),  twen- 
ty-five (25)  and  twenty-seven  (27),  then  such 
person  may  either  file  his  petition  and  en- 
force his  lien  as  hereinbefore  provided  for 
the  contractor  in  Sections  nine  (9)  to  twenty 
(20),  inclusive,  of  this  Act,  except  as  to  the 
time  within  which  suit  shall  be  brought,  or 
he  may  sue  the  owner  and  contractor  jointly 
for  the  amount  due  him  in  any  court  having 
jurisdiction  of  the  amount  claimed  to  be  due. 
and  a  personal  judgment  may  be  rendered 
tlierein,  as  in  other  cases.  In  such  actions 
at  law,  as  in  suits  to  enforce  the  lien,  the 
owner  shall  be  liable  to  the  plaintiff  for  no 
more  than  the  pro  rata  share  that  such  per- 
son would  be  entitled  to  with  other  sub-con- 
tractors out  of  the  funds  due  to  the  con- 
tractor from  the  owner  under  the  contract 
between  them,  except  as  hereinbefore  pro- 
vided for  laborers,  and  such  action  at  law 
shall  be  maintained  against  the  owner  only 
in  case  the  plaintiff  establishes  his  right 
to  the  lien.  All  suits  and  actions  by  sub- 
contractors shall  be  against  both  contrac- 
tor and  owner  jointly,  and  no  decree  or 
judgment  shall  be  rendered  therein  until 
both  are  duly  brought  before  the  court  by 
process  of  publication,  and  in  all  courts, 
including  actions  before  a  justice  of  the 
peace  and  police  magistrate,  such  process 
may  be  served  and  publication  made 
as  to  all  persons  except  the  owners,  as  in 
suits  in  chancery.  All  such  judgments, 
where  the  lien  is  established,  shall  be  against 
both  jointly,  but '  shall  be  enforced  against 
the  owner  only  to  the  extent  that  he  is  liable 
under  his  contract  as  by  this  Act  provided, 
and  shall  recite  the  date  from  which  the 
lien  thereof  attached  according  to  the  pro- 
visions of  Sections  one  (1)  to  twenty  (20) 
of  this  Act.  but  this  shall  not  preclude  a 
judgment  against  the  contractor  personally, 
where  the  lion  is  defeated. 

Section  20.  Judgment  Before  Justice  of 
the  Peace — When  Transcript  of  May  be  Piled 
— Execiitlon     Thereon — Liens     Thereof.)       If 

the  execution  issued  on  a  judgment  obtained 
before  a  justice  of  tlie  peace  or  police  magis- 
trate shall  be  returned  not  satisfied,  a  tran- 
script of  such  judgment  may  be  taken  to  the 
Circuit  Cotirt  and  spread  upon  the  records 
thereof,  and  execution  issued  thereon  as  in 
other  cases  except  that  the  lion  of  the  same 
shall  be  preserved  as  a  preferred  lien  on  the 
property  improved  from  the  date  recited  in 
the  jxidgment.  and  enforced  thereon  the  same 
as  if  a  decree  had  been  rendered  by  the  Cir- 
cuit Court  in  a  suit  tn  enforce  such  lien  un- 
der  the   provisions   of   this   Act. 

Section  ."in.  Proceeding's  for  General  Set- 
tlement —  Interpleader  —  How  Liens  and 
Claims  Ciit  Off  and  Judgments  Thereon 
Stayed  In  Such  Proceeding's.)  If  there  are 
several  liens  under  Sections  twenty-one  (21) 
and    twenty-two    (22)    upon    the    same   prem- 
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ises,     and    the     owner    or    any    person     hav- 
ing such   a  lien   shall   fear  that   there   is   not 
a  sufficient  amount  coming  to  the  contractor 
to  pay  all  such  liens,  such  owner  or  any  one 
or   more    persons    having   such    lien    may    file 
his    or    their   bill    or    petition    in    the    Circuit 
Court    of    the    proper    county,    stating    such 
fact   and    such    other   facts   as   may    be    suffi- 
cient  to   a    full   understanding    of    the   rights 
of   the   parties.      The   contractor  and  all   per- 
sons   having    liens    upon    or    who    are    inter- 
ested   in    the    premises,    so    far    as    the    same 
are   known    to   or   can   be   ascertained   by    the 
claimant  or  petitioner  upon  diligent  inquiry, 
shall    be    made    parties.      Upon    the    hearing 
the  court  shall  find  the  amount  coming  from 
the  owner  to  the  contractor,  and  the  amount 
due  to  each  of  the  persons  having  liens,  and 
in    case    the    amount    found    to   be    coming    to 
the    contractor    shall    be    insufficient    to    dis- 
charge  all    the    liens    in    full,    the   amount    so 
found   in  favor  of  the  contractor  shall  be  di- 
vided  between    the   persons    entitled    to    such 
liens    pro    rata    after    the    payments    of    all 
claims  for  wages  in  proportion  to  the  amount 
so    found    to    be    due    them    respectively.      If 
the    amount    so    found    to    be    coming    to    the 
contractor  shall  be  sufficient  to  pay  the  liens 
in   full,    the    same    shall   be    so   ordered.      The 
premises  may  be   sold   as   in   other  cases  un- 
der this  Act.     The  parties  to  such  suit  shall 
prosecute    the    same    under   the    requirements 
as  are  directed  in  Section  eleven   (11)   of  this 
Act,  and  all  persons  who  shall  be  dulv  noti- 
fied  of   such   proceedings   and   who    shall   fail 
to  prove   their   claims,    whether   the    same   be 
in  judgment  against   the  owner  or  not.   shall 
forever  lose   the  benefit   of  and  be   precluded 
from   their   liens   and    all   claims   against    the 
owner.     Upon   the  filing  of  such  bill   or  peti- 
tion   the    court    may,    on    the    motion    of    anv 
person    interested,    and    shall,    upon    final    de'- 
cree.  stay  further  proceedings  upon  anv  suit 
against  the  owner  on  account   of  such 'liens. 
and  costs  in   such  cases  shall  be  adiusted  as 
provided  for  in   Section  seventeen    (17). 

Section  31.  Tailure  to  Complete  Contract 
l?y  Contractor — Requisites  and  Manner  of 
Sub-Contractor's  Suit  in  Case  of — Owner's 
Iiiability  in  Case  of.)  Should  the  contrac- 
tor, for  any  cause,  fail  to  complete  his  con- 
tract, any  person  entitled  to  a  lien  as  afore- 
said may  file  his  petition  in  any  court  of 
•record  against  the  owner  and  contractor,  set- 
ting forth  the  nature  of  his  claim,  the  amount 
due,  as  near  as  may  be,  and  the  names  of 
the  parties  employed  on  such  house  or  other 
improvements  subject  to  liens;  and  a  notice 
of  such  suit  shall  be  served  on  the  persons 
therein  named,  and  such  as  shall  appear 
shall  have  their  claim  adjudicated.  The 
premises  may  be  sold  as  in  other  cases  un- 
der this  Act.  The  parties  to  such  suit  shall 
prosecute  the  same  under  like  requirements 
as  are  directed  in  Section  eleven  (11)  of 
this  Act. 

Section  32.  Payment  of  Owner  to  Contrac- 
tor— When  Wrong-ful.)  Xo  pavments  to  the 
contractor  or  to  his  order  of  anv  monev  or 
other  considerations  due  or  to  become '  due 
to  the  contractor  shall  be  regarded  as  right- 
fully made,  as  against  the  sub-contractor, 
laborer  or  party  furnishing  labor  or  mate- 
rials, if  made  by  the  owner  without  exercis- 
ing and  enforcing  the  rights  and  powers 
conferred  upon  him  in  Sections  five  (5)  and 
twenty-two    (22)   of  this  Act. 

Section  33.  Iiimitation  as  to  Suit  of  Sub- 
Contractors  to  Enforce  Iiien.)  Petition  shall 
be  filed  or  .suit  commenced  to  enforce  the 
lien  created  by  Sections  twentv-one  (21)  and 
twenty-two  (22)  of  this  Act  within  four 
months  after  the  time  of  the  final  pavment 
is  due  the  sub-contractor,  laborer  or  "nartv 
furnishing  material. 

Section  34.  General  Provisions — Suit  to  be 
commenced  or  Answer  Piled  by  I.len  Claim- 
ants, and  Within  Thirty  (30)  Days  on  De- 
mand of  Owner,  Liener  or  Interested  Party.) 

Upon  written  demand  of  the  owner,  liener 
*""  ^Vi^  person  interested  in  the  real  estate 
or  their  agent  or  attornev.  served  on  the 
person  claiming  the  lien,  or  his  agent  or  at- 
torney,   requiring    suit    to    be    commenced    to 


enforce  the  lien,  or  answer  to  be  filed  in  a 
pending  suit,  suit  shall  be  commenced,  or 
answer  filed  within  thirty  days  thereafter,  or 
the  lien  shall  be  commenced  or  answer  filed 
within  thirty  days  thereafter,  or  the  lien 
forfeited,  and  same  released  if  a  claim  for  a 
lien  has  been  filed  with  the  clerk  of  the  Cir- 
cuit Court. 

Section  35.  M'eg'lect  to  Satisfy  Lien  Paid 
or  to  Release  VThere  Not  Sued  on  Time — 
Penalty.)  Whenever  a  claim  for  lien  has 
been  filed  with  the  clerk  of  the  Circuit  Court, 
either  by  the  contractor  or  sub-contractor, 
and  is  afterward  paid  with  cost  of  filing 
same,  or  where  there  is  a  failure  to  institute 
suit  to  enforce  the  same  after  demand,  as 
provided  in  the  preceding  section,  within  the 
time  by  this  Act  limited,  the  person  filing 
the  same  or  someone  by  him  duly  authorized 
in  writing  so  to  do  shall  acknowledge  satis- 
faction or  release  thereof,  in  the  proper  book 
in  such  office,  in  writing  on  written  demand 
of  the  owner,  and  on  neglect  to  do  so  for  ten 
days  after  such  written  demand,  he  shall 
forfeit  to  the  owner  the  sum  of  twenty-five 
(25)  dollars,  which  may  be  recovered  in  an 
action  of  debt  before  a  justice  of  the  peace. 

Section  36.  Penalty  for  "Wronglul  Sale, 
Use  or  Removal  of  Materials.)  Any  owner, 
contractor,  sub-contractor  or  other  person 
who  shall  purchase  material  on  credit  and 
represent  at  the  time  of  purchase  that  the 
same  are  to  be  used  in  a  designated  building 
or  buildings,  or  other  improvement,  and  shall 
thereafter  sell,  use  or  cause  to  be  used,  the 
said  materials  in  the  construction  of.  or  re- 
move the  same  to  any  building  or  improve- 
ment other  than  that  designated  or  disposa 
of  the  same  for  any  purpose,  without  the 
written  consent  of  the  person  of  whom  the 
materials  were  purchased,  with  intent  to  de- 
fraud such  person,  sliall  be  deemed  guilty  of 
a  misdemeanor  and,  on  conviction,  shall  be 
punished  by  a  fine  not  exceeding  five  hun- 
dred dollars  ($500),  or  confined  in  the  county 
jail  not  exceeding  one  year,  or  both  so  fined 
and  imprisoned. 

Section  37.  Iiiens  Ag'ainst  Boats,  Bargres 
and  Water  Craft.)  Any  architect,  contractor, 
sub-contractor,  materialman  or  other  person 
furnishing  services,  labor  or  material  for  the 
purpose  of  or  in  constructing,  building,  alter- 
ing, repairing  or  ornamenting  a  boat,  barge 
or  other  water  craft,  shall  have  a  lien  on 
such  boat,  barge  or  other  water  craft  for  the 
value  of  such  services,  labor  or  material  in 
the  same  manner  as  in  this  Act  provided  for 
ser^-ices.  labor  or  material  furnished  by  such 
parties  for  the  purpose  of  building,  altering, 
repairing  or  ornamenting  a  house  or  other 
building.  And  such  lien  may  be  established 
and  enforced  in  the  same  manner  as  liens 
are  established  and  enforced  under  this  Act. 
and  the  parties  shall  be  held  to  the  same  ob- 
ligations, duties  and  liabilities  as  in  case  of 
a  contract  for  building,  altering,  repairing  or 
ornamenting  a  house  or   otlier  building. 

Section  38.  Circuit  Court  Clerk's  Duties 
with  Regard  to  Claims  Filed — Abstract  Fee.) 
"When  claims  for  liens  are  filed  pursuant  to 
the  provisions  of  Sections  seven  (7)  and 
twenty-five  (25),  the  clerk  of  the  Circuit 
Court  shall  endorse  thereon  the  date  of  fil- 
ing, and  make  an  abstract  thereof,  in  a  book 
kept  for  that  purpose  and  properly  indexed, 
containing  the  name  of  the  person  filing  the 
lien,  the  amount  of  the  lien,  the  date  of  fil- 
ing, the  name  of  the  person  against  whom 
the  lien  is  filed,  and  a  description  of  the 
property  charged  with  the  lien,  for  which 
the  person  filing  the  lien  shall  pay  one  dollar 
($1.00)   to  the  Clerk. 

Section  39.  This  Act  is  and  shall  be  liber- 
ally construed  as  a  remedial  Act. 

Section  40.  An  Act  entitled,  "An  Act  to  re- 
vise the  law  in  rel.ntion  to  mechanic's  liens." 
approved  and  in  force  June  26.  1S95.  and  all 
other  Acts  and  parts  of  Acts  inconsistent 
with  this  Act  are  hereby  repealed:  Provided, 
that  this  section  shall  not  be  construed  as  to 
affect  any  rights  existing  or  actions  pend- 
ing at  the  time  this  Act  shall  take  effect. 

Kurd's  Rev.  St.  1916,  p.  1655,  chap.  82. 
sec.  15. 
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The      time     ha.i     come 
irhrn    ire    should   begin 
to  do  fine  things  in  the 
way   of  building   furni- 
ture that  is  actually  or 
apparently     a    part     of 
the   shell    of   the   room. 
Elsie  dc  Wolfe  in 
"The   House    in 
Good    Taste" 


Curtis  Corner  China 
Closet  C-~00.  Only  one 
of  many  designs  which 
indicate  the  beauty  of 
Curtis  Woodwork.  A 
faithful  machine  repro- 
duction of  a  charming 
Colonial  model,  exquis- 
ite  in   detail. 


StockWoodwork  that  You  Can  O.K. 

Where  cost  must  be  considered,  but  good  taste  is  essential,  Curtis 
Woodwork  fills  a  real  need.  You  can  express  your  own  and  your  client's 
ideas  in  this  economical  standardized  woodwork. 

For  the  whole  building,  from  the  smallest  molding  to  the  most  decora- 
tive built-in  piece,  Curtis  designs  are  correct  as  to  details  and  proportions. 
Trowbridge  &  Ackerman  of  New  York  cooperated  with  us  in  developing 
Curtis  Woodwork.  Quantity  production  brings  these  good  designs  within 
the  average  builder's  reach. 

For  information  or  literature  about  Curtis  Woodwork,  please  write 
on  your  business  stationery. 

CURTIS    DOOR   &  SASH    COMPANY 


14I4  S.  Western  Ave.  CHICAGO 


Telephone  Canal  4900 


URTiS 

WOODWORK 

"The  Permanent  Famiture  for  Yoar  Home" 
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INDEX  TO  BUILDING  ORDINANCE 

Copyright— 1924  by  H.  L.  Palmer 

See  Special  Bulingrs  of  Building*  Department,  Pages  293-307 

Zoning-  Ordinance,  Pag-e  307 


A 

Access  to  room,  Class  VI: 

Requirements   670 

Accident:   Elevator    (lift);   duty  of  owner 
to   report    895    (c) 

Acetylene     Gas:       Building-     requirement 
and   location,   Class   1 455    (b) 

Air  Keciuirement.      (See  ventilation.) 

Aisles- 
Class    IVa 509 

Class   IVb    520 

Class   IVc    54fi,  549 

Class   IVd    570 

Class  V 595,    617 

Class   VII    690 

Class   VIII    705 

(See  also  General  Index,  Code  1922, 
under  Fire  Prevention  and  Public 
Safety.) 

Alcove    Room:      Definition    and     require- 
ment     648,    677 

Alley   or  Yard,  rear  of;   Class  VI   struc- 
tures;   requirement    '. 643 

Alteration — 

Conformity  v^^ith   governing  law.  ...  725-727 
Construing   provisions   of   building   law 

relating  to  alteration 727    (a) 

Notice     to    Commissioner     of     use     for 

which   building  is   intended 727    (c) 

Notice    to   owaer,   etc..    to    comply   with 

law 727    (b) 

Retroactive       provisions       to     control 

when     727    (a)      (b) 

Rooms  and  halls  In  existing  tene- 
ments:    Provision     for    certain    floor 

and   window   areas 675-678 

School    (Class    VIII):    Requirement .  697    (f) 
Wall:        Increasing     thickness     of — re- 
quirement        734 

Amusement  Park — 

Buildings  erected  within:     Requirement  574 

Frame   buildings — space  between 575 

Included   in   Class   IVd 567 

Moving  picture  theater  to  comply  with 

Class   IVc    574    (c) 

Roller  Coasters — all    requirements.  .576-578 

Amusements,  Places  of: 

Diagram  of  seats  and  exits 941 

License:   Certificates  from  city  officials 

required    before    issuance 936 

Lighting  of  building  and  of  exits...    937-8 

Lights:      Gas,    Calcium  and   Arc 939 

Obstructions   (including  locks,  doors  or 

gates)    prohibited    940 

Penalty    942 

Seats  and   Exits:      Diagram   of 941 

Apartment  Building*  or  House — 

Definition    634      (b) 

(]3ut  see  the  heading  "Tenement  and 
Apartment    House.") 

Arbitration — 

Appeal  for  arbitration 407    (a)      (b) 

Appeal  from  decision  of  arbitrators.  407  (c) 
Deposit  to  cover  cost  of  proceedings.  407  (c) 

Form    of    decision 407  (c) 

Oath  of  arbitrators 408 

Power  to  examine  witnesses 408 

Arches:   Segmental  and   flat;   requirement 
in   F.    P.    construction 852-8 

Architect:  Certification   of  plans 439,   44G 

(See   also    "Structural    ICngineer.") 

Architectural  Bng-ineer:  Duties  and 

Bond    417,   427 


Area — 

Class    IVb:      Vent    or    flue    pipes    over 

stage     535 

Class    IVc:      Vent    or    flue    pipes    over 

stage     560 

Class    VI:       Courts 644 

Class    VI:      Percentage    of    lot   allowed 

to    be    covered 642 

Class   III:      Habitable   room 488 

Class  VI:     Room  requirements 677-9 

Cass  VII:     Floor   (maximum) 685 

Towers,   domes  and   spires — -limitation.    806 

Ashestos  chimney  lining. . , 796 

Ash  chute  in  wall,  construction 801 

Ashlar   facing-,   when    considered    part    of 
wall     748 

Assembly   Hall — 

Included    in   Class   IV. 

Definition     515 

Asylum:       Included     in     Class     lid     and 
Class    III. 

Athletic  Park — 

Included   in  Class   IVd. 
Attic — 

Class  VI,   height   and   cubic  feet  of  air 

space — use   for   sleeping  room 678 

Dry  cleaning  structure;    prohibited   in.    458 
Habitable    room 488,    647,    678 

Automatic   Sprinkler  System. 

(See    "Sprinkler    System.") 
Automobiles:     Buildings  for  housing  and 
storage     456 

B 
Bakeries — 

Included  in  Class  II. 

In     passenger    stations;    provision    for 

maintenance    in 411 

Ventilation    requirement 470    (d) 

Water    closet:      Provision    for 304 

Balcony   (as  part  of  ladder  fire  escape) — 

General    specifications     8S5 

Hospital    specifications     482 

Balcony   (over  street):     Permit  for  erec- 
tion   prerequisite    434 

Balcony  (theater,  etc.) — 

Class   IVb:      Designation— exit   and  en- 
trance       524-5 

Class    IVc:       (non-fire    proof    building) 

number    allowed 548 

Class    V:      Designation 594,   616 

Bam:     See  "Stables  and  Barns." 
Baseball  Park:     See  "Amusement  Park." 
Basement — (See    also    "Cellar.") 

Class    VII:       Structural    requirement- 
salesroom    alowod     684 

Concrete   floor    requirement 659,    815 

Construction     requirement 814 

Damp-proofing     659 

Definition,    Class   VI 634    (h) 

Definition,    general     813 

Definition  as  applied  to  three-story  and 

basement    high    tenement 656    (b) 

Dry    cleaning    structure;    basement    not 

allowed    In    458 

English    basement    634    (h) 

Floor    (concrete)    requirement 659,    815 

Frame    building:       Requirement    where 

basement  or  story   is  placed   beneath   872 
Garage:      Prohibited    in — exception. 456    (a) 
Habitable    room    in    cellar    proliibited — 
Habitable   room    in    cellar   or   basement 
prohibited — exception     651,   679 
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In  a  moved  house  (brick  or  frame)  — 
heiglit  and  walls — requirements  as  to 
living:   rooms    679    (b) 

I^iving-  rooms — when  permitted  in  Class 
VI    679    (a) 

Nuisance — wlien    declared    680,    943 

Prohibited  in  garage  structure — ex- 
ception         456 

Salesroom   permitted    (sub-basement) .  .    684 

School — when  used  for  class  room 
(Class   VIII)    710 

Sub-basement  and  cellar:  Structiiral 
requirement   and    limitation 814 

Tenement:  Masonry  or  concrete  walls; 
concrete   floor — damp-prooflng    659 

Two  and  three-story  building:  Thick- 
ness of  basement  wall 732    (d)      (e) 

Bath  Boom — 

Class   III:     Requirement 490 

Class   VI:      Requirement 650 

Bay   "Window — 

Construction,    Class   III 491 

Construction,   general    787 

Wall   material.   Class   VI 660 

Beams — 

Metal:      Allowable    stress    754 

Reinforced    concrete    design 761 

T-Beams:  Limit  of  flange  widtli .  .  .  .  763 
Beam^s,    Crirders   and   Trusses: 

Covering    in    P.    P.    construction 84G 

Beams    (Spandrel),    Girders    and    Iilntels: 

Covering    in    F.    P.    construction 845 

Bearing":     Rivets  and  pins    754    (a) 

Belt  Course 435 

Bendingr  (metals):     Allowance 754    (a) 

Billboards,  Sigrnlioards  and  Signs: 

(See  also  "Illuminated  Signs".) 

General  provisions  governing 903,  919 

Alteration    or    repair:       Requirement..    910 

Bond    (penal)    requirement 914 

Duty    of   Commissioner   of    Buildings..    913 
Erection    and    maintenance:       Require- 
ment         909 

Face:       Size     limitation     and     material 

within    fire    limits 904-5 

Fees:  Erection  and  Inspection.  .442(c)      914 

Fire  Limits:     Erection  within 904-5 

Fire   Limits:      El-ection   without 907 

Flat  against  surface  of  building:  Re- 
quirement        903 

Frontage    consent     915 

Height,  and  level  above  ground  of  ex- 
isting   structures    912 

Height  allowed  outside  fire  limits 907 

Height   allowed    within    fire   limits 905 

Illuminated   and    other    Roof   Signs: 

Governing  provisions.  ..  .919  (a)  to  (f) 
Inspection   of  Signs  and   Billboards.  .913-11 

Material    to   be    used 904-907 

Owner's  name   on   structure 913 

Penalty    for    unlawful    construction    or 

maintenance     916 

Permit      909 

Plan   requirements    909-910,    913 

Prohibited      maintenance      of      existing 

structures  when  in  violation  of  law.  912 
Real  estate  signboards:  Requirement.  906 
Roof:  Not  to  be  placed  upon  or  above  903 
Similar  structures:     Provisions  of  this 

Article    (XXIII)    to  apply 908 

Tearing  down:  Power  of  Commission- 
er   of    Buildings 913 

Wind  pressure:  Construction  require- 
ment          911 

Bloclc:       Definition    of    word    in    connec- 
tion   with    frontage    consents 920 

(See  also  heading  "Square.") 
Boarding'     Stable.        (See     "Stables     and 

Barns"  and   "Frontage  Consents.") 
Boiler   (Steam): 

Dry  cleaning  establishment:      I.iOcation   458 

Garage:      Boiler  room   regulations 456 

Location-Permit  (general  regulations)  803 
Bond   (Penal) : 


Billboard,  Signboard,  etc.,  construc- 
tion,  etc 914 

Building  operations — proof  of  Indem- 
nifying Bond  to  protect  city  against 
damage,    etc 441    (a) 

Department   of   Buildings: 

Commissioner    397 

Subordinates     427 

Illuminated    Roof    Sign 919    (d) 

Street    obstruction     828 

Wreckers     443    (b  ) 

Bonding:  (See       "Brickwork"       under 

"Brick.") 

Bracing    of     walls    and     skeleton     frame 
work      736 

Brick- 
Brickwork:      Requirements    750 

Class  III:     Wall  on  wood  sill 492 

Garage    (public):      Use   in  construction   456 
Joints     (horizontal    and    vertical)     how 

filled      751 

Laying:  Manner  prescribed — Drench- 
ing         751 

Soft:     Limitation  as  to  use 749 

Veneer  for  frame  building 868    (c) 

Brick    Buildings:       Requirements     as     to 
moving     72S 

(See  also  Sec.   923.) 
Building — 

Classification    of   all    kinds 488 

Alterations  on  stamped  plans  pro- 
hibited— Exception      440 

Alterations  in  old  building  or  from 
class    to    class 727 

Annual  inspection:  Several  duties  of 
Commissioner  of  Buildings,  owners 
etc 445 

Building  operation  at  night  in  resi- 
dential   districts,     prohibited 829 

Building,  Unclassified:  Clsfcs  to  be  de- 
termined   by    Com'r    of    Buildings...    448 

Certificates  and  notices:  Commission- 
er to  keep  record — open  to  inspection   41 1 

Certificates — new    tenement 637 

Class:  Two  or  more:  Used  for  any 
particular    class:      Requirement 449 

Class  IVb:  Existing  building  used  for 
Class  IVb  and  other  purposes:  Re- 
striction         518 

Class  IVb:  Seats  not  fixed:  Computed 
space   for   each   person 520 

Class  IVc  hereafter  constructed:  Re- 
quirement         545 

Class  V  now  in  existence:  Construc- 
tion to  comply  with  Sec.  732 585 

Class  of  buildings  not  to  be  changed 
unless,  etc 726 

Classes  built  in  conjunction  with  Class 
V:      Connecting   door   requirement...    587 

Complaints  and  inspections — record  to 
be   kept    413 

Conflict  between  special  and  general 
provisions  —  Special  provisions  to 
govern — Exception     450 

Construction,  alteration  and  repair  Cin- 
cluding  sheds),  and  inspection  fees..    442 

Construction  in  relation  to  height: 
Class    I    453 

Construction  (Classes  I,  II,  III,  IV.  V, 
VI,    VII,    VIII,    IX)    to    comply    with 

general   and   special   provisions 

452,  468,  484,   495-6,  580,  633,  682,  696,  715 

Construction  (Class  IVb):  Character  of  519 

Construction  or  wrecking  in  violation 
of  law — Power  of  Commissioner  of 
Buildings      404-405-406 

Contractors  for  Buildings — Registra- 
tion,  etc 899,   901-2 

Damage  or  depreciation:  Percentage 
to  govern  matter  of  repair  or  re- 
building   (Class    VI) 674 

Distance  between  buildings  on  same 
lot — Provision  for  one-story  struc- 
tures in  rear 641 
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Distance  between  building  and  lot  line 
in    Class    III 488    (b) 

Dry    Cleaning:       Requirements 458 

Encroachment  (foundation  of  struc- 
ture) on  public  highway — notice  to 
Dep't  Buildings  (accompanied  by 
plans)     434,    436 

Enforcement  of  law:      Duty  of  Police.    410 

Entry  and  closure:  Power  given  to 
-certain  officials 429,   497-8,   581-2,   713 

Explosives:     Requirements 455 

Existing  buildings — Provisions  of  Art. 
IX   not   to  apply,  etc. — Exception....    675 

Exposition  purposes:  Steals,  boxes, 
booths,   etc.,    allowed    (Class   IVb)  .  .  .    519 

Fees  for  permits  for  construction  and 
repair  (including  sheds),  and  inspec- 
tion          442 

Films  (inotion  picture):  Require- 
ments          459 

Fire  wall — Requirement   for  more   than 

one  on   same  lot 874 

Flats,  conversion  into:  Requirement 
as     to     interior     walls     (within     fire 

limits)      869 

FRAME: 

Basement  or  story   placed  beneath   a 
raised    building:      Requirement.  .  .  .    872 

Chimney  requirements    873 

Construction  within  fire  limits:  Reg- 
ulation          868 

Height    limitation     outside    fire     linn- 
its      S6S    (b) 

Ingress  and  egress  in  old  building — 

required  alterations 727 

Lot:     Area  limitation  of  frame  build- 
ing   or    buildings 874 

Lot    line — rear:      Provision    for    one- 
story    building 641 

Lot   line   requirements   in    connection 

with  frame  structures 874 

More    than    one    frame    building    on 

same    lot:      Requirement 874 

Motor    driven    vehicles — housing    re- 
quirements     456    (b) 

Moving:    Requirement.  .405,    654,    728,    923 
Moving    picture    or    theatrical    show 

prohibited  in  frame  building 545 

Permits    under   authority   of    the    De- 
partment.     See    the    heading    "Per- 
mits." 
Plans — Examination    and    approval..    413 
Raising     or     changing     one-story     to 

two-story:      Requirements    871 

Raising:      Requirement    870 

Repair  within  fire  limits:  Regulation   867 
Roof:      Change    of    gable    or    hip    to 

flat    roof:      Requirement 870 

Room — change    in    existing — window 

requirement     677,   678 

Smoking    of    Meats:      Requirement..    457 
Uniform  height  (where  raised):     Re- 
quirement     J 871 

Veneer  of  Brick:      Limitation ...  .868    (c) 
Where   prohibited    within    fli-e   limits: 

Exception — Requirement    868    (a) 

Front  and  rear  of  lot  (Class  VI):  Re- 
strictions   as    to    building 641 

Garage:      Regulating   location 929 

Garage,  other  provisions.  (See  Gener- 
al Index,  Code   1922). 

Icemaking     house     ©r     cooling     plant: 

Frontage    consents     932 

Manufacturing    purposes    (Class    VIT): 

Requirement     681 

One-story    structures    on    rear    of    lot: 

Provision    for    641 

"Overturning    moment"     due     to    wind 

pressure     729    (b) 

Penalty  for  violation  of  building  laws 

(General)     945 

Permit:      Temporary    withholding 928 

Plans.      (See  the  heading  "Plans.") 


Projection  of  any  part  into  street  pro- 
hibited unless  by  permit 434,  436 

Rear  of  lot:  Provision  for  one-story 
structures     641 

Residential  districts:  Business  of  a 
store — permit  for  erection — require- 
ment         927 

Residential  districts:  Building  opera- 
tions  at   night   prohibited 829 

Retail  sale  of  goods:  Stores  require- 
ment         684 

Seats  in  Class  IVb  where  not  fixed: 
Computed    space    for    each    person..    520 

Space  requirements  between  building- 
and  lot  line 488    (b) 

Stoppage  of  unlawful  construction  or 
wrecking — Power   of  Commissioner.  .    406 

Store:      Building    designed    for    use    as: 

Stories,    numbering    of 6S9 

Requirement   as   to   permit 927 

Theatrical  purposes  (Class  IVb): 
Character    of    construction 51^ 

Unclassified  Building:     Requirement  of 
structure  subject  to  determination  by    ■ 
Commissioner   of   Buildings,    etc.. 448    (ri 

Unsafe   building    or   structure:      Notice 
to  owner — Sign   on  structure — Power 
to   tear   down   or   cause    evacuation.. 
..403-403 

Used  for  purposes  of  more  than  one 
class — Construction    requirements.  .  .    449 

Water  used  in  connection  with  build- 
ing   operation:      Fees 441 

Wind   pressure    

454   (a),  729   (b).  807,  911,   918 

Wreckers  and  wrecking:  (See  "Wreck- 
ing.") 

Building'      Contractors:      Registry      with 
Dept.  of  Bldgs.,  etc 899,  901-2 

Building's,    Department   of — 

Establishment  of  department,  the  vari- 
ous officials,  bond  requirements, 
etc 396-447 


Architectural    Engineers:      Duties 416 

Bonds: 

Commissioner     397 

Subordinates     427 

Building    Inspector    in    charge    and    as- 
sistants      418-20 

Certificates — -issuance,     etc 411 

Clerical  assistants    426 

Commissioner:        Appointment — Duties, 

Powers    and     Responsibilities 

397,   399-413,  416,  419-426,  429-431,  433- 
441,    443-447.    537,    561,    606,    629,    727,   918 

Deputy  Commissioner    414-415 

Elevator    Inspector    in    charge    and    as- 
sistants      421-424 

Engineering  staff    416 

Fees^account  and  report 412 

Fees:     Building  erection  permits.  ..  433,  442 

Building    extension   permits 430 

Erection  of  Bill  Boards  or  Sign- 
boards, chimneys  (isolated),  fire 
escapes,  illuminated  roof  signs  and 
tanks  on  roofs,  Installation  of  elev- 
ators,    miscellaneous     inspection..    442 

Plans  and   Drawings 433 

Inspections  and  Complaints  record...  413 
Personal  liability  of  the  Commissioner  400 
Plans: 

Essentials  of    439 

Examination    and    approval 413,    432 

Police   to  assist,   when,  etc 41 P 

Power    of   Commissioner    to    pass    upon 

ordinances     401 

Records,    inspection    open    to    city    olTl- 

cials    411 

Secretary    of    Department 4  25 
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Biilkhead — 

Class    VI:       Hoof— Rcfniirement 663 

Bunting-    and    Draperies:      I^imitation    as 

to    uses    519 

Buttress — 

Jn    conection    with    enclosing    wall — re- 
quirement        732 

In     connection     with     wall     of     altered 
structure     734 


Caisson      Fonndation.         (See      "Founda- 
tion.") 
Canopy    (or  Marqxiise) — 

Krection:      Requirement    816 

Capacity:      Allowance    for    church    where 

seats   are    not    fixed 513 

Capacity  (number  of  persons)  allowed 
for  each  room  in  theaters:  Commis- 
sioner   of    Buildings    to    determine,    etc. 

537,   561,   606,    629 

Catchbasin — Class   \'I:      Requirement .  .673b-c 
Ceiling-:     Brection  of  structures   over — 

Class  IVb:     Requirement    533 

Class  IVc:     Requirement    557 

Class     V:        Requirement         (.hereafter 

erected)      623 

Class  VI:        Requirement     65S 

Cellar — 

Cement   floor  in   new   tenement 659 

Construction    (mis.  provisions) 814 

Definition      634    (i) 

Habitable   rooms   prohibited   in:   Excep- 
tion     651,    679 

Nuisance — when    6S0 

Cellar  and   Sub-basement — 

Construction     (Miscellaneous    provi- 
sions)          814 

Cement — 

Basement    floor   requirement 659,    815 

Mortar     affected     by     frost — prohibited 

us%     742 

Portland  only  to  be  used  in  reinforced 

concrete    construction — Tests 768 

Cement:      (See   also   "Concrete.") 
Certificates    and   Notices:      Record    of    is- 
suance— open    to    inspection 411 

See   also   under   Buildings. 
Certification  of  Plaais,  by   either  licensed 

architect  or  structural  engineer 439 

Chimney — 

Class  VI:    Requirement  (including  flue)    662 
Class    VI:      Boiler    chimney    as    distin- 
guished  from   domestic   flue 792 

Encroachment  upon  street  or  alley  pro- 
hibited   (external  location) 798 

Flue:      Insulating    lining — Requirement  794 

Flue:       Requirement     fClass    VI) 662 

Flue:      Walls    forming — Requirement..    800 
Frame    structure:      Structural    require- 
ment        873 

Heating    apparatus     in     tenement    and 
apartment    house    not    considered    as 
flues   used    for   domestic   purposes...    792 
Height  above  roof:     What  determines.    793 

Interior:      Requirement    797 

Isolated:      Requirement    799 

Lining      796 

Metal    in   fireproof   building 790 

Metal:      Insulating    material 796 

Metal,    in    Ordinary,    Slow-burning    or 

Mill    construction     795 

Rinforced    concrete    790-791 

Repair:     Permit  required.     See  General 

index.    Code    1922. 
Stack    (metal):      Insulating   material..    796 
Stress     796 

Church — 

Included   in   Class   IVa. 


Aisle   requirement    509 

Amusement,    place    of:      Distance    from 

Church:      (See   under    "Amusements" 

Sec.   190,  Code  1922.) 
Construction   requirement    504 


Doors,    corridors,    hallways    and    pass- 
ageways:      Requirement    510 

Doors   to  open  outward 512 

Emergency    exit 512 

Exit  and  entrance 507 

Exposure     (street     frontage)     require- 
ment     502-503 

Floor   level   and   limitation 50r, 

Gallery:     Exit  and  entrance 508 

Garage:     Not  to  locate  nearer  than  200 

feet   from    92ri 

Lighting   service    requirement 514 

Live    load   allowance 507 

Seats:     Number  in  a  row 511 

Seats  not   fixed:      Capacity 513 

Stable  or  barn:  Distance  regulation. 830  (c) 

Stairway    requirement    507 

Tannery:      Distance   regulation 831 

Chute:  Ash  and  Buhbish:  Wall  form- 
ing —  requirement So] 

Cinder  Concrete.      (See   also   "Concrete.") 

Classes  of  Building's:  Not  to  be  changed 
unless,    etc 726,  727 

Classification    (in  g"eneral) 448 

When    in    doubt,    to    be    determined    by 
Commissioner    of   Buildings 448    (r) 

Classification  of  Building's — 

Class  I:  Embraces  structures  designed 
for  merchandise  (other  than  depart- 
ment stores);  barns,  stables  and  gar- 
ages or  for  housing  automobiles  with 
a  ground  area  of  500  or  more  square 
feet      451-466 

Class    H     (Subdivisions    Ha,    lib,    He) : 

Embraces  structures  designed  for  of- 
fice and  club  house  (sleeping-  accom- 
modation for  less  than  twenty  persons) 
(Ha);  hotel,  club,  lodging  or  rooming 
house  (sleeping  accommodations  for  20 
or  more  persons)  (lib) ;  hospital  (sleep- 
ing accommodations  for  more  than  10 
persons),  "Home,"  day  nursery  or  asy- 
lum (housing  more  than  10  bed-ridden 
or  decrepit  persons),  jail,  house  of  cor- 
rection   or    detention    (He): 467-482 

Class  TIT:  Embraces  structures  de- 
signed for  private  residence,  hospital 
(sleeping  accommodations  for  ten  or 
less  persons),  "home,"  day  nursery  or 
asylum  (accommodating  twenty  or  less 
persons  or  not  more  than  ten  bed-rid- 
den or  decrepit  persons),  and  barn, 
stable  or  garage  with  ground  area  of 
less  than  five  hundred  square  feet.    483-493 

Class  IV  (Subdivisions  IVa,  IVb,  IVc, 
rvd) :  Embraces  structures  designed 
for  church  (IVa);  hall  (parish,  lodge, 
dance,  banquet,  assembly,  exposition 
and  exhibition,  instruction  [other  than 
public  school]  ),  skating  rink;  also  ex- 
isting hall  used  for  theatrical  purposes 
at  time  of  passage  of  this  law,  except 
those  included  in  IVa,  IVc.  IVd  and  V 
(IVb) ;  moving  picture  and  vaudeville 
shows  (seating  capacity  not  to  exceed 
three  hundred — existing  buildings  to 
comply  with  Class  IVc)  (IVc):  grand- 
stand and  baseball,  athletic  and  amuse- 
ment  park    (IVd)    494-578 

Class  V:  Embraces  theater  buildings  of 
the   first   class 579-631 

Class  VI:  Embraces  structures  designed 
for   tenements   and   apartments 632-680 

Class  VII:  Embraces  structures  designed 
for   so-called   department   stores.  ..  .681-694 

Class  VJ-u:  Embraces  structures  de- 
signed   for    school    purposes 695-713 

Class  IX:  Embraces  building  required 
by  city  for  police  station  purposes.  .  .  . 

714-724 

Class  not  to  be  chang^ed  without  con- 
forming",   etc 726,   727 

Clay  Tile — 

Protection  of,  while  building  progresses 

840     (b) 

Wiring    on    columns 840    (b) 
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Cleaning'  Windows:  Safety  device  re- 
quired          TSS 

Closingr   a  Bnildingr  for   a   Cause: 

Class   IV    498 

Class  V    582 

Class   VIII    713 

Clubhouse:      Included    in    Class   II. 
Coal,   etc.,   Shed.      (See    "Shed.") 
Column — 

Bracing  (also  covering  Trusses,  Walls, 
etc.),   in   steel   skeleton   construction.    781 

Cast    iron:      Length    limit 754    (g> 

Cast   iron:      Umitation   as   to   use.. 754    (h) 

Clay    tile,    wiring   on 840 

Dead   and   live   load    requirement    (v/ith 

tables)      731 

Exterior    protection 838 

Fireproof  construction:  Require- 
ments     S38-840 

Maximum    allowable    stress.  ...  754    (c-d-e) 
Protection     while     building     progress- 
es      840    (b) 

Reinforced  concrete  construction:  Re- 
quirement        764 

Skeleton  steel  construction:  Require- 
ments    .  . 781 

Steel:  Filled  with  or  encased  in  con- 
crete— Allowable    stress 754    (d) 

Steel:  Filled  but  not  encased  in  con- 
crete— Allowable    stress 754    (e) 

Steel  (structural):  Filled  with  con- 
crete— Allowable   stress 765 

Terra  Cotta  Hollow  Tile:  Require- 
ment     779    (c-d) 

Commissioner  of  Buildings  and  Assist- 
ants. (See  "Buildings,  IDepartment 
of.") 

Complaints:    .Record   to   he   kept 413 

Compression:      Metals    754    (a),   757 

Concrete — 

Approved       cement       and       ingredients 

(fireproof  construction)    841-842 

Basement  floor:      Requirements.  ...  659,   815 

Cinder    concrete — composition    780 

Cinder    concrete    used     in    conjunction 

with    mill    construction 864    (b) 

Filling  in  steel  columns:  Stress  al- 
lowances     754    (d),    (e),   765 

Fireproof  concrete  construction  ... .776-778 
Garage  (public):  Concrete  wall..  456  (a) 
Hollow      block      wall:      When      allowed 

(Classes   III   and   VI) 732    (q) 

Joints  to  be   made  full   and   solid... 842    (dt 

Moving:      Requirement 728 

Piling  for  foundations:     Test  piles  and 

tests      744 

Sand  and  stone  used  in:  Quality  de- 
manded     769,    770,    842 

Steel  rails  or  beams  embedded  in  con- 
crete:     Requirement    745 

Note— See  also  "Reinforced  Concrete 
construction." 

Concrete  Building*;  Requirement  as  to 
moving 728 

Condurtor      Pipes.        (See      "Pipes      from 

Roof.") 
Conduit:    .Embedment    in   conection    with 

Fireproof  construction    843    (b) 

Conflict  of  Sections  Relating'  to   Classes: 

Class  VI  to  govern  in  respect  to  tene- 
ments          635 

Construction : 

Contrary  to  approved  plans:  Voidance 
of   permit    447 

To  comply  with  all  provisions  of  Build- 
ing  laws    725 

Types  of:  (See  "Fireproof,"  "Mill," 
and  "Slow-burning"  construction.) 

Violation  of  law:  Authority  to  tear 
down  or  stop 404-6 

Contractors:     Licensing,  etc 899,  901-2 

Cooling-  Plant.  (See  "Ice  House"  and 
"Ice  Making  House.")  , 

Comer  lot  Defined 639 


Cornice:        Requirement    as    to    material, 

etc 805 

Cornice,  Belt  Course,  "Water  Table:     Al- 
lowable  projection    435 

Corridor:     Definition    634    (f) 

Corridors      and      Passag-eways :      Width: 
Computation: 

Class   IVa    510 

Class  IVb    527 

Class  IVc 550 

Class  V 596,  618 

Court,  Iii^ht  and  Vent  Shafts: 

Definition     634    (d> 

Class  III:     Requirement    488    (h, 

Class    VI:      Requirement 644.   658,   669 

Class    VI:      Requirement    (as   to  drain- 
age)         669 

Class    IX:     Requirement 719 

General    construction    requirements. 786-787 
Court  Boom  (City  Courts): 

Class  IX:    Exits:    Requirement 723 

Coves.      (See    "Hospitals.") 
Cupola      (Foundry):       Construction      re- 
quirements     804 

Curtain — 

Sliding      curtains      in      schools      (Class 

VIIl).      Requirement    708 

Class   IVb:      Requirement 532 

Curtain:    Asbestos.  Iron  or  Steel — 

Class    IVc:      Requirement 555 

Class  V:      Requirement 600,   620 

Curtain  Wall.     (See  "Wall.") 

D 

Damag"e  by  Pire:     Proportion   of  to   gov- 
ern rebuilding  or  repair    (Class  VI)...  674 

Dangerous  or  Unsafe  Building^:     Duty  of 
Commissioner    on    complaint    of   citizen 

-^Removal  by  Fire  Department.  ..  .403,  405 

Day  Nursery:    Included  in  Class  He  and 
Class   III. 
(See  also  "Homes.") 

Definitions: 

Alcove   and   alcove    room 64  8 

Apartinent    (by   itself) tJ34  (b> 

Balcony  or  gallery    (Class  IVb) 524 

Basement   634    (h),  813 

(See  also  656   (b). 
Block,  as  used  in  this  Chapter  in  con- 
nection   with    frontage   consents 920 

Cellar    634  (i) 

Of    Class    1 451 

Of   Class    II 467 

Of    Class    Ha 471 

Of  Class  lib 473 

Of  Class   lie 477 

Of    Class    III 483 

Of  Class  IV 494 

Of  Class  IVa 501 

Of  Class  IVb 515 

Of  Class  IVc 543 

Of  Class  IVd 567 

Of  Class  V 579 

Of  Class  VI 632 

Of  Class  VI] 681 

Of  Class  VIT I 695 

Of  Class  IX 714 

Corner    lot    639 

Court  (Class  VI):     "Inner,"  "Lot  Line" 

and  "Outer"    634  (d> 

"English"  basement    634  (h) 

Existing    tenement 63  4  (a) 

Fire    Limits    934 

Fireproof  Construction 833 

Fireproof   material    834 

Habitable    room     488 

Hall    (public)    634  (f> 

Hall   (stair)    634  (g> 

Illuminated  Roof  Sign 919 

Loads   (live  and  dead) 729 

Masonry    (First  class) 747  (b) 

Mill   construction    863 

New    tenement 634  (a) 

Ordinary    construction    866 

Primary  bearing  wall  (Terra  cotta  con- 
struction)     779  (e) 


173 


Reinforced   concrete    758 

Reinforced    Terra   Cotta    Hollow    Tile.  .    779 

Rubble,   coursed  and  ordinary 747    (b) 

Scenery    (Class   IVb) 539 

Scenery    (Class   V) 630 

Shaft     (in     conection     with      tenement 

building)    634    (e) 

Slow-burning-   construction    860 

Square    928 

Story     634    (j) 

Tenement    house    (existing) 634    (a) 

Tenement  house    (new) 634    (a) 

Terra    Cotta    Hollow    Tile    (reinforced)    779 

Wall:     Length    732    (i; 

Wall:     Primary      bearing      of      hollow 

tile     779    (e) 

Wall:     Terms  used  in  construction....    747 

Yard    634    (c) 

Department  of  Buidings: 

Emi>lo\"es  not  to  engage  in  outside  em- 
ployment          428 

Establishment    39G 

Officers:       Appointment — Bond — Duties 

— Powers    and    Limitations 396-447 

Department  Store: 

Basement.      (See     "Sub-basement"     be- 
low.) 

Construction:      Concerning    683 

Courts  and   light   shafts:     Requirement   688 

Doors:      Requirement 692-693 

Dressing    rooms 684    (c) 

E'xit  signs  and   lights:     Requirement..    691 

Floor  areas:     Limitations 685-686 

Galleries,     mezzanine     or     intermediate 

floors:      Provisions    concerning 687 

Loads:     Allowance   for  live 694 

Locker    provisions    684 

Manufacturing      purposes:         Require- 
ment     684    (a) 

Stairs    and   stairways:      Requirements.    690 
Stories:       Designation     of    first     story, 

etc 689 

Sub-basement:      Sale   of   goods   allowed 
— when   684 

"Department   Store"   Building-:      Included 

in   Class  VII. 
Deposits   and  Tees 441-442 

(See  also  "Fees.") 
Derrick.        (See     "Sidewalk     and     Street, 

Etc.") 
Dividing-  Wall.     (See  "Wall.") 
Domes.      (See   "Towers,"   Etc.) 

Door — ■ 

Automatic  rolling  and  steel   shutter  in 

Classes  I,  II,  IV,  V,  VII  and  VIII. 784    (a) 
Class    IVb:      Width    computation    (also, 
applies    to    corridors,    hallways    and 

passageways)     527 

Class   IV(c):      Requirement 552 

Class    VI:      Requirement    as    lo    water 

closp.t    671 

Class    VII:      Requirement 692-3 

Connecting    doors   built    in    conjunction 

with  Class  V:      Requirement 587 

Court    and    light    shaft:      Construction 

requirement      786    (b) 

Dividing    wall:       Character     and     con- 
struction        789 

Elevator    (lift):      Equipment   and   lock- 
ing device   893 

Elevator    hatch    door    or    closer:      Con- 
struction  and    other   requirements...    894 

Fire-doors    Class    IV(b) 517    (c) 

Fire-resisting  glass  panel  (Class  I)   460    (a) 
Incombustible:      Requirement.  784,   789.   844 

Inspection    445    (i) 

Iron:     Requirement    784    (b) 

Metal  or  metnl-clad: 

Requirement,   Class   1 456,    (a-b),   460 

Requirement,    Class    V 

596,   599,   602,  613    (d),   618-19 

Requirement.   Class   VII 692.   693 

Requirement  (In  the  several  classes) 
• 784    (a) 

Obstruction: 

Class    IVa 512    (b) 

Class    IVb 519 


Opening  outward: 

Class    IVa     512    (b) 

Class  IVb    530 

Class   IVc    553 

Class  V    .".99    (c-h),    619    (c-h  ) 

Class   VIII    701 

Class    IX    724 

Projection    over   public   space   prohibit- 
ed      460    (a) 

Revolving:      Retiuirement: 

Class    I     4i'o 

Class  II 469    (h< 

Class   VII    6:1:: 

Inspection    requirements 445 

Uses    in   certain   classes    prohibited....    87S 
Stage  wall  openings:     Self-closing  fire- 
proof   doors    556 

Where   not   permitted 878    (e) 

Width:      Computation: 

Class    1 460    (1)) 

Class    IVa 510 

Class     IVb 527 

Class    IVc 550,    552 

Class  V    596-7,   618 

Wired    glass:      Requirement 784 

Doors,   Windows    and   Opening's,   and   Use 
of  Metal  Prames  and  Wired  Glass:  Re- 
quirement    (not     applicable     to     frame 
buildings  or  to  certain  structures  out- 
side  fire   limits) 784 

(See  also  "Glass,  Wired.") 
Do-wnspout.      (See  heading,   "Pipe.") 
Draperies  and  Bunting-:  Limitation  as  to 

use     519 

Dry  Cleaning-  Structure: 
Included  in  Class  I. 

Structural    requirement    458 

Dumb  Waiter — 

Enclosure  in  fireproof  construction.  844   (a) 
Enclosure)  in  non-fireproof  construction   892 


805 


892 


(f) 


(R) 


Eaves^ 

Requirement    as    to    buildings    over    50 
feet    high     

Electric    lig-hting-.      See    "Lighting   Serv- 
ice  Requirement." 

Electric   Service:      Cut-out   box,    etc.,    not 
to  encroach  on  F.  P.  covering 

Elevator      (dumb     waiter) :        Shaft     en- 
closure— Requirement    844    (a). 

Elevator  (grain) — 

Class    I:       Fireproof    construction    re- 
quirement        466 

Tile      (terra      cotta)      cylindrical      con- 
struction      779 

Elevator  (lifts) — 

Enclosure   in   garage  building 456 

Enclosure  of  machinery  on  roof  809,  812  (d) 
General      provisions      goveining      con- 
struction  and    enclosing 887-898 

Hospital:      Requirement    481 

Power  to   stop   operation 898 

Safety    device    895 

Emerg-ency     Exits:       Provisions     govern- 
ing— • 

Class  III .    403 

Class   IVa 506    (b),    507,    508,    512 

Class   IVb 529.    538 

Class  IVc    552,   562 

Class  V 599.  613   (d),  619 

Class   VI    664 

School     70  6 

Employes     in     Department     of     Building-s 

not  to  eng-age  in  another  business....  428 
Encroachment  on  Public  Hig-hway.  .  .  .434,  436 
Engineering-      Practice:        Application      of 

principles 7.'!0    (a),   779    (f),   781    (h), 

"Eng-lish"  Basement    634 

Entry:     Pow-er  given  to  certain  officials. 
429,    497, 

Exits:      Revolving   doors,    where   credited 

as  exits    (See  also   "Doors") 460    (b) 

Exits    (emergency),   Class   V 599 

Explosives:      Building   for    storage:      Re- 
quirement     455    (a) 


807 
(h) 

)7.    581 
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Exposition  Btdldingrs:  Temporary  seats, 
boxes,  showcases,  platforms  and 
booths  of  combustible  material:  When 
allowed   (Class  IVb)    519 

Exposure  (street  frontagfe) — 

L  lass    IVa    502,    503 

Class   IVb    516 

Class   IVc    544 

Class  V    610    (a) 


Fees: 

Annual   accounting   of  fees    paid    in   by 

Commissioner    of   Buildings 412 

Annual  inspection  of  a  building- 

442,    (c),    445    (h) 

Arbitration  proceedings   (in  case  of  ap- 
peal)     407    (c)    -8 

Billboard    or    signboard    (erection    and 

inspection)     442    (c),    914 

Building    (alteration   or   repair) ....  442    (b) 
Buildings  and  sheds,  erection.  .  442    (a)    (c) 

Canopy:      Erection    permit 816 

Chimney    (isolated):     Erection 442    (c) 

Curtain    (asbestos):     Inspection 442    (c) 

Curtain    (iron  or  steel):    Inspection  442    (c) 

Elevator    (lift):      Inspection 442(c) 

Elevator   (lift):    Installation  or  altera- 
tion      442  (c) 

Fence    917 

Fire    Escape:      Erection.  .  .442    (c),   882    (c) 

Floor   strength   placai'd 464    (c) 

Illuminated  and  other  roof  signs:  Erec- 
tion and  inspection 919    (c) 

(See   also    Sec.    442    (c).) 

Moving  frame   building 923    (a) 

Moving    building     (other    than    frame) 

442     (b) 

Placard    (floor   strengtli) 464    (c) 

Raising  permit    442    (b) 

Roller    coaster    permit 577    (b) 

Shed    erection    442    (a) 

Shoring  up    442    (b) 

Signboards  and  Billboards 442    (c),   914 

Signs,    illuminated   and   others 442(c) 

Street       obstruction       permit       (during 

building  construction)    828 

Tank   on   roof    (substructure) 783 

Tank   on   tower   or   roof:      Installation: 
(in  excess  of  400-gallon  capacity)  442  (c) 

Underpinning     442  (b) 

"Water  used  in  building  operation.  .  .441  (b) 

Wrecking    443   (a) 

Fence — 

Construction    requirements    917-18 

Wind   resistance 918 

Film  Storag-e:      Building    and    vault     re- 
quirement        459 

Fire  Escape — 

General    provisions    governing 881-6 

Balcony   (on  ladder  or  stairway   type): 

General  specifications 884    (b),  885 

Change  in  construction  or  position  pro- 
hibited,   unless,    etc 886 

Class  lie:     Requirement 482 

Class     III:        Requirement      (herexfter 

erected)     493 

Class    IVb 521    (b) 

Class   VI:      Requirement 668 

Class  VIII:      Requirement 712 

Construction     allowed     in     courts     and 

light   shafts   787  (e) 

Hospitals:       Requirement     482 

Inspection     of     unsafe     escapes     where 

complaint  is  made 402 

Prohibited       use       of      building      until 

equipped     882    (m) 

Fire   I^imits    (including  Provisional   Fire 

Limits) 934 

Fire    limits— Map     showing — Provision 

for     935 

Fire     Stops:       Class     lib      (non-fireproof 

buildings)     475  (c) 

Fireproof  Construction: 

Definition     833 

General  provisions    833-859 

Acetylene    gas    building 455  (b) 


Arches:     Requirement    852-853 

Belt,  cable  wire,  conduit,  conveyor, 
dumb-waiter  or  pipe:  Enclosure  re- 
quirement      844  (a) 

Bin  (storage),  grain  elevators  and 
warehouses:  Cylindrical  construc- 
tion      779  (f) 

Buildings  (of  other  classes)  built  in 
conjunction  with  Class  V  to  be  fire- 
proof       611 

Casings,  doors,  windows,  etc.,  sur- 
rounding floor  openings:  Construc- 
tion  requirement    844  (c) 

Cement    (approved)    841 

Cinder  concrete  ingredients 780 

Class  I:      Requirement    453    (a-bj 

Class    I    (Garage):      Requirement.  .  456    (b) 

Class  Ila:     Requirement    472    (a-b; 

Class  lib:     Requirement 474    (a-b) 

Class  lie:      Requirement    476  (,b; 

Class  III:      Requirement    485    (a-b) 

Class  IV:      Requirement    500 

Class  IVa:      Requirement    50 1 

Class  IVb:      Requirement    

517-519,   521    (a-b) 

Class  IVc:      Requirement    (in  part)  .543-545 
Class  IVd:         Requirement       (grand- 
stand)     509  (a) 

Class  IVd:      Requirement    (Amusement 

Park    Buildings) 574    (b) 

Class  V:  Requirement 586-7.  609-11 

Class  VI:  Requirement 652,   658   (a) 

Class  VII:      Requireinent    683 

Class  VIII:     Requirement    697    (c-d) 

Class   IX:      Requirement 716    (b) 

Columns:     Exterior  and  interior 838-9 

Concrete:     Approved   cement    841 

Concrete:      Cinder    780 

Concrete    ingredients   842 

Concrete  construction    776-778 

Covering  for  spandrel  beams  and 
beams,  girders  and  lintels:  Require- 
ment     845-6 

Electric   service   box,   etc.:      Not    to   en- 
.    croach  on  thickness  of  fireproofing.  .    851 
Enclosure    requirement    for    belt,    cable 
wire,   conduit,  conveyor,  dumb-waiter 

or   pipe    844  (a) 

"Equally    good"    flreprbofln^-    material: 

Tests    784    (i).   835 

Explosives:    Building    for 455    (a) 

Film   Storage,   Requirement 459 

Fireproof   material,    definition 834 

Floor   construction    853 

Floor    openings:        Material     in     doors, 

casings,  windows,  etc 844 

Garage      456 

Grain   elevator   466 

Grain    elevator:      When    of    cylindrical 

construction     779  (f ) 

Incombustible  material:  When  so  con- 
sidered        836 

Lime:      Use   of   in   F.    P.    covering.  .  843    (b) 
Motion  picture   film    storage   structure.    459 

Motor-driven    vehicle   building 456  (a) 

Mullions:      Requirement    847 

Partition    requirements     855-856 

Pipe  not  to  be  enclosed  in  the  fire- 
proofing  of  columns  or  other  struc- 
tural   members:      Exception 8':' 

Pipe  or  conduit:     Embedment 843 

Pipe  or  conduit,  etc.:     Enclosure 84  1 

Reinforced  concrete:     When  acceptable  776 

Roof   construction     85;: 

Roof:     Rise  above  wall  height 8fi8 

Shaft  enclosing  pipe,  conduit,  dumb 
waiter,   cable   wire,   conveyor  or  licit, 

etc.:     Requirement    844  (a  ) 

Shaft  enclosure:      Wlion  omitted  ....  844  M» 

Sheet  metal   work,   sujiport  of 859 

Skeleton    wall:      Independent    sunport  .  .    ,S49 
Skewback    of  arches,    requirement .  .852    (c) 

Smoking   meats:      Require-nont <r.7 

Stairs    and    landings — Construction....    857 

Structural    members:      Covering >>1S 

Tenements      652,   658 

Terra  Cotta  Hollow  Tile  Construction: 

Requirements     779 

Tests  of  mode  or  manner  of  construct- 
ing or  installation  of  "equally  good" 
fireproofing  material 784    (j).   835 


175 


Wall   facing  support SuO 

Walls    enclosing    steel    skeleton    struc- 
tures:     Requirement    837 

Wood    floor    and    nailing    strips:      Use 

prescribed     S54 

Pireproof  Material — 

Definition     S34 

Tests  of  "equally  good' 784   (j),  835 

Pireworis  Storag^e  Building'.      (See  "Stor- 
age   Structures.") 

Flang'e:     T  Beams — limit  of  width 763 

vpiat"    BnUding': 

Included    in    Class   VI h34  (a) 

Frame  converted  into  flats:  Require- 
ments        S69 

(See  also  "Tenement  and  Apartment 
House.") 

Flat    Slab    7G1-2 

rioor — 

Basement:      Concrete   requirements.  659,  815 

Class  I:     Requirement    456 

Class  I:      Requirement    (film   storage).    459 

Class  III:      Requirement    487 

Class  IVa:      Requirement    507 

Class   IVb:      Requirement    5:;2 

Class  IVd:      Requirement    508 

Class    V:      Requirement 588,   589 

Class  V:  Requirement         (hereafter 

erected)      614-616 

Class  VI:  Requirement  (area  in  al- 
tered  room)    07S 

Class  VII:      Requirement    (areas)  ...  .685-6 
Class  VII:       Requirement     (intermedi- 
ate)          687 

(?;iass  IX:      Requirement    717 

Film   storage:      Requirement    (Class   I)    459 

Fireproof    requirement 853,   854 

Floor     system      (structural):       Use     of 

anchor — joists — splicing     732  (m) 

Garage:      Mezzanine:    When   considered 

an   additional   floor    (Class   I) 4.56  (ai 

Intermediate  or  mezzanine  floor:  Re- 
quirement     (including      permit      and 

plans),    Class   VII 687  (e) 

Levels  requirement: 

Class   IVa    506 

Class   IVb    521 

Class   IVc    .n4fi 

Class    V    (now    in    existence) ...  .588,   591 

Class  V   (hereafter  erected) 612 

Loads:      See  "Loads,  live  and  dead.") 
"Main  floor"  in  Class  V:     Designation.    594 
Mezzanine.    (See  "Intermediate"  above.) 
Opening    in    garage    structures      (Class 

I)     456  (a) 

Opening  protection  in  F.  P.  construc- 
tion        844 

Strength     placard:       Requirement — Fee 

(Class    I)     461 

Temporary,  in  buildings  under  con- 
struction:     Provision    for SIS 

Wood    in    fireproof    construction:      Use 

- — Requirement 8."i4 

Floor  Iioads:      (See   "Loads,   live  and   dead.") 

Flue.      (See   "Chimney.") 

Forms  used  in  concrete  work:     Removal 

requirement     777 

Foundation — 

Allowable  stress — Bearing  on  soils.  .  .  .    738 

Borings  required:     When 743  (a) 

Caisson:      Requirement 436 

Concrete  piles  allowable:    Requirement  744 
Construction:    Material  entering  into..    741 

Eccentric    loads,    provision    for 731 

Encroachment  or  extension  into  street, 
etc. :  Permit — Requirement- — Territo- 
rial restrictions    434,   436 

Extension  below  surface:  Require- 
ment        74C 

Footing  to  rest  on  hard  soil  or  rock  in 

made    ground 740    (a) 

Foundation,   old   and   new   walls 742 

Frost,      and      matter       of       protection 

against     742 

Joint    foundation,    new    and    old    walls: 

Requirement  ' 742 

Load   limitation   on  various  soils 738 

Made  ground  or  loam,  etc.:  Prohibited 
laying — Exception     740  (a) 


Minus      40      Chicago     datum — Require- 
ment         437 

Pile     (wood    and    concrete):      Require- 
ment     743-4 

Projecting  into   street,  etc.:     Permit — 

Requirements     434,  436 

Steel  rails  or  beams  in  concrete 745 

Stress     in     connection     with     live     and 

dead    loads 731 

Stress  allowance   in   pounds  per  sq.   in. 

on  plain  cement  and  masonry 746 

Support    below    ground    on    city-owned 

construction   prohibited    740  (c) 

Wall,  old  and  new — requirement  where 
there  is  an  increase  in  thickness....    742 

Wet    soil    requirement 739 

Foundry    Cupola:      Construction  —  height 

above    roof    ' .    804 

Foundry  or  Machine  Shop:     Restrictions 
as   to  building  within    200   feet   of  lesi- 
dence.      (See  (Jeneral  Index,  Code  1922.) 
Frame   Building':      (See    "Building.") 
Frontag'e:      (See  "Exposure.") 
Frontag'e      Consent  —  General      Require- 
ments        933 

Note:    Consult  also   the   "Zoning   law"   of 
April   5,   1923,   on   this   subject. 

Acid  (sulphuric,  nitric   or   hydrochloric) 

manufacture     921 

Ammonia   manufactory    921 

Amusement   building 924 

Amusement:    Out-door  exhibitions,   etc.  571 

Amusement  Park    573 

Asphalt   manufacture   or   refining 921 

Automobile  repair  shops.  (See  Gen- 
eral Index,  Code  1922.) 

Barns   and   Stables 830b,  921 

Billboard   or    Signboard 915 

Blacksmith    Shop    921 

Block:  Definition  of  word  in  connec- 
tion   with    subject-matter 920 

Boarding  or  livery  stable  or  stable  for 

more    than   five   horses 921 

Boiler  making   921 

Bones  or  wood  distillation:     Place  for.  921 

Brass   or   copper   works 921 

Buildings  in  provisional  fire  limits. 934  (o) 

Celluloid   manufactory    hZl 

Cement  or  plaster-of-Paris  manufac- 
tory       921 

Chlorine  or  bleaching  powder  manu- 
factory       921 

Class  IVc.   buildings 566 

Class  IVd.  (Grandstands  and  amuse- 
ment   parks) 569    (b),  573 

Class  Vd.  (Temporary  seating  struc- 
ture) (for  Outdoor  E'xhibitions,  Holi- 
day Observances  and  Special  Occa- 
sions)        571 

Copper   or   brass   works 921 

Day  nurseries 930 

Dextrine    (or   glucose)    manufactory...  921 
Factories,     etc.,     using     machinery     or 
emitting    noxious    fumes,    or    making 

noise    921 

Factory   (combined  with  a  foundry)...  921 

Factory    (textile)    021 

Fertilizer   manufactory   921 

Frame    building    moving 923    (a)  (c) 

Garage    (public)    929 

Note:  See  also  Sec.   2279(b),  Code  1922. 

Gas   manufactory    921 

Gas    reservoir    921 

Gelatine   or   size   manufactory 921 

Glucose   or   dextrine    manufactory 921 

Glue    factory    921 

Hides   or   skins^storing   or    scraping.  .  921 
Holiday  occasions,   shows,  out-door  ex- 
hibitions,   etc 571 

"Homes."  See  Sheltering  Institutions, 
below. 

Horseshoeing  shop   921 

Hospital     479 

Hospital   or   "Home" 930 

Ice  house  or  cooling  plant 932 

Incineration    or    reduction    of    garbage, 

etc.,  plant   921 
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Iron  or  steel  works 921 

Junk  store  or  yard i'21 

Lamp   black   manufactory £'21 

Laundry    (run   by   machinery) 921 

Lime  kiln    921 

Linoleum    manufactory     923 

Livery,  sale  or  boarding  stable 921 

Meats:      Business    of    selling 'j2G 

:\Iedical    Dispensary     921 

Metal    Refinery    921 

Monument     works      (run     by     machin- 
ery)          921 

Moving   frame   building 926    (a)    (c) 

Oil   cloth   manufacturj- 921 

Oil   or   Turpentine   manufactury 921 

Out-door   Exhibitions,    etc 571 

Packing  House    921 

Paint  or  Varnish   manufactory 921 

Planing    (or  saw)   mill 921 

Plaster-of-Paris    or    Cement    manufac- 
tory         921 

Printing  ink  manufactory 921 

Provisions,    store   for   selling 926 

Reduction    or    Incineration    of    Garbage 

plant     921 

Reformatory    or    Sheltering    institution   922 

Renderies     921 

Rubber   manufacture    (from   crude   ma- 
terial)          92] 

Sale,    etc.,    stable 921 

Saw  or  planing  mill 921 

Seating   structure    (temporary.)      Class 

IVd 571 

Second-hand   store  or  yard 921 

Shaving,    sawdust    and    excelsior    stor- 
age   building    925 

Shed    (shelter)    for    coal,    brick    or    ice 

purposes    S76 

Sheet    metal    works 921 

"Sheltering"    Institutions    922 

Shoddy  manufacture  or  wood  scouring.    921 
Shows,    out-door   exhibitions   or   special 

occasions     571 

Size   or   gelatine   manufactory 921 

Slaughter  house    921 

Smelter    921 

Smoke  house    (curing  meats   or   fish)..    921 

Soap    factory    921 

Stable   (more  than  five  horses) 92] 

Stable  and  barn S30    (b) 

Stable   (boarding,  livery  or  sale) 92] 

Starch    factory    921 

Steel  or  iron  works 921 

Stock   yards    921 

Stone    or    monument    works     (run     by 

machinery)      921 

Storage    warehouses    921 

Store     (retail) 926 

Storing  or  bailing  junk,  scrap  paper  or 

rags     921 

Tannery     92] 

Tar    distillation    or    manufacture 921 

Tar  roofing.  Tar  paper,   or  Tarred   fab- 
ric  manufactory    921 

Temporary     seating     structure     (Class 

IVd)     571 

Textile   factory   or  manufactory 921 

Turpentine  or  Oil  manufactory 921 

Undertaking   Establishments    931 

Varnish  or   Paint   manufactory 921 

Wood  or  Bones,  distillation:     Place  for  921 

Wood  working  establishment 921 

Wool   scouring:      Place   for 921 

Yard    (in   connection   with    second-hand 

store)      921 

Frost:     Protection  of  foundation   against  742 
Puxringf:     On  brick  wall — Reciuirement .  . 

733    (c) 

ruse  Box — 

Class   IVb:      Requirement 536 

Class  V:      Requirement 624    (d) 

G 

Gable  Boof.      (See   "Roof.") 
Gallery — 

Class  IVb:      Designation — exit   and   en- 

•     trance      524-5 

Class   IVc:      Limitation    54S 

Class  V:     Designation    594    (b) 


Class  VII:  Area  and  other  require- 
ments          6S7 

Garag'e  (500  or  more  sq.  ft.  g'round  area) : 

(Included    in    Class    1.^ 
Garag'e    (Iiess    tlian    500    sq.    ft.    g'round 

area):      (Included    in    Class    III.) 
Garag'e —  ; 
Automobile     housing:       Structural     re- 
quirement        456 

Boiler   in   basement:      When   permitted. 

456    (a) 

Buildings  erected  or  altered  for  garage 
purposes,  Class  I:  Structural  re- 
quirement —  Equipment  —  Limita- 
tions,   etc 456 

Dividing  wall  in  fireproof  construc- 
tion         456 

Fireproof  construction  or  with  sprink- 
ler  system:      Structure   must   be   one 

or  the  other 456 

Floor  openings  in  non-fireproof  build- 
ing:     Requirement     456 

Frontage    consents   and   the    "150    foot" 

provision      929 

Note:  See  also  Sec.   2279(b),  Code  1922. 
Living  rooms   in   connection   with.. 456    (b) 
Location     as     to     school,     hospital     or 

church     929 

Metal    frame    windows 456 

Structural    requirements    456 

Gas    Iiig'litiiig' :       (See    'Lighting    Service 

Requirement.") 
Gas    Reservoir: 

Frontage   consents    921 

Location  limited  as  to  school S32 

General  provisions  covering^  building'  op- 
erations     782-832 

(Indexed     also     according     to     subject- 
matter.) 
Girder: 

Plate :         Flanges — compression — stress 

webs    757 

Reinforced   concrete   design    761 

Slow-burning  construction:  Require- 
ment        861 

Glass,    "Wired:      Use    prescribed 

459,   462    (c),   475    (b),   784 

Grade    of    Street    adjacent    to    Tenement 
House  (Class  "VI)  :  Determining  factor 

634      (i) 

Grain  Elevator:  (See  "Elevator  [grain].") 
Grandstand:       Structural    and    other    re- 
quirements      569-70 

Gravel    Boof:      (See    "Roof.") 
Gunpowder    and    Explosives:      Construc- 
tion of  Buildings 455 

Gutter — 

Requirement  on  buildings  over   50  feet 

high     805 

Wood  support  limitation  in  fireproof 
construction     859 


Habitable    Boom — 

Air — quantity    provision 

Altered     room:       Floor     requirement- — ■ 

ceiling    height    (Class    VI) 

Attic    room:      Requirement . 

Basement  or  cellar    (Class  VI):   When 

permitted     651, 

Definition:         Structural       requirement 

(Classes  III  and  VI) 

In  a  raised  building 

Minimum   sizes    (including  attic):      Re- 
quirement     

New     tenement     (Class    VI):     Require- 
ment     6 

Pilasters,    etc.:      Limitation 648 

Space  under  roof  in  fireproof  construc- 
tion:    Prohibited   uses 

Hall — 

Assembly  hall.   Class  IVb:     Definition. 

Schools    (assembly):      Requirements.. 

Hall  or  Corridor.     Definition   (Class  VI). 

634 

Handrail  Bequirement  (Class  VI) . . .  .664 


649 


678 
647 


679 


4SS 
871 


647 


50-1 
(c) 


858 


5 1  5 
700 


(f) 
(b) 
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Healtli,  Sept.  of:  Jurisdiction  in  matters 
relating-  to  location  of  boilers  and  to 
smoke   inspection    803 

Height — 

Building-  height  determined  by  -width 
of  street    (Class  VI) 640 

Determining  factor  as  to  fireproof  or 
non-flreproof    construction    453 

Fireproof  and  non-flreproof  structure 
(260    foot    for    fireproof) 812 

Frame  building  outside  fire  limits: 
Restrictions    868    (b) 

Limited  to  260  feet  from  side-walk  level 
(fireproof  buildings)    812 

Roller   coaster  device 576 

Story  height  determined  by  wall  thick- 
ness      732    (n) 

Structural  limitations  within  and  with- 
out fire  limits 807 

Towers,  domes  and  spires:  Limita- 
tion        806 

Width  of  street  determining  factor 
(Class  VI)    640 

Heigrht — When  character  of  structure  de- 
termines. 

Class    I     453 

Class  I:  (Increase  in  existing  build- 
ing)          461 

Class  Ila    472 

Class  lib    474 

Class  lie    478 

Class  III    485 

Class   IV    500 

Class   IVb    517 

Class   VI    640 

Hig'li'w-ay,  Public:  Encroachment  upon — 
Restrictions     434,    436 

Hip  Roof.      (See  "Roof.") 

Hoists:        Erection,      etc.,      requirements 

890,    896    (d) 

(See    also    "Elevators.") 

Hoists:  Use  during  building  operations 
896   (r) 

Hollo-w  Wall;  primary  bearing 779 

"Homes:"     Regulations  concerning 930 

Horses:  Stables  and  barns — Regulations 
concerning  stabling,  distance  from 
school,  church,  hospital,  public  park 
or    public   playground 830    (c) 

Hospital — 

Included    in    Class   lie   and    Class   III. 
Note:    Beds:  Number  in  hospital  de- 
termines   class,    i.    e.,    more    than    10, 
Class    lie,    less    than    that    number, 
Class    III. 

Elevator    (lift)    requirement 481 

Fire   escape 482,   881    (r) 

Frontage    consents    479,    930 

Garage    (public):    Distance   regulation.    929 
Playground:     Distance  limitation.     (See 

Code    1922.) 
Stables    and    barns:     Distance,    regula- 
tion       830    (c) 

Tannery:      Distance  regulation 831 

Hotel:     Included   in   Class  lib. 

House  of  Correction:  Included  in  Class 
lie. 

House    Movingr — 

Brick:      Requirements     728 

Frame:     Permit — frontage  consent,  etc.   923 
Moving    or    tearing    down    by    Fire    De- 
partment        405 

I 
Ice    House:      Structural    requirement    for 

storage   house    877 

Ice-making'  Flan-t — 

Church,  hospital  or  school:  Prohibited 
within  400  feet  of.  (See  General 
Index.    Code     1922.) 

Frontage    consent    requirement 932 

Ice-making*  Macliinery:  Prohibited  in 
theater  building    626 

ninminated  Roof  Sign:  Definition,  con- 
struction,   etc 919 


Imbecile,      Infirm      or      Sick      Institution .... 
Building's:       Included    under    Class    11. 
(See   also   "Homes.") 
Isolated   "Wall   or  fence:      Requirement.  .    918 
Inspection- 
Billboards    and   signboards    (annual    in- 
spection)      913    (1) 

Building  Inspector  in  charge  and  as- 
sistants:      Duties 418-19 

Building  Inspectors 420 

Buildings:  Seveial  duties  of  Commis- 
sioner   of    Buildings    and    of   Owners, 

etc 445 

Canopy    or    marquee 817 

Curtain:      Class    V,   hereafter   erected.  .    t)20 

Elevator    (lift)    semi-annual 897 

Elevator    inspectors — duties    422-24 

Fire  escapes  reported  unsafe:     Duty  to 

inspect     402 

Records  to  be  kept 413 

Roller  coaster,   scenic  railway,  etc 577 

Stairway  and  means  of  egress  (in  con- 
nection with  inspection  of  build- 
ings)        402,   445    (b) 

Tenement     (new) 637    (c)    (d) 

Unsafe    or    dangerous    building,    stair- 
ways, fire  escapes,  etc.,  in  factory  or 
-workshop:    Duty  of  Commissioner  of 
Buildings   wiiere   conijilaint   is   made.    402 
Insulating-  Material  for  Metal  Chimneys 
and    Stacks 796 


Jail:      Included    in   Class   lie. 

Joist: 

Class  lib,  brick  fire-stop  between.. 475    (c) 
Class    III    and    VI:      Support,    require- 
ment        730 

Class  VIII:     Support  requirement.  .732    (c) 
General     requirement    as     to     Class     I, 
II,   IV.   V,   VII   and  VIII 733 

Iiath — 

Metal     (in    conjunction    with    skeleton 

construction)      454    (a) 

Partitions  in  Mill  construction:     Wood 

lath    prohibited    864 

Wallboard  or  plasterboard  used  in  lieu 
of  lath  and  plaster — when  permitted.    819 

Wood:      Requirement    819 

Wood   lath   prohibited    (including  studs 
and  furring  in  mill  construction) .  864  (a) 

Iiedges:  Joist  support  —  corbeling 
(Classes   I,    II,   IV,   V,   VII   and   VIII)..    733 

Iiicense  issued  in  compliance  with  this 
Chapter:     Revocation    583 

Iiight  Shaft:  Class  III  (wholly  within 
walls  of  two-story  building) :  Require- 
ment     491 

Lighting    Service   Requirement — 

Class   IVa    514 

Class   IVb    538 

Class    IVc    562-3 

Class   V    605,    627 

Electric  service  cut-out  box  not  to  en- 
croach  on   fireproof  covering- 851 

Water    closet    requirement    (Class    VI) 
671     (b) 

lintels     785    (b) 

Iiivestock  Runways:  In  rewood  struc- 
ture         807 

living  Apartment  in  connection  with  Ga- 
rage  Building    456    (b)  I 

(See   also    "Habitable    Room.") 

Living  Room  in  Basement,  when  per- 
mitted         679 

Loads  (live  and  dead) — 

Class    I     454    (a),    465 

Class    II     469 

Class  III    487 

Class   IVa    507 

Class  IVb    522 

Class  IVd    568 

Class  V   589,  6M 

Class   VTI    694 

Class    VIII 729^(d) 
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Class   IX    717 

Design  and  structural  detail  for  all 
buildings    (with    table;.... 7-"J,    730 

Eccentric  loading  to  be  provided  for 
731    (e),    754    (f) 

Reinforced  concrete  construction: 
Test     778 

Roof  construction — allowance  in  addi- 
tion to  weight  of  structure  and  cov- 
ering      729    (e) 

Stairways  in  all  clases:  Require- 
ment     729    (f) 

Stress    (general   provisions) 755 

Theaters    (Class    V):      Requirements..    589 

Timber   piling    (maximum) 743    (e) 

Wall,  pier  and  columns:  Full  live  to 
be  taken  on  in  connection  with  roof.    731 

Wind  resistance  in  relation  to  dead 
load     729    (b) 

Wood  follower  not  to  be  used  in  deter- 
mining   safe    load    (pile    foundation) 

743    (f) 

Kodgingr    or    Booming'    House:      Included 

in    Class    lie. 

Alley  or  yard  in  rear  of  tenement 
house:       Requirement 643 

Building  to  be  entirely  within  limits  of 
lot,    etc.,    unless   by   special   permit..    434 

Class    VI:      Building    requirements....    634 

Class  VI:  Distance  between  buildings 
on  same  lot — Provisions  for  one- 
story   structures   in   rear 641 

Class  VI:  Percentage  or  area  allowed 
to    be    covered 642 

Corner   lot   defined 639 

Frame  building:  Distance  from  line — 
Dimensions    488    (b),   874 

Front  and  rear  occupation  with  build- 
ings   (Class  VI):      Restrictions 641 

"Lot  line  court,"  "Court."  "Inner"  and 
"Outer"    Court:      Definition.  .634    (d),   644 

Plat  of  portion  to  be  occupied  by  build- 
ing: Submission  to  Commissioner 
of    Buildings     63S 

Rear  of  tenement:  Pi-ovision  for  one- 
story  structures    641 

M 

Magnesia  Block  Insulation  (metal  chim- 
neys)         796 

Main  Floor.      (See  "Floor.") 

Main  Floor,  Balcony  and  Gallery:  Des- 
ignation   of    each 594 

Marquise   (or  Marquee. )      (See  "Canopy.") 

Mason  Contractors:  Regulations  govern- 
ing   899,  901-2 

Masonry — 

Allowable    stresses    on    plain    concrete 

and    stone    746 

Definition    of    747 

Halls  in  new  non-fireproof  tenement 
655,     656 

Merchandise,  Sale,  Storage  or  Manufac- 
tory   Structure:      Included    in    Class    I. 

Metal  or  Metal-clad  Door.    (See  "Door.") 

Metal    Frames,    etc.,    and    Fire-Besisting 
Glass:       Claimants     of     superior     con- 
struction   and    installation:    Lal)oratory 
test — expense — authority    to    use.... 784  (j) 
(See  also  Sec  835.) 

Metal  lath.      (See    "I.ath.") 

Metal  Structural  Boof  Members:  Omis- 
sion  of   flreproofing — wlien    allowed....    860 

Metals:  Tension,  compression,  bending, 
shear  and  bearing:  Maximum  allow- 
able  stresses    (witli    table) 754 

"MiU"    Construction — 

Definition:      Hefiuiiement    863 

Flreproofing  (partitions  in  mill  con- 
struction)         864 

Requirement,    Class    1 453    (b),   459 

Requirement,   Class  11a    472    (b) 

Requirement,   Class   Tib    475 

Requirement,    Class   lie    ' 478    (a) 

Requirement,   Class   III    485    (b) 

Requirement,    Class   IV     500 


Requirement,  Class  IVa   504    (a) 

Requirement,  Class  IVb    517,   519 

Requirement,  Class  VII    683 

Requirement,    Class   IX    716 

Miscellaneous  provisions  covering*  build- 
ing   operations     782-832 

Motion   Picture   Building — 
Included    in   Class    I. 

Amusement    Park:      Structure    to    corn- 
ply  with  provisions  of  Class  IVc.  .  .  .    574 
Film       storage       structure       (including 
vault)  :      Requirement    459 

Motion  Picture  Theater:  Included  in 
Class  IVc. 

Ligliting     requirement — Test    of    suffi- 
cient— Penalty     563 

Test    of    sufficient — Penalty b^i:^ 

Prohibited  in  frame  building 545 

Motor  Driven  Vehicle  Building:  Requir- 
ment    (Class   I) 456 

Moving  a  building,  one  location  to  an- 
other (brick,  stone,  frame  or  concrete) : 
Alteration    to   conform,    etc 728,    923 

"Moving  Picture  Building,"  etc.  (See 
"Motion     Picture     Building.") 

Mullions:  Fireproof  Construction:  Re- 
quirement          847 

ir 

Noise  of  Building  Operations  at  night 
(residential  district),  prohibited 829 

Nuisance — 

Building    or    structure    maintained     in 

violation  of  law 943 

Tenements    (insanitary   conditions)....    680 
Theater  above  first  floor 944 


Obstruction:      Street,  Alley,   etc.:      Build- 
ing,    prohibited 434 

Office   Building:      Included    in    Class    Ila. 

Old  People's  Homes:     Included  in  Classes 
lie    and    III. 

Ordinances       pertaining       to       Buildings: 
Power   of  Commissioner   to  pass   upon.    401 

"Ordinary"    Construction — 

Definition     866 

Requirement,   Class   Ila    472    (c) 

Requirement,   Class  lib    475    (a) 

Requirement,   Class   lie    478    (a) 

Requirement,    Class   III    485    (c) 

Requirement,  Class  IVa 504 

Requirement,    Class    IVc    545 

Requirement,  Class  VII    683 

Requirement,    Class    VIII    697    (b) 

Requirement,    Class   IX 716    (a) 

Overturning      Moment,      Due      to      "Wind 
Pressure:     Not  to  exceed,  etc 729    (b> 


Pantry:      Requirement    (Class    III) 490 

Parapet  Wall:      (Sec   "Wall.") 

Park  or  Playground    (public) :     Stable  or 
liarn — Distance    regulation     830    (c) 

Partition — 

Class  I:      (Film  storage  building) 459 

Class   I:      (Occupied   by   more   than   one 

business)     462    (b) 

Class  lib:    ' 475 

Class   III:      Requirement 488    (c) 

Class    IVb:      (Dressing    room) 542 

Class  IVc:      Dressing  room 565 

Class  V:      (Dressing  room) 598,   628 

Class    VI 653 

Eight-inch    construction:      Height   limit 

732    (d) 

Film    storage    structure:      Requirement   459 

Fireproof    construction     855-6 

Habitable    room:       Requirements 

488    (c),    647-651 

Mill   construction:      Requirement 864 

Slow  burning     construction:       Require- 
ment      861 
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Smoke  pipe  passing  through:  Require- 
ment          S02 

Terra   cotta.    in    fireproof   construction: 

Requirement    844    (b) 

(See  also  "Wall"  under  "Dividing.") 

Party   Wall.      (See    "Wall.") 
Penalty — 

Billboards,    etc.:      Violation   of  govern- 

ing    provisions     9ir> 

Building  ordinance  violation   (general).    945 
General    penalty    for    any    violation    of 

the    Building    iJaws 945 

Illuminated    roof    signs:      Violation    of 

provisions     governing 919    (f) 

Neglect      of      safety      provisions      for 

workmen     SIS    (g) 

Permits- 
Application  for  by  owner  or  agent....    431 
Billboard    and    signboard    construction 

or  alteration    909-10,   913 

Boiler    (steam)    803 

Business  of  store  in   restricted  district  927 

Canopy     810 

Change      or      alteration      in      tenement 

(Class   VI)    f,.-?n 

Elevator    (lift)    construction 8S7 

Erection,  enlargement,  alteration,  re- 
pair   or   removal — voider    provision..    430 

Fees    for    building    permits 442 

Fire    escape    erection 882    (b)    (c) 

Foundation   encroachment   into   streets. 

etc 436 

Frame  building:      Moving 923 

Frame    building:      Raising 870 

Issuance:      Duty    of    Commissioner    of 

Buildings     411 

Mezzanine  or  intermediate  floor    (Class 

VII)     687    Cp^i 

^Moving  building    (frame) 923 

Partition  in  room  in  existing  build- 
ing:    Requirement   4S8    (c) 

(Class    III.) 

Raising    frame    building 870 

Revocation  and  Re-issue 444 

Roof:     Change  gable  or  hip  to  flat.  .  .  .    870 
Shows,  outdoor  exhibitions,  holiday  oc- 
casions,  etc 571 

Sidewalk  and  street  obstruction  (build- 
ing    construction) — -Revocation ,  828 

Store  (business  of)  in  restricted  dis- 
trict         927 

Tank    on    roof 783 

Tenement,   change  or  alteration 63G 

Tenement — occupation    637 

Void  if    not    used    within    six    months 

after    issuance     430 

Withholding  of  building  permit — pro- 
test of  property-owners — public  hear- 
ing         92S 

Wrecking  building   443 

Fictnre  Macliine  Booth:  Class  IVc — Re- 
quirement        558 

Picture  Machine  Booth:      Schools — When 

allowed     709 

Piers — 

Dead   and   live    load   requirement    (with 

tables)    731 

In  connection  with  enclosing  wall:  Re- 
quirement     732    (j) 

Isolated:  Height  prescribed  unless, 
etc. — Weight   computation 746    (f-g) 

Pilaster^ 

Enclosing    wall:      Requirement 732    (j) 

Habitable    room:       Requirement.  ...  648    (c) 
Pile    FoTindation.       (See    "Foundation.") 
Pipe- 
Downspouts       (  water       conductors): 

Requirement     805 

Embedment  in  connection  with  fire- 
proof   construction     843    (b) 

Fireproof  construction:  Not  to  be  en- 
closed— Exception     843 

Pipes  and  Other  Conveyors  Passing'  from 
Ploor  to  Ploor:  Enclosure  require- 
ments       844    (a) 

Placards  Indicating'  Ploor  Strength.  (See 
"Floor.") 


Plan — 

Adequate  drains  to  be  provided  for  be- 
fore issue  of  permit  for  building 
construction.  (See  General  Index, 
Code  1922.) 
Alteration  on  stamped  plan  not  per- 
mitted without  permission:  Excep- 
tion          440 

Approval  by  oflicials  other  than  Com- 
missioner   of    Buildings 432 

Billboards.  signboards,  etc.:  Con- 
struction   and    repair 909-10,    913 

Canopy     816 

Certification  by  architect  or  structural 

engineer      439,   446 

Class    III:      Partition   plan   to    be    filed, 

etc.,    prior    to    construction 488    (c) 

Conformity  with  building  law  requi- 
site:     Architect's   certificate 439,    446 

Deviation:      How    dealt   with 447 

Deviation  from  stamped  plan:  Re- 
quirement        440 

Elevator  (lift)  construction:  Require- 
ment       887    (b) 

Essentials  (scale  to  which  drawn,  dis- 
tances and  dimensions,  lot  lines,  loca- 
tion of  plumbing  and  certain  signa- 
tures)          439 

Examination:       Approval — Filing 

413,     431,     432,    439 

Filing   and    return 431 

Foundation    encroachment    into    street, 

etc.,    to    be    shown 434 

Illuminated    roof    sign 919    fc^ 

Issuance   of  Permit 433 

IMezzanine  or  intermediate  floor:  Re- 
quirement     (including     permit      and 

plans).    Class    VII    687    (e) 

On   the   job:      To   be   kept 438 

Pile  foundation:      Requirement 743    (g) 

Plumbing    to   be    shown 439 

Reinforced     concrete:       Submission     of 

plan — Detail — Test     758 

Retention    by    Commissioner    after    six 

months    not    obligatory 431 

Roller  coaster,   scenic  devices,   etc.  .577    (a) 
Signing    by     licensed     architect    or    li- 
censed  structural   engineer  required.    439 
Structural     engineer:        Signature     and 

seal      439 

Tenement  and  apartment  house: 
Change  or  alteration.  Require- 
ment          636 

Plasterboard.      (See   "Lath.") 

Plastering':     Requirement    819 

Plate  Girders:    Provisions   governing....    757 

Plnmhing" — 

I^ocation  to  be  shown  on  plan 439 

Tenement    house:      Requirement 671-3 

Police — 

Assist  Commissioner  of  Buildings 
when  called  upon 410 

Station  buildings:  Provisions  govern- 
ing    714-724 

Porch — 

Construction    inside   fire   limits .    782 

Prohibited     as     an     encroachment     on 

street.    fSee  General  Index,  Code  1922.) 
Structural    requirements 661 

Portico  Construction  Inside  Pire  Xiimits.    782 

Portland  Cement:     Prescribed  use — Speci- 
fications   and    Tests    to    be    along    lines 
adopted  by  U.  S.  Govt 768 

Post     (■wood);       Slow-burning     construc- 
tion:     Requirement    861 

Private    Residence; 
III. 


Included     in    Cla.'^s 
(See      "Stables      and 


Private      Stable. 

Barns.") 

Projection  of  Cornice,  Belt   Courses   over 
Street.      (See   "Cornice.") 

Projection    of    Pounda'tion    into    Streets, 
Etc.      (See    "Foundation.") 
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Protection  to  Life  and  Property:  Comr. 
Bldgs.  empowered  to  prevent  endanger- 
ing     402-6 

Protest  of  Property  Owners  against  cer- 
tain    building    permits — Public     hear- 
ings         928 

Provisions,  General  and  Special:  Con- 
flict between — -What  governs 450 

Public   Hall:      Definition 634  (f) 

Public  Higliway  or  Ground:  Prohibited 
erection    or    encroachment    upon.  ..  .434-436 

B 

Bed  liigflit:  Use  during  building  opera- 
tions      827    (b) 

Reinforced   Concrete  Construction: 

Definition     758 

Cement   finish:      Calculation 775 

Cinder    concrete:      Prescribed    uses....    780 

Columns:      Requirement 764 

Concrete    placed     in     freezing     and     in 

warm   weather:      Requirement 773-4 

Curtain     wall,     skeleton     construction: 

Requirement 766 

Design  for  beams,  girders  and  slabs.  .  .    761 

Drenching   with    water 774 

Fireproof    construction:     Requirement.    776 

Flat   slab   construction 760-763 

Form  filling  around  reinforcing  steel: 

Requirement     772 

Forms:      Removal 777 

Hollow  tile  construction  in  connection 
with  reinforced  concrete  construc- 
tion:     Definition   and    provisions.  .  779  (a) 

Load    test:      Requirement 778 

Mixing   concrete:      Requirement 771 

Moments  of  external  forces:  Calcula- 
tions        762 

Portland  cement  only  to  be  used:   Test  768 
Ratio    of   moduli    of    elasticity:      Adhe- 
sion— Bond 759 

Sand:     Quality  requirement 769 

Slab    construction:      Calculation    as    to 

ribs,   etc 763 

Steel  used  in:  Bending  and  elonga- 
tion   requirements    767 

Stone  requirement    770 

Stress   (unit)    for  steel-and-concrete.  .  .    760 

Reinforced     Hollow     Tile.        (See     "Rein- 
forced   Concrete    Construction."       (See 
also    "Terra    Cotta    HOUow    Tile    Con- 
struction.") 

Removal  of  Building's: 

Brick,  stone  or  frame  (includine  tene- 
ments)       654.   728,    923 

Fire  Department  to  remove  or  tear 
down:      When 405 

Residence  (private):  Included  in  Class 
III. 

Revocation  of  Building'  or  'Wrecking'  Per- 
mit,   for    Cause 444 

Revolving-  Boor:     (See  "Door.") 

Riveting':      Tensions    756 

Roller  Coaster  Device:  Height  restric- 
tion        57C 

Roller    Coaster,     Scenic     Railway,     Etc.: 

Certificate  of  test — Permit — Fee 577 

Boof— 

Bulkhead,   Class  "VI:     Requirement....  663 

Composition:     Requirement    811 

Construction   requirement    810 

Enclosures  upon  roof 809 

Fireproof   requirement    853 

Frame    building:       Changing    gable    or 

hip    to    flat 870 

Pull  live  load  to  be  taken  on  wall,  pier 

and    column    ; 731 

Gable    or    hip:      Changing    to    flat    roof 

(frame    buildings):      Requirement...  870 

Gravel:      Requirement   811 


Housing  (elevators,  tanks,  skylights, 
scuttles,    etc.)    812  (d) 

Load  requirement  in  addition  to  its 
own  weight   729  (e) 

Over  sidewalk  during  building  con- 
struction        818 

Pitch   of 810 

Shingle,  gravel  or  composition:  Re- 
quirement        811 

Space  under  roof  in  fireproof  con- 
struction:     Prohibited    uses 858 

Structures  upon  (skylights,  water  tank 
and  elevator  machinery  enclosures): 
Requirement    809,   812 

Tank   on    roof:      Permit — fee 783 

Use  of  roof:  When  considered  as  story 
of  building    (Class   IVd) 572 

Water  from  roof — how  carried  to 
ground      805    (c) 

Boom:        Habitable.         (See      "Habitable 

Room.") 

"Bubble,"   defined    747  (b) 

Buling-s   of  Department   of  Building's   on 

Mooted   Points.      (See    at    end   of   Ordi- 
nance.) 
Bunways  or  "Viaducts  for  Live  Stock: 

Provisions  concerning  wood  structure.    807 

S 

Safety     of     Building'     or     Part     Thereof: 
Commissioner's   decision   final 409 

Safety  Devices: 

Elevator    (lift) 895,   897 

Floor  (temporary  during  building  op- 
erations)         818 

Roller    coaster 576,  577 

Scaffold    81? 

Window   cleanei  s    788 

Sale  Stables.     (See  "Stables  and  Barns.") 

Sand — 

Fireproof  construction:  Quality  de- 
manded     842  (b) 

Reinforced  concrete  construction: 
Quality   demanded    ■ 769 

Scaffold   or   Temporary    Ploor:      Require- 
ment      SIS 

Scenery — 

Class    IVb:      Definition — Pireproofing — 

Amount   allowed    539-41 

Class   IVc:      Stationary,   etc 564 

Class  V:      Framing    621 

Class  V:      Definition    630 

Class  VIII:      Restrictions    708 

Schools — 

Garage  (public)  in  relation  to  proxim- 
ity  to  a  school 929 

Gas  reservoir  in  relation  to  proximity 
to  school    832 

General  provisions  governing  con- 
struction,   etc 695-713 

Junk  store  or  yard:  Prohibited  prox- 
imity to  school:  (See  Section  3532, 
Code  1922.) 

Lighting  (gas  and  electric),  provision 
707     (b) 

Moving  picture  machines:  Provision 
governing    709 

Portable  buildings  of  frame:  Re- 
strictions         699 

Power  of  officials  to  close  for  violation 
of  building   provisions 713 

Scenery  and  curtains:  Provisions 
governing    70S 

School  building:  Included  in  Class 
VIII., 

Stables  or  barns,  distance  provision 
830     (c) 

Tannery,    distance    provision 831 

Scuttles:     Structure  Above  Boof 812  (d) 

Seats — 

Measurements: 

Class  IVa    511 

Class  IVb    528 

Class  IVc    551 

Class  V 592,   614 
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Not  fixed:      Space  computation: 

Class  IVa    513 

Class  IVb    520 

Number  in  row   :iiid   inoasureinent: 

Class  IVa    511 

Class  IVb     528 

Class  IVc    551 

Class  V 5>J2,    61  t 

Schools:     Requirement  as  to  seating.  .    700 
Temporary      seating:      accommodations 

for   outdoor   occasions 571 

Shaft — 

Area    645 

l)erinition    634  (e) 

Fireproof     building     enclosures — omis- 
sion      844    (d) 

Sliear — 

Hollow  tile  (stress) 779  (a) 

Kivets    and    pins,    steel    shapes,    plate 

girders,  webs  and  brackets 754  (a) 

Shed — 

Automobile:     Requirement    456  (b) 

Brick,  cement,  coal,  salt  and  stone  shed 
(open    shelter)    and    sheds    for    icing 

cars:     Requirement   SVG 

Fire  Dept.:      Sheds  for  storage  of  fuel 

and   supply   wagons 875  (di 

Garage    of    brick    or    frame:      Require- 
ment         456 

Near      navigable      water      or      railroad 

tracks   for  storage    876 

Open    shelter:      Requirement 875 

Prohibited  for  dwelling  purposes  or  as 

an    addition 875    (e) 

Sheet-metal    Work:      Support    of    in    fire- 
proof construction    859 

Shelter  Shed.     (See  "Shed.") 
Shing-le  Roof.      (See  "Roof.") 
Shows      and      Outdoor      Entertainments: 
Temporary     seating     structures:        Re- 
quirement         571 

Sick,  Infirm  or  Imbecile  Persons:     Build- 
ings for.      (Included  in  Class  II.) 
Sidewalk:       Roof    over    during     building 

operations:      Requirement 822 

(See  also  "Streets.") 
Sidewalk  and  Street:     Occupation  during 

building  construction 820-828 

(See  also  "Streets.") 
SigTi — 

"Dangerous     building":        Requirement 

as   to   posting 403 

Illuminated  roof  signs:     Definition  and 

general    requirements    919 

Sign.      (See  also   "Billboards  and   Sign- 
boards.") 
Signal  Iiig'hts:     Requirement  as  to  street 

obstructions      827    (b) 

Sill — Class  III:     Level  allowed 492 

Door  and  window:     Structural  require- 
ment (except  in  Classes  III  and  VI).    785 

Sink:      Class   VI:      Requirement 672 

Skating    Sink:      Included    in    Class    IVb. 

Level    above    grade 521  (c) 

Skeleton  Construction: 

Term   as  applied  and   requirements....    781 
Skeleton  Steel  Construction — 

Curtain    wall     requirement 766 

Independent   support    849 

Skeleton  Steel  "Wall.      (See  "Wall.") 

Skewback:      Requirement    852  (c-d) 

Skylights — 

Class  III:     Construction  requirement..    486 
Class  VI:     Construction   requirement..    646 
Class  VIII:    Construction  requirement.    707 
General:      Construction   requirement... 
808-9,    812 

Slabs:     Reinforced  concrete  design 761-2 

Sleeping  Porch.      (See  "Porch.") 

Sleeping  Stalls  in  Kooms,  when  allowed.    476 

Slow-burning  Construction — 

Definition    and    requirements 860-2 

Requirement.   Class  I 453    (b) 

Requirement,  Class  Ila 472    (b) 


Requirement,  Class  lib   ...474    (b),  475    (a) 

Requirement,   Class  lie     478  (a.) 

Requirement,  Class  III     485  (b) 

Requirement,   Class   IV    500 

Requirement,  Class  IVa     504 

Requirement,   Class  IVb    517    (a),  519 

Requirement,   Class  VI 652,   658    (a) 

Requirement,   Class  VII      683 

Requirement,   Class  VIII     697  (c) 

Requirement,  Class  IX  (I'olice  Sta- 
tion)          716 

Slow-b\iming,  Fireproof  Mill,  and  Ordi- 
nary Construction:  Construction  in 
relation    to   height    (Class   I) 453 

Smoke  Pipe:  Passing  through  partition: 
Requirement     802 

Snxoking  Meats  or  Pish:  Structural  re- 
quirement   for    building 457 

Soils:  Foundation  loads  and  other  re- 
quirements     738-40,    742-3 

Special  Provisions:  To  govern  when  in 
coiitiict   witli   general   provisions tTiH 

Special  Rulings  of  the  Department  of 
Buildings  on  Mooted  Points  in  the 
Building  Ordinance.      See   page 2;i."; 

Spiral  Stairs  or  Windows.  (See  "Stairs 
and   Stairways"  below. 

Spires.     See  "Towers,  Domes  and  Spires." 

Sprinkler  System — 

Class   I:      Requirement    463  (b) 

Class  I:      (Garage    building) 456(a) 

Class  V 604,    625 

Class  VII    684    (a-b) 

Elevator  (lift)  hoistways  in  non-fire- 
proof structures:      Equipment 890 

In   mill   construction   building 863 

Square:       Definition 928 

(See  also   the  heading,    "Block.") 
Stables   and   Bams — 

Five  hundred  or  more  sq.  ft.  (Included 
in   Class  I.) 

Less  than  five  hundred  sq.  ft.  (In- 
cluded in  Class  III.) 

Regulations:  (Including  floor  con- 
struction, frontage  consent,  distance 
from  school,  church,  hospital,  public 
park   or   playground) 830 

School,  church,  hospital,  public  park 
or  public  playground:  Distance  reg- 
ulation      830  (c) 

Stack.     (See  "Chimney.") 

Stage:     Construction,   Class  V 601,   621 

Stair  Hall:      Definition 634  (g) 

Stairs   and  Stairways — 

Change    in    stairway    or   fire   escape    on 

approved  plans  only  by  permit 886 

Class  I    (garage) 456    (a-b) 

Class   III    (hereafter   erected) 493 

Class    IVa 506-7 

Class  IVb   523,    529 

Class   IVc     547 

Class  V    (now   in  existence) 590 

Class  V    (hereafter   erected) 613 

Class    Vi; 664-668 

Class  VII     690 

Class    VIII 701,   702 

Class  IX   (Police  Stations) 722 

Garage:      Living  room   connection   with 

ground     456  (b) 

General  provisions  covering  construc- 
tion in  ordinary,  mill,  slow-burning 
and     fireproof     building     (Classes     I, 

II  and  VII) 857,    862,   865,   878-80 

Housing  on   Roof;    Stair   provision.  .  812  (d) 
In    frame    building,    where    divided    by 

fire  wall  or  walls 874 

Inspection    requirement    445 

Live    load   requirement   in   buildings   of 

all    classes    729  (f) 

Schools:      Requirements 701,   702 

Spiral  stairs   (and   winders)   880  (k) 

Sub-basement  or  cellar:     Leading  to  or 

from    814 

Standpipe  and  Hose  on  Stage:  Require- 
ment, Class  IVb  and  Class  IVc 534,   559 


182 


Steel- 
Bending    and     elongation:       Conforma- 
tion   to    requirements 767 

Columns:      When     used     in     connection 

with    reinforced   concrete   work 765 

"T"  Beams:  Width  of  flange  in  con- 
nection     with      reinforced      concrete 

work    763 

Steel   Balls    or   Beams    Used    in   Founda- 
tions.     (See   "Foundations.") 
Stone: 

Fireproof  construction:  Quality  de- 
manded     842  (c) 

Reinforced        concrete         construction: 

Quality   demanded    770 

Stone  Buildingf:     Requirement  as  to  mov- 
ing      72S 

Stoppage    of    Construction    or    Wrecking- 

When  in  Violation  of  law 406 

Storage   Structures — 
Requirement  for 

Acetylene   gas   455  (b) 

Automobile    456    (a-b) 

Dry   cleaning    458 

Film   (moving  picture)    459 

Fireworks  and  Explosives 455  (a) 

Grain    elevator    466 

Shavings,    sawdust,    etc ■ 925 

Sheds    (when   used   for   storage) 876 

Store — 

Business     of,      in     restricted     district: 

Permit  requirement   927 

Store      front:        Structural      requircinent 

(Classes   III   and    VI    excepted) 785 

Store    (other  than   "Department"   Store) . 
Included  in  Class  I. 

Stories,    numbering    of 689 

Story:      Definition    634  u  ) 

Street  Prontage — 

Tenement  and  apartment  house:  "Cor- 
ner   lot"    computation    in    relation    to 

"lesser"   frontage    639 

(See  also  "Exposure.") 
Towers,   domes   and   spires:      Construc- 
tion based  on  street  frontage 806 

Street  Prontagres:      (See   "Exposure.") 
Street  and  Sidewalk:     Occupation  during 

building    construction    S20-S 

Streets — 

Occupation   during   building    operations 

820-8 

Public  highway  or  p(il)lic  ground:  en- 
croachment   prohibited — exception 

434,    436 

Red    lantern    display 827 

Signal    lights:      Requirement 827 

Stress- 
Beams,   trusses  and  girders   (metal)...    754 

Columns    (steel) 765 

Eccentric    loading    to    be    provided    for, 

etc 731    (e),   754    (f) 

Foundations    738 

Girders   (plate)    757 

Grain    bin,    elevator,    warehouse    (terra 

cotta   tile)     779  (f) 

Hollow    tile    columns 779  (a) 

Live    and     dead     load     (general     lu'ovi- 

sions)     755 

Masonry  foundation 746 

Metals:      Maximum    allowable    stresses 

and    special    requirements 754 

Steel-and-concrete    (unit)    760 

Steel  used  in  reinforced  concrete: 
Bending  and  elongation  require- 
ments      767    (b) 

Structural    steel    columns 765 

Terra    cotta    hollow    tile    construction: 

Tile  and    tile   columns 779  (a-c) 

Timber    ,,-t^  75  2 

"Walls,  piers  and  columns \^.  731/  (d) 

Structural   Detail — Requirements.  .  .\^f2lf-757 
Structural  Engineer:    Signature  and   seal 

on    plans    432 

Structural  Limitations  W^itliin  and  W^ith- 

out  Fire   Limits 807 

Structure  Over   Ceiling':     Consti-uction — 

Class    IVb:      Requirement 53.". 

(^lass   IVc:      Requirement    557 

Class  V:  Requirement  (licrcafter 
erected)    6  23 


Class  VI:      Requirement    658 

Struts  for  Windtoracinff :    Least  radius  of 

gyration    754  (g) 

Sub-basement.      (See   "Basement.") 

T 

"T"  Beams:  Width  of  flange  in  connec- 
tion with  reinforced  concrete  con- 
struction        763 

Tank — 

Roof:      Permit — Fee 442    (c),   783 

Tannery:      Location    limitation 831 

Temporary  Floor  or  Scaffold:  Require- 
ment        818 

Temporary  Seating-  Structures  (Shows 
and  Outdoor  Bntertainments) :  Re- 
quirement        571 

Tenement  and  Apartment  House — 

Definition  and   class 632,   634    (a) 

Access   to  room:      Requirement 670 

Addition    to    frame    within    fire    limits 

prohibited    654 

Additional    room    or    hall:      Compliance 

with   law    676 

Air:      Quantity   requirement 649 

Alcove:  Definition — Requirement  ....  648 
Alley  or  yard  in  rear:  Requirement..  643 
Apartments   to   be   divided   by    masonry 

wall     657 

Area  allowed   to  be   covered 642 

Attic   room:      Requirement 047    (b; 

Basement    living     rooms:      When    per- 
mitted     651,   679 

Bath,  etc.,  room.     Window  area 650 

Bay    window,    court    and    shaft:      Wall 

material    660 

Bulkhead  in  roof:  When  required....  663 
Ceiling   over   stores    (new   non-fireproo'' 

tenement):      Requirement    658 

Cellar.      (See   "Basement,  etc."    (above.) 
Certificate     prior     to     occupancy     (new 

tenement)      637 

Change  or  alteration;  Permit — Plan..  636 
Class  VI:     Provisions  to  govern  in  case 

of  conflict  of   sections 635 

Court  and  shaft:     Enclosing  wall  sup- 
port         658 

Courts:       Inner     and     outer — Minimum 
widths — Lot       line       passages       and 

courts      644 

Distance   between    buildings.  ..  488    (b),   641 

Drainage  of  courts  and  sliafts 669 

Entrance    hall    (new    tenement):      Ma- 

sonrj'  and  wall  requirement 655-6 

Existing  building  moved:    Character  of 

foundation     6*54 

Existing    buildings    exenirit    fro.n    pro- 
visions of  this  Article  except,  etc...    675 
Fire,    etc.,    damage:      Rebuilding   or    re- 
pair:      Concerning 674 

Fire  escape  provisions 668 

Fireproof    and    slow-burning    constiuc- 
tion      (new     tenement):      Determined 

by    height     652,   658 

Flue  and  chimney  requiremtnt 662 

Foundation   required    for    moved    struc- 
ture        654 

Foundation    requirement    for    story    or 

basement    679  (b) 

Foundation      walls      (new      toncniont): 

Material — Dimension — Dampproofing  659 
Frame:       Addition     within     fire     limits 

prohibited    654 

Frame  apartment:      Incombustible  par- 

titiotis     653 

Habitable     rooms     in     basement:       Re- 
quirement as  to  use 651,  679 

Habitableness:       Certificate     necessary 
prior   to  occupation   of  new   leneinent   637 

Halls:       Requirements 655,   656 

Height,    as    determining    character    of 

construction    652 

Height:      How   determined   by   widtli   of 

street     640 

Inspection    of    new    tenement    as    work 
iirogresses:       Certificate — violation.  . 

637     (b-c-d) 

Lighting    requirements 650 

Lot  area:  Percentage  of  occupation..  642 
Lot  frontage:      What  constitutes 639 
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Masonry  dividing  walls C57 

Metal  lath,  etc.,  requirement  in  ordi- 
nary  construction    657  (b) 

Moved  from  one  lot  to  another:  Base- 
ment or  story  in  new  location:  Re- 
quirement      679  (b) 

Moving  of  existing  building:  Char- 
acter   of    foundation 654 

New  tenement:  Certificate  of  habitable- 

ness     6.'?7 

Nuisance:     What  constitutes 680 

Occupation   of   part   before   completion: 

Requirement    637  (h) 

Pantry  room:     Window  area 650 

Partitions    in    frame    (outside    fire    lim- 
its):     Incombustible    construction...    653 
Plat  of   lot,   etc.:      Submission   prior   to 

obtaining  permit  to  build,  etc 638 

Plumbing   requirements    671-3 

Porch:      Requirement    661 

Room:       Alteration    must    conform     to 

certain  floor  and  window  area 677-8 

Room  and  hall  in  tenement  hereafter 
constructed     in     existing      structure: 

Requirement 676 

Rooms:  Size — Height  —  Attic  room — • 
Window  required   in  sub-divided  room   647 

Scuttle  in  roof:     Requirement 800 

Skylight:       Requirement 646    (a),    (c) 

Slow-burning:       Requirements 652,   658 

Stair   hall   and   stairway   requirements. 

646    (a)    (c),    656,    664-7 

Story  or  basement — w  all  require- 
ment      670    (b) 

Vent  shafts 645.  658,  660,   669 

Ventilation      650 

Water    closet    requirement 671 

Wood  supports  under  moved  tenement 
prohibited     654 

Tension  of  Rivets 752 

Terra  Cotta  Hollow  Tile  Construction — 

Definition    and    requirements 

779    (a),  844    (b) 

Theatei' — 

Above  first  floor  level  declared  a  nui- 
sance:     Exception    944 

Aisles  etc.:  Obstructions  in,  prohibit- 
ed         940 

Built  in  conjunction  witli  other  than 
Class  V,  to  be  fireproof 611 

Capacity  (number  of  persons)  allowed: 
rommissioner  of  Buildines  to  certi- 
fy,  etc 537,   561,   606,   629 

Changing  existing  Class  IV  to  Class  V 
structure:     Requirement    631 

Class  IV,  IVb  and  IVc:  General  re- 
quirements     495-566 

Class  V:      General   requirements.  ...  579-583 

Class  V:      Now   in   existence 584-607 

Class  V:      Hereafter    erected 609-631 

Closing  by  authorities 498,   582 

Exits  (emergency)  Classes  IVa,  b,  c, 
and  V 512,    529,   552,    599 

Exposure  (street  frontage):  Require- 
ment     502-3,   516,  544,   610    (a) 

First  Class:     Included  in  Class  V. 

Frame  building:  Prohibited  in  (note 
exception    in    607) 499,   545,   607 

Hall  used  for  theatrical  purposes  in 
existing  buildings.  Included  in  Class 
IVb. 

Ice  making  machinery  or  ammonia  ap- 
paratus  prohibited   in   building 626 

License,    cause   for   revocation 583 

Moving  picture  structure  within  amuse- 
ment park:  Compliance  with  Class 
IVc  provisions    574  (c) 

Moving  picture  and  vaudeville  (not  ex- 
ceeding 300  seats):  Included  in 
Class   IVc. 

Obstructions   in   aisles,    etc.,    prohibited   940 

Prohibited  in  frame  building  (exception 

to   be   found   in    607) 499,   545,   607 

Street  frontage  requirement.  See  "Ex- 
posure," above. 

Tunnels    in    cross    aisles 593 


Timber — 

Columns:     Limitation  as  to  use 752 

Quality    prescribed     753 

Stress  allowance  (with  table):  Maxi- 
muTTi   length    752 

Tin-clad  Door.      (See   "Door.") 

Towers,  Somes  and  Spires:  Require- 
ments        806 

Trasses,  Columns,  Walls,  Etc.,  in  Steel 
Skeleton  Construction:  .  Bracing  re- 
quirement        781 

Tunnels:      'Plieater   construction 593 

Unclassified   Building'.      See    the    heading, 
"Building." 

Unsafe      Building^:        See      the      heading 

"Building." 

V 

Vaudeville  Theater:  Included  in  Class 
IV  and  Class  V. 

Vault:      Film    storage    (motion    picture): 

Requirement   459 

Veneer    (Brick).      See    "Brick." 

Vent  or  Tlxie  Over  Stage:    Requirement — 

Class   IVb    535 

Class   IVc    560 

Class  V    603,  624 

Ventilation: 

Air     requirement     in     tenement     room 

(Class   VI)    649 

Attic:       Class    VI 678 

Class  II:     Requirement 470 

Class   III:      Requirement 488 

Class  VI:      Requirement 649,   678 

Room:     Altered,   etc..   Class   VI 677-8 

Sleeping  stalls  in  rooms:  Air  require- 
ment   per    person 476 

Theater  dressing  room: 

Class  IVb    542 

Class    IVc    565 

Class    V 598,    628 

Vent  shafts  (solely  for  water  closet, 
bath   room   or  pantry) : 

Class  III    490 

Class    VI 645,   671 

Class  VI    (wall  construction) 660  (b) 

General  construction  requirement  (ex- 
cept Class   III) 787 

Wall  forming  ventilating  duct:  Re- 
quirement        801 

Water   closet 671    (b) 

Window  and  floor  area  of  room  or  at- 
tic:     Class   VI 677-8 

Window     and     mechanical     ventilation 

(Class    II)     470 

Veranda  Construction  Inside  Fire  Iiimits  782 
Vestibule:     Class  V — For  stage  door.  602,  622 

Viaducts    or    Runw^ays    for    Iiive    Stock: 

Requirements     807 

Violations  of  Building"  Iiaw:  Record  of 
complaints     413 

Volume:  In  relation  to  towers,  domes 
and   spires 806 

Wall — 

Altered  building:  Increase  in  thick- 
ness— requirement    734 

Anchorage     732  (1) 

Area  division  (buildings  for  explosives 
and  housing  motor  driven  vehicles) 
455    (a),    456 

Area  division  (ordinary  construction), 
Class    I     463 

Ash  and  rubbish  chute:  Wall  forming 
■ — requirement    801 

Ashlar  facing:  When  part  of  masonry 
wall      748 

Basement:      Requirement — Class   VI...    659 

Basement  of  frame  building:  Require- 
ment        872 

Bracing   during   erection 736 

Brick  on  wooden  sills  (Class  III)  level 
of    sills 492 


184 


Building  converted  into   flats:   Division 

wall   requirement    869 

Class  I:     Requirements    454-9,   463 

Class  II:      Requirements 475 

Class   III:      Requirements 732  (q) 

Class  IV:     Requirements 517,  531,  554 

Class   V:      Requirements 

600,    609,    620 

Class   VI:      Requirements 

6E8-9 

Class  VIII:      Requirements 732  (c) 

Clay  tile  or  hollow  concrete  bloclc  al- 
lowed— when      ;732  (q) 

Concrete  (hollow)  block,  or  hollow  clay 
tile  (Classes  III  and  VI):  When  a- 
lowed     732  (q) 

Corrugated  iron:  When  allowed  as  en- 
closing  wall    454  (b) 

Court,  light  shaft  and  light  court: 
Structural   requirement   786-7 

Curtain:  Skeleton  construction  —  re- 
quirement        760 

Curtain  wall  of  tile  construction  (sub- 
ject  to   Sec.    779) 732    (p) 

Dead  and  live  load  requirement  (witli 
tables)     731 

Definition  of  "primary  bearing"  in 
terra  cotta  tile  construction 779  (e) 

Definition  of  terms  used  in  construc- 
tion     , 747 

Dividing:  Character  and  construction 
of    incombustible    doors 789 

Dividing:      When    required 463 

During  construction:  Height  allowed 
in  comparison  to  other  v/alls  of  same 
building     736 

Enclosing:  Basement  to  sixteentli 
story — Requirements   (with  table)...    732 

Enclosing,  built  not  less  than  fifty  feet 
from  any  lot,  etc.:  Corrugated  iron 
construction    454  (b> 

Enclosing  (miscellaneous  provisions) . .    807 

Facing  support  in  fireproof  construc- 
tion        850 

Fire  wall  in  buildings  occupied  by 
more  than  one  firm,  etc.:  Class  I — 
Requirement     462 

Fireproof  construction:  Independent 
support  of  skeleton 849 

Forming   smoke   flue:      Requirement...    800 

Foundation:  Projection  into  public 
steets   434.  436 

Frame  building  where  changed  into 
flats:     Incombustible  construction...    869 

Garage:  Dividing  —  Openings  —  Door 
protection:      Class    1 456 

Increase  in  thickness  in  new  and  old: 
Requirement  as  to  foundation 742 

Independent  (F.  P.  Construction): 
Support   requirement   849 

Interior  brick  used  to  support  fireproof 
floor:      Requirement    732  (r) 

Isolated   wall,  or   fence:      Requirement.    918 

Length:  Computation  and  measure- 
ment      732  (i) 

New  and  old:  Foundation  require- 
ments   (general    provisions) 742 

Parapet:  Structural  requirement  — 
when   dispensed    with 737 

Party:  Application  of  provisions  of 
Section    734    in   certain   cases 735 

"Primary  bearing":  Definition  in  con- 
ection  with  terra,  cotta  construc- 
tion      779  (e) 

Proscenium,   Class  V 600,   620 

Skeleton  steel:  Class  I:  Require- 
ment     454-9 

Skeleton  steel:  Curtain  wall  require- 
ment     766 

Skeleton  steel:  Enclosing  wall  re- 
quirement        837 

Smoke    flue:      Requirement 800 

Structural  detail  (including  strength 
test)     730 

Structural  requirement  in  conjunc- 
tion with  buttresses,  piers  or  pilas- 
ters      732  (j) 

Terra  cotta  hollow  tile:  Require- 
ment      779  (e) 

Ventilating  duct:     Wall   forming 801 

Walls,  piers  and  columns:  Provisions 
relating   to    (with    tables) 732 


Wind  pressure: 

Class    I:      Requirement 454  (a) 

Designs:     Requirement    729(b) 

Isolated  wall  or  fence:     Reciuirement  918 
Requirement  as  to  certain  structures  807 
Window    openings    in    nearness    to    lot 

line,    etc.    (Class    VIII) 698 

Walltooard        and        Plasterboard.        (See 

"Lath.") 
"Walls,    Piers    and    Columns:     Provisions 

relating   to    (with    tables) 732 

Warehouse   (grain):      Tile    (Hollow)    con- 
struction      779  (f) 

Water:       Use     of    during    building    con- 
struction         441 

Water  Closets  and  Urinals — 

Class   III:      Requirement    490 

Class  VI:      Requirement    650,    671 

Water  Table.     See  "Cornice." 

Water    Tank    Enclosure    on    Boof.      See 

"Roof." 
Wind  Pressure  or  Resistance — 

Billboards,    etc 911 

Class   I    :   Requirement 454  (a) 

Designs    for    all    buildings    to    include 

provisions    for    729  (h  > 

Fence    or    isolated    wall 918 

Requirement   as   to   certain    structures.    807 
Winders.      See    "Stairs   and   Stairways." 
Window — 

Casement:       Requirement     784(g) 

Class  I:     Metal  frame  and  wired  glass 

requirement     459,     462  (c) 

Class  III:     Area  in  habitable  room. 488  (b) 
Class  VI:     Area   in  habitable   room.  650  (a) 

Class  VI:     Area  in  altered  room 677 

Court    and    light    shaft:      Construction 

requirement    786 

Distance    above    floor.    Class    III . . . . 488  (b) 

Garage:       Metal    framing 456 

Metal    frame:      Reinforcement 784(h) 

Metal     frames     and     sash     and     wired 

glass:      Requirement    784  (c) 

Motion    picture    film    building    require- 
ment          459 

Opening:      Protection    in   Classes   I,    II, 

IV,    V,    VII    and    VIII 784(a) 

Prism   glass   in   lieu   of   wired   glass. 784  (i) 

Safety  device   for   cleaners 788 

Sash     (metal):    Requirement ..  .784  (d  e  f  g) 

Tenement:       Requirement 650 

Water    closet:      Class    III 490 

Water   closet:     Class  VI.. 650    (b),   671    (b) 

Wired  glass    (metal  framed) • 

459,    462    (c),    475    (b),    784 

Window  and  Mechanical  Ventilation. 
(  Kee    "Ventilation.") 

Wired  Glass:     Requirement 

459,    462,    475(b),   784,    787(d) 

Wood   Lath.        See   "Lath." 
Work — 

Not    to    begin    until,    etc 447(c) 

Power    to     stop 447  (b) 

Workmen:       Comfort    and    safety    provi- 
sions— • 

Elevator    (lift)    device 895 

Floor    (temporary)     818 

Scaffolds    818 

Window   cleaners    788 

Wrecking — 

Permit:       Fee — Bond     443 

Revocation    of    permit 444 

Unsafe    building:      Authority    to    direct 

Fire   Department  to   tear  down 405 

Violation    of    law:      Notice    to    owner — • 

Power    of    Commissioner 404-406 

Yard —  Y 

Defined     634     (c) 

Rear   of   tenement:      Alley    or   yard   re- 
quired         643 

Zoning' —  Z 

Apiointment    of    Commission    on.      See 

page  315. 
Itesidence   districts:      Temporary   with- 
holding of  permits  for  certain  build- 
ing.s.      (S<>o   jiag'?   307.) 
Note:       For     ainendmcnts    to     "Use" 
and   "\'()Iunio"   District.s  maps,  con- 
sult   Journal    of    Council    Proceed- 
ings. 
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BUILDING  ORDINANCE 

OF  THE  CITY  OF  CHICAGO 


Revised  Code   of  1922 

Comprising-  Chapter  XVII,   Sections  396   and  945  of  tlie   CMcago   Code   of  1922. 

With.  Amendments  to  October,   1924. 

Tlie  Building  Code  of  the  City  of  Chicago  lias  been  radically  revised  and  many  of  the 
Special  Ordinances  that  were  passed  within  a  period  of  twelve  years  and  known  as 
Special  Ordinances  and  sections  that  had  to  do  with  the  Fire  and  Health  Departments 
were  eliminated  and  placed  in  those  departments.  'J'his  new  arrangement  thus  afforded 
an  opportunity  of  changing  the  plan  of  publication,  which  we  believe  will  prove  a  great 
benefit  to  the  users  of  the  Handbook. 

Particular  attention  is  directed  to  the  numerous  Special  Rulings  of  the  Department 
of  Buildings  on  certain  disputed  sections  in  the  Building  Ordinance  and  which  follow  at 
the  end   thereof. 

To  eliminate  obscurity  in  the  meaning  of  the  ordinances,  a  plan  of  illustrating  tlie 
difficult  passages  by  means  of  illustrative  diagrams  has  been  adopted  with  the  approval 
of  the  Commissioner  of  Buildings.  All  diagrams  used,  have  been  submitted  to  the  com- 
missioner to  determine  their  correctness  of  interpretation  and  are  published  with  his 
sanction. 

The  illustrative  drawings  and  diagrams  with  their  description  and  arrangement 
are  copyrighted  and  the  system  prot.^cted  and  all  rights  are  reserved  in  this  as  well  as 
other  cities  of  the  United  States. 

(Copyright,   1924,  by  H.   L.  Palmer.) 


CHAPTER    XVII. 

'  Buildings. 

ARTICLE     I. 

396.  Department  of  Building-s  Established 
— Officers.)  There  is  hereby  established  an 
executive  department  of  the  municipal  gov- 
ernment of  the  City  of  Chicago  which  shall 
be  known  as  the  Department  of  Buildings 
and  which  shall  embrace  a  Commissioner  of 
Buildings,  a  Deputy  Commissioner  of  Build- 
ings, a  Building  Inspector  in  charge,  an 
Elevator  Inspector  in  charge,  a  Secretary  of 
the  Department  of  Buildings  and  such  num- 
ber of  assistant  Building  Inspectors  in 
charge.  Building  Inspectors,  Elevator  In- 
spectors, and  such  other  officers,  assistants 
and  employees  as  may  be  from  time  to  time 
provided  for  in  the  annual  appropriation 
ordinance. 

3  97.  Building-  Commissioner — Appointment 
Bond.)  There  is  hereby  created  the  office  of 
Commissioner  of  Buildings.  He  shall  be  the 
head  of  said  department  of  buildings  and 
shall  be  an  experienced  architect,  or  a 
civil,  structural  or  architectural  engineer  or 
a  building  contractor  or  an  efficient  build- 
ing mechanic  and  shall  have  been  engaged 
as  an  architect  or  a  civil,  structural  or  ar- 
chitectural engineer  or  building  contractor 
or  building  mechanic  for  a  period  of  not  les.s 
than  ten  ears  prior  to  his  appointment. 
During  his  term  of  office  as  Commissioner 
of  Buildings  he  shall  not  be  engaged  in  any 
other  business. 

He  shall  be  appointed  by  the  Mayor,  by 
and  with  the  advice  and  consent  of  the  City 
Council. 

The  Commissioner  of  Buildings  before 
entering  upon  the  duties  of  his  office  shall 
execute  a  bond  to  the  city  in  the  sum  of 
twenty-five  thousand  dollars,  with  such  sure- 
ties as  the  City  Council  shall  approve,  con- 
ditioned for  the  faithful  performance  of  his 
duties    as    the    Commissioner    of   Buildings. 


398.  Other  Offices.)  There  are  hereby  cre- 
ated the  offices  of  Deputy  Commissioner  of 
Buildings,  Engineer  in  Charge,  Building  In- 
spector in  charge.  Elevator  Inspector  in 
charge.  Fire  Escape  Inspector  in  charge, 
Secretary  to  the  Commissioner  of  Buildings, 
Assistant  Engineer  in  charge  and  the  officers 
of  such  number  of  Assistant  Building  Inspec- 
tors in  charge.  Building  Inspectors,  Elevator 
Inspectors  and  Fire  Escape  Inspectors  as 
may  from  time  to  time  be  provided  for  in 
the  annual  appropriation  ordinance.  The  in- 
cumbents of  these  offices  shall  be  known  and 
designated  by  their  respective  titles  as  herein 
set  forth. 

3  9  9.  Appointment  of  Subordinates — Duties 
of  Commissioner.)  (a)  The  Commissioner  of 
Buildings  shall  have  the  management  and 
control  of  all  matters  and  things  pertaining 
to  the  department  of  buildings,  and  shall  ap- 
point, and  may  remove  according  to  law,  all 
subordinate  officers  and  assistants  in  his  de- 
partment. All  subordinate  officers,  assist- 
ants, clerks  and  employes  in  said  department 
shall  be  subject  to  such  rules  and  regulations 
as  shall  be  prescribed  from  time  to  time  by 
said  Commissioner. 

(b)  The  Commissioner  of  Buildings  shall 
institute  such  measures  and  prescribe  such 
rules  and  regulations  for  the  control  and 
guidance  of  his  subordinate  officers  and  em 
ployes  as  shall  secure  the  careful  inspec- 
tion of  all  buildings  while  in  process  of 
construction,  alteration,  repair  or  removal 
and  the  strict  enforcement  of  the  several 
provisions    of    this    chapter. 

(c)  It  shall  be  the  duty  of  said  commis- 
sioner and  his  assistants  to  enforce  all  or- 
dinances relating  to  the  erection,  construc- 
tion, alteration,  repair,  removal  or  the 
safety   ol    buildings. 

4  00.  Personal  liability.)  In  all  cases 
where  any  action  is  taken  by  the  Coinmis- 
sioner  of  Buildings  to  enforce  the  provisions 
of  any  of  the  sections  contained  in  this 
chapter  or  to  enforce  the  provisions  of  any 
of  the  building  ordinances  of  the  city  now 
or  at  any  time  hereafter  in  force,  whether 
such    action    is    taken    in    pursuance    of    the 
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express  provisions  of  such  sections  or  ordi- 
nances or  in  a  case  where  discretionary 
power  is  given  by  the  ordinances  of  said 
city  to  tlie  Commissioner  of  Buildings,  sucli 
acts  shall  be  done  in  the  name  of  and  on 
behalf  of  the  City  of  Chicago,  and  the  said 
Commissioner  of  Buildings  in  so  acting 
for  the  city  shall  not  render  himself  liable 
personally,  and  he  is  hereby  relieved  from 
all  personal  liability,  for  any  damage  that 
may  accrue  to  persons  or  property  as  a  result 
of  any  such  act  permitted  in  good  faitli  in 
the  discharge  of  his  duties,  and  any  suit 
Ijrought  against  the  said  Commissioner  of 
Buildings  by  reason  thereof  shall  be  defended 
by  tlie  Department  of  Law  of  said  city  until 
tlie  final  termination  of  tlie  proceedings 
therein. 

401.  Power  to  Pass  On  Ordinances.)  The 
Commissioner  of  Buildings  shall  have  full 
power  to  ijass  upon  any  question  arising 
under  the  provisions  of  this  chapter,  subject 
to  the  conditions,  modifications  and  limita- 
tions   contained    therein. 

4  02.  Inspection  of  Building's  or  Struc- 
tures Wliere  Complaint  is  Made — Dxity  of 
Commissioner — Unlawful  to  Continue  Use  of 
Building's  Not  in  Compliance  with  Ordi- 
nances.) It  shall  be  the  duty  of  the 
Commissioner  of  Buildings  where  any  citizen 
represents  that  any  building  or  structure  or 
part  thereof  is  in  an  unsafe  or  dangerous 
condition,  or  that  the  stairways,  corridors, 
exits  or  fire  escapes  in  any  factory  or  work- 
shop or  other  place  of  employment  are  in- 
sufficient for  the  escape  of  employes  in  case 
of  fire,  panic  or  accident,  or  tliat  the  stair- 
ways, exits  and  fire  escapes  of  any  building 
or  structure  in  the  city  do  not  comply  with 
the  requirements  of  this  chapter  to  make  an 
examination  of  such  building  or  structure, 
and  if  such  representation  is  found  to  be 
true  the  said  Commissioner  shall  give  notice 
in  writing  to  the  owner,  occupant,  lessee  or 
person  in  possession,  charge  or  control  of 
such  building  or  structure  to  make  such 
changes,  alterations  or  repairs  as  safety  or 
the  ordinances  of  the  city  maj^  require.  Up- 
on failure  of  parties  so  notified  to  comply 
witli  tlie  requirements  of  said  notice  the 
matter  shall  be  placed  in  the  Department  of 
Law  of  the  City  of  Chicago  for  prosecution. 
It  shall  be  unlawful  to  continue  the  use 
of  such  buildings  until  the  changes,  altera- 
tions or  repairs  found  necessary  by  the 
Commissioner  of  Buildings  to  make  such 
building  or  part  thereof  safe  or  to  bring  it 
into  compliance  with  this  Chapter,  shall  have 
been  made. 

403.  Building^s  Found  in  Unsafe  Condi- 
tion— Notice  to  Owner — Authority  of  Com- 
missioner.) (a)  Whenever  the  Commis- 
sioner of  Buildings  shall  find  any  building, 
or  structure  or  part  thereof  in  the  city  in 
such  an  unsafe  condition  as  to  endanger 
life,  but  in  such  condition  that  by  the  im- 
mediate application  of  precautionary  meas- 
ures such  danger  may  be  averted,  he  shall 
have  authority,  and  it  shall  be  his  duty,  to 
forthwith  notify.  In  writing,  the  owner, 
agent  or  person  in  possession,  charge  or 
control  of  such  building  or  structure  or 
part  thereof,  to  adopt  and  put  into  effect 
such  precautionary  measures  as  may  be 
necessary  or  advisablo  in  order  to  place 
such  building  or  structure  or  part  thereof 
In  a  safe  condition;  such  notice  shall  state 
briefly  the  nature  of  the  work  required  to 
be  done  and  shall  specify  the  time  within 
which  the  work  refiuired  to  be  done  shall 
be  completed  by  the  person,  firm  or  corpora- 
tion notified,  which  shall  bo  fixed  by  said 
Commissioner  of  Buildings,  upon  taking  into 
consideration  the  condition  of  such  building 
or  structure  or  part  thereof,  and  the  danger 
to  life  or  property  which  may  result  from 
its   unsafe    condition. 

(b)  Whenever  such  Commissioner  of 
Buildings  shall  be  unable  to  find  the  owner 
of  such   building,    structure  or  part  thereof, 


or  any  agent  or  person  in  possession,  charge 
or  control  thereof,  upon  whom  such  notice 
may  be  served,  he  shall  address,  stamp  and 
mail  such  notice  to  such  person  or  persons 
at  their  last  known  address,  and  in  addition 
thereto  shall  place  or  cause  to  be  placed 
the  notice  herein  provided  for  upon  such 
building  at  or  near  its  principal  entrance, 
and  shall  also  post  or  cause  to  be  posted  in 
a  conspicuous  place  at  each  entrance  to  such 
building,  in  large  letters,  a  notice  as  fol- 
lows: 

"THIS  BUILDING  IS  IN  A  DAN- 
GEROUS CONDITION  AND  HAS 
BEEN  CONDEMNED  BY  THE 
COMMISSIONER    OF    BUILDINGS." 

(c)  It  shall  be  unlawful  for  any  person, 
firm  or  corporation  to  remove  said  notice 
or  notices  without  written  permission  from 
the    Commissioner   of    Buildings. 

(d)  If  at  the  expiration  of  the  time 
specified  in  such  notice  for  the  completion 
of  the  work  required  to  be  done  by  the 
terms  of  such  notice,  in  order  to  render  the 
building  or  structure  safe,  said  notice  shall 
not  have  been  complied  with,  and  said 
building  or  structure  is  in  such  an  unsafe 
condition  as  to  endanger  life  or  property,  it 
shall  be  the  duty  of  the  Commissioner  of 
Buildings  to  proceed  forthwith  to  tear  down 
or  destroy  that  part  of  said  building  or 
structure  that  is  in  such  unsafe  condition 
as  to  endanger  life  or  property,  and  in  cases 
where  an  unsafe  building  or  structure  can- 
not be  repaired  or  rendered  safe  by  the 
application  of  precautionary  measures,  such 
building  or  structure,  or  the  dangerous  parts 
thereof,  shall  be  torn  down  by  said  Com- 
missioner of  Buildings  or  by  his  order  and 
the  expense  of  tearing  down  any  part  of 
such  building  or  structure  shall  be  charged 
to  the  person  owning  or  in  possession, 
charge  or  control  of  such  building  or  struc- 
ture or  part  thereof,  and  the  said  commis- 
sioner shall  recover  or  cause  to  be  recovered 
from  such  owner  or  person  in  possession, 
charge  or  control  thereof  the  cost  of  doing 
such  work,  by  legal  proceedings  prosecuted 
by   the   Law  Department. 

(e)  If  the  owner,  agent  or  person  in 
possession,  charge  or  control  of  such  build- 
ing or  structure,  or  part  thereof,  when  so 
notified,  shall  fail,  neglect  or  refuse  to  place 
such  building  or  structure,  or  part  thereof, 
in  a  safe  condition,  and  to  adopt  such  pre- 
cautionary measures  as  shall  have  been 
specified  by  said  commissioner  within  the 
time  specified  in  such  notice,  in  such  case, 
at  the  expiration  of  such  time  u  shall  be 
unlawful  for  any  person,  firm  or  corpora- 
tion to  occupy  or  use  said  building  or 
structure,  or  any  part  thereof,  until  said 
building  or  structure  or  part  thereof  is 
placed  in  a  safe  condition;  and  in  case  where 
a  building  or  structure,  or  part  thereof,  is 
in  a  dangerous  or  unsafe  condition  and  has 
not  been  placed  in  a  safe  condition  within 
the  time  specified  In  the  notice  of  the  Com- 
missioner of  Buildings,  such  building  or 
structure,  or  such  part  thereof,  shall  be 
forthwith  vacated,  and  it  shall  be  unlawful 
for  any  person  or  persons  to  enter  same  ex- 
cept for  the  purpose  of  making  repairs  re- 
quired by  the  Commissioner  of  Buildings 
and  the  ordinances  of  the  City  of  Chicago. 

4  04.  Building-  or  Part  of  Building-  Con- 
structed or  Beingr  Constructed  in  Violation 
of  Chapter — Authority  of  Commissioner  to 
Tear  Down.)  (a)  Whenever  it  sliall  be 
found  that  any  building  or  structure,  or  part 
thereof,  is  being,  or  shall  liave  been  con- 
structed or  built  in  violation  of  any  of  the 
provisions  of  this  chapter,  the  Commis- 
sioner of  Buildings  shall  forthwith  notify 
the  owner,  agent,  superintendent  or  archi- 
tect of,  or  the  contractor  engaged  in  erect- 
ing such  building  or  structure,  or  part 
thereof,  of  the  fact  that  such  building  or 
structure,    or    part    thereof,    has    been,    or    ia 
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being,  constructed  or  erected  contrary  to 
the  provisions  of  this  chapter  and  shall 
specify  brierty  in  such  notice  in  what  man- 
ner the  provisions  of  this  chapter  or  any 
of  them,  have  been  violated,  and  shall  re- 
quire the  person  so  notified  to  forthwith 
make  such  building,  structure,  or  part 
thereof,  conform  to  and  comply  with  the 
provisions  of  this  chapter,  specifying  in 
such  notice  the  time  within  which  such 
work  shall  be   done. 

(b)  If,  at  the  expiration  of  the  time  set 
forth  in  such  notice,  the  person  so  ivotlfled 
shall  have  refused,  neglected  or  failed  to 
comply  with  the  request  made  in  such  notice 
and  to  have  such  building  or  structure,  or 
part  thereof,  concerning  which  notice  was 
sent,  changed  so  as  to  conform  to  and  com- 
ply with  the  provisions  of  this  chapter,  the 
Commissioner  of  Buildings  shall  have  the 
authority,  and  it  shall  be  his  duty  to  proceed 
fortliwith  to  tear  down  or  cause  to  be  torn 
down  such  building  or  structure,  or  such 
part  thereof  as  shall  or  may  have  been 
erected  and  constructed  in  violation  of  any 
of  the  provisions  of  this  chapter,  and  the 
cost  of  such  work  shall  be  charged  to  and 
recovered  from  the  owner  of  such  building  or 
structure  or  from  the  person  for  whom  such 
building  of  structure  is  being  erected,  in 
legal  proceedings  prosecuted  by  the  Depart- 
ment  of  Law. 

405.  May  Direct  Pire  Department  to  Re- 
move.) The  Commissioner  of  Buildings 
shall  have  authority  to  direct  the  Fire 
Marshal  to  tear  down  any  defective  or  dan- 
gerous wall  or  structure  or  any  building  or 
structure  or  part  thereof  which  may  be  con- 
structed in  \iolation  of  the  terms  of  this 
chapter,  after  written  notice  has  been  served 
upon  the  owner,  lessee,  occupant,  agent  or 
person  in  possession,  charge  or  control, 
directing  him  or  them  to  tear  down  or  re- 
move any  defective  wall,  building  or  struc- 
ture, or  any  part  thereof,  which  is  in  a 
dangerous  condition,  which  has  been,  or  is 
being,  constructed  or  maintained  in  viola- 
tion of  the  terms  of  this  chapter.  In  case 
of  the  destruction  or  partial  destruction  of 
buildings  by  fire,  decay  or  otherwise,  when 
any  department  of  the  city  government, 
pursuant  to  the  ordinances  of  the  city,  shall 
make  an  outlay  of  money  or  incur  any  lia- 
bility for  the  payment  of  any  expense  on 
behalf  of  the  city  in  an  effort  to  preserve  or 
prpvont  the  destruction  of  such  building  or 
buildings,  or  structure,  or  for  the  preserva- 
tion of  life  of  its  citizens,  it  shall  be  the 
duty  of  the  Commissioner  of  Buildings  to 
ascertain  the  amount  of  such  outlay  or  ex- 
penditure and  present  a  bill  therefor  to  the 
owner  or  owners  of  any  such  building  or 
buildings,  or  its  or  their  agent  or  agents, 
and  it  shall  be  the  duty  of  said  Commis- 
sioner of  Buildings  to  refuse  to  issue  a  per- 
mit for  the  construction,  re-construction, 
alteration  or  repair  of  any  building  or  build- 
ings or  structure  by  any  such  owner  or 
owners,  lessee,  occupant,  agent  or  person  in 
possession,  charge  or  control  thereof  until 
such  outlay  or  expenditure  shall  be  repaid 
to  the  city  by  the  owner,  lessee,  occupant, 
agent  or  person  In  possession,  charge  or 
control  of  such  building  or  buildings  thus 
totally  or  partially  destroyed  in  the  manner 
aforesaid.  Said  commissioner  shall  also 
proceed  forthwith  to  collect  the  amount  of 
such  bill  from  such  owner  or  owners,  by 
legal  proceedings  prosecuted  by  the  Depart- 
ment of  Law. 

406.  May  Stop  Construction  and  "Wreck- 
ing' of  Building's.)  (a)  Said  commissioner 
shall  have  power  to  stop  the  construction 
of  any  building  or  the  making  of  any  alter- 
ations or  repairs  of  any  building  within  said 
city  when  the  same  is  being  done  in  a  reck- 
less or  careless  manner,  or  with  defective 
material,  or  in  violation  of  any  ordinance, 
and  to  order,  in  writing  or  by  parol,  any 
and  all  persons  in  any  way  or  manner  what- 


ever engaged  in  so  constructing,  altering  or 
repairing  any  such  building,  to  stop  and  de- 
sist therefrom. 

(b)  And  the  said  commissioner  shall 
have  power  to  stop  the  wrecking  or  tearing 
down  of  any  building  or  structure  within 
said  city  when  the  same  is  being  done  in 
a  reckless  or  careless  manner  or  in  violation 
of  any  ordinance  or  in  such  a  manner  as  to 
endanger  life  or  property,  and  to  order  any 
and  all  persons  engaged  in  said  work  to 
stop  and  desist  therefrom.  When  such 
work  has  been  stopped  by  the  order  of  said 
commissioner,  it  shall  not  be  resumed  until 
said  commissioner  shall  be  satisfied  that 
adequate  precautions  will  be  taken  for  the 
protection  of  life  and  property,  and  that 
said  work  will  be  prosecuted  carefully  and 
in  conformity  with  the  ordinances  of  the 
city. 

407.  Arbitration — Appeal  from  Decision.) 
(a)  In  all  cases  where  discretionary  power 
is  given  to  the  Commissioner  of  Buildings 
to  estimate  damage  to  buildings,  as  also  in 
questions  relating  to  the  security  of  any 
building  or  buildings  or  structures,  or  part 
thereof,  and  in  all  other  cases  where  dis- 
cretionary powers  are  given  by  ordinance  to 
the  Commissioner  of  Buildings,  any  party 
or  parties  believing  themselves  injured  or 
wronged  by  the  decision  of  the  Commis- 
sioner of  Buildings  may  before  instituting 
any  suit,  make  an  appeal  for  arbitration  as 
follows,    to-wit: 

(b)  Any  person  wishing  to  make  an  ap- 
peal shall  do  so  within  five  days  after  writ- 
ten notice  of  the  decision  or  order  of  the 
Commissioner  of  Buildings  has  been  given. 
An  appeal  made  later  than  five  days  after 
the  serving  of  the  notice  of  the  Commis- 
sioner of  Buildings  shall  not  entitle  the 
appellant  to  any  arbitration.  The  request 
for  arbitration  shall  be  in  writing  and  shall 
state  the  object  of  the  proposed  arbitration 
and  the  name  of  the  person  who  is  to  repre- 
sent  the   appellant   as   arbitrator. 

(c)  The  Commissioner  of  Buildings  shall 
thereupon  inform  the  appellant  of  the  cost 
of  such  arbitration  and  such  appellant  shall, 
within  twenty-four  hours  from  the  receipt 
of  such  information,  deposit  with  the  Com- 
missioner of  Buildings  the  sum  of  money 
requested  for  defraying  the  expense  of  the 
same,  which  sum  shall  be  fixed  in  each  case 
by  said  commissioner  In  proportion  to  the 
time  it  ■v'ill  take  and  the  difficulty  and  im- 
portance of  the  case,  but  shall  in  no  case 
be  more  than  the  cost  of  similar  service  in 
the  course  of  ordinary  business  of  private 
individuals  or  corporations.  As  soon  as  such 
sum  of  money  shall  have  been  deposited 
with  him,  the  Commissioner  of  Buildings 
shall  appoint  an  arbitrator  to  represent  the 
city  and  the  two  arbitrators  thus  chosen 
shall,  if  they  cannot  agree,  select  a  third 
arbitrator,  and  the  decision  of  any  two  of 
these  arbitrators  shall,  after  Investigation 
and  consideration  of  the  matter  in  question, 
be  final  and  binding  upon  the  appellant  as 
well  as  the  city  unless  an  appeal  is  taken 
therefrom,  as  provided  in  case  of  an  appeal 
under  a  statutory  arbitration,  within  five 
days    thereafter. 

408.  Arbitrators  to  Take  Oatli — Power  to 
Examine  Witnesses.)  The  arbitrators  shall 
themselves,  before  entering  upon  the  dis- 
charge of  their  duties,  be  placed  under  oath 
by  the  City  Clerk,  to  the  effect  that  they 
are  unprejudiced  as  to  the  matter  in  ques- 
tion and  that  they  will  faithfully  discharge 
the  duties  of  their  position.  They  shall 
have  the  power  to  call  witnesses  and  place 
them  under  oath,  and  their  decision  or 
award  shall  be  rendered  in  writing,  both  to 
the  Commissioner  of  Buildings  and  to  the 
appellant.  The  fee  deposited  by  the  appel- 
lant with  the  Commissioner  of  Buildings 
shall  be  paid  by  the  Commissioner  of  Build- 
ings to  the  arbitrators  upon  the  rendering 
of   their   report   and    shall    be   In   full    of   all 
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costs  incident  to  the  arbitration;  but  should 
the  decision  of  said  board  of  arbitration  be 
rendered  against  the  Commissioner  of 
Buildingrs.  then  the  money  deposited  by  the 
aforesaid  appellant  shall  be  returned  to  him 
and  the  entire  cost  of  such  arbitration  shall 
be  paid  by  the  city. 

409.  In  Urgent  Cases — Commissioner's 
Power  Final.)  Whenever  the  decision  of 
the  Commissioner  of  Buildings  upon  the 
safety  of  any  building  or  any  part  thereof 
is  made  in  a  case  which  is  so  urgent  that 
failure  to  properly  carry  out.  his  orders  to 
demolish  or  strengthen  such  building  or  part 
thereof  may  endanger  life  and  limb,  the 
decision  and  order  of  the  Commissioner  of 
Buildings    shall     be    absolute    and    final. 

410.  Duty  of  Police  to  Assist  Commis- 
sioner in  Enforcing  Provisions  of  this 
Cliapter.)  Whenever  it  shall  be  necessary, 
In  the  opinion  of  the  Commissioner  of  Build- 
ings, to  call  upon  the  Department  of  Police 
for  aid  or  assistance  in  carrying  out  or 
enforcing  any  of  the  provisions  of  this 
chapter,  he  shall  have  the  authority  so  to 
do,  and  it  shall  be  the  duty  of  the  Depart- 
ment of  Police,  or  of  any  member  of  said 
department,  when  called  upon  by  said  com- 
missioner, to  act  according  to  the  instruc- 
tions of,  and  to  perform  such  duties  as  may 
be  required  by  said  commissioner  in  order 
to  enforce  or  put  into  effect  the  provisions 
of  this  chapter. 

411.  Certificates — Notices — Register.)  (a) 
The  Commissioner  of  Buildings  shall  sign 
or  cause  to  be  signed  all  certificates  and 
notices  required  to  be  issued  from  the  De- 
partment of  Buildings  and  shall  keep  a 
record  of  the  same,  and  shall  issue  or  cause 
to  be  issued  all  permits  authorized  by  this 
chapter.  ^     ^ 

(b)  He  shall  also  keep  a  proper  record  of 
all  transactions  and  operations  of  the  de- 
partment and  such  record  shall  be  at  all 
times  open  to  the  inspection  of  the  Mayor, 
Comptroller,  Superintendent  of  Police,  Fire 
Marshal    and    members    of    the    City   Council. 

412.  Must  Keep  Account  of  Pees  Paid — 
Annual  Reports  and  Estimates.)  (a)  Said 
commissioner  shall  keep  in  proper  books 
for  that  purpose  an  accurate  account  of  all 
fees  charged,  giving  the  name  of  person  to 
whom  same  is  charged,  date  on  which  said 
charge  is  made,  and  the  amount  of  each  such 
fee. 

(b)  He  shall  also,  annually,  on  or  before 
the  first  day  of  March  in  each  year  pre- 
pare and  present  to  the  City  Council  a  report 
showing  the  receipts  and  expenditures  and 
entire  work  of  the  Department  of  Buildings 
during  the  previous  fiscal  year  and  he  shall 
on  or  before  November  first'  of  each  year 
prepare  and  submit  to  the  Comptroller  an 
estimate  of  the  whole  cost  and  expense  of 
providing  for  and  maintaining  his  office  dur- 
ing  the   ensuing   fiscal   year. 

413.  Examination   and   Approval   of  Plans 

Record    of    Inspections    and    Complaints.) 

The  Commissioner  of  Buildings  and  his 
assistants  shall  pass  upon  all  questions  re- 
lating to  the  strength  and  durability  of 
buildings  or  structures;  shall  examine  and 
approve  all  plans  before  a  permit  is  Issued 
for  the  construction  of  any  building  or 
structure.  The  Commissioner  of  Buildings 
shall  cause  to  be  kept  a  complete  record 
showing  the  location  and  character  of  every 
building  or  other  structure  for  which  a  per- 
mit Is  issued  and  shall  cause  to  be  filed 
every  report  of  inspection  made  on  such 
building,  which  reports  shall  bear  the  sig- 
natures of  the  Inspectors  making  such  In- 
spections. He  shall  cause  a  record  to  be  kept 
of  all  complaints  of  violations  of  the  build- 
ing laws  and  shall  cause  all  such  complaints 
to  be   investigated. 

414.  Deputy  Commissioner  of  Buildings — 
There  is  hereby  created  the  office  of  Deputy 
Commissioner  of  Buildings.     He  shall  be  ap- 


pointed by  the  Commissioner  of  Buildings 
according  to  law.  The  person  certified  to  fill 
this  office  shall  be  either  a  civil,  structural 
or  architectural  engineer  or  an  architect,  an 
experienced  building  contractor  or  an  efficient 
building  mechanic  with  at  least  five  years' 
experience   and   training. 

4 in.     Deputy  Commissioner  of  Buildings — 

Duties.)  (a)  The  Deputy  Commissioner  of 
Buildings  shall  act  as  Commissioner  of 
Buildings  in  the  absence  of  the  Commissioner 
of  Buildings  from  his  office  and  while  so  act- 
ing shall  discharge  all  the  duties  and  possess 
all  the  powers  imposed  upon  or  vested  in  the 
Commissioner  of  Buildings. 

(b)  The  deputy  commissioner  of  buildings 
shall,  under  the  direction  of  the  Commis- 
sioner of  Buildings,  have  general  control  of 
all  matters  and  things  pertaining  to  the 
work  of  the  Department  of  Buildings  and 
shall  perform  such  other  duties  as  may  be 
required  of  him  by  the  Commissioner  of 
Buildings. 

416.  Engineering  Staff.)  The  Commis- 
sioner of  Buildings  shall  appoint  according 
to  law  at  least  four  Architectural  Engi- 
neers, and  such  other  engineers  and  assist- 
ants as  the  City  Council  may  by  ordinance 
provide,  for  service  on  the  engineering  staff 
of  the  Department  of  Buildings.  Every  per- 
son certified  to  fill  the  position  of  Architec- 
tural Engineer  shall  be  a  civil,  structural  or 
architectural  engineer  of  at  least  five  years' 
training  and   experience. 

417.  Architectural      Engineers  —  Duties.) 

The  Arcitectural  Engineers  shall,  under  the 
direction  of  the  Commissioner  of  Buildings, 
examine  all  plans  submitted  for  the  purpose 
of  obtaining  a  permit.  They  shall  also  ex- 
amine and  verify  the  figures  on  all  floor 
load  placards  before  such  placards  are  ap- 
proved for  posting.  They  shall,  in  addition 
thereto,  perform  such  other  duties  as  may  be 
required  of  them  by  the  Commissioner  of 
Buildings. 

4  IS.     Building      Inspector      in      Charge  — 

Duties.)  (a)  There  is  hereby  created  the 
office  of  Building  Inspector  in  charge  of  the 
Department  of  Buildings.  He  shall  be  ap- 
pointed by  the  Commissioner  of  Buildings 
according  to  law.  The  person  certified  to 
fill  this  position  shall  be  a  civil,  structural, 
architectural  or  fire  protection  engineer,  or 
an  architect,  or  building  superintendent  or 
a  building  mechanic,  with  at  least  five  years' 
experience   in   general   building   construction. 

(b)  In  the  absence  of  the  Commissioner 
of  Buildings  and  the  Deputy  Commissioner 
of  Buildings  from  their  offices  the  Building 
Inspector  in  Charge  shall  act  as  Commis- 
sioner of  Buildings,  and  while  so  acting  he 
shall  discharge  all  of  the  duties  and  possess 
all  of  the  powers  imposed  upon  or  vested 
in  the  Commissioner  of  Buildings. 

(c)  He  shall  have  Immediate  charge  of 
the  periodical  Inspection  of  buildings  and 
of  the  inspection  of  buildings  and  structures 
being  erected,  enlarged,  altered  or  repaired, 
excepting  only  such  inspection  as  Is  ex- 
pressly assigned  to  the  elevator  or  flre- 
escape  Inspectors  or  Is  by  law  assigned  to 
some  other  department  of  the  city  govern- 
ment. 

419.  Assistant  Building  Inspectors  In 
Charge.)  (a)  The  Commissioner  of  Build- 
ings shall  appoint,  according  to  law,  at  least 
four  Assistant  Building  Inspectors  In 
Charge. 

(b)  Every  person  certified  to  fill  the  posi- 
tion of  Assistant  Building  Inspector  In 
Charge  shall  be  a  civil,  structural,  architec- 
tural or  fire  protection  engineer,  or  an 
architect,  or  a  building  superintendent  or  a 
building  mechanic  with  at  least  five  years' 
experience  In  general  building  construction. 
The  Assistant  Building  Inspectors  In  Charge 
shall   have   immediate   charge  of  the   several 
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districts  asslsned  to  them  by  the  Commis- 
sioner of  Buildings  and  shall  perform  sucti 
other  duties  as  the  Commissioner  of  Build- 
ings shall  require  them. 

420.  Building-  Inspectors.)  (a)  The 
Commissioner  of  Buildings  sliall  appoint 
according  to  law  such  Building  Inspectors 
as    may    be    necessary. 

(b)  Every  person  certified  to  fill  the 
position  of  Building  Inspector  shall  be  a 
civil,  structural,  arcliitectural  or  fire  pro- 
tection engineer,  or  an  architect,  or  a  build- 
ing superintendent  or  a  building  mechanic 
with  at  least  five  years'  experience  in  general 
building  construction,  'ihe  Building  In- 
spectoi's  shall,  under  the  direction  of  tlie 
Building  Inspector  in  Charge,  examine  all 
buildings  and  structures  in  t-l*e  course  of 
erection,  enlargement,  alteration,  repair  or 
removal,  as  often  as  is  required  for  efficient 
supervision,  and  shall  make  such  periodical 
examinations  of  existing  structures  as  sliall 
be  assigned  to  tliem.  They  shall  examine  all 
buildings,  structures  and  walls  reported  to 
be  in  dangerous  condition.  They  shall  ex- 
amine all  buildings  and  other  structures  for 
the  enlarging,  altering,  raising  or  removing 
of  which,  application  for  permit  shall  be 
made. 

(c)  Every  building  inspector  shall  make 
written  reports  daily  to  the  Commissioner 
of  Buildings  as  to  tlie  condition  in  which 
he  found  each  building  examined  and  as  to 
violations,  if  any,  of  the  ordinances  which 
the  Commissioner  of  Buildings  is  reciuired  to 
enforce,  together  with  the  street  and  number 
of  the  premises  where  such  violations,  if 
any,  were  found,  tlie  names  of  tlie  owner, 
agent,  lessee  and  occupant  thereof,  and  ot 
the  architect  and  the  contractor  engaged  in 
and  about  the  work  in  question.  The  Build- 
ing Inspectors  shall  perform  such  other 
duties  as  may  be  required  of  them  by  the 
Commissioner   of   Buildings. 

421.  Elevator  Inspector  in  Charge.)  (a) 
Tliere  is  hereby  created  the  office  of  Elevator 
Inspector  in  Charge.  He  shall  be  appointed 
by  the  Commissioner  of  Buildings  according 
to   law. 

(b)  The  person  certified  to  fill  the  posi- 
tion of  Elevator  Inspector  in  Charge,  shall 
be  a  graduate  in  engineering  from  a  recog- 
nized technical  school,  shall  be  versed  in  the 
essentials  of  both  mechanical  and  electiical 
engineering  and  shall  have  had  at  least  five 
years  expei-ience  in  shop  or  construction 
work. 

422.  Duties  of  Elevator  Inspector  in 
Charge.)  'J'he  Elevator  Inspector  in  Charge 
shall  examine  all  plans  for  the  installation 
of  elevators  and  for  the  installation  of 
mechanical  devices  and  apparatus  in 
theaters,  amusement  parks  and  the  like,  and, 
no  sucli  elevator,  mechanical  device  or  ap- 
paratus shall  be  installed  or  operated  with- 
out the  approval  of  the  Elevator  Inspector  in 
Charge.  The  Elevator  Inspector  in  Charge 
shall  cause  such  inspection  to  be  made  of 
all  new  installations,  as  may  be  necessary 
to  insure  the  carrying  out  of  the  approved 
plans  and  shall  cause  such  periodic  inspec- 
tion to  be  made  of  existing  installations  of 
such  mechanisms,  devices  and  apparatus,  as 
may  be  required  by  the  Commis.sioner  of 
Buildings,  and  shall  perform  such  other 
duties  as  may  be  required  of  him  by  the 
Commissioner  of  Buildings. 

423.  Elevator  Inspectors.)  (n)  The 
Commissioner  of  Buildings  shall  appoint 
according  to  law  such  Elevator  Inspectors  as 
may    be    necessary. 

(b)  Every  person  certified  to  fill  the  posi- 
tion of  Elevator  Inspector  shall  be  a  me- 
chanical engineer,  machinist  or  elevator 
builder,  and  shall  be  well  grounded  In  the 
rudiments  of  mechanical  and  electrical  en- 
gineering. 

4  24.  Duties  of  Elevator  Inspectors.)  The 
Elevator     Insjiectors     shall     inspect     all     ele- 


vators and  such  other  mechanisms,  devices 
and  apparatus  as  shall  be  assigned  to  them 
by  the  Elevator  Inspector  in  Charge,  Ijoih 
existing  and  in  process  of  being  erected  or 
installed,  together  with  all  the  equipment 
and  enclosures  thereof.  They  shall  make 
written  reports  daily  to  the  Commissioner 
of  Buildings  as  to  the  condition  in  which 
they  find  the  elevators,  equipment,  en- 
closures, mechanisms,  devices  and  ap- 
paratus, inspected  by  them,  and  of  any  vio- 
lations of  the  requirements  of  tliis  Chapter 
pertaining  to  such  matters,  together  with 
the  street  and  number  of  the  premises  where 
such  violations,  if  any,  occur,  tlie  names  of 
the  owner,  agent,  lessee  and  occupant 
thereof,  and  of  the  architect  and  contractor 
engaged  in  or  about  the  construction  and 
installation  of  such  elevators,  equipment, 
enclosures,  mechanisms,  devices  or  appar- 
atus. They  shall  perform  such  other  duties 
as  may  be  required  of  them  by  the  Commis- 
sioner   of    Buildings. 

425.  Secretary — Duties.)  (a)  There  is 
hereby  created  the  oflice  of  Secretary  of 
the  Department  of  Buildings.  He  shall 
be  appointed  by  the  Commissioner  of  Build- 
ings   according    to    law. 

(b)  The  Secretary  to  the 'Commissioner 
of  Buildings  shall,  under  the  supervision 
and  direction  of  the  Commissioner  of  Build- 
ings, preserve  and  keep  all  books,  records 
and  papers  belonging  to  the  office  of  the 
Department  of  Buildings  or  which  are  re- 
quired by  law  to  be  filed  tlierein.  He  shall 
perform  such  otlier  duties  as  may  be  re- 
quired of  him  by  the  Commissioner  of  Build- 
ings. 

426.  Clerical  Assistants.)  The  Commis- 
sioner of  Buildings  shall  appoint  according 
to  law,  such  clerical  assistants,  stenogra- 
phers and  messengers  and  other  employees 
as  may  be  provided  for  by  the  city  council 
as  may  be  necessary;  and  they  shall  perform 
such  duties  as  may  be  required  of  them  by 
the  Commissioner  of  Buildings. 

427.  Bonds.)  The  deputy  commissioner  of 
buildings,  the  building  inspector  in  charge, 
the  assistant  lauilding  inspector  in  charge, 
the  elevator  Inspector  in  charge  and  the 
architectural  engineers  shall,  before  entering 
upon  the  duties  of  their  offices  or  positions, 
each  execute  a  bond  running  to  the  city  of 
Chicago,  conditioned  for  the  faithful  per- 
formance of  their  duties,  with  such  sureties 
as  the  city  council  shall  approve  in  the  fol- 
lowing sums:  the  deputy  commissioner  of 
buildings,  ten  thousand  dollars;  the  building 
inspector  in  charge,  the  assistant  building  in- 
spector in  charge,  the  elevator  inspector  in 
charge,  and  the  architectural  engineers,  five 
thousand  dollars  each. 

4  2S.  Employees  Not  to  Eng-age  in  An- 
other Business.)  Every  employee  in  the 
Department  of  Buildings  shall  devote  his 
entire  time  to  such  employment  and  shall 
not  be  engaged  in  any  otlier  business  or 
vocation. 

4  29.  Power  of  Entry.)  The  Commis- 
sioner of  Buildings  and  his  Assistants  are 
empowered  to  enter  any  building  or  struc- 
ture or  premises,  whether  completed  or  in 
process  of  erection,  for  the  purpose  of  de- 
termining whether  the  same  has  been  or  is 
being  constructed  and  maintained  in  ac- 
cordance with  the  provisions  of  this  chapter 
and  it  shall  be  unlawful  to  exclude  them 
from  any  such  building,  structure  or 
premises. 

ARTICLE   II. 
Permits,  Plans  and  Fees 

4. 30.  Permits — When  Required — Iiimita- 
tions  of  Time  Por.)  Before  proceeding 
with  tlie  erection,  enlargement,  alteration, 
repair  or  removal  of  an.v  building  or  struc- 
ture in  tlie  city,  a  permit  for  such  erection, 
enlargement,    alteration,    repair    or    removal 
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shall  first  be  obtained  by  the  owner  or  his 
agent  from  the  Commissioner  of  Buildings, 
and  it  shall  be  unlawful  to  proceed  with  the 
erection,  enlargement,  alteration,  repair  or 
removal  of  any  building  or  of  any  struc- 
tr.ral  part  thereof  within  tlie  city  unless 
such  permit  shall  have  first  been  obtained 
from  tlie  Commissioner  of  Buildings.  Ana 
if  after  such  permit  shall  have  been  granted, 
the  operations  called  for  by  the  said  permit 
shall  not  be  begun  within  six  months  after 
the  date  tliereof,  or  if  such  operations  are 
not  completed  within  a  reasonable  time,  then 
such  permit  shall  be  void,  and  no  opera- 
tions tliereunder  shall  be  begun  or  completed 
until  an  extended  permit  shall  be  taken  out 
by  the  owner  or  his  agent,  and  a  fee  of 
twenty-five  per  cent,  of  the  original  cost  of 
permit  shall  be  charged  for  such  extended 
permit,  provided,  however,  that  in  no  case 
shall  a  permit  be  issued  or  renewed  for  a 
less  fee  than  two  dollars. 

431.  Permits — Application  Tor.  Applica- 
tion for  building  permits  shal>  be  made 
by  the  owner  or  his  agent  to  the  Commis- 
sioner of  Buildings.  When  such  application 
is  made,  plans  in  conformity  with  the  pro- 
visions of  this  chapter  which  have  been 
examined  and  approved  by  the  Commissioner 
of  Buildings  and  his  assistants,  as  herein- 
before provided  for,  shall  be  filed  with  the 
Commissioner  of  Buildings.  He  shall  then 
issue  a  permit,  and  shall  file  such  applica- 
tion, and  shall  apply  to  such  plans  a  final 
oflicial  stamp,  stating  that  the  drawings  to 
which  the  same  has  been  applied  comply 
with  the  terms  of  this  chapter.  The  plans 
so  stamped  shall  then  be  returned  to  such 
applicant.  True  copies  of  so  much  of  such 
plans  as  may  be  required  in  the  opinion  of 
the  Commissioner  of  Buildings  to  illustrate 
the  features  of  construction  and  equipment 
of  the  building  referred  to,  shall  be  filed 
v/ith  the  Commissioner  of  Buildings,  and 
shall  remain  on  file  in  his  office  for  a  period 
of  six  months  after  the  occupation  of  such 
building,  after  which  such  drawings  shall 
be  returned  by  the  Commissioner  of  Build- 
ings to  the  person  by  whom  they  have  been 
deposited  with  him,  upon  demand.  It  shall 
not  bo  obligatory  upon  the  Commissioner  of 
Buildings  to  retain  such  drawings  in  his 
custody  for  more  than  six  month  after 
the  occupation  of  the  building  to  which 
they   relate. 

432.  Approval  of  Plans  toy  Other  Depart- 
ments.) All  plans  and  drawings  for  the  con- 
struction or  alteration  of  any  building  or 
other  structure  for  which  building  permits 
are  required  sliall,  before  such  permits  are 
issued,  be  presented  to  the  Commissioner  of 
Health  for  examination  and  approval  as 
to  the  proposed  plan  for  the  ventilation  of 
rooms,  liglit  and  air  shafts,  windows,  the 
ventilation  of  water  closets,  drainage  and 
plumbing.  They  shall  also  be  presented  to 
the  Chief  of  Fire  Prevention  and  Public 
Safety  for  examination  and  approval  with 
regard  to  such  ordinances  as  are  within  the 
duty  of  such  office  to  enforce.  They  shall 
also  be  presented  to  the  Boiler  Inspector  and 
the  Smoke  Inspector  in  all  cases  where 
permits  from  these  departments  are  required 
to  be  procured  by  the  ordinances  of  the  City. 

433.  Issuance  of  Permits.)  All  plans  and 
drawings  for  the  construction  or  alteration 
of  any  building  or  other  structure  for  which 
a  building  permit  is  required  may,  at  the 
option  of  the  applicant  for  a  building  permit 
and  by  payment  of  a  fee  of  one  dollar  for 
each  plan,  be  filed  in  the  office  of  the  Commis- 
sioner of  Buildings,  and  a  receipt  or  check 
will  be  given  for  said  plans  which  must  be 
presented  for  the  return  of  same  after  they 
have  been  examined  and  passed  upon.  The 
Commissioner  of  Buildings  sliall  appoint  a 
clerk  witli  such  necessary  assistants  whoso 
duty  it  sliall  bo,  under  the  direction  of  the 
Commissioner  of  Buildings,  to  receive,  take 
charge  of  and  return  all  plans  and  draw- 
ings filed  as  aforesaid.     Every  plan  or  draw- 


ing so  filed  in  the  office  of  the  Commissioner 
of  Buildings  shall  be  forwarded  bv  him 
successively  to  tlie  Department  of  "Smoke 
Inspection,  the  Department  of  Boiler  In- 
spection, the  Department  of  Public  Works, 
the  Bureau  of  Fire  Prevention  and  Public 
Safety,  and  tlie  Sanitary  Bureau,  and  there 
submitted    to    the    proper    officials    of    these 
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Pigr.  1. 

FOUNDATIONS. 
See   Section   436. 
(.\)      Width     of     street. 
Provision    made    for    10'    0"    or   over. 
Provision    nuKlo    for    less    tlmn    IC    0". 

(B)  Allowable     projection. 

A    ratio   of   41/j"    to   every    foot   of    (C). 

(C)  Depth  of  foiinil:illoii  lielow  Inside  sidewalk 
gnide    or    alley    grade — See    (B). 

(D)  Muxlnmin  allowable  projection  at  point  (E) 
6'    0"    below    said    sidewalk    or    alley    grade    =    ."J'    0". 

(R)  Point  af  depth  of  formation  (8'  0")  below 
sidewalk  or  alley  grade  where  nia.xlnium  projection 
begins.       See     (D). 

(F)  Allowable  nia\!innnr  projection  from  (E)  to 
20'   0"    below    phis   or    minus    0    city    dafmn    =    .3'    0" 

(G)  For  streets,  alleys,  etc.,  less  than  10'  0" 
In  width.  Foiinilatioiis  may  not  he  built  nearer 
than  (G)  5'  0"  to  middle  line  of  streets  or  alleys, 
etc. 

(H)  Allowable  projection  below  20'  0"  city  datum 
to  be  determined  so  far  as  In  flie  opinion  of  the  Ct)m- 
missloner   of    Buildings    Is    necessary. 
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respective  departments  and  bureaus  for 
examination  and  approval,  and  after  said 
plans  have  been  examined  and  passed  upon, 
the  Commissioner  of  Buildings  shall  cause 
said  plans  or  drawings  to  be  returned  to 
his  oflice  where  they  shall  be  talcen  up  for 
examination  and  approval  by  the  Commis- 
sioner of  Buildings.  At  the  proper  time 
notice  shall  be  given  by  the  Commissioner 
of  Building-s  to  the  applicant  that  his  plans 
have  been  examined  and  are  ready  to  be 
returned  to  him,  and  if  such  plans  have 
been  approved  as  submitted  by  the  various 
departments  and  bureaus  as  aforesaid,  the 
Commissioner  of  Buildings  then  shall,  ac- 
cording to  ordinance,  issue  a  permit  for  the 
construction  or  erection  of  such  building  or 
structure. 

43  4.  Encroachment  on  Pntollc  Hig-hway.) 
The  Commissioner  of  Buildings  shall  not 
issue  any  permit  authorizing  the  construc- 
tion, erection  repair  or  alteration  of  any 
building  or  structure  unless  the  plans  sub- 
mitted for  his  approval  clearly  show  that 
such  building  or  structure  with  all  its  ap- 
purtenances, foundations  and  attachments 
can  be  erected  entirely  within  the  limits  of 
the  lot  or  tract  of  land  upon  which  it  is 
proposed  to  erect  such  building  or  structure, 
except  as  hereinafter  provided,  and  except 
as  otherwise  provided  by  the  ordinances  of 
the  City  of  Chicago,  and  no  permit  to  erect, 
repair  or  alter  any  building  or  structure 
shall  authorize  the  use  of  any  part  of  any 
public  highway  or  other  public  ground  for 
the  construction  or  maintenance  of  such 
building  or  structure  except  as  hereinafter 
provided,  and  except  as  otherwise  provided 
by  the  ordinances  of  the  City  of  Chicago, 
nor  shall  any  permit  be  issued  for  the  con-  ■ 
struction  or  maintenance  of  any  balcony  or 
canopy  extending  over  any  public  highway 
or  other  public  ground  unless  permits  there- 
for have  been  obtained  from  the  proper  de- 
partment of  the  City  Government,  pursuant 
to  an  ordinance,  specifically  authorizing  the 
same.  The  plans  of  every  building  or  struc- 
ture which  show  that  any  part  of  said 
building  or  structure  or  any  of  its  appurte- 
nances, or  attachments  thereto,  extend  over 
anv  part  of  any  public  highway  or  other 
public  ground  than  hereinafter  provided  for 
shall,  previous  to  being  submitted  to  the 
Commissioner  of  Buildings,  be  submitted  to 
the  Commissioner  of  Public  Works  and  notice 
thereby  given  to  him  of  the  proposed  en- 
croachment upon  any  public  highway  or 
other  public  ground.  Proof  of  such  notice 
to  the  Commissioner  of  Public  Works  must 
accompany  plans  when  same  are  presented 
to  the  Commissioner  of  Buildings. 

435.  Cornices  and  Belt  Courses.)  The 
Commissioner  of  Buildings  may  issue  per- 
mits for  the  horizontal  cornices  and  belt 
courses  so  called  to  be  constructed  on 
buildings    as    follows: 

Where  all  parts  of  a  cornice  of  any  build- 
ing or  structure  are  more  than  twelve  feet 
above  the  inside  grade  of  the  sidewalk,  and 
in  cases  where  the  sidewalk  grade  varies, 
are  more  than  twelve  feet  above  the  average 
or  mean  inside  grade  of  the  sidewalk  and 
where  such  cornice  extends  in  whole  or  in 
part  along  the  street  frontage,  of  a  building, 
and  where  the  return  of  such  cornice  if  any 
along  an  alley  wall  is  not  longer  than  a  dis- 
tance equal  to  the  width  of  the  alley,  such 
cornice  may  project  into  the  street  or  alley 
a  distance  of  twenty-four  inches.  For  each 
additional  one  foot  in  height  such  cornice  is 
placed  above  the  height  of  twelve  feet  as 
aforesaid  up  to  the  limits  of  height  fixed  by 
ordinances  for  the  particular  building  of 
which  such  cornice  is  a  part,  such  cornice 
may  pro.lect  into  the  street  or  alley  an  addi- 
tional one-quarter  inch,  until  the  total  projec- 
tion has  reached  the  maximum  of  four  feet 
six  inches  where,  the  width  of  the  street  is 
less  than  sixty-six  feet  and  to  a  maximum  of 
five  feet  where  the  width  of  the  street  is 
sixty-six  feet  or  more. 


Horizontal  belt  courses,  water  tables  and 
other  horizontal  architectural  features, 
which  do  not  add  floor  area  to  a  building  or  I 
structure  and  which  extend  in  whole  or  ' 
in  part  along  the  street  frontage  of  a 
building  with  a  return  if  any  around  an 
alley  wall  not  longer  than  a  distance  equal 
to  the  width  of  the  alley,  and  where  all 
parts  of  such  horizontal  belt  courses,  water 
tables  and  other  horizontal  architectural 
features  are  more  tlian  twelve  feet  above 
the  Inside  grade  of  the  sidewalk,  may  pro- 
ject into  the  street  or  alley  a  distance  not 
to    exceed    eighteen    inches. 

436.      Encroaching'       Foundations.)  The 

Commissioner  of  Buildings  may  issue  per- 
mits for  buildings  for  which  it  is  con- 
templated that  there  shall  be  projections 
of  the  foundation,  or  a  part  or  parts  there- 
of, into  a  public  street,  a  public  alley  or  a 
public  thoroughfare  under  the  following 
conditions:  Where  such  street,  alley  or 
thoroughfare  is  sixteen  (16)  feet  or  more  in 
width  such  foundations  shall  have  no  pro- 
jection at  the  sidewalk  or  alley  grade,  but 
may  project  at  the  ratio  of  four  and  one- 
half  (41^)  inches  to  one  (1)  foot  for  each 
one  (1)  foot  of  depth  such  foundation  may 
extend  below  the  sidewalk  or  alley  grade  to 
a  maximum  projection  of  thirty-six  (36) 
inches  at  a  depth  eight  (8)  feet  below  said 
sidewalk  or  alley  grade,  and  such  founda- 
tions, or  such  part  or  parts  thereof,  which 
are  higher  than  a  point  twenty  (20)  feet 
below  city  datum  and  are  lower  than  a 
point  eight  (8)  feet  below  the  sidewalk  or 
alley  grade,  may  project  into  such  street, 
alley  or  thoroughfare  for  a  distance  not  to 
exceed  thirty-six  (36)  inches  for  such  part 
of  their  extent  as  is  included  between  a 
point  eight  (8)  feet  below  the  said  sidewalk 
or  alley  grade  and  a  point  twenty  (20)  feet 
below  said  city  datum,  and,  where  said 
street,  alley  or  thoroughfare  is  less  than 
sixteen  (16)  feet  in  width,  foundations,  or 
any  part  or  parts  thereof,  may  project  into 
such  street,  alley  or  thoroughfare  at  a  ratio 
of  four  and  one-half  (AVz)  inches  of  pro- 
jection to  one  (1)  foot  of  depth,  but  no 
foundation,  or  part  or  parts  thereof,  shall 
be  built  nearer  than  five  (5)  feet  to  the 
middle  line  of  such  street,  alley  or  thorough- 
fare. No  foundation,  or  any  part  or  parts 
thereof,  shall  project  into  a  public  street, 
a  public  alley  or  a  public  thoroughfare  in 
such  manner  as  to  add  area  to  the  super- 
structure  of   any   building   or   structure. 

The  construction  of  caisson  and  other 
types  of  foundations,  part  or  parts  of 
which  may  extend  to  a  greater  depth  than 
twenty  (20)  feet  below  city  datum,  shall 
conform  to  the  requirements  of  this  section 
as  hereinbefore  contained  in  such  part  or 
parts  as  are  higher  than  twenty  (20)  feet 
loelow  city  datum  and  lower  than  eight  (8) 
feet  below  the  sidewalk  or  alley  grade  and 
in  such  part  or  parts  as  are  higher  than 
eight  (8)  feet  below  the  sidewalk  or  alley 
grade,  but  such  part  or  parts  of  such  last 
mentioned  foundations  as  are  constructed 
lower  than  twenty  (20)  feet  below  city  da- 
tum may  project  into  a  public  street,  a 
public  alloy  or  a  public  thoroughfare  so  far 
as.  in  the  opinion  of  the  Commissioner  of 
Buildings,  Is  necessary  for  the  stability 
of  the  building  or  structure  of  which  they 
are   a  part. 

It  is  expressly  made  a  condition  in  the 
Issuance  of  any  permit  for  the  construction 
of  a  building  or  structure  whose  founda- 
tions, or  any  part  or  parts  thereof,  project 
into  a  public  street,  a  public  alley  or  a  pub- 
lic thoroughfare  at  any  point  higher  than 
twenty  (20)  feet  below  city  datum  that  it  11 
during  the  construction  of  or  after  the  com-  '' 
pletion  of  such  structure  or  building  the 
said  foundation  or  any  part  or  parts  there- 
of, shall  project  in  such  a  manner  as  to 
interfere  with  or  be  an  obstruction  to  the 
building      of,      maintaining,      conductlrig      or 
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operating    any    public    utility    now    or    here- 
after to  be  constructed,  or  any  part  or  parts 
of     any     construction     in     connection     there- 
with,  that  such   projecting-  foundations,   pro- 
jecting   part    or    projecting     parts      thereof, 
shall     be     subject     to    removal     upon     notice 
from   the   Commissioner  of   Public  Worlds   so 
[to    remove    them.      Such    notice    shall    be    in 
writing  and  shall   allow  such   length   of  time 
as  said  Commissioner  of  Public  Works  shall 
[deem   a  reasonable   time   for   the   purpose   of 
[making  the  changes  required  thereunder,  but 
the  owner  or  owners  of  the  said  building  or 
structure   shall  proceed  at  once  upon  receipt 
of  said  notice   to  remove  all   projecting  part 
or    parts    of    such    foundations    without    any 
expense,    loss    or    damage    accruing    to    the 
City     of     Chicago.       Upon     failure     of     such 
owner  or  owners  to  comply  with  said  notice 
by   beginning   the    work    required    thereunder 
within   thirty    (30)    days  after  the  receipt  of 
such    notice    or     upon     failure     to     complete 
same     within     such     reasonable     time     there- 
after as   the  Commissioner  of  Public   Works 
shall    deem    sufficient,    the    Commissioner    of 
Public    Works    may    proceed    at    once    to    re- 
move  such   projecting   part   or   parts   of   such 
foundations    and    the    City    of    Chicago    may 
recover    the    cost    and    expense    of    such    re- 
moval,   unless    otherwise    reimbursed,    by    an 
action   at   law   against   the   owner   or   owners, 
lessee  or  lessees  of  said  promises. 

437.  Additional  Flans  Showing  Projections 
— Strnctare    with    Foundation    Below    Minus 

40  City  Datum.)  In  addition  to  the  general 
plan  of  the  building  or  structure  as  required 
in  other  sections  of  this  ordinance,  a  detailed 
plan  drawn  to  a  large  scale  of  any  proposed 
cornice  or  anv  projection  contemplated  in 
the  two  preceding  sections  shall  be  submitted 
to  the  Commissioner  of  Buildings  for  his  ex- 
amination and  approval. 

Whenever  application  is  made  for  a  permit 
to  erect  any  building  or  structure,  the 
foundations  of  which  are  designed  to  extend 
to  an  elevation  of  minus  40  Chicago  datuin, 
the  plans  of  said  building  or  structure  sliall 
be  submitted  to  the  City  Engineer  and  his 
approval  secured  before  a  permit  is  issued 
for  the  erection  of  such  building  or  structure 
by  the  Commissioner  of  Buildings:  provided, 
however,  that  this  requirement  siiall  only 
apply  within  the  district  bounded  as  follows: 
starting  at  the  intersection  of  the  center  line 
of  east  12th  street  produced  and  the  shore 
of  Lake  Michigan,  thence  west  along  the 
center  line  of  east  and  west  12th  street 
to  the  intersection  of  the  center  line  of 
South  Halsted  street,  thence  north  along 
the  center  line  of  South  and  North  Halsted 
street  to  the  intersection  of  the  center  line 
of  West  Chicago  avenue,  thence  east  along 
the  center  line  of  West  and  East  Chicago 
avenue  and  East  Chicago  avenue  produced  to 
the  shore  of  Lake  Michigan,  then  south- 
easterly along  the  shore  of  Lake  Michigan 
to  the  place  of  beginning;  and,  provided, 
further,  that  this  restricted  provision  shall 
apply  to  all  buildings  or  structures  designed 
to  be  erected  at  any  location  within  the 
city  when  the  nearest  point  on  any  of  said 
proposed  buildings  or  structures  is  within 
two  hundred  feet  of  the  shore  line  of  Lake 
Michigan,  the  Chicago  River  or  any  of  it.s 
branches,  the  Drainage  Canal,  Lake  Calumet 
or  the  Calumet  River. 

438.  Flans  to  be  Kept  on  Work.)  In  all 
cases  the  approved  plan,  together  with 
building  permits,  must  be  kept  on  the  joV) 
while  the  work  is  In  progress. 

439.  Flans — Essentials  of.)  All  plan.^ 
and  drawings  for  buildings  or  for  struc- 
tures other  than  buildings  shall  be  present- 
ed to  the  Commissioner  of  Buildings  for  his 
approval,  and  each  set  of  plans  presented 
shall  be  approved  by  the  Commissioner  of 
Buildings  before  a  permit  will  be  granted. 
All  such  plans  and  drawings  shall  be  drawn 
to  a  scale  of  not  less  than  one-eighth  of  an 


Inch  to  the  foot,  on  paper  or  cloth.  In  Ink, 
or  by  some  process  that  will  not  fade  or 
obliterate.  All  distances  and  dimensions 
shall  be  accurately  figured,  and  drawings 
made  explicit  and  complete,  showing  the  lot 
lines  and  the  entire  sewerage  and  drain 
pipes  and  the  location  of  all  plumbing  fix- 
tures within  such  building  or  structure.  No 
permit  shall  be  granted  or  plans  approved 
unless  such  plans  are  signed  and  sealed 
either  by  an  architect  licensed  to  practice 
architecture  under  "The  Illinois  Architectural 
Act,"  or  by  a  structural  engineer  licensed  to 
practice  structural  engineering  under  "The 
Illinois    Structural    Engineering    Act." 

440.  Flans — Alterations  "Upon  Stamped 
Flans  Not  Fermitted — Certain  Alterations 
Excepted.)  It  shall  be  unlawful  to  erase, 
alter  or  modify  any  lines,  figures,  or  coloring 
contained  upon  such  drawings  so  stamped  by 
the  Commissioner  of  Buildings  or  filed  with 
him  for  reference.  If,  during  the  progress 
of  the  execution  of  such  work  it  is  desired 
to  deviate  in  any  manner  affecting  the  con- 
struction or  other  essentials  of  the  building 
from  the  terms  of  the  application,  or  draw- 
ing, notice  of  such  intention  to  alter  or  de- 
viate shall  be  given  to  the  Commissioner  of 
Buildings,  and  his  written  assent  shall  first 
be  obtained  before  such  alteration  or  devia- 
tion may  be  made;  but  alterations  in  build- 
ings which  do  not  involve  any  change  in 
their  structural  parts  or  of  their  stair  ways, 
elevators,  fire-escapes  or  other  means  of  com- 
munication, or  ingress  or  egress,  or  in  light- 
ing or  ventilation  and  that  are  not  in  viola- 
tion of  any  of  the  provisions  of  this  chapter, 
may  be  made  without  the  permission  of  the 
Commissioner  of  Buildings. 

441.  Deposit  "With  Water  Department — 
How  Made — Indemnity  Bonds — Fees  for 
Water  Used.)  (a)  Before  the  Commis- 
sioner of  Buildings  issues  a  permit  as  pro- 
vided herein,  he  shall  require  evidence  from 
the  applicant  that  payment  has  been  made  to 
the  Bureau  of  Water  of  the  city  for  the  water 
to  be  used  or  for  a  water  meter  for  measur- 
ing all  the  water  to  be  used  in  the  construc- 
tion of  such  building  in  accordance  with  the 
regulations  of  the  Bureau  of  Water.  Such  ap- 
plicant shall  produce  evidence  that  he  has 
filed  with  and  had  approved  by  the  Commis- 
sioner of  Public  Works  of  the  city  an  in- 
demnifying bond  protecting  the  city  against 
any  and  all  damage  that  may  arise  to  the 
streets  or  alleys  upon  which  such  building 
abuts  and  to  the  city  and  to  any  person  in 
consequence,  or  by  reason  of,  the  proposed 
operations  to  be  authorized  by  such  permit, 
or  by  reason  of  any  obstruction  or  occupa- 
tion of  any  street  or  sidewalk  in  and  about 
such  building  operations. 

(b)  The  fees  to  be  paid  for  water  used 
In  connection  with  the  erection  of  buildings 
shall  be  as  follows,   to-wit: 

At  the  rate  of  five  cents  for  every  one 
thousand  bricks,  wall  measure,  used  In  con- 
nection   therewith. 

At  the  rate  of  six  cents  for  every  one 
hundred  cubic  feet  of  rubble  stone  used  in 
connection   therewith. 

At  the  rate  of  eight  cents  for  every  one 
hundred  cubic  feet  of  concrete  used  In  con- 
nection   therewith. 

At  the  rate  of  fifteen  cents  for  every  one 
hundred  yards  of  plastering  used  in  con- 
nection   therewith. 

At  the  rate  of  five  cents  for  every  one 
hundred  cubic  feet  of  hollow  tile  arch,  par- 
tition or  fireproof  covering  used  in  connec- 
tion   therewith. 

442.  Amount   of   Fermit  Fees.)       (a)      The 

fees  to  be  charged  for  building  permits  shall 
be  as  follows:  For  sheds  not  exceeding  three 
hundred  square  feet  in  area,  two  dollars:  for 
open  shelter  sheds,  at  the  rate  of  two  dollars 
for  each  one  thousand  cubic  feet  or  frac- 
tional part  thereof;  for  all  buildings  or  other 
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structures,  other  than  sheds  and  open  shelter 
sheds,  as  hereinafter  described,  the  fee  for 
the  permit  shall  be  at  the  rate  of  twenty 
cents  for  every  one  tliousand  cubic  feet  or 
fractional  part  tliereof  for  buildings  con- 
taining' not  to  exceed  two  hundred  thousand 
cubic  feet  of  volume.  For  buildings  exceed- 
ing two  liundred  tliousand  cubic  feet  in  vol- 
ume twenty  cents  per  cubic  feet  for  tlie  first 
two  hundred  thousand  cubic  feet  and  forty 
cents  per  one  tliousand  cubic  feet  for  each 
additional  one  thousand  cubic  feet  of  volume 
or  fractional  part,  the  cubic  contents  being 
measured  to  include,  every  part  of  the  build- 
ing from  the  basement  floor  to  tlie  highest 
jioint  of  the  roof,  and  to  include  all  bay  win- 
dows and  other  projections;  but  in  no  case 
shall  any  permit  be  issued  for  a  less  fee  than 
two  dollars,  except  that  a  fee  of  two  dol- 
lars shall  be  charged  for  recovering  or  re- 
coating  the  roof  of  any  building. 

(b)  The  fee  to  be  charged  for  permits  is- 
sued for  alterations  and  repairs  in  or  to  any 
building  or  otlier  structure  shall  be  based  on 
the  cost  of  such  alterations  and  repairs  and 
shall  be  at  the  rate  of  two  dollars  for  the 
first  one  thousand  dollars,  or  part  tliereof, 
and  one  dollar  additional  for  each  one  thou- 
sand dollars  or  part  thereof  to  lie  expended 
therefor.  The  fee  for  permit  to  raise  any 
building  other  than  a  frame  building  shall 
be  for  raising,  slioring  up,  underpinning  or 
moving  any  building  other  than  a  frame 
building  ten  cents  per  one  thousand  culiic 
feet  of  volume  or  fractional  part  thereof: 
Provided,  however,  that  in  no  case  sliall  a 
permit  he  issued  for  a  less  fee  than  five 
dollars. 

(c)  In  addition  to  the  above  permit  fees 
for  buildings,  permit  and  inspection  fee  shall 
be  charged  as  follows: 

For    erection    of    fire-escape,    four    dollars 

minimum    to   Include   fire-escapes   up    to   four 

stories   in   height;    and   fifty   cents   additional 

for  each    story  above  four  stories   in  height; 

For  installation  or  alteration  of  elevator,  five 
dollars; 

For  semi-annual  inspection  of  elevator,  four 
dollars; 

For  erection  of  billboards  or  signboards,  five 
dollars;  for  every  twenty-five  lineal  feet  or 
fractional  part  thereof; 

For  erection  of  illuminated  and  other  roof 
signs  under  Section  919  of  this  chapter, 
fifty  dollars  for  the  first  five  hundred 
square  feet  of  superficial  area  or  fractional 
part  thereof  and  five  cents  for  each  addi- 
tional square  foot  area; 

For  annual  inspection  of  billboard  or  sign- 
board, one  dollar  for  every  twenty-five 
lineal  feet  of  billboard  or  signboard  or 
fractional  part  thereof; 

For  annual  inspection  of  illuminated  and 
other  roof  signs  under  Section  919,  fifty  dol- 
lars for  the  first  five  hundred  square  feet  or 
fractional  part  thereof,  five  cents  addi- 
tional for  each  additional  square  foot  area; 

For  annual  inspection  of  building  required 
by  Section  445  of  this  chapter,  three  dol- 
lars for  eacli  twenty-five  tliousand  square 
feet  or  fractional   part  thereof; 

For  semi-annual  inspection  of  iron  or  steel 
curtain,  ten  dollars; 

For  semi-annual  inspection  of  asbestos  cur- 
tain,  five  dollars; 

For  permit  for  tank  on  roof  or  tower  in  ex- 
cess of  four  hundred  gallon  capacity,  five 
dollars; 

For  permit  for  isolated  chimneys  or  for 
chimneys  extending  over  fifty  feet  above 
the  roof  of  any  building,  five  dollars; 

443.  Permit  for  'Wrecking'  Building — Bond.) 

(a)  Before  proceeding  with  the  wreclcing 
or  tearing  down  of  any  building  or  otlier 
structure  more  than  one  story  in  height,  a 
permit  for  such  wreclving  or  tearing  down 
shall  first  be  obtained  by  tlie  owner  or  his 
agent  from  the  Commissioner  of  Buildings, 
and  it  shall  be  unlawful  to  proceed  with  the 
wrecking  or  tearing  down  of  any  building  or 
structure    or    any    structural    part    of    such 


building  or  structure  unless  such  permit 
sliall  first  have  been  obtained.  Application 
for  such  permit  sliall  be  made  by  such  owner 
or  his  agent  to  the  Commissioner  of  Build- 
ings, who  shall  issue  such  permit  upon  such 
application  and  the  payment  of  the  fee  here- 
in provided  for.  Such  application  shall  state 
the  location  and  describe  the  building  which 
it  is  proposed  to  wreck  or  tear  down.  The 
fee  for  such  permit  shall  be  five  ($5.00)  dol- 
lars for  every  twenty-five  feet,  or  fractional 
part  thereof,  of  frontage.  Upon  the  issuance 
of  such  permit,  such  building  may  be  wrecked 
or  torn  down,  provided  that  all  the  work 
done  tliereunder  shall  be  sub.iect  to  the  su- 
pervision of  the  Commissioner  of  Buildings 
and  to  such  reasonable  restrictions  as  he 
may  impose  in  regard  to  elements  of  safety 
and  health,  and  provided,  further,  that  the 
work  shall  be  kept  sprinkled  and  sufficient 
scaffolding  be  provided  to  insure  safety  to 
humnn  life,  and  to  comply  with  the  Pro- 
visions of  the  Act  of  the  General  Assembly, 
Passed  June  3,  1907,  in  force  July  1,  1907, 
Providing  for  the  safety  of  workmen  in  and 
about  the  construction  and  removal  of 
buildings. 

(b)  Before  any  permit  is  issued  grant- 
ing authority  to  wreck  a  building  or  struc- 
ture for  which  such  permit  is  required,  the 
person,  firm  or  corporation  engaged  in  the 
work  of  wrecking  same  shall  file  with  the 
City  Clerk  a  bond  with  sureties  to  be  ap- 
proved by  the  City  Comptroller  to  in- 
demnify, keep  and  save  harmless  the  City 
n  gainst  any  loss,  cost,  damage,  expense, 
judgment  or  liability  of  any  kind  whatso- 
ever wliich  the  City  may  suffer,  or  which 
may  accrue  against,  be  charged  to  or  be 
recovered  from  said  City,  or  any  of  its 
officials,  from  or  by  reason  or  on  account 
of  accidents  to  persons  or  property  during 
any  such  wrecking  operations,  and  from  or 
by  reason  or  on  account  of  anything  done 
under  or  by  virtue  of  any  permit  granted 
for  any  such  wrecking  operations.  Such 
bond  in  each  case  shall  extend  to  and  cover 
Pill  such  wrecking  operations  carried  on 
through  permits  obtained  thereunder  by 
such  person,  firm  or  corporation  during  any 
fiscal  year  beginning  January  first  and  end- 
ing December  thirty-first,  and  no  permit 
shall  be  issued  for  any  wrecking  work  ex- 
cept as  hereinbefore  otherwise  provided 
during  such  fiscal  year  until  such  bond  is 
filed.  Said  bond  shall  be  in  the  penal  sum 
of  twenty  thousand  dollars  for  all  wrecking 
operations  on  such  buildings  and  other 
structures  not  more  than  three  stories  in 
height,  and  there  shall  be  an  additional  bond 
filed  in  the  penal  sum  of  twenty  thousand 
dollars  or  a  bond  in  the  penal  sum  of 
forty  thousand  dollars  shall  be  filed  in  the 
first  instance  in  case  of  wrecking  operations 
on  buildings  and  other  structures  four  or 
more  stories  in  height.  Upon  the  filing  of 
such  bond  or  bonds  the  person,  firm  or  cor- 
poration engaged  in  the  work  of  wrecKing 
such  buildings  and  other  structures  may 
obtain  permits  for  such  wrecking  operations 
as  are  authorized  under  the  said  bond  or 
bonds  as  hereinabove  provided  for  during 
the  fiscal  year  in  which  the  same  is  or  are 
filed:  Provided,  that,  in  case  of  accident  or 
casualty  in  the  progress  of  any  wrecking 
operations  carried  on  under  any  permit  so 
issued,  or  the  happening  of  any  circum- 
stance which  might  in  the  opinion  of  the 
Commissioner  of  Buildings  render  such  bond 
or  bonds  inadequate,  the  said  Commissioner 
may,  in  his  discretion,  require  such  ad- 
ditional bond  as  he  may  deem  necessary  to 
fully  protect  the  city  from  loss  resulting 
from  the  issuance  of  such  permits  before 
he  allows  the  work  to  proceed  or  before  any 
additional    peiniits    are    issued    by    htm. 

444.     Permit — Revocation      of.)  If      the 

work  in,  upon  or  about  any  building  or 
structure  shall  be  conducted  in  violation  of 
anv  of  the  provisions  of  this  chapter,  it 
shall  be  the  duty  of  the  Commissioner  of 
Buildings     to     revoke     the     permit     for     the 
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building  or  wrecking  operations  in  connec- 
tion with  wliich  sucii  violation  shall  have 
taken  place.  It  shall  be  unlawful,  after 
the  revocation  of  such  permit,  to  proceed 
with  such  building-  or  wrecking  operations 
unless  such  permit  shall  first  have  been 
re-instaled  or  re-issued  by  the  Commis- 
sioner of  Buildings.  Before  a  permit  so  re- 
voked may  be  lawfully  re-issued  or  re-in- 
stated, the  entire  building  and  building  site 
shall  first  be  put  into  condition  correspond- 
ing with  the  requirements  of  this  chapter, 
and  any  work  or  material  applied  to  the  same 
In  violation  of  any  of  the  provisions  of 
this  chapter  shall  be  first  removed  from 
such  building. 

4  45.  Annual  Inspection  of  Building's — 
Stairways    and  Means   of  Egress — Inspection 

Pee.)  (a)  Tlie  Commissioner  of  Buildings 
and  his  assistants  shall  make  an  annual  in- 
spection of  all  theaters  and  places  of  amuse- 
ment, worship,  instruction  or  entertain- 
ment, and  also  of  all  other  buildings  over 
two  stories  in  height,  except  residences,  and 
except  buildings  in  which  automobiles  are 
housed,  and  except  tenements  three  stories 
or  less  in  height.  It  shall  be  the  duty  of 
every  owner,  agent,  lessee  or  occupant  of 
any  such  building  as  is  referred  to  in  this 
section  and  of  the  person  in  charge  or  con- 
trol of  same  to  permit  the  making  of  such 
annual  inspection  by  the  Commissioner  of 
Buildings,  or  by  a  duly  authorized  Build- 
ing Inspector,  at  any  time  upon  demand 
being    duly    made. 

(b)  Whenever  any  such  inspection  shows 
the  building  to  be  in  compliance  with  the 
requirements  of  this  Chapter  with  respect 
10  stairways,  means  of  egress,  and  in  all 
other  respects,  it  shall  be  the  duty  of  the 
Commissioner  of  Buildings  to  issue,  or  cause 
to  be  issued,  a  certificate  setting  forth  the 
result  of  such  inspection,  containing  the 
date  thereof,  and  a  statement  to  the  effect 
that  such  building  complies  in  all  respects 
with  the  provisions  of  this  Chapter,  upon  the 
payment  of  the  inspection  fee  herein  re- 
quired. 

(c)  It  shall  be  the  joint  and  several  duty 
of  the  owner,  agent,  lessee  or  occupant  of 
ihe  building  ho  inspected  and  of  each  and 
every  person  In  charge  and  control  of  the 
same  to  frame  the  said  certificate  and  place 
it  in  a  conspicuous  place  near  the  main 
entrance   of   such   building. 

(d)  It  shall  be  the  joint  and  several  duty 
of  the  owner,  agent,  lessee  or  occupant  of 
every  building  described  in  this  section  to 
provide  a  typical  floor  plan  of  such  build- 
ing reproduced  on  a  sheet  eiglit  by  ten  inches 
In  size.  Said  plan  shall  be  drawn  on  as 
large  a  scale  as  will  be  practicable  on  such 
sheet,  and  said  sheet  shall  also  state  the 
street  address  of  such  building,  and  shall 
give  the  class  of  the  building,  the  kind  of 
construction  used  therein,  the  height  and 
number  of  stories  contained  therein  and  tlie 
nature  of  the  occupancy. 

(e)  It  shall  also  be  the  joint  and  several 
duty  of  such  owner,  agent,  lessee  or  occu- 
pant to  deliver  a  copy  of  said  sheet  to  the 
Commissioner  of  Buildings  and  to  frame  a 
copy  of  said  sheet  and  place  the  same  near 
the   framed    certificate    hereinabove    required. 

(f)  It  shall  also  be  the  joint  and  several 
duty  of  the  said  owner,  agent,  lessee  or 
occupant  to  substitute  a  new  sheet  for  the 
sheet  on  file  with  the  Commissioner  of 
Buildings,  and  also  the  sheet  framed  as 
above  required,  whenever  such  changes  or 
alterations  are  made  in  such  building  as 
will  affect  the  substantial  accuracy  of  the 
sheet  previously  furnislied  such  Commis- 
sioner and   framed    as   above    required. 

(g)  Where  the  result  of  such  inspection 
shall  show  that  such  building  fails  in  any 
respect  to  comply  witli  the  requirements  of 
this  Chapter,  it  shall  be  the  duty  of  the 
Commissioner  of  Buildings  to  notify  the 
oTvner,    agent,    lessee    or    occupant    of    such 


building  to  this  effect  and  to  specify  wherein 
such  building  fails  to  comply  with  the  re- 
quirements of  this  chapter;  and  it  shall 
thereupon  become  tlie  joint  and  several  duty 
of  such  owner,  agent,  lessee  or  occupant  to 
proceed  forthwith  to  make  whatever  changes 
or  alterations  may  be  necessary  to  make 
such  building  comply  in  all  respects  with 
the  requirements  of  tliis  chapter  and  to 
complete  such  changes  and  alterations  within 
thirty  days  after  the  receipt  of  such  notice. 

(h)  Upon  making  such  annual  inspec- 
tion, it  shall  be  the  duty  of  the  owner  to 
pay  to  the  City  Collector  an  annual  Inspec- 
tion fee  for  the  same,  amounting  to  three 
dollars  for  each  25,000  square  feet  of  floor 
area,  or  fractional  part  thereof:  Provided, 
however,  that  no  charge  for  such  annual  in- 
spection shall  be  made  against  religious, 
charitable  or  educational  institutions. 

(i)  Every  revolving  door  now  in  operation 
or  which  may  hereafter  be  installed,  together 
with  all  the  equipment  and  mechanism  therof 
shall  be  inspected  semi-annually,  under  and 
by  authority  of  the  Commissioner  of  Build- 
ings. 

Whenever  such  inspection  shows  a  revolv- 
ing door  to  be  in  good  working  order  and  in 
compliance  with  the  Ordinances  of  the  City 
of  Chicago  pertaining  to  revolving  doors  and 
their  use  as  exit  doors,  the  Commissioner  of 
Buildings  shall  issue,  or  cause  to  be  issued, 
a  certificate  to  that  effect;  and  for  each  such 
inspection  and  certificate  a  fee  of  two  dollars 
shall  be  charged.  Provided,  however,  that 
revolving  doors  affording  exit  from  ground 
floor  premises  used  by  one  person,  firm  or 
corporation,  shall  be  exempt  from  the  semi- 
annual inspection  and  fee  requirements  of 
this  paragraph,  where  such  exit  door  has  no 
connection  with  or  affords  no  exit  facilities 
to  any  other  floor  of  the  building  or  to  any 
premises  or  space  occupied  or  used  by  any 
other  person,   firm   or  corporation. 

4  46.  Architect  Must  Certify  That  Plans 
Comply      With      the     Building-      Ordinances.) 

It  sliall  be  unlawful  for  any  architect,  or 
other  person  permitted  under  the  laws  of 
the  state  to  make  plans,  to  prepare  or  sub- 
mit to  the  Commissioner  of  Buildings  for  his 
approval  any  final  plans  for  any  building  or 
structure  which  do  not  comply  with  the 
structural  requirements  of  tliis  chapter.  It 
shall  be  the  duty  of  the  Commissioner  of 
Buildings  to  require  that  all  plans  submitted 
to  him  for  approval  for  any  building  or 
structure  shall  be  accompanied  by  a  certifi- 
cate of  such  architect  or  such  other  person 
preparing  such  plans  that  the  plans  sub- 
mitted comply  with  the  structural  require- 
ments   of    this    chapter. 

4  47.  Constructing:  Building's  Contrary  to 
Approved  Flans — Permit  Made  Void  by  Devi- 
ation   from    Plans — Power    to    Stop    Work.) 

(a)  It  shall  be  unlawful  for  any  owner, 
agent  or  architect,  or  for  any  contractor  or 
builder  engaged  in  erecting,  altering  or  re- 
pairing any  building,  to  make  any  departure 
from  the  plans  as  approved  by  the  Commis- 
sioner of  Buildings  of  sucli  nature  that  such 
departure  involves  any  violation  of  the  re- 
quirements of  this  chapter  as  to  buiklings 
of  the  class  in  which  such  building  belongs, 
or  to  make  any  changes  in  plans  or  construc- 
tion affecting  means  of  egress,  ventilation, 
natural  lighting,  or  sanitary  conditions  with- 
out first  obtaining  tlie  written  consent  of 
tlie  Commissioner  of  Buildings  and  of  the 
Commissioner  of  Healtli  to  such  changes. 
Any  such  departure  from  the  approved  i^lans 
involving  a  violation  of  the  ro(iuirements  of 
this  chapter  or  any  such  change  in  the  plans 
or  construction  witliout  the  consent  of  the 
Commissioner  of  Buildings  and  the  Com- 
missioner of  Health  being  obtained,  as  re- 
quired herein,  sliall  operate  to  annul  tlie 
permit  which  has  been  issued  for  such  work 
and   shall    render  the   same   void. 

(b)  In  case  any  work  is  done  under  a 
permit    authorizing    the    erection,    alteration 
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or  repair  of  a  building  or  structure,  which 
work  Is  contrary  to  the  approved  plans,  the 
Commissioner  of  Buildings  or  the  Commis- 
sioner of  Health  and  their  assistants  shall 
have  power  to  at  once  stop  such  work  and 
to  order  all  persons  engaged  therein  to  stop 
and  desist  therefrom.  Such  work  shall  not 
be  resumed  until  satisfactory  assurance  has 
been  given  to  the  Commissioner  of  Build- 
ings or  the  Commissioner  of  Health,  as  the 
case  may  be,  that  it  will  be  done  according 
to  the  approved  plan  or  until  said  Commis- 
sioner of  Bivildings  or  Commissioner  of 
Health  has  consented  in  writing  to  the 
changes  made  in  such  approved  plans,  and  if 
such  changes  in  the  approved  plan  involve 
additional  work  a  new  permit  or  an  extended 
permit  shall  be  issued  for  which  an  addi- 
tional fee  shall  be  paid  by  the  contractor 
doing  such  work. 

(c)  No  contractor  or  builder  shall  begin 
any  work  on  any  building  or  structure  for 
which  a  permit  is  required  until  such  per- 
mit shall  have  been  secured.  In  case  any 
work  Is  begun  on  the  erection,  alteration, 
repair  or  removal  of  any  building  or  struc- 
ture without  a  permit  authorizing  the  same 
being  issued  therefor,  the  Commissioner  of 
Buildings  and  hi<;  assistants  shall  have  pow- 
er to  at  once  stop  such  work  and  to  order 
any  and  all  persons  engaged  therein  to  stop 
and  desist  therefrom  until  the  proper  per- 
mit   is   secured. 

ARTICLE  III. 
Classification    of    Buildings. 

448.  Building's — Classification  of.)  (a)  All 
buildings  other  than  sheds  and  shelter  sheds 
as  hereinafter  described,  now  existing  or 
hereafter  erected,  altered  or  enlarged,  shall 
be  classified  as  follows: 

(b)  Class  I.)  In  Class  I  shall  be  in- 
cluded every  building  used  for  the  sale, 
storage  or  manufacture  of  merchandise, 
other  than  department  stores  as  described 
in  this  chapter.  Also  such  buildings,  struc- 
tures or  places  with  a  ground  area  of  five 
hundred  square  feet  or  more  used  as  and  for 
the  purposes  of  a  barn,  stable  or  a  garage 
or  for  the  housing  or  keeping  of  automo- 
biles. 

(c)  Class  n.)  In  Class  II  shall  be  In- 
cluded every  building  referred  to  In  sub- 
divisions Class   Ha,   Class   lib  and  Class   He. 

(d)  In  Class  Ha  shall  be  Included  every 
building  used  for  ofl3ce  purposes,  and  also 
every  building  used  for  club  house  purposes 
where  sleeping  accommodations  are  pro- 
vided   for    less    than    twenty    persons. 

(e)  In  Class  lib  shall  be  included  every 
building  used  for  hotel,  club,  lodging  or 
rooming  house  purposes  where  such  build- 
ing has  sleeping  accommodations  for  twenty 
or    more    persons. 

Cf)  In  Class  He  shall  be  included  every 
building  used  for  a  hospital  where  sleeping 
accommodations  for  more  than  ten  persons 
are  provided  in  such  building,  and  every 
building  used  for  a  home,  day  nursery  or 
asylum  where  any  such  building  shall  have 
accommodations  for  more  than  twenty  per- 
sons or  where  more  than  ten  bedridden  or 
decrepit  persons  are  housed,  and  every  build- 
ing used  for  a  jail,  house  of  correction  or 
detention. 

(g)  Class  m.)  In  Class  III  shall  be  in- 
cluded every  building  used  as  a  private  resi- 
dence, also  every  building  used  for  a  hos- 
pital where  sleeping  accommodations  for 
ten  or  less  persons  are  provided  in  such 
building,  and  every  building  used  for  a  home, 
day  nursery  or  asylum  where  any  such 
building  shall  have  accommodations  for 
not  to  exceed  twenty  persons  or  where  not 
to  exceed  ten  bedridden  or  decrepit  persons 
are  housed,  and  also  every  building,  struc- 
ture or  place  with,  a  ground  area  of  less  than 
five  hundred  square  feet  used  as  and  for  the 
purposes  of  a  barn,  stable  or  garage  or  for 
the  housing  or  keeping  of  automobiles. 


(h)  Class  IV.)  In  Class  IV  shall  be  In- 
cluded every  building  referred  to  in  sub- 
divisions Class  IVa.  Class  IVb,  Class  IVc, 
and   Class   IVd,   as  follows: 

(i)  In  Class  IVa  shall  be  Included  every 
building  used  as  a  church  or  place  of  wor- 
ship. 

(J)  In  Class  IVb  shall' be  included  every 
building  having  a  parish  hall.  Lodge  hall, 
danoe  hall,  banquet  hall,  skating  rink,  as- 
sembly hall,  halls  used  for  the  purpose  of 
exposition  and  exhibition,  and  buildings  hav- 
ing a  hall  for  the  purpose  of  Instruction 
other  than  schools,  Included  In  Class  VIII, 
and  also  ervery  existing  building  having  a 
hall  used  for  theatrical  purposes  at  the  time 
of  the  passage  of  this  ordinance,  except  such 
buildings  as  are  Included  In  Classes  IVa, 
IVc,    IVd,    and    V. 

(k)  In  Class  IVc  shall  be  Included  every 
building  hereafter  erected  used  for  moving 
picture  and  vaudeville  shows  and  similar 
entertainments,  where  an  admission  fee  Is 
charged  and  regular  performances  are  given, 
and  where  the  seating  capacity  does  not 
exceed  three  hundred  persons,  provided,  that 
every  building  of  Class  IVc  existing  at  the 
time  of  the  passage  of  this  ordinance  shall 
comply  with  the  provisions  of  Class  IVb. 

(Ij  In  Class  IVd  shall  be  Included  every 
grand  stand  and  every  baseball  athletic  and 
amusement   park. 

(m)  Class  v.)  In  Class  -V  shall  be  in- 
cluded every  building  which  is  used  as  a 
public  theatre  where  an  admission  fee  is 
charged  and  in  which  movable  scenery  is 
used,  and  every  assembly  hall  hereafter 
erected  having  a  seating  capacity  of  over  300 
persons  and  containing  a  permanent  stage  on 
which  scenery  and  theatrical  apparatus  are 
used  and  regular  theatrical  vaudeville  per- 
formances are  gi%'en;  provided,  however,  that 
public  halls  and  club  halls  with  a  seating 
capacity  of  less  than  600  persons  although 
occasionally  used  for  theatrical  presentations, 
shall  not  be  construed  to  be  public  theatres 
within  the  meaning  of  the  term  as  used  in 
this  section,  notwithstanding  the  fact  that 
movable  scenery  is  used  upon  the  stages 
thereof  on  such  occasions,  and  such  public 
halls  and  club  halls  shall  not  be  considered 
as  buildings  of  Class  V  as  herein  defined. 
Such  public  halls  and  club  halls  shall  be 
included  in  Class  IVb,  as  defined  in  this 
section. 

(n)  Class  VI.)  In  Class  VI  shall  be  In- 
cluded every  tenement  and  apartment  house 
or  building  or  portion  thereof  which  is  used 
or  intended  to  be  used  as  a  home  or  resi- 
dence for  two  or  more  families  living  in 
separate  apartments. 

(o)  Class  VH.)  In  Class  VII  shall  be 
included  every  building  used  for  the  sale  at 
retail  of  dry  goods  and  other  articles  of 
general  merchandise  and  commonly  known 
and   described   as   a   department    store. 

(p)  Class  VIXI.)  In  Class  VIII  shall  be 
included  every  building  used  for  school  pur- 
poses and  every  building  containing  class 
rooms  for  special  or  general  instruction, 
other  than  halls  for  the  purpose  of  instruc- 
tion as  included  in  Class  IV,  where  such 
building  so  used  shall  have  a  seating  ca- 
pacity   of    more    than    fifty    students. 

(q)  Class  IX.)  In  Class  IX  shall  be  in- 
cluded every  building  maintained  by  the  City 
of   Chicago   for  police   station   purposes. 

(r)  Requirements  with  regard  to  build- 
ings not  within  any  of  the  above  classes 
shall  be  determined  by  the  Commissioner  of 
Buildings  subject  to  arbitration  In  the  same 
manner  as  provided  in  Sections  407  and  408 
of  this  chapter. 

449.  Building's  Used  for  the  Purposes  of 
More  Than  One  Class.)  Where  any  build- 
ing is  used  for  the  purposes  of  two  or  more 
classes,  as  herein  specified,  and  defined,  such 
portion   of  any   such   building  as   is   devoted 
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to  the  uses  and  purposes  of  any  particular 
class  shall  be  constructed,  operated  and 
maintained  in  accordance  with  the  require- 
ments of  this  chapter  relating  to  such  class, 
unless  such  construction  shall,  in  the  opin- 
ion of  the  Commissioner  of  Buildings,  prove 
Impracticable,  or  unless  there  would  be  a 
conflict  between  the  provisions  of  this  chap- 
ter relating  to  the  construction  of  buildings, 
in  either  of  which  cases  the  construction  re- 
auirements  which  relate  to  and  govern  the 
construction  of  buildings  of  the  class  requir- 
ing the  best  and  safest  form  of  construction 
shall  govern  the  entire  building. 

450  conflict  Between  Special  and  Gener- 
al provisions.)  Whenever  any  provision  or 
requirement  of  this  chapter  relating  specific- 
ally to  the  construction,  equipment,  main- 
tenance, or  operation  of  any  building  or 
part  of  a  building  used  for  the  Purpose  of 
any  specified  class,  shall  conflict  with  the 
general  provisions  of  this  chapter  relating 
to  the  construction,  equipment,  maintenance 
and  operation  of  buildings  generally,  the 
'  special  provisions  shall  govern  m  each  case 
except  in  the  case  of  Section  705,  which  shall 
govern  in  all  cases  coming  within  its  pro- 
visions. 

ARTICLE  IV. 

Buildings  of  Class  I. 

451  Class  I  Defined.)  In  Class  I  shall  be 
included  every  building  used  for  tlie  sale, 
storage  or  manufacture  of  merchandise 
other  than  department  stores  as  described 
in  this  chapter.  Also  such  buildings,  -struc- 
tures or  places  with  a  ground  area  of  five 
hundred  square  feet  or  more  used  as  and  tor 
the  purpose  of  a  barn,  stable  or  a  garage 
or  for  the  housing  or  keeping  of  automobiles. 

452  Must  Comply  With  General  and 
Special  Provisions.)  Every  building  of  Class 
I  shall  comply  with  the  general  provisions 
applicable  to  the  kind  of  building  it  is  as  set 
forth  in  this  chapter  and  shall,  in  addition, 
comply  with  the  following  special  provisions. 

453  Bnilding-s — Constmction  of — in  Re- 
lation to  Heiffht.)  (a)  The  construction 
of  buildings  of  Class  I  shall  be  as  follows: 
Buildings  of  Class  I  which  are  100  feet  in 
height  or  higher  shall  be  built  of  fireproof 
construction. 

(b)  Buildings  of  Class  T  which  are  less 
than  100  feet  in  height  and  more  than  50 
feet  in  height  shall  be  built  of  slow-burning, 
mill  or  fireproof  con.struction.  Buildings  ot 
Class  I  of  slow-burning  or  mill  construction 
shall  not  be  built  more  than  seven  stones  in 
height. 

(c)  Buildings  of  Class  I  of  ordinary  con- 
struction shall  no-t  be  built  more  than  four 
stories   In   height. 

454.  Skeleton  Steel  Walls — Metal  Lath 
and   Solid   Cement   Plaster   Covers.)       (a)      A 

one  or  two  story  building  used  for  the  pur- 
poses of  Class  I.  no  part  of  which  is  within 
twenty  feet  of  any  lot  line,  alley  line  or 
street  line,  having  a  complete  self-supporting 
steel  frame  consisting  of  wall  columns,  sup- 
porting steel  trusses,  with  steel  trusses  and 
steel  diagonals,  designed  to  resist  safely, 
within  the  safe  limits  of  stress  provided  by 
tills  chapter,  a  wind  pressure  of  twenty  pounds 
per  square  foot,  for  each  and  every  exterior 
surface  exposed  to  the  wind,  in  addition  to 
the  dead  weight  of  the  completed  structure, 
and  in  addition  to  the  live  load  of  100  pounds 
per  square  foot  provided  for  by  this  chapter, 
and  any  other  live  loads  which  may  be  im- 
posed on  such  structure,  may  have  exterior 
walls  measuring  not  less  than  one  and  one- 
third  inches  thick  of  metal  lath  or  metal 
f.nbric  plastered  on  both  sides  with  a  mortar 
consisting  only  of  Portland  cement  and  tor- 
pedo sand.  Complete  reinforced  concrete 
framework,  built  in  every  manner. equally  as 
strong  and  as   safe   as   provided   for   a   steel 
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frame,  in  this  section,  may  have  exterior 
walls  built  in  the  same  manner  of  the  same 
materials  and   of  the   same   thickness. 

(b)  The  enclosing  walls  of  buildings 
which  are  built  not  less  tlian  fifty  feet  from 
any  lot,  alley  or  street  line  may  be  con- 
structed of  corrugated  iron,  supported  on  a 
steel  frame  built  as  specified  in  this  section. 

455.     Building's       for       Bxplosives.)  (a) 

Buildings  for  the  storage  of  fireworks  and 
of  similar  substances  or  articles  of  an  ex- 
Ijlosive  nature  shall  have  walls  of  masonry 
construction,  sliall  not  exceed  one  story  in 
lieight,  shall  not  exceed  sixteen  hundred 
(1,600)  square  feet  in  area  unless  such 
building  is  divided  into  areas  of  sixteen 
hundred  (1,600)  square  feet  or  less  by  di- 
viding walls  the  construction  of  which  and 
tlie  equipment  of  openings  in  same  being  in 
compliance  with  the  requirements  of  Sec- 
tion 463  of  this  chapter.  The  roof  of  such 
building  may  be  constructed  of  wood  joists 
and  roof  boards  covered  with  incombustible 
material  or  of  wood  joists  covered  with 
sheet  metal  or  of  common  glass  set  in 
metal  frames,  but  in  every  case  at  least 
thirty  (30%)  per  cent  of  the  area  of  such 
roof  shall  be  constructed  of  common  glass 
and  metal  frames.  Such  buildings  shall  be 
situated  not  less  than  one  hundred  feet 
from  any  other  building  or  structure  and 
shall  be  situated  not  less  than  one  hundred 
feet  from  any  lot  line,  or  where  such  lot  line 
abuts  a  street,  alley  or  public  thoroughfare 
said  building  shall  be  situated  not  less  than 
one  hundred  feet  away  from  the  opposite 
side  of  such  street,  alley  or  public  thorough- 
fare. 

(b)  Buildings  erected  for  the  collection 
or  compression  of  acetylene  gas  at  a  pres- 
sure of  exceeding  fifteen  (15)  pounds  to  the 
square  inch  shall  be  of  fireproof  construc- 
tion throughout  and  shall  be  located  at  least 
two  hundred  and  fifty  feet  away  from  any 
other  building  or  structure  and  at  least  two 
hundred  and  fifty  feet  from  any  lot  line  and 
any   street,    alley   or   public    thoroughfare. 

456.     Bnilding-s  for  Housing  Motor  Driven 
Vehicles.)      (a)      Every  building  or  structure 
hereafter  erected  and  every  existing  building 
or    structure    hereafter    increased    in    size    or 
otherwise   altered    or    hereafter    converted    or 
used  for  the  purpose  of  housing  five  or  more 
self-propelled   vehicles   or   other  wheeled   ma- 
chines,     containing      in      the      tanks      thereof 
volatile  inflammable  liquid  for  fuel  or  power, 
and    all    adjoining    buildings    and    structures 
not    separated    therefrom    by    dividing    walls 
of  brick  or  concrete  extending  at  least  three 
feet   above   the   roof  and   having  openings,    if 
any.    protected    on    both    sides    by    approved 
automatic  fire  doors,  where  such  building  or 
structure    is    more    than    one    story    and    less 
than   four  stories   in   height  shall    be   of   fire- 
proof   construction    throughout,    or    shall    be 
equipped      throughout      with      an      automatic 
sprinkler  system.      "Where  any   such   building 
is    two    stories    or    less    in    height    and    com- 
plies  in   all   other   respects   with   the   require- 
ments    for     fireproof     construction     and     the 
second    floor    area    is    co-extensive    with    tlie 
area    of    the    building    and    without    openings 
other  than  for  stairs  and  elevators,  such  one 
or  two-story  building  as  aforesaid  may  have 
a   roof  of  ordinary,  slow-burning  or  mill  con- 
struction.      Where    any     such     building     two 
stories    or    less    in    height    has    a    mezzanine 
floor  or  floors   with   a    total   area   larger   than 
twentv  per  cent   of  the   area   of  the  building 
it  shall  be  considered  an   additional   floor  and 
that  part  or  those  parts  of  building  contain- 
ing   such    additional    floor    or    floors    shall    be 
separated     from     every    other     part    of    said 
building  by  a  wall  of  brick  or  concrete  built 
of   thickness   as   required   for  enclosing  walls 
by   the   provisions   of   this   chapter,    and   such 
parts    of   building    so    separated    by   such    di- 
viding  wall    shall    have   no   openings    In   their 
floors   from   storv    to   story   other   than    Is   re- 
quired   for    stairs    and    elevators.      The    open- 
"ngs    connecting   the   different   areas   of   such 
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buildings  shall  bo  protected  by  double  auto- 
matic tire  door  equipment.  Every  such 
building  or  structure  moi'e  than  three  stories 
in  height  shall  be  of  fireproof  construction 
tliroughout  and  sliall  be  eiiuipped  throughout 
with  an  automatic  sprinkler  system.  In  all 
such  buildings  more  than  two  stories  in 
height  all  window  openings,  except  in  walls 
that  adjoin  a  public  street  fifty  feet  or  more 
in  width,  shall  be  equipped  with  approved 
metal  frames  and  sash  glazed  with  wired 
glass.  Buildings  less  than  three  stories 
liigh  shall  comply  with  the  requirements  of 
Section  7S4  of  this  chapter.  All  floor  open- 
ings In  non-fireproof  buildings  -shall  be  en- 
closed in  walls  of  masonry  of  such  thickness 
as  required  by  the  provisions  of  this  chap- 
ter and  -shall  extend  from  the  ground 
through  the  roof  of  the  building;  in  fire- 
proof buildings,  all  elevator  shafts  and  other 
vertical  shafts  except  stairways  shall  be 
enclosed  in  every  story  with  walls  of  brick, 
tile,  iilain  or  reinforced  concrete  at  least 
eight  inches  thick,  all  stairways  shall  be 
enclosed  in  every  story  witli  walls  of  brick, 
tile  or  reinforced  concrete  at  least  four 
inches  thick  and  all  openings  in  such  en- 
closing walls  shall  be  eciuipped  with  ap- 
proved automatic  or  self-closing  fire  doors. 
There  shall  be  no  basement  in  any  such 
building,  except  for  boiler  room  purposes, 
unless  such  building,  including  the  roof  and 
the  protection  of  the  roof  beams  and  roof 
girders,  is  of  fireproof  construction  through- 
out and  is  equipped  throughout  with  an  au- 
tomatic sprinkler  system,  and  with  no  floor 
openings  between  the  basement  and  other 
floors,  except  for  stairs  and  elevators,  and 
such  openings  shall  be  enclosed  in  both  the 
basement  and  Hrst  floor  by  walls  of  brick  or 
concrete  at  least  eight  inches  thick  or  of 
Hreproof  tile  at  least  twelve  inches  thick  and 
equipped  with  doors  as  hereinbefore  speci- 
fied. There  shall  be  no  openings  from  the 
boiler  room  except  to  the  outside  of  the 
building.  Where  such  building  is  on  a  lot 
that  adjoins  two  streets  or  a  street  and  an 
alley  whose  established  grades  are  not  at 
the  same  elevation  the  story  whose  floor  is 
higher  than  two  feet  below  the  lower  of 
these  grades  shall,  for  the  purpose  of  this 
section,  be  deemed  the  first  story  of  said 
building.  , 

(b)  Every  building,  structure  or  place 
not  now  used  for  the  housing  of  four  or  less 
vehicles  containing  volatile  Inflammable 
liquid  In  the  tanks  thereof  but  hereafter 
converted  to  such  use,  and  every  building 
or  structure  hereafter  erected  for  the  hous- 
ing of  four  or  less  such  vehicles,  where  so 
used,  must  be  occupied  and  used  exclusively 
for  such  purposes  under  the  following  con- 
'Jitions  and  with  the  exceptions  hereinafter 
noted: 

Frame  sheds  or  buildings  may  be  so  used 
If  such  shed  stands  at  least  five  feet  fiom 
every  other  building  or  structure  on  the 
same  lot  or  plot  of  ground;  provided,  how- 
ever, tliat  in  frame  buildings  used  exclusive- 
l.v  for  Class  I  purposes  a  portion  of  such 
building  may  be  so  ussd  if  the  part  so  oc- 
cupied is  separated  from  all  other  parts  of 
the  building  by  a  brick  dividing  wall  extend- 
ing throe  feet  above  the  highest  point  of  the 
roof,  and  in  such  dividing  wall  nil  openings, 
if  there  are  any,  shall  be  equipped  with  stan- 
dard automatic  or  self-closing  fire  doors  on 
each   side  of  the  wall. 

Brick  buildings  with  roof  of  ordinary  con- 
struction may  be  so  used  if  they  are  located 
three  feet  or  more  from  every  other  build- 
ing or  structure  upon  the  same  lot  or  plot 
of  ground.  In  buildings  of  ordinary,  slow- 
burning  or  mill  construction  used  exclusive- 
ly for  Class  I  purposes,  four  or  less  such 
vehicles  may  be  housed  provided  that  part 
of  the  building  so  occupied  is  separated 
from  all  other  parts  of  such  building  by  a 
brick  wall  extending  three  feet  above  the 
highest  point  of  the  roof  and  in  which  the 
openings,   if  any,  are  equipped  with  approved 


autoniniic  or  self-closing  fire  doors  on  each 
side  tlieruof.  If  s:ich  building  is  more  than 
one  story  high  in  lieu  of  extending  herein- 
before required  wall  through  the  upper 
stories  and  through  the  roof  as  described, 
the  floor  system  immediately  above  space  in 
which  such  vehicles  are  kept  may  be  built 
of  fireproof  construction  connecting  with 
wall  separating  such  space  from  other  parts 
of  the  building  and  which  is  carried  through 
the  story  so  occupied  by  such  vehicles. 

Brick  buildings  with  a  roof  of  fireproof 
construction  may  be  so  used  and  may  ad- 
join any  otlier  building  or  structure,  but  no 
openings  shall  connect  the  same  with  any 
building  other  than  a  building  of  Class  I. 

Buildings  containing  not  to  exceed  one  liv- 
ing apartment  and  in  which  four  or  less 
vehicles  containing  volatile  Inflammable 
liquid  are  housed,  must  have  brick  or  mason- 
ry walls  and  not  exceed  two  stories  in 
height.  The  floor  of  the  second  story  shall 
be  of  fireproof  construction  throughout  or  if 
of  combustible  material  shall  be  protected 
on  the  underside  for  the  entire  area  of  such 
floor  by  two  complete  coverings  of  metal 
lath  and  fire-resisting  plaster  applied  sepa- 
rately. There  shall  be  two  stairways  from 
said  apartment  to  the  ground  placed  as  far 
apart  as  practicable,  one  of  such  stairways 
may  be  an  outside  stairway.  The  interior 
stairway  or  stairways  shall  be  enclosed  on 
the  first  floor  by  partitions  of  four-inch  tile 
or  partitions  of  metal  lath  and  plaster  on 
metal  studding  In  such  a  manner  that  exit 
by  means  of  the  stairway  shall  be  direct  to 
the  outside  of  building,  and  there  shall  he 
no  doorways  or  other  openings  from  en- 
closure containing  such  stairway  into  the 
first    story. 

457.       Building's       for       Smokingr       Meats.) 

Buildings  or  structures  for  the  purpose 
of  smoking  meats  or  fish  shall  have  brick 
walls  and  shall  have  a  roof  of  fireproof 
construction.  No  combustible  material  shall 
be  used  in  the  erection  of  such  building. 
Where  smoke  houses  are  built  inside  of 
anotlier  building,  they  shall  be  constructed 
entirely  of  metal  or  have  brick  walls  with 
a  fireproof  roof  or  ceiling  and  no  combusti- 
ble material  shall  be  used  in  their  con- 
struction. 

4r)8.  Building's  for  Dry  Cleaning'.)  Build- 
ings in  which  machinery  and  equipment  is 
in.stalled  for  the  purpose  of  dry  cleaning 
shall  stand  at  least  fifty  feet  from  any 
lot  line  and  not  nearer  than  fifty  feet  to 
the  nearest  point  of  approach  of  any  other 
buildings  or  structure  upon  the  same  lot. 
Such  buildings  shall  be  of  fireproof  con- 
struction, sliall  not  be  over  two  stories  in 
lieight  and  shall  have  no  basement  or  attic. 
Walls  shall  be  at  least  twelve  inches  thick. 
All  window  openings  in  outside  walls  shall 
be  equipped  with  approved  metal  frames, 
metal  sash  and  wired  glass.  All  exterior 
and  interior  door  openings  shall  be  eciuipped 
with  an  approved  three-ply  laminated 
door  covered  with  sheet  metal  or  its  equiv'a- 
lent  in  firo-resisting  quality.  There  shall  be 
no  floor  openings  except  for  one  interior 
stairway  and  said  stairway  shall  be  enclosed 
upon  the  first  floor  in  such  a  manner  as  to 
give  direct  exit  from  stair  and  stair  hall  to 
the  outside  without  any  doorway  or  other 
opening  from  stair  or  stair  hall  to  first  story 
of  building.  An  additional  outside  metallic 
stairway  or  additional  stairways  at  least 
throe  feet  wide  shall  also  be  provided.  The 
boiler  shall  be  located  in  a  separate  build- 
ing and  so  situated  that  the  line  of  travel 
for  gasos  between  any  opening  in  boiler 
room  and  the  opening  in  the  dry  cleaninR 
or  dry  room  shall  be  not  less  than  twenty 
feet.  Such  dry  cleaning  and  dry  room  shall 
be  provided  with  vent  holes  at  the  floor  line 
not  less  than  sixteen  square  inches  in  area, 
at   least   six    feet   apart, 

459.     Buildings  for  Motion  Picture  Pilms.) 
Buildings    for    the    storage    of    more    than 
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two  thousand  (2000)  feet  of  motion  picture 
films,  or  buildings  in  which  more  tlian  two 
thousand  (2000)  feet  of  motion  picture  films 
are  stored  sliall  be  of  ordinary,  slow-burning, 
mill  or  fireproof  construction  and  not  moib 
than  two  stories  high,  unless  of  fireproof 
construction.  In  all  buildings  in  whi'.-h  mo- 
tion picture  films  are  stored  all  elevators 
and  stairs  shall  be  enclosed  in  all  stories 
where  such  film  storage  occurs,  and  in  all 
stories  above  such  stories  where  motion  pic- 
ture films  are  stored.  In  buildings  of  or- 
dinary construction  such  stair  and  elevator 
enclosure  shall  be  of  bricli  walls  at  least 
twelve  (12)  inches  thick  supported  on  the 
ground  or  upon  fire-proofed  structural  steel. 
In  fireproof  buildings  all  elevators  and  stairs 
shall  bo  enclosed  with  brick  walls  at  leasi 
eight  (8)  inches  thick,  or  with  reinforced 
concrete  or  with  fireproof  tile  at  least  four 
(4)    inches  thick. 

Vaults  for  the  storage  of  motion  picture 
films  in  non-fireproof  buildings  shall  be  of 
brick  or  of  reinforced  concrete  at  least  twelve 
(12)  inches  thick.  The  floors  and  tops  ol 
such  vaults  shall  be  of  brick  or  of  concrete 
01  of  reinforced  hollow  tile  at  least  twelve 
(12)  inches  thick,  or  of  reinforced  concrete 
at  least  eight  (8)  inches  thick.  In  fireproof 
buildings  vault  walls  shall  be  of  either  fire- 
proof tile,  brick,  concrete  or  reinforced  con- 
crete. The  floors  and  tops  shall  be  of  brick 
ur  of  concrete  at  least  twelve  (12)  inches 
iliiclv,  or  of  reinforced  concrete  at  least  eight 
(N)  inches  thick,  or  of  fireproof  tile  or  of  rein- 
fi.rced  hollow  tile  at  least  ten  (10)  inches 
thick.  The  thickness  of  vault  walls  shall 
be  the  same  as  herein  specified  for  floors  and 
tups  where  the  same  material  is  used  for 
their  construction,  except  that  walls  of  flre- 
pioof  tile  shall  be  at  least  twelve  (12)  inches 
thick. 

The   vent   flues  for  vaults  shall   be  of   the 
.same   construction   as   is    required   for   smoke 
flues    of    the    same    area    for    such    buildings. 
In    fireproof    buildings    such    vent    flues    may 
have  walls  at  least  four   (4)    inches  thick  of 
stone     or     gravel     concrete     reinforced     with 
three-eighths      (%)      inch      diameter      round 
steel  rods.     Rods  shall  be  set  both  vertically 
and     horizontally,     shall     be     spaced     twelve 
(12)   inches  on  centers  where  set  horizontally 
and  shall  be  spaced  eighteen    (18)    inches  on 
centers   where   set    vertically.      Or    the   walls 
may  be  four   (4)   inches   thick  of  hollow  clay 
tile    set   with    the   voids   vertical   and   having 
all  voids  filled  with  stone  or  gravel  concrete 
and  with  all  joints  filled  with  cement  mortar 
and    have    metal    bands    at    least    one-fourth 
(1,4)    inch    thick    by    one    (1)    inch    wide    em- 
bedded   within    the    horizontal    joints    en    all 
-sides    of    the    flue    at    intervals    of    not    less 
than  four    (4)    feet  in   height  such  bands  be- 
ing secured   to   metal   plates   four   (4)    inches 
sfiuare  and  one-fourth   (Vi)   inch  thick  placed 
flat   against    the   outside    face   of   the   tile,   or 
bands    shall    be    secured    to    each    other    in    a 
manner    to    effectually    prevent   walls    of    the 
fine  from   spreading  when   subjected  to  heat. 
Where   two   or   more   flues   are   built  together 
the   bands   may   extend   from   outside   to   out- 
side of   the   group   or  be   arranged   in   such   a 
manner  as  to  effectually  prevent  the  spread- 
ing   of    the    walls    of    any    flue    witliin    the 
group.      Where    tile    is    used    for    flues    the 
exterior   walls   of  detached   flues   or   the  out- 
side walls  of  a  group   of  flues  shall   be  cov- 
ered   with    two    coats    of    cement    plaster    on 
wire    lath    brought   close    to   the   intersecting 
walls,    floors    and    ceiling.      Above    the    roof 
level    tile    walls    shall    be    encased    with    four 
(4)    inches    of    brick    laid    in    cement   mortar. 
V^ent    flues    for    vaults   which    are    located    in 
(lie  top  story  of  a  fireproof  building  may  be 
rr.nstructed    of    No.     14     U.     S.    gauge    metal 
from  the  vault  connection  to  the  termination 
of   the   flue,    and   all   that   portion   of   the    flue 
which   is  within   the  building  and   all   that   is 
not  more  than  eighteen   (18)  inches  above  the 
roof  shall  have  a  coating  of  asbestos  plaster 


at  least  two  (2)  inches  thick  covered  with  two 
coats  of  cement  plaster  on  metal  lath.  Such 
otlier  construction  of  vent  flues  will  be  per- 
mitted as  will  meet  with  tiie  approval  of  a 
Board  consisting  of  tlie  Commissioner  of 
Buildings  and  the  Cliief  of  Fire  Prevention 
and  Public  Safety  and  shall  be  regarded  by 
such  board  as  being  equal  in  character  and 
fire-resisting   qualities    to    the    foregoing. 

In  buildings  of  fireproof  construction 
rooms  for  examining  and  for  repairing  mo- 
tion picture  films  shall  be  enclosed  in  par- 
titions of  fireproof  or  incombustible  material 
at  least  four    (4)    inclies  thick. 

In  buildings  of  fireproof  construction 
rooms  used  for  receiving,  distributing  or  the 
sliipping  of  motion  picture  films  shall  ba 
enclosed  in  partitions  or  walls  of  brick  or 
concrete  or  fireproof  tile  at  least  eight  (8) 
inches  thick,  or  of  reinforced  concrete  at 
least  six    (6)   inches  thick. 

Sucli  partitions  and  the  enclosing  walls 
of  such  rooms,  except  where  they  face  upon 
a  public  street  at  least  fifty  (50)  feet  wide, 
shall  have  window  openings  in  same 
equipped  with  approved  metal  frames  and 
sash  and  glazed  with  wired  glass,  and  all 
door  openings  shall  be  equipped  with  ap- 
proved single  automatic-closing  fire  doors. 
In  non-fireproof  buildings  in  addition  to 
all  of  the  above  requirements,  the  floors  and 
ceilings  of  such  rooms  or  compartments 
must  be  of  fireproof  construction  as  defined 
in   this  chapter. 

4  60.  Door  Openingfs — Revolving'  Soors.) 
(a)  The  aggregate  width  of  door  open- 
ings at  or  approximately  at  the  street  level 
in  buildings  of  Class  I  shall  be  equal  to  the 
aggregate  width  of  stairways,  as  specified 
in  Section  878  of  this  chapter  for  buildings 
of  Class  I.  Where  locks  are  used  on  exit 
doors  or  on  doors  or  gates  leading  to  hall- 
ways or  stairways  which  lead  to  exit  doors 
they  shall  be  so  arranged  that  the  door  or 
gate  may  be  opened  from  tlie  inside  without 
the  use  of  a  key.  Where  locks  are  used  on 
automatic  fire  doors  in  stair  shafts  of  build- 
ings in  which  approved  sprinkler  systems  are 
installed,  said  doors  may  contain  just  above 
the  locking  device  a  fire-resisting  glass  panel 
containing  not  less  than  81  square  inches  nor 
more  than  450  square  inches  of  exposed  fire- 
resisting  glass.  In  every  building  of  this 
class  every  door  to  an  exit  which  is  a  means 
of  egress  for  twenty  or  more  persons  shall 
open  outward,  and  every  door  which  is  a 
means  of  exit  from  any  floor  above  the  first, 
shall  open  outwardly  from  the  space  or  hall- 
way in  which  the  stairway  from  such  up- 
per fioor  is  located.  A  door  or  doors  when 
open  shall  not  project  over  a  public  side- 
walk  or  public   space. 

(b)  Revolving  doors  shall  not  be  In- 
stalled in  any  door  opening  of  any  building 
unless  the  revolving  wings  of  such  revolv- 
ing doors  are  so  arranged  that,  by  the  ap- 
plication of  a  force  slightly  more  than  is 
necessary  to  revolve  said  doors  and  whicli 
one  person  of  ordinary  strength  'is  capable 
of  exerting,  all  the  wings  of  said  door  fold 
flat  on  each  other  and  in  an  outward  direc- 
tion, or  unless  the  revolving  wings  of  said 
revolving  doors  are  so  arranged  that  they 
may  be  readily  collapsed  or  removed  by 
pressure  or  simple  mechanical  means,  to  be 
approved  by  the  Commissioner  of  Buildings, 
and  leave  sufficient  opening  for  ,two  or 
more  persons  to  pass  through  with  a  mini- 
mum width  of  not  less  than  twenty-two 
inches  on  each  side  of  said  collapsed  doors. 
Where  revolving  doors  are  used  as  exits 
they  shall  bo  credited  as  exits  only  to  the 
extent  of  the  clear  space  remaining  when 
the  doors  are  collapsed  and  all  deficiency  of 
required  exits  must  be  made  up  by  addition- 
al doors. 

461.  Existing-  Buildings  of  Class  I  —  In- 
creasing Height  of.)  In  all  cases  where 
buildnigs  of  Class  I  of  ordinary  construc- 
tion   built    prior    to    March    13,    1911,    are    to 
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be  increased  in  height  above  the  height  of 
fifty  feet,  or  of  mill  or  slow-burning  con- 
struction above  the  height  of  ninety  feet, 
the  additional  parts  of  such  buildings  shall 
be  constructed  as  herein  provided  for  build- 
ings over  fifty  feet  in  height  or  over  ninety 
feet  in  height,  respectively,  and  said  addi- 
tional parts  shall  be  made  to  conform  in  all 
respects  to  the  requirements  for  buildings 
of  this  class  more  than  fifty  feet  in  height 
or  more  than  ninety  feet  in  height,  respec- 
tively, before  it  shall  be  lawful  to  occupy 
them. 

462.  Pire  Walls.)  (a)  Buildings  occu- 
pied by  more  than  one  person,  firm  or  cor- 
poration, or  for  more  than  one  business  en- 
terprise conducted  by  the  same  person,  firm 
or  corporation.  In  separate  enclosures  on  any 
one  floor,  shall  have  a  brick  dividing  wall 
for  every  fifty  feet  of  street  frontage,  if 
of  ordinary  construction,  or  for  every  eighty 
feet  of  street  frontage,  if  of  slow-burning 
or  mill  construction,  and  such  dividing  walls 
shall  extend  from  the  front  to  the  rear  wall 
and  such  dividing  walls  and  the  doors  there- 
in shall  be  built  in  accordance  with  the  pro- 
visions of  Section  789  of  this  chapter. 

(b)  All  of  the  partitions  between  the 
parts  of  such  buildings  occupied  by  differ- 
ent persons,  firms  or  corporations,  shall  be 
built  of  Incombustible  material  from  the 
floor  to  the  floor  boards  or  roof  boards  next 
above   such    story   or   stories   so   occupied. 

(c)  Only  metal  framed  windows  glazed 
with  one-quarter  inch  thick  wire  glass  may 
be    used   in   such   partitions. 

463.  Dividing'      Walls — When      Required.) 

(a)  Dividing  walls  will  be  required  in 
buildings  of  Class   I  as  follows: 

(b)  Every  building  of  ordinary  construc- 
tion having  a  greater  area  than  9,000  square 
feet  shall  bo  divided  into  areas  of  9,000 
square  feet  or  less  by  dividing  walls;  pro- 
vided, however,  that  buildings  of  ordinary 
construction  more  than  one  story  in  height 
and  having  in  addition  to  the  requirements 
of  this  ordinance  relating  to  buildings  of 
ordinary  construction  with  areas  not  greater 
than  9,000  square  feet,  a  frontage  on  at  least 
two  public  thoroughfares,  and  having  all 
stairways  and  elevator  shafts  and  other 
floor  openings  enclosed  with  brick  masonry 
walls  with  all  openings  in  same  protected 
with  approved  automatic  fire  doors  and  all 
stair  halls  at  street  or  ground  level  so  con- 
structed as  to  open  directly  or  through  a 
fireproof  tunnel  to  a  street  or  public  alley 
and  equipped  throughout  on  all  floors  and 
basement  with  an  automatic  sprinkler  sys- 
tem meeting  with  the  approval  of  the  Chief 
of  Fire  Prevention  and  Public  Safety  may  be 
built  with  an  area  of  12,000  square  feet  but 
if  of  greater  area  shall  be  divided  into  areas 
of  12,000  square  feet  or  less  by  dividing 
walls. 

(c)  Every  building  of  slow-burning  or 
mill  construction  more  than  one  story  in 
height  having  greater  area  than  12,000  square 
feet,  shall  be  divided  into  areas  of  12,000 
square  feet  or  less  by  dividing  walls;  pro- 
vided, however,  that  buildings  of  slow-burn- 
ing or  mill  construction  more  than  one  story 
in  height  and  having  in  addition  to  the  re- 
quirements of  this  ordinance  relating  to 
buildings  of  slow-burning  and  mill  construc- 
tion having  areas  not  greater  than  12,000 
square  feet,  a  frontage  on  at  least  two  public 
thoroughfares,  and  having  all  stairways  and 
elevator  shafts  and  other  floor  openings  en- 
closed with  brick  masonry  walls  with  all 
openings  in  same  protected  with  approved 
automatic  flre  doors  and  all  stairhalls  at 
street  or  ground  level  so  constructed  as  to 
open  directly  or  through  a  fireproof  tunnel 
to  a  street  or  public  alley  and  equipped 
throughout  on  all  floors  and  basement  with 
an  automatic  sprinkler  system  meeting  with 
the  approval  of  the  Chief  of  Fire  Prevention 
and  Public   Safety,   may   be  built   of   an   area 


of  16,000  square  feet,  if  of  greater  area  shall 
be  divided  into  areas  of  16,000  square  feet 
or  less  by  dividing  walls. 

(d)  Every  fireproof  building  more  than 
two  stories  in  height  and  having  greater  area 
than  30,000  square  feet,  shall  be  divided  into 
areas  of  30,000  square  feet  or  less  by  di- 
viding  walls. 

(e)  Where  dividing  walls  are  required 
in  any  of  the  above  mentioned  buildings, 
such  building  shall  be  subdivided  by  brick 
walls,  built  of  the  thickness  given  in  the 
table  for  the  thickness  of  enclosing  walls 
and  all  doors  or  other  openings  in  such  walls 
shall  have  at  each  side  of  the  same,  iron 
doors,  tin  clad  doors  or  shutters,  as  de- 
scribed in  Section  789  of  this  chapter,  and 
said  buildings  as  subdivided  shall  be  pro- 
vided with  stairs  and  fire  escapes  the  same 
as  hereinafter  required;  provided,  however, 
that  one-story  buildings  of  ordinary  mill 
or  slow-burning  construction  and  two- 
story  buildings  of  fireproof  construc- 
tion of  any  size  when  used  as  one  store, 
room  or  workshop  and  occupied  by  only  one 
person,  firm  or  corporation,  may  be  erected 
without  any  dividing  walls. 

464.  Display  of  Placard — Indicating*  Ploor 
Strength. — Pee.)  (a)  It  shall  be  the  duty  of 
the  owner  of  every  building  of  Class  I  now 
in  existence  or  hereafter  erected,  or  of  his 
agent,  or  of  the  occupant,  or  person  in 
possession,  charge  or  control  of  same,  to 
affix  and  display  conspicuously  on  each  floor 
of  such  building,  a  placard,  stating  the  uni- 
formly distributed  load  per  square  foot  of 
floor  surface,  whicli  may  with  safety  be 
applied  to  that  particular  floor,  as  provided 
by  this  chapter,  or  if  the  strength  of  dif- 
ferent parts  of  any  floor  varies,  then  there 
shall  be  such  placards  for  each  varying  part 
of  such  floor.  It  shall  be  unlawful  to  load 
any  such  floors  or  any  part  thereof  to  a 
greater  extent  than  the  loads  indicated  upon 
such   placards. 

(b)  It  shall  be  the  duty  of  the  occupants 
of  such  buildings  to  maintain  such  placards 
during  their  occupation  of  the  premises  and 
it  shall  be  the  duty  of  the  owners  of  build- 
ings, or  their  agents,  to  cause  the  same  to  be 
pioperly  affixed  with  each  change  of  occupa- 
tion. It  shall  be  the  duty  of  the  owner,  agent 
or  lessee  of  each  such  building,  now  in  exist- 
ence, or  hereafter  erected,  to  procure  and  sub- 
mit evidence  of  the  correctness  of  the  figures 
on  sucli  placards  to  the  Commis-sloner  of 
Buildings.  Whenever  such  evidence  as  to 
the  correctness  of  the  figures  shall  be  satis- 
factory to  the  Commissioner  of  Buildings,  he 
shall  approve  such  placards.  Such  placards 
so  approved  by  the  Commissioner  of  Build- 
ings shall  then  be  affixed  upon  the  respective 
floors  of  the  different  buildings.  The  calcu- 
lations and  loads  shall  be  in  accordance  with 
the    provisions    of    this    chapter. 

(c)  It  shall  be  the  duty  of  the  owner, 
agent  or  lessee  to  pay  to  the  City  Collector 
a  fee  amounting  to  five  dollars  for  each  ten 
thousand  square  feet  of  floor  area  or  less, 
for  more  than  ten  thousand  square  feet  of 
floor  area  and  not  to  exceed  fifty  thousand 
square  feet  of  floor  area  ten  dollars,  for  each 
additional  flfty  thousand  square  feet  of  floor 
area  in  excess  of  the  flrst  flfty  thousand 
square  feet  of  floor  area  ten  dollars  addi- 
tional, and  for  issuing  new  placards  in  place 
of  lost  placards,  the  fee  shall  be  for  ten 
thousand  square  feet  or  less  two  dollars;  for 
more  than  ten  thousand  square  feet,  flve  dol- 
lars. For  the  purpose  of  determining  the 
amount  of  the  fee  herein  required  to  be  paid, 
every  part  of  a  structure  separated  by  di- 
viding walls  as  required  by  Section  463  of 
this  chapter  shall  be  considered  as  a  separate 
building. 

46.5.     ]Oive    Iicads    for   Ploors.)      The   floors 

of  all  buildings  of  Claf;s  I  hereafter  erected 
shall  be  designeii  and  constructed  In  such 
a    manner    as    to    be    capable    of    bearing,    In 
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addition  to  the  welglit  of  floor  construction, 
partitions,  permanent  fixtures  and  mechan- 
isms that  may  be  set  upon  the  same,  a  live 
load  of  one  hundred  pounds  for  every  square 
foot  of  surface,  and  the  strength  of  such 
building  shall  be  Increased  above  the  capac- 
ity to  carry  such  a  live  load  of  one  hundred 
pounds  per  square  foot  of  floor  surface,  when 
the  uses  to  which  such  building,  or  part 
thereof.  Is  to  be  applied,  involve  greater 
stress.  The  calculations  and  loads  shall  be 
In  accordance  with  the  provisions  of  this 
chapter.  In  every  building  of  Class  I  now 
constructed  and  in  use,  whenever  it  shall  be 
found  by  the  Commissioner  of  Buildings 
that  the  floors  of  same,  or  any  part  or  parts 
thereof,  are  not  capable  of  bearing,  in  addi- 
tion to  the  weight  of  the  floor  construction, 
partitions,  permanent  fixtures  and  mechan- 
isms that  may  be  upon  the  same,  a  live 
load  of  forty  pounds  for  every  square  foot 
of  surface,  he  shall  condemn  the  same  and 
order  such  floor  or  floors  to  be  repaired  or 
reconstructed  within  a  reasonable  time  by 
the  owner  or  occupant  thereof,  and  shall 
proceed  in  the  manner  prescribed  in  -sections 
402  and  403  of  this  chapter,  and  in  such  case 
It  shall  be  .unlawful  for  the  owner  or  oc- 
cupant to  continue  to  use  such  building  until 
the  said  floors  shall  be  repaired  or  recon- 
structed in  accordance  herewith. 

466.  Elevator  Building's.)  Elevator  build- 
ings intended  solely  for  the  receipt,  storage 
and  delivery  of  grain  in  bulk,  shall  be  of  fire- 
proof construction  as  described  In  this  chap- 
ter. 

ARTICLE  V. 

Class  II. 

467.  Class  II  Defined.)  (a)  In  Class  II 
■hall  be  included  every  building  referred  to 
in  subdivisions  herein  designated  as  Class 
Ila,  Class  lib  and  Class  lie. 

(b)  In  Class  Ila  shall  be  included  every 
building  used  for  office  purposes,  and  also 
every  building  used  for  clubhouse  purposes 
where  sleeping  accommodations  are  pro- 
vided for  less   than   twenty  persons. 

(c)  In  Class  lib  shall  be  included  every 
building  used  for  hotel,  club,  lodging  or 
rooming  house  purposes  where  such  build- 
ing has  sleeping  accommodations  for  twen- 
ty or  more  persons. 

(d)  In  Class  lie  shall  be  included  every 
building  used  for  a  hospital  where  sleeping 
accommodations  for  more  than  ten  persons 
are  provided  in  such  building,  and  every 
building  used  for  a  home,  day  nursery  or 
asylum  where  any  such  building  shall  have 
accommodations  for  more  than  twenty  per- 
sons or  where  more  than  ten  bedriddt-n  or 
decrepit  persons  are  housed,  and  every  build- 
ing used  for  a  jail,  house  of  correction  or 
detention. 

468.  ICast  Comply  with  General  and 
Special  Provisions.)  Every  building  of 
Class  II  shall  comply  with  the  general  pro- 
visions of  this  chapter,  and  in  addition  to 
the  general  provisions  shall  comply  with 
the   following   special   provisions: 

469.  l^oad  Bearing-  Capacity  of  Ploors  in 
Building's  of  Class  H — Doors  and  Door  Open- 
ings, KecLuirements  for.)  (a)  For  all  buildings 
of  Class  II  the  floors  shall  be  designed  and 
constructed  in  such  a  manner  as  to  be 
capable  of  bearing  in  all  their  parts,  in 
addition  to  the  weight  of  floor  construction, 
partitions,  permanent  fixtures  and  mechan- 
isms that  may  be  set  upon  the  same,  a  live 
load  of  fifty  pounds  per  square  foot  of  sur- 
face, and  such  floor  bearing  capacity  shall 
be  computed  in  accordance  with  the  pro- 
visions of  this  chapter. 

(b)  The  aggregate  width  of  door  openings 
at,  or  approximately  at  the  street  level  in 
buildings  of  Class  II  shall  be  equal  to  the 
aggregate  width  of  stairways  as  specified  in 
Sections  878,   879  and  880  of  this  chapter  for 


buildings  of  Class  II.  Revolving  doors  may 
be  installed  in  door  openings  of  any  building 
of  Class  Ila  and  Class  lib  where  the  re- 
volving wings  of  such  revolving  doors  are 
so  arranged  that,  by  the  application  of  a 
force  more  than  is  necessary  to  revolve  said 
doors  and  which  one  person  of  ordinary 
strength  is  capable  of  exerting,  all  the  wings 
of  said  door  fold  flat  on  each  other  and  in 
an  outward  direction,  or  unless  the  revolving 
wings  of  said  revolving  doors  are  so  arranged 
that  they  may  be  readily  collapsed  or  re- 
moved by  pressure  or  simple  mechanical 
means,  to  be  approved  by  the  Commissioner 
of  Buildings,  and  leave  sufficient  opening  for 
two  or  more  persons  to  pass  through  with  a 
minimum  width  of  not  less  than  twenty-two 
Indies  on  each  side  of  said  collapsed  doors. 

Where  revolving  doors  are  used  as  exits 
they  shall  be  credited  as  exits  only  to  the 
extent  of  the  clear  space  remaining  when  the 
doors  are  collapsed,  and  all  deficiency  of  re- 
quired exits  must  be  made  up  by  additional 
doors. 

470.  Windows  and  Mechanical  Ventila- 
tion.) (a)  In  every  building  hereaftei 
erected  for  or  converted  to  the  purposes  ol 
this  class,  courts  shall  be  of  the  minimum 
widths  and  areas  prescribed  in  Section  64  4 
of  this  chapter,  and  vent  shafts  as  defined 
in  Section  634  of  this  chapter,  shall  be  of  the 
following    minimum    width    and    areas: 

Height    of                         Least  Width  Square 

Shaft.                                   in  Feet.  Feet. 

1  story     3  21 

2  stories     3  22  Ms 

3  stories     3  27 

4  stories     3  36 

5  stories     5  48 

6  stories      6  72 

7  stories      8  96 

8  or  more  stories 8  120 

(b)  In  every  building  hereafter  erected 
for  or  converted  to  the  purposes  of  this 
class,  every  room  used  as  a  private  sitting 
room  or  as  a  sleeping  room,  shall  have  at 
least  one  window  which  opens  directly  upon 
a  street,  alley,  yard  or  court.  The  total  glass 
area  of  such  window  or  windows  opening 
directly  upon  a  street,  alley,  yard  or  court 
shall  be  not  less  than  one-tenth  of  tlie  floor 
area  of  such  room.  The  top  of  at  least  one 
such  window  shall  be  at  least  seven  feet 
above  the  floor  and  at  least  the  upper  half 
of  such  window  shall  be  capable  of  being 
opened.  No  such  window  shall  have  a  glass 
area  of  less  than  ten  square  feet  unless  it 
be  a  window  in  excess  of  the  one-tenth  of 
the  floor  area  as  required  by  this  paragraph. 
Provided  that  sleeping  cells  in  prisons,  jails, 
police  stations  and  houses  of  detention  need 
not  have  each  a  window  opening  directly  on 
a  street,  alley,  yard  or  court  if  such  cells  are 
in  a  cell  block  which  has  windows  with  a 
glass  area  equal  to  one-fourth  of  the  floor 
area  of  such  block  and  arranged  so  that  each 
window  may  be  opened  for  one-half  of  its 
area,  and  provided  further  that  such  cell 
block  and  cells  shall  be  equipped  with  a  sys- 
tem of  mechanical  ventilation  approved  by 
tlie  Commissioner  of  Health. 

(c)  In  every  building  hereafter  erectetl 
for  or  converted  to  the  purposes  of  this 
class,  every  pantry,  bath  room  and  water 
closet  and  urinal  compartment  shall  have  at 
least  one  window  which  opens  directly  upon 
a  street,  alley,  yard,  court  or  vent  shaft; 
the  total  glass  area  of  such  window  or  win- 
dows opening  directly  upon  a  street,  alley, 
yard,  court  or  vent  shaft  shall  be  not  less 
than  one-tenth  of  the  floor  area  of  such 
room  or  compartment.  The  top  of  at  least 
one  such  window  shall  be  at  least  seven 
feet  above  the  floor  and  at  least  the  upper 
half  of  such  window  shall  be  capable  of  be- 
ing opened:  and  no  such  window  shall  have 
a  glass  area  of  less  than  six  square  feet  or 
a  glass  width  of  less  than  one  foot;  pro- 
vided,  however,   that  such  room  or  compart- 
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ment,  if  located  in  the  upper  story  of  any 
such  building,  may  be  lighted  and  ventilated 
by  means  of  a  skylight  having  a  glass  area 
equal  to  one-tenth  of  the  floor  area  of  the 
room  it  serves  and  be  equipped  with  an  ef- 
ficient ventilator  or  ventilators  equal  in  ef- 
fective area  to  one-twentieth  of  the  floor 
area  of  such  room;  and  provided  furtlier, 
that  any  such  room  or  compartment  in  a 
building  used  for  office,  club,  hospital  or  hotel 
purposes,  in  lieu  of  such  window  or  windows. 


may  be  ventilated  by  an  approved  mechani- 
cal ventilation  system  which  shall  effect  at 
least  six  complete  changes  of  air  per  hour, 
(d)  In  every  building  hereafter  erected 
for  or  converted  to  office,  hotel  or  club  pur- 
poses, every  room,  except  a  room  used  as  a 
bakery,  which  is  below  street  grade  and 
which  is  frequented  by  the  public  or  in 
which  there  are  regularly  employed  five  or 
more  persons,  shall  be  ventilated  by  an  ap- 
proved  mechanical   ventilating  system   which 
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Detail  of    5a5M 


Pig-.   2. 
WINDOWS. 

Sections    470b,    476,    488,     650,    677,    678,    784,    788. 


(A) 
(B) 
(C) 
(D) 


Where    measurement    of    glass    is    taken. 
Top    of    window. 
One-half    of     window. 

Detail   of   sash    showing   where    (A)    is    taken, 
under   ordinar.v   conditions. 

Area   of   glass   would   he    (A  x   A). 
Total   area   would   be   summation   of   all    (A   x   A). 
Windows     to     be     constructed     so     that     upi)er     half 
(C)     can    be    opened. 

(E)      If  E   is  less   than    15   ft.    wide,   metal   frames 
and    wire    glass    to    be    used :    and    the    glazed    portion 


of  tranies  to  be  set  with  fire  resisting  glass,  as  pro- 
vided   in    ordinance.      (Sec.    784). 

(F»  If  F  Is  less  than  30  ft.,  metal  frames  and 
wire  gla.'^s  to  be  used ;  and  the  glazed  portion  of 
frames  to  be  set  with  fire  resisting  glass,  as  pro- 
vided   in    ordinance.      (Sec.    784). 

For  exceptions  where  steel  rolling  shutters,  etc., 
are    used     see    ordinance.      (Sec.     784a). 

(G»  Provision  made  for  safety  device  in  cleaning 
of   windows.      (Sec.    788). 
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shall  effect  at  least  six  complete  changes 
of  air  per  hour;  provided  that  in  case  of 
store  rooms  below  street  grade  having  1,500 
cubic  feet  of  space  per  person  employed 
therein  two  changes  of  air  per  hour  will  be 
deemed  sufficient.  In  buildings  of  this  class 
every  room,  either  above  or  below  grade, 
used  as  a  bakery,  shall  comply  witli  the  pro- 
visions of  the  ordinances  of  tiie  City  of 
Chicago   in    respect   to   bakeries. 

(e)  In  every  building  hereafter  erected 
for  or  converted  to  the  purposes  of  tiiis 
class,  every  room  not  otherwise  specifically 
provided  for  in  this  section  shall,  where 
practicable,  have  a  window  or  windows, 
with  a  total  glass  area  not  less  than  one- 
tenth  of  the  floor  area  of  such  room,  open- 
ing directly  onto  a  street,  alley,  yard  or 
court,  and  no  such  window  shall  have  a 
width  of  less  than  one  foot  or  a  total  glass 
area  of  less  than  ten  square  feet,  unless 
such  window  is  in  excess  of  the  ten  per  cent 
of  lloor  area  requirement;  provided  that,  if 
it  be  impracticable  to  ventilate  any  such 
room  by  windows  as  aforesaid,  such  rooms 
shall  be  ventilated  by  an  approved  mechan- 
ical ventilating  system  which  sliall  effect  at 
least  six  complete  changes  of  air  per  hour; 
the  air  supply  being  taKen  from  the  outer 
air  at  a  point  not  less  than  ten  feet  above 
the    street   level. 

(f)  It  shall  be  the  duty  of  the  owner, 
agent,  architect,  or  party  in  possession  or 
control  of  any  building  in  which  a  mechani- 
cal system  of  ventilation  shall  have  been 
installed  under  the  requirements  of  this 
section,  upon  completion  of  such  system,  to 
notify  the  Commissioner  of  Health  in  writ- 
ing at  least  twenty-four  hours  in  advance  of 
the  making  of  a  test  of  such  system;  and 
each  such  system  or  unit  shall  be  tested  for 
volumetric  efficiency  by  the  owner  or  his 
representative  in  the  presence  of  the  repre- 
sentative of  the  Commissioner  of  Health  and 
such  system  shall  not  be  considered  as  meet- 
ing the  requirements  of  tliis  section  until 
It  shall  have  been  approved  by  the  Com- 
missioner of  Health.  Every  such  mechani- 
cal ventilating  system  sliall  at  all  times  be 
kept  in  good  repair  and  in  operation  so  as 
to  insure  the  required  ventilation  of  all 
rooms  and  compartments  planned  to  be  ven- 
tilated thereby,  during  all  hours  of  human 
occupancy. 

Class    Ha. 

471.  Class  Ha  Befined.)  In  Class  Ila 
shall  be  included  every  building  used  for 
office  purposes,  and  also  every  building  used 
for  club  liouse  purposes  where  sleeping  ac- 
commodations are  provided  for  less  than 
twenty   persons. 

472.  Building's — Construction  of — Height 
of.)  (a)  Buildings  of  Class  Ila  which  are 
ninety  feet  or  more  in  height  shall  be  built 
entirely   of   fireproof   construction. 

(b)  Buildings  of  Class  Ila  less  than 
ninety  feet  and  more  than  fifty  feet  in 
height  shall  be  built  either  of  slow-burning, 
mill     or     fireproof     construction. 

(c)  Buildings  of  Class  Ila  not  exceed- 
ing fifty  feet  in  height  may  be  built  of  or- 
dinary  construction. 

Class    lib. 

473.  Class  lib  Defined.)  In  Cla.ss  lib 
shall  be  included  every  building  used  for 
hotel,  club,  lodging  or  rooming  house  pur- 
poses where  such  building  has  sleeping  ac- 
commodations   for    twenty    or    more    persons. 

474.  Building's — Construction  of— -Height 
of.)  (a)  Buildings  of  Class  lib  more  than 
five  stories  and  basement  high  shall  be  of 
fireproof   construction. 

(b)  Buildings  of  Class  lib  more  than 
three  stories  and  basement  high  but  not 
more  tlian  five  stories  and  basement  high 
shall  be  of  slow-burning  or  fireproof  con- 
struction.       In    case    slow-burning    construc- 


tion be  required  the  cellar  and  basement 
construction,  including  the  floor  construc- 
tion of  the  first  story  above  the  cellar  or 
basement,   shall  be  of   fireproof   construction. 

475.  Walls — Divisions  and  Partitions — 
Tire  Stops.)  (a)  In  buildings  hereafter 
erected  used  wholly,  or  in  part  for  the  pur- 
poses of  Class  lib  of  ordinary,  slow-burn- 
ing or  mill  construction,  there  shall  be  for 
every  eight  rooms  in  any  one  story,  divid- 
ing walls  or  partitions  of  incombustible  ma- 
terial separating  such  eight  rooms  from  the 
contiguous    spaces. 

(b)  In  all  buildings  hereafter  erected  to 
be  used  wholly  or  in  part  for  the  purposes 
of  Class  lib,  all  elevators  and  stairs  shall 
be  enclosed  in  partitions  of  incombustible  or 
fireproof  material,  and  the  partitions  of  all 
corridors  leading  to  such  elevators  and 
stairs  shall  be  of  fireproof  or  incombustible 
material.  Such  partitions  shall  be  carried 
on  self-supporting  masonry  or  a  framework 
of  steel  or  iron.  Where  glass  is  used  in 
said  partitions,  the  same  shall  be  wired 
glass  set  in  metal  frames  but  such  glass 
shall  not  exceed  sixty  per  centum  of  the 
superficial   area   of   said    partitions. 

(c)  In  all  non-fireproof  buildings  of 
Class  lib  there  shall  be  between  joists  a 
stop  of  brick,  concrete  or  tile  not  less  than 
four  inches  in  thickness,  extending  the  full 
height  of  joists  and  spaced  not  more  than 
twenty-five  feet  apart,  measured  in  the  di- 
rection of  the  length  of  the  joist. 

476.  Sleeping  Stalls  in  Booms — When  Al- 
lowed.) Sleeping  stalls  shall  not  be  con- 
structed or  used  in  any  room  In  any  build- 
ing now  existing  or  hereafter  erected  and 
devoted,  in  whole  or  in  part,  to  the  purposes 
of  a  lodging  or  rooming  house  unless  such 
room  has  two  or  more  windows  which  open 
directly  upon  a  street,  alley,  yard  or  court 
and  which  windows  have  a  total  area  equal 
to  at  least  one-tenth  of  the  floor  area  of  such 
room,  nor  unless  the  semi-partitions  form- 
ing such  stalls  are  so  constructed  that  there 
is  a  clear  and  unobstructed  interval  of  at 
least  thirty  inches  between  the  top  of  such 
semi-partitions  and  the  ceiling  of  the  room, 
nor  unless  each  such  stall  shall  open  directly 
into  an  aisle  or  passageway  leading  di- 
rectly to  a  stairway  or  stairway  fire  escape, 
the  location  of  which  is  indicated  by  a  red 
sign  and  at  night  by  a  red  light  also.  Such 
sleeping  stalls  shall  not  be  installed  in  any 
such  room  in  such  numbers  that  there  shall 
be  less  than  400  cubic  feet  of  air  per  per- 
son when  all  stalls  are  occupied  to  tlieir 
full  capacity.  The  semi-partitions  form- 
ing such  stalls  hereafter  constructed  shall 
be    of    incombustible    material. 

(See  Illustration  Sec.   470b. 
Class    He. 

477.  Class  lie  Defined.)  In  Class  He 
shall  be  included  every  building  used  for  a 
hospital  whore  sleeping  accommodations  for 
more  than  ten  persons  are  provided  in  such 
building  and  every  building  used  for  i 
heme,  day  nursery  or  asylum  where  any  such 
building  shall  have  accommodations  for 
more  than  twenty  persons  or  where  more 
than  ten  bedridden  or  decrepit  persons  are 
housed,  and  every  building  used  for  a  jail, 
house  of  correction   or  detention. 

478.  Buildings — Construction  of — Height 
of.)  (a)  All  buildings  of  Class  lie  not  more 
than  two  stories  and  basement  in  height  may 
be  of  ordinary,  mill,  or  slow-burning  con- 
struction. 

(b)  All  buildings  of  Class  He  more  than 
two  stories  and  basement  in  height  shall  be 
of   fire-proof   constriiction. 

479.  Frontage  Consents  for  Hospitals.) 
It  shall  be  unlawful  for  any  person,  firm  or 
corporation     to     build,     construct,     maintain, 

conduct  or  manage  any  hospital  in  any  block 
in  which  two-thirds  of  the  buildings  fronting 
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on  both  sides  of  the  street  or  streets  on 
which  the  proposed  hospital  may  front  are 
devoted  to  exclusive  residence  purposes, 
unless  the  owners  of  a  majority  of  the 
frontage  in  such  block  and  the  owners  of  a 
majority  of  tlie  frontage  on  the  opposite 
side  or  sides  of  the  street  or  streets  on 
Vvhich  said  building  fronts  and  faces  consent 
In  writing  to  the  building,  constructing  or 
maintaining,  managing  or  conducting  of  any 
such  hospital  in  said  block.  Such  written 
consents  of  the  majority  of  said  property 
owners  shall  be  filed  with  the  Commissioner 
of  Health  before  a  permit  shall  be  granted 
for  the  building  or  constructing,  or  a  license 
be  issued  for  the  maintaining,  conducting 
or  managing  of  any  such  hospital. 

4 SO.  Coves  In  Rooms  and  Corridors  of 
Hospitals.)  In  every  building  hereafter 
constructed  for  or  converted  to  hospital  pur- 
poses, in  all  corridors  and  rooms  used  by 
patients,  all  intersections  of  walls,  floors 
and  ceilings  shall  be  formed  with  tangent 
coves. 

4  SI.  Elevators  in  Hospitals.)  .  Every 
building  over  three  stories  in  height  here- 
after constructed  for  or  converted  to  hos- 
pital purposes  shall  have  at  least  one  ele- 
vator, the  floor  dimensions  of  which  shall 
be  not  less  than  seven  feet  by  five  feet,  and 
said  elevator  shall  be  enclosed  in  a  fireproof 
shaft  with  incombustible  doors  closing  off 
each  opening  and  shall  comply  with  all  the 
general   provisions   of   this   chapter. 

4S2.  Fire  Escapes,  Balconies,  Platforms.) 
All  buildings  of  Class  lie  shall  be  equipped 
with  stairway  fire  escapes  not  less  than 
three  feet  in  width  which  shall,  in  number, 
location  and  structural  features,  comply 
with  the  general  provisions  of  this  chapter 
relating  to  fire  escapes.  The  balconies  and 
platforms  of  such  fire  escapes  shall  be  not 
less  than  three  feet  in  width  and  may  be 
made  with  a  smooth  surface  of  incombus- 
tible material  laid  flush  with  the  floor  and 
with  a  pitch  of  one-third  inch  to  the  foot. 
ARTICLE  VI. 
Class    III. 

483.  Class  III  Defined.)  In  Class  III  shall 
be  included  every  building  used  as  a  private 
residence,  also  every  building  used  for  a 
hospital  wliere  sleeping  accommodations  for 
ten  or  less  persons  are  provided  in  such 
building,  and  every  building  used  for  a 
home,  day  nursery  or  asylum  where  any 
such  building  shall  have  accommodations 
for  twenty  or  less  persons  or  where  not  more 
tlian  ten  bedridden  or  decrepit  persons  are 
housed,  and  also  every  building,  structure 
or  place  with  a  ground  area  of  less  than 
five  hundred  square  feet  used  as  and  for  the 
purposes  of  a  barn,  stable  or  garage  or  for 
the  housing  or  keeping  of  ai  tomobiles. 

484.  Must  Comply  With.  General  and 
Special  Provisions.)  Every  building  of  Class 
III  shall  comply  with  the  provisions  of  this 
chapter,  and,  in  addition  to  the  general  pro- 
visions, shall  comply  with  the  following 
special    provisions: 

4  85.  Buildings — Construction  of — H  eight 
of — Space  Occupied  on  Iiot.)  (a)  E^very 
building  of  Class  III  which  is  ninety  feet 
or  more  in  height  shall  be  built  entirely  of 
fireproof    construction. 

(b)  Every  building  of  Class  III  less  than 
ninety  feet  and  more  than  fifty  feet  In 
heieht  shall  he  built  entirely  of  slow-burn- 
ing,  mill   or  fireproof  ct)nstruction. 

(c)  Every  building  of  Class  III  less  than 
fifty  feet  in  height  may  be  built  of  ordi- 
nary   construction. 

(d)  The  amount  of  space  occupied  on  any 
lot  by  Class  TIT  buildings  shall  comply  with 
the  requirements  of  Section  642  of  this 
chapter. 

(e)  Buildings  used  for  garage  purposes 
only,  having  a  ground  area  of  four  hunared 
(400)  square  feet  or  less,  may  be  built  with 
enclosing   walls   and    roof  of   corrugated   iron 


or    galvanized    sheet    steel    supported    on    a 
frame   of   steel    construction. 

486.  Skylights — Construction  of  —  Glass 
in.)  (a)  The  skylight  on  the  roof  of  every 
building  of  Class  III  erected  within  the  fire 
limits  shall  have  its  sides,  sashes  and 
frames  constructed  of  metal  or  of  metal- 
clad  wood  on  all  exterior  surfaces. 

(b)  Such  skylights  shall  be  covered  by 
a  strong  wire  netting  witli  mesh  not -more 
than  one  and  one-half  inches  square  placed 
not  less  than  six  inches  above  the  glass, 
supported  on  uprights  of  Incombustible  ma- 
terial, unless  wired  glass  Is  used. 

487.  Allowances  of  £ive  Iioads  in  Con- 
struction of  Ploors.)  In  every  building  of 
Class  III,  the  floors  shall  be  designed  and 
constructed  in  such  manner  as  to  be  capa- 
ble of  bearing  in  all  their  parts.  In  addition 
to  the  weight  of  the  floor  construction,  par- 
titions, permanent  flxtures  and  mechanisms 
that  may  be  set  upon  the  same,  a  live  load 
of  40  pounds  for  every  square  foot  of  sur- 
face. 

488.  Habitable  Booms — Definition  of — 
Requirements  as  to  Size  and  Ventilation.) 
(a)  For  the  purposes  of  this  chapter  the 
term  "liabitable  room"  shall  be  held  to  in- 
clude every  room  In  every  building  of 
Classes  III  and  VI,  and  every  room  in  build- 
ings of  other  classes  if  such  rooms  are  used 
for  the  purposes  of  Classes  III  and  VI,  in 
which  a  family  or  the  individual  members 
thereof  regularly  sleep  or  eat  or  carry  on 
their  usual  domestic  or  social  vocations  or 
avocations.  Laundries,  bath  rooms,  water 
closet  compartments,  serving  and  storage 
pantries,  storage  rooms  and  closets,  boiler 
and  machinery  rooms,  cellars,  corridors,  and 
similar  spaces  used  neither  frequently  nor 
during  extended  periods,  shall  not  be  deemed 
as   coming   within    the   scope   of   this   term. 

(b)  In  every  building  hereafter  erectea 
for  or  converted  to  the  purposes  of  Class  III, 
every  habitable  room  shall  have  a  window 
or  windows  with  a  total  glass  area  equal 
to  at  least  one-tenth  of  its  floor  area,  open- 
ing onto  a  street,  alley,  or  yard,  as  defined 
in  Section  634  of  this  chapter;  provided,  that 
there  shall  be  a  space  of  at  least  three  feet 
between  the  building  and  the  lot  line  on 
one  side,  and  a  space  of  at  least  one  foot 
between  the  building  and  the  lot  line  on  the 
other  side.  None  of  such  required  win- 
dows shall  have  a  glass  area  of  less 
than  ten  square  feet;  and  each  such  win- 
dow sliall  have  its  top  not  less  than 
seven  feet  above  the  floor  and  shall  be  so 
constructed  that  at  least  its  upper  half  may 
be  opened  its  full  width.  No  such  habitable 
room  shall  have  a  floor  area  of  less  than 
eighty  square  feet,  nor  a  clear  height  from 
floor  to  ceiling  of  less  than  eight  feet  and 
six  inches;  provided  that  attic  rooms  need 
not  be  eight  feet  six  inches  high  for  more 
than  one-half  of  their  area,  and  provided 
further  that  such  attic  rooms  shall  have 
total  cubic  contents  of  not  less  than  seven 
hundred    and    fifty   cubic   feet    each. 

(c)  No  living  room  shall  be  partitioned 
off  or  constructed  in  any  existing  building 
or  portion  thereof,  until  plans  of  such  build- 
ing and  room  have  been  filed  with,  and  a 
permit  for  such  partitioning  or  constructing 
obtained  from  the  Commissioner  of  Build- 
ings and  the  Commissioner  of  Health:  and 
every  room  so  partitioned  off  or  constructed 
shnli  comply  with  all  the  requirements  for 
hahitnhlo  rooms  as  contained  in  this  section. 

(See  Illustration  Sec.   470b). 

489.  Alcoves.)  Every  alcove  and  alcove 
room  shall  comply  with  the  requirements  of 
Section   648   of  this  chapter. 

4  90.  Pantries,  Bath  Rooms,  Water  Clos- 
et and  Urinal  Compartments — Requirements 
in  Relation  Thereto.)  In  every  build- 
ing hereafter  erected  for  or  converted  to  the 
purposes  of  Class  III,  every  pantry,  bath 
room,  water  closet  or  urinal  compartment 
shall  have  ac  least  one  window  with  a  glass 
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area  of  at  least  six  square  feet  and  a  min- 
imum width  of  at  least  one  foot  opening 
upon  a  street,  alley,  or  yard  as  defined  in 
Section  634  of  this  chapter,  or  upon  a  vent 
shaft  not  less  in  area  than  said  window;  and 
no  habitable  room  shall  open  into  or  connect 
with  a  vent  shaft  thus  used. 

491.  Bay  Windows  and  Lig-ht  Shafts — 
Materials  Per.)  Bay  or  oriel  windows  may 
be  built  of  combustible  material  on  front  or 
rear  elevations  of  buildings  of  Class  III  of 
two  stories  or  less  in  height,  within  the 
fire  limits,  provided  such  bay  and  oriel  win- 
dows shall  not  have  a  greater  width  than 
twelve  feet  at  the  wall  line  of  the  building, 
and,  provided,  that  the  outside  walls,  roofs 
and  soffits  of  such  bay  or  oriel  windows, 
when  so  constructed,  shall  be  covered  with 
sheet  metal  or  other  incombustible  mater- 
ial. Light  shafts  wholly  within  the  walls  of 
a  two-story  building  of  Class  III  may  be 
built  of  combustible  material  covered  with 
sheet  metal  or  other  incombustible  material. 
In  all  other  cases,  bay  and  oriel  windows 
and  light  shafts  and  their  supports  shall  be 
constructed  entirely  of  incombustible  ma- 
terial. 

492.  Walls — Brick  Walls  Upon  Wooden 
Sills — Iievel  of  Sills  Allowed.)  Every  build- 
ing of  Cass  III  not  exceeding  one  story  or 
twenty  feet  in  height  from  top  of  sills  to 
the  highest  point  of  the  roof,  and  with  the 
side  walls  not  exceeding  fourteen  feet  in 
height,  and  with  floor  area  not  exceeding 
twelve  hundred  square  feet,  may  have  briclt 
walls  not  less  than  eight  inches  in  thicl£- 
ness  erected  upon  wooden  sills,  the  sills  sup- 
ported on  iron,  masonry,  or  concrete  sup- 
ports extending  four  feet  below  the  surface 
of  the  ground,  provided  that  the  portion  of 
the  supports  above  the  ground  may  con- 
sist of  cypress  or  cedar  posts.  The  foun- 
dations under  such  supports  shall  be  of  con- 
crete, stone  or  brick,  each  covering  not  less 
than  five  square  feet  area  and  not  more  than 
eight  feet  apart,  to  support  with  safety  the 
weight  that  may  rest  upon  them;  sills  shall 
be  placed  not  higher  than  four  feet  above 
the  established  grade  of  the  street  upon 
which  the  lot  fronts  and  upon  which  lot  the 
building  is  erected,  where  grades  are  es- 
tablished, and  not  exceeding  s^jven  feet  above 
the  ground  where  grades  are  not  established. 
Every  building  more  than  one  story  and 
less  than  two  stories  high,  having  a  gable 
or  hip  roof  with  a  rise  of  not  more  than 
thirty  degrees,  may  have  eight-inch  walls  of 
solid  brick  or  stone  masonry,  provided  the 
side  walls  do  not  exceed  fourteen  feet  in 
heiglit  measured  from  the  first  floor  joist, 
and  provided  such  building  has  a  floor  area 
not  exceeding  1,200  feet  and  is  not  over  22 
feet   in   width. 

493.  Stairways  in  Building's  of  Class  III 
Three  Stories   or  More   in  Heigrht.)      (a)      In 

every  building  of  Class  III  hereafter  erected, 
and  three  stories  or  more  in  height,  there 
shall  be  either  two  stairways  from  the 
first  to  the  top  story  or  one  such  stairway 
and    a    stairway   fire    escape. 

(b)  In  every  building  of  Class  III  now 
In  existence,  and  three  stories  or  more  in 
height  with  a  floor  area  of  1,000  square  feet 
above  tlie  second  floor,  which  is  not  equipped 
with  two  stairways  or  with  one  stairway 
and  a  stairway  fire  escape,  safe  and  adequate 
means  of  egresis  from  all  floors  shall  be  pro- 
vided by  the  erection  of  additional  stair- 
ways or  stairway  fire  escapes,  or  such  other 
means  as  in  the  judgment  of  the  Commis- 
sioner of  Buildings  are  required  for  the 
safety  of  tlie  occupants  of  such  building  or 
the  public. 

(c)  In  every  building  of  Class  III  now 
in  existence  or  hereafter  erected  used  for 
hospital,  home,  day  nursery  or  asylum  pur- 
poses there  shall  be  provided  at  least  two 
stairways  located  as  far  apart  as  practicable 
and    extending    from    the    top    story    to    the 
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groutid.  A  separate  door  exit  shall  be  pro- 
vided for  each  stairway  to  the  outside  of  the 
building. 

ARTICLE    VII. 

Class  IV. 

494.  Class  IV  Defined.)  (a)  In  Class 
to  in  subdivisions  herein  designated  as  Class 
IVa,  Class  IVb,  Class  IVc  and  Class  IVd,  as 
follows: 

(b)  In  Class  IVa  shall  be  included  every 
building  used  as  a  church  or  place  of  wor- 
ship. 

(c)  In  Class  IVb  shall  be  Included  every 
building  having  a  parish  hall,  lodge  hall, 
dance  hall,  banquet  hall,  skating  rink,  as- 
sembly hall,  halls  used  for  the  purpose  of 
exposition  and  exhibition,  and  buildings 
liaving  a  hall  for  the  purpose  of  instruc- 
tion, other  than  schools,  included  In  Class 
VIII,  and  also  every  existing  building  hav- 
ing a  hall  used  for  theatrical  purposes  at 
the  time  of  the  passage  of  this  ordinance, 
except  such  buildings  as  are  included  in 
Classes    IVa,    IVc,    IVd,    and   V. 

(d)  Class  IVc  sliall  include  every  build- 
ing hereafter  erected  used  for  moving  pic- 
ture and  vaudeville  shows  and  similar  en- 
tertainments, where  an  admission  fee  is 
charged  and  regular  performances  are  given, 
and  where  the  seating  capacity  does  not  ex- 
ceed three  hundred;  provided,  that  every 
building  of  Class  IVc  existing  ?t  the  time 
of  the  passage  of  this  ordinance  shall  com- 
ply   with    the   provisions   of    Clas&    IVb. 

(e)  In  Class  IVd  shall  be  included  every 
grandstand  and  every  baseball,  athletic  and 
amusement    park. 

495.  Must  Comply  With  General  and 
Special  Provisions.)  Every  building  or 
structure  of  Class  IV  shall  comply  with  the 
general  provisions  of  this  chapter  and  shall, 
in  addition,  comply  with  the  following  spec- 
ial   provisions: 

496.  Must  Comply  With  All  Ordinances.) 
It  shall  be  unlawful  for  any  person,  firm  or 
corporation  to  construct  or  alter  any  Class 
IV  building  except  in  conformity  with  the 
ordinances  of  the  City  of  Chicago  relative 
thereto,  or  to  operate  any  Class  IV  building 
that  does  not  conform  thereto. 

49  7.      City    Officials    Empowered   to    Enter.) 

The  Commissioner  of  Buildings.  Commis- 
sioner of  Health,  Commissioner  of  Gas 
and  Electricity,  Fire  Marshal.  Chief  of  Fire 
Prevention  and  Public  Safety,  General  Sup- 
erintendent of  Police,  and  their  respective 
assistants,  shall  have  the  right  to  enter  any 
building  used  in  whole  or  in  part  for  the 
purposes  of  Class  IV  at  any  reasonable  time, 
and  at  any  time  when  occupied  by  the  public, 
in  order  to  examine  sucli  building,  and  it 
shall  be  unlawful  for  any  person  to  inter- 
fere with  them  in  the  performance  of  their 
duties. 

498.     City    Officials    Empowered    to    Close  ) 

The  Commissioner  of  Buildings,  Commis- 
sioner of  Health,  Fire  Marshal,  Cliief  of 
Fire  Prevention  and  Public  Safety,  Com- 
missioner of  Gas  and  Electricity,  General 
Superintendent  of  Police,  or  any  one  of 
them,  shall  have  the  power,  and  it  shall  be 
their  joint  and  several  duty,  to  order  any 
building  used  wholly  or  in  part  for  the  pur- 
poses of  Class  IV,  to  be  closed,  where  it  is 
discovered  that  there  is  any  violation  of  any 
of  the  provisions  of  this  chapter,  and  kept 
closed  until  the  same  are  complied  witli. 

4  99.  Theaters  in  Prame  Building's  Pro- 
hibited.) No  frame  building  or  part  thereof 
sliall  be  used  as  a  moving  picture,  vaudeville 
or  other  theatre. 

500.  Building-s  —  Heig'ht  —  Construction  — 
When  Used  in  Part  as  Class  IV.)  Every 
building  higher  tlian  sixty  feet,  used  In 
whole  or  in  part  for  tlie  purposes  of  Class 
IV   or   connected   with   or   made  part   of  any 
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building  so  used,  shall  be  entirely  of  fire- 
proof construction.  Every  such  building 
less  than  sixty  feet  in  height  shall  be  made 
of  fireproof,  slow-burning  or  mill  construc- 
tion,   except   as   provided   in    this   chapter. 

CLASS IVa 

501.  Class  IVa  Defined.)  In  Class  IVa 
sliall  be  Included  every  building  used  as  a 
church  or  place  of  worship. 

502.  Frontag'e — Seating-  Iiess  Than  Eight 
Hundred.)  Every  building  of  Class  IVa 
hereafter  erected  containing  an  aggregate 
seating  capacity  of  800  persons  or  less,  shall 
have  for  the  auditoriuin  a  frontage  upon  two 
open  spaces,  of  which  at  least  one  shall  be  a 
street,  £.nd  the  other,  if  not  a  street,  shall 
be  a  public  or  private  alley,  not  less  than 
ten  feet  wide,  opening  directly  on  a  public 
street  or  alley. 

503.  Frontage — Seating"  Over  Eight  Hun- 
dred.) Every  building  of  Class  IVa  liere- 
after  erected  containing  an  aggregate  seat- 
ing capacity  greater  tlian  eight  hundred 
persons,  shall  have  a  frontage  upon  three 
open  spaces  of  wliich  at  least  one  shall  be  a 
public  street  and  tlie  otliers,  if  not  streets, 
■shall  be  public  or  private  alleys  of  a  widtli 
of  not  less  tlian  ten  feet  each,  opening  di- 
rectly on  a  public  street  or  alley,  with  at 
least    one    exit    into    eacla    open    space. 

504.  Construction  of.)  Every  building  of 
Class  IVa,  which  has  a  seating  capacity  of 
less  than  600  may  be  built  of  ordinary  con- 
struction. Every  building  Class  IVa  having 
a  seating  capacity  of  more  than  600  and 
less  than  1,800  shall  be  built  of  slow-burn- 
ing   mill    or   fiieproof   construction. 

505.  Fireproof  Construction  Necessary 
When.)      Every  building  of  Class  IVa  having 

an  aggregate  seating  capacity  greater  than 
1,800  persons  shall  be  built  of  fireproof  con- 
struction. 

500.  limitations  of  Floor  Iievel  in  Class 
IVa — Height  Above  Sidewalk.)  (a)  The 
iimitatiuiis  of  fioor  levels  in  buildings  here- 
after erected,  occupied  either  wlioUy  or  in 
part  for  the  purposes  of  Class  IVa,  shall  be 
as   follows: 

(b)  No  auditorium  of  a  greater  seating 
capacity  than  1,000,  shall  have  the  highest 
part  of  its  main  floor  at  a  greater  distance 
than  10  feet  above  the  adjacent  sidewalk 
grade.  No  room  or  rooms  having  a  greater 
seating  capacity  than  five  hundred  shall  be 
at  a  greater  distance  above  the  sidewalk 
grade  than  twenty  feet.  No  room  or  rooms 
used  for  the  purposes  of  Class  IVa  having  a 
greater  seating  capacity  than  two  hundred 
shall  be  at  a  higher  level  above  the  side- 
walk grade  than  thirty  feet;  provided,  how- 
ever, that  in  tlie  case  of  a  building  used 
either  wholly  or  in  part  for  the  purposes  of 
Class  IVa,  and  built  of  fireproof  construc- 
tion, a  room  or  rooms  to  be  used  for  the 
purposes  of  Class  IVa  and  of  an  aggregate 
seating  capacity  of  less  than  five  hundred 
may  be  located  in  any  story  thereof,  but  in 
such  case,  there  shall  be  at  least  two  separ- 
ate and  distinct  fiights  of  stairs  from  the 
floor  or  floors  in  which  such  room  or  rooms 
are  located,  to  the  "ground,  each  of  which 
stairs  sliall  be  not  less  than  4  feet  wide  in 
the  clear  and  shall  be  equipped  with  emer- 
gency exits  and  not  less  than  one  stairway 
fire   escape. 

507.  Allowance  for  live  Iioads  in  Con- 
struction of  Floors  in  Buildings  of  Class 
IVa — Stairways — Width  of  Entrances  and 
Exits.)  ICvery  floor  in  buildings  of  Class 
IVa  shall  be  designed  and  constructed  in 
such  a  manner  as  to  be  capable  of  bearing 
In  all  its  parts,  in  addition  to  the  weight 
of  floor  construction,  partitions,  and  perma- 
nent fixtures  that  may  be  set  upon  same,  a 
live  load  of  100  pounds  for  every  square 
foot  of  surface  on  such  floor.  The  width  of 
stairways    in    buildings    of    this    class    shall 


be  twenty  inches  for  every  one  hundred  of 
the  aggregate  seating  capacity,  and  for 
fractional  parts  of  one  hundred  seating  ca- 
pacity, a  proportionate  part  of  twenty 
inches  shall  be  added  to  the  width  of  such 
stairway,  but  no  stairway  in  such  building 
shall  be  less  than  four  feet  wide  in  the  clear, 
except  as  hereinafter  provided,  and  pro- 
vided th.it  in  any  such  building  having  a 
gallery,  the  seating  capacity  of  which  does 
not  exceed  two  hundred  and  fifty  persons, 
two  separate  and  distinct  stairways,  each 
not  less  than  three  feet  wide,  shall  be  per- 
mitted. 

508.  Galleries  —  Exit  and  Entrance.)  Dis- 
tinct and  separate  exits  shall  be  provided 
for  each  gallery.  A  common  place  of  exit 
and  entrance  may  serve  for  the  main  floor 
of  the  auditorium  and  the  gallery  or  gal- 
leries, provided  its  capacity  be  equal  to  the 
aggregate  capacity  of  all  aisles  or  corridors 
leading  from  the  main  floor  and  such  gallery 
or  galleries  to  such  place  of  exit  or  entrance. 
Not  more  than  two  galleries,  placed  one 
above  tlie  other,  shall  be  permitted  in  any 
building   of  Class   IVa. 

509.  Width    of    Aisles — Steps    in    Aisles.) 

Aisles  in  buildings  of  Class  IVa  shall,  in 
the  aggregate,  be  eighteen  inches  in  width 
for  each  100  of  the  seating  capacity  of  the 
auditorium,  and  for  fractional  parts  of  100 
a  proportionate  part  of  18  Inches  shall  be 
added,  but  no  aisle  shall  be  less  than  two 
feet  six  inches  in  width  in  its  narrowest 
part.  Steps  shall  be  permitted  in  aisles  only 
as  extending  from  bank  to  bank  of  seats,  and 
whenever  the  rise  from  bank  to  bank  of  seats 
is  less  than  5  inches,  the  floor  of  the  aisles 
shall  be  inade  on  an  inclined  plane;  and 
where  steps  occur  in  outside  aisles  or  cor- 
ridors, they  shall  not  be  isolated,  but  shall 
be  grouped  together,  and  there  shall  be  a 
light  so  placed  as  to  illuminate  such  steps 
in  such  outside  aisles  or  corridors. 

510.  Corridors,  Passageways,  Hallways 
and  Doors — Width  of.)  The  width  of  cor- 
ridors, passageways,  hallways  and  doors,  ad- 
jacent to,  connected  with,  or  a  part  of  the 
auditorium,  shall  be  computed  in  the  same 
manner  as  is  herein  provided  for  stairways 
and  aisles,  excepting,  however,  that  no  such 
corridor,  passageway  or  hallway  shall  be 
less  than  four  feet  in  width,  and  no  such 
doorway  shall  be  less  than  three  feet  in 
width. 

511.  Seats,  Number  of,  in  Rows.)  There 
shall  not  be  more  than  fou'-teen  seats  in  any 
one  row  between  aisles.  Rows  of  seats 
shall  not  be  less  than  two  feet  eight  inches 
from  back  to  back,  and  no  bank  of  seats 
shall   be  of  greater   rise   than   twenty   incnes. 

512.  Emergency  Exits — All  Doors  to 
Open  Outward.)  (a)  Emergency  exits  and 
outside  stairways  shall  be  provided  for 
every  building  of  Class  IVa,  which  has  i. 
larger  seating  capacity  than  800.  Such 
emergency  exits  shall  be  one-half  ihe  ag- 
gregate width  of  the  main  exits,  but  no  such 
emergency  exits  shall  be  less  than  three  feet 
in  width.  Provided,  that  such  stairways 
may  be  built  inside  the  walls  of  the  build- 
ing in  a  corridor  or  passageway  not  less 
than  seven  feet  wide  and  enclosed  by  a  fire- 
proof partition  not  less  than  four  inches 
thick.  Such  stairway  shall  be  of  fireproof 
construction.  All  emergency  exits  and 
stairways  therefrom  shall  be  kept  free  from 
obstructions  of  any  kind  including  snow  and 
ice. 

(b)  All  doors  affording  egress,  directly 
or  indirectly  from  the  auditorium  to  a 
street  or  alley,  shall  open  outward.  Exit 
doors  shall  not  be  obscured  by  draperies  and 
shall  not  be  locked  or  fastened  in  any  man- 
ner during  the  time  tliat  the  building  is  oc- 
cupied, and  shall  be  so  constructed  and 
maintained  that  they  maj  be  easily  opened 
from   within. 
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513.  Building's  in  Which  Seats  are  Not 
Fixed — Seating:  Capacity.)  In  computing  the 
seating-  capacity  of  any  room  or  building 
used  for  tlie  purposes  of  this  class  in  wliich 
the  seats  are  not  fixed,  an  allowance  of  six 
square  feet  of  floor  area  shall  be  made  for 
each  person,  and  all  space  between  the  walla 
cr  partiticns  of  such  room  or  building  sliall 
be  measured  in  this  computation.  Provided, 
that  in  buildings  of  Class  IVa  standing  at 
least  seven  feet  from  any  other  building  and 
not  having  more  than  two  stories  and  each 
floor  having  its  own  separate  exits,  the 
seating  capacity  of  such  floor  shall  be  esti- 
mated alone  as  determining  the  kind  of  con- 
struction   under    this   article. 

514.  liig-hting  Service  Requirement.)      Gas 

or  electricity  or  both  may  be  used  for 
illuminating  purposes  in  buildings  of  Class 
IVa.  Provisions  shall  be  made  to  properly 
light  every  portion  of  a  building  of  Class 
IVa  and  every  outlet  therefrom  leading  to 
the  outside  of  the  building,  and  all  open 
coui'ts,  passageways  and  emergency  exits. 
Lights  in  vestibules,  halls,  corridors,  pas- 
sageways, stairways  and  other  means  of 
egi'ess  from  the  building  and  premises  shall 
be  on  an  independent  system  or  circuit  or 
service  and  shall  be  controlled  separately  and 
exclusively  by  a  switch  or  a  shutoff  located 
near  the  main  entrance.  In  rooms,  halls  and 
auditoriums  used  for  the  purpose  of  Class 
IVa  provisions  shall  bo  made  to  furnish  a 
light  above,  if  possible,  otherwise  closely  ad- 
joining every  opening  to  an  exit  or  emergency 
exit  from  the  room,  hall  or  auditorium. 
Where  the  capacity  of  the  room,  hall  or 
auditorium  is  400  or  less  provisions  shall 
be  made  to  supply  such  light  with  either 
gas  or  electricity.  Where  the  capacity  of 
the  room,  hall  or  auditorium  is  greater  than 
400  provisions  shall  be  made  to  supply  such 
light   by   gas   only. 

Class    IVb. 

515.  Class  IVb  Defined.)  In  Class  IVb 
shall  be  included  every  building  having  a 
parish  hall,  lodge  hall,  dance  hall,  banquet 
hall,  skating  rink,  assembly  hall,  halls  used 
for  the  purpose  of  exposition  and  exhibition, 
and  buildings  having  a  hall  for  tlie  purpose 
of  instruction,  other  than  schools,  included 
In  Class  VIII,  and  also  every  existing  build- 
ing having  a  hall  used  for  theatrical  pur- 
poses at  the  iime  of  the  passage  of  this 
ordinance,  except  such  buildings  as  are 
included   in   Classes    IVa,   IVc,    IVd,  and  V. 

516.  Prontaje — Seating-  Eight  Hundred  or 
Less — Seating    More    than    Eight    Hundred.) 

(a)  Every  building  of  Class  IVb,  con- 
taining a  hall  or  halls  of  an  aggregate 
seating  capacity  of  800  persons  or  less, 
shall  have  a  frontage  upon  two  public 
spaces,  of  which  at  least  one  shall  be  a 
street,  and  the  other,  if  not  a  street,  shall 
be  a  public  or  private  alley,  not  less  than 
ten  feet  wide,  opening  directly  on  a  public 
street    or    alley. 

(b)  Buildings  of  Class  IVb,  containing 
halls  or  rooms,  used  for  the  purpose  of 
Class  IVb,  of  greater  aggregate  seating 
capacity  than  800,  shall  have  a  frontage 
upon  three  open  spaces,  of  which  at  least 
one  shall  be  a  public  street,  while  the  other 
two,  if  not  streets,  shall  be  public  or  private 
alleys,  of  a  width  of  not  less  than  ten  feet, 
each  opening  directly  on  a  public  street  or 
alley;  provided  that  a  fireproof  passageway 
at  grade  level,  and  not  less  than  seven  feet 
in  width  may  be  used  in  place  of  one  such 
alley,  if  such  passageway  connects  with  a 
public    thoroughfare. 

517.  Auxiliary  Buildings — Height  and 
Construction  of — Communicating  Doors.) 
(a)  Every  building  hereafter  erected  and 
connected  with  or  made  part  of  any  build- 
ing used  in  whole  or  in  part  for  the  pur- 
poses of  Class  IVb.  shall,  if  sixty  or  less 
feet  in  height,  be  of   fireproof,   mill   or  slow- 


burning  construction,  except  as  otherwise 
provided  in  this  chapter,  and,  if  more  than 
sixty  feet  in  height,  of  fireproof  construc- 
tion. 

(b)  No  existing  building,  other  than  of 
fireproof  construction,  shall  be  connected 
to  any  building  of  Class  IVb  now  existing 
or  hereafter  constructed,  unless  there  is, 
between  such  buildings,  a  fire  wall  con- 
structed as  required  by  Section  732  of  this 
chapter  and  extending  from  the  ground  to 
and   through   the  roof. 

(c)  In  all  such  cases  where  both  build- 
ings are  not  of  fireproof  construction,  each 
opening  in  the  intervening  walls  shall  be 
equipped  with  automatic  double  fire-doors  as 
required  by  Section  789  of  this  chapter. 

5 IS.  Existing'  Buildings — tTsed  for  Class 
IVb  and  for  Other  Purposes.)  No  part  of 
an  existing  building,  other  tlian  of  fireproof 
construction  shall  be  used  for  the  purposes 
of  Class  IVb  unless  such  part  is  separated 
from  all  portions  of  the  same  building  used 
for  other  purposes  by  a  fire  wall  constructed 
as  required  by  Section  732  of  this  chapter 
and  extending  from  the  ground  to  the  roof 
and  unless  all  openings  in  such  fire  wall  are 
equipped  with  automatic  double  fire  doors  as 
required  by  Section  789  of  this  chapter;  in 
which  case  such  other  portions  may  be  con- 
structed in  the  manner  permitted  for  sepa- 
rate   buildings    of   such    class. 

519.  Construction — Depending  on  Capac- 
ity.) Every  building  used  for  the  pur- 
pose of  Class  IVb,  hereafter  erected,  con- 
taining a  hall  or  room  of  an  aggregate 
seating  capacity  of  not  more  than  1,500 
persons,  shall  be  built  of  mill,  slow-burning 
or  fireproof  construction.  Every  building 
hereafter  erected  to  be  used  for  theatrical 
purposes  with  a  seating  capacity  greater 
than  three  hundred  shall  be  built  to  conform 
to  the  requirements  of  buildings  of  Class  V 
hereafter  erected.  If  a  hall  or  room  or  halls 
or  rooms  have  a  total  seating  capacity  of 
more  than  1,500  persons,  such  building  shall 
be  built  of  fireproof  construction;  provided, 
that  buildings  mainly  used  for  exposition  or 
exhibition  purposes,  and  not  used  for  the- 
atrical purposes,  and  not  exceeding  two 
stories  in  height  which  have  for  public  use 
only  a  main  floor  and  one  gallery  and  which 
have  their  walls  and  structural  members  of 
incombustible  material  and  which  comply 
with  the  provisions  of  this  ordinance  as  to 
stairways,  exits  and  fire  escapes,  may  have 
their  temporary  seats,  boxes,  show  cases, 
platforms,  or  booths,  constructed  of  com- 
bustible material;  provided,  however,  that 
any  and  all  draperies,  buntings,  or  other 
inflammable  decorations  shall  be  treated 
with  a  fire-retarding  solution,  subject  to  the 
approval  of  the  Chief  of  Fire  Prevention 
and   Public   Safety'. 

520.  Buildings  in  Which  Seats  Are  Not 
Fixed — Seating  Capacity.)  In  computing  the 
seating  capacity  of  any  room  or  building 
used  for  the  purposes  of  this  Class,  in  which 
the  seats  are  not  fixed,  an  allowance  of  six 
square  feet  of  floor  area  shall  be  made  for 
each  person,  and  all  space  between  the  walla 
or  partitions  of  such  room  or  building  shall 
be  measured  in  this  computation.  Provided, 
that  in  buildings  of  Class  IVb  standing  at 
least  seven  feet  from  any  other  building  and 
not  having  more  than  two  stories  and  each 
floor  having  its  own  separate  exits,  the 
seating  capacity  of  each  floor  shall  be  esti- 
mated alone  as  determining  the  kind  of 
construction    under    this    article. 

521.  Limitations  of  Floor  Levels — Height 
Above  Sidewalks — Skating-  Rinks.)  (a)  The 
limitations  of  floor  levels  in  buildings 
hereafter  erected,  occupied  either  wholly 
or  in  part  for  tlie  purposes  of  Class  IVb, 
other  than  skating  rinks,  shall  be  as  follows: 
No  auditorium  of  a  greater  seating  capacity 
than  one  thousand  shall  have  the  highest  part 
of  its  main   floor  at  a  greater  distance  than 


207 


Class  rvb 


fourteen  feet  above  the  adjacent  sidewalk 
grade.  No  room  or  rooms  having  a  greater 
seating  capacity  than  Ave  hundred  shall  be  at 
a  greater  distance  above  the  sidewallc  grade 
than  twenty  feet.  No  room  or  rooms  used 
for  the  purposes  of  Class  IVb  having  a 
greater  seating  capacity  than  two  hundred 
shall  be  at  a  higher  level  above  the  side- 
walk grade  than  thirty  feet;  provided,  how- 
ever, that  in  the  case  of  a  building  used 
either  wholly  or  in  part  for  the  purposes  of 
Class  IVb,  and  built  of  fireproof  construc- 
tion, a  room  or  rooms  to  be  used  for  the 
purposes  of  Class  IVb  and  of  an  aggregate 
seating  capacity  of  less  than  five  hundred 
may  be  located  in  any  story  thereof,  but  in 
such  case,  there  shall  be  at  least  two  sep- 
arate and  distinct  flights  of  stairs  from  the 
floor  or  floors  in  which  such  room  or  rooms 
are  located,  to  the  ground,  each  of  which 
stairs  shall  be  not  less  than  four  feet  wide 
in  the  clear  and  such  floor  or  floors  shall 
be  equipped  with  emergency  exits  and  have 
not  less  than   one  stairway  fire  escape. 

(b)  In  buildings  of  fireproof  construction 
hereafter  erected,  banquet  halls  or  ball 
rooms  having  a  seating  capacity  of  not  more 
than  900  may  be  located  on  any  fioor.  Such 
banquet  halls  or  ball  rooms  shall  have  ac- 
cess to  at  least  two  interior  stairways  and 
not  less  tlian  one  stairway  fire  escape,  the 
combined  width  of  which  shall  be  equal 
to  at  least  18  inches  for  each  one  hundred 
persons  for  whom  accommodations  are  pro- 
vided  in   said   banquet   hall  or  ball   room. 

In  buildings  of  fireproof  construction  hereafter  erect- 
ed, banquet  hall^,  lodge  halls,  society  halls  or  drill 
halls  used  for  lodge  purposes,  having  a  seating  capacity 
of  not  more  than  1800,  may  be  located  on  any  floor 
eighty  feet  or  more  above  the  adjacent  sidewalk  grade, 
where  all  parts  of  said  building  above  such  height  are 
used  exclusively  for  lodge  or  society  purposes.  Such 
banquet  halls,  lodge  halls,  society  halls  or  drill  hulls 
thall  have  access  to  at  least  four  interior  stairways,  and 
not  less  than  four  stairway  fire  escapes,  the  combined 
width  of  u'hich  shall  be  equal  to  at  least  18  inches  for 
each  one  hundred  persons  for  whom  accommodations 
are  provided  in  said  banquet  halls,  lodge  halls,  society 
halls  or  drill  halls.  Where  an  interior  stairway  in  such 
a  building  is  enclosed  in  a  toiver  and  built  as  required 
by  the  provisions  of  Section  881,  paragraph  (n)  of  this 
chapter,  then  such  stairrvay  shall  be  considered  the 
equivalent  in  "Width  of  Stairs"  of  two  open  stairways, 
or  an  open  stairivay  and  a  fire  escape.  Drill  halls  used 
for  lodge  purposes,  having  a  main  floor  seating  capacity 
of  not  more  than  1800  may,  in  addition,  have  a  spec- 
tators' balcony  having  a  seating  capacity  not  to  exceed 
000.  Such  spectators'  balcony  shall  have  at  least  two 
interior  stairways,  not  less  than  four  feet  wide,  and  at 
least  two  exterior  fire  escapes,  not  less  than  three  feet 
wide,  and  shall  be  in  accordance  with  provisions  of 
Sections  52li  to  529,  both  inclusive,  of  this  chapter. 
■  Where  adjoining  buildings,  or  buildings  on  opposite 
sides  of  an  open  space,  used  for  the  same  purposes, 
or  for  office  purposes,  and  operated  by  the  same  persons, 
firm  or  corporation,  are  connected  on  each  floor  by 
enclosed  fireproof  bridges  or  passagetvays  with  fireproof 
doors  at  each  end  of  bridge  or  passageway,  or  by  fire- 
proof vestibules  with  doors  built  and  eq^iipped  as  re- 
quired by  this  Chapter  for  dividing  wall  doors,  then 
said  bridge  or  passageway,  or  vestibule,  may  be  consid- 
ered to  be  equivalent  to  a  stairivay  for  each  of  the 
two  areas. 
Passed   December   12,    1923. 

(c)  No  room  or  hall  used  for  the  pur- 
poses of  a  skating  rink  shall  be  constructed, 
operated  or  maintained  with  its  main  floor 
level  more  than  two  feet  above  the  inside 
sidewalk  grade  of  the  street  upon  which 
such  building  containing  same  fronts,  or  more 
than  one  foot  above  the  ground  level  in 
front  of  such  building  when  it  does  not  face 
upon  a  street,  or  more  than  one  foot  below 
the  inside  sidewalk  grade  of  the  street  upon 
which  such  building  fronts,  or  more  than 
one  foot  below  the  ground  level  in  front 
of  such  building  when  it  does  not  face  upon 
a    street. 

52  2.  Allowance  for  Iioads  in  Construction 
of  Ploors.)  All  floors  of  all  buildings  of 
Class  IVb  shall  be  designed  and  constructed 


in  such  a  manner  as  to  be  capable  of  bear- 
ing in  all  their  parts,  in  addition  to  the 
weight  of  fioor  construction,  partitions,  per- 
manent fixtures  and  mechanisms  that  may 
be  set  upon  the  same,  a  live  load  of  one 
hundred  pounds  for  every  square  foot  of 
surface  in  such  floor,  in  accordance  with  the 
general    provisions  of  this   chapter. 

523.  Stairways — Entrances  and  Exits — 
Width  of.)  The  width  of  stairways  in 
buildings  used  wholly  or  in  part  for  the 
purposes  of  Class  IVb,  shall  be  18  inches 
for  every  100  persons  of  the  aggregate  seat- 
ing capacity  of  all  rooms  used  for  the  pur- 
poses of  Class  IVb  in  such  buildings;  but 
no  stairway  in  such  building  shall  be  less 
than  four  feet  wide  in  the  clear;  provided, 
that  in  any  such  building  having  a  room  or 
rooms,  balcony  or  gallery,  used  for  the  pur- 
poses of  Class  IVb,  the  aggregate  seating 
capacity  of  which  does  not  exceed  250  per- 
sons, two  separate  and  distinct  stairways, 
each  three  feet  wide,  shall  be  permitted,  but 
no  such  building  hereafter  erected  shall  have 
less  than  two  interior  stairways  of  the  width 
required  by  this  ordinance,  and  located  as 
far  apart  as  practicable.  Every  hall  or 
room  used  for  the  purposes  of  Class  IVb 
in  a  building  hereafter  erected,  shall  have 
access  to  not  less  than  two  stairways. 
Every  stairway  shall  have  handrails  on 
each  side  thereof;  stairways  which  are 
over  seven  feet  wide  shall  have  double 
intermediate  handrails  with  end  newel  posts 
at  least  five  and  a  half  feet  high;  no  stair- 
way shall  ascend  a  greater  height  than  13 
feet  C  inches  without  a  level  landing,  which 
landing  shall  be  not  less  than  four  feet 
wide  measured  in  the  direction  of  the  run 
of  the  stairs.  Every  stairway  leading  to 
a  box  or  boxes  shall  be  independent  of  all 
other  stairs  or  seats;  and  such  stairway 
shall  not  be  less  than  2  feet  6  inches  wide 
in  the  clear  when  such  box  or  boxes  seat 
not  to  exceed  thirty  people,  and  an  addi- 
tional width  of  one  inch  shall  be  added  to 
such  stairway  for  each  additional  five  per- 
sons for  whom  seating  capacity  is  provided. 

524.  Balconies  and  G-alleries — Designation 
of.)  Where  there  are  balconies  or  galleries, 
the  first  balcony  or  gallery  shall  be  desig- 
nated "balcony"  and  the.  second  and  third 
balconies  or  galleries  shall  be  designated 
respectively    "gallery"   and   "second   gallery." 

525.  Balconies  and  Galleries — Exit  and 
Entrance.)  Distinct  and  separate  places  of 
exit  and  entrance  shall  be  provided  for  each 
gallery.  A  common  place  of  exit  and  en- 
trance may  serve  for  the  main  floor  of  the 
auditorium  and  the  balcony,  provided  its 
capacity  be  equal  to  the  aggregate  required 
capacity  of  all  aisles  or  corridors  leading 
from  the  main  floor  and  such  balcony  to 
such   place   of  exit   and   entrance. 

526.  Aisles — Steps  in  Aisles — Passageways 
— Cross  Aisles  Leading-  to  Emergency  Exits.) 
(a)  Aisles  in  rooms  used  for  the  purposes 
of  Class  IVb  sliall  have  in  tlie  aggregate 
a  width  of  18  inches  for  each  100  of  the 
seating  capacity  of  such  room,  and  for  frac- 
tional parts  of  100  a  proportionate  part  of 
18  inches  shall  be  added;  but  no  aisle  shall 
be  less  tlian  two  feet  six  inches  in  width. 

(b)  Steps  shall  be  permitted  in  aisles 
only  as  extending  from  bank  to  bank  of  seats, 
and  whenever  the  rise  from  bank  to  bank 
of  seats  is  less  than  five  inches  the  floor  of 
the  aisles  shall  be  made  as  an  inclined  plane, 
and  where  steps  occur  in  outside  aisles  or 
corridors,  they  sliall  not  be  isolated,  but 
shall  be  grouped  together,  and  there  shall 
be  a  light  so  placed  as  to  illuminate  such 
steps   in   such   outside   aisles   or  corridors. 

527.  Corridors,  Passageways,  Hallways 
and  Doors — Width  of.)  Tlie  width  of  cor- 
ridors, passageways,  hallways  and  doors 
adjacent  to,  connected  witli  or  a  part  of  such 
rooms,  shall  be  computed  in  the  same  man- 
ner as   is  herein  provided   for  stairways   and 


208 


Class  ZVb 


aisles,  excepting,  however,  that  no  such 
corridor,  passageway  or  hallway  shall  be 
less  than  four  feet  in  width,  and  no  such 
door   shall   be  less  than   three   feet   in   width. 

528.  Seats — ITuniber  in  Bows.)  There 
shall  be  not  more  than  fourteen  seats  in 
any  one  row  between  aisles,  and  in  a  room 
or  rooms  used  for  the  purposes  of  Class 
IVb,  of  a  seating  capacity  greater  than  400 
persons,  there  shall  be  an  aisle  on  each  side 
of  any  bank  of  seats,  where  there  are  over 
seven  seats  In  a  row.  Rows  of  seats  shall 
not  be  less  than  thirty-two  inches  from 
back  to  back  and  no  bank  of  seats  shall  be 
of  a   greater   rise  than   twenty   inches. 

529.  Emerg-ency  Exits.)  (a)  Emergency 
exits  and  stairways  shall  be  provided  out- 
side of  any  and  all  rooms  used  for  the  plir- 
poses  of  Class  IVb  which  have  a  seating 
capacity  larger  than  eight  hundred,  and 
such  emergency  exits  shall  have  a  width 
equal  to  one-half  of  the  width  provided  for 
the  main  exits  and  such  emergency  exits 
shall  lead  directly  to  a  public  thoroughfare. 
Provided,  however,  that  any  room  or  rooms 
used  for  the  purposes  of  Class  IVb  in  any 
building  hereafter  erected,  having  a  seating 
capacity  of  more  than  400.  shall  have  emer- 
gency exits  outside  of  the  walls  of  such 
building  equal  in  width  to  one-half  of  the 
exits  required  for  the  main  exits,  and  such 
emergency  exits  shall  lead  directly  to  a 
public  thoroughfare.  Doors  leading  to 
emergency  exits  shall  not  be  less  than  three 
feet  wide.  Stairs  shall  not  be  less  than 
four  feet  wide.  Such  emergency  exits  and 
stairways  may  be  built  inside  the  walls  of 
such  building  of  a  width  not  less  than  four 
feet,  provided  that  they  are  enclosed  by  a 
fireproof  partition  not  less  than  4  inches 
thick;  and  provided  further,  that  the  stairs 
themselves  are  constructed  of  incombustible 
material.  Emergency  stairways  may  descend 
Into  open  spaces  or  passageways,  provided 
they  do  not  obstruct  more  than  one-half  of 
the  width  of  such  open  spaces  or  passage- 
ways. 

(b)  Every  stairway  fire  escape  shall  be 
located  and  constructed  in  accordance  with 
the  requirements  of  Sections  881,  882  and 
885,  but  in  no  case  shall  any  room  used  for 
the  purposes  of  Class  IVb  located  above  the 
third  story  of  any  building  have  less  than 
one  stairway  fire  escape. 

530.  Doors  to  Open  Outward.)  All  doors 
affording  access  directly  or  indirectly  to  tlie 
street,  alley  or  corridor  from  any  room 
used  for  the  purposes  .of  Class  IVb  shall 
open    outward. 

531.  Walls  Between  Auditorium  and 
Stag-e.)  There  shall  be  a  solid  brick  wall 
of  the  same  thickness  as  required  for  out- 
side walls  between  the  auditorium  and 
stage  in  buildings  hereafter  erected  for  or 
converted  to  the  use  of  Class  IVb  and  used 
either  wholly  or  in '  part  for  that  purpose; 
and  in  existing  non-fireproof  buildings  such 
wall  must  extend  to  a  height  of  three  (3) 
feet  above  the  roof.  Provided,  however,  that 
in  existing  buildings  any  room  used  for  the 
purposes  of  Class  IVb  on  or  before  March 
13,  1911  having  a  greater  seating  capacity 
than  four  hundred  (400)  shall  have  a  prosce- 
nium wall  built  of  masonry  or  incombustible 
material. 

532.  Curtain  Shall  Be  of  Iron,  Steel  or 
Asbestos — Inspection  of — Pee.)  The  main 
curtain  opening  in  any  sucli  room  shall 
have  a  wrought  iron  or  steel  or  three-ply 
asbestos  curtain  with  a  wire  mesh  imbedded 
therein,  which  shall  be  inspected  by  the 
Department  of  Building  semi-annually,  for 
which  Inspection  a  charge  of  five  dollars 
shall  be  made,  and  all  other  openings  in 
the  proscenium  wall  shall  have  self-closing 
iron   doors. 

533.  Structures  Over  Ceilingf — Construc- 
tion.)     If     any     structure     intended     to     be 


occupied  by  people  is  built  over  the  ceiling 
of  any  room,  used  wholly  or  in  part  for 
the  purposes  of  Class  IVb,  the  girders  or 
trusses  supporting  the  same  shall  be  of 
steel  protected  with  fireproofing  as  required 
for   interior   columns   in    Section    839. 

534.  Standpipe  and  Hose  on  Stage.)  In 
every  room  used  for  the  purpose  of  Class 
IVb  and  having  a  seating  capacity  of  250 
or  more,  and  where  scenery  is  used,  a  stand- 
pipe  with  hose  connection  and  hose  shall 
be  installed  on  each  side  of  the  stage  under 
the  direction  of  the  Chief  of  Fire  Prevention 
and  Public   Safety. 

53  5.  Vents  of  Flue  Pipes.)  (a)  One  or 
more  vents  of  flue  pipes  of  metal  construc- 
tion or  other  incombustible  material  ap- 
proved by  the  Commissioner  of  Buildings 
shall  be  lauilt  over  the  stage,  and  shall  ex- 
tend not  less  than  ten  feet  above  the  high- 
est point  of  the  roof,  and  shall  be  equivalent 
in  area  to  one-twentieth  of  the  area  of  the 
stage. 

(b)  In  buildings  where  additional  stories 
are  built  above  the  stage,  such  vents  or  flue 
pipes  may  be  carried  out  near  the  top  of 
the  stage  walls,  and  shall  be  continued  and 
run  up  on  the  exterior  of  the  building  to  a 
point  five  feet  above  the  highest  point  of 
the   additional    stories. 

(c)  All  such  flues  or  vents  shall  be  pro- 
vided with  metal  dampers  which  shall  be 
controlled  or  operated  by  a  small  tarred 
hempen  cord  and  also  by  two  electric 
switches,  one  at  the  electrician's  station  on 
the  stage,  which  station  shall  be  fireproof, 
and  the  other  at  the  stage  fireman's  station 
on  the  opposite  side  of  the  stage;  the  ar- 
rangement of  said  cord  and  said  electric 
switches  shall  be  such  that  the  cord  will 
operate  as  a  fusible  link  between  the  elec- 
tric control  and  the  damper  and  will  release 
said  damper,  should  the  switches,  or  either 
of  them,  fail  to  operate.  Such  stations  shall 
be  located  in  such  places  on  the  stage  as 
.Tiay  be  determined  by  the  Fire  Marshal, 
subject  to  the  provisions  of  this  paragraph, 
and  each  switch  shall  have  a  sign  with 
plain  directions  as  to  the  operation  of  the 
same   printed    thereon. 

536.  Puse  Boxes.)  Every  fuse  box  shall 
be  surrounded  by  two  thicknesses  of  fire- 
proof material  with  an  air  space  between, 
and  no  fuse  shall  be  exposed  to  the  air 
between  the  switchboards;  all  electrical 
equipment  in  such  rooms  shall  be  installed 
and  maintained  to  the  satisfaction  and  ap- 
proval of  the  Commissioner  of  Gas  and  Elec- 
tricity. 

537.  Capacity — Certification  for  Xiieense.) 
(a)  The  Commissioner  of  Buildings  shall 
determine  the  number  of  persons  which  every 
room  used  for  the  purposes  of  Class  IVb 
may  accommodate  according  to  the  p-rovi- 
sions  of  this  chapter,  and  shall  certify  the 
same   to   the   City  Clerk. 

(b)  No  amusement  license  shall  be  is- 
sued for  any  room  used  for  the  purposes 
of  Class  IVb  until  the  Commissioner  of 
Buildings  shall  first  have  certified,  in  writ- 
ing, that  such  room  complies  with  the  pro- 
visions   of   this   chapter    in    every    respect. 

538.  I^igrbting'  Service  Bequirenient.  Gas 
or  electricity  or  both  may  be  used  for  illumi- 
nating purposes  in  buildings  of  Class  IVb 
but  the  use  of  gas  is  prohibited  in  that  part 
of  the  building  known  as  the  stage  side  of 
the  proscenium  wall.  Provisions  shall  be 
made  to  properly  light  every  portion  of  a 
building  of  Class  IVb  and  every  outlet  there- 
from leading  to  the  outside  of  the  building, 
and  all  open  courts,  passageways  and  emer- 
gency exits.  Lights  in  vestibules,  halls,  cor- 
ridors, passageways,  stairways  and  other 
means  of  egress  from  the  building  and  prem- 
ises shall  be  on  an  independent  system  or 
circuit  or  service,  and  shall  be  controlled 
separately  and  exclusively  by  a  switch  or  a 
shutoff   located   near   the  main   entrance.      In 
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rooms,  halls  and  auditoriums  used  for  the 
purposes  of  Class  IVb  provisions  shall  be 
made  to  furnish  a  light  above,  if  possible, 
otherwise  closely  adjoining  every  opening 
to  an  exit  or  emergency  exit  from  the  room, 
hall  or  auditorium.  Where  the  capacity  of 
the  room,  hall  or  auditorium  is  400  or  less 
provisions  shall  be  made  to  supply  such 
light  with  either  gas  or  electricity.  Where 
the  capacity  of  the  room,  hall  or  auditorium 
is  greater  than  400  provisions  shall  be  made 
to   supply   such   light  by   gas   only. 

539.  Scenery — Definition — ^Movable  Scen- 
ery.) (a)  "Scenery"  as  used  in  this  chap- 
ter shall  Include  all  scenery,  drop  curtains 
and  wings  which  are  constructed  or  made 
of  cloth,  canvas  or  combustible  material, 
whether    stationary    or    movable. 

"Movable  scenery"  shall  include  all  scen- 
ery, drop  curtains,  borders  and  wings  which 
are  made  movable  for  the  purpose  of  chang- 
ing scenery  and  substituting  another  set 
during  or   between   the   various   stage  acts. 

5  40.  Scenery  to  be  Non-inflammable.)  All 
scenery  or  stage  parapliernalia  of  any  sort 
used  upon  the  stage  of  any  room  used  for 
the  purpose  of  Class  IVb  shall,  previous  to 
such  use,  be  treated  with  a  fireproof  solu- 
tion and  shall  be  tested  and  approved  by  the 
Chief  of  Fire   Prevention   and   Public   Safety. 

541.  Amount  of  Scenery  Allowed — Sprin- 
kler System.)  Two  sets  of  house  scenery 
and  three  drops,  exclusive  of  asbestos  fire 
curtain  and  picture  screen  shall  be  allowed 
in  existing  rooms  used  for  theatrical  pur- 
poses in  buildings  of  Class  IVb  wiiere  the 
same  are  on  the  first  floor  level,  or  in  a 
building  of  fireproof  construction  or  whicli 
conformed  with  the  requirements  of  fireproof 
buildings  at  the  time  same  was  erected,  and 
the  same  shall  also  be  allowed  in  sucli  exist- 
ing rooms  used  for  theatrical  purposes 
above  the  first  floor  level  wlien  tlie  seating 
capacity  of  such  room  does  not  exceed  300. 
Such  scenery  shall  be  known  and  designated 
upon  the  licenses  issued  by  tlie  city  as  "Per- 
manent House  Scenery,"  and  the  use  and 
moving  of  such  scenery  shall  not  be  con- 
strued as  placing  said  building,  hall,  room 
or  theater  within  the  provisions  of  the  or- 
dinance   relating    to    Class   V    buildings. 

A  set  of  house  scenery  as  contemplated 
by  this  section  is  hereby  defined  to  mean 
sufficient  scenery  to  make  one  stage  setting, 
such  scenery  being  in  continuous  use  in 
such  house;  provided,  however,  tliat  tlie  low- 
ering of  a  drop  shall  not  constitute  a  new 
stage    setting. 

No  other  scenery  except  as  above  enumer- 
ated shall  be  permitted  on,  above  or  under- 
neath   the    stage. 

Every  existing  Class  IVb  theatre  affected 
by  tills  section  shall  be  etiuipped  with  an 
approved  sprinkler  system  and  also  with 
stand-pipe  and  hose  subject  to  the  approval 
of  the  Chief  of  Fire  Prevention  and  Public 
Safety. 

No  Class  IVb  theatre  in  existence  on 
March  13,  1911  affected  by  this  section  shall 
increase  its  seating  capacity  beyond  its 
capacity   on   July   22,   1912. 

No  scenery  or  stage  paraphernalia  of  com- 
bustible materials  shall  be  used  on  the  stage 
of  any  room  or  theatre  used  for  tlie  pur- 
poses of  Class  IVb,  unless  such  scenery  and 
paraphernalia  sliall  have  been  treated  with 
a  paint  or  chemical  solution  wliicli  shall 
make  it  non-inflammable,  and  all  such  treated 
scenery  or  stage  paraphernalia,  or  both,  shall 
be  tested  and  approved  by  the  Chief  of  Fire 
Prevention    and    Public    Safety. 

542.  Dressing  Room  Partitions.)  Parti- 
tions forming  dressing  rooms,  except  where 
already  built,  shall  be  constructed  of  in- 
combustible material,  and  such  dressing 
room  shall  be  properly  ventilated,  as  in  the 
judgment  of  the  commissioner  of  health  may 
be   required. 


CLASS     IVc. 
543.     Class    IVc    Defined — Moving"    Picture 
and     Vaudeville     Shows — Seating-     Capacity.) 

Class  IVe  shall  include  every  building  liere- 
after  erected  used  for  moving  picture  or 
vaudeville  shows  and  similar  entertainments, 
where  an  admission  fee  is  charged  and  regu- 
lar performances  are  given,  and  where  the 
seating  capacity  does  not  exceed  three  hun- 
dred, provided  that  every  building  of  Class 
IVc  existing  at  the  time  tlie  passage  of  the 
ordinance  known  as  The  Chicago  Code  of 
1911  shall  comply  with  the  provisions  of 
Class  IVb.  All  buildings  hereafter  erected 
for  moving  picture  and  vaudeville  shows  and 
similar  entertainments,  wliere  an  admission 
fee  is  charged  and  regular  performances  are 
given,  with  a  seating  capacity  of  over  three 
hundred,  and  for  the  exliibition  of  moving 
pictures  only,  where  tlie  seating  capacity  is 
more  than  one  thousand,  shall  be  built  to 
conform  with  the  requirements  for  buildings 
of  Class  V  hereafter  erected  as  contained  in 
this  chapter.  Buildings  for  the  exhibition  of 
moving  pictures  only  and  with  a  seating  ca- 
pacity of  over  three  hundred,  but  not  to  ex- 
ceed one  thousand,  shall  also  be  built  to  con- 
form with  the  requirements  for  buildings  of 
Class  V  hereafter  erected,  in  all  tlieir  struc- 
tural requirements  and  equipment  except  in 
so  far  as  such  requirements  and  eciuipment 
are  modified  in  Sections  544  and  545  hereof. 

54  4.  Prontag-e  of  Class  IVc  —  Prontag^e, 
Open  Spaces  and  Pireproof  Passag-eways  of 
Moving-  Picture  Theatres  Containing-  a  Seat- 
ing- Capacity  of  more  Than  Three  Hundred.) 
Every  room  used  for  tlie  purposes  of  Class 
IVc  shall  have  a  frontage  upon  at  least  two 
public  thoroughfares,  of  which  at  least  one 
shall  be  a  street,  and  the  other  a  street  or 
a  public  or  private  alley  not  less  than  ten 
feet  wide  and  opening  directly  on  a  public 
street    or    alley. 

Buildings  for  the  exhibition  of  moving  pic- 
tures only,  with  a  seating  capacity  of  over 
three  hundred  but  not  to  exceed  one  thou- 
sand, shall  be  located  so  that  they  adjoin 
at  least  two  public  thorouglifares,  one  of 
which  shall  be  a  public  street  and  the  other 
may  be  a  public  alley  not  less  than  ten  feet 
in  width.  Except  as  hereinafter  otherwise 
provided,  the  audience  room  of  such  build- 
ing shall  have  either  a  public  thoroughfare 
or  an  open  space  unobstructed  from  the 
ground  to  the  sky  on  each  side  thereof.  Such 
open  space,  when  the  audience  room  has  a 
capacity  not  to  exceed  six  hundred  seats, 
shall  be  five  feet  wide,  and  six  inches  shall 
be  added  to  the  widtli  of  same  for  every 
additional  one  liundred  seats  in  said  au- 
dience room  up  to  the  maximum  of  one 
thousand  seats.  In  all  cases  where  there  is 
a  public  alley  in  the  rear  of  such  building, 
said  open  space  must  connect  directly  with 
the  alley.  In  case  tlie  entire  audience  is 
seated  on  the  ground  level  said  open  spaces 
shall  extend  alongside  of  the  audience  room 
so  as  to  connect  witli  exit  doors  placed  ap- 
proximately in  the  middle  of  the  audience 
room  between  the  opposite  ends  of  same. 
Where  there  is  a  balcony  or  gallery  installed, 
such  open  spaces  must  extend  along  the 
entire  length  of  the  audience  room  so  as  to 
connect  with  exits  from  tlie  balcony  or  gal- 
lery at  their  highest  and  lowest  levels. 
Where  such  a  building  is  located  on  a  cor- 
ner lot  and  adjoins  a  public  street  on  one 
side  and  a  public  street  or  an  alley  not  less 
than  ten  feet  wide  on  two  of  the  remain- 
ing sides  and  the  building  is  so  located  that 
it  adjoins  such  public  tlioroughfares  on 
three  sides  for  its  entire  extent,  it  shall  not 
be  necessary  to  construct  an  open  space  on 
the  remaining  side  thereof,  but  in  all  such 
cases  there  sliall  be  either  an  open  space  un- 
obstructed from  the  ground  to  the  sky  or 
a  fireijroof  passageway  at  least  five  feet 
wide  leading  from  the  side  of  the  audience 
room  not  bordering  on  a  street  or  other 
public  space  to  the  street  in  front  of  the 
theatre   and   another   leading   to   the   alley   or 
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other  public  space  in  the  rear  of  the  theatre. 
If  the  seating-  capacity  of  such  theatre  is 
over  six  hundred,  six  inches  shall  be  added 
to  the  width  of  such  open  space  or  passage- 
way for  every  one  hundred  seats  or  frac- 
,  tion  thereof  in  excess  of  six  hundred  and 
up  to  the  maximum  of  one  tliousand.  If 
access  to  the  street  and  alley  or  other  pub- 
lic space  as  herein  provided  is  by  means  of 
a  fireproof  passageway,  such  fireproof  pas- 
sageway must  be  constructed  in  all  respects 
according  to  the  provisions  of  Section  610 
except   as   herein    otherwise   provided. 

545.  Construction.)  Buildings  of  Class 
IVc  hereafter  erected,  of  a  seating  capacity 
not  to  exceed  three  hundred,  shall  not  be 
built  more  than  thirty  feet  in  height  and 
may  be  built  of  ordinary  construction,  but 
the  enclosing  walls  shall  be  constructed  of 
masonry.  No  moving  picture,  vaudeville  or 
theatrical  show  shall  hereafter  be  installed 
in  a  frame  building.  No  room  or  hall  used 
for  the  purposes  of  Class  IVc  shall  here- 
after be  installed  underneath  any  living  or 
sleeping  room. 

Buildings  for  the  exhibition  of  moving  pic- 
tures only  with  a  seating  capacity  of  more 
than  three  hundred  but  not  to  exceed  one 
thousand,  when  the  same  shall  be  located  as 
provided  for  in  Section  544  hereof,  may  be 
built  as  herein  provided.  Said  buildings 
shall  contain  no  stage,  proscenium  wall  nor 
scenery  of  any  description.  The  screen  for 
the  display  of  the  pictures  must  be  attached 
to  the  rear  wall  of  the  building,  not  to  ex- 
ceed six  inches  away  from  same.  No  deco- 
rative walls  or  paintings  or  other  effects 
shall  be  constructed  inside  the  audience  room 
in  such  a  manner  as  to  allow  any  rooms  or 
spaces  between  same  and  the  enclosing  walls 
of  the  building.  An  open  platform  not  to 
exceed  seventy-two  square  feet  in  area  may 
be  built  before  the  picture  screen  in  mov- 
ing picture  theaters  having  a  seating  capa- 
city of  not  more  than  three  hundred,  and 
the  said  platform  may  have  an  additional 
twenty-four  square  feet  in  area  for  each 
additional  one  hundred  in  seating  capacity 
in  excess  of  three  hundred.  On  the  main 
floor  of  such  building  there  shall  be  at 
least  two  main  aisles  with  direct  exits  at 
front  and  rear  and  two  cross  aisles  with  di- 
rect exits  from  the  side.  When  such  build- 
ing contains  a  balcony  or  gallery  there  shall 
be  emergency  exits  from  the  highest  and 
lowest  levels  of  same  on  one  side  and  on  the 
other  side  there  shall  be  either  emergency 
exits  or  enclosed  interior  stairs  from  the 
highest  level  of  the  balcony,  and  the  lowest 
level  of  the  balcony  shall  Tae  connected  with 
such  side  stairs  by  means  of  a  tunnel.  All 
seats  in  the  audience  room  shall  be  at  least 
twenty  Inches  wide  and  space  thirty-four 
inches  from  back  to  back.  The  booth  for  the 
moving  picture  machine  must  be  of  con- 
struction in  conformity  with  the  require- 
ments for  such  machine  booths  in  buildings 
of  Class  IVc;  In  all  other  respects  such 
buildings  shall  comply  both  in  structural  re- 
quirements and  equipment  with  the  provi- 
sions of  this  chapter  relating  to  theatres 
of  Class   V   hereafter   erected. 

Provided,  however,  that  where  such  build- 
ing has  no  balcony  or  gallery  and  the  seats 
in  the  audience  room  are  all  on  the  ground 
floor  of  same,  and  where  no  portion  of  the 
building  connected  with  or  made  a  part  of  or 
used  in  conjunction  therewith  exceeds  two 
stories  in  height,  and  where  the  lobbies  and 
entrances  leading  to  such  part  of  the  build- 
ing used  for  purposes  of  Class  IVc  have 
brick  dividing  walls  separating  them  from 
the  portions  of  the  building  connected  there- 
with used  for  the  purpose  of  any  other  class 
as  defined  in  this  ordinance,  and  the  floors 
of  said  lobbies  and  entrances  and  the  floors 
and  ceilings  above  such  lobbies  and  en- 
trances are  of  fireproof  construction  and 
there  are  no  doors  or  windows  leading  ffom 
such  lobbies  and  entrances  to  any  portion 
of  the  said  building  used  for  any  other  pur- 


pose than  Class  IVc,  such  portion  of  said 
building  as  is  not  used  for  purposes  of  Class 
IVc  may  be  built  in  accordance  with  the  pro- 
visions of  this  chapter  designating  the 
manner   of  construction    for  sucli   classes. 

546.  Ploor  I^evels — Iiimitations.)  The  fol- 
lowing limitations  of  floor  levels  shall  apply 
to  every  building  used  for  the  purposes  of 
Class  IVc;  the  highest  part  of  the  audi- 
torium floor  shall  not  exceed  four  feet  above 
the  sidewalk  level.  The  floor  level  at  the 
entrance  shall  not  be  at  a  greater  height 
than  eight  inches  above  the  sidewalk.  The 
aisles  shall  not  have  a  greater  incline  than 
1*/^    Inches    to    the    foot. 

547.  Stairways.)  Where  external  stair- 
ways are  required,  su^h  stairways  shall  be 
at  least  six  inches  wider  than  the  exits, 
and  shall  have  treads  not  less  than  ten 
inches  wide  and  risers  not  more  than  8 
inches  high,  and  shall  be  provided  with  suit- 
able handrails  on  each  side  thereof,  and  the 
width  of  such  stairs  shall  comply  with  the 
requirements  of  Class   IVb. 

548.  Balconies  and  Galleries.)  In  non- 
fireproof  buildings  hereafter  erected  for,  or 
converted  to  the  purposes  of  Class  IVc,  not 
more  than  one  balcony  and  no  galleries 
shall    be    constructed. 

549.  VTidth    of    Aisles — Steps    in    Aisles.) 

Aisles  and  rooms  used  for  tlie  purpose  of 
Class  IVc  shall  have  in  the  aggregate  a 
width  of  not  less  than  twenty  inches  for 
each  100  of  seating  capacity  of  sucli  room 
and  for  fractional  parts  of  100  a  proportion- 
ate part  of  twenty  inches  shall  be  added, 
and  no  aisles  shall  have  a  width  of  less  than 
two  feet  six  inches.  When  side  emergency 
exits  are  permitted,  there  shall  be  a  cross 
aisle  not  less  than  three  feet  wide,  leading 
directly  to  said  exit.  Steps  sliall  not  be  per- 
mitted in  any  aisle  or  in  any  portion  of  the 
auditorium  floor. 

550.  Corridors  —  Passagfeways  —  Doors  — 
Width  Of.)  The  width  of  corridors,  pas- 
sageways and  doors  shall  be  computed  in 
the  same  manner  as  provided  in  Sections 
526   and    527. 

551.  Seats — Size — I^ocation.)  There  shall 
not  be  more  than  ten  seats  in  any  one  row 
between  aisles,  nor  more  than  six  seats  be- 
tween an  aisle  and  side  wall.  Seats  shall 
not  be  less  than  thirty-two  Inches  from 
back  to  back  and  shall  not  be  less  than 
twenty  inches  in  width  measured  at  the  top 
of  the  seat  back,  and  shall  be  secured  firmly 
to  the  floor. 

552.  Doors  and  Exits.)  In  every  building  of 
Class  IVc,  there  shall  be  provided  at  least 
two  entrance  doors.  No  entrance  doors  shall 
be  less  than  four  feet  in  width.  If  the  rear 
of  the  building  aiDuts  upon  an  alley,  there 
shall  be  provided  not  less  tlian  two  emer- 
gency exits  leading  directly  to  the  said 
alley.  Wherever  emergency  exits  pass  over 
or  under  the  stage  floor  level,  they  sliall  be 
enclosed  with  walls  of  masonry  nine  inches 
in  thickness,  or  four-inch  hollow  tile,  or  of 
two-inch  solid  plaster,  composed  of  iron 
studs  and  metal  lath  and  plaster,  and  shall 
have  floors  and  ceilings  of  slow-burning 
mill,  or  fireproof  construction.  If  the  side 
of  the  auditorium  abuts  upon  a  street  or 
alley,  such  emergency  exits  sliall  be  located 
as  follows:  one  exit  shall  be  located  at  a 
distance  not  greater  than  five  feet  from  the 
proscenium  wall  cr  stage,  and  the  other 
exit  sliall  be  located  at  a  distance  half  way 
between  the  foyer  and  the  stage  wall.  Exits 
by  meaiiS  of  stairways  or  stairway  fire 
escapes,  equal  In  width  to  eighteen  inches 
for  each  one  hundred  persons,  shall  be  pro- 
vided, and  for  fractional  parts  of  one  hun- 
dred, proportionate  part  of  eighteen  inches 
sliall  be  added.  No  such  exit  shall  be  less 
than   two  feet   six   inches   In   width. 

553.  Doors  to  Open  Outward.)  All  doors 
affording    ingress    or    egress    in    buildings    of 
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Class  IVc  shall  open  outward,  and  no  door 
shall  be  less  than  three  feet  wide.  Such 
doors  shall  be  so  constructed  that  they  may 
be    easily    opened    from    within. 

554.  Walls  Between  Auditoriuixi  and 
Stag°e.)  Where  the  area  of  the  stage  ex- 
ceeds 72  square  feet,  there  shall  be  provided 
a  proscenium  wall  of  solid  masonry  of  not 
less  than  nine  Inches  In  thickness,  extending 
from  ground  to  the  roof.  Where  the  stage 
area  is  less  than  72  square  feet  its  pro- 
scenium wall  may  be  constructed  of  two-inch 
solid  plaster  walls,  composed  of  metal  studs 
and  metal  lath  and  plaster  or  three-inch 
hollow  tile.  In  no  case  shall  the  underside 
of  ceiling  or  roof  over  stage  house  behind 
proscenium  wall  be  at  a  higher  level  than 
three  feet  over  the  'highest  point  of  mam 
proscenium  opening.  And  there  shall  be  no 
trap  doors  or  other  openings  in  the  stage 
floor. 

555.  Cnrtaln.)  (a)  The  main  curtain  in 
the  opening  of  the  proscenium  wall  shall  be 
composed  of  long  fibre  asbestos  twisted  on 
brass  wire  and  woven  into  a  close  cloth. 
The  laps  shall  be  sewed  with  two  lines  of 
brass  and  asbestos  stitching,  which  laps 
shall  not  be  less  than  one-inch  wide.  Said 
cloth  shall  be  lapped  at  least  four  times 
around  the  top  and  around  the  bottom  bars 
with  at  least  three  lines  of  the  stitching 
above  specified. 

(b)  The  edge  of  the  curtain  shall  be 
continuously  reinforced  by  lapping  and 
stitching  and  also  with  pieces  of  sheet 
metal  for  clips.  The  curtain  shall  be  at 
least  thirty  inches  wider  and  liigher  than 
the  masonry  opening,  and  shall  have  steel 
top  and  bottom  bars  of  not  less  than  two 
square  inches  in  cross  section  which  bars 
shall  be  connected  by  four  three-sixteenth- 
inch   steel   cables. 

(c)  There  shall  be  three-eighth-inch 
spanning  cables  with  upper  ends  secured  to 
steel  brackets  fastened  to  the  wall  and  the 
lower  ends  sufficiently  counter-weighted  to 
keep  the  cables  taut  and  where  cables  pass 
through  the  stage  floor,  the  holes  shall  be 
metal    bushed. 

(d)  The  curtain  shall  have  hard  wood 
eyelets  not  over  eighteen  inches  center  to 
center,  around  the  standing  cables  on  both 
vertical  edges,  whicli  eyelets  shall  be  secured 
to  the  curtain  by  bent  brass  clips  riveted 
to  the  curtain  with  double  sheet  metal  re- 
inforcing. 

(e)  There  shall  be  steel  lifting  cables, 
one-half  inch  In  diameter,  at  each  end  of 
the  curtain  and  at  Intermediate  points  not 
over  ten  feet  apart  attached  to  drums  on 
shafts    located   above    the   curtain. 

(f)  The  operating  machinery  shall  be 
built  according  to  good  mechanical  engin- 
eering  practice. 

(g)  Tliere  shall  be  emergency  chains 
midway  between  the  lifting  cables,  to  hold 
the  curtain  which  shall  be  equal  in  strength 
and  efficiency  to   the  lifting  cables. 

(h)  There  shall  be  steel  guides  of  not 
less  than  three-eighth-inch  metal  on  each 
side  of  the  curtain  from  the  stage  floor  to 
the  level  of  the  overhead  sheaves.  The 
metal  guides  shall  lap  the  edges  of  the  cur- 
tain not  less  tlian  four  inches.  The  curtain 
ahall  be  incombustible  in  all  its  parts  and 
its   operating   devices. 

(1)  The  painting  and  the  manner  of  trip- 
ping thu  curtain  and  the  number  of  and 
the  location  of  places  for  tripping  shall  be 
subject  to  the  approval  of  the  Chief  of  Fire 
Prevention   and   Public   Safety. 

(j)  A  permit  shall  be  obtained  from  the 
Department  of  Buildings  for  the  erection 
of  each  such  curtain.  The  Commissioner 
of  Buildings  shall  inspect  each  such  curtain 
semi-annually  for  whicli  semi-annual  in- 
spection,   a    fee   of    $5.00    shall    be    charged. 

556.  Other     Opening's    .In     Stagre     Walls.) 


Every  other  opening  In  the  proscenium 
wall  or  In  the  other  walls  of  the  stage  shall 
have    self-closing    incombustible    doors. 

557.  Structure  Over  Ceiling* — Constrac- 
tlon.)  A  structure  may  be  built  over  the 
ceiling  or  roof  of  any  building  used  wholly 
or  in  part  for  the  purposes  of  Class  IVc, 
provided  sucli  space  is  not  used  for  sleeping 
or  living  purposes.  Girders  or  trusses  sup- 
porting same  sliall  be  of  steel  protected  by 
fireprooflng  as  required  in  Section  839  and 
the  entire  ceiling  shall  be  covered  with  in- 
combustible materrial  subject  to  the  approval 
of   the   Commissioner  of   Buildings. 

558.  Picture  Machine  Booth.)  The  walls 
floor  and  ceiling  of  every  moving  picture 
booth  or  machine  house  shall  be  built  of 
four-inch  hollow  tile  or  four-inch  solid  con- 
crete, supported  on  iron  beams  or  columns, 
the  door  of  operating  room  to  be  metal  clad 
and  swing  outwards.  There  shall  be  a 
metal  smoke  or  flue  pipe  eighteen  inches  In 
diameter  extending  from  ceiling  to  three 
feet  above  roof  of  macliine.  house  and  ter- 
minating in  the  open  air  outside  of  building. 

559.  Standpipes  and  Hose  on  Stag'e.) 
Where  the  stage  area  exceeds  seventy-two 
square  feet  and  any  scenery  is  used  on 
stage,  there  shall  be  a  standpipe  system  in- 
stalled on  said  stage  subject  to  the  approval 
of  the  Chief  of  Fire  Prevention  and  Public 
Safety. 

560.  Vent  or  Plue  Pipe  Over  Stag'e.)  (a) 
When  the  stage  exceeds  seventy-two  square 
feet  in  area  and  combustible  scenery  is 
used,  one  or  more  flue  pipes  of  incombustible 
material  and  equivalent  to  one-twentieth  of 
the  area  of  the  stage  shall  be  built  over  the 
stage  and  shall  extend  eight  feet  above  the 
highest  point  of  roof. 

(b)  All  such  flues  or  vents  shall  be  pro- 
vided with  metal  dampers  which  shall  be 
controlled  or  operated  by  a  small  tarred 
hempen  cord  and  also  by  two  electric 
switches,  one  at  the  electrician's  sta- 
tion on  the  stage,  which  station  shall 
be  fireproof,  and  the  other  at  the  stage 
fireman's  station  on  the  opposite  side  of 
the  stage;  the  arrangement  of  said  cord 
and  said  electric  switches  shall  be  such 
that  the  cord  will  operate  as  a  fusible  link 
betweem  the  electric  control  and  the  damper 
and  will  release  said  damper,  should  the 
switches  or  either  of  them,  fail  to  operate. 
Such  stations  shall  be  located  In  such 
places  on  the  stage  as  may  be  determined 
by  the  Fire  Marshal,  subject  to  the  pro- 
visions of  this  paragraph,  and  each  switch 
shall  have  a  sign  with  plain  directions  as 
to  the  operation  of  the  same  printed  thereon. 

561.  Capacity — Certification  for  Iiicense.) 
The  Commissioner  of  Buildings  shall  datcr- 
mine  tlie  number  of  persons  any  room  used 
for  the  purposes  of  Class  IVc  may  accom- 
modate according  to  the  provisions  of  this 
chapter,  and  shall  certify  the  same  to  the 
City  Clerk. 

562.  I^ig'hting'    Service    Requirement.)    Gas 

or  electricity  or  both  may  be  used  for 
illuminating  purposes  in  buildings  of  Class 
IVc  but  gas  shall  not  be  used  in  that  part 
of  the  building  known  as  the  stage  side 
of  the  proscenium  wall.  Provisions  shall  be 
made  to  properly  light  every  portion  of  a 
building  of  Class  IVc  and  every  outlet  there- 
from leading  to  the  outside  of  the  building, 
and  all  open  courts,  passageways,  and  emer- 
gency exits.  Lights  in  vestibules,  halls,  cor- 
ridors, passageways,  stairways  and  other 
means  of  egress  from  the  building  and 
premises  shall  be  on  an  independent  system 
or  circuit  or  service,  and  shall  be  controlled 
separately  and  exclusively  by  a  switch  or  a 
shutoff  located  near  the  main  entrance.  In 
rooms,  halls  or  auditoriums  used  for  the 
purposes  of  Class  IVc  provisions  shall  be 
made  to  furnish  a  light  supplied  by  gas, 
above    If   possible,    otherwise    closely    adjoin- 
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ing  every  opening  to  an  exit  or  to  an  emer- 
gency exit  from  the  room,  hall  or  audito- 
rium. Where  the  capacity  of  the  room,  hall 
or  auditorium  is  greater  than  three  hundred, 
provisions  shall  be  made  to  furnish  a  light 
supplied  by  electricity  and  on  the  same  cir- 
cuit as  the  corridor  and  vestibule  lights, 
above  if  possible,  otherwise  closely  adjoin- 
ing every  opening  to  an  exit  or  an  emer- 
gency exit  from  such  hall  or  auditorium,  in 
addition  to  the  gas  light  in  such  location 
previously   required. 

563.  Xlg-htlngr  in  Theaters^ — Test  of  Sufla- 
clent  Iiigrht — Penalty.)  Every  portion  of  a 
moving  picture  theater,  including  exits, 
courts  and  corridors,  devoted  to  the  use  or 
accommodation  of  the  public  shall  be  so 
lighted  by  electric  light  during  all  exhibi- 
tions and  until  the  entire  audience  has  left 
the  premises  that  a  person  with  normal  eye- 
sight shall  be  able  to  read  Snellen  standard 
test  type  40  at  a  distance  of  twenty  feet; 
and  type  30  at  a  distance  of  ten  feet; 
normal  eyesight  meaning  ability  to  read  20 
at  a  distance  of  twenty  feet  in  daylight. 
Cards  showing  types  20,  30,  and  40  should 
be  displayed  in  the  corridor  of  every  such 
theater  together  with  a  copy  of  this  ordi- 
nance. Any  person,  firm  or  corporation  that 
violates,  neglects  or  refuses  to  comply  with, 
or  resists  or  opposes  the  enforcement  of 
this  section,  shall  be  fined  not  less  than 
twenty-flve  dollars  nor  more  than  two  hun- 
dred dollars  for  each  offense,  and  shall  be 
deemed  guilty  of  a  separate  offense  for  every 
day  on  which  such  violations,  neglect  or  re- 
fusal   shall    continue. 

564.  Scenery  Shall  Be  Stationary  —  Ap- 
proval— Metal  and  Asbestos  Scenery.)  Ali 
scenery  on  the  stage  shall  be  made  sta- 
tionary, and  shall  consist  of  not  over  two 
asbestos  curtains,  three  stationary  wings 
on  each  side  and  four  stationary  border 
drops.  All  scenery  and  stage  paraphernalia 
shall  be  treated  with  a  fire-retarding  solu- 
tion subject  to  the  test  and  approval  of 
the  Chief  of  Fire  Prevention  and  Public 
Safety.  Where  all  scenery  is  made  of  metal 
upon  metal  supports,  metal  frames,  and 
metal  attachments  or  where  all  scenery  is  of 
pure  long  fibre  asbestos  twisted  on  brass 
wire  and  woven  into  a  close  cloth  with  metal 
framings,  metal  supports  and  metal  attach- 
ments, it  shall  not  be  considered  as  scenery 
within  the  meaning  of  the  term  as  used  in 
this  chapter. 

565.  Dressing-  Boom  Partitions.)  Parti- 
tions forming  dressing  rooms,  except  where 
already  built,  shall  be  constructed  of  in- 
combustible material,  and  such  dressing 
rooms  shall  be  properly  ventilated  as  in 
the  judgment  of  the  Commissioner  of 
Health  may  be  required. 

566.  Frontag-e  Consents  Bequired.)  No 
building  of  this  class  shall  hereafter  be 
constructed  for,  or  converted  to  the  use  of 
said  class,  unless  frontage  consents  are 
secured  as  required  by  the  ordinances  of 
the  City  of  Chicago  and  filed  with  the  Com- 
missioner   of    Buildings. 

CLASS  IVd 

567.  Class  IVd  Defined.)  In  Class  IVd 
shall  be  included  every  grand  stand  and 
every  baseball,  athletic  and  amusement 
park. 

568.  Ijoads — Allowance  for  Live  Iioads.) 
The  floors  and  stairs  of  grand  stands  and 
bleacher  stands,  existing  or  hereafter  built, 
shall  be  designed  and  constructed  in  such 
manner  as  to  be  capable  of  bearing  in  all 
their  parts  and  supports,  in  addition  to  tlie 
weight  of  the  floor  construction,  partitions 
and  permanent  fixtures,  that  may  be  spt 
upon  the  same,  a  live  load  of  not  less  than 
one  hundred  pounds  for  every  square  foot 
of  surface  of  said  floors,  and  a  live  load 
of  not  less  than  one  hundred  and  fifty 
pounds  for  every  square  foot  of  the  bearing 
surface   of   the   stairs. 


569.  Grandstands — Frame  within  Pire 
Limits — Grandstands  Hereafter  Constructed 
—  Fireproof  —  Frontag-e  —  Consents.)      (a) 

Wooden  grandstands  or  tiers  of  seats  com- 
monly known  and  described  as  grandstands 
now  constructed  or  in  the  process  of  con- 
struction may  be  erected,  repaired  or  en- 
larged witliin  the  fire  limits  where  no  part 
of  any  such  structure  shall  be  within  sixty 
feet  of  any  other  building  or  structure.  All 
grandstands  hereafter  erected  within  the 
fire  limits,  except  as  hereinafter  provided, 
sliall  be  made  of  fireproof  or  unprotected 
steel  construction.  Tlie  enclosing  walls,  if 
enclosed,  sliall  be  made  of  fireproof  or  in- 
combustible materials,  but  the  seats  may 
be  made  of  wood.  Grandstands  outside  the 
fire  limits,  or  inside  the  fire  limits  where  the 
seating  capacity  does  not  exceed  five  thou- 
sand persons,  may  be  constructed  of  wood, 
but  no  part  of  any  such  structure  shall  be 
within  less  than  sixty  feet  of  any  other 
building  or  structure.  The  braces,  supports 
and  the  underside  of  all  seats,  including 
bleacher  seats,  shall  be  treated  with  a  fire-re- 
tarding solution  once  a  year  before  opening 
up  the  premises  containing  such  stand  to 
the  public. 

(b)  Every  person,  firm  or  corporation 
desiring  a  permit  for  the  construction  of  a 
grandstand,  except  in  connection  with  such 
as  are  now  in  existence,  sliall  first  obtain 
the  consent  in  writing  of  the  owners  of  a 
majority  of  the  frontage  on  both  sides  of 
the  street  or  streets  on  each  side  of  the 
block  or  square  in  which  it  is  desired  to  erect 
such    grandstand. 

(c)  The  Commissioner  of  Buildings  shall 
Inspect  or  cause  to  be  inspected  all  tiers  of 
seats  and  grandstands  each  year  before  same 
are  opened  to  the  public  for  the  purpose  of 
ascertaining  whether  they  comply  with  the 
City  ordinances  and  the  rules  and  regulations 
of  the  Department  of  Buildings.  A  fee  shall 
be  charged  for  such  annual  inspection  as  fol- 
lows: 

Where  the  seating  capacity  is  5,000  or  less 
the   fee   shall   be    $10.00. 

Where  the  seating  capacity  is  more  than 
5,000  the  fee  shall  be  $25.00. 

570.  "Width  of  Aisles  and  Fxits — Number 
of  Seats  Between  Aisles.)  (a)  The  width 
of  aisles  and  exits  in  all  grandstands  con- 
templated in  Section  567,  hereafter  con- 
structed, shall  in  no  case  be  less  than  3  6 
inches  and  such  width  shall  be  Increased 
toward  the  exits  which  serve  as  regular 
entrances,  such  widtli  being  computed  at 
the  rate  of  eighteen  inches  per  100  seats  or 
fractional  part  thereof  in  non-fireproof 
grandstands,  and  at  the  rate  of  twelve 
inches  for  each  100  seats  or  fractional  part 
thereof    in    fireproof    grandstands. 

(b)  The  number  of  seats  between  aisles 
in  any  I'ow  shall  not  exceed  twenty  In  non- 
fireproof  grandstands,  nor  thirty  in  fire- 
proof   grandstands. 

571.  Temporary  Seating*  Structures.) 
Temporary  seating  structures  for  shows 
and  outdoor  exhibitions  and  the  observation 
of  holidays  and  special  occasions  may  be 
built  of  combustible  material,  providing  they 
are  built  structurally  strong  enough  to  sup- 
port a  live  load  of  one  hundred  pounds  per 
square  foot,  and  comply  with  the  provisions 
of  Class  IVb  In  regard  to  means  of  exit, 
aisles  and  rows  of  seats;  and  provided,  fur- 
ther, that  a  permit  be  secured  from  the 
Commissioner  of  Buildings,  which  shall  in 
no  case  be  issued  by  him  until  the  party  de- 
siring to  erect  said  temporary  seating  struc- 
ture shall  secure  the  written  consent  of  a 
majority  of  the  property  owners  or  their 
duly  authorized  agents,  on  botli  sides  of  the 
street  on  which  said  tempor.ary  seating 
struction  is  to  be  located  in  the  block  be- 
tween the  two  nearest  intersecting  streets. 
Any  permit  issued  for  any  such  temporary 
seating    structure    as    hereinabove    provided 
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for  in  this  section  shall  not  entitle  the  per- 
son so  receiving  said  permit  to  use  said  tem- 
porary seating  structure  for  more  than  ten 
consecutive  days  from  tlie  first  day  on  which 
it  is  so  used;  and  any  temporary  seating 
structure  provided  for  in  tliis  section  shall 
be  removed  within  ten  days  after  the  use  of 
the  same  as  provided  for  in  this  section,  and 
if  not  so  removed  it  shall  be  the  duty  of  the 
Commissioner  of  Buildings  to  order  the  same 
to  be  removed  or  torn  down  by  tlie  Fire 
Marshal  at  the  expense  of  the  owner  thereof. 

572.  Use  of  Roofs — Requiremeuts.)  Wher- 
ever tlie  roof  of  any  building  is  used  for 
any  purposes  whatever,  except  as  a  covering 
for  the  building,  it  shall  be  considered  as 
a  story  of  the  building  and  subject  to  such 
restrictions  of  use  and  such  requirements  of 
construction  as  are  provided  for  the  building 
by   the  ordinances  of  the  City  of  Cliicago. 

Amusement    Parlis. 

573.  Frontage  Consents  Required.)  It 
shall  hereafter  be  unlawful  iur  ^luy  person, 
firm  or  corporation,  to  build,  construct,  es- 
tablish, produce  or  carry  on,  any  amusement 
within  any  ground,  garden  or  enclosure  of 
the  kind  commonly  known  and  described  as 
amusement  parks,  wlierein  shows  of  differ- 
ent classes  are  offered  or  presented  by  one 
or  more  concessionnaries,  without  first  se- 
curing written  frontage  consents  as  re- 
quired by  the  ordinances  of  the  City  of 
Chicago.  Such  frontage  consents  shall  be 
filed  with  the  Commissioner  of  Buildings 
before  a  permit  shall  be  issued  for  the  con- 
struction of  any  building  or  structure  con- 
nected in  any  way  with  such  amusement 
or  amusement   park. 

574.  Requirements.)  (a)  Buildings  erected 
after  March  13,  1911  within  an  amusement 
park,  located  outside  the  fire  limits,  shall 
comply,  except  as  herein  otherwise  specified, 
with  tlie  provisions  of  Class  IVb. 

(b)  Buildings  erected  after  March  13,  1911 
within  amusement  parks  located  outside 
of  the  fire  limits  and  not  exceeding  one 
story  in  height  and  which  do  not  contain 
more  than  one  balcony  may  be  built  with  a 
self-supporting  steel  frame  designed  as  re- 
quired by  this  chapter.  Such  structures 
may  be  enclosed  with  metal  latli  covered 
with  cement  plaster,  which  plaster  shall  be 
not  less  than  one  and  one-third  inches  thiclv, 
or  such  structures  inay  be  enclosed  with 
galvanized  iron.  The  roofs  of  such  struc- 
tures may  be  of  ordinary  construction  sup- 
ported on  steel  trusses  and  covered  with  a 
gravel  or  composition  roof,  approved  by  the 
Commissioner   of  Buildings. 

(c)  Every  moving  picture  theatre  here- 
after built  within  an  amusement  park  shall 
comply    with   the  pi-ovisions   of  Class   IVc. 

575.  Open      Space      Between      Building's.) 

There  shall  Ije  an  open  and  unobstructed 
space  of  not  less  than  four  feet  between 
each  and  every  frame  building  erected  after 
March  13,  1911,  in  an  amusement  park,  wlieie 
the  buildings  do  not  exceed  twenty  feet  in 
height,  and  of  not  less  than  six  feet  where 
the  buildings  are  over  twenty  feet  and  less 
tlian  thirty  feet  in  height,  and  of  not  less 
than  ten  feet  when  the  buildings  are  over 
thirty  feet  in  height.  Where  biick  or  con- 
crete or  other  fireproof  walls  of  full  seven- 
teen inches  in  tliickness  are  used  between 
such  buildings  and  where  such  buildings 
are  built  of  slow-burning  construction,  these 
spaces  shall  not  be  reriuired,  but,  in  such 
cases,  there  shall  be  a  space  of  ten  feet  in 
width  at  intervals  of  every  two  hundred 
feet. 

576.  Roller  Coaster  Devices.)  No  roller 
coaster,  scenic  railway,  or  other  riding, 
sliding,  or  rolling  device,  shall  be  hereafter 
erected  of  a  greater  height  from  the  ground 
than    55    feet.      All    such    coasters,    railways, 


riding  or  other  devices  shall  be  equipped 
with  safety  .  clutches.  The  cars,  or  any 
receptacles,  which  persons  are  permitted  to 
occupy,  or  in  which  they  are  permitted  to 
travel,  ascend  or  descend,  shall  have  hand 
rails  of  sutticient  number  and  height  to  pre- 
vent people  from  being  thrown  tlierefrom, 
and  of  such  character  as  shall  be  approved 
by    the    Commissioner    of    Buildings. 

577.  Roller  Coasters — Scenic  Railways, 
Etc. — Permit  Pee — Certificate  of  Test  and 
Safety.)  (a)  Before  any  roller  coaster, 
scenic  railway,  water  chute  or  other  mechan- 
ical riding,  sailing,  sliding  or  swinging  device 
is  erected,  either  in  existing  or  new  amuse- 
ment parks,  a  detailed  plan  shall  be  sub- 
mitted to  the  Commissioner  of  Buildings,  for 
his  approval  or  rejection,  and,  if  approved, 
a  permit  shall  be  procured  by  the  person, 
firm  or  corporation  desiring  to  erect  such 
device.  The  permit  fee  shall  be  fifty  dollars 
for  each  such  device.  Before  such  device 
is  opened  to  the  public  each  season,  a  certifi- 
cate of  inspection,  signed  by  a  competent 
engineer,  approved  by  the  Commissioner  of 
Buildings,  must  be  furnished,  certifying  to 
the  practicability,  strength  and  safety  of 
such  devices,  and  such  device  shall  be  ex- 
amined by  the  Commissioner  of  Buildings  or 
his  einployees  upon  completion  and  also  each 
year   before    the   opening   up   to    the   public. 

(b)  The  Commissioner  of  Buildings  shall 
inspect  or  cause  to  be  inspected  all  buildings 
to  be  used  for  purposes  of  exhibition,  amuse- 
ment or  entertainment  which  are  attended  by 
the  public  that  are  within  or  connected  with 
an  amusement  park,  each  year  before  said 
buildings  are  open  to  the  public,  for  the  pur- 
pose of  ascertaining  whether  they  comply 
with  the  City  ordinances  and  the  rules  and 
regulations  of  the  Department  of  Buildings. 
The  fee  for  such  annual  inspection  shall  be 
five  dollars  for  each  building  so  inspected. 

(c.)  The  Commissioner  of  Buildings  shall 
inspect  or  cause  to  be  inspected  all  amuse- 
ment devices,  mechanisms  and  structures 
other  than  riding  devices  and  other  than 
buildings  within  an  amusement  park,  for 
the  purpose  of  ascertaining  whether  they 
comply  with  the  City  ordinances  and  the 
rules  and  regulations  of  the  Department  of 
Buildings;  and  the  fee  for  such  annual  in- 
spection shall  be  ten  dollars  for  each  device, 
mechanism  and  structure  so  inspected. 

(d)  The  Commissioner  of  Buildings  shall 
inspect  or  cause  to  be  inspected  all  amuse- 
ment devices  operated  by  animals  or  by  other 
motor  power  and  all  other  riding,  sliding, 
sailing,  swinging  or  rolling  devices  situated  on 
any  lot  or  tract  of  land  outside  of  the  amuse- 
ment park  before  said  devices  are  open  to 
the  public.  Where  said  devices  are  taken 
down,  removed  and  reassembled  or  re- 
erected  in  another  location,  the  Commis- 
sioner of  Buildings  shall  inspect  or  cause  said 
devices  to  be  reinspected  after  each  removal 
and  before  said  devices  are  open  to  the  pub- 
lic, for  the  purpose  of  ascertaining  whether 
they  comply  with  the  City  ordinances  and 
the  rules  and  regulations  of  the  Depart- 
ment of  Buildings.  A  fee  of  five  dollars 
shall  be  made  for  every  such  inspection  or 
re-inspection. 

578.  Must  Comply  "With  All  Ordinances.) 
It  shall  be  unlawful  for  any  person,  firm 
or  corporation  to  construct,  alter  or  operate 
any  amusement  park  or  any  building  or 
structure  therein  unless  they  comply  with 
the    ordinances    of    the    city    relative    thereto. 

ARTICLE  VIII. 
Class     V. 

579.  Class  V  Defined.)  In  Class  V  shall 
be  included  every  building  which  is  used  as 
a  public  theater  where  an  admission  fee  is 
charged  and  in  whicli  movable  scenery  is 
used,  and  every  assembly  hall  hereafter 
erected    having    a    seating    capacity    of    over 
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300  and  containing  a  permanent  stage  on 
which  scenery  and  theatrical  apparatus  are 
used  and  regular  theatrical  vaudeville  per- 
formances are  given;  provided,  however, 
that  public  halls  and  club  halls  witli  a  seat- 
ing capacity  of  less  than  six  hundred,  al- 
though occasionally  used  for  theatrical 
presentation,  shall  not  be  considered  as  pub- 
lic theatres  within  the  meaning  of  the  term 
as  used  in  this  section,  notwithstanding  the 
fact  that  movable  scenery  is  used  upon  the 
stages  thereof  on  such  occasions,  and  such 
public  halls  and  club  halls  shall  not  be  con- 
sidered as  buildings  of  Class  V  as  herein 
defined.  Such  public  halls  and  club  halls 
shall  be  included  in  Class  IV  as  defined  in 
this  chapter. 

Whenever  words  are  used  in  the  articles 
of  this  chapter  which  relate  to  the  cjassifica- 
tion  of  Class  V  buildings  into  buildings  in 
existence  and  buildings  hereafter  erected, 
such  words  (unless  expressly  shown  to  be 
intended  otherwise)  shall  be  understood  as 
referring  to  the  date  July  18,  1905,  at  which 
time  the  original  ordinance  making  such 
classification  was  passed  by  the  city  council. 

580.  Must  Comply  with  G-eneral  and 
Special  Provisions.)  In  addition  to  the  pro- 
visions of  this  article  every  building  of 
Class  V  shall  also  comply  with  the  general 
provisions  of  this  chapter. 

581.  City  Officers  Empowered  to  Enter 
Building's.)  The  Commissioner  of  Build- 
ings, Commissioner  of  Health,  Fire  Marshal, 
Chief  of  Fire  Prevention  and  Pubic  Safety, 
Commissioner  of  Gas  and  Electricity,  Super- 
erintedent  of  Police,  or  any  of  them,  and  their 
respective  assistants,  shall  have  the  right  to 
enter  any  building  used  wholly  or  in  part  for 
the  purposes  of  Class  V,  and  any  and  all 
parts  thereof,  at  any  reasonable  time  and  at 
any  time  when  occupied  by  the  public,  in 
order  to  examine  such  buildings,  to  judge  of 
the  condition  of  the  same  and  to  discharge 
their  respective  duties,  and  it  shall  be  un- 
lawful for  any  person  to  interfere  with 
them,  or  any  of  them,  in  the  performance 
of   their   duties. 

582.  City    Officers    Empowered    to    Close.) 

The  Commissioner  of  Buildings,  Commis- 
sioner of  Health,  Fire  Marshal,  Chief  of 
Fire  Prevention  and  Public  Safety,  Commis- 
sioner of  Gas  and  Electricity,  Superintendent 
of  Police,  or  any  one  of  them,  shall  have  the 
power,  and  it  shall  be  their  joint  and  several 
duty,  to  order  any  building  used  wholly  or 
in  part  for  the  purposes  of  Cass  V,  closed, 
where  it  is  discovered  that  there  is  any 
violation  of  any  of  the  provisions  of  the 
chapter,  and  keep  same  closed  until  such 
provisions  are  complied  with. 

583.  license — Mayor  Shall  Revoke.)  Upon 
a  report  to  the  Mayor  by  the  Commis- 
sioner of  Buildings.  Commissioner  of  Health. 
Fire  Marshal,  Chief  of  Fire  Prevention  and 
Public  Safety,  Commissioner  of  Gas  and  elec- 
tricity, or  the  Superintendent  of  Police  that 
any  requirement  of  this  chapter  or  that  anv 
order  given  by  them  or  any  of  them  in  regard 
thereto  has  been  violated,  or  not  complied 
with,  the  Mayor  shall  revoke  the  license  of 
any  such  theatre  or  place  of  amusement  so 
reported   and  cause   the   same   to  be   closed. 

Buildings  of   Class  V   Now   in   Existence. 

58  4.  Building's  of  Class  V  Now  in  Exist- 
ence.) The  following  provisions  shall  apply 
to  Class  V  buildings  in  existence  at  the 
time  of   the   passage   of   this   ordinance: 

585.  "Walls — Outside — Must  Comply  with 
Requirements  of  Section  732.)  The  outside 
walls  of  all  such  buildings  in  existence  at 
the  time  of  the  passage  of  this  ordinance, 
the  roofs  or  ceilings  of  which  are  carried 
on  trusses  or  girders  of  a  span  of  fifty  feet 
or  more  shall  comply  with  the  requirements 
of  Section   732. 


586.  Columns  in  Walls — Alterations.)  If 
Iron  or  steel  columns  are  introduced  in 
the  walls  referred  to  in  Section  585  the 
brick  work  around  the  same  shall  be  bonded 
into  that  of  the  connecting  walls,  and  each 
of  such  columns  shall  be  fireproofed  as  pro- 
vided in  Sections  838  and  839  of  this  chap- 
ter. All  alterations  in  such  existing  build- 
ings, to  make  them  comply  with  the  re- 
quirements of  this  chapter  may  be  executed 
with  the  same  kind  of  materials  as  those 
originally  used  in  the  construction  of  such 
buildings;  provided,  that  after  the  said 
building  is  brought  into  compliance  with  the 
provisions  of  this  chapter,  then  all  subse- 
quent alterations,  enlargements,  repairs,  re- 
placed or  strengthened  structural  parts 
damaged  by  fire,  wear  and  tear,  or  other- 
wise, shall  be  made  of  fireproof  construction 
or  iron  or  steel  construction  covered  with 
fireproof  materials,  as  provided  by  this 
chapter. 

5  87.  Other  Classes  Built  in  Conjunction 
with  Class  V — Doors  for  Opening's  Between 
Connecting^  Building's.)  In  all  cases  where 
existing  buildings  used  wholly  or  in  part  for 
the  purposes  of  Class  V  are  built  in  conjunc- 
tion with  or  as  part  of  buildings  devoted  to 
the  uses  of  other  classes  and  where  such 
buildings  of  the  other  classes,  as  specified 
in  this  ordinance,  are  not  built  entirely  of 
fireproof  construction,  double  iron  doors  shall 
be  Placed  at  each  connecting  opening  be- 
tween such  buildings  of  Class  V  and  the 
building    connected    therewith. 

588.  Ploor  levels — Iiimitations  of.)  (a) 
Any  audience  room  used  for  the  purposes  of 
Class  V  now  in  existence  containing  in  the 
aggregate  not  more  than  five  hundred  seats, 
if  in  a  fireproof  building,  may  be  maintained 
in  any  story  thereof,  but  in  such  case  there 
shall  be  at  least  two  stairways  to  the 
ground,  from  the  floor  or  floors  on  which 
each  such  room  is  located,  each  of  which 
stairways  shall  be  not  less  than  four  feet 
in  width  in  the  clear. 

(b)  In  existing  buildings  of  fireproof 
construction,  having  an  audience  room  with 
a  seating  capacity  of  more  than  five  hun- 
dred and  less  than  fifteen  hundred,  the  low- 
est bank  of  seats  of  the  main  fioor  thereof 
shall  be  not  more  than  twelve  feet  above 
the  street  level,  and  every  such  building 
sliall  in  all  other  respects  conform  to  the 
requirements  of  this  ordinance.  The  main 
■floor  of  any  existing  theatre  of  any  kind  of 
construction  shall  not  be  raised  above  its 
present    elevation. 

589.  Iioads — Allowance  for  live  Loads 
in  Construction  of  Floors  of  Class  "V.)  For 
all  buildings  of  Class  V  all  floors  shall  be 
designed  and  constructed  in  such  manner  as 
to  be  capable  of  supporting  in  all  their 
parts,  in  addition  to  the  weight  of  floor 
construction,  partitions  and  permanent  fix- 
tures and  mechanisms  that  may  be  set  upon 
the  same,  a  live  load  of  one  hundred  pounds 
for  every  square  foot  of  surface  in  such 
floors. 

590.  Stairways — Entrances      and      Exits.) 

(a)  Stairways,  affording  egress  from  any 
room  or  rooms  used  for  the  purposes  of 
Class  V  shall  be  equivalent  in  width  to 
twenty  Inches  for  every  one  hundred  of 
seating  capacity  of  such  room,  and  for  frsc- 
tional  parts  of  one  hundred  a  proportionate 
part  of  twenty  inches  shall  be  added,  but 
no  such  stairway  shall  be  less  tlian  four 
feet  wide  in  the  clear,  except  as  hereinafter 
provided    in    this    section. 

(b)  All  such  stairways  shall  have  hand 
railings  on  each  side  thereof  and  shall  not 
ascend  to  a  greater  height  than  tliirteen 
feet  six  inches  without  a  level  landing,  and 
the  length  and  width  of  such  landing  shall 
not  be  less  than  the  width  of  the  stairs. 
No  run  of  stairs  shall  consist  of  less  than 
six     risers     between     platforms,     and     risers 
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shall  not  be  placed  on  return  platforms. 
Stairways  which  are  ov^er  7  feet  wide  shall 
have  double  intermediate  handrails  with  end 
newel   posts  at  least  5Vz   feet  high. 

(c)  Steps  shall  not  have  a  greater  rise 
than  8  inches,  treads  shall  not  be  narrower 
than  10  inches,  and  winders  shall  not  be 
used  on  any  staircase,  except  where  circu- 
lar  staircases   are   expressly   permitted. 

(d)  In  existing  theatres  every  balcony 
and  gallery  shall  have  separate  and  dis- 
tinct entrance  stairways  from  the  sidewalk 
level,  except  that  in  cases  where  the  vesti- 
bule or  entrance  to  any  such  theatre  is  not 
more  than  fifteen  inches,  or  two  steps, 
above  the  sidewalk  level  and  such  steps 
are  at  or  near  the  building  line,  the  stair- 
ways to  such  balcony  and  gallery  may 
ascend  from  the  floor  of  such  vestibule  or 
entrance,  but  if  the  run  of  the  stairs  at 
the  bottom  is  not  toward  the  street,  there 
shall  be  a  hand  rail  or  rails,  three  feet 
above  the  floor  constructed  from  the  foot 
of  such  stairways  for  a  distance  of  not  less 
than  five  feet  leading  toward  the  street.  All 
doors  intervening  between  such  stairways 
and  the  street  shall,  during  each  and  every 
performance,    be    kept    unfastened. 

(e)  There  shall  be  an  iron  stairway  or 
stairways  from  the  stage  to  the  fly  gal- 
leries and  gridiron,  continuing  to  the  roof 
of  the  building  or  to  some  fireproof  passage- 
way or  exit.  Such  stairways  may  be  cir- 
cular. Such  circular  stairways,  however, 
shall  not  be  used  for  access  to  the  dressing 
rooms. 

(f)  EVery  stairway  leading  to  a  box  or 
boxes  shall  be  independent  of  all  other 
stairs  or  seats:  and  such  stairway  shall 
not  be  less  than  two  feet  eight  inches  wide 
In  the  clear,  when  such  box  or  boxes  seat 
not  to  exceed  thirty  people,  and  an  addi- 
tional width  of  one  inch  shall  be  added  to 
such  stairway  for  each  additional  five  per- 
sons  for  whom   seating  capacity   is  provided. 

(g)  Every  stairway  on  the  stage  side  of 
the  proscenium  wall  shall  be  not  less  than 
two   feet  six   inches   wide. 

(h)  Instead  of  increasing  the  width  re- 
quired for  entrances,  aisles,  exits  and  stair- 
ways to  that  required  by  this  chapter,  the 
owner,  lessee  or  manager  of  any  such  the- 
atre shall  have  the  privilege  of  reducing 
the  number  of  permanent  seats  therein  until 
the  same  ratio  between  such  width  and  num- 
ber of  seats  as  hereinbefore  provided  for 
shall  be  established,  and  if  such  privilege 
be  taken  advantage  of,  it  shall  be  the  duty 
of  the  Commissioner  of  Buildings  to  make 
inspection  and  certify  that  such  ratio  actu- 
ally exists  before  a  license  for  the  opera- 
tion  of  any  such   theatre  shall   be   issued. 

591.     Floors    and    Exits.)       Floors    at    all 


exits  shall  be  level  and  flush  with  adjacent 
Inside  floors  and  shall  extend  for  an  un- 
broken width  of  not  less  than  four  feet  In 
front  of  each  exit,  and  shall  be  two  feet 
wider  than  such  exit. 

592.  Seats     in     Rows     Between     Aisles.) 

(a)  Not  more  than  ten  seats  in  any  row 
shall  be  permitted  between  aisles  in  any 
gallery.  On  the  main  floor  and  balcony  not 
more  than  eleven  seats  shall  be  permitted 
between  aisles;  except  in  rows  of  seats 
which  are  within  twenty  feet  from  the 
exits,  in  which  case  thirteen  seats  shall 
be  permitted  between  aisles. 

(b)  Seats  shall  be  not  less  than  twenty 
Inches  in  width  measured  at  the  top  of  the 
seat  backs.  Rows  of  seats  shall  be  not  less 
than  two  feet  eight  inches  from  back  to 
back. 

No  bank  of  seats  shall  be  of  greater  rise 
than  twenty-two  inches. 

(c)  All  groups  of  seats  shall  be  so  ar- 
ranged that  there  shall  be  an  aisle  at  each 
side  of  each  group,  except  that  groups  of 
five  seats  or  less  may  abut  upon  a  tunnel 
at  one  side  and  an  aisle  at  the  other.  And 
except  that  a  bank  of  seats  abutting  boxes 
or  walls  on  main  floor,  balcony,  and  gallery, 
of  not  over  five  seats -in  a  row,  shall  be  re- 
quired to  abut  upon  one  aisle  only. 

(d)  The  number  of  banks  of  seats  on  the 
main  floor  shall  not  exceed  fifteen  unless 
an  Intervening  or  cross  aisle  is  provided 
between  each  fifteen  banks  of  seats  or  un- 
less a  direct  exit  is  provided  for  each  aisle. 

(e)  The  number  of  banks  of  seats  in  the 
balcony  shall  not  exceed  nine  unless  an 
Intervening  or  cross  aisle  is  provided  be- 
tween each  nine  banks  of  seats  or  unless 
a   direct   exit   be   provided  for  each   aisle. 

593.  I^imlts  of  Vertical  Rise  and  Require- 
ment for  Tiinnels  in  Cross  Aisles — Open- 
ing's in  Foyer  Wall.)  (a)  There  snail  be 
no  more  than  twelve  feet  rise  measured  ver- 
tically in  any  aisles  in  any  floor  or  in  any 
balcony  or  in  any  gallery  without  a  direct 
exit  by  tunnel  or  otherwise  to  a  corridor 
with  free  opening  on  to  the  gallery  stairs 
or  other  direct  discharge  to  the  street,  or 
at  such  elevation  of  twelve  feet  an  in- 
tervening or  cross  aisle  leading  directly  to 
an  exit.  No  tunnel  shall  be  less  than  three 
feet  wide  in  the  clear. 

(b)  There  shall  be  no  openings  in  the 
foyer  wall  between  the  foyer  and  theatre 
proper   other   than    tlie   exit   openings. 

594.  Main  Floor — Balcony  and  Gallery — 
Designation  of.)  (a)  The  lower  floor  of 
all  theatres  shall  be  designated  the  "iVEain 
Floor." 

(b)  Where  there  are  balconies  or  gal- 
leries, the  first  balcony  or  gallery  shall  be 
designated    the     "Balcony,"    and    the    second 
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Suggestion   how   to   swing  doors,    so  as   not   to   obstruct  passageway. 
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and  third  balcony  or  gallery  shall  be  desig- 
nated, respectively,  "Gallery"  and  "Second 
Gallery." 

595.  Aisles — Width  of — Shall  Lead  Direct 
to  Exit — Steps  in  Aisles.)  (a)  The  mini- 
mum width  of  aisles  with  diverging  sides 
in  any  room   used  for  the  purposes  of   Class 

■  V  shall  be  two  feet  eight  inches  at  the 
end  near  the  stage  and  not  less  than  three 
feet  at  the  other  end. 

(b)  The  minimum  width  of  aisles  with 
parallel  sides  shall   be  three  feet. 

(c)  Every  aisle  shall  lead  as  nearly  as 
possible  directly  to  an  exit,  but  in  no  case 
shall  the  center  line  of  such  exit  be  more 
than  three  feet  from  the  center  line  of  any 
such   aisle   leading   thereto. 

(d)  Steps  shall  not  be  permitted  in  aisles 
except  as  extending  from  bank  to  bank  of 
seats,  and  no  riser  shall  be  greater  than  8 
inches,  and  no  tread  shall  be  less  than  10 
inches,  and  whenever  the  rise  from  bank  to 
bank  of  seats  is  less  than  five  inches,  the 
floor  of  the  aisles  shall  be  made  as  an  in- 
clined plane,  and  where  steps  are  placed  in 
outside  aisles  or  corridors  they  shall  not 
be  isolated,  but  shall  be  grouped  together 
and  a  light  shall  be  maintained  so  that 
every  place  where  there  are  steps  in  inclos- 
ing aisles  or  corridors  shall  be  clearly 
lighted. 

596.  Corridors,  Passageways,  Hallways 
and  Doors — Width  of.)  (a.)  The  width  ot 
corridors,  passageways,  hallways  and  doors 
shall  be  computed  in  the  same  manner  as 
that  hereinbefore  provided  for  stairways, 
excepting,  however,  that  no  corridor  shall 
be  anywhere  less  than  four  feet  in  width, 
and  no  door  less  than  three  feet  wide,  ex- 
cept  as   otherwise    herein   provided. 

(b)  All  corridors,  passageways,  hallways 
and  stairways  leading  from  any  balcony  or 
gallery  to  any  toilet  room,  retiring  room, 
smoking  room,  check  room  or  private  office, 
shall  lead  directly  to  an  outer  exit  of  the 
building.  Such  corridors,  passageways, 
hallways  and  stairways  shall  be  at  least 
three  feet  in  width  in  every  part,  and  shall 
be  unobstructed  in  every  part  except  by 
doors,  not  less  than  three  feet  in  width  in 
the  clear,  which  shall  swing  outward  and 
which  shall  not  have  locks  or  catches  of 
any   kind  whatever. 

597.  Doors — Entrance.)  (a)  The  width 
of  entrance  doors  to  every  theatre  shall  be 
computed  on  the  basis  of  twenty  inches  in 
the  clear  to  each  one  hundred  permanent 
seats  in  the  audience  room  and  in  aildition 
thereto  a  proportionate  part  of  twenty 
inches  for  the  fractional  part  of  one  hun- 
dred   seats    shall    be    added. 

(b)  No  mirror  or  architectural  feature 
shall  be  so  arranged  as  to  give  the  appear- 
ance of  a  doorway,  window,  exit,  hallway  or 
corridor  where  none  exists. 

598.  Dressing-  Room  Partitions.)  Parti- 
tions forming  dressing  rooms,  except  where 
already  built,  shall  be  constructed  of  in- 
combustible material,  and  such  dressing 
rooms  shall  be  properly  ventilated  as  in  the 
judgment  of  the  Commissioner  of  Health 
may  be  required. 

599.  Emerg-ency  Exits  —  Width  —  Emer- 
gency Stairs — Width — Emergency  Exits  In- 
side Walls  of  Buildings — Fire  Escapes, 
Construction — Pare  Escapes  Leading  to 
Street  or  Alley — Doors  Open  Outward.) 
(a)  Emergency  exits  and  stairways  sliall 
be  provided  separately  for  each  floor,  bal- 
cony and  gallery  and  shall  be  of  the  same 
aggregate  width  as  that  provided  for  the 
main  exits,  and  shall  not  be  less  than  three 
feet  in  width.  Such  emergency  stairways 
shall  be  made  of  iron,  steel,  or  other  incom- 
bustible materials.  Such  emergency  exits 
shall  be  kept  free  of  obstructions  of  every 
kind,  including  snow  and  ice. 

(b)      Such   emergency   exits  and   stairways 


may  be  built  inside  the  walls  of  the  build- 
ing, provided  they  are  enclosed  by  a  fire- 
proof partition  not  less  tlian  four  inches 
thick  separating  the  exits  and  stairways 
from    the   audience    room    or   auditorium. 

(c)  If  said  emergency  exits  lead  outside 
the  building,  the  opening  leading  thereto 
shall  have  metal  doors  with  wired  glass 
panels.  The  doors  shall  open  outward,  and 
shall  be  hung  from  the  inside  corner  ot 
the  jambs,  and  so  constructed  as  not  to 
project,  when  opened,  beyond  the  outside 
face  of  the  wall.  Outside  shutters  will  not 
be  permitted,  except  when  they  open  auto- 
matically from  the  interior,  without  resist- 
ance, and  when  used  or  open  will  automat- 
ically fasten,  securely,  flat  against  the  wall, 
so  as  not  to  obstruct  the  passage  on  the 
outside;  all  such  automatic  devices  or  at- 
tachments to  said  doors  or  shutters  shall 
be  subject  to  the  approval  of  tlie  Commis- 
siciier  of  Buildings  and  the  Chief  of  Fire 
Prevention   and  Public   Safety. 

(d)  Whenever  any  sucli  emergency  stair- 
way passes  over  an  exit  door,  window  or 
other  opening,  such  stairway  shall  be  com- 
pletely inclosed  for  a  space  of  five  feet 
greater  in  width  than  such  opening,  by  iron, 
steel    or   otlier   Incombustible   material. 

(e)  All  such  emergency  exits  and  stair- 
ways sliall  land  at  the  ground  level  in  a 
public  thoroughfare  or  in  some  space  that 
connects  directly  with  a  street  or  alley,  and 
direct  and  immediate  exit  to  such  public 
thoroughfare  shall  not  be  obstructed  by  any 
doors,  gates,  bars  or  obstruction  of  any 
character. 

(f)  Every  court  in  which  there  is  an 
emergency  stairway  shall  have  direct  and 
unobstructed  access  along  the  surface  of 
the  ground  to  a  street,  alley  or  yard  open- 
ing into  an  alley,  or  street,  without  enter- 
ing into  or  passing  through  or  over  any 
building  unless  by  a  fireproof  passage  at 
least  four  feet  wide  and  seven  feet  higli  on 
the    court    or    ground    level. 

(g)  All  doors  in  openings  from  any  and 
all  exits  and  stairways  shall  be  so  con- 
structed that  when  opened  they  shall  not 
obstruct  any  portion  of  any  other  doorway, 
opening  or  passageway. 

(h)  All  doors  affording  ingress  to  or 
egress  from  any  theatre  shall  open  outward 
and  such  doors  shall  be  so  constructed  and 
maintained  as  to  require  no  special  knowl- 
edge or  effort  to  open  them  from  the  in- 
terior. 

600.  Proscenium  Wall — Curtain — Require- 
ments for  Other  Opening's  in  Proscenium 
Wall.)  (a)  There  shall  be  in  every  theatre 
a  solid  brick  wall  of  the  same  construction 
and  thickness  as  is  required  in  outside  walls 
between  the  auditorium  and  the  stage.  The 
main  proscenium  opening  shall  have  a  sub- 
stantial steel  curtain  vertically  operated  and 
flreproofed  on  the  stage  side,  which  shall 
be  raised  and  lowered  by  mechanical  power 
and  shall  be  in  constant  use  as  the  regular 
curtain   and   act   drop. 

(b)  No  combustible  material  other  than 
painted  decorations  shall  be  applied  to  the 
audience  side  of  such  curtains. 

(c)  Plans  for  such  curtains  shall  be  ap- 
proved by  the  Commissioner  of  Buildings 
and  a  permit  obtained  previous  to  its  erec- 
tion. The  Commissioner  of  Buildings  shall 
inspect  such  curtain  semi-annually,  for 
which  inspection  a  fee  of  five  dollars  shall 
be   cliarged. 

(d)  All  other  openings  in  such  proscen- 
ium wall  shall  have  iron  doors,  frames  and 
thresholds. 

601.  Stage  —  Construction  of  —  PraminsT 
for  Scenery.)  The  framing  for  the  floor 
of  every  stage  shall  be  of  iron,  steel,  or 
reinforced  concrete.  The  stage  floor  may  be 
of  wood  not  less  than  one  and  three-quar- 
ters  inches   thick,  provided  the  underside  of 
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stage  floor  shall  be  saturated  with  a  fire- 
proof solution  satisfactory  to  tlie  Chief  of 
Fire  Prevention  and  Public  Safety.  The  en- 
tire floor  construction  and  the  floor  of  fly 
galleries,  rigging  lofts  and  paint  gallery, 
all  railings  and  supports  and  stanchions 
thereon,  and  all  slieaves,  pulleys  and  cables 
and  tlieir  supports,  shall  be  of  iron,  steel 
or  reinforced  concrete.  All  framing  for 
scenery  and  all  stage  paraphernalia  shall 
be  saturated  with  a  fireproof  solution  the 
same   as   prescribed   for   stage   flooring. 

602.     Vestibule     for     Stagre     Doors.)       All 

doorways  and  openings  in  the  rear  or  sides 
of  the  stage  shall  be  vestibuled  or  arranged 
in  a  manner  satisfactory  to  the  Commis- 
sioner of  Buildings  so  as  to  protect  the  cur- 
tain, scenery  and  auditorium  against  draughts 
of  air. 

6  03.  Vents — Plue  Pipes,  Size  .of — Damp- 
ers— Switches    for    Dampers.)       (a)       One    or 

more  vents,  or  flue  pipes,  of  metal  construc- 
tion or  other  incombustible  material,  suit- 
able for  carrying  away  smoke,  approved  by 
the  Commissioner  of  Buildings,  and  extend- 
ing not  less  than  fifteen  feet  above  the 
highest  point  of  the  roof  and  equivalent 
in  area  to  one-twentieth  of  the  area  of  the 
stage,   shall   be   built  over  the   stage. 

(b)  In  buildings  where  additional  stories 
are  built  above  the  stage,  such  vents  or 
flue  pipes  may  be  carried  out  near  the  top 
of  the  stage  walls  and  shall  be  continued 
and  run  up  on  the  exterior  of  the  building 
to  a  point  five  feet  above  the  highest  point 
of  such  additional  stories. 

(c)  All  such  flues  or  vents  shall  be  pro- 
vided with  metal  dampers  which  shall  be 
controlled  or  operated  by  a  fused  cord  and 
by  two  electric  switches,  one  at  tlie  elec- 
trician's station  on  the  stage,  which  sta- 
tion sliall  be  fireproof,  and  the  other  at  the 
stage  fireman's  station  on  the  opposite  side 
of  the  stage;  tlie  arrangement  of  said  cord 
and  said  electric  switches  shall  be  such  that 
the  cord  will  operate  as  a  fusible  link  be- 
tween tlie  electric  control  and  the  damper 
and  will  release  said  damper,  should  the 
switches  or  either  of  them  fail  to  operate. 
Such  stations  shall  be  located  in  such  places 
on  the  stage  as  may  be  determined  by  the 
Chief  of  Fire  Prevention  and  Public  Safety, 
subject  to  the  provisions  of  tliis  paragraph, 
and  eacli  switch  shall  have  a  sign  with  plain 
directions  as  to  the  operation  of  the  same 
printed    thereon: 

604.  Automatic  Sprinklers.)  (a)  A  sys- 
tem of  automatic  sprinklers  subject  to  the 
approval  of  tlie  Chief  of  Fire  Prevention 
and  Public  Safety,  shall  be  provided  and 
installed    in    every    tlieatre. 

(b)  Where  water  for  such  system  of  au- 
tomatic sprinl\lers  is  supplied  from  a  tank, 
the  supports  and  installation  of  such  tanlv  or 
tanks  sliall  be  subject  to  the  approval  of  the 
Commissioner    of    Buildings. 

605.  Iiig'liting'  Bequirem.ents  —  Buildings 
Class  V  Now  in  Existence.)  Lighting  of 
every  building  of  Class  V,  whether  now  in 
existence  or  hereafter  erected,  shall  comply 
with  the  requirements  for  buildings  of  Class 
V  hereafted  erected. 

606.  Capacity  —  Certificate  for  Iiicense.) 
The  Commissioner  of  Buildings  shall  de- 
termine the  number  of  persons  which  every 
room  used  for  the  purpose  of  Class  V  may 
accommo'date  according  to  the  provisions 
of  this  cliapter  and  shall  certify  the  same 
to  the  City  Clerk.  No  more  than  the  num- 
ber so  certified  shall  be  allowed  in  such 
room    at   any   one    time. 

607.  Theatres  in  Prame  Building's  Pro- 
liibited.)  No  frame  building,  or  part  thereof, 
within  the  city,  shall  be  used  as  a  moving 
picture,  vaudeville  or  other  theatre;  provided, 
that  nothing  herein  contained  shall  be  held  to 
apply  to  any  frame  building  existing  at  the 
time  of  the  passage  of  this  ordinance  and  in 
which  a  moving  picture,   vaudeville  or  other 


theatre  is  being  maintained  at  the  time  ol 
the  passage  of  this  ordinance,  wliere  all  the 
scenery,  if  any,  used  in  connection  with  such 
moving  picture,  vaudeville  or  other  theatre, 
is  constructed  of  either  sheet-metal  or  asbes- 
tos, and  where  the  amount  of  exit  space  for 
sucli  tlieatre  is  at  least  fifty  (50)  inches  for 
eacli  one  hundred  (100)  seats  therein  con-- 
tained,  and  where  there  is  no  living  apart- 
ment of  any  kind  used,  maintained  or  occu- 
pied as  sucli  in  any  part  of  said  building. 


BUILDINGS  OF  CLASS  V  HEREAFTER 
ERECTED. 
60S.  Building's  of  Class  V  Hereafter 
Erected.)  The  following  provisions  shall 
apply  to  buildings  of  class  V.  hereafter 
erected  and  used  wholly  or  in  part  for 
sucli  purposes: 

609.  Construction — Walls — Outside  "Walls 
— Structures.)  All  buildings  of  Class  V  here- 
after erected  shall  be  built  of  fireproof  con- 
struction. 

610.  Prontage  —  Open  Spaces  —  Pireproof 
Passag-eways.)  (a)  All  buildings  hereafter 
erected  used  wholly  or  in  part  for  the  pur- 
poses of  Class  V  shall  be  located  so  that 
they  adjoin  at  least  two  public  thorough- 
fares, one  of  which  shall  be  a  public  street 
and  tlie  other  may  be  a  public  alley  not  less 
than    ten    (10)    feet    in    width. 

(b)  The  audience  room  of  every  such 
building  used  for  the  purposes  of  Class  V 
shall  have  either  a  public  thoroughfare  or 
an  open  space  not  less  than  ten  feet  wide , 
extending  from  tlie  lowest  first  floor  level ' 
to  the  sky,  on  each  of  the  two  sides  other 
than  the  proscenium  and  the  foyer.  Exit 
doors  shall  open  onto  sucli  public  tliorough- 
fare  or  the  bottom  of  such  open  space  from 
the  respective  sides  of  the  stage  and  of  tlie 
main  floor  of  the  audience  room,  and  onto 
balconies  or  platforms  built  in  such  public 
thoroughfare  or  open  space  at  botli  the 
highest  and  the  lowest  floor  levels  of  each 
and  every  balcony  and  gallery  and  the 
doors  opening  into  such  public  thoroughfare 
or  open  space  from  any  balcony  or  gallery 
or  from  the  main  floor  shall  comply  with 
all  the  requirements  prescribed  in  Section 
61S   of   this   chapter. 

Provided,  however,  where  such  building  has 
a  seating  capacity  of  not  to  exceed  1,000  per- 
sons, and  in  wliich  the  seats  for  the  entire 
audience  are  located  upon  the  main  floor,  and 
where  no  part  of  the  main  floor  is  higher  than 
four  (4)  feet  above  the  inside  sidewalk 
grade  of  the  street  opposite  the  main  en- 
trance to  such  building,  and  where  every  part 
of  every  building  connecting  thereto  or  built 
in  conjunction  therewith  is  of  fireproof  con- 
struction, the  provisions  for  open  spaces 
alongside  audience  room  as  contained  in  Sec- 
tion 544  applicable  to  buildings  of  Class  IVc 
where  the  entire  audience  is  seated  on  tlie 
ground  level  shall  govern  with  respect  to 
open  spaces,  and  the  provisions  of  Section 
545  shall  govern  with  respect  to  main  floor 
aisles  and  direct  exits  from   same. 

Provided  further  that  two  theatres  are 
erected  simultaneously  in  tlie  same  building 
or  in  adjoining  buildings  under  the  same 
ownership,  and  where  the  aggregate  seating 
capacity  of  both  theater  audience  rooms 
taken  together  does  not  exceed  a  total  of 
2,500  persons,  and  where  said  building  or  ad- 
joining buildings  have  a  frontage  upon  three 
public  thoroughfares.  the  said  audience 
rooms  may  have  in  common  an  open  space 
not  less  than  ten  feet  in  width  in  every  part 
thereof  from  the  line  of  the  proscenium  wall 
along  and  directly  adjacent  to  each  audience 
room  to  the  public  street  upon  which  such 
building  or  buildings  face.  Such  open  space 
shall  be  clear  and  unobstructed  from  the 
bottom  thereof  to  the  sky,  and  may  be  con- 
sidered the  equivalent  of  an  open  space  for 
each  audience  room  as  required  by  this 
section. 
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STAIRWAYS. 

Sections  551.  65G,  664,  667,  701,  878, 
Fig.    G 


Fig.  4  (A)  Sliows  measurement  of  stairways 
wliore  tiand   rails  are   required  on  eacli   side. 

(B)      Sliows     measurement     of    landing. 

Fig.  'o.  Measurement  of  sfairwav  where  hand 
rail   is  required   on   one   side  only. 
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Fig.  7.  Over  7'  0"  (for  exceptions  see  ordinance) 
wide  stairways  (C)  shall  have  double  intermediate 
hand   rails.      In    plan    (Fig.    Sec.    AA). 

(B)  Measurement  of  stairs  where  double  inter- 
mediafe   hand    rails   occur. 

(C)  Measnrenrent  of  stairs  where  double  inter- 
mediate hand  rails  do  not  occur,  as  in  general  case, 
Fig.    4    (A). 

Fig.  S.  Newel  post  0V2'  0"  high  (A)  required 
for   stairs   as   referred    to   in    Fig.    8. 


(c)  All  such  balconies  or  platforms  as  are 
required  by  this  section  shall  be  connected 
with  stairway  fire  escapes  leading  to  the 
street  level  or  to  the  bottom  of  such  open 
space  and  in  the  latter  case  they  shall 
have  their  bottom  run  toward  the  public 
thoroughfare  and  such  balconies  or  plat- 
forms and  such  fire  escapes  shall  comply 
with  all  the  requirements  prescribed  in 
Sections  881,  882  and  885  of  this  chapter. 
Every  such  open  space,  if  it  does  not  open 
into  a  public  thoroughfare  shall  communi- 
cate with  the  public  thoroughfare  at  tlie 
front  side  of  the  theatre  by  a  fireproof  pas- 
sageway leading  from  the  bottom  level  of 
such  open  space  to  tlie  sidewalk  level. 
Wliere  there  is  a  public  thoroughfare  behind 
the  stage  every  such  open  space  shall  also 
communicate  with  such  public  thorouglifare 
by  a  fireproof  passageway  leading  from 
the  bottom  level  of  such  open  space  to  tlie 
level  of  the  public  thoroughfare  behind  the 
stage,    and    passing    under   the    stage. 

(d)     The  walls  of  a  fireproof  passageway 


50  and  others. 
(A)      Landing. 
(B)      Stairways    shall    not    ascend    to    nn    unliniited 
height     (B)     without    a    landing     (Ai.    and     (Ai     sliall 
not     he     loss     in     width     and     length     than      (A)      Fig.     4 
measurement  of  stairs. 

shall  not  be  less  than  four  inches  thick, 
and  each  and  every  part  of  such  passageway, 
incltiding  each  and  all  of  its  supports,  sliall 
be  built  of  fireproof  construction  as  re- 
quired in  the  general  provisions  of  this 
chapter  relating   thereto. 

(e)  Radiators  for  warming  passageways 
shall  be  in  recesses  sufficient  in  depth  to 
prevent  them  from  obstructing  the  passage- 
way. 

(f)  There  shall  be  no  steps  or  risers  in 
fireproof  passageways,  but  where  necessary, 
inclined  floors  of  the  full  width  of  the  fire- 
proof passageway  may  be  built;  the  incline 
of  the  fioor  shall  not  exceed  two  and  one- 
half  inches  In  height  per  foot  measured 
horizontally,  and  no  such  incline  sliall  be 
less  than  ten  feet  in  length.  No  fireproof 
passageway  shall  be  less  than  ten  feet  wide 
and  eight  feet  high  in  any  part  thereof  ex- 
cept at  doors,  and  these  door  openings  shall 
be  not  less  than  eight  feet  wide  and  seven 
feet    high. 

(g)  If  the  principal  entrance  corridor  of 
a  theatre  is  at  one  side  and  approximately 
at  right  angles  to  the  central  axis  of  tlie 
audience  room,  then  the  center  line  extended 
of  such  principal  entrance  shall  intersec-t 
the  center  axis  of  the  stage  and  the  audi- 
ence room  between  the  back  of  the  seat 
most  remote  from  the  stage,  on  said  center 
axis  of  the  stage  and  the  audience  room  and 
at  a  point  midway  between  such  seat  and 
the    wall    opposite    the    proscenium    wall. 

611.  Buildings  of  Other  Classes  Built  In 
Conjunction  with  Class  V.)  If  buildings 
used  wholly  or  In  part  for  purposes  of 
Class  V,  are  built  in  conjunction  with  or  as 
part  of  buildings  devoted  to  the  uses  of 
other  classes,  then  such  buildings  of  other 
classes  shall  be  built  of  fireproof  construc- 
tion. 

612.  Ploor  levels  —  Live  Iioads.)  (a) 
The  floor  level  of  the  highest  bank  of  seats 
on  the  main  floor  .shall  not  be  more  than 
tliree  feet  above  the  sidewalk  level  and 
the    floor    level    of    the    lowest    bank    of   seats 
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on  said  floor  shall  not  be  more  than  eight 
feet  below   the  sidewalk  level. 

(b)  All  floors  shall  be  designed  and  con- 
structed in  such  manner  as  to  be  capable  of 
bearing  in  all  their  parts,  in  addition  to  the 
weight  of  floor  construction,  permanent  fix- 
ttires  and  mechanisms  that  may  set  upon 
the  same,  a  live  load  of  one  hundred  pounds 
for  every  square  foot  of  surface  in  such 
floors. 

613.  Stairways  —  Entrances  and  Exits.) 
(a)  Stairways  affording  ingress  to  or 
egress  from  any  room  used  for  the  purposes 
of  Class  V  shall  be  in  width  equivalent  to 
twenty  inches  for  each  one  hundred  of  seat- 
ing capacity  of  such  room,  and  for  fractional 
parts  of  one  hundred  a  proportionate  part 
of  twenty  Inches  of  width  shall  be  added, 
but  in  no  event  shall  any  such  stairways 
be  less  than  four  feet  In  the  clear,  except 
as    hereinafter   provided. 

(b)  All  such  stairways  shall  have  hand 
rails  on  each  side  thereof,  and  shall  not 
ascend  to  a  greater  height  than  thirteen 
feet  six  inches  without  a  level  landing,  and 
the  length  and  width  of  siich  landing  shall 
be  not  less  than  the  width  of  the  stairs; 
no  run  of  stairs  shall  consist  of  less  than 
six  risers  between  platforms,  and  risers 
shall  not  be  placed  on  return  platforms. 
Stairways  which  are  over  seven  feet  wide 
shall  have  double  intermediate  hand  rails 
with  end  newel  posts  at  least  five  and  one- 
half  feet  high. 

(c)  Steps  shall  not  have  a  greater  rise 
than  eight  inches,  treads  shall  not  be  nar- 
rower than  eleven  Inches,  and  winders  shall 
not  be   used  on   any   staircase. 

(d)  Every  balcony  and  gallery  shall 
have  one  or  more  separate  and  distinct  exits 
and  stairways  to  the  sidewalk  level.  All 
gallery  stairways  shall  lead  to  the  top  gal- 
lery and  there  shall  be  doors  in  same  at 
each  floor  for  exit  purposes  only.  The  bot- 
tom run  of  the  stairs  shall  be  directly 
toward  the  street.  Such  stairs  may  ascend 
from  the  vestibule  or  entrance  inside  of  the 
buildings,  but  the  bottom  riser  of  such  stairs 
shall  be  not  more  than  sixty-five  feet  from 
the  building  line.  All  donrs  between  such 
stairs  and  the  street  shall  be  kept  unlocked 
and  unfastened  during  each  and  every  per- 
formance and  until  the  audience  has  left 
the    building. 

(e)  There  shall  be  an  iron  stairway  or 
stairways  from  the  stage  to  the  fly  gallery 
and  gridiron,  continuing  to  the  roof  of  the 
building  or  to  some  fireproof  passageway 
or  exit.  Such  stairway  may  be  circular. 
Such  circular  stairwavs.  however,  shall  not 
be  used  for  access  to  the  dressing  rooms. 

(f)  Stairs  leading  to  a  box  or  boxes 
seating  not  to  exceed  thirty  people  in  the 
aggregate  shall  be  independent  of  all  other 
stairs  and  seats,  and  not  less  than  two  feet 
eight  inches  wide  in  the  clear.  For  each 
additional  twenty-five  persons  for  whom 
seating  capacity  is  provided,  or  maior  por- 
tion thereof,  in  such  box  nr  boxes  there 
shall  be  an  additional  five  inches  in  width 
of    such    stairway. 

Cg)  All  stairways  on  the  stage  side  of 
the  proscenium  wall  shall  be  not  less  than 
two   feet    six    inches    wide. 

614.  Floors  at  Exits  —  Seating-.)  (a) 
Floors  at  all  exits  shall  be  Ipvel  and  flush 
with  adjacent  inside  floors  and  shall  extend 
for  an  unbroken  width  of  not  less  than 
four  feet  in  front  of  each  exit,  and  shall  be 
two   feet    wider   than    such    exit. 

(b)  There  shall  not  be  more  than  ten 
seats    in    any    one   row    between    aisles. 

(c)  Seats  shall  be  not  less  than  twenty 
inches  in  width,  measured  at  the  top  of  the 
seat    hacks. 

(d)  Rows  of  seats  shall  not  be  less  than 
two   feet    ten    inches   from   back   to   back. 

(ej      No  bank  of  seats  shall  have  a  greater 


rise  than  twenty  inches.  A  bank  of  seats 
abutting  boxes  or  wall  on  main  floor,  bal- 
cony or  gallery  of  not  over  five  seats  in 
a  row,  sliall  be  required  to  abut  upon  one 
aisle    only. 

(f)  Seats  in  loges  and  boxes  shall  be 
limited  in  the  ratio  of  one  seat  for  every 
six  hundred  and  eighty  square  inches  of 
floor   area   in    such   loge    or   box. 

(g)  All  groups  of  seats  shall  be  so  ar- 
ranged that  there  shall  be  an  aisle  at  each 
side  of  each  group,  provided  groups  of  five 
seats  or  less  may  abut  upon  a  tunnel  at 
one  side  and  an   aisle  on   the  other  side. 

(h)  The  number  of  banks  of  seats  on 
the  main  floor  shall  not  exceed  fifteen,  unless 
an  intervening  or  cross  aisle  is  provided 
t^Ptween  each  fifteen  banks  of  seats  or  a 
direct  exit  is  provided  for  each  aisle.  The 
number  of  banks  of  seats  in  the  "balcony" 
and  "galleries"  shall  not  exceed  nine,  unless 
an  intervening  or  cross  aisle  is  provided 
between  each  nine  banks  of  seats  or  a 
direct   exit    is   provided   for   each   aisle. 

615.  Iiimlt  of  Rise  in  Floor  —  Opening- 
In  Foyer  Wall.)  (a)  There  shall  be  no 
more  than  eleven  feet  rise,  measured  ver- 
tically, in  any  main  floor  or  in  any  gallery 
or  in  any  balcony  without  a  direct  exit 
by  tunnel  or  otherwise,  to  a  corridor  with 
free  opening  onto  the  gallery  stairs  or  other 
direct  discharge  to  the  street  or  at  any 
such  elevation  of  eleven  feet  an  intervening 
or  cross  aisle  leading  directly  to  an  exit. 
No  tunnel  shall  be  less  than  four  feet  wide 
in    the   clear. 

(b)  There  shall  be  no  openings  in  tne 
foyer  wall  between  the  foyer  and  theatre 
proper    other    than    the    exit    openings. 

616.  Main  Floor — Balcony  and  G-aJlery — 
Designation  of.)  (a)  The  lower  floor  of 
every  theatre  shall  be  designated  the  "Main 
Floor." 

(b)  Where  there  are  balconies  or  gal- 
leries, the  first  balcony  or  gallery  shall  be 
designated  the  "Balcony"  and  the  second 
and  third  balcony  or  gallery  shall  be  desig 
nated,  respectively,  "Gallery"  and  "Second 
Gallery." 

617.  Width  of  Aisles — Exit  from  Aisles — 
Steps  in  Aisles.)  (a)  The  minimum  width 
of  aisles  witli  divergent  sides  in  any  room 
used  for  tlie  purpose  of  Class  V  shall  be 
two  feet  eight  inches  at  the  end  nearest 
tlie  stage  and  not  less  than  three  feet  at 
the  other  end.  The  minimum  width  of  aisles 
with   parallel   sides   shall   be   three   feet. 

(b)  Every  aisle  shall  lead  directly  to  an 
exit.  An  exit  located  at  the  end  of  any  aisie 
and  at  right  angles  thereto  shall  be  con- 
sidered  a   direct   exit. 

(c)  Steps  shall  not  be  permitted  in  aisles 
except  as  extending  from  bank  to  bank  of 
seats,  and  no  riser  sliall  be  more  than  eight 
inches  in  height,  and  no  tread  shall  be  less 
than  ten  inches  in  width,  and  wherever  tlie 
rise  from  bank  to  bank  of  seats  is  less  than 
five  inches,  the  floor  of  the  aisle  shall  be 
made  as  an  inclined  plane,  and  where  steps 
are  placed  in  outside  aisles  or  corridors  they 
shall  not  be  isolated  but  shall  be  grouped 
together,  and  a  light  shall  be  installed  so 
that  every  place  where  there  are  steps  in 
such  aisles  or  corridors  shall  be  clearly 
lighted. 

618.  Corridors  —  Passag^eways  —  Hallways 
and  Doors — Width  of — Leading"  from  Toilet 
Rooms  and  Cloak  Rooms  to  Outer  Exits 
of  the  Building- — Width  of  Entrance  Doors.) 
(a)  The  width  of  corridors,  passageways, 
hallways  and  doors  shall  be  computed  in  the 
same  manner  as  that  hereinbefore  provided 
for  stairways,  provided,  however,  that  no 
corridor  shall  be  less  than  five  feet  in  width 
and  no  doorway  less  than  three  feet  wide, 
except    as   otherwise    herein    provided. 

(b)  Every  toilet  room,  retiring  room, 
smoking  room,  cloak  room,  check  room  or 
private  office  which  is  accessible  from  any 
corridor,    passageway,    hallway    or    stairway 
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leading  from  any  floor,  balcony  or  gallery 
shall.  In  addition  to  the  entrance  thereto, 
have  an  exit  arranged  in  such  manner  as  to 
permit  of  direct  passage  through  such  room 
or  office,  without  returning,  to  an  outer  exit 
of  the  building.  Corridors,  passageways, 
hallways  and  stairways  shall  be  at  least  four 
feet  in  width  in  every  part  between  such 
balcony  or  gallery  and  such  outer  exit,  and 
shall  be  unobstructed  in  every  part,  except 
by  doors  not  less  than  three  feet  in  width 
in  the  clear,  which  shall  swing  outward  and 
which  shall  not  be  provided  with  locks  or 
catches    of    any    kind    whatever. 

(c)  The  width  of  entrance  doors  to  every 
theatre  shall  be  computed  on  the  basis  of 
twenty  inches  in  the  clear  to  each  100  per- 
manent seats  in  the  audience  room,  and  in 
addition  thereto  a  proportionate  part  of 
twenty  inches  for  the  fraction  part  of  100 
seats   remaining   shall   be   added. 

619.  Emerg-eucy  Exits  and  Stairs — Width 
of — Emerg-ency  Stairs — Construction  of,  Re- 
quirements— Sliall  Not  toe  Otostructed — Emer- 
grency  Exits  Inside  Walls  of  Buildings — 
Doors  to  Open  Outward.)  (a)  Emergency 
exits  and  stairways  sliall  be  provided  sep- 
arately for  each  floor,  balcony  or  gallery 
and  shall  be  of  the  same  aggregate  width  as 
tliat  provided  for  the  main  exits,  and  shall 
be  not  less  than  three  feet  in  width.  Such 
emergency  stairway  shall  be  made  of  iron, 
steel    or    other    incombustible    material. 

(b)  Such  emergency  exits  and  stairways 
may  be  built  inside  the  walls  of  the  build- 
ing, provided  they  are  enclosed  by  a  fire- 
proof partition  not  less  than  four  inches 
thick,  separating  the  exits  and  stairways 
from   the  audience   room   or  auditorium. 

(c)  If  such  emergency  exits  lead  outside 
the  building,  the  openings  leading  thereto 
sliall  have  metal  doors  with  wired  glass 
panels.  The  doors  shall  open  outward,  and 
shall  be  hung  from  the  inside  corner  of  the 
jambs,  and  so  constructed  as  not  to  pro- 
ject, when  opened,  beyond  the  outside  face 
of  the  wall,  and  outer  shutters  shall  not 
be    permitted. 

(d)  Whenever  such  emergency  stairway 
passes  above  an  exit  door,  window  or  other 
opening,  such  stairway  shall  be  completely 
enclosed  by  iron,  steel  or  other  incombustible 
material  for  a  space  of  five  feet  greater  in 
width  than  such  opening,  and  such  openings 
below  such  emergency  stairway  shall  be 
equipped  with  approved  metal  frames  and 
doors    or    metal    sash    and    wired    glass. 

(e)  All  such  emergency  exits  and  stair- 
ways shall  land  at  tlie  ground  level  in  a 
public  thoroughfare  or  in  some  space  tliat 
connects  directly  with  a  street  or  alley, 
and  direct  and  immediate  exit  to  such  public 
thoroughfare  shall  not  be  obstructed  by  any 
door,  gate,  bars  or  obstructions  of  any  char- 
acter. 

(f)  Every  court  in  which  there  is  an 
emergency  stairway  shall  have  direct  and 
unobstructed  access  along  the  surface  of 
the  ground  to  a  street,  alley  or  yard  open- 
ing into  an  alley  or  street,  witliout  enter- 
ing into  or  passing  through  or  over  any 
buildings  unless  by  a  four-foot  wide  fire- 
proof  passage   on    the   court   or   ground   level. 

(g)  All  doors  in  openings  from  emergency 
exits  and  stairways  shall  be  so  constructed 
that  when  opened  they  will  not  obstruct 
any  portion  of  any  other  doorway,  opening 
or    passageway. 

(h)  All  doors  affording  ingress  to  or 
egress  from  any  theatre  shall   open  outward. 

6:20.  Proscenium  Wall  Curtain  and  Re- 
quirements —  Permit  for  and  Inspection 
of  Curtain.)  (a)  There  shall  be  a  solid 
masonry  wall  of  the  same  construction  and 
thickness  as  is  required  in  the  outside  walls 
of  the  building  In  which  such  theatre  is 
located  between  the  auditorium  and  the 
stage. 

(b)  The  main  proscenium  opening  shall 
have     a     vertically     operated      steel      curtain 


which  shall,  when  it  is  lowered,  completely 
close  such  proscenium  opening.  The  cur- 
tain shall  be  raised  and  lowered  by  hydrau- 
lic power,  and  shall  be  in  constant  use  as 
the    regular    curtain    and    act    drop. 

(c)  The  lowering  of  the  curtain  shall  be 
controlled  from  not  less  than  two  points  in 
the  building,  one  of  which  shall  be  from  the 
stage  level  and  the  other  shall  be  desig- 
nated by  the  Commissioner  of   Buildings. 

(d)  The  curtain  shall  have  a  steel  cov- 
ering on  the  outer  or  auditorium  side.  The 
stage  side  covering  shall  be  of  a  non-heat- 
conducting  substance  of  such  a  thickness 
and  such  material  as  shall  stand  a  test  of 
two  thousand  degrees  Fahrenheit  on  the 
stage  side  for  fifteen  minutes  without  heat- 
ing the  opposite  side  to  a  higher  tempera- 
ture than  three  hundred  and  fifty  degrees 
Fahrenheit. 

(e)  All  metal  work  with  the  exception  of 
the  frame  shall  be  covered  with  such  non- 
heat-conducting  substances  on  the  stage 
side. 

(f)  The  curtain  shall  operate  vertically 
in  steel  guides  of  such  a  cross  section  that 
the  edges  shall  engage  and  secure  the  edges 
of  the  curtain  and  prevent  the  curtain  from 
leaving  the  guiding  channel  or  channels  if 
the  curtain  should  tend  to  buckle  or  bag 
either  inward  or  outward.  No  metal  in  the 
guide  channel  or  in  the  engaging  edge  of 
the  curtain  shall  be  less  than  three-eighths 
of  an  inch  thick.  The  joints  of  the  curtain 
with  the  proscenium  wall,  with  the  stage 
floor  and  with  the  head  of  the  opening  shall 
be   made  gas   tight   as   nearly  as   practicable. 

(g)  The  calculations  for  the  strength  of 
the  curtain,  the  curtain  guides  and  the  guide 
anchors,  and  the  workmanship,  shall  be  ac- 
cording to  the  best  modern  engineering 
practice.  The  stresses  in  the  material  and 
In  the  various  sections  of  steel  shall  be 
within  the  safe  limits  of  stress  described  in 
this  ordinance. 

(h)  No  part  of  a  curtain  or  of  the  cur- 
tain guides  shall  be  supported  by  or  fas- 
tened   by   any    combustible   material. 

ID  The  supports  of  the  curtain  and  the 
curtain  guides  and  edges  and  the  curtain 
shall  be  of  sufRcient  strength  to  safely  re- 
sist either  inward  or  outward  a  pressure  or 
five  pounds  for  each  and  every  square  fool 
of    the  curtain. 

(j)  No  combustible  material  other  than 
painted  decorations  shall  be  applied  to  the 
audience   side  of  any   such   curtain. 

(k)  Plans  for  every  such  curtain  shall  be 
approved  by  the  Commissioner  of  Buildings 
and  a  permit  obtained  therefor  previous  to 
its  erection.  The  Commissioner  of  Build- 
ings shall  inspect  such  curtain  semi-annu- 
ally, and  for  each  such  inspection  a  fee  or 
five    dollars   shall   be   charged. 

(1)  Every  other  opening  in  such  pros- 
cenium wall  shall  have  self-closing  regula- 
tion standard  iron  fire  doors  and  iron  frames 
and  thresholds;  such  doors  and  frames  shall 
be  built  in  such  a  manner  as  to  resist  warp- 
ing. 

en  stage — Construction  of — Pramingr  for 
Scenery.)  Tlie  framing  for  the  floor  of  every 
stage  shall  be  of  iron,  steel  or  reinforced 
concrete.  The  stage  floor  may  be  of  wood 
not  less  than  two  and  three-quarters  inches 
thick,  provided  the  underside  of  stage  floor 
shall  be  saturated  with  a  fireproof  solution 
satisfactory  to  the  Chief  of  Fire  Prevention 
and  Public  Safety.  The  entire  floor  construc- 
tion and  the  floor  of  fly  galleries,  rigging 
lofts  and  paint  gallery,  all  railings  and  sup- 
ports and  Rtancliions  thereon,  and  all  sheaves, 
milk'vs  and  pormanent  cables  and  their  sup- 
ports shall  be  of  iron,  steel  or  reinforced 
concrete.  -MI  framing  for  scenery  and  a  I 
stage  paraphernalia  shall  be  saturated  %vith 
a  fireproof  solution  the  same  as  prescribed 
for   stage    flooring. 

622.     Vestibules     for     Stage     Doors.)        All 
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doorways  and  openings  in  the  rear  or  sides 
of  tlie  stage  sliall  be  vestibuled  or  arranged 
In  a  manner  satisfactory  to  tlie  Commis- 
Bioner  of  Buildings,  so  as  to  protect  the 
curtain,  scenery  and  auditorium  against 
draughts    of    air. 

623.  Structures  Over  Ceiling' — Construc- 
tion.) If  any  structure  is  built  over  the 
ceiling  or  roof  of  any  theater,  the  different 
members  of  the  girders  or  trusses  sup- 
porting same  shall  be  fireproofed  in  the 
manner  prescribed  for  columns  of  fireproof 
buildings  as  specified  in  the  General  Pro- 
visions  of   this    chapter. 

624.  Vents — Size  of — Flue  Pipes — Damp- 
ers— Switches  for  Dampers.)  (a)  One  or 
more  vents  or  flue  pipes  of  metal  construc- 
tion, or  other  incombustible  material,  suit- 
able for  carrying  away  smoke,  and  approved 
by  the  Commissioner  of  Buildings,  and  ex- 
tending not  less  than  fifteen  feet  above  the 
highest  point  of  the  roof,  and  equivalent  in 
area  to  one-twentieth  of  the  area  of  the 
.stage,   shall  be  built  over   the  stage. 

(b)  In  buildings  where  addititmai  stories 
are  built  above  the  stage,  such  vents  or 
flue  pipes  may  be  carried  out  near  the  top 
of  the  stage  walls  and  shall  be  continued 
and  run  up  on  the  exterior  of  the  building 
to  a  point  five  feet  above  the  highest  point 
of   such   additional    story. 

(c)  All  such  flues  or  vents  shall  be  pro- 
vided with  metal  dampers  which  shall  be 
controlled  or  operated  by  a  small  tarred 
hempen  cord  and  also  by  two  electric 
switches,  one  at  the  electrician's  station  on 
the  stage,  which  station  shall  be  fireproof, 
and  the  other  at  the  stage  fireman's  station 
on  the  opposite  side  of  the  stage;  the  ar- 
rangement of  said  cord  and  said  electric 
switches  shall  be  such  that  the  cord  will 
operate  as  a  fusible  link  between  the  elec- 
tric control  and  the  damper  and  will  re- 
lease said  damper,  should  the  switches  or 
either  of  them,  fail  to  operate.  Such  sta- 
tions shall  be  located  in  such  places  on  the 
stage  as  may  be  determined  by  the  Fire 
Marshal,  subject  to  the  provisions  of  this 
paragraph,  and  each  switch  shall  have  a 
sign  with  plain  directions  as  to  the  opera- 
tion   of    the    same    printed    thereon. 

(d)  All  fuse  boxes  shall  be  surrounded 
by  two  thicknesses  of  fireproof  materials, 
with  an  air  space  between,  and  no  fuses 
shall  be  exposed  to  the  air  between  tlie 
switchboards. 

625.  Standpipes — Automatic  Sprinklers — 
Tanks  for  Water.)  (a)  A  system  of  stand- 
pipes  and  of  automatic  sprinklers  subject 
to  the  approval  of  the  Chief  of  Fire  Preven- 
tion and  Public  Safety,  shall  be  provided  and 
installed  in  every   theatre. 

(b)  The  supports  and  installation  of  all 
tanks  used  to  supply  water  to  such  system 
of  standpipes  and  such  automatic  sprinkler 
system  ■shall  be  subject  to  the  approval  of 
the   Commissioner   of   Buildings. 

626.  Ice     Makingf    MacMnery — Prohibition 

of.)  It  shall  be  unlawful  to  install  any  ma- 
chinery or  compressors  of  any  description 
to  be  used  in  conjunction  with  ammonia  in 
the  manufacture  of  artificial  ice  in  the  audi- 
torium or  stage  parts  of  any  building  of 
Class  V,  and  it  shall  be  unlawful  to  convey 
ammonia  or  to  install  any  piping  for  the 
conveying  of  ammonia  into  any  building  of 
Class  V  for  the  purpose  of  manufacturing 
artificial  ice  from  any  machinery  or  com- 
pressors situated  outside  of  any  building  of 
Class  V. 

027.  Iiigliting'  Service  Reciuirements  — 
Gas  or  electricity  or  both  may  be  used  for 
illuminating  purposes  in  buildings  of  Class  V 
hereafter  erected.  Gas  shall  not  be  used  in 
that  part  of  the  building  known  as  the  stage 
side  of  the  proscenium  wall.     Provisions  shall 


be  made  to  properly  light  every  portion  of  a 

building-  of  tliis  class  and  every  outlet  tliere- 
from  leading  to  the  outside  of  the  building 
and  all  t)pen  courts,  passageways  and  emerg- 
ency exits.  Lights  in  vestibules,  halls,  cor- 
ridors, passageways,  stairways  and  other 
means  of  egress  from  the  building  and 
premises  shall  be  on  an  independent  cir- 
cuit or  sei'vice  and  shall  be  controlled 
separately  and  exclusively  by  a  switch  or 
shutoff  located  near  the  main  entrance.  In 
rooms,  halls  and  auditoriums  used  for  the 
purposes  of  this  class,  provisions  sliall  be 
made  to  furnish  a  light  supplied  by  gasi 
and  a  light  supplied  by  electricity  above  if 
possible,  otherwise  closely  adjoining  every 
opening  to  an  exit  or  to  an  emergency  exit 
from    the    room,    hall    or    auditorium. 

The  liyht  furnished  by  gas  as  required  by  the  pro- 
ri.tioris  of  this  section  above  or  adjacent  to  an  exit  or 
exits  may  be  omitted  if  in  lieu  thereof  a  light  supplied 
liij  electricity  furnished  by  storage  battery  system  or  by 
(I  motor  i/cncrator  and  service  battery  system  is  in- 
stalled. Said  lu/hts,  motor  generator  and  battery  sys- 
tem shall  be  approved  by  the  Commissioner  of  Gas 
and  Electricity,  and  shall  he  installed  and  operated 
in  compliance  trith  the  rules  of  the  Department  of 
Gas  and  Electricity. 
Amendment    of    July    15,    1924,    not    signed    by    Mayor. 

028.     Dressing"    Boom    Partitions.)       Parti- 
tions   forming   dressing    rooms    shall    be   con- 
structed of  incombustible  material,  and  such        ; 
dressing   rooms    shall    be   properly   ventilated       '; 
as   in    the   judgment   of   the   Commissioner   of 
Health   may   be   required. 

629.  Capacity — Certificate      for      License.) 

Ca)  The  Commissioner  of  Buildings  shall 
determine  the  number  of  persons  wliich  each  i 
room  used  for  the  purpose  of  Class  V  may  i 
accommodate  according  to  the  provisions 
of  this  chapter,  and  shall  certify  the  same 
to  the  City  Clerk.  No  more  than  the  num- 
ber so  certified  shall  be  allowed  in  such  room 
at  any  one   time. 

(b)      Before   a   license    shall   be    issued    for 
the   operation   of  a  buiding   of   Class   V   as   a 
theatre   the  Commissioner  of  Buildings  shall 
first    certify,    in    writing,    that    such    theatre      I 
complies  with  the  provisions  of  this  chapter      I 
in  every  respect.  ' 

630.  Scenery — Definition — Movable  Scen- 
ery.) (a)  "Scenery"  as  used  in  this  chap- 
ter shall  include  all  scenery,  drop  curtains, 
borders  and  wings  which  are  constructed  or 
made  of  cloth,  canvas  or  combustible  ma- 
terial,   whether    stationary    or    movable. 

(b)  "Movable  Scenery"  shall  include  all 
scenery,  drop  curtains,  borders,  and  wings 
which  are  made  movable  for  the  purpose  of 
changing  an  entire  set  of  scenery  and  sub- 
stituting another  set  during  or  between  the 
various    stage    acts. 

631.  Chang-ing'  from  Class  IV  to  Class  V.) 

Whenever  an  existing  Class  IV  theatre  is 
changed  into  a  Class  V  theatre,  the  same 
shall  be  made  to  comply  with  all  of  the 
provisions  for  Class  V  theatres  hereafter 
erected. 

ARTICLE  IX. 
Class  VI. 

632.  Class  VI  Defined.)  In  Class  VI  shall 
be  included  every  tenement  and  apartment 
house  or  building  or  portion  thereof,  which 
is  used  or  intended  to  be  used  as  a  home 
or  residence  for  two  or  more  families  living 
in    separate    apartments. 

633.  Requirements — General.)  Every  build- 
ing of  Class  \'I  shall  comply  with  the 
general  provisions  of  this  chapter,  and  in 
addition  to  the  general  provisions  shall  com- 
ply  with    the    following   special    provisions: 

634.  Definition  of  "Existing-  Tenement,, — 
"New  Tenement"  —  "Apartment"  —  "Yard"  — 
"Court"  —  "Shaft"  —  "Public      Hall"  —  "Stair 
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Hall"  —  "B-asement"  —  "Cellar"  —  "Story"  — 
"Solid  Masonry".)  (a)  "New  Tenement 
house"  shall  include  every  tenement,  flat 
and  apartment  house  erected  after  De- 
cember 17,  1902,  and  every  tenement 
house  which  shall  hereafter  be  increased  or 
diminished  in  size  or  otherwise  altered  after 
its  erection  and  every  building  now  or  here- 


(H) 
(D) 
iog. 
(E) 
(P) 


Fig-.    9. 


DEFINITION     OF    BASEMENT,    ETC. 
Sec.    634 

Height   of   basement    (floor   to   ceiling). 
Distance    from    street    line   nearest    the    build- 
Distance    below    sidewalk    grade. 
Distance    above    sidewalk    grade. 

Explanation  : 

Basement  is  a  sfory  partly  but  not  more  than  V2 
below  (%  H)  the  level  of  the  inside  sidewalk  grade. 
If  floor  of  basement  is  less  than  2  ft.  (E)  below 
such  grade,  or  if  ceiling  of  such  basement  is  more 
than  7'  6"  (F)  above  said  grade,  said  story  shall  be 
classed  as  first  story. 

(F)  For  every  foot  of  (D)  F  may  be  raised  not 
more   than    1-3",    as   at    (F'). 

(G)  Equals  distance  from  ground  to  line  of  first 
floor. 

Ex.  for  yard  ground  levels  or  walks  or  other  im- 
provemenfs  for  a  distance  of  12'  0"  at  every  point 
from  all  outside  walls.  (G)  shall  not  be  lower  than 
8'   8" 

Sec.  659 

(A)  Not  to  be  less  than  12".  (See  Sec.  506  for 
exceptions  I. 

(B)  3"    thickness   of   floor    required. 

(C)  6"    sand   or   cinders   required. 

after  in  existence  not  now  used  as  a  tene- 
ment house  but  hereafter  converted  or  altered 
to  such  use.  "Existing'  tenement  house" 
shall  be  construed  to  mean  a  flat  or  apart- 
ment house  built  prior  to  December  17,   1902. 

(b)  "Apartment"  is  a  room  or  suite  of 
two  or  more  rooms  occupied  or  intended  or 
designed  to  be  occupied  as  a  family  domicile. 

(c)  "Yard"  is  an  open  unoccupied  space 
on  the  same  lot  with  a  tenement  house, 
separating  every  part  of  every  building  on 
the  lot  from   the  rear  line  of  the  lot. 

(d)  "Court"  is  an  open,  unoccupied,  un- 
obstructed space,  other  than  a  yard,  on  the 
same  lot  with  a  tenement  house;  a  court  en- 
tirely surrounded  by  a  tenement  house  Is  an 
"inner  court";  a  cotirt  bounded  on  one  side 
and  both  ends  by  a  tenement  house,  and  on 
the  remaining  side  by  a  lot  line  is  a  "lot 
line  court";  a  court  extending  to  a  street, 
alley  or  yard  is  an  "outer  court." 

(e)  "Shaft"    includes    exterior    and    inter- 


ior shafts,  whether  for  air,  light,  elevator, 
dumb  waiter  or  any  other  purpose;  a  "vent 
shaft"  is  one  used  solely  to  ventilate  or 
light  a  water  closet  compartment,  bath 
room,   or  pantry. 

(f)  "Public  Hall"  Is  a  hall,  corridor  or 
passageway    not   within    an   apartment. 

(g)  "Stair  Hall"  includes  -the  stairs,  stair 
landings  and  those  portions  of  the  public 
halls  through  which  it  is  necessary  to  pass 
in  getting  from  the  entrance  floor  to  the 
top   story. 

(h)  "Basement"  is  a  story  partly,  but  not 
more  than  one-half  below  the  level  of  the  in- 
side sidewalk  grade  of  the  street  nearest  the 
building.  If  the  floor  of  such  basement  is 
less  than  two  feet  (2  ft.)  below  such  grade 
or  if  the  ceiling  of  such  basement  is  more 
than  seven  feet,  six  inches  (7  ft.  6  in.)  above 
said  grade,  said  story  shall  be  classed  as 
the  first  story  of  the  building  in  which  it  oc- 
curs. Provided,  however,  that  the  ceiling 
height  may  be  raised  above  the  height  of 
seven  feet,  •six  inches  (7  ft.  6  in.)  heretofore 
given,  not  more  than  one-third  of  an  inch 
for  every  foot  of  such  distance  said  building 
is  set  back  from  the  street  line  of  the  street 
nearest  the  building,  but  in  no  case  shall 
any  rise  of  ceiling  be  allowed  for  any  dis- 
tance beyond  thirty  feet  (30  ft.)  said  build- 
ing may  be  set  back  from  the  line  of  the 
street  nearest  the  building,  and  in  such 
cases  all  rises  in  the  basement  ceiling  shall 
be  computed  according  to  the  distance  be- 
tween the  street  line  and  the  outside  wall  of 
the  building  nearest  to  said  street  line.  Pro- 
vided further,  that  the  yard  or  ground 
level,  or  walks,  or  other  improvements 
thereon  for  a  distance  of  twelve  feet  (12  ft.) 
at  every  point  from  all  outside  walls  nf 
said  building  shall  not  be  lower  than  eight 
feet  three  inches  (S  ft.  3  in.)  below  the 
floor  level  of  the  first  story  of  said  ijuilding. 

(i)  "Cellar"  is  a  story  more  than  one-half 
below  the  level  of  the  inside  sidewalk  grade 
of   the  street   nearest  the.  building. 

Where  the  grade  of  a  street  adjacent  to  a 
tenement  house  varies,  the  average  grade  of 
such  street  opposite  the  lot  containing  the 
tenement  house  shall  be  regarded  as  the 
grade  of  such  street  within  the  meaning  of 
this    chapter. 

(j)  "Story"  is  that  portion  of  a  building 
between  the  top  of  any  floor  beams  and  the 
top  of  the  floor  or  ceiling  beams  next  above. 

635.  "Where  Sections  of  TMs  Article  Con- 
flict Witli  Other  Sections.  In  cases  of 
direct  conflict  with  the  provisions  of  other 
sections  of  this  ordinance  relating  to  other 
classes,  or  of  sections  in  other  articles  of 
this  chapter,  the  provisions  of  the  sections 
in  this  article  relating  to  Class  VI  shall 
govern   in   respect   to    tenement   houses. 

636.  Changes  or  Alterations — Permits.) 
Every  new  tenement  house  and  every  change 
or  alteration  in  any  existing  tenement  house 
shall  conform  to  the  requirements  of  this 
chapter.  No  new  tenement  house  shall  be 
begun,  nor  shall  any  changes  or  alterations 
in  any  existing  tenement  house,  such  as  are 
referred  to  in  this  chapter,  be  begun  until 
a  permit  therefor  shall  have  been  issued  by 
the  Commissioner  of  Buildings.  Such  per- 
mit shall  be  issued  only  upon  an  applica- 
tion by  the  person,  firm  or  corporation  for 
whom  the  building  is  to  be  erected  or  al- 
tered, and  after  approval  of  the  plans  and 
specifications  for  such  tenement  house  or  for 
such  changes  or  alterations  by  the  Com- 
missioner of  Health  whenever  such  approval 
is  required  by  the  ordinances  of  the  City  of 
Chicago. 

637.  New  Tenement  House — When  to  he 
Occupied.)  (a)  No  new  tenement  iiouse 
shall  be  occupied  in  whole  or  in  part  for 
human  habitation  until  the  issuance  of  a 
certificate  by  the  Commissioner  of  Health 
that  said  building  conforms  to  the  require- 
ments  of   this   chapter   relative   to   light   and 
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ventilation,  plumbing  and  drainage  applica- 
ble to  said  buildings,  nor  until  the  issuance 
by  the  Commissioner  of  Buildings  of  a  cer- 
tificate that  the  said  building  conforms  to 
ihe  requirements  of  this  chapter  relative  to 
fire  escapes  and  means  of  egress  applicable 
to  new  tenement  houses.  Within  five  days 
from  date  of  application  for  any  certificate 
above  mentioned,  such  certificate  shall  be 
issued  or  the  official  concerned  shall  state  In 
writing  his  reasons  for  his  refusal  to  Issue 
said   certificate. 

(b)  The  certificate  above  referred  to  may 
be  issued  in  the  case  of  a  new  tenement 
building  comprising  more  than  three  apart- 
ments so  as  to  allow  the  occupation  of  any 
section  of  the  building  extending  from  cel- 
lar to  roof  in  advance  of  the  completion  of 
the  other  portions  of  the  building. 


(c)  When  the  outer  walls  of  a  new  tene- 
ment house  have  been  erected  so  as  to  out- 
line the  position  of  the  courts  and  shafts 
required  for  the  lighting  and  ventilation  of 
habitable  rooms,  the  owner  of  the  building 
or  his  representatives  shall  be  entitled,  upon 
application  in  writing,  to  an  inspection  of 
the  same  by  the  Commissioner  of  Buildings, 
and  if  the  work  to  that  point  is  in  compli- 
ance with  the  provisions  regarding  the  size 
of  shafts  and  the  location  of  the  building,  to 
a    certificate    setting    forth    those    facts. 

(d)  When  the  work  of  constructing  par- 
titions has  advanced  to  a  degree  on  any 
fioor.  that  the  rooms  on  that  floor  are  de- 
termined in  their  dimensions,  the  owner  or 
his  representatives  shall  be  entitled  to  an 
Inspection  from  the  Commissioner  of  Build- 
ings, and  if  the  rooms  thus  outlined  con- 
form in  their  dimensions  to  the  plans  filed 
and  to  the  requirements  of  this  chapter,  he 
shall  be  entitled  to  a  certificaet  stating  that 
fact. 

(e)  If  a  new  tenement  house  is  occu- 
pied as  a  place  of  habitation  in  any  of  its 
parts  In  violation  of  this  section,  it  shall 
forthwith  be  subject  to  notice  from  the 
Commissioner  of  Buildings  and  shall  be  va- 
cated upon  such  notice  and  shall  not  again 
be  occupied  until  made  to  conform  with  the 
provisions  of  tliis  chapter  nor  until  after 
the  issuance  of  the  two  certificates  required 
in    this    section. 

638.  Plat  to  be  Piled.)  At  the  time  of 
applying  for  a  permit  for  the  erection  of, 
alteration  of,  addition  to  or  moving  of  a 
tenement  house  or  for  tlie  erection,  alteration, 
adding  to  or  moving  of  any  building  upon  a 
lot  upon  which  a  tenement  house  stands,  the 
applicant  shall  submit  to  the  Commissioner 
of   Buildings   a  plat   of   the   lot,    showing   the 


dimensions  of  the  same  and  the  position  to 
be  occupied  by  the  proposed  building  or  by 
the  building  to  be  altered  or  added  to  or  by 
the  building  to  be  moved  thereon,  and  the 
position  of  any  other  building  or  buildings 
that  may  be  on  the  lot.  The  measurements 
shall  in  all  cases  be  taken  at  the  top  of  the 
first  story  and  shall  not  include  any  portion 
of  any   street  or  alley. 

63  9.  Corner  Lot  Defined — Prontag'es.)  By 
"corner  lot"  is  meant  a  lot  situated  at  the 
junction  of  two  streets  or  of  a  street  and 
a  public  alley  at  least  sixteen  feet  wide,  pro- 
vided that  if  such  alley  be  less  than  sixteen 
feet  wide,  and  the  lot  be  estimated  on  a  line 
sixtectn  feet  from  the  opposite  side  of  the 
alley,  such  lot  may  be  considered  a  corner 
lot.  Any  portion  of  the  width  of  such  lot 
distant  more  than  fifty  feet  from  such  junc- 
tion shall  not  be  regarded  as  part  of  a  cor- 
ner lot,  but  shall  be  subject  to  the  provi- 
sions of  this  chapter  respecting  other  than 
corner  lots.  Where,  in  corner  lots,  the  two 
frontages  are  of  unequal  length,  the  lesser 
street  frontage  shall  be  taken  as  the  width 
of  the  lot.  Street  frontage  alone,  and  not 
alley  frontage  shall  be  considered  in  de- 
termining such   lesser  frontage. 

640.  Heig-lit — How  Measured.)  (a)  The 
height  of  a  new  tenement  house  shall  not 
exceed    by    more    than    one-half    the    platted 
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SECTION   C40   a  b. 

Height    of    Tenement    House ;    How    Measured. 

A — width  of  widest  street  (in  this  case  3rd  St.) 
on  which  tenement  house  No.   1   abuts. 

B — width  of  widest  street  (in  this  case  2nd  St.) 
on  which  tenement  house  No.  2  abuts. 

C— distance  tenement  house  No.  2  sets  back  from 
2nd   St. 

D — width  of  1st  St.,  other  street  on  which  tene- 
ment  house   No.    2   abuts. 

E — distance  tenement  house  No.  2  sets  bad?  from 
1st   St. 

F — allowable  height,  which  in  this  illustration  is 
measured  as  shown  by  the  perpendicular  distance 
from  the  inside  sidewalk  grade  of  the  street  nearest 
the  building,  to  the  highest  point  of  the  external 
bearing  walls.  For  exceptions,  where  elevator  en- 
closures and  cornices  or  bulkheads  are  used,  see 
section    640   b,    last    paragraph. 

Explanation : 

F— tenement    house    No.    1    shall    not    exceed    1*^    A. 

F — tenement  house  No.  2  shall  not  exceed  1% 
(B+C)  unless  Wz  (D-fE)  is  greater  than  Wi.  (B-|-C). 
then   F  shall   not  exceed  1^    (D-|-E). 
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A — distance  from  rear  line  of  addition,  to  present 
tenement  house   No.   1,   to  rear  line  of  lot. 

B — distance  from  rear  line  of  addition,  to  present 
tenement  house  No.  2,  to  rear  line  of  lot,  abutting 
public  alley. 

C — distance  from  rear  line  of  addition,  to  present 
tenement  house  No.  2,  to  opposite  side  of  such 
alley. 

D— distance    from    present    tenement    house    No.    S, 
standing  on  an  inner  lot,   to  new  building. 
Explanation: 

A  shall  not  be  less  than  10  ft.  either  by  addition 
to,    or   diminishing   present    tenement    house    No.    1. 

If  B  is  less  than  10  ft.,  then  C  must  not  bo  less 
than  16  ft.  Sections  a,  b,  c,  are  explanatory  diagrams 
of  different  cases  of  required  distances  D,  between 
tenement  house  No.  3  and  new  house.  Exception 
to  this  rule  is  stated  in  last  paragraph  of  Section  641. 


width  of  the  widest  street  on  which  it  abuts, 
and  no  existing  tenement  house  shall  be  In- 
creased   beyond    such    height. 

(b)  Provided,  however,  that  any  distance 
the  building  sets  back  from  the  lot  line 
shall  be  added  to  the  width  of  the  -street  in 
making  this  computation.  Such  height  sliall 
be  the  perpendicular  distance  from  the  in- 
side sidewalk  grade  of  the  street  nearest 
the  building  to  the  highest  point  of  the  ex- 
ternal bearing  walls  and  shall  not  include 
nnjf  cornice  or  bulkhead  less  than  eight  feet 
high  or  any  elevator  enclosure  less  than 
•sixteen  feet  high  Where  such  street  grade 
varies,  the  mean  or  average  grade  thereof 
opposite  such  building  shall  be  the  data  from 
which    such    height    is    measured. 

641     Distance     Between     Buildings.)        No 

existing  tenement  house  shall  hereafter  be 
enlarged  or  its  lot  be  diminished,  so  that 
the  rear  line  of  any  building  on  such  lot 
approaches  nearer  than  ten  feet  to  the  rear 
line  of  the  lot,  unless  the  rear  of  tlie  lot 
NT-  upon  which  it  stands,  abuts  upon  a  public 
ENT alley,  in  whicli  case  the  rear  line  of  such 
building  shall  be  not  less  than  sixteen  feet 
from  the  opposite  side  of  such  alley.  Where 
a  tenement  house,  now  existing  or  hereafter 
erected,  stands  upon  a  lot  other  than  a  cor- 
ner lot,  no  other  building  shall  hereafter  be 
placed  upon  the  front  or  rear  of  that  lot, 
unless  the  minimum  distance  between  such 
buildings  be  at  least  ten  feet,  if  neither 
building  exceeds  the  heiglit  of  one  story; 
or  fifteen  feet.  If  either  building  exceeds  the 
height  of  one  story,  but  not  the  height  of 
two  stories,  and  so  on,  five  additional  feet  to 
be  added  to  such  minimum  distance  of  ten 
feet  for  every  story  more  than  one,  in  the 
height  of  the  highest  building  on  such  lot; 
Provided,  that  a  one-story  building  without 
basement,  and  not  used  for  habitation,  may 
be  placed  on  the  rear  of  a  lot  containing  a 
tenement  house,  if  a  minimum  distance  of 
ten  feet  is  maintained  between  every  point 
of  such  building  and   the  tenement  house. 

642.  Percentage  of  Area  Allowed  to  be 
Covered.)  No  existing  tenement  house  shall 
hereafter  be  enlarged  nor  its  lot  be  dimin- 
ished, nor  other  buildings  be  placed  on  its 
lot,  nor  a  tenement  house  be  moved  on  a 
lot  on  which  there  is  an  existing  building, 
so  that  after  such  change  a  larger  propor- 
tion of  any  corner  lot  or  other  lot  upon 
which  it  is  situated  is  covered  by  buildings, 
than  the  following  proportions,  respectively: 
No  new  tenement  house  alone  or  with  other 
buildings  now  or  hereafter  erected,  shall  oc- 
cupy above  the  first  story  more  than  eighty- 
five  per  centum  of  the  area  of  a  corner  lot, 
provided  that  in  the  case  of  a  fireproof 
building,  in  which  the  windows  of  every 
habitable  room  open  directly  on  a  street, 
the  portion  of  the  lot  covered  may  be  ninety 
per  centum  of  the  area  of  said  lot,  subject 
to  the  requirement  that  a  ten  foot  space 
must  be  left  above  the  first  story  opposite 
the  lesser  frontage;  or  more  than  ninety  per 
centum  of  the  area  of  such  corner  lot  if  such 
corner  lot  is  bounded  on  at  least  three  sides 
by  streets  or  alleys;  or  more  than  seventy- 
five  per  centum  of  the-  area  of  any  other 
lot,  except  that  the  space  occupied  by  fire 
escapes,  constructed  and  erected  according 
to  law  and  not  more  than  four  feet  wide, 
shall  be  deemed  tmoccupied.  Provided,  how- 
ever, that  in  case  of  a  lot,  triangular  or  Ir- 
regular in  shape  bounded  on  two  or  more 
sides  by  a  street  and  having  a  number  of 
lineal  feet  street  frontage  exceeding  one- 
twentieth  of  the  number  of  squ<Tre  feet  In 
the  area  of  such  lot,  it  shall  not  be  neces- 
sary to  comply  with  the  conditions  of  this 
section  as  to  percentage  of  lot  which  may 
be    covered. 

tM3.  Must  Have  Alley  or  Yard  in  Bear — 
Size  of  Yard  Increased.)  At  the  rear  of 
every  lot  containing  a  tenement  house,  there 
shali  be  a  yard  open  and  unobstructed  from 
the  earth  to  the  sky,   except  by  fire  escapes 
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not  more  than  four  feet  wide,  constructed 
and  erected  according  to  law,  unless  the 
rear  of  such  lot  abuts  upon  a  public  alley 
at  least  ten  feet  wide,  in  whicli  case  the 
rear  line  of  such  building  shall  be  not 
less  than  16  feet  from  the  opposite  side  of 
such  alley;  every  part  of  such  yard  shall 
be  directly  accessible  from  every  other  part 
thereof;  such  yard  shall  have  an  area  of 
at  least  eight  per  centum  of  the  superficial 
area  of  the  lot  on  corner  lots  except  «s 
otherwise  provided  in  this  section;  and  on 
other  lots,  such  yards  shall  have  an  area 
of  at  least  ten  per  centum  of  the  superficial 
area  of  the  lot.  Every  such  yard  shall  be 
increased  one  per  centum  of  the  superficial 
area  of  the  lot  for  every  story  above  three 
stories  in  height  of  the  tenement  house  sit- 
uated thereon. 

644.     Courts — Inner  —  Outer  —  Iiot    Iiine.) 

(a)  "Inner  courts"  of  all  new  tenement 
houses  as  defined  in  Section  634  of  tliis  or- 
dinance, shall  have  minimum  widtlis  at  every 
point  and   minimum   areas   as   follows: 

Courts —        Least  width  Least  area 

Height  of  in  feet.         In  square  feet. 

1  storv  6 100 

2  ."Stories  6 120 

3  stories  8 160 

4  stories  8 160 

5  stories  12 260 

6  stories  16 400 

7  stories  20 625 

8  stories  or   more. 24 840 

(b)  The  height  of  a  court  shall  be  the 
number  of  stories  having  habitable  rooms 
with    windows    in    Its    walls. 

(c)  "Outer  courts"  and  "lot  line  courts" 
of  all  new  tenement  houses  as  defined  in 
Section  634  of  this  chapter  shall  have  mini- 
mum widths  at  every  point  equal  to  one- 
half  of  the  minimum  widths  required  by  this 
section,  and  lot  line  courts  sliall  have  mini- 
mum areas  equal  to  one-half  of  the  mini- 
mum areas  required  herein  for  "inner 
courts."  If  an  outer  court  or  lot  line  court 
has  windows  on  opposite  sides,  its  minimum 
width  shall  conform  to  the  width  given  in 
the  table. 

(dl  The  minimum  widths  hereinbefore 
specified  for  outer  courts  and  the  minimum 
widths  and  areas  specified  for  lot  line  courts 
are  to  be  provided  irrespective  of  the  pres- 
ence of  or  dimensions  of  courts  on  otlier 
premises   bounded   by   the  same  lot  line. 

(e)  Every  "inner  court"  and  every  "lot 
line  court"  of  every  new  tenement  shall  be 
connected  directly  witli  a  street,  alley,  yard, 
or  outer  couit  by  an  opening  extending  from 
grade  at  the  building  to  a  height  of  at  least 
fifteen  feet,  and  kept  unobstructed  save  by 
an  openwork  grill  or  gate,  such  opening  to 
be  at  least  two  feet  wide  for  an  inner 
court  and  one  foot  wide  for  a  lot  line  court. 
In  case  of  a  three-story  tenement  on  a  lot 
twenty-five  feet  or  less  In  width,  a  con- 
tinuous lot  line  passage  open  to  the  sky, 
and  six  Inches  In  width,  shall  be  accepted 
for  the  opening  specified  above  as  one  foot 
wide  for  a  lot  line  court.  If  such  inner 
court  or  lot  line  court  starts  from  any  point 
above  finished  grade  at  building,  such  start- 
ing point  shall  be  considered  as  grade  for 
purpose  of  determining  the  location  of  the 
opening   to    outer    air   herein    specified. 

(f)  In  case  of  a  three-story  tenement  on 
a  lot  of  twenty-five  feet  or  less  in  width  a 
continuous  lot  line  passage  open  to  the  sky, 
and  at  least  three  feet  wide,  shall  be  ac- 
cepted in  lieu  of  a  lot  line  court  or  outer 
court  hereinbefore  specified  In  Paragraph 
(a).  In  case  of  a  three-story  tenement  on  a 
lot  thirty  feet  or  less  but  more  than  25  feet 
in  width,  a  continuous  lot  line  passage  open 
to  the  sky,  and  at  least  three  feet  six  inches 
wide    shall    be    acceptd    in    lieu    of   a   lot    line 


court    or    outer    court    hereinbefore    specified 
in   Paragarph    (a). 

(g)  In  case  of  a  two-story  tenement  on 
a  lot  twenty-five  feet  or  less  in  width,  a 
lot  line  court  having  an  area  of  at  least  fifty 
square  feet  shall  be  accepted  in  lieu  of  a 
lot  line  court  heretofore  specified  in  Para- 
graph (a)  of  this  section,  and  in  case  of  a 
three-story  tenement  on  a  lot  of  twenty-five 
feet  or  less  in  width,  a  lot  line  court  having 
an  area  of  at  least  sixty  square  feet  shall 
be  accepted  in  lieu  of  a  lot  line  court  here- 
inbefore specified  and  required  by  Paragraph 
(a)   of  this  section. 

(h)  In  case  of  two  or  three-story  tene- 
ment buildings  on  lots  twenty-five  feet  or 
less  in  width,  where  there  is  only  one  apart- 
ment on  each  story  containing  not  more 
than  four  rooms  in  such  apartment,  the 
light  courts  hereinbefore  specified  in  Para- 
graph (a)  may  be  omitted,  provided  there 
is  a  continuous  passageway  open  to  the  sky 
and  not  less  than  three  feet  wide  on  one 
side   of   said  biiilding. 

G45.  Vent  Shafts— Area  Of.)  (a)  "Vent 
shafts"  of  all  new  tenement  houses,  as  de- 
fined in  Section  634  of  this  ordinance,  shall 
have  minimum  widths  at  every  point  and 
minimum    areas    as    follows: 

Height  of  Least  width        Least  area 

Vent  shafts  in  feet         in  square  feet. 

1  story     3 21 

2  stories     3 22  1/2 

3  stories    3 27 

4  stories    3 36 

5  stories    5  .  .  . 48 

6  stories    6 72 

7  stories    8 96 

8  stories  or  more.  8 120 

(b)  Every  such  vent  shaft  in  every  new 
tenement  house  more  than  two  stories  high, 
sliall  be  connected  directly  with  a  street, 
alley,  yard  or  court  by  one  or  more  hori- 
zontal ducts  or  intakes  at  a  level  not  lower 
than  the  finished  grade  of  building  nor 
higher  than  second  story  floor;  the  total 
area  of  such  ducts  to  be  not  less  than  three 
per  cent  of  the  area  of  such  vent  shaft, 
and  no  single  duct  to  be  of  less  area  than 
one  hundred  square  inches;  such  total  and 
individual  duct  area  shall  be  net  over  and 
above    all    obstructions. 

646.  Stair  Hall  and  Shaft — VT  ell-Hole 
Dimensions.)  (a)  Every  public  stair  hall 
in  every  new  tenement  house  shall,  for  each 
story,  have  a  window  of  an  area  of  at  least 
twelve  square  feet,  opening  directly  on  a 
street,  alley,  yard  or  court;  or  on  a  shaft 
of  minimum  area,  as  hereinafter  provided; 
or  shall  have  an  unobstructed  vertical  well- 
hole  of  the  following  minimum  area  at  each 
fioor  line  above  the  first,  and,  directly  over 
such  well-hole,  there  shall  be  a  skylight  of 
twice  the  following  minimum   area: 

Building —  Least   area   in  square  feet  of 

Height  of  stair  shaft  or  well  hole. 

2  stories — if    there    is    more    than 
one    apartment    on    a    floor 8 

3  stories — if    there    is    more    than 
one    apartment    on    a    floor 13 

4  stories    19 

5  stories    25 

6  stories    or    more 38 

(b)  Such  window,  if  any,  shall  be  so 
placed  that  light  may  pass  directly  to  the 
opposite  end  of  the  hall,  or  else  there  shall 
be  at  least  one  window  opening  directly 
upon  a  street,  alleJ^  yard  or  court  in  every 
twenty  feet  in  length  or  fraction  thereof 
of  such  hall,  except  in  so  much  of  any  en- 
trance hall  as  lies  between  the  entrance 
and  the  flight  of  stairs  nearest  the  entrance. 
In  any  such  public  hall,   recesses  or  returns, 
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the  length  of  which  does  not  exceed  twice 
the  width  of  the  hall,  will  be  permitted, 
without  an  additional  window,  but,  other- 
wise, each  recess  or  return  shall  be  regard- 
ed for  the  purposes  of  this  section  as  if  it 
were  a  separate  hall.  Any  part  of  a  public 
hall  which  is  shut  off  from  any  other  part 
by  a  door  or  doors  shall  be  deemed  a  separ- 
ate public  hall  within  the  meaning  of  this 
section. 

(c)  Skylights  shall  be  ventilating  sky- 
liglits  and  shall  have  over  them  a  wire  net- 
ting mounted  on  wire  frame  and  6-lnch  iron 
legs,  of  wire  not  lighter  than  No.  12  and 
with  mesh  not  coarser  than  one  inch  by  one 
inch,  unless  constructed  of  wired  glass  or 
prismatic    light    glass. 

647.  Booms — Size  and  Heig°ht  Of — Attic 
Booms.)  (a)  In  every  new  tenement  house, 
all  habitable  rooms  shall  be  of  the  following 
minimum    sizes: 

(b)  In  each  apartment,  there  shall  be  at 
least  one  room  containing  not  less  than  one 
hundred  twenty  square  feet  of  floor  area, 
and  every  other  room  shall  contain  at  least 
eighty  square  feet  of  floor  area,  provided, 
however,  that  in  the  case  of  a  room  having 
a  window  not  less  than  eighteen  feet  in  area 
opening  upon  a  public  street,  the  floor  area 
need  not  be  greater  than  seventy  feet.  Each 
room  shall  be  in  every  part  not  less  than 
eight  feet  six  inches  high  from  the  flnlshed 
floor  to  the  finished  ceiling;  provided,  how- 
ever, an  attic  room  need  be  eiglit  feet  six 
inches  high  in  but  one-half  of  its  area,  in 
case  there  are  not  less  than  750  cubic  feet 
of  air  space   tlierein. 

618.  Alcoves  and  Alcove  Booms.)  (a) 
For  the  purpose  of  buildings  of  Classes  III 
and  IV,  an  alcove  shall  be  defined  as  a  re- 
cess connected  with  or  at  the  side  of  a 
larger  room.  The  floor  of  such  an  alcove 
shall  be  counted  as  a  part  of  the  floor  area 
and  its  cubic  contents  as  a  part  of  the  cubic 
contents  of  the  room  with  whicli  it  is  con- 
nected. 

(b)  In  every  new  tenement  house  every 
alcove  shall  be  deemed  a  separate  room  for 
all  purposes  within  the  meaning  of  this 
chapter,  except  an  alcove  that  has  a  floor 
area  of  not  to  exceed  thirty-five  square  feet 
and  that  has  an  unobstructed  opening,  equal 
in  area  to  twenty  per  centum  of  its  entire 
wall  surface,  into  an  adjoining  habitable 
room;  provided  that  in  constructing  addi- 
tional habitable  rooms  by  raising  or  alter- 
ing existing  one  story  dwellings,  the  limi- 
tation of  the  floor  area  of  an  alcove  may  be 
disregarded,  provided  sucli  alcove  has  an  un- 
obstructed opening,  equal  to  the  floor  area 
of  such  alcove,  into  an  adjoining  habitable 
room. 

(c)  This  sectio;i  shall  not  be  construed 
as  forbidding  tlie  erection  of  pilasters  or 
other  decorative  effects  projecting  not  more 
than  eighteen  inches  from  the  plane  of  the 
wall    of    a    habitable   room. 

(d)  No  part  of  any  room  in  a  tenement 
house  shall  be  enclosed  or  sub-divided  at 
any  time,  wholly  or  in  part,  by  a  curtain, 
portiere,  fixed  or  movable  partition  or  other 
contrivances  or  device,  unless  eacli  part  of 
the  room  so  enclosed  or  sub-divided  shall 
contain  a  separate  window  as  herein  re- 
quired, and  shall  have  a  floor  area  of  not 
less  than  SO  square  feet  as  herein  required 
for  habitable  rooms,  except  as  heretofore 
provided  in   this  section. 

649.  Air — Quantity  of  for  Each  Person.) 
No  room  in  any  tenement  house  shall  be 
occupied  so  that  the  allowance  of  air  to 
each  adult  person  living  or  sleeping  in  such 
room  shall  at  any  time  be  less  than  four 
hundred  cubic  feet  or  loss  than  two  hun- 
dred cubic  feet  for  each  person  under  twelve 
years  of  age. 

650.  Habitable  Booms  —  Bath  Booms  — 
Pantries — Bcquirement     as      to      Ventilation 


and  Iiiffhting'.)  (a)  In  every  new  tene- 
ment house  every  habitable  room  shall  have 
a  window  or  windows  with  a  total  glass  area 
equal  to  at  least  one-tenth  of  its  floor  area 
opening  onto  a  street,  alley,  yard  or  court. 
None  of  such  required  windows  shall  have 
a  glass  area  of  less  than  ten  square  feet, 
and  each  such  window  shall  have  its  top  not 
less  than  even  feet  above  the  floor  and  shall 
hfi  so  constructed  that  at  least  its  upper  half 
may  be  opened  its  full  width. 

(b)  In  every  new  tenement  house  every 
bath  room,  water  closet,  or  urinal  compart- 
ment shall  have  at  least  one  window  with 
a  glass  area  of  at  least  six  square  feet  and 
a  minimum  width  of  one  foot,  opening  upon 
a  street,   alley,   yard,   court  or  vent  shaft. 

(c)  In  every  new  tenement  house  every 
pantry  shall  have  at  least  one  window  of 
not  less  than  six  square  feet  in  area,  with  a 
width  of  not  less  than  one  foot,  opening  into 
a  street,  alley,  yard,  court  or  vent  shaft, 
which  vent  shaft  shall  be  at  least  six  square 
feet  in  area. 

(See    Illustration    Sec.    470B.) 

651.  New  Tenements  —  Habitable  Booms 
in     Basements — Prohibited     in     Cellars.)      In 

no  new  tenement  house  shall  any  room  in 
the  cellar  be  constructed,  altered,  converted 
or  occupied  for  living  purposes;  and  no  room 
in  the  basement  of  a  new  tenement  house 
shall  be  constructed,  altered,  converted  or 
occupied  for  living  purposes  unless  such 
rooms  shall  be  at  least  eight  feet  six  inches 
high  in  the  clear  and  shall  have  at  least 
one-half  of  such  height  above  the  finished 
grade  of  said  premises  at  the  building,  and 
at  least  four  feet  three  incheg  of  such  height 
above  the  average  street  grade  at  the  build- 
ing. 

652.  Tenement  Houses — Beciuirements  for 
Pireproof  and  Slow-burning'  Construction.) 
Every  new  tenement  house  more  than  five 
stories  and  basement  high  shall  be  of  fire- 
proof construction.  Every  new  tenement 
house  more  than  three  stories  and  base- 
ment high,  but  not  more  than  five  stories 
and  basement  high  shall  be  of  slow-burning 
or  fireproof  construction.  In  case  slow- 
burning  construction  be  required,  the  cellar 
and  basement  construction,  including  the 
floor  construction  of  the  first  story  above 
the  cellar  or  basement,  shall  be  of  fireproof 
construction. 

653.  Prame  Tenement  —  Bequirements.) 
In  every  new  frame  tenement  house  out- 
side the  fire  limits,  each  suite  of  apartments 
shall  be  separated  from  the  next  suite  in 
such  building  by  a  partition  of  four-inch 
tile  or  of  metal  studding  and  metal  lath, 
and  the  enclosing  walls  around  the  stairs, 
where  there  are  two  or  more  apartments  on 
a  floor,  shall  be  of  fireproof  construction  or 
of  solid  ii\asonry  of  the  same  dimensions  as 
are  required  by  Section  732. 

654.  Prame  Additions  to  Prame  Tene- 
ment Houses  Within  Pire  Iiimits  Not 
Permitted — removal  of  Prame  Tenement 
Houses.)  No  frame  addition  shall  be  per- 
mitted to  any  frame  tenement  house  witliin 
the  fire  limits,  either  by  adding  to  its  height 
or  its  superficial  area. 

If  a  tenement  house,  standing  on  wooden 
supports,  is  moved  to  another  lot,  it  sliall 
not  again  be  placed  on  wooden  supports,  but 
shall  be  placed  on  a  masonry  or  concrete 
foundation. 

If  a  frame  tenement  house,  not  more  than 
two  stories  high,  is  moved  from  one  location 
to  another  upon  the  sam^?  lot.  it  may  be  set 
upon  wooden  posts  and  a  basement  or  cellar 
not  to  exceed  six  feet  six  inches  in  height 
from  the  floor  to  the  coiling  thereof  may  be 
maintained  tiiereunder.  and  no  habitable 
rooms  shall  be  constructed  or  occupied  in 
paid  basoiTient  or  cellar. 

65  5.  Entrance  Halls — Solid  Masonry — 
Exceptions — Ceilings.)  Every  main  entrance 
hall    in    a    new    tenement    house    sliall    be    at 
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least  three  feet  six  inches  wide  in  the  clear 
from  the  entrance  up  to  and  including  the 
stair  enclosure  and  beyond  this  point  at 
least  tliree  feet  wide  in  tlie  clear.  In  every 
new  non-fireproof  tenement  house,  except 
wliere  there  be  only  one  apartment  on  each 
floor,  such  entrance  hall  shall  be  inclosed 
with  solid  masonry  walls  and  with  ceilings 
covered  with  incombustible  material  and 
shall  comply  with  all  the  conditions  of  the 
following  sections  of  this  ordinance  as  to 
the  construction  of  stair  halls.  If  such 
main  entrance  hall  is  the  only  entrance  to 
more  than  one  flight  of  stairs,  the  several 
portions  of  such  main  entrance  hall  which 
separate  the  entrance  of  the  building  from 
the  several  flights  of  stairs,  respectively, 
shall  be  increased  respectively  at  least  one 
foot  in  width  for  each  additional  flight  of 
stairs. 

656.  Stair  Halls — Construction  Of.)  (a) 
The  stairs  and  stair  halls  in  all  new  tene- 
ment houses  more  than  three  stories  and 
basement  or  cellar  high  shall  be  constructed 
of  incombustible  material  throughout,  ex- 
cept that  the  treads  of  stairs  may  be  of 
wood  not  less  than  one  and  three-eighths 
inches  thick  and  all  handrails  may  be  of 
hardwood. 


•v^ECTION- A-A    •     5E.CT10N 
Fig-.    15. 
SECTION    656    B. 

Beginning,    where    the    main    entrance    vestibule,    etc. 

If  walls  K  II  G  I,  also  floor  and  ceiling  of  entrance 
hall  A,  and  floors  and  ceiling  of  vestibule  B,  are  of 
fireproof  construction,  and  door  C  is  a  fireproof  door 
with  fireproof  frames,  the  vestibule  B  may  be  built 
2"  above  level  of  outside  grade  without  changing 
the  definition  of  the  word  "basement" — see  section 
634. 

Doors  £  and  D  do  not  have  to  be  fireproof — see 
section  A.\  and  BB  for  condition  at  hand. 


(b)  In  every  new  non-fireproof  tenement 
house  all  stair  halls  shall  be  enclosed  on 
all  sides  with  walls  of  solid  masonry  of  the 
dimensions  required  by  Section  732.  All 
windows  in  stair  halls,  except  where  same 
open  into  a  street,  alley,  outer  court,  or 
yard,  shall  have  metal  frames  and  sashes, 
glazed  with  wired  glass.  This  section  shall 
not  apply  to  tenement  houses  which  are  not 
more  than  three  stories  and  basement  high 
with  only  one  apartment  on  each  floor. 
Where  the  main  entrance  vestibule  and  en- 
trance hall  or  corridor  of  said  building,  in- 
cluding the  floor  and  ceiling  thereof,  are  of 
fireproof  construction  as  defined  in  this  chap- 
ter, from  the  outside  face  of  the  building  at 
said  entrance  to  and  including  the  floor  of 
stair  hall,  and  all  doors  leading  therefrom 
or  thereto  except  the  street  doors  are  fire 
retarding  doors,  the  floor  of  said  entrance 
and  vestibule  may  be  built  at  a  level  of  two 
inches  (2  in.)  above  the  level  of  the  outside 
grade  of  the  building  at  the  entrance  of 
same,  without  changing  the  definition  of 
the  word  "Basement"  with  regard  to  height 
of  floors,  as  contained  in  Section  634. 

(See  Illustration  Sec.   613.) 

657.  Apartments     Divided     by     Masonry.) 

(a)  There  shall  be  a  v.'all  of  solid  masonry 
of  thickness  as  required  by  Section  732 
extending  from  the  ground  to  the  roof  be- 
tween each  set  of  apartments  and  around 
each  court  and  each  light  shaft,  except  as 
hereinafter  provided;  (1)  provided,  how- 
ever, that  a  wall  between  apartments  and 
extending  from  the  main  stair  hall  to  the 
outer  wall  of  the  building  may  be  offset  at 
the  second  story  floor  line  to  some  point 
nearer  the  center  of  the  building,  or  of  the 
group  of  apartments,  to  admit  of  an  even 
distribution  of  space  in  the  rooms  adjacent 
to  such  wall,  if  such  wall  is  supported  at 
the  second  story  floor  line  on  fireproofed 
steel  or  iron  beams  which  extend  from  the 
brick  wall  surrounding  the  main  stair  hall 
to  tiie  outer  wall  of  the  building;  and  pro- 
vided, further,  that  such  offset  wall  may  be 
reduced  to  the  thickness  of  eight  inches,  if 
supported  at  each  floor  line  above  the  first 
story  on  fireproofed  steel  or  iron  beams 
carried  by  masonry  walls  as  above  speci- 
fied; (2)  "and  provided,  that,  in  case  there 
is  a  store  or  stores  in  the  first  story  of  a 
building  of  this  class,  a  masonry  dividing 
wall  between  apartments  may  begin  at  the 
second  story  floor  line,  if  such  dividing  wall 
is  supported  on  fireproofed  steel  or  iron 
beams  carried  by  masonry;  and  provided, 
further,  that  such  dividing  wall  may  be 
reduced  to  the  thickness  of  eight  inches,  if 
supported  at  each  floor  line  above  the  first 
story  on  fireproofed  steel  or  iron  beams 
carried  by  masonry.  In  buildings  of  fireproof 
construction  the  partitions  between  apart- 
ments, and  around  stairs- may  be  of  burnt 
clay  tile  not  less  than  three  inches  in  thick- 
ness or  reinforced  concrete  partitions  not 
less    than    three    inches   in    thickness. 

(b)  In  buildings  of  ordinary  construction 
two  separate  thicknesses  of  metal  lath  and 
fire-resisting  plaster  shall  be  used  as  fire- 
proofing    as    required    by    this    section. 

658.  Ceiling"  Over  Stores  —  Courts  and 
Shafts    Beg-lnning-   Above    First    Story.)       (a) 

In  every  new  non-fireproof  tenement  house 
in  which  there  is  a  store  or  stores  in  the 
first  story.  If  the  building  Is  three  stories 
or  less  In  height,  the  portions  of  the  first 
story  celling  directly  under  all  public  halls 
shall  be  of  slow-burning  construction,  and 
If  the  building  Is  four  or  more  stories  In 
height  the  entire  basement  and  first  story 
construction  and  the  second  story  floor  con- 
struction shall  be  of  fireproof  construc- 
tion. 

(b)  In  every  new  non-fireproof  tenement 
house  the  masonry  walls  enclosing  every 
court  or  light  or  vent  shaft  beginning  above 
the    first    story    shall    be    supported    on    flre- 
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proofed  steel  or  Iron  beams  carried  by  ma- 
sonry or  by  fireproofed  steel  or  Iron  col- 
umns; and  such  court  or  shaft  enclosing 
walls  may  be  reduced  to  the  thickness  of 
eight  Inches  if  supported  at  every  intersect- 
ing floor  line  on  fireproofed  steel  or  iron 
beams  carried  as  above  specified. 

659.  Damp-Proofing — Basement  Wall  to 
Ba  Masonry — Cement  Ploor.)  In  every  new 
tenement  house  constructed  of  brick  or 
frame,  the  foundations  and  basement  walls 
Bhall  be  built  of  masonry  or  concrete  not 
less  than  twelve  Inches  in  thickness,  ex- 
cept as  provided  in  Section  732  and  shall 
have  all  outside  walls  below  the  adjacent 
ground  level  plastered  on  the  outside  with 
Portland  cement  or  treated  with  other  ap- 
proved damp-prooflng  material,  and  such 
walls,  as  high  as  the  ground  level,  shall  be 
laid  In  cement  mortar.  The  basement  or 
cellar  of  every  existing  and  new  tenement 
house  shall  have  a  floor  of  Portland  cement 
concrete  not  less  than  three  inches  in  thick- 
ness laid  on  not  less  than  six  inches  of  sand 
or    cinders. 

(See    Illustration    Sec.    634.) 

660.  Bay  Winaows — Courts — Vent  Sbafts.) 

(a)  The  walls  of  every  bay  window  and 
every  court  in  masonry  constructed  new 
tenement  houses  shall  be  built  of  brick  or 
other  fireproof  construction  as  required  for 
exterior    walls. 

(b)  The  walls  of  every  interior  vent 
shaft  in  masonry  constructed  tenement 
houses  shall  be  built  of  masonry  or  of  fire- 
proof material  not  less  than  four  inches 
In   thickness,    supported   by  steel    or   iron. 

661.  Porches.)  (a)  Where  porches  are 
constructed  in  courts  of  now  existing  or  new 
tenement  houses,  the  amount  of  area  of  un- 
obstructed space  in  such  courts  shall  be 
exclusive  of  space  occupied  by  stairs  and 
porches.  No  additional  rear  porch  shall  be 
constructed  on  any  existing  tenement  house 
in  such  way  that  the  buildings  on  the  lot 
with  all  their  porches  shall  occupy  a  greater 
proportion  of  the  lot  than  is  permitted  in 
Section  642  of  this  chapter.  No  rear  porch 
on  any  existing  tenement  house  where  the 
total  area  of  buildings  and  all  porclies  ex- 
ceeds the  proportion  of  the  lot  permitted  in 
Section  642  of  this  chapter  shall  be  recon- 
structed until  the  plan  for  such  re-con- 
struction shall  have  been  submitted  to  and 
approved  by  the  Commissioner  of  Buildings. 
No  rear  porch  built  of  combustible  materials 
and  more  than  eight  feet  in  width,  except- 
ing stairwaj's,  shall  be  constructed  on  any 
new  tenement  house  nor  added  to,  nor  re- 
constructed on  any  existing  tenement  house. 

(b)  Front  porches  of  buildings  in  exist- 
ence at  the  time  of  the  passage  of  thi.? 
ordinance  may  be  enclosed  temporarily 
from  the  first  day  of  November  in  each 
year  to  the  first  day  of  the  following  May 
with  wood  sash  glazed  with  ordinary 
glass;  provided  that  the  glass  area  shall  be 
as  large  as  is  consistent  with  good  con- 
struction and  the  ordinances  of  the  city; 
and  further  provided,  tliat  the  sashes  are 
fitted  witlT  hinges  or  hung  in  such  a  manner 
as  to  allow  them  to  op3n  at  least  one-half 
C'f  tlieir  area,  or  that  one-half  of  all  the  sash 
installed  are  so  fitted  or  hung  as  to  open 
their  entire  area,  and  the  area  of  such  open 
sasii  shall  be  at  least  twice  the  area  of  all 
windows  from  adjacent  rooms  opening  on  to 
porches  so  enclosed,  unless  such  room  adjoin- 
ing said  porch  •shall  have  windows  opening 
on  to  a  street,  alley,  yard  or  court  of  proper 
legal  dimensions  as  required  by  this  chapter 
for  habitable  rooms  in  addition  to  the  win- 
dows opening  on  to  the  porch,  in  which  case 
the  amount  of  movable  sasli  in  porch  en- 
closure shall  be  not  less  than  ten  per  cent 
of  the  fioor  area  of  said  porch  and  in  no 
case  less  than  ten   square  feet  of  glass  area. 

(c)  Rear  porches  and  side  porches  of 
buildings    in    existence    at    the    time    of    the 


passage  of  this  ordinance,  where  every 
part  of  said  porch  is  at  least  ten  feet 
distant  from  any  other  l^uilding,  porch  or 
structure  located  upon  the  same  lot  with  the 
building  of  whicli  such  porch  is  a  part,  may 
be  enclosed  temporarily  from  the  first  day 
of  November  in  each  year  to  the  first  day  of 
the  following  May  with  wood  sash  glazed 
with  ordinary  glass;  provided,  that  the  glass 
area  of  the  enclosure  shall  be  as  large  as  is 
consistent  with  good  construction  and  the 
ordinances  of  the  city;  and  (urtlier  provided, 
tliat  the  sashes  are  fitted  with  hinges  or 
hung  in  such  a  manner  as  to  allow  them  to 
open  at  least  one-half  their  area,  or  that 
cne-half  of  all  the  sash  installed  are  so  fitted 
or  hung  as  to  open  their  entire  area,  and  in 
no  case  shall  be  less  than  three  times  the 
area  of  all  windows,  doors  and  transoms 
opening  on  to  said  porch,  and  that  in  every 
case  the  top  of  the  sash  in  such  enclosure 
shall  be  at  least  six  inches  higher  than  tlie 
top  of  the  winrlows  anri  doors  opening  on  to 
such  porch.  The  framing  of  the  porch  en- 
closure may  be  of  wood,  and  the  glass  area 
of  eacli  side  and  of  each  end  of  such  porch 
shall  be  not  less  than  fifty  per  cent  of  the 
entire  side  or  end  ui  sucii  porcii  enclosure 
measured  from  the  floor  of  the  porch  to  the 
under  side  of  joists  immediately  above  such 
porch  in  each  story. 

(d)  In  every  building  erected  after  the 
passage  of  this  ordinance,  every  front 
porch,  rear  porch  or  side  porch  which  is 
intended  to  be  enclosed  must  have  enclos- 
ing walls  as  required  by  the  ordinances  of 
the  city  for  enclosing  walls  of  a  building  of 
the  type  of  which  said  porch  is  a  part, 
and  every  porch  so  enclosed  shall  be  con- 
sidered a  separate  habitable  room  and  shall 
comply  with  all  the  requiiements  of  this 
chapter  for  habitable  rooms,  and  such  porch 
enclosure  shall  not  in  any  manner  intercept 
the  light  or  the  ventilation  of  any  adjoining 
room. 

(e)  Where  buildings  do  not  exceed  three 
stories  in  height  the  stairways  in  rear 
porches  may  be  partially  enclosed  as  fol- 
lows; the  end  of  the  porch  outside  the  stair- 
way, also  the  back  of  the  porch  around  said 
Stairway  not  to  exceed  eleven  feet  in  ex- 
tent, may  be  enclosed  with  wood  or  frame 
construction  and  a  window  with  glass  area  of 
nine  square  feet  shall  be  placed  in  the  back 
enclosure  or  in  that  part  of  the  porch  fac- 
ing  the   yard   or   court    on   each    story. 

662.  Plues  and  Chimneys.)  In  every 
building  used  for  the  purposes  of  Class  "VI, 
the  flues  or  chimneys  shall  conform  to  the 
following  regulations:  For  one  stove  open- 
ing, the  flue  area  shall  be  not  less  than 
forty-nine  sqtiare  inches.  For  more  tlian 
one  stove  opening  and  one  furnace  opening, 
the  flue  area  shall  be  not  less  than  seventy- 
seven  square  inches.  All  such  flues  shall  be 
constructed  according  to  the  requirements  of 
Section    800    of   this   chapter. 

663.  Bulkhead  in  Boof — Constrnction  of 
— When  Required.)  There  shall  be  in  the 
roof  of  every  new  tenement  house,  unless 
the  pitch  of  the  roof  thereof  exceeds  one 
foot  rise  in  four  foot  run,  at  least  one  bulk- 
head or  scuttle,  fireproof  or  covered  with 
fireproof  material,  with  stairs  or  ladder 
leading  thereto;  no  such  roof  opening  shall 
be  less  than  two  feet  by  three  feet.  Where 
such  tenement  house  is  provided  with  rear 
stairs,  there  shall  be  a  bulkhead  or  scuttle 
accessible  from  each  of  such  rear  stairs.  No 
scuttle  or  bulkhead  door  sliall  have  any  lock 
on  it  but  may  be  fastened  on  the  inside  by 
movable    bolts    or   hooks. 

664.  Stairways — ^Width  and  Construction 
of.)  (a)  Every  now  existing  and  every 
new  tenement  house  sliall  have  at  least  two 
flights  of  stairs,  wiiich  shall  extend  from  the 
entrance  floor  to  the  top  story,  and  which 
stairs  shall  be  as  far  apart  as  practicable. 
One    of    said    stairways    shall    be    an    interior 
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stairway.  Such  stairs  and  the  public  halls 
in  every  tenement  house  shall  each  be  at 
least  three  feet  wide  in  the  clear,  and 
every  apartment  shall  be  directly  accessible 
from  both  such  flights  of  stairs  without 
going  through  any  other  apartment.  An 
apartment  whose  gross  floor  area  does 
not  exceed  1,000  square  feet  and  having 
not  to  exceed  six  habitable  rooms  in  an 
existing  tenement  house  and  which  at 
the  time  of  the  passage  of  this  ordinance 
had  not  access  to  two  stairways,  may'  have 
exit  to  a  second  stairway  through  another 
apartment,  providing  the  door  between  the 
two  apartments  is  equipped  with  a  glass 
panel  not  less  than  flve  feet  high  and  twenty 
inches  wide,  with  the  bottom  of  same  not 
less  than  eighteen  Inches  above  the  flocir. 
Or  where  the  floor  level  of  said  apartment  is 
not  more  than  twelve  feet  above  the  sur- 
face of  the  yard  or  ground  surrounding  the 
building,  a  balcony  with  an  area  not  less 
than  eighteen  square  feet  equipped  with  a 
drop  ladder  to  the  ground  may  be  attached 
to  the  outside  wall  of  said  building  acces?i- 
ble  by  a  door  or  window  from  such  apart- 
ment. Such  glass  panel,  door  or  balcony 
and  ladder,  as  the  case  may  be,  shall  be 
considered  as  a  secondary  means  of  exit 
from  said  apartment,  if  in  the  judgment  of 
the  Commissioner  of  Buildings  such  glass 
panel  door,  balcony  and  ladder  will  afford 
safe  means  of  exit  for  any  such  apartment. 
Where  halls  or  stairs  in  an  existing  tene- 
ment house  have  been  damaged  by  fire  or 
otherwise  to  an  extent  greater  than  one- 
half  the  value  thereof,  such  halls  or  stairs 
so  damaged  shall  be  repaired  so  as  to  con- 
form to  the  requirements  of  this  chapter 
with  regard  to  halls  and  stairways  relating 
to  new  tenement  houses. 

(b)  All  enclosed  stairs  in  every  tene- 
ment house  shall  have  at  least  one  hand- 
rail, and  where  the  width  of  such  stairs  is 
greater  than  3  feet  6  inches,  such  stairs 
shall  have  a  handrail  on  each  side  thereof. 
All  open  stairs  shall  be  provided  with  suita- 
ble  and    substantial   handrails   on   each   side. 

(See   Illustration    Sec.    613). 

665.  Stairs  in  Non-rireproof  Building's, 
Eighty  or  More  Rooms.)  Every  new  non- 
fireproof  tenement  house  containing  over 
eighty  rooms,  exclusive  of  bath  rooms,  shall 
have  one  additional  flight  of  stairs,  over  and 
above  the  flights  hereinbefore  provided  for, 
for  every  additional  eighty  rooms,  or  frac- 
tion thereof;  but  if  such  building  contains 
not  more  than  one  hundred  and  twenty 
rooms,  exclusive  of  bath  rooms,  at  the  own- 
er's option,  in  lieu  of  an  additional  stair- 
way, the  stairs  and  public  halls  throughoiit 
the  entire  building  shall  be  at  least  one-half 
wider  than   is  provided  in   this  chapter. 

66  6.  Stairs  in  Pireproof  Building-s,  One 
Hundred  and  Twenty  Rooms  and  Upward.) 
Every  new  flreproof  tenement  house  con- 
taining over  one  hundred  and  twenty  rooms, 
exclusive  of  bath  rooms,  shall  have  one  ad- 
ditional flight  of  stairs,  over  and  above  the 
flights  hereinbefore  provided  for,  for  every 
additional  one  hundred  and  twenty  rooms  or 
fraction  thereof;  but  if  such  building  con- 
tains not  more  than  one  hundred  and  eighty 
rooms,  exclusive  of  bath  rooms,  at  the  own- 
er's option,  in  lieu  of  an  additional  stairway, 
the  stairs  and  public  halls  throughout  the 
entire  building  may  be  made  at  least  one- 
half  wider  than    is   provided   in   this  chapter. 

66  7.  Stairs — Entrance  to  —  Treads  and 
Risers.)  Every  flight  of  stairs  required  in 
a  tenement  house  shall  have  an  entrance  on 
the  entrance  floor  from  a  street  or  alley, 
or  from  a  yard  or  court  which  opens  into  a 
street  or  alley.  All  stairs  except  rear  stairs, 
in  new  tenement  houses,  shall  have  risers 
not  more  than  seven  and  three-quarters 
inches  high  and  treads  not  less  than  nine 
and  one-half  Inches  wide  exclusive  of  nos- 
ings,   except    in    winding    stairs,    where    all 


treads  at  a  point  eighteen  inches  from  the 
strings  on  the  well  side  shall  be  at  least 
nine  and  one-half  Inches  wide,  exclusive  of 
nosings. 

(See    Illustration    Sec.    613). 

668.  Fire  Escapes.)  Every  tenement 
house  four  or  more  stories  in  height  shall  b« 
provided  with  a  fire  escape  or  fire  escapes, 
sucli  as  are  required  by  this  chapter.  In 
every  case  each  separate  apartment  shall 
have  direct  access  to  at  least  one  such  fire 
escape  unless  such  apartment  shall  have 
direct  access,  without  passing  through  any 
other  apartment,  to  at  least  two  separate 
flights  of  stairs  leading  to  the  ground,  one 
of  which  is  placed  in  front  and  one  in  the 
rear  of  such  building,  and  one  of  which  may 
be  placed  outside  of  the  building;  but  where 
such  separate  apartment  sliall  not  have  ac- 
cess to  two  such  flights  of  stairs,  then  such 
apartment  shall  have  direct  access  to  a 
stairway  fire  escape.  Every  court  in  which 
there  is  a  fire  escape  shall  have'  direct  and 
unobstructed  access  along  the  surface  of 
the  ground  to  a  street  or  alley  or  to  yard 
opening  into  an  alley  or  street  without  en- 
tering into  or  passing  through  or  over  any 
building  unless  by  a  four  foot  wide  fire- 
proof passage  on  the  court  or  ground  level. 
Except  as  herein  specifically  provided,  the 
number,  location,  material  and  construction 
of  fire  escapes  shall  be  controlled  by  the 
general  provisions  of  this  chapter  on  fire 
escapes. 

669.  Shafts,  Courts,  Yards,  Graded  — 
Drained.)  In  every  now  existing  and  new 
tenement  house,  the  bottom  of  all  shafts, 
courts  or  yards  shall  be  provided  with 
sanitary  drainage  and  shall  be  graded  or 
paved. 

670.  Access  to  Rooms — Otherwise  than 
Through  Bedroom.)  In  each  apartment  in 
every  new  tenement  house,  access  to  every 
living  room  and  bedroom,  and  to  at  least 
one  water  closet  compartment  shall  be  had 
without  passing  through  any  bedroom. 

671.  Water  Closets — Window  in — Arti- 
ficial Iiigfht.)  (a)  In  every  new  tenement 
house  there  shall  be  a  separate  water  closet 
in  a  separate  compartment  within  each 
apartment,  except  that  where  there  are 
apartments  consisting  of  only  one  or  two 
rooms,  in  which  case  there  shall  be  at  least 
one   water  closet   for   every   two   apartments. 

(b)  Every  water  closet  compartment  in 
every  existing  tenement  house  shall  be  ven- 
tilated by  such  a  window,  or  else  by  a  vent 
shaft  of  at  least  one-half  the  minimum  area 
required  in  Section  645.  Every  water  closet 
compartment  in  e\-ery  teaement  house  shall 
be  provided  with  proper  means  of  artificially 
lighting  the  same.  If  fixtures  for  gas  or 
electricity  are  not  provided  in  any  such 
compartment,  then  the  door  thereof  shall 
have    ground    glass    panels    or    transoms. 

672.  Sinks  —  Requirements.)  In  every 
new  tenement  house  there  shall  be  in  each 
apartment  at  least  one  kitchen  sink  with 
running  water.  In  every  existing  tenement 
If  there  be  not  one  such  sink  in  each  apart- 
ment there  shall  be  on  every  floor  at  least 
one  kitchen  sink  with  running  water,  ac- 
cessible to  all  the  tenants  of  the  floor,  with- 
out passing  through  any  other  apartment. 
In  no  tenement  house  shall  there  be  wood- 
work inclosing  sinks;  the  space  underneath 
sinks    shall    be   left    entirely   open. 

673.  Pipes  Through  Ploors — Catch  Bas- 
ins— Water  Closets.)  (a)  In  every  new 
tenement  house  where  plumbing  or  other 
pipes  pass  through  floors  or  partitions,  the 
openings  around  such  pipes  shall  be  sealed 
tight  with  plaster  or  other  Incombustible 
material,  so  as  to  prevent  the  passage  of 
air  or  the  ppi'ead  of  fli-e  from  one  floor  to 
another  or  from   room   to   room. 

(b)      In   the  premises  of  a  tenement  house 
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the  catchbasln  shall,  whenever  practicable, 
be  placed  In  a  court  or  yard,  and  shall  be 
covered  with  a  stone  or  iron  cover,  flush  with 
the  surface  so  that  access  to  such  basin 
shall    be   convenient. 

(c)  Where  it  is  for  any  reason  imprac- 
ticable to  place  a  catchbasin  in  a  court  or 
yard,  the  Commissioner  of  Health  may  au- 
thorize the  use  of  an  iron  catchbasin  with 
air-tight  cover,  located  in  the  cellar  or  base- 
ment. 

674.  Building's  Damagred  fey  Pire,  Etc.) 
If  any  existing  tenement  house  is  hereafter 
damaged  by  fire  or  otlier  cause,  including 
ordinary  wear,  so  that  at  any  time  its  value 
be  less  than  one-half  its  original  value  ex- 
clusive of  tlie  value  of  the  foundations,  such 
building  shall  not  be  repaired  or  rebuilt  ex- 
cept in  conformity  with  tlie  provisions  of 
this  ordinance  applicable  to  now  tenement 
houses. 

675.  Provisions  of  this  Article  Not  to 
Apply  to  Existing"  Building's,  Except  Vndpr 
Certain  Circumstances — Tlien  Commissioner 
to  Notify.)  (a)  Nothing  in  this  Article 
contained  shall  be  construed  as  requiring 
alterations  in  the  construction  or  equipment 
of  buildings  in  existence  at  the  time  of  the 
passage  of  this  Article  and  which  at  the 
time  of  their  construction  were  built  in  com- 
pliance with  the  ordinances  then  in  force, 
unless  they  are  in  conflict  with  the  require- 
ments of  Section  649,  668,  669,  672,  677,  6TS, 
and  679  or  unless  such  buildings  shall  not 
have  sufficient  or  adequate  means  of  egress 
therefrom,  by  reason  of  insufficient  or  inade- 
quate stairways,  improperly  located  or  insuf- 
ficient or  inadequate  elevators  or  elevator 
equipment,  doors,  fire  escapes,  windows  or 
other  means   of   egress   or   ingress. 

(b)  Where  it  shall  appear  to  the  Com- 
missioner of  Buildings  that  any  such  build- 
mg  has  insufficient  means  of  egress  there- 
from as  aforesaid,  he  shall  notify  the  owner, 
agent  or  person  in  possession,  cliarge  or  con- 
trol of  such  building  of  such  fact  and  direct 
him  forthwith  to  make  such  alterations  and 
changes  in  the  construction  or  equipment  of 
such  building,  as  are  necessary  to  be  made 
in  order  to  promote  the  safety  of  the  occu- 
pants of  sucii  building  and  of  persons  using 
the   same  and   of   the   public. 

676.  Booms       and       H|alls  —  Additional.) 

Every  room  or  hall  that  may  hereafter  be 
constructed  or  created  in  an  existing  tene- 
ment house  shall  comply  in  all  respects  wiili 
the  provisions  of  this  ordinance  as  to  size, 
arrangement,  light  and  ventilation  of  rooms 
and  halls. 

677.  Booms  —  Chang'e    in    Existing^.)       No 

room  in  any  now  existing  tenement  house 
shall  liereafter  be  constructed,  altered,  con- 
verted or  occupied  for  living  purposes,  un- 
less it  contains  a  window  having  a  super- 
ficial area  not  less  than  one-twelfth  of  the 
floor  area  of  the  room,  wliich  window  shall 
open  upon  a  street  or  alley  or  upon  a  yard 
or  court  having  a  superficial  area  of  not 
less  than  twenty-five  square  feet  and  a  mini- 
mum width  of  not  less  than  two  feet  six 
inches,  or  unless  such  room  adjoins  another 
room  in  the  same  apartment,  which  other 
room  shall  have  such  a  window  opening  upon 
such  a  street,  alley,  yard  or  court,  between 
which  two  adjoining  rooms  there  shall  be  an 
alcove  openinff  equal  in  extent  to  at  least  20 
per  cent  of  the  entire  wall  surface  of  said 
room,  provided,  however,  that  all  of  the  re- 
quirements of  Sections  641  and  642  shall  be 
complied  with. 

Where  a  frame  tenement  house  is  movea 
from  one  lot  to  another,  or  from  one  loca- 
tion to  another  on  the  same  lot.  it  shall 
comply  with  the  provisions  of  Section  654 
of   this   Chapter. 

(See   Illustration   Sec.    470    B). 

678.  'Windows — Courts — Attic.)  No  room 
in   any   now    existing   tenement   house,    which 


has  no  such  window  as  aforesaid,  opening 
upon  a  street  or  alley  or  upon  a  yard  or 
court  having  a  superficial  area  of  not  less 
than  twenty-five  square  feet,  shall  hereafter 
be  constructed,  altered,  converted  or  occu- 
pied for  living  purposes,  unless  it  contains 
a  floor  area  of  at  least  sixty  square  feet 
and  also  at  least  six  hundred  cubic  feet  of 
air  space;  nor  unless  every  part  of  the  fin- 
ished ceiling  of  such  room  be  at  least  seven 
feet  six  inches  distant  from  every  part  of 
the  finished  floor  thereof;  provided,  that  an 
attic  room  need  be  seven  feet  six  inches 
high  in  but  one-half  of  its  area,  and,  pro- 
vided, further,  that  sucli  attic  room  has  hot 
less  than  seven  hundred  fifty  cubic  feet  of 
air  space  therein;  and  such  attic  room  shall 
not  be  used  for  purposes  of  human  habita- 
tion other  than  as  a  sleeping  room. 
(See  Illustration   Sec.    470   B). 

679.  Existing'  Tenements — living'  Booms 
in  Cellars  or  Basements — "When  Permitted.) 
(a)  In  every  existing  tenement  house,  no 
room  in  an  existing  cellar  or  basement  shall 
be  occupied  for  living  purposes  unless  such 
room  shall  be  at  least  seven  feet  six  inches 
high  in  the  clear,  and  have  not  more  than 
four  feet  eight  inches  of  such  cellar  or 
basement  below  the  finished  grade  at  build- 
ing; provided  that  no  such  room  sliall  be 
used  for  living  purposes  unless  such  room 
shall  have  a  window  opening  upon  a  street, 
alley,  yard  or  court,  and,  provided,  that 
when  the  windows  of  any  living  room  front 
solely  upon  a  street  and  the  floor  of  such 
basement  is  four  feet  eight  inches  below 
the  sidewalk  grade,  such  windows  shall  be 
located  not  less  than  three  feet  back  of  the 
lot  line;  provided,  however,  that  in  every 
case  where  the  height  of  ceiling  of  any  liv- 
ing room  is  less  than  eight  feet  six  inches 
in  the  clear,  the  window  area  of  such  room 
shall  be  at  least  15  per  centum  of  the  floor 
area. 

(b)  When  a  brick  or  frame  tenement 
house  is  moved  from  one  lot  to  another, 
or  from  one  location  to  another  on  the  same 
lot  and  a  basement  or  story,  or  both,  is  con- 
structed under  the  same,  the  total  height 
of  which  is  more  than  six  feet  six  inches 
from  the  floor  to  the  ceiling,  the  walls  oi 
such  basement  shall  be  constructed  of  ma- 
sonry according  to  the  provisions  of  Section 
872,  and  the  habitable  rooms  therein  shall 
comply  with  tlie  provisions  of  Section  677, 
and  the  space  on  the  lot  shall  comply  with 
the  provisions  of  Section  641  and  Section  642. 

680.  Insanitary  Conditions  —  Nuisance.) 
A  tenement  house  or  part  thereof  which  is 
in  an  insanitary  condition  by  reason  of  the 
basement  or  cellar  being  damp  or  wet,  or 
by  reason  of  the  floor  of  such  basement  or 
cellar  being  covered  with  stagnant  water  or 
by  reason  of  the  presence  of  sewer  gas,  or 
by  reason  of  any  portion  of  such  building 
being  infected  with  disease,  or  being  unfit 
for  human  habitation,  or  which  by  reason  of 
any  other  insanitary  condition  is  a  source 
of  producing  sickness  among  the  inhabitants 
of  this  city,  or  which  in  any  way  endan- 
gers the  public  health,  is  hereby  declared  to 
constitute  a  public  nuisance. 

ARTICI>E  X. 
Class  VII. 

681.  Class  VII  Defined.)  In  Class  VII 
shall  be  included  every  building  used  for 
the  sale  at  retail  of  dry  goods  and  other 
articles  of  general  merchandise  and  com- 
monly known  and  described  as  a  department 
store. 

68  2.  Must  Comply  With  General  and 
Special  Provisions.)  Every  building  of 
Class  VII  shall  comply  with  the  general 
provisions  of  this  chapter,  and,  in  addition 
to  the  general  provisions,  shall  comply  with 
the    following    special    provisions: 

683.  "  Buildings  of  Class  "VTI — Construc- 
tion    of.)      Buildings     three    stories     or     less 
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in  height,  used  either  wholly  or  in  part  for 
the  purpose  of  Class  VII,  may  be  of  ordinary 
construction.  Sucli  buildings  more  than 
three  and  not  exceeding-  Ave  stories  in  height 
sliall  be  of  slow-burning,  mill  or  fireproof 
construction.  Sucli  buildings  over  fi%'e 
stories  in  height  shall  be  of  fireproof  con- 
struction. 

6S4.  Stores  Used  for  Retail  Sale  of  Goods 
or  Manufacturing-  Purposes — Occupation  of 
Basement — Iiockers.)  (a)  Not  more  than 
the  lower  twelve  stories  above  the  street 
grade  shall  be  used  for  the  retail  sale  of 
goods,  or  for  locker  provisions  in  excess  of 
accommodations  for  the  number  of  em- 
ployes on  the  floor  on  which  they  are  em- 
ployed, or  for  manufacturing  purposes  In  a 
building  devoted  wholly  or  in  part  to  pur- 
poses of  Class  VII  except  as  hereinafter 
provided;  provided,  however,  the  stories 
above  the  twelfth  story  may  be  used  for 
these  or  other  purposes  when  equipped  with 
an  approved  automatic  sprinkler  system  ap- 
proved by  the  Chief  of  Fire  Prevention  and 
Public  Safety;  and  provided  further,  that 
all  such  buildings  hereafter  erected  to  be 
used  for  these  purposes,  or  so  used,  above 
the  twelfth  story  shall  in  addition  to  being 
equipped  with  an  approved  automatic  sprink- 
ling system  have  enclosed  stairways. 

(b)  Not  more  than  one  floor  of  any  base- 
ment or  cellar  shall  be  used  for  the  retail 
sale  of  goods.  Such  floor  shall  be  the  floor 
nearest  to  the  inside  street  grade.  Such  floor 
used  for  the  retail  sale  of  goods  shall  not 
be  more  than  twenty  feet  below  the  inside 
street  grade:  Provided,  however,  that  in  all 
existing  buildings  of  fireproof  construction 
having  a  floor  not  more  than  thirty-two  feet 
below  the  inside  street  grade,  and  having  a 
partial  intermediate  floor  or  gallery  between 
such  floor  and  the  level  of  the  inside  street 
grade,  with  an  opening  through  such  Inter- 
mediate floor  not  less  than  forty  feet  by 
forty  feet  in  area,  and  having  direct  exits 
on  such  floor  and  intermediate  floor  or  gal- 
lery connecting  on  substantially  the  same 
levels  with  the  floors  of  adjacent  buildings 
of  fireproof  construction,  the  retail  sale  of 
goods  shall  be  permitted  on  such  floors  not 
more  than  thirty-two  feet  below  the  inside 
street  grade  if  such  floors  shall  be  properly 
and  thoroughly  ventilated  and  mechanically 
supplied  with  not  less  than  two  thousand 
cubic  feet  of  air  per  hour  for  each  twenty 
square  feet  of  floor  area,  exclusive  of  walls, 
stairs  and  elevators,  and  if  such  buildings 
are  equipped  throughout  and  on  such  floors 
below  the  inside  street  grade  with  an  auto- 
matic sprinkler  system  approved  by  the  Chief 
of  Fire  Prevention  and  Public  Safety,  and 
if  the  number  and  character  of  stairways  and 
emergency  exits  comply  with  the  provisions 
of  tliis  chapter  applicable  to  buildings  of 
Class  VII  of  fireproof  construction;  and  fur- 
ther provided,  that  in  addition  to  the  fore- 
going requirements  there  shall  be  at  least 
one  fireproof  stairway  enclosed  in  a  fireproof 
tower  extending  from  such  sub-basement  to 
the  first  floor  of  such  building  with  no  open- 
ings into  said  tower  except  from  the  sub- 
basement  and  first  floor. 

(c)  Except  as  above  provided  in  para- 
graph (b)  of  this  section  in  relation  to  ex- 
isting buildings,  no  sub-basement,  cellar  or 
part  of  a  basement  below  such  floor  shall  be 
used  for  the  sale  of  any  goods  in  any  man- 
ner, but  locker  and  dressing  rooms  may  b<- 
placed  in  the  sub-basement,  provided  the 
space  thus  occupied  be  separated  from  the 
remainder  of  the  basement  by  fireproof  par- 
titions, and  that  there  be  at  least  two  flights 
of  stairs  placed  as  far  apart  as  practicable 
leading  therefrom  to  the  first  floor,  inclosed 
in  fireproof  partitions.  Such  stairs  from 
such  locker  or  dressing  rooms  shall  be,  in 
addition  to  other  stairways  required  by  this 
chapter  for  such  buildings,  and  at  least  one 
of  such  stairways  shall  open  directly  on  a 
street,  alley  or  court  opening  on  a  street  or 
alley,    or   on    a   fireproof   passage   leading   to 


tlie  street,  alley  or  such  court.  "Where  more 
than  five  lockers  are  in  one  room,  such  lock- 
ers   shall   be  of   incombustible   material. 

(d)  "Where  stories  above  the  twelfth 
story  are  used  for  the  purposes  of  Class 
VII  as  hereinbefore  described  for  locker 
provisions  in  excess  of  accommodations  for 
employes  on  the  floor  on  which  they  are  em- 
ployed, then  the  stairways  from  the  first  to 
the  topmost  floor  shall  be  built  and  inclosed 
as  described  in  Section  880,  but  the  stair- 
ways shall  be  in  number  and  aggregate 
width  as  required  in  the  table  for  stairways 
set  forth   in  Section  878   of  this  chapter. 

685.  Ploor  Areas — Maximum.)  (a)  The 
floor  area,  except  as  hereinafter  provided, 
of  any  one  story  or  portion  of  a  story  used 
for  the  purposes  of  Class  VII  of  any  build- 
ing of  ordinary  construction  shall  not  ex- 
ceed   nine    thousand    square    feet. 

(b)  The  floor  area,  except  as  hereinafter 
provided,  of  any  one  story  or  portion  of  a 
story  used  for  the  purposes  of  Class  VII  of 
any  building  of  slow-burning  or  mill  con- 
struction shall  not  exceed  twelve  thousand 
square    feet. 

(c)  The  floor  area,  except  as  hereinafter 
provided,  of  any  one  story  or  portion  of  a 
story  used  for  the  purposes  of  Class  VII  of 
any  building  of  fireproof  construction  shall 
not  exceed  25,000  square  feet,  unless  the 
Building  is  completely  equipped  with  an  ap- 
proved automatic  sprinkler  system,  but  in 
no  case  shall  such  area  exceed  30,000  square 
feet. 

6S6.  Floor  Areas — Exceeding*  the  Maxi- 
mum   Itimits    Defined    in    Section    685.)       (a) 

Where  any  floor  or  portion  of  a  floor  used 
for  the  purposes  of  Class  VII  in  any  build- 
ing shall  exceed  in  area  the  maximum  num- 
ber of  square  feet  allowed  in  the  preceding 
section  for  the  type  of  construction  of  such 
building  in  which  such  floor  is  contained, 
each  such  maximum  amount  of  floor  area  so 
used  shall  be  separated  from  other  parts  of 
such  floor  by  fire  walls,  or  dividing  walls 
built  in  accordance  with  the  provisions  of 
Section  463  of  this  chapter  relating  to  di- 
viding   walls    in   buildings    of    Class    I. 

(b)  "U'here  any  such  floor  so  used  is  di- 
vided by  such  flre  walls  or  dividing  walls, 
each  such  division  of  such  floor  shall  be 
provided  with  stairs,  aisles,  exits,  and  flre 
escapes  as  required  in  this  chapter  for  sep- 
arate and  distinct  buildings,  and  each  such 
division    shall    be    considered    as    a    separate 


Pig-.   16. 

SECTIOX    687    C. 
A — height    from    floor    of   any    gallery,    inezzanine    or 
intermediate    lloor    to    ceiling    over    same. 

B — space  between   the   bottom   of   such   gallery,   mez- 
zanine or  intermediate  floor  and  the  floor  of  the  story 
in  which  such  gallery,  etc.,  is  placed. 
E.'cplanation : 
A — shall  not  be  less  than  7'0". 
B — shall  not  be  less  than  7'0". 
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building,    except   as   provided   in   Section    712 
of  this  chapter. 

687.  Galleries.)  (a)  The  area  of  any  or 
all  of  the  galleries,  mezzanine  or  intermedi- 
ate floors  In  any  one  story  used  wholly  or  in 
part  for  the  purposes  of  Class  VII  in  any 
building  shall  not  exceed  ten  per  centum  of 
the  area  of  such  story.  Galleries,  mezzanine 
or  intermediate  floors  of  a  larger  size  than 
the  above  shall  be  considered  as  full  stories. 

(b)  Every  gallery,  mezzanine  or  inter- 
mediate floor  shall  have  at  least  one  stair- 
way not  less  than  three  feet  wide. 

(c)  The  height  from  the  floor  of  any 
gallery,  mezzanine  or  intermediate  floor  to 
the  ceiling  over  same  shall  not  be  less  than 
seven  feet,  and  there  shall  be  not  less  than 
seven  feet  of  space  between  the  bottom  of 
such  gallery,  mezzanine  or  intermediate 
floor  and  the  floor  of  the  story  in  which  such 
gallery,  mezzanine  or  intermediate  floor  is 
placed. 

(d)  Every  gallery,  mezzanine  or  inter- 
mediate floor  in  any  building  used  for  the 
purposes  of  Class  VII  shall  be  built  to  con- 
form to  the  construction  applicable  to  such 
building,  but  galleries  not  exceeding  five 
per  centum  of  the  area  of  sucli  story,  may 
be  built  of  incombustible  material  without 
fireproof  protection. 

(e)  No  gallery,  mezzanine  or  Intermediate 
floor  shall  be  built  without  a  permit  from 
the  Department  of  Buildings,  and  plans 
showing  the  construction  and  size  of  such 
proposed  gallery,  mezzanine  or  intermediate 
floor  shall  be  filed  with  the  Department  of 
Buildings   when   a   permit   is   applied   for. 

688.  Courts  of  Class  VII  Buildings.)  (a) 
Every  court  or  light  shaft  of  every  build- 
ing used  wholly  or  In  part  for  the  purposes 
of  Class  VII  shall  be  open  and  unobstructed 
from  the  bottom  of  such  court  to  the  sky, 
with  the  exception  that  fire  escapes  may  be 
built  therein,  and  such  courts  shall  have 
walls  constructed  in  the  same  manner  as  is 
required  for  the  exterior  walls  of  sucli  build- 
ings; provided,  that  no  walls  inclosing  such 
courts  are  required  on  street  or  alley  lot 
lines. 

(b)  All  windows,  doors  or  other  open- 
ings In  court  walls  of  such  buildings  shall 
have  metal  frames,  metal  sashes  and  metal 
doors,  with  the  glazed  portions  thereon  ol 
wired    glass. 

689.  Stories — Num'bering'  of.)  The  first 
story  above  the  inside  street  grade  shall  be 
designated  and  known  as  the  first  story  for 
all  purposes  of  this  chapter,  and  the  stories 
above  shall  be  numbered  consecutively,  the 
second,    third,    and   so   on. 

690.  Stairs  —  Halls  —  Passageways  and 
Aisles — Signs  and  Iiights.)  (a)  The  stair 
halls,  passageways  and  stair  aisles  shall  be 
unobstructed  and  be  as  wide  as  the  stair 
and  not  less  than  four  feet  wide  in  the  clear. 

(b)  The  exit  door  or  doors  between  floors 
and  stair  halls  shall  be  not  less  than  ninety 
per  centum  of  the  width  of  the  stairway 
to  which  they  afford  access,  and  for  each 
elevator  opening  into  such  a  stair  hall,  the 
doors  to  floors  shall  be  increased  six  inches 
in    width. 

(c)  The  stairways  and  stair  halls  of  any 
building  used  wholly  or  in  part  for  the  pur- 
pose of  Class  VII  shall  be  illuminated  by 
gas  or  electric  light,  and  the  gas  piping  and 
the  electric  wiring  shall  be  accomplished  by 
piping  and  circuits  separated  and  distinct 
from  the  general  illuminating  piping  and 
circuits  of  the  premises.  Eacli  stair  light 
shall  have  a  red  glass  inclosure. 

(d)  At  the  bottom  of  each  such  stair- 
way there  shall  be  an  illuminated  red  glass 
sign  with  the  number  of  the  story  in  which 
it  Is  situated  inscribed  thereon  in  letters 
not  less   than   six   inches   high. 


691.  Exit    Signs    and    lights.)       (a)       All 

exits  In  buildings  used  wlioUy  or  in  part 
for  the  purposes  of  Class  VII  shall  be  clear- 
ly  Indicated  by  Illuminated  red  signs  with 
the  word  "Exit"  thereon  In  letters  not  less 
than  six  inches  high.  At  the  bottom  of  each 
stairway  on  the  street  floor  level  there  shall 
be  similar  signs  indicating  the  direction  of 
the   nearest    exit   to   a   street   or   alley. 

(b)  Fire  escape  doors  or  windows  shall 
be  indicated  by  illuminated  red  signs  with 
the  words  "Fire  Escape"  thereon  in  letters 
not   less   than   six    inches   high. 

692.  Boors    at     Street    level — Revolving 

Boors.)  The  clear  width  of  the  exit  openings 
shall  be  computed  in  the  same  manner  as 
that  provided  in  this  article  for  main  aisles, 
and  no  door  openings  -shall  be  less  than 
five  feet  wide,  and  all  doors  shall  swing 
outward.  Revolving  doors  shall  not  be  con- 
sidered as  complying  witli  this  section  unless 
the  revolving  wings  of  such  revolving  doors 
are  so  arranged  that  by  the  application  of 
a  force  slightly  more  than  is  necessary  to 
revolve  said  doors  and  which  one  person 
of  ordinary  strength  is  capable  of  exert- 
ing, all  the  wings  of  said  doors  fold  flat 
on  each  other  and  in  an  outward  direction, 
or  unless  the  revolving  wings  of  said  re- 
volving doors  are  so  arranged  that  they  may 
be  readily  collapsed  or  removed  by  pressure 
or  simple  mechanical  means,  to  be  approved 
by  the  Commissioner  of  Buildings,  and  leave 
sufficient  opening  for  two  or  more  persons 
to  pass  through  witli  a  minimum  width  of 
not  less  than  twenty-two  Inches  on  each 
side  of  said   collapsed   doors. 

Where  revolving  doors  are  used  as  exits 
they  shall  be  credited  as  exits  only  to  the 
extent  of  the  clear  space  remaining  wlien 
the  doors  are  collapsed,  and  all  deficiency 
of  required  exits  must  be  made  up  by  addi- 
tional  doors. 

693.  Boors  in  Bividing  "Walls.)  (a)  Door 
openings  may  be  built  in  dividing  walls  of 
such  buildings;  provided,  however,  that  such 
door  openings  shall  be  not  less  than  five 
feet  in  width  and  shall  be  provided  with 
fireproof  doors  built  as  described  in  Section 
789  of  this  chapter,  and  that  each  door  shall 
have  an  efficient  closing  device  which  will 
operate  automatically  in  the  event  of  a  fire 
in  close  proximity  to  either  side  of  such 
door. 

(b)  Each  such  opening  shall  have  exit 
signs  and  lights  as  provided  for  street  doors 
and  exits  in   Section   691   of  this  chapter. 

694.  loads — Allowance  for  live  loads  in 
Construction  of  Floors  of  Buildings  of  Class 
VII.)  For  all  buildings  of  Cla.ss  VII  the 
ffoor  shall  be  designed  and  constructed  in 
such  a  manner  as  to  be  capable  of  support- 
ing. In  addition  to  the  weight  of  the  floor 
construction,  partitions,  permanent  fixtures 
and  mechanisms  that  may  be  set  upon  the 
same,  a  live  load  of  one  hundred  pounds 
for  every  square  foot  of  surface  in  such 
floors,  and  shall  be  figured  in  accordance 
with  Section  729  of  this  chapter. 

ARTICLE  XI. 
Class  VIII. 

695.  Class    VIII    Befined — Provisions    of.) 

In  Class  VIII  shall  be  included  every  build- 
ing used  for  school  purposes  and  every 
building  containing  class  rooms  for  special 
or  general  instruction,  other  than  halls  for 
the  purpose  of  instruction  as  included  in 
Class  IV,  where  such  building  so  used  shall 
have  a  seating  capacity  of  more  than  fifty 
students. 

6  96.  Must  Comply  With  General  and 
Special  Provisions.)  All  buildings  of  Class 
VIII  shall  comply  with  the  general  provi- 
sions of  this  chapter  wherever  the  same  are 
applicable  thereto,  and  in  addition  to  such 
general  provisions  shall  comply  with  the 
following   special    provisions: 
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697.  Construction  of.)  (a)  All  build- 
ings hereafter  erected  and  used  or  Intended 
to  be  used  wholly  for  the  purposes  of  Class 
VIII  shall  be  constructed  in  accordance  with 
the  provisions  of  this  cliapter  relating  to 
Class  VIII;  and  existing  scliool  buildings 
shall  comply  with  the  provisions  of  Class 
VIII  with  reference  to  stairs,  exits  and  Are 
escapes. 

(b)  Buildings  which  have  a  seating 
capacity  of  two  hundred  or  less  and  which 
are  not  over  two  stories  and  basement  in 
height,  may  be  built  of  ordinary  construc- 
tion; provided,  tliat  no  portion  of  sucli  build- 
ing shall  be  used  for  assembly  hall  purposes. 

(c)  Buildings  which  have  a  greater  seat- 
ing capacity  than  two  hundred  and  not  ex- 
ceeding four  hundred,  and  which  are  not 
over  three  stories  and  basement  in  heiglit, 
shall  be  built  of  slow-burning  or  fireproof 
construction. 

(d)  Buildings  which  have  a  greater  seat- 
ing capacity  than  four  hundred,  or  wliich 
are  more  than  tliree  stories  and  basement 
in  height,  shall  be  built  entirely  of  fireproof 
construction. 

(e)  Additions  to  existing  buildings  shall 
be  built  of  the  several  types  of  construction 
required  by  this  section;  provided,  however, 
that  the  sum  total  of  the  seating  capacity 
of  the  entire  building,  including  additions, 
shall  be  counted  in  determining  the  type  of 
construction     required    for    such     addition. 

(f)  All  alterations  in  existing  buildings 
used  for  the  purposes  of  Class  VIII,  other 
than  new  additions  tliereto,  and  intended  to 
make  them  comply  witli  the  requirements  of 
this  cliapter,  may  be  executed  in  the  same, 
kinds  of  materials  originally  used  in  such 
buildings,  unless  otherwise  distinctly  pro- 
vided   herein. 

6  9S.     Walls — Window     Opening's     in.)       No 

wall  of  any  building  used  for  the  pur- 
poses of  Class  VIII  and  containing  a  window 
opening  shall  be  nearer  than  five  feet  to  any 
lot  line  of  adjoining  property,  street  and 
alley    lines    not    included. 

699.  Portable  Frame  Building's.)  Porta- 
ble frame  buildings  used  wholly  for  the 
purposes  of  Class  VIII,  not  larger  than  28 
by  36  feet  and  not  over  one  story  high,  may 
be  erected,  provided  exterior  walls  and  roof 
of  same  are  covered  with  metal  or  other 
Incombustible  material,  and  the  interior 
woodwork  painted  with  fire-retarding  paint 
approved  by  the  Commissioner  of  Buildings; 
and,  provided,  further,  that  the  location  of 
such  buildings  shall  be  approved  by  the 
Commissioner  of  Buildings.  Such  portable 
buildings  shall  not  be  located  nearer  than 
ten  feet  to  any  other  building,  and  shall  not 
be  maintained  on  any  one  lot  or  block  for  a 
longer  period  than  two  years  after  the  date 
of  the  issuance  of  the  original  permit. 

700.  Assembly  Halls — Iiimitations  as  to 
Seating-  Capacity  and  Floor  Iievel.)  (a)  The 
limit  of  height  at  floor  level  and  the  maxi- 
mum seating  capacity  of  assembly  halls  or 
auditoriums  or  other  single  rooms  in  build- 
ings of  this  Class  must  not  exceed  the  num- 
bers given  in  tlie  following  table,  for  the 
specified    type   of   construction,    to-wit: 

Type  of  Construction 

Slow  burning  or  Mill  Construct- 
tion  Having  Fireproof 
Floor —  Stairs  Ordinary 

Height  of  Fireproof  and  Construe 

Above  Grade.  Construction.    Corridors.      tion. 

Persons.   Persons.   Persons. 

Over    60    ft 

60  ft.  or  less. 
45  ft.  or  less. 
30  ft.  or  less. 
20  ft  or  less. 
10  ft.  or  less. 
5    ft.    or    less. 


500 

100 

600 

300 

700 

500 

1000 

800 

250 

1500 

900 

500 

2000 

1000 

800 

2500 

1200 

1000 

(b)  All  assembly  halls  or  other  single 
rooms  having  a  seating  capacity  larger  than 
that  given  in  the  above  table  must  have  the 
highest  part  of  the  main  floor  within  not 
more  than  one  foot  of  grade  level  and  must 
have  exits  leading  directly  to  three  streets, 
public   alleys,    or   to   open   public   grounds. 

(c)  Seating  capacity  of  all  assembly  halls 
in  buildings  of  this  Class  sliall  include  the 
total  aggregate  seating  capacity  of  all  bal- 
conies, galleries,  stages  and  platforms  as 
well  as  the  main  portion  of  such  assembly 
hall    or    rooms. 

(d)  Heights  of  assembly  hall  floors  shall 
be  measured  from  sidewalk  level  at  en- 
trance of  building  or  open  school  grounds 
to  highest  part  of  main  floor  of  such  assem- 
bly   hall    or    rooms. 

701.  Stairways — Width  of.)  (a)  Stair- 
ways in  buildings  used  for  the  purposes  of 
Class  VIII  shall  be  equivalent  in  width  to 
fifteen  inches  lor  every  hundred  of  seating 
capacity  in  such  building  as  measured  by 
the  aggregate  seating  capacity  of  the  audi- 
torium, assembly  rooms  and  school  rooms; 
provided,  liowever,  that  the  number  of  per- 
sons allowed  in  such  buildings  at  any  one 
time  shall  be  limited  by  the  width  of  stair- 
ways  available   as   exits   therefrom. 

(b)  No  stairway  shall  be  less  than  four 
feet  in  the  clear,  except  where  more  than 
two  stairways  lead  down  from  any  floor,  in 
which  case  stairways  three  feet  in  width 
in  the  clear  may  be  counted  in  the  total 
width   of  stairs  required. 

(c)  Where  two  or  more  stairways  are 
used,  they  sliall  be  placed  at  opposite  ends 
of  the  building  or  as  far  apart  as  practi- 
cable, and  all  sucli  buildings  hereafter 
erected  shall  have  at  least  two  separate  and 
distinct  .stairways  from  the  ground  floor  to 
the  top  floor,  and  all  existing  buildings 
shall  have  two  such  separate  and  distinct 
stairways,  or  one  stairway  and  one  sliding 
or    stairway   fire    escape. 

(d)  All  stairways  in  buildings  of  Class 
Vlil  shall  have  hand  railings  on  each  side 
thereof.  No  stairway  shall  ascend  a  greater 
height  than  thirteen  feet  six  inches  without 
a  level  landing,  the  dimensions  of  which, 
in  the  direction  of  the  run  of  the  stairs,  shall 
not  be  less  than  four  feet,  or  which,  if  at  a 
turn  of  the  stairs,  shall  be  of  not  less  width 
than  the  width  of  the  stairs.  No  winder 
shall  be  permitted  in  any  stairs.  Stairways 
which  are  over  nine  feet  wide  shall  have 
double  Intermediate  hand  rails  witli  end 
newel  posts  at  least  five  and  one-lialf  feet 
high  at  each  stair  landing.  All  stairways 
shall  discharge  at  tlie  bottom  directly  to  a 
public    thoroughfare    or   open    ground. 

(See  Illustration  Sec.   613). 

702.  Stairways  in  Buildings  Hereafter 
Erected — Fireproof.)  In  buildings  hereafter 
erected  more  than  two  stories  and  basement 
in  height,  the  stairways  and  their  enclosing 
walls   shall   be   of   fireproof   construction. 

703.  Width  of  Corridors,  Passageways, 
Hallways  and  Doorways.)  The  width  of 
corridors,  passageways,  hallways  and  door- 
ways shall  be  equivalent  in  width  to 
eighteen  inclies  for  every  one  hundred  of 
seating  capacity  of  such  portions  of  build- 
ing as  will  be  required  to  use  same  for  exit. 
No  corridor,  passageway  or  hallway  shall 
be  less  than  five  feet  in  width,  and  no  door- 
way less  than  three  feet  in  width,  except 
where  two  or  more  doors,  each  two  feet 
eight  inches  or  more  in  width,  are  grouped 
together. 

704.  Doors  to  Open  Outward — Covering: 
of.)  All  doors  in  such  buildings  shall  open 
outward.  All  exit  doors  from  assembly  halls 
to  other  parts  of  the  building  shall  be  cov- 
ered with  metal  or  other  fireproof  material 
approved  by   the  Commissioner  of  Buildings. 

705.  Aisles — Width  of — In  Assembly  Halls 
and    in    Recitation    and    Study    Rooms.)       (a) 
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Aisles  in  assembly  halls  in  buildings  of  Class 
VIII  shall  be  equivalent  in  width  to  eighteen 
inches  for  every  one  hundred  sealing  ca- 
pacity in  such  assembly  hall,  but  no  such 
aisles  shall  be  less  than  two  feet  six  inches 
in  its  narrowest  part.  All  groups  of  seats 
shall  be  so  arranged  that  they  shall  have  an 
aisle  on  each  side,  and  not  more  than  twelve 
seats  in  any  one  row  shall  be  placed  be- 
tween  aisles. 

(b)  Aisles  in  class  rooms,  recitation  rooms 
and  study  rooms  of  such  buildings  shall  be 
equivalent  in  width  to  eighteen  inches  for 
every  one  hundred  permanent  seats  Tn  any 
such  room,  but  no  aisle  shall  be  less  than  six- 
teen inches  in  width  and  no  main  or  cross 
aisle  be  less  than  two  feet  six  inches  in 
width. 

706.     Emerg-ency       Exits       for       Assembly 
Booms — Aggreg-ate    Width    of.)     All    assem- 
bly   halls    of    such    buildings    having    a    seat- 
ing capacity  of  eight   hundred  or  more  shall 
be    provided    with    at    least    two    emergency 
exits.      The    aggregate    width    of    such    emer- 
gency   exits,     which    shall    be    provided     for 
each'  floor,    balcony    or    gallery    of    such    as- 
sembly   hall,    shall    be    not    less    than    nine 
inches    in    width    for    every    one    hundred    of 
seating     capacity     or     portion     thereof.       No 
emergency    exit    or    stairway    shall    be    less 
I    than   three   feet   in   width.      Emergency   exits 
I    must    be    located    as    far    apart    and    as    far 
i    from    main    exits    as    practicable,    subject    to 
1.  the      approval      of      the      Commissioner      of 
I  Buildings. 

I  707.  Iiig-hts  in  Building's — ^Window — Sky- 
lig'h.ts.)  (a)  Provisions  shall  be  made  to 
properly  light  every  portion  of  any  such 
building  devoted  to  the  uses  or  accommo- 
dations of  the  public  and  all  outlets  there- 
from leading  to  the  street,  including  the 
open  courts  and  corridors,  stairways  and 
exits,  during  the  entire  time  such  building 
Is  in  use. 

(b)  All  gas  or  electric  lights  in  the  class 
rooms  of  main  building  and  in  halls,  corri- 
dors, lobbies,  stairs  and  exits  leading  from 
the  assembly  halls  shall  be  independent  of 
lights  in  assembly  hall.  By  "independent" 
shall  be  construed  a  separate  pipe  from 
meter  or  separate  circuits  from  switch- 
board. 

(c)  The  total  glass  area  of  outside  win- 
dows and  skylights  of  each  class  room, 
recitation  room  or  study  room  in  such  build- 
ings shall  be  not  less  than  one-fifth  of  the 
floor    area    of    such    room. 

(d)  Class  rooms,  recitation  rooms  and 
study  rooms  that  have  exterior  windows  on 
one  side  only  must  have  the  top  of  glass  in 
such    windows    at    a    height    above    the    floor 

r  of  such  room  of  not  less  than  one-half  of 
I  the  distance  to  the  opposite  parallel  wall 
f  or  partition. 

^      (e)     Such  rooms  having  exterior  windows 

I    on    two    opposite    sides    of    the    room    shall 

I    have  the    top   of  glass    in   such   windows   not 

j    less    than    one-fourth    the    distance    between 

'    walls     in     which     the     windows     are     placed. 

The    height     of    windows     in     corner     rooms 

having   windows    in    adjacent    walls    shall    be 

computed    from    nearest   wall   or   partition    to 

opposite    window. 

(f)  Where  skylights  or  skylishts  and 
windows  of  sufficient  size  to  give  the  proper 
glass  area  are  used  these  heights  of  win- 
dows  shall   not  be   re<iuired. 

708.     Scenery — Sliding    Curtains — Screens.) 

No  curtains  or  scenery  sliall  be  used  in 
any  assembly  hall,  except  only,  that  it  shall 
be  permissible  to  use  a  pair  of  sliding  cur- 
tains hung  on  horizontal  metal  rods  not 
over  twelve  feet  above  the  floor  of  stage 
and  portable  screens  set  on  the  floor  and 
not  over  eight  feet  high.  Provided,  however, 
in  assembly  halls  located  on  the  first  floor 
or    ground    floor    of    a    fireproof    building,    it 


shall  be  permissible  to  use  curtains  hung 
from  the  ceiling  or  top  of  proscenium  open- 
ing. 

709!     Moving   Picture   Machines.)      Moving 

picture  machines  may  be  installed  and  used 
in  assembly  halls  located  on  the  first  floor 
or  ground  floor  of  fireproof  buildings  of 
Class  VIII.  When  moving  picture  machines 
are  so  used  they  shall  be  located  in  booths 
constructed  of  fireproof  materials  with  metal 
clad  doors  and  a  vent  duct  to  the  outside 
air  having  a  cross  sectional  area  of  at  least 
100    square    inches. 

710.  Basement  When  XTsed  for  Class 
Booms.)  (a)  In  every  such  building  in 
which  the  lower  or  basement  floor  is  below 
the  surface  of  the  ground  surrounding  such 
building,  and  Is  used  in  part  or  as  a  whole 
for  heating  or  ventilating  apparatus,  such 
floor  shall  be  considered  the  basement  story 
of    such    building-. 

(b)  Class  rooms,  recitation  rooms  or 
study  rooms  shall  not  be  allowed  in  base- 
ments less  than  twelve  feet  in  height  in 
the  clear  nor  where  the  floor  is  more  than 
two  feet  below  the  level  of  the  sidewalk  at 
nearest  entrance  of  building  nor  in  base- 
ments which  are  not  properly  lighted  by 
windows  or  skylights  as  defined  elsewhere 
in   this  Chapter  for  such   rooms. 

711.  Stories — Height  of.)  No  story  above 
the  basement  shall  be  less  than  twelve  feet 
in    height    in    the    clear. 

712.  Pire  Escapes.)  (a)  Every  building 
used  for  the  purposes  of  Class  VIII  of  four 
or  more  stories  in  height,  shall  be  provided 
and  equipped  with  stairway  fire  escapes 
or  sliding  fire  escapes  as  herein,  provided: 

(b)  All  such  buildings  having  a  seating 
capacity  of  less  than  two  hundred  on  any 
one  floor  above  the  third  floor  shall  have  at 
least  one  such  fire  escape. 

(c)  All  .such  buildings  having  a  seating 
capacity  of  over  two  hundred  but  less  than 
four  hundred  in  any  one  story  above  the 
third  floor  shall  have  at  least  two  such  fire 
escapes. 

(d)  All  such  buildings  having  a  seating 
capacity  of  more  than  four  hundred  but  less 
than  six  hundred  on  any  floor  above  the 
third  floor  shall  have  at  least  three  such  fire 
escapes. 

Ce)  At  least  one  additional  stairway  or 
sliding  fire  escape  shall  be  provided  for 
every  increase  of  two  hundred  seating  ca- 
pacity in  any  one  story  above  the  third  floor. 

Amendment  passed,  February  27,   1924. 

(f)  Stairway  fire  escapes  shall  be  built 
in  accordance  with  the.  requirements  of 
Sections  881,  882  and  885,  and  shall  be  sub- 
ject to  the  approval  of  the  Commissioner  of 
Buildings. 

(g)  Sliding  fire  escapes  shall  be  securely 
anchored  or  fastened  to  the  building  and 
shall  have  a  radius  or  width  of  not  less 
than  thirty-six  inches,  and  the  inner  side 
of  the  same  shall  be  entirely  smooth  and 
made  of  metal.  There  shall  be  an  entrance 
to  each  sliding  fire  escape  from  each  floor 
above  the  first  story.  They  shall  be  of  a 
pitch  of  not  less  than  thirty  degrees  nor 
m'ore  than  fortj^-five  degrees  for  straight 
runs.  They  shall  be  so  constructed  that 
they  will  discharge  people  not  more  than 
twenty-four  inches  from  the  adjacent  ground 
or  floor.  They  shall  be  of  such  pattern  and 
design  as  will  best  secure  the  safety  of 
the  public,  and  their  construction,  location 
and  maintenance  shall  be  subject  to  th« 
approval  of  the  Commissioner  of  Buildings. 
Spiral  sliding  fire  escapes  shall  have  two 
complete  turns  for  each  story  height  of 
more  than  thirteen  or  less  than  sixteen  feet. 

(h)  All  the  provisions  of  this  Chapter 
relating  to  outside  sliding  or  stair  fire 
escapes  shall  apply  to  buildings  of  Class 
VIII.   unless  such  buildings  are  fireproof,   in 
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which  case  interior  fire  escapes  from  ground 
to  roof  may  be  substituted  for  exterior  Are 
escapes,  provided  such  interior  fire  escapes 
shall  comply  with  each  and  all  of  the  fol- 
lowing   conditions: 

(i)  Interior  fire  escapes  in  fireproof 
buildings  shall  be  enclosed  in  brick  or  con- 
crete walls  on  all  sides  from  top  to  bottom, 
and  shall  be  enclosed  at  the  top  with  a  fire- 
proof penthouse.  The  treads  and  risers  ol 
such  interior  fire  escapes  shall  be  the  same 
as  those  used  for  stairs  elsewhere  in  the 
building  and  the  width  of  such  fire  escapes 
shall  not  be  less  than  forty  inches  in  their 
narrowest  part  between  hand   rails. 

(j)  The  landings  of  such  fire  escapes 
shall,  exclusive  of  and  in  addition  to  the 
space  covered  or  occupied  by  swinging 
doors,  be  at  least  equal  to  the  stairs  in 
width.  All  doors  leading  to  such  fire 
escapes  shall  be  incombustible  doors  and 
the  glass  portion  thereof  shall  be  glazed 
with  polished  wired  glass  not  less  than 
one-quarter  of  an  inch  thick,  which  shall 
be  large  enough  to  enable  persons  to  see 
other  persons  on  the  opposite  side  of  the 
door.  The  combined  width  of  said  doors 
on  each  landing  shall  exceed  the  stair  width 
twenty-five  per  cent,  but  no  single  door 
shall  be  more  than  three  feet  wide.  They 
shall  be  hinged  and  equipped  with  auto- 
matic opening  and  closing  devices  and  shall 
open  outward.  Windows  lighting  such  fire 
escapes  shall  have  metal  frames  and  sash 
and    wired    glass. 

(k)  The  number  and  capacity  of  such 
interior  fire  escapes  shall  in  no  case  be  less 
than  is  elsewliere  in  this  Chapter  required 
for  outside  fire  escapes,  and  the  locations 
of  the  same  shall  be  as  far  apart  as  prac- 
ticable and  so  placed  as  to  best  secure  the 
safety  of  the  persons  using  the  same  in 
case    of   fire,    accident    or   panic. 

(1)  Such  interior  fire  escapes  which  com- 
ply with  all  the  conditions  above  enumer- 
ated   may   be    used    daily    as    ordinary   stairs. 

713.  The  Commissioner  of  Building's,  the 
Chief  of  Fire  Prevention  and  Public  Safety, 
Commissioner  of  Gas  and  Electricity,  and 
Superintendent  of  Police  Shall  Close  Build- 
ing's for  Violations.)  The  Commi.ssioner  of 
Buildings,  the  Chief  of  Fire  Prevention  and 
Public  Safety,  Commissioner  of  Gas  and 
Electricity,  and  Superintendent  of  Police,  or 
any  of  them,  shall  have  the  power  to  close  or 
order  closed  any  building  used  wholly  or  in 
part  for  the  purposes  of  Class  VIII  wherein 
there  is  any  violation  of  any  ordinance 
which  it  is  their  duty  to  enforce,  and  to 
keep  the  same  closed  until  such  provisions 
are  complied   with. 

ARTICLE    XII 
Class   IX. 

714.  Class  IX  Defined.)  In  Class  IX  shall 
be  included  every  building  maintained  by  tlie 
City   of   Chicago   for   police   station   purposes. 

715.  Requirements  General.)  Every  build- 
ing of  Class  IX  shall  comply  with  the  gen- 
eral provisions  of  this  chapter  wherever  the 
same  are  applicable  thereto,  and  in  ad- 
dition to  the  general  provisions  shall  com- 
ply   with    the    following    special    provisions: 

716.  Construction.)  (a)  All  buildings  of 
Class  IX  not  more  than  two  stories  and 
basement  in  height  may  be  of  ordinary  mill, 
slow-burning    or    fireproof    construction. 

(b)  All  buildings  of  Class  IX  more  than 
three  stories  and  basement  high  shall  be 
built    of    fireproof    construction. 

All  buildings  of  Class  IX  containing  a 
court  room  or  court  rooms  above  the  second 
story  sliall  be  built  of  fireproof  construc- 
tion. 

All  buildings  of  Class  IX  three  stories 
and  basement  or  less  in  height  which  do 
not  contain  a  court  room  or  court  rooms 
above   the   second   story   may   be  built  of   or- 


dinary construction  excepting  that  part  of 
the  building  containing  the  cell  room  or 
lockup  and  the  patrol  wagon  quarters,  or 
either  of  them,  which  part  shall  be  built  of 
fireproof  construction  and  shall  be  -sepa- 
rated from  all  other  parts  of  the  same  build- 
ing by  a  wall  of  tlie  same  cliaracter  and 
thickness  as  is  required  by  this  chapter  for 
the  outside  walls  of  such  building  and 
where  necessary  by  a  fireproof  floor  and 
ceiling  of  the  same  thickness  as  the  brick 
walls  by  which  said  floor  and  ceiling  is  sup- 
ported. 

(c)'  Buildings  erected  for  or  converted  to 
the  use  of  police  stations  for  temporary  pur- 
poses may  be  of  mill  oi  slow-burning  con- 
struction not  more  than  ninety  feet  in  height 
from  the  average  inside  sidewalk  grade  of 
the  street  in  front  of  the  building  to  the 
highest    part   of    the    roof   of    the   building. 

717.  Allowance  for  Iiive  Iioads  and 
Construction    of    Ploors    of    Class    IX.)      The 

floors  of  all  buildings  of  Class  IX  shall  be 
designed    and    constructed    as    follows: 

In  all  buildings  of  Class  IX  the  floors  of 
all  court  rooms,  and  of  all  public  corridors, 
and  of  all  stairways  leading  to  same,  shall 
be  designed  and  constructed  in  such  a  man- 
ner as  to  iDe  capable  of  bearing  in  all  their 
parts,  in  addition  to  the  weight  of  floor  con- 
struction, partitions,  permanent  fixtures  and 
mechanisms  that  may  be  set  upon  the  same, 
a  live  load  of  one  hundred  pounds  for  every 
square  foot  of  surface,  and  all  other  floors, 
or  parts  thereof,  shall  be  designated  and 
constructed  so  as  to  be  capable  of  carrying 
a  live  load  of  fifty  pounds  for  every  square 
foot  of  floor  surface,  and  such  floor-bearing 
capacity  shall  be  computed  in  accordance 
with   this  chapter. 

718.  "Windows.)  (a)  In  every  buflding 
of  Class  IX  every  room,  including  court 
rooms,  public  and  private  offices,  shall  have 
at  least  one  window  opening  directly  upon 
a  sti-eet.  alley,  yard  or  court;  the  total  glass 
area  of  such  window  or  windows  sliall  not 
be  less  than  one-tenth  of  the  floor  area  <>f 
such  room.  The  top  of  such  windows  shall 
be  at  least  seven  feet  above  the  floor  and  al 
least  the  upper  half  of  such  windows  shall 
be  capable  of  being  opened.  Such  window 
sliall  have  a  glass  area  of  at  least  ten 
square  feet  unless  it  be  a  window  in  excess 
of  one-tenth  of  the  floor  area  as  required 
by  this  paragraph.  Cell  blocks  shall  have 
at  least  three  outside  walls  of  same  to  face 
upon  a  street,  alley,  yard  or  court  and  where 
windows  are  placed  in  the  three  sides  with 
a  total  glass  area  eciual  to  one-fourth  ol 
the  floor  area  of  such  block  and  each  win- 
dow is  arranged  so  that  it  may  be  opened 
for  one-half  of  its  area,  it  shall  not  be  re- 
quired that  each  cell  open  onto  a  street, 
alley,  yard  or  court.  No  sleeping  rooms  or 
cell  rooms  shall  be  allowed  below  the  first 
floor  level  in  any  building  of  Class  IX. 

(b)  In  every  building  of  Class  IX  every 
pantry,  bath  room,  water  closet  and  urinal 
compartment  shall  have  at  least  one  win- 
dow which  opens  directly  upon  a  street,  al- 
ley, yard,  court  or  vent  shaft;  the  total  glass 
area  of  such  windows  shall  be  not  less  than 
one-tenth  of  the  floor  area  of  such  room  or 
compartment.  The  top  of  Siich  windows 
shall  be  at  least  seven  feet  ab»ve  the  flooi 
and  at  least  the  upper  half  of  such  windows 
shall  be  capable  of  being  opened;  and  no 
such  windows  shall  have  a  glass  area  ol' 
less  than  six  square  feet  or  a  glass  width 
of  less  than  one  foot;  provided,  however, 
that  such  room  or  compartment,  if  located 
on  the  upper  story  of  such  building,  may  be 
lighted  and  ventilated  by  means  of  a  sky- 
light having  a  glass  area  of  at  least  one- 
tenth  the  floor  area  of  the  room  it  serves 
and  is  equipped  with  an  efficient  ventilator 
or  ventilators  equal  in  effective  area  to  one- 
twentieth    the   floor   area   of   such   room. 

719.  Courts  and  Shafts.)  In  every  build- 
ing of  Class   IX  courts  sliall   be  of  the  mini- 
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mum  width  and  area  as  prescribed  in  Sec- 
tion 644  of  this  chapter  and  vent  shafts  shall 
be  of  the  minimum  width  and  area  as  pre- 
scribed   in    Section    645    of   this   chapter. 

720.  Height  of  Booms.)  In  every  build- 
ing of  Class  IX  the  height  of  all  rooms  ex- 
cept basement  rooms  shall  be  not  less  than 
ten  feet  from  the  level  of  the  floor  to  tlie 
ceiling  thereof,  and  the  height  of  court 
rooms,  if  any,  shall  not  be  less  than  eleven 
feet  from  the  level  of  the  floor  to  the  ceiling 
thereof. 

721.  Thickness  of  Walls.)  The  walls  of 
every  building  of  Class  IX  shall  comply  in 
thickness  with  the  requirements  of  Section 
732  of  this  chapter  as  therein  prescribed  for 
buildings    of    Class    I. 

722.  Stairways  and  Fire  Escapes.)  Every 
builuing  of  Class  IX  shall  be  equipped  witli 
stairways  and  fire  escapes  in  number  and  di- 
mensions  as   follows: 

In  buildings  of  ordinary,  slow-burning  or 
raill  construction  which  do  not  contain  a 
court  room  or  court  rooms  and  with  a  floor 
area  of  5,000  square  feet  or  less,  two  stair- 
ways. 

With  floor  area  of  5,000  to  9,000  square 
feet,   three  stairways. 

In  buildings  of  ordinary,  slow-burning  or 
mill  construction  which  contain  court  rooms 
and  with  a  floor  area  of  less  than  5,000 
square  feet,  two  stairways  and  one  stairway 
fire  escape. 

With  floor  area  of  5,000  to  9,000  square 
feet,  three  stairways  and  one  stairway  fire 
escape. 

In  buildings  of  fireproof  construction  with 
a  floor  area  of  7,000  square  feet  or  less,  two 
stairways. 

With  floor  area  of  7,000  to  15,000  sciuare 
feet,    three   stairways. 

With  floor  area  of  15,000  to  21,000  square 
feet,    four  stairways. 

All  buildings  of  Class  IV  over  four  stories 
in  height  must  be  equipped  with  stairway 
fire  escapes  as  follows: 

With  a  floor  area  of  7,000  square  feet  or 
less,  one  stairway  fire  escape,  three  feet  in 
width. 

With  a  floor  area  of  7,000  to  21,000  square 
feet,  two  stairway  fire  escapes  not  less  than 
three    feet   in    width. 

No  stairways  in  buildings  of  Class  IX 
shall  be  less  than  four  feet  in  width  be- 
tween   hand    rails. 

In  buildings  less  than  three  stories  high 
and  in  buildings  three  stories  high  which 
may  be  built  of  ordinary  construction  by  the 
provisions  of  this  article,  stairways  may  be 
of  ordinary  construction  enclosed  in  brick 
walls  of  thickness  as  required  by  paragraph 
(h).  Sec.  732  of  this  chapter,  or  stairways 
may  be  of  fireproof  or  incombustible  mate- 
rial enclosed  in  partitions  of  fireproof  or 
incombustible   material. 

723.  Exits  from  Court  Booms.)  (a) 
There  shall  be  two  direct  exits  located  as  far 
apart  as  practicable  from  every  court  room 
in  a  building  of  this  class;  the  width  of  such 
exits  shall  be  computed  on  a  basis  of  twenty 
inches  for  each  100  persons  of  the  aggre- 
gate capacity  of  such  court  room,  and  for 
fractional  parts  of  100  capacity,  a  propor- 
tionate part  of  twenty  inches  shall  be  addea 
to  the  width  of  such  exits,  but  no  such 
exists  shall  be  less  than  three  feet  wide  in 
the  clear.  One  of  such  exits  shall  open  onto 
a  public  corridor  not  less  than  six  feet  wide 
from  which  there  is  a  stairway  leading  to 
the  ground  at  least  four  feet  wide  in  the 
clear  between  hand  rails.  Where  there  is  but 
one  stairway  from  such  public  corridor  an 
additional  exit  from  each  court  room  must  be 
afforded  by  a  stairway  at  least  four  feet 
wide  in  the  clear  between  hand  rails  or  by 
means  of  an  outside  iron  stairway  not  less 
than  three  feet  wide;  the  platform  of  which 
shall  be  placed  approximately  level  with  the 
floor  of  the  court  room  and  accessible  by  a 
door    not    less    than    three    feet    in    width. 


724.  Doors  to  Open  Outward.)  In  build- 
ings of  Class  IX  all  doors  which  afford  in- 
gress or  egress  from  all  rooms,  except  pri- 
vate offices,   shall   open   outward. 

ARTICLE  XIII. 
General   Provisions. 

725.  Construction  or  Alteration  of  Build- 
Ingr  —  Bequirements.)  Every  building  or 
structure  or  part  thereof,  hereafter  con- 
structed, erected,  altered,  enlarged,  repaired 
or  changed  within  the  City  shall  be  so  con- 
structed, erected,  altered,  enlarged,  repaired 
or  changed,  in  accordance  with  the  pro- 
visions   of   this    Chapter. 

726.  Class  of  Buildings  Not  to  Be  changed 
Without  Conforming  to  Provisions  of  This 
Chapter.)  If  buildings,  the  uses  of  which 
bring  them  within  any  of  the  classes  men- 
tioned in  this  Chapter,  are  to  be  applied  to 
the  uses  of  any  other  class  for  which  a 
better  system  of  construction  is  required  by 
tliis  Chapter,  the  construction  and  equip- 
ment of  such  buildings  shall  first  be  made 
to  conform  to  the  requirements  of  this  Chap- 
ter as  specified  for  their  intended  use.  And 
it  shall  be  unlawful  to  use  any  such  build- 
ing for  a  new  or  different  purpose  from  that 
to  which  its  structure  and  equipment  adapts 
it  under  this  Chapter,  unless  a  permit  for 
such  alterations  or  use  shall  have  been 
first  obtained  from  the  Commissioner  of 
Buildings  and  the  requirements  of  this  chap- 
ter for  such  new  or  different  use  shall  have 
been    complied    with. 

727.  Alterations     of    Existing    Buildings.) 

(a)  In  construing  the  several  sections  of 
this  Chapter,  said  sections  shall  not  be  con- 
strued as  requiring  alterations  in  the  con- 
struction or  equipment  of  buildings  or 
structures  in  existence  at  the  time  of  the 
passage  of  this  Chapter,  except  where 
specifically  provided,  unless  such  buildings 
shall  not  have  sufficient  or  adequate  means 
of  egress  therefrom  or  ingress  thereto,  by 
reason  of  insufficient  or  inadequate  stair- 
ways or  stairways  improperly  located  or 
insufficient  or  inadequate  elevators  or  ele- 
vator equipment,  doors,  fire  escapes,  win- 
dows or  other  means  of  egress  or  ingress 
and  except  also  as  required  in  sections  which 
are   herein   made   retroactive. 

(b)  Whenever  an  Inspector  of  Buildings 
shall  make  a  report  to  the  Commissioner  of 
Buildings  that  any  such  building  has  in- 
adequate or  insufficient  means  of  egress 
therefrom  or  ingress  thereto,  as  aforesaid, 
the  Commissioner  of  Buildings  shall  notify 
the  owner,  agent,  or  person  in  possession, 
charge  or  control  of  such  building  of  such 
fact  and  direct  him  forthwith  to  make  such 
alterations  and  changes  in  the  construction 
or  equipment  of  such  building  as  are  neces- 
sary to  be  made  in  order  to  make  such 
building  comply  with  the  requirements  of 
this    Chapter. 

(c)  If,  however,  it  is  desired  to  enlarge, 
or  in  any  manner  materially  modify  the 
construction  of  any  existing  building,  or  to 
make  a  change  in  its  use  or  occupation 
which  will  transfer  it  from  one  class  as 
recognized  by  this  Chapter  to  another  class, 
then,  before  such  enlargement  or  structural 
change  or  modification  of  building  is  made, 
or  before  such  change  in  its  use  or  occu- 
pation may  be  made,  written  notice  shall  be 
given  to  the  Commissioner  of  Buildings  of 
the  intention  to  change  the  character  of 
the  use,  and  the  entire  building  shall  be 
reconstructed  or  modified  in  such  manner 
as  to  bring  the  same,  when  enlarged  or 
altered,  or  when  occupied  for  its  new  and 
different  purposes,  into  compliance  with  the 
provisions  of   this  Chapter. 

728.  Bemoval  of  Brick,  Stone,  Frame  or 
Concrete  Buildings.)  It  shall  be  unlawful 
for  any  person,  firm  or  corporation  to  move 
any   brick,    stone,   frame   or   concrete   building 
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Floor 17  16  15 
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from  one  location  to  another,  unless  the 
same  shall  be  altered  or  re-constructed  so 
as  to  conform  to  the  ordinances  governing 
the  construction  of  such  building  at  the 
time  of  moving  the  same  and  in  its  new 
location;  provided,  however,  tliat  whenever 
a  tenement  liouse  is  moved,  the  same  shall 
be  made  to  comply  with  tlie  requirements 
of   Section    677    and    Section    679. 

729.  Iiive  and  Dead  I^oads — Wind  Resist- 
ance.) (a)  The  "dead  load"  shall  Include 
all  permanent  portions  of  tlie  building,  also 
partitions  and  permanent  fixtures  and 
mechanisms  supported  by  the  building.  The 
"live  load"  shall  include  all  movable  loads 
or  weights  placed  on  floors  or  other  parts  of 
buildings. 

(b)  All  buildings  sliall  be  designed  to 
resist  a  horizontal  wind  pressure  of  20  lbs. 
per  square  foot  for  every  square  foot  of  ex- 
posed surface.  In  no  case  sliall  the  over- 
turning moment  due  to  wind  pressure  ex- 
ceed seventy-five  per  cent  of  the  moment  of 
stability  of  the  building  due  to  the  dead 
load   only. 

(c)  The  "live"  loads  to  be  provided  per 
square  foot  of  floor  areas,  except  stairs,  for 
the    classes    of    buildings    except    portions    of 

Base 

ment.  1  2 

One-story 12 

Two-story 16  12  12 

Three-story 16  16  12 

Four-story 20  20  16 

Five-story 24  20  20 

Six-story 24  20  20 

Seven-story 24  20  20 

Eight-storv 24  24  24 

Nine-story 28  24  24 

Ten-story 28  28  28 

Eleven-storv 28  28  28 

Twelve-story 32  28  28 


stairways  for  buildings  of  all  classes  shall 
not  be  less  than  100  pounds  per  square  foot 
of  treads  and  landings. 

730.  Structural  Details^ — Strengrth  Tests — 
How  Made.)  (a)  All  structural  details 
and  workmanship  shall  be  in  accordance 
with  accepted  engineering  practice,  and  sub- 
ject to  the  approval  of  the  Commissioner  of 
Buildings. 

(b)  Floors,  joists  and  beams  shall  be 
designed  for  the  full  dead  and  live  loads. 
Floor  girders  shall  be  designed  for  the  full 
dead  and  not  less  than  eighty-five  per  cent 
of   the    live   load. 

(c)  In  buildings  of  Classes  III  and  VI, 
except  frame  buildings,  where  the  distance 
between  enclosing  walls  or  intermediate 
walls  is  more  than  twenty-five  feet  in  the 
clear,  intermediate  supports  for  the  joists 
shall  be  either  brick,  or  concrete,  or  iron,  or 
steel  columns,   beams,   trusses,  or  girders. 

Amended  February  20,   1911. 

(d)  If  brick  walls  are  used  for  this  pur- 
pose, they  may,  in  all  cases  where  the  thick- 
ness of  walls  is  given,  in  Section  732,  as  16 
inches  or  more,  be  made  four  inches  less  in 
thickness    than    the    dimensions    stated. 

(e)  Tests    shall    be    made    by    the    owner, 
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Classes    VIII    and    IX    as    herein    otherwise 
provided  shall  be  not  less  than  the  following: 

Pounds. 

Class    I 100 

Class     II 50 

Ciass     III 40 

Class     IV 100 

Class    V 100 

Class   VI 40 

Class   VII 100 

Class    VIII.  i 75 

Class   IX 100 

(d)  Provided,  however,  that  in  Class 
VIII  the  portions  of  the  building  exclusive 
of  the  fioors  in  assembly  halls,  the  corridors 
and  the  stairs,  shall  not  be  required  to  be 
constructed  to  support  a  live  load  in  excess 
of    40    pounds    per   square    foot. 

(e)  The  roofs  of  all  buildings  shall  be 
designed  and  constructed  in  such  a  manner 
that  ihey  will  bear  a  load  in  addition  to  the 
weight  of  tlieir  structure  and  covering,  of 
at  least  twenty-five  pounds  for  each  square 
foot    of    horizontal    surface. 

(f)  The  live   loads   to  be  provided   for   on 


upon  the  demand  of  the  Commissioner  'of 
Buildings,  on  all  forms  of  floor  construction 
involving  spans  over  eight  feet.  Such  tests 
shall  be  made  to  meet  the  approval  of  the 
Commissioner  of  Buildings,  and  must  show 
that  the  construction  will  sustain  a  load  equal 
to  twice  the  sum  of  the  live  and  dead  loads, 
for  which  it  was  designed,  without  any  in- 
dication of  failure.  The  construction  may 
be  considered  as  part  of  the  test  load.  Each 
test  load  shall  remain  in  place  at  least 
twenty-four  hours.  On  arch  construction, 
this  test  load  shall  be  placed  on  one-half  of 
the  arch,  covering  the  area  from  the  sup- 
port   to   the   crown    of   the   arch. 

7  31.  Walls,  Piers  and  Columns — Bead  and 
Iiive  Iioads.)  (a)  The  full  live  load  on 
roofs  of  all  buildings  shall  be  taken  on 
walls,    piers,    and    columns. 

(b)  The  walls,  piers  and  columns  ot  all 
buildings  shall  be  designed  to  carry  the  full 
dead  loads  and  not  less  than  the  proportion 
of  the  live  loads  given  on   next  page. 

(c)  The  proportion  of  the  live  load  on 
walls,   piers,   and  columns  on   buildings  more 
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than  seventeen  stories  in  height  shall  be 
taken  in  same  ratio  given  at  top  of  next 
page. 

(d)  The  entire  dead  load  and  the  per- 
centage of  live  load  on  basement  columns, 
piers  and  walls  shall  be  taken  in  determin- 
ing   the    stress    in    foundations. 

(e)  In  addition  to  tlie  entire  dead  loads, 
not  less  than  the  following  proportion  of 
the  percentage  of  live  load  on  the  basement 
columns,  piers  and  walls  shall  be  taken  in 
determining  the  number  of  piles  for  pile 
foundations  and  the  area  of  concrete 
caissons. 

Classes   I   and   VII 75  per  cent. 

Classes   II,    III   and  VI 50   per  cent. 

Classes  IV,  V  and  VIII 25  per  cent. 

In  all  foundations  eccentric  loading  must 
be   provided   for. 

73  2.  Requirements  for  Enclosing'  Walls — 
Table  of  Thickness  —  Exceptions  —  Definition 
of  the  Length  of  Wall — Buttresses,  Piers  or 
Pilasters  —  Inserting  Columns  in  Walls  — 
Anchorag-e  of  Walls  and  Floors — Definition 
and  Limits  for  Height  of  Stories  —  Cur- 
tain Walls — Interior  Walls  to  Support  Fire- 
proof Floor  Construction.)      (a)     Tlie  walls  of 


in  thickness,  provided  that  where  a  pressed 
brick  face  is  used  no  wall  shall  be  less  than 
twelve  inches  in  thickness,  and  an  eight- 
inch  brick  or  solid  concrete  partition  wall 
may  be  built  in  a  building  of  any  class,  but 
in  no  case  shall  any  eight-incli  brick  wall 
be  more  than  fourteen  feet  in  height. 

(e)  I'he  basement  walls  of  two-story 
buildings  in  Classes  II,  III  and  VI  may  be 
12    inches    in    thickness. 

(f)  In  buildings  of  skeleton  fireproof  con- 
struction, the  thickness  of  walls  shall  be 
governed  by  Section  837  of  this  Chapter. 

(g)  Walls  less  than  fifty  feet  in  length 
and  walls  less  than  fifty  feet  between  cross 
walls,  may  be  built  four  inches  less  in  thick- 
ness than  the  thickness  given  in  the  afore- 
said table,  but  no  such  wall  in  such  build- 
ings shall  be  less  than  twelve  inches  in 
thickness,  provided,  however,  that  such  walls 
in  buildings  of  Classes  III  and  VI  may  be 
sixty-five  feet  in  Isngth;  and  further  pro- 
vided, that  eight-inch  walls  may  be  used  in 
one-story  brick  buildings  and  In  the  second 
story  of  two-story  brick  buildings  of  said 
last  mentioned  classes  where  said  eight-inch 
walls    are    not    more    than    fourteen    feet    In 
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Fig.    17. 

THICKNESS    OF    WALLS 
A  =:  thickness    of   wall. 
A'  :=:  tliickness    of    wall    after    reduction. 
B  =:  projection    of    buttresses,    piers    or    pilasters. 
C  =  width    of    butfresses,    piers    or    pilasters. 


Section    732j. 
Explanation  : 


A  may  be  reduced   by   lA   B  as  at  A' 
C  =  1-10    D. 


all  buildings,  excepting  the  enclosing  walls 
of  frame  buildings,  shall  be  of  brick,  stone 
or  concrete.  The  walls  shall  be  solid  and  of 
solid  material  and  except  as  otherwise  herein 
provided  shall  be  of  the  thickness  in  inches 
indicated  in  the  following  table: 

(b)  In  Class  VIII  buildings  the  thick- 
ness of  surrounding  walls  and  of  all  divid- 
ing walls  carrying  loads  of  floors  and  roof 
shall  be  as  indicated  in   the   following  table: 

Base- Stories 

ment.       12        3        4        5 
In.        in.    in.    in.    in.    in. 

One    story     16        12 

Tm'o    stories     16        16     12 

Three    stories    16       16     16     12 

Four    stories    20       20     16     16     12 

Five    stories     24        20     20     16     16     16 

(c)  In  Class  VIII  buildings,  walls  around 
stairs,  elevators  and  air  shafts  and  joist 
supports  shall  comply  with  the  require- 
ments   of    Section    855    of    this   Chapter. 

(d)  The  basement  walls  of  two-story 
buildings  and  the  first  story  walls  of  three- 
story  buildings  in  Classes  III  and  VI  may 
be  twelve  inches  in  thickness.  The  first 
story  walls  of  one-story  buildings  and  the 
second  story  walls  of  two-story  buildings 
In  Classes  III   and   VI    may  be   eight  Inches 


height  and  are  supported  by  a  foundation  or 
wall  not  less  than  twelve  inches  In  thick- 
ness. 

(h)  A  brick  wall  not  more  than  twenty- 
five  feet  long  and  forming  one  side  of  a 
brick  shaft  for  stair,  elevator  or  other  pur- 
poses, need  not  exceed  sixteen  inches  in 
thickness,  nor  Its  upper  fifty  feet  twelve 
inches  in  thickness,  provided  that  in  no  case 
shall  the  load  on  such  brick  wall  exceed  the 
safe  load  for  brickwork  prescribed  by  this 
ordinance. 

(i)  The  length  of  a  wall  shall  be  the  dis- 
tance in  which  the  wall  extends  in  a 
straight  line  and  shall  be  measured  between 
angles  of  the  masonry  or  between  exterior 
and   cross   walls. 

(See  illustration  on  following  page.) 

(j)  Where  masonry  buttresses  or  piers 
or  pilasters  are  employed  on  either  or  both 
sides  of  a  wall,  then  said  walls  may  be 
reduced  In  thickness  by  one-half  of  the 
projection  or  projections  of  the  buttresses 
or  piers  or  pilasters,  but  no  wall  shall  be 
reduced  to  less  than  twelve  inches  in  thick- 
ness. The  reduction  in  thickness  may  be 
made  throughout  the  height  of  the  wall,  ex- 
cept that  no  twelve-inch  wall  shall  be  higher 
than    thirty    feet    and    no    sixteen-inch    wall 


2.39 


walls 


shall  be  higher  than  fifty  feet.  The  stress 
in  the  brickwork  in  any  part  of  such  walls 
shall  not  exceed  the  stress  per  square  inch 
allowed  by  this  chapter  on  the  kind  of  ma- 
sonry employed.  Buttresses  or  piers  or  pi- 
lasters shall  be  at  least  one-tenth  as  wide, 
measured  on  face  of  same,  as  tlie  spacing 
between  the  buttresses  or  pilasters.  Twelve- 
inch  walls  between  buttresses  or  piers  or 
pilasters  shall  not  be  used  where  the  dis- 
tance between  buttresses  or  piers  or  pilasters 
is  greater  than  eighteen  feet.  Sixteen-inch 
wans  shall  not  be  used  between  buttresses  or 
piers  or  pilasters  where  the  distance  be- 
tween buttresses  or  piers  or  pilasters  is 
greater  than  twenty-four  feet.  Twenty-inch 
walls  shall  not  be  used  between  buttresses 
or  piers  or  pilasters  where  the  distance  be- 
tween the  buttresses  or  piers  or  pilasters 
is  greater  than  thirty  feet.    ' 

(k)  Where  buttresses  are  used,  they  shall 
be  so  placed  that  the  principal  girders  and 
trusses   shall    bear   on    them. 

(1)  If  the  loads  carried  by  trusses  and 
girders  are  supported  by  iron,  steel,  or  re- 
inforced concrete  columns,  then  such  but- 
tresses as  are  herein  described  shall  not  be 
required  except  for  the  firepro-ofing  of  steel 
and  iron  columns.  The  walls  between  such 
columns  shall  be  built  as  required  by  this 
Chapter,  and  said  walls  shall  be  anchored  to 
such  columns  by  metal  anchors  in  every 
seven   feet  to  the  height   of  such   column. 

(m)  A  structural  floor  system  shall  ex- 
tend from  one  wall  to  an  opposite  wall,  and 
the  walls  shall  be  anchored  to  floor  joists 
or  girders  or  both  with  iron  anchors  placed 
opposite  one  another,  secured  to  the  same 
joists  or  girders  in  pairs,  every  seven  feet 
or  less  of  length  of  said  walls.  "Where  said 
joists  or  girders  are  of  such  length  that  it 
is  not  practicable  to  make  them  of  one  piece, 
then  the  several  pieces  shall  be  joined  at 
each  splice  or  joint  by  the  tie  plates  or  tie 
bars  or  other  metal  connections  of  the  same 
strength  as  the  anchors.  Such  anchors  shall 
have  not  less  than  four-tenths  of  a  square 
Inch   of  metal   in   its  smallest  cross-sectional 


BurrEESiej 


rig-.  18. 

Explanatorj'  diagram  of  maximum  allowable  height 
spacing  and  leng^th  of  walls  with  or  without  but- 
tresses,   piers  or  pilasters. 

area.  The  spikes,  bolts  or  screws,  securing 
said  anchors  and  tie  plates,  shall  be  of  such 
number  and  size  as  to  transmit  the  tensile 
strain  which  the  anchor  is  capable  of  re- 
sisting into  the  joists  or  girders  to  which 
said  anchors  are  connected.  All  pin  anchors 
shall  extend  at  least  eight  Inches  into  the 
supporting   masonry. 

(n)  The  story  height  of  buildings  shall 
be  the  distance  between  structural  floor  sys- 


tems or  between  such  structural  floor  sys- 
tems and  structural  roof  systems  and  shall 
be  as  follows: 

Where  12-inch  walls  are  used,  the  .story 
height  shall   not   exceed   18   feet. 

Where  16-incli  walls  are  used,  the  story 
height  shall  not  exceed  24  feet. 

Where  20-inch  walls  are  used,  the  story 
height   shall    not   exceed   30   feet. 

(o)  Where  the  story  height  is  greater 
than  thirty  feet,  the  walls  shall  not  be  of 
less  thickness  than  the  following:  The 
upper  ttfteen  feet  shall  be  not  less  than 
sixteen  inches  in  thickness,  and  the  walls 
shall  be  increased  four  inches  in  thickness 
at  each  interval  of  fifteen  feet  or  fractional 
part   thereof  of  height. 

(p)  Curtain  walls  in  skeleton  construction 
buildings  may  be  built  of  hollow  clay  tile 
subject  to  the  requirements  and  limitations 
of  paragraph  (c),  Section  779  of  this  chap- 
ter, or  may  be  constructed  of  reinforced 
concrete  subject  to  the  provisions  and  limi- 
tations of  Section  766  of  this  chapter. 

(q)  The  walls  of  buildings  to  be  used 
for  thff  purposes  of  Classes  III  and  yi  and 
not  more  than  two  stories  in  height  may  be 
of  hollow  clay  tile  or  moulded  hollow  con- 
crete blocks  not  thinner  than  the  thickness 
herein  required  for  brick  walls,  subject  to 
the  approval  of  the  Commissioner  of  Build- 
ings. 

(r)  Interior  brick  walls  used  to  support 
fireproof  floor  construction,  where  brick  walls 
are  not  required  by  this  chapter,  may  be 
built  thinner  than  the  thickness  required 
by  the  provisions  of  paragraph  (a)  of  this 
section,  in  case  the  proportion  between  the 
thickness  of  such  walls  and  the  free  height 
between  floors  does  not  exceed  fifteen,  and 
provided  the  unit  stresses  do  not  exceed  the 
stresses  allowed  by  this  chapter,  and  pro- 
vided further,  that  no  such  wall  shall  be 
constructed  of  a  thickness  less  than  twelve 
inches. 

733.  Iiedgres  —  Joist  Supports.)  (a)  In 
buildings  two  stories  or  more  in  height 
wherever  party  walls  or  partition  walls 
twelve  inches  or  less  in  thickness  are  used 
for  the  support  of  wood  joists  in  buildings 
of  Classes  I,  II,  IV,  V,  VII  and  VIII  the 
joists  shall  be  supported  on  ledges  of  brick 
formed  by  corbeling  not  less  than  four 
courses  of  brick  and  the  upper  course  shall 
project  four  inches  beyond  the  face  of  the 
wall,  and  the  joists  shall  be  protected  from 
the  bottom  to  the  top  of  same  for  the  dis- 
tance of  the  projection  of  the  corbel  by  solid 
brick    work   laid   in    mortar. 

(b)  Wherever  Iron  or  steel  joist  and  gir- 
der boxes  having  five  complete  sides  of  iron, 
nowhere  less  than  i/i-inch  in  thickness,  are 
used,  corbels  and  ledges  as  herein  specified 
may  be   omitted. 

(c)  In  buildings  of  every  class  where 
wood  furring  is  used  on  brick  walls,  the 
brick  between  joists  shall  be  projected  from 
the  bottom  of  the  joist  to  the  top  of  the 
joist  for  the  full  thickness  of  the  furring 
and  in  no  case  shall  such  projection  be  less 
than    two    inches. 

734.  Walls  of  Altered  Building-s — Increas- 
ing- Thickness  of.)  If  the  walls  of  a  build- 
ing are  not  of  sufficient  thickness  to  comply 
with  the  requirements  of  this  Chapter  for 
an  enlarged  or  modified  building,  then  the 
thickness  of  the  existing  walls  shall  be  in- 
creased by  building  alongside  of  them  a  new 
wall,  which  shall  not,  however,  be  less  in 
any  part  thereof  than  twelve  inches  thick, 
and  which  shall  be  increased  in  thickness  by 
four  inches  for  at  least  every  forty  feet  in 
the  height  of  such  wall.  Such  new  wall 
shall  be  laid  in  Portland  cement  mortar  and 
shall  be  anchored  to  the  old  v/all,  but  bond- 
ing with  brick  or  masonry  will  not  be  con- 
sidered as  complying  with  this  Chapter;  and 
if  an  increase  In  the  height  of  the  building 
is    contemplated,    the    wall    from    the    top    of 


240 


"Walls 


the  old  wall  shall  be  built  jointly  upon  the 
new  and  old  walls.  If  solid  masonry  but- 
tresses are  Introduced  in  connection  with 
such  thickening  and  strengthening  of  exist- 
ing walls,  the  intervening  wall  may  be  re- 
duced  to  eight   inches  In   thickness,   provided 


such  buttresses  are  sufficient  in  number  and 
in  area  to  make  the  resultant  structure  of 
equal  strength  with  the  solid  wall  already 
specified.  Provided,  however,  that  steel  or 
iron  columns  or  beams  may  be  used  instead 
of  such  new  wall,  such  columns  or  beams  to 
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Fig-.    20. 

LEDGES— JOIST    SUPPORTS. 


Fig*.    21. 


Fig.  19    (A)    Corbelling    to    be    not    less    than    four 

courses  of    brick. 

(B)  Upper   course    shall    project   four   inches. 

(C)  The    joists    shall    be    protected     from     top     to 
hot  torn  l)j-    brick. 


Section    733a,    b,    c. 


Fig. 
(B) 


20    (A)    Metal    ioist    hanger    allowaole. 
14    inch    metal    reiiuired. 


Fig-.    23. 

Fig.    No   22. 
A — distance     from     division     lot     line     to     building 
line. 

B — height  of  parapet  wall  above  roof  on  division 
lot   line  side.  • 

C — parapet   wall   on   other  sides  when   required. 

Explanation  : 
If  A   is  less  than   3'0",   B  shall   be  S'O". 
C  shall   be  not   less   than   18". 

SECTION    737    D. 

Fig.    No.    23. 

A — distance   from    division   lot   line   to   building  line. 

B — height  of  parapet  wall  above  roof,  with  a 
greater  pitch  than  3"  per  horizontal  foot,  on  division 
lot   line    side. 

C — parapet    wall    on    other   sides    when    required. 

If   A   is   less   than   S'O",    B   shall   be   S'O". 

C  shall  not  be  less  than   18". 

For  exceptions  where  fireproof  construction  is  used 
»ee  ordinance  See.   737   d,   second  paragraph. 


Fig.    21     (A)     Brick    shall    project    between    joists. 
(B)      Projection    of    brick    to    be    two    incLies. 

be  bolted  or  bonded  to  the  existing  wall  in 
a  manner  satisfactory  to  and  approved  by 
the   Commissioner   of   Buildings. 

735.  Walls — Party.)  The  provisions  of 
the  preceding  section  shall  also  apply  to 
all  cases  where  existing  party  walls  are  to 
be  joined  to  for  the  erection  of  new  build- 
ings. But  in  the  case  of  party  walls,  wliich 
at  the  time  of  their  erection  were  built  in 
accordance  with  the  terms  of  the  city  ordi- 
nances then  in  force,  such  walls,  if  sound 
and  in  good  condition,  may  be  used  without 
increase  of  thickness  for  any  building  not 
higher  than  and  of  tlie  same  class  as  the 
building  for  whicli  the  original  wall  was 
built. 

736.  Walls — Erection  of — Walls  and  Skele- 
ton   Framework    Securely    Braced.)     In    the 

erection  of  buildings  of  masonry  construc- 
tion, no  wall  shall  be  carried  up  at  any  time 
more  than  two  stories  above  another  wall 
of  the  same  building.  The  walls  and  skele- 
ton framework  of  all  buildings  sliall  be  kept 
securely  braced  and  otherwise  protected 
against  the  effects  of  the  weather  during 
all    buildint^    operations. 

737.  Parapet  Walls — When  Required  on 
Walls  and  Porches — Thickness  and  Heig°lit 
of.)  (a)  On  all  flat  roof  buildings  parapet 
walls  shall  be  erected,  except  as  hereinafter 
provided,  on  all  exterior  walls  and  on  all 
partition  walls  required  by  this  ordinance 
by  reason  of  the  area  of  sucli  buildings; 
provided,  that  such  parapet  walls  may  be 
dispensed  with  on  any  wall  of  a  fireproof 
building,  and  on  street  and  alley  walls  and 
on  yard  and  court  walls  of  buildings  of 
other  types  where  the  entire  framing  and 
materials  of  the  roof  are  strictly  fireproof 
or  where  all  portions  of  the  roof  nearer 
than  fifteen  feet  to  the  lot  line  of  such 
street  or  alley  or  bounding  such  yard  or 
court  are  protected  against  fire  by  a  con- 
tinuous covering  of  porous  or  hollow  tiles, 
not  less  than  two  Indies  thick  and  surfaced 
with  mortar,  on  top  of  the  roof  boards. 

(b)  Such  parapet  walls  may  be  eight 
inches  thick  wherever  tliis  ordinance  permits 
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the  use  of  eight-inch  walls;  elsewhere  they 
shall  be  not  less  than  twelve  inches  in 
thickness. 

(c)  Such  parapet  walls  shall  extend  at 
any  point  not  less  than  three  feet  verti- 
cally above  the  roof  on  all  such  required 
partition  walls  and  on  all  other  walls  within 
less  than  three  feet  of  any  division  lot  line 
and  approximately  parallel  therewith;  else- 
where they  shall  extend  not  less  than 
eighteen    inches    above    the    roof. 

(d)  On  all  buildings  whose  roofs  have  a 
greater  pitch  than  three  inches  per  hori- 
zontal foot,  parapet  walls,  of  thickness  and 
height  as  above  specified,  shall  be  erected 
on  required  partition  walls,  on  exterior 
walls  approximately  parallel  with  and  less 
than  three  feet  distant  from  a  division  lot 
line,  and  on  walls  abutting  on  another 
building.  Provided,  that  such  parapet  walls 
may  be  dispensed  with  where  the  entire 
framing  and  materials  of  the  roof  are  fire- 
proof or  wh»re  the  cornice  and  roof  cover- 
ings are  of  incombustible  material  and  the 
top  of  the  roof  boards  is  protected  against 
lire  for  at  least  five  feet  up  from  such  wall 
by  a  coating  of  plaster  on  porous  or  hollow 
tiles  at  least  two  inches  thick;  and  further 
provided  that  such  parapet  walls  and  such 
protection  against  fire  may  be  dispensed 
with  on  buildings  of  Classes  III  and  VI, 
three  stories  or  less  in  height  when  such 
buildings  have  cornices  of  incombustible  ma- 
terial and  roof  coverings  of  slate  or  terra 
cotta  roofing  tile. 

738.  Allowable  Stresses  and  Special  Be- 
qnirements  for  roundations — Bearing"  on 
Various  Soils.)  (a)  If  the  soil  is  a  layer 
of  pure  clay  at  least  fifteen  feet  thick,  wun- 
out  admixture  of  any  foreign  substance 
other  than  gravel,  it  shall  not  be  loaded 
to  exceed  3,500  pounds  per  square  foot.  If 
the  soil  is  a  layer  of  pure  clay  at  least  fif- 
teen feet  thick  and  Is  dry  and  thoroughly 
compressed,  it  may  be  loaded  not  to  exceed 
4,500   pounds  per   square   foot. 

(b)  If  the  soil  is  a  layer  of  firm  sand 
fifteen  feet  or  more  in  thickness,  and  with- 
out admixture  of  clay,  loam  or  other  foreign 
substance,  it  may  be  loaded  not  to  exceed 
5,000   pounds   per   square   foot. 

(c)  If  the  soil  is  a  mixture  of  clay  and 
sand,  it  shall  not  be  loaded  to  exceed  3,000 
pounds   per   square   foot. 

73  9.  roundations  in  "Wet  Soil — Trenches 
to  Be  Drained.)  In  all  cases  where  founda- 
tions   are    built    in    wet    soil,    it    shall    be    un- 
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Fig.  24  (B)  Shall  in  all  cases  e.xtcnd  4'  0" 
below  flnislieil  gr.ule  at  building,  unless  footings  rest 
on  bed   roclc — Sec.   740a. 

Fig.  25  (C)  Buildings  100  ft.  or  more  in  height ; 
footings  sball  e.\tend  at  least  to  a  depth  drained  by 
sewer   in    adjacent   streets   and   alleys. 

Exception  if  sewer  is  greater  than  10  ft.  below 
sidewalk  grade.  Such  foundation  need  not  extend  to 
a  greater  depth  than  10  ft.  if  soil  conditions  are  fls 
per   ordinance — Sec.740b. 


lawful  to  build  the  same  unless  trenches 
in  which  the  work  is  being  executed  are 
kept  free  from  water  by  bailing,  pumping,  or 
otherwise,  until  after  the  completion  of  work 
upon  the  foundations  and  until  all  cement 
has  properly  set.  In  all  cases  a  connection 
with  the  street  sewer  shall  be  established 
before  beginning  the  work  of  laying  foun- 
dations. 

7  4  0.  Foundations — Where  not  Permitted 
— Depth  Below  Surface — Independent  ol 
Underground  Construction  Owned  or  Con- 
trolled by  the  City.)  (a)  Foundations 
must  rest  on  hard  sound  soil,  and  shall  not 
be  laid  or  filled  or  made  ground  or  on  loam, 
or  on  any  soil  containing  admixture  of 
organic  matter.  Foundations  shall  in  all 
cases  extend  at  least  four  feet  below  the 
finished  surface  of  the  ground  upon  which 
they  are  built,  unless  footings  rest  on  bed 
rock. 

(b)  Foundations  shall  in  all  cases  extend 
at  least  four  feet  below  the  surface  of  the 
ground  upon  which  they  are  built,  and  in 
the  case  of  all  buildings  100  feet  or  more 
in  height,  foundations  shall  extend  at  least 
to  the  depth  drained  by  the  street  sewer 
in  the  adjacent  streets  or  alleys;  but  if  such 
sewers  are  at  a  greater  depth  than  ten  feet 
below  the  sidewalk  grade,  such  foundations 
need  not  extend  to  a  greater  depth  than  ten 
feet,  provided  that  sound,  hard  soil  Is  found 
at   that   depth. 

(c)  Every  building  forty  feet  or  more  In 
height,    hereafter    erected,    which    is    located 


Pig.    26. 

SECTION     742. 

A — old    or   present    wall. 

B — new   wall. 

A — foundation   under   eld    wall. 

B — required    new    foundation. 

adjacent  to  any  street  or  alley  containing 
any  then  existing  water  main,  water  tunnel, 
sewer,  conduit,  tunnel,  subway  or  otlier 
underground  construction,  owned  or  con- 
trolled by  the  City,  shall  be  so  constructed 
that  the  foundation  or  superstructure  thereof 
shall  not  be  supported  in  whole  or  in  part 
by    any    such    underground    construction. 

7  41.  Foundation  Construction.)  Founda- 
tions shall  be  constructed  of  stone,  gravel 
or  slag  concrete,  dimension  stone  or  rubble 
stone,  sewer  or  paving  bricks,  iron  or  steel 
imbedded  in  concrete  or  piles,  or  a  combina- 
tion of  any  of  the  same.  All  masonry  foun- 
dations   shall    be   laid   in   cement   mortar. 

742.  Foundation  of  New  and  Old  Walls.) 
In  all  cases  where  there  is  an  increase  in 
the  thickness  of  walls,  a  new  foundation 
shall  be"  built  in  such  a  manner  as  to  carry 
jointly  "  both  the  new  and  old  walls,  and 
the  soil  under  such  foundations  shall  not 
be  loaded  beyond  the  limits  specified  in  this 
Chapter. 

All  foundations  shall  be  protected  against 
the  effects  of  frost,  and  cement  mortar  which 
has  been  affected  by  frost,  shall  not  be  used 
in    building    operations. 

743.  Foundations — Pile  Boring's  Beciuired 
— Safe  £oad  Required — Fiber  Stress.)  (a) 
Where  pile  foundations  are  used,  the  Com- 
missioner of  Buildings  may  require  auger 
borings  of  the  soil  to  be  made  to  determine 
the    position    of    the    underlying    stratum    of 
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hard  clay  or  rock.  The  heads  of  the  piles 
shall  be  protected  against  splitting  while 
they  are  being  driven.  The  piles  shall  be 
sawed  off  to  a  uniform  level  at  least  one 
foot  below  Chicago  datum  after  being  driven, 
and  the  heads  shall  be  imbedded  in  concrete 
or  covered  with  a  grillage  so  proportioned 
that  in  the  transmission  of  the  load  from 
the  structure  to  the  pile  the  stresses  in  the 
materials  shall  not  exceed  that  prescribed 
in  this  Chapter.  The  top  of  timber  grillage 
shall  be  at  least  one  foot  below  Chicago 
datum. 

(b)  The  center  of  gravity  of  a  pile  foun- 
dation shall  coincide  with  the  center  of 
gravity  line  of  the  load  or  loads  which  it 
carries. 

(c)  No  pile  of  less  than  six  inches  diam- 
eter at  small  end  shall  be  used. 

(d)  The  safe  load  on  a  pile  shall  be  de- 
termined by  and  shall  not  exceed  the  follow- 
ing   formula: 


2wh 


P=- 


for   steam  hammer; 


1 

S+- 

10 

2wh 

P= for  drop  hammer; 

S+1 
In  which  formula 
S=set   in   inches. 
h=fall    in    feet. 
w=:weight   of  hammer. 
P=safe  load  in  pounds. 

(e)  The  maximum  load  on  a  timber  pile 
shall  not  exceed   50,000   pounds. 

(f)  A  wood  follower  shall  not  be  used  in 
determining  the   safe   load. 

(g)  Plans  for  pile  foundations  shall  be 
submitted  to  the  Commissioner  of  Buildings 
for  approval  and  shall  specify  the  least 
diameter  of  small  end  of  piles,  and  no  piles 
with  smaller  diameter  of  points  than  that 
specified  for  the  job  shall   be  used. 

(h)  There  shall  not  be  less  than  two 
rows  of  piles  under  all  external  party  walls 
or  other  walls  less  than  seventy  feet  high, 
and  not  less  than  three  rows  under  all  walls 
over  seventy  feet  high,  excepting  under 
walls  not  exceeding  fifty  feet  in  height  a 
single  staggered  row  of  piles  may  be  used 
if  other  conditions  of  stability  are  complied 
with. 

744.  Concrete  Files  Allowable — Compres- 
sion— Tests — How  Made,  (a)  Where  con- 
crete piles  are  used  test  piles  shall  be  driven 
and  loaded  under  the  general  direction  of 
the   Commissioner   of   Buildings. 

(b)  The  allowable  compression  of  con- 
crete piles  shall  not  exceed  400  pounds  per 
square  inch  at  a  section  six  feet  from  the 
surface  of  the  ground  in  immediate  contact 
with  the  pile. 

(c)  These  tests  shall  conform  to  the  fol- 
lowing regulations:  Tests  shall  be  made  on 
at  least  two  piles  in  different  locations  and  as 
directed  by  the  Commissioner  of  Buildings. 
Not  less  than  three  piles  to  be  driven  for 
each  test.  The  pile  to  be  loaded  to  be 
driven  first,  the  second  pile  to  be  driven 
within  six  hours  of  the  driving  of  the  first, 
the  third  pile  to  be  driven  within  twenty  to 
twenty-four  hours  after  the  first.  The  two 
latter  shall  each  be  driven  with  centers  not 
to  exceed  twice  the  greatest  diameter  of 
pile,  from  the  center  of  the  test  pile. 

(d)  The  tests  shall  not  be  started  until 
at  least  ten  days  after  the  piles  to  be 
loaded  are  driven,  except  that  piles  that  have 
been  cast  and  .set  up  before  driving  may  be 
tested  as  soon  as  practicable  after  driving. 
The  piles  shall  be  loaded  with  twice  the 
proposed    carrying    load    of    the    piles. 

(e)  The     settlement     shall     be     measured 


daily  until  a  period  of  twenty-four  hours 
shows  no  settlement. 

(f)  One-half  of  .  the  test  load  shall  be 
allowed  for  the  carrying  load,  if  the  test 
sliows  no  settlement  for  twenty-four  hours 
and  the  total  settlemeiit  has  not  exceeded 
one  one-hundredths  of  an  inch  multiplied 
by   the   test  load   in   tons. 

745.  Steel  Bails  or  Beams  in  Concrete.) 
If   steel   or   iron    rails   or   beams   are   used   ad 
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(A)  Steel  and  iron  rails  and  beams  to  be  Ira- 
bedded  in  concrete,  extending  not  less  than  4  inciies 
beyond     metal. 

(See  Special  Ruling-  V,  Fage  301.) 

parts  of  foundations,  they  shall  be  entirely 
imbedded  in  concrete  extending  not  less 
than   four   inches  beyond  tlie   metal. 

746.  Allowable  Stresses  and  Special  Be- 
^iiirements  for  Masonry.)  (a)  Allowable 
stresses  in  pounds  per  square  inch  on  plain 
concrete  and  stone  masonry  shall  not  exceed 
the   following: 

Lbs. 
Coursed  rubble  Portland  cement  mortar  200 
Ordinary  rubble  Portland  cement  mortar  100 

Coursed    rubble   lime   mortar 120 

Ordinary    rubble    lime    mortar 60 

First-class     granite     masonry,     Portland 

cement    mortar 600 

First-class  lime  and  sandstone  masonry, 

Portland   cement  mortar 400 

Portland   cement   concrete   1-2-4   mixture, 

machine     mixed 400 

Portland   cement  concrete  1-2-4  mixture, 

hand     mixed 350 

Portland  cement  concrete  l-2i^-5  mix- 
ture,   machine    mixed 350 

Portland  cement  concrete  1-2^^-5  mix- 
ture,   hand    mixed 300 

Portland   cement   concrete   1-3-6   mixture, 

machine     mixed 300 

Portland   cement   concrete   1-3-6   mixture, 

hand    mixed     250 

Natural    cement    concrete    1-2-5    mixture  150 

(b)  Allowable  compression  in  pounds  per 
square  inch  on  brick  masonry  shall  not  ex- 
ceed  the   following: 

Lbs. 

No.  1  paving  brick,  1  part  Portland  ce- 
ment,   3    parts    torpedo    sand 350 

No.  2  pressed  brick  and  sewer  brick, 
mortar   same    as    referred    to    above...    250 

No.  3  hard  common  select  brick,  Portland 
cement  mortar,  same  as  referred  to 
above     200 

No.  4  hard  common  select  briclt,  1  part 
Portland,  1  lime,  3  sand  as  referred 
to   above    175 

No.  5  common  brick,  all  grades,  Portland 
cement    mortar    179 

No.  6  common  brick,  all  grades,  good  lime 
and    cement    mortar 125 

No.  7  common  brick,  all  grades,  natural 
cement   mortar    150 

No.  8  common  brick,  all  grades,  good 
lime    mortar 100 

(c)  Brick    under    Nos.    1    and    2    shall    not 
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crush  at  less  than  5,000  pounds  pressure  per 
square   inch   of  gross  area. 

(<1)  Brick  under  Nos.  3  and  4  shall  not 
crush  at  less  than  2,300  pounds  pressure  per 
square  inch  of  gross  area. 

(e)  Brick  under  Nos.  5,  6,  7  and  8  shall 
not  crush  at  less  than  1,800  pounds  pressure 
per  square  inch  of  gross  area.  Sand  lime 
brick  of  this  crushing  strength  may  be  used 
where   common    brick    is   permitted. 

(f)  Isolated  piers  of  concrete,  brick,  or 
masonry  shall  not  be  higlier  than  six  times 
their  smallest  dimensions  unless  the  above 
unit  of  stresses  are  reduced  according  to  the 
following    formula: 

H 

P    equals    C    (1.25    minus ) 

20D 
In   which   formula 

P  is   the   reduced   allowed  unit   stress. 
C  is  the  unit  stress  in  the  above  table. 
H  is  the  height  of  the  pier  in  feet. 
D  is  the  least  dimension  of  the  pier  in  feet 

(g)  No  pier  shall  exceed  in  height  twelve 
times  the  least  dimension.  Weight  of  pier 
shall  be  added  to  other  loads  in  computing 
load   coming  on   the  pier. 

7  47.  Definition  of  Terms  Used  for  the 
Construction  of  Walls.)  (a)  Wherever  the 
terms  masonry,  masonry  walls  or  masonry 
construction,  incombustible  wall,  fireproof 
wall  or  wall  of  fireproof  or  incombustible  ma- 
terial are  used  with  reference  to  or  in  con- 
nection with  tlie  construction  of  walls  in  this 
chapter,  such  terms  are  hereby  defined  to 
mean  solid  walls  of  brick,  stone  or  concrete, 
built  of  solid  material,  except  such  walls  as 
are  allowed  under  tiie  provisions  of  Section 
779  of  this  chapter.  Where  brick  is  used  in 
the  construction  of  any  wall,  the  length  and 
thickness  of  such  brick  may  vary,  but  each 
brick  must  be  at  least  three  and  seven- 
eighths   inches    in   width. 

(b)  Ordinary  rubble  is  hereby  defined  as 
masonry  composed  of  unsquared  stones  laid 
witliout  attempting  any  regularity  of  courses 
or   bond. 

Coursed  rubble  is  hereby  defined  as  mason- 
ry having  approximately  level  joints;  stones 
to  be  roughly  slaaped  so  as  to  fit  approxi- 
mately;   joints    in   wall    or   pier   to   be   leveled 


off  every  three  (3)  feet  in  height  and  to  be 
well    bonded. 

First  class  masonry  is  hereby  defined  as 
masonry  built  of  stones  in  regular  courses, 
the  bearing  surfaces  of  which  as  well  as 
ends,  to  be  roughly  tooled  off  and  shall  be 
laid  witli  alternate  lieaders  and  stretchers 
so  as   to  secure  perfect  bond. 

74S.  Ashlar  Facing'.)  (a)  Ashlar  facing 
of  masonry  walls  sliall  only  be  considered 
as  part  of  wall  for  the  purpose  of  carrying 
weight,  when  it  has  a  minimum  bond  as 
follows: 

(b)  Every  second  course  to  be  a  bond 
course,  this  bond  course  to  extend  Into  the 
backing  a  distance  equal  to  the  least  thick- 
ness of  ashlar.  In  addition  to  such  bond, 
each  stone  in  all  courses  sliall  be  tied  to 
backing  by  two  galvanized  iron  anchors.  No 
ashlar  shall  be  less  than  four  inches  thick, 
nor  shall  the  height  of  any  stones  exceed 
five    times   its   thickness. 

74  9.     Soft   Bricks — "Where   Not   Permitted.) 

Soft  bricks  shall  not  be  used  in  any  part 
of  a  building  where  exposed  to  the  weather, 
nor   in   external   or   internal   piers   of  bearing 

walls. 

7'<0.  Brickwork — Bonding*  of.)  The  bond 
of  all  brickwork  sliall  be  formed  by  laying 
one  course  of  headers  for  every  five  courses 
of  stretchers;  provided  that  in  the  case  of 
pressed  brick  facing,  two  headers  and  a 
stretclier  may  be  laid  alternately  in  every 
course  or  an  equivalent  number  of  full 
headers  may  be  used  in  any  other  ar- 
rangement approved  by  the  Commissioner  of 
Buildings;  and  provided  further,  that 
pressed  brick  facing,  wlien  not  counted  as 
part  of  the  bearing  wall,  may  be  laid  with 
fewer  or  no  header  courses  if  anchored  to 
the  backing  by  metal  ties  of  design,  material, 
weight  and  quantity  approved  by  the  Com- 
missioner   of    Buildings. 

751.  Bricks — How  Iiaid.)  All  brick  laid 
up  in  cement,  or  lime  and  cement  mortar, 
shall  be  thoroughly  drenched  immediately 
before  being  laid  unless  laid  in  freezing 
weather.  Both  horizontal  and  vertical  joints 
shall  be  filled  with  mortar  in  all  kinds  of 
brick    masonry. 


752.  Allowable  Stresses  and  Special  Beqnlrements  for  Timber.)  The  maximum  allow- 
able stresses  in  pounds  per  square  inch  on  actual  sections  for  timber  shall  be  as  follows 

Compression  Compression 

Extreme  Across  Grain  Across 

Fibre  Stress  in  Build-  Grain  Sliear 

and  Tension  Compression  ings  Hereafter  in  Existing  with 

with  Grain.  with  Grain.  Erected.  Buildings.  Grain. 

Douglas   Fir   and    Long   Leaf    Yellow    Pine 1,300  1,100  250  4OO  130 

Oak     1,200  900  500  600  200 

Short   Leaf    Yellow    Pine 1,000  800  250  SOO  120 

Norway     Pine     800  700  200  300  80 

White    Pine    800  700  200  SOO  80 

Hemlock     600  500  150  SOO  60 

The   unit  stress  on   timber  posts  shall  comply  with  the  following  formula: 

L 

C=l— ( ) 

80D 
In  the  above  formula: 

C  equals  compressive  strength  of  timber  with  the  grain  as  given  in  the  table 

Li  equals  length   in    inches. 

D  equals   least   diameter   inches. 

The    maximum    length    of   a    timber^   post    shall    not    exceed    thirty    diameters. 
Timber  columns   shall   not   be  used   in   buildings  of  greater  height   than   twice  the   width 
of  the  building  nor  in   buildings  over  one  hundred   feet  in   height. 

753.  Quality  of  Timber.)  Timber  used  for  building  purposes  shall  be  sound,  well 
manufactured,  close  grained,  free  from  wind  shakes,  or  from  dead,  loose,  decayed,  encased 
or  pitch  knots,  or  knots  and  other  defects  that  will  materially  impair  its  strength  and  dura- 
bility. 
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Cast 
Steel. 
16,000 
14.000 
16,000 


Wrouglit 
Iron. 
12,000 
10.000 
12,000 


)       The 
exceed 

Cast 
Iron. 

Vo',666 
"  V.666 

10,000 


754.      Maximum    Allowable    Stresses    ana    Special   Beciuirements   for   Metals.)       (a 

maximum   allowable   stres.ses    in    pounds   per   square   Inch    in    steel   and    iron   shall   not 
the  following:  Rolled 

Steel. 

Tension    on   net   section 16,000 

Maximum   compression   on   gross   section 14,000 

Bending   on   extreme  fibre 16,000 

Bending   on   extreme   fibre    tension 

Bending   on    extreme   fibre   compression 

Bending   on    extra   fibres   of   pins 25,000         

Shear:   shop   driven    rivets  and    pins 12,000         

Shear:  field    driven    rivets 10,000         

Shear  on   rolled  steel    shapes 12,000         

Shear  plate   girder  webs;  gross   section 10,000         

Shear  on   brackets    2,000 

Bearing,  shop  driven  rivets   and  pins 25,000         

Bearing,   field     rivets     20,000         

(b)      The    allowable    compressive    stresses  per    square   inch    shall    be   determined    by    the 
following  formulae: 

pin-hole  at  least  25  per  cent  in  excess  of 
the  net  section  of  the  body  of  the  member 
and  the  net  section  back  of  the  pin-hole, 
parallel  with  the  axis  of  the  member,  shall 
not  be  less  than  the  net  section  of  the  bod.v 
of  the  member. 

757.  Plate  Girders  —  Tlanges  —  Compres- 
sion.) (a)  Plate  girders  shall  be  propor- 
tioned either  by  the  moment  of  inertia  of 
their  net  section,  or  by  assuming  that  the 
flanges  are  concentrated  at  their  centers  of 
gravity  and  a  unit  stress  used  such  that  the 
extreme  fibre  stress  does  not  exceed  16,000 
pounds  per  square  inch,  in  which  case  one- 
eightli  of  the  gross  section  of  the  web,  if 
properly  spliced,  may  be  used  as  flange 
section. 

(b)  The  gross  section  of  the  compres- 
sion flanges  of  plate  girders  shall  not  be 
less  than  the  gross  section  of  the  tension 
flanges;  nor  shall  the  stress  per  square  inch 
in  the  compression  flange  of  any  beam  or 
girder  of  a  longer  length  than  25  times  the 
width   exceed. 

L. 
20,000—160— 
B 
In   which  formula 

L    equals    unsupported    distance    and 
B    equals    width    of    flange. 

(c)  The  flanges  of  plate  girders  shall  be 
connected  to  the  web  witli  a  suflicient  num- 
ber of  rivets  to  transfer  the  total  shear  at 
any  point  in  a  distance  equal  to  the  effective 
depth  of  the  girder  at  that  point  combined 
witli  any  load  that  is  applied  directly  on  the 
flanges. 

(d)  "Webs  of  plate  girders  shall  be  pro- 
vided with  stiffeners  over  all  bearing  points, 
under  all  points  of  concentrated  loading 
and  elsewhere  wlien  required  by  good  en- 
gineering  practice. 


Steel     16,000 — 70 — 

R 
L, 

Wrought    iron     12,000—60 — 

R 
L. 

Cast    Iron    10,000—60— 

R 

In  the  above  formulae: 
Li  equals  length   in   inches. 
R  equals  least  radius  of  gyration  in  inches. 

(c)  In  no  case  shall  the  allowable  com- 
pressive stress  exceed  that  given  in  para- 
graph  (a)   of  this  section. 

(d)  For  steel  columns  filled  with,  and  en- 
cased in  concrete  extending  at  least  three 
inches  beyond  the  outer  edge  of  the  steel, 
where  the  steel  is  calculated  to  carry  the  en- 
tire live  and  dead  load,  the  allowable  stress 
per  square  inch  shall  be  determined  by  the 
following   formula: 

18,000—70 — , 
R 
but    shall    not    exceed    16,000    pounds. 

(e)  For  steel  columns  filled  with,  but  not 
encased  in,  concrete  the  steel  shall  be  calcu- 
lated to  carry  the  entire  live  and  dead  load. 
In  this  case  the  above  formula  may  be  used, 
but  the  allowable  stress  shall  not  exceed 
14,000  pounds. 

(f )  Stresses  due  to  eccentric  loading  shall 
be  provided   for  in   all   compressive  members. 

(g)  The  length  of  rolled  steel  compressive 
members  shall  not  exceed  one  hundred  twen- 
ty times  the  least  rndius  of  gyration,  but  the 
limiting  length  of  struts  for  wind  bracing 
only  may  be  one  hundred  fifty  times  the 
least  radius  of  gyration.  The  limiting  length 
for  cast  iron  columns  shall  be  seventy  times 
the  least  radius  of  gyration. 

(h)  Cast  iron  columns  shall  not  be  used 
In  buildings  of  greater  height  than  twice  the 
least  width,  or  in  buildings  over  100  feet 
high. 

(See  Special  Ruling'  VIII,  Pag-e  301.) 

755.  £ive  and  Dead  Iioads — Stress.)  (a) 
Wherever  the  live  and  dead  load  stresses 
are  of  opposite  character,  only  70  per  cent 
of  the  dead  load  stress  shall  be  co'nsidered 
as  effective  in  counteracting  the  live  load 
stress. 

(b)  For  stresses  produced  by  wind  forces 
combined  with  those  from  live  and  dead 
load,  the  unit  stress  may  be  increased  fifty 
per  cent,  over  those  given  above;  but  the 
section  shall  not  be  less  than  required  i4 
wind   forces   be   neglectpd. 

(See  Special  Ruling'  xm.) 

756.  Riveting — Tension.)  (a)  In  propor- 
tioning tension  members  the  diameter  of 
the  rivet  holes  shall  be  taken  one-eighth  of 
an  inch  larger  than  the  nominal  diameter  of 
the  rivet. 

(b)  In  proportioning  rivets  the  nominal 
diameter   of   the   rivet   shall   be   used. 

(c)  Pin-connected  riveted  tension  mem- 
bers   shall    have    a    net    section    through    the 


Reinforced    Concrete. 
(See   Special   Ruling   II   and   III,    Page    293.) 

758  Reinforced  Concrete  —  Definition  — 
Plans.)  The  term  "Reinforced  Concrete" 
is  hereby  defined  as  any  combination  of  metal 
imbedded  in  concrete  to  form  a  structure  so 
that  the  two  materials  assist  each  other  to 
sustain  all  the  stresses  imposed.  Before  a 
permit  to  erect  any  reinforced  concrete  struc- 
ture is  issued,  complete  plans  and  specifica- 
tions shall  be  filed  with  the  Commissioner  of 
Buildings,  showing  all  details  of  the  con- 
struction, including  detail  of  working  joints, 
the  size  and  position  of  all  reinforced  rods, 
stirrups  or  other  forms  of  metal,  and  giving 
the  composition  and  proportion  of  the  con- 
crete; provided,  however,  that  permission 
to  erect  any  reinforced  concrete  structure 
does  not  in  any  manner  approve  the  con- 
struction until  after  tests  have  been  made 
of  the  actual  construction  to  the  satisfac- 
tion of  the  Commissioner  of  Buildings. 
(See  Special  Ruling  III,  Page  293.) 
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75!).  Ratio  of  Moduli  of  Elasticity — Ad- 
hesion— Bond.)  (a)  The  calculations  foi 
the  strength  of  reinforced  concrete  shall  be 
based  on  the  assumed  ultimate  compressive 
strength  per  square  inch  designated  by  tlie 
letter  "U"  given  in  tlie  table  below  for  the 
mixture  to  be  used. 

(b)  The  ratio  designated  by  the  letter 
"R"  of  the  modulus  of  elasticity  of  steel  to 
tliat  of  the  different  grades  of  concrete  shall 
be  taken  in  accordance  with  tiie  following 
table: 

Mixture.  U  R 

1    cement,    1    sand,    2    broken    stone, 

gravel    or    slag    2,900     10 

1   cement,   li^    sand,   3   broken  stone, 

gravel    or    slag    2,400     12 

1    cement,    2    sand,    4    broken    stone, 

gravel    or    slag    2,000      15 

1   cement,   2iA   sand,   5   broken   stone, 

gravel    or    slag    1,750     18 

1    cement.    3    sand,    7    broken    stono, 

gravel    or    slag    1,500     20 

(See  Special  Ruling-  II,  Paffe  297.) 

7f)0.  "Unit  Stresses  for  Steel  and  Con- 
crete.) (a)  The  stresses  In  tho  concr  te 
and  the  steel  shall  not  exceed  the  following 
limits: 

(b)  Tensile  stress  in  steel  shall  not  ex- 
ceed one-third  of  Its  elastic  limits  and  shall 
not   exceed   18,000   pounds  per  square   inch. 

(c)  Shearing  stress  in  steel  shall  not  ex- 
ceed  12.000   pounds  per  square   inch. 

(d)  The  compressive  stress  in  steel  shall 
not  exceed  the  product  of  the  compressive 
stress  in  the  concrete  multiplied  by  the 
elastic  modulus  of  the  steel  and  divided  by 
the  elastic  modulus  of  the  concrete. 

(e)  Direct  compression  In  concrete  shall 
be  one-fifth  of  its  ultimate  strength.  Bend- 
ing in  extreme  fibre  of  concrete  shall  be 
thirty-five  one-hundredths  of  the  ultimate 
strength. 

(f)  Tension  in  concrete  on  diagonal  plane 
shall  be  one-fiftieth  of  the  ultimate  com- 
pressive   strength. 

(g)  For  a  concrete  composed  of  one  part 
of  cement,  two  parts  of  sand  and  four  parts 
of  broken  stone,  .the  allowable  unit  stress 
for  adhesion  per  square  inch  of  surface  of 
imbedment    shall    not    exceed    the    following: 

Pounds  Per 
Sq. Inch. 
On   plain   round  or  square  bars  of  struc- 
tural   steel    70 

On   plain    round   or  square   bars  of   high 

carbon    steel    50 

On  plain   flat  bars,   in   which   the  ratio  of 

the  sides   is   not  more  than   2   to   1....    50 
On  twisted  bars  when  the  twisting  is  not 
less   than    one   complete   twist   in   eight 

diameters     100 

(h)  For  specially  formed  bars,  the  allow- 
able unit  stress  for  bond  shall  not  exceed 
one-fourth  of  the  ultimate  bond  strength  of 
such  bars  without  appreciable  slip  wliich 
shall  be  determined  by  tests  made  by  the 
person,  firm  or  corporation  engaged  in  such 
construction  work  to  the  satisfaction  of  the 
Commissioner  of  Buildings,  but  provided  that 
in  case  shall  such  allowable  unit  stress  ex- 
ceed 100  pounds  per  square  inch  of  the  spe- 
cially  formed   bars. 

761.  Design  for  Slabs,  Beams  and  Gird- 
ers.) Reinforced  concrete  slabs,  beams 
and  girders  shall  be  designed  in  accordance 
with  the  following  assumptions  and  re- 
quirements: 

(a)  The  common  theory  of  fiexure  shall 
be  applied  to  beams  and  members  resisting 
bending. 

(b)  The  adhesion  between  the  concrete 
and  the  steel  shall  be  suflicient  to  make  the 
two   materials   act   together. 

(c)  The  steel  to  take  all  the  direct  ten- 
sile  stresses. 


(d)  The  stress  strain  curve  of  concrete 
in    compression    is   a  straight  line. 

(e)  The  ratio  of  the  moduli  of  elasticity 
of  concrete  to  steel  shall  be  as  specified  in 
the  table  in  Section  759. 

(See  Special  Ruling-  II  and  IV,  Pages 
293-299.) 

7r,i;.  Moments  of  External  Forces.)  (a) 
Beams,  girders,  fioor  or  roof  slabs  and  joists 
shall  be  calculated  as  supported,  or  with 
fixed  ends,  or  with  partly  fixed  ends,  in  ac- 
cordance with  the  actual  end  conditions, 
the  number  of  spans  and  the  design. 

(b)  When  calculated  for  ends  partly 
fixed  for  intermediate  spans  with  an  equally 
distributed  load  where  the  adjacent  spans 
are    of   approximately    equal    lengths: 

Bending   moment   at    center  of   spans  shall 
not  be  less  than  that  expressed  in  the  foUow- 
WL,= 

ing    formula    ■ •    for    intermediate    spans 

12 
WL= 

and   • for   end   spans. 

10 

(c)  The    moment   over   supports   shall   not 

WU 

be   less   than    the   formula  and   the   sum 

IS 
of  the  moments  over  one  support  and  at  the 
center  of  span   shall   be   taken   not   less   than 
WL» 

the    formula   . 

6 
In  the  formulas  hereinabove  given   "W"  is 
the   load   per  lineal   foot  and    "L"    the   length 
of   span    in   feet. 

(d)  In  case  of  concentrated  or  special 
loads  the  calculations  shall  be  based  on  tlie 
critical  condition  of  loading. 

(e)  For  fully  supported  slabs,  the  free 
opening  plus  the  deptli,  for  continuous  slabs, 
the  distance  between  centers  of  supports,  is 
to   be    taken    as    the   span. 

(f)  Where  the  vertical  shear,  measured 
on  the  section  of  a  beam  or  girder  between 
the  centers  of  action  of  the  horizontal 
stresses,  exceeds  one-fiftieth  of  the  ultimate 
direct  compressive  stress  per  square  inch, 
web  reinforcement  shall  be  supplied  suf- 
ficient to  carry  the  excess.  The  web  rein- 
forcement shall  extend  from  top  to  bottom 
of  beam,  and  loop  or  connect  to  the  horizon- 
tal reinforcement.  The  horizontal  rein- 
forcement carrying  tlie  direct  stresses  shall 
not    be   considered   as    web    reinforcement. 

(g)  In  no  case,  however,  shall  the  verti- 
cal shear,  measured  as  stated  above,  exceed 
one-fifteenth  of  the  ultimate  compression 
strength    of   the    concrete. 

(h)  For  T  beams  the  width  of  the  stem 
only  shall  be  used  in  calculating  the  above 
shear. 

(i)  When  steel  is  used  in  the  compres- 
sion side  of  beams  and  girders,  the  rods 
shall  be  tied  in  accordance  with  require- 
ments of  vertical  reinforced  columns  with 
stirrups  connecting  with  the  tension  rods 
of   the    beams   or    girders. 

(j)  All  reinforcing  steel  shall  be  accu- 
rately located  in  the  forms  and  secured 
against  displacement;  and  inspected  by  the 
representative  of  the  architect  or  engineer  in 
charge  before  any  surrounding  concrete  be 
put  in  place.  It  shall  be  afterwards  com- 
pletely inclosed  by  the  concrete,  and  such 
steel  shall  nowhere  be  nearer  the  surface 
of  the  concrete  than  li/^-inch  for  columns, 
IV^  inch  for  beams  and  girders,  and  i/^-inch, 
but  not  less  tlian  the  diameter  of  the  bar, 
for   slabs. 

(k)  The  longitudinal  steel  in  beams  and 
girders  shall  be  so  disposed  that  there  shall 
be  a  thickness  of  concrete  between  the  sep- 
arate pieces  of  steel  of  not  less  than  one 
and  one-half  times  the  maximum  sectional 
dimension    of    the   steel. 
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(1)  For  square  slabs  with  two-way  rein- 
forcements the  bending  moment  at  tlie  cen- 
ter  of   tlie   slab   shall    not   be    less    than    that 

expressed    in    the    formula    for    inter- 

24 

mediate   spans,   ai\d  for  end  spans. 

20 
(m)     The  moment  over  supports  shall  not 
WL» 

be  less  than  the  formula  and  the  sum 

36 
of  the  moments  over  one  support  and  at  the 
center   of   the   span    shall   be   taken   not  less 

than  the  formula  . 

12 

In  which  above  formula  "W"  is  the  load 
per  lineal  foot  and  "L."  the  length  of  the 
span. 

(n)  For  squares  or  rectangular  slabs, 
the  distribution  of  the  loads  in  the  two  di- 
rections, shall  be  inversely  as  the  cubes  of 
the   two   dimensions. 

(o)  Exposed  metal  of  any  kind  will  not 
be  considered  a  factor  in  the  strength  of 
any  part  of  any  concrete  structure,  and  the 
plaster  finish  applied  over  the  metal  shall 
not  be  deemed  sufficient  protection  unless 
applied  of  sufficient  thickness  and  so  se- 
cured as  to  meet  the  approval  of  the  Com- 
missioner   of    Buildings. 

(p)  Shrinkage  and  tiiermal  stresses  shall 
be  provided    for   by    introduction   of   steel. 

(See  Special  Ruling-  II,  Fag-e  293.) 

763.  Limiting'     Width    of    Tlange    in    "T" 

Beams.)  (a)  In  tlie  calculation  of  ribs, 
a  portion  of  the  floor  slab  may  be  assumed 
as  acting  in  flexure  in  combination  with  the 
rib.  The  width  of  the  slab  so  acting  In 
flexure  is  to  be  governed  by  the  shearing 
resistance  between  rib  and  slab,  but  limited 
to  a  width  equal  to  one-tliird  of  the  span 
length  of  the  ribs  between  supports  and 
also  limited  to  a  width  of  three-quarters  of 
the  distance  from  center  to  center  between 
ribs. 

(b)  No  part  of  the  slab  shall  be  consid- 
ered as  a  portion  of  the  rib,  unless  the  slab 
and  rib  are  cast  at  tlie  same   time. 

(c)  Where  reinforced  concrete  girders 
support  reinforced  concrete  beams,  the  por- 
tion of  floor  slab  acting  as  flange  to  the 
girder  must  be  reinforced  with  rods  near 
the  top,  at  right  angles  to  the  girder,  to  ena- 
ble It  to  transmit  local  loads  directly  to  th( 
girder  and   not   through   the   beams. 

(See  Special  Baling  IV,  Page  299.) 

764.  Reinforced  Concrete  Columns — Iiimit 
of  Lenglih — Per  Cent  of  Reinforcement — 
Bending  Moment  in  Columns — Tying-  Verti- 
cal Rods.)  (a)  Reinforced  concrete  may 
be  used  for  columns  in  which  the  concrete 
shall  not  be  leaner  than  a  1:2:4  mixture  and 
in  which  the  ratio  of  length  to  least  side  or 
diameter  does  not  exceed  twelve,  but  in  no 
case  shall  the  cross  section  of  the  column 
be  less  than  64  square  inches.  Longitudi- 
nal reinforcing  rods  must  be  tied  together 
to  effectively  resist  outward  flexure  at  in- 
tervals of  not  more  tlian  twelve  times  least 
diameter  of  rod  and  not  more  than  18 
inches.  When  compression  rods  are  not  re- 
quired, reinfoicing  rods  sliall  be  used,  equiv- 
alent to  not  less  than  one-half  of  one  per 
cent  of  the  cross  sectional  area  of  the  col- 
umn; provided,  however,  that  the  total  sec- 
tional area  of  the  reinforcing  steel  shall  not 
be  less  than  one  square  inch,  and  that  no  rod 
or  bar  be  of  smaller  diameter  or  smaller 
least  dimensions  than  one-half  incli.  The 
area  of  reinforcing  compression  rods  shall 
be  limited  to  three  per  cent,  of  cross  sec- 
tional area  of  the  column.  Vertical  rein- 
forcing  rods    shall    extend    upward   or   down- 


ward into  the  column,  above  or  below,  lap- 
ping the  reinforcement  above  or  below 
enough  to  develop  the  stress  in  rod  by  the 
allowable  unit  for  adhesion.  When  beams 
or  girders  are  made  monolithic  with  or  rig- 
idly attaclied  to  reinforced  concrete  col- 
umns, the  latter  shall  be  designed  to  resist 
a  bending  moment  equal  to  the  greatest  pos- 
sible unbalanced  moment  in  the  beams  or 
girders  at  the  columns,  in  addition  to  the 
direct  loads  for  which  the  columns  are  de- 
signed. 

(b)  When  the  reinforcement  consists  of 
vertical  bars  and  spiral  hooping,  the  con- 
crete may  be  stressed  to  one-fourth  of  its 
ultimate  strength  as  given  in  Section  759, 
provided,  that  the  amount  of  vertical  rein- 
forcement be  not  less  than  the  amount  of 
the  spiral  reinforcement,  nor  greater  than 
eight  per  cent,  of  the  area  within  the  hoop- 
ing; that  the  percentage  of  spiral  hooping 
be  not  less  than  one-half  of  one  per  cent 
nor  greater  than  one  and  one-half  per  cent.; 
that  the  pitch  of  the  spiral  hooping  be  uni- 
form and  not  greater  than  one-tenth  of  the 
diameter  of  the  column,  nor  greater  than 
three  inches;  that  the  spiral  be  secured  to 
the  verticals  at  every  intersection  in  such 
a  manner  as  to  insure  the  maintaining  of 
its  form  and  position,  that  the  verticals  be 
spaced  so  that  their  distance  apart,  meas- 
ured on  the  circumference  be  not  greater 
than  nine  inches,  nor  one-eighth  the  circum- 
ference of  the  column  within  the  hooping. 
In  such  columns,  the  action  of  the  hooping 
may  be  assumed  to  increase  the  resistance 
of  the  concrete  equivalent  to  two  and  one- 
half  times  the  amount  of  the  spiral  hooping 
figured  iis  vertical  reinforcement.  No  part 
of  the  concrete  outside  of  the  hooping  shall 
be  considered  as  a  part  of  the  effective  col- 
umn   section. 

765.  Structural  Steel  Columns.)  When 
the  vertical  reinforcement  consists  of  a 
structural  steel  column  of  box  shape,  with 
lattice  or  battenplates  of  such  a  form  as  to 
permit  its  being  filled  with  concrete,  the 
concrete  may  be  stressed  to  one-fourth  of 
its  ultimate  strength  as  given  in  table  in 
Section  759,  provided  that  no  shape  of  less 
than  one  square  inch  section  be  used  and 
that  tlie  spacing  of  the  lacing  or  battens  be 
not  greater  than  the  least  width  of  the  col- 
umns. 

(See  Special  Ruling  X,  Page  301.) 

766.  Curtain  Walls  in  Skeleton  Construc- 
tion Buildings.)  Buildings  having  a  com- 
plete skeleton  construction  of  steel  or  of 
reinforced  concrete  construction,  or  a  com- 
bination of  both,  may  have  exterior  walls  of 
reinforced  concrete  eight  inches  thick;  pro- 
vided, however,  that  such  walls  shall  sup- 
port only  their  own  weight  and  that  such 
walls  shall  have  steel  reinforcement  of  not 
less  than  three-tenths  of  one  per  cent  In 
each  direction,  vertically  and  horizontally,  the 
rods  spaced  not  more  than  twelve-inch  cen- 
ters and  wired  to  each  other  at  each  intersec- 
tion. All  bars  shall  be  lapped  for  a  length 
sufficient  to  develop  their  full  stress  for 
the  allowable  unit  stress  for  adhesion.  Ad- 
ditional bars  sliall  be  set  around  openings, 
the  verticals  wired  to  the  nearest  horizon- 
tal bars,  and  the  horizontal  bars  at  top  and 
bottom  of  openings  shall  be  wired  to  the 
nearest  vertical  bars.  The  steel  rods  shall 
be  combined  with  the  concrete  and  placed 
where  the  combination  will  develop  thf 
greatest  strength,  and  the  rods  shall  b€ 
staggered  or  placed  and  secured  so  as  tc 
resist  a  pressure  of  tliirty  pounds  per  squarn 
foot,  either  from  the  exterior  or  from  the 
Interior  on  each  and  every  square  foot  of 
each    wall    panel. 

767.  Bending-    and    Blongation    of    Steel.) 

The  bending  and  elongation  of  steel  used 
in  reinforced  concrete  construction  shall 
conform    to  the  following  requirements:    (a) 
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Steel  having  a  diameter  of  three-fourths  of 
an  inch  or  less  shall  be  capable  of  bending 
cold  ninety  degrees  over  a  diameter  equal 
to  twice  the  thickness  of  the  piece  without 
fracture;  steel  over  tliree-fourths  inch  In 
diameter  shall  be  capable  of  bending  cold  to 
ninety  degrees  over  a  diameter  equal  to 
three   times   the   diameter   of   the   piece. 

(b)  Tlie  material  of  reinforcement  shall 
be  such  form  that  it  will  not  elongate  un- 
der working  stress  to  exceed  one  fifteen- 
hundredth. 

(c)  Reinforcing  steel  used  in  reinforcing 
concrete  construction  shall  not  be  painted, 
but  sliall  be  free  from  all  mill  scale  and 
loose    rust. 

76S.  Cement  Tests.)  (a)  Only  Portland 
cement  shall  be  used  in  reinforced  concrete 
construction.  All  cement  shall  be  tested  in 
car  load  lots  when  delivered,  or  in  quanti- 
ties eciual  to  tlie  same.  Cement  failing  to 
meet  the  requirements  of  accelerated  test 
sliall    be    rejected. 

(b)  Pats  of  neat  cement  must  be  allowed 
to  harden  twenty-four  hours  in  moist  air, 
and  tlien  be  submitted  to  tlie  accelerated 
test  as  follows:  A  pat  is  exposed  in  any  con- 
venient way  in  an  atmosphere  of  steam,  and 
above  boiling  water,  in  a  loosely  closed  ves- 
sel for  three  hours,  after  which  before  the 
pat  cools,  it  is  placed  in  the  boiling  water 
for  five  additional  hours.  To  pass  thi.s  test 
satisfactorily,  the  pat  shall  remain  firm  and 
hard,  and  show  no  signs  of  cracking,  dis- 
tortion   or   disintegration. 

(c)  Portland  cement  when  tested  shall 
have  a  minimum  tensile  strength  as  fol- 
lows: Neat  cement  after  one  day  in  moist 
air  shall  develop  a  tensile  strength  of  at 
least  200  pounds  per  square  inch;  after  one 
day  in  air  and  six  days  in  water  shall  de- 
velop a  tensile  strength  of  at  least  500 
pounds  per  square  inch,  and  after  one  day 
in  air  and  twenty-seven  days  in  water,  shall 
develop  a  tensile  strength  of  at  least  600 
pounds  per  square  inch.  Cement  and  sand 
tests  composed  of  one  part  of  cement  and 
three  parts  of  sand  shall  after  one  day  in  air 
and  six  days  in  water,  develop  a  tensile 
strength  of  at  least  175  pounds  per  square 
inch;  and  after  one  day  in  air  and  twenty- 
seven  days  in  water,  shall  develop  a  tensile 
strength  of  at  least  240  pounds  per  square 
inch. 

(d)  A  certificate  that  the  cement  used 
has  been  tested  and  has  met  the  require- 
ments of  this  section  and  that  the  tests 
liave  been  made  in  accordance  witli  the 
standard  specifications  and  tests  for  Portland 
cement  as  adopted  by  the  American  Society 
for  Testing  Materials,  and  by  the  United 
States  Government  adopted  1904;  revised 
1908,  1909,  1917  and  1921 — serial  designation 
C  9-21,  shall  be  furnished  by  the  architect 
or  engineer  in  charge  to  the  Commissioner 
of    Buildings. 

769.  Sand.)  The  sand  to  be  used  for  con- 
crete shall  be  clean,  hard,  coarse  sand,  of  the 
grade  known  as  torpedo  sand,  and  free  from 
loam  or  dirt,  not  less  than  45  per  centum 
shall  be  returned  on  a  screen  of  400  mesh 
to   the   square   inch. 

770.  Stone.)  The  stone  to  be  used  in 
concrete  sliall  be  clean  cruslied  hard  stone 
or  clean  crushed  blast  furnace  slag  or  gravel 
of  a  size  to  pass  through  a  one-inch  square 
mesh.  If  limestone  or  slag  is  used,  it  shall 
be  screened  to  remo've  all  dust;  if  gravel  Is 
used,  it  shall  be  thoroughly  washed.  Stone 
shall  be  drenched  immediately  before  us- 
ing. If  slag  is  used,  it  shall  be  of  such 
character  that  when  made  into  concrete  the 
concrete  will  develop  a  crushing  strength 
equal  to  tliat  specified  for  stone  or  gravel 
concrete. 

771.  Mixing".)  All  concrete  shall  be  mixed 
in  a  mechanical  mixer  except  when  limited 
quantities  are  required,  or  when  the  condi- 
tions  of   the   work  make   hand   mixing   pref- 


erable; hand  mixing  to  be  done  only  wlien 
approved  by  the  Commissioner  of  Buildings. 
In  all  mixing,  the  separate  ingredients  shall 
be  measured  and  shall  be  thoroughly  mixed 
and  must  oe  uniform  In  color,  appearance 
and    consistency    before    placing. 

772.  Placing  Concrete.)  In  filling  in  con- 
crete around  reinforcing  steel,  the  concrete 
must  be  worked  continuously  with  suitable 
tools,  as  it  is  put  in  place.  Filling  the  forms 
completely  and  puddling  afterward  will  not 
be  permitted.  In  placing  the  concrete,  the 
work  shall  be  so  laid  out  that  partly  set 
concrete  will  not  be  subjected  to  sliocks 
from  men  wheeling  or  handling  material 
over  it. 

773.  Concrete  Placed  in  Freezing"  Weath- 
er.) When  concreting  is  carried  on  in  freez- 
ing weather,  the  material  must  be  heated, 
and  such  provisions  made  tliat  the  concrete 
can  be  put  in  place  without  freezing.  The 
use  of  frozen,  lumpy  sand,  or  stone  depend- 
ing on  hot  water  used  in  mixing  to  thaw  it 
out  will  not  be  permitted.  All  reinforced 
concrete  shall  be  kept  at  a  temperature  above 
freezing  for  at  least  forty-eight  hours  after 
being  put  in  place.  All  forms  under  con- 
crete placed  in  freezing  weatlier  shall  re- 
main until  all  evidences  of  frost  are  absent 
from  the  concrete  and  the  natural  harden- 
ing of  the  concrete  has  proceeded  to  the 
point  of  safety. 

774.  Concrete  Placed  in  "Warm  Weather.) 

Concrete  laid  in  warm  weather  shall  be 
drenched  with  water  twice  daily,  Sunday 
included,  during  the  first  week  after  being 
put    in   place. 

775.  Cement  Pinish.)  Cement  finish 
added  to  tlie  top  of  slabs,  beams,  or  girders, 
shall  not  be  calculated  in  the  strength  of  a 
member  unless  laid  integrally  with  the 
rough  concrete.  No  greater  unit  stress  shall 
be  allowed  on  such  cement  finish  than  on  the 
rough  concrete. 

(See  Special  Ruling-  IV,  Pag-e  299.) 
(See  Special  Ruling-  IX,  Page  301.) 
(See  Special  Ruling-  X"W,  Pag'e  303.) 
770.  Pireproof  Concrete  Construction — 
Acceptance.)  Ileinforccd  concrete  construc- 
tion will  be  accepted  for  fireproof  build- 
ings if  designed  as  prescribed  in  tliis 
paragraph.  The  aggregate  for  such  con- 
crete shall  be  clean,  broken  stone  or 
clean  crushed  blast  furnace  slag,  or  clean 
screened  gravel,  together  with  clean,  coarse 
sand  of  the  grade  known  as  torpedo 
sand;  stone,  slag  or  gravel  shall  be  of  a 
size  to  pass  thron.gh  a  screen  of  three-quar- 
ter inch  square  mesh.  The  minimum  thick- 
ness of  concrete  surrounding  the  reinforcing 
members  of  reinforced  concrete  beams  and 
girders  shall  be  two  inches  on  the  bottom, 
and  one  and  one-lialf  inches  on  the'  sides  of 
said  beans  and  girders.  The  minimum  thick- 
ness of  concrete  under  slab  rods  shall  be 
one  inch;  and  all  reinforcement  in  columns 
shall  have  a  minimum  protection  of  two 
inches  of  concrete  except  as  hereinafter  pro- 
vided, if  a  supplementary  metal  fabric  is 
placed  in  the  concrete  surrounding  the  re- 
inforcing, simply  for  holding  the  concrete, 
the  thickness  of  concrete  under  the  rein- 
forcing may  be  reduced  by  one-half  inch, 
then  such  fabric  shall  not  be  considered  as 
reinforcing    metal. 

777.  Removal  of  Forms.)  In  no  case 
shall  the  props  and  shores  used  in  rein- 
forced concrete  construction  be  removed 
from  under  floors  and  roofs  in  less  than  two 
weeks,  except  as  is  provided  herein.  Col- 
umn forms  shall  not  be  removed  in  less  than 
four  days.  Tlie  centering  from  bottom  of 
slabs  and  sides  of  beams  and  girders  may 
be  removed  after  the  concrete  has  set  for 
one  week,  if  the  floor  has  obtained  sufficient 
hardness  to  sustain  tlie  dead  weight  of  the 
said  floor.  No  load  or  weight  shall  be  placed 
on  any  portion   of  the  construction   until  the 
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concrete  has  fully  set  and  the  centers  have 
been   removed. 

778.  Tests.)  The  contractor  for  the  re- 
inforced concrete  construction  shall  make 
load  tests  on  any  portion  of  the  work 
within  a  reasonable  time  after  erection,  as 
may  be  required  by  the  Commissioner  of 
Buildings.  Such  tests  must  be  made  under 
the  direction  of  the  Commissioner  of  Build- 
ings in  his  presence  or  in  the  presence  of 
his  representative,  and  must  show  that  the 
construction  will  sustain  a  load  twice  the 
sum  of  the  live  and  dead  loads  for  which  it 
was  designed,  without  any  sign  of  failure. 
The  construction  may  be  considered  as  part 
of  the  test  load.  Each  test  load  shall  cover 
two  or  more  panels  and  sliall  remain  in 
place  at  least  twenty-four  hours.  The  de- 
flection under  the  full  test  load  at  the  ex- 
piration of  twenty-four  hours  shall  not  ex- 
ceed one  eight-hundredth  of  the  span. 
These  tests  shall  be  considered  as  tests  of 
workmanship    only. 

779.  Reinforced  Terra  Cotta  Hollow  Tile.) 

(a)  The  term  reinforced  hollow  tile  is  liere- 
by  defined  to  mean  a  system  of  hollow 
burned  clay  tile  in  combination  with  rein- 
forced concrete,  in  which  combination  tlie 
hollow  tile  may  be  used  to  resist  compres- 
sive and  shearing  stresses  subject  to  the 
following   provisions: 

The  provisions  relating  to  reinforced  con- 
crete construction  shall  hold  as  far  as  applic- 
able to  this  system. 

All  tile  to  be  hard  burned  terra  cotta  tile 
of  uniform  quality,  free  from  shrinkage 
cracks,  witti  true  beds  and  having  an  ulti- 
mate compressive  strength  of  not  less  than 
4,000  pounds  per  square  inch  of  net  area 
of    surface    tested. 

The  following  stresses  and  values  shall 
not  be  exceeded:  Extreme  fibre  stress 
(compressive)  on  hollow  tile,  500  pounds  per 
square  inch. 

Shearing  stress  on  hollow  tile,  forty 
pounds    per    square   inch. 

Adhesion  between  tile  and  1:2.4  concrete 
or  1:3  cement  mortar,  twenty  pounds  per 
square   incli. 

Ratio  of  modulus  of  elasticity  of  steel  to 
that   of   tile   with    cement    mortar   joints,    10. 

(b)  The  hollow  tile  shall  be  thorouglily 
soaked  with  water  at  tlie  time  concrete  is 
poured  and  be  kept  drenched  for  at  least 
thirty-six  hours  afterwards.  The  joints  be- 
tween tiles  shall  be  staggered,  buttered  and 
slushed  full  of  mortar  consisting  of  one  (1) 
part  of  Portland  cement  and  three  (3)  parts 
of  clean,  sharp  sand,   thoroughly  mixed. 

(c)  Columns  of  solid  terra  cotta  or  of 
hollow  terra  cotta  in  which  the  sectional 
area  of  the  open  holes  in  each  bloclv  shall 
not  exceed  twenty  (20)  per  cent  of  the  gross 
sectional  area  of  such  block,  may  be  used  for 
structural  purposes  provided  the  height  of 
such  column  shall  not  exceed  twelve  times 
the  least  dimension. 

The  allowable  stress  shall  not  exceed  350 
pounds  per  square  inch  and  shall  be  sub- 
ject to  the  reduction  formula  given  in  Sec- 
tion 746  in  paragraph  f. 

All  terra  cotta  tile  used  for  construction 
of  columns  shall  be  hard  burned  terra  cotta 
tile  of  uniform  quality,  free  from  shrink- 
age cracks,  with  true  beds  and  having  ulti- 
mate compressive  strength  of  not  less  than 
6,000  pounds  per  square  inch  of  net  area  of 
cross    section    of    samples    tested. 

Mortar  used  in  setting  terra  cotta  tile 
walls  and  columns  to  be  composed  of  one  (1) 
part  Portland  cement  and  three  (3)  parts 
clean,    sharp    sand,    thoroughly    mixed. 

(d)  All  terra  cotta  tile  must  be  thoroughly 
wet  before  using  and  when  used  in  columns 
must  be  set  on  end  with  the  voids  running 
vertically  and  directly  over  each  other,  and 
with  the  webs  in  direct  line  of  pressure. 


All  vertical  joints  must  stagger  and  terra 
cotta  blocks  must  be  of  proper  dimensions 
to  meet  this  condition  as  no  broken  tile  will 
be  allowed. 

All  work  to  be  set  plumb,  with  uniform 
liorizontal  joints,  tliickness  to  average  three- 
eighths  (3-8)  of  an  inch.  The  minimum 
time  which  shall  elapse  between  the  finish- 
ing of  the  work  and  before  any  load  is 
placed  thereon  shall  be  not  less  than  seven 
days. 

(e)  Hollow  tile  may  be  used  for  building 
primary  bearing  walls,  which  are  defined  as 
walls  that  may  be  used  to  receive  directly 
the  loads  from  floors  or  roofs  in  addition  to 
their  acting  as  partition  walls,  provided  the 
proportion  between  thickness  of  wall  and 
free  height  between  the  floors  does  not  exceed 
fifteen  (15)  and  the  load  including  the  weight 
of  the  construction  does  not  exceed  three 
hundred  and  fifty  (350)  pounds  per  square 
inch  of  net  sectional  area  of  tile,  and  shall 
be  of  the  thickness  specified  by  this  chapter 
for  brick  walls.  Hollow  terra  cotta  tile  may 
be  used  for  exterior  walls,  but  when  so  used 
the  thickness  and  height  of  the  work  must 
conform  to  the  dimensions  required  for 
brick  walls  in  this  chapter,  but  must  in  no 
case  exceed  four  stories  in  heiglit  in  any 
building.  The  thickness  of  walls  shall  be 
calculated  as  the  outside  dimensions  of  the 
tile  and  each  tile  shall  be  full  thickness  of 
wall.  The  thickness  of  the  plastering  is 
not  to  be  included  as  a  part  of  the  thickness 
of  the  wall.  Walls  having  a  thickness  of 
4  inches  may  be  used  wlien  tlie  height  does 
not  exceed  five  (5)  feet.  The  quality  and 
gross  sectional  area  of  the  tile  and  mortar 
and  special  provisions  as  to  workmanship  as 
specified  for  terra  cotta  columns  shall  apply 
to  terra  cotta  tile  walls. 

(f)  Fireproof  storage  bin,  grain  elevators 
and  grain  warehouses  may  be  built  in  cylin- 
drical form  with  terra  cotta  tile  of  such 
height,  diameter  and  thickness  as  is  allowed 
by  safe  engineering  practices,  provided  that 
tlie  material  shall  not  be  stressed  in  excess 
of  the  limits  prescribed  in  this  chapter  for 
walls  and  columns. 

780.  Cinder  Concrete,  (a)  Cinder  con- 
crete construction  may  be  used  for  all  build- 
ings in  which  fire-proof  construction  is  man- 
datory by  this  chapter,  or  where  ordinary 
construction,  mill  construction  or  slow-burn- 
ing construction  may  be  used. 

(b)  Only  clean,  thoroughly  burnt,  steam 
boiler  cinders,  free  from  matter  other  than 
cinders  may  be  used.  The  cinders  used  shall 
be  of  such  size  that  they  will  pass  through 
a  one-inch  square  mesh.  Cinder  concrete 
piers  or  walls  shall  not  be  permitted  to  car- 
ry loads  and  shall  not  be  given  credit  there- 
for. 

(c)  The  ultimate  compressive  strength 
lier  square  inch  of  cinder  concrete  shall  be 
taken  as  not  exceeding  seven  hundred 
pounds.  Tlie  ratio  of  the  modulus  of  elas- 
ticity of  steel  divided  by  the  modulus  of 
elasticity  of  cinder  concrete  shall  be  taken 
as   thirty. 

(d)  There  shall  not  be  less  than  one 
part  of  Portland  cement  to  seven  parts  of 
cinders  and  sand  of  the  grade  known  as  tor- 
pedo sand  in  cinder  concrete.  All  other 
special  requirements  and  metliods  of  calcu- 
lation for  reinforced  concrete  as  required 
in  this  chapter  shall  modify  and  regulate 
the   use   of   cinder   concrete    in   buildings. 

(e)  All  steel  and  all  metal  pipe  and  con- 
duits enclosed  in  cinder  concrete  sliall  be 
protected  by  a  coating  of  cement  grout  or 
plastered  with  good  lime  mortar  before  the 
cinder    concrete    is    placed. 

(f)  For  fireproof  construction,  the  mini- 
mum thickness  of  cinder  concrete  covering  on 
structural  metal  shall  be  the  same  as  re- 
quired for  brick  or  concrete  covering  for  fire- 
proof   buildings    by    this    chapter.      In    slow- 
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burning  or  mill  construction  buildings,  the 
minimum  thickness  of  cinder  concrete  cover- 
ing on  structural  metal  shall  be  three  inch- 
es on  columns  and  two  inches  on  beams, 
girders  and  other  structural  steel  or  iron 
members. 

(g)  Wherever  cinder  concrete  is  used  for 
the  covering  of  columns,  beams,  girders  or 
other  structural  steel  members  of  a  build- 
ing the  cinder  concrete  covering  shall  have 
metal  binders,  or  wire  fabric,  imbedded  in 
and  around  said  columns,  beams,  girders  or 
otlier  structural  steel  members.  If  wire  is 
used  for  said  metal  binders,  it  shall  not  be 
smaller  than  No.  8  gauge  wire  and  shall  be 
spaced  not  less  than  sixteen  inches  apart 
along  the  length  of  the  steel  member  cov- 
ered. 

(h)  Where  cinder  concrete  construction 
is  used  for  a  building  which,  by  this  chap- 
ter, is  required  to  be  of  fireproof  construc- 
tion, all  parts  that  carry  weights  or  resist 
strains,  shall  be  made  entirely  of  incom- 
bustible material,  and  all  metallic  struc- 
tural members  shall  be  protected  against 
the  effects  of  fire  by  cinder  concrete  propor- 
tioned, mixed,  applied  and  secured  as  lierein 
described. 

(i)  All  other  parts  of  a  building  of  cin- 
der concrete  construction,  built  where  fire- 
proof construction  is  mandatory  by  this 
chapter,  shall  be  built  and  made  of  the  ma- 
terial required  by  this  chapter  for  buildings 
of  fireproof  construction;  provided,  however, 
that  cinder  concrete  as  described  herein,  and 
of  the  same  thickness  elsewhere  specified, 
may  be  used  for  all  protective  covering  of 
structural  metal,  after  such  metal  has  been 
protected  by  a  coating  of  cement  grout  or 
plastered  with  good  lime  mortar,  as  re- 
quired  by  this  chapter. 

Skeleton    Construction. 

(See  Special  Ruling'  I,  Page  293.) 

7S1.  Skeleton  Construction.)  (a)  The 
term  "Skeleton  Construction"  shall  apply  to 
all  buildings  wherein  all  external  and  inter- 
nal loads  and  stresses  are  transmitted  from 
the  top  of  the  building  to  the  foundations 
by  a  skeleton  or  framework  of  metal  or  re- 
inforced   concrete. 

(b)  In  metal  frame  skeleton  construc- 
tion the  beams  and  girders  shall  be  riveted 
to  each  other  at  their  respective  junction 
points.  If  columns  made  of  rolled  iron  or 
steel  are  used,  their  different  parts  sliall  be 
riveted  to  each  other,  and  the  beams  and 
girders  shall  have  riveted  connections  to 
unite  tliem  with  the  columns.  If  cast  iron 
columns  are  used,  each  successive  column 
shall  be  bolted  to  tlie  one  below  It  by  at 
least  four  bolts  not  less  than  %  inch  in  di- 
ameter, and  the  beams  and  girders  shall  be 
bolted  to  the  columns.  Bolt  holes  in  flanges 
for  connection  from  column  to  column  shall 
be  drilled.  At  each  line  of  floor  or  roof 
beams,  lateral  connections  between  the  ends 
of  the  beams  and  girders  shall  be  made  in 
such  manner  as  to  rigidly  connect  the  beams 
and  girders  with  each  other  in  the  direotion 
of    their    length. 

(c)  All  steel  trusses  shall  be  riveted  and 
the  steel  work  in  buildings  more  than  100 
feet  high  and  in  a  building  whose  height  ex- 
ceeds  twice   its   width    shall    be   riveted. 

(d)  Wherever  it  is  found  impossible  to 
rivet  connections  as  herein  described  and 
such  connections  are  bolted,  cold  rolled  or 
turned  bolts  of  exact  fit  and  diameter  in 
reamed  holes  may  be  used  in  place  of  rivets 
with  the  same  allowable  stresses  as  field 
driven    rivets. 

(e)  All  structural  members  which  are 
temporarily  bolted  together  shall  be  well 
bolted    in    every   alternate  hole. 

(f)  After  the  bases  or  base  plates  and 
columns  have  been  set  in  place,  both  shall 
be    protected    by   a   covering    of   cement    con- 


crete applied  direct  to  the  metal,  measuring 
not  less  than  two  and  one-half  inches  thick 
from  the  e.xtreme  projection  of  the  metal, 
filled  solid  into  all  spaces,  and  forming  a 
continuous  concrete  mass  from  the  grlliagt 
or  other  foundations  to  an  elevation  six 
feet  above  the  floor  level  nearest  the  column 
base  plate  or  column  stool. 

(g)  All  metal  shall  be  clean  and  shall  be 
free  from  loose  rust  and  scale,  and  all  metal 
except  that  to  be  embedded  in  concrete  shall 
be  protected  with  at  least  two  coats  of  metal 
protecting   paint. 

(h)  All  structural  details  and  workman- 
ship shall  be  in  accordance  with  accepted 
engineering   practice. 

(i)  All  trusses  shall  be  held  rigidly  in 
position,  both  temporarily  and  permanently 
by  efficient  lateral  and  sway  bracing. 

Miscellaneous    Provisions. 

782.  Porches — Verandas — Porticos — Con- 
struction   of   Inside   Pire   Limits.)       (a)      The 

enclosing  walls  of  porches,  verandas,  or  por- 
ticos shall  be  of  incombustible  material  on 
buildings  inside  the  fire  limits,  except  that 
where  such  porches,  verandas,  or  porticos 
constitute  part  of  a  storm  house  or  of  a 
storm  door  enclosure,  they  may  be  of  com- 
bustible material,  provided,  that  they  be 
not  more  than  twelve  feet  high,  nor  occupy 
a  greater  frontage  than  two  feet  more  than 
the  width  of  the  inner  doors  protected  by 
such    storm    enclosure. 

(b)  On  buildings  more  than  three  stories 
in  heiglit,  porches  hereafter  erected,  if  of 
combustible  material,  shall  not  exceed  one 
story  in  height.  Where  porches  of  incom- 
bustible material  are  continuous  and  extend 
fifty  feet  or  more  across  the  rear  of  build- 
ings, tliere  shall  be  a  partition  of  incombus- 
tible material  separating  each  fifty  feet  of 
porch    from    the   adjacent   porch. 

753.  Tanks  on  Roofs — Permits — Pees.)     It 

shall  be  unlawful  for  any  person,  firm  or 
corporation  to  construct,  maintain  or  allow, 
or  permit  to  remain  in  or  upon  the  roof  of 
any  building  in  the  city,  any  tank  of  a 
larger  capacity  than  four  hundred  gallons, 
unless  such  tank  sliall  rest  upon  a  good  and 
sufficient  foundation  of  solid  brick  or  stone 
masonry,  or  upon  iron  girders  set  on  steel 
plates  which  rest  upon  a  good  and  sufficient 
foundation  of  solid  brick  or  stone  masonry, 
or  upon  iron  or  steel  construction.  No  tank 
of  a  capacity  exceeding  four  hundred  gal- 
lons shall  be  constructed  in  or  upon  any 
building  without  first  submitting  for  the 
approval  of  the  Commissioner  of  Buildings 
a  complete  set  of  plans,  showing  the  con- 
struction in  detail  of  the  supports  and  foun- 
dations of  such  tank.  If  such  plans  shall 
be  satisfactory  to  the  Commissioner  of 
Buildings,  they  shall  be  approved  by  him. 
The  owner  or  his  agent  or  the  contractor 
erecting  such  tank  shall,  before  proceeding 
with  the  erection  of  such  tank,  procure  from 
the  Department  of  Buildings  a  permit  for 
the  sub-structure  work,  for  whicli  permit 
a  fee  of  five  dollars   shall  be   charged. 

754.  Door  and  Window  Opening's,  "When 
Protected  in  Buildings  of  Classes  I,  II,  IV, 
V,  VII  and  VIII — Iron  Doors — Wired  Glass 
Set  in  Metal  Frames.) 

(Sco    Illustration,    Sec.    470b). 

(a)  Where  the  distance  from  door  to  win- 
dow openings  in  buildings  of  Classes  I,  II. 
IV,  V,  VII  and  VIII  is  less  than  thirty  (30) 
feet  from  the  opposite  side  of  the  established 
alley  line  and  where  the  windows  and  doors 
of  two  or  more  areas  of  the  same  building 
which  is  required  to  be  separated  by  divid- 
ing walls  by  this  chapter,  are  on  a  court, 
every  such  window  and  door,  distant  less 
than  thirty  feet  from  another  window  or 
door  of  another  such  area  and  also  where 
the  doors  and  window  openings  are  within 
fifteen    (15)    feet   of  an   inside   lot   line,    such 
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openings  shall  be  provided  with  windows  and 
doors  constructed  of  wire  glass  set  in  metal 
frames  and  sash;  provided,  further,  that 
doors  may  be  automatic  rolling  steel  shut- 
ters or  steel  plate  doors  or  metal-clad  wood 
doors,  and  further  provided  that  at  least 
one  of  the  first  or  ground  floor  doors  must 
be  a  swinging  door. 

(b)  Where  iron  doors  are  used  to  fulfill 
the  requirements  of  this  section  they  shall 
be  made  of  sheet  iron  or  steel,  of  not  less 
than  No.  14  U.  S.  gauge  metal,  and  shall  lap 
the  wall  at  least  one-half  incJi  all  around  the 
opening,  and  tlie  bottom  shall  fit  the  sill 
closely  where  it  is  not  practicable  to  lap  it. 
The  frames  and  crossbars  shall  be  made  of 
one  and  one-half  by  one  and  one-half  by 
one-fourth  inch  angles  and  in  no  case  shall 
there  be  less  than  two  crossbars,  and  where 
the  doors  are  over  six  feet  high,  such  cross- 
bars shall  be  placed  not  more  than  two 
feet  apart.  Lever  bars  shall  be  made  of 
one  and  one-half  by  three-eightlis  inch  iron, 
extending  at  least  one-third  of  the  distance 
across  the  opposite  leaf.  The  number  and 
spacing  of  such  lever  bars  shall  be  the  same 
as  the  crossbars.  Where  hinges  are  used 
they  shall  be  .made  of  two  by  one-fourth 
inch  iron,  extending  at  least  three-fourths  of 
the  way  across  the  door.  The  number  and 
spacing  of  such  hinges  shall  be  the  same  as 
is  required  for  the  crossbars.  Pin  bolt  or 
eyes  shall  be  one-half  inch  round  and  shall 
be  securely  fastened   to   the  building. 

(c)  Where  metal  frames,  metal  sash  and 
wired  glass  are  used  to  fulfill  the  require- 
ments of  this  section,  the  glazed  portion 
of  the  frames  and  sash  sliall  be  set  with 
fire-resisting  glass  such  as  is  elsewhere  here- 
in defined.  The  glass  must  be  supported 
by  frames  and  sash  and  shall  be  retained 
by  tlie  structural  part  of  the  frame  or  sash 
independently  of  the  material  used  for  water- 
proofing purposes.  Non-inflammable  material 
only  shall  be  employed  for  tlie  structural 
members  used  for  retaining  glass  in  tlie 
sash.  Frames  and  sash  shall  be  made  of 
sheet  metal  or  of  rolled  steel  sections. 
Frames  shall  be  of  such  form  as  to  be 
retained  in  the  wall  opening  either  with 
flanges  of  at  least  one  and  one-lialf  inches 
in  width  or  by  fixed  anchors  of  proper  length 
spaced  not  exceeding  twenty-four  inches  se- 
curely set  into  the  wall.  Sheet  metal  frames 
and  sash  shall  be  made  of  galvanized  iron 
of  not  less  than  No.  24  gauge  and  of  a  qual- 
ity soft  enough  to  permit  of  necessary  bend- 
ing without  breaking,  or  of  not  less  than 
20-ounce  copper,  or  other  metal  of  equal 
strength  and  durability  and  which  will  not 
melt  at  a  lower  temperature  than  copper. 
All  joints  shall  be  made  with  interlocking 
seams,  securely  riveted  together,  and  in  no 
case  shall  solder  be  used  for  other  than 
weather-proofing  purposes.  The  head  of  the 
frame  shall  be  closed  at  the  top  and  the 
piece  forming  this  closure  shall  b.  securely 
fastened  to  each  side  at  all  points.  The  sill 
shall  be  filled  with  concrete  or  othe  •  incom- 
bustible material.  Movable  or  slidii  ?  sheet 
metal  sash  shall  have  stiles  and  .  lils  of 
thickness  and  of  width  at  least  one  and 
three-quarter  inches  respectively,  and  shall 
be  securely  fastened  together  at  each  corner 
and  so  constructed  that  they  will  correspond 
with  the  construction  of  the  frames  at  every 
place  of  contact.  Where  frames  are  made 
of  solid  rolled  steel  sections  the  metal  shall 
be  not  less  than  one-eighth  inch  in  thickness 
securely  riveted  or  locked  together  at  all 
corners  and  junctions  so  as  to  possess  suf- 
ficient strength  and  rigidity  to  witlistand 
shipment,  handling  and  installation  without 
distortion.  Where  sashes  are  made  of  solid 
rolled  steel  sections  the  metal  sliall  not  be 
less  than  one-eighth  inch  in  th.ckness  ex- 
cepting the  removable  members  for  retain- 
ing the  glass  and  the  weathering  strips 
which  shall  not  be  less  than  one-sixteenth 
inch  in  thickness.  The  sash  members  shall 
be  securely  riveted  or  locked  together  at  all 


corners  and  junctions  so  as  to  possess  suf- 
ficient strength  and  rigidity  to  safely  with- 
stand the  stresses  occasioned  by  hancjling, 
installation,  operation  and  by  wind  pressure. 
Frames  and  sash  in  the  construction  of  which 
solid  rolled  steel  section  members  are  used 
shall  have  all  their  parts  protected  from  the 
effects  of  rust  and  corrosion  by  a  covering 
of  durable  enamel  or  by  the  application  of 
two  coats  of  approved  mineral  paint.  All 
glazing  of  frames  or  sasli  shall  be  with 
wired  glass  at  least  one-quarter  inch  in 
thickness.  The  exposed  area  of  any  single 
pane  or  light  of  glass  measured  on  the  inner 
side  of  the  window  siiall  not  exceed  seven 
hundred  and  twenty  (720)  square  inches  nor 
shall  the  width  or  length  of  any  pane  or 
light  of  glass'  exceed  forty-eiglit  (48)  inches. 
Glass  shall  be  held  in  position  by  a  metal 
ledge  on  each  side  of  same.  Ledges  on  tlie 
back  or  inner  side  of  the  glass  shall  be  at 
least  three-quarter  inches  high  for  lights 
where  the  unsupported  glass  area  is  seven 
hundred  and  twenty  (720)  square  inches  and 
for  glass  of  an  unsupported  area  of  less  than 
seven  hundred  and  twenty  (720)  square 
inches  a  reduction  in  height  of  the  inside 
ledges  may  be  made  at  the  rate  of  one- 
sixteenth  inch  for  each  one  hundred  (100) 
square  inches  reduction  of  unsupported  glass 
area,  but  in  no  case  shall  the  height  of  the 
inside  ledges  be  less  than  one-half  inch.  The 
ledges  on  the  outer  or  weather  side  of  the 
glass  shall  not  be  less  than  one-half  inch 
in  height  for  unsupported  glass  areas  in  ex- 
cess of  three  hundred  and  fifty  (350)  square 
inches.  For  unsupported  glass  areas  less 
than  three  hundred  and  fifty  (350)  square 
inches,  the  weather  side  ledge  may  be  one- 
half  the  height  of  the  inside  ledge  but  in 
no  case  shall  it  be  less  than  one-quarter 
inch  high.  Clearance  between  the  edge  of 
the  glass  and  the  bottom  of  the  groove 
formed  by  the  ledges  shall  not  exceed  one- 
eighth  inch  and  all  glass  shall  be  set  in 
suitable  putty.  Movable  sash  shall  have 
stiles  and  rails  so  constructed  that  they  will 
properly  engage  with  tlie  frame  members  at 
all  points  of  contact,  afford  ample  weather- 
proof qualities  and  not  warp  or  bulge  ma- 
terially   under    heat    or    rapid    cooling. 

(d)  Lifting  or  sliding  sash  shall  be  coun- 
ter-weighted so  as  to  balance  and  if  double- 
hung  the  sash  weights  shall  be  separated  by 
parting  strips  in  the  weiglit  boxes  and  the 
v/eights  shall  be  accessible  through  the 
boxes.  Such  sash  shall  be  provided  with 
metallic  sash  chain,  cord  or  tape,  and  smooth 
running  sash  pulleys  securely  riveted  or 
bolted  in  place.  The  sash  chain,  cord  or 
tape  shall  be  of  sufficient  strength  to  with- 
stand severe  heat  without  parting  and  be 
thoroughly  protected  against  moisture  or 
corrosion.  Sash  shall  be  fitted  into  frame 
with  suitable  stops  and  parting  beads  of 
metal  or  their  equivalent.  Sash  shall  be 
removable.  Meeting  rails  of  the  sashes  shall 
be  so  constructed  as  to  prevent  the  passage 
of  heat  and  flame  and  shall  be  equipped  with 
one  or  more  substantial  sash  locks  securely 
riveted    or    bolted    in    place. 

(e)  Horizontally  pivoted  sash  and  mova- 
ble sash  shall  be  provided  with  steel  pivots 
at  least  three-eighths  inches  in  diameter  se- 
curely attached  above  the  middle.  Pivots 
shall  work  in  substantial  iron  or  steel  eye 
plates  bushed  with  brass  and  securely  at- 
tached in  place.  Sheet  metal  frames  shall 
be  reinforced  where  the  pivots  enter  by 
riveting  on  one-eighth  inch  iron  strips  so 
drilled  as  to  receive  the  pivots.  Such  sash 
must  be  provir"  2d  with  suitable  stops  and  an 
effective  attac.iment  for  holding  them  open 
or  closed  and  with  such  substantial  gravity 
locks  or  ledges  that  will  be  positive  in  ac- 
tion and  hold  the  sashes  tightly  closed  when 
exposed  to  heat.  Where  either  sash  is  sta- 
tionary or  where  two  pivoted  sashes  are  used 
the  transom  bar  dividing  such  sash  shall  be 
so  constructed  tliat  it  will  not  warp  or 
bulge  materially  under  heat  or  rapid  cool- 
ing.    Rails  or  transom  bars  where  used  sliall 
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be  made  so  as  not  to  be  easily  affected  by 
rust  and  to  afford  ample  weatherproof  quali- 
ties. . 

(f)  Vertically  pivoted  sash  shall  comply 
generally  with  the  requirements  for  hori- 
zontally pivoted  sash  and  movable  sash.  They 
must  be  constructed  in  sucli  a  manner  as  to 
afford  proper  stiffness  and  so  as  to  prevent 
material  warping  or  bulging  under  heat  or 
rapid  cooling. 

(g)  Hinged  sash  or  casement  windows 
must  be  hinged  with  substantial  iron  or  steel 
hinges  securely  bolted  or  riveted  in  place, 
and  provided  with  substantial  iron  or  steel 
latches  or  locks  securely  fastened  in  place. 
Such  sash  shall  be  constructed  so  as  to 
fit  the  frame  closely  and  afford  ample 
weatherproof  qualities  at  all  points.  It  shall 
be  provided  with  stops  and  fastenings  that 
will  prevent  material  warping  or  bulging  un- 
der heat  or  rapid  cooling. 

(h)  Where  the  area  of  wall  openings  is 
in  excess  of  5  feet  by  9  feet,  the  metal  frames 
containing  tlie  sash  or  glass  must  be  rein- 
forced at  every  point  of  division  by  not  less 
than  five-inch  "I"  beams  securely  fastened 
into  the  brickwork,  proper  allowance  being 
made  for  expansion  of  the  beams  when 
heated.  "I"  beams  shall  be  protected  on 
the  flanges  with  at  least  two  inches  of  tile, 
concrete,  or  other  material  approved  by  the 
Commissioner  of  Buildings,  and  next  to  the 
web  with  at  least  two  and  one-half  inches 
of  such  material,  which  thickness  shall  be 
increased  on  large  beams.  Metal  frames 
shall  be  securely  attached  to  the  reinforcing 
members. 

(1)  Electro-glazed  prism  glass  may  be 
used  in  lieu  of  wired  glass,  when  approved 
by  the  Commissioner  of  Buildings  as  to  ma- 
terial and  construction  of  same,  providing 
the  frames  and  sasli  of  same  comply  with 
the  requirements  of  this  section  for  wired 
glass   window    frames   and   sash. 

(j)  In  cases  in  whicli  it  is  claimed  that 
equally  good  or  more  desirable  mode  or  man- 
ner of  constructing  and  installing  metal 
frames,  metal  sash  and  fire-resisting  glass, 
otlier  than  specified  in  this  cliapter,  can  be 
used  in  the  erection  or  alteration  of  build- 
ings, the  Commissioner  of  Buildings  upon 
written  application  to  him  for  a  permit  to 
use  the  same,  shall  cause  a  test  to  be  made 
of  such  construction  in  a  laboratory  of  rec- 
ognized standing,  and  may  appoint  an  archi- 
tect or  a  fire  prevention  engineer  to  repre- 
sent the  City  at  sucli  test.  A  requirement 
of  testing  said  frame  and  sash  shall  be  that 
it  will  be  capable  of  withstanding  exposure 
to  fire  on  the  weather  side  for  one  hour 
with  temperatures  rising  gradually  to  at 
least  fifteen  hundred  (1500)  degrees  Fahr. 
without  loss  of  glass  or  material  passage 
of  flame,  and  immediately  after  exposure  to 
such  before-described  Are  conditions  it  shall 
be  required  to  witlistand  application  to  tlie 
weatlier  side  of  a  stream  of  water  at  least 
seven-eighth  inclies  in  diameter  applied  from 
a  distance  of  twenty  feet  at  sixty  (60) 
pounds  pressure.  The  results  of  the  test 
shall  show  also  that  the  proposed  material 
and  construction  will  be  equal  or  better  in 
fire-resisting  and  structural  qualities  to  a 
frame  and  sash  of  dimensions  not  greater 
than  five  feet  by  nine  feet  built  as  per  re- 
quirements of  this  section.  All  expenses  of 
this  test  shall  be  borne  entirely  by  the  ap- 
plicant for  such  permit.  In  the  event  of 
such  examination  and  test  being  satisfactory 
to  the  Commissioner  of  Buildings  he  shall 
authorize  the  use  of  such  frames  and  sash 
as   a   compliance   with    this   section. 

(k)  Tliis  section  sliall  not  apply  to  frame 
biiildings  nor  to  buildings  outside  the  fire 
limits  twenty-eight  hundred  square  feet  or 
less  in  area,  nor  to  buildings  of  Class  I, 
one  story  in  height,  nor  to  buildings  of 
Class  II  not  more  than  two  stories  in  height, 
nor  to  store  windows  in  the  first  story, 
where  the  same  are  located  on  an  alley  and 
not   more   than   sixteen    feet   from   the  street. 


785.  Window  and  Door  Sills — Columns 
and  Lintels  Supportingf  Store  Fronts — In- 
combustible.) (a)  For  buildings  other- than 
frame  buildings  window  and  door  sills  shall 
be  made  of  incombustible  material.  Oak 
timber  used  for  door  sills  and  not  less  than 
eight  inches  thick  by  the  full  width  of  the 
wall  in  which  such  sills  occur,  shall,  for 
the  purpose  of  this  Chapter,  be  counted  in- 
combustible. 

(b)  In  buildings  other  than  frame  and 
excepting  buildings  of  Classes  III  and  VI, 
lintels  shall  be  of  incombustible  material; 
provided  that  in  one-story  store  front  build- 
ings columns  and  lintels  may  be  of  combus- 
tible   material. 

786.  Courts  and  Ligrht  Shafts  in  Build- 
ing's.) (a)  Every  court  or  light  shaft  of 
every  building  shall  be  open  and  unob- 
structed from  the  bottom  of  such  court  to 
the  sky,  with  the  exception  that  fire  es- 
capes may  be  built  therein,  and  such  courts 
shall  have  walls  constructed  In  the  same 
manner  as  is  reciuired  for  the  exterior  walls 
of  such  buildings;  provided,  that  no  walls 
inclosing  such  courts  are  reciuired  on  street 
or   alley   lot   lines. 


rig-.    28. 


DIVIDING    WALLS   AND    IKON    DOORS  -OPENINGS 
INSEIITED. 

Section    789c,    f. 

(A)  Distance   to  ceiling. 

If  A  is  less  tliiin  3'  0"  fusible  link  at  ceiling  may 
lie    ouiitfed. 

(B)  Steel    plate,    No.    12    U.    S.    gauge   or  greater. 

(C)  Continuous  2"   x   2"   x    %"   Ls. 

(D)  2  X  2  X  %"  Ls  forming  panels.  Angles 
not   less   tlian   2'   0"   apart. 

(R)      Rivets    spaced    from    4"    to    C"    o.    c. 

(F)  Door  frames  3  x  4  x  %"  Ls  (or  alternate 
as   by  ordhiance). 

(G)  %"  bolts,  not  more  than  2'  0"  o.  c.  fasten- 
ing  frame   to   wall. 

(II)      Vi"   iron   or  steel   sill   required. 

(I)  Sill  fastened  to  frame  by  1  i/o  x  1 'A  \  V4,"  Ls 
on    inner   side   of    frame.  (Sec.    7S0f). 

Exception:  Sill  plateg  may  be  omilled  where 
floors    are    of    concrete    construction. 

(b)  All  windows,  doors  or  other  openings 
In  court  walls,  except  as  otherwise  provided 
in  this  Chapter,  shall  have  metal  frames, 
metal  sashes  and  metal  doors,  with  the 
glazed    portions    thereof    of    wired    glass. 

787.  Bay  Windows — Lig'ht  Courts — Shafts 
— Construction   of.)     (a)     The   walls  of  every 
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bay  window  and  every  court  in  every  ma- 
sonry constructed  building,  except  buildings 
of  Class  III,  shall  be  built  of  brick  or  other 
fireproof  construction  throughout  as  re- 
quired for  exterior  walls. 

(b)  The  walls  of  every  vent  shaft  of 
every  masonry  constructed  building,  except 
buildings  of  Class  III,  shall  be  built  of 
masonry  or  a  fireproof  material  not  less 
than  four  inches  in  thickness  supported  by 
steel   or    iron. 

(c)  Every  court,  light  shaft,  or  vent 
shaft  in  every  building  shall  be  open  and 
unobstructed  from  the  bottom  of  such  court 
to  the  sky  with  the  exception  that  fire  es- 
capes may  be  built  in  courts  or  light  shafts, 
subject  to  all  the  provisions  of  this  Chapter. 

(d)  All  windows,  doors,  or  other  open- 
ings in  court  walls,  except  as  otherwise 
provided  in  this  Chapter,  shall  have  metal 
frames,  metal  sashes  and  metal  doors  with 
the    glazed    portion    thereof    of    wired    glass. 

788.  Windows,  Cleaning-  of — Safety  De- 
vices.) The  owner  or  agent  of  every  build- 
ing in  the  city  sliall  equip  each  and  every 
window  in  any  such  building  above  the 
first  story  thereof  with  a  suitable  device  or 
devices  which  will  permit  the  cleaning  of 
the  exterior  of  each  and  every  window  in 
such  building  above  the  first  story  without 
danger  to  the  person  cleaning  such  win- 
dows, and  such  devices  shall  be  of  such 
pattern  and  construction  as  will  reasonably 
and  safely  answer  the  purposes  for  which 
they  are  Intended;  provided,  however,  that 
if  windows  are  of  such  construction  that 
they  may  be  easily  cleaned  from  the  in.side 
they  need  not  be  equipped  with  such  devices. 

(See  Illustration,  Sec.   740b). 

789.  Dividing-  Walls  and  Iron  Doors — 
Openings  Inserted.)  (a)  Wherever  open- 
ings are  to  be  inserted  in  dividing  walls  in 
buildings,  where  such  dividing  walls  are  re- 
quired by  reason  of  the  large  area  of  such 
building,  or  in  dividing  walls  between  two  or 
more  connected  or  attached  buildings,  they 
shall  be  provided  with  incombustible  doors 
as   follows: 

(b)  Such  doors  may  be  either  sliding 
doors  or  swinging  doors,  and  shall  be  so 
constructed,  installed  and  maintained  that 
they  can  be  easily  opened  or  closed  from 
either  side  at  all  times  by  any  person;  pro- 
vided, however,  rolling  steel  shutters  may 
be  used  when  such  openings  are  not  used 
as    exits. 

(c)  Every  such  door  shall  be  equipped 
with  a  device  containing  a  fusible  link  or 
otiier  releasing  arrangement  of  equal  eflEi- 
ciency,  approved  by  the  Commissioner  of 
Buildings.  There  shall  be  one  of  these 
immediately  above  the  door  opening  and  one 
above  the  opening  near  the  ceiling.  Where 
the  ceiling  is  less  than  three  feet  above 
the  door  opening,  the  last  mentioned  fusible 
link  or  releasing  device  may  be  omitted,  if 
the  doors  are  so  arranged  that  the  opera- 
tion of  any  one  of  the  thermostats,  or  other 
releasing  devices,  will  result  in  the  closing 
of  the  doors  on  both  sides  of  the  walls. 
Fusible  links,  or  other  approved  substitute, 
shall  be  made  so  that  they  will  fuse  or 
operate  when  subjected  to  a  heat  of  160 
to  165  degrees  Fahrenheit.  If  said  doors 
are  of  steel  plate,  the  plate  or  plates  shall 
be  of  No.  12  U.  S.  gauge  or  greater  thick- 
ness, with  a  continuous  two  by  two  by 
three-eighths  inch  angle  iron  frame  extend- 
ing all  around  the  same  and  two  by  two  by 
three-eighths  inch  panel  bars  not  exceed- 
ing twenty-four  inches  apart,  riveted  to 
the  plate  of  the  door  with  not  less  than 
three-eighths  inch  rivets  spaced  four  Inches 
to  six  inches  between  centers.  Pairs  of 
swinging  doors  shall  be  so  constructed  that 
when  the  doors  are  closed,  they  will  be  of 
strength  equal  to  that  of  a  single  door,  and 
shall  be  so  arranged  that  they  will  operate 
automatically.     All    doors   shall   be   hung   on 


wall  frames  of  four  by  three  by  three- 
eighths  inch  angle  iron  or  of  four  by  three- 
eighths  inch  bar  iron  stiffened  by  one  and 
one-half  by  one  and  one-half  by  one-fourth 
inch  angles  riveted  on  the  back  and  fitting 
snugly  to  the  wall.  The  frame  shall  be 
fastened  together  by  three-fourths  inch  bolts 
extending  through  the  wall,  such  bolts  be- 
ing not  more  than  two  feet  apart.  All  doors 
to  be  made  to  fit  closely  to  the  wall  frame 
on  all  sides.  Lintels  of  door  openings  shall 
be  made  of  brick,   iron  or  concrete. 

(d)  Swinging  iron  doors  shall  swing  on 
three  wrought  iron  hinges  made  of  two  by 
three-eighths  inch  bar  iron  and  shall  be 
secured  by  at  least  three  lever  bars  of  one 
and  one-half  by  three-eighths  inch  iron, 
working  together  and  so  arranged  as  to  be 
operated    on    either    side    of   the    door. 

(e)  Sliding  iron  doors  shall  slide  in 
channels  at  the  top  and  bottom;  bottom 
channels  shall  be  formed  by  two  angles  twc 
and  one-half  by  three-eighths  inch  and  onf 
and  one-half  by  one-fourth  inch;  top  chan- 
nels   to    be    formed    by    two    angles    two    by 
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Fig.   30. 


Pig.   31. 


DIVIDING   WALLS   AND    IIION   DOORS^OI'ENINGS 
INSKHTIiD— (Contiiiuea). 

Section    789j. 
Fig.    29.    Tin-clad   Doors. 
(.4)      Three    thicknesses   of    i;5/10"    requii-pd. 

(B)  Boards    not    wider    than    S".       Outside    layers 
vertical    and    inside    layer    horizontal    laid. 

(C)  Nails    clinched    as     (C). 

Fig.   30.   SingPe  locked   tin   plate  seam. 
Fig.    31.    Double   locI<ed    tin   plate  seam. 


three-eighths  Inch  and  one  and  one-half  by 
one-fourth  inch;  channels  shall  be  securely 
riveted  or  bolted  through  the  wall  frame 
and  where  they  "Extend  beyond  the  wall 
frame  shall  be  firmly  bolted  to  the  wall  by 
expansion  bolts.  Track  shall  be,  without 
incline,  of  one-half  by  one-half  inch  iron 
securely  riveted  on  the  upper  side  of  the 
angle  iron  channel.  Hangers  shall  be  of 
tlie  anti-friction  pattern  and  securely  fas- 
tened to  the  door  plate  by  at  least  foui 
one-half  inch  bolts.  Wheels  shall  be  of 
cast  iron  three-fourths  by  four  and  one- 
half   inches. 

(f)     Sills   between    iron   doors   shall   be   of 
one-fourth    inch    iron    or    steel    with    edges 
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securely  fastened  to  one  and  one-half  by 
one  and  one-lialf  by  one-fourth  inch  angle 
iron  or  heavier,  on  the  inner  side  of  the  wall 
frame.  Where  adjoining  floors  are  of  con- 
crete construction,  sill  plates  may  be 
omitted. 

(g-)  When  tin-clad  doors  are  used  they 
shall  be  made  of  three  thicknesses  of  thir- 
teen-sixteentlis  inch  seasoned,  non-resinous 
wood,  of  good  sound  quality,  free  from  sap 
and  large  or  loose  knots,  tongued  and 
grooved,  dressed  on  both  sides  and  not  ex- 
ceeding eight  inches  in  width.  The  outside 
layers  shall  be  vertical,  the  inside  layer 
shall  be  horizontal;  layers  shall  be  securely 
fastened  together  by  wrought  iron  clinch 
nails  driven  in  flush  and  clinched  so  as  to 
leave  smooth  surfaces.  The  woodwork  shall 
be  thoroughly  covered  with  terne  plate  tin 
of  size  fourteen  by  twenty  inches,  weighing 
not  less  than  one  hundred  and  thirteen 
pounds  per  box  of  one  hundred  and  twelve 
sheets;  all  joints  shall  be  locked  one-half 
inch  and  nailed  under  seams,  except  on 
edges  of  door;  vertical  joints  shall  be  double 
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Pig-.   32. 

Section    789g. 

Fig.    32.    (H)    %    inch   iron    or   steel   sill. 

(F)  3"   -x   5"   X    %"   li  rivoteil   to  iron  sill. 

(G)  %   Inch  bolt   IS"  o.  c. 

Exception:  Sill  plates  may  l)e  omitteil  where  floors 
nre   ot    concrete   construction. 

locked,  horizontal  joints  single  locked. 
Nails  used  to  fasten  tin  shall  be  No.  13 
gauge,  flat  head,  full  barbed  wire,  two 
Inches    long. 

(h)  Swinging  tin-clad  door.s  shall  have 
three-eighths  by  two  and  one-half  inch 
wrought  iron  hinges  bolted  to  doors  with 
four   three-eighth    inch    bolts.      Doors    in   ex- 


cess of  seven  feet  in  height  shall  be  pro- 
vided with  three  hinges  and  have  wrought 
iron  wall  eyes  built  in  wall,  or  riveted  to 
wall  frame,  or  bolted  through  wall  with 
three-fourth  inch  bolts.  They  shall  have  at 
least  three  level  bars  of  one  and  one-half 
by  three-eighths  inch  iron,  working  together; 
the  latch  shall  be  placed  so  it  can  be  oper- 
ated from  either  side  of  the  door  and  pro- 
vided with  proper  keepers  bolted  through 
the  door,  with  the  spring  to  insure  latching; 
catches  shall  be  made  of  one-half  inch 
wrought  iron  securely  bolted  to  wall  or 
wall    frame. 

(i)  Sliding  tin-clad  doors  shall  have 
tracks  inclined  three-fourths  inch  to  the 
foot,  made  of  three  and  one-half  by  three- 
eights  iron  rolled  steel,  or  round  bars,  or 
round  pipes  of  equal  strength,  seicurely 
bolted  through  — 'i  witli  three-fourths  inch 
bolts.  Hangers  shall  be  made  of  three- 
eighths  by  three  and  one-half  inch  wrought 
Iron  attached  by  not  less  than  one-inch 
bolts.  Wheels  shall  be  of  malleable  or 
wrought  iron  with  not  less  than  one  and 
one-half  inches  bearing  on  axle.  Doors 
over  six  feet  wide  shall  have  three  hangers 
and  shall  be  provided  with  necessary  bind- 
ers, chafing  strips,  bumpers  and  bumper 
shoes. 

(j)  Sills  between  tin-clad  doors  shall  be 
of  one-fourth  inch  iron  or  steel  riveted  to 
a  three  and  one-half  by  five  by  three- 
eighths  inch  angle  iron  on  each  side  of  the 
wall;  angle  irons  to  be  fastened  together 
through  the  wall  by  three-fourths  inch  bolts 
spaced  not  to  exceed  eighteen  inches  apart; 
provided,  that  where  adjoining  floors  are 
of  concrete  construction,  sill  plates  may  be 
omitted. 

(k)  Rolling  steel  doors  used  as  dividing 
wall  doors  shall  be  made  either  of  wooden 
slats  covered  with  steel  or  bronze,  or  of 
number  20  U.  S.  gauge  painted  steel,  or  of 
number  24  U.  S.  gauge  galvanized  steel. 
The  edges  of  such  doors  shall  run  in  steel 
channels  not  less  than  one  and  one-half 
inches  deep,  and  three-sixteenths  of  an  inch 
in    thickness. 

(1)  Such  doors  shall  be  hung  on  winding 
shafts  and  helical  springs  of  suflScient 
strength  to  counterbalance  the  door  at  any 
position,  and  shall  be  equipped  with  a  de- 
vice to  hold  the  doors  in  a  closed  position 
if  the  spring  is  destroyed.  The  head  of 
the  door  opening  shall  have  baffle  plates  of 
number  12  U.  S.  gauge  steel,  which  shall  be 
reinforced  around  the  edges  by  one  and  one- 
half  inch  angles,  to  act  as  flre  and  smoke 
stops.  The  openings  for  such  doors  shall 
have  steel  frames  and  sills  as  herein  re- 
quired   for    steel    swinging    doors. 

(m)  W'herever  incombustible  doors  are 
to  be  used  in  openings  to  vertical  shafts  for 
stairways,  passenger  and  freiglit  elevators, 
pipes,  conduits,  and  in  corridor  and  room 
partitions,  they  may  be  made  of  two  thick- 
ne-sses  of  wood  and  covered  with  tin  as  de- 
scribed in  paragraph  (g)  of  this  section,  or 
of  No.  20  U.  S.  gauge  steel  with  stiles  and 
rails  not  less  than  one  and  three-fourths 
inch  and  panels  one-quarter  inch  thick,  and 
the  interior  of  said  doors  shall  be  filled  with 
asbestos  or  non-resinous  wood:  provided 
however,  that  in  fireproof  buildings  of  Clas- 
ses Ila,  lib.  Ill,  except  when  used  in  part  as 
a  stable  and  garage,  IV,  VI,  and  VIII,  and  in 
fireproof  buildings  of  Class  I,  when  equipped 
with  an  automatic  sprinkler  system,  and 
when  the  occupancy  does  not  constitute  a 
special  fire  hazard  in  the  opinion  of  the  Chief 
of  Fire  Prevention  and  Public  aafety.  these 
openings,  with  the  exception  of  openings  to 
freight  elevators,  may  be  provided  with  in- 
combustible doors  consisting  of  a  structure 
of  clear,  non-resinous  wood  not  less  than  one 
and  five-eighths  inch  thick  assembled  in  the 
form  of  a  "core  and  protected  on  all  surfaces 
with  a  pure  long  fibre  asbestos  fabric,  weigh- 
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ing  one  and  twenty-eight  one-hundredths 
ounces  per  square  foot,  or  other  protective 
coating  equally  as  incombustible  and  me- 
chanically bonded  therewith  and  veneered,  or 
consisting  of  a  structure  of  clear,  non-resin- 
ous wood  with  panels  not  less  than  three- 
quarters  inch  thick  and  stiles  and  rails  not 
less  than  one  and  five-eighths  inch  thick 
assembled  in  the  form  of  a  core  and  covered 
on  all  surfaces  with  an  asbestos  fabric  and 
sheet  steel,  copper  or  bronze;  provided,  fur- 
ther, that  nothing  contained  in  this  para- 
graph shall  be  construed  as  prohibiting  the 
use  of  such  incombustible  doors  as  are  de- 
scribed in  paragraphs  (c),  (g)  and  (k)  of 
This  section  and  paragraph  (b)  of  Section 
784.  The  frames  and  trim  shall  be  of  ma- 
terials as  herein  described. 

(n)  No  glass  panels  shall  be  permitted 
in  incombustible  doors,  except  that  in  fire- 
proof buildings  of  Classes  I,  Ila,  lib,  III 
except  when  used  in  part  as  a  stable  or  gar- 
age, IV,  VI  and  VIII,  doors  to  passenger 
elevators,  stairs,  halls,  courts,  fire  escapes, 
corridor  and  room  partitions,  wired  glass 
panels  may  be  used  not  exceeding  one  thou- 
sand four  hundred  forty  square  inches  in 
total  area,  no  division  of  which  shall  exceed 
720  square  inches  in  area  and  no  dimension 
of  which  shall  exceed  forty-eight  inches  in 
extent.  "Where  an  elevator  or  stairway  is 
enclosed  with  incombustible  partitions  and 
doors  for  the  purpose  of  obtaining  credit  for 
additional  exits,  no  glass  of  any  kind  shall 
be  permitted  in  these  partitions   or  doors. 

790.  Metal  or  Reinforced  Concrete  CMm- 
neys  in  Pireproof  Building's — Air  Space.) 
(a)  Internal  chimneys  of  rolled  steel  or 
iron  may  be  built  In  buildings  of  fireproof 
construction,  provided  that  the  rolled  steel 
shall  be  not  less  than  three-eighths  Inch  in 
thickness,  except  that  the  upper  fifty  feet 
of  such  chimney  may  be  one-quarter  of  an 
inch  in  thickness,  riveted  in  every  joint,  or 
of  cast  iron,  providing  same  shall  not  be 
less  than  three-fourths  inch  In  thickness 
and  jointed  by  bell  and  spigot  joints  or 
flanged  bolted  joints.  All  joints  in  cast 
iron  work  shall  be  filled  and  pointed  with 
fire  clay.  Such  metal  Internal  chimneys 
shall  be  securely  and  firmly  anchored  to  the 
framing  of  such  fireproof  building  at  each 
floor    line   and   at   the    roof.      The   lower   part 


of  each  such  chimney  shall  be  lined  with 
insulating  lining  for  a  height  herein  re- 
quired for  the  respective  area  by  Section  794 
of  this  Chapter.  The  insulating  lining  shall 
be  one  of  the  linings  described  In  Section 
796   of  this  Chapter. 

(b)  Reinforced  concrete  not  less  than 
four  inches  in  thickness  may  be  used  on 
the  Interior  of  fireproof  buildings,  provided 
the  requirements  for  reinforced  concrete 
and  for  reinforced  concrete  stacks  else- 
where required  by  this  Chapter  shall  be 
complied  with. 

(c)  Internal  metal  or  re-inforced  con- 
crete stacks  on  fireproof  buildings  shall  be 
surrounded  by  continuous  air  space  from 
the  lowest  story  through  the  roof  not  less 
than  four  inches  across  at  any  point,  and 
said  air  space  shall  be  'surrounded  by  .brick, 
hollow  tile,  or  reinforced  concrete.  No 
structural  metal  in  such  air  space  shall  be 
without    such    fireproof    covering. 

791.  Reinforced  Concrete  Chimneys  — 
How  Built.)  Reinforced  concrete  chimneys 
in  which  the  temperature  of  the  gases  is 
intended  to  exceed  750  degrees  Fahrenheit, 
shall  be  lined  with  fire  brick  or  magnesia 
or  asbestos  insulating  lining  for  the  height 
and  in  the  manner  elsewhere  required  by 
this  Chapter.  If  the  insulating  Is  stopped 
anywhere  below  the  top  of  a  reinforced 
concrete  chimney  or  if  the  cross  section  of 
such  a  chimney  is  changed,  then  the  rein- 
forcing shall  be  increased  at  such  points 
sufficiently  to  prevent  the  formation  of  tem- 
perature  cracks. 

792.  Tenement  and  Apartment  House 
Boiler  Chimneys.)  Chimnerjs  for  the  heat- 
ing apparatus  of  tenement  and  apartment 
houses  shall  not  be  considered  as  flues  used 
for    domestic    purposes. 

793.  Heig-ht  of  Chimneys  Ahove  Roof.) 
(a)  The  height  of  all  chimneys  and  flues 
of  stoves  used  for  domestic  purposes  or 
open  fireplaces  shall  be  not  less  than  five 
feet  higher  than  the  highest  point  of  the 
roof  of  the  building  of  which  they  are  a 
part. 

(b)  The  height  of  all  chimneys  and  flues 
above  the  highest  portion  of  the  roof  of 
which  they  are  a  part,  where  such  chimneys 
or    flues    are    used    for    other    than    domestic 


Pig-.    33.  Fig'.    34. 


Pig-.    35.  Fig.    36. 

CHI.MNEYS— INSULATING     CAVITIES     WHERE     REQUIRED. 
Section  794. 


Fig.    37. 


Figs.   3.3,    34    (A)    Area   of   flue. 

(E)  Insulating  lining. 

(F)  Insulating   cavity. 

Explanation :  If  A  is  more  than  400  sq.  in.  an 
insulating  lining  (E)  is  required==(see  Sec.  797  for 
further  defailsK  If  A  Is  more  than  400  sq.  in.  the 
walls  surrounding  shall  have  an  insulating  cavity  F 
not  less   than   3"   wide. 

If  E  in  Fig.  34  is  of  fire  brick  of  4"  or  more  in 
thickness  It  may  be  considered  as  a  portion  of  thick- 
ness required  for  walls  surrounding. 

Section  797,  Framing  Around  Chimneys. 

Fig.  35.  (C)  Is  distance  joists  or  timbers  are 
to  be   kept   away   from   wals   of  chimneys   =  2". 

(D)  Is  distance  to  be  kept  away  from  inside  of 
flue   lining   =r    7". 


Section   800.     Walls  Forming  Smoke  Flues. 

Fig.  36.     Shows  chimney  without  flue  lining. 

If    A    —    144    or    less,    B    ~    S". 

If  A  rr:  more  tlian  144  ani  not  more  fhnn  COO, 
B    =    12". 

If    A    =   more    than    COO,    B   =    IG". 

For  exceptions  see  ordinance,   Sec.   800. 

Fig.  37.  Shows  Chimney  with  flue  lining,  not 
less    than    %"    thickness. 

If  \  Is  144  sq.  in.  or  less,  walls  surrounding  may 
be    (B)    or    4". 

If  A  is  more  than  144  sq.  In.  and  not  more  than 
300    sq.    In.    B    =   9". 

If  A  Is  more  than  300  and  not  more  than  COO.  B 
=    12". 

If  A  Is  greater  than  600,  B  =  IG"  (exceptlnns 
and  reductions  being  stated  in  Sec.   800). 
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purposes  or  for  open  fireplaces,  shall  be 
determined  by  dividing  the  greatest  diameter 
in  Inches  by  four,  and  the  quotient  thereby 
obtained  in  terms  of  feet,  witli  five  feet 
added,  shall  be  the  minimum  height  from 
the  tops  of  such  cliimneys  and  flues  above 
the  highest  portion  of  roof  of  tiie  building. 
In  no  case  shall  the  height  of  any  chimney 
or  flue  be  less  than  five  feet  above  the  roof 
of   the   building   of   which    it    is   a  part. 

(c)  "Where  a  wooden  tank,  pent  house  or 
roof  house  is  on  tlie  same  building  with  a 
ciiimney,  the  required  height  of  any  sucli 
chimney  above  the  roof  of  the  building  shall 
be  not  less  than  two-thirds  of  the  sum  of  the 
horizontal  distance  between  the  chimney  and 
such  tank,  pent  house  or  roof  house  added 
to  the  vertical  distance  between  the  top  of 
such  .tank,  pent  house,  or  roof  house  and  a 
horizontal  plane  through  the  top  of  the  chim- 
ney. The  tops  of  chimneys  within  a  radius 
of  twenty-five  feet  of  any  wood  tank,  pent 
house,  or  roof  house,  on  the  same  building 
of  which  such  chimney  shall  be  a  part  shall 
be  at  least  as  high  as  the  top  of  said  wood 
tank,  pent  house,  or  roof  house.  The  tops 
of  chimneys  on  ridge  roofs  shall  be  not  less 
than   three  feet  above   the  ridge. 

794.  Insulating-  Cavities  —  Where  Re- 
quired.) All  flues  having  a  greater  area 
than  four  hundred  square  inches  shall  be 
lined  on  the  inside  with  an  insulating  ma- 
terial, which  lining  sliall  start  at  least  two 
feet  below  the  smoke  inlet  and  shall  ex- 
tend upwards  for  at  least  ten  times  the 
diameter  of  the  flue,  or  if  said  flue  is  not 
circular  or  square  in  cross  section  for  ten 
times  the  average  diameter,  when  the  flues 
are  of  brick,  stone  or  concrete,  said  insul- 
ating lining  shall  be  flre  clay  brick  or  flre 
clay  blocks,  and  if  such  bricks  or  blocks 
are  four  inches  or  more  in  thickness,  they 
may  be  considered  as  a  portion  of  the  thick- 
ness required  for  the  surrounding  walls. 
The  walls  surrounding  chimneys  liaving  an 
area  greater  than  four  hundred  square 
inches  shall  have  an  insulating  cavity  not 
less  than  three  inches  wide  surrounding  tlie 
inner  four  inches  of  fire  brick  or  fire  clay 
blocks,  for  not  less  than  the  height  required 
above  for  insulating  lining  and  said  inner 
core  shall  be  built  independent  of  the  sur- 
rounding brick  work  and  shall  be  free  to 
expand   or   contract. 

795.  Metal  Cliimneys  in  Building's  of  Or- 
dinary  Slow-Burning   or   Mill    Construction.) 

Interior  stacks  or  smoke  flues  of  metal 
shall  not  be  used  in  buildings  of  ordinary 
or  slow  burning  or  mill  construction,  unless 
they  are  surrounded  by  self-supporting  brick 
or  re-inforced  concrete  walls  of  the  thick- 
ness herein  required  for  flues  of  the  re- 
spective area;  provided,  however,  that  if 
an  interior  smoke  pipe  of  steel  of  not  less 
than  three-eighths  inch  in  thickness  riveted 
in  every  joint,  or  an  interior  smoke  pipe  of 
cast  iron  not  less  than  five-eighths  inch  in 
thickness  is  used,  then  the  brick  work  re- 
quired inside  of  tlie  insulating  cavity  of  a 
stack  may  be  omitted,  but  such  metal  lin- 
ings shall  be  lined  with  such  insulating 
material  for  the  heiglit  herein  elsewhere 
required  for  stacks.  If  a  chimney  or  stack 
Is  not  a  part  of  the  walls  of  such  a  build- 
ing, it  shall  be  designed  as  an  isolated 
chimney  as  required  by  Section  799  of  this 
Chapter. 

796.  Insulating  Material  for  Metal  diim- 
neys  and  Metal  Stacks.)  (a)  Fire  clay 
brick  or  fire  clay  blocks  may  be  used  for 
the  insulating  lining  of  metal  chimneys  and 
stacks  but  not  of  a  lesser  thickness  than 
two  inches.  The  material  shall  be  increased 
in  tliickness  or  supported  on  structural  steel 
ledges  and  the  material  shall  be  stressed 
not  to  exceed  the  safe  limits  of  stress  else- 
where herein  fixed  for  the  material,  or 
metal  chimneys  and  metal  stacks  may  be 
lined   with   blocks   of  magnesia   insulation   or 


with  fused  asbestos  board  insulation,  or 
metal  stacks  or  chimneys  may  be  lined  with 
any  other  insulating  material  tested  and 
approved  by  the  Commissioner  of  Buildings. 

(b)  Magnesia  block  insulation  shall  con- 
tain not  less  than  45  per  cent  of  magnesia 
and  50  per  cent  asbestos  fibre  formed  into 
blocks  not  less  than  li,^  inches  in  thick- 
ness by  hydraulic  pressure.  After  said 
magnesia  blocks  have  been  set,  they  and 
all  metal  bands  and  ties  exposed  with  the 
flue  shall  be  plastered  with  cement  not 
less  than  one-half  inch  in  thickness  on  one 
and  one-half  inch  blocks,  and  one-fourth 
inch  in  thickness  on  one  and  three-fourths 
inch   and    thicker   blocks. 

(c)  Fused  asbestos  board  shall  be  made 
of  alternate  flat  and  corrugated  sheets  of 
asbestos  board,  cemented  together  and  fused 
under  a  heat  of  not  less  than  1,000  degrees 
Fahrenheit  to  a  minimum  thickness  of  1^4 
inches.  After  paid  fused  asioestos  boards 
have  been  set  into  the  flues,  they  and  all 
exposed  metal  bands  or  ties  shall  be  pointed 
with  cement. 

(d)  Such  magnesia  blocks,  fused  asbestos 
boards,  pointing  cement  and  any  other  in- 
sulating material  approved  by  the  Commis- 
sioner of  Buildings  shall  resist  the  disin- 
tegrating, dissolving,  or  diminisliing  action 
of  moist  steam  and  the  acid  and  gaseous 
fumes  present  in  the  flue  at  any  degree  of 
heat  obtainable  by  the  combustion  of  the 
fuel    used. 

797.  Cliimneys  —  Interior  —  Framing 
Around.)  In  case  of  chimneys  which  are 
enclosed,  or  form  part  of  the  Interior  of 
any  building,  no  joists  or  girders  shall  rest 
or  be  supported  on  the  walls  of  such  chim- 
ney, and  the  framing  around  chimneys  of 
all  kinds  shall  be  so  constructed  that  in 
no  case  will  any  joists  or  timbers  be  placed 
nearer  than  two  inches  from  the  outside 
face  of  walls  of  flues,  and  in  no  case  shall 
the  distance  from  the  inside  of  any  flue  to 
any  joists  or  timbers  be  less  than  seven 
Inches. 

798.  Chimneys  —  External  location  of.) 
(a)  Chimneys  built  outside  of  tlie  walls 
of  buildings  shall  not  encroach  upon  any 
street  or  alley,  and  shall  be  built  as  follows: 

(b)  If  at  least  one  side  of  such  chimney 
abuts  entirely  upon  the  wall  of  an  existing 
building  and  the  chimney  Is  throughout  its 
entire  length  securely  and  flrmly  anchored 
to  the  walls  of  such  existing  building,  the 
wall  of  such  chimney  may  be  built  of  hol- 
low tiles,  in  which  case,  however,  it  shall 
have  a  cast  iron  base,  lined  with  flre  brick, 
extending  to  a  height  of  at  least  ten  feet 
above    the    street    or    alley    grade. 

(See  Special  Ruling  XVI,  Page  303.) 

799.  Chimneys — Isolated — Stress  Require- 
ment.) Isolated  chimneys  shall  be  so  de- 
signed and  constructed  that  the  stress  in 
every  part  thereof,  due  to  the  weight  of  the 
chimney  itself  and  from  wind  pressure,  shall 
not  exceed  the  safe  limits  as  provided  in  this 
Chapter  for  the  material  used. 

SCO.     Walls    Forming    Smoke    Flues.)      The 

walls  forming  smoke  flues  of  one  hundred 
and  forty-four  square  inches  area  or  less 
shall  be  of  brick,  concrete,  stone,  or  of 
any  one  of  these  and  burnt  flre-clay  flue  tile 
lining,  and  such  flue  linings  shall  extend  from 
the  lowest  opening  to  a  distance  of  at  least 
two  feet  above  the  roof  joints.  If  only  one  of 
the  above  materials  is  used  it  sliall  not  be  less 
than  eight  inches  in  thickness.  Provided,  how- 
ever, that  such  flues  having  walls  at  least 
three  Indies  in  thickness  of  continuous  con- 
crete or  interlocking  or  rabbited  joint  con- 
crete sectional  flues  may  be  used  without 
burnt  fire-clay  flue  tile  linings.  If  any  one  of 
the  above  materials  is  used  in  combination 
with  burnt  fire-clay  tile  flue  lining  it  shall  be 
not  less  than  four  Indies  in  tliickness.  and 
the  burnt  fire-clay  flue  lining  shall  be 
not  less   than    three-fourths   inches   in   thick- 
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ness,  and  built  as  herein  described.  The 
walls  forming  smoke  flues  of  more  than  one 
hundred  and  forty-four  square  inches  area 
and  not  more  than  three  hundred  square 
inches  area  shall  be  of  brick,  concrete,  stone, 
or  any  one  of  these  and  burnt  fire-clay  ttue 
tile  lining.  If  any  of  the  above  materials  is 
used  alone,  it  shall  be  not  less  than  thir- 
teen inciies  in  thickness.  If  any  one  is  used 
in  combination  with  burnt  clay  flue  tile 
lining,  it  shall  be  not  less  than  nine  inches 
in  thickness  and  the  fire-clay  flue  tile  lining 
shall  be  not  less  than  three-fourths  inch  in 
thickness  and  built  as  herein  required.  The 
walls  forming  flues  having  an  area  greater 
than  three  hundred  square  inches  and  less 
than  six  hundred  square  inches  shall  be 
built  of  one  of  the  materials  described  above 
not  less  than  twelve  inches  in  thickness, 
and  flues  having  an  area  greater  than  six 
hundred  square  inches  shall  have  walls  of 
one  of  the  materials  described  above  not 
less  than  sixteen  inches  in  thickness,  and 
these  walls  may  be  reduced  to  twelve  inches 
in  thickness  at  a  point  .'sot  less  than  fifty 
feet    above    the    top    of    the    breeching;    pro- 
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rig-.    38. 

SMOKE    PIPES    PASSING    THROUGH    PARTITIONS 
AND   WOOD   WORK   AROUND. 

Section    802. 

(A)  Diameter   of    smoke    pipe,    6"    or   less. 

(B)  Diameter  of  thimble  required  S"  greater  tlian 
diameter  of  smoke   pipe. 

(C)  Ventilation   lioles  required. 

vided,  however,  that  the  material  of  which 
all  chimneys  are  constructed  shall  be  so 
proportioned  that  it  will  not  be  subjected 
to  a  greater  stress  than  elsewhere  herein 
fixed  as  the  maximum  safe  stress  for  such 
material. 

801.  Ventilating'  Dncts  —  Chutes  —  "Walls 
Forming'.)  Walls  forming  ventilating  ducts 
and  rubbish  and  ash  chutes  shall  be  con- 
structed in  accordance  with  the  regulations 
governing  the  construction  of  smoke  flues 
elsewhere  herein  contained.  Walls  forming 
ventilating  ducts  shall  not  be  less  than  four 
Inches  thick,  and  when  tlie  ventilating  duct 
is  larger  than  two  hundred  and  sixty  square 
Inches  the  walls  shall  be  not  less  than  eight 
inches    thick. 

802.  Smoke  Pipes  Passing*  Tlirousrh  Parti- 
tions.)      In     buildings     hereafter     erected     it 


shall  be  unlawful  to  allow  smoke  pipes  of 
greater  diameter  than  six  inches  to  pass 
through  a  combustible  partition.  Where  a 
smoke  pipe  of  six  inches  or  less  passes 
through  a  combustible  partition  it  shall  be 
surrounded  by  a  ventilated  thimble  of  in- 
combustible material  or  by  incombustible 
material  with  a  diameter  at  least  eight 
inches  greater  than  the  diameter  of  the  pipe. 

803.  Boilers  —  Ijocation  of — Permit  for.) 
In  all  cases,  boilers  shall  be  so  placed  as 
to  give  ample  room  between  any  ceiling, 
wall  or  partition  to  connect  or  operate  any 
valves  or  pipes  or  other  connections  used  on 
such  steam  boilers.  The  size,  number  and 
location  of  boilers  to  be  installed  in  any 
building  shall  be  marked  on  the  plans  and, 
except  in  buildings  of  Class  III,  approved 
by  the  Department  for  the  inspection  of 
Steam  Boilers  and  Steam  Plants,  and  by 
the  Department  of  Health  before  a  permit 
is  issued  by  the  Department  of  Buildings 
for  the  erection  of  such  building. 

804.  Poundry  Cupolas  —  Construction  of 
Charg-ing-  Floors  and  Roofs — Height  Above 
Roof.)  There  shall  be  no  combustible  mater- 
ial used  in  the  construction  of  a  charging 
floor  or  a  roof  within  thirty-six  inches  of 
the  foundry  cupola.  Where  the  cliarging 
floor  is  less  than  eight  feet  above  the  dump 
floor  no  combustible  material  whatever  sliall 
be  used  in  the  construction  of  such  charging 
floor.  Foundry  cupolas  shall  extend  twenty- 
five  feet  above  the  hig.hest  point  of  any 
roof  within  a  radius  of  forty  feet  from  such 
cupola,  unless  such  roof  is  of  metal  or  fire- 
proof construction. 

805.  Cornices  —  Haves  —  Gutters  —  Pipes 
from  Roof.)  (a)  No  wood  shall  be  used 
for  any  purpose  in  connection  with  cornices, 
eaves  and  external  gutters  on  any  building 
more  than  fifty  feet  in  height.  The  entire 
exterior  covering  of  cornices  and  eaves  of 
buildings  hereafter  to  be  erected  within  the 
fire  limits  shall  be  of  incombustible  material. 

(b)  Wherever  sheet  metal  cornices  or 
eaves  or  external  gutters  are  used,  their 
entire  exterior  covering  shall  be  of  metal 
or  other  incombustible  material  approved 
by  the  Commissioner  of  Buildings.  Bracket 
supports  for  same  shall  be  firmly  secured 
to  the  wall  at  least  every  four  feet,  and  the 
walls  shall  be  carried  full  height  under  and 
behind   same   tliroughout   their  entire   length. 

(c)  The  water  from  all  roofs  shall  be 
carried  to  the  sewer  in  metal  conductor 
pipes.  TCvery  such  conductor  shall  be  con- 
tinually maintained  In  good  condition,  and 
if  such  conductors  are  within  the  exterior 
walls,  they  shall  be  of  screwed-joint  iron 
or  steel  pipe,  or  of  cast  Iron  pipe  with 
calked  joints. 

806.  Towers,  Domes  and  Spires — Con- 
struction of.)  Towers,  domes  and  spires 
may  be  built  on  top  of  the  roofs  of  build- 
ings, but  shall  not  occupy  more  than  one- 
quarter  of  the  street  frontage  of  any  build- 
ing. Such  towers,  domes,  or  spires,  if  any 
part  thereof  Is  built  to  a  height  of  more 
than  fifty  feet  and  less  than  ninety  feet, 
shall  be  of  slow-burning  construction,  and. 
if  of  a  greater  height  then  ninety  feet 
above  the  sidewalk,  shall  be  of  fireproof 
construction;  and,  in  all  cases  where  the 
area  of  such  tower,  dome,  or  spire  exceeds 
one  hundred  square  feet,  its  supports  shall 
be  carried  down  to  the  ground,  and  if  the 
structure  supported  is  more  than  fifty  feet 
and  less  than  ninety  feet  high,  it  shall  be  of 
slow-burning  construction,  and.  if  more  than 
ninety  feet  high,  of  fireproof  construction. 
No  tower,  dome,  or  spire  shall  exceed  thirty- 
six  hundred  (3,(500)  square  feet  in  area, 
and  in  no  case  shall  the  area  exceed  fifteen 
per  cent  of  the  total  area  of  the  building  on 
which  It  is  erected,  nor  shall  the  height  of 
any  tower,  dome  or  spire  exceed  four  hun- 
dred feet  measured  from  the  established 
Inside    grade. 
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SO  7.  Stmctnres — Construction  and  Iiiml- 
tations  of.)  All  structures  built  within  the 
City  other  than  those  otherwise  specifically 
provided  for  herein  shall  be  designed  and 
constructed  according  to  established  engi- 
neering practice,  and  shall  comply  with  the 
provisions  of  this  section.  No  structure  of 
frame  or  mill  construction  within  the  fire 
limits  sliall  exceed  35  feet  in  height  from 
the  ground  to  tlie  highest  point  thereof. 
No  structure  of  mill  or  frame  construction 
outside  tlie  fire  limits  shall  exceed  the 
height  of  45  feet  from  the  ground  to  the 
highest    point    thereof. 

All  structures  over  tliirty-five  feet  in 
height  within  the  fire  limits,  and  all  struc- 
tures over  forty-five  feet  in  height  outside 
the  fire  limits  shall  be  built  of  structural 
steel,  concrete  or  masonry;  provided,  how- 
ever, tliat  viaducts  or  runways  to  be  used 
for  the  purpose  of  tiansf  erring  livestock 
from  one  building  or  place  to  anotlier  may 
be  built  of  wood  not  tf  exceed  eighty  feet 
in  heiglit  either  within  or  without  the  fire 
limits. 

If  it  is  desired  to  enclose  any  structure, 
such  structure  shall  be  enclosed  with  con- 
crete or  masonry  walls,  or  incombustible 
material  of  such  construction  as  shall  be 
approved  by  the  Commissioner  of  Buildings; 
provided  that  structures  outside  the  fire 
limits  not  exceeding  2,800  square  feet  in 
area,  or  45  feet  in  heiglit.  may  be  enclosed 
with     combustible     material. 

In  every  structure  contemplated  by  this 
section  safe  and  adequate  means  of  ingress 
and  egress  shall  be  provided  for  persons  em- 
ployed   in    and    about    the    same. 

All  structures  whose  height  exceeds  twice 
tlieir  lea.st  dimensions  at  tlieir  base  shall 
be  so  designed  as  to  safely  resist  a  wind 
pressure  of  30  pounds  per  square  foot  of 
surface  exposed  to  the  action  of  the  wind. 

808.  Skylig-hts — Construction  of — Glass  in.) 
(a)  Any  sl^ylight  on  the  roof  of  any  build- 
ing less  than  ninety  feet  in  height,  other 
than  a  frame  building,  shall  have  the  sides, 
sashes  and  frames  constructed  of  metal,  or 
of  wood,  metal  clad  on  all  exterior  surfaces. 
Any  skylight  on  a  building  more  than  ninety 
feet  in  height  shall  be  entirely  of  incom- 
bustible material. 

(b)  Every  skylight  shall  be  provided 
with  ventilation  opening  of  an  area  of  at 
least  three  per  cent  of  the  base  area  uf  the 
skylight. 

(c)  The  glass  in  all  such  skylights,  ex- 
cept in  buildings  in  Classes  III  and  VI  not 
exceeding  three  stories  in  height,  shall  have 
at  least  six  inches  over  same  a  strong  wire 
netting  with  wire  not  lighter  than  number 
twelve  gauge,  galvanized  after  weaving, 
and  mesh  not  coarser  than  one  by  one  inch, 
unless  the  glass  contains  a  wire  netting 
within  itself.  Supports  for  screen  shall  not 
be  less  in  size  than  the  bars  supported  and 
of  the  same  material. 

809.  Inclosures  upon  roof.)  Skylights,  in- 
closures  for  water  tanks  and  inclosures  for 
elevator  machinery,  the  construction  of  all 
of  which  inclosures  shall  be  entirely  o^ 
incombustible  material,  shall  be  permitted 
to  be  erected  on  the  roofs  of  all  buildings 
more  than  fifty  feet  and  less  than  one  hun- 
dred feet  high;  provided,  however,  that  tho 
roofs  of  same  may  be  built  of  mill  or  slow- 
burning   construction. 

810.  Roof  —  Construction  of  —  Pitch  of.) 
Buildings,  other  than  frame  buildings  when 
permitted  by  this  Chapter,  less  than  fifty 
feet  in  height  with  roofs  which  have  a 
slope  of  more  than  three  inches  per  liori- 
zontal  foot,  shall  have  the  roofs  covered 
with  Incombustible  material.  Buildings 
more  than  fifty  feet  and  less  than  one  hun- 
dred feet  in  height  with  roofs  which  have  a 
slope  greater  than  three  inches  per  horizontal 
foot  and  which  are  of  timber  construction, 
shall    have    such    roofs    covered    with    an    in- 


combustile  covering  upon  the  roof  boards, 
which  shall  be  made  either  of  mortar  or 
porous  terra  cotta  or  plaster  boards  or  other 
incombustible  material,  which  shall  be  at 
least  two  inclies  thiclf.  Wheie  this  cover- 
ing is  placed  upon  the  roof  boards  wooden 
strips  shall  be  inserted,  which  shall  be  se- 
curely fastened  to  the  wooden  structure  at 
regular  intervals  between  the  incombustible 
covering  and  a  weatherproof  covering  of 
incombustible    material. 

Sll.  Roofs — Shing-le,  Gravel  or  Composi- 
tion.) (a)  The  use  of  shingles  or  other 
forms  of  comljustiljle  roof  covering  on  build- 
ings erected  or  altered  otherwise  than  is 
provided  in  Section  871,  witliin  the  fire  limits, 
is  proliibited,  except  as  liereinafter  provided. 
In  existing  frame  buildings  not  more  tlian 
three  stories  high,  the  shingle  roofs  may  be 
repaired  with  shingles  or  other  materials. 

(b)  Roofs,  the  slope  of  which  is  not 
more  than  three  inches  per  foot  horizontal, 
and  the  covering  of  which  is  made  of  a 
composition  of  felt  and  gravel,  shall  be  con- 
sidered incombustible  under  the  provisions 
of  this  Chapter,  and  may  be  used  upon 
buildings  of  all  classes.  Other  forms  of 
composition  roof  shall  be  permitted  if  ex- 
pressly appi-oved  as  an  incombustible  roof 
by    the    Commissioner    of    Buildings. 

812.  Building's — Heig-ht  of — Parapet  "Walls 
— Roof  Houses — Housing-  Tanks — Skylig-hts 
and  Scuttles.)  (a)  The  limits  of  heights  of 
buildings  heretofore  given  for  non-fireproof 
buildings  shall  be  the  perpendicular  distance 
from  the  inside  sidewalk  grade  of  the  street 
nearest  the  building  to  the  highest  point  of 
the  roof  thereof.  Where  such  street  grade 
varies,  the  mean  or  average  grade  thereof 
opposite  the  building  shall  be  the  data  from 
which  such  height  is  measured. 

(b)  The  height  of  a  fireproof  building 
shall  be  the  perpendicular  distance  from  the 
inside  sidewalk  grade  of  the  street  nearest 
the  building  to  the  highest  point  of  the  ex- 
ternal bearing  walls.  Where  such  street 
grade  varies,  the  mean  or  average  grade 
thereof  opposite  the  building  shall  be  the 
data  from  which   such  height  is  measured. 

(c)  No  building  shall  be  erected  in  the 
City  of  greater  height  than  two  hundred 
sixty  feet.  The  erection  of  parapet  walls  or 
of  balustrades  constructed  entirely  of  in- 
combustible material  slTall  be  permitted 
above  the  roof  level  of  buildings  of  all 
classes,  in  addition  to  the  height  fixed  herein 
for  the  same. 

(d)  Roof  houses  for  elevators,  tanks,  sky- 
lights, stairs  or  scuttles  may  be  built  above 
the  height  of  the  main  roof. 

813.  Basement  —  Defined.)  The  upper 
surface  of  the  floor  of  the  first  story  of 
buildings  of  every  class  excepting  Classes 
YI  and  VIII  shall  be  not  more  than  ten  feet 
three  inches  above  the  inside  sidewalk  grade 
of  the  street  nearest  tlie  building  and  that 
portion  of  the  building  below  said  floor  shall 
be  designated  as  the  basement  of  the  build- 
ing  of   which    it   is    a   part. 

Note:     See   Section   634    (h). 

814.  Sub-basements  and  Cellars  —  Con- 
struction of.)  (a)  No  building  shall  have 
more  than  one  basement  or  cellar  of  ordi- 
nary or  slow-burning  or  mill  construction; 
all  additional  basements  or  cellars  shall  be 
of  fireproof  construction  as  described  in 
this  Chapter,  the  elevator  enclosures  shall 
be  of  brick  from  the  lowest  basement  floor 
level  to  the  first  story  floor,  and  the  stair- 
ways shall  be  inclosed  in  fireproof  partitions 
from  the  lowest  basement  floor  level  to  the 
first  story  floor  level  with  automatic  closing 
standard    iron    doors,    opening    outwards. 

(b)  In  cases  where  a  pipe,  conduit,  dumb- 
waiter, cable,  wire,  conveyor  or  belt,  or  any 
combination  thereof,  passes  through  a  floor 
from  one  basement  to  another,  the  open- 
ing in  the  floor  shall  be  inclosed  as  speci- 
fied   In    this   Chapter. 
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(c)  The  number  and  width  of  stairs  from 
the  lowest  basement  floor  to  the  first  story 
shall  be  the  same  as  required  for  the  four 
highest  stories  of  a  building-  of  the  same 
area. 

815.  Concrete  Ploors  in  Basements  — 
Kectnirements.)  Wherever  concrete  floors  are 
laid  in  basements  of  buildings  now  in  exist- 
ence or  buildings  hereafter  to  be  erected,  the 
concrete  of  such  floors  shall  be  at  least  three 
(3)  inches  in  thickness  and  such  floors  shall 
be  laid  on  a  sand  or  cinder  foundation  not 
less  than  six   (6)   inches  in  thickness. 

816.  Canopy  —  Plans  Must  be  Approved 
Before  Pertnits  Issue — Pee  for  Permit — No 
Advertising-  Matter  or  Obstructions  Permit- 
ted.) It  shall  be  unlawful  for  any  person. 
firm  or  corporation  to  erect  or  construct  any 
canopy  attached  to  a  building  or  structure 
under  any  general  or  special  ordinance  now 
in  force  or  which  shall  or  may  hereafter  be 
adopted  without  first  submitting  the  plans 
of  such  canopy,  and  also  of  the  part  of  the 
building  or  other  structure  to  which  it  is  to 
be  attached,  to  tlie  Commissioner  of  Build- 
ings for  his  approval.  No  permit  shall  be 
issued  by  the  Department  of  Public  Works 
unless  the  plans  of  such  canopy  shall  be 
approved  by  the  Department  of  Buildings 
and  a  permit  to  attach  said  canopy  to  tlie 
building  from  which  it  is  intended  to  pro- 
ject shall  be  obtained  from  the  Commis- 
sioner of  Buildings.  Tlie  owner  or  agent 
shall  pay  to  the  Department  of  Buildings 
a  fee  of  ten  dollars  for  said  build- 
ing permit.  No  canopy  that  has  been  or 
may  hereafter  be  authorized  by  any  general 
or  special  ordinance,  wliicli  projects  over 
any  street  or  other  public  place  shall  at  any 
time  be  enclosed  by  canvas  or  other  cloth  or 
material  in  whole  or  in  part  so  as  to  ob- 
struct free  passage  underneath  same,  nor 
shall  any  such  canopy  be  equipped  witli  or 
have  attached  thereto  any  illuminated  or 
other  signs,  transparencies,  placards,  stream- 
ers or  other  advertising  devic  s  of  any  l^ind; 
and  in  case  any  such  canopy  shall  at  any 
time  contain  sucli  advertising  matter  or  de- 
vice it  shall  be  the  duty  of  tlie  owner,  lessee 
or  person  in  charge  or  control  of  such  can- 
opy, upon  notice  from  the  Ma>'or,  to  forth- . 
with  remove  such  advertising  matter  or  de- 
vice. 

817.  Canopies  and  Marciuees — Annual  In- 
spection Pee.)  The  Commissioner  of  Build- 
ings shall  make  an  annual  inspection  of  can- 
opies and  marquees  attaclied  to  buildings  or 
other  structures  which  sli.all  extend  into  or 
over  any  street,  alley  or  any  public  place, 
and  for  such  inspection  shall  make  the  fol- 
lowing charge: 

Where  the  horizontal  projection  of  the 
canopy  or  marquee  does  not  exceed  200 
square  feet  in  area  the  annual  inspection 
fee  shall  be  five  dollars;  and  where  the  hori- 
zontal projection  of  the  canopy  or  marquee 
exceeds  200  square  feet  in  area  the  fee  shall 
be  five  dollars  for  the  first  200  square  feet 
and  one  dollar  additional  for  each  additional 
50  square  feet  in  the  area  of  such  canopy  or 
marquee. 

818.  Scaffolds — Protection  During-  Build- 
ing- Operations — Temporary  Ploors.)  (a)  All 
scaffolds  erected  In  tliis  city  for  use  in  the 
erection,  repair,  alteration,  or  removal  of 
buildings,  shall  be  well  and  safely  sup- 
ported, and  of  sufficient  width,  and  properly 
secured,  so  as  to  insure  the  safety  of  per- 
sons working  thereon  or  passing  under  or 
by  the  same;  and  to  prevent  the  falling 
thereof,  or  the  falling  therefrom  of  any 
material  that  may  be  used,  placed  or  de- 
posited thereon. 

(b)  It  shall  be  the  duty  of  every  owner, 
person  or  corporation  who  shall  have  the 
supervision  or  control  of  the  construction 
of  or  remodeling  of  any  building  liaving 
more  than  three  framed  floors,  whether  some 
or  all  of  such  floors  are  above  tlie  estab- 
lished street  grade,  to  provide  and  lay  upon 
the    upper    side    of    the    joists    or    girders,    or 


both,  of  the  first  floor  below  the  riveters 
and  structural  steel  setters,  a  plank  floor, 
which  shall  be  laid  to  form  a  good  and  sub- 
stantial temporary  floor  for  the  protection 
of  the  employes  and  all  persons  engaged 
above  or  below  or  on  buch  temporary  floor 
in    such    building. 

(c)  Provided,  however,  that  where  the 
permanent  floor  is  in  place  on  the  floor 
herein  required  to  be  planked,  a  temporary 
protective   floor   shall   not   be   required. 

(d)  A  good  and  substantial  temporary 
floor  shall  be  laid  on  the  joists  or  girders 
of  tlie  next  lower  floor  where  tlie  temporary 
or  permanent  floor  of  the  second  story  or 
the  floor  or  floors  above  the  second  story  or 
roof  is  being  placed  previous  to  the  placing 
of  the  permanent  floor  or  floors  immediately 
below  the  floor  which  is  being  arched  or 
planked.  The  lowest  framed  floor  in  a 
building    shall    be    considered    the    first    floor. 

(e)  In  buildings  more  than  three  stories 
high  where  persons  are  Working  on  a  scaf- 
fold or  scaffolds  on  the  outside  of  such 
building  sucli  persons  shall  be  protected 
by  well  secured  planking,  set  over  the  heads 
of  Euch  persons  for  the  full  width  of  the 
scaffolding  on  which  they  are  working  if 
another  story  or  other  stories  are  being 
raised  above  such  persons  during  the  time 
they  are  working  on  such  outside  scaffold 
or    scaffolding. 

(f)  It  shall  be  the  duty  of  all  owners, 
contractors,  builders  or  persons  having  the 
control  or  supervision  of  all  buildings  in 
course  of  erection  whicli  shall  be  more  than 
thirty  feet  high,  to  see  that  all  stairways, 
elevator  openings,  flues  and  all  other  open 
ings  in  the  floors  shall  be  covered  or  prop- 
erly protected,  and  it  shall  be  their  further 
duty  to  comply  with  an  act  of  the  Legis- 
lature of  the  State  of  Illinois,  entitled  "An 
act  providing  for  the  protection  and  safety 
of  persons  in  or  about  the  construction,  re- 
pairing, alteration  or  removal  of  buildings, 
bridges,  viaducts  and  other  structures,  and 
to  provide  for  the  enforcement  thereof,"  ap- 
proved June  3,  1907,  and  in  force  July  1, 
1907. 

(g)  Any  person,  firm  or  corporation  vio- 
lating any  of  tlie  provisions  of  this  section 
shall  be  fined  not  less  than  one  hundred 
dollars  nor  more  than  two  hundred  dollars 
for  each  offense,  and  any  permit  granted  for 
the  construction  of  such  building  may  be 
revoked  in  the  discretion  of  the  Commis- 
sioner of  Buildings  where  such  violation 
occurs. 

819.  "Wood  lathing-  and  Plastering-.)  (a) 
In  all  buildings  of  frame  or  of  ordinary  con- 
struction, where  the  use  of  wood  lath  and 
plaster  is  permitted  under  the  provisions  of 
this  •  chapter,  such  wood  lath  and  plaster 
shall  be  done  in  accordance  with  the  follow- 
ing specifications: 

Wood  lath  shall  not  be  over  one  and  one- 
half  inclies  wide,  and  sliail  be  nailed  to  each 
stud,  joist  or  bearing  witli  not  less  tlian 
a  three-penny  fine  16  gauge  nail:  lath  to  have 
joints  broken  with  not  over  seven  lath  to  a 
breal?:  lath  to  be  spaced  not  less  than  one- 
fourth  of  an  inch  apart.  All  wood  latli 
must  be  covered  with  at  least  two  coats  of 
plaster;  such  lath  and  plaster  to  finish  to 
a  total  thickness  of  at  least  seven-eighths  of 
an  inch;  no  dirty  or  loamy  sand  to  be  used 
in   the   mortar   or  plaster. 

(b)  In  every  building  of  frame  or  of  ordi- 
r;ary  construction  wliich  contains  one  or  more 
rooms  used  for  habitation  or  living  pur- 
poses, the  walls  and  ceilings  of  all  rooms, 
mcluding  stores  (except  ba.'^oment  and  attic 
rooms,  not  used  for  liabitation  or  living 
purposes),  throughout  the  building  shall  be 
coverod  with  not  loss  than  two  coats  of 
piaster  of  the  thickness  and  quality  herein- 
before in  this  section  prescribed.  Provided, 
however,  that  where  such  building  does  not 
exceed  one  story  and  basement  in  height 
and    contains   a  room   or  rooms   used   for   the 
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purposes  of  Class  I  as  defined  in  this  ordi- 
nance, a  metal  ceiling  may  be  installed  in 
the  room  used  for  the  purpose  of  Class  I; 
and  provided  further,  that  where  such  build- 
ing of  frame  or  of  ordinary  construction  and 
containing  one  or  more  living  rooms  is  more 
than  one  story  and  basement  in  height  and 
contains  a  room  or  rooms  used  for  the  pur- 
poses of  Class  I  as  defined  in  this  ordinance, 
a  metal  ceiling  may  be  installed  in  such 
room  used  for  the  purpose  of  Class  I  accord- 
ing to   the  following  provisions: 

The    ceiling    of    the    room    or    rooms    used 
for  the  purpose  of  Class   I  shall  be  plastered 


on  walls  of  buildings  of  frame  or  of  ordi- 
nary construction  containing  one  or  more 
rooms  used  for  habitation  or  living  purposes, 
plastering  upon  walls  must  conform  with  the 
requirements  of  this  section  for  plastered 
walls.  A  strip  tliiee-eighths  of  an  inch  in 
thicltness  may  be  used  upon  wliich  to  apply 
the  metal,  same  to  be  nailed  to  every  stud- 
ding with  a  nail  not  less  than  two  and  thnje- 
quarter  inches  long;  steel  plates  used  on 
walls  to  be  not  lighter  than  29  gauge  and 
applied  same  manner  as  herein  provided  for 
ceilings. 

(d)      Wallboard    or     plasterboard     of     gyp- 


PLAOTElfc 


xn^ 


T~a1 


Lath' 


OLCTION- 


IIE.VATIC'N 


(A) 
(B) 

(C) 


rigr.  39. 

WOOD   L.VTII   AND    I'LASTERING. 
Section  819. 
I>iitlj    to    be    IVj"    wide.  (Ex'ception    Class    I — %"    .spacing   allowed — see   Sec. 

Bi-cali    joints    of   lath    every    seventli    latli.  ^''iy^      ^,     ^  ^.        ^      ^   ■  ,     ■,,  „    .i  i„i 

(D)      Plaster   coating   to    finish    %"    tliicls. 
(Exception     Class     I — %"     tliick     finish — see     Sec. 

81!»b). 


Spacing  of  latJi  not  to  be  less  tlian   Vi"  apart. 


with  at  least  one  coat  of  plaster  on  wood 
lath;  wood  lath  to  be  not  over  one  and  one- 
half  inches  wide,  and  shall  be  nailed  to 
each  stud,  joist  or  bearing  with  not  less 
than  a  three-penny  fine  16  gauge  nail;  lath 
to  have  joints  broken  with  not  over  seven 
lath  to  a  break;  lath  to  be  spaced  not  less 
than  three-eighths  of  an  inch  apart.  All  wood 
lath  to  be  covered  witli  a  heavy  coat  of 
mortar;  such  lath  and  plaster  to  finish  to 
a  total  thickness  of  three-quarters  of  an 
inch  in  thickne-ss.  Before  applying  such 
metal  ceilings,  a  wood  strip  not  less  than 
seven-eightlis  of  an  inch  by  one  and  one- 
quarter  inch  wide  sliall  be  used  under  every 
lap  bead,  or  nailing  flange  at  the  intersec- 
tion of  all  plates.  Strips  to  be  not  more 
than  two  feet  on  centers  in  the  direction 
cf  length  of  rooms  with  a  cross  strip  every 
four  feet  on  centers.  A  wire  nail  not  less 
than  three  inclies  long  shall  be  used  in 
every  strip  at  every  joist  in  the  surface 
to  be  covered.  Metal  plates  to  be  not  lighter 
than  29  gauge  in  thickness  and  nailed  to 
every    six    inches    on    the    lap. 

(c)      Where    said   metal-plates    are    applied 


sum,  asbestos,  or  other  approved  incombus- 
tit)le  material,  containing  not  more  tlian  four 
per  cent  (4%)  by  volume  of  paper  or  other 
combustible  fabric  reinforcement  may  be 
used  as  a  substitute  for  wood  lath  where  the 
use  of  wood  lath  is  permitted  by  the  provi- 
sions of  this  chapter  in  buildings  of  frame  or 
of  ordinary  construction.  When  such  wall- 
board  or  plasterboard  is  attached  to  metal 
studding  or  metal  furring  and  is  used  as  a 
base  for  two  coats  of  plaster  or  mortar,  the 
wallboard  or  plasterboard  and  plastering 
finishing  to  not  less  tlisn  seven-eighths  of  an 
inch  in  tliickness  in  ceilings  and  in  hollow 
partitions  and  not  less  than  two  inches  in 
thickness  in  solid  partitions,  it  may  be  used 
in  Uiis  manner  in  such  buildings  and  under 
such  conditions  as  follows: 

111  buildings  of  slow  burning  and  mill  con- 
struction for  partitions  other  than  corridor 
partitions  and  otlier  than  enclosing  parti- 
tions around  stairways,  elevators,  shafts  or 
other   floor   openings. 

In  buildings  of  fireproof  construction  of 
Class  II,  Class  III  and  Class  VI  for  suspend- 
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ed  or  false  ceilings  below  a  fireproof  floor 
sj'stem  or  roof  ■system  built  in  accordance 
with  the  provisions  of  tliis  cliapter  and  for 
partitions  otlier  than  corridor  partitions  and 
other  tlian  enclosing  partitions  around  stair- 
ways, elevators,  shafts  or  other  floor  open- 
ings. The  ingredients  and  the  propor- 
tions thereof  for  mortar  and  plaster  and  the 
manner  of  mixing  and  preparing  same  for 
pla-stering,  as  used  in  accordance  with  the 
rc(|uirements  of  this  section,  shall  be  subject 
to  the  approval  of  tlie  Commissioner  of 
Puildines. 

820.  Sidewalk  and  Street — Occupation  of 
— limitations.)  (a)  The  extent  of  occupa- 
tion of  sidewalk  and  street  to  be  covered 
by  the  terms  of  a  permit  for  street  obstruc- 
tion  or   building,    shall    be   as   follows: 

(b)  Such  permit  shall  not  authorize  the 
occupation  of  any  sidewalk  or  street  or 
part  thereof  other  than  that  immediately 
in  front  of  the  lot  or  lots  upon  which  any 
building  is  in  process  of  erection  and  in  re- 
lation to  which  such  permit  Is  issued. 

(c)  During  the  progress  of  building  op- 
erations, a  sidewalk  not  less  than  six  feet 
in  width  shall  be  at  all  times  kept  open 
and  unobstructed  for  the  purpose  of  passage 
in  front  of  such  lot  or  lots.  Such  sidewalk 
shall,  if  there  are  excavations  on  either 
side  of  the  same,  be  protected  by  substan- 
tial railings  which  shall  be  built  and  main- 
tained thereon  so  long  as  excavations  con- 
tinue to  exist.  It  is  not  intended  hereby  to 
prohibit  the  maintenance  of  a  driveway  for 
the  delivery  of  material  across  such  side- 
walk from  the  curb  line  to  the  building  site. 

821.  Sidewalk — Delivery  of  Material — 
Elevated  Sidewalks.)  It  shall  be  permitted 
for  the  purposes  of  delivering  material  to 
the  basements  of  buildings  in  process  of 
erection  to  erect  elevated  temporary  side- 
walks to  a  height  of  not  exceeding  four 
feet  above  the  curb  level  of  the  street,  and 
in  case  a  sidewalk  is  so  elevated  it  shall  be 
provided  witli  good,  substantial  steps  or 
easy  inclines  on  both  ends  of  the  same  and 
shall   have   railings   on   both   sides   thereof. 

822.  Temporary  Roof  Over  Sidewalk — 
Time  Maintained.)  When  buildings  are 
erected  of  a  lieight  greater  than  four  stories 
and  such  buildings  are  near  the  street  line, 
there  shall  be  built  over  the  adjoining  side- 
walk a  roof  having  a  framework  composed 
of  supports  and  stringers  of  three  by  twelve 
timbers  not  more  than  four  feet  from  cen- 
ter to  center,  covered  by  two  layers  of  two- 
inch  plank.  When  additional  stories  are 
added  to  an  existing  building  and  such 
building  is  located  near  the  street  line, 
there  shall  be  built  over  the  sidewalk,  at 
the  point  where  the  new  stories  commence, 
a  scaffold  not  less  than  six  feet  wide,  which 
shall  form  a  covering  over  the  sidewalk 
composed  of  a  framework  of  stringers  and 
supports,  covered  by  two  layers  of  two-inch 
planks.  Such  framework  and  covering  shall 
be  of  such  construction  and  design  as  shall 
be  satisfactory  to  the  Commissioner  of 
Buildings.  Such  roof  shall  be  maintained 
as  long  as  material  is  being  used  or  handled 
on  such  street  front  above  the  level  of  the 
sidewall^.  Temporary  sidewalks,  their  rail- 
ings, approaches  and  roofs  over  same,  shall 
be  made  with  regard  to  ease  of  approach, 
strength,  and  safety,  to  the  satisfaction  of 
the    Commissioner    of    Buildings. 

823.  Storagre  of  Building-  Materials  — 
Iilmitations.)  The  occupation  of  the  street 
for  the  storage  of  building  material  for  any 
one  building  or  for  temporary  sidewalks, 
shall  never  exceed  one-third  of  the  width  of 
the  roadway  of  tlie  same,  and  in  no  event 
shall  any  material  be  stored  or  placed  within 
four  feet  of  any  steam  or  street  railway 
track,  and  in  all  cases  where  such  obstruc- 
tion of  the  street  is  made  there  shall  be  a 
clear  space  of  not  less  than  one  foot  between 
such    obstruction    and    the    curb    line.      Pro- 


vided, that  the  Commissioner  of  Buildings 
and  the  Commissioner  of  Public  Works,  or 
either  of  them,  may  limit,  or  entirely  re- 
strict, the  storage  of  material  on  any  street 
or  alley  where  a  tunnel,  conduit,  or  any 
underground  passageway  or  subway  Is 
located. 

824.  Sidewalks  and  Street  —  Excavated 
Material   and  Rubbish  On — How   Cared  for.) 

Earth,  other  than  sand  to  be  used  In  the 
construction  of  the  building,  taken  from  ex- 
cavations, and  rubbish  taken  from  buildings 
shall  not  be  stored  either  upon  the  sidewalks 
or  roadways  of  streets,  and  sliall  be  removed 
therefrom  from  day  to  day  as  rapidly  as 
produced.  When  dry  rubbish  is  being 
liandled,  it  shall  be  kept  wetted  down  so  as 
to  prevent  its  being  blown  about  by  the 
wind. 

825.  Use  of  Derricks.)  For  all  buildings 
more  than  four  stories  in  height  the  use 
of  derricks  set  upon  the  sidewalk  or  street 
is  prohibited.  In  no  case  shall  the  guy  lines 
be   less   than  fifteen  feet  above  the   roadbed. 

826.  Prontaffe  Adjacent  —  How  Occupied 
for  Buildingf  Purposes.)  If  the  written  con- 
sent of  and  a  waiver  of  claims  for  damages 
against  the  city  by  the  owners  of  properties 
adjoining  the  site  of  any  proposed  building 
is  first  obtained  and  filed  with  the  Commis- 
sioner of  Public  Worlts,  the  permission  to 
occupy  the  roadway  and  the  sidewalk  may 
be  extended  beyond  the  limits  of  sucli  build- 
ing in  front  of  the  property  for  which  the 
consent  of  the  owner  or  lessee  thereof  has 
been  secured  upon  the  same  terms  and  con- 
ditions as  those  herein  fixed  for  the  occu- 
pation of  sidewalk  and  street  in  front  of 
the  building  site. 

827.  Street — Use  of  for  Building-  Pur- 
poses— When   Terminated — Red   Iiig'hts.)    (a) 

The  permission  to  occupy  streets  and  side- 
walks for  the  purposes  of  building  Is  in- 
tended only  for  use  in  connection  with  the 
actual  erection,  repair,  alteration  or  re- 
moval of  buildings,  and  shall  terminate 
with  the  completion  of  such  operation.  It 
shall  be  unlawful  to  occupy  any  sidewalk 
or  street  after  the  completion  of  the  opera- 
tion for  which  a  permit  has  been  issued  by 
the  Department  of  Buildings.  It  shall  also 
be  unlawful  to  occupy  a  sidewalli  or  street, 
under  authority  of  such  permit,  for  the 
storage  of  articles  not  intended  for  imme- 
diate use  in  connection  with  the  operations 
for    which    such    permit    has    been    issued. 

(b)  Red  lanterns  shall  be  displayed  and 
maintained  during  the  whole  of  every  night 
at  each  end  of  every  pile  of  material  in  any 
street  or  alley  and  at  each  end  of  every 
excavation. 

828.  Street  Obstructions — Permits — Bonds 
— Pees.)  (a)  Permits  for  the  obstruction 
of  streets  shall  be  issued  by  the  Commis- 
sioner of  Public  Works  and  shall  be  paid 
in  proportion  to  the  street  frontage  occu- 
pied at  the  rate  of  five  dollars  per  month 
for  every  twenty-five  feet  or  fractional 
part  thereof,  of  frontage  so  occupied,  and 
before  any  permit  shall  be  granted  to  any 
person,  firm  or  corporation  for  tlie  obstruc- 
tion of  any  street  or  streets  or  sidewalk,  an 
estimate  of  the  cost  of  restoring  said  street 
and  sidewalk  to  a  condition  equally  as  good 
as  before  it  shall  have  been  obstructed, 
with  a.  fair  additional  margin  for  contingent 
damages,  shall  be  made  by  the  Commis- 
sioner of  Public  Works.  Such  estimate  in  no 
case  shall  be  less  than  two  dollars  per  foot, 
or  fractional  part  thereof,  frontage  of  the 
portion  of  the  street  to  be  obstructed,  and 
a  deposit  shall  be  required  of  the  person, 
firm  or  corporation  desiring  to  obstruct 
said  street  or  sidewalk.  Such  deposit,  less 
the  charge  of  five  dollars  per  month  for 
each  twenty-five  feet  of  frontage  used,  shall 
be  returned  upon  tlie  restoration  of  the  said 
street    and    sidewalk    to   a    condition    equally 
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as  good  as  before  it  was  obstructed.  "When 
the  Commissioner  of  Public  Works  shall  re- 
ceive satisfactory  proof  that  said  street  and 
,  sidewalk  have  been  restored  to  a  condition 
equally  as  good  as  before  it  was  obstructed, 
he  shall  issue  a  certificate  to  the  Comptrol- 
ler, certifying  to  said  fact,  and  the  comp- 
troller shall  thereupon  forthwith  issue  a 
warrant  on  the  City  Treasurer  for  the 
amount  of  money  thus  deposited  less  the 
deduction  herein  provided  for.  But  if  the 
person,  firm  or  corporation  thus  obstructing 
said  street  or  sidewalk  shall  fail  to  restore 
the  same  to  a  condition  eciually  as  good  as 
before  it  was  obstructed  within  three 
days  from  and  after  the  completion  of  the 
building  or  structure  for  which  said  de- 
posit was  required,  then  the  city  shall  haye 
the  right  to  use  such  portion  of  said  deposit 
as  may  be  necessary  to  remove  the  obstruc- 
tions and  to  restore  the  said  street  and 
sidewalk  to  a  condition  eciually  as  good  as 
it  was  before  it  was  obstructed,  and  the 
amount  thus  expended  shall  be  deducted 
from  the  amount  of  said  deposit;  provided, 
however,  that  nothing  herein  contained 
shall  preclude  the  city  from  maintaining  any 
action  against  the  person,  firm  or  corpora- 
tion to  recover  for  damage  done  to  any 
street  or  sidewalk.  No  permit  shall  be 
issued  until  the  applicant  therefor  shall 
have  executed  and  filed  with  the  Commis- 
sioner of  Public  Works  a  bond,  with  sure- 
ties to  be  approved  by  said  Commissioner, 
and  in  an  amount  to  be  designated  by  him, 
in  no  case  to  be  less  than  ten  thousand  dol- 
lars, conditioned  to  indemnify,  save  and 
keep  harmless  the  city  from  any  and  all 
loss,  cost,  expense  or  liability  of  any  kind 
whatsoever  which  it,  the  city,  may  suffer 
or  be  put  to,  or  which  may  be  recovered 
from  it  from  or  by  reason  of  the  issuance  of 
such  permit,  or  by  reason  of  any  act  or 
thing  done  or  neglected  to  be  done  under 
or  by  virtue  of  the  ruthority  given  in  such 
permit  and  the  requirements  of  the  city 
ordinances. 

(b)  Any  permit  issued  pursuant  to  the 
terms  of  this  section  may  be  revoked  by 
the  Commissioner  of  Public  Works  at  any 
time. 

829.  Building"  Operations  at  Nijht  in 
Residential     Districts     Prohibited — Penalty.) 

It  shall  be  unlawful  for  any  person,  firm  or 
corporation,  in  conducting  any  building  op- 
erations between  the  hours  of  ten  o'clock  in 
the  evening  and  four  o'clock  in  the  morning 
to  operate  or  use  any  pile  drivers,  steam 
shovels,  pneumatic  hammers,  derricks,  steam 
or  electric  hoists  or  other  apparatus,  the  use 
of  which  is  attended  with  loud  or  unusual 
noise  in  any  block  in  which  more  than  half 
of  the  buildings  on  either  side  of  the  street 
are  used  exclusively  for  residence  purposes. 
Any  person,  firm  or  corporation  violating 
any  of  the  provisions  of  this  section  shall 
be  fined  not  less  than  five  dollars,  nor  more 
than  one  hundred  dollars  for  each  offense, 
and  each  day's  violations  of  same  shall  be 
considered  a  separate  and  distinct  offense. 

830.  Stables  and  Barns  —  Regulations.) 
(a)  It  shall  be  unlawful  for  any  person, 
firm  or  corporation  to  convert  any  building 
for  the  use  of  or  to  construct  or  maintain 
any  stable  or  barn  for  the  housing  or  keep- 
ing of  more  than  two  horses  or  other  animals 
on  any  lot  abutting  on  a  street  or  alley  in 
which  a  public  sewer  is  constructed  without 
providing  such  stable  or  barn  with  an  im- 
pervious floor  properly  drained  to  such  sewer. 

(b)  It  shall  be  unlawful  for  any  person, 
firm  or  corporation  to  construct,  locate,  con- 
duct or  maintain  any  boarding,  sales  or  pri- 
vate stable  or  barn  for  stabling  or  keeping 
of  horses  on  the  front  two-thirds  of  any  lot 
on  any  street  where  one-half  of  the  build- 
ings on  both  sides  of  the  street  between 
the  next  nearest  intersecting  streets  are  used 
exclusively    for    residence    purposes    without 


Che  written  consent  of  a  majority  of  the 
property  owners  according  to  frontage  on 
both  sides  of  the  streets.  Such  written  con- 
sent shall  be  obtained  and  filed  with  the 
Commissioner  of  Buildings  before  a  permit 
is  is-suod  for  the  construction  or  alteration 
of  any  building  or  place  for  such  purpose. 
Provided  that  in  determining  whether  one- 
half  of  the  buildings  on  both  sides  of  the 
street  are  used  exclusively  for  residence 
purposes  any  building  fronting  upon  another 
street  and  located  upon  a  corner  lot  shall 
not    be    considered. 

(c)  It  shall  hereafter  be  unlawful  for 
any  person,  firm  or  corporation  to  locate, 
build,  construct  or  maintain  any  building  or 
structure  for  stabling  or  keeping  of  ten  or 
more  horses  within  a  distance  of  four  hun- 
dred feet  from  any  school,  church,  hospitai, 
public   park   or   public   playground. 

(d)  Any  person,  firm  or  corporation  vio- 
lating any  of  the  provisions  of  this  sec- 
tion shall  be  fined  not  less  than  twenty-five 
dollars  ($25.00)  nor  more  than  two  hun- 
dred dollars  ($200.00)  for  each  offense  and 
each  and  every  day  on  which  such  person 
firm  or  corporation  shall  conduct  or  maintain 
a  stable  or  barn  in  violation  of  the  provisions 
of  this  section,  shall  constitute  a  separate 
and  distinct  offense. 

831.  Tannery  Not  to  Be  Placed  Within 
600  Peet  of  Any  Church,  Public  or  Private 
School.)  It  shall  be  unlawful  for  any  per- 
son, firm  or  corporation  to  build,  construct, 
locate  or  maintain  any  building  used,  or  to 
be  used,  for  a  tannery  within  six  hundred 
feet  of  any  building  used  for  a  church, 
hospital,  public  or  private  school,  measured 
from  the  nearest  point  of  the  tannery  to  the 
nearest  point  of  such  church,  hospital  or 
school. 

832.  G-as  Reservoir  Not  to  Be  Placed 
Within  500  Peet  of  any  Public  School.)  It 
shall  be  unlawful  for  any  person,  firm  or 
corporation  to  build,  construct,  locate  or 
maintain  any  tank  used  or  to  be  used  for  a 
gas  reservoir  within  500  feet  of  any  public 
school.  Said  distance  to  be  measured  from 
the  nearest  point  of  the  building  or  struc- 
ture used  for  a  gas  reservoir  to  the  nearest 
point  of  any  building  used  for  a  public 
school. 

ARTICLE    XIV. 
Fireproof   Construction. 

833.  Fireproof  Construction  —  Definition 
of.)  The  term  "fireproof  construction"  shall 
apply  to  all  buildings  in  which  all  parts 
that  carry  weights  or  resist  strains  and  also 
all  exterior  walls  and  all  interior  walls  and 
all  interior  partitions  and  all  stairways  and 
all  elevator  inclosures  are  made  entirely  of 
incombustible  material,  and  in  which  all 
metallic  structural  members  are  protected 
against  the  effects  of  fire  by  coverings  of  a 
material  which  shall  be  entirely  incombusti- 
ble, and  a  slow  heat  conductor,  and  herein- 
a,fter  termed  "fireproof  material."  Rein- 
forced concrete  as  defined  in  this  ordinance 
shall  be  considered  fir^pi-oof  construction, 
when  built  as   required   by   Section   776. 

834.  Pireproof  Material  —  Definition  of.) 
The  materials  which  shall  be  considered  as 
filling  the  conditions  of  fireproof  covering 
are:  First,  burnt  brick;  second,  tiles  of 
burnt  clay;  third,  approved  cement  con- 
crete;   fourth,    terra    cotta. 

835.  Pireproof  Construction — Tests  Por — 
Board  of  Bxaminers.)  (a)  In  cases 
in  which  it  is  claimed  that  any  equally 
good  or  more  desirable  mode  or  manner 
of  construction,  or  material,  or  device  for 
fireproofing,  other  than  specified  in  this 
Chapter,  can  be  used  in  the  erection  or 
alteration  of  buildings,  the  Commissioner  of 
Buildings,  upon  written  application  to  him 
for  a  permit  to  use  the  same,  shall  have 
power  to  appoint  a  Board  of  Examiners,  con- 
sisting   of    not    less    than    three    nor    more 
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than  five  members,  each  of  whom  shall  have 
at  least  ten  years'  experience  as  an  architect, 
engineer  or  builder,  who  shall  take  the 
usual  oath  of  office.  Said  oath  of  office 
shall  be  administered  by  the  Commissioner 
of  Buildings.  The  said  examiners  sliall 
adopt  rules  and  specifications  for  examining 
and  testing  such  mode  or  manner  of  con- 
struction or  material,  or  device  for  fireproof- 
ing,  and  furnish  a  copy  of  the  same  to  the 
applicant.  And  sucli  specifications  shall 
provide  tliat  tlie  material  to  be  tested  shall 
withstand  successfully  a  fire  of  two  hours' 
duration,  rising  to  1.700  degrees  tempera- 
ture, Fahrenheit,  in  tlie  first  thirty  minutes 
and  remaining  at  that  temperature  for  the 
following  ninety  minutes.  At  the  end  of 
the  two  hours  the  material  shall  be 
quenched  for  at  least  five  minutes  with  a 
stream  of  water  from  a  one  and  one-eighth 
inch  nozzle,  at  a  nozzle  pressure  of  fifty 
pounds  per  square  incli.  The  said  examiners 
sliall  notify  such  applicant  to  submit  the 
proposed  material  for  such  examination  and 
test;  and  such  tests  shall  be  made  in  the 
•presence  of  the  said  examiners,  or  a  majority 
thereof,  according  to  such  rules  and  specifica- 
tions. All  expenses  of  such  examiners  and 
such  examinations  and  tests,  shall  be  paid 
by  the  applicant,  and  said  examiners  may 
require    security    therefore. 

(b)  The  said  examiners  shall  within  30 
days  after  sucli  examination  and  tests,  cer- 
tify the  results  of  such  test,  and  their  de- 
cision on  the  said  application  to  the  Com- 
missioner of  Buildings,  wlio  sliall  in  tlie 
event  of  the  examination  and  tests  being 
satisfactory,  authorize  the  use  of  such  ma- 
terial   or    construction    as    fireproof   material. 

(c)  A  complete  record  of  tlie  proceedings 
and  all  acts  and  decisions  of  the  said  Board 
of  Examiners  shall  be  kept  by  the  Commis- 
sioner  of    Buildings   in   his   office. 

(d)  The  Commissioner  of  Buildings  shall 
have  the  power  to  pass  upon  any  question 
relative  to  the  mode  or  manner  of  construc- 
tion or  materials  to  be  used  for  fireproofins 
in  the  erection  or  alteration  of  any  building 
or  structure  to  make  the  same  conform  to 
the  true  intent  and  meaning  of  tlie  several 
provisions    of    this    Chapter. 

836.  Incomlbustible  Material.)  The  fol- 
lowing materials  sliall  be  considered  as  in- 
combustible material:  A  metal  or  fire-resist- 
ing glass  not  less  than  one-quarter  of  an 
inch  in  thiclcness,  metal,  plastering  on  metal 
lath  and  metal-studding,  plaster  blocks, 
stone,  granite,  marble,  approved  cinder  con- 
crete, or  one  of  the  fireproof  materials  de- 
scribed  in   tliis   chapter. 

837.  Walls  —  Enclosing'  in  Building's  of 
Steel  Skeleton  Constrviction.)  If  buildings 
are  made  of  fireproof  construction,  and 
have  skeleton  construction  so  designed  thai 
their  enclosing  walls  do  not  carry  the 
weight  of  floors  or  roof,  tlien  their  walls 
shall  not  be  less  than  twelve  inches  in 
thickness;  provided,  such  walls  shall  be 
thoroughly  anchored  to  the  iron  skeleton, 
and  whenever  the  weight  of  such  walls  rests 
upon     beams     or     columns,     such     beams     or 

■  columns  shall  be  made  strong  enough  in 
each  story  to  carry  the  weight  of  wall  rest- 
ing upon  them  without  reliance  upon  tlie 
walls  below  them.  All  walls  shall  be  of 
fireproof   or    incombustible    material. 

838.  Columns — Exterior  protection.)  (a) 
All  iron  or  steel  used  as  vertical  supporting 
member  of  the  external  construction  of  any 
building  exceeding  fifty  feet  in  height  shall 
be  protected  against  the  effects  of  external 
change  of  temperature,  and  of  fire  by  a 
covering  of  fireproof  material  consisting  of 
at  least  four  inches  of  brick,  hollow  terra 
cotta  concrete,  burnt  clay  tiles,  or  of  a 
combination  of  any  two  of  these  materials, 
provided  that  their  combined  thickness  is 
not  less  than  four  inches.  Tlie  distance  of 
the   extreme    projection    of    the   metal,   where 


such  metal  projects  beyond  the  face  of  the 
column,  shall  be  not  less  than  two  inches 
from  the  face  of  the  fireproofing;  provided, 
that  the  inner  side  of  exterior  columns  shall 
be  fireproofed  as  hereafter  required  for  in- 
terior   columns. 

(b)  Where  stone  or  other  Incombustible 
material  not  of  the  type  defined  in  this 
ordinance  as  fireproof  material  is  used  for 
the  exterior  facing  of  a  building,  the  dis- 
tance between  the  back  of  the  facing  and 
extreme  projection  of  the  metal  of  the 
column  proper  shall  be  at  least  two  inches, 
and  tne  Intervening  space  shall  be  filled 
with    one    of    the    fireproof    materials. 

(c)  In  all  cases,  the  brick,  burnt  clay, 
tile  or  terra  cotta,  if  used  as  a  fireproof 
covering,  shall  be  bedded  in  cement  mortar 
close  up  to  the  iron  or  steel  members,  and 
all  joints   shall   be   made   full  and  solid. 

(Exterior    and    Interior    Illustrations    on 
the  next  page.) 

839.  Columns  —  Interior.)  (a)  Covering 
of  interior  columns  shall  consist  of  one  or 
more  of  the  fireproof  materials  herein 
described. 

(b)  If  such  covering  is  of  brick  It  shall 
be  not  less  than  four  inches  thick;  if  of 
concrete,  not  less  than  three  inches  thick; 
if  of  burnt  clay  tile,  such  covering  shall  be 
in  two  consecutive  layers,  each  not  less 
than  two  inches  thick,  each  having  one  air 
space  of  not  less  than  one-half  inch,  and 
in  no  such  burnt  clay  tile  shall  the  burnt 
clay  be  less  than  five-eighths  of  an  inch 
thick;  or  if  of  porous  clay  solid  tiles,  it 
shall  consist  of  at  least  two  consecutive 
layers,  each  not  less  than  two  inches  thick; 
or  if  constituted  of  a  combination  of  any 
two  of  these  materials,  one-half  of  the 
total  thickness  required  for  each  of  the  ma- 
terials shall  be  applied,  provided  that  if 
concrete  is  used  for  such  layer  it  shall  not 
be   less   than    two    inches   thick. 

(c)  In  the  case  of  columns  having  an 
"H"  shaped  cross  section  or  of  columns 
having  any  other  cross  section  with  channels 
or  chases  open  from  base  plates  to  cap  plates 
on  one  or  more  sides  of  the  columns,  then 
the  thickness  of  the  fireproof  covering  may 
be  reduced  to  two  and  one-half  inches,  meas- 
uring in  the  direction  in  which  the  flange 
or  flanges  project,  and  provided  that  the 
thin  edge  in  the  projecting  flange  or  arms 
of  the  cross  sections  does  not  exceed  three- 
quarters  of  an  inch  in  thickness.  The  thick- 
ness of  the  fireproof  covering  on  all  sur- 
faces measuring  more  than  three-quarters 
of  an  inch  wide  and  measuring  in  a  direc- 
tion perpendicular  to  such  surfaces  shall  be 
not  less  than  that  .specified  for  interior 
columns  in  the  beginning  of  this  section, 
and  all  spaces,  including  channels  or  chases 
between  the  fireproof  covering  and  the  metal 
of  the  columns,  shall  be  filled  solid  with 
fireproof  material.  Lattice  or  other  open 
columns  shall  be  completely  filled  with  ap 
proved    cement    concrete. 

840.  Columns — Wiring'      Clay     Tile      On.) 

(a)  Burnt  clay  tile  column  covering  shall 
be  secured  by  winding  wire  around  the 
columns  after  the  tile  has  all  been  set 
around  such  columns.  The  wire  shall  be 
securely  wound  around  tile  in  such  manner 
that  every  tile  is  crossed  at  least  onoe  by 
a  wire.  If  iron  or  steel  wire  is  used  it  shall 
be  galvanized  and  no  wire  used  shall  be  less 
than   number   twelve   gauge. 

(b)  In  places  where  there  is  trucking  or 
wheeling,  or  handling  of  packages  of  any 
kind,  the  lower  five  feet  of  eveiy  column 
incased  with  hollow  tile  shall  be  incased  in 
a  protective  covering  of  No.  16  U.  S.  gauge 
steel  embedded  in  concrete. 

841.  Concrete — Approved  Cement — When 
Fireproof.)  (a)  All  approved  cement  con- 
crete   shall    consist    of    a    standard    Portland 
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cement,  torpedo  sand,  and  crushed  stone  or 
gravel,  or  crushed  blast  furnace  slag,  or 
crushed  burnt  clay,  the  volumetric  quantity 
of  all  materials  except  the  Portland  cement 
shall  not  exceed  eight  times  the  volume  of 
the  Portland  cement.  All  of  the  ingredients 
of  cement  concrete  shall  be  thoroughly 
worked  and  wet  so  as  to  cover  each  piece 
ot  stone  or  gravel  or  slag  or  burnt  clay  with 
moistened  cement;  and  the  cement  and  sand 
shall  fill  the  voids  between  the  coarse  ma- 
terial of  the  cement  concrete. 

(b)      Cement    concrete    to    be    considered    a 


fireproof  material  shall  comply  with  the 
provisions  of  Section  776  and  shall  be  cast 
and  worked  in  an  unset  condition  against 
the  metal.  In  all  cases  where  cinder  con- 
crete is  used,  the  metal  shall  be  protected  as 
required   by   Section   7S0   of  this  Chapter. 

842.  Concrete  Ingredients.)  (a)  The 
separate  ingredients  of  concrete  shall  be 
measured  for  each  batch,  and  shall  be 
thoroughly  mixed  and  must  be  uniform 
in  color,  appearance  and  consistency  before 
placing.      The   concrete  shall   be   worked  con- 


Fig-.   40. 


Fig-.    41. 


Fig-.    42. 


■  Stone  ■  oe  •  oTMcif. 

INCOMBUSTIBLES/ 


set    ARTICLE    6S4    b 


PLAN 


Fiff.    43. 


I'ROTKCTIOX   OF   EXTERIOR  COLUMNS. 
Section  838. 
Figs.     40,    41,    42.      Requirement    for    protection    of 
columns    of    building    e.xceeding    50     ft.     height     from 
external     change     of     temperature    and     fire. 
Fig.  40.     (A)   4"  concrete    required. 
(B)     4"     ijriclc     required. 
Fjg.   41.      (A)   4"  solid   porous   tile   required. 


Fig.  42.  (A)  If  stone  or  other  incombustible  ma- 
terial is  used  for  e.\terior  facing  then  (A)  can  equal 
2". 

Combination    of    materials    in    fire-proof- 


(B)     (C) 
ing.     etc.,    is    allowed    as    af    (B    plus    C), 
their    combined    thickness    is    not    less    than 


providing 
4    inches. 


(B)      4"    hollow    tile    required. 


PROTECTION  OF  INTERIOR  COLUMNS. 

Section  839. — Requirements  for  Interior  Columns. 


Fig.  40.     (.V)    Concrete    3"    (shown    dotted). 
(B)      Briclj    4". 

Fig.  41.  (A)  Solid  porous  tile,  two  layers  of  2'' 
each    tile. 

(B)      Hollow    tile,    2   layers   of   2"   each. 

For  hollow  tile  (C)  is  to  equal  1%"  a'r  space, 
and    (D)    not   less    than    %". 

Fig.  42.  (B  plus  C).  Each  equal  Vo  thickness 
required,  If  used  singly,  provided  if  concrete  (B) 
Is   used   it   shall   not   be   less   than   2". 


Section  839c. 
case    of    H    shaped    cross    section 


of 


Fig.     43.       In 
columns,    etc.,    fire-proof    covering    may    he    reduced    to 
21V'    (A)    providing    (B)    flange    projection    is    %"    or 
less. 

If    (Bt    is   more   than    %"   as   at    (B')    then    A   must 
be  as  before  specified  for  iutericr  folnmns  as  at    (A'). 

Section  84  0b. 
Fig.     44.       Drawing    showing    protective    casing    for 
lower    part    columns,     (A)    :=   5'    (y'. 
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tinuously  with   suitable  tools,  as  it  is  put   in 
place,  filling  the  forms  completely. 

(b)  The  sand  to  be  used  for  concrete 
shall  be  clean  coarse  sand,  free  from  loam 
or  dirt.  If  crushed  stone  grit  is  used  it 
■shall  be  clean,   gritty,   and  free  from   dust. 

(c)  The  stone  to  be  used  in  concrete 
«hall  be  clean  crushed  hard  stone,  or  clean 
crushed  blast  furnace  slag,  or  gravel,  and 
of  a  size  to  pass  through  a  1%-inch  square 
mesh.  If  limestone  or  slag  is  used,  it  shall 
be  screened  to  remove  all  dust;  if  gravel  is 
used,  it  shall  be  thoroughly  washed.  Stone 
shall   be  drenched   immediately   before   using. 

(d)  In  all  cases,  the  brick  or  hollow  tile, 
solid  tile,  or  terra  cotta  shall  be  bedded  in 
cement  mortar  close  up  to  the  iron  or  steel 
member  and  all  joints  shall  be  made  full 
and   solid. 

843.  Pipes  Enclosed  Toy  Covering'.)  (a) 
Pipes  shall  not  be  enclosed  in  the  fireproof- 
ing  of  columns  or  in  the  flreprooflng  of 
other    structural    members    of    any    fireproof 


(b)  All  burnt  clay  or  terra  cotta  parU- 
tions  or  walls  around  such  shafts  shall  be 
plastered  on  the  outside  and  plastered  or 
pointed  on   the  inside. 

(c)  All  doors,  frames,  sashes,  casings 
and  windows  in  partitions  or  walls  around 
such  Hoor  openings,  shall  be  built  of  incom- 
bustible material.  The  supports  of  such 
doors,  frames,  sashes,  casings  and  windows 
sliall  also  be  of  Incombustible  material.  In 
the  case  of  doors,  such  supports  shall  be  of 
rolled  structural  metal  extending  from  floor 
to  ceiling  and  secured  to  both.  Where  there 
are  brick  walls  of  twelve  inches  or  more  in 
thickness,  the  supports  need  not  extend  to 
ceiling  as  above  specified.  All  glass  used 
in  connection  with  such  partitions  or  walls 
shall   be  wired  glass. 

(d)  Such  fireproof 
omitted  if  all  of  the 
opening  not  occupied 
cables,  wires,  or  any 
are  filled  in  solid  fireproof  material  not  less 
than  eight  inches  thick. 


enclosures  may  be 
space  in  each  floor 
by  pipes,  conduits, 
combination    thereof. 


Fig-.   46. 

I'ROTKCTION    OV    RKAMS 
Section    845,    846. 

(A)  Fii-e-proof  covering  for  beams,  gh'ders,  etc., 
for  exterior  structural  parts,  Sec.  845.  See  •  pro- 
visions for  columns   (Sec.   838)    for  A. 

Fig.  45.  (F)  Allowable  covering  for  shelf  an- 
gles,  etc..    not   fisin-ed   part  <if  flango  stiCtion   to  be  2". 

Figs.  45,  46,  47.  Necessary  five-proof  covering 
for  beams,  girders,  etc.,  for  interior  structural  parfs 
(Sec.    CIS). 


4"    for   brick    (Sec.    846b). 
2"     for     hollovsr     tile     or     solid     tile 


Fig  46.      (A) 
Fig.   47.      (B) 
(Sec.    61  Sb). 

(A)      2"  for  concrete  (Sec.  846b). 

(C)  %"    air     space     by     width     of     metal     surface 
to  be  covered  as  required    (Sec.   846b). 

(D)  Concrete    covering    for    tops    of    beams,     gir- 
ders, etc.,  to  be  2"   (Sec.  846c). 


building;  provided,  however,  gas  or  electric 
light  conduits  not  exceeding  one  inch  diam- 
eter may  be  inserted  in  the  outer  three- 
fourths  inch  of  the  fireproofing  of  such 
structural  member,  where  such  fireproofing 
is    entirely    composed    of    concrete. 

(b)  Pipes  or  conduits  may  rest  upon  the 
tops  of  the  steel  floor  beams  or  girders, 
provided  they  are  imbedded  in  cinder  con- 
crete to  which  slaked  lime  equal  to  five 
per  cent  of  the  volume  of  concrete  has  been 
added  before  mixing  or  their  being  imbedded 
in   stone   concrete.  , 

844.      Shafts — Doors — Frames — Enclosure.) 

(a)  In  cases  where  a  pipe,  conduit,  dumb 
waiter,  cable  wire,  conveyor,  belt,  or  any 
combination  thereof,  passes  from  one  story 
to  another  story  through  an  open  hatcli  or 
floor  opening,  a  shaft  or  enclosure  of  flre- 
proof  material  shall  be  built  from  floor  to 
floor  around  such  hatch  or  floor  opening  in 
each  story  above  and  below  such  hatch  or 
floor  opening  in  the  same  manner  as  de- 
scribed for  fireproof  partitions  in  this  chap- 
ter, and  no  wood  shall  be  used  in  the  con- 
.struction,  support  or  fittings  of  such  shaft. 
The  area  of  space  thus  enclosed  shall  not 
exceed  the  area  of  the  fioor  opening  by  more 
than  one  hundred  per  cent. 


845.  Spandrel     Beams,     Girders,     I^intel.) 

Tlie  metal  of  the  exterior  side  of  the  span- 
drel beams  or  spandrel  girders  of  exterior 
walls,  or  lintels  of  exterior  walls,  which 
support  a  part  of  exterior  walls,  shall  be 
covered  in  the  same  manner,  and  with  the 
same  material  as  specified  for  the  exterior 
columns  in  this  chapter;  provided,  however, 
that  shelf  angles  connected  to  girders  by 
brackets  or  projections  of  girder  flanges  not 
figured  as  part  of  the  flange  section,  may 
come  within  two  inches  of  the  face  of  the 
brick  or  other  covering  of  such  spandrel 
beams,  girders  or  lintels.  The  covering 
thickness  shall  be  measured  from  the  ex- 
treme projection  of  the  metal  in  every  case. 
(Illustrations  of  beams  on  next  page.) 

846.  Beams,  Girders  and  Trusses — Cover- 
ing's of.)  (a)  The  metal  beams,  girders 
and  trusses  of  the  interior  structural  parts 
of  a  building  shall  be  covered  by  one  of  the 
fireproof  materials  hereinbefore  specified  so 
applied  as  to  be  svipported  entirely  by  the 
beam  or  girder  protected,  and  shall  be  held 
in  place  by  the  support  of  the  flanges  of 
such  beams  or  girders  and  by  the  cement 
mortar  used   In   setting. 

(b)  If  the  covering  is  of  brick.  It  shall 
be    not    less    than    four    inches    thick;    if    of 
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hollow  tiles  or  if  of  solid  porous  tiles,  or  if 
of  terra  cotta,  such  tiles  shall  be  not  less 
than  two  inches  thick,  applied  to  the  metal 
in  a  bed  of  cement  mortar;  hollow  tiles 
shall  be  constructed  in  such  a  manner  that 
there  shall  be  one  air  space  of  at  least 
three-fourths  of  an  inch  by  the  widtli  ol* 
the  metal  surface  to  be  covered  within  sucli 
clay  coverings  the  minimum  thickness  of 
concrete  on  the  bottom  and  sides  of  metal 
shall    be   two   inches. 

(c)  The  top  of  all  beams,  girders,  and 
trusses,  shall  be  protected  with  not  less 
than  two  inches  of  concrete  or  one  inch  of 
burnt  clay  bedded  solid  on  the  metal  in 
cement   mortar. 

(d)  In  all  cases  of  beams,  girders  or 
trusses,  in  roofs  or  floors,  the  protection  of 
the  bottom  flanges  of  the  beams  and  girders 


rig-.  48. 


rig-.  49. 


Where  lintels  are  fireproofed  previously  and  in- 
depenflentl.v,  the  Commissioner  of  Buildings  has  ruled 
that  the  application  of  the  arcliitectural  facing  may 
be   supported    as   shown    (Fig.    48,    49). 

and  so  much  of  the  w-eb  of  the  same  as  is 
not  covered  by  the  arches  shall  be  made  as 
hereinbefore  specified  for  the  covering  of 
beams  and  girders.  In  every  case  the  thick- 
ness of  the  covering  shall  be  measured  from 
the  extreme  projection  of  the  metal,  and  the 
entire  space  or  spaces  between  the  covering 
and  the  metal  shall  be  filled  solid  with  one 
of  the  fireproof  materials,  excepting  the  air 
spaces  in   hollow  tile. 

(e)  Provided,  however,  that  all  girders 
or  trusses  when  supporting  loads  from  more 
than  one  story  shall  be  fireproofed  with  t\yo 
thicknesses  of  fireproof  material  or  a  com- 
bination of  two  fireproof  materials  as  re- 
quired for  interior  columns  in  Section  839 
of  this  chapter,  and  each  covering  of  fire- 
proof material  shall  be  bedded  solid  in  ce- 
ment mortar. 

(f)  The  fireproofing  herein  required  for 
metal  structural  roof  members  may  be  omitted 
in  buildings  used  exclusively  for  purposes  of 
Class  IV  and  of  Class  V,  when  such  struct- 
ural roof  members  support  only  roof  loads 
and  ceiling  construction  over  interior  open 
spaces  under  the  following  conditions.  A 
continuous  ceiling  of  incombustible  material 
shall  be  suspended  below  the  roof  from  the 
structural  roof  members.  There  shall  be  no 
openings  in  ceilings  other  than  those  re- 
quired for  ventilation.  Where  the  plane  of 
the  ceiling  is  twenty  feet  or  more  above  the 
floor  of  the  open  space,  all  structural  mem- 
bers or  parts  thereof  projecting  below  said 
ceiling  shall  be  fireproofed  as  required  by 
the  provisions  of  this  Chapter.  The  fire- 
proofing  to  extend  upward  two  inches  above 
the  ceiling  level.  Where  the  plane  of  the 
ceiling  is  nearer  than  twenty  feet  to  the 
floor  of  the  open  space  all  structural  mem- 
bers above  or  below  such  ceiling  to  the 
height  of  twenty  feet  above  the  highest 
point  of  the  floor  of  the  open  space  shall  be 
fireproofed  as  required  by  the  provisions  of 
this  Chapter.  Openings  in  ceilings  for  ven- 
tilation shall  be  connected  by  a  conduit  or 
duct  to  the  outside  of  the  building.  Ducts 
shall    be    of    metal    or    other    incombustible 


material  and  if  of  metal  where  such  ducts 
have  an  area  greater  than  400  square 
inches  same  shall  be  constructed  double  with 
an  intervening  air  space. 

S47.  Pireproofing'  of  Exterior  Sides  of 
Mullions.)  In  buildings  required  by  this 
chapter  to  be  of  fireproof  construction  or 
exposures  wliere  metal  frames,  doors,  sash 
and  wired  glass  are  not  required,  all  verti- 
cal door  or  window  mullions  over  eiglil 
Inches  wide  sliall  be  faced  with  incombus- 
tible material,  and  horizontal  transom  bars 
over  six  inches  wide  shall  be  faced  with  a 
fireproof   or   with   an   incombustible   material. 

S4S.  Fireproof  Covering',  Independent.) 
The  fireproof  covering  of  brick,  concrete, 
burnt  clay  tiles,  hollow  terra  cotta  or  of  a 
combination  of  any  two  of  these  materials 
shall  be  applied  to  all  of  the  structural 
members  of  the  exterior  of  a  fireproof  build- 
ing previous  to  and  independent  of  the  appli- 
cation of  the  architectural  facing  of  such 
fireproof  building  with  an  incombustible  or 
fireproof   material. 

849.  "Walls,  Support  and  Pireproofing-  of.) 
Where  skeleton  construction  Is  used  for 
the  whole  or  part  of  a  building  the  en- 
veloping material  and  the  walls  shall  be 
independently  supported  on  the  skeleton 
frame   for   each   individual    story. 

S50.  Iron  or  Steel  Plates  for  Support  of 
Wall.)  Where  iron  or  steel  plates  or  an- 
gles are  used  in  each  story  for  the  support 
of  the  facings  of  the  walls  of  such  slory. 
such  plates  or  angles  shall  be  of  sufficient 
strength  to  carry  the  weight  within  the 
limits  of  fibre  stress  for  iron  and  steel  else- 
where specified  in  this  chapter  of  the  en- 
veloping material  for  such  story,  and  such 
plates  or  angles  may  extend  to  within  two 
inches    of   the    exterior   of   such    covering. 

851.  Cut-out  Boxes,  Chases,  Etc. — Pire- 
proof  Covering-.)  No  electric  service  cut- 
out box,  switch  box,  cabinet,  chase  or  any 
otlier  recess,  shall  encroach  on  the  mini- 
mum thickness  required  for  any  fireproof 
covering  on  structural  metal,  except  as  pro- 
vided in  this  chapter.  If  the  depth  of  any 
cut-out  box,  switch  box,  cabinet,  or  chase, 
or  if  any  other  recess  is  to  be  concealed,  or 
partially  concealed,  then  the  thickness  of 
the  fireproof  covering  shall  be  increased 
correspondingly. 

852.  Segmental  and  Plat  Arches.)  (a) 
Segmental  arches  shall  have  a  rise  of  at 
least  one  inch  for  each  foot  of  span  of  arch. 

(b)  The  least  thickness  of  a  hollow  tile 
or  porous  terra  cotta  segmental  arch  shall 
be  one-half  of  an  inch  per  foot  of  span,  but 
no  such  hollow  tile  or  terra  cotta  arch  shall 
be    of    a    thickness    less    than    five    inches. 

(c)  Both  flat  and  segmental  arches  shall 
be  so  constructed  that  the  joints  of  the  same 
radiate  from  a  common  center  and  there  shall 
be  a  cross  rib  for  every  four  inches,  or 
fractional  part  thereof,  in  height  in  each  tile 
block.  The  skewback  of  the  arches  shall 
be  carefully  fitted  to  the  beams  supporting 
them,  and,  ;n  addition  to  the  cross  ribs, 
there  shall  be  additional  diagonal  re-enforc- 
ing ribs  in  the  skewback.  Such  arches, 
whether  flat  or  curved,  shall  have  their 
beds  w-ell  filled  with  cement  mortar,  and  the 
centers  shall  not  be  struck  until  the  mortar 
has  set. 

(d)  Burnt  clay  skewbacks  shall  be  mold- 
ed in  such  a  manner  as  to  support  the  burnt 
clay  covering  on  the  under  sides  of  beams 
or  girders. 

853.  Fireproof  Floor  and  Roof  Construc- 
tion.) Brick,  hollow  tile,  porous  terra  cotta. 
or  approved  cement  concrete,  or  approved 
cinder  concrete,  shall  be  used  for  the  con- 
struction of  floor  and  roofs  of  fireproof 
buildings.  Flat  arch  hollow  tile,  or  fiat 
arch  porous  clay  tile  floor  arches  shall  have 
a  height  of  at  least  one  and  one-half  inches 
for  each   foot  of  span. 
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854.     Wood    Floorings    and    Nailing"    Strips.) 

(a)  Wood  flooring  and  wooden  nailing 
strips  for  such  flooring  may  be  used  in  fire- 
proof  buildings. 

(b)  "Where  such  flooring  is  used  in  a 
fireproof  building,  the  space  immediately 
under  the  flooring,  and  between  the  nailing 
strips  and  under  such  nailing  strips,  shall 
be  filled  with  a  cement  or  a  cmder  concrete 
tamped  into  place  in  an  unset  state,  or  with 
such  other  incombustible  material  as  shall 
be  approved  by  the  Commissioner  of  Build 
ings. 

S55.     Partitions    in    Fireproof    Buildings.) 

(a)  Where  stairs,  shafts  and  elevators 
are  enclosed  they  shall  be  enclosed  in  fire- 
proof partitions,  as  described  in  Section 
856  of  this  chapter;  all  other  partitions, 
shall  be  incombustible  partitions.  Where 
blocks  are  used  for  building  partitions,  the 
joints  shall  be  well  filled  with   mortar. 

(b)  The  partitions  shall  be  wedged  tight 
between  fioor  and  ceilings  with  incombus- 
tible   wedges. 

856.  Partitions  —  Fireproof  —  Incombusti- 
ble.) (a)  Only  fireproof  material  shall  be 
used  for  fire  proof  partitions;  if  of  brick,  they 
shall  be  not  less  than  four  inches  thick,  and 
if  of  partition  blocks,  not  less  than  three 
inches  thick.  If  fireproof  partitions  are  of 
reinforced  concrete  they  shall  be  not  less 
than  three  inches  thick. 

(b)  All  fireproof  partitions  required  by 
this  ordinance  shall  be  supported  directly 
on  the  steel  construction,  or  on  the  fireproof 
floor  arches,    or   on   concrete,    or  on   brick. 

(c)  Only  fireproof  or  incombustible  ma- 
terial shall  bo  used  in  the  construction  of 
partitions  not  required  to  be  fireproof,  ex- 
cepting that  frames,  casings,  doors,  sash  and 
the  rough  carpenter  work  required  for  the 
proper  fastenings  of  such  frames,  casings. 
doors  or  sash,  may  be  of  wood,  and  that 
ordinary  glass  may  be  used  in  doors  and 
partition    windows. 

(d)  All  corridor  partitions  of  incombusti- 
ble or  fireproof  material  in  fireproof  build- 
ings, shall  be  supported  directly  on  the 
steel  construction,  on  the  fireproof  floor 
arches,   on   concrete   or  on   brick. 

857.  Stairs — Iiandings.)  (a)  Stairs  in 
fireproof  buildings  shall  be  built  of  approved 
cement  concrete,  reinforced  concrete,  stone 
or  metal,  or  a  combination  of  one  or  more 
of  such  materials. 

(b)  The  handrails  of  such  stairways  may 
be  of  wood. 

(c)  If  stairs  are  constructed  of  solid 
stone  or  plain  concrete,  having  the  tread  and 
riser  in  one  piece,  then  there  shall  be  not 
less  than  sixty  square  inches  of  stone  or  con- 
crete in  the  cross  section  of  such  combined 
tread  and  riser. 

(d)  If  stone  treads  have  less  than  sixty 
inches  of  cross  section  and  platforms  less 
than  seven  inches  in  thickness  are  used, 
they  shall  have  a  metal  sub-tread  and  sub- 
platform  three  thirty-seconds  of  an  inch 
thick. 

(e)  If  platforms  have  a  floor  arch  sub- 
construction  as  described  in  Section  852  and 
853  of  this  chapter,  then  the  metal  sub- 
platform   may  be  omitted. 

858.  Boofs — Bise  of  Boof  Above  Iiimit  of 
Height.)  In  the  case  of  buildint^s  which  are 
fireproof  in  their  construction,  the  roof  may 
rise  above  the  limit  of  height  of  wall  fixed 
by  this  chapter  for  such  buildings  at  a  slope 
not  to  exceed  thirty  degrees  with  the  horizon, 
and  to  a  height  not  exceeding  twenty  feet 
above  svich  limitation  of  the  height  of  the 
wall.  The  space  enclosed  by  such  roof  above 
the  limitation  of  the  height  of  such  wall 
may  be  used  as  an  inclosure  for  pipes,  ven- 
tilating or  elevator  machinery  or  for  ven- 
tilating  ducts,   but   it  shall   not   be  lawful   to 


use  such  space  for  purposes  of  storage,  busi- 
ness   or    residence. 

85  9.     Sheet      Metal      "Work — Support      Of.) 

Wood  shall  not  be  used  as  the  support  of 
any  sheet  metal  work  or  of  any  gutter  or 
cornice  of  a  building  more  than  fifty  feet 
in    height. 
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Section  85-lc. 
Fig.   50.       Area    of   cross   section    A    B    C    D    E    sUall 
not  be  less  tlian  GO  sq.   inches. 

Section  854d. 
Fig.    51.      If   area    of   cross   section    (A    B    C    D)    is 
Jess    tlian    CO    sq.    inches    or    (E)     (thickness    of    plat- 
form)    less    than    7    in.,    then    metal    sub-tread    F    and 
sub-platform    F'    (m   3/o2    in.    thickness)    is    required. 
Section    854e    gives    exception    to   above. 

ARTICLE    XV. 
Slow   Burning   Construction. 

860.     Slow-Burning    Construction   Defined.) 

The  term  "Slow-Burning  Construction"  shall 
apply  to  all  buildings  in  which  the  struc- 
tural members,  other  than  walls  elsewhere 
required  to  be  of  masonry,  which  carry  the 
loads  and  strains  which  come  upon  the  fioor 
and  roofs  thereof  are  made  wholly  or  in  part 
of  combustible  material,  but  throughout 
which  the  structural  metallic  members,  if 
used,  are  fireproofed  as  reciuired  for  fire- 
proof construction.  Where  metallic  lintels 
are  used  to  cover  wall  openings  the  fire- 
proofing  on  the  underside  may  be  omitted 
where  such  lintels  are  fireproofed  on  the 
other  three  sides  and  all  voids  in  them  are 
filled  solid  with  fireproof  material.  The 
lower  five  feet  of  metal  columns  shall  be 
protected  as  required  in  Section  848  of  this 
Chapter.  Underside  of  joists  shall  be  pro- 
tected by  a  covering  of  three  coats  of  plas- 
ter laid  on  metal  lath;  and  a  layer  of  mor- 
tar or  other  incombustible  material  at  least 
one  and  one-half  inches  thick  shall  be  applied 
on  all  floors  and  roof  surfaces  above  the 
joists  of  same. 

The  flreproofing  herein  required  for  metal 
structural  roof  members  may  be  omitted  in 
any  building  of  slow-burning  construction 
used  exclusively  for  purposes  of  Class  IV 
of  seating  capacity  less  than  one  thousand 
persons  or  in  any  building  of  slow-burning 
construction  used  for  purposes  of  Class  IV 
in  combination  with  any  other  Class  where 
such  part  of  such  building  as  is  used  for 
purposes  of  Class  IV  has  a  seating  capacity 
of  less  than  one  tliousand  persons  and  is 
separated  from  all  other  parts  of  such  build- 
ing by  brick  walls  of  thickness  required  in 
this  Chapter  and  also  by  floors  of  fireproof 
construction,  when  such  structural  roof 
members  support  only  roof  loads  and  ceil- 
ing construction  over  interior  open  spaces 
under    the    following    conditions.  A    con- 

tinuous ceiling  of  incombustible  material 
shall  be  suspended  below  the  roof  from  the 
structural  roof  members.  There  shall  be  no 
openings  in  ceiling  other  than  those  required 
for  ventilation.  Where  the  plane  of  the 
ceiling  is  thirty  feet  or  more  above  the  floor 
of  the  open  space  all  structural  members  or 
parts  thereof  projecting  below  said  ceiling 
shall  be  fireproofed  as  required  by  the  pro- 
visions of  this  Chapter,  the  fireproofing  to 
extend  upward  two  inches  above  the  ceiling 
level.  Where  the  plane  of  the  ceiling  is 
nearer  than  thirty  feet  to  the  floor  of  the  open 
space  all  structural  members  above  or  below 
such    ceiling    to    the    height    of    thirty    feet 


267 


Frame  Construction 


above  the  highest  point  of  the  floor  of  the 
open  space  shall  be  fireproofed  as  required 
by  the  provisions  of  tliis  Chapter.  Openings 
in  ceiling  for  ventilation  shall  be  connected 
by  a  conduit  or  duct  to  the  outside  of  the 
buildings.  Ducts  shall  be  of  metal  or  other 
Incombustible  material,  and  If  of  metal 
where  such  ducts  have  an  area  greater  than 
400  square  inches  same  shall  be  constructed 
double  witli  an  intervening  air  space.  The 
floor  levels  of  balconies  and  galleries  having 
a  gross  area  of  less  than  fifteen  per  cent 
(15%)  of  the  gross  area  of  the  floor  of  such 
open  space  shall  not  be  used  as  a  basis  for 
calculating  the  height  of  such  flreprooflng. 

561.  Posts,       Girders       and       Partitions.) 

Wood  posts,  if  used,  sliall  be  of  not  less 
tliau  one  hundred  square  inclies  sectional 
area.  Wood  girders,  if  used,  sliall  be  of 
not  less  than  seventy-two  square  inches  sec- 
tional area.  All  partitions  in  buildings  of 
this  type  shall  be  made  entirely  of  incom- 
bustible material.  Wood  furring,  wood 
studs  and  wood  lath  shall  not  be  permitted 
in    buildings    of   this    type. 

562.  Stair,  Construction  of.)  Where 
buildings  are  required  to  be  of  "slow  burn- 
ing" construction,  all  stairs  in  such  building 
shall  be  of  incombustible  material,  except 
as  hereinafter  provided.  Said  stairs  may  be 
of  ordinary  construction,  if  said  building  is 
equipped  with  an  automatic  sprinl-cler  sys- 
tem, and  stairs  are  enclosed  in  a  fireproof 
wall. 

ARTICLE    XVI. 

Mill    Construction. 

863.  Definition  —  Mill  Construction  Be- 
q,uirenients.)  The  term  "Mill  Construction" 
shall  apply  to  all  buildings  in  which  wooden 
posts,  if  used,  have  a  sectional  area  of  not 
less  than  one  hundred  square  inches,  and 
wooden  girders  and  joists  a  sectional  area 
of  not  less  than  seventy-two  square  inclies, 
and  roofs,  if  of  wood,  a  thickness  of  not 
less  than  two  and  five-eighths  inches  in  a 
single  layer,  except  where  the  building  is 
equipped  throughout  with  a  sprinkler  sys- 
tem, subject  to  the  approval  of  the  Chief  of 
Fire  Prevention  and  Public  Safety,  in  which 
event  such  layer  may  be  not  less  than  one 
and  five-eighths  inches  thick,  and  floors,  if  of 
wood,  a  thickness  of  not  less  tiian  three  and 
one-half  inches  in  not  more  than  two  layers, 
the  lower  one  of  which  shall  be  not  less 
than  two  and  five-eightlis  inches  in  thiclc- 
ness,  and  in  which  all  structural  metallic 
members,  if  used,  are  fireproofed  as  required 
for  fireproof  construction.  Where  metallic 
lintels  are  used  to  cover  wall  openings  the 
fireprooflng  on  the  underside  may  be  omit- 
ted in  case  such  lintels  are  fireproofed  on 
the  other  three  sides  and  all  voids  in  them 
are  filled  solid  with  fireproof  material.  All 
floors  and  roofs  not  constructed  as  aliove 
shall  be  of  fireproof  construction  as  else- 
where required  for  fireproof  construction  In 
this    chapter. 

864.  Pireproofing".)  (a)  Partitions  in 
buildings  of  mill  construction  sliall  be  made 
entirely  of  incombustible  material.  If  iron 
columns,  girders,  or  beams  are  used  in 
buildings  of  this  type  they  shall  be  pro- 
tected as  specified  in  this  Chapter;  but  the 
wooden  posts,  girders  and  joists  need  not 
be  protected  by  fireproof  covering.  Wood 
furring,  wood  studs  and  wood  lath  shall  not 
be  permitted  in  buildings  of  this  type. 

(b)  If  reinforced  cinder  concrete  con- 
struction is  used  in  the  structural  parts 
of  a  building  which  is  required  to  be  of 
slow-burning  or  mill  construction  by  this 
chapter,  then  all  partitions  shall  be  of  in- 
combustible material  and  all  parts  other 
than  structural  parts  and  partitions  of  tlie 
building  shall  be  as  required  for  slow-burn- 
ing or  mill  construction  buildings  by  tliis 
chapter. 

Sfi.').  Stair  Construction  Where  Automatic 
Sprinkler    System    is    Installed.)       In    build- 


ings required  to  be  of  "mill  construction," 
all  stairs  in  such  buildings  shall  be  of  "in- 
combustible" material,  except  as  hereinafter 
provided.  Said  stairs  may  be  of  wood  con- 
struction if  said  building  is  equipped  with 
an  automatic  sprinkler  system  and  stairs  are 
enclosed  in  a  fireproof  wall. 

ARTICLE  XVII. 
Ordinary  Construction. 
S66.  Ordinary  Construction  Defined.)  The 
term  "ordinary  construction"  as  used  in  this 
chapter,  means  the  ordinary  system  of  con- 
struction in  which  timber  and  iron  struc- 
tural parts  are  not  protected  with  fire-re-' 
alsting  coverings  and  in  which  the  walls 
are  of  masonry  built  as  required  by  this 
chapter. 

ARTICLE   XVIII 

Frame    Buildings. 

867.  Repairing'  of  Prame  Building's  Witli- 
in  Pire  Iiimits.)  Frame  buildings  within 
tlie  fire  limits  which  liave  been  damaged  by 
fire,  decay  or  otherwise,  to  an  extent  not 
greater  than  fifty  per  cent  of  their  value 
may  be  repaired,  provided  there  is  no  In- 
crease in  size  of  such  buildings  over  their 
original  dimensions,  and,  provided  that  in- 
combustible roof  covering  required  by  Sec- 
tion 811  is  used.  And,  provided,  further, 
that  where  any  frame  building  is  raised  for 
the  purpose  of  erecting  a  basement  story 
under  the  same,  the  walls  enclosing  such 
basement  shall   be   of  masonry. 

868.  Prame  Building's  Proliibited — Bzcep- 
tions.)  (a)  Hereafter  no  frame  building 
sliall  be  erected,  nor  any  frame  addition 
made  to  an  existing  frame  building  within 
the  fire  limts  of  the  city,  except  where  express 
provision  is  made  in  this  chapter  therefor. 

(b)  Outside  the  fire  limits  it  shall  be 
lawful  to  erect  frame  buildings  not  exceed- 
ing forty  feet  in  height  from  the  sidewalk 
to  the  highest  point  of  roof.  If  such  frame 
buildings  have  a  basement  story  of  masonry, 
their  height  above  the  sidewalk  may  be 
made  not  to  exceed  forty-five  feet.  Provid- 
ed, however,  that  in  no  case  shall  any  por- 
tion of  any  frame  building  above  the  second 
floor  be  used  as  a  separate  living  apart- 
ment. 

(c)  It  shall  be  lawful  to  surround  frame 
buildings  with  a  veneer  of  brick  not  less 
than  four  inches  in  thickness,  provided  the 
said  brick  is  not  carried  higher  than  the 
second  story,  or  twenty-two  feet  above  the 
basement  ceiling;  and  provided  further  that 
the  said  veneer  is  anchored  to  the  studding 
or  other  frame  construction  in  a  manner 
satisfactory  to  the  Commissioner  of  Build- 
ings. Such  brick  veneer  is  not  to  be  placed 
on  gables  or  any  other  parts  of  frame  build- 
ings above  the  height  herein  specified.  All 
frame  buildings  which  it  is  desired  to  sur- 
round with  brick  veneer  must  have  their 
basement  walls  and  foundations  of  solid 
masonry,   as   provided   in   Section    872. 

869.  Prame  Building's  Within  the  Pire 
Iiimits  Chang'ed  Into  Plat  Building^s — Pire 
Walls.)  Whenever  any  frame  building  with- 
in the  fire  limits  shali  be  remodeled,  altered 
or  charged  for  the  purpose  of  using  the 
same  for  flats  or  apartments,  or  whenever 
such  frame  building  shall  te  occupied  for 
flat  or  apartment  purposes,  each  suite  of 
apartments  in  such  building  shall  be  sep- 
arated from  every  other  suite  of  apartments 
in  such  building  by  a  wall  of  incombustible 
material,  of  such  dimensions  and  thickness 
as  required    by    this   chapter. 

870.  Prame  Building's — Raisins' — Require- 
ments— Changing"  Gahle  or  Hip  Roofs  to  Plat 
Roofs.)  Permission  may  he  granted  by  the 
Commissioner  of  Buildings  for  the  raising 
of  existing  frame  buildings,  whether  within 
or  without  the  fire  limits,  to  the  limits  of 
height     hereinbefore     fixed     for    new     frame 
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bulldlngrs,  and  no  more,  and  Inside  the  Are 
limits  for  the  purpose  of  putting  a  masonry 
basement  thereunder.  The-  Commissioner  of 
Buildlngrs  is  also  authorized  to  Issue  permits 
for  changing:  gable  or  hip  roofs  of  existing 
frame  buildings  to  flat  roofs,  and  for  the 
raising  of  walls  incident  to  such  change.  But 
if  such  hip  or  gable  roof  is  changed  to  a 
flat  roof  and  the  walls  raised  In  connection 
with  such  change,  the  total  cubic  contents 
included  by  the  walls  so  raised  and  the  roofs 
so  altered  shall  not  exceed  the  cubic  con- 
tents originally  included  in  such  gable  or 
hip  roof,  and  in  no  case  shall  a  two-story 
and  attic  building  be  converted  into  a  three- 
story  building  thereby. 

S71.  Frame  Building's  Carried  to  a  Uni- 
form  Height.)  Wheie  the  different  parts 
of  a  frame  building  inside  the  fire  limits 
are  of  different  heights  a  one-story  portion 
may  be  raised  to  the  height  of  two  stories, 
provided  the  greatest  height  thereof  does 
not  exceed  the  limits  of  height  prescribed  in 
this  chapter  for  frame  buildings  and  pro- 
vided, that  no  room  in  the  existing  building 
or  in  the  addition  thereto  shall  violate  the 
requirements  of  this  chapter  for  habitable 
rooms. 

872.  Basement  or  Story  Placed  Beneatb 
X^ame  Building's.)  A  frame  building  may 
be  raised  for  the  purpose  of  erecting  a  base- 
ment or  story,  or  both,  thereunder,  but  the 
principal  floor  of  such  frame  building  shall 
not  be  raised  to  a  higher  level  than  16  feet 
above  the  grade  of  the  sidewalk  upon  which 
such  premises  abut.  Where  a  building  so 
raised  is  one  story  in  height  only  and  the  same 
is  raised  so  as  to  permit  a  basement  under 
the  same  not  to  exceed  six  feet  six  inches 
in  height  from  the  basement  floor  to  the 
ceiling  of  said  basement,  the  said  house  may 
be  placed  upon  cedar  posts.  In  all  otlier 
cases  the  walls  enclosing  such  basement 
or  story  shall  be  of  masonry  and  not  less 
than  12  inches  thick  except  where  a  one- 
story  frame  building  is  raised  and  has  a 
basement  only  built  thereunder,  the  ma- 
sonry walls  of  such  basement  may  be  eight 
Inches  thick  above  grade  and  12  inches 
thick  below.  The  foundation  of  such  wall 
shall  be  constructed  as  provided  In  this 
chapter;  provided,  however,  that  no  frame 
building  shall  be  raised  for  the  purpose  of 
constructing  a  basement  or  story,  or  both, 
under  the  same  to  a  greater  height  to  the 
top  of  its  roof  than  that  elsewhere  herein 
given  as  the  maximum  height  above  grade 
for  frame  buildings.  The  thickness  of  walls 
hereinbefore  required  shall  also  apply  to 
brick    walls    in    new    frame    buildings. 

873.  Chimneys  in  Frame  Buildings — Chim- 
ney Flues  Throug-h  Partitions.)  Chimneys 
in  frame  buildings  shall  be  built  as  required 
by  Section  800  of  this  chapter.  The  wood 
framing  of  frame  buildings  shall  be  trimmed 
around  chimneys  in  such  a  manner  as  not 
to   come    within    two    inches    of   same. 

874.  lot  Iiines — Be^uirements  as  to — 
Kumber  —  I)im.ensions.)  Frame  buildings, 
excepting  sheds  not  exceeding  three  hun- 
dred square  feet  in  area  and  not  exceeding 
fourteen  ft.  in  height  from  the  ground,  shall 
not  be  built  nearer  than  one  foot  to  any  line 
of  the  lot  upon  which  they  are  built,  street 
and  alley  lines  excepted,  except  as  hereinafter 
provided.  It  shall  not  be  lawful  to  erect  a 
frame  building  wider  than  forty  feet  nor 
deeper  than  seventy  feet,  unless  such  build- 
ing be  divided  by  a  fire  wall  or  fire  walls, 
built  of  incombustible  material  and  of  a 
thickness  of  not  less  than  four  inches  and 
of  construction  to  be  approved  by  the  Com- 
missioner of  Buildings,  so  that  no  more 
than  two  thousand  eight  hundred  square 
feet  of  superficial  area  shall  be  contained  In 
any  section  or  part  of  such  building,  unin- 
closed  by  such  fire  walls,  and  if  openings  are 
inserted  in  such  fire  walls,  then  such  walls 
shall   be   built   of   brick   not   less    than   eight 


Inches  thick,  and  such  openings  shall  have 
doors  as  described  in  Section  789.  Each 
section  of  such  buildings  shall  be  regarded 
as  a  separate  building  for  the  purpose  of  de- 
termining the  number  and  construction  of 
its  stairways  and  means  of  egress.  If  more 
than  one  franie  building  is  built  in  the 
direction  of  the  depth  of  any  one  lot,  such 
buildings  shall  not  be  built  with  a  less  dis- 
tance than  ten  feet  between  them  except 
where  both  buildlnss  are  used  for  living  pur- 
poses, and  in  that  case  the  distance  shall 
be  governed  by  Sections  641  and  642  of  this 
chapter. 

Note:  See  also  Sec.  488  (b)  as  to  distance 
between    lot   and    building    lines    (Class    III). 

875.  Sheds — Open  Shelter — Height  of  Walls 
and  Foundations — Enclosed.)  (a)  Except 
as  hereinafter  i)rovided.  oiien  shelter  sheds 
not  exceeding  eight  hundred  square  feet  In 
area  may  be  erected  within  the  flre  limits, 
provided  they  have  roofing  of  incombustible 
material  and  the  highest  point  is  not  over 
fifteen  feet  above  the  ground,  and  provided 
that  the  roofs  be  supported  on  sufficient 
posts  or  piers;  provided  further,  however, 
that  such  sheds  may  be  built  with  an  area 
not  to  exceed  sixteen  hundred  square  feet, 
if  they  are  kept  at  least  twenty-five  feet 
from  any  lot  line  and  any  other  building  or 
structure.  Such  sheds  shall  have  no  com- 
bustible (enclosing  walls  or  wooden  floors,  ex- 
cept that  a  floor  of  two-inch  planking  laid 
directly  upon  the  ground  may  be  used.  Such 
sheds  shall  only  be  erected  upon  the  rear  of 
the  lot,  and  not  more  than  one  such  shelter 
shed  or  any  other  shed  shall  be  erected  on 
any    lot    of    twenty-five   feet    in    width. 

(b)  If  it  is  desired  to  enclose  an  open 
shelter  shed,  the  enclosing  walls  shall  be 
made  of  brick,  hollow  tile,  or  other  incom- 
bustible material,  and  such  walls  shall  hav-e 
foundations  extending  to  solid  ground  and  at 
least  four  feet  below  the  surface  of  the 
ground. 

(c)  Open  shelter  sheds  may  be  erected 
outside  the  flre  limits  not  to  exceed  twenty- 
eight  hundred  square  feet  in  area  and  sub- 
ject to  the  approval  of  the  Commissioner  of 
Buildings:  provided,  however,  that  shelter 
sheds  which  comply  in  other  respects  with 
the  requirements  of  this  section,  may  be 
built  not  to  exceed  nine  thousand  square 
feet  in  area  where  such  sheds  are  located  at 
least  twenty  feet  distant  from  any  other 
structure  and    from   any   lot   line. 

(d)  It  shall  be  lawful  to  erect  inclosed 
wooden  shelter  sheds  at  any  flre  department 
station  in  the  city  for  the  storage  of  fuel 
and  supply  wagons.  Such  sheds  shall  not 
exceed  twenty-five  feet  in  width,  thirty  feet 
in  length  and  fourteen  feet  in  height. 

(e)  Sheds  not  exceeding  fourteen  feet  in 
height  from  the  ground  to  the  highest  point 
thereof,  and  not  exceeding  three  hundred 
square  feet  in  area,  with  an  incombustible 
roof,  may  be  constructed  of  wood  within  the 
fire  limits.  Such  sheds  shall  not  be  located 
on  the  front  part  of  any  lot,  nor  shall  they 
be  used  as  a  dwelling  or  as  an  addition  to 
a  dwelling  house,  or  for  any  business  pur- 
pose wliatever,  nor  shall  more  than  one  shed 
be  erected  on  any  one  building  lot  of  twenty- 
five   feet   in    width. 

(f)  Frame  antoshedx  housitiff  not  to  exceed  ttvo 
automobiles  or  auto  ears  man  ''C  erected  inside  the 
fire  limits  of  area  not  to  exceed  'lOO  square  feet.  Such 
auto-sheds  shall  have  an  incombustible  roof  and  shall 
have  a  concrete  floor  not  less  than  li  inches  thick  laid 
directly  vpon  the  (/round.  At  the  time  of  appUiinii 
for  a  permit  for  such  auto-shed,  applicant  shall  submit 
a  plat  of  the  lot  shoninff  the  location  of  same  made 
by  a  licensed  surveyor  and  giving  the  established  grade 
of  the  alley  upon  which  such  auto-shed  shall  open. 
Such  shed  shall  not  exceed  I'l  feet  in  height  and  shall 
be  situated  on  the  rear  of  the  lot ;  shall  be  used  for 
the  purpose  of  housing  automobiles  only  and  there  shall 
not  be  more  than  one  such  shed  on  any  lot  or  premises. 

Passed,   June   18,   1924. 
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S~6.  Sheds — Coal,  Brick,  Stone,  Cement 
and  Salt  Sheds  and  Sheds  for  Icing'  Cars 
Along*  Railroad  Tracks  and  Navig^able 
Stream  Prontag"e  Consents.)  Open  shelter 
sheds  to  be  used  for  tlie  storage  or 
liandling  of  coal,  brick,  stone,  cement, 
salt  or  such  commodities  which  are  in- 
combustible, or  for  the  icing  of  cars, 
may  be  erected  within  or  without  the  Are 
limits  upon,  along-  or  adjacent  to  steam 
railroad  tracks,  ur  along  or  adjacent  to 
navigable  waters;  provided,  such  sheds  shall 
have  incombustible  roofing  and  shall  not  ex- 
ceed 35  feet  in  height  from  the  ground  to 
the  highest  point  of  the  roof;  provided,  fur- 
ther, that  said  sheds  shall  be  located  at 
least  25  feet  distant  from  any  other  struc- 
ture and  from  any  side  lot  line.  If  it  is 
desired  or  intended  to  enclose  any  such 
sheds,  the  enclosing  walls  shall  be  of  in- 
combustible material.  No  such  shed  shall 
be  built  upon  any  lot  or  parcel  of  ground 
fronting  upon  any  street  within  200  feet  of 
any  building  used  exclusively  for  residence 
purposes,  unless  the  consent  of  the  owners 
of  the  majority  of  the  frontage  on  both  sides 
of  such  street  between  the  two  nearest  in- 
tersecting cross  streets  shall  first  have  been 
obtained  by  the  person,  firm  or  corporation 
desiring  to  erect  and  maintain  such  shed, 
and  said  written  consents  shall  be  filed  with 
the  Commissioner  of  Buildings  before  a  per- 
mit   shall    be    issued    for    such    shed. 

S7T.  Ice  Houses.)  (a)  Houses  within  the 
fire  limits  to  be  used  exclusively  for  the 
storage  of  ice,  not  exceeding  forty-five  feet 
in  height,  and  of  a  floor  area  not  exceeding 
0  000  square  feet,  may  be  constructed  of  wood 
with  incombustible  roofing,  the  wails  to  be 
enclosed  with  an  envelope  of  incombustible 
material:  eight-inch  walls  of  brick  or  tile  or 
approved  cement  concrete  with  proper  foun- 
dations of  masonry  shall  be  used  for  such 
envelopes. 

(b)  Houses  to  be  used  exclusively  for  the 
storage  of  ice.  located  outside  of  the  fire 
limits  and  contiguous  to  any  lake  and  six 
hundred  feet  from  any  other  building,  except 
buildings  used  in  connection  with  the  con- 
duct of  said  business,  may  be  constructed  of 
frame  with  incombustible  roofing,  and  the 
floor  area  of  any  such  building  shall  not  ex- 
ceed eighty  thousand  square  feet,  unless  the 
building  is  divided  by  a  solid  wall  of  ma- 
sonry for  each  additional  80.000  square  feet 
of  floor  area,  or  fractional  part  thereof; 
and  shall  extend  at  each  end  not  less  than 
one  foot  beyond  the  enclosure  of  said  build- 
ing and  such  wall  shall  be  subject  to  the 
approval    of   the    Commissioner   of   Buildings. 

(c)  Houses  to  be  used  exclusively  for  the 
storage  of  ice.  located  outside  of  the  fire 
limits,  and  contiguous  to  railroad  tracks 
and  not  within  one  hundred  feet  of  any 
other  building,  may  be  constructed  of  frame 
with  incombustible  roofing,  and  the  floor  area 
of  any  such  building  shall  not  exceed  20,000 
square  feet  unless  the  building  is  divided  by 
a  solid  wall  of  masonry  for  each  additional 
20.000  square  feet  of  floor  area  or  frac- 
tional part  thereof;  said  wall  shall  extend 
at  least  one  foot  beyond  the  enclosure  of  said 
building  on  each  end  and  shall  be  approved 
by  the  Department  of  Buildings. 

(d)  All  dividing  walls  must  extend 
through  and  above  the  roof  of  any  building 
in  which  they  are  built  to  a  distance  of  three 
feet  and  must  be  covered  with  incombusti- 
ble coping.  N'o  dividing  wall  shall  be  of 
less  thickness  than  twelve  inches  at  any 
point  thereof. 

ARTICLE  XIX. 
Stairw.ays. 
STS.  Stairways,  Number — Iiocation — Con- 
struction.) (a)  Firern-oof  office  buildings 
existing  at  the  time  of  the  passage  of  this 
ordinance  which  are  equipped  either  with 
one    stairway     and     two     or  .  more     stairway 


fire  escapes  or  with  two  stairways  and  one 
or  more  stairway_  fire  escapes,  shall  not  be 
required  to  have'  additional  stairways  or 
stairway  fire  escapes. 

(b)  Except  as  otherwise  expressly  pro- 
vided in  this  Article,  it  shall  be  unlawful 
to  construct  or  maintain  any  building  or 
structure  of  Classes  I,  IT  and  VII  unless 
its  stairway  or  stairways  comply  with  the 
following    provisions: 

(c)  In  every  existing  building  of  ordi- 
nary construction  having  an  area  greater 
than  9.000  sfiuare  feet  or  of  mill  or  slow- 
burning  constrtr.ction  greater  than  12,000 
square  feet,  there  shall  be  not  less  than 
three  stairways.  The  width  of  stairs  shall 
be  at  least  eighty  per  cent  of  the  width  of 
stairs  as  computed  by  the  formulse  given 
herein  and  in  no   case  less  than  twelve   feet. 

(d)  Every  building  shall  have  at  least 
one  stairway  from  the  grovmd  to  the  top 
floor  and  one  stairway  from  the  lowest 
basement  or  cellar  to  the  street  grade,  and 
no  stairway  shall  be  less  than  three  feet  in 
width. 

(e)  The  width  of  stairs  required  for  a 
building  shall  be  construed  as  the  total 
width  of  all  stairways  required  on  the  build- 
ing. Stairs  shall  be  measured  between  the 
wall  and  handrail  for  a  single  stair  and 
between  handrails  where  two  or  more  hand- 
rails   are    required    by    this    chapter. 

The  aggregate  width  of  door  openings  at, 
or  approximately  at  the  street  level  in  build- 
ings of  all  classes  shall  be  equal  to  the 
aggregate  width  of  stairways  as  specifled  in 
this  article.  The  use  of  revolving  doors  shall 
not  be  permitted  in  anv  building  of  Class  lie 
or  of  Classes  III,  IV,  V,  VIII  or  IX. 

(f)  In  buildings  of  Class  I  and  Class  Ha 
the  width  of  stairs  and  fire  escapes  required 
for  a  building  shall  be  determined  by  the 
floor  area  measured  on  the  third  floor  of  the 
building  and  such  area  shall  not  include 
walls,  columns,  stairs,  elevator  shafts,  well 
holes,  chimneys  and  corridors.  In  all  cases 
where  the  building  is  less  than  three  stor- 
ies in  height  the  width  of  stairs  shall  be 
determined  by  the  floor  area  of  the  second 
floor    as    hereinafter   specified. 

(g)  Where  the  enclosed  space  between 
a  ceiling  and  the  roof  of  a  building  of  any 
Class  is  of  greater  average  height  than 
two  feet  in  the  clear,  access  shall  be  pro- 
vided by  means  of  at  least  one  stairway  not 
less  than  three  feet  wide  leading  from  a 
public   hallway   or  corridor. 

(See   Illustration,    Sec.    613). 

87  9.  Stairs — Number  and  Width  of  in 
Classes  I,  II  and  VII.)  (a)  In  buildings  of 
Class  lib.  Class  He  and  Class  VII  the  num- 
ber and  width  of  the  stairs  and  fire  escapes 
shall  be  determined  by  the  area  of  that  por- 
tion of  the  third  floor  not  occupied  by  walls, 
columns,  stairs,  elevator  shafts  and  well- 
holes. 

In  buildings  of  Class  I,  II  and  VII  the 
number  and  width  of  stairs  required  shall 
be  as  follows: 

(b)     In    Ordinary    Construction. 

With  floor  area  of  5,000  square  feet  or 
less,  two  stairways; 

With  floor  area  of  5,000  to  9,000  square 
feet,    three    stairways. 

Provided,  however,  that  in  buildings  of 
ordinary  construction,  existing  prior  to  De- 
cember 5,  1910.  with  floor  area  of  5,000 
square  feet  or  less,  one  stairway  only  shall 
be  required  where  the  building  is  also 
equipped  with  an  outside  stairway  fire  escape, 
and  in  all  such  buildings  with  floor  area  of 
from  5.000  to  9.000  square  feet,  two  stair- 
ways only  shall  be  required;  in  case  such 
liuilding  is  also  equipped  with  an  outside 
stairway  fire  escape.  Where  such  buildings 
are  equipped  with  ladder  fire  escapes,  erected 
in  compliance  with  the  ordinance  now  in 
force,   one-half  the  width  of  such  ladder  fire 
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escape    shall    be    credited    in    computing    the 
width  of  stairs  required  therein. 

(c)  The  width  of  stairs  required  in  build- 
ings of  ordinary  construction  shall  be  com- 
puted   as    follows: 

The  width  of  stairs  in  inches  shall  be 
equal  to  tlie  result  obtained  by  deducting 
3.000  from  the  floor  area  of  the  building  in 
square  feet  and  multiplying  the  remainder 
by  twelve  and  dividing  the  product  by  1,000 
and  adding  72  inches  to  tlie  quotient,  ex- 
pressed   in   the   formula    as    follows: 

(area — 3000)    times    12 

72   inches   plus   

1,000 
(d)     In  Mill  or  Slow-Bcrsisg  Construction. 

With  floor  area  of  6,000  square  feet  or 
less,    two    stairways. 

With  floor  area  of  6,000  to  12,000  square 
teet,    three   stairways. 

(e)  The  width  of  stairs  required  in 
buildings  of  mill  or  slow-burning  construc- 
tion  shall   be   computed  as   follows: 

The  width  of  stairs  in  inches  shall  be 
equal  to  the  result  obtained  by  deducting 
3,000  from  tlie  floor  area  of  the  building  in 
square  feet  and  multiplying  the  remainder  by 
eight  and  dividing  the  product  by  1,000  and 
adding  72  inches  to  the  quotient;  expressed 
in  the  formula  as  follows: 

(area — 3,000)    times   8 

72    inches   plus   

1,000 
(f)     In    Fireproof   Construction. 

With  floor  area  of  7,000  square  feet  or  less, 
two   stairways. 

With  floor  area  of  7,000  to  15,000  square 
feet,    tliree    stairways. 

With  floor  area  of  15,000  to  21,000  square 
feet,    four    stairways. 

With  floor  area  of  21,000  square  feet  and 
ever,    five    stairways. 

(g)  Provided,  liowever,  that  in  fireproof 
buildings  having  an  area  of  21,000  square 
feet  or  more  only  four  stairways  shall  be 
required  if  such  building  is  completely 
equipped  with  an  approved  automatic 
sprinkler    system. 

(h)  The  width  of  stairs  required  in  build- 
ings of  fireproof  construction  shall  be  com- 
puted as   follows: 

The  width  of  stairs  in  inches  shall  be 
equal  to  the  result  obtained  by  deducting 
3,000  from  the  floor  area  of  the  building  in 
square  feet  and  multiplying  the  remainder  by 
six  and  dividing  the  product  by  1,000,  and 
adding  72  inches  to  the  quotient;  expressed 
in  the  formula  as  follows: 

(area — 3,000)    times   6 

72   inches   plus  

1.000 

(i)  Provided,  however,  that  where  buil.d- 
Ings  of  Class  I  are  of  fireproof  construc- 
tion and  are  used  solely  for  storage  ware- 
house purposes  and  the  number  of  persons 
employed  on  any  one  fioor  does  not  exceed 
the  number  specified  hereafter  in  this  sec- 
tion they  shall  comply  as  to  number  of 
stairways  as  follows: 

With  floor  area  less  than  8.000  square  feet 
where  not  more  than  ten  persons  are  em- 
ployed   on   a   floor,    two   stairways. 

With  floor  area  greater  than  8,000  square 
feet  and  less  than  15,000  square  feet  where 
not  more  than  fifteen  persons  are  employed 
on   a   floor,   three   stairways. 

With  floor  area  greater  than  15.000  square 
feet  where  not  more  than  twenty  persons 
are   employed    on    a    floor,    four   stairways. 

(j)  The  width  of  stairs  shall  be  com- 
puted   as    follows: 

The  width  of  stairs  in  inches  sliall  be 
equal  to  tine  result  obtained  by  deducting 
3,000  from  the  floor  nren  of  the  building  in 
square  feet  and  multiplying  the  remainder  by 
four   and   dividing   the   product  by    1,000,    and 


adding   72    inches   to   the   quotient;    expressed 
in  the  formula  as  follows: 


72    inches  plus 


(area — 3,000)   times  4 


1000 


(1<)  Provided,  however,  where  buildings 
of  Class  I  are  used  solely  for  storage  or 
warehouse  purposes  and  the  number  of  per- 
sons regularly  employed  above  the  floor 
nearest  the  street  level  does  not  exceed  ten 
persons  or  where  tlie  number  of  persons  oc- 
casionallj'  employed  above  tlie  floor  nearest 
the  street  level  does  not  exceed  twenty  per- 
sons, the  floor  area  of  such  building  m,T.y  be 
increased  fifty  per  cent  (50%)  in  excess  of 
the  area  limits  as  provided  in  this  Section 
for  buildings  of  Class  I  of  ordinary,  slow- 
burning  mill  or  fireproof  construction  for 
the  given  number  of  stairways.  The  width 
of  such  stairways  shall  be  as  determined  by 
use  of  formula  given  for  each  separate 
type  of  construction,  by  using  two-tliirds  of 
the  actual  floor  area  of  such  building  as  a 
basis  for  the  calculation,  and  by  substituting 
the  words  and  figures.  "54  inolies,"  for  tlie 
words  and  figures,  "72  inches,"  where  they 
occur  in  said  formula.  There  shall  be  not 
less  than  two  stairways,  or  one  stairway 
and  a  stairway  fire  escape  directly  accessi- 
ble from  each  area  of  such  building,  and  the 
location  of  all  stairways  and  fire  escapes 
shall  be  subject  to  the  approval  of  the  Com- 
missioner of  Buildings.  The  minimum 
widtli  of  any  stairway  in  sucli  buildings  now 
in  existence  shall  be  not  less  than  thirtv 
inches  (30"),  the  minimum  width  of  any 
stairway  in  sucii  buildings  hereafter  erected 
or  hereafter  converted  to  such  use  shall  be 
not  less  than  thirty-six  inches  (36"),  and  the 
minimum  width  of  any  fire  escapes  shall  be 
not   less   than   twenty-four   inches    (24"). 

SSO.     stairs — Other     Requirements.)         (a) 

The  width  of  stairway  fire  escapes  and  three- 
quarters  of  tlie  width  of  sliding  fire  escapes 
required  by  this  chapter  may  be  deducted 
from    tlie   width   of  stairs   required. 

(b)  Stairways  shall  be  located  as  far 
from  each  other  as  practicable.  The  bot- 
tom of  each  stairway  shall  be  in  the  imme- 
diate vicinity  of  the  top  of  the  stairs  lead- 
ing to  the  next  lower  story  and  the  line  of 
travel  from  stairway  to  stairway  shall  be 
direct  and  easily  accessible  each  to  the 
other.  At  least  one  stairway  shall  extend 
to  the  roof  of  every  building.  In  Classes 
I,  II  and  VII,  the  whole  number  of  stair- 
ways required  f-or  each  building  shall  be 
complete  in  every  respect  from  the  first  to 
the    topmost    story. 

(c)  Every  story  below  the  street  grade 
shall  have  not  less  than  two  stairways  to 
the  first  story  and  eacli  such  stairway  sliall 
be  not  less  than  three  feet  wide,  but  where 
a  basement  or  cellar  is  used  for  the  retail 
sale  of  goods  the  stairway  from  such  base- 
ment or  cellar  shall  in  number  and  aggregate 
widLth  comply  with  tlie  requirement  of  this 
section  fur  the  first  four  stories  above  side- 
walk   grade. 

(d)  Where  two  areas  of  the  same  build- 
ing adjoin  and  are  separated  by  fireproof 
dividing  walls  they  may  have  a  stairway 
In  common,  provided  such  stairway  is  not 
less  than  five  feet  wide  and  is  inclosed  in 
all  stories  of  the  building  by  fireproof  walls 
in  non-fireproof  buildings  and  by  fireproof 
partitions  in  fireproof  buildings;  and  where 
the  stairways  and  landings  are  built  as  re- 
quired by  this  chapter  for  buildings  of  fire- 
proof construction,  and  where  the  doors, 
frames,  sashes  and  casings,  and  the  glazed 
portion  thereof  are  built  as  described  in 
Section  784  and  789  then  in  such  case  such 
stairway  may  be  considered  as  equivalent 
to  one  open  stairway  from  each  such  area, 
and  where  sucli  stairway  provides  exit  from 
only  one  floor  area  such  stairway  may  be 
considered   as   equivalent   to   two  open   stalr- 
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ways  but  In  no  case  shall  there  be  less  than 
two  stairways  in  any  such  building  except 
as   otherwise   provided    in    this    chapter. 

(e)  Where  adjoining  buildings  or  build- 
ings on  opposite  sides  of  an  alley  or  other 
open  space,  and  of  the  same  class,  used 
by  the  same  person,  firm  or  corporation, 
are  connected  by  fireproof  bridges  or  pas- 
sageways with  fireproof  doors  at  each  end. 
or  by  fireproof  doors  on  each  floor  built 
and  equipped  as  required  by  tliis  chapter  for 
dividing  wall  doors  if  such  bridge  or  pas- 
sageway or  fireproof  door  is  located  as  far 
as  practicable  from  the  stairways  in  both 
said  buildings,  then  said  bridge  or  passage- 
way or  fireproof  door  may  be  considered  to 
be  equivalent  to  a  stairway  for  each  of  the 
two   areas. 

(f)  In  buildings  of  Classes  I,  II  and  VII, 
where  an  interior  stairway  is  enclosed  in 
a  tower  and  built  as  required  by  the  provi- 
sions of  Section  881  paragraph  (n)  of  this 
Cliapter,  tlien  sucli  stairway  shall  be  con- 
sidered the  equivalent  of  two  stairways,  or 
a  stairway  and  a  fire  escape;  provided,  how- 
ever, tliat  if  sucli  stairway  is  considered  tlie 
equivalent  of  two  stairways  the  building 
must  be  equipped  with  a  stairway  fire  escape, 
or  fire  escapes,  as  is  required  by  this  Chap- 
ter. 

(g)  Exterior  stairways  in  buildings  of 
Class  I,  II  and  VII  built  entirely  of  steel 
and  iron,  having  ice-proof  treads  not  less 
tlian  ten  inclies  wide  from  nosing  to  riser 
and  a  rise  of  eight  inches  or  less  for  each 
riser,  and  otlierwlse  made  as  required  for 
stairway  fire  escapes  in  this  cliapter  and 
wliere  such  stairway  fire  escape  extends 
from  the  inside  grade  to  the  top  floor  of  the 
building  or  is  supplied  from  tlie  second 
floor  to  the  ground  with  a  counterbalanced 
section  and  has  a  steel  ladder  from  the  top 
landing  to  the  roof,  tlien  such  stairway  may 
be  considered  the  equivalent  of  one  interior 
stairway  and  one  stairway  fire  escape  if  tlie 
width  of  such  stairway  and  that  of  the  one 
or  more  stairways  in  the  building  equals 
the  width  of  stairs  required  by  this  chapter; 
provided,  that  in  such  case  tlie  respective 
floors,  door  sills,  and  stairway  platforms 
are  flush,  and  that  the  doors  do  not  ob- 
struct the  stairs  or  platforms  and  that  the 
doors  are  each  at  least  90  per  cent  of  the 
width  of  said  stairway  and  that  the  win- 
dows, doors  and  frames  passed  by  such 
stairway  and  platforms  are  built  of  incom- 
bustible  material   and    wired   glass. 

(h)  In  buildings  of  Class  I  not  more 
than  three  stories  in  height,  a  stairway 
fire  escape  not  less  than  three  feet  wide  lo- 
cated and  built  as  required  by  this  chapter 
for  such  fire  escape  and  placed  as  far  as 
practicable  from  the  stairway,  may  be  con- 
sidered as  a  stairway  and  may  be  deducted 
from  the  "width  of  stairs"  required  for  the 
building. 

(i)  The  width  of  different  stairways  need 
not  be  alike,  and  for  each  four  stories  or 
fractional  number  of  stories  of  tlie  build- 
ing above  the  first  four  stories  each  stair- 
way may  be  reduced  six  inches,  but  no  stair 
in  a  Class  VII  building  shall  be  less  than 
three  feet  in   width. 

(j)  Stairways  which  are  less  than  three 
feet  three  inches  wide  shall  liave  not  less 
than  one  hand  rail  and  stairways  wliich 
are  more  tlian  tliree  feet  three  inches  wide 
shall  have  not  less  than  two  handrails. 
Stairways  which  are  over  eight  feet  wide 
shall  have  double  intermediate  handrails 
with  end  newel  posts  at  least  five  and  one- 
half  feet   high   at  all   stair   landings. 

(k)  Stairways  hereafter  erected  shall 
not  be  spiral  stairways  or  have  any  wind- 
ers. Provided,  however,  that  circular  or 
elliptical  stairways  may  be  used  if  the  width 
of  treads  one  foot  from  the  center  of  the 
handrail  next  to  the  well-hole  is  nine  and 
one-half   inches,    including   nosings. 


(I)  Stairways  shall  not  have  risers  more 
than  eight  Inches  high  nor  treads  less  than 
ten    inches    wide,    inclusive    of    nosings. 

(m)  The  bottom  of  any  counter-balance 
stairway  or  ladder  fire  escape  hereafter 
erected  on  any  public  thoroughfare  when 
raised  shall  be  not  less  than  fourteen  feet 
above  the  pavement  or  surface  of  the  street 
or  alley. 

(n)      The    location    of    every    stairway    re- 
quired   by    this    article    shall    be    subject    to 
the  approval   of  the   Commissioner  of  Build- 
ings. 
(See  Illustration,   Sec.   613). 

ARTICLE    XX. 

Fire  Escapes. 

881.  Pire  Escapes  —  Namber  and  Iioca- 
tion.)  (a)  It  shall  be  unlawful  for  any 
person,  firm  or  corporation  to  construct  or 
maintain  any  building  of  Classes  I,  II,  III, 
VI,  and  VII  within  tlie  city,  unless  the  same 
shall  be  equipped  with  fire  escapes  as  fol- 
lows: 

(b)  Every  building  four  or  more  stories 
in  height,  except  such  as  is  used  exclusively 
for  a  residence  for  one  family  shall  have  one 
or  more  incombustible  sliding  or  stairway 
fire  escapes,  as  required  by  tliis  chapter, 
except    as    otherwise    herein    provided. 

(c)  There  shall  be  at  least  one  stairway 
fire  escape  constructed  as  required  by  the 
provisions  of  this  chapter  for  each  250  per- 
sons, or  fractional  part  thereof,  who  occu- 
py any  floor  of  any  building  habitually  and 
daily  or  for  whom  working,  sleeping  or  liv- 
ing accommodations  are  provided  on  any  one 
floor  above  the  third  floor  of  any  building 
or    structure. 

(d)  Buildings  op  Ordinary  CoxsTRrcTioN  Sihll  be 
Equipped  with  Fire  Escapes  as  Follows: 

With  floor  area  of  6,500  square  feet  or 
less,    one    24-iiicli    stairway    fire    escape. 

With  floor  area  of  6.500  square  feet  to 
9,000  square  feet,  two  24-inch  stairway 
fire    escapes. 

(e)  Buildings  of  Mill  or  Slow-Burning  Construc- 
tion Shall  be  Equipped  with  Fire  Escapes  as 
Follows: 

With  floor  area  of  8,000  square  feet  or  less, 

one    2  4-inch   stairway  fire  escape. 

With  floor  area  of  8,000  square  feet  to 
12,000  square  feet,  two  24-inch  stairway 
fire    escapes. 

(f)  Buildings    op    Fireproof    Construction    Shall 
BE  Equipped  with  Fire  Escapes  as  Follows: 

With  floor  area  of  10.000  square  feet  or 
less,    one    24-incli    stairway   fire    escape. 

With  floor  area  of  10,000  to  20,000  square 
feet,   two   24-inch  stairway   fire   escapes. 

With  floor  area  of  more  tlian  20,000  square 
feet,    three    24-inch    stairway    fire    escapes. 

(g)  Fireproof     Warehouse     Buildings     Shall     be 
Equipped  with  Fire  Escapes  as  Follows: 

With  floor  area  of  12,000  square  feet  or 
less,  one  24-inch  stairway  fire  escape. 

With  floor  area  exceeding  12,000  square 
feet,    two    24-incli    stairway    flre    escapes. 

(h)  A  fireproof  bridge  built  as  described 
ill  Section  8S0  and  connecting  each  floor 
of  two  neighboring  buildings  occupied  by  the 
same  person,  firm  or  corporation,  shall  be 
considered  the  equivalent  of  a  fire  escape, 
or  of  an  interior  stairway,  but  not  the 
equivalent  of  both. 

(i)  In  buildings  of  Class  II  there  shall 
be  a  stairway  or  a  fire  escape  as  near  as 
practicable  to  the  end  of  each  corridor,  and 
where  a  corridor  is  endless  the  stairs  and 
the  flre  escapes  shall  l"  s  located  around  and 
connected  to  said  hali  or  corridor  at  dis 
tances   approximately   equal   to   eacli   other. 
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(j)  The  openings  leading  to  fire  escapes 
on  hospitals  shall  be  flush  with  the  floor 
leading  to  the  fire  escape  which  may  be 
inclined  not  more  than  2y2  inches  vertical  to 
12  inches  of  horizontal  measurement,  and 
shall  be  constructed  and  maintained  with 
no    obstructions    thereon. 

(k)  In  buildings  hereafter  erected  wher- 
ever stairway  fire  escapes  are  considered 
the  equivalent  of  an  interior  stairway  or  as 
taking  the  place  of  any  of  the  "Width  of 
Stairs"  required  by  this  chapter,  there  shall 
be  a  door  or  casement  window  leading  to 
such  fire  escape  from  each  floor.  Windows 
and  doors  to  such  fire  escapes  shall  not  be 
less  than  24  inches  in  width  and  not  less 
than  72  inches  in  height.  The  sill  of  such 
windows  or  doors  shall  not  be  more  than 
24  inches  above  the  floor,  unless  a  stair  is 
built   leading   to   the   same. 

(1)  Where  a  building  is  divided  into  sep- 
arate areas,  each  such  area  shall  be  con- 
sidered as  a  separate  building  and  shall  be 
equipped  with  stairs  and  fire  escapes  as  is 
required  for  buildings  by  this  chapter,  unless 
otherwise  herein  provided. 

(m)  Exterior  stairway  fire  escapes  built 
as  required  by  this  chapl  er  and  having 
treads  not  less  than  10  Inches  wide  from 
nosing  to  riser  and  risers  not  more  than  8 
inches  in  height  and  having  stairways  ex- 
tending from  the  inside  grade  to  the  top 
floor  of  the  building  or  having  a  counter- 
balance section  from  the  first  story  to  the 
ground  and  a  steel  ladder  from  the  top  land- 
ing to  the  roof,  shall  be  considered  the 
equivalent  of  one  interior  stairway  and  one 
stairway  fire  escape,  if  the  width  of  such 
stairway  fire  escapes  with  that  of  one  or 
more  stairways  in  the  building  equals  the 
"Width  of  Stairs"  required  for  the  area  of 
the  respective  buildings  by  this  chapter. 

(n)  Where  a  Fire  Shield  Stairway  is  con- 
structed according  to  the  following  provi- 
sions and  requirements,  such  Fire  Shield 
Stairway  shall  be  considered  the  equivalent 
of  a  stairway  or  stairways  or  a  fire  escape 
and  stairway  or  stairways  combined,  as  pei 
the  provisions  of  Paragraph  "f"  of  this  sec- 
tion. 

The  Fire  Shield  Stairway  shall  be  divided 
or  separated  from  the  building  by,  and  com- 
pletely enclosed  with,  brick  walls  or  walls 
of  fireproof  material  not  less  than  twelve 
inches  thick,  or  by  a  wall  of  reinforced  con- 
crete and  tile  in  combination  not  less  than 
ten  inches  thick  subject  to  the  approval  of 
the  Commissioner  of  Buildings.  The  walls 
are  to  be  built  from  the  lowest  floor  level 
to  and  at  least  thirty-six  inches  above  the 
roof,  except  as  otherwise  herein  provided. 
The  roof  shall  be  built  of  fireproof  construc- 
tion. The  stairs  shall  be  of  fireproof  con- 
struction, and  all  door  openings  must  be 
provided  with  fireproof  thresholds,  metal 
frames  and  approved  incombustible  doors. 
The  risers  of  all  stairs  shall  be  not  more 
than  eight  inches  and  the  tread  not  less  than 
nine  inches,  and  winders  in  stairs  shall  not 
be  permitted.  The  nearest  riser  of  the  stair 
in  a  downward  direction  must  be  remote 
from  the  entrance  to  the  Fire  Shield  Stair- 
way a  distance  not  less  tlian  the  width  of 
the  stairs.  The  entrance  shall  be  by  a  fire- 
proof vestibule  or  by  an  outside  balcony. 
Said  balcony  shall  be  constructed  on  private 
property  and  shall  not  encroach  on  or  over- 
hang a  public  street  or  alley.  Said  vestibule 
or  balcony  shall  be  not  less  than  five  feet 
wide  and  the  floors,  ceiling  and  sides  thereof 
shall  be  of  fireproof  material.  One  side  of 
said  Fire  Shield  Stairway  shall  face  a  street 
or  alley  or  an  open  space  leading  directly  to 
and  connecting  with  a  public  street  or  alley. 
The  side  of  said  vestibule  facing  the  street, 
alley  or  other  open  space,  shall  be  open  for 
the  full  width  thereof  from  a  point  four  feet 
above  the  fioor  to  the  underside  of  ceiling  in 
each  story. 


The  open  space  above  said  wall  may  be 
enclosed  by  a  fire  shield  in  the  following 
manner   only: 

A  metal  frame  constructed  of  steel  of 
commercial  shape,  or  a  sheet  metal  frame 
filled  with  concrete,  with  a  horizontal  cross 
piece  midway  between  the  top  and  bottom 
of  said  frame,  may  be  fitted  in  the  opening 
flush  with  the  inside  face  of  the  wall.  This 
frame  may  be  hung  with  two  sashes,  sash 
to  be  of  metal  and  glazed  with  fire-resisting 
glass,  hinged  at  the  bottom  and  arranged  to 
open  out  from  the  top,  and  restrained  by 
angle  iron  or  chain  attached  to  the  inner 
part  of  jambs  of  the  opening,  so  as  to  allow 
sash  to  rest  on  same  in  an  open  position,  in 
such  a  manner  that  the  top  edge  of  sash 
will  be  flush  with  the  outer  face  of  the  wall. 
The  mason  work  at  the  head  of  the  wall 
opening  shall  be  beveled  off  at  an  angle  of 
forty-five  degrees.  The  opening  and  closing 
of  these  sashes  are  to  be  controlled  by  a 
mechanical  device  to  be  approved  by  tlie 
Commissioner  of  Buildings.  Where  sash  ex- 
ceed five  feet  in  width,  intermediate  piers 
of  masonry  sixteen  inches  wide  by  the 
breadth  of  wall  in  thickness  may  be  built, 
and  the  resulting  openings  shall  be  each 
treated  as  hereinbefore  stated.  All  metal 
sash  and  fire-resisting  glass  installed  shall 
be  subject  to  specifications  and  requirements 
elsewhere  contained  in  this  chapter. 

The  entrance  from  the  building  into  the 
Fire  Shield  Stairway  shall  be  through  the 
vestibule  or  by  means  of  the  balcony  only. 
All  openings  from  the  building  to  the  bal- 
cony or  vestibule  and  from  the  balcony  or 
vestibule  to  the  Fire  Shield  Stairway  shall  be 
not  less  than  six  feet  nor  more  than  seven 
feet  in  height  and  not  less  than  four  feet 
in  width,  and  shall  be  provided  with  ap- 
proved incombustible  doors  hung  in  metal 
frames  and  may  be  glazed  with  fire-resisting 
glass.  In  all  cases,  the  fioor  of  the  vesti- 
bule or  balcony,  or  floor  landing  of  stairs, 
and  the  floor  of  the  building  containing  Fire 
Shield   Stairway  shall   be   at   the   same   level. 

Where  balconies  are  used  as  a  means  of 
access  from  the  building  to  the  Fire  Shield 
Stairway,  the  floors  of  same  shall  be  solid 
and  built  of  fireproof  material,  and  shall  be 
of  sufficient  strength  to  sustain  a  load  of 
one  hundred  pounds  per  square  foot  within 
the  safe  limits  of  stress  for  materials,  as 
elsewhere  specified  in  this  chapter.  Said 
balcony  on  each  story  shall  be  provided  on 
the  open  side  with  an  incombustible  enclos- 
ure four  feet  high.  There  shall  be  a  suffi- 
cient number  of  windows  in  the  wall  be- 
tween the  vestibule  and  stairway,  or  the 
doors  to  stairway  shall  be  fitted  with  fire- 
resisting  glass  of  sufficient  area  to  prop- 
erly light  the  said  Fire  Shield  Stairway. 
All  window  openings  shall  be  equipped 
with  metal  frames  and  sash  and  fire-resist- 
ing glass.  The  entire  stairway,  vestibule 
and  balconies  on  all  floors  shall  be  provided 
with  adequate  means  of  illumination  by  gas 
or  electricity  on  a  separate  circuit,  and  shall 
be  lighted  during  all  the  time  any  part  of 
the  building  in  which  they  are  located  is 
being  used  after  sunset  or  whenever  lighting 
shall  be  required.  The  Fire  Sliield  Stairway 
shall  terminate  at  a  landing  on  a  level 
with,  or  not  to  exceed  six  Inches  above  the 
street,  alley  or  other  open  space  on  whicn 
faces;  and  access  from  said  landing  to  said 
street,  alley  or  other  open  space,  shall  be  di- 
rect by  means  of  an  incombustible  door  or 
doors  equipped  with  a  metal  frame  and  fire- 
resisting  glass,  not  loss  than  si.x  feet  nor 
more  than  seven  feet  in  height,  and  not  less 
than  four  feet  in  width.  Connection  to  said 
Fire  Shield  Stairway  fiom  first  floor  will  not 
be  required  if  first  floor  has  suflicient  exits 
properly  located.  All  doors  to  Fire  Sliield 
Stairway  shall  be  of  the  style  known  as 
"double  acting  doors."  In  buildings  other 
than  skeleton  construction  a  slip  joint  must 
be  provided  in  the  masonry  walls  between 
the  tower  and  any  wall  connecting  or  abut- 
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ting-   thereto,    subject   to   the   approval   of   the 
Commissioner   of  Buildings. 

Plans  in  detail,  showing  the  construction 
and  equipment  and  all  otlier  features  of  a 
Fire  Shield  Stairway  shall  be  submitted  in 
addition  to  the  general  plan  showing  the 
proposed  location  of  same.  Such  details 
shall  be  drawn  to  an  enlarged  scale,  and 
sliall  consist  of  a  typical  floor  plan,  a  typical 
elevation  and  cross  section  of  one  or  more 
stories  and  other  stories  which  deviate  from 
typical  plan,  and  shall  be  approved  by  tlie 
Commissioner  of  Buildings  before  a  permit 
for   construction   of  same   is    issued. 

(o)  In  buildings  not  more  than  two  stories 
in  height  one  stairway  may  be  omitted  if 
the  building  is  equipped  with  a  tliree-foot 
stairway  fire  escape  built  as  required  for 
fire  escapes  In  this  section  with  counter- 
balance drop  and  placed  as  far  as  practicable 
from    the   remaining   stairway. 

(p)  Where  fireproof  buildings  have  a 
frontage  upon  public  alleys  or  have  courts 
of  an  area  of  not  less  than  320  square  feet, 
and  where  such  courts  lead  directly  to  a 
public  thoroughfare,  fire  escapes  may  be 
erected  on  such  courts  or  such  alleys  and 
shall  not  be  required  to  be  erected  upon  the 
street  fronts  of  such  buildings.  Such  fire 
escapes  shall  be  located  as  far  as  possible 
from  stairways  in  the  buildings,  and  where 
it  is  possible  to  erect  the  fire  escapes  on  an 
alley  or  in  a  court  they  may  be  thus  erected 
subject  to  the  approval  of  the  Commissioner 
of  Buildings. 

(q)  In  fireproof  buildings  of  Class  Ila, 
fire  escapes  may  be  located  in  light  courts 
of  fifty  feet  in  the  least  dimension,  having 
no  opening  onto  a  street  or  alley,  but  such 
fire  escape  must  be  connected  witli  a  stair- 
way of  the  building  at  a  level  no  higher  than 
twenty-five  feet  above  finished  grade  at  the 
building,  said  stairway  to  terminate  at  the 
first  floor  level  in  a  public  corridoi-,  giving 
direct  egress  from  the  building. 

(r)  Such  fire  escapes  shall  not  be  con- 
sidered as  part  of  tlie  width  of  stairs  as 
defined  in  Section  878  of  this  chapter  for 
such  buildings  unless  that  portion  of  the 
stairway  used  in  connection  witli  the  fire 
escape  is  increased  by  the  width  of  the  fire 
escape,  from   their  junction   to   tlie   ground. 

Hospitals  two  or  more  stories  in  height 
shall  be  provided  with  one  or  more  stair- 
way fire  escapes  not  less  than  40  inches  be- 
tween handrails.  Sliding  fire  escapes  shall 
have  a  radius  or  width  of  not  less  than  42 
inches.  Sliding  fire  escapes  shall  not  be 
built  on  public  thoroughfares  and  shall 
deposit  the  person  from  same  not  more  than 
twenty-four  inches  from  the  surrounding 
ground,  and  sliding  fire  escapes  on  Class 
VIII  buildings  shall  be  constructed,  located 
and  maintained  in  accordance  with  tlie  pro- 
visions   relating    to    Class    "VIII. 

"WTierever  stairway  fire  escapes  are  con- 
sidered by  this  chapter  to  be  the  equivalent 
of  an  interior  stairway  or  as  taking  the 
place  of  any  of  the  width  of  stairs,  there 
shall  be  a  door  leading  to  said  fire  escape 
from  each  floor.  Sucli  door  shall  not  be  less 
than  24  inches  in  widtli  and  not  less  than 
72  inches  in  height.  The  sill  Cf  such  door 
shall  not  be  more  than  24  inches  above  the 
floor  and  the  door  shall  be  as  wide  as  the 
stairway  required  on  the  fire  escape.  Where 
the  sill  is  more  than  24  inches  from  tlie 
floor,  a  small  stairway  shall  be  built  from 
the  floor  to  the  window  sill  with  treads  not 
less  than  10  inclies  wide  and  risers  not  more 
than    9    inches    in    height. 

(s)  A  stairway  fire  escape  placed  on  an 
exterior  wall  adjacent  to  a  dividing  or  ])arty 
vvall  shall  be  considered  as  a  stairway  fire 
escape  for  each  buildin*?  area  to  which  it 
is    adjacent.      In    such    cases    there    shall    be 


at  least  one  door  or  window  from  each  build- 
ing area  leading  to  the  fire  escape  plat- 
form, and  the  width  of  each  such  fire  es- 
cape   shall    not    be    less    than    36    inches. 

(t)  All  fire  escapes  shall  be  located  and 
constructed  to  conform  to  the  building  for 
vvhicli    they    are   respectively    intended. 

cu)  If  any  building  used  wholly  or  in 
part  for  the  purposes  of  Class  VII  be 
equipped  with  automatic  spripklers,  and  be 
connected  witli  another  building  similarly 
used,  and  distant  not  less  than  twenty-five 
feet  and  used  by  the  same  occupant,  by  a 
fireproof  bridge  or  passageway  similarly 
equipped,  then  each  such  tier  of  bridges  or 
passageways  shall  be  held  to  be  e(|uivalent 
to  and  take  the  place  of  one  outside  stair- 
way fire  escape  on  each  of  the  buildings  so 
connected. 

(See  Special  Ruling-  VI,  Pag-e  301.) 
SS2.  Stairway  Fire  Fscapes — Fees — Erec- 
tion of — Xiocation — Component  Parts.)  (a) 
The  Commissioner  of  Buildings  and  his 
assistants  shall  determine  upon  the  location 
of  all  stairway  fire  escapes  before  erection 
of   same   is   commenced. 

(b)  Before  the  work  is  commenced  a  per- 
mit shall  be  obtained  from  the  Commis- 
sioner of  Buildings  for  which  a  fee  of  $2.00 
sliall    be   exacted. 

(c)  No  permit  for  a  stairway  fire  escape 
more  than  twenty-four  inches  in  width  shall 
be  granted  unless  a  detailed  plan  for  the 
fire  escape,  approved  by  a  licensed  arcliitect 
or  a  structural  engineer,  is  submitted  to  the 
Commissioner  of  Buildings,  and  a  copy  of 
such  plans  shall  be  left  on  file  with  said 
Commissioner. 

(d)  All  anchors  for  stairway  fire  escapes 
shall,  wherever  possible,  pass  through  the 
wall  of  building  and  be  secured  on  inside 
of  same.  Where  it  is  possible  to  anchor 
through  walls,  anchors  shall  be  put  in  wall 
not  less  than  fifteen  inches  at  an  angle  of 
thirty-five  degrees.  On  buildings  of  steel 
construction,  where  walls  are  less  than 
twenty  inches  in  thickness  there  shall  be 
steel  channels  at  least  four  inches  wide  set 
on  inside  of  building  from  column  to  column 
and  bolted  or  riveted  to  columns,  and  an- 
chors   shall   be   bolted   on   inside  of  channels. 

(e)  Anchors  for  a  platform  four  feet 
two  inches  or  less  in  width  shall  be  made 
of  or.e  inch  square  iron;  over  four  feet  two 
inches  and  not  over  six  feet,  shall  be  one 
and  one-fourth  inch  square  iron  with  brace; 
over  six  feet  shall  be  one  and  one-half 
inch  square  iron  with  brace.  All  anchors 
shall  be  turned  up  not  less  than  eight  incurs 
at  tlie  outside  of  the  platform  on  which 
to    bolt    the    post. 

(f)  Braces  shall  be  the  same  thickness 
as  the  anchors.  The  spread  of  the  braces 
shall  be  the  width  of  the  platform.  Where 
the  platforms  are  over  five  feet  in  width, 
ancliors  shall  have  double  braces,  one  to  the 
outside  and  one  to  the  center  of  tlie  plat-, 
form. 

(g)  Platforms  shall  be  not  less  than 
fifty  inches  wide  at  ends;  passageways  shall 
be  not  less  than  twenty-four  inches  between 
buildings  and  railings.  Platforms  shall  be 
not  less  than  five  feet  in  length.  The 
frames  and  crossbars  shall  be  made  as  pro- 
vided in  this  chapter.  Platforms  shall  have 
clips  at  each  end  bolted  to  anchors.  No 
door  or  window  or  shutter  shall  open  so  as 
to  obstruct  in  any  way  the  free  passage  on 
or  along  a  platform  or  a  stairway  fire  es- 
cape. 

(h)  All  stairway  fire  escapes  for  apart- 
ment buildings,  hotels,  boarding  houses,  fac- 
tories and  office  buildings,  where  there  are 
less  than  100  people  on  any  one  floor,  shall 
be  not  less  than  two  feet  wide  between  hand 
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rails.  Stringers  for  a  24-lnch  stairway  fire 
escape  shall  not  be  less  than  2  inches  by  % 
inch  set  1^^  inches  apart.  Where  stairway 
fire  escapes  and  their  balconies  and  sup- 
ports are  designed  and  constructed  in  ac- 
cordance with  the  provisions  of  this  chai- 
ter  relating-  to  materials  permitted  for  such 
stairway  fire  escapes,  balconies  and  sup- 
ports, so  as  to  sustain  a  load  of  100  pounds 
per  square  foot,  they  may  be  built  of  steel 
channels,  angles,  or  I-beams,  but  when  so 
constructed,  they  shall  comply  with  the  pro- 
visions of  this  chapter  in  all  other  respects. 
All  stairway  fire  escapes  for  halls,  churches, 
theaters,  hospitals,  schools,  department 
stores  and  buildings  where  large  numbers 
of  people  congregate  shall  not  be  less  than 
three  feet  wide  in  the  clear,  and  all  passage- 
ways shall  not  be  less  than  three  feet  wide 
in  the  clear.  Stringers  for  a  36-inch  stair- 
way fire  escape  shall  be  made  of  two  bars, 
3  inches  byfs  inch,  about  one  inch  apart, 
or  41/^  inches  by  %  inch  flat  iron,  or  of 
steel  channels,  angles  or  I-beams;  where 
over  12  feet  in  length,  they  shall  have  an- 
chor and  brace  in  the  center.  The  tread 
shall  be  made  of  one-half  inch  square  steel 
or  iron,  corner  upwards,  not  to  exceed  1% 
inches  center,  riveted  at  ends  to  2  by  -i^ 
inch  flat  iron  or  steel.  There  shall  be  not 
less  than  four  bars  to  a  tread  where  treads 
are  less  than  twenty-seven  inches  in  length; 
where  treads  are  over  twenty-seven  inches 
in  length  there  shall  be  not  less  than  six 
bars  to  a  tread;  there  shall  be  a  truss  sup- 
porting treads  made  of  bar  iron  2  inches 
by  %  of  an  inch  in  thickness  riveted  to 
bars  of  treads  in  center,  supported  by  not 
less  than  two  inches  by  seven-sixteenths  of 
an  inch  rods  bolted  at  each  end  of  treads. 
All  stairs  shall  have  an  incline  of  about 
forty-flve  degrees.  The  rise  shall  be  not 
more  than  nine  inches  and  the  tread  not 
less   than  nine   inches. 

(i)  All  stairs  shall  have  three  bar  rail- 
ings made  of  one-inch  bar  iron  for  top  rail, 
and  three-fourths  inch  bar  iron  for  lower 
rail,  and  when  such  stairs  are  more  than 
three  inches  from  the  wall  of  the  building, 
there  shall  be  one  or  more  hand  rails  on 
the  wall  side  of  such  stairs. 

(j)  All  posts  used  for  stair  fire  escapes 
shall  be  made  of  one  and  one-half  inch  an- 
gle or  channel  iron  not  less  than  three  feet 
six  inches  high,  measured  at  right  angles 
with  the  treads  of  such  fire  escapes,  and 
shall  have  braces  on  the  outside  turned  up- 
wards and  fastened  to  the  frame  of  the  bal- 
cony or  stairs,  which  shall  be  not  less  than 
half  way  up  the  posts;  all  stair  fire  escapes 
shall  extend  to  the  ground  either  by  coun- 
terbalance drop  or  stairs.  All  ladder  fire 
escapes  shall  have  either  extension  ladder 
or  counterbalance  drop  from  the  first  story 
of  said  building  to  the  ground  or  sidewalk. 
All  fire  escapes  if  not  continued  to  the  roof 
shall  be  equipped  with  a  ladder  built  in 
conformity  with  the  specifications  for  ladder 
fire  escapes  contained  herein  from  top  story 
or  attic  platform  to  the  roof.  Their  location, 
material  and  construction  shall  be  subject 
to  the  approval  of  the  Commissioner  of 
Buildings.  When  cables  are  used  for  coun- 
terbalance stairs  they  shall  not  be  less  than 
three-quarters  of  an  inch  in  size  and  shall 
be  well  oiled  or  greased  when  hung  up  and 
shall  be  oiled  or  greased  at  least  twice  a 
year.  All  pulleys  and  cables  liolding  coun- 
terbalance drop  shall  be  covered  at  bracket 
so   as   to   be   protected   from    snow   or   ice. 

(k)  Wherever  a  stairway  fire  escape 
passes  a  window  or  door  on  buildings  here- 
after erected,  the  windows  or  doors  shall 
be  of  wired  glass  and  shall  have  metal 
frames  and  sash,  and  whenever  such  a  fire 
escape  passes  above  a  window,  door  or  other 
opening  not  fitted  with  wired  glass  and 
metal  frames  the  said  fire  escape  shall  be 
protected  on  the  under  side  by  sheet  metal 
of  not  less  than  No.  20  United  States  gauge 
opposite  such  opening  and   for  a  distance  of 


three  feet  on  each  side  thereof.  The  use  of 
intermediate  platforms  shall  be  permitted 
on  all  buildings  now  Duilt  or  hereafter  con- 
structed whenever  it  is  possible  by  their 
use  to  avoid  the  necessity  of  stairway  fire 
escapes  passing  windows.  All  fire  escapes 
shall  be  painted  with  two  coats  of  mineral 
paint  when  erected,  one  at  the  shop  and  one 
upon  completion  at  the  building,  and  they 
shall  be  painted  at  least  once  every  year 
thereafter. 

(1)  Wherever  it  id  impossible  to  erect 
stairway  fire  escapes  according  to  the  pro- 
visions of  this  chapter,  plans  shall  be  sub- 
mitted to  the  Commissioner  of  Buildings 
showing  the  location,  material  and  con- 
struction of  such  stairway  fire  escapes  as 
are  proposed  to  be  built  before  a  permit  is 
issued  for  the  same,  and  if  found  to 
be  impracticable  to  locate  and  construct  fire 
escapes  in  accordance  with  the  provisions 
of  this  chapter  and  that  fire  escapes  built 
according  to  the  plan  presented  would  afford 
safe  and  practical  means  of  exit  from  the 
building  on  which  they  are  to  be  placed, 
then  the  Commissioner  of  Buildings  may  in 
his  discretion  approve  the  same.  All  such 
fire  escapes  shall  be  inspected  by  the  Com- 
missioner of  Buildings  on  their  completion 
and  if  found  to  be  safe,  satisfactory  and  in 
compliance  with  said  approved  plans,  a  cer- 
tificate shall  be  issued  to  such  effect  upon 
the  payment  of  $2.00  to  the  City  Collector. 
All  fire  escapes  other  than  such  as  it  is  im- 
possible or  impracticable  to  build  in  accord- 
ance with  the  provisions  of  this  chapter 
shall  be  inspected  by  the  Commissioner  of 
Buildings  on  their  completion,  and  if  found 
to  be  in  compliance  with  the  provisions  of 
tills  chapter  a  certificate  shall  be  issued  by 
the  Commissioner  of  Buildings  upon  the 
payment  of  a  fee  of  $2.00  to  the  City  Col- 
lector. 

(m)  It  shall  be  unlawful  for  any  person, 
firin  or  corporation  to  use  any  building  re- 
quiring fire  escapes  under  the  terms  of  this 
article  until  the  provisions  of  this  article 
shall  have  been  coinplied  with. 

553.  Iiadder  Fire  Escapes — Wlien  Permit- 
ted.) Where  a  building  of  Class  III  or  VI, 
not  more  than  four  stories  in  height  has 
two  flights  of  stairs  leading  from  the 
ground  to  the  top  floor  of  the  building  and 
where  also  each  occupant  shall  have  access 
to  at  least  two  separate  and  distinct  stair- 
ways located  as  required  by  the  provisions 
of  this  chapter  from  the  top  floor  to  the 
ground,  a  ladder  fire  escape  may  be  used 
in  lieu  of  the  stairway  fire  escape  required 
herein,  where  a  counter  balance  drop  is 
placed  from  the  ladder  fire  escape  to  the 
ground. 

554.  Specifications  for  Iiadder  Fire  Es- 
capes.) (a)  All  single  and  double  ladder 
fire  escapes  hereafter  erected  shall  be  in 
strict  accordance  with  the  following  pro- 
visions: 

(b)  There  shall  be  not  less  than  three 
one-inch  square  wrought  iron  anchors  to 
every  five-foot  balcony  and  not  less  than 
six  for  a  twelve-foot  balcony.  Such  an- 
chors shall  pass  through  the  wall  of  the 
building  and  be  bolted  on  the  Inside  with  a 
three-fourths  by  two-inch  nut  and  three 
and  one-half  inch  iron  washer  back  of  the 
nut,  where  the  wall  is  not  over  twenty  inches 
thick;  but  where  the  wall  is  over  twenty 
inches  thick  anchors  sliall  be  inserted  at 
least  eight  inolies  into  the  wall  at  an  angle 
of    thirty-five    degrees. 

(c)  Where  a  ladder  fire  escape  is  permit- 
ted by  this  chapter,  ttie  side  guards  shall 
be  two  by  three-eighths  inch  flat  iron.  All 
ladder  fire  e.srape.«  shnll  be  seventeen  inches 
or  more  in  width  in  the  clear.  No  pipe  nor 
rusted  or  defective  material  shall  be  used  in 
the  construction  of  ladder  fire  escapes. 
Rungs  of  ladders  shall  be  of  not  less  than 
one-half  inch  square  iron  with  corners  up- 
ward,  so   as   to  give  a  safe  footing.      Rungs 
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shall  be  riveted  and  shall  be  constructed 
with  fourteen-inch  centers. 

(d)  The  brace  for  the  ancliors  shall  be 
at  least  twenty  inches  spread  and  shall  ex- 
tend into  the  wall  four  inches;  no  other 
form  of  anchor  shall  be  allowed  except  by 
special  permit  from  the  Commissioner  of 
Buildings. 

8S5.     Balconies  —  Construction      of.)        All 

balconies  hereafter  erected  shall  be  either 
steel  or  wrought  iron  and  capable  of  sus- 
taining a  weight  of  one  hundred  pounds  to 
the  square  foot.  The  balcony  frame  shall 
be  made  of  not  less  than  two-inch  by  two- 
inch  by  one-fourth  inch  angle  iron  which 
shall  be  securely  riveted  together  with  cross- 
bars every  two  feet.  Such  bars  shall  be 
punched  one-half  inch  square  close  to  the 
top  of  the  bar  on  two  inch  centers  and  one- 
half  inch  square  iron  bars  shall  be  forced 
through  tlie  same.  The  crossbars  shall  be 
securely  riveted  to  the  angle  iron  frame. 
The  crossbars  for  a  balcony  twenty-eight 
inches  wide  shall  be  two  inch  by  three- 
eighths  inch.  Balcony  frames  over  twen- 
ty-eight inches  wide  shall  be  made  of 
not  less  than  two  by  three-eighths 
Inch  iron  and  made  to  conform  with  the  in- 
creased dimensions  of  iron  in  crossbars; 
for  thirty-six  incli  balcony  or  more  they 
shall  be  two  and  one-half  inch  .by  three- 
eighths  Inch.  All  balconies  over  this  width 
shall  have  a  two-inch  "T"  iron  through  the 
center  of  the  balcony  for  the  bars  to  rest 
upon;  provided  that  such  balconies  and  plat- 
forms of  buildings  of  Class  lie  may  be 
built  as  described  in  Section  482  of  this 
chapter.  Such  balconies  shall  have  a  sub- 
stantial cast  or  wrought  iron  post  every 
three  feet  bolted  to  the  balcony.  No  bal- 
cony shall  have  less  than  three  guard  rails 
which  shall  be  of  wrought  iron  or  new  iron 
pipe  not  less  than  three-fourths  inch  in  di- 
ameter and  the  ends  shall  be  securely  an- 
chored to  the  wall  of  the  building  and  shall 
be  not  less  than  ten  inches  on  an  angle  of 
thirty-flve  degrees.  Where  stairway  fire  es- 
capes and  their  balconies  are  designed  and 
constructed  in  accordance  with  the  provis- 
ions of  this  chapter  to  sustain  a  load  of 
one  hundred  pounds  per  square  foot,  they 
may  be  built  of  steel  channel  angles  or  I- 
beams,  but  in  sucli  cases  they  shall  comply 
with  the  requirements  of  this  chapter  in  all 
other   respects. 

886.  Stairs  and  Fire  Escapes — Chang^e  in 
Construction.)  No  cliange  in  the  position 
of  any  existing  fire  escape  or  stairway  shall 
be  made,  nor  shall  any  change  in  the  position 
of  any  stairway  or  fire  escape  as  shown  on 
approved  plans  be  permitted,  unless  the 
written  consent  of  the  Commissioner  of 
Buildings    shall    first    have    been   obtained. 

ARTICLE    XXI. 
Elevators   and   Their   Enclosing  Walls. 

887.  Elevator — Passengfer  and  Freight — 
Permit  for  Construction.)  (a)  Before  pro- 
ceeding with  the  construction  or  altera- 
tion of  any  passenger  or  freight  elevator, 
except  such  as  are  hereinafter  specially 
exempted  from  the  provisions  of  this  chap- 
ter, a  permit  for  such  construction  or 
alteration  shall  be  obtained  from  the  Com- 
missioner of  Buildings  either  by  the  owner 
or  agent  of  the  building  in  which  such  ele- 
vator is  to  be  constructed  or  in  which  such 
alterations  are  to  be  made,  or  by  the  con- 
tractor wlio  is  about  to  construct  or  alter 
such   elevator. 

(b)  It  sliall  be  unlawful  for  any  such 
owner,  agent,  or  contractor  to  permit  or  al- 
low the  construction  of  any  such  elevator 
or  the  making  of  such  alterations,  or  to 
proceed  with  or  in  or  about  any  of  the  work 
of  construction  or  alteration  of  any  such 
elevator  until  such  permit  shall  first  have 
been    obtained.     Such    permit   shall   be   issued 


by  the  Commissioner  of  Buildings  after  ap 
plication  shall  have  been  made  to  lilm  there- 
for by  any  such  owner,  agent  or  contractor, 
specifying  the  number  and  kind  of  elevators 
which  it  is  desired  to  construct,  or  the  na- 
ture of  the  alterations  to  be  made  and 
the  location  of  the  building  or  structure  in 
which  the  same  is  or  are  to  be  placed  or 
made.  Such  application  shall  be  accom- 
panied with  such  plans  and  speciTications 
as  shall  be  necessary  to  advise  and  inform 
said  Commissioner  of  the  plan  of  construc- 
tion, type  of  elevator,  kind  of  alterations 
and  the  location  thereof.  If  such  plans  and 
specifications  shall  show  that  such  elevator 
or  elevators  is  or  are  to  be  constructed  or 
erected  or  altered  in  conformity  with  the 
provisions  of  this  chapter,  the  Commissioner 
shall  approve  the  same  and  shall  issue  a 
permit  to  such  applicant  upon  the  payment 
of  such  applicant  of  a  fee  of  two  dollars  for 
each  elevator  to  be  constructed,  erected  or 
altered,  and  such  fee  shall  be  known  as  a 
permit  fee  and  shall  not  be  held  to  cover 
the  cost  of  any  inspection  which  shall  at 
any  time  thereafter  be  made  of  such  ele- 
vator or  elevators  when  constructed,  or  of 
any  alterations  made. 

888.  Fee.)  All  contractors  or  persons, 
firms,  or  corporations,  engaged  in  the  manu- 
facture and  worli  of  installing  iron  doors  on 
passenger  or  freiglit  elevators,  or  of  install- 
ing wire  work  enclosures  around  elevators, 
sliall  secure  a  permit  from  the  Commissioner 
of  Buildings  for  the  work  on  each  such  ele- 
vator, the  fee  for  which  shall  be  two  dol- 
lars for  each  elevator  In  buildings  of  four 
stories  or  less  in  height,  and  in  buildings  of 
more  than  four  stories  in  height  fifty  cents 
additional  shall  be  charged  on  each  elevator 
for  every  additional  floor  in  excess  of  such 
four  stories. 

SS9.  Unlawful  to  Proceed  "Without  Per- 
mit.) It  shall  be  unlawful  for  any  person, 
firm  or  corporation  either  as  owner,  lessee, 
contractor  or  agent  of  any  building  or  struc- 
ture In  which  any  elevator  or  elevators  are 
to  be  constructed  or  altered  to  proceed  with 
said  work  without  securing  a  permit  as 
herein  required  for  such  construction  or  al- 
teration, and  no  such  permit  shall  be  issued 
until  such  person,  firm  or  corporation,  lessee, 
contractor  or  agent  shall  have  complied  with 
all    the  requirements   of  this  chapter. 

890.  Inclosure  of  Elevator  Shafts  in  Non- 
Fireproof  Building's.)  In  all  non-fireproof 
buildings  erected  after  March  13,  1911,  all 
pa.s.senger  elevators  and  all  freight  elevators, 
except  such  as  are  expressly  excepted  by  this 
chapter,  shall  be  inclosed  in  a  wall  of  brick, 
tile  or  such  incombustible  material  as  may, 
from  time  to  time,  be  approved  by  the  Com- 
missioner of  Buildings  as  proper  and  suitable 
for  the  purpose;  such  inclosure  shall  extend 
from  the  foundation  to  the  roof  of  such 
building,  and  shall  be  supported  independent- 
ly of  the  floor  construction;  provided, 
however,  that  the  requirements  of  this 
section  shall  not  apply  to  any  non-fireproof 
building  which  is  equipped  throughout  on 
every  floor  and  in  every  room  thereof  and  in 
all  stairways,  platforms,  elevator  shafts,  ele- 
vator hoistways  and  well  holes  with  an  au- 
tomatic sprinkler  system  approved  by  the 
Chief  of   Fire   Prevention   and   Public   Safety. 

891.  Inclosure  of  Pits  and  Shafts  in 
Basements.)  In  all  buildings  heretofore  or 
hereafter  erected,  not  included  in  Section  890, 
whenever  any  elevator  shaft  extends  down 
into  a  basment  or  sub-basement,  that  portion 
thereof  extending  below  the  level  of  the  floor 
of  the  first  story  shall  be  inclosed  in  walls 
of  brick,  tile  or  other  fireproof  material, 
and  the  door  openings  in  such  enclosure  shall 
be  protected  by  incombustible  doors.  Where 
such  elevator  shafts  do  not  extend  down 
into  the  basement  they  shall  be  provided 
with  fireproof  pits  at  the  lowermost  floor 
level   above  which   they   serve,   and   such   pits 
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shall  have  no  openings  except  for  cables  or 
other   elevator   equipment. 

892.  Inclosure  of  Btuuli  Waiter  Shafts — 
Materials.)  In  all  non-fireproof  buildings 
hereafter  erected,  the  dumb  waiter  shafts 
shall  be  Inclosed  with  brick,  tile,  reinforced 
concrete,  or  cement  plaster  not  less  than 
two   inches  thick  or  metal  studs  and  lath. 

893.  Doors — On  Elevators.)  In  all  ele- 
vator shafts  which  are  herein  required  to  be 
enclosed  with  fireproof  walls,  the  door  open- 
ings shall  be  equipped  with  doors  of  in- 
combustible material,  which  shall  be  made 
to  open  from  the  outside  by  means  of  a 
key  or  other  device  satisfactory  to  the  Com- 
missioner  of   Buildings. 

894.  Hatch  Doors  —  Freight  Elevators.) 
Elevators,  used  exclusively  as  freight  ele- 
vators constructed  and  in  operation  at  the 
time  of  the  passage  of  this  ordinance  need 
not  have  enclosing  walls,  but  in  all  such 
cases  there  shall  be  at  every  floor  through 
which  such  freight  elevators  pass  automatic 
hatch  closers  or  automatic  doors,  made  In 
such  manner  that  they  will  fully  close  each 
well  hole  when  the  temperature  in  such  well 
hole  exceeds  140  degrees  Fahrenheit;  and  it 
shall  be  the  duty  of  the  owner,  agent  or 
person  in  possession,  charge  or  control  of 
a  building  In  which  such  elevator  is  main- 
tained to  keep  such  hatch  closers  or  doors 
at  all  times  in  good  working  order.  Such 
automatic  hatch  closers  shall  be  examined 
by  the  Commissioner  of  Buildings  and  the 
Chief  of  Fire  Inspection  and  Public  Safety, 
and  if  said  ofhcials  shall  find  that  such 
doors  will  automatically  close  when  the 
temperature  at  or  near  such  doors  exceeds 
140  degrees  Fahrenheit.  and  that  the 
conditions  of  construction  and  operation  of 
such  doors  or  hatch  closers  are  such  that 
there  is  no  reasonable  probability  of  their 
getting  out  of  order  and  failing  to  operate 
when  required,  and  that  in  their  construc- 
tion or  operation  thei-e  is  notliing  that  is 
likely  to  cause  accidents  or  to  interfere 
with  the  elevator  service  in  such  hatch  holes 
which  they  were  intended  to  close,  and  that 
the  building  in  which  such  freight  elevator 
is  in  use  is  equipped  with  stairways,  fire 
escapes  and  passenger  elevators  sufficient  to 
offer  ample  means  of  escape  from  such 
building  in  case  of  fire,  for  all  persons  em- 
ployed or  for  all  persons  in  such  building, 
then,  and  in  sucli  case  only,  shall  the  use 
of  such  hatch  doors  or  closers  be  permitted. 
All  freight  elevators  in  non-fireproof  build- 
ings shall  comply  with  the  preceding  re- 
quirements of  this  section,  or  shall  have  in- 
closing walls  of  incombustible  or  fireproof 
construction.  Such  elevators  are  to  be  in- 
spected semi-annually  and  oftener  when,  in 
the  opinion  of  the  Commissioner  of  Build- 
ings, such  inspection  is  necessary  and  such 
fees  shall  be  paid  for  said  inspection  as 
otherwise   provided    in    said    chapter. 

895.  Safety  Device.)  (a)  Every  pas- 
senger and  freight  elevator  now  in  operation 
or  hereafter  installed,  except  such  as  are 
hereinafter  exempted  from  the  provisions 
of  this  chapter,  shall  be  provided  with  a 
speed  governor  and  such  other  efficient  de- 
vice to  secure  the  safe  operation  of  such 
passenger  or  freight  elevator,  and  to  pre- 
vent the  cab  or  car  of  such  elevator  from 
falling,  and  to  secure  the  safety  of  the  cab 
or  car  and  its  load  in  case  it  does  fail,  as 
may  be  required  by  the  Commissioner  of 
Buildings.  Such  speed  governor  a!id  other 
devices  shall  be  subjected  to  such  a  prac- 
tical test  as  may  be  determined  by  the  Com- 
missioner of  Buildings  for  the  piirpose  of 
ascertaining  the  efficiency  of  such  safety  de- 
vice. 

(b)  It  shall  be  the  duty  of  the  Commis- 
sioner of  Buildings  to  make  such  test  of 
each  and  every  device  upon  all  elevators, 
and  no  elevator  shall  be  permitted  to  be 
run  until  such  test  has  been  made. 


(c)  Whenever  any  accident  shall  occur 
causing  injury  to  life  or  limb  to  any  person, 
in  or  about  an  elevator,  or  while  getting  on 
or  off  an  elevator,  or  which  shall  in  any 
way  impair  the  safety  of  the  elevator,  such 
accident  shall  be  reported  at  once  by  the 
owner,  superintendent,  lessee  or  manager  of 
the  building,  or  the  operator  of  the  elevator, 
to  the  Commissioner  of  Buildings.  No 
broken  or  damaged  parts  of  such  elevator 
shall  be  moved  or  displaced,  nor  shall  repairs 
be  made  thereon,  nor  shall  said  elevator  be 
operated  until  an  investigation  into  such 
accident  has  been  made  by  the  Commissioner 
of  Buildings  or  his  duly  authorized  agent. 
A  full  report  in  writing  of  the  result  of 
such  Invetigation  shall  be  filed  in  the  De- 
partment of  Buildings,  and  the  Commis- 
sioner of  Buildings  shall  keep  a  complete 
record  of  all  such  accidents  and  reports 
tliereon. 

(d)  It  shall  be  unlawful  for  any  oper- 
ator of  any  elevator  In  the  City  wherein 
passengers  are  conveyed  to  start  such  eleva- 
tor until  all  doors  of  such  elevator  and 
leading  into  such  elevator  shall  be  closed. 
It  shall  be  unlawful  for  any  such  operator 
to  open  any  of  the  doors  of  such  elevator 
until  said   elevator  has  come  to  a  full   stop. 

(e)  Any  person,  firm  or  corporation  vio- 
lating any  of  the  provisions  of  this  section, 
or  failing  or  neglecting  to  comply  therewith, 
shall  be  fined  not  less  than  twenty-five  dol- 
lars nor  more  than  two  hundred  dollars  for 
each  offense. 

896.  Safeg-uards  for  Elevators.)  (a) 
Where  the  counterweights  travel  in  the 
same  hatchway  with  an  elevator  car,  the 
portion  of  tlie  car  contiguous  to  the  weiglits 
shall  be  protected  from  the  top  to  the  bot- 
tom   of   the    car   by    a    suitable    guard. 

(b)  All  freight  elevators  shall  be  pro- 
vided with  a  guard  at  least  six  feet  high. 
All  elevator  cabs  or  cars,  whether  used  for 
freight  or  passengers,  shall  be  provided  with 
some  device  whereby  the  car  or  cab  may  be 
held  in  the  event  of  accident  to  the  shipper 
rope  or  hoisting  machinery  or  controlling 
apparatus. 

(c)  No  passenger  elevator  hereafter 
erected  shall  be  installed  with  a  freight 
compartment   either  below  or  above  the  car. 

(d)  All  hoistways,  hatchways,  elevator 
wells  and  wheel  holes  in  any  building, 
whether  occupied  or  vacant,  sliall  be  se- 
curely fenced,  inclosed  or  otherwise  safely 
protected,  and  it  shall  be  the  duty  of  the 
owner,  occupant  or  agent  of  any  sucli  build- 
ing to  keep  all  such  means  of  protection 
closed  at  all  times,  except  when  it  is  neces- 
sary to  have  the  same  open,  in  order  that  the 
said  hatchways,  elevators  or  hoisting  ap- 
paratus may  be  used. 

(e)  It  shall  be  unlawful  to  erect  or  main- 
tain an  elevator  where  such  elevator  or  its 
counterweight  descends  into  any  passage- 
way   or    thoroughfare. 

(f)  There  shall  be  directly  under  the 
sheaves  at  the  top  of  every  elevator  hatch- 
way, a  grating  of  steel  or  heavy  wire  mesh 
properly  supported  by  steel  or  iron  and  cap- 
able of  sustaining  a  load  of  not  less  than 
500   pounds. 

(g)  All  counterweights  hereafter  in- 
stalled shall  have  their  component  parts  so 
fastened  together  as  to  prevent  any  piece  or 
pieces  from  becoming  detached  from  tlie 
guides  should  the  counterweights  be  acci- 
dentally  drawn   to   the   top   of   the   hatchway. 

(h)  Where  drum  counterweight  cables 
run  tlirough  or  pass  by  the  car  counter- 
weiglits  to  weights  underneath,  they  shall 
be  provided  with  a  suitable  covering  to  pre- 
vent their  chafing  and  wearing  on  the  coun- 
terweights. 

(1)  Where  elevators  other  than  hand- 
hoists  and  sidewalk  elevators  are  not  In- 
closed   with    fireproof    or    incombustible    ma- 


277 


Elevators 


terial,  as  is  elsewhere  herein  specified  in 
this  Article,  the  well-hole  of  sucii  elevator 
shall  be  enclosed  with  a  wire  guard  not  less 
than  six  feet  high.  Tlie  counterweights  and 
the  immediate  space  through  which  they 
travel  must  be  protected  from  the  floor  to 
the  ceiling  with  a  wire  guard  or  with  other 
incombustible  material.  There  must  be  on 
all  elevators  hereafter  constructed  a  clear 
space  of  not  less  than  two  feet  between  the 
bottom  of  the  hatchway  and  the  level  of  the 
lower  floor  landing  when  the  car  is  at  its 
lowest  position,  and  there  must  be  a  clear- 
ance of  at  least  four  feet  from  the  top  of 
the  crossbeam  of  the  car  to  the  lower  side 
of  the  grating  under  the  overhead  sheaves. 
Whenever  there  is  conflict  in  regard  to  the 
manner  of  enclosing  any  elevator  shaft  or 
portion  thereof  between  tliis  section  and 
Sections  890,  891  and  892,  the  provisions  of 
the   latter   sections   shall    prevail. 

(j)  All  passenger  and  freight  elevators 
hereafter  installed,  except  sidewalk  or  hand 
elevators,  shall  have  an  artificial  traveling 
gas  or  electric  light  attached  to  the  car  and 
maintained    in    good    working    condition. 

(k)  All  power  driven  elevators  hereafter 
constructed  or  installed  shall  have  at  least 
two  hoisting  cables  for  the  cage  and  two 
cables  for  each  counterweight.  The  lifting 
and  counterweight  cables  shall  have  at  least 
one  full  turn  of  the  cable  on  the  drum  when 
the  car  has   run   its   limit. 

(1)  It  shall  be  unlawful  to  change  a 
hand-hoist  to  a  power-driven  elevator  with- 
out first  making  application  to  the  Commis- 
sioner of  Buildings  for  a  permit  for  such 
change,  and  it  shall  be  unlawful  to  connect 
an  electric  motor  or  any  other  appliance  to 
the  hand  elevator  machinery  without  the 
approval    of   the   Commissioner  of   Buildings. 

(m)  All  elevators,  except  hand  elevators 
operated  by  a  pulley  rope  and  sidewalk  ram 
or  chain  hoist  elevators,  and  elevators  used 
in  tunnels  for  freight  service  only,  shall  be 
equipped    with    a    safety    speed    g'overnor. 

(n)  Where  ropes  or  cables  are  used  to 
operate  safety  devices,  a  weight  shall  be 
properly  attached  to  the  same  in  such  a 
manner  as  to  insure  the  necessary  tension 
on  such  rope  or  cables  for  proper  perform- 
ance of  the  safety  devices. 

(o)  All  elevators  propelled  by  electricity 
shall  be  provided  with  an  additional  device 
not  operated  by  link  or  sprocket  chain 
which  will  automatically  stop  the  elevator 
machinery  when  the  car  has  reached  its 
limit  of  travel.  It  shall  be  unlawful  to  con- 
struct or  maintain  any  elevator  equipped 
with  a  sprocket  chain  or  link  belt  device  or 
devices  connecting  the  operating  device  and 
controller. 

(p)  An  emergency  switch  which  will  dis- 
connect the  current  shall  be  provided  in  all 
passenger  elevators  hereafter  installed  which 
are  operated  by  an  electric  controller  car 
switch,  and  such  cars  shall  be  so  construct- 
ed lliat  they  will  automatically  stop  when 
the  current  is  disconnected. 

((l)  'J'he  underside  of  the  floors  or  other 
parts  of  a  building  which  project  into  pas- 
senger elevator  shafts  shall  be  equipped 
with  a  smooth  steel  guard  curved  and  sloped 
from  the  enclosure  of  said  elevator  to  the 
edge  of  such  projection  for  the  width  of 
the  door  to  such  elevator  car  and  the  slope 
of  the  guard  plate  shall  not  be  less  than 
sixty   degrees   with   the   horizon. 

(r)  The  provisions  of  this  section  re- 
quiring the  equipment  of  elevators  with 
safety  devices  shall  not  apply  to  any  hand 
lioists,  elevator  or  hoist  used  solely  for 
hoisting  materials  or  tools  in  any  building 
in  course  of  construction,  but  the  Commis- 
sioner of  Buildings  shall  make  such  reason- 
able requirements  as  he  may  deem  neces- 
sary   for    public    safety    in   the    operation    of 


such  hand  hoists,  elevators  or  hoists  used 
solely  for  hoisting  materials  or  tools  in  such 
buildings  while  under  construction. 

897.  Inspection — Test — Certificate  to  Be 
Posted.)  (a)  Every  elevator  now  in  opera- 
tion or  which  may  be  hereafter  installed, 
together  with  the  hoistway  and  all  equip- 
ment thereof,  shall  be  inspected  under  and 
by  the  authority  of  the  Commissioner  of 
Buildings  at  least  once  every  six  months, 
and  in  no  case  shall  any  new  elevator  be 
placed  in  operation  until  an  inspection  of 
the   same   has  been   made. 

(b)  It  shall  be  the  duty  of  every  owner 
or  agent,  lessee  or  occupant  of  any  building 
wherein  any  elevator  is  installed  and  the 
person  in  charge  or  control  of  any  elevator 
to  permit  the  making  of  a  test  and  inspec- 
tion of  such  elevator  or  elevators  and  all 
devices  used  in  connection  therewith  upon 
demand  being  made  by  the  Commissioner 
of  Buildings  or  by  a  duly  authorized  Eleva- 
tor Inspector  within  flve  days  after  such  de- 
mand  has   been   made. 

(c)  Whenever  any  such  elevator  has  been 
inspected  and  the  tests  herein  required  shall 
have  been  made  of  all  safety  devices  with 
which  such  elevator  is  required  to  be  equipped 
and  the  result  of  such  inspection  and 
tests  shows  such  elevator  to  be  in  good 
condition,  satisfactory  to  the  Commissioner 
of  Buildings,  and  that  such  safety  devices 
have  been  provided  in  accordance  with  the 
requirements  of  this  chapter  and  are  in 
good  working  condition  and  in  good  repair, 
it  shall  be  the  duty  of  the  Commissioner  of 
Buildings  to  issue  or  cause  to  be  issued  a 
certificate  setting  forth  the  result  of  such 
inspection  and  tests  and  containing  the  date 
of  inspection,  the  weight  which  the  eleva- 
tor will  safely  carry  and  a  statement  to  the 
effect  that  the  shaft  doors,  hoistway  and 
all  equipment,  Including  safety  devices,  are 
constructed  in  accordance  with  the  provis- 
ions of  this  chapter,  upon  the  payment  of 
the   inspection   fee    required   by   this   chapter. 

(d)  It  shall  be  the  joint  duty  of  the 
owner,  agent,  lessee  or  occupant  of  the 
building  in  which  such  elevator  is  located 
and  of  each  person  in  charge  or  control  of 
such  elevator  to  frame  the  certificate  and 
place  same  in  a  conspicuous  place  in  each 
elevator. 

(e)  The  words  "safe  condition"  in  this 
section  shall  mean  that  it  is  safe  for  any 
load  up  to  the  amount  of  weight  named  in 
such   certificate. 

(f)  Where  the  result  of  such  inspection 
or  tests  shall  show  such  elevator  to  be  in 
an  unsafe  condition  or  in  bad  repair,  or 
shall  show  that  the  safety  devices,  or  any 
of  them,  which  are  required  by  this  chap- 
ter, have  not  been  installed,  or  if  installed, 
are  not  in  good  working  order  or  not  in 
good  repair,  such  certificate  shall  not  be 
issued  until  such  elevator,  its  hoistway  and 
its  equipment  or  such  device  or  devices 
shall  have  been  put  in  good  working  order, 
satisfactory  to  the  Commissioner  of  Build- 
ings. The  inspection  fees  herein  required 
shall  be  paid  either  at  the  time  application 
is  made  for  inspection  or  upon  the  comple- 
tion of  such  inspection  and  tests. 

898.  Power  of  Commissioner  to  Stop 
Operation  of  Elevators.)  (a)  Whenever  any 
building  or  elevator  inspector  finds  any  pas- 
senger or  freight  elevator  or  any  of  its 
running  parts  or  automatic  devices  or  other 
equipment  out  of  order,  or  in  an  unsafe  con- 
dition, he  shall  immediately  report  the  same 
to  the  Commissioner  of  Buildings,  together 
with  a  statement  of  all  the  facts  relating 
to  the  condition  of  such  elevator  or  eleva- 
tors. 

(b)  It  shall  be  the  duty  of  the  Commis- 
sioner of  Buildings  upon  receiving  from  any 
inspector    a    report    of    the    unsafe    condition 
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of  any  elevator,  to  order  the  operation  of 
such  elevator  to  be  stopped,  and  to  cause  such 
elevator  not  to  be  used  until  the  same  shall 
have  been  placed  in  a  safe  condition,  and  it 
shall  be  unlawful  for  any  owner,  agent, 
lessee,  or  occupant  of  any  building,  wherein 
any  such  passenger  or  freight  elevator  is 
located  within  tlie  city,  to  permit  or  allow 
any  such  elevator  to  be  used  after  the  re- 
ceipt of  a  notice  in  writing  from  the  Com- 
missioner of  Buildings  that  any  such  eleva- 
tor is  out  of  order  or  is  in  an  unsafe  condi- 
tion and  until  said  elevator  has  been  put  in 
a  safe  and  proper  condition  as  required  by 
the    provisions    of    this    chapter. 

ARTICLE  XXII. 
Building  Contractors. 

899.  Building-  Contractors — Registry  witli 
Department  of  BuiZdirg.)  That  every  per- 
son, firm,  or  corporation  engaged  in  the 
business  of  constructing  or  repairing  the 
whole  or  any  part  of  buildings  or  the 
appurtenances  thereto  in  the  City  of  Chicago, 
shall  before  undertaking  the  erection,  en- 
largement, alteration,  repair  or  removal  of 
any  building,  for  w-hich  permits  are  required 
by  the  ordinances  of  the  City,  register  the 
name  and  address  of  such  person,  firm,  or 
corporation  in  a  book  kept  by  the  Commis- 
sioner of  Buildings  and  used  for  this  pur- 
pose. 

No  permit  shall  be  granted  for  the  erec- 
tion, enlargement,  alteration,  repair  or  re- 
moval of  any  building  unless  the  name  and 
address  of  the  person,  firm,  or  corporation 
that  is  about  to  undertake  the  work  of  con- 
struction on  such  buildings  is  contained  in 
the   registration   book  kept   for   that  purpose. 

900.  Where  Masonry  Work  Only  is  Re- 
quired.) When  application  is  made  for  a 
permit  and  the  work  of  construction  involves 
masonry  construction  only  the  above  pro- 
visions shall  not  apply  to  any  person,  firm 
or  corporation  licensed  as  a  mason  contractor 
or  employing  mason  as  provided  in  and  by 
the  ordinances  of  the  City.  "Where  the  work 
of  construction,  for  which  a  permit  is  sought 
involves  construction  other  than  masonry 
construction,  any  mason  contractor  or 
employing  mason,  licensed  as  aforesaid,  en- 
gaged in  or  undertaking  the  work  of  such 
construction  other  than  masonry  construction 
must  register  his,  their  or  its  name  or  names 
and  comply  with  the  other  requirements  of 
this  article  before  a  permit  for  such  work  is 
issued. 

901.  Iiiability  for  Violations.)  If  any  per- 
son, firm  or  corporation  that  is  so  registered 
shall  fail,  in  the  execution  of  any  work  for 
which  a  permit  was  issued,  to  comply  with 
the  ordinances  of  the  City  relative  to  the 
erection,  enlargement,  alteration,  repair  or 
removal  of  any  building,  either  the  Commis- 
sioner of  Buildings  or  the  Commissioner  of 
Health  may  bring  suit  and  prosecute  such 
person,  firm  or  corporation  for  such  failure 
or  violation,  and  in  case  of  conviction,  his, 
their  or  its  name  or  names  shall  be  stricken 
from  the  said  registration  l3ook  and  shall 
not  be  re-entered  or  reinstated  during  such 
time  as  any  violation  exists  or  any  judgment 
remains  unsatisfied  with  regard  to  said  con- 
viction. 

902.  Reinstatements.)  Any  person,  firm 
or  corporation  that  shall  have  been  convicted 
under  the  preceding  section  and  had  his, 
their,  or  its  name  or  naincs  stricken  from 
such  registration  book  mny  have  such  name 
or  names  re-entered  on  filing  with  the  Com- 
missioner of  Buildings  a  certificate  sign d 
by  the  City  Prosecutor,  the  Cominissioner 
of  Buildings  and  the  Commissioner  of  Health 
to  the  effect  that  all  violations  of  ordinance 
with  reference  to  which  conviction  was  se- 
cured, have  been  corrected  and  are  non- 
existent   and    that    all    claims   and   judgments 

arising  from  such  convictions  have  been  paid 


ARTICLE  XXIII. 

Billboards,     Signboards,     Signs,    and    Fences. 

003.  Billboards  and  Signboards  on  Build- 
ings— Construction — Height.)  No  billboard 
or  signboard  shall  be  erected  or  placed  upon 
or  above  the  roof  of  any  building  or  struc- 
ture within  the  limits  of  the  City  of  Chi- 
cago; and  it  shall  be  unlawful  for  any  per- 
son, firm  or  corporation  to  attach  any  bill- 
board or  signboard  to  the  front,  sides,  or 
rear  walls  of  any  building,  unless  the  same 
«5hall  be  placed  flat  against  the  surface  of 
tiie  building  and  safely  and  securely  an- 
chored or  fastened  thereto  in  a  manner  sat- 
isfactory  to    the   Commissioner   of   Buildings. 

904.  Size  and  Construction  of  Billboards 
and  Signboards  Brected  Within  Fire  Iiimits 
Otherwise  Than  on  Buildings.)  Tlie  face  of 
billboards  or  signboards  erected  within  the 
fire  limits  as  now  defined  or  as  they  may 
hereafter  be  defined  by  ordinances  of  the 
City  of  Chicago  other  than  signboards  and 
billboards  referred  to  in  Section  906  hereof, 
shall  not  exceed  twelve  feet  in  height,  and 
the  same  shall  be  constructed  of  galvanized 
iron  or  some  other  equally  incombustible 
material,  except  that  the  stringers,  uprights 
and  braces  thereof  may  be  of  wood.  All 
such  billboards  or  signboards  shall  be  se- 
curely anchored  or  fastened  so  as  to  be 
safe   and    substantial. 

905.  Height  and  Distance  From  the 
Ground  of  Billboards  and  Signboards  Brect- 
ed Within  the  Fire  Iiimits.)  It  shall  be  un- 
lawful for  any  person,  firm  or  corporation 
to  construct  or  erect  any  billboard  or  sign- 
board, except  those  specified  in  Section  906 
hereof,  within  the  fire  limits  of  the  City  of 
Chicago  at  a  greater  height  than  fifteen 
feet  six  inches  above  the  level  of  the  ad- 
joining street.  Where  the  grade  of  the  ad- 
joining street  or  streets  has  not  been  estab- 
lished, no  billboard  or  signboard  shall  be 
constructed  or  erected  at  a  greater  heiglit 
than  fifteen  feet  six  indies  above  the  level 
of  the  ground  upon  which  such  billboard 
or  signboard  is  erected.  The  face  of  every 
billboard  or  signboard  within  the  fire  limits 
shall  be  of  incombustible  material,  but  the 
supports  and  framework  of  the  same  shall 
be  of  wood.  The  base  of  the  billboard  or 
signboard  shall,  in  all  cases,  be  at  least 
three  feet  six  inches  above  the  level  of  the 
adjoining  street.  If,  however,  the  level  of 
the  ground  where  the  billboard  or  signboard 
is  to  be  erected  is  above  the  level  of  the 
street,  then  the  bottom  of  the  face  of  the 
billboard  or  signboard  must  be  at  least  three 
feet  six  Inches  above  the  level  of  the  ground 
at  the  point  wliere  the  board  is  to  be  erect- 
ed. Every  such  billboard  or  signboard  must 
be  constructed  and  located  in  accordance 
with  the  provisions  of  this  Article  and  shall 
be  subject  to  the  approval  of  the  Commis- 
sioner  of   Buildings. 

906.  Wooden  Billboards  or  Signboards — 
Construction — Size — Exceptions.)  Billboards 
or  signboards  not  exceeding  twenty-four  (24) 
square  feet  in  area  when  attached  to  the 
front,  sides,  or  rear  walls  of  any  building, 
so  that  the  flat  surface  of  same  is  against 
the  building,  or  wlien  erected  on  tlie  ground, 
if  not  erected  nearer  than  ten  feet  to  any 
building,  structure,  other  signboard  or  public 
sidewalk,  which  are  used  to  advertise  tne 
sale  or  lease  of  the  property  upon  which 
they  shall  be  erected,  may  be  built  of  wood 
or  other  combustible  material,  and  such  bill- 
boards or  signboards  shall  be  exempt  from 
tlie  provisions  of  this  article,  except  that 
they  shall  be  safely  and  securely  anchored 
or  fastened  and  shall  be  so  constructed,  an- 
chored and  fastened  tliat  they  will  withstand 
the  wind  pressure  specified  in  Section  911 
of  this  Article.  It  shall  be  unlawful  to 
erect  any  such  billboard  or  signboard  ex- 
ceeding twenty-four   (24)   square  feet  in  area 

before   a   permit   therefor   has   been   procured 
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from  the  Commissioner  of  Buildings,  the  ap- 
plication for  wlilch  must  include  the  plans 
and  specifications  of  such  board  and  its  sup- 
ports   and    fastenings. 

007.  Billboards  and  Sigrnboards  Erected 
Outside  the  Fire  Iiimits — Construction — • 
Size.)  It  shall  be  unlawful  for  any  per' 
son,  firm  or  corporation  to  construct,  erect 
or  locate  any  billboard  or  signboard,  ex- 
cept those  specified  in  Section  906  hereof, 
outside  the  fire  limits  of  Chicago  at  a  greater 
height  than  fifteen  feet  six  inches  above 
the  level  of  the  adjoining  street.  Where 
the  grade  of  the  adjoining  street  has  not 
been  established,  no  billboard  or  signboard 
shall  be  constructed  or  erected  at  a  greater 
height  than  fifteen  feet  six  inches  above  the 
level  of  the  ground  upon  which  such  bill- 
board or  signboard  is  erected.  The  base  of 
the  billboard  or  signboard  shall,  in  all  cases, 
be  at  least  three  feet  six  inches  above  the 
level  of  the  adjoining  street.  If,  however, 
the  level  of  the  ground  where  the  bill- 
board is  to  be  erected  is  above  the  level 
of  the  street,  then  the  bottom  of  the  face 
of  the  billboard  or  signboard  must  be  at 
least  three  feet  six  inclies  above  the  level 
of  the  ground  at  the  point  where  the  board 
is  to  be  erected.  The  braces,  supports  and 
face  of  the  billboard  or  signboard  outside 
the  fire  limits  may  be  made  of  wood,  unless 
the  billboard  or  signboard  shall  be  erected 
or  located  so  that  any  part  of  the  face  of 
said  board  is  nearer  than  ten  feet  to  any 
building  or  structure  in  which  case  the  face 
of  the  same  shall  be  constructed  with  in- 
combustible material.  Every  such  billboard 
or  signboard  shall  be  safely  and  securely 
constructed,  anchored,  fastened  and  located 
in  accordance  with  the  provisions  of  this 
article  and  shall  be  subject  to  the  approval 
of   tlie   Commissioner   of   Buildings. 

90S.  Provisions  of  This  Article  Shall  Ap- 
ply to  Other  Similar  Structures.)  The  pro- 
visions of  this  article  shall  apply  to  other 
similar  structures  of  like  size  and  construc- 
tion without  regard  to  their  use  wliether 
erected  on  or  near  the  surface  of  the  ground 
or  anchored  to,  or  fastened  to  any  building 
or  structure. 

909.  Permit  for   Billboard   or  Signboard.) 

No  billboard  or  signboard  or  other  simi- 
lar structure  such  as  is  described  in  this 
article  shall  be  erected  or  maintained 
within  the  city  unless  a  permit  shall 
first  have  been  secured  by  the  person, 
firm  or  corporation  desiring  to  erect  or 
maintain  such  billboard  or  signboard  from 
the  Commissioner  of  Buildings  to  whom  ap- 
plication for  such  permit  shall  be  made;  and 
such  application  shall  be  accompanied  by 
such  plans  and  specifications  of  the  pro- 
posed billboard  or  signboard  and  location  of 
same  as  are  necessary  to  fully  advise  and 
acquaint  the  said  Commissioner  with  the 
construction  of  sucli  proposed  billboard  or 
signboard.  If  the  plans  and  specifications 
accompanying  such  application  shall  be  in 
accordance  with  the  provisions  of  this  ar- 
ticle, said  Commissioner  shall  thereupon  is- 
sue a  permit  for  the  erection  of  such  bill- 
board or  signboard  upon  the  payment  by  the 
applicant    of    a    fee    as    hereinafter   fixed. 

910.  Alteration  and  Repair  of  Billboards 
and  SigTiboards.)  No  material  alteration  of 
any  billboard  or  signboard  nor  removal  from 
one  location  to  another  shall  be  made  ex- 
cept upon  a  written  permit  issued  by  the 
Commissioner  of  Buildings  authorizing  such 
alteration  or  removal;  and  such  permit  shall 
be  issued  upon  application  in  writing  madt 
to  such  Commissioner  by  the  owner  of  such 
billboard  or  signboard  or  by  the  person  in 
charge,  possession  or  control  thereof,  accom- 
panied by  a  plan  of  the  proposed  alterations 
or  repairs  to  be  made  and  a  written  state- 
ment covering  the  proposed  removal  from 
one  location  to  another  and  its  reconstruc- 
tion In  the  new   location,   which  said  altera- 


tion and  repairs  or  removal  shall  be  made 
in  accordance  with  the  provisions  of  this  ar- 
ticle and  the  ordinances  of  the  City  of  Chi- 
cago. "Where  such  plans,  specifications  and 
location  are  in  compliance  with  the  require- 
ments of  this  article  and  are  satisfactory  to 
and  approved  by  the  Commissioner  of  Build- 
ings, such  Commissioner  shall  issue  a  per- 
mit upon  the  payment  of  a  fee  therefor  as 
hereinafter  fixed;  but  such  alteration  sliall 
not  be  construed  to  apply  to  the  changing 
of  any  advertising  matter  of  any  billboard 
or  signboard,  nor  the  refacing  of  the  frame- 
work  supporting  same. 

911.  Wind  Pressure — Strength.)  All  bill- 
boards and  signboards  now  in  existence,  or 
hereafter  to  be  constructed,  erected  or  main- 
tained, shall  be  made,  constructed,  erected 
and  maintained  of  sufficient  strength  to 
withstand  a  wind  pressure  of  twenty-five 
pounds  per  square  toot  of  surface  without 
stressing  the  material  beyond  the  safe  limit 
of   stress   given   elsewhere   in   this   chapter. 

913.  Heig'ht  of  Billboards  and  Sign- 
boards.) No  surface  billboard  or  sign- 
board constructed  or  erected  prior  to  the 
passage  of  this  ordinance  shall  be  maintained 
after  six  months  from  and  after  the  passage 
of  this  ordinance  where  the  height  of  such 
billboard  or  signboard  exceeds  seventeen  feet, 
nor  shall  such  billboard  or  signboard  be 
maintained  after  such  date,  unless  there  is  a 
clear  space  of  at  least  three  feet  six  inches 
above  the  level  of  the  adjoining  street.  If, 
however,  the  level  of  the  ground  where  the 
billboard  or  signboard  is  erected  or  main- 
tained is  above  the  level  of  the  street  there 
must  be  a  clear  space  of  at  least  three  feet 
between  the  bottom  or  face  of  the  billboard 
or  signboard  and  the  level  of  the  ground  at 
the  point  where  the  billboard  or  signboard  i.s 
erected  or  maintained. 

913.  Duty  of  Commissioner — Owner's  Kame 
to  Be  Placed  on  Top  of  Billboard  or  Sign- 
board— Annual  Inspection.)  It  shall  be 
the  duty  of  tlie  Commissioner  of  Build- 
ings to  inspect  all  plans  and  specifications 
submitted  in  connection  with  the  erection 
or  construction  or  the  alteration  or  repair 
of  any  billboard  or  signboard  and  to  approve 
same  if  the  method  of  construction  and  pro- 
visions made  for  fastening,  securing,  anchor- 
ing and  maintaining  such  bil. board  or  sign- 
boards are  sucli  as  will  serve  to  protect  the 
public  and  to  render  such  billboards  safe 
and  substantial.  It  is  further  made  the 
duty  of  the  Commissioner  of  Buildings  to 
exercise  supervision  over  all  billboards  and 
signboards  erected  or  being  maintained  un- 
der the  provisions  of  this  article:  and  to 
cause  inspection  by  inspectors  in  his  de- 
partment of  all  such  billboards  and  sign- 
boards to  be  made  once  each  year  and 
oftener  where  the  condition  of  such  boards 
so  require;  and  whenever  it  shall  appear  to 
said  Commissioner  that  any  such  billboard 
or  signboard  has  been  erected  in  violation 
of  this  article  or  is  in  an  unsafe  condi- 
tion or  has  become  unstable  or  Insecure  or 
is  in  such  a  condition  as  to  be  a  menace  to 
the  safety  or  health  of  the  public,  he  shall 
thereupon  issue  or  cause  to  be  issued  a  no- 
tice in  writing  to  the  owner  of  such  bill- 
board or  signboard  or  person  in  charge, 
possession  or  control  thereof,  if  the  where- 
abouts of  sucli  person  is  known,  informing 
such  person,  firm  or  corporation  of  the  v^iola- 
tion  of  this  article  and  the  dangerous 
condition  of  such  billlioard  or  signboard  and 
directing  him  to  make  such  alterations  or 
repairs  thereto,  or  to  do  such  acts  or  things, 
as  are  necessary  or  advisable  to  place  such 
billboard  or  signboard  in  a  safe,  substantial 
and  secure  condition  and  to  make  the  same 
comply  with  the  requirements  of  this 
article  within  such  reasonable  time  as  ma>- 
be  stated  in  said  notice.  If  the  owner  or 
person  in  charge,  possession  or  control  of 
any  billboard  or  signboard  when  so  notified 
shall  refuse,   fail,  or  neglect  to  comply  with 
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and  conform  to  the  requirements  of  such 
notice,  said  Commissioner  shall,  upon  the  ex- 
piration of  the  time  therein  mentioned,  alter, 
change,  tear  down  or  cause  to  be  torn  down 
such  part  of  such  billboard  or  signboard  as 
is  constructed  and  maintained  in  violation 
of  this  article,  and  shall  charge  the  ex- 
pense to  the  owner  or  person  in  possession, 
charge  or  control  of  sucli  billboard  or  sign- 
board and  the  same  shall  be  recovered  from 
such  owner  or  person  by  appropriate  legal 
proceedings.  If  the  owner  of  such  billboard 
or  signboard  or  the  person  in  charge,  pos- 
session or  control  thereof  cannot  be  found,  o 
his  or  their  whereabouts  cannot  be  ascer- 
tained, the  Commissioner  shall  attach  or 
cause  to  be  attached  to  said  billboard  or  sign- 
board, a  notice  of  the  same  import  as  that  re- 
quired to  be  sent  to  the  owner  or  person  in 
charge,  possession  or  control  thereof,  where 
the  owner  is  known;  and  if  such  billboard  or 
signboard  shall  not  have  been  made  to  con- 
form to  this  ordinance  and  be  placed  in  a 
secure,  safe  and  substantial  condition,  in  ac- 
cordance with  the  requirements  of  such  no- 
tice, within  thirty  days  after  such  notice 
shall  have  been  attached  to  such  billboard 
or  signboard,  it  shall  be  the  duty  of  the 
Commissioner  of  Buildings  to  thereupon 
cause  such  billboard  or  signboard  or  such 
portion  thereof  as  is  constructed  and  main- 
tained in  violation  of  this  article  to  be 
torn  down;  provided  tliat  notliing  herein  con- 
tained shall  prevent  the  Commissioner  of 
Buildings  from  adopting  such  precautionary 
measure  as  may  be  necessary  or  advisable 
in  case  of  Imminent  danger  in  order  to  place 
such  billboard  or  signboard  in  a  safe  con- 
dition, the  expense  of  whicli  sliall  be  cliarged 
to  and  recovered  from  tlie  owner  of  sucli 
billboard  or  signboard  or  person  in  charge, 
possession  or  control  thereof  in  any  appro- 
priate proceedings  therefor.  No  permit  shall 
be  Issued  to  any  applicant  for  permission  to 
erect  a  billboard  or  signboard  unless  such 
applicant  shall  agree  to  place  and  maintain 
on  the  top  of  such  billboard  or  signboard 
the  name  of  the  person  or  corporation  own- 
ing same  or  who  is  in  charge,  possession  or 
control  thereof.  It  shall  be  the  duty  of  the 
Commissioner  of  Buildings  to  require  tliat 
the  name  of  the  person  or  corporation  own- 
ing or  in  possession,  charge  or  control  of 
such  billboard  or  signboard  is  placed  upon 
such  billboard  or  signboard  forthwith  upon 
tlie  erection  thereof  and  is  kept  thereon  at 
all  times  such  billboard  or  signboard  is 
mnintained;  and  In  case  the  owner  of  such 
billboard  or  signboard  or  the  person  in 
charge,  possession  or  control  thereof  shall 
fail  or  refuse  to  place  and  maintain  such 
name  on  the  same,  such  owner  or  person 
shall  be  subject  to  the  penalty  hereinafter 
provided  for.  Every  person,  firm  or  corpoia- 
tion  engaged  in  the  business  of  erecting  bill- 
boards or  signboards  for  the  purpose  m 
display  advertising  shall  file  with  the  Com- 
missioner of  Buildings  within  ninety  days 
after  the  passage  of  this  ordinance  a  full 
nnd  complete  report  of  the  location  and  size 
of  all  existing  Ijillboards  or  signboards  unless 
such  record  is  already  in  the  possession  oT 
the    Commissioner    of    Buildings. 

914.  Fees  for  Fenuits  and  Annual  In- 
spection— Indemnifyinpr  Bond.)  (a)  The  foe 
to  be  charged  for  permits  issued  for  the  erec- 
tion or  construction  of  l)illbnards  or  sign- 
boards or  for  tlie  alteration  thereof  sliall  be 
five  dollars  for  each  twenty-five  lineal  feet 
of  billboard  or  signboard  erected  or  altered. 
An  annual  fee  of  one  dollar  for  each  twenty- 
five  lineal  feet  of  billboard  or  signboard,  or 
fractional  part  thereof  sliall  be  charged  every 
person,  firm  or  corporation  as  owner,  or  in 
possession,  charge  or  control  of  any  billlDoard 
or  signboard  for  inspection  of  such  billboards 
or  signboards;  provided,  however,  that  where 
such  signlioard  does  not  exceed  sixty-flve 
square  feet  in  area  and  is  attaclied  to  tlie 
surface  of  a  permanent  building  in  accord- 
ance with   the   provisions  of   Section   903   and 


is  designed  to  give  publicity  to  the  business 
carried  on  within  such  building,  and  no  part 
of  said  sign  is  more  than  eighteen  feet  above 
the  average  inside  grade  at  the  front  of  tin 
building,  no  fees  for  erection  or  inspection 
shall  be  charged;  but  not  more  tlian  one  sign 
of  sixty-flve  square  feet  shall  be  allowed 
for  each  twenty-flve  lineal  feet  of  frontage, 
unless  the  fees  for  erection  and  inspection 
are    paid    as    herein    provided    for. 

(b)  Every  person,  firm  or  corporation  en- 
gaged in  the  business  of  constructing  and 
erecting  billboards  or  signboards  shall  file 
with  the  City  Clerk  a  bond,  witli  sureties 
be  approved  by  the  Commissioner  of  Build- 
ings, in  the  penal  sum  of  twenty-five  thou- 
sand ($25,000.00)  dollars,  conditioned  that 
such  person,  firm  or  corporation  shall  faith- 
fully comply  with  all  the  provisions  and  re- 
quirements of  this  article  with  respect 
to  the  construction,  alteration,  location  and 
safety  of  billboards  or  signboards  and  for 
tlie  payment  of  the  inspection  fees  required 
by  this  article;  and  conditioned,  further, 
to  indemnify,  save  and  keep  harmless  said 
City  of  Chicago  and  its  officials  from  any 
and  all  claims,  damages,  liabilities,  losses, 
actions,  suits  or  judgments  wiiicli  may  be 
presented,  sustained,  brought  or  secured 
against  the  City  of  Chicago  or  any  of  its 
officials  on  account  of  tlie  construction, 
maintenance,  alteration  or  removal  of  any 
of  said  billboards  or  signboards,  or  by  rea- 
son of  any  accidents  caused  by  or  resulting 
therefrom. 

915.  Frontage     Consents     Rectuired.)        It 

shall  be  unlawful  for  any  person,  firm  or 
corporation  to  erect  or  construct  any  bill- 
board or  signboard  in  any  block  on  any 
public  street  in  which  one-half  of  the  build- 
ings on  botli  sides  of  tlie  street  are  used 
exclusively  for  residence  purposes  without 
first  olitaining  the  consent  in  writing  of  the 
owners  or  duly  autliorized  agents  of  said 
owners  owning  a  majority  of  tlie  frontage 
of  the  property  on  both  sides  of  the  street 
in  the  block  in  which  such  billboard  or  sign- 
board is  to  be  erected,  constructed  or  located. 
Such  written  consents  shall  be  filed  with  the 
Commissioner  of  Buildings  before  a  permit 
shall  be  issued  for  the  erection,  construc- 
tion or  location  of  such  billboard  or  sign- 
board. 

916.  Fenalty.)  Any  person,  firm  or  cor- 
poration owning,  operating,  maintaining  or 
in  charge,  possession  or  control  of  any  bill- 
board or  signboard  within  the  city,  who  shall 
noslect  or  refuse  to  comply  with  the  provisions 
of  this  article,  or  who  erects,  constructs  or 
maintains  any  liillboard  or  signboard  thnt  does 
not  comply  with  the  provisions  (,f  this  articl<> 
in  all  cases  where  no  specific  penalty  is  fixed 
herein,  shall  be  fined  not  less  than  twenty- 
five  ($25.00)  dollars  nor  more  than  two  hun- 
dred ($200.00)  dollars  for  each  offense;  and 
each  day  on  which  such  person  shall  permit 
or  allow  any  billboard  or  signboard  owned, 
operated,  maintained  or  controlled  by  him  to 
be  erected,  constructed  or  maintained  in  vio- 
lation of  any  of  the  provisions  of  this  article 
shall  constitute  a  separate  and  distinct  offense. 

917.  Fences — Permit  Fee.)  It  shall  be  un- 
lawful for  any  person,  firm  or  corporation  to 
erect  or  construct  any  fence  within  the  city 
limits  without  first  obtaining  a  permit  from 
the  Commissioner  of  Buildings.  No  wooden 
fence  shall  be  constructed  of  greater  height 
than  eight  feet  above  the  sidewalk  grade  or 
eight  feet  above  the  surface  of  the  ground 
where  no  grade  is  establi.shed.  The  fee  to  be 
charged  for  permits  for  the  erection  or  con- 
struction of  fences  shall  be  one  dollar  for 
each  one  hundred  lineal   feet  of  fence. 

(See  Special  Ruling  VII,  Page  301.) 

918.  Fences — Walls — Height  of — Wind  Re- 
sistance.) No  wooden  fence  shall  be  con- 
structed of  greater  height  than  eight  feet 
above  the  sidewalk  grade  or  eight  feet  above 
the  surface  of  the  ground  where  no  grade  is 
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established.  Xo  fence  of  any  other  material 
shall  be  constructed  on  a  lot  alongside  a 
street  or  alley  or  within  eight  feet  of  such 
street  or  alley  and  parallel  thereto  of  greater 
height  than  eight  feet  above  the  surface  of 
th  street  or  alley  where  a  grade  is  estab- 
lished or  eight  feet  above  the  surface  of  the 
street  or  alley  where  no  grade  is  established. 
No  single  or  isolated  wall  of  any  material 
whatever,  which  forms  no  part  of  a  building 
or  structure  that  may  be  lawfully  erected, 
shall  be  constructed  upon  any  portion  of  a 
lot  where  the  distance  from  such  wall  to  the 
lot  line  Is  less  than  the  height  of  the  wall, 
unless  such  isolated  wall  shall  have  lateral 
supports  on  at  least  one  side  of  same  with 
braces  extending  to  the  top  of  the  wall 
and  is  so  constructed  that  it  shall  be  capable 
of  resisting  a  horizontal  wind  pressure  on 
every  part  of  same  twice  as  great  as  build- 
ings under  the  provisions  of  this  ordinance 
must  be  designed   to  resist. 

In  all  cases  where  a  fence  or  wall  has  been 
or  shall  hereafter  be  erected  contrary  to  the 
provisions  of  this  section,  the  Commissioner 
of  Buildings  shall  forthwith  notify  the  owner 
or  agent  of  the  land  on  which  same  is 
located,  or  the  contractor  engaged  in  erecting 
same,  and  shall  specify  briefly  in  such 
notice  in  what  manner  such  fence  or  wall 
violates  the  provisions  of  this  section,  and 
the  said  Commissioner  of  Buildings  shall 
require  the  person  so  notified  to  forthwith 
make  such  fence  or  wall  conform  to  and 
comply  with  the  provisions  of  this  section, 
specifying  in  such  notice  the  time  within 
which   such   work  shall  be  done. 

If  at  the  expiration  of  the  time  set  forth 
in  the  notice  provided  for  in  this  section, 
tlic  person  so  notified  shall  have  refused, 
neglected  or  failed  to  comply  with  the  re- 
quest made  in  such  notice  and  shall  not  have 
torn  down  or  changed  the  said  fence  or  wall 
so  as  to  conform  to  and  comply  with  the 
provisions  of  this  section,  the  Commissioner 
of  Building  shall  have  authority  and  it  shall 
be  his  duty  to  proceed  forthwith  to  tear 
down,  or  cause  to  be  torn  down,  such  fence 
or  wall  or  so  much  thereof  as  is  being  main- 
tained or  shall  have  been  erected  and  con- 
structed in  violation  of  the  provisions  of 
this  section,  and  the  cost  of  such  tearing 
down  shall  be  charged  to  and  recovered  from 
the  owner  of  such  fence  or  wall  or  from 
the  person  for  whom  such  fence  or  wall 
have   been   or   is   being   erected. 

010.  Illuminated  and  Other  Koof  Signs 
of  Steel  Skeleton  Construction — Definition — 
G-eneral  Requirements  —  Pees.)  (a)  Illumi- 
nated and  otlior  roof  signs  re.i?uhited  by  tliis 
section  sliall  be  defined  as  signs  constructed, 
erected  and  maintained  upon  or  over  the 
roof  of  any  building  which  liave  all  or  any 
part  of  its  letters  of  which  said  signs  may 
be  constructed  either  in  an  ontline  of  in- 
candescent lamps  or  whicli  have  painted. 
Hush  or  raised  letters  where  the  fare  of  the 
sisn  presents  a  surface  to  be  affected  by 
wind  pressiu-e  not  in  excess  of  the  require- 
ments hereinafter  contained  ;  or  signs  liavinu 
a  border  of  incnnfle<50Pnt  licrhts  attnrliod 
thereto  and  reflecting  light  thereon;  or  trans- 
parent glass  signs  where  they  are  lighted 
by  electricity  or  other  illuminant.  Every 
such  sign  as  liereinabove  descril)cd  shall  be 
constructed  with  steel  skeleton  construc- 
tion so  as  to  present  a  surface  to  be  affected 
by  wind  pressure  which  shall  not  exceed 
fifty  per  cent,  of  the  face  of  the  sign.  No 
illuminated  roof  sign  shall  be  erected  or 
maintained  upon  or  over  the  roof  of  any 
building  unless  the  framework  thereof  sliall 
l>G  entirely  of  metal  or  some  other  equally 
incombustible  material,  and  no  material,  excojjt 
such  material  as  is  used  for  insulating  wires 
and  conductors,  which  is  less  combustible  tban 
metal,  shall  be  used  in,  on  or  about,  or  com- 
prise a  part  of  any  illuminated  roof  sign,  ex- 
cept that   the   material  to   which   the  framework 


of  any  such  sign  shall  be  anchored,  may  be 
substantial  beams  anchored  or  securely  fas- 
tened to  the  roof  or  walls  of  the  buildings 
upon  or  over  which  any  such  sign  is 
erected. 

(b)  The  distance  between  the  roof  of 
said  building  or  structure  and  the  lower 
edge  of  such  sign  shall  not  be  less  than  five 
(5)  feet.  The  height  of  any  such  sign  from 
the  roof  of  the  building  or  structure  to 
which  the  same  is  anchored  or  attached  shall 
not  exceed  sixty  (GO)  feet.  No  such  sign, 
hereafter  erected,  shall  be  constructed  closer 
tlian  six  ((!)  feet  from  the  edge  of  the  roof 
of  the  building  or  structure  upon  which 
same  is  erected.  No  such  illuminated  roof 
sign  shall  be  constructed  on  any  Ijuilding  or 
structure  which  is  over  eight  stories  in 
height.  In  case  of  illuminated  roof  signs 
less  than  twelve  (12)  feet  in  height,  the  per- 
mit fees  and  inspection  fees  shall  be  the 
same  as  for  billboards,  and  signboards  and 
the  provisions  for  such  fees  in  this  section 
shall  not  apply.  No  illuminated  roof  sign, 
such  as  is  described  in  this  section,  shall  be 
constructed,  erected,  maintained  or  put  in 
place  until  the  person,  firm  or  corporation 
desiring  to  construct,  erect,  maintain  or  put 
in  place  such  sign  shall  have  made  applica- 
tion in  writing  to  the  Commissioner  of  Build- 
ings for  permission  so  to  do,  submitting  with 
such  application  plans  and  specifications  show- 
ing the  size,  nature  and  construction  of  the 
sign  proposed  to  be  erected,  and  shall  pre- 
sent to  the  City  Electrician  plans  showing 
the  insulation,  location  and  construction  of 
the  electrical  part  of  such  sign.  If  the  Com- 
missioner of  Buildings  shall  be  of  the  opinion 
that  such  sign,  if  erected,  constructed  and 
maintained  in  accordance  with  the  plans  and 
specifications  so  submitted,  shall  be  safe  and 
secure,  he  shall  approve  the  application  so 
submitted,  providing  the  plans  bear  the  ap- 
proval of  the  City  Electrician,  and  the  Com- 
missioner of  Btiildings  shall  note  his  ap- 
proval upon  such  plans  and  specifications 
and  keep  a  copy  thereof  at  all  times  on 
file  in  his  office.  All  signs  shall  be  con- 
structed, erected  and  maintained  of  sufficient 
strength  to  withstand  a  wind  pressure  of 
not  less  than  thirty  pounds  per  square  foot 
of  surface  without  stressing  the  material 
beyond  the  safe  limits  of  stress  given  else- 
where in  this  chapter.  It  shall  be  the  duty 
of  the  Commissioner  of  Buildings  to  cause 
his  building  inspector  or  inspectors  to  make 
an  inspection  annually  of  each  Illuminated 
roof  sign  erected  or  constructed  or  being 
maintained  under  the  provisions  of  this  or- 
dinance for  the  purpose  of  ascertaining 
whether  such  sign  is  safely  and  securely 
constructed  and  so  anchored  and  fastened 
to  the  building  or  structure :  provided,  how- 
ever, that  the  provisions  of  this  section  shall 
not  apply  to  the  erection,  construction  and 
maintenance  of  signboards  and  billboards  as 
regulated  by  the  ordinances  of  the  City  of 
Chicago. 

(c)      Any   person,    firm   or   corporation   de- 
siring   to    erect    or   maintain    an    illuminated 

roof  sign,  as  described  in  this  section, 
shall  pay  to  the  city,  to  cover  the  cost  of 
inspection  and  approval  by  the  Commissioner 
of  Buildings  of  the  plans  and  specifications 
of  such  sign,  when  erected,  a  fee  of  fift^- 
dollars  for  the  first  five  hundred  square  feet 
of  superficial  area  of  such  sign  or  fractional 
part  thereof,  and  five  cents  for  each  addi- 
tional square  foot.  For  each  annual  inspec- 
tion of  any  illuminated  roof  sign  by  the 
Commissioner  of  Buildings,  subsequent  to 
the  first  inspection,  there  shall  be  paid  a 
fee  of  fifty  dollars  for  the  first  five  hun- 
dred square  feet  or  fractional  part;  five 
cents  additional  for  each  additional  square 
foot  area  over  five  hundred  square  feet.  In 
addition  to  the  fees  herein  required  to  be 
paid  for  inspection,  there  shall  be  paid  by 
the  owner  or  person  having  charge  or  control 
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of  any  illuminated  roof  sign,  as  herein 
described,  an  annual  inspection  fee  to  cover 
the  cost  of  such  inspection,  which  shall  be 
made  by  the  Commissioner  of  Gas  and 
Electricity,  whose  duty  it  shall  be  to  cause 
such  annual  inspection  to  be  made,  and  such 
fee  shall  be  at  the  rate  provided  by  the 
ordinances  of  the  city. 

(d)  Every  illuminated  roof  sign  erected, 
constructed  or  maintained  under  the  pro- 
visions of  this  ordinance  shall  have  the 
name  of  the  owner  thereof  placed  thereon 
in  a  legible  and  conspicuous  manner.  No 
person,  firm  or  corporation  shall  be  per- 
mitted to  erect  or  maintain  an  illuminated 
roof  sign  unless  he  shall  execute  and  file 
with  the  City  Clerk  of  Chicago,  with  sure- 
ties to  be  approved  by  the  Commissioner  of 
Buildings,  a  bond  to  the  City  of  Chicago  in 
the  penal  sum  of  fifteen  thousand  dollars 
(115,000.00),  conditioned  to  indemnify,  save 
and  keep  harmless  the  City  of  Chicago,  and 
its  officers  and  agents,  from  any  damage 
which  it,  the  said  city,  or  any  of  said  officers, 
may  suffer,  or  from  any  costs,  liability  or 
expense  of  any  kind  whatsoever  which  it, 
the  said  city,  or  any  of  its  officers,  may  be 
put  to  or  which  may  be  recovered  against 
the  said  city,  or  any  of  its  officers,  from  or 
by  reason  of  the  construction,  erection  and 
maintenance  of  such  sign,  and  conditional 
further  to  faithfully  observe  and  perform 
all  the  provisions  and  conditions  of  this 
article  and  of  any  ordinance  now  in  force 
or  which  may  hereafter  be  passed  by  the 
City  Council  of  the  City  of  Chicago,  relating 
to  or  governing  the  erection,  maintenance, 
use   or   inspection    of   illuminated   roof   signs. 

(e)  The  permission  and  authority  granted 
by  this  article  shall  cease  at  any  time 
hereafter  at  the  discretion  of  the  Mayor. 
In  case  of  the  termination  of  the  prlviliges 
herein  granted  by  the  exercise  of  the  May- 
or's discretion  as  aforesaid,  all  such  elec- 
trical signs  erected  by  virtue  of  the  author- 
ity conferred  by  this  article,  shall  be  re- 
moved at  the  expense  of  the  owner  or  own- 
ers of  the  building  or  the  person,  firm,  cor- 
poration or  individual  who  are  then  main- 
taining same  without  any  cost  or  expense 
of  any  kind  whatsoever  to  the  City  of  Chi- 
cago, provided  that  in  the  event  of  the  fail- 
ure, neglect  or  refusal  on  the  part  of  the 
owner  of  the  building  or  structure  upon 
which  said  illuminated  electric  sign  is  con- 
structed or  the  person,  firm,  corporation  or 
individual  operating  and  maintaining  said 
electric  sign  to  remove  said  electric  sign 
upon  the  revocation  of  the  permit  by  the 
Mayor  as  herein  provided,  the  Commissioner 
of  Buildings  may  proceed  to  remove  same 
and  charge  the  expense  thereof  to  the  owner 
of  the  building  or  structure  upon  which 
said  illuminated  electric  sign  is  constructed 
or  to  the  person,  firm,  corporation  or  indi- 
vidual  operating  or  maintaining   same. 

(f)  Any  person,  firm  or  corporation  who 
shall  erect,  construct  or  maintain  an  illumi- 
nated roof  sign  in  violation  of  any  of  the 
orovisions  of  this  section  shall  be  fined  not 
less  than  fifty  dollars  ($50.00)  nor  more  than 
two  hundred  dollars  ($200.00)  for  each  of- 
fense. 

ARTICLE  XXIV. 

Frontage    Consents. 
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920.  Definition  of  "Word  "Block.")  When- 
ever a  provision  is  made  in  this  chapter  that 
frontage  consents  shall  be  obtained  for  the 
erection,  construction,  alteration,  enlarge- 
ment or  maintenance  of  any  building  or 
structure  in  any  block,  the  word  "block,"  so 
used,  shall  not  be  held  to  mean  a  square, 
but  shall  be  held  to  embrace  only  that  part 
of  a  street  bounding  the  square  which  lies 
between  the  two  nearest  intersecting  streets, 
one  on  either  side  of  the  point  at  which  such 
building  or  structure  is  to  be  erected,  con- 
structed, altered,  enlarged  or  maintained, 
unless  it  shall  be  otherwise  specially  pro- 
vided. 

921.  Frontage  Consents — Where  Required 
— Uses  of  Property  for  Required — Consent 
in  "Writing".)  It  shall  be  unlawful  for  any 
person,  firm  or  corporation  to  locate,  build, 
construct  or  maintain  on  any  lot  front- 
ing on  any  street  or  alley  in  the  City  in 
any  block  in  which  one-half  of  the  build- 
ings on  both  sides  of  the  street  are  used 
exclusively  for  residence  purposes,  or  within 
fifty  feet  of  any  such  street,  any  building, 
structure  or  place  used  for  a  gas  reservoir, 
manufacture  of  gas,  stock  yards,  slaughter 
house,  packing  house,  smoke  house  or  place 
where  fish  or  meats  are  smoked  or  cured, 
soap  factory,  glue  factory,  size  or  gelatine 
manufactory,  renderies,  fertilizer  manufac- 
tory, tannery,  storing  or  scraping  of  raw 
hides  or  skins,  lime  kiln,  cement  or  plaster 
of  Paris  manufactory,  oil  cloth  or  linoleum 
manufactory,  rubber  manufacture  from  the 
crude  material,  saw  or  planing  mill,  wood 
working  establishment,  starch  factory,  glu- 
cose or  dextrine  manufactory,  textile  factory 
laundry  run  by  machinery,  factory  com- 
bined with  a  foundry,  iron  or  steel  works, 
brass  or  copper  works,  sheet  metal  works, 
blacksmithing  or  horseshoeing  shop,  boiler 
making,  foundry,  smelter,  metal  refinery, 
machine  shop,  stone  or  monument  works 
run  by  machinery,  asphalt  manufacture  or 
refining,  paint  and  varnish  factory,  oil  or 
turpentine  factory,  printing  ink  factory, 
tar  distillation  or  manufacture,  tar  roofing, 
tar  paper  or  tarred  fabric  manufactory, 
ammonia  or  chlorine  or  bleaching  powder 
factory,  celluloid  manufactory,  place  for  the 
distillation  of  wood  or  bones,  lamp  black 
factory,  sulphurous  acid,  sulphuric  acid, 
nitric  or  hydrochloric  acid  manufacture, 
factories  or  other  manufacturing  establish- 
ments using  machinery  or  emitting  offensive 
or  noxious  fumes,  odors  or  noises,  storage 
warehouses  storing  or  baling  of  junk  or  scrap 
paper  or  rags,  shoddy  manufacture  or  wool 
scouring,  second-hand  store  or  yard,  incinera- 
tion or  reduction  of  garbage  or  offal,  dead 
animals  or  refuse,  stable  for  more  than  five 
horses,  medical  dispensary,  livery  stable,  sale 
stable,  boarding  stable,  without  the  written 
consent  of  a  majority  of  the  property  owners 
according  to  frontage  on  both  sides  of  such 
street  or  alley.  Such  written  consent  shall 
be  obtained  and  filed  with  the  Commissioner 
of  Buildings  before  a  permit  is  issued  for 
the  construction  or  alteration  of  any  build- 
ing, structure  or  place  for  any  of  the  above 
purposes:  provided,  that  in  determining 
whether  one-half  of  the  buildings  on  both 
sides  of  the  street  are  used  exclusively  for 
residence  purposes  any  building  fronting 
upon  another  street  located  upon  a  corner 
lot  shall  not  be  considered. 

922.  Beformatories  —  Sheltering  Institu- 
tions.) It  shall  be  unlawful  for  any  per- 
son, firm  or  corporation  to  build,  con- 
struct, maintain,  conduct  or  manage  any  re- 
formatory, rescue  or  sheltering  Institution 
in  any  block  or  square  in  which  one-half  of 
the  buildings  on  both  sides  of  the  street  or 
streets  on  which  the  proposed  reformatory, 
rescue  or  sheltering  institution  or  the 
grounds  thereof  may  have  frontage,  are 
used  exclusively  for  residence  purposes 
without  the  written  consent  of  a  majority 
of   the   property   owners,    according   to   front- 
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age  on  both  sides  of  the  streets  bounding 
such  square.  Such  written  consent  shall  be 
obtained  and  filed  with  the  Commissioner  of 
Buildings  before  a  permit  is  issued  for  the 
construction,  alteration,  or  maintenanc«>  of 
such  building.  Provided,  tliat  in  determining 
whether  one-half  of  the  buildings  on  both 
Bides  of  the  street  are  used  exclusively  for 
residence  purposes,  any  building  fronting 
upon  another  street  and  located  upon  a  cor- 
ner  lot   shall   not   be   considered. 

923.  Permit  For  Movlngf  Frame  Buildingfs 
—  Requirements  —  Written  Consents  —  Space 
Occupied,  on  lot.)  (a)  No  person,  firm 
or  corporation  shall  be  permitted  to  inove 
any  building  which  has  been  damaged  to 
an  extent  greater  than  50  per  cent  of  its 
value  by  fire,  decay  or  otherwise;  nor  shall 
be  permitted  to  move  any  frame  building 
of  such  character  as  is  prohibited  to  be  con- 
structed within  the  fire  limits  from  any  point 
outside  the  fire  limits  to  any  point  within 
the  fire  limits;  nor  shall  it  be  permissible 
to  move  any  building  to  a  location  at  which 
the  uses  for  which  such  building  is  designed 
are  prohibited  by  ordinance.  Permits  for  the 
moving  of  frame  buildings  other  than  those 
the  moving  of  which  is  herein  prohibited, 
shall  be  granted  upon  the  payment  of  a  fee 
of  ten  cents  for  each  one  thousand  cubic  feet 
of  volume  or  fractional  part  thereof  of  such 
building,  and  securing  and  filing  the  written 
consent  of  two-thirds  of  the  property  owners 
according  to  frontage  on  both  sides  of  the 
street  in  the  block  in  which  such  building 
is  to  be  moved.  No  permit  shall  be  issued 
to  move  any  building  used  or  designed  to  be 
used  for  purposes  for  which  frontage  con- 
sents are  required  until  frontage  consents 
in  the  block  to  which  such  building  is  to  be 
moved  have  also  been  secured  and  filed  as 
required  by  the  ordinances  relating  to  such 
use. 

(b)  No  building  used  for  residence  or 
tenement  house  purposes  shall  be  moved 
from  one  lot  to  another  or  from  one  location 
to  another  upon  the  same  lot  unless  the 
space  to  be  occupied  on  such  lot  shall 
comply  with  the  provisions  of  Section  642 
of    this    chapter. 

(c)  No  frontage  consent  shall  be  re- 
quired of  any  person,  firm  or  corporation 
for  removing  a  building  upon  his  own  prem- 
ises and  not  going  upon  the  premises  of  any 
other  person,  or  upon  any  street,  alley  or 
other  public   place,   in   making  such   removal. 

924.  Amusements  —  Frontage  Consents 
Required.)  It  shall  be  unlawful  for  any 
person,  firm  or  corporation  to  construct  or 
erect  any  building  or  structure  designed  or 
intended  to  be  used  for  the  purpose  of  pre- 
senting or  carrying  on  therein  any  entertain- 
ment for  which  a  license  is  required  by  the 
ordinances  of  the  City  of  Chicago  or  to 
devote  any  grounds  or  place  to  such  pur- 
poses without  first  obtaining  the  written 
consent  of  the  property  owners  as  required 
by  the  City  ordinances. 

925.  Buildings  for  the  Storage  of  Shav- 
ings, Sawdust  and  Excelsior — Frontage  Con- 
sents.) It  sliall  be  unlawful  for  any  person, 
firm  or  corporation  to  construct  or  erect 
any  building  designed  or  intended  to  be  vised 
for  the  purpose  of  storing  shavings,  sawdust 
or  excelsior  therein  within  the  city  without 
first  obtaining  the  written  consent  of  the 
property  owners  a-s  required  by  the  City 
ordinances. 

926.  Frontage  Consents  —  Business  of 
Selling  Provisions,  Etc.,  in  Residence  Dis- 
tricts.) It  shall  be  unlawful  for  any  person, 
firm  or  corporation  to  carry  on  the  business 
of  selling  meats,  poultry,  fish,  butter,  cheese, 
lard,  vegetables  or  any  other  provisions  from 
any  place  of  business  located  in  any  block 
in  which  all  the  other  buildings  are  used 
exclusively  for  residence  purposes,  without 
first  securing  and  filing  with  the  City  Col- 
lector the  written  consent  of  three-fourth  of 
the  property  owners  according  to  frontage 
on    both    sides    of    the    street    in    the    block 


in  wliich  the  building  to  be  thus  used  is 
located,  provided  in  determining  whether  all 
the  buildings  in  said  block  are  used  ex- 
clusively for  residence  purposes,  any  build- 
ing fronting  on  another  street  and  located 
upon  a  corner  shall  not  be  considered.  In 
case  a  permit  for  building  a  store  for  such 
purposes  in  such  block,  or  converting  a  build- 
ing to  store  purposes  in  such  block  is  applied 
for.  the  frontage  consents  required  by  this 
section  shall  be  filed  with  the  Commissioner 
of  Buildings. 

927.  Business  of  a  Store — Reciuirements 
at  to  a  Permit  for  Erection.)  No  permit 
shall  be  issued  for  the  erection  or  remodeling 
of  any  building  in  any  block  in  which  the 
use  of  buildings  is  restricted  or  regulated  by 
ordinance  if  such  building  is  designed  to  be 
used  for  conducting  therein  any  business  or 
store,  without  first  requiring  the  applicant 
for  such  perinit  to  file  with  the  Commissioner 
of  Buildings  a  plat  showing  the  use  to 
which  all  the  property  in  such  block  is 
devoted. 

928.  Withholding  of  Building  Permit — 
Protest  of  Property  Owners — Public  Hear- 
ing— Definition      of      Word      "Square".)         In 

all  cases  where  an  application  for  a 
permit  is  made  for  the  erection  of  a  new 
liuilding  in  any  square  in  which  a  majority 
of  the  buildings  are  used  exclusively  for 
residence  purposes,  or  in  a  square  on  the 
opposite  side  of  the  street  from  such  square 
so  used  for  residential  purposes;  if  there 
shall  be  filed  with  the  Commissioner  of 
Buildings  a  protest  signed  by  not  less  than 
ten  owners  of  property  in  such  square  so 
used  for  residential  purposes,  or  in  case 
the  ownership  of  the  frontage  is  in  less 
than  twenty  persons  then  by  a  majority  of 
the  owners  according  to  frontage,  the  Com- 
missioner of  Building  shall  withhold  the 
issuance  of  the  permit  until  the  City  Council 
shall  have  ordered  a  public  hearing  similar 
to  that  required  in  an  act  of  the  general 
assembly  entitled  "An  Act  to  confer  certain 
additional  powers  upon  city  councils  in  cities 
and  presidents  and  boards  of  trustees  in 
villages  and  incorporated  towns  concerning 
buildings  and  structures,  the  intensity  of  use 
of  lot  areas,  the  classification  of  trades,  in- 
dustries, buildings  and  structures  with 
respect  to  location  and  regulations,  the  cre- 
ation of  districts  of  different  classes,  and 
the  establishment  of  regulations  and  restric- 
tions applicable  thereto,"  in  force  June  28, 
1921.  For  the  purposes  of  this  section  a 
square  shall  be  understood  to  be  a  plot  of 
ground  containing  city  lots  surrounded  by 
pulJlic  streets,  railway  right  of  way,  natural 
boundaries,  or  public  places  or  thoroughfares. 

929.  Garages  —  Frontage  Consents  Re- 
quired.) No  person,  firm  or  corporation  shall 
keep,  conduct  or  operate  a  garage  in  this 
city  without  first  obtaining  a  license  so  to 
do  in  the  manner  provided  for  in  this  ordi- 
nance; and  it  shall  not  be  lawful  for  any  per- 
son, firm  or  corporation  to  locate,  build, 
construct  or  maintain  any  garage  within  the 
territory  bounded  by  the  Chicago  River  and 
the  south  branch  thereof  on  the  north  and 
west,  by  Lake  Michigan  on  the  east  and  by 
Van  Buren  Street  on  the  south,  any  part  of 
which  is  within  eighty  feet,  or  the  entrance 
or  exit  to  or  from  which,  for  the  use  of  auto- 
mobiles, is  either  within  one  hundred  and 
sixty  feet,  of  any  portion  of  the  street  front 
of  any  building  used  as  and  for  a  hospital, 
church  or  public  or  parochial  school,  or  such 
entrance  or  exit  of  which  is  upon  a  street 
containing  street  car  tracks,  and  within  one 
(1)  block  of  the  entrance  of  a  street  railway 
tunnel,  or  which  shall  house  within  said 
distance  of  one  hundred  and  sixty  feet  of 
such  street  front,  more  than  seventy-five 
cars.  It  shall  not  be  lawful  to  locate,  build, 
construct  or  maintain  any  garage  within 
two  hundred  feet  of  any  building  used  as 
and  for  a  hospital,  church  or  public  or 
parochial    school,    or    the    ground    thereof,    in 
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any  portion  of  the  City  of  Chicago  outside 
of  the  territory  above  named,  nor  shall  any 
person,  firm  or  corporation  locate,  build,  con- 
struct or  maintain  any  garage  in  the  city 
on  any  lot  in  any  block  in  which  two-thirds 
of  the  buildings  on  both  sides  of  the  street 
are  used  exclusively  for  residence  purposes, 
or  within  one  hundred  feet  of  any  such  street 
in  any  such  block,  without  the  written  con- 
sent of  a  majority  of  the  property  owners 
according  to  frontage  on  both  sides  of  the 
street;  provided  that  all  lots  which  abut 
only  on  a  public  alley  or  court  shall  be  con- 
sidered as  fronting  on  the  street  to  which 
such  alley  or  court  leads.  Such  written  con- 
sent shall  be  obtained  and  filed  with  the 
Commissioner  of  Buildings  before  a  permit 
is  issued  for  the  construction  of  any  such 
building;  provided,  that  in  determining 
whether  two-thirds  of  the  buildings  on  both 
sides  of  such  street  are  used  exclusively  for 
residence  purposes,  any  building  fronting 
upon  another  street  and  located  upon  a  cor- 
ner lot  shall  not  be  considered  and  provided 
further  that  the  word  "block"  as  used  in  this 
section  shall  not  be  held  to  mean  a  square 
but  shall  be  held  to  embrace  only  that  part  of 
the  street  in  question  which  lies  between 
the  two  nearest  intersecting  streets. 

930.  Hospital  or  Home  frontage  con- 
sents.) It  shall  be  unlawful  for  any  person, 
firm,  association  or  corporation  to  build,  con- 
struct, maintain,  conduct  or  manage  a  hos- 
pital, or  a  hoiue,  as  defined  in  chapter 
XXXIX  of  this  ordinance,  in  any  block  in 
which  two-thirds  of  the  buildings  fronting 
on  both  sides  of  the  street  or  streets  on  or 
along  which  the  proposed  hospital  or  home 
may  face  are  devoted  exclusively  to  residence 
purposes,  unless  the  owners  of  a  majority  of 
the  frontage  in  such  block  and  the  owners 
of  a  majority  of  the  frontage  on  the  opposite, 
side  or  sides  of  the  street  or  streets  on  or 
along  which  said  building  faces  consent  in 
writing  to  the  building,  construction  or  main- 
taining, managing  or  conducting  of  any  such 
hospital  or  home  in  such  block;  provided, 
however,  that  no  new  frontage  consents 
shall  be  required  if  such  hospital  or  home 
has  heretofore  been  licensed  by  the  city  of 
Chicago  as  a  hospital,  home  or  nursery  at 
the  present  location.  Such  written  consents 
of  the  majority  of  said  property  owners 
shall  be  filed  with  the  commissioner  of 
health  before  a  permit  shall  be  granted  for 
the  building  or  construction  of  any  such 
hospital  or  home,  and  before  a  license  shall 
be  issued  for  the  maintaining,  conducting  or 
managing   of  any   such   hospital   or   home. 

931.  Undertaking-  establishment  frontag-e 
consents.)  Jt  shall  be  unlawful  for  any  per- 
son, firm  or  corporation  to  establish  or  main- 
tain a  morgue  or  to  carry  on  the  business 
of  an  undertaker,  as  defined  in  chapter 
XXXIX  of  this  ordinance,  that  receives  in 
connection  with  such  business,  at  his,  their 
or  its  place  of  business,  the  body  of  any. 
dead  person  for  embalming  or  other  pur-' 
poses,  on  or  along  any  boulevard  or  pleasure 
driveway,  without  the  written  consent  of  a 
majority  of  the  property  owners  according 
to  the  frontage  on  both  sides  of  such  boule- 
vard or  pleasure  driveway  in  the  block  in 
which  such  morgue  or  place  of  business  is 
located;  it  shall  also  be  unlawful  for  any 
person,  firm  or  corporation  to  establish  or 
maintain  a  morgue  or  to  carry  on  the  busi- 
ness of  an  undertaker,  as  defined  in  chapter 
XXXIX  of  this  ordinance,  that  receives,  in 
connection  with  such  business,  at  his,  their 
or  its  place  of  business,  the  body  of  any 
dead  person  for  embalming  or  other  pur- 
poses, on  or  along  any  street  in  any  block 
in  which  two-thirds  of  the  buildins  on  both 
sides  of  the  street  are  used  exclusively  for 
residence  purposes,  without  the  written  con- 
sent of  a  majority  of  the  property  owners 
according  to  the  frontage  on  both  sides  of 
such  street  in  such  block;  provided  that 
nothing     herein     contained     shall     ap;ply     to 


such  location  in  the  case  of  any  person 
licensed  as  an  undertaker  and  authorized  to 
carry  on  such  business  at  any  such  location 
at  the  time  of  the  passage  of  this  ordinance, 
nor  to  any  block  in  any  street  on  which 
street  cars  are  opai-ated.  Such  frontage  con- 
sents shall  be  obtained  and  filed  with  the 
department  of  health  before  a  license  shall 
issue  for  such  business. 

932.  Ice    Plant    Frontag-e    Consents.)       It 

shall  be  unlawful  for  any  person,  firin  or 
corporation  to  locate,  establish,  conduct  or 
maintain  any  ice-making  house  or  cooling 
plant,  or  any  buildings  used  for  the  storage 
of  ice,  in  any  block  in  which  two-thirds  of 
the  buildings  fronting  on  both  sides  of  the 
street  on  which  the  proposed  plant  shall  be 
located  are  devoted  exclusively  to  residence 
purposes,  unless  the  owners  of  the  majority 
of  the  frontage  in  said  block  on  both  sides 
of  the  street  on  which  said  plant  is  located 
shall  consent  in  writing  to  the  location, 
establishment,  conducting  or  maintenance  of 
such  plant  in  such  block.  Such  written  con- 
sents of  the  majority  of  said  property  own- 
ers shall  be  filed  with  the  Commissioner  of 
Buildings  before  a  permit  shall  be  granted 
for  the  building  or  construction  of  any  such 
ice-making  house  or  cooling  plant.  Any 
person,  firm  or  corporation  violating  any  of 
the  proviaions  of  the  section,  or  refusing, 
failing  or  neglecting  to  comply  with  any  of 
the  said  provisions,  shall  be  fined  not  less 
than  five  dollars  nor  more  than  one  hundred 
dollars  for  each  offense,  and  a  separate 
offense  shall  be  regarded  as  having  been 
committed  for  each  day  during  which  such 
violation    shall    continue. 

933.  Prontag-e  consents — general  require- 
ments.) Whenever  frontage  consents  are  re- 
quired, for  the  construction  of  a  building  or 
for  any  occupation  for  which  a  building  is 
about  to  be  constructed  or  altered,  under  any 
section  of  this  ordinance  or  under  any  other 
ordinance  of  the  city,  such  frontage  consents 
shall  be  presented  to  the  commissioner  of 
buildings  before  the  issuance  of  a  permit 
for  the  erection  or  alteration  of  a  building 
for  such  purpose.  Unless  otherwise  specified 
the  provisions  of  this  chapter  in  such  case 
shall  apply  as  to  the  definition  of  the  word 
"block,"  whenever  such  word  is  used  in 
provisions   requiring   frontage   consents. 

ARTICLE  XXV. 
Pire  Iiimits. 

934.  Pire  limits  and  provisional  fire  limits.) 

(a)  The  fire  limits  of  the  city  of  Chicago 
within  which  wooden  buildings  shall  not  be 
erected,  shall  be  and  they  are  hereby  defined 
as  follows:  all  that  part  of  the  city  of  Chi- 
cago bounded  by  the  following  limits:  be- 
ginning at  the  intersection  of  the  shore  of 
Lake  Michigan  and  the  center  line  of  Rogers 
avenue,  thence  southwesterly  along  the  cen- 
ter line  of  Rogers  avenue  to  the  east  line 
of  the  right  of  way  of  the  Chicago  and 
North  Western  Railway  Company,  then  south 
along  the  east  line  of  said  right  of  way  of 
the  Chicago  and  North  Western  Railway 
Company  to  a  line  125  feet  north  of  the 
north  line  of  Foster  avenue,  thence  west 
along  said  line  125  feet  north  of  the  north 
line  of  Foster  avenue  to  the  center  line  of 
the  North  Shore  channel,  thence  southeaster- 
ly along  the  center  line  of  said  North  Shore 
channel  to  the  center'  line  of  the  North 
branch  of  the  Chicago  river,  thence  north- 
westerly and  westerly  along  the  center  line 
of  said  North  branch  of  the  Chicago  river  to 
a  line  125  feet  west  of  the  west  line  of  north 
Kedzie  avenue,  thence  south  along  said  line 
125  feet  west  of  the  west  line  of  north  Ked- 
zie avenue,  to  a  line  125  feet  so^lth  of  the  south 
line  of  Irving  Park  boulevard,  thence  east 
along  said  line  125  feet  south  of  the  south 
line  of  Irving  Park  boulevard  to  the  center 
line  of  the  noi-th  branch  of  the  Chicago  river, 
thence    northerly    along    the    center    line    of 


285 


Fire  Iiimits 


the  north  branch  of  the  Chicago  river  to  the 
center    line    of    Berteau    avenue,    thence    east 
along    the   center    line    of   Berteau    avenue    to 
a  line  125  feet  west  of  the  west  line  of  north 
Western     avenue,     thence     south     along     said 
line   125   feet  west  of  the  west  line  of  north 
Western    avenue    to   the   center   line   of   Addi- 
son  street,    thence   east  along   the   center  line 
of     Addison     street     to     the     center     line     of 
north    Western    avenue,    thence    soutli    along 
the    center   line   of   north   Western   avenue    to 
the    center    line    of    Belmont    avenue,    thence 
east    along    the    center    line    of   Belmont    ave- 
nue   to   the   center   line   of   Soutliport   avenue, 
thence  south  along  the  center   line  of  South- 
port   avenue   to    the    center   line    of   Fullerion 
avenue,   thence  west  along  the  center  line  of 
Fullerton    avenue    to    the    center    line    of    the 
North    Branch    of    the    Chicago    river,    thence 
northwesterly    along    the    center    line    of    the 
North  Branch   of  the  Chicago  river  to  a  line 
125   feet  north   of   the  north   line   of  Belmont 
avenue   thence   west  along   said   line   125   feet 
north  of  the  north  line  of  Belmont  avenue  to 
a  line  125  feet  west  of  the  west  line  of  north 
Kostner  avenue,  thence  south  along  said  lino 
125  feet  west  of  the  west  line  of  north  Kost- 
ner   avenue   to   a   line    125    feet   north    of    the 
north    line   of    Diversey    avenue,    tlience    west 
along   said   line    125    feet    north   of   the   north 
line  of  Diversey  avenue,  to  a  line  125  feet  west 
of  the  west  line  of  north  Cicero  avenue,  thence 
south    along    said    line    125    feet    west    of   the 
west    line    of    north     Cicero    avenue    to    the 
center  line  of  west  Fullerton  avenue,   thence 
west  along  the  center   line  of  Fullerton  ave- 
nue   to    the    center    line    of    north    Laramie 
avenue,  thence  south  along  the  center  line  of 
north    Laramie    avenue    to    a    line    125    feet 
northeasterly    of    the    northeasterly    line    of 
west     Grand     avenue,     thence     northwesterly 
along  said   line  125  feet  northeasterly  of  the 
northeasterly    line   of   west   Grand    avenue    to 
the    center    line    of    Harlem    avenue,    thence 
south    along   the   center   line   of   Harlem    ave- 
nue  to   a   line    125    feet   southwesterly   of   the 
southwesterly    line    of    west    Grand    avenue, 
thence  southeasterly  along  said  line  125  feet 
southwesterly    of    the    southwesterly    line    of 
west   Grand   avenue   to   a   line   125   feet   south 
of  the  south  line  of  Armitage  avenue,  thence 
east    along    said    line    125    feet    south    of    the 
south   line   of  Armitage  avenue   to  a  line   125 
feet  southwesterly  of  the  southwesterly  line 
of   west   Grand   avenue,    thence    southeasterly 
along    said    line    125    feet    southwesterly    of 
the  southwesterly  line  of  west  Grand  avenue 
to  the  southerly  line  of  the  right  of  way  of 
the    Chicago,    Milwaukee    and    St.    Paul    Rail- 
way    Company,     tlience     northwesterly     and 
westerly  along  the  southerly  line  of  the  said 
right    of   way    of    the    Chicago,    Milwaukee    & 
St.  Paul  Railway  Company  to  the  center  line 
of  Narrangansett  avenue,  thence  south  along 
the    center    line    of    Narragansett    avenue    to 
the  center  line  of  west  North  avenue,  thence 
east    along    the    center    line    of    west    North 
avenue    to    the    center    line    of    north    Austin 
avenue,    thence    south    along    the    center    line 
of  north  Austin  avenue  to  the  center  line  of 
west    Roosevelt    road,    thence    east   along    the 
center    line    of    west    Roosevelt    road    to    the 
center  line  of  south  Kenton  avenue  produced 
north,   thence   south   along  the  center   line  of 
south    Kenton    avenue    produced    north     and 
the    center    line    of    south    Kenton    avenue    to 
the  center  line  of  west  39th   street  produced 
west,    thence    east    along    the    center    line    of 
west    39th    street    pro"duced    west    to   the    cen- 
ter  line   of   the    Illinois    and    Michigan    canal, 
thence  northeasterly  along  the  center  line  of 
the    Illinois    and   Michigan    canal    to    the   cen- 
ter line  of  south  Western   avenue  boulevard, 
thence   south   along   the   center   line   of   south 
Western   avenue  boulevard   to  the  center  line 
of    west    39th    street,    thence    east    along    the 
center  line  of  west  39th  street  to  the  center 
line    of    south     Robey    street,     thence     south 
along  the   center   line   of   south   Robey   street 
to  the  center  line  of  west  43rd  street,  thence 
east  along  the  center  line  of  west  43rd  street 


to   a   line    125    feet   west   of   the   west   line   of 
south    Ashland    avenue,    thence    north    along 
said  line  125  feet  west  of  the  west  line  of  south 
Ashland  avenue  to  the  center  line  of  west  41st 
street,  thence  east  along  the  center  line  of  west 
41st   street   to   the   center   line   of   south   Ash- 
land   avenue,    thence    north    along    the    center 
line   of    south   Ashland   avenue   to    the   center 
line    of    west    40th    street,    thence    east    along 
the   center  line  of  west   40th  street  to  a  line 
125   feet   east  of   the  east   line  of  south   Ash- 
land   avenue    thence    south    along    said    line 
125   feet  east  of  the  east   line  of  south  Ash- 
land avenue  to   the   center   line  of   west    43rd 
street,    thence   west   along   the   center   line   of 
west   43rd   street   to   the  center   line   of   south 
Ashland  avenue,   thence  south  along  the  cen- 
ter line  of  south  Ashland  avenue  to  the  cen- 
ter line  of  west  47th  street,  thence  east  along 
the  center  line  of  west  47th   street   to  a  line 
125  feet  west  of  the  west  line  of  south  Hal- 
sted  street,   thence  south  along  said   line   125 
feet  west  of   the   west  line   of  south   Halsted 
street  to  the  center  line  of  west  51st  street, 
tlience    west    along    the    center    line    of    west 
5st    street    to    the    center    line    of    south    Ra- 
cine   avenue,    thence    south    along    the    center 
line    of    south    Racine    avenue    to    a    line    125 
feet    north    of    the    north    line    of    west    63rd 
street,    thence   west   along   said    line    125    feet 
north    of   the   north   line   of   west    63rd    street 
to   the   center  line   of   south   Western   avenue, 
thence   north   along   the   center   line   of   south 
Western    avenue    and    south    Western    avenue 
boulevard    to    the    center    line    of    west    45th 
street,    thence  west   along   the   center   line   of 
west    45th    street    and    west    45th    street    pro- 
duced west  to  the  center  line  of  south  Cicero 
avenue,    thence    south    along    the    center    line 
of  south  Circero  avenue  to  the  center  line  of 
west   51st  street,   thence  west  along  the  cen- 
ter line  of  west  51st   street   to  the  southerly 
line  of  the  right  of  way  of  the  Chicago  and 
Alton     Railroad     and     thence     southwesterly 
along  said  southerly  line  of  the  right  of  way 
of    the    Chicago    and    Alton    Railroad    to    the 
center   line    of    south    Harlem    avenue,    thence 
south  along  the  center  line  of  south   Harlem 
avenue  to  the  center  line  of  west  59th  street, 
thence    east    along    the    center    line    of    west 
59th   street   to   the   center   line  of   south   Nar- 
ragansett   avenue,     thence     south     along    the 
center  line  of  south  Narragansett  avenue  and 
Narragansett    avenue   produced    south    to    the 
center    line    of    west     65th     street    produced 
west,    thence    east    along    the    center    line    of 
west    65th    street    produced    west    and    west 
65tli  street  to  the  center  line  of  south  Cicero 
avenue,    thence    south    along    the    center    line 
of    south    Cicero    avenue    to    the    center    line 
of    west    69th    street    produced    west,    thence 
east  along  the  center  line  of  west  69th  street 
produced    west    and    west    69th    street    to    the 
center  line   of  south  Western   avenue,    thence 
north  along  the  center  line  of  south  Western 
avenue  to  a  line  125  feet  south  of  the  south 
line    of    west    63rd    street,    tlience    east    along 
the  said  line  125  feet  south  of  the  south  line 
of    west    63rd    street    to    the    center    line    of 
south     Racine     avenue,     thence     south     along 
the    center    line    of    south    Racine    avenue    to 
the    center    line    of    west    75th    street,    thence 
west    along    the    center    line    of    west     75th 
street  to  a  line  125  feet  east  of  the  east  line 
of  south  Ashland  avenue,  thence  north  along 
said    line    125    feet    east    of    the    east    line    of 
south    Ashland   avenue    to    the    center   line   of 
west   71st  street,   thence  west  along   the   cen- 
ter line  of  west  71st  street  to  a  line  125  feet 
west  of  the  west  line  of  South  Ashland  ave- 
nue,   thence    south    along    said    line    125    feet 
west  of  the  west  line  of  south  Ashland  ave- 
nue  to    the    center    line    of   west    75th    street, 
thence    west    along    the    center    line    of    west 
75th  street  and  west  75th  street  produced  to 
the  center  line  of  south  Cicero  avenue,  thence 
south   along   the   center   line   of   south   Cicero 
avenue  to  the  center  line  of  west  S7th  street, 
thence    east    along    the    center    line    of    west 
87th  street  to  the  center  line  of  south  West- 
ern   avenue,    thence    south    along    the    center 
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line  of  south  Western  avenue  to  the  center 
line  of  west  99th  street,  thence  west  along 
the  center  line  of  west  99th  street  to  the 
center  line  of  south  California  avenue,  thence 
south  along-  the  center  line  of  south  Califor- 
nia avenue  to  the  center  line  of  west  115th 
street,  thence  east  along-  the  center  line  of 
west  115th  street  to  the  center  line  of  south 
Western  avenue,  thence  south  along  the  center 
line  of  south  Western  avenue  to  the  center  line 
of  west  119th  street,  thence  east  along  the 
center  line  of  west  119th  street  to  the  center 
line  of  Vincennes  avenue,  thence  northeaster- 
ly along  the  center  line  of  Vincennes  ave- 
nue to  the  center  line  of  west  103rd  street, 
thence  east  along  the  center  line  of  west 
i03rd  street  to  the  center  line  of  south  Hal- 
sted  street,  thence  north  along  the  center 
line  of  south  Halsted  street  to  a  line  125 
feet  south  of  the  south  line  of  west  95th 
stieet,  thence  east  along  said  line  125  feet 
south  of  the  south  line  of  west  95th  street 
to  the  center  line  of  Eggleston  avenue, 
thence  north  along  the  center  line  of  Iilggle- 
ston  avenue  and  Eggleston  avenue  produced 
north  to  a  line  125  feet  south  of  the  south 
line  of  west  83rd  street,  thence  east  along 
said  line  125  feet  south  of  the  south  line 
of  west  83rd  street  to  a  line  125  feet  east 
of  the  east  line  of  Stewart  avenue,  thence 
south  along  said  line  125  feet  east  of  the 
east  line  of  Stewart  avenue  and  Stewart 
avenue  produced  south  to  a  line  125  feet 
north  of  the  north  line  of  west  95th  street, 
thence  east  along  said  line  125  feet  north 
of  the  north  line  of  west  95th  street  to  a 
line  125  feet  west  of  the  west  line  of  south 
State  street,  thence  south  along  said  line 
125  feet  west  of  the  west  line  of  south  State 
street  to   a   line   125    feet   south   of   the   south 

I  line  of  west  99th  street,  thence  east  along  a 

I  line  125  feet  south  of  the  south  line  of  west 
and  east  99th  street  to  a  line  125  feet  west 
of   the   west   line   of   south    Michigan    avenue, 

!  thence  south  along  said  line  125  feet  west 
of  the  west  line  of  south  Michigan  avenue 
to  a  line  125  feet  north  of  the  north  line  of 
east  119th  street,  thence  west  along  a  line 
125  feet  north  of  the  north  line  of  east  and 
west  119th  street  to  a  line  125  feet  west  of 
the  west  line  of  south  Morgan  street,  thence 
south  along  said  line  125  feet  west  of  the 
west  line  of  south  Morgan  street  to  a  line 
125  feet  south  of  the  south  line  of  west  119th 
street,  thence  east  along  a  line  125  feet  south 
of    the    south    line    of    west    and    east    119th 

■  street  to  a  line  125  feet  east  of  the  east  line 
of  south  Michigan  avenue,  thence  north 
along  said  line  125  feet  east  of  the  east 
line  of  south  Michigan  avenue  to  a  line  125 
feet  south  of  the  south  line  of  east  9  9th 
street,  thence  east  along  said  line  125  feet 
south  of  the  south  line  of  east  99th  street 
to  a  line  125  feet  west  of  the  west  line  of 
South  Park  avenue,  thence  south  along  said 
line  125  feet  west  of  the  west  line  of  South 
Park  avenue  to  the  center  line  of  east  115th 
street,  thence  east  along  the  center  line  of 
east  115th  street  to  the  northeasterly  line  of 
the  right  of  way  of  the  Michigan  Central 
Railroad  Company,  thence  south  and  south- 
easterly along  said  northeasterly  line  of  the 
right  of  way  of  the  Michigan  Central  Rail- 
road Company  to  the  center  line  of  east 
127th  street,  thence  east  along  the  center 
line  of  east  127th  street  to  the  shore  line  of 
Lake  Calumet,  thence  northwesterly  and 
northeasterly  along  the  shore  line  of  said 
Lake  Calumet  to  a  line  125  feet  east  of  the 
east  line  of  Stony  Island  avenue,  thence 
north  along  said  line  125  feet  east  of  the 
east  line  of  Stony  Island  avenue  to  a  line 
125  feet  north  of  the  north  line  of  east  95th 
street,  thence  west  along  said  line  125  feet 
north  of  tlie  north  line  of  east  95th  street 
to  a  line  125  feet  east  of  the  east  line  of 
the  right  of  way  of  the  Illinois  Central  Rail- 
road Company,  thence  northeasterly  along 
said  line  125  feet  east  of  the  east  line  of 
the  right  of  way  of  the  Illinois  Central  Rail- 
road Company  to  the  center  line  of  east  83rd 


street,  thence  east  along  the  center  line  of 
east  83rd  street  to  the  east  line  of  the  right 
of  way  of  the  New  York,  Chicago  and  St. 
Louis  Railroad,  thence  south  and  southeast 
along  said  east  line  of  the  right  of  way  of 
the  New  York,  Chicago  and  St.  Louis  Rail- 
road to  the  center  line  of  east  87th  street, 
thence  east  along  the  center  line  of  east 
87th  street  to  the  center  line  of  Jeffery  ave- 
nue, thence  north  along  the  center  line  of 
Jeffery  avenue  to  the  southwest  line  of  the 
right  of  way  of  the  Lake  Shore  and  Michigan 
Southern  Railway,  thence  southeast  along 
said  southwest  line  of  the  right  of  way  of 
the  Lake  Shore  and  Michigan  Southern  Rail- 
way to  a  line  125  feet  west  of  the  west  line' 
of  Yates  avenue,  thence  north  along  said 
line  125  feet  west  of  the  west  line  of  Yates 
avenue  to  a  line  125  feet  south  of  the  south 
line  of  east  83rd  street,  thence  east  along 
said  line  125  feet  south  of  the  south  line  of 
east  83rd  street  to  the  center  line  of  Yates 
avenue,  thence  north  along  the  center  line 
of  Yates  avenue  to  a  line  125  feet  south  of 
the  south  line  of  east  79th  street,  thence 
east  along  said  line  125  feet  south  of  the 
south  line  of  east  79th  street  to  the  center 
line  of  Brandon  avenue,  thence  south  along 
the  center  line  of  Brandon  avenue  to  the 
center  line  of  east  83rd  street,  thence  east 
along  the  center  line  of  east  83rd  street  to 
the  center  line  of  Burley  avenue,  thence 
south  along  the  center  line  of  Burley  ave- 
nue, to  the  center  line  of  east  89th 
street,  thence  west  along  the  center  line  of 
east  89th  street  to  a  line  125  feet  west  of 
the  west  line  of  Manistee  avenue,  thence 
south  along  said  line  125  feet  west  of  the 
west  line  of  Manistee  avenue  to  the  north- 
easterly line  of  the  right  of  way  of  the  Lake 
Shore  and  Michigan  Southern  Railway, 
thence  southeasterly  along  said  northeaster- 
ly line  of  the  right  of  way  of  the  Lake 
Shore  and  Michigan  Southern  Railway  to 
the  easterly  and  southeasterly  line  of  the 
South  Chicago  branch  of  the  Pittsburgh,  Ft. 
Wayne  and  Chicago  Railroad  Company, 
thence  southwesterly  along  said  easterly  and 
southeasterly  line  of  the  South  Chicago 
branch  of  the  Pittsburgh,  Ft.  Wayne  and 
Chicago  Railroad  Company  to  the  center  line 
of  east  106th  street,  thence  east  along  the 
south  line  of  east  106th  street  to  a  line  200 
feet  east  of  the  east  bank  of  the  Calumet 
river,  thence  northerly  along  said  line  200 
feet  east  of  the  east  bank  of  the  Calumet 
river  to  the  center  line  of  east  95th  street, 
thence  east  along  the  center  line  of  east 
95th  street  to  the  shore  of  Lake  Michigan, 
thence  northerly  and  northwesterly  along  the 
shore  of  Lake  Michigan  to  the  place  of  be- 
ginning. 

All  that  part  of  the  City  of  Chicago  bounded  bj/ 
the  followino  limits  is  hereby  included  imthm  the  fire 
limits  of  the  City  of  Chicapo:  Gommennng  at  the 
intersection  of  the  center  line  of  West  9r,th  street  and 
South  Ashland  avenue  thence  west  along  the  center  line 
of  West  9-lth  street  to  the  rif/ht  of  u-ay  of  the  subur- 
ban branch  of  the  Chicago.  Rock  Island  and  Pactfir 
Railroad  Company,  thence  north  along  the  right  of  tiay 
of  the  suburban  branch  of  the  Chicago,  Rock  Island  and 
Pacific  Railroad  Company  to  the  center  line  of  n  est 
90th  street,  thence  east  along  the  center  line  of_  East^ 
90th  street  to  its  intersection  with  the  center  line  of 
South  Ashland  avenue,  thence  sotith  along  the  center 
line  of  South  Ashland  avenue  to  the  intersection  of  the 
center  line  of  West  95th  street  or  the  place  of  begin- 
ning. 

— Amendment   of   March    14,    1923. 

(b)  Also  beginning  at  the  intersection  of 
the  center  line  of  Addison  street  and  the 
center  line  of  the  North  Branch  of  the  Chi- 
cago river,  thence  west  along  the  center  line 
of  Addison  street  to  the  center  line  of  north 
Whipple  street,  thence  south  along  the  cen- 
ter line  of  north  Whipple  street  to  the  cen- 
ter line  of  Elston  avenue,  thence  south- 
easterly along  the  center  line  of  Elston 
avenue  to  the  center  line  of  Roscoe  street, 
thence   east   along   the   center   line   of   Roscoe 
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street  to  the  center  line  of  the  North  Branch 
of  th  Chicago  River,  thence  north  along  the 
center  line  of  the  North  Branch  of  the  Chi- 
cago river   to  the  place   of  the  beginning. 

Also  beginning  at  the  intersection  of  the  east  line 
of  the  right  of  way  of  the  Chicago  cfr  Northwestern 
liailway  Company  and  a  line  125  feet  north  of  the 
north  line  of  Foster  avenue;  thence  west  along  said 
line  125  feet  north  of  the  north  line  of  Foster  avenue 
to  th€  center  line  of  the  North  Shore  Channel  of  the 
Sanitary  District  Canal;  thence  northwesterly  along  the 
center  line  of  said  North  Shore  Channel  to  the  center 
line  of  Devon  avenue;  thence  east  along  the  center 
line  of  Devon  avenue  to  the  center  line  of  North  Kedzie 
avenue  produced  north;  thence  North  along  the  center 
*line  of  North  Kedzie  avenue  produced  north  to  the 
center  line  of  Howard  street  produced  west;  then  east 
along  said  center  line  of  Howard  street  produced  west 
and  Howard  street  to  the  east  line  of  the  right  of  way 
of  the  Chicago  <i:  Northwestern  Railway;  thence  south- 
easterly and  southerly  along  the  said  east  line  of  the 
right  of  way  of  the  Chicago  <fc  Northwestern  Railway 
to   the  place  of  beginning. 

— Amendment   of   January    23,   1924. 

Also  beginning  at  the  intersection  of  West  69  street 
and  South  California  avenue;  thence  south  along  the 
center  line  of  South  California  avenue  to  the  center  line 
of  West  75th  street;  thence  cast  along  the  center  line 
of  West  75th  street  to  the  center  line  of  Irving  avenue; 
thence  north  along  the  center  line  of  Irving  avenue  to 
the  center  line  of  West  69th  street;  thence  west  along 
the  center  line  of  IVest  69th  street  to  the  place  of 
beginning. 

— Amendment    of    March    12,    1924. 

(b  1)  Also,  beginning  at  the  intersection  of  the 
center  line  of  North  Harlem  avenue  and  Addison  street, 
thence  east  along  Addison  street  to  the  center  line  of 
North  Tripp  avenue;  thence  north  along  the  center 
line  of  North  Tripp  avenue  to  the  center  line  of 
Montrose  avenue;  thence  east  along  the  center  line  of 
Montrose  avenue  to  the  center  line  of  North  Crawford 
avenue;  thence  north  along  the  center  line  of  North 
Crawford  avenue  to  the  North  Branch  of  the  Chicago 
River;  thence  northwesterly  along  the  North  Branch  of 
the  Chicago  River  to  the  center  line  of  Bryn  Maivr 
avenue;  thence  west  along  the  center  line  of  Bryn  Mawr 
avenue  to  the  center  line  of  North  Austin  avenue; 
thence  south  along  the  center  line  of  North  Austin 
avenue  to  the  center  line  of  Irving  Park  boulevard ; 
thence  west  along  the  center  line  of  Irving  Park  boule- 
vard to  the  center  line  of  North  Harlem  avenue;  thence 
south  along  the  center  line  of  North  Harlem  avenue  to 
the  place  of  beginning. 

— Amendment  of  May  7,  1924,  and  further  amended 
(June  IS,  192'ij  to  take  effect  on  January  1,  1925. 

NOTE.  These  last  amendments  passed  July  15, 
1924,  will  be  effective  at  ne.xt  regular  meeting, 
October  22,  1924,  unless  sooner  approved  by  the  Mayor 
or   vetoed   at   tliat   meeting. 

(c)  Excepting  the  district  bounded  as  fol- 
lows: beginning  at  the  intersection  of  a  line 
125  feet  south  of  the  south  line  of  Foster 
avenue  and  the  center  line  of  north  Leavitt 
street,  thence  west  along  said  line  125  feet 
south  of  the  south  line  of  Foster  avenue  to 
a  line  125  feet  east  of  the  east  line  of  north 
Western  avenue,  thence  south  along  said  line 
125  feet  east  of  the  east  line  of  north  West- 
ern avenue  to  a  line  125  feet  cast  of  the 
east  line  of  Lincoln  avenue,  thence  south- 
easterly along  said  line  125  feet  east  of  the 
east  line  of  Lincoln  avenue,  thence  south- 
easterly along  said  line  125  feet  east  of  the 
east  line  of  Lincoln  avenue  to  a  line  125  feet 
noi'th  of  the  north  line  of  Lawrence  avenue, 
thence  east  along  said  line  125  feet  north  of 
the  north  line  of  Lawrence  avenue  to  the 
center  line  of  north  Leavitt  street,  thence 
north  along  the  center  line  of  north  Leavitt 
street  to  the  place  of  beginning. 

(d)  Excepting  also  the  district  bounded 
as  follows:  beginning  at  the  intersection  of 
a  line  125  feet  south  of  the  south  line  of 
Belmont  avenue  and  the  center  line  of  north 
Kedzie  avenue,  thence  west  along  said  line 
125  feet  south  of  the  south  line  of  Belmont 
avenue  to  the  center  line  of  north  Ciaw- 
ford  avenue,  thence  south  along  the  center 
line  of  north  Crawford  avenue  to  the  center 
line  of  north  Fullerton  avenue,  thence  east 
along  the  center  line  of  Fullerton  avenue  to 


the  center  line  of  north  Central  Park  ave- 
nue, thence  north  along  the  center  line  of 
north  Central  Park  avenue  to  the  center  line 
of  Diversey  avenue,  thence  east  along  the 
center  line  of  Diversey  avenue  to  the  center 
line  of  north  Kedzie  avenue,  thence  north 
along  the  center  line  of  north  Kedzie  ave- 
nue to  the  place  of  beginning. 

(e)  Excepting  also  the  district  bounded 
as  follows:  beginning  at  the  Intersection  of 
a  line  125  feet  south  of  te  south  line  of 
west  Division  street  and  the  center  line  of 
north  Laramie  avenue,  thence  west  along 
said  line  125  feet  south  of  the  south  line  of 
west  Division  street  to  the  center  line  of 
north  Central  avenue,  thence  south  along  the 
center  line  of  north  Central  avenue  to  the 
center  line  of  west  Chicago  avenue,  thence 
east  along  the  center  line  of  west  Chicago 
avenue  to  the  center  line  of  north  Laramie 
avenue,  thence  north  along  the  center  line 
of  north  Laramie  avenue  to  the  place  of  be- 
ginning. 

(f)  Excepting  also  the  district  bounded 
as  follows:  beginning  at  the  intersection  of 
the  center  line  of  west  43rd  street  and  a 
line  125  feet  west  of  south  State  street, 
thence  west  along  the  center  line  of  west 
43rd  street  to  a  line  125  feet  east  of  the 
east  line  of  Wentworth  avenue,  thence  south 
along  said  line  125  feet  east  of  the  east  line 
of  Wentworth  avenue  to  the  center  line  of 
west  Garfield  boulevard,  thence  east  along 
the  center  line  of  west  Garfield  boulevard 
to  a  line  125  feet  west  of  the  west  line  of 
south  State  street,  thence  north  along  said 
line  125  feet  west  of  the  west  line  of  south 
State  street  to  the  place  of  beginning. 

(g)  Excepting  also  the  district  bounded 
as  follows:  beginning  at  the  intersection  of 
the  center  line  of  west  40tli  street  and  the 
center  line  of  Normal  aVenue,  thence  west 
along  the  center  line  of  west  40th  street  to 
the  center  line  of  Wallace  street,  thence 
south  along  the  center  line  of  Wallace  street 
to  the  center  line  of  west  43rd  street,  thence 
west  along  the  center  line  of  west  43rd 
street  to  a  line  125  feet  east  of  the  east  line 
of  south  Halsted  street,  thence  south  along 
said  line  125  feet  east  of  the  east  line  of 
south  Halsted  street  to  the  center  line  of 
west  51st  street,  thence  east  along  the  cen- 
ter line  of  west  51st  street  to  the  center  line 
of  south  Union  avenue,  thence  south  along 
the  center  line  of  south  Union  avenue  to  the 
center  line  of  west  Garfield  boulevard,  thence 
east  along  the  center  line  of  west  Garfield 
boulevard  to  a  line  125  feet  west  of  the  west 
line  of  Wentworth  avenue,  thence  north 
along  said  line  125  feet  west  of  the  west 
line  of  Wentworth  avenue  to  the  center  line 
of  west  43rd  street,  thence  west  along  the 
center  line  of  west  43rd  street  to  the  center 
line  of  Normal  avenue,  thence  north  along 
the  center  line  of  Normal  avenue  to  the  place 
of  beginning. 

(h)  Excepting  also  the  district  bounded 
as  follows:  beginning  at  the  intersection  of 
the  center  line  of  west  52nd  street  and  the 
center  line  of  south  Peoria  street,  thence 
west  along  the  center  line  of  west  52nd 
street  to  the  center  line  of  south  Morgan 
street,  thence  south  along  tlie  center  line  of 
south  Morgan  street  to  the  center  line  of 
west  53rd  street,  thence  east  along  the  cen- 
ter line  of  west  53rd  street  to  the  center 
line  of  south  Peoria  street,  thence  north 
along  the  center  line  of  south  Peoria  street 
to  the  place  of  beginning. 

(i)  Excepting  also  the  district  bounded 
as  follows:  beginning  at  the  intersection  of 
a  line  125  feet  south  of  the  south  line  of 
west  83rd  street  and  the  center  line  of  south 
Winchester  avenue,  thence  west  along  said 
line  125  feet  south  of  the  south  line  of  west 
S3rd  street  to  the  east  line  of  the  right  of 
way  of  the  Pittsburgh,  Chicago,  Cincinnati 
and  St.  Louis  Railway,  thence  southeasterly 
along  the  said  east  line  of  the  right  of  way 
to    the    Pittsburgh,    Chicago,    Cincinnati    and 
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St.  Liouis  Railway  to  the  center  line  of  west 
87th  street,  thence  east  along  the  center 
line  of  west  S7th  street  to  the  center  line  of 
Beverly  avenue,  thence  southeasterly  along 
the  center  line  of  Beverly  avenue  to  the 
northwestern  boundary  line  of  the  riglit  of 
way  of  the  Chicago,  Rock  Island  and  Pacific 
Railway  Company  in  south  Hermitage  ave- 
nue, thence  northeasterly  in  south  Hermitage 
avenue  along  said  northwestern  boundary 
line  of  the  right  of  way  of  the  Chicago, 
Rock  Island  and  Pacific  Railway  Company 
to  the  center  line  of  south  Winchester  ave- 
nue, thence  northwesterly  and  north  along 
the  center  line  of  south  Winchester  avenue 
to  the  place  of  beginning. 

(j)  Excepting  also  the  district  bounded 
as  follows:  beginning  at  the  intersection  of 
the  center  line  of  west  91st  street  and  a 
line  125  feet  west  of  the  west  line  of  south 
Ashland  avenue,  thence  west  along  the  cen- 
ter line  of  west  91st  street  to  the  center  line 
of  Beverly  avenue,  thence  southeasterly 
along  the  center  line  of  Beverly  avenue  to 
a  line  125  feet  west  of  the  west  line  of  south 
Ashland  avenue,  thence  north  along  said  line 
125  feet  west  of  the  west  line  of  south  Ash- 
land avenue  to  the  place  of  beginning. 

(k)  Excepting  also  the  district  bounded 
as  follows:  beginning  at  the  intersection  of 
a  line  125  feet  south  of  the  south  line  of 
west  95th  street  and  the  center  line  of  Vin- 
cennes  avenue,  thence  west  along  said  line 
125  feet  south  of  the  south  line  of  west  95th 
street  to  the  center  line  of  Beverly  avenue, 
thence  southeasterly  along  the  center  line  of 
Beverly  avenue  to  the  center  line  of  Vincen- 
nes  avenue,  thence  northeasterly  along  the 
center  line  of  Vincennes  avenue  to  the  place 
of   beginning. 

(1)  Excepting  also  the  following  terri- 
tory, which  shall  be  known  as  a  provisional 
fire  limit  district:  beginning  at  the  inter- 
section of  the  shore  of  Lake  Michigan  and 
the  center  line  of  Rogers  avenue,  thence 
southwesterly  along  the  center  line  of 
Rogers  avenue  to  the  east  line  of  the  right 
of  way  of  the  Chicago  and  North  W^estern 
Railway  Company,  thence  soutli  along  the 
east  line  of  the  right  of  way  of  the  Chicago 
and  North  Western  Railway  Company  to  the 
center  line  of  Devon  avenue,  thence  east 
along  the  center  line  of  Devon  avenue  to  the 
shore  of  Lake  Michigan,  thence  northwesterly 
along  the  shore  of  Lake  Michigan  to  the 
place   of   beginning. 

(m)  Excepting  also  the  following  terri- 
tory which  shall  be  known  as  a  provisional 
fire  limit  district:  beginning  at  the  inter- 
section of  the  shore  of  Lake  Michigan  and 
the  center  line  of  east  67th  street,  thence 
west  along  the  center  line  of  east  67th  street 
to  the  center  line  of  Cottage  Grove  avenue, 
thence  north  along  the  center  line  of  Cot- 
tage Grove  avenue,  thence  north  along  the 
center  line  of  Cottage  Grove  avenue  to  the 
center  line  of  east  63rd  street  ,  thence  west 
along  the  center  line  of  East  63rd  street  to  the 
center  line  of  South  Park  avenue,  thence  south 
along  the  center  line  of  South  Park  avenue 
to  the  center  line  of  east  Marquette  road, 
thence  west  along  the  center  line  of  east 
Marquette  road  to  the  northeasterly  line  of 
the  right  of  way  of  the  Lake  Shore  and  Mich- 
igan Southern  Railway  Company,  thence 
northwesterly  along  the  northeasterly  line  of 
the  right  of  way  of  the  Lake  Shore  and  IMich- 
igan  Southern  Railway  Company  to  the 
center  line  of  south  State  street,  thence 
south  along  the  center  line  of  south  State 
street  to  the  center  line  of  east  75th  street, 
thence  east  along  the  center  line  of  east  75th 
street  to  the  center  line  of  Cottage  Grove 
avenue,  thence  south  along  the  center  line  of 
Cottage  Grove  avenue  to  a  line  125  feet 
south  of  the  south  line  of  east  79th  street, 
thence  east  along  said  line  125  feet  south 
of  the  south  line  of  east  79th  street  to  the 
east  line  of  the  right  of  way  of  the  Illinois 
Central  Railroad,  thence  north  along  the  east 


line  of  the  right  of  way  of  the  Illinois  Cen- 
tral Railroad  to  the  center  line  of  east  79th 
street,  thence  east  along  the  center  line  of 
east  79th  street  to  the  center  line  of  Stony 
Island  avenue,  thence  south  along  the  center 
line  of  Stony  Island  avenue  to  a  line  125 
feet  south  of  the  south  line  of  east  79th 
street,  thence  east  along  said  line  125  feet 
south  of  the  south  line  of  east  79th  street 
to  the  shore  of  Lake  Michigan,  thence  north- 
westerly along  the  shore  of  Lake  Michigan 
to   the  place  of  beginning. 

(n)  Excepting  also  the  following  terri- 
tory which  shall  be  known  as  a  provisional 
fire  limit  district;  beginning  at  the  inter- 
section of  the  center  line  of  east  87th  street 
and  a  line  125  feet  east  of  the  east  line  of 
the  right  of  way  of  the  Illinois  Central  Rail- 
road, thence  west  along  the  center  line  of 
east  S7th  street  to  a  line  125  feet  west  of 
the  west  line  of  South  Park  avenue,  thence 
south  along  said  line  125  feet  west  of  the 
west  line  of  South  Park  avenue  to  the  cen- 
ter line  of  east  95th  street,  thence  east  along 
the  center  line  of  east  95th  street  to  a  line 
125  feet  east  of  the  east  line  of  the  right  of 
way  of  the  Illinois  Central  Railroad  Com- 
pany, thence  northeasterly  along  said  line 
125  feet  east  of  the  east  line  of  the  right 
of  way  of  the  Illinois  Central  Railroad  Com- 
pany to  the  place  of  beginning. 

Excepting  also  the  following  territory  which  shall  he 
known  as  a  provisional  fire  limit  district:  beginning  at 
the  intersection  of  a  line  12.j  feet  south  of  the  south 
line  of  West  9sith  street  and  the  center  line  of  Vin- 
cennes avenue,  thence  west  along  said  line  J25  feet 
south  of  the  south  line  of  West  93th  street  to  the  center 
line  of  Beverly  avenue,  thence  in  a  southeasterly  direc- 
tion along  the  center  line  of  Beverly  avenue  to  the 
center  line  of  West  99th  street,  thence  east  along  the 
center  line  of  West  99th  street,  to  the  center  line  of 
Vincenrtes  avenue,  thence  in  a  northeasterly  direction 
along  the  center  line  of  Vincennes  avenue  to  the  place 
of   heginniny. 

— Amendment  of  .July  15,  1924.  (Not  as  yet  ap- 
proved by  the  Mayor). 

(o)  Within  the  provisional  fire  limits 
above  described  it  shall  be  lawful  to  erect 
a  frame  or  wooden  building  to  be  used  for 
residence  or  mercantile  purposes  upon  pre- 
senting a  petition  to  the  commissioner  of 
buildings,  together  with  a  plat,  plans  and 
specifications  showing  the  space  where  such 
building  is  to  be  erected.  Such  petition  shall 
be  verified  by  the  affidavit  of  the  applicant 
and  shall  contain  the  written  consent  of  the 
owners  of  a  majority  of  the  frontage  upon 
both  sides  of  the  streets  surrounding  the 
square  in  which  the  proposed  building  is  to 
be  erected. 

(p)  No  frame  or  wooden  residence  or 
mercantile  building  shall  be  erected  within 
the  provisional  fire  limits  exceeding  40  feet 
in  height. 

935.  Maps  showing'  fire  limits.)  As  soon 
as  practicable  after  the  passage  of  this  or- 
dinance the  superintendent  of  maps  shall 
prepare,  or  cause  to  be  prepared,  three  maps 
of  the  city  of  Chicago  drawn  to  a  scale  suffi- 
ciently large  to  meet  the  requirements  of 
this  section,  on  which  shall  be  accurately 
indicated  the  area  and  boundaries  of  tlie  fire 
limits  and  of  the  provisional  fire  limits,  as 
defined  in  the  preceding  section.  Such  maps 
shall  be  alike  in  all  respects.  One  of  said 
nia|)s.  wlien  found  to  be  accurate  and  in 
strict  compliance  with  the  foregoing  section 
with  respect  to  areas  and  boundaries,  to  the 
satisfaction  of  the  mayor,  shall  bo  marked 
as  approved  by  the  mayor,  and  shall  be 
placed  in  the  custody  of  the  city  clerk,  and 
the  same  shall  be  kept  on  file  in  the  office 
of  said  clerk  and  regarded  as  an  exhibit  the 
same  as  if  were  a  part  of  this  ordinance. 
Another  of  said  maps  shall  be  turned  over 
to  the  commissioner  of  buildings,  whose 
duty  It  shall  be  to  preserve  the  same,  and 
to  supervise  the  correction  of  all  three  of 
said  maps  from  time  to  time  as  hereinafter 
provided.      The    third    of   said    maps    shall    be 
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retained  by  the  superintendent  of  maps. 
Such  maps  may  be  altered,  corrected,  re- 
vised or  replaced  from  time  to  time  as  tlie 
city   council   may   direct. 

After  the  passage  of  this  ordinance  the 
city  council,  in  future  ordinances  inaking 
changes  in  tlie  flre  limits  or  provisional  fire 
limits  of  tlie  city,  may  make  reference  to 
the  said  map  on  file  in  the  city  clerk's  office, 
and  may  alter,  correct  or  revise  the  flre 
limits  or  the  provisional  fire  limits  of  the 
city  by  reference  thereto  or  by  stating  what 
change  shall  be  made  to  the  fire  limits  or 
provisional  fire  limits  as  shown  on  said  map: 
such  references  to  said  map,  when  clear  and 
unambiguous,  shall  be  deemed  authoritative 
and  shall  be  regarded  as  describing  the 
areas  and  boundaries  of  the  changed  portion 
of  the  said  fire  limits  or  provisional  fire 
limits  regardless  of  whether  tlie  language 
of  such  ordinance  correctly  amends  the  pre- 
ceding section  or  not;  and  such  alterations, 
corrections  and  revisions,  when  duly  passed, 
approved  and  published,  shall  be  deemed 
amendments  of  the  preceding  section  and 
shall  be  construed  as  altering,  correcting 
and  revising  the  fire  limits  as  set  fortli  in 
the  preceding  section. 

It  shall  be  the  duty  of  the  superintendent 
of  maps  to  correct  the  said  maps  under  the 
supervision  of  the  commissioner  of  build- 
ings so  as  to  accurately  portray  the  fire 
limits  and  provisional  fire  limits  up  to  date 
whenever  a  change  is  authorized  tlierein  as 
by  this  section  provided,  and  to  replace  the 
said  maps  witli  new  maps  when  the  city 
council  so  directs. 

ARTICLE    XXVI. 

Regulations   Concerning'   Places    of 

Amusement. 

9  3  6.  No  aniiisenient  license  to  issue  with- 
out certificate  from  city  officials.)  Xo  li- 
cense shall  be  issued  to  any  person,  firm  or 
corporation  to  produce,  present,  conduct, 
operate  or  offer  for  gain  or  profit,  any 
theatricals,  sliows  or  amusements  until  the 
commissioner  of  buildings,  the  commissioner 
of  health,  the  chief  of  fire  prevention  and 
public  safety  and  the  commissioner  of  gas 
and  electricity  shall  have  certified  in  writing 
that  the  room  or  place  where  it  is  proposed 
to  produce,  present,  conduct,  operate  or  offer 
such  tlieatricals,  shows  or  amusements  com- 
plies in  every  respect  with  the  ordinances 
of  the  city  of  Cliicago  relating  to  their  re- 
spective  departments. 

937.  Iiig-hting- — biiilding-  kept  lig'hted  dur- 
ing' performance.)  Every  portion  of  any 
building  or  structure  in  wliich  tlieatricals. 
shows  and  amusements  are  offered,  operated, 
presented  or  exhibited  for  gain  or  profit,  de- 
voted to  the  use  or  accomodation  of  the 
public,  and  all  outlets  therefrom  leading  to 
tlie  street,  including  all  open  courts,  coi'- 
ridors,  stairways,  exits  and  emergency  exit 
stairways,  shall  be  well  and  properly  lighted 
during  every  performance,  and  shall  remain 
lighted  until  the  entire  audience  has  left 
the  premises.  It  shall  be  the  duty  of  the 
chief  of  fire  prevention  and  public  safety  to 
enforce    the    provisions    of    this    section. 

938.  Independent  lig'hting-  system  for 
exits.)  All  stairways  and  corridors  in  every 
building  or  structure  in  which  theatricals, 
shows  and  amusements  are  offered,  operated, 
presented  or  exhibited  for  gain  shall  be  sup- 
plied witli  a  supplemental  lighting  system 
of  electricity,  gas  or  sperm  oil.  and  such 
system  shall  be  independent  of  all  other 
lights  in  such  building  or  structure  and 
shall  be  in  operation  during  the  entire  period 
that  such  building  or  structure  is  open  to 
the  public  and  until  the  entire  audience  has 
left  the  building. 

The  word  "EXIT"  shall  appear  in  letters 
at  least  six  inches  high  over  the  opening  of 
every  means  of  egress  from  such  building  or 
structure,  and  a  red  light  shall  be  kept  burn- 
ing over  such  sign. 


It  shall  be  the  duty  of  the  commissioner 
of  gas  and  electricity  to  enforce  the  pro- 
visions of  this  section  relative  to  the  instal- 
lation of  the  lighting  provisions  contained 
therein;  and  it  shall  be  the  duty  of  the 
chief  of  fire  prevention  and  public  safety  to 
see  that  the  lights  are  kept  lighted  as  re- 
quired   by    this    section. 

93  9.  Gas  calcium  lig'hts  prohibited — arc 
lig-hts.)  The  use  of  gas  calcium  lights  in 
any  building  in  which  theatricals,  shows 
and  amusements  are  offered,  operated,  pre- 
sented or  exhibited  for  gain  is  hereby  pro- 
hibited. 

All  arc  lights  used  on  the  stage  shall  be 
subject  to  the  approval  of  the  commissioner 
of  gas  and   electricity. 

940.  Exit  doors  or  g'ates  not  to  be  locked 
— obstructions  prohibited.)  Xo  exit  door  or 
gate  in  any  place  in  whicli  theatricals, 
sliows  and  amusements  are  offered,  operated, 
presented  or  exhibited  for  gain  shall  be 
lodged  or  fastened  in  any  manner  during  the 
entire  time  that  such  place  of  amusement  is 
open  to  the  pulDlic. 

All  aisles,  passageways,  corridors  and  exits 
of  all  such  places  of  amusement  shall  be 
l-iept  free  from  camp  stools,  chairs,  sofas, 
draperies  and  other  obstructions,  and  no 
person  shall  be  allowed  to  stand  in  or  oc- 
cupy any  of  such  aisles,  passageways,  cor- 
ridors  or   exits   during  any   performance. 

941.  Diagram  of  exits  and  seats.)  It 
shall  be  the  duty  of  the  owner,  lessee  or 
manager  of  any  theater  having  a  seating 
capacity  in  excess  of  three  hundred  persons 
to  cause  to  be  printed  on  all  programs  fur- 
nished for  any  performance,  on  the  page 
opposite  to  that  upon  which  the  cast  is 
printed,  a  diagram  showing  conspicuously 
the  place  of  every  exit  from  such  building. 
A  diagram  of  the  floor  plan,  showing  tlie 
location  of  every  seat  on  each  floor,  and  also 
the  exits  leading  from  each  floor,  drawn  to 
a  scale  of  one-eighth  of  an  inch  to  the  foot, 
sliall  be  posted  in  a  conspicuous  place  at 
or  near  the  box  office  of  any  such  theater. 
so  as  to  be  easily  seen  by  the  public.  It 
shall  be  the  duty  of  the  chief  of  fire  pre- 
vention and  public  safety  to  enforce  the  pro- 
visions of   this  section. 

942.  Penalty.)  Any  person,  firm  or  cor- 
poration violating  any  of  the  provisions  of 
this  article  shall  be  fined  not  more  than 
two  hundred  dollars  for  each  offense,  and 
each  and  every  day  upon  which  any  such 
person,  firm  or  corporation  shall  give,  con- 
duct, produce,  present,  offer  or  operate  any 
such  entertainment  contrary  to  or  in  viola- 
tion of  any  of  the  provisions  of  this  article 
shall  constitute  a  separate  and  distinct 
offense. 

ARTICLE    XXVII. 
NUISAXCE  AND  PENALTY. 

943.  Nuisance.)  (a)  Every  building  or 
structure  constructed  or  maintained  in  viola- 
tion of  this  chapter,  or  which  is  in  an  un- 
sanitary condition,  or  in  an  unsafe  or 
dangerous  condition  or  which  in  any  manner 
endangers  the  health  or  safety  of  any  person 
or  persons,  is  hereby  declared  to  be  a  public 
nuisance. 

(b)  Every  building  or  part  thereof  which 
is  in  an  unsanitary  condition  by  reason  of 
the  basement  or  cellar  being  damp  or  wet, 
or  by  reason  of  the  floor  of  such  basement 
or  cellar  being  covered  with  stagnant  water, 
or  by  reason  of  the  presence  of  sewer  gas, 
or  by  reason  of  any  portion  of  a  building 
being  infected  witli  disease  or  being  unfit 
for  human  habitation,  or  which,  by  reason  of 
any  other  unsanitary  condition,  is  a  source 
of  sickness,  or  wliich  endangers  the  public 
healtli.  is  hereby  declared  to  be  a  public 
nuisance. 

9  1).  Theatres  Iiocated  Above  the  Pirst 
Ploor  Declared  a  Nuisance  —  Exceptions  — 
Reg-ulations.)       It    .sliall    be    and    it    is    hereby 
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declared  to  be  a  nuisance  to  conduct  a  pub- 
lic theatre  in  a  room  located  on  any  floor 
above  the  first  floor  level  of  a  building  of 
other  than  fireproof  construction  or  a  build- 
ing which  did  not  comply  with  the  ordi- 
nances of  the  City  of  Chicago  with  reference 
to  fireproof  construction  in  force  at  the 
time  such  building  was  built.  All  such 
public  theatres  now  being  conducted  in 
rooms  on  any  floor  above  the  first  floor 
level  of  a  building  of  other  than  fireproof 
construction  or  a  building  which  did  not 
comply  with  the  ordinances  of  the  City  of 
Chicago  with  reference  to  fireproot  con- 
struction in  force  at  the  time  such  building 
was  built,  with  a  seating  capacity  of  more 
tnan  three  liundred,  shall  be  and  tliey  are 
hereby  declared  to  be  nuisances;  and  it  shall 
be  unlawful  to  continue  to  use  such  rooms 
for  public  theatrical  purposes  whetlier  the 
same  are  eriuipped  with  a  stage  and  scenery 
or  are  used  for  moving  picture  shows  only. 
Tlie  provisions  of  tlie  foregoing  paragraph 
shall  not  apply  where  the  theatre  is  altered 
so  as  to  bring  the  main  audience  room  on 
the  first  floor  level  and  slow-burning  con- 
struction is  used  in  the  reconstruction  work 
and  in  making  sucli  alterations  and  all  re- 
quirements of  the  ordinances  of  the  City 
applying  to  Class  IVb  are  complied  witli. 
nor  sliall  said  provisions  apply  wiiere  tlie 
following  conditions  are  fully  complied  with: 

(a)  The  building  shall  be  used  for 
theatre  purposes  only. 

(b)  The  seating  capacity  shall  not  ex- 
ceed the  seating  capacity  existing  therein 
on    July    22    1912. 

(c)  Metal  scenery  only  shall  be  used; 
provided,  however,  one  proscenium  drop, 
one  back  drop  and  three  borders  may  be 
used  provided  they  are  of  asbestos  clotli 
subject  to  the  approval  of  the  Chief  of 
Fire  Prevention   and  Public   Safety. 

(d)  All  seats  shall  be  at  least  eighteen 
inches  wide  and  spaced  thirty-two  Indies 
from  back  to  back. 

(e)  There  shall  be  no  boxes,  stalls 
or   loges. 

(f)  No  stove  or  furnace  heating  sliall 
be   allowed. 

(g)  All  lighting  shall  be  by  electricity: 
provided,  however,  that  gas  may  be  used 
in    connection    with    exit    lights. 

(h)  At  least  sixty  inches  of  exit  space 
shall  be  provided  for  every  one  hundred 
seats. 

(i)  The  stage  shall  not  be  more  tlian 
twenty-two   feet   from   front   to   rear. 

(j)  The  audience  room  shall  be  sur- 
rounded  by    brick    walls. 

(k)  In  all  cases  where  dressing  rooms 
are  placed  back  of  the  stage  the  brick 
wall  shall  extend  between  the  stage  and 
such  dressing  rooms,  but  the  stage  wall 
may  contain  a  door  leading  to  sucli  dress- 
ing  room   located   behind   said   wall. 

(1)  All  dressins  rooms  shall  have  in- 
combustible partitions  and  all  existing 
wooden  partitions,  wherever  located,  shall 
be    removed. 

(m)  There  shall  be  an  open  space  on 
at  least  three  siues  of  the  building  con- 
taining such  theatre,  except  as  otherwise 
herein  provided,  whicli  space  shall  be  open 
from  the  floor  level  of  the  auditorium  to 
tlie   sky. 

(n)  One  of  such  open  spaces  must  be 
a  public  street  and  tlie  others  pulilic  or 
private  alleys  or  open  spaces  leading  di- 
rectly to  a  street  or  public  or  private 
alley,  and  in  all  cases  where  such  open 
space  is  private  ground,  it  must  be  at 
least  five  feet  wide  where  the  seating  ca- 
pacity does  not  exceed  six  hundred,  and 
six  inches  additional  widtli  must  be  pro- 
vided for  each  one  hundred  seats  installed 
in  such  theatre  in  excess  of  six  hundred; 
provided,  however,  that  in  all  cases  where 
a    sprinkler    system    is    installed    over    the 


stage,  together  with  an  approved  power 
pump  and  pressure  tank  subject  to  the 
approval  of  the  Chief  ot  Fire  Prevention 
and  Public  Safety,  it  shall  be  sufficient  if 
there  are  open  spaces  as  above  required 
on  two  sides  of  the  building  in  which  such 
theatre    is    located. 

(o)  Wherever  the  side  of  an  audience 
room  adjoins  an  open  space,  as  herein- 
above required,  which  open  space  is  on 
pi'ivate  ground  or  is  a  private  or  public 
alley,  tliere  shall  be  a  five-foot  open  iron 
platform  extending  the  entire  length  of 
the  audience  room,  with  an  open  iron 
stairway  leading  to  the  ground  from  said 
platform  at  each  end  thereof,  and  in  all 
such  cases  there  shall  be  a  stairway  fire 
escape  leading  from  the  gallery  of  the 
theatre,  if  there  is  a  gallery,  to  such 
platform. 

(p)  Where  the  only  open  space  adjoin- 
ing the  side  of  the  audience  room  is  a 
public  street,  there  shall  be  a  five-foot 
stairway,  enclosed  by  walls  of  incombusti- 
ble material,  leading  from  the  middle  of 
the  audience  room  on  the  side  contiguous 
to  sucli  street  to  the  first  floor,  at  the  bot- 
tom of  which  stairway  there  shall  be  an 
e.xit  opening  directly  to  the  street,  and 
in  such  cases  there  shall  be  a  three-foot 
stairway  leading  from  the  gallery,  if  there 
is  a  gallery,  to  the  main  floor  of  the  audi- 
torium, the  bottom  of  which  shall  be  with- 
in ten  feet  of  the  stairway  leading  from 
such   main   floor   to   the   ground   floor. 

(q)  There  shall  be  an  exit  at  least  five 
feet  wide  on  each  side  of  the  stage,  which 
exit  shall  lead  through  a  passageway  con- 
structed entirely  of  incombustible  material 
to  a  stairway  which  shall  be  completely 
enclosed  with  incombustible  material.  Said 
stairway  shall  lead  to  the  ground  level 
and  communicate  through  a  passageway 
of  incombustible  material  directly  with  a 
public  street  or  alley  or  a  private  alley 
which  leads  directly  to  a  public  street 
or   alley. 

(r)  An  exit  shall  be  provided  on  each 
side  of  the  balcony  or  gallery  at  the  end 
nearest  the  stage  by  means  of  a  stairway 
of  incombustible  material  leading  to  the 
main  floor  of  the  audience  room. 

(s)  The  exits  at  the  front  of  the  the- 
atre shall  communicate  with  stairways  of 
incombustible  material  leading  directlv  to 
the  ground  level  and  either  opening  di- 
rectly out  upon  the  street  or  communi- 
cating with  the  street  through  fireproof 
passageways,  and  in  no  case  sliall  any 
stairway  leading  from  the  main  audience 
floor  to  the  ground  level  communicate  or 
connect  with  any  other  such  stairway. 

(t)  All  doors  leading  through  the  pros- 
cenium wall  or  from  the  stage  to  tlie 
dressing  rooms  shall  be  of  incombustible 
material. 

(u)  All  alterations  made  In  buildings 
containing  such  theatres  shall  be  of  slow- 
burning  construction,  except  as  herein 
otherwise    provided. 

945.  Penalty.)  Any  person,  firm  or  cor- 
poration tliat  violates,  neglects  or  refuses 
to  comiily  with,  or  who  resists  or  opposes 
tlie  enforcement  of  any  of  the  provisions  of 
this  chapter,  where  no  other  penalty  is  pro- 
vided, shall  be  fined  not  less  than  twenty- 
five  dollars  nor  more  than  two  hundred 
dollars  for  each  offense  and  every  such 
person,  firm  or  corporation  shall  be  deemed 
guilty  of  a  separate  offense  for  every  day 
on  which  such  violation,  neglect  or  refusal 
sliall  continue;  and  any  builder  or  contractor 
who  shall  construct  any  building  in  violation 
of  any  of  the  provisions  of  tliis  chapter,  and 
any  architect  designing,  drawing  plans  for, 
or  having  charge  of  such  building,  or  who 
wlio  shall  permit  it  to  be  constructed,  shall 
be  liable  to  the  penalties  provided  and  im- 
posed  by   this  section. 
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,, ASPHALT 

'l/'T/L£'    SHINGLES 

Fire  destroyed  three  houses  covered  with  Avoodeii  shingles ; 
Nu-Tile  Asphalt  Shingles  saved  one  and  gave  the  architect  and 
contractor  who  were  responsible  for  the  roof  a  big  boost — a  big 
boost  that  has  resulted  in  several  other  houses  being  protected 
now  by  Nu-Tile  Asphalt  Shingles. 

For  your  benefit  as  well  as  that  of  your  customers  recommend 
Nu-Tile  Asphalt  Shingles — attractive,  red,  moss  green  and  white 
water-proof,  fire-resisting,  and  lasting. 

Address  nearest  office  and  ask  for  Nu-Tile  Catalog. 

AMALGAMATED  ROOFING  CO. 

431  South  Dearborn  Street  CHICAGO 

Eastern  Office:  Fulton  BIdg.,  Pittsburgh,  Pn.       Southern  Office:  i8  S.  20th  St.,  Birmingham,  Ala' 


Rolling  Wood  Partitions 
Folding  (Sectionfold)  Partitions 
Rolling  Steel  Shutters 
Blinds-Adjustable  Louvre  Slats 
Wardrobes-Rolling,  also  Folding  Fronts 


H.  B.  DODGE  &  COMPANY 

332  South  Michigan  Avenue  CHICAGO,  ILL. 
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Special  Rulings  of  the  Building  Department 
of  the  City  of  Chicago 

These  rulings  are  not  a  part  of  the  Code  of  the  City  of  Chicago;  but  are  re- 
quirements of  the  Building  Department. 


BRACING  OF  TRUSSES,  COLUMNS,  WAI1I.S, 
ETC.,  IN  STEEIi  SKELETON  CONSTRUC- 
TION. 

I. 

In  regard  to  Section  781  of  the  Revised 
BuiltliiiK  Ordinances,  tlie  Commissioner  nus 
ruled  tliat  tlie  following  interpretation  shall 
be  placed  upon  the  section  concerning  brac- 
ing: 

(a)  All  slceleton  buildings,  trusses,  and 
structures  shall  be  securely  braced  during 
erection  hv  guys,  cables  or  such  other  tem- 
porary supports  as  may  be  necessary  to  pro- 
vide for   stresses  due  to   erection. 

(b)  Special  wind  bracing  shall  be  pro- 
vided in  steel  skeleton  buildings  over  one 
hundred  (100)  feet  in  height  or  higlier  than 
twice  the  least  width. 

(c)  For  permanent  construction  bracing 
shall  be  so  designed  that  the  skeleton  will 
toe  self-supporting"  and  safe  ag°ainst  lateral 
and  touckling'  or  cripplingr  forces  before  any 
of  the  inclosing'  walls  or  roofs  are  built  in 
place. 

(d)  In  cases  where  wind  forces  are  nom- 
inal and  to  prevent  buckling  or  crippling, 
the  minimum  amount  of  bracing  required 
shall  be  %"  rod  for  steel  tension  members 
or  equivalent  in  other  material.  Compres- 
sion members  shall  be  limited  in  length  to 
one  hundred  and  fifty  (150)  times  the  least 
radius  of  gyration  or  otherwise  as  speci- 
fied  in   tlie   Ordinances. 

(e)  Trusses  shall  be  properly  anchored 
to  the  walls  at  the  point  of  bearing  in  such 
a  way  as  not  to  strain  the  masonry  on  ac- 
count of  the  temperature  stresses  in  the 
truss. 

(f)  In  general,  all  eccentric  loading  on 
the  foundations  shall  be  avoided  and  where 
not  possible  to  do  so,  proper  bracing  between 
opposite  walls  shall  be  provided,  sufficient 
to  offset  the  bending  moment  due  to  eccen- 
tricity. 

NOTES    ON   REINTORCES    CONCRETE    DE- 
SIGN. 

II 

(a)  In  regard  to  Section  763.  as  applying 
to  a  combination  of  tile  and  concrete  con- 
struction, the  Commissioner  has  ruled  that 
the  width  of  flange  of  the  concrete  joists 
may  be  assumed  as  the  full  distance  c.  to  c. 
of  ribs  but  not  exceeding  eight  (8)  times 
the  thickness  of  tlie  concrete  on  top  of  tile 
fillers,    plus    the   average   width    of   rib. 

(b)  In  computing  the  shear  at  supports, 
the  average  width  of  the  concrete  rib  pins 
the  thickness  of  the  tile  on  one  side  of  the 
rib  may  be  figured  as  the  effective  width  of 
joist,  provided  that  joints  in  tile  are  properly 
staggered. 

(c)  When  steel  or  plaster  fillers  are  used 
between  concrete  joists,  the  width  of  flange 
shall  be  limited  to  three-fourths  ( % )  of  the 
distance  center  to  center  of  ribs  as  per  Sec- 
tion   763. 

In  regard  to   Section   760    (e) 

(a)  When  compression  is  applied  to  a  sur- 
face of  concrete  of  at  least  twice  the  loaded 
area,  a  stress  of  thirty  (30)  per  cent  of  the 
ultimate  may  be  allowed,   and 


(b)  In  continuous  beams  and  girders  the 
compressive  stress  in  extreme  fibre  at  the 
support  may  be  fifteen  (15)  per  cent  greater 
than    at    tlie    center    of    span. 

In   regard   to   Section   762    (1) 

The  total  amount  of  steel  required  for 
square  slabs  with  two-way  reinforcement 
may  be  reduced  twenty  (20)  per  cent  by 
gradually  increasing  the  rod  spacing  from 
the    third    point    to    the    edge    of   the    slab. 

THE     DESIGN     OF     FLAT     SLABS     SHALL 

BE     IN     ACCORDANCE    VTITH    THE 

FOLLOWING  RULING. 

Ill 
Definitions. 

(1)  Flat  slabs  as  understood  by  this  rul- 
ing are  reinforced  concrete  slabs,  supported 
directly  on  reinforced  columns  with  or  with- 
out plates  or  capitals  at  the  top,  the  whole 
construction  being  hingeless  and  monolithic 
without  any  visible  beams  or  girders.  The 
construction  may  be  such  as  to  admit  the 
use  of  hollow  panels  in  the  ceiling  or  smooth 
calling  with  depressed  panels  in  the  floor. 

(2)  The  column  capital  shall  be  defined  as 
the  gradual  flaring  out  of  the  top  of  the 
column  without  any  marked  offset. 

(3)  The  drop  panel  shall  be  defined  as  a 
square  or  rectangular  depression  around  the 
column  capital  extending  below  the  slab 
adjacent  to  it. 

(4)  The  panel  length  shall  be  defined  as 
the  distance  center  to  center  of  columns  of 
the  side  of  a  square  panel,  or  the  average  dis- 
tance center  to  center  of  columns  of  the  long 
and  short  sides  of  a  rectangular  panel. 

Columns. 

(5)  The  least  dimension  of  any  concrete 
column  shall  be  not  less  than  one-twelfth 
(1/12)  the  panel  length,  nor  one-twelfth 
(1/12)    the   clear   height   of   the   column. 

Slab   Thickness. 

(6)  The  minimum  total  thickness  of  the 
slab    in    inches    shall    be    determined    by    the 

Wi^ 

formula:    t  = =  square    root    of    W    di- 

44 

vided  by  forty-four,  where  t  =  total  thick- 
ness of  slab  in  inches,  W  =  total  live  and 
dead  load  in  pounds  on  the  panel,  measured 
center   to   center  of   columns. 

(7)  In  no  case  shall  the  thickness  be  less 
than  one  thirty-second  of  the  panel  length 
(L/32)  for  floors,  nor  one-fortieth  of  the 
panel  length  (L/40)  for  roofs.  (L  being  the 
distance  center  to   center  of  columns). 

(8)  In  no  case  shall  the  thickness  of  slab 
be  less  tlian  six  inches  (6")  for  floors  or 
roofs. 

Column    Capital. 

(fl)  When  used  the  diameter  of  the  col- 
umn capital  shall  be  measured  where  its 
vertical    thickness    is    at    least    one    and    one- 
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Special  Bnllnfirs 


half  inches  (1%"),  and  shall  be  at  least  two 
hundred  and  twenty-five  thousandths  (.225) 
of  the  panel  length. 

The  slope  of  the  column  capital  shall  no- 
where make  an  angle  with  the  vertical  of 
more  than  forty-five  degrees.  Special  atten- 
tion shall  be  given  to  the  design  of  the 
column  capital  in  considering  eccentric  loads, 
and  the  effect  of  wind  upon  the  structure. 


Drop  Panel. 

(10)  When  used,  the  drop  panel  shall  be 
square  or  circular  for  square  panels  and 
rectangular    or    elliptical    for    oblong    panels. 

(11)  The  length  of  the  drop  shall  not  be 
less  than  one-third  of  the  panel  length 
(Li/3)  if  square,  and  not  less  than  one-third 
of  the  long  or  short  side  of  the  panel  re- 
spectively, if  rectangular. 

(12)  The  depth  of  the  drop  panel  shall  be 
determined  by  computing  it  as  a  beam,  using 
the  negative  moment  over  the  column  cap- 
ital specified   elsewhere   in  this   ruling. 

(13)  In  no  case,  however,  shall  the  di- 
mensions of  the  drop  panel  be  less  than  re- 
quired for  punching  shear  along  its  perim- 
eter, using  the  allowable  unit  shearing 
stresses  specified  below. 


Shearing*  Stresses. 

(14)  The  allowable  unit  punching  sliear 
on  the  perimeter  of  the  column  capital  shall 
be  three-fiftieths  (3/50)  of  the  ultimate  com- 
pressive strength  of  the  concrete  as  given 
in  section  759  of  the  building  ordinance.  The 
allowable  unit  shear  on  the  perimeter  of  the 
drop  panel  shall  be  three  one-hundredths 
(3/100)  of  the  ultimate  compressive  strength 
of  the  concrete.  In  computing  shearing 
stress  for  the  purpose  of  determining  the  re- 
sistance to  diagonal  tension  the  method 
specified   by   the   ordinance  shall   be   used. 


Panel  Strips. 

(15)  For  the  purpose  of  establishing  the 
bending  moments  and  the  resisting  moments 
of  a  square  panel,  the  panel  shall  be  divided 
into  strips  known  as  strip  A  and  strip  B. 
Strip  A  shall  include  tlie  reinforcement  and 
slab  in  a  width  extending  from  the  center 
line  of  the  columns  for  a  distance  each  side 
of  this  center  line  equal  to  one-quarter  ( 14,  > 
of  the  panel  length.  Strip  B  shall  include  the 
reinforcement  and  slab  in  the  half  width 
remaining  in  the  center  of  the  panel.  At 
right  angles  to  these  strips,  the  panel  shall 
be  divided  into  similar  strips  A  and  B,  having 
the  same  widths  and  relations  to  the  center 
line  of  the  columns  as  the  above  strips. 
These  strips  shall  be  for  designing  purposes 
only,  and  are  not  intended  as  the  boundary 
lines   of   any   bands   of   steel   used. 

(16)  These  strips  shall  apply  to  the  system 
of  reinforcement  in  which  the  reinforcing 
bars  are  placed  parallel  and  at  right  angles  to 
the  center  line  of  the  columns,  hereinafter 
known  as  the  two-way  system,  and  also  to 
the  system  of  reinforcement  in  which  the 
reinforcing  bars  are  placed  parallel,  at  right 
angles  to  and  diagonal  to  the  center  line  of 
the  columns  hereinafter  known  as  the  four- 
way  system. 

(17)  Any  otlier  system  of  reinforement  in 
which  the  reinforcing  bars  are  placed  in 
circular,  concentric  rings  and  radial  bars,  or 
systems  with  steel  rods  arranged  in  any 
manner,  whatsoever,  shall  comply  with  the 
requirements  of  either  the  two-way  or  the 
four-way  system  herein  specified. 


Bending-  Moment  Coefficients,  Interior  Panel, 
Two-way   System. 

(IS)  In  panels  where  standard  drops  and 
column  capitals  are  used  as  above  specified, 
the  negative  bending  moment  taken  at  a 
cross-section  of  each  strip  A  at  the  edge  of 
the  column  capital  or  over  it,  shall  be  taken 

WL 

as  

30 

(19)  The  positive  bending  moment  taken 
at  a  cross-section  of  each  strip  A  midway  be- 
tween    column    centers,     shall     be    taken     as 

WL 

60 

(20)  The  positive  bending  moment  taken 
at    a    cross-section    of    each    strip    B    in    the 


middle   of  the  panel   snail   be   taken   as 


WL. 
120 


(21)  The  negative  bending  moment  taken 
at  a  cross-section  of  each  strip  B  on  the 
center  line  of  the  columns  shall  be  taken  as 

WL, 


120 


(22)  In  the  fomulas  hereinabove  given 
"W"  =■  total  live  and  dead  load  on  the  whole 

panel   in   pounds, 
"L"     =  panel  length,   center   to  center  of  col- 
umns. 

Bending*  Moment  Coefficients,  Interior  Panel, 
Four-way  System. 

(23)  In  panels  where  standard  drops  and 
column  capitals  are  used  as  above  specified, 
the  negative  bending  moment  taken  at  a 
err  ss-section  of  each  strip  A  at  the  edge  of 
column   capital  or  over   it,   shall  be   taken  as 

WL 
30 

(24)  The  positive  bending  moment  taken 
at  a  cross-section  of  each  strip  A,  midway 
between    column    centers    shall    be    taken    as 

WL 


80 

(25)  The  positive  bending  moment  taken 
at  a  cross-section  of  each  strip,  B,  taken  in 
the    middle    of    the    panel    shall    be    taken    as 

WL 


120 


(26)  The  negative  bending  moment  taken 
at  a  cross-section  of  each  strip  B  on  the  cen- 
ter   line    of    tlie    columns    shall    be    taken    as 

WL 


120 


Bending*  Moment  Coefficients,  Wall  Panels. 

(27)  A\'liere  wall  panels  with  standard 
drops  and  capitals  are  carried  by  columns 
and  girders  built  in  walls,  as  in  skeleton 
construction,  the  same  coefficionts  shall  be 
used  as  for  an  interior  panel,  except  as  fol- 
lows: The  positive  bending  moments  on 
strips  A  and  B  midway  between  wall  and  first 
line  of  columns  sliall  be  increased  twenty- 
five   (25%)   per  cent. 

(28)  WTiere  wall  panels  are  carried  on 
new  brick  walls,  these  shall  be  laid  in  Port- 
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Special  Rulings 


land  cement  mortar  and  shall  be  stiffened 
with  pilasters  as  follows:  If  a  sixteen-inch 
wall  is  used,  it  shall  have  a  four-inch  pilas- 
ter. If  a  twelve-inch  wall  is  used,  it  shall 
have  an  eight-inch  pilaster.  The  length  of 
pilasters  shall  be  not  less  than  the  diameter 
of  the  column,  nor  less  than  one-eighth  (  %  ) 
of  the  distance  between  pilasters.  The  pil- 
asters shall  be  located  opposite  the  columns 
as  nearly  as  practicable,  and  shall  be 
corbeled  out  four  inches  at  the  top,  starting 
at  the  level  of  the  base  of  the  column  capi- 
tal. Not  less  than  eight  (8")  inches  bearing 
shall  be  provided  for  the  slab,  the  full 
length  of  wall. 

The  coefficients  of  bending  moments  re- 
quired for  these  panels  shall  be  the  same  as 
tliose  for  the  interior  panels  except  as  pro- 
vided herewith:  The  positive  bending  mo- 
ments on  strips  A  and  B  midway  between 
tlie  wall  and  first  line  of  columns  shall  be 
increased   fifty    (50%)    per   cent. 

(29)  Where  wall  panels  are  supported  on 
old  brick  walls,  there  shall  be  columns  with 
standard  drops  and  capitals  built  against  the 
wall  which  shall  be  tied  to  the  same  in  an 
approved  manner,  and  at  least  an  eight-inch 
bearing  provided  for  the  slab,  the  full  length. 
Where  this  is  impracticable,  there  shall  be 
built  a  beam  on  the  underside  of  slab  ad- 
jacent to  the  wall  between  columns,  strong 
enough  to  carry  twenty-five  (25%)  per  cent. 
of  the   panel   load. 

The  coefficients  of  bending  moments  for 
the  two  cases  of  slab  support  herein  de- 
scribed shall  be  the  same  as  those  specified 
in  Sec.  27  and  Sec.  28  for  skeleton  and  wall 
bearing  condition  respectively. 

(30)  Nothing  specified  above  shall  be  con- 
strued as  applying  to  a  case  of  slabs  merely 
resting  on  walls  or  ledges,  without  any 
condition  of  restraint.  These  shall  be  figured 
as  in  ordinary  beam  and  girder  construction 
specified    in    the    Ordinances. 

Bending'   Moment    Coefficients,   Wall    and    In- 
terior Colvunns. 

(31)  Wall  columns  in  skeleton  construc- 
tion shall  be  designed  to  resist  a  bending  mo- 
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ment  of  — —  at  floors  and  at  roof.     TliC 

60  30 

amount  of  steel  required  for  this  moment 
shall  be  independent  of  that  required  to  carry 
the  direct  load.  It  shall  be  placed  as  near 
the  surface  of  the  column  as  practicable  on 
the  tension  sides,  and  the  rods  shall  be  con- 
tinuous in  crossing  from  one  side  to  an- 
other. The  length  of  rods  below  the  base  of 
the  capital  and  above  the  floor  line  shall  be 
sufficient  to  develop  their  strength  through 
bond,  but  not  less  than  forty  (40)  diameters, 
nor  less  than  one-third  (1/3)  the  clear  height 
between  the  floor  line  and  the  base  of  the 
column    capital. 

(32)  The  interior  columns  must  be  ana- 
lyzed for  the  worst  condition  of  unbalanced 
loading.  It  is  the  intention  of  this  ruling 
to  cover  ordinary  cases  of  eccentric  loads 
on  the  columns  by  the  requirement  of  Sec.  5. 
Where  the  minimum  size  of  column  therein 
specified  is  found  insufficient,  however,  the 
effect  of  the  resulting  bending  moment  shall 
be  properly  divided  between  the  adjoining 
slab  and  the  columns  above  and  below  ac- 
cording to  best  principles  of  mechanics  and 
the  columns  enlarged  sufficiently  to  carry  the 
load    safely. 

Bending-  Moment  Coefficients,  Panels  Without 
Drops,  or  Capitals,  or  Both. 

(33)  In  square  panels  where  no  column 
capital  or  no  depressions  are  used,  the  sum 
total    of   positive   and    negative    bending    mo- 


ments   shall    be    equal    to    that    computed    by 
the    following    formula: 


WL. 
B.M.  = (1.53 


4k  +  4.18  k^) 


where  B.M.  =  numerical  sum  of  positive  and 
negative  bending  moments,  re- 
gardless of  algebraic  signs. 

W  =  total  live  and  dead  load  on  the 
whole    panel. 

L  =  length  of  side  of  a  square  panel, 
c.  to  c.  of  columns. 

K  =  ratio  of  the  radius  of  the  col- 
umn or  column  capital  to  panel 
length,   L. 

This  total  bending  moment  shall  be  divided 
between  the  positive  and  the  negative  mo- 
ments in  the  same  proportion  as  in  the  typi- 
cal square  panels  for  two-way  or  four-way 
systems  specified  above  for  interior  and  wail 
panels   respectively. 

Points   of  Inflection. 

(34)  For  the  purpose  of  making  the  cal- 
culations of  the  bending  moment  at  the  sec- 
tions away  from  the  column  capitals,  the 
point  of  inflection  shall  be  considered  as  be- 
ing one-quarter  ( 14 )  the  distance  center  to 
center  of  columns,  both  cross-wise  and  di- 
agonally, from  the  center  of  the  column. 

Tensile     Stress     in    Steel     and     Compressive 
Stress  in  Concrete. 

(So)  The  tensile  stress  in  steel  and  the 
compressive  stress  in  the  concrete  to  resi.'?t 
the  bending  moment  shall  be  calculated  on 
the  basis  of  the  reinforcement  and  slab  in 
the  width  included  in  a  given  strip,  and  ac- 
cording to  the  assumption  and  requirements 
given  in  sections  758  to  761  inclusive  of  the 
building  ordinance. 

The  steel  shall  be  considered  as  being  con- 
centrated at  the  center  of  gravity  of  all  the 
bands  of  steel  in  a  given  strip. 

(36)  For  the  four-way  system  of  rein- 
forcement the  amount  of  steel  to  resist  the 
negative  bending  moment  over  the  support 
in  each  strip  A  shall  be  taken  as  the  sum 
of  the  areas  of  steel  in  one  cross  band  and 
one  diagonal  band.  The  amount  of  steel  to 
resist  the  positive  bending  moment  of  each 
strip  B  sliall  be  considered  as  the  area  of 
the  steel  in  a  diagonal  band.  The  amount  of 
steel  to  resist  the  positive  bending  moment 
in  each  strip  A  shall  be  considered  as  th^ 
area  of  the  steel  in  a  cross-band,  and  the 
amount  of  steel  to  resist  the  negative  mo- 
ment in  each  strip  B  shall  be  the  steel  in- 
cluded in  the  width  of  strip  B. 

(37)  For  the  two-way  system  of  rein- 
forcement the  amount  of  steel  to  resist  the 
bending  moment  in  any  strip  shall  be  consid- 
ered as  the  area  of  steel  included  in  the 
width    of    the    strip. 

(38)  In  both  systems  of  reinforcement  the 
compressive  stress  in  the  concrete  in  any 
strip  shall  be  calculated  by  taking  the  area 
of  steel  considered  for  each  strip,  and  apply- 
ing it  in  a  beam  formula  based  on  the  princi- 
ples of  section  761  of  the  building  ordinance. 

(39)  Where  drop  panels  are  used,  tlie 
width  of  beam  assumed  to  resist  the  com- 
pressive stresses  over  the  column  capital 
shall  be  the  width  of  the  drop. 

(40)  The  width  of  beam  where  no  drop 
panels  are  used,  shall  be  the  width  of  steel 
Ijands.  Where  this  is  found  insufficient,  the 
area  shall  be  increased  by  introducing  com- 
pression steel  in  the  bottom  of  slab. 
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Special  Rulings 


Bectangoilar   Panels. 

(41)  When  the  length  of  panel  in  either 
two-way  or  four-way  system  does  not  ex- 
ceed the  breadtli  by  more  than  five  (5%)  per 
cent,  all  computations  shall  be  based  on  a 
square  panel  whose  side  equals  the  mean 
of  the  length  and  breadth,  and  the  steel 
equally  distributed  among  tlie  strips  accord- 
ing to   the   coefficients   above  specified. 

(42)  In  no  rectangular  panel  shall  the 
length  exceed  the  breadth  by  more  than  one- 
third    (1/3)    of   the    latter. 

Rectangular  Panels,  Four-Way  System. 

(43)  In  the  four-way  system  of  reinforce- 
ment where  length  exceeds  breadth  by  more 
than  five  (5%)  per  cent,  the  amount  of  steel 
required  in  strip  A,  long  direction,  both  posi- 
tive and  negative,  shall  be  the  same  as  that 
required  for  the  same  strip  in  a  square 
whose  length  is  equal  to  the  long  side  of  the 
rectangular   panel. 

(44)  The  amount  of  steel,  strip  A.  short 
direction,  positive  and  negative,  shall  be 
the  same  as  that  required  for  the  same  strip 
in  a  square  panel,  whose  length  is  efiual  to 
the  short  side   of  the  rectangular  panel. 

(45)  The  amount  of  steel  in  strip  B. 
positive  and  negative,  shall  be  the  same  as 
that  required  for  similar  strip  in  a  square 
panel  whose  length  is  equal  to  the  mean  of 
the  long  and  the  short  side  of  the  rectangular 
panel. 

(46)  In  no  case  shall  the  amount  of  steel 
in  the  short  side  be  less  than  two-thirds 
(2/3)   of  that  required  for  the  long  side. 

Bectangnilar   Panels,    Two-way   System. 

(47)  In  the  two-way  system  of  reinforce- 
ment the  amount  of  steel  required  for  the 
positive  and  the  negative  moment  of  each 
strip  A  shall  be  determined  in  the  same 
manner  as  indicated  for  the  four-way  sys- 
tem above. 

(48)  The  amount  of  steel  in  strip  B,  posi- 
tive and  negative,  running  in  short  direction, 
shall  be  equal  to  that  required  for  the  same 
strip  in  a  square  panel  whose  length  equals 
the   long  side  of   the   rectangular   panel. 

(49)  The  amount  of  steel  in  strip  B,  long 
direction,  positive  and  negative,  shall  be 
equal  to  that  required  for  the  same  strip  in 
a  square  panel,  whose  length  equals  the 
short   side  of  the   rectangular  panel. 

(50)  In  no  case  shall  the  amount  of  steel 
in  strip  B,  long  direction,  be  less  than  two- 
thirds  (2/3)  of  that  in  the  short  direction. 
Walls   and  Opening's. 

(51)  Girders  and  beams  shall  be  con- 
structed under  walls,  around  openings  and 
to  carry   concentrated   loads. 

Spandrel   Beams. 

(52)  The  spandrel  beams  or  girders  shall, 
in  addition  to  their  own  weight  and  the 
weight  of  the  spandrel  wall,  be  assumed  to 
carry  twenty  (20%)  per  cent  of  the  wall 
panel  load   uniformly  distributed  upon   them. 

Placing"    of   Steel. 

(53)  In  order  that  the  slab  bars  shall  be 
maintained  in  the  position  shown  in  the 
design  during  the  work  of  pouring  the  slab, 
spacers  and  supports  shall  be  provided  satis- 
factory to  the  Commissioner  of  Buildings. 
All  bars  shall  be  secured  in  place  at  inter- 
sections by  wire  or  other  metal  fastenings. 
In  no  case  shall  the  spacing  of  the  bars  ex- 
ceed nine  inches  (9").  The  steel  to  resist 
the  negative  moment  in  each  strip  B  shall 
extend  one-quarter  ( V-i )  of  the  panel  length 
beyond  the  center  line  of  the  columns  in  both 
directions. 

(54)  Splices  in  bars  may  be  made  wher- 
ever convenient,  but  preferably  at  points  of 
minimum  stress.  The  length  of  splice  be- 
yond the  center  point,  in  each  direction,  shall 
not  be  less  than  forty  diameters  (40d)  of 
the  bars,  nor  less  than  two  feet  (2'0").  The 
splicing  of  adjacent  bars  shall  be  avoided  as 
far  as   possible. 


(55)  Slab  bars  which  are  lapped  over  the 
column,  the  sectional  area  of  both  being  in- 
cluded in  the  calculations  for  negative  mo- 
ment, shall  extend  not  less  than  twenty-five 
one-hundredths  (.25)  of  the  panel  length  for 
cross-bands,  and  thirty-five  one-hundredths 
(.35)  of  the  panel  length  for  diagonal  bands, 
beyond  the  column  center. 

Computations. 

(50)  Complete  computations  of  interior 
and  wall  panels  and  such  other  portions  of 
the  building  as  may  be  required  by  the  Com- 
missioner of  Buildings  shall  be  left  in  the 
office  of  the  Commissioner  of  Buildings  when 
plans   are  presented  for  approval. 

Test  of  Workmanship. 

(57)  The  Commissioner  of  Buildings  or 
his  representative  may  choose  any  two  adja- 
cent panels  in  the  building  for  the  purpose  of 
ascertaning  the  character  of  workmanship. 
The  test  shall  not  be  made  sooner  than  the 
time  required  for  the  cement  to  set  thor- 
oughly, nor  less  than  six  weeks  after  the 
concrete    has    been    poured. 

(58)  All  deflections  under  test  load  shall 
be  taken  at  the  center  of  the  slab,  and  shall 
be  measured  from  the  normal  unloaded  posi- 
tion of  the  slab.  The  two  panels  selected 
shall  be  uniformly  loaded  over  their  entire 
area  with  a  load  equal  to  the  dead  load  plus 
twice  the  live  load,  thus  obtaining  twice  the 
total  design  load.  The  load  shall  remain 
in  place  not  less  than  twenty-four  (24) 
hours.  If  the  total  deflection  in  the  center 
of  the  panel  under  the  test  load  does  not 
exceed  one  eight-hundredth  (1/800)  of  the 
panel  length,  the  slab  may  be  placarded  to 
carry  the  full  design  live  load.  If  it  exceeds 
this  amount  of  deflection,  and  recovers  not 
less  than  eighty  per  cent  (80%)  of  the  total 
deflection  within  seven  days  after  the  load 
is  removed,  the  slab  may  be  placarded  to 
carry  the  full  design  live  load.  If  the  de- 
flection exceeds  the  allowable  amount  above 
specified,  an!  the  recovery  is  less  than 
eighty  per  cent  (80%)  in  seven  days  after 
the  removal  of  the  test  load,  other  tests 
shall  be  made  on  the  same  or  other  panels, 
the  results  of  which  will  determine  the 
amount  of  live  load  the  slabs  will  be  per- 
mitted   to    carry. 

General. 

(59)  The  design  and  the  execution  of 
the  work  shall  conform  to  the  general  pro- 
visions and  the  spirit  of  the  Chicago  Build- 
ing Ordinances  in  points  not  covered  by  this 
Ruling,  and  to  the  best  engineering  practice 
in    general. 

Enforcement. 

(60)  This  ruling  shall  be  in  effect  on  and 
after  March  first,  Nineteen  .Hundred  and 
Eighteen  (March  1st,  1918),  and  shall  super- 
sede  all    previous   rulings   on   flat    slabs. 

Signed:      CHAS.  BOSTROM, 
Commissioner  of  Buildings. 

FIBEFROOFING     OF     RFIITFORCFD     CON- 
CRETE   COLUMNS. 

IV 

In  reference  to  Section  762-j  and  Section 
776  of  the  Chicago  Building  Ordinance,  the 
(Commissioner  has  ruled  that  in  buildings 
classed  as  ordinary  construction  the  full 
section  of  the  column  may  be  calculated  in 
columns  reinforced  witli  vertical  rods  only. 
In  buildings  classed  as  slow  burning  or  mill 
construction,  the  outside  one  and  one-half 
inches  shall  not  be  figured  in  columns  re- 
inforced with  vertical  rods  only,  and  In 
buildings  classed  as  fireproof  construct'on 
the  outside  two  inches  shall  not  be  figured 
in  the  strength  of  columns  with  vertical 
rods  only.  "When  spiral  reinforcement  is 
used,  only  the  area  within  the  core  shall  be 
figured    in   accordance   with   Section   764-b. 
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The  Arrow  System  of  Lightning  Protection 

More  than  meets  Underwriters'  Laboratories'  require- 
ments finished  with  their  (Numbered  and  Recorded) 
Final  Plate  of  Approval  for  attaching  to  structure — 
putting  same   in   Hne    for   reduced    insurance. 

NOW  INCLUDES  Latest  Patent  LOCK  AND  SEAL  JOINTS 
hermetically  lead  locked  outside  and  sweat-solid  inside 

With  Lightning  Indicator  and  Test  Gauge,  which  indicates 
and  can  be  used  for  testing  system.  With  double  reinforced 
six-point  Multiple  Type  Air  Terminals  having  many  times  the 
heat  resistance  and  conductive  surface  of  any  other  type,  with 
inverted  ''V"  shaped  joints.  Water  Reservoir  Ground  Terminals, 
etc.,  entire  system  protected  against  the  sulphuric  smoke  and 
gas  fumes— MEANS  THE  SYSTEM  SHOULD  LAST  THE  LIFE 
OF  CHIMNEY.  That's  why  we  guarantee  it  for  Twenty-Five 
Years. 

Specified    by    Prominent   Government,    State   and    City    Architects   and    Engineers. 
Used  on  U.  S.  Govt.  Powder  Magazines. 

We  are  replacing  other  types  every  day — Frequently  after  costly  experiences. 

Arrow  Conductor  Corporation 

1536  West  Adams  Street,  Chicago 


Permanent  Enamel 


White  enamel,  to  be  worthy  of  its  name,  should  be 
pure  ivhite.     Luxeberry  alone  has  this  distinction. 

Not  only  that,  but  Luxeberry  stays  Avhite  and  pos- 
sesses qualities  of  permanency  new  to  enamels. 
Used  inside  or  out,  it  gives  months  and  years  of 
wear-resisting  service. 

Luxeberry  is  made  in  })ure  white  and  six  rich  colors. 
It  produces  a  mellow-toned  finish  without  rubbing. 

The  specijication  of  Luxeberry  Eiiatnel  i.s  a  safe  jtrelude 
to  the  highest  attainable  results  in  Enamel  finishing 

BERRY  BROTHERS 
Varnishes  Enamels  Stains  \J 

Detroit,  Mich.        Walkerville,  Ont. 
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Special  BuUng-s 


! 


CAISSONS. 

V 

Ruling. — The  Commissioner  lias  ruled  that 
in  determining  the  area  required  for  con- 
crete caissons,  the  load  on  the  caissons  shall 
be  the  load  for  whicli  the  basement  column 
was  designed,  and  the  allowable  stress  on 
the  concrete  shall  be  as  given  in  Section  746 
(a).  The  allowable  sliess  used  shall  be 
the  stress  at  the  top  of  the  caisson. 

A     RULING     ON     COUNTERBALANCE      OP 
STAIRWAY     riRE     ESCAPES. 

VI 

The  Commissioner  of  Buildings  has  made 
a  ruling  in  regard  to  the  construction  of  the 
movable  part  of  stairway  hre  escapes  as 
follows: 

All  counterbalance  stairway  fire  escapes 
hereafter  constructed  shall  conform  to  the 
following  requirements  in  addition  to  those 
specihed  in  the  Building  Ordinance  for  fixed 
stairway  fire   escapes,    Section    SS2. 

(a)  The  stringer  carrying  the  counter- 
weight may  be  built  of  steel  channels,  angles 
or  "I"  beams  or  any  combination  thereof, 
not  less  than  eight  inches  deep  and  %" 
metal,  but  it  shall  be  so  designed  tliat  the 
maximum  fibre  stress  over  the  support  shall 
not  exceed  S.OOO  pounds  per  S(|uare  iucli  and 
the  moment  of  inertia  about  the  vertical 
a.Kis  parallel  to  the  web  of  the  stringer  shall 
not  be  less  than  33%  of  tlie  moment  of 
inertia  about  tJie  liorizontal  axis  perpendic- 
ular to  tlie  web  and  passing  through  the  cen- 
ter, which  sliall  be  accomplislied  by  riveting 
an  angle  or  angles  onto  the  channel  or  "1" 
beam   stringer. 

(b)  The  same  section  of  stringer  shall  Ijc 
continued  for  eciual  distances  on  either  side 
of  the  support  and  the  reinforcement  shall 
be  extended  as  close  to  the  counterweight 
as   practicable. 

(c)  The  truss  rod  from  the  counterweight 
to  the  opposite  end  of  the  stringer  shall  al- 
ways be  used  either  as  an  independent  brace 
iir  in  connection  with  the  railing  to  prevent 
any  sag  of  the  stringer  and  sloall  be  at  least 
'■'i"  in  diameter  firmly  connected,  the  strength 
of  connection  to  be  sufHcient  to  develop  tlie 
strength  of  the  rod,  but  in  figuring  stresses, 
th'  stringer  must  be  assumed  to  carry  the 
tulal  dead  and  live  load  as  required  by  the 
ordinance. 

(d)  The  connection  between  the  stringer 
:nul  the  supporting  rod  must  be  designed  to 
stiffen  the  stringer  securely  against  hoi-i- 
zontal  or  twisting  motion  b.y  means  of  a 
steel  casting  or  for.ging  riveted  to  the 
stringer  botli  througli  the  web  and  the  flange. 

ILLUMINATED    ANB    OTHER   ROOP   SIGNS 
OP    STEEL    SKELETON    CON- 
STRUCTION. 

VII 

In  regard  to  Section  919,  of  revised  Build- 
ing Ordinances,  the  Commissioner  has  ruled 
that  all  illuminated  roof  signs  of  steel  con- 
struction sliall  conform  to  the  following  spe- 
cific   re<iuirements: 

(a)  All  compression  members  shall  be 
proportioned  by  the  usual  formula,  16,000-70 
1  except  that  the  length  of  the  main  or  prin- 
cipal inembers  R  may  be  increased  to  one 
hundred  and  seventy-five  (175)  times  the 
least  radius  of  gyration,  and  the  length  of 
all  secondary  or  sub-members  may  be  in- 
creased to  two  liundi-ed  (200)  times  the  same. 

(b)  The  anchorage  of  every  rcjof  sign 
shall  be  designed  with  a  factor  of  safety  not 
less  than  two  (2),  1.  e.,  there  shall  be  at 
least  twice  as  much  w'eight  of  masonry  or 
concrete  resisting  the  pull  on  the  anchors 
as  figured  from  the  overturning  effect  of 
wind. 

(c)  The  thickness  of  all  structural  steel 
members  shall  not  be  less  than  one-fourth 
(1/4)    of   an   inch. 


Chicago.   March   15th,    1916. 
With    reference    to    Section   743    (h)    of    the 
Revised    Building    Ordinances,    the    Commis- 
sioner has   ruled  that, 

(a)  Whenever  two  or  more  rows  of  piles 
are  retiuired,  the  distance  between  the  cen- 
ter lines  sliall  not  be  less  than  the  largest 
diameter  of   tlie  piles. 

(b)  When  a  single  staggered  row  of  piles 
is  used,  the  distance  between  the  center  lines 
sliall  not  be  less  than  one-half  the  largest 
diameter  of  the  piles,  except  that  in  one- 
story  buildings  or  walls  less  than  twenty 
feet  high  a  single  row  without  any  stagger- 
ing  may   be   used. 

(c)  The  piles  shall  be  driven  so  that  the 
distance  between  centers  shall  not  be  less 
than  twice  the  largest  diameter  nor  two  ff-t 
six   inches   niinimum. 

RULING    GOVERNING    THE    MINIMUM 

THICKNESS  OP  METALS. 

VIII. 

In  steel  construcLiun  exposed  to  the 
weather,  no  metal  in  principal  members  shall 
be  less  than  5-16  incli  thick,  except  the  webs 
of  "I"  beams  or  channels  which  may  be  ^4 
inch  thick  but  not  less.  l<'or  secondary 
members,  no  metal  shall  be  less  than  1-4 
inch  thick,  except  that  webs  of  channels  or 
"I"  beams  used  as  secondary  membeis  may 
be  3-16  inch  thick,  but  not  less.  This  ruling 
Is  not  to  apply  to  electric  signs  or  fire  es- 
capes  or   canopies. 

In  steel  construction  protected  by  build- 
ings no  metal  in  a  principal  member  shall 
be  less  than  1-4  inch  thick,  except  thai 
closed  sections  filled  with  concrete  and  the 
webs  of  channels  and  "1"  beams  ma.y  be  3-16 
inch  thick,  but  not  less.  For  secondary  mem- 
bers metal  may  be  3-16  inch,   but  not  less. 

The  above  rulings  to  take  effect  August  28, 
1916. 

RULING  ON  REINPORCED  CONCRETE 
FLOORS. 

IX. 

In  regard  to  Sec.  776  referring  to  fireproof- 
ing  concrete  floors,  the  Commissioner  has 
iviled  that  the  following  interpretation  shall 
apply  to  concrete  joist  and  floor  tile  con- 
stiuction: 

(a)  "Whenever  a  combination  of  reinforced 
concrete  joists  and  hollow  burned  clay  tile 
fillers  is  used,  the  same  shall  be  assumed 
same  as  solid  conci-ete  slabs  as  far  as  flre- 
proofing  of  steel  rods   is  concerned. 

(b)  Whenever  a  system  of  concrete  joists 
and  steel  or  plaster  domes  instead  of  clay 
tiles  is  used,  whether  same  is  left  in  place 
or  withdrawn  afterwards,  the  combination 
shall  be  assumed  and  be  subject  to  same  re- 
quirements as  reinforced  concrete  beams  and 
girders,  with  the  exception  that  steel  rein- 
forcement in  the  top  of  the  joists  may  be 
considered  as    in   solid   slab   construction. 

(c)  Whenever  cement  plaster  ceiling  on 
metal  lath  is  used  in  connection  with  the  lat- 
ter type  of  construction,  one-half  inch  may 
be  deducted  from  the  required  amount  of  fire- 
prooflng  at  the  bottom  and  the  sides  of 
joists,  provided  that  cement  plaster  not  less 
than  three-fourths  inches  thick  be  applied 
directly  to  the  under  .side  of  joists. 

RULING    GOVERNING    STAR-SHAPED 

COMPRESSION   MEMBERS. 

X. 

In  i-egard  to  columns  or  struts  built  of  two 
angles  placed  back  to  back  in  star-shape 
-■  r,  the  Commissioner  has  ruled  that  the 
same  should  comply  with  the  following 
specifications: 

1.  Star-shaped  compression  members  shall 
be  tied  together  by  pairs  of  batten  jilates  or 
pairs  of  angle  lugs  in  opposite  directions 
spaced  not  more  than  three  (3)  times  the 
width  of  main  member  center  to  enter  of  each 
successive   pair. 
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REPELLD 


THE  PERMANENT  FLOOR  TREATMENT 


Tdwcr     (;;ir;ii;e.      (hiiuign,      Illinois. 
11.     II.     Riinihaiii     .V:    (-'<x.     Aicliitecls 


REPELLO — A  permanent  treatment  for 
Wood,  Concrete,  Terrazzo,  Composition  and 
Linoleum  Floors.  Presents  pleasing  appear- 
ance; stops  wear  and  dusting;  eliminates 
upkeep  expense. 

REPELLO-FIL— High  grade  paste  filler  of 
great  durability  for  open-grain  wood.  Made 
in  all  colors. 

REPELLOWAX— Durable  sanitary  liquid 
wax  for  all  types  of  floors.  Easily  applied 
and  presents  beautiful  finish.  Especially  de- 
sirable for   dancing  floors. 


Specification,  literature   or   samples   gladly   sent   on   request. 

SCOFIELD,  EVANS  &  COMPANY 


Telephone  Harrison  1188 


508  So.  Dearborn  Street,  Chicago 


Ceresit  Waterproofing  Compound 

FOR  CONCRETE,  CEMENT  PL.^^STER  AND  CEMENT  STUCCO 

We   also    make    Dampproofing,    Plaster    Bond,    Floor   Hardeners, 
Concrete  Repair  Cement,  and  other  Building  Protective  Products 

ALSO  DISTRICT  AGENTS  FOR 
The    Ventilouvre  Bessler   Movable  Stairway 

Covert   Fireplace   Dampers  Ideal  Window  Ventilators 


Ceresit  Waterproofing  Corporation 


1  0  South  La  Salle  Street 


CHICAGO 


Dearborn  8724 
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2.  Each  batten  plate  or  angle  lug  shall 
have  enough  rivets  connecting  it  to  eaoh 
angle  of  the  column  or  strut  to  he  able  to 
transfer  fifteen  (15%)  per  cent  of  total  stress 
In  the  member  from  one  angle  to  the  other 
through  the  rivets  when  these  are  figured 
In   single  sliear. 

3.  Minimum  size  of  rivets  shall  be  as  fol- 
lows: 

%"  diameter  for  8"  angles. 

%"  diameter  for  6",  5"  and   4"  angles. 

%"  diameter  for  3"    and    2I2"    angles. 

4.  Minimum  spacing  of  rivets  shall  be 
three  (3)  inches  for  single  row  and  two  and 
one-half  (2^)  inches  for  double  row,  stag- 
gered, measured  parallel  to  the  gage  lines. 
When  two  gage  lines  are  used,  rivets  must 
be  staggered. 

5.  Minimum  thiclvness  of  strut  angles  or 
batten  plates  shall  be  one-fourth  of  an  incli 
(14)  when  exposed  to  weather,  and  three- 
sixteenth  (3-16)  inches  when  protected  within 
a  building,  but  batten  plates  or  angle  lugs 
shall  not  be  less  than  two-thirds  (2-3)  the 
thickness  of  the  main  compression   members. 

CZITDEB    FII.I.S    ON    BlTIIiDINGS. 
XI. 

Cinder  fill  on  Buildings  will  be  figured  at 
the  rate  of  66  lbs.  per  cubic  foot  unless 
evidence  of   exact  weiglit   is  furnished. 

FI^ATFOBMS    TOR    GRAVITY    TANKS. 
XII. 

Platform  beams  supporting  gravity  tanl<s 
shall  have  webs  -^s"  thick  or  more,  where 
the  webs  are  inaccessible  for  painting  tlie 
web  shall  be  not  less  than    %"  thick. 

RIVETS     IN     TENSION. 
XIII. 

When  rivets  are  used  in  tension  in  wind 
bracing  they  may  be  figured  at  18,000  lbs. 
per  square  inch  if  machine  driven  and  15,000 
lbs.   per   square   inch    if   hand   driven. 

ROOF    ARCHES    OF    WOOD,    STEEI.,    RE- 
INFORCED    CONCRETE,     STONE     OR 
MASONRY. 
XIV. 

Use  the  usual  methods  given  in  standard 
text  books  on  elastic  arches  fixed  or  hinged 
at  the  ends,  for  obtaining  the  critical 
moments  and   shears. 

The  stresses  shall  be  figured  on  the  fol- 
lowing basis: — 

(1)  For  the  actual  dead  load  acting  on 
the  full   span   of  the  arch. 

(2)  For  a  vertical  live  load  of  25  pounds 
per  sq.  ft.,  acting  on  such  lengths  of  the 
arch  as  will  give  the  maximum  moments 
and  shears. 

(3)  For  a  horizontal  wind-load  of  20 
pounds  per  sq.  ft.  acting  on  one-half  of  the 
arch  obtain  the  normal  wind  brace,  Duche- 
min's  Formula.  If  rollers  are  used  under  one 
end  of  arch,  the  wind-load  shall  be  assumed 
to   act   on   either   side    of   the    structure. 

(4)  For  a  temperature  effect  of  50  de- 
grees F.   above  and  below  the  average. 

(5)  For  the  actual  maximum  erection 
stresses  possible. 

For  loadings  (1),  (2),  (3),  (4)  and  (',) 
combined  or  for  the  critical  combination  of 
these  loadings  the  stresses  given  in  the  Ordi- 
nance may  be  increased   (50)  per  cent. 

Apply  the  ordinary  Column-Formulas  to 
the  arch,  considering  the  arch  as  a  curved 
column  of  a  length  equal  to  V2  the  length 
of  the  arch.  Do  the  same  thing  laterallv. 
by  considering  the  arch  as  a  straight  colum'n 
of  a  length  equal  to  the  spacing  of  the 
struts   of  the   lateral   bracing   system. 

Figure  the  Monent  stresses"  in  the  arch 
same  as   in   an   ordinary  beam. 

When    rollers    are    used    under    one    end    of 


the  arch,  such  arch  shall  be  analyzed  for  a 
wind  load  acting  on  either  side  of  the  roof. 
The  maximum  stresses  for  any  load  or  com- 
bination   of    loadings    shall   be   considered. 

Approved    by    the    Commissioner    of    Build- 
ings,   November   8,    1921. 


CONCRETE   JOIST  AND   TILE 

CONSTRUCTION. 

XV. 

In  regard  to  Section  776  applied  to  con- 
crete  joist   and   tile   construction: 

(a)  When  a  combination  of  concrete 
joist  and  clay  tile  filler  is  used,  it  shall  be 
assumed  the  same  as  solid  concrete  slab  as 
far  as   fireproofing   steel    rods   are    concerned. 

The  top  shall,  for  all  floors  and  for  fire- 
jH-oof  roofs,  have  a  minimum  thickness  of  2 
inches,  and  for  roofs  other  than  fireproof  a 
minimum  thickness  of  1 1,2  inches.  The  rein- 
forcing rods  perpendicular  to  the  joists  shall 
be  spaced  not  inore  than  12-inch  centers,  and 
must  contain  an  equivalent  of  %  round 
spaced  12-inch  centers. 

(b)  When  a  s.vstem  of  concrete  joist  and 
.steel  or  plaster  domes  is  used,  whether  tlie 
domes  are  left  in  or  withdrawn,  the  combina- 
tion shall  be  subject  to  the  same  require- 
ments as  reinforced  concrete  beams  and 
girders,  except  that  the  steel  in  top  may  be 
considered  as  in  solid  slab  construction. 

The  minimum  thickness  of  top  for  a  fire- 
proof floor  or  roof  witliout  cinder  concrete 
over  shall  be  21/2  inches,  and  witli  cinder 
concrete  or  other  fireproof  material  over 
shall  be  2  inches.  For  other  floors  the 
minimum  thickness  shall  be  2  inches,  and 
for  other  roofs   1  i/i    inches. 

When  plaster  ceiling  either  suspended  or 
applied  directly  on  the  underside  of  the 
joists,  on  metal  lath  is  used,  one-half  inch 
may  be  deducted  from  the  required  amount 
of  fireproofing  at  the  bottom  and  sides  of 
the  joists. 

The  reinforcing  rods  in  the  top  perpendic- 
ular to  the  joists  shall  be  spaced  not  more 
than  six  times  the  thickness  of  the  slab  and 
must  contain  an  equivalent  of  14  round, 
spaced   12-inch   centers. 

(c)  The  thickness  and  reinforcing  re- 
ferred to  above,  for  tops  of  floors,  are  the 
minimum  requirements.  The  design  must 
meet  the  necessities  of  the  loads  and  spans 
in  all   respects. 

This  ruling  to  be  effective  until  negatived 
by  the  Commissioner  of  Buildings. 


BRICK    STACKS. 
XVI. 

The  allowable  extreme  fibre  stress  in  ten- 
sion for  brick  stacks  or  for  plain  or  radial 
terra  cotta  stacks  shall  not  exceed  17.5 
pounds  per  square  inch,  when  laid  in  a  mor- 
tar composed  of  at  least  one  part  Portland 
cement  to  one  part  lime  and  three  parts 
sand. 

Approved  by  the  Deputy  Commissioner, 

ROBERT  KXIGHT. 


RULING     FOR     REINFORCED     CONCRETE 

HOOFED   COLUMNS. 

XVH. 

Reinforced  conc'rote  hooped  columns  may 
be  used  for  longer  lengths  than  twelve  (12 1 
times  the  least  width,  provided  the  maximum 
working  unit  stress  on  the  core  of  such 
axially  loaded  columns  is  determined  by  the 
formula: 

Pi  L 

—  =  1.40 

P  120  R 

where 

P'  =  total   safe  axial   load  on  long   columns. 
P    =  total  safe  axial  load  on  column  of  the 
same    section,    whose   L/D   is   less    than 
12. 
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The  IlarringtDn  &  King  Perforating  Co.  Building 
Ocorge  C.  Nimnions  &  (_'o..  Arcliitects  Dalil-Stednian  Co.,  General  Contractors 

This  Building  Covered  with  47,000  Sq.  Ft.  of  CONTINENTAL  CEMENT  TILE 

Manufactured  and  Erected  bv 

CONTINENTAL    CEMENT   TILE    CO. 

Precast   Concrete  Fireproof  Roofs  and   Floors 

310  S.   MICHIGAN   BLVD.,  CHICAGO,   ILL. 

Telephone  Harrison  9644-9645  Works:  Blue  Island,  111. 


Recent  Installations 

HOTEL     SHERMAN 

Chicago 

HENRICI    CO. 

Chicago 

ONTRA  CAFETERIAS   (3) 
Chicago 

MIDWAY 

MASONIC    TEMPLE 

Chicago 

SAGAMORE     HOTEL 
Rochester,     N.    Y. 

ORRINGTON     HOTEL 
Evanston,     111. 

SOUTHMOOR    HOTEL 
Chicago 

HLACKHAWK 

RESTAURANT 

Chicago 


ICdgewater  Beach   Hotel,  Chicago 


Marshall   &   Fu.\,   Architects 


The  Janows  &  Kramer  Co.  are  Designers  and  Manufacturers  of  Complete  Kitchen 
and  Refrigerator  Equipment  for  Hotels,  Hospitals,  Clubs,  Restaurants,  Schools  and 
Institutions. 

We  will  furnish  the  Architect  upon  request  with  plans  and  specifications  coveiing 

complt-ttj   kitchen    ric|uircnient.s.      Xo   charge    is   made    fur    this    service. 

JANOWS  &  KRAMER  CO.,  1637-1645  Carroll  Ave.,  Chicago,  III. 
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R    =  least  radius  of  gyration  of  column  core. 
L    =  unsupported  length  of  column  in  inches. 
D    =  least   side   of  column    in   inches. 
Approved    July    29.    1924, 

FRANK    E.    DOHERTY, 
Commissioner  of  Buildings. 

ito]vii:nci.aturi:. 
xvni. 

fg  denotes  unit  fibre  stress  In  steel. 

fg  denotes  unit  fibre  stress  in  gypsum. 

Es  denotes  modulus  of  elasticity  of  steel. 

Ng  denotes  modulus  of  elasticity  of  gypsum. 

n  denotes   ratio  E^/Eg. 

Ms    denotes   resisting   moment   as   determined 

by  steel. 
Mg   denotes    resisting    moment    as    determined 

by  gypsum. 
M  denotes  bending  moment  in  general. 
b  denotes  breadth  of  tile. 
d  denotes  distance  from  compressive  face   to 

the  plane  of  the  steel. 
k   denotes    ratio   of    the   depth    of   the   neutial 

axis  of  a  section  below  the  top  to  "d." 
,i    denotes    ratio   of   the   arm    of   the    resisting 

couple   to   "d." 
A  denotes  area  of  cross-section  of  steel, 
p  denotes  steel  ratio  A/bd. 
w   denotes   total   uniform    load    per   sq.    ft.    of 

tile. 

STKESSES. 

5"xl8"x6'-0"   Channel  Tile. 

Type    "D"    Mat. 
One    f's"    rod    each    rib 
No.   7  wires^O.0492 
3"   rods^O.0552 


Area 
Area  2 — 
A 


16   A 
1044 


=0.1044   sq.   in. 


n^ 


bd      18X4.25 
=30 


-=.00136 


-pn= 


pn=.0408 
=0.2572 


k=2  pn-)-(pn)2- 
K 

j=l ==.9143 

3 
Af.jd^i/s  WL-X12      For     f, =16000,      w= 

Afjd      0,1044X16000X. 9143X4. 25 
W= ^^ =1 2  0  lbs. 


1,5L2 


1.5X36 


120 

=80  lbs.  per  sq.  ft.  of  slab  with  16000  lbs. 

1.5 

stress   in  steel. 
M=:y8   W.L.2X  12=647  5"   lbs. 
2M  2X6475 

fg= = =:170    lbs. 

.ikbd-'     . 9143X0. 2572X18X  (4.25)2 
120X3 
Shear=; =16.9    lbs.    per    S(i.    in.    in 


3  +  2x4.25x2 


rib. 


For  a  total  load  of  50  lbs  per  si\.  ft.  of  slab: 
M=1.5X  75X36=4050"    lbs. 

M                     4050 
f.= = =10000  lbs. 


fo=- 


Ajd      .1044X. 9143X4. 25 
2M  2X4050 


-^106.5   lbs. 


jkbd^     .9143X2572X18X(4.25)  = 
75X3 

Shear= =10.6    lbs.    per   S(|.    in.    in 

3  +  2x4.25x2  rib. 


STANDARD    SPECIFICATIONS     COVERING 

THE     MANUFACTURE      OF     PYROBAR 

I.ONG     SPAN     GYPSUM     ROOF     TILE 

FOR    USE    IN    BUILDINGS    OF 

ORDINARY      CONSTRUC- 

TION. 

Approved    September    28,    1923, 

By    ROBERT   KNIGHT 

1.  The  gypsum  used  shall  be  second  settle 
stucco,  having  an  ultimate  compressive  value 
of  not  less  than  2,000  pounds  per  square 
inch. 

2.  Reinforcing  as  indicated  on  sheet  head- 
ed "Stresses"  shall  be  properly  placed  and 
secured   in  form. 

3.  Tliirty-seven  parts  by  weight  of  water 
shall  be  added  to  sixty-three  parts  by  weight 
of  second  settle  stucco,  the  materials  thor- 
oughly mixed  and  poured  in  the  form,  care 
being  taken  to  see  that  the  reinforcing  re- 
mains in  its  proper  position. 

4.  After  setting  of  the  gypsum,  the  tile 
shall  be  lemoved  from  the  form  and  placed 
in  a  kiln  until  thoroughly  dry. 

STRESSES  IN  THE  PYROBAR  LONG  SPAN 

GYPSUM   ROOF   TILE   SHALL   NOT 

EXCEED  VALUE  GIVEN  BELOW. 

1.  Tensile  stress  in  steel  shall  nut  exceed 
one-third  its  elastic  limit  and  shall  not  ex- 
ceed 16,000  lbs.  per  sq.  inch. 

2.  Shearing  stress  in  steel  shall  not  ex- 
ceed  10,000   lbs.   per  square  inch. 

3.  Direct  compression  in  gypsum  shall  be 
one-fifth  of  its  ultimate  strength,  but  shall 
not  exceed  150  lbs.  per  squai-e  inch.  Bending 
in  extreme  fibre  shall  be  same  value  as 
determined   for   direct   compression. 

4.  Bearing  of  gypsum  shall  not  exceed 
200    lbs.    per   square   inch. 

5.  Bond  between  gypsuin  and  reinforcing 
steel   shall   not   exceed   the   following   values: 

21  lbs.  per  sq.  in.  for  plain  square  bars. 
25  lbs.  per  sq.  in.  for  plain  round  bars. 
30  lbs.  per  sq.  in.  for  bars  with  mechanical 
bond. 

6.  Tension  in  gypsum.  Gypsum  is  as- 
sumed not  to  take  tension,  and  full  rein- 
forcement   is   always    provided. 

7.  Shearing  stress  in  plain  unreinforced 
g.vpsum  shall  not  exceed  6  lbs.  per  square 
inch.  When  reinforcing  is  provided  for  di- 
agonal tension  and  the  horizontal  steel  is 
properly  anchored,  the  shearing  stress  on  the 
gypsum  may  be  increased  to  20  lbs.  per 
sijuare   incli. 

COMPOSITION. 

Physical. 

rcrcentage    of    gaging    water    for    standard 

consistency. 

37.     Dry  bulk — cc"s  per  gm.  .88. 
Fineness — through    100   mesh,   84.6%. 

Chemical. 

I'ercentage   moisture   combine    water.  .  .  .    5.83 

C  &  O 37.00 

CaS04       52.00 

Insoluble   silicates 3.12 

Fe203   A1203    67 

CaO      52 

CaC03    C02 trace 

MgO     

NaCL     07 
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^^'ashrooln — Hotel   Pennsylvania 


Hotel  and  Institutional  Laundries 


For  many  years  America's  leading 
architects  have  specified  "Ameri- 
can" laundry  machinery  for  hotel 
and  institutional  laundries — always 
their  specifications  have  been  car- 
ried out  to  the  letter,  whether  serv- 
ice was  to  be  provided  for  100 
rooms  or  for  2,000. 


You  will  find  the  intelligent  co- 
operation of  American  Laundry 
Machinery  engineers  helpful,  and  it 
is  freely  given.  If  laundry  or  dry 
cleaning  equipment  of  any  kind  is 
to  be  considered,  do  not  hesitate  to 
call  on  us  for  catalogs,  estimates,  or 
special  plans  and  designs. 


The  American  Laundry  Machinery  Company 

Western  Sales  Division,  Chicago,  111. 


THE 

CUTLER  MAIL  CHUTE 

Manufadured  in  our  own  fa&ory  and  in- 
stalled by  our  own  Experienced  Fadory 
Erectors,  insuring  uniform  excellence  of 
^workmanship  and  prompt  and  satisfac- 
tory service. 

Specify  Model  F  Standard  Equipment  for 
Cutler  quality  at  minimum  cost.  Send  for  form 
giving  information  required  for  estimating. 

CUTLER  MAIL   CHUTE   COMPANY 

ROCHESTER,  N.  Y. 
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PYKOBAB   aVPSUM  ROOF   TII.E. 

INaRESIENTS    AND    PROCESS    OF 

MANUFACTURE. 

Gypsum  is  either  quarried  or  mined,  de- 
pending upon  how  far  below  the  surface  tlie 
gypsum  strata  occurs.  Gypsum  is  mined  in 
mucli  the  same  manner  as  coal.  Tlie  rock  is 
broken  to  one  man  size,  tlien  weighed  and 
passed  over  a  set  of  grates  which  screen  out 
the  smaller  pieces.  Tlie  larger  pieces  go 
tlirough  a  gyratory  crusher,  and  are  crushed 
to  what  is  termed  "crushed  rocli."  After 
leaving  the  crusher,  the  rock  is  run  through 
a  rotary  screen  wliere  it  is  sized  for  ship- 
ment to  tlie  trade  and  for  mill  use.  After 
delivery  to  the  mill,  it  is  recrushed  in  the 
swing  hammer  mill  to  about  three-quarters 
inch  size.  It  is  then  put  through  a  rotary 
dryer  and  tlie  surface  moisture  removed. 
The  temperature  in  that  dryer  is  about  1.50° 
F.  This  leaves  the  crushed  gypsum  bone  dry 
and  ready  for  grinding.  The  dry  rock  is 
then  ground  on  Munson  Mills  to  a  fineness  of 
85%,  through  a  100  mesh.  It  is  then  fed 
into  the  calcining  kettles  to  be  calcined. 
These  kettles  are  cylindrical  in  shape  about 
10  feet  in  diameter,  about  1.5  feet  higli,  and 
hold   approximately   twelve    tons   of   stucco. 

As  the  heat  is  applied,  the  gypsum  com- 
mences to  give  up  the  water  whicli  is  chem- 
ically combined  in  it.  The  temperature  to 
which  the  gypsum  in  the  kettle  is  subjected, 
runs  about  380°  F.  This  calcining  process 
takes  about  an   hour  and   a   half,    at    the   end 


of  which  time  it  gradually  settles  to  what 
miglit  be  called  a  quiescent  state.  By  in- 
ci  easing  the  temperature  to  about  450°  F., 
tlie  mass  again  comes  to  a  boil  and  settles 
a  second  time.  It  is  because  of  tlie  gypsum 
settling  in  the  kettle  that  the  plaster  is  re- 
ferred to  as  first  or  second  settle  stucco.  In 
first  settle  stucco,  about  75%  of  the  water 
of  crystallization  is  removed,  and  in  second 
settle,  a  little  more  is  evaporated.  Second 
settle  stucco  makes  a  great  deal  denser  gyp- 
sum, and  is  used  for  our  long  span  roof  tile 
and  floor  tile.  First  settle  stucco  is  used  for 
wall  plaster  and  partition  tile. 

After  the  calcining  process,  the  stucco  is 
fed  over  the  scalping  screens,  which  auto- 
matically remove  any  foreign  matter.  It  is 
then  conveyed  to  the  storage  bin. 

The  second  settle  stucco  or  Structolite,  as 
it  is  termed,  is  now  ready  to  be  made  into 
roof  tile.  No  foreign  ingredients  are  added; 
simply  water  and  Structolite,  using  63%  by 
weight  of  Structolite  and  37%   of  water. 

Ground,  dry  Structolite,  before  the  water 
is  added,  weighs  65  lbs.  per  cubic  foot,  and 
after  adding  tlie  water,  the  finished  product 
weig'lis    77    lbs.    per   cul)ic    foot. 

Approved  toy  Robert  Knig-ht,  Deputy  Com- 
missioner of  Building's,  September  28,  1923, 
for  building's    of   ordinary  construction. 

Not  valid  for  gypsxini  slabs  cast  in  place 
at  the  building-. 

— B.    K.    W. 


CHICAGO  ZONING  ORDINANCE 

(.Passed  by  the  City  Council  of  the  City  of  Chicago  on  April  5,  1923;  Approved  by  the  Mayoi  on  April  16,  1923) 


AN     ORDINANCE. 

An  Ordinance  establishing  a  plan  for  dividing 
the  City  of  Chicago  into  districts  for  the 
purpose  of  regulating  the  location  of  trades 
and  industries  and  of  buildings  and  struc- 
tures designed  for  dwellings,  apartment 
liouses,  trades,  industries,  and  other  speci- 
fied uses,  for  regulating  the  height,  volume, 
and  size  of  buildings  and  structures,  and 
intensity  of  use  of  lot  areas,  for  determin- 
ing building  lines,  and  for  creating  a  board 
of  appeals. 

Be  it  ordained  by  the  City  Council  of  the 
City  of  Chicago: 

Section  1.  Interpretation;  Purpose.  In  in- 
terpreting and  ai)iil\-ing  tlir  jncAi.sions  of 
this  ordinance  sucli  pi'oxisions  sliall  in  every 
instance  be  held  to  be  tlie  minimum  reciuire- 
ments  adopted  for  the  promotion  of  the  pub- 
lic health,  safety,  comfort,  morals  or  wel- 
fare. 

Section  2.  Definitions.  Certain  words  in 
this  ordinance  are  defined  foi-  the  purposes 
thereof  (unless  there  is  express  provision  ex- 
cluding such  construction  or  the  subject  mat- 
ter or  context  is  repugnant  thereto)  as 
follows: 

(a)  Words  used  in  the  present  tense  in- 
clude the  future;  the  singular  number  in- 
cludes the  plural  and  tlie  plural  tlie  singular; 
the  word  "building"  includes  the  woi-d 
"structure". 

(b)  Alley — A  narrow  thoroughfare  upon 
which  abut  generally  the  rear  of  premises, 
or  upon  which  service  entrances  of  buildings 
abut,  and  is  not  generally  used  as  a  thorough- 
fare by  both  pedestrians  and  vehicles,  or 
which  is  not  used  for  general  traffic  circula- 
tion, or  which  is  not  in  excess  of  30  feet 
wide  at  its  intersection  with  a  street. 

(c)  Apartment  House^ — A  building  which 
is  used  or  intended  to  be  used  as  a  hom©  or 
residence  for  two  or  more  families  living  in 
separate  apartments. 


(d)  Auxiliary  Use — A  use  customarily  in- 
cidental to  and  accessory  to  the  principal 
use  of  a  building  or  premises  located  on  the 
same  premises  with  such  principal  use. 

(e)  Block — A  block  shall  be  deemed  to  be 
that  property  abutting  on  a  street  on  one 
side  of  such  street  and  lying  between  the 
two  nearest  intersecting  or  intercepting 
streets,  or  nearest  intersecting  or  intercept- 
ing street  and  railroad  right  of  way  or 
waterway. 

(f)  Building' — A  building  is  a  structure 
entirely  separated  from  any  other  structure 
by  space  or  by  walls  in  wiiich  there  are  no 
communicating  doors  or  windows  or  similar 
openings. 

(g)  Depth,  of  lot — The  depth  of  a  lot  is 
the  mean  distance  from  the  front  street  line 
of  the  lot  to  its  rear  line  measured  in  the 
general  direction  of  the  side  lines  of  the  lot. 

Ui)  Dwelling'  House — ^A  building  used  or 
intended  to  be  used  as  a  home  or  residence 
in  which  all  living  rooms  are  accessible  to 
each  other  from  within  the  building  and  in 
which  such  living  rooms  are  accessible  with- 
out using  an  entrance  vestibule,  stairway  or 
hallway  that  is  designed  as  a  common  en- 
trance vestibule  or  common  stairway  or  com- 
mon liallway  for  more  than  one  family,  and 
in  which  the  use  and  management  of  all 
sleeping  quarters,  all  appliances  for  cooking, 
ventilating,  heating,  or  lighting,  other  than  a 
public  or  community  service,  are  under  one 
control. 

(i)  Family — One  or  more  individuals  liv- 
ing, sleeping,  cooking  and  eating  on  the  prem- 
ises as  a  single  housekeeping  unit. 

(j)  Grade — The  finished  grade  of  premises 
improved  by  a  building  is  the  elevation  of  the 
surface  of  the  ground  adjoining  the  building. 
The  established  grade  of  premises  whether 
vacant  or  improved  is  the  elevation  of  the 
sidewalk  at  the  property  line  as  fixed  by  the 
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M(KKO\VN'  BROS.   CO. 
Contractors 


(iVMNASIUM  FOR  THE 
NORTH  SHORE  COUXTRV  PAY  SCHOOL 

Wiiiiietka,    111. 


CLARK   &   WALCOTT 
.Architects 


McKEOWN  BROS.  COMPANY 


K-t.il.li>lie.l     ]Mi4 


GENERAL  CONTRACTORS 


Telephone,    Central    7950 


112    W.    .Adams   Street,    CHICAGO 


Crane    Technical   High   School 


John   C.   Christensen,   Architect 


A.  &  E.  ANDERSON  COMPANY 


Building  Contractors 


Phones:  Randolph  3896  and  1610 


927-19  S.  La  SaUe  St.,  Chicago 
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Zoning 


Citv.  Where  the  finished  grade  is  below  the 
level  of  the  established  grade,  the  established 
grade  shall  be  used  for  all  purposes  of  this 
ordinance. 

(k)  G-arag-e — A  public  garage,  except  as 
otherwise  provided  by  this  paragraph,  is  a 
building  or  premises  arranged,  designed,  and 
Intended  to  be  used  for  the  storage  of  motor 
vehicles  for  hire  or  reward,  or  which  does  not 
come  within  the  definition  of  a  private  or  com- 
munity garage  as  herein  set  forth.  A  private 
garage  is  a  building  with  ground  area  not  in 
excess  of  SO  square  feet  arranged,  designed, 
and  intended  to  be  used  for  the  storage  on 
the  ground  floor  of  not  more  than  4  individu- 
ally owned  passenger  automobiles  devoted  to 
the  private  use  of  the  owner,  when  such 
garage  is  located  on  the  same  premises,  as 
an  auxiliary  use,  with  the  residence  or  apart- 
ment or  business  of  the  owner  of  such  auto- 
mobiles so  stored,  and  where  no  fuel  is  sold. 
A  use  as  a  private  stable  shall  be  subject  to 
the  same  ground  area  regulations  for  the 
purpose.s  of  this  ordinance  as  the  regulations 
controlling  the  ground  area  of  a  private  ga- 
rage. Where  two  or  more  separate  private 
garages,  each  having  a  ground  area  not  in 
excess  of  200  square  feet,  are  located  on  the 
rear  half  of  the  premises,  not  more  than  one 
of  such  garages  having  a  vehicle  entrance  on 
a  public  street,  such  garages  collectively  shall 
be  deemed  a  community  garage,  but  a  group 
of  two  or  more  private  garages  on  a  single 
!ot  not  so  located  or  arranged  or  any  one  of 
which  is  in  excess  of  200  square  feet  in  area 
shall   be    deemed    a   public    garage. 

(1)  Eeig'Iit  of  Building; — The  height  of  a 
building  shall  be  the  vertical  distance  meas- 
ured in  the  case  of  flat  roofs  from  the  mean 
level  of  the  established  grade  to  the  level  of 
the  highest  point  of  the  under  side  of  the 
ceiling  beams  adjacent  to  the  street,  and  in 
the  case  of  a  pitched  roof  from  such  grade  to 
the  mean  height  level  of  the  under  side  of 
the  rafters  of  the  gable.  Where  a  block  has 
a  frontage  on  a  two-level  street  the  upper 
street  level  may  be  used  to  determine  the 
height  of  buildings  for  a  distance  back  from 
such  frontage  not  in  excess  of  one-half  the 
depth  of  the  block  at  right  angles  to  such 
frontage,  but  not  farther  back  than  the  alley 
most  nearly  parallel  to  such  street  in  any 
case.  T\'here  a  structure  is  set  back  from  the 
street  line,  the  mean  level  of  the  flnished 
grade  of  the  premises  along  the  line  of  that 
part  of  the  structure  nearest  the  street  line 
may  be  substituted  for  the  established  grade 
for  the  purpose  of  determining  the  height  of 
a  building.  Where  no  roof  beams  exist  or 
there  are  structures  wholly  or  partly  above 
the  roof,  the  height  shall  be  measured  from 
the  established  grade  or  finished  grade  to  the 
level   of  the   highest   point  of  the  building. 

(m)  IiOt — A  parcel  of  land  or  premises 
occupied,  or  which  it  is  contemplated  shall  be 
occupied,  by  one  building  with  its  usual  aux- 
iliary buildings  or  uses  customarily  incident 
to  it,  including  such  open  spaces  as  are  re- 
quired by  this  ordinance  and  such  onen  spaces 
as  are  arranged  and  designed  to  be  us^d  in 
connection  with  such  building,  shall  be 
deemed  a  lot  for  the  purposes  of  this  ordi- 
nance. A  corner  lot  shall  be  deemed  to  be 
that  property  which  has  an  area  not  in  ex- 
cess of  8,000  square  feet,  and  which  abuts  on 
two  streets  making  an  angle  on  the  lot  side 
of  not  greater  than   120   degrees. 

(n)  Non-conforming'  Use — A  non -conform- 
ing use  is  a  use  which  does  not  comply  with 
the  regulations  of  the  use  district  in  whici' 
it  is  situated. 

(o)  Public  Space — A  park,  public  square, 
or  submerged  land  under  the  jurisdiction  of 
a  park  district  shall  be  deemed  a  public 
space. 

(p)  Street — A  thoroughfare  used  for  pub- 
lic foot  and  vehicle  traffic  other  than  an  alley 
as  herein  defined,  sha/11  be  deemed  a  street. 

(q)  Street  Iiine — The  street  line  is  the  di- 
viding line  between  a  street  and  the  lot.  The 
front  street  line  shall  be  deemed  to  be  the 
shortest  street  line. 


(r)  Street  Wall — The  street  wall,  for  the 
purposes  of  this  ordinance,  shall  be  deemed 
that  wall  or  part  of  a  wall  of  a  building,  or 
that  part  of  the  wall  of  a  porch  or  other 
structure,  nearest  to  and  most  neairly  paral- 
lel with  the  street,  extending  more  than  4 
feet  6  inches  above  the  finished  grade. 

(s)  Volume  of  Building" — The  volume  of  a 
building  shall  be  the  contents  in  cubic  feet 
of  that  space  between  the  grade  used  in  de- 
termining the  height  of  buildings  and  the 
mean  level  of  the  roof  (except  as  otherwise 
specificajlly  provided  by  Section  16,  Paragraph 
(a),)  including  scenery  lofts  and  other  stor- 
age spaces,  cooling  towers,  elevator  bulkheads, 
towers,  penthouses,  water  tanks  or  water 
towers,  dormers,  bays,  covered  ways,  covered 
porches  or  other  spaces  not  open  to  the  sky, 
and  courts,  provided  that  certain  courts  or 
certain  parts  thereof  opening  on  thorough- 
fare or  public  spaces,  cornices  projecting  be- 
yond the  exterior  walls,  piers  or  columns, 
or  the  space  under  the  projection  of  a  cor- 
nice, chimneys,  parapet  walls,  structures  ex- 
tending into  thoroughfares  or  public  spaces, 
architectural  finials  or  open  framework  wire- 
less towers  shall  not  be  included  as  a  part  of 
the  volume  of  a  building.  No  court  except 
an  open  court  unobstructed  from  the  street 
or  alley  or  other  public  place  by  walls  for  its 
full  width  shall  be  excluded  from  the  volume 
of  a  building.  An  offset  court  opening  on  an 
open  court  but  having  a  wall  between  the 
offset  court  and  the  thoroughfare  or  public 
place,  or  that  part  of  a  court  not  open  to 
the  sky,  shall  not  be  within  the  definition  of 
an  open  court  or  of  a  part  of  an  open  court. 
The  distance  between  the  mean  level  of  the 
top  of  the  enclosing  walls  of  the  court  and 
the  mean  level  of  the  bottom  of  the  court 
shall  be  used  to  determine  the  volume  of  such 
court. 

Section  3.  Use  of  Districts.  For  the  pur- 
pose of  classifying,  regulating  and  restricting 
the  location  of  trades  and  industries  and  the 
location  of  buildings  designed  for  specified 
industriall,  business,  residential,  and  other 
uses,  the  City  of  Chicago  is  hereby  divided 
into  four  classes  of  districts:  (1)  Residence 
districts,  (2)  Apartment  districts,  (3)  Com- 
inercial  districts,  and  (4)  Manufacturing  dis- 
tricts; as  shown  on  the  use  district  map 
which  accompanies  this  ordinance.  The  said 
use  district  map,  consisting  of  forty-nine  sep- 
arate parts  all  of  which  are  sections  of  the 
same  map  covering  the  entire  territory  of  the 
City,  the  volume  district  map.  also  containing 
forty-nine  parts  each  of  which  relates  to  the 
corresponding  part  of  the  use  district  map, 
and  the  index  inap  and  chart  containing  the 
explanation  of  symbols  and  indications  which 
appear  on  said  use  district  and  sa'id  volume 
district  maps,  are  hereby  made  a  part  of  this 
ordinance.  The  use  districts  designated  on 
said  map  are  hereby  established.  No  building 
shall  be  erected  nor  shall  buildings  or  prem- 
ises be  used  for  any  purpose  other  than  a 
purpose  permitted  by  this  ordinance  in  the 
use  district  in  which  such  building  or  prem- 
ises is  or  are  located. 

Section  4.  Residence  Districts,  (a)  In  a 
Residence  district  no  building  or  premises 
shall  be  used  nor  shall  a  Ijuilding  be  erected, 
altered,  or  enlarged  which  is  arranged,  in- 
tended, or  designed  to  be  used  for  an  A,  C.  or 
M  use  as  defined  hereinafter.  In  a  Residence 
district  no  building  or  premises  shall  be  used 
nor  shall  any  building  be  erected,  altered,  or 
enlarged  which  is  arranged,  intended,  or  de- 
signed to  be  used  except  for  R  uses  or  spe- 
cial  uses  exclusively  as  hereinafter  provided. 

(b)  For  the  purposes  of  this  ordinance, 
R  uses  are  hereliy  defined  as  uses  designed 
for  and  permitted  in  Residence  districts  and 
conforming  to  the  provisions  relating  to  such 
districts;  and  all  R  uses  are  classified  as  Rl, 
R2,  R3,   or  R4   uses  as  follows: 

Rl  Use — An  Rl  use  shall  include  every  use 
as  a  dwelling  house. 

R2  Use — An  R2  use  shall  include  every  use 
as  golf  or  tennis  grounds  or  similar  use, 
church,  convent,  parish  house,  public  recrea- 
tion liuilding,  community  center  building,  mu- 
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sic  school,  university,  public  school,  juvenile 
dancing  school,  or  a  private  or  boarding- 
school  or  college  unless  such  private  or 
boarding  school  or  college  is  operated  so  as 
to  bring  it  within   the   definition  of  a  C  use. 

R3  Use — An  R3  use  shall  include  every  use 
as  a  public  park,  public  playground,  or  rail- 
way passenger  station. 

R4  Use — An  R4  use  shall  include  every  use 
as  a  tree  or  plant  nursery,  farm,  truck  gar- 
den, greenhouse  (unless  such  greenhouse  is 
operated  as  a  retail  business),  and  a.  rail- 
way right  of  way  not  including  yard  tracks 
or  industrial  tracks. 

Section  5.  R  Us©  LimitationiS.  In  a  Resi- 
dence district  no  building  sliall  be  erected  or 
used  and  no  building  shall  be  erected  which 
is  arranged,  intended,  or  designed  for  an  R2 
use  unless   such  building  or  use  is  located — 

On  premises  adjoining  a  street  under  the 
jurisdiction  of  a  park  district; 

On  premises  adjoining  or  across  a  street 
or  alley  from  a  railway  light  of  way; 

On  premises  on  the  same  street  and  adjoin- 
ing premises  or  directly  across  a  street  from 
premises  where  there  exists  a  building  devot- 
ed to  an  R2  or  E3  or  special  use  as  herein- 
after defined; 

On  corner  premises  diagonally  or  directly 
across  a  street  from  premises  upon  which  is 
maintained  an  R2  or  R3  or  special  use; 

On  premises  entirely  surrounded  by  streets 
or  alleys; 

On  premises  three  sides  of  which  adjoin 
streets; 

On  premises  adjoining  or  immediately 
across  a  street  from  an  Apartment,  Com- 
mercial or  Manufacturing  district; 

On  preinises  adjoining  on  the  same  street 
premises  where  there  exists  a  building  de- 
voted to  a  non-conforming  use; 

On  premises  already  devoted  to  an  R2  or 
R3  or  special  use;  or 

On  premises  located  in  a  block  in  which 
there  are  no  premises  devoted  to  dwelling 
house  purposes. 

Section  6.  Apartment  Districts,  (a)  In  an 
Apartment  district  no  building  or  premises 
shall  be  used  nor  shall  a  building  be  erected, 
altered,  or  enlarged  which  is  arranged,  in- 
tended, or  designed  to  be  used  for  a  C  or  M 
use  as  defined  hereinafter.  In  an  Apartment 
district  no  building  or  premises  shall  be  used 
!ior  shall  any  building  be  erected,  altered,  or 
enlarged  which  is  arranged,  intended,  or  de- 
signed to  be  used  except  for  R  or  A  uses  or 
special  uses  exclusively  as  hereina^fter  pro- 
vided. 

(b)  For  the  purposes  of  this  ordinance,  A 
uses  are  hereby  defined  as  uses  other  than 
R  uses,  designed  for  and  permitted  in  Apart- 
ment districts  and  conforming  to  the  provi- 
sions relating  to  such  districts;  and  all  A 
uses  are  classified  as  Al,  A2,  or  A3  uses  as 
follows: 

Al  Use — An  Al  use  shall  include  every  use 
as  an  apartment  house. 

A2  Use — An  A2  use  shall  include  every  use 
as  a  boarding  house,  lodging  house,  or  a  hotel 
which  is  maintained  within  the  limitations  in 
Apartment  districts  imposed  thereon  by  this 
ordinance. 

A3  Use — ^An  A3  use  shall  include  every  use 
as  a  public  library,  public  museum,  public 
art  gallery,  hospital  or  sanitarium,  ajn  elee- 
mosynary institution  except  as  otherwise 
classified,  or  a  private  club  excepting  a  club 
the  chief  activity  of  which  is  a  service  cus- 
tomarily carried  on  as  a  business. 

Section  V.  Auxiliary  Uses  in  Residence  or 
Apartment  Districts.  (a)  Auxiliary  uses 
which  do  not  alter  the  character  of  the  prem- 
ises in  respect  to  their  use  for  residential 
purposes  shall  be  permitted  in  Residence  and 
Apartment  districts.  Auxiliary  uses  shall  in- 
clude the  following,  but  the  enumeration  of 
such  cases  shall  not  be  deemed  to  prevent 
proper  auxiliary  uses  that  are  not  referred 
to: 

Signs  advertising  the  premises  for  sale  or 
for  rent  which  are  located  (if  space  occupied 
by    buildings    does    not    prevent)    not    nearer 


to  adjoining  premises  thaji  8  feet  or  nearer 
to  a  street  line  than  the  building  line  estab- 
lished by  this  ordinance; 

The  office  of  a  surgeon,  phj'sician  or  den- 
tist, located  in  the  dwelling  or  apartment 
used  as  the  private  residence  of  such  sur- 
geon,   physician    or    dentist; 

Customary  home  occupation  located  in  a 
dwelling,  studio,  or  apartment  and  carried  on 
only  by  the  members  of  the  husehold  of  the 
person  occupying  such  dwelling,  studio,  or 
apartment  as  his  private  residence,  provided 
no  window  or  other  display  or  sign  is  used 
(o  advertise  such  occupation; 

The  renting  of  one  or  more  rooms  or  the 
providing  of  table  board  in  a  dwelling  or 
apartment  occupied  as  a  private  residence, 
provided  no  window  or  other  display  or  sign 
is   used   to   advertise    such   use; 

A  public  dining  room  or  restaurant  located 
in  a  hotel  provided  that  the  public  entrance 
to  such  dining  room  or  restaurant  is  from 
I  he  lobby  of  the  hotel,  and  further  provided 
that  no  window  or  other  display  or  sign  is 
used  to  advertise  such  use; 

Such  facilities  or  retail  shops  as  are  re- 
quired for  the  operation  of  a  hotel  or  atpart- 
ment  house,  or  for  the  use  or  entertainment 
of  guests  or  tenants  of  the  hotel  or  apart- 
ment house,  when  conducted  and  entered  only 
from  within  the  building;  provided  no  street 
window  or  other  exterior  display  or  other 
exterior  sign  is  used  to  advertise  such  use; 
and  further  provided  that  in  an  apartment 
district  which  is  also  in  a  4th  or  5th  volume 
district,  at  any  time  after  ten  years  from  the 
time  of  the  passage  of  this  ordinance  but  not 
previously  (and  no  construction  shall  be  giv- 
en to  the  following  language  which  would 
permit  the  uses  therein  named  or  any  of 
thein  before  the  expiration  of  said  ten  year 
period),  an  auxiliary  use  shall  be  deemed  to 
include  a  retail  shop  on  the  ground  floor  of 
an  apartment  house  or  hotel  (which  apart- 
ment house  or  hotel  is  not  less  in  height 
than  120  feet),  such  shop  having  a  store 
front  with  show  windows  on  and  an  entrance 
from  a  street,  with  such  signs  only  as  are 
on  the  glass  of  said  window  or  entrance  door; 
provided,  however,  that  no  such  retail  shop, 
such  store  front  or  entrance,  or  such  sign 
shall  be  used  for  any  purpose  or  business 
(1)  which  is  not  suitable  to  the  neighborhood 
and  to  the  main  occupancy  of  said  apart- 
ment house  or  hotel,  (2)  which  involves  the 
trucking  of  material  through  the  ajljutting 
or  adjacent  streets  or  alleys  in  sufficient 
quantities  to  produce  undue  congestion  in 
such  streets  or  alleys  or  to  interfere  with 
the  usual  functioning  of  those  streets  or 
alleys,  or  (3)  which  is  of  such  character  as 
an  automobile  or  automobile  tire  or  acces- 
sory business,  or  heavy  machinery  display 
or  sales  room,  garage,  meat  market,  bakery, 
grocery  store,  hardware  store,  ice  cream  par- 
lor, soda  water  fountain,  gasoline  filling  sta- 
tion, street  front  lunch  room  or  cafeteria, 
undertaking  establishment,  laundry,  amuse- 
ment place,  or  any  other  use  of  an  objection- 
able character;  and  the  specific  enumeration 
above  of  certain  uses  shall  not  be  held  to 
exclude  other  uses  which  are  unsuited  to  the 
neighborhood  although  not  specifically  enu- 
merated. 

Private  dining  halls,  dormitories,  printing 
pi'esses,  students'  laboratories  or  workshops, 
playgrounds,  athletic  fields,  or  other  custo- 
mary facilities  in  connection  with  an  R2  use; 

A  news  or  refreshment  stand  or  restaurant 
in  connection  with  a  passenger  station; 

Recrealion  and  service  buildings  in  a  pub- 
lic   park    or    pviblic    playground; 

A  private  garage  or  private  stable  in  con- 
nection witli  an  R  use,  limited  in  ground  area 
to  10  per  cent  of  the  area  of  the  lot,  but  not 
in  excess  of  the  ground  area  prescribed  for 
or  in  excess  of  the  capacity  limits  of  a  pri- 
vate garajge;  provided,  however,  that  a  pri- 
vate garage  or  private  stable  in  connection 
witli  an  R  use  shall  not  be  located  on  the 
same  lot  with  another  i)rivate  garage  or 
private    stable    or   community   garage; 

A  private  garage  or  private  stable  or  com- 
munity garage   in   connection   with   an   A   use 
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in  an  Apartment  district,  limited  in  ground 
area  to  15  per  cent  of  the  area  of  tlie  lot, 
provided  that  a  community  garage  auxiliary 
to  an  Al  use  shall  not  be  composed  of  a 
greater  number  of  private  garages  than  the 
number  of  separate  dwelling  apartments  lo- 
cated on  the  same  lot. 

(b)     Auxiliary  uses   shall   not  include: 

A  garage  or  stable  in  connection  with  a 
non-conforming  use  except  a  private  garage 
or  private  stable  whose  ground  area  does 
not  exceed  10  per  cent  of  the  area  of  the  lot; 

A  driveway  or  walk  used  for  access  to  a 
C  or   M   use: 

A  billboard,  signboard  or  advertising  sign, 
store,  trade,  business,  garage  or  stable,  ex- 
cept such  as  are  hereinbefore  specifically  per- 
mitted. 

Section  8.  Conunercial  Districts.  (a)  In 
a  Commercial  district  no  building  or  prem- 
ises shall  be  used  nor  shall  a  Ijuilding  be 
erected,  altered,  or  enlarged  which  is  ar- 
ranged, intended,  or  designed  to  be  used  for 
M'  uses  as  defined  hereinafter.  In  a  Com- 
mercial district  no  building  or  premises  sha.U 
be  used  nor  shall  any  building  be  erected, 
altered,  or  enlarged  which  is  arranged,  in- 
tended, or  designed  to  be  used  except  for  R, 
A,  or  C  uses  or  special  uses  exclusively  as 
hereinafter    provided. 

(b)  For  the  purposes  of  this  ordinance, 
C  uses  are  hereby  defined  as  uses  other  than 
R  and  A  uses,  designed  for  and  permitted 
in  Commercial  districts,  and  conforming  to 
the  provisions  relating  to  such  districts;  and 
all  C  uses  are  further  defined  and  classified 
as  CI,   C2,   or  C3   uses  as   follows: 

CI  Use — A  CI  use  shall  include  every  use 
as 

Airplane    hangar    or    airplane    repair    shop; 

Amusement  park  or  pier,  skating  rink, 
baseball  park,  or  race  track,  if  such  park  or 
pier,  rink,  baseball  park,  or  track  is  operated 
as  a  business  for  purposes  of  private  profit; 

Armory  or  arsenal,  except  where  ammuni- 
tion is   maliufactured; 

Automobile  repair  shop,  automobile  parts 
or  tire  repair  or  vulcanizing  shop,  public 
garage,  automobile  fuel  or  service  station; 

Advertising  sign; 

Convention    hall; 

Driveway  or  walk  used  for  access  to  any 
C   or   M    use; 

Financial    institution; 

Greenhouse   operated   as   a   retail   business; 

Internal  combusiion  engine  operated  in 
connection  with  an>  use  permitted  in  a  Com- 
mercial district,  provided  such  engine  is 
equipped  and  operated  only  with  a  compe- 
tent muffling  device; 

Office; 

Public  or  private  institution,  except  an  in- 
stitution otherwise  classified; 

Railroad  or  water  freight  station,  or  stor- 
age, team,  loading  or  unloading  track  or 
private  track,  or  wharf;  provided  that  the 
handling  of  materials,  products,  or  articles 
at  such  station,  track,  or  wharf  shall  be  suIj- 
ject  to  the  same  limitation  and  restrictions 
as  apply  to  the  district  in  which  the  station, 
track,  or  wharf  is  located; 

Restaurant,  laundry,  theatre,  dance  hall, 
billiard  room  or  bowling  alley,  if  such  res- 
taurant, laundry,  theatre,  dance  hall,  bil- 
liard room  or  bowling  alley  is  operated  as  a 
business  for  purposes  of  private   profit; 

Retail  store,  retail  trade,  vocation,  profes- 
sion, or  shop  for  custom  work  or  the  making 
of  articles  to  be  sold  at  retail  on  the  prein- 
ises  to  the  ultimate  consumer.  storaJ^e  in 
warehouse  of  materials  or  products  permit- 
ted as  a  C2  use;  provided  the  operation  of 
such  store,  trade,  vocation,  profession,  shop, 
or  storage  does  not  involve  the  handling  of 
materials,  products,  or  articles  across  the 
public  sidewalks  in  sufficient  or  considerable 
amounts  so  as  to  intei-fere  with  the  free, 
safe,  and  continuous  passage  of  pedestrians 
along  such  walks;  and  provided  such  store, 
trade,  vocation,  profession,  shop,  or  storage 
does  not  involve  the  handling  or  trucking  of 
materials,  products,  or  articles,  through  the 
abutting  or  adjacent  streets  or  alleys  in  suffi- 


cient quantities  as  to  produce  undue  conges- 
tion in  such  streets  and  alleys  or  interfere 
with  the  usual  functioning  of  those  streets 
or  alley's; 

School  for  dancing  except  as  hereinbefore 
classified,  trade  or  vocational  school  other 
than  an  M  use,  horseback  riding  school; 

Wholesale   sales   office   or   sample   room; 

Provided  the  operation  of  any  such  spec- 
ified use  is  not  offensive  or  noxious  by  reason 
of  the  emission  of  odors,  fumes  or  gases, 
dust,    smoke,    noise   or  vibrations. 

C2  Use — A  C2  use  shall  include  all  uses 
not  otherwise  classified,  provided  all  materi- 
als and  products  are  stored  and  all  manu- 
facturing operations  are  carried  on  entirely 
within  substantial  buildings  completely  en- 
closed with  walls  and  roof,  and  provided  no 
operations  are  of  such  a  nature  as  to  become 
offensive  or  noxious  to  the  occupants  of  ad- 
joining residence  or  apartment  uses  by  rea- 
son of  the  emission  of  odors,  fumes  or  gases, 
dust,  smoke,  noise,  or  vibrations;  and  C2  uses 
shall  include  such  uses  as 

Carpet  cleaning,  provided  no  dust  is  per- 
mitted   to    escape    from    the   building; 

Cigars,  cigarettes,  or  smoking  tobacco 
manufacturing; 

Clay  or  glass  products  manufacturing,  dec- 
orating, or  assembling,  provided  no  individu- 
al kiln  capacity  exceeds  200  cubic  feet  and 
no  kiln  is  fired  except  by  oil,  gas,  or  elec- 
tricity; 

Cotton,  wool,  flax,  hair,  hemp,  leather,  felt, 
paper,  cardboard,  cork,  rubber,  fur,  feathers, 
horn,  bone,  shell,  celluloid,  fiber  articles  or 
products  manufacturing,  or  the  manufactur- 
ing of  articles  or  pi-oducts  from  similar  ma- 
teiials,  but  not  including  uses  otherwise 
classified; 

Felt  manufacturing,  provided  no  dust  is 
permitted   to   escape   from   the  building; 

Ink  manufacturing,  not  including  the  prep- 
aiation  of  linseed  or  resin  oils; 

Lumber  sawing,  planing,  dressing,  shaping, 
pressing,  turning,  bending,  carving,  assem- 
bling, including  carpenter  shop  for  any  kind 
of  repairing  or  manufacturing  except  ate  oth- 
erwise classified  whether  or  not  the  product 
is  sold  at  retail  on   the  premises; 

IMetal  planing,  shaping,  bending,  grinding, 
milling,  drilling,  die  sinking,  forging  (except 
an  jNI  use),  coring,  punching,  stamping,  press- 
ing, soldering,  welding,  riveting  (other  than 
snap  riveting),  buffing,  polishing,  or  finishing, 
plating,  galvanizing,  sherardizing.  tempering, 
annealing,  hardening,  other  than  by  processes 
or  operations  which  emit  odor  or  noise  of  a 
disagreeable  or  annoying  nature  for  the  man- 
ufacturing of  metal  products;  caisting  of  alu- 
minum, babbitt,  brass,  bronze,  iron,  lead, 
white  inetal  for  the  manufacture  of  metal 
products,  provided  no  metals  are  melted  ex- 
cept in  melting  pot  the  capacity  of  which 
does  not  exceed  500  pounds  or  in  electric 
furnace  the  capacity  of  which  does  not  ex- 
ceed 500  pounds,  and  further  provided  no 
pneumatic  chippers  are  employed;  assem- 
bling, not  including  an  M2  or  M3  use,  of 
metal  products  or  parts,  or  of  metal  assem- 
bled with  other  materials,  except  by  process- 
es or  operations  which  emit  noise  of  a  dis- 
agreeable or  annoying  nature;  sheet  metal, 
tin.  copper,  brass  Workers'  shop,  plumbing 
shop,  wagon  shop,  or  machine  shop,  whether 
or  not  the  product  or  service  is  sold  at  retail 
on   the   premises; 

Painting,  enameling,  japanning,  lacquering, 
oiling,  staining,  or  varnishing  shop,  w'hether 
or  not  the  product  or  service  is  sold  at  retail 
on   the  premises; 

Pharmaceutical  products,  toilet  prepara- 
tions, patent  or  proprietary  medicines,  or 
baking-  powder  manufacturing,  provided  no 
toxic  or  corrosive  fumes,  offensive  odors  or 
dust  are  permitted  to  escape  from  the  build- 
ing: 

RuViber  products  manufacturing  from  Para, 
plantation  or  non-ill-smelling  African  rub- 
bers in  which  sulphur  chloride  is  not  used; 

Shoddy  or  shoddy  felt  manufacturing,  pro- 
vided no  dust  is  permitted  to  escape  from  the 
building; 
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Storage  of  such  materials  or  products  as 
acids,  barli,  broom  corn,  cotton,  chemicals, 
clothing,  drugs,  dry  goods,  eggs,  farm  prod- 
ucts, feed,  food  products,  fruits  furniture, 
glass,  groceries,  hardware,  hemp,  liops,  house- 
hold goods,  ice,  junk,  jute,  liquors  machin- 
ery metals,  millinery,  naval  or  ship  stores, 
paint,  paper,  pipes,  plaster,  produce,  rags 
roofing  materials,  rice,  rope,  rubber,  scenery, 
shop  or  mill  supplies  sugar,  tobacco,  textiles, 
vegetable  fibre  such  as  hemp,  jute  or  others 
not  specifically  mentioned,  waste  paper, 
wines,  wood;  storage  in  underground  tanks 
of  oils,  petroleum  or  inflammable  fluids  in 
quantities  and  under  conditions  permitted 
by  other   ordinances; 

Wholesale  produce  sajesroom  or  market; 

Wholesale,  packing,  repacking,  labeling, 
consigning  or  storage  wareliouse;  also 

Every  use  of  manufacturing,  assembling, 
repairing,  packing,  finishing,  or  storage,  or 
any  legal  use  not  otherwise  classified,  if  con- 
ducted wholly  within  a  building  generally 
occupied  by  more  than  one  manufacturing 
use  and  customarily  called  a  loft  building, 
without  serious  annoyance  or  injury  to  otlier 
usual  occupants  of  the  same  building  and 
witliout  affecting  by  reason  of  noxious  odors, 
fumes  or  gases,  or  excessive  dust,  noise,  vi- 
bration, or  danger,  a  business  or  other  use  or 
activity  which  is  customarily  carried  on  or 
may  be  carried  on  wholly  within  the  same 
loft  building  with  the  C2  use  or  which  may 
be    conducted    on    adjacent    premises. 

C3  Use — A  C3  use  shall  include,  provided 
all  materials  and  products  are  stored  and  all 
manufacturing  operations  are  carried  on  en- 
tirely within  substantial  buildings  complete- 
ly enclosed  with  walls  and  roof,  and  provided 
no  operations  are  of  such  a  nature  as  to  be- 
come offensive  or  noxious  to  the  occupants 
of  adjoining  premises  devoted  to  or  adapted 
for  other  uses,  by  reason  of  the  emission  of 
odors,  fumes  or  gases,  dust,  smoke,  noise,  or 
vibrations,    the   following   uses: 

Brewery; 

Cement  products  such  as  concrete  blocks, 
pipe,    garden    furniture    manufacturing; 

Custom  dyeing  or  cleaning,  clothes  clean- 
ing,   steam   cleaning; 

Distilled  liquors  or  spirits  manufacturing 
except  an   M   use; 

Feed  manufacturing,  except  from  refuse, 
offal    or    tankage; 

Food  products,  beverages,  confections  man- 
ufacturing, preparation,  compounding,  bak- 
ing, canning,  packing,  or  bottling,  including 
the  grinding,  cooking,  roasting,  preserving, 
drying,  smoking,  or  curing  of  meats,  fruits, 
or  vegetables,  except  a  CI  use  or  a  use 
otherwise  classified; 

Fuel  distributing  station  (except  a  CI  use) 
from  which  fuel  is  sold  at  retail  and  where 
all  fuel  is  unloaded  from  cai'riers  and  load- 
ed upon  carriers  and  stored  entirely  within 
substantial  enclosed  buildings,  provided  the 
operation  of  said  station  is  carried  on  with- 
out  the  emission   of  dust  or   noise; 

Ice    manufacturing    for    purposes    of    sale; 

Milk  or  ice  distributing  station  from  wliicli 
truck  or  wagon  deliveries  are  customarily 
made; 

Poultry  killing,  packing,  or  storage  for 
purposes  of  sale  at  wholesale; 

Paint  or  enamel  blending,  including  all 
operations  except  operations  which  are  M 
uses  or  other  processes  from  wliich  offensive 
or  noxious  odors,  gases  or  fumes  escape  from 
the  building; 

Soap  manufacturing  from  refined  oils  or 
fats,  provided  competent  condensers  or  other 
appliances  shall  be  operated  where  necessary 
to  comply  with  the  definition  or  tlie  intended 
definition  of  a  C3  use,  and  excepting  tlie  use 
of  low  grade  greases,  oils  or  tallow  or  other 
ingredients  which  emit  noxious  odors; 

Stable  for  the  housing  of  more  than  8 
horses  or  cows,  livery  or  boarding  or  sales 
stable. 

Section  9.  Auxiliary  Uses  in  Commercial 
Districts.  (a)  Auxiliary  uses  sliall  ))<■  \)rr- 
mitted   in   a   Commercial    district.      An    a\ixil- 


iary  use  to  a  CI  or  C2  use  shall  not  include 
a  stable  for  the  housing  of  more  than  8 
horses  or  cows  or  a  livery  or  boarding  stable. 

(b)  An  auxiliary  use  in  a  Commercial 
district  shall  include  an  Ml  storage  use  as 
hereinafter  defined,  provided  such  Ml  storage 
use  shall  not  occupy  in  excess  of  50  per  cent 
of  that  part  of  any  premises  wholly  within 
a  Commercial  district,  nor  shall  such  Ml 
storage  use  be  located  nearer  to  a  Residence 
or  Apartment  district  than  50  feet,  and  fur- 
ther provided  that  such  Ml  use  shall  not  be 
located  nearer  to  a  street  upon  which  the  C 
use  abuts  than  50  feet  where  a  Manufactur- 
ing district  does  not  adjoin  the  same  street 
in  the  same  block  or  in  a  block  directly 
across  the  street  from  the  C  use,  but  an 
auxiliary  Ml  use  shall  in  any  case  be  per- 
mitted in  that  part  of  a  Commercial  district 
within  50  feet  of  a  railroad  right  of  way 
other   than  a  street  railway. 

(c)  An  auxiliary  use  shall  not  include  an 
Ml  use  other  than  storage,  nor  an  M2  or  M3 
use   as  hereinafter   defined. 

Section  10.      C  Use  Iiimitation.      (a)      A  CI 

use  shall  not  include  a  C2  or  C3  use.  A  C2 
use  shall  not  include  a  C3  use. 

(b)  No  C2  use  which  is  not  auxiliary  to 
and  incidental  to  a  CI  use,  if  such  C2  use  is 
located  in  that  part  of  a  Commercial  district 
which  is  nearer  at  any  point  to  a  Residence 
or  Apartment  district  than  125  feet,  shall  be 
operated  between  the  hours  of  8  P.  M.  and 
6  A.  M.,  if  such  operation  involves  the  truck- 
ing or  hauling  of  materials  or  products  dur- 
ing such  hours  or  if  such  operation  involves 
processes  of  a  nature  such  as  to  disturb  the 
occupants  of  said  Residence  or  Apartment 
districts  between  the  hours  of  8  P.  M.  and 
6  A.  M. 

(c)  No  C2  use  or  part  thereof,  except  a 
storage  warehouse  or  more  than  one  of  such 
uses  collectively  or  individually,  together 
with  auxiliary  uses  thereto,  shall  be  estab- 
lished on  more  than  one-half  of  the  total 
floor  space  of  a  building  located  in  that  part 
of  a  Commercial  district  which  is  nearer 
than  125  feet  at  any  point  to  a  Residence  or 
Apartment  district,  but  floor  space  equal  to 
the  ground  area  of  any  premises  in  such  part 
of  a  Commercial  district  may  be  occupied  by 
C2  uses  in  any  case  although  in  excess  of 
the  said  one-half;  and  such  part  of  a  Com- 
mercial district  located  within  135  feet  of  a 
railroad  right  of  way  other  than  a  street 
railway,  or  located  adjoining  or  across  a 
street  or  across  an  alley  from  a  Commercial 
district  which  is  not  restricted  by  the  pro- 
visions of  this  paragraph  or  from  a  Manu- 
facturing district,  shall  be  exempt  from  the 
floor  space  restrictions  of  this  paragraph. 
That  portion  of  a  building  or  premises  wholly 
within  such  part  of  a  Commercial  district 
shall  be  deemed  a  separate  building  or  sep- 
arate premises  for  the  purpose  of  determin- 
ing the  areas  limited  by  the  provisions  of 
this  paragraph. 

(d)  No  C3  use  or  part  thereof,  together 
with  auxiliary  uses  thereto,  shall  be  estab- 
lished in  that  part  of  a  Commercial  district 
which  is  nearer  at  any  point  to  a  Residence 
district   or  Apartment  district  than   125   feet. 

(e)  No  opening  in  the  side  or  rear  wall 
or  roof  of  a  public  garage  shall  be  nearer  to 
the  boundary  line  of  a  Residence  or  Apart- 
ment district  than   16  feet. 

Section   11.     Manufacturing-  Districts,      (a) 

In  a  Manufacturing  district  no  l)uililing  or 
premises  shall  be  used  nor  shall  a  liuilding 
be  erected,  altered,  or  enlarged  which  is  ar- 
ranged, intended,  or  designed  to  be  devoted  to 
a  use  prohibited  in  the  City  of  Chicago  by 
any  other  ordinance.  In  a  Manufacturing 
district  no  building  or  premises  shall  be  used 
nor  shall  any  building  be  erected,  altered,  or 
enlarged  which  is  arranged,  intended,  or  de- 
signed to  be  used  except  for  R,  A,  C,  or  M 
uses  or  special  uses  exclusively  as  herein- 
after provided. 
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(b)  For  the  purpose  of  this  ordinance,  an 
]M  use  is  hereby  defined  as  any  use  for  an 
occupation,  business  or  activity  otlier  than 
an  R,  A,  or  C  use,  that  may  lawfully  be  car- 
ried on  within  the  city  and  shall  include 
every  lawful  use  except  an  R,  A,  or  C,  or 
special  use.  All  M  uses  are  further  defined 
and  classified  as  Ml,  M'2,  or  M3  uses  as  fol- 
lows: 

Ml  Use — An  Ml  use  shall  include  such 
storage,  manufacturing-  or  other  uses  of  prop- 
erty coming  within  the  definition  of  an  M 
use  as  do  not  injuriously  affect  the  occu- 
pants of  adjacent  uses  and  are  so  operated 
that  they  do  not  emit  dust,  gas,  smoke,  noise, 
fumes,  odors,  or  vibrations  of  a  disagreeable 
(.r  annoying  nature. 

An  Ml  storage  use  shall  include  such  uses 
as 

Above  ground  tanks  for  the  storage  of  oils, 
petroleum  or  other  inflammable  fluids  in 
quantities  not  greater  than  3,000  cubic  feet, 
except  as  prohibited  or  otherwise  regulated 
by  other  ordinances; 

Wholesale  lumber  yard,  retail  or  mill  lum- 
ber yard;  wood  yard;  the  storage  in  bulk  or 
in  yard  or  in  shed  of  such  products  or  ma- 
terials as  articles  manufactured  or  in  the 
process  of  manufacture  (except  as  otherwise 
classified),  asphalt,  bark,  barrels,  boxes,  brick, 
cement,  cord  wood,  cotton,  contractor's  equip- 
ment, crates,  creosoted  products,  gravel,  iron, 
junk,  lime,  machinery,  pipe,  plaster,  rags, 
roofing,  sand,  scrap  iron,  scrap  paper,  stone, 
tar,  terra  cotta,  timber,  vehicles;  or  the  stor- 
age of  any  other  products  or  materials  which 
do  not  emit  dust,  gas  or  odors  of  a  disagree- 
able or  annoying  nature. 

An  Ml  use,  provided  such  use  does  not  cus- 
tomarily emit  dust,  gas,  smoke,  noise,  fumes, 
odors,  or  vibrations  which  may  be  offensive 
or  noxious  to  the  adjacent  R  or  A  or  C  uses 
and  does  not  injure  the  operation  of  adjacent 
C  or  M  uses,  shall  include  also  every  such 
use  as 

Bleaching  and  dyeing  of  yarns,  textiles,  or 
felt  in  case  sulphur  colors  or  materials  which 
create  offensive  odors  are  not  used; 

Chalk,  graphite,  emery,  corundum,  carbo- 
rundum, whiting,  mercury  salts,  white  lead, 
red  lead,  zinc  salts,  lithopone,  plaster,  pum- 
ice, or  talc  products  manufacturing  from  the 
dry  materials,  or  the  manufactviring  of  prod- 
ucts from  other  dust  producing  materials; 
provided  no  operation  is  contrary  to  the  gen- 
eral definition  of  an  Ml  use; 

Clay,  glass,  or  shale  products  manufactur- 
ing except  a  C2  use,  including  the  refining  oi 
blending  of  the  raw  materials; 

Crematory  except  a  crematory  located  in  a 
cemetery; 

Fabricating,  other  than  snap  riveting  or 
processes  used  in  bending  and  shaping  of 
metal  which  emit  noises  of  a  disagreeable  or 
annoying  nature,  for  assembling  metal  prod- 
ucts; forging  of  metals,  melting,  casting  of 
metals  or  manufacturing  of  steel  or  alloys  of 
steel  from  iron,  provided  no  cupola  is  em- 
ployed; and  further  provided  no  operation  is 
contrary  to  the  general  definition  of  an  Ml 
use; 

Paper  or  strawboard  manufacturing  from 
waste  paper  stock  or  pulp  board; 

Railroad  freight,  storage  or  classification 
yard;    railroad   shop   or   roundhouse; 

Stone,  marble  or  granite  grinding,  dressing, 
or  cutting;  provided  no  operation  is  contrary 
to  the  general  definition  of  an  Ml  use; 

Varnish  or  enamel  manufacturing  from 
balsam  gums,  copal,  or  spar  and  turpentine, 
alcohol  or  benzine  and  other  ingredients 
which  do  not  emit  disagreeable  or  noxious 
fumes  or  gases; 

Or  any  use  not  otherwise  classified  which 
is  not  contrary  to  the  general  definition  of 
an  M'l  use  and  not  contrary  to  the  classifi- 
cation of  such  uses  herein  made. 

M2  Use — An  M2  use  shall  include  the  uses 
set  forth  hereunder,  provided  such  use  does 
not  customarily  emit  dust  which  is  not  con- 
trolled   by    competent    dust    collecting    appli- 


ances, or  such  use  is  one  which  from  the 
nature  of  the  materials  handled  or  processes 
customarily  employed,  emits  dust,  gas,  smoke, 
noise,  fumes,  or  odors,  to  such  an  extent  as 
to  affect  the  health,  safety,  comfort,  morals 
or  welfare  of  occupants  of  R  or  A  or  C  uses 
located  not  farther  than  400  feet  from  the 
M2  use,  and  which  use  does  not  customarily 
emit  corrosive  or  tarnishing  gases  or  fumes 
which  injure  C  or  M  uses  distant  100  feet 
or  more  from  the  M2  use,  or  which  does  not 
create  vibrations  to  an  extent  that  would 
damage  buildings  or  affect  the  position  or 
alignment  of  machinery  erected  with  usual 
permanency  on  premises  distant  100  feet  or 
more  from  the  M2  use;  in  which  classifica- 
tion, subject  to  the  conditions  named,  is 
every  such  use  as 

Bone   grinding  from   soft  bone; 

Carpet  beating  or  cleaning; 

Chalk,  graphite,  emery,  corundum,  carbo- 
rundum, whiting,  mercury  salts,  white  lead, 
red  lead,  zinc  salts,  lithopone,  plaster,  pum- 
ice or  talc  products  manufacturing  from  the 
dry  materials,  or  the  manufacturing  of  prod- 
ucts from  other  dust  producing  iriaterials; 

Chewing  tobacco  or  snuff  manufacturing; 

Coffee  roasting  or  manufacturing  of  coffee 
substitutes  where  roasting  of  cereals  is  done; 

Dyes  manufacturing  from  coal  tar  deriva- 
tives; 

Emery,  corundum  or  carborundum,  graphite 
products  manufacturing  by  the  employment 
of  grinding  processes; 

Foundry  compound  or  parting  sand  manu- 
facturing; 

Fuel  gas  or  illuminating  gas  manufacture 
or  purification; 

Fuel  gas  or  illuminating  gas  storage  or  the 
storage  above  ground  of  other  inflammable 
fluids   except  as  otherwise   classified; 

Fuel  pocket,  tipple,  trestle,  dump  or  yard, 
wholesale  or  retail,  other  than  a  C3  use; 

Grain  elevator; 

Grease,  lard,  fat,  or  tallow  rendering  or  re- 
fining,  except  from  refuse  or  rancid   fats; 

Linseed  oil,  or  similar  oils,  manufacturing, 
boiling,  or  refining; 

Lithopone    manufacturing; 

Live  stock  corrals  or  pens,  stock  yards; 

Metal  fabricating  processes  or  the  assem- 
bling of  materials  where  snap  riveting  is 
done,  or  where  processes  creating  noises  per- 
mitted in  the  general  definition  of  an  M2  use 
are  carried  on,  for  the  manufacturing  of  such 
products  as  locomotive  or  power  plant  boil- 
ers or  similar  boilers;  cranes,  dredges,  der- 
ricks, excavating  buckets,  locomotives,  rail- 
road and  electric  cars,  ships,  steel  and  wood 
cars,  steel  truck  bodies;  structural  and  rein- 
forcing steel  for  buildings,  bridges,  ships  and 
other  structures;  wire  fence,  wire  lath  and 
reinforcing  wire;  forging,  melting,  heating  or 
casting  of  metals  or  their  alloys,  employing 
all  processes,  except  a  use  otherwise  classi- 
fied, for  the  manufacturing  of  such  prod- 
ucts as  armor  plate,  automobile  or  wagon 
springs,  brake  shoes,  cast  iron  pipe,  cast  iron 
safes,  drop  forgings.  furnaces,  ingot-molds, 
iron  or  steel  billets,  plates,  sheets,  structural 
shapes,  rails,  tubes,  molding  machinery,  rail- 
road car  wheels,  axles,  or  springs; 

Nail,  tack  or  rivet  manufacturing  where 
heading  or  cutting  machines  are  employed; 

Operation  of  internal  combustion  engines 
without  competent  muffling  devices; 

Paper  manufacturing,  except  as  otherwise 
classified: 

Planing  mill; 

Plaster  or  i)laster  of  Paris  manufacturing; 

Pumice  stone  grinding  or  refining: 

Rubber  products  manufacturing  from  Para, 
plantation  or  non-ill-smelling  African  rub- 
bers,  in  which   sulphur  chloride  is  used; 

Sausage  casings,  gut  strings  or  similar 
products  manufacturing; 

Sewage  purification  by  Imhoff,  activated 
sludge    or   similar   processes; 

Shellac  refining; 

Slaughtering; 

Shoddy  oi-  slindd.v    fflt  manufacturing; 
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Soap  manufacturing-,  except  a  use  other- 
wise classifled; 

Soya  bean  oil,  or  china  wood  oil  manufac- 
turing or  refining; 

Stone  crushing  and  screening;  stone  grind- 
ing, cutting  or  buffing  not  otherwise  classi- 
fied;   stone   quarry; 

Varnisli  or  enamel  manufacturing  if  animal 
glues  or  shellac  are  used  as  ingredients  of 
the  varnish  or  enamel; 

Vinegar  or  yeast  manufacturing; 

White  lead  or  red  lead  manufacturing; 
whiting  manufacturing; 

Or  any  use  not  otherwise  classified  or 
which  is  not  contrary  to  the  general  charac- 
ter of  M2  uses  as  indicated  by  the  classifi- 
cation herein  contained  and  the  conditions 
imposed. 

M3  Use — An  M3  use  shall  include  all  M' 
uses  which  are  excluded  from  the  Ml  and  M2 
classification;   including  every  such  use  as: 

Animal  black,  bone  black  or  lamp  black 
manufacturing; 

Asphalt  manufacturing  or  refining;  asphalt 
or  similar  preservative  coating  or  impregna- 
tion of  fibre  materials  or  wood  where  heat  is 
applied; 

Cattle  or  sheep   dip  manufacturing; 

Chlorine  or  bleaching  powder  manufactur- 
ing;  electrolysis   of  brine; 

Coal  distillation,  including  derivation  of 
such  products   as   gas,   ammonia,   or   coal   tar; 

Coal  tar,  refuse  grain,  fermented  refuse 
grain,  bones  or  wood  distillation; 

Cottonseed  oil,  or  similar  oils,  manufactur- 
ing, boiling  or  refining; 

Creosote   manufacturing   or   refining; 

Dyeing  of  yarn,  textiles,  or  felt,  except  a 
use  otherwise  classifled; 

Fertilizer  manufacturing  from  organic  mat- 
ter or  minerals; 

Fish  curing,  cooking,  smoking  or  canning; 
fish   oil  manufacturing  or  refining; 

Glue,  size  or  gelatine  manufacturing,  where 
the  processes  include  the  refining  or  recov- 
ery of  products  from  fish  or  animal  refuse 
or   offal; 

Grain  drying  or  poultry  feed  manufactur- 
ing from  refuse  mash  from  breweries  or 
from  refuse  grain; 

Gypsum    refining; 

Hydrochloric,  nitric,  sulphuric,  or  sulphur- 
ous acid   manufacturing; 

Incineration,  drying,  or  reduction  or  stor- 
age, of  garbage,  offal,  refuse,  dead  animals 
or  other  refuse; 

Lime  kiln; 

Ore  or  slag  pile  or  dock; 

Petroleum  or  kerosene  refining  or  distilla- 
tion or   derivation   of  by-products; 

Portland,  slag,  or  natural  cement  manu- 
facturing; 

Rubber  products  manufacturing  from  or 
the  refining  of  ill-smelling  African  or  similar 
rubbers; 

Slaughter  house  refuse,  or  other  refuse, 
or  rancid  fats,  or  refuse  dead  animals,  cook- 
ing, boiling,  or  rendering; 

Smelting  or  refining  of  such  metals  or 
their  alloys  as  aluminuin,  iron,  lead,  steel, 
tin,  zinc,  from  the  ores; 

Starch,  dextrine,  or  glucose  manufacturing; 
sugar   refining; 

Tanning  of  hides  or  pelts,  also  storage,  cur- 
ing or   cleaning   of  raw   hides   or   pelts; 

Wool  scouring,  washing  of  hair  from  tan- 
neries, or  from  slaughter  houses;  washing 
of  feathers   or    similar   operations; 

Or  any  other  use  that  is  lawful  within  the 
city,  which  would  be  harmful  by  reason  of 
dust,  gas,  smoke,  noise,  fumes,  odors,  vibra- 
tions, soot,  sudden  fire  or  explosion  or  any 
other  causes  to  a  use  otherwise  classified  at 
a  distance  of  2,000  feet  or  more  from  the  M3 
use;  provided  the  uses  set  forth  hereunder 
are  not  contrary  to  the  provisions  of  any 
other  ordinance  of  the   City  of  Chicago. 

Section  12.  M  TTse  Iiimitations.  (a)  An 
Ml  use  shall  not  include  an  j\I2  or  M3  use 
and  shall  not  be  classifled  as  an  Ml  use  if 
such  M2  or  M3  use  is  present;  an  M2  use 
likewise  shall  not  include  an  M3  use. 
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(b)  No  M2  use  shall  be  established  nearer 
to  a  Residence  or  Apartment  district  than 
400  feet  nor  nearer  to  a  Commercial  district 
than  125  feet. 

(c)  An  M3  use  shall  not  be  established 
nearer  to  a  Residence,  Apartment  or  Com- 
mercial district  than  a  distance  at  which  the 
M3  use  would  not  from  any  cause  be  offens- 
ive or  noxious  to  the  occupants  of  such  Resi- 
dence, Apartment  or  Commercial  district,  but 
the  distance  of  an  M3  use  from  a  Commercial 
district  shall  not  be  less  than  500  feet  nor 
shall  the  distance  from  a  Residence  or  Apart- 
ment district  be  in  any  case  less  than  2,000 
feet. 

Section  13.  Special  Uses,  (a)  For  the 
purposes  of  this  ordinance  all  special  uses 
are  classified  as  follows; 

Airdroine; 

Street  car  barn; 

Cemetery; 

Circus,  carnival,  carousal,  open  air  or  tent 
show  or  similar  use,  operated  for  purposes 
of  private  profit; 

Hospital  or  sanitarium  for  the  care  of  con- 
tagious diseases  or  incurable  patients; 

Institution  for  the  care  of  the  insane  or 
feeble-minded; 

Penal  or  correctional  institution; 

Police  or  fire  station; 

Public  service  water  reservoir,  filtration 
plant,   or  pumping  station; 

Public  service  or  institutional  light,  heat 
or  power  plant  except  auxiliary  use; 

Public  utility  gas  plant,  electric  station  or 
substation; 

Telephone  exchange. 

(b)  A  special  use  or  the  extension  of  an 
existing  special  use  may  be  located  in  any 
district  without  restriction  as  to  the  dis- 
tance from  any  other  district,  provided  such 
location  or  such  extension  will  not  seriously 
injure  the  appropriate  use  of  neighboring 
property. 

Section  14.  Non-conforining'  Uses,  (a)  A 
non-conforming  use  existing  at  the  time  of 
the  passage  of  this  ordinance  may  be  con- 
tinued. 

(b)  A  non-conforming  use  shall  not  be 
extended,  but  the  extension  of  a  use  to  any 
portion  of  a  building  which  was  arranged  or 
designed  for  such  non-conforming  use  at  the 
time  of  the  passage  of  this  ordinance  shall 
not  be  deemed  the  extension  of  a  non-con- 
forming use. 

(c)  A  building  other  than  an  A3  use  ar- 
ranged, designed  or  devoted  to  a  non-con- 
forming use  at  the  time  of  the  passage  of 
this  ordinance  may  not  be  reconstructed  or 
structurally  altered  to  an  extent  exceeding  in 
aggregate  cost,  during  any  ten-year  period, 
50  per  cent  of  the  value  of  the  building  un- 
less the  use  of  such  building  is  changed  to  a 
conforming  use. 

(d)  A  non-conforming  A3  use  may  be  en- 
larged or  extended  within  the  limitations  of 
the  volume  district  in  which  it  is  located. 

(e)  A  non-conforming  yard  storage  use 
shall  not  be  expanded  in  area  of  storage 
space    so    used. 

(f)  A  non-conforming  advertising  sign 
use  if  removed  from  the  premises  may  not 
be  replaced. 

(g)  A  non-conforming  use  shall  not  be 
changed  unless  changed  to  a  more  restricted 
use;  provided,  however,  that  in  a  Residence 
district  an  M  use  shall  not  be  changed  unless 
changed  to  a  conforming  use. 

(h)  A  non-conforming  use  if  changed  to 
conforming  use  shall  not  thereafter  be 
changed  back  to  any  non-conforming  use. 

(i)  A  non-conforming  use  if  changed  to  a 
more  restricted  non-conforming  use  shall  not 
thereafter  be  changed  unless  to  a  still  more 
restricted  use. 

(j)  In  a  Residence  district  an  Al  use  shall 
not  be  changed  to  an  A2  use. 

(k)  In  a  Manufacturing  district  no  exist- 
ing M  use  shall  be  deemed  to  be  non-conform- 
ing except  where  such  use  is  nearer  at  the 
time  of  the  passage  of  this  ordinance  to  a 
Residence   or   Apartment   or  Commercial    dis- 
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trict.  as  the  case  may  be.  than  the  minimum 
distance  as   prescribed  by  this   ordinance. 

(1)  For  the  purposes  of  tliis  ordinance  a 
use  shall  be  deemed  to  be  changed  if  changed 
from  a  use  included  in  a  use  class  to  a  use 
not  included   in  such   class. 

(m)  A  non-conforming  use  except  as  here- 
inbefore provided  shall  be  deemed  to  be 
changed  to  a  more  restricted  use  if  the  use 
to  which  such  non-conforming  use  is  changed 
is  a  use  included  in  a  use  class  that  in  the 
arrangement  of  classes  precedes  the  class  in 
which  such  non-conforming  use  is  included. 
The  classes  shall  be  deemed  to  be  arranged 
in  order  of  precedence  as  R.  A,  CI,  C2,  C3,  Ml, 
!M2  and  MS,  as  hereinbefore  defined. 

Section  14A.  It  shall  be  unlawful  for  any 
person,  firm  or  corporation  to  carry  on  or 
engage  in  the  business  of  keeping  a  junk 
store  or  a  junk  yard  upon  any  street  in  the 
city  upon  which  is  located  a  street  railway 
line. 

Section  15.  Size  of  Building^.  For  the  pur- 
pose of  regulating  and  limiting  the  height 
and  bulk  of  buildings  hereafter  to  be  erected, 
of  regulating  and  limiting  the  intensity  of 
the  use  of  lot  areas,  and  of  regulating  and 
determining  the  area  of  open  spaces  within 
and  surrounding  such  buildings,  the  City  of 
Chicago  is  hereby  divided  into  five  classes 
of  districts:  1st  Volume  district,  2nd  Volume 
district,  3rd  Volume  district,  4th  Volume  dis- 
trict and  5th  Volume  district,  as  shown  on 
tlie  volume  district  map  which  accompanies 
this  ordinance,  such  volume  district  map  be- 
ing referred  to  in  Section  3.  and  by  said 
Section  3  made  a  part  of  this  ordinance.  The 
volume  districts  designated  on  said  map  are 
hereby  established.  No  building  or  part  of  a 
building  shall  be  erected  except  in  conform- 
ity with  the  regulations  herein  prescribed  for 
the  volume  district  in  which  said  building  is 
located.  No  lot  area  shall  be  so  reduced  or 
diminished  nor  shall  a  building  be  so  en- 
larged that  the  volume  of  the  building  shall 
be  greater  or  the  open  spaces  shall  be  smaller 
than  hereinafter  prescribed.  The  open  spaces 
required  for  a  particulai-  building  shall  not 
be  included  as  a  part  of  the  required  lot  or 
yard   areas   of   any   other   l»uilding. 

Section  16.  1st  Volume  District.  In  a  1st 
Volume  district,  (except  as  provided  by  Sec- 
tion 21  of  this  ordinance): 

(a)  No  building,  except  a  building  in  a 
Commercial  or  Manufacturing  district,  shall 
occupy  more  than  50  per  cent  of  the  area  of 
a  lot  if  an  interior  lot  or  65  per  cent  if  a 
corner  lot,  exclusive  of  the  area  hereinbefore 
provided  for  a  garage,  and  the  aggregate  vol- 
ume in  cubic  feet  of  all  buildings  on  a  lot 
exclusive  of  the  volume  of  certain  attic 
spaces  or  spaces  above  the  ceiling  level  of 
the  story  next  below  the  roof  and  exclusive 
of  the  ground  story  of  a  garage  shall  not 
exceed  the  area  of  the  lot  in  square  feet  mul- 
tiplied by  10  feet  where  the  lot  is  not  a  cor- 
ner lot,  or  by  13  feet  in  the  case  of  a  corner 
lot,  or  by  36  feet  in  a  Commercial  or  INIanu- 
facturing  district;  provided  that  2/10  feet  but 
not  more  than  a  total  of  2  feet  in  anv  case 
shall  be  added  to  the  10  feet  or  to  the  13  feet 
for  each  100  square  feet  that  the  lot  of  rec- 
ord prior  to  the  date  of  the  passage  of  thi.s 
ordinance  in  a  Residence  or  Apartment  dis- 
trict is  less  in  area  than  3,600  square  feet. 
Attic  space,  space  above  the  ceiling  level  of 
the  story  next  below  the  roof  of  a  building 
or  any  part  of  a  building,  space  above  the 
enclosing  walls  of  a  church  or  auditorium,  or 
room  or  that  part  thereof  contained  wholly 
within  the  roof  space  above  the  level  of  the 
enclosing  wall  or  walls,  may  be  enclosed  in 
addition  to  the  volume  of  a  building,  provid- 
ed the  cubic  content  of  such  space  or  room 
or  such  part  thereof  is  not  in  excess  of  the 
cubic  content  of  the  space  which  would  be 
enclosed  by  a  hip  roof  making  angles  of  60 
degrees  with  the  horizontal  springing  from 
a  horizontal  plane  on  the  enclosing  walls  or 
part  thereof  of  such  building,  church,  or 
auditorium; 

(b)  At  any  street  line  no  building  or  part 


thereof  shall  exceed  a  height  of  33  feet.  For 
each  1  foot  that  a  building  or  portion  of  it 
sets  back  from  any  street  line,  such  building 
or  such  portion  thereof  may  be  erected  2  feet 
in  height  in  excess  of  33  feet.  No  part  of 
a  building  shall  be  erected  to  a  height  at 
any  point  in  excess  of  66  feet; 

(c)  For  each  1  foot  that  a  building  or 
portion  of  it  is  distant  from  the  center  line 
of  an  alley,  such  building  or  such  portion 
thereof  may  be  erected  3  feet  in  height.  No 
building  or  portion  thereof  shall  be  erected 
nearer  the  center  line  of  an  alley  than  8  feet; 

(d)  For  each  1  foot  that  a  building  or 
portion  of  it  sets  back  from  all  lines  of  ad- 
jacent premises,  such  building  or  such  por- 
tion thereof  may  be  erected  3  feet  in  height 
in  excess  of  30  feet,  provided  that  along  lines 
of  adjacent  premises  in  a  2nd  Volume  dis- 
trict the  setback  regulation  required  along 
lines  of  adjacent  premises  in  a  2nd  Volume 
district  shall  apply,  and  further  provided 
that  along  the  lines  of  adjacent  premises  in 
a  3rd  or  4th  or  5th  Volume  district  no  set- 
back shall  be  required.  For  the  purpose  of 
this  paragraph  the  height  of  a  building  shall 
be  the  mean  level  of  the  top  of  a  parapet 
wall  or  the  mean  level  of  the  top  of  the 
structure.  Chimneys  are  exempt  from  the 
provisions  of  this  paragraph. 

Section  17.  2nd  Volume  District.  In  a 
2nd  voluine  district  (except  as  provided  by 
Section   21   of   this  ordinance) : 

(a)  Located  within  a  Residence  or  Apart- 
ment district  no  building  shall  occupy  more 
than  60  per  cent  of  the  area  of  a  lot  if  an 
interior  lot  or  75  per  cent  if  a  corner  lot. 
exclusive  of  the  area  hereinbefore  provided 
for  a  garage,  and  the  aggregate  volume  in 
cubic  feet  of  all  buildings  on  a  lot  exclusive 
of  the  ground  story  of  a  garage  shall  not 
exceed  the  area  of  the  lot  in  square  feet  mul- 
tiplied by  40  feet,  or  by  50  feet  in  the  case 
of  a  corner  lot,  except  that  1  per  cent  but 
not  more  than  a  total  of  5  per  cent  shall  be 
added  to  the  60  per  cent  or  75  per  cent  re- 
spectively for  each  100  square  feet  that  the 
lot  of  record  prior  to  the  date  of  the  pas- 
sage of  this  ordinance  is  less  in  area  than 
3,600    square   feet; 

(b)  Located  within  a  Commercial  or  Man- 
ufacturing district  the  aggregate  volume  in 
cubic  feet  of  all  buildings  on  a  lot  shall  not 
exceed  the  area  of  the  lot  in  square  feet  mul- 
tiplied by  72   feet. 

(c)  At  any  street  line  no  building  or  any 
part  thereof  shall  exceed  a  height  of  66  feet. 
For  each  1  foot  that  a  building  or  portion  of 
it  sets  back  from  any  street  line,  such  build- 
ing or  portion  thereof  may  be  erected  2  feet 
in  height  in  excess  of  66  feet.  No  part  of 
a  building  shall  be  erected  to  a  height  at  any 
point  in  excess  of  132  feet; 

(d)  For  each  1  foot  that  a  building  or 
portion  of  it  is  distant  from  the  center  line 
of  any  alley,  such  building  or  such  portion 
thereof  may  be  erected  5  feet  in  height  and 
no  building  or  portion  thereof  shall  be  erect- 
ed nearer  to  the  center  line  of  an  alley  than 
8  feet;  provided  these  regulations  shall  not 
be  applied  along  that  part  of  an  alley  for 
the  55  feet  of  its  length  nearest  the  street 
which   the  alley   intersects; 

(e)  Located  within  a  Residence  or  Apart- 
ment district  for  each  1  foot  that  a  building 
or  portion  of  it  sets  Ijack  from  any  line  of 
adjacent  premises,  such  building  or  such  por- 
tion thereof  may  be  erected  3  feet  in  height 
in  excess  of  44  feet,  provided  that  along  lines 
of  adjacent  premises  in  a  3rd  or  4th  or  5th 
Volume  district,  this  setback  regulation  shall 
not  be  required.  Chimneys  are  exempt  from 
the  provisions  of  this  i)aragraph. 

Section  IS.  3rd  Volume  Disti*ict.  In  a  3rd 
A^olume  district  (t-xctiil  as  provided  l)y  Sec- 
tion   21   of  this   oi'dinani'c)  : 

(a)  Located  within  a  Residence  or  Apart- 
ment district  no  building  shall  occupy  more 
than  75  per  cent  of  the  area  of  a  lot  if  an 
interior  lot  or  90  per  cent  if  a  corner  lot, 
exclusive    of   the  area  hereinbefore   provided 
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for  a  garage,  and  the  aggregate  volume  in 
cubic  feet  of  all  buildings  on  a  lot  exclusive 
of  the  ground  story  of  a  garage  shall  not 
exceed  the  area  of  the  lot  in  square  feet  mul- 
tiplied by  100  feet,  or  by  120  feet  in  the  case 
of  a  corner  lot; 

(b)  Located  within  a  Commercial  or  Man- 
ufacturing disti'ict  the  aggregate  volume  in 
cubic  feet  of  all  l)Uildings  on  a  lot  shall  not 
exceed  the  area  of  the  lot  in  square  feet 
multiplied  by   144   feet; 

(c)  At  any  street  line  no  building  or  part 
thereof  shall  exceed  a  height  of  132  feet. 
For  each  1  foot  that  a  building  or  portion  of 
it  sets  back  from  any  street  line,  such  build- 
ing  or   such   portion    thereof    may   be    erected 

2  feet  in  height  in  excess  of  132  feet.  No 
part  of  a  building  shall  be  erected  to  a  height 
at  any  point  in   excess  of   19S    feet; 

(d)  For  each  1  foot  that  a  building  or 
portion  of  it  is  distant  from  the  center  line 
of  any  alley,  such  building  or  such  portion 
thereof  may  be  erected  7  feet  in  height  and 
no  building  or  portion  thereof  shall  be  erect- 
ed nearer  to  the  center  line  of  an  alley  than 
8  feet,  provided  these  regulations  shall  not 
be  applied  along  that  part  of  an  alley  for  the 
55  feet  of  its  length  nearest  the  established 
building  line  on  the  street  which  the  alley 
intersects. 

Section  19.  4th  Volume  District.  In  a  4th 
Volume  district  (except  as  provided  by  Sec- 
tion   21    of    this    ordinance) : 

(a)  The  aggregate  volume  in  cubic  feet 
of  all  buildings  on  a  lot  shall  not  exceed  the 
area  of  the  lot  in  square  feet  multiplied  by 
216  feet,  or  by  240  feet  in  the  case  of  a  cor- 
ner lot  which  is  located  also  in  a  Residence 
or  Apartment  district;  in  a  Residence  or 
Apartment  district  the  area  provisions  of 
Section    18,    paragraph    (a)    shall    apply; 

(b)  At  any  street  line  no  building  or  part 
thereof  shall  exceed  a  height  of  198  feet. 
For  each  1  foot  that  a  building  or  portion  of 
it  sets  back  from  any  street  line,  such  build- 
ing  or   such   portion    thereof   may   be    erected 

3  feet  in  height  in  excess  of  198  feet.  No 
part  of  a  building  shall  be  erected  to  a  height 
in  excess  of   264   feet; 

(c)  For  each  1  foot  that  a  building  or  por- 
tion of  it  is  distant  from  the  center  line  of 
any  alley,  such  building  or  such  portion 
thereof  may  be  erected  9  feet  in  height,  pro- 
vided this  regulation  shall  not  be  applied 
along  that  part  of  an  alley  for  the  55  feet 
of  its  length  nearest  the  street  which  the 
alley   intersects; 

Section  20.  Sth.  Volume  District.  In  a 
5th  Volume  district  (except  as  provided  by 
Section  21  of  this  ordinance; : 

(a)  No  building  or  part  thereof  shall  be 
erected  to  a  height  at  any  street  line  or  alley 
line  in  excess  of  264  feet,  provided,  however, 
that  back  from  the  street  line  or  alley  line 
such  building  or  part  thereof  may  be  erected 
so  as  not  to  protrude  above  a  plane  sloping 
up  at  an  angle  of  30  degrees  with  the  hori- 
zontal from  such  street  line  or  alley  line  at 
the  height  limit  a  distance  from  such  street 
line  or  alley  line  of  32  feet  measured  on  the 
slope.  The  height  of  such  sloping  plane  shall 
be  the  ultimate  height  of  the  structure.  In 
a  Residence  district  or  Apartment  district 
the  area  provisions  of  Section  IS,  paragraph 
(a)    shall   apply; 

(b)  For  each  1  foot  that  a  building  or 
portion  of  it  is  distant  from  the  center  line 
of  any  alley,  such  building  or  such  portion 
thereof  may  be  erected  10  feet  in  height, 
provided  this  regulation  shall  not  be  applied 
along  that  part  of  an  alley  for  the  55  feet 
of  its  length  nearest  the  street  which  the 
alley  intersects. 

Section  21.  G-eneral  Volum.e  District  Pro- 
visions, (a)  Where  all  parts  of  a  cornice 
of  any  building  or  structure  are  more  than 
12  feet  above  the  grade  as  defined  in  Section 
2,  paragraph  (1)  and  below  a  height  of  120 
feet  in  a  3rd  Volume  district  or  below  186 
feet   in   a    4th    Volume    district    or   below    252 


feet  in  a  5th  Volume  district,  and  where  such 
cornice  extends  in  whole  or  in  part  along  the 
street  frontage  of  a  building  and  where  the 
return  of  such  cornice,  if  any.  along  an  alley 
wall  is  not  longer  than  a  distance  equal  to 
the  width  of  the  alley,  such  cornice  may  pro- 
ject into  the  street  a  distance  of  5  feet  and 
into  the  alley  a  distance  of  3  feet,  but  for 
each  1  foot  above  the  height  of  120  feet  or 
186  feet  or  252  feet  in  the  3rd  or  4th  or  5th 
Volume  districts  respectively,  the  projection 
of  the  cornice  shall  be  reduced  3  per  cent  of 
the  prescribed  5  feet  or  3  feet  until  a  projec- 
tion of  2  feet  shall  have  been  reached.  AV)ove 
the  height  of  a  parapet  as  provided  for  by 
paragraph  (b)  of  this  section,  no  part  of  a 
structure  shall  project  into  a  street  or  alley 
a   greater   distance   than   2   feet. 

(b)  Nothing  in  this  ordinance  shall  pre- 
vent the  erection  above  the  street  line  height 
limit  of  such  structural  members  as  are  re- 
ciuired  to  support  the  roof,  or  a  parapet  wall 
or  cornice  solely  for  ornament  and  without 
windows,  extending  above  such  height  limit 
not  more  than  5  per  cent  of  such  height,  but 
such  parapet  wall  or  cornice  may  in  any  case 
be  at  least  51/2  feet  high  but  shall  not  be 
higher  than  8  feet  above  such  height  limit. 

(c)  Nothing  in  this  ordinance  shall  pre- 
vent the  erection  in  a  Manufacturing  or  Com- 
mercial district,  above  the  height  and  in  ex- 
cess of  the  volume  as  provided  by  this  or- 
dinance of  grain  elevators,  conveyors,  der- 
ricks, gas  holders,  or  other  necessary  appur- 
tenances to  manufacturing  or  storage  opera- 
tions in  connection  therewith. 

(d)  In  a  1st  or  2nd  Volume  district  which 
is  also  in  a  Coininercial  or  Manufacturing  dis- 
trict, or  in  a  3rd,  4th  or  5th  Volume  district; 
if  the  area  of  a  building  is  reduced  so  that 
above  the  street  line  height  limit  it  covers 
in  the  aggregate  not  more  than  25  per  cent 
of  the  area  of  the  premises,  the  building 
above  such  height  shall  be  excepted  from  the 
volume  and  street  line  height  limit  regula- 
tions. The  aggregate  volume  in  cubic  feet  of 
all  such  portions  of  the  building  shall  not 
exceed  one-sixth  of  the  volume  of  the  build- 
ing as  permitted  by  this  ordinance  on  the 
premises  upon  which  such  portions  are  erect- 
ed; ijrovided  that  for  each  1  per  cent  of  the 
width  of  the  lot  on  the  street  line  that  the 
street  wall  above  the  street  line  height  limit 
is  greater  in  length  than  50  per  cent  of  the 
width  of  the  lot,  such  wall  shall  be  erected 
not  nearer  to  such  street  line  than  1  foot; 
and  further  provided  that  for  each  10  feet 
in  height  that  any  such  portion  of  the  build- 
ing is  erected  above  the  street  line  height 
limit,  such  portion  of  the  building  shall  be 
set  back  1  foot  from  all  lines  of  adjacent 
premises.  For  purposes  of  this  paragraph, 
the  permitted  volume  of  a  building  in  the  5th 
Volume  district  shall  be  the  cubic  contents  of 
the  space  which  may  be  occupied  under  the 
provisions  of  Section  20  of  this  ordinance. 

(e)  The  street  line  height  limit  in  a  2nd. 
3rd,  or  4th  Volume  district  shall  he  increased 
33-1/3  per  cent  of  such  height  limit  on  that 
frontage  of  premises  which  abuts  on  a  street 
greater  in  width  than  120  feet,  or  on  that 
frontage  of  premises  directly  across  the 
street  from  a  public  park,  public  playground, 
public  watei-way.  or  cemetery,  or  railroad 
right  of  way  other  than  a  street  railway. 
The  same  increase  in  the  street  line  height 
limit  shall  apply  to  the  frontage  on  a  street 
which  intersects  or  intercepts  such  street  or 
park  or  playground  or  waterway  or  cemetery 
or  railroad  right  of  way  for  a  distance  from 
such  streev  or  park  or  playground  or  water- 
way or  cemetery  oi'  railroad  right  of  way 
equal  to  the  depth  of  the  lot  under  one  own- 
ership at  the  time  of  the  passage  of  this 
ordinance  but  not  beyond  the  boundary  of 
the  volume  district  which  that  part  of  the 
frontage  of  the  lot  is  in  (1)  which  abuts  on 
a  street  greater  in  width  than  120  feet,  or 
(2)  which  is  directly  across  the  street  from 
such  park,  playground,  waterway,  cemetery, 
or  right  of  way,  in  any  case.  But  the  pro- 
visions of  this  paragraph  shall  not  be  so  con- 
strued   as    to    increase    the    ultimate     height 
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IN  carrying  to  completion  the  wishes  ot 
the  architect,  even  to  tinancing  when 
needed,  a  notable  number  ot  Chicago's 
admired  structures  testify  to  the  ability  ot 
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limit  or  the  volume  limit  as  provided  by  this 
ordinance. 

(f)  In  a  3rd,  4th  or  5th  Volume  district 
which  is  also  in  an  Apartment  district,  the 
entire  ground  area  of  the  lot  up  to  an  ulti- 
mate height  of  30  feet  may  be  occupied,  pro- 
\  ided  such  space  shall  be  used  only  as  a 
waiting  room,  lobby,  or  lounging  room  or 
auditorium  or  service  rooms,  auxiliary  to  an 
112  or  A  use,  and  further  provided  that  the 
volume  as  permitted  by  this  ordinance  shall 
not  be  increased  and  further  provided  that 
the  provisions  of  Section  22  shall  take  preced- 
ence over  all  provisions  of  this  paragraph. 

(g)  Nothing  in  this  ordinance  shall  pre- 
vent the  erection  above  the  street  line  height 
limit,  of  spires  in  connection  with  an  R2  use. 

(h)  Where  premises  in  one  volume  dis- 
trict are  directly  across  an  alley  from  a  less 
restricted  volume  district,  all  the  regulations 


ground  or  cemetery,  or  which  abut  on  the 
end  of  what  is  commonly  known  as  a  blind 
alley,  the  provisions  pertaining  to  distance 
of  a  building  or  part  thereof  from  the  center 
line  of  an  alley  shall  not  apply  for  such 
premises  or  such  portion  thereof. 

(j)  A  fire  escape  as  required  by  other  or- 
dinances of  the  City  of  Chicago,  flre-proof 
outside  stairway  or  solid  floor  balcony  to  a 
fire  tower  if  projected  not  more  than  4  feet 
into  a  court  or  yard,  the  ordinary  projections 
of  window  sills,  belt  courses,  if  such  pro- 
jections do  not  exceed  6  inches,  shall  not  be 
deemed  to  reduce  the  area  or  volume  of  open 
spaces.  Cornices  or  similar  ornamental  fea- 
tures projecting  not  over  4  feet  into  courts, 
which  open  on  a  street  or  alley  shall  not  be 
deemed  to  reduce  the  area  or  volume  of  open 
spaces  for  the  purpose  of  determining  the 
volume  of  a  building. 

(k)      Where  a  lot  greater  in  area  than  8,000 
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prescribed  by  this  ordinance  pertaining  to  the 
distance  of  a  building  or  part  thereof  from 
the  center  line  of  an  alley  for  that  less  re- 
stricted district  shall  be  applied  to  such 
premises. 

(i)  Where  premises  or  any  portion  there- 
of abut  on  an  alley  which  also  adjoins  a 
railroad    right    of    way,     public    park,     play- 


sciuare  feet,  located  in  a  Residence  or  Apart- 
ment district  abuts  on  two  intersecting 
streets  at  their  intersection,  the  area  and 
volume  of  the  building  as  permitted  by  this 
ordinance   may  be   distributed  over   the   lot. 

(1)  The  provisions  of  Section  22  shall  take 
precedence  over  the  area  provisions  of  all 
Volume  district  sections  of  this  ordinance. 


Volume 
Districts 

Use 
Districts 

Lot 

Occupancy 
of  lot  in 

per  cent  of 
lot  area 

Volume  of 
buildins. 
area  of 
lot  times 

1  ft.  setback 
from  side 
lot  lines 
for  each 
3  ft   above 

Heicht 

street  line 
m  feet 

1   ft.  setback 
from  street 

line  above 
height  limit 

for  added 
height  of 

1  ft.  setback 
from  center 
line  of  alley 
at  Kfade  for 
height  of 

Ultimate 
height  of 
building 
in  feet 

No  building 
nearer  the 
center  line 

of  alley  than 

Isl 

Res  or  Apt. 
Res.  or  Apt. 
Com.  or  Mfc. 

Interior 
Corner 

50 
65 
100 

lOIDI 
13(D) 
36(D) 

30  ft   (G) 

33  (F) 

2  ft. 

3  ft 

66  (K) 

8  ft. 

2nd 

Res.  or  Apt 
Res  or  Apt 

Interior 
Corner 

60  (B) 
75  (B) 

40 

50 

44  ft.  (G) 

68  (F) 

3  ft 

5  ft.  (L) 

132  (K) 

8  ft.  (M) 

Com.  or  Mfe. 

100 

73 

None 

3rd 

Res.  or  Apt. 
Res  or  Apt 
Com.  or  Mte. 

Interior 
Corner 

75 
90 
100 

100 
120 
144 

None 

133  (F) 

2  ft. 

7  ft.  (L) 

198  (K) 

8  ft   (M) 

<th 

100 

216 

None 

198  (F) 

3  ft. 

9  ft.  (L) 

264  (K) 

5th 

100 

No 
Volume 
Provision 

None 

264 

(HI 

10  fl.  IL) 

(H)  (K) 

NOTES. 

(Not  a  part  of  the   oniiiumcc.) 

A — Corner  lot  maxiinmn  area   8,000  square  feet. 

B — 1%  (maximum  5%)  may  be  added  to  the  60%  or  7r>%  of  the  area  in  a  '2nd  Volvime  Residence  or 
Apartment   district   for  each   100  square  feet   that  the  lot   is   less   in   area   than   3,600    square   feet. 

.  C — Private  or  community  garatjc  1   story  not  included  in   area  or  volume  limits  in   1st,   2nd  or  3rd  Volume 
Residence   or   Apartment   districts. 

D — Volume  of  a  building  includes  courts  not  open  to  a  street  or  alley ;  in  a  1st  Volume  district  space 
under  a  pitched  roof  (equal  in  volume  to  a  CO  degree  hip  roof)  may  be  erected  in  addition  to  Volume;  2/10  foot 
(maximum  2  feet)  may  be  added  to  Volume  factors  of  10  feet  and  13  feet  in  a  1st  Volume  Residence  or 
Apartment  district  for  each  100  square  feet  that  the  lot  is  in   ariM   than   3,600  square   fret. 

E — Height  limit  at  street  line  is  to  uiuiiT  side  of  ceiling  bfauis ;  parapet  (maximum  height  8  feet)  mav 
be  added. 
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F — Street  line  height   limit  may  be  relaxed  where   frontage  is  on  a  public  space. 

G — Side  lot  line  set  back  height  limit  is  to  the  mean  level  of  the  top  of  fire  wall ;  at  a  district  boundary 
the    least    restrictive    rule    applies. 

H — In  a  5th  Volume  district  the  slope  up  from  the  street  and  alley  lines  above  264  feet  is  30  degrees,  for 
a  distance  of  32  feet  up  the  slope. 

I — Cornices  with  5  feet  projection  are  pennitted  (.3  feet  projection  in  an  allej-  back  from  the  street  a 
.iistance  equal  to  the  width  of  the  allej')  to  a  height  20  feet  belov/  the  height  limit  of  the  parapet ;  for  each 
1   foot  above  that   height  the  cornices  are  reduced  in  projection   3  '-/c . 

J — Grain  elevators,  derricks,  gas  tanks,  etc.,  are  allowed  above  height  limit  in  a  1st,  2nd  or  3rd  Volume 
manufacturing    use. 

K — Towers  in  1st  and  2nd  Volume  commercial  or  manufacturing  districts  and  in  3rd,  4th  or  5th  Volume 
^iistricts.      (See  paragraph    (d)    Section   21.) 

L — Alley  set  back  in  a  2nd,  3rd,  4th  or  .5th  Vohune  district  does  not  apply  for  nearest  55  feet  to  the  street 
which    the   alley   intersects. 

II — Distance  of  buildings  from  center  line  of  alleys  in  a  2nd  or  3rd  Voliune  district  does  not  apply  for 
nearest  55  feet  to   the  strei/t   which   the  allev   intersects. 


Section  22.  Building'  Lines,  (a)  For  the 
purpose  of  preventing  the  obstruction  to 
light  and  air  for  adjoining  premises  in  Resi- 
dence and  Apartment  districts  by  establish- 
ing building  lines  along  the  street  frontage, 
no  building  shall  be  erected  or  altered  in  a 
Residence  or  Apartment  district  which  is 
also  in  a  1st,  2nd  or  3rd  volume  district  or 
as  provided  by  paragraph  (e)  of  this  section 
in  a  Commercial  district,  except  in  such  a 
manner  as  to  conform  to  the  provisions  of 
this  section. 

(b)  In  a  Residence  district  no  building 
shall  be  erected  whose  street  wall  is  nearer 
the  front  street  line  than  a  distance  equal  to 
15  per  cent  of  the  average  depth  of  the  lots 
in  a  block  except  as  hereinafter  provided.  In 
an  Apartment  district  no  building  shall  be 
erected  whose  street  wall  is  nearer  to  the 
front  street  line  than  a  distance  equal  to  10 
per  cent  of  the  average  depth  of  the  lots  in 
a  block   except   as   hereinafter  provided. 

(c)  Where  a  block  is  occupied  or  partially 
occupied  by  Ijuildings  which  existed  in  the 
block  at  the  time  of  the  passage  of  this  or- 
dinance, the  average  of  the  distances  from 
the  street  line  of  the  front  street  walls  of 
buildings  shall  be  the  established  building 
line;  but  where  this  average  distance  does 
not  exceed  10  feet  in  a  block  in  which  the 
street  wall  of  any  existing  building  is  nearer 
along  the  front  line  to  the  street  than  o  feet 
the  street  wall  may  be  erected  at  the  street 
line.  Lots  occupied  by  buildings  designed  for 
residence  uses  permitted  in  a  Residence  dis- 
trict, unless  the  aggregate  frontage  of  such 
lots  exceeds  50  per  cent  of  the  total  frontage 
in  the  block,  shall  be  considered  as  though 
vacant  where  located  in  an  Apartment  dis- 
trict for  the  purpose  of  establishing  the 
building  line. 

(d)  For  the  purpose  of  computing  the  av- 
erage of  the  distances  of  street  walls  of 
buildings  from  the  street  line,  the  street  wall 
nearest  the  street  shall  be  considered  as 
though  it  were  continuous  across  the  entire 
lot  frontage  and  such  average  shall  be  based 
upon  units  of  lot  frontage,  but  buildings 
whose  street  walls  are  distant  from  the  street 
line  in  excess  of  the  provisions  of  paragraph 
(b)  of  this  section  shall  be  deemed  to  exactly 
conform  to  the  provisions  of  paragraph  (b), 
and  existing  auxiliary  buildings,  tempo- 
rary buildings,  fences,  advertising  signs,  re- 
taining walls,  steps,  balustrades,  or  similar 
existing  structures  shall  not  be  considered  in 
computing   such   average. 

(e)  Along  the  side  of  a  corner  lot  in  a 
Residence  district  or  Apartment  district 
which  is  not  known  as  the  front  line  and 
which  generally  is  the  side  having  the  great- 
est dimension  along  a  street  line  and  whicli 
Side  line  is  in  the  same  block  with  a  lot  or 
lots  whose  street  line  is  the  front  line,  no 
building  shall  be  erected  whose  street  wall 
is  nearer  the  street  at  the  rear  end  of  such 
line  than  the  established  building  line  in  the 
block  and  for  each  1  foot  that  the  building 
or  part  thereof  is  distant  from  the  adjoin- 
ing lot  line  exclusive  of  the  width  of  an 
intervening  alley,  if  any.  such  building  or 
such  part  thereof  may  be  erected  1  foot  near- 
er to  the  street  line.  The  provisions  of  this 
paragraph   shall   apply   to   a   Commercial   dis- 


trict which  is  also  in  a  1st  or  2nd  Volume 
district  and  which  is  in  the  same  block  with 
a  Residence  district  or  Apartment  district. 

(f)  Where  a  lot  adjoins  premises,  the 
street  wall  line  of  which  is  unrestricted  or 
less  restricted  by  this  section,  the  street  wall 
line  of  such  lot  for  that  75  per  cent  of  the 
lot  frontage  nearest  to  such  unrestricted  or 
less  restricted  street  wall  line  but  not  in 
excess  of  30  feet  in  any  case,  may  conform 
to  the  provisions  of  this  section  as  they  ap- 
ply to  such  unrestricted  or  less  restricted 
street  wall  which   it  adjoins. 

(g)  ^\T:iere  any  existing  building  erected 
prior  to  the  time  of  the  passage  of  this  or- 
dinance has  its  street  wall  nearer  to  the 
street  line  than  the  building  line  as  estab- 
lished by  this  section,  then  the  street  wall 
of  any  building  erected  or  altered  on  that  75 
per  cent  of  the  frontage  not  in  excess  of  30 
feet  of  the  adjacent  lot  which  immediately 
adjoins  the  lot  occupied  by  such  existing 
l)uilding  may  approach  not  nearer  the  street 
line  than  the  street  wall  of  such  existing 
building. 

(h)  Cornices,  belt  courses,  an  entrance 
canopy  or  similar  roofed  space  having  not 
more  than  20  square  feet  of  horizontal  area 
covered  by  roof  for  each  25  feet  of  lot  front- 
age, porches  or  bays  projecting  not  more 
than  3  feet  6  inches  exclusive  of  cornice  and 
having  an  aggregate  volume  at  any  story  not 
in  excess  of  35  per  cent  of  the  area  of  that 
part  of  the  street  wall  of  a  building  at  such 
story  multiplied  by  3 1/^  feet,  and  steps  and 
landings  below  the  level  of  the  first  floor,  and 
their  balustrades  and  open  fences  or  railings 
or  similar  structures  hereafter  erected,  pro- 
vided such  fences  or  railings  or  structures  do 
not  obstruct  vision  to  an  extent  in  excess  of 
40  per  cent  above  a  height  of  4  feet  6  inches 
alcove  the  established  grade,  shall  be  exempt 
from  the  restrictions  provided  by  this  section. 

(i)  The  premises  of  each  building,  with 
its  usual  auxiliary  buildings,  existing  at  the 
time  of  the  passage  of  this  ordinance,  or 
premises  or  part  thereof  which  may  hereafter 
be  occupied  by  buildings,  or  additions  to  ex- 
isting buildings,  shall  be  deemed  a  lot  for 
the  purposes  of  tliis  section.  Lots  separated 
by  an  alley  shall  be  deemed  to  be  adjoining. 
All  measured  distances  shall  be  to  the  near- 
est integral  foot.  If  the  fraction  is  y^  foot 
or  less  the  integral  foot  next  below  shall  be 
taken. 

Section  23.  District  Boundaries.  (a) 
Whenever  a  portion  of  aii>"  district  is  indi- 
cated upon  the  use  or  volume  district  map 
as  a  strip  paralleling  an  opened  or  unopened 
street,  the  width  of  this  strip,  unless  delim- 
ited on  the  map  by  dimensions,  lot  lines, 
alleys,  railroad  or  elevated  railway  rights  of 
way,  or  otherwise,  shall  be  assumed  to  be  125 
feet  measured  at  right  angles  from  the  near- 
est street  line  of  the  street  to  which  it  is 
parallel  and  adjacent, 

(b)  The  district  boundaries  are,  unless 
otherwise  indicated,  either  street  lines  or 
lines  drawn  parallel  to  and  125  feet  back 
from  one  or  more  of  the  street  lines  bounding 
a  block,  "\^Tiere  two  or  more  district  desig- 
nations are  shown  within  a  block  250  feet  or 
less  in  width  the  boundary  of  the  less  re- 
stricted   district    shall    be    deemed    125    feet 


WM.    G.    MCNULTY                                                                                                                                            JOHN   P.    McNULTY 

WILLIAM  Go  McNULTY  &  BMOTHEM 

MASONRY        CARPENTRY 

GENERAL    CONTRACTORS 

5S    EAST    WASHINGTON    STREET 

CHICAGO 

TELEPHONES:    CENTRAL   6320-494S 

TURNER  CONSTRUCTION  COMPANY 


GENERAL  CONTRACTORS 


6  NORTH  MICHIGAN  AVENUE 


T('lri)h<)iie  State  6960 


328 


Zonin? 


back  from  its  street  line.  Where  two  or 
more  district  designations  are  sliown  withiin 
a  blocic  more  tlian  250  feet  in  widtli  tlie 
boundary  of  tlie  more  restricted  district  shall 
be  deemed  125  feet  back  from  its  street  line. 

(c)  Where  the  street  layout  actually  on 
the  ground  varies  from  the  street  layout  as 
shown  on  the  use  or  volume  district  map,  the 
designation  shown  on  the  mapped  street  shall 
be  applied  to  the  unmapped  streets  in  such 
a  way  as  to  carry  out  the  manifest  intent 
and  purpose  of  the  plan  for  the  particular 
section  in  question. 

(d)  Where  a  district  boundary  line  as  de- 
fined in  this  section  or  as  shown  on  the  use 
or  volume  district  map  divides  a  lot  in  single 
ownership  at  the  time  of  the  passage  of  this 
ordinance,  the  use  or  volume  authorized  on 
the  least  restricted  portion  of  such  lot  shall 
t3e  construed  as  extending  to  the  entire  lot, 
provided  this  does  not  extend  more  than  25 
feet  beyond  the  said  boundary  line  of  the 
district  in  which  such  use  is  authorized.  The 
use  or  volume  so  extended  shall  be  deemed 
to  be  conforming. 

(e)  The  space  above  the  surface  of 
streets,  alleys  or  waterways  are  to  be  re- 
garded merely  as  explanatory  of  the  maps 
and  shall  not  be  deemed  to  be  a  part  of  the 
use  district  to  which  it  is  adjacent. 

(f)  Submerged  lands  which  may  hereaf- 
ter be  reclaimed,  unless  otherwise  indicated 
on  the  use  or  volume  district  maps,  shall  be 
deemed  to  be  in  the  same  use  and  volume 
district  as  premises  not  now  submerged  to 
which  such   submerged   lands  are  contiguous. 

(g)  Areas  on  the  use  and  volume  district 
maps  along  the  margin  of  such  maps  outside 
of  the  border  line  streets  are  to  be  regarded 
merely  as  explanatory  of  the  maps  and  shall 
not  be  considered  as  indicating  the  use  or 
•s'olume  indicated  thereon. 

Section  24.  Completion  and  Restoration  of 
Existing"  Buildings.  Nothing  herein  contained 
shall  require  any  change  in  the  plans,  con- 
struction or  intended  use  of  a  building  for 
which  a  building  permit  has  been  heretofore 
issued  and  the  construction  of  which  shall 
have  been  diligently  prosecuted  within  one 
year  of  the  date  of  such  permit,  and  the 
ground  story  of  which,  including  the  second 
tier  of  beams  shall  have  been  completed 
within  such  year,  and  which  entire  building 
shall  be  completed  according  to  such  plans 
as  filed  within  three  years  from  the  date  of 
the  passage  of  this  ordinance;  provided  the 
time  shall  be  extended  for  not  to  exceed  one 
year,  or  in  cases  where  one  such  extension 
may  have  been  granted  the  time  shall  be  fur- 
ther extended  for  one  year  within  which  such 
ground  story  frainework,  including  the  sec- 
ond tier  of  beams  shall  be  completed  in  any 
case  where  actual  construction  or  fabrica- 
tion was  begun  early  enough  to  allow,  under 
the  then  existing  conditions,  adequate  time 
for  completion  as  above  specified  and  where 
such  construction  or  fabrication  was  diligent- 
ly prosecuted  and  where  such  completion  has 
been  prevented  by  conditions  impossible  to 
foresee  and  beyond  the  control  of  the  owner 
or  builder.  Nothing  in  this  ordinance  shall 
prevent  the  restoration  of  a  building  or  an 
advertising  sign  destroyed  by  fire,  explosion, 
act  of  God  or  act  of  the  public  enemy,  not 
in  excess  of  50  per  cent  of  the  value  of  the 
building,  or  prevent  the  continuance  of  the 
use  of  such  building  or  part  thereof  as  such 
use  existed  at  the  time  of  such  destruction 
of  such  building  or  part  thereof  or  prevent 
a  change  of  such  existing  use  under  the 
limitations  as  hereinbefore  provided. 

Section  25.  Administration.  This  ordinance 
shall  be  enforced  by  the  Commissioner  of 
Buildings.  The  Commissioner  of  Buildings 
is  hereby  empowered  and  it  shall  be  his  duty 
to  administer  this  ordinance  in  conjunction 
with  the  administration  of  such  portions  of 
the  general  ordinances  of  the  Cit.y  of  Chicago 
as  are  commonly  designated  as  the  building 
code  of  the  City  of  Chicago  in  such  a  manner 
as  to  facilitate  their  joint  administration. 
For  the  purpose  of  enforcing  this  ordinance 
the    authority    vested    in    him    under    the    said 


building  code  is  hereby  declared  to  be  vested 
in  him  under  this  ordinance. 

Section  26.  Certificates  of  Occupancy,  (a) 
It  shall  be  unlawful  to  use  or  permit  the 
use  of  any  building  or  premises  or  part  there- 
of, hereafter  created,  erected,  changed  or 
converted  wholly  or  partly  in  its  use  or 
structure,  until  a  certificate  of  occupancy,  to 
the  effect  that  the  building  or  premises  or 
the  part  thereof  so  created,  erected,  changed 
or  converted,  and  the  proposed  use  thereof, 
conform  to  the  provisions  of  this  ordinance, 
shall  have  been  issued  by  the  Commissioner 
of  Buildings.  No  change  or  extension  of  use 
and  no  alterations  shall  be  made  in  a  non- 
conforming use  or  premises  without  a  cer- 
tificate of  occupancy  having  first  been  issued 
by  the  Commissioner  of  Buildings  that  such 
change,  extension  or  alteration  is  in  con- 
formity with  the  provisions  of  this  ordinance. 

(b)  Certificates  of  occupancy  shall  be  ap- 
plied for  at  the  same  time  that  the  building 
permit  is  applied  for  and  shall  be  issued 
within  10  days  after  the  erection  or  altera- 
tion of  the  building  shall  have  been  com- 
pleted. A  record  of  all  certificates  shall  be 
kept  on  file  in  the  office  of  the  Commissioner 
of  Buildings  and  copies  shall  be  furnished 
upon  request  to  any  persons  having  a  pro- 
prietary or  tenancy  interest  in  the  building 
affected. 

(c)  Pending  the  issuance  of  a  regular  cer- 
tificate, a  temporary  certificate  of  occupancy 
may  Ije  issued  for  a  period  not  exceeding  six 
months,  during  the  completion  of  alterations 
or  during  partial  occupancy  of  a  building- 
pending  its  completion.  Such  temporary  cer- 
tificates shall  not  be  construed  as  in  any  way 
altering  the  respective  rights,  duties  or  obli- 
gations of  the  owners  or  of  the  city  relating 
to  the  use  or  occupation  of  the  premises  or 
any  other  matter  covered  by  this  ordinance, 
and  such  temporary  certificate  shall  not  be 
issued  except  under  such  restrictions  and 
provisions  as  will  adequately  insure  the  safe- 
ty of  the  occupants.  No  temporary  certifi- 
cate shall  be  issued  if  prior  to  its  completion 
the  building  fails  to  conform  to  the  provi- 
sions of  the  building  code  or  of  this  ordi- 
nance to  such  a  degree  as  to  render  it  unsafe 
for  the   occupancy  proposed. 

Section  27.  Plats.  Bach  application  for  a 
build  permit  shall  be  accompanied  by  a  plat 
in  duplicate,  drawn  to  scale  and  in  such  form 
as  may  be  prescribed  liy  the  Commissioner  of 
Buildings,  showing  the  actual  dimensions  of 
the  lot  to  be  built  upon,  the  size  of  the  build- 
ing to  be  erected,  and  such  other  information 
as  may  be  necessary  to  provide  for  the  en- 
foi'cement  of  the  regulations  contained  in  this 
ordinance.  A  careful  record  of  such  applica- 
tions and  plats  shall  he  kept  in  the  office  of 
the   Commissioner  of   Buildings. 

Section  28.  Board  of  Appeals.  A  board  of 
appeals  is  hereby  established.  The  members 
of  the  board  of  appeals  shall  be  appointed  by 
the  Mayor,  subject  to  confirmation  of  the 
City  Council.  The  board  of  appeals  shall 
consist  of  five*  members.  One  of  said  mem- 
bers shall  be  an  architect  who  has  had  10 
years'  experience  in  the  practice  of  his 
profession,  one  shall  be  a  structural  en- 
gineer who  has  had  10  years'  experience 
in  the  practice  of  his  profession,  an- 
other shall  have  had  10  years  experi- 
ence as  a  builder,  and  still  another  shall 
have  had  10  years'  experience  as  a  real  es- 
tate dealer.  The  chairman  shall  be  desig- 
nated by  the  Mayor.  The  board  of  appeals 
shall  keep  minutes  of  its  proceedings  show- 
ing the  vote  of  each  member  on  every  ques- 
tion, or  if  absent  or  failing  to  vote  indicating 
-such  fact.  The  board  of  appeals  in  its  rules 
shall  fix  the  time  for  regular  meetings  of  the 
board.  Special  meetings  may  be  called  by 
the  chairman  or  at  the  request  of  two  mem- 
l)ers,  provided  that  notice  of  the  same  shall 
be  mailed  to  each  member  at  least  2  4  hours 
l)efore  the  time  set,  except  that  the  announce- 
ment of  a  special  meeting  at  any  meeting  at 
which  all  members  are  present  shall  be  suffi- 
cient notice  of  such  meeting.  All  meetings 
shall  be  open  to  the  public.     A  quorum  of  the 
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board  of  appeals  shall  consist  of  three  mem- 
bers. A  majority  of  the  members  present  at 
each  meeting  shall  control  its  official  actions. 
The  members  of  tlie  board  sliall  attend  meet- 
ings  in  person. 

Note — By  an  amendment  to  the  Enabling- 
Act  AugTist  8,  1924,  (Smith-Hurd,  Illinois 
Revised  Statutes,  1923,  Chapter  24,  Zoning) 
enacted  since  the  passag-e  of  the  zoning  ordi- 
nance, the  Board  of  Appeals  is  given  power 
to  grant  variations  without  action  by  the 
City  Council.  The  same  amendment  provides 
also  that  Council  may  pass  amendments  to 
the  zoning  ordinance  without  the  approval  of 
the   Board   of   Appeals. 

The  provisions  of  the  revised  statute  take 
precedent  over  Section  29  of  the  Zoning  Ordi- 
nance  where   there  is   conflict. 

Section  29.  Functions  of  the  Board  of  Ap- 
peals, (a)  The  board  of  appeals  sliall  adopt 
from  time  to  time  such  rules  and  regulations 
as  it  may  deem  necessary  to  interpret  and  to 
carry  into  etfect  the  provisions  of  this  ordi- 
nance, and  shall  recommend  to  the  City  Coun- 
ril  such  ordinances  or  amendments  as  it  may 
(Item  necessary  or  desiralale  to  carry  into 
effect  the  provisions  of  this  ordinance  or  to 
modify  the  same.  Variations  from  or  amend- 
ments to  this  ordinance  shall  in  all  cases  be 
made  by  ordinance.  Tlie  regulations  imposed 
and  the  districts  created  under  this  ordinance 
may  be  varied  or  amended  from  time  to  time 
liv  ordinance,  but  no  such  variations  or 
amendments  shall  be  made  without  a  hearing 
lief  ore  the  board  of  appeals,  at  which  persons 
interested  shall  be  afforded  an  opportunity  to 
lie  heard.  Notice  of  such  hearing  sliall  be 
pulilished  at  least  15  days  in  advance  thereof 
in  a  newspaper  of  general  circulation  in  Chi- 
cago. Such  notice  shall  state  the  time  and 
place  of  the  liearing  and  tlie  place  where 
ro|iies  of  the  proposed  varying  or  amending 
(irdinance  will  be  accessible  for  examination 
h.\'  interested  parties.  Such  hearing  may  be 
adjourned  from  time  to  time.  Within  30  days 
ill  cases  of  amendments  and  five  days  in 
cases  of  variations  after  the  final  adjourn- 
ment of  such  hearing  the  board  of  appeals 
shall  make  a  final  report  and  submit  a  pro- 
lio.sed  ordinance  to  the  City  Council.  The 
I'ity  Council  may  enact  the  ordinance  with 
<ir  without  change  or  may  refer  it  back  to 
the  board  of  appeals  for  further  considera- 
tion. Any  proposed  variation  or  amendment 
wiiich  fails  to  receive  the  approval  of  the 
hiiard  of  appeals  shall  not  be  passed,  except 
h.\  the  favorable  vote  of  two-thirds  of  all 
I  he  members  of  the  City  Council. 

(b)  Amendments.  In  case  of  written  pro- 
test against  any  proposed  amendment  signed 

I  lid  acl\nowledged  by  the  owners  of  20  per 
cent  of  the  frontage  iiroposed  to  be  altered, 
or  by  the  owners  of  20  per  cent  of  the  front- 
age immediately  adjoining  or  across  an  alley 
therefrom,  or  by  the  owners  of  20  per  cent  of 
the  frontage  directly  opposite  the  frontage 
proposed  to  be  altered  as  to  such  regulations 
or  district,  filed  with  the  said  board  of  ap- 
peals or  with  the  City  Council,  sucli  amend- 
ment shall  not  be  passed,  except  by  the  fa- 
vorable vote  of  two-thirds  of  all  the  members 
of  the  City  Council.  If  any  area  is  hereafter 
transferred  to  another  district  by  a  change 
in  district  boundaries  by  an  amendment,  as 
above  provided,  the  provisions  of  this  ordi- 
nance in  regard  to  bviildings  or  premises 
existing  at  the  time  of  the  passage  of  this 
ordinance  shall  apply  to  liuildings  or  prem- 
ises existing  at  the  time  of  passage  of  such 
amendment  in  such  transferred  area. 

(c)  Variations.  Upon  application  such 
board  of  appeals  shall  have  power  to  review 
the  ac'tion  of  tlie  enforcing  officer  of  the  City 
of  Cliicago  in  order  to  determine  whether  it 
is  in  accordance  with  the  terms  of  this  ordi- 
nance. Where  in  specific  cases  of  applica- 
tions for  permits  there  are  practical  difficul- 
ties or  particular  hardsliip  in  the  way  of 
carrying  out  the  strict  letter  of  the  pi'ovi- 
sions  of  this  ordinance  the  lioard  of  appeals 
shall  have  power  upon  apjilicat ion  to  recom- 
mend  variations   of   or   fi'om    the   original   or 


dinance  or  amendments  thereto. 

(d)  Variations  in  specific  cases  of  prac- 
tical difficulties  or  particular  hardship  shall 
include  the  following,  but  the  enumeration  of 
such  cases  shall  not  be  deemed  to  prevent  the 
recommendation  of  other  proper  variations: 

(1)  Granting  of  permission  to  devote 
premises  in  a  Residence  or  Apartment  dis- 
trict to  a  nonconforming  A  use  or  C  use, 
except  a  billboard,  in  a  block,  or  in  a  block 
directly  across  a  street  from  a  block,  in 
which  there  exists  a  non-conforming  A  use 
or  C  use  respectively  of  a  similar  nature, 
provided  that  such  permission  shall  not  be 
so  exercised  as  to  permit  either  such  use  of 
jiremises  in  blocks  where  no  such  use  existed 
at  the  time  of  the  passage  of  this  ordinance 
on  either  side  of  the  street,  and  further  pro- 
vided that  a  non-conforining  use  herein  per- 
mitted shall  not  exceed  in  area  of  premises 
or  cubical  contents  of  structures  of  the  sim- 
ilar non-conforming  use  then  existing.  In 
granting  such  permission  the  building  line 
regulation  provided  by  this  or-dinance  for  the 
block  shall  be  maintained,  and  the  use  per- 
mitted shall  be  deemed  to  be  non-conforming 
in  the  same  sense  as  though  it  were  erected 
prior  to  the  time  of  the  passage  of  this 
ordinance. 

(2)  The  extension  of  a  non-conforming 
use  or  building  upon  the  lot  occupied  by 
such  use  or  building  at  the  time  of  the  pas- 
sage of  this  ordinance.  The  erection  of  an 
additional  building  upon  a  lot  occupied  a.t 
the  time  of  the  passage  of  this  ordinance  by 
a  business  or  industrial  establishment  in 
case  such  additional  building  is  a  part  of 
such  establishment,  wlien  carrying  out  the 
strict  letter  of  the  provisions  would  result 
in  practical  difficulties  or  extreme  and  un- 
necessary  hardship. 

(3)  In  undeveloped  sections  of  the  city 
the  issuance  of  temporary  and  conditional 
permits  for  not  more  than  two  years  for 
structures  and  uses  in  contravention  of  the 
use  regulations  controlling  Re.'^.idence  dis- 
tricts; provided  such  cases  are  important  to 
the  development  of  such  undeveloped  sections 
and  also  provided  such  uses  are  not  preju- 
dicial to  the  adjoining  and  neighboring  sec- 
tions already  developed. 

(4)  In  a  Residence  di.strict  the  location 
of  an  R2  use  contrary  to  the  provisions  of 
Section  5,  provided  the  R2  use  will  not  injure 
neighboring  property  for  dwelling  house  pu- 
poses. 

(5)  In  a  1st,  2nd  or  3rd  Volume  district, 
the  moderate  relaxation  of  the  area  or  vol- 
ume provisions  of  Section  16,  17  or  IS  for 
the  erection  of  a  building  for  an  R2  or  A3 
use  where  the  premises  to  be  devoted  to  such 
use  were  acquired  prior  to  the  time  of  the 
passage  of  this  ordinance. 

(6)  Variation  in  the  application  of  Section 
10  or  Section  14  in  a  Commercial  district  or 
part  thereof  in  blocks  adjoining  the  city  lim- 
its of  Chicago  or  on  premises  across  the 
street  from  blocks  in  which  the  limitations 
provided  by  Section  10  do  not  apply  or  in 
neighborhoods  where  uses  existing  at  the 
time  of  the  passage  of  this  ordinance  are 
contrary  to  the  provisions  of  such  section  or 
where  by  reason  of  amendment  to  tlie  ordi- 
nance the  said  district  or  part  thereof  comes 
to  be  within  125  feet  of  a  Residence  or  Apart- 
ment district,  taking  into  consideration  the 
conditions  then  existing  in  the  blocks  affected 
by   the   amendment. 

(7)  Variation  in  the  ai)plication  of  Sec- 
tion 12  or  Section  14  in  a  Manufacturing  dis- 
trict or  part  thereof  in  locations  where  uses 
existing  at  the  time  of  the  passage  of  this 
oi'dinance  are  contrary  to  the  provisions  of 
such  sections  or  when  by  reason  of  amend- 
ment to  this  ordinance  any  part  of  the  then 
existing  M2  or  M3  uses  in  sucli  district  or 
liart  thereof  come  to  be  nearer  to  a  Residence 
oi-  Apartment  or  Commercial  district  than 
perniitt(>d  liy   Section    12. 

(S)  Permission  to  maintain  an  iM2  or  M3 
use  anywhere  in  a  Manufacturing  district 
wliieli  otlierwise  would  not  l)e  i)ermitted  by 
this   ordinance   where  clearly   the   api)ropriate 
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Central    School   Building,    Hamniomi.    Ind. 
lUMxl 00— Moved   1   Block,   Turned   00   Degrees.      One  of  the  recent   operations   of 

L.  P.  FRIESTEDT  CO. 

BUILDING  RAISING      MOVING      SHORING 

ENGINEERS 

Contracts  Taken  Anywhere  in  the  United  States.     Work  Guaranteed. 
General  Offices:  1638  7  S.  Dearborn  St.  Tel.  Randolph  0296-0297  CHICAGO,   ILLINOIS 


ROBERT  W.  HUNT  COMPANY 

ENGINEERS 

INSPECTION  —  TESTS  —  CONSULTATION 

The  Prominent  Buildings  for  which  Inspection  services  were  rendered  by 
Robert  W.  Hunt  Co.  are  evidence  of  the  confidence  shown  in  "HUNT" 
service  by  Members  of  the  Illinois  Society  of  Architects. 

Inspection    and   Supervision    of  Construction 
Cement,  Physical  and  Chemical  Laboratories 

General  Offices: — 2200  Insurance  Exchange,  CHICAGO 


Partial    List    of    Larger    Structures    for    which    Inspection    Services    were 
rendered    by   Robert  W.    Hunt    Company: 


NAMK 


i,()(ATl<)N 


ARCHITECT 


I  'nion    Station    Bldgs Chicago Graham,    Anderson, 

Straus    Bldg Chicago Graham,    Anderson, 

Conunonwealth  Edison  Co Chicago Graham,    Anderson, 

(Crawford  Ave.  Station) 

Palmer    House Chicago Holabird  &  Roche 

Tribune    Tower    Bldg Chicago Howells   &   Hood 

Bel.len    Hotel Chicago Fridstein   Co. 

Drake     Hotel Chicago Marshall   &   Fox 

111.   .Merchants  Bk.   Bldg Chicago Graham,    .\nderson, 

Belknaj)    Hardware    Co.    Bldg Louisville,    Ky Graham,    .•^nder.snn, 

Memorial    Stad.    U.    of    III..... Champaign,  lil Holabird   &   Roche 

Inion  Stock    Yds.    (E.xch.   Bldg.). ..Chicago S.   Scott  .Toy 

Lakeview   .\ve.    Trust   Apt Chicago Howard   \i>n   Doi-en 

1-2:^    Field    Artillery Chiragn... Edgar  S.   Martin 


Probst 
Probst 
Probst 


Probst 
Probst 


&  White 
&  White 
&   White 


&   White 
k   White 
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Zoning' 


use  of  neighboring'  property  is  not  injured 
thereby. 

(9)  Variation  of  the  area  or  volume  pro- 
visions of  tliis  ordinance  in  a  bloclv  wliere 
tliere  exists  a  structure  whicli  exceeds  tlie 
area  or  volume  requirements  respectively 
(if  this  ordinance,  provided,  however,  that 
such  variation  shall  not  be  construed  to  per- 
mit the  erection  of  a  structure  in  excess  of 
tlie  area  or  volume  of  such  existing-  structure. 

(10)  In  a  Residence  or  Apartment  district 
where  lots  are  irregular  in  shape  or  where 
iil)viously  no  building  line  is  required  by  rea- 
.s<in  of  the  peculiar  conditions,  or  where  all 
light  is  obtained  from  public  spaces,  varia- 
tion of  the  area  requirements  of  this  ordi- 
nance and  in  such  cases  a  proportionate  vari- 
ation in  volume. 

(11)  Variation  in  the  definition  of  the 
liiight  of  building  where  a  building  is  erect- 
ed with  a  frontage  on  a  pulilic  waterway  or 
iiu  a  natural  hillside,  but  such  variation  shall 
III-  made  only  for  the  purpose  of  adjusting  the 
lu'ight  limits  so  as  to  conform  with  that  of 
neighboring  structures. 

(12)  Variation  in  the  height  of  buildings 
regulations  for  the  purpose  of  permitting  the 
t  lection  of  additional  stories  to  an  existing 
iiiiilding  where  it  can  be  shown  that  the 
I  rection  of  such  additional  stories  was  con- 
ti-mplated,  and  where  the  original  founda- 
tions were  designed  to  carry  such  additional 
stories. 

(13)  Granting  of  permission  in  an  Apart- 
ment district  which  is  also  in  a  2nd.  3rd.  4th 
iir  5th  volume  district  to  occupy  space  on  the 
lot  in  addition  to  the  area  or  voluine  per- 
mitted by  Sections  17.  18,  19  or  20.  of  this 
ordinance,  provided  such  additional  space 
shall  occupy  lower  floors  only  and  further 
l)rovided  that  such  additional  space  shall  be 
used  only  as  a  waiting  room,  lobby  or  loung- 
ing room  or  auditorium  or  service  rooms 
auxiliary  to  an  R2  or  A  use.  In  granting 
such  permission  the  building  line  regulations 
provided  by  this  ordinance  for  the  block  shall 
be  maintained,  but  the  volume  permitted  by 
tliis  ordinance  may  be  correspondingly  in- 
creased. 

(14)  Alteration  or  relaxation  of  the  pro- 
visions of  Section  22,  or  to  the  extent  nec- 
essary to  prevent  undue  or  peculiar  hardship 
where  in  any  block  or  portion  of  a  block 
iliere  are  lots  not  of  uniform  depths,  or 
irregular  shapes  or  peculiar  proportions, 
forms  or  topography,  or  fronting  on  more 
tluxn  one  street,  or  where  any  frontage  less 
in  length  than  100  feet  has  adjoining  it  on 
each    side   permanently    less   restricted    front- 

ige,  or  when  clearly  the  general  purpose 
and  intent  thereof  will  be  better  served 
tliereby. 

(15)  T\Tiere  owners  of  all  properties  in  a 
lilock  petition  in  writing  for  the  establish- 
ment of  a  building  line  within  that  block, 
which  building  line  is  less  restrictive  than 
that  which  would  otherwise  be  established 
by  the  provision.s  of  Section  22,  the  altera- 
tion of  the  building  line  proposed  by  the 
petitioners. 

(16)  In  a  Residence  or  Apartment  district 
the  location  of  a  special  use  as  defined  by 
Section  13  or  the  extension  of  an  existing 
siiecial  use  provided  such  location  or  such 
e.xtension  will  not  seriously  injure  the  ap- 
piopriate  use  of  neighboring  property,  and 
further  provided  that  the  location  of  an  air- 
drome shall  be  consistent  with  regulations, 
'udinances  and  laws  then  existing  to  control 
navigation  of  the  air. 

(17)  Where  a  district  boundary  line  di- 
\ides  a  lot  in  single  ownership  at  the  time 
<<i'  the  passage  of  this  ordinance,  the  exten- 
sion of  the  use  or  volume  authorized  on  the 
least  restricted  portion  of  such  lot  over  the 
entire  lot,  provided  this  does  not  extend 
more  than  100  feet  beyond  the  boundary  line 
'if  the  district  in  which  the  use  is  authorized. 

Section  3  0.  Vio?ations  and  Penalties.  For 
■my  and  every  violation  of  tlie  jn-ovisions  of 
this  ordinance,  the  owner,  general  agent  or 
eontractor  of  a  building  or  premises  where 
such   violation    has   been   committed   or    shall 


exist,  and  the  lessee  or  tenant  of  an  entire 
building  or  entire  premises  where  such  vio- 
lation has  been  committed  or  shall  exist,  and 
the  owner,  general  agent,  contractor,  lessee 
or  tenant  of  any  part  of  a  building  or  prem- 
ises in  which  part  such  violation  has  been 
committed  or  shall  exist,  and  the  general 
agent,  architect,  builder,  contractor  or  any 
person  who  commits,  takes  part  in  or  assists 
in  such  violation  or  who  maintains  any  build- 
ing or  premises  in  which  any  such  violations 
shall  exist,  shall  for  each  and  every  violation 
and  for  each  and  every  day  or  part  thereof 
that  such  violation  continues,  be  subject  to 
a  fine  of  not  more  than  $200.00.  Any  person 
violating  the  provisions  of  this  ordinance  by 
pursuing  a  C  or  Ml  use  which  without  opera- 
tion of  approved  nuisance  prevention  equip- 
ment or  without  certain  nuisance  eliminating 
processes  or  methods  of  operation  would  be 
classified  as  an  M2  or  M3  use,  or  an  M2  use 
which  without  such  equipment,  processes  or 
methods  would  be  classified  as  an  M3  use, 
shall  be  deemed  to  have  committed  a  sep- 
arate violation  of  this  ordinance  for  each 
day  or  part  thereof  that  such  C  or  Ml  or  M2 
use  is  operated  in  such  a  manner  as  to  vio- 
late the  manifest  purpose  and  intent  of  the 
definition  of  a  C  or  Ml  or  of  an  M2  use  re- 
spectively, and  each  complete  unit  of  equip- 
ment shall  be  deemed  a  separate  use  for  the 
purposes  of  this  paragraph  and  shall  be  sub- 
ject to  the  same  penalty  as  provided  herein. 
Legal  remedies  for  violations  shall  be  had 
and  violations  shall  be  prosecuted  in  the 
same  manner  as  is  prescribed  by  law  or  or- 
dinance for  the  prosecution  of  violations  of 
other  ordinances,  effective  in  the  City  of  Chi- 
cago. 

Section  31.  Remedies.  In  case  any  build- 
ing or  structure  is  erected,  constructed,  re- 
constructed, altered,  repaired,  converted,  or 
maintained,  or  any  building,  structure  or 
land  is  used,  in  violation  of  this  ordinance  or 
any  other  ordinance  or  lawful  regulation,  the 
proper  authorities  of  the  City  of  Chicago,  in 
addition  to  the  remedies  herein  provided  for. 
may  institute  any  appropriate  action  or  pro- 
ceeding to  prevent  such  unlawful  erection, 
construction,  reconstruction,  alteration,  re- 
pair, conversion,  maintenance  or  use,  or  to 
impose  a  penalty  for  such  violation,  or  to  re- 
strain, correct  or  abate  such  violation,  in 
order  to  pi'event  the  occupancy  of  said  build- 
ing, structure  or  land  contrary  to  the  pro- 
visions hereof,  or  to  prevent  any  illegal  act. 
conduct,  business  or  use  in  or  about  such 
premises. 

Section  32.  Validity  of  Ordinance.  If  any 
section,  paragraph  subdivision,  clause,  sen- 
tence or  provision  of  this  ordinance  shall  be 
adjudged  by  any  court  of  competent  juris- 
diction to  be  invalid,  such  judgment  shall  not 
affect,  impair,  invalidate  or  nullify  the  re- 
mainder of  this  ordinance  but  the  effect 
thereof  shall  be  confined  to  the  section,  par- 
agraph, subdivision,  clause,  sentence  or  pro- 
vision immediately  involved  in  the  contro- 
versy in  which  such  judgment  or  decree  shall 
be  rendered. 

Section  3  3.  Effect  on  Present  Ordinances. 
This  ordinance  shall  not  be  construed  as  re- 
pealing or  modifying  any  valid  ordinances  of 
the  City  of  Chicago  now  in  effect  which  re- 
restrict  the  location  of  industries,  entertain- 
ments, occupations,  establishments  or  enter- 
prises of  any  kind,  either  by  requiring  front- 
age consents  from  property  owners  or  resi- 
dents affected  by  such  location,  or  by  pro- 
hibiting or  restricting  the  location  of  same 
within  a  fixed  distance  from  a  hospital, 
church,  public  school  or  parochial  school,  or 
the  grounds  thereof,  or  on  or  near  any  class 
of  streets  or  boulevards  or  any  parks,  play- 
grounds or  bathing  beaches.  As  to  all  other 
ordinances  or  parts  of  ordinances  in  conflict 
with  any  of  the  provisions  of  this  ordinance, 
the  same  are  hereby  roi)ealed. 

Section  34.  When  Effective.  This  ordi- 
nance shall  take  effect  and  lie  in  force  from 
and  after  its  passage,  approval  and  due 
publication. 
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Pearlmcui  Galleries 


Architects  are  invited  to  avail  themselves  of 

our  service,  and  visit  our  Galleries  and 

Work-shops  where  special  lighting  effects 

for  the  Home,  Hotel,  Theatre,  Bank  or 

Public  Building  may  be  seen 


Fictor  S.  Pearlman  &  Company 

Designers  and  Munujacltirers  of 

Exe/iisive  h'vrhtui'S  Fixtures 


533-535  S-  Wabash  Ave.  Telephone,  Harrison  sjoj-S-g 


Chicago,  Illinois 
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DEPARTMENT  OF  ELECTRICITY.  CITY  OF  CHICAGO 

NOTICE. 

Pai'ticular  attention  is  called  to  the  various  important  requirements  of  the  Ordinances 
printed   herein. 

XiICENSES. 

Permits   will  be   issued  only   to   licensed   electricians. 

A  licensed  electrician  can  do  work  only  in  the  class  for  which  he  is  licensed.  Application 
should  not  be  made  to  do  work  in  any  other  class. 

Licenses  may  be  transferred  from  one  class  to  another  by  paying  the  difference  between 
the  original  license  fees  and  the  difference  between  the  renewal  fees  for  the  unexpired 
portion  of  the  license  period.  The  supervising  electrician  shall  submit  himself  to  an  exam- 
ination in   the  new  class   to   which   transfer   is   desired. 

Licenses  which  are  allowed  to  lapse  will,  on  renewal,  be  dated  back  to  the  date  of 
expiration  of  the  previous  license,  but  no  license  will  be  renewed  after  one  year  from  date  of 
expired    license. 

Any  change  in  the  address  of  a  licensed  electrician  should  be  forwarded  to  the  depart- 
ment  at    once. 

Where  the  holder  of  a  license  changes  the  firm  name,  or  where  additional  partners 
are  taken  into  a  firm,  or  where  a  firm  is  incorpoiated.  a  notice  of  such  change  should  be 
forwarded  to  the  department  at  once,  otherwise  the  license  is  liable  to  be  voided  due  to 
its    questionable    ownership. 

Bonds  shall  be  furnished  before  the  issuance  of  all  classes  of  licenses  except  main- 
tenance licenses.  The  term  of  the  bond  must  correspond  with  the  period  of  the  license  to 
be  issued.  Bond  must  be  properly  executed  and  forwarded  to  the  Electrical  Inspection 
Bureau  together  with  the  license  renewal  fee.  No  license  will  be  issued  until  the  required 
bond  is  furnished  and  where  such  bond  is  not  supplied  permits  will  not  be  issued  to  the 
licensee. 

INSPECTION    FEES. 

Inspection    fees    shall    accompany    applications,    otherwise    permits    cannot    be    issued. 

All  checks  for  inspection  fees  should  be  made  payable  to  the  City  Collector,  not  to 
the  Commissioner  of  Gas  and  Electricity.  Applications  for  permits  should  be  addressed  to 
the  Electrical  Inspection  Bureau,  Room  6  06,  City  Hall.  Do  not  mail  applications  to  the 
City    Collector. 

In  computing  inspection  fees,  all  sockets  and  receptacles  for  general  illumination  are 
considered  as  of  50  watt  capacity,  and  the  inspection  fee  must  De  paid  on  this  basis.  All 
applications  for  permits  forwarded  to  the  department,  where  the  fee  is  figured  on  the 
basis  of  25  watts,  or  wattage  other  than  above  will  be  returned  to  the  contractor.  Any 
deviation   from   this  charge   must  be   first  approved   by    the   department. 

APPLICATIONS    AND    PERMITS. 

Applications  for  permits  shall  be  signed  by  the  Supervising  Electrician,  otherwise 
application   will   be   returned  and   work  delayed. 

In  all  cases  the  location  must  be  completely  and  correctly  stated.  If  in  an  office 
building  or  other  building  having  a  number  of  floors,  the  floor  or  room  number  must  be 
given.  Where  necessary  the  prefix  East,  West,  North  or  South  must  be  given.  Failure 
to  comply  with  this  requirement  confuses  the  records  of  the  office  and  results  in  incon- 
venience and   delays   to   the   contractor   and   the   public. 

Application  for  permit  must  cover  in  a  correct  manner  all  work  to  be  done  under  the 
particular  permit.  The  wiring  contractor  generally  installs,  in  addition  to  the  wiring,  all 
baseboard  outlets,  sidewall  receptacles,  and  all  receptacles  which  are  attached  to  outlet  box 
covers;  also,  in  some  cases,  whatever  droi^  lights  are  provided.  All  of  these  devices  should 
be  included  in  the  application  for  permit  and  the  fee  should  be  paid  on  them.  Some 
contractors  make  a  practice  of  entering  on  their  applications  a  less  number  of  circuits 
or  receptacles  than  they  are  actually  installing.  This  is  not  only  a  direct  evasion  of  the 
requirements  of  the  city  ordinances  but  it  also  results  in  the  failure  to  pa.v  to  the  City 
the  proper  fee  covering  the  work  to  be  done,  and  also  involves  the  making  out  of  an 
additional  bill  and  the  collection  of  the  same. 

Where  apparatus  is  installed  in  addition  to  that  originally  applied  for,  full  fee  will 
be    charged    for    such    apparatus. 

It  is  a  violation  of  the  City  ordinances  to  install  any  electrical  work  wliich  is  not 
covered   by   an    original   application   for   permit. 

Where,  however,  additional  work  is  installed  and  the  inspection  fee  for  such  woi'k  is 
paid  within  not  later  than  thirty  days  after  date  of  the  bill,  the  department  will  waive 
the  ordinance  requirements,  and  will  include  such  additional  work  as  part  of  the  original 
application    for    permit. 

Where  the  bill  referred  to  is  not  jiaid  within  the  thirty  day  limit,  provisions  of  the 
ordinance   will  be  enforced  and  permit   privileges   will   automatically   cease. 

This  means  that  unless  balance  bills  (work  done  in  addition  to  that  covered  by  the 
original  application  for  permit)  for  electrical  inspections  are  paid  promptly,  the  contractor 
will  be  considered  as  having  violated  the  C\ty  ordinances  in  relation  to  the  installation  of 
electrical   work   without   permits. 

Attention  is  further  called  to  the  fact  that  no  notices  will  be  sent  other  than  the  copy 
of  the  warrant  for  collection  itself  and  one  delinquent  notice  from  the  City  Collectors'  Office 
and,  in  case  of  failure  to  pay  on  or  before  receipt  of  such  delinquent  notice,  permits  will 
automatically  cease  issuing  and  further  permits  will  issue  only  upon  ioint  approval  of  the 
Commissioner  of  Gas  and  Electricity  and  the  City  Comptroller. 

Application  shall  be  made  only  for  the  work  contracted  for  and  instalhtl  by  the  licensee. 
T'he  obtaining  of  permits  for  work  done  liy  others  will  be  considered  cause  for  revocation 
of   license.     No   permit   must   be    taken    out    unless    the   contractor   has    a   bona   fide    contract 
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REFLECTOR  SOCKETS.— Benjamin  Reflector  Sockets  are  seam- 
less, made  of  one  piece  of  steel  and  will  successfully  resist  the  influ- 
ences of  corrosion.  Furnished  in  R.  L.  M.,  Bowl,  Shallow  Bowl 
and  Flat  cone  shapes,  to  meet  all  lighting  requirements.  Porcelain 
enameled,  green  outside,  white  inside. 

SHADE  HOLDER  REFLECTORS.— Intended  for  use  principal- 
ly where  sockets  are  already  installed.  Fit  any  standard  porcelain 
or  brass  shell  socket.  2^/4-incli  shade  holder,  or  the  "Benco"  threaded 
socket.  R.  L.  M.,  Bowl,  Shallow  Bowl,  or  Symmetrical  Angle 
shapes.     Porcelain  enameled,  green  outside,  white  inside. 

ELLIPTICAL  ANGLE  REFLECTORS  AND  PARABOLITES. 

— Elliptical  Angle  Reflector  is  used  where  a  vertical  surface  must 
be  lighted  or  where  overhead  mounting  is  not  possible.  Parabolite 
is  used  to  light  narrow  aisles,  corridors,  areas  adjacent  to  fences, 
etc.  Sockets  included.  Porcelain  enameled,  black  outside,  white 
inside. 

"BENCO"  WEATHER-PROOF  SOCKETS.— "Benco"  Weather- 
proof Sockets  are  highly  instilated   metal   cased  sockets  for  indoor 
and   outdoor   service.      Keyless    or   pull  chain  types.     Fit  Type  "S"  i 
shade    holder    reflectors.     Finished    in    frosted    aluminum,    brushed  ■ 
brass,  natural  copper,  or  (on  special  order)  green  to  match  reflector. 

GAS  AND  VAPOR-PROOF  FIXTURES.— Benjamin  protective, 
lighting  units.     For  use  in  powder,  benzol  and  paint  plants,  garages, 
gasoline    tilling    stations,    etc.      Flat    Cone    or    Dome    reflector    and  j 
without  reflector.     IMetal  parts  galvanized,  ret'cctcr  green  porcelain  ; 
enatneled   outside,   white   inside.  \ 

INDUSTRIAL    SIGNALS.— Benjamin    Industrial    Signals   have   a' 
peculiar,  penetrating  tone  pitch,  which   makes  them   more   effective 
as  audible  signals  than  gongs  or  bells.     A  special  adjusting  means 
governs  volume  and  tone  pitch.     A   large  number  of  devices — one 
for  every  industrial  application. 

BENJAMIN-STARRETT  PANEL  BOARDS.— Built  upon  ap- 
proved composition  bases,  with  concealed  bus  bars.  Stronger, 
smaller,  lighter — quickly  procured,  easily  installed.  Open  and 
Dead  Front  Standardized  Panel  Boards  from  4  to  30  circuits.  Open 
and    Dead    Front    Residence    Panel    Boards   from    2   to    10   circuits. 

Address  Chicago  Office 
847  W.  JACKSON  BOULEVARD 


BENJAMIN  ELECTRIC  MFG.  CO. 


NEW  YORK 


CHICAGO 


BENJAMIN  ELECTRIC  MEG.  CO.  of  Canada,  Ltd. 
Toronto,  Canada 
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SAN  FRANCISCO 

THE    BENJAMIN   ELECTRIC,   Ltd. 
London,   Eng'land 


covering:    the    work,    nor    unless    the    work 
supervised   by   his   supervising   electrician. 

Permits   shall  be   obtained  before  any  work   is   started, 
sufficient   cause   for   revocation   of   license. 


done    by    men    regularly    in    his    employ    and 


Violation   will   be   considered   as 


DEPECT  NOTICES. 

Many  contractors  fail  to  return  the  return  slip  on  letters  of  defects  sent  to  them.  The 
return  slip  referred  to  is  a  notice  to  the  inspector  that  the  defects  have  been  taken  care 
of  and  failure  to  receive  this  notice  results  in  delays  and  in  many  cases  unnecessary 
inspections. 

The  return  of  these  notices  is  essential  to  the  inspector's  work,  and  the  department 
must  insist  on  a  strict  and  prompt  compliance  in  this  matter,  otherwise  it  will  be  necessary 
to  withdraw,  from  those  contractors  who  violate  this  rule,  the  privileges  now  granted  to 
them,   such  as   the  issuance  of  current   permits  previous  to   the   completion   of   the   work 

Every  notice  of  defects  carries  with  it  a  limited  time  in  which  the  repairs  or  changes 
noted  must  be  made.  The  change  inust  be  made  within  the  time  specified,  unless,  for  special 
reasons,  this  time  is  not  sufficient,  in  which  event  the  department  must  be  notified  by  letter 
and  an  extension  of  tijne  re(iuested. 

SICfir   APPLICATIONS. 

The  department  has  experienced  considerable  trouljle  through  sign  contractors  taking 
out  permits  for  the  erection  of  signs  where  no  provision  has  been  made  for  the  connection 
between  the  sign  and  the  building  w^iring.  In  many  of  these  cases,  on  inspection,  dangerous 
and  defective  wiring  is  found  by  the  inspectors  and  often  the  information  is  given  to  the 
inspector  that  this  wiring  is  installed  by  the  sign  hanger. 

The  department  is  put  to  considerable  trouble  extending  over  long  periods  in  obtaining 
a  compliance  with  the  rules  of  the  department  on  the  proper  installation  of  the  sign 
connections. 

In  order  to  obviate  this  trouble  the  department  will  issue  no  permit  for  the  erection 
of  electric  signs  until  a  permit  has  been  issued  by  this  department  for  mains  for  the  same 
or  for  the  connection  of  the  sign  to  outlets  already  provided. 

GENERAIi. 

The  wiring  contractor  must  connect  up  all  switches  and  receptacles  installed  by  him. 
He  must  also  pole  up  all  wires  at  fixture  outlets  and  must  solder  and  tape  all  such  wires 
except  those  to  which  a  fixture  is  to  be  attached. 

The  use  of  electric  current  is  prohibited  previous  to  the  issuance  of  a  current  permit 
or   certificate. 

Temporary   work  must   be   inspected   and  approved   before   current   is    used   on    the    same. 
Alterations    to    existing   wiring   must   not   be    made    without    obtaining    a    permit. 
Violation    of   the    ordinance   constitutes    a   misdemeanor   and    is    punishable    by   a    fine    of 
from   $.50.00    to    $100.00,   also   by   the   cuttng   off  and    stopping   the    use    of  current. 

JOHN    T.     MILLER, 
Commissioner    of    Gas    and    Electricity. 


SFECIAi;  SUGGESTIONS  TO  ARCHITECTS. 

Architects  are  urged  to  make  definite  spe- 
cifications for  electrical  work,  for  the  bene- 
fit of  both  the  electrical  contractor  and  the 
fixture  contractor,  specifying  the  number  of 
outlets  in  each  job  for  the  electrical  contrac- 
tor to  follow,  and  the  exact  number  of  40  watt 
or  equivalent. 

It  is  also  suggested  that  the  architects 
demand  of  the  electrical  contractor  that  he 
make  up  all  connections  and  combinations 
relative  to  switches,  complicated  outlets,  etc., 
leaving  only  two  wires  for  the  fixture  hanger 
to   make    his    fixture    connections. 

GENERAIi  SUGGESTIONS. 

In  all  electric  work  conductors,  however 
well  insulated,  should  always  be  treated  as 
bare,  to  the  end  that  under  no  conditions, 
existing  or  likely  to  exist,  can  a  grounding 
or  short  circuit  occur,  and  so  that  all  leak- 
age from  conductor  to  conductor,  or  between 
conductor  and  ground,  may  be  reduced  to  the 
minimum. 

In  all  wiring  special  attention  must  be 
paid  to  the  mechanical  execution  of  the 
work.  Carefxil  and  neat  running,  connecting, 
soldering,  taping  of  conductors  and  securing 
and  attaching  of  fittings,  are  especially  con- 
ducive to  security  and  efficiency,  and  will  be 
strongly   insisted  on. 

In    laying    out    an    installation,    except    for 


constant  current  systeins,  every  reasonable 
effort  should  be  made  to  secure  distribution 
centers  located  in  easily  accessible  places, 
at  which  points  the  cutouts  and  switches 
controlling  the  several  branch  circuits  can 
be  grouped  for  convenience  and  safety  oi 
operation.  The  load  should  be  divided  as 
evenly  as  possible  among  the  branches,  and 
all  complicated  and  unnecessary  wiring 
avoided. 

SFECIAI.    NOTICE. 

Service  switches,  cutouts  and  meters  must, 
when  practicable,  be  placed  in  basements  or 
other  public  portions  of  the  building.  Ex- 
ception will  be  made  for  cutouts  in  the  case 
of  apartment  buildings  having  4  circuits  or 
more  per  apartment  or  where  the  building 
is  four  stories  or  more  in  height.  Where 
cutouts  are  located  in  apartments  or  on  the 
various  floors  of  residences,  etc.,  they  must 
never  be  located  in  clothes  closets  or  any 
other  location  where  combustile  material 
is    stored. 

Service  switches,  cutouts  and  meters 
should  not  be  installed  above  or  in  close 
proximity  to  laundry  tubs,  sinks,  gas  me- 
ters  or   plumbing  fixtures. 

Meter  outlet  fittings  must  be  of  approved 
construction. 

A  separate  fitting  is  required  for  each, 
meter. 
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renewable 


Economy 
Drop  Out' 
Renewal 
Link  and 
Winged 
AVa  slier 


ECONOMY  FUSES  are  made  in  three  general  types 
(ferrule,  plug,  and  knife  blade),  with  a  full  line  of  ca- 
pacity ranges  for  all  commercial  voltages.  This  was 
the  first  line  of  fuses  employing  an  inexpensive  bare 
link  for  restoring  a  blown  fuse  to  its  original  efficiency 
to  be  approved  in  ALL  CAPACITIES  by  the  Under- 
writers' Laboratories,  Inc.,  established  and  main- 
tained by  the  National  Board  of  Fire  Underwriters. 
The  fusible  elements  are  of  the 
"Drop  Out"  renewal  link  type,  ac- 
curately rated  and  of  definite  design. 
In  operation  on  short  circuits  the 
entire  fuse  metal  does  not  volatilize; 
only  the  two  narrow  bridges  of 
metal  that  hold  the  drop  out  por- 
tion fuse.  There  is  no  powdered 
filler  to  deteriorate  or  to  solidify. 
The  winged  washer  in  knife  blade 
type  and  the  end  plug  in  ferrule 
type  make  replacement  of  link  quick 
and  easy. 

Since  every  part  of  an  Economy 
Fuse  excepting  the  link  is  good  for 
years  of  service,  their  use  will  give 
an  annual  saving  of  80  per  cent  in 
fuse  maintenance  costs  compared 
to  one-time  fuses. 


Knije   Blade    Tiipf   l)i.mxsfinl,l,,l 

Write  "Economy  Fuses"  Into  Your  Specifications  for  Electrical  Fusing 


F< mile  Type 
(mil  "Drop 
Out"    Link 


ECONOMY 

ELEXITS 

AND 

PLUGS 


ECONOMY  FUSE  &  MFG.  CO.  is  producing  and  market- 
ing, under  license  agreement.  Economy  Elexits  and  Elexit 
Plugs.  Our  service  and  co-operation  is  offered  to  the  fixture 
manufacturer  and  dealer,  to  the  architect  and  to  electrical 
dealers  and  contractors,  for  developing  universal  standardi- 
zation and  use  of  this  modern  method  of  installation  of  electric 
lighting  fixtures.     Write  for  catalog  LX-47. 


("leai'Site  Fuses  represent  the  highest  form  of  eon\-enience  in  the  art  of 
fuse  manufacture.  They  are  the  only  non-renewable  plug  fuses  using  the 
famous  £;conomy  "Drop  Out"  Link,  which  greatly  reduces  the  internal 
ojterating  pressure. 

The  clear  window  makes  it  easy  to  see  the  link — with  the  amperage 
stamped  thereon — and  when  the  fuse  has  blown  on  overload  a  gap  in  the 
operative  section  is  plainly  discernible.  "When  blown  on  short  circuit  the 
blackened  window  renders  vision  of  the  link  impossible.    There  is  no  doubt 

of  the  condition  of  Clearsite  Fuses  at  all  times.     Packed  in  standard  carton 

finantities,  and  in   n-tail   packages  of  four  fuses   for   2')   cents. 

ECONOMY  FUSE  &  MFG.  CO. 

Greenview  Avenue  at  Diversey  Parkway,  CHICAGO,  U.  S.  A. 


Sales  Offices  in  Principal  Cities 


Complete  Stocks  Carried  by  All  Leading  Jobbers 
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SECTIONS  OF  THE  CHICAGO  MUNICIPAL  CODE  OF  1922  OF  THE 
CITY  OF  CHICAGO  GOVERNING  ELECTRICAL  INSPECTIONS 

Passed   November  22,   1922;   Amended  March   31,   1923. 


CHAPTER   XXXVI.      ELECTRICITY — ARTI- 
CLE   1.      DEPARTMENT    OF    GAS 
AND  ELECTRICITY. 

"1631.  Electric  Current.)  Xo  electric  cur- 
rent shall  be  used  for  lighting,  heating  or 
power  purposes  except  as  hereinafter  pro- 
vided. 

"1632.  Applications  —  Contents  —  Permit.) 
All  persons  or  corporations  desiring  to  install 
wires  or  other  apparatus  for  the  use  of  elec- 
trical currents  for  any  of  the  purposes  men- 
tioned in  the  foregoing  section,  shall,  before 
commencing  or  doing  any  electrical  construc- 
tion work  of  any  kind  whatever,  either  in- 
stalling new  electrical  apparatus  or  repairing 
apparatus  already  in  use,  file  an  application 
for  a  permit  therefore  in  the  office  of  the 
Commissioner  of  Gas  and  Electricity,  which 
application  shall  describe  in  detail  such  ma- 
terial and  apparatus  as  it  is  desired  to  use, 
with  a  full  description  of  the  same,  giving 
the  locality  by  street  and  number,  such  ap- 
plication to  be  countersigned  by  the  person 
under  whose  supervision  the  work  is  to  be 
done;  and  upon  the  filing  of  said  application, 
if  found  proper,  such  permit  shall  be  given, 
and  no  work  shall  be  started  until  such  per- 
mit has  been  obtained.  No  work  shall  be 
done  unless  under  the  supervision  of  a  duly 
qualified  person  as  provided  in  the  following 
section. 

"1633.  Requirements  for  License — Classifi- 
cation— Suspension  and  Revocation  of  Li- 
cense.) Any  person  or  corporation  making 
application  for  permits  must  first  file  with 
the  Commissioner  of  Gas  and  Electricity  an 
application  containing  an  affidavit  stating 
that  the  work  to  be  done  under  such  per- 
mits will  be  under  the  supervision  of  a  per- 
son who  is  not  less  than  twenty-one  (21) 
years  of  age,  who  has  a  thorough  knowledge 
of  electrical  construction  and  who  has  had 
not  less  than  four  (4)  years  of  practical  expe- 
rience in  installing  or  maintaining  electrical 
wires  and  apparatus  in  the  class  mentioned  in 
the  application  for  license  and  provided  for 
in  the  classification  of  licenses  as  given  be- 
low, and  who  shall  have  regularly  passed  the 
examination  as  provided  for  hereinafter. 
Such  application  shall  be  made  upon  a  form 
prepared  and  approved  by  the  Board  of  Ex- 
aminers to  be  appointed  by  the  Mayor  for  the 
purpose  of  inquiring  into  and  ascertaining 
ihe  qualifications  of  such  applicant  and  of  the 
.Supervising  Electrician,  as  provided  herein. 
Such  application  shall  contain  the  name  and 
signature  of  the  person  under  whose  super- 
vision the  work  is  to  be  done,  together  with 
I  wo  indorsements  from  responsible  citizens, 
made  under  oath,  that  such  person  possesses 
tlie  qualifications  above  designated.  Upon 
filing  such  application  in  proper  form  and 
upon  the  deposit  of  an  amount  equal  to  the 
license  fee  for  the  class  of  license  being  ap- 


plied for,  with  the  said  Examining  Board, 
and  upon  the  Supervising  Electrician  suc- 
cessfully passing  the  examination  hereinafter 
provided  for,  the  said  Examining  Board  shall 
cause  to  be  transferred  to  the  City  Collector 
the  deposit  made  by  such  applicant,  which 
deposit  the  said  City  Collector  shall  receive 
as  the  license  fee  for  the  said  applicant,  and 
the  Commissioner  of  Gas  and  Electricity 
shall  issue,  or  cause  to  be  issued,  the  license 
applied  for,  which  license  shall  entitle  the 
licensee  to  obtain  permits  to  do  such  work  as 
shall  be  within  the  classification  covered  by 
such  license. 

Liicenses  shall  be  classified  as  follows: 
General  Electrical  Contractor,  Electrical 
Construction,  Fixture  License,  Sign  License 
and  Maintenance  License.  Under  the  classi- 
fication of  General  Electrical  Contractor  shall 
be  Included  persons  or  corporations  doing  all 
classes  of  electrical  work  in  which  shall  be 
included  general  electrical  contracting,  elec- 
trical construction,  fixture,  sign  and  mainten- 
ance work.  Under  the  classification  of  Elec- 
trical construction,  fixture,  sign  and  mainte- 
nance work.  Under  the  classification  of  Elec- 
cal  work  excepting  electrical  fixtures  and 
electrical  signs.  Under  the  classification  of 
Fixture  License  shall  be  included  persons  or 
corporations  doing  electrical  fixture  work 
only.  Under  the  classification  of  Sign  Li- 
cense shall  be  Included  persons  or  corpora- 
tions doing  illuminated  sign  work  only.  Un- 
der the  classification  of  INIaintenance  License 
shall  be  included  persons  or  corporations  do- 
ing maintenance  work  only  in  buildings 
owned  or  controlled  by  such  persons  or  cor- 
porations. 

The  license  fee  for  the  first  year  for  a 
General  Electrical  Contractor  shall  be  two 
hundred  dollars  ($200.00)  with  a  renewal  fee 
of  fifty  dollars  ($50.00)  for  each  year.  The 
license  fee  for  the  first  year  for  Electrical 
Construction  shall  be  one  hundred  dollars 
($100.00)  with  a  renewal  fee  of  twenty-five 
dollars  ($25.00)  for  each  j'ear.  The  license 
fee  for  the  first  year  for  a  fixture  license, 
including  such  persons  or  corporations  doing 
fixture  work  only,  shall  be  one  hundred  dol- 
lars ($100.00)  with  a  renewal  fee  of  twenty- 
five  dollars  ($25.00)  for  each  year.  The  license 
fee  for  the  first  year  for  a  sign  license,  in- 
cluding such  persons  or  corporations  doing 
sign  work  only,  shall  be  twenty-five  dollars 
($25.00)  with  a  renewal  fee  of  ten  dollars 
($10.00)  for  each  year.  The  license  fee  for 
tlie  first  year  for  a  maintenance  license,  in- 
cluding such  persons  or  corporations  doing 
maintenance  work  in  buildings  owned  or  con- 
trolled by  such  persons  or  corporations,  shall 
be  twenty-five  dollars  ($25.00)  with  a  re- 
newal fee  of  ten  dollars  ($10.00)  for  each 
year. 

Prior  to  the  issuance  of  a  license  for  Gen- 
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Chicago  Fuse  Mfg.  Company 

Manufacturers   of   Fuses.    Fuse   Plugs,    Switch   and    Outlet    Boxes,    Cut-outs 

Laflin  and  15th  Streets,  CHICAGO,  ILL. 

EASTERN  OFFICE:   105  West    10th  Street,  NEW"   YORK,  X.   Y. 

PRODUCTS:  Renewable  and  Non-renewable  Enclosed  Fuses;  Switch  and  Outlet  Boxes 
and  Covers.     Automobile  Fuses,  Fuse  Plugs,  Cut-out  Bases,  Fuse  Wire. 

the    30    and    60    ampere    sizes 


Ferrule  Type 


"Union"  Renewable  and  Non- 
renewable Fuses 

Both  the  renewable  and 
non-renewable  types  have  the 
unqualified  approval  of  the 
National  Board  of  Fire  Under- 
writers in  all  sizes  of  N.  E.  C. 
Standard  dimensions  for  both 
250  and  600  volt  service,  and 
bear  their  inspection  label. 

Description — The    tubes    of 
"Union"    fuses    are    made    of 
special   extra   thick   fire-resist- 
ing fiber  of  unustial  strength. 
Ferrules   of  the  knife  blade 
type,    which    form    one    piece 
with  the  caps,  are  screwed  to 
the   outside   of   tube   and   per- 
manently fastened  in  the  right 
position    by    a    rivet,    instiring 
permanent    alignment    of    the 
blades.        In     renewing,      this 
connection  to   the   tubing  is   not   disturbed, 
as  all  changes  are  made  between   the   long 
wearing  metal  surfaces. 

The  flexibility  of  the  knife  blade  fasten- 
ings allows  the  blades  to  readih'  adjust 
themselves  in  the  mounting  clips,  and  so 
make  good  contact.  Both  knife  blades 
are  in  perfect  alignment.  This  prevents 
overheating  of  terminals,  preventing  pos- 
sible destruction  of  fuse. 

The  yoke  is  riveted  to  the  knife  blade, 
forming  a  rigid  baffle  plate.  Washers  are 
heavj-  die-cut  pieces  accurately  slotted  so 
the}'  can  be  easily  lifted  of?  with  the 
fingers. 

There  is  no  flash  or  violent  explosion 
when  the  fuse  blows.  Metal  parts  can  not 
fuse  as  thej^  are  treated  bj'  a  special  process 
that  prevents   it. 

In  addition,  the  fusing  point  in  the  link 
is  in  the  center,  too  far  from  metal  parts 
to  enable  heat  and  gases  to  fuse  and  cor- 
rode   them. 

Arcing  and  electro-metallic  deposits  can 
not  occur,  because  the  entire  center  of  the 
link  melts  completely  when  a  fuse  blows 
and  leaves  a  wide  space. 

We  put  vents,  or  "safety  valves,"  in  the 
ends  of  sizes  that  might  require  them,  to 
permit  gases  to  escape  quickly. 

The  simple  construction,  with  lack  of 
intricate  parts,  makes  the  "Union"  the 
easiest   and   quickest   fuse   to   renew. 

Links  of  the  ferrule  type  are  supplied 
with  one  end  bent  to  save  time  and  insure 
accurate  insertion.  The  heavy  metal  parts 
insure  cool  running.     Official  tests  on  both 


show  that  their  temperatures 
run  much  below  the  limits 
specified  b^'  the  Underwriters' 
Laboratories    standard. 

Xo  tools  of  any  kind  are 
reqtiired  to  renew  the  ferrule 
type;  while  the  knife  blade 
t3'pe  can  be  renewed  by  the 
use  of  a  screwdriver  or 
wrench. 

Exceptionally  rugged  con- 
struction throughotit  insures 
extraordinarily  long  life.  Con- 
seqtiently  the  "L'nion"  saves 
more  than  any  other  renew- 
able  fuse. 

Both  of  these  types  are  for 
sale  by  all  leading  electrical 
supply  jobbers  and  dealers. 

Our  illustrated  Catalogue 
sent   on  request. 


"Union" 
Renewable 
Fuse,  Knife 


"Union"   Sectional   Switch 
Boxes 

These  boxes,  with  the  ex 
ception  of  Xos.  155,  160  and  Blade  Type 
170,  are  requipped  with  re- 
versible and  sliding  ears,  suitable  for  either 
old  or  new  work.  All  types  are  made  from 
Xo.  14  L".  S.  gage  steel  and  are  accurately 
spaced  to  take  Standard  push  button 
switches  and  receptacles.  All  types  are 
put  together  in  an  exceptional!}'  rugged 
manner.  The  "GEM"  boxes  have  both  sides 
removable  and  can  be  built  into  gangs  by 
simph'  remov- 
ing the  un- 
necessary sides 
and  attaching 
the  bodies  to- 
gether. 

Full  details  of 
con  struction, 
also  informa- 
tion regard- 
ing clamps, 
solid  .gang 
tandem  boxes, 
door  switch 
boxes  and 
bushings.  ma>' 
be  found  ii: 
our  Cata- 
logue, whicli 
will  be  sent 
with  prices 
and  discounts, 
on    request. 


'Gem"  B  Box 
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eral  Electrical  Contractor,  Electrical  Con- 
struction, Fixture  License  and  Sign  License, 
the  applicant  shall  file  witli  the  City  Collector 
of  the  City  of  Chicago,  an  indemnifying  bond 
with  good  and  sufficient  sureties  in  the  penal 
sum  of  five  thousand  dollars  ($5,000.00),  and 
bond  being  payable  to  the  Commissioner  of 
Gas  and  Electricity  of  the  City  of  Chicago, 
for  the  use  of  any  persons  or  corporations 
with  whom  such  applicant  shall  thereafter 
contract  to  do  work,  to  indemnify  any  such 
persons  or  corporations  for  damages  sus- 
tained on  account  of  the  failure  of  such  ap- 
plicant to  perform  the  work  so  contracted  for, 
in  accordance  with  the  provisions  and  re- 
quirements of  the  City  of  Chicago,  relating 
to  the  installing,  operating  and  maintaining 
of  electrical  wires  or  apparatus.  The  filing 
of  the  above  mentioned  bond  shall  be  required 
laevious  to  the  issuance  of  any  license. 

For  the  purpose  of  ascertaining  the  qualifi- 
cations of  the  applicant  and  of  tlie  Supervis- 
ing Electrician,  the  Mayor  shall  appoint  an 
Examining  Board  of  five  (5)  members  to  con- 
sist of  the  following:  Commissioner  of  Gas 
and  Electricity,  chairman,  one  member  to  be 
selected  from  the  Board  of  Underwriters  of 
the  Citj^  of  Chicago,  one  member  to  be  a 
General  Electrical  Contractor,  regularly  en- 
gaged in  the  contracting  business  in  the  City 
of  Chicago,  one  member  to  be  a  journeyman 
fixture  hanger,  who  has  had  at  least  five  (5) 
years  of  practical  experience  in  general  fix- 
ture work,  and  one  member  shall  be  a  jour- 
neyman electrician  who  has  had  at  least  five 
(5)  years  of  practical  experience  in  general 
electrical  work.  Each  inember  of  said  Ex- 
amining Board,  with  the  exception  of  the 
Commissioner  of  Gas  and  Electricity,  shall 
receive  as  his  compensation  as  such,  the  sum 
of  twenty  dollars  ($20.00)  per  day  for  each  day, 
not  to  exceed  fifty-two  (52)  days  per  year,  that 
he  shall  be  actively  engaged  in  the  business 
of  the  Examining  Board,  and  such  compensa- 
tion shall  be  paid  out  of  the  corporate  funds. 
Such  members  shall  hold  office  for  a  period 
of  one  year  or  until  their  successors  are  duly 
appointed.  A  clerk  shall  be  assigned  by  the 
Commissioner  of  Gas  and  Electricity  to  assist 
the  said  Examining  Board  in  its  work  and 
such  clerk  shall  be  a  Civil  Service  Em- 
ployee. The  said  Examining  Board  shall  have 
power  to  adopt  the  necessary  rules  and  regu- 
lations for  the  licensing  of  electricians  and 
foi'  the  examination  of  Supervising  Electri- 
cians and  such  examination  shall  be  con- 
ducted by  the  said  Board  by  the  oral  and 
written  method  and  the  judgment  of  the  said 
Board  as  to  whether  or  not  an  applicant  or 
Supervising  Electrician  is  qualified  and  has 
sufficient  experience  and  knowledge  for  the 
particular  class  of  license  applied  for  shall 
be  final. 

Where  a  Certificate  of  Registration  is  in 
existence  at  the  time  of  passage  of  this  ordi- 
nance a  renewal  of  such  Certificate  shall 
only  be  made  within  the  classification  pre- 
viously placed  on  such  Certificate  by  the  Com- 
missioner of  Gas  and  Electricity,  and  for  the 
purpose  of  transferring  to  or  renewing  a 
Certificate  of  Registration  in  any  other  class, 
as  provided  for  herein,  the  Supervising  Elec- 
trician must  submit  to,  and  properly  pass,  an 
examination  such  as  will  determine  his  ex- 
perience and  qualifications  to  act  as  Super- 
vising Electrician  in  the  particular  class  of 
business  to   which  he   desires   to   transfer. 

Where  a  license  is  permitted  to  lapse  by 
failure  on  the  part  of  the  licensee  to  renew 
same  on  or  before  the  date  of  expiration  the 
renewal  of  same  will  date  back  to  the  date 
of  expiration  of  the  expired  license,  and  no 
license  shall  be  renewed  after  a  period  of 
one  year  from  date  of  expiration. 

All  licenses  issued  under  the  provisions  of 
this  ordinance  shall  be  transferable.  All 
such  transfers  shall  be  registered  with  tlie 
Examining  Board  and  with  the  Commissioner 
of  Gas  and  Electricity.  Such  transfers,  how- 
ever,   shall   not   be   made   until   such    time    as 


transferee  has  complied  with  all  the  terins 
of  the  ordinances  of  the  City  of  Chicago. 
The  Supervising  Electrician  may  be  replaced 
at  any  time  with  any  other  Supervising  Elec- 
trician who  shall  comply  with  the  terms  of 
this  ordinance  and  no  fee  shall  be  charged 
for  such  transfer. 

For  the  purpose  of  conducting'  examina- 
tions and  for  the  transaction  of  business, 
the  Board  of  Examiners  shall  hold  its  meet- 
ings when  it  sliall  deem  necessary.  All  ap- 
plications for  license  shall  be  submitted  by 
the  applicants  to  the  Board  and  placed  on 
file  at  least  fifteen  days  (15)  days  before  the 
time  set  for  holding  the  examination  and 
such  applications  shall  be  acted  upon  by  the 
Board  within  forty-five  (45)  days  from  date 
of  filing. 

The  Board  of  Examiners,  upon  complaint 
being  made  to  it  by  the  Commissioner  of 
Gas  and  Electricity  respecting  the  character 
of  the  work  done  by  any  licensee,  shall  have 
the  power,  and  It  shall  be  its  duty,  to  cause 
such  licensee  or  his  Supervising  Electrician 
to  appear  before  the  said  Board  for  the  pur- 
pose of  examination.  If  such  Board  shall 
find  the  licensee  or  Supervising  Electrician 
is  not  qualified  to  do  the  work  for  wliich  he 
has  been  licensed  or  that  such  licensee  or 
Supervising  Electrician  has  not  complied 
v,"ith  the  ordinances  of  the  City  of  Cliicago, 
or  with  the  rules  and  regulations  of  the  De- 
partment of  Gas  and  Electricity,  in  tlie  per- 
formance of  his  v.'orlv,  it  shall  be  the  duty 
of  the  said  Board  to  certify  sucli  facts  to  the 
Commissioner  of  Gas  and  Electricity  with  a 
recommendation  for  the  suspension  or  re- 
vocation of  the  license  as  the  Board  shall  in 
its  judgment  deem   advisable. 

The  Commissioner  of  Gas  and  Electricity 
may,  for  any  violation  of  the  provisions  of 
this  article,  or  of  any  rule  or  regulation  of 
the  Department  of  Gas  and  Electricity  of 
which  the  licensee  has  received  notice,  sus- 
pend the  license  of  such  licensee  for  a  period 
not  to  exced  thirty  (30)  days.  The  Mayor 
may  revoke  the  license  of  any  licensee  for 
violation  of  any  ordinance  of  the  City  of 
Cliicago  relative  to  tlie  installation,  operation 
or  maintenance  of  electrical  wires  or  ap- 
paratus, or  if  in  his  discretion  the  holder  of 
such    license    is    incompetent   or    unfit. 

"16.34  Duties  of  Cominissioner  of  Gas  and 
Electricity  Thereon — Temporary  Permits — 
Deposits.)  Tlie  said  Commissioner  of  Gas 
and  Electricity,  or  liis  assistants,  shall 
have  power,  and  it  shall  be  their  duty,  wlien 
deemed  necessary  by  the  Commissioner  of 
Gas  and  Electricity,  to  carefully  inspect  any 
such  installation  previous  to  and  after  its 
completion,  and  they  shall  have  the  right  to 
enter  any  building  wlien  by  them  deemed  nec- 
essary, to  inspect  any  such  installation,  and 
it  shall  be  competent  for  them  to  remove 
any  existing  obstructions  wliicli  may  prevent 
a  perfect  inspection  of  the  current-carrying 
conductors,  such  as  laths,  plastering,  board- 
ing or  partitions;  and  it  shall  be  unlawful 
for  any  person  to  interfere  with  them  in  the 
performance  of  their  duties;  and  if  such  in- 
stallation shall  prove  to  have  been  con- 
structed in  a  safe  and  secure  manner,  after 
the  payment  of  a  fee,  as  hereinafter  pro- 
vided, the  Commissioner  of  Gas  and  Electric- 
ity sliall  issue  a  certificate  of  sucli  inspec- 
tion, which  shall  contain  a  general  descrip- 
tion of  the  installation  and  tlie  date  of  such 
inspection.  Anv  owner  installing  or  causing 
to  be  installed  any  electric  wires  to  be  hid- 
den from  view  shall,  prior  to  such  installa- 
tion, give  said  Commissioner  of  Gas  and 
Electricity  a  reasonable  notice  in  order  to 
give  ample  time  for  inspection.  The  use  of 
electric  current  is  hereby  declared  to  be  un- 
lawful previous  to  the  issuance  of  such  cer- 
tificate: provided,  however,  the  Commissioner 
of  Gas  and  Electricity  nia\-  issue  a  temporary 
permit  for  the  use  of  electrical  current  dur- 
ing the  course  of  construction  or  alteration 
of  buildings,  which  permit  shall  expire  when 
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the  electrical  apparatus  for  such  building  is 
fully  installed.  The  Commissioner  of  Gas 
andElectricity  may,  in  his  discretion,  receive 
a  single  deposit  from  one  or  a  number  of  dif- 
ferent persons,  firms  or  corporations  to  guar- 
antee the  payment  of  inspection  fees  as  im- 
posed bv  the  ordinance  of  the  City  of  Chi- 
cago, and  in  such  case  shall,  at  the  time  of 
receiving  such  deposit,  enter  into  an  agree- 
ment with  the  persons,  firms  or  corporations, 
on  behalf  of  whom  said  deposit  is  made, 
wherein  among  other  conditions  shall  be 
stated  the  purpose  for  which  said  deposit  is 
made  and  on  whose  behalf,  and  such  agree- 
ment shall  provide  that  in  case  said  deposit 
i.3  anywise  depleted  to  the  extent  of  twenty- 
five  per  cent  (25 '"<,),  the  persons,  firms  or 
corporations  on  whose  behalf  said  deposit  is 
made  shall,  within  three  days  after  notice 
of  such  depletion  given  by  the  head  of  such 
department  to  any  one  of  such  persons,  firms 
or  corporations  on  whose  behalf  said  deposit 
is  made,  deposit  a  sufficient  sum  to  replenish 
said  fund  so  that  the  amount  shall  be  equal 
to  that  originally  deposited;  and  provided, 
whenever  any  notice  to  replenish  a  deposit 
shall  have  been  given  as  herein  provided,  and 
said  deposit  shall  not  be  replenished  as  here- 
in provided,  no  permit  shall  thereafter  issue 
to  any  of  the  persons,  firms  or  corporations 
on  whose  behalf  said  deposit  was  made,  un- 
less such  peson,  firm  or  corporation  shall 
first  deposit  a  sum  as  provided  by  the  ordi- 
nances pursuant  to  which  such  permit  is  is- 
sued. 

"163"..  Power  of  Coiniiiissioner  of  Gas  and 
Electricity — Inspections  and  Re-Inspections.) 

The  said  Commissioner  of  Gas  and  Electric- 
ity is  hereby  empowered  to  inspect  or  re-in- 
spect all  overhead,  underground  and  interior 
wires,  and  apparatus  conducting  electric  cur- 
rent for  light,  heat,  or  power,  and  when  said 
conductors  or  apparatus  are  found  to  be  un- 
safe to  life  or  property,  he  shall  notify  the 
person  or  corporation  owning,  using  or  op- 
erating them  to  place  the  same  in  a  safe 
and  secure  condition  within  forty-eight 
hours.  Any  person  or  corporation  failing  or 
refusing  to  repair,  change  or  reinove  the  same 
within  forty-eight  hours  or  within  such  fur- 
ther time  as  the  Commissioner  of  Gas  and 
Electricity  shall  determine  is  necessary, 
after  the  receipt  of  such  notice,  shall  be  sub- 
ject  to  the  penalty  hereinafter   provided. 

Whenever  it  shall  be  necessary  in  the  opin- 
ion of  the  Commissioner  of  Gas  and  Elec- 
trcity  to  call  upon  the  department  of  police 
for  aid  or  assistance  in  carrying  out  or  en- 
forcing any  of  the  provisions  of  the  City  of 
Chicago  governing  electrical  inspections,  he 
shall  have  authoritj^  to  do  so,  and  it  shall 
be  the  duty  of  the  department  of  police  or 
any  member  of  said  department,  when  called 
upon  by  said  Commissioner  of  Gas  and  Elec- 
tricity, to  act  according  to  the  instructions 
of  and  to  perform  such  duties  as  may  be  re- 
quired by  said  Commissioner  of  Gas  and 
Electricity  in  order  to  enforce  or  put  into  ef- 
fect the  provisions  of  the  ordinance  of  the 
City  relating  to  electrical  installation  and  the 
rules  and  regulations  of  the  department  cov- 
ering same. 

"lfi-36.  Poles  —  Covers  —  "Wires  —  Electric 
Service  Entrances — Switches.)  All  polts 
now  standing  or  hereafter  erected,  and  all 
covers  for  manholes  now  in  service,  or  here- 
after placed  in  service  for  the  use  of  electric 
conductors,  shall  be  branded  or  stamped  with 
the  name  of  the  person  or  corporation  owning 
the  same;  all  electric  service  entrances  shall 
have  attached  to  the  conductor  or  conductors, 
in  a  conspicuous  place,  a  substantial  tag 
designating  the  owner,  and  giving  such  a  full 
description  of  the  conductors  as  shall  meet 
with  the  approval  of  said  Commissioner  of 
Gas  and  Electricity;  and  all  of  said  electric 
service  entrances  shall  be  properly  equipped 
with  approved  cutout  service  switches.  Each 
building  into  which  electric  current  shall 
hereafter  be  introduced  shall  have  independ- 


ent service  from  the  street  or  alley,  entering 
at  right  angles  with  the  street  curb,  except 
where  the  service  wires  are  placed  in  con- 
duits; and  no  wires  hereafter  put  up  shall 
pass  from  one  building  to  another  through 
any  party  wall  or  along  any  building  wall  or 
over  any  roof  or  under  any  sidewalk,  except 
where  such  conduits  are   used. 

"1637.  Pees.)  (See  Tables  of  Fees.  Pages 
266  to  269.)  There  shall  be  paid  by  the  reg- 
istered electrician  and  collected  by  the  City 
Collector  prior  to  the  issuance  of  any  permit 
to  do  electrical  work,  inspection  fees  in  ac- 
cordance with   the  following   classification: 

"Wiring"  Only  for  Ligrhting"  Circuits.  (Not 
including  Fixtures,  Sockets  or  Receptacles.) 
For  the  inspection  of  each  complete  branch 
lighting  circuit  of  1,000  watts  or  less:  one 
dollar  and  fifty  cents  for  one  circuit,  one 
dollar  and  twenty  cents  for  each  of  the  next 
i^our  circuits,  one  dollar  for  each  of  the  next 
five  circuits,  eighty-five  cents  for  each  of  the 
next  five  circuits,  seventy-five  cents  for  each 
of  the  next  five  circuits,  sixty-five  cents  for 
each  of  the  next  five  circuits  and  sixty  cents 
for  each  succeeding  circuit. 

For  the  inspection  of  each  complete  branch 
lighting  circuit  of  larger  capacity  than  1,000 
watts  the  charge  shall  be  in  proportion  to 
the  wattage  of  such  circuit. 

For  the  inspection  of  additional  outlets  on 
existing  circuits:  ten  cents  for  each  outlet 
on  which  a  socket,  receptacle  or  fixture  will 
lie   attached. 

Electrical  Pixtiires,  Sockets  and  Recepta- 
cles. (Not  including  the  circuit  feeding 
same.)  For  the  inspection  of  fixtures,  sock- 
ets or  receptacles  for  lamps  of  nominal  fifty 
watts  capacity;  one  to  fifteen  lamps,  fifty 
cents;  sixteen  to  twenty  lamps,  seventy-five 
cents;  twenty-one  to  twenty-five  lamps,  one 
dollar:  twenty-six  to  thirty  lamps,  one  dol- 
lar and  twenty-five  cents:  thirty-one  to  forty 
lamps,  one  dollar  and  fifty  cents:  forty-one 
to  fifty  lamps,  one  dollar  and  seventy-five 
cents;  fifty-one  to  sixty  lamps,  two  dollars: 
sixty-one  to  seventy  lamps,  two  dollars  and 
twenty-flve  cents;  seventy-one  to  eighty 
lamps,  two  dollars  and  fifty  cents;  eighty-one 
to  ninety  lamps,  two  dollars  and  seventy-five 
cents;  ninety-one  to  one  hundred  lamps,  three 
dollars;  one  hundred  and  one  to  one  hundred 
and  ten  lamps,  three  dollars  and  twenty 
cents;  one  hundred  and  eleven  to  one  hun- 
dred and  twenty  lamps,  three  dollars  and 
forty  cents;  one  hundred  and  twenty-one  to 
one  hundred  thirty  lamps,  three  dollars  and 
sixty  cents;  one  hundred  and  thirty-one  to 
one  hundred  and  forty  lamps,  three  dollars 
and  eighty  cents;  one  hundred  and  forty-one 
to  one  hundred  and  fifty  lamps,  four  dollars; 
one  hundred  and  fifty-one  to  one  hundred  and 
sixty  lamps,  four  dollars  and  twenty  cents: 
one  hundred  and  sixty-one  to  one  hundred  and 
seventy  lamps,  four  dollars  and  forty  cents: 
one  hundred  and  seventy-one  to  one  hundred 
and  eighty  lamps,  four  dollars  and  sixty 
cents;  one  hundred  and  eighty-one  to  one 
hundred  and  ninety  lamjis,  four  dollars  and 
eighty  cents;  one  hundred  and  ninety-one  to 
two  hundred  lamps,  five  dollars:  above  two 
liundred  lamps,  twenty-flve  cents  for  each 
group  of  twenty-five  lamps  or  less.  For  lamps 
of  larger  or  smaller  capacity  the  charge  shall 
be  in  proportion  to  the  wattage  of  the  lamp. 

"Wiring'  and  Fixtures.  For  the  inspection 
of  botli  circuit  wiring  and  fixtures,  sockets 
or  receptacles:  The  a.ggregate  sum  of  the  fees 
as  shown  above  for  wiring  and  for  electrical 
fixtures. 

Motors    and    Other    Forms    of    Power.     For 

the  inspection  of  each  electrical  horsepower 
of  seven  hundred  and  forty-six  watts  used 
for  inechanical  or  other  purposes  than  above 
nientioned.  the  sum  of  one  dollar  for  each 
horsepower  from  one  to  five  horsepower,  in- 
clusive; for  each  of  the  next  succeeding  five 
horsepower,  seventy-five  cents;  for  each  of 
the    next    succeeding   five   horsepower,    sixty- 
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1800  Attalites  Installed  in  the 
Burnham  Building,  Chicago 


Looking  north  down  LaSalle  from 
Madison  Street,  Chicago,  the  Burn- 
ham  Building  stands  out  majestic- 
ally as  a  magnificent  example  of 
modern  skyscraper  con- 
struction, evincing  notable 
architectural  beauty. 

It  was  highly  befitting  and 
in  due  justice  to  Attalite 
popularity  that  the  archi- 
tects and  owners  of  this 
building  selected  this  type 
of  luminaire  for  practically  the  en- 
tire   building. 
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Attalite  reliability  and  economy  is 
fast  winning  the  favor  of  the  coun- 
try's most  noted  architects  and 
owners    of    buildings. 

Before  you  purchase  office  lighting 
equipment,    take   advantage   of  our 
lighting    service.       We    maintain    a 
staff    of    experts   who    w^ill 
make    suggestions    on    any 
special  types  or  finishes  of 
lighting    fixtures   you    may 
desire. 

There  is  no  charge  for  this  service 
and  you  incur  no  obligation  what- 
soever. 
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five  cents;  for  each  of  the  next  succeeding 
ten  horsepower,  fifty-five  cents;  for  each  of 
the  next  succeeding  twenty-five  horsepower, 
fifty  cents;  for  each  of  the  next  succeeding 
two  hundred  horsepower,  twenty-five  cents: 
for  eacli  of  the  next  succeeding  two  hundred 
and  fifty  horsepower,  ten  cents;  and  for  each 
additional  horsepower,   five   cents. 

Temporary  Work,  Outside  "Work,  Etc.  In- 
spections of  electric  lights,  other  than  elec- 
tric signs  as  herein  defined,  placed  on  a  pub- 
lic street  or  alley  for  the  purpose  of  illumin- 
ating the  saine,  temporary  installations  for 
show  window  exhil^itions,  conventions  and 
tlio  like,  underground  or  overhead  wires  and 
ajiparatus,  and  all  other  inspections  not  spe- 
.  ifically  provided  for  herein,  shall  be  charged 
for  according  to  the  time  required  for  such 
inspection  at  the  rate  of  one  dollar  per  hour. 

Note:  The  ordinance  requires  the  payment 
(>f  the  inspection  fee  previous  to  the  issuance 
■  :'  the  permit.  In  the  case  of  "time"  charges 
', he  amount  of  the  fees  cannot  be  determined 
until  after  the  inspection  has  been  completed. 
In  such  cases  a  uniform  fee  of  $1.50  sliould 
:u  company  the  application  for  permit  and  a 
liill  will  be  mailed  for  the  balance  of  the  fee 
alter  the  final  inspection  has  been  made. 

Re-Inspections.  Each  re-inspection  of  any 
''verhead,  underground  or  interior  wires  or 
apparatus  shall  be  charged  for  according  to 
the  time  required  for  such  re-inspection  at 
the  rate  of  one  dollar  per  hour. 

Note:  The  inspection  charge  of  $1.00  per 
hour  for  time  will  only  be  applied  on  the  in- 
spection of  Incandescent  and  arc  lamps  in  the 
following  instances: 

a.  Re-inspection  on  alterations  and  repairs 
where  the  location  of  the  lamps  is  not 
changed  or  where  new  lamps  are  not  added. 
By  "alterations  and  repairs"  is  meant  only 
such  minor  changes  as  may  be  necessary  to 
place  an  existing  installation  in  safe  condi- 
tion. It  does  not  include  either  extensive  or 
complete  rewiring. 

b.  Replacing  of  fixtures  where  the  circuit 
wiring  is  not  changed  or  where  the  number 
of  lamps,  or  the  total  connected  wattage  of 
the  lamps  is  not  increased  over  the  original 
installation. 

c.  Commercial   street   lighting. 

d.  Temporary  installations  for  show  win- 
dow exhibitions,   conventions,   and   the   like. 

All  inspections  other  than  those  noted 
above  will  be  charged  on  the  basis  of  the 
number  of  lamps  wired  for  and  at  the  full 
rate  as  specified  for  new  work.  In  no  case 
will  credit  be  allowed  for  lamps  replaced  ex- 
cept in  the  case  of  replacing  fixtures  as  speci- 
fied above. 

Extra  Inspections.  Where  extra  inspec- 
tions are  made  on  account  of  any  of  the  fol- 
lowing reasons  a  charge  of  one  dollar  shall 
be  made  for  each  such  inspection;  inaccur- 
rate  or  incorrect  information,  failure  to  make 
necessary   repairs,   faulty   constuction. 

Minimum  Fee.  No  inspection  shall  be  made 
for  a  less   amount   than   one   dollar. 

On  each  installation  where  a  permit  has 
been  issued  and  work  not  sufficiently  com- 
pleted within  three  montlis  for  wiring  only 
certificate  to  be  issued,  and  where  inspection 
has  been  made  on  such  work,  a  portion  of  the 
regular  fee  must  be  charged  to  cover  the  cost 
of  such  inspection,  which  will  be  credited 
OP   the   final   certificate. 

The  Commissioner  of  Gas  and  Electricity 
shall  make  a  fee  bill,  in  duplicate,  on  a 
form  to  be  approved  by  the  City  Comptrol- 
ler, and  shall  forward  the  same  to  the  Comp- 
troller to  be  recorded  and  rendered.  The  per- 
son, or  corporation,  receiving  tlie  fee  bill 
shall  pay  the  amount  thereof  to  the  City  Col- 
lector, who  shall  endorse  payment  thereon 
and  enter  the  fee  bin  and  payment  in  a  book 
in  his  office,  to  be  provided  for  that  pur- 
pose, and  thereupon  the  City  Collector  shall 
deliver  the  paid  fee  bill  to  the  person  or  cor- 


poration paying  the  same.  The  Commissioner 
of  Gas  and  Electricity  shall  thereafter  issue 
the  certificate  as  provided  for  in  Section 
1634. 

"1638.  Alterations.)  No  alteration  shall 
be  made  in  any  electrical  installation  with- 
out first  notifying  the  said  Commissioner  of 
Gas  and  Electricity  and  submitting  the  same 
for  inspection  in  the  same  manner  as  pro- 
vided for  new  work. 


"1641.  Penalty.)  Any  person  or  corporation 
who  shall  violate  any  of  the  provisions  of 
this  article  or  who  shall  furnisli  or  use  any 
electrical  current  or  install  any  electrical 
wires  or  apparatus  within  the  city  in  viola- 
tion of  any  of  the  provisions  of  this  article, 
shall  be  fined  not  less  than  fifty  dollars  nor 
more  than  one  hundred  dollars  for  each  of- 
fense, and  each  day's  use  thereof  contrary 
to  the  provisions  of  this  Article  shall  consti- 
tute and  be  a  separate  and  distinct  offense. 
Said  Commissioner  of  Gas  and  Electricity 
may,  for  any  violation  of  the  provisions  of 
this  Article,  also  order  and  compel  the  cut- 
ting off  and  stopping  of  such  current  until 
the  provisions  of  this  Article  are  fully  com- 
plied with. 

ARTICI.E    in.      II.I.UMINATEI>    SIGNS. 

"1643.      General  Re(iuirements — Definition.) 

It  shall  be  unlawful  for  any  person  or  cor- 
poration to  erect  or  maintain  over  any  side- 
walk, street,  avenue,  alley  or  public  way  in 
the  city,  any  illuminated  signs,  except  in  ac- 
cordance with  the  ordinances  of  the  City  of 
Chicago. 

For  the  purpose  of  this  Article  illuminated 
signs  shall  be  declared  to  be  signs  con- 
structed as  follows:  Signs,  all  or  any  part 
of  the  letters  of  which  are  made  in  an  out- 
line of  incandescent  lamps;  signs  with 
painted,  flush  or  raised  letters,  lighted  by  an 
electric  lamp  or  lamps  attached  thereto; 
signs  having  a  border  of  incandescent  lamps 
attached  thereto  and  reflecting  light  thereon: 
and  transparent  glass  signs  whether  lighted 
by  electricity  or  other   illuminant. 

"1644.  Inspection  Fees.)  The  owner  or 
person  having  charge  or  control  of  any  sign 
autliorized  by  this  Article  shall  pay  for  the 
use  of  the  city  an  annual  inspection  fee  to 
cover  the  expense  of  inspection  of  such  sign, 
the  amount  of  such  fee  to  be  computed  ac- 
cording to  the  following  classification  and 
schedule: 

Projecting"  Signs. 

The  fee  for  all  signs  prelecting  at  right 
angles  or  obliquely  from  the  building  against 
which  same  are  placed,  whether  such  signs 
are  vertical  or  horizontal,  and  not  being  flat 
signs  as  hereinafter  described,  shall  be  com- 
puted at  the  rate  of  fifteen  cents  per  an- 
num per  square  foot  of  sign  surface  on  each 
illuminated    side    of    such    signs. 

Flat   Signs. 

The  fee  for  all  signs  placed  against  a  build- 
ing and  running  parallel  thereto  and  not 
projecting  obliquely  or  at  right  angles  there- 
from shall  be  computed  at  the  following 
rates: 

For  the  inspection  of  lamps  of  nominal 
fifty  watts  capacity  as  follows:  For  each  of 
the  first  twenty-five  incandescent  lamps,  ten 
cents;  for  each  of  the  next  twenty-five  lamps, 
nine  cents;  for  each  of  tlie  next  twenty-five 
hnmps,  eight  cents;  for  each  of  the  next  twen- 
ty-five lamps,  seven  cents;  for  each  of  the 
next  one  hundred  lamps,  six  cents:  for  each 
of  the  next  one  hundred  Iami).s,  five  cents; 
for  each  additiotuil  lamp  above  tliree  hun- 
dred, four  cents.  For  lamps  of  larger  or 
smaller  capacity  tlie  charge  shall  be  in  pro- 
portion to  the  wattage  of  the  lamp. 
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Just  What  "Frink"  Stands  For 
In  The  Lighting  World 


IN  case  you  too  are  under  the  impression  that 
Frink  is  the  name  of  a  reflector  this  will  set 
you  straight. 

Frink  is  the  sign  of  a  Service.  A  Service  that 
develops  and  sells  ideas  for  unusual  methods  of 
electric  illuminating.  A  Service  that  sells  results. 

Incidentall}'^  we  manufacture  and  deliver  the 
equipment  necessary  to  produce  the  results 
w^e  sell. 

Starting  before  the  days  of  electric  lighting,  for 
over  66  years  this  Service  has  been  developed 
through  hundreds  of  thousands  of  contracts. 

Frink  Service  reaches  everyw^here  that  electric 
lighting  can  be  used.  There  is  seldom  a  job 
too  small  for  it  to  be  economically  employed. 
Certainly  none  is  ever  too  large. 

At  any  time  one  of  us  would  be  glad  to  explain 
our  Service  more  in  detail,  or  confer  with  you 
over  any  lighting  problem  you  may  have. 


I.  P.  FRINK  Inc. 

24th  St.  and  10th  Ave. 

NEW  YORK 


REPRESENTATIVES  IN  PRINCIPAL  CITIES 
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Temporary  Sig'ns. 

The  fee  for  illuminated  signs  installed  for 
temporary  use  for  special  occasions  not  to 
exceed  thirty  days  shall  be  computed  at  one- 
fourth  of  the  annual  rate  fixed  for  the  partic- 
ular type  or  style  of  sign,  whether  project- 
ing or  flat. 

•1645.  Application — Permit.)  Any  person 
r.r  corporation  desiring  to  erect  and  maintain 
111  illuminated  sign  over  any  sidewalk,  street, 
alley  or  public  way  in  the  city  shall  make 
LMiplication  to  the  Commissoner  of  Gas  and 
Electricity  for  that  purpose  on  a  printed  form 
to  be  furnished  therefor  by  the  Department 
of  Gas  and  Electricity,  setting  forth  in  such 
printed  form  such  information  as  is  required 
hv  said  department.  Such  application  when 
iiiade  shall  be  submitted  by  the  Commissioner 
of  Gas  and  Electricity  to  the  Commissioner 
(if  Public  Works  for  his  appoval  as  to  the  lo- 
(  ition  of  such  sign,  and  when  the  approval 
oi  the  Commissioner  of  Public  Works  shall 
I  if  placed  upon  such  application  as  to  the  lo- 
rn tion  thereof  the  Commissioner  of  Gas  and 
I  iectricity  shall  issue  to  such  applicant,  upon 
the  payment  by  such  applicant  to  the  City 
'  (illector  of  the  inspection  or  permit  fee  as 
hi-rein  fixed,  a  permit  in  writing,  authoriz- 
ing such  applicant  to  erect  a  sign  at  the  loca- 
tion designated  in  such  application  and  of  the 
st>ie  or  design  described  therein.  Upon  the 
vompletion  of  the  work  of  erecting  such  sign 
under  such  permit  the  applicant  sliall  forth- 
with notify  the  Commissioner  of  Gas  and 
Electricity,  who  shall  thereupon  cause  an  in- 
spection of  such  sign  to  be  made;  and  if  he 
rliall  find  that  such  sign  has  been  construct- 
id  and  erected  in  accordance  with  the  or- 
dinances of  the  City  of  Chicago,  he  shall 
tlnereupon  issue  to  such  applicant  a  permit 
in  writing  authorizing  such  applicant  to  op- 
erate and  maintain  the  sign  so  erected  for  the 
period  of  one  year  from  the  date  of  the  issu- 
ance thereof;  such  permit  to  be  issued  with- 
out further  cost  or  expense  to  the  applicant 
other   than   the   fees  hereinbefore   provided. 

The  use  of  electrical  current  or  of  any 
other  illuminant,  by  such  applicant  in  con- 
nection with  such  sign  previous  to  the  issu- 
ai;ce  of  the  permit  last  described,  is  pro- 
hibited and  no  electrical  current,  or  other 
illuminant,  shall  be  turned  on,  or  into,  such 
sign,  previous  to  the  issuance  of  such  permit, 
except  by  order  of  the  Commissioner  of  Gas 
and  Electricity,  for  the  purpose  of  testing 
the  same  to  see  whether  it  is  constructed  in 
accordance  with,  and  pursuant  to,  the  provi- 
sions of  this  chapter. 

No  alteration  shall  be  made  on  any  sign 
erected  or  maintained  under  the  authority  of 
this  Article  unless  all  the  provisions  hereof 
are  fully  complied  with  and  unless  a  permit 
expressly  issued  for  the  purpose  of  allowing 
such  alterations  be  first  secured  from  the 
Commissioner  of  Gas  and   Electricity. 

"1646.       Iiocation — time     of     Illumination.) 

lOvery  sign  erected  under  and  pursuant  to  the 
\  provisions  of  this  Article  shall  be  placed  at 
least  nine  feet  above  the  surface  of  that  part 
of  the  public  way  which  any  such  sign  over- 
hangs, and  the  portion  of  any  such  sign  near- 
est to  the  building  against  which  it  is  placed 
shall  not  be  a  greater  distance  than  two  feet 
from  such  building. 

No  illuminated  sign  shall  be  permitted  to 
project  beyond   the   curb   line. 

.Ml  sides  of  every  such  sign  designed  to  be 
illuminated  shall  be  illuminated  each  and 
••very  night  for  a  no  less  period  of  time  than 
from  dusk  until  the  hour  of  0:30  p.  m. 

The  authority  granted  for  the  erection  of 
any  such  sign  may  be  revoked  at  any  time 
I'v  order  of  the  Mayor  or  of  the  City"  Coun- 
'  il,  and  any  inspection  to  i)ermit  fees  paid  to 
t!ie  city  for  sucli  sign  shall  not  lie  refunded 
in  case  of  any   .sucli   revocation. 

"1647       Compliance     -writh     Rules.)       Every 
ign  erected   and   maintained  under   and   pur- 
suant to  the  provisions  of   this  Article   shall 


comply  with  the  provisions  of  this  Article, 
and  be  installed  in  a  safe  and  secure  man- 
ner. 

"1648  Penalty.)  Any  person  or  corpora- 
tion who  shall  erect  or  maintain  an  illumin- 
ated sign,  or  use  any  electric  current  or  other 
illuminant  in  any  sign  in  violation  of  any  of 
the  provisions  of  this  Article  shall  be  fined 
not  less  than  fifty  dollars,  nor  more  than  one 
hundred  dollars  for  each  offense,  and  shall  be 
fined  a  further  sum  of  ten  dollars  for  each 
and  every  day  on  which  he  or  it  shall  per- 
mit or  cause  any  such  sign  to  be  erected  or 
maintained  or  any  electric  current  or  other 
illuminant  to  be  used  therein  in  violation  of 
any  of  the  provisions  of  this  Article;  and  in 
addition  to  such  penalties  the  Commissioner 
of  Gas  and  Electricity  shall  for  any  viola- 
tion of  any  of  the  provisions  of  this  Article 
compel  the  cutting  off  and  stopping  of  elec- 
tric current  or  other  illuminant  supplied  to 
any  such  sign,  and  if  deemed  necessary  or 
advisable  by  him  he  shall  order  such  sign  re- 
moved. 

'•919.  Illuminated  Roof  Signs.)  (Permit 
to  be  obtained  from  Building  Department. 
P'ee  for  electrical  inspection  same  as  for  Flat 
Signs,  Section  1644.  To  be  reinspected  an- 
nually.) 

NOTE   207.      INCI.OSING    LIVE    PARTS. 

All  live  parts  of  apparatus  shall  be  so 
guarded  or  isolated  as  to  be  accessible  only 
to   qualified  persons. 

All  apparatus  with  live  contacts,  the  oper- 
ation of  which  can  produce  sparks  or  arcs, 
shall  be  inclosed  or  so  located  that  such 
sparks  or  arcs  cannot  come  in  contact  with 
combustilile    material. 

These  rules  shall  not  apply  to  trolley 
wires  or  other  exposed  live  parts  which 
from  the  nature  of  their  use  cannot  be 
inclosed. 

It  is  the  intent  of  this  rule  to  require  such 
pi'otection  of  live  parts  of  electrical  appa- 
ratus   as    will    eliminate,    as    far   as    possible: 

(1)  Accidents    from    contact    with    live,  parts, 

(2)  Fires  which  may  result  from  sparks  or 
flames  produced  in  the  operation  of  electrical 
apparatus. 

The  protection  of  live  parts  against  acci- 
dental contact  will  be  required  on  all  appa- 
ratus where  a  person  not  familiar  with  the 
electrical  apparatus  may  accidentally  come 
in  contact  with  such  live  parts.  Such  pro- 
tection shall  only  be  required  where  the 
potential  of  the  exposed  live  parts  exceeds 
50    volts. 

The  protection  of  arcing  contacts  will  be 
required  on  all  apparatus  so  situated  that 
such    arcing   contacts    inight   produce    fires. 

Protection  of  live  parts  inay  be  olitained 
by  so  locating  apparatus  that  the  live  parts 
are  not  easily  accessible.  This  may  be  ac- 
complished by  elevating  the  apparatus  8  feet 
or  more  above  the  floor;  liy  locating  the 
apparatus  in  an  engine  room  nr  other  loca- 
tion where  acccs.sible  onl,\'  to  authorized 
electricians. 

Protection  of  arcing  contacts  may  be  ob- 
tained by  locating  such  arcing  contacts  in 
fireproof  locations  where  there  is  no  liability 
of  combustible  material  being  placed  near 
them. 

AV'here  there  are  live  parts  which  cannot 
l)e  protected  by  location  as  descril)ecl  above, 
then  such  live  parts  must  lie  ))rovided  with 
sucli  inclosures  as  will  afford  the  protection 
rtMiuired    above. 

It  is  intended  that  tlie  inclosure  referred 
to  will  be  i)ro\ldc(l  in  the  design  of  the 
apparatus  and  will  be  supplied  liy  the  man- 
ufacturer. 

The  effect  of  tln'  rule  on  various  classes 
of  apfiaratus,  where  such  apparatus  cannot 
be  pi'otccted  by  its  particular  location  as 
described   aboN'c,   is   herewitli    given: 

TERMINALS    or   APPARATUS. 

F.xiKised  binding  posts  shall  mq  lie  used 
unless  all  live  parts  of  both  binding  posit 
and  connections  to  the  same  are  so  insulated 
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Over  2000  crystals  and  metal  work  of 
cast  bronze  and  iron  used  in  the 
construction  of  this  design  used  in  the 
Ball  Room  of  the  Evanston  Country 
Club,    E.    A.    Mayo,    Architect. 
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C.  G.  EVERSON  &  COMPANY 

DESIGNERS   AND   ALINUFACTURERS   OF 

LIGHTING 
FIXTURES 

Factory :  647  N.  Green  St.  Display  Room :  70  W.  Lake  St. 

Telephone  Central  (i']T,~] 

CHICAGO,  ILLINOIS 
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I  hat    contact    cannot    be    accidentally    made 

with   the  live   parts. 

For  portable  apparatus  using:  flexible  cord 
iiinnections    the    conductoi's    may    enter    the 

ijiparatus  and  be  connected  directly  to  the 
interior  conductors  if  provided  with  a  means 

if  strain  relief;  or  a  separable  plug  may  be 
used  with  the  connecting  cord  terminating 
111  the  separable  part.  Separable  plugs  shall 
lie  so  connected  that  there  will  be  no  ex- 
iHi.sed  live  parts  when  the  plug  is  discon- 
nected. 

For  non-portable  apparatus  the  design 
-lutll  be  such  as  to  allow  the  direct  entrance 

•  f   conduit    to    the    interior    of    the    apparatus 

lid  the  connection   of   the   conductors   to   the 
iterior    binding    posts    or    conductors,    or    a 
Miction  box  may  be  attached  to  the  appara- 
I  us  frame  and  connections  made  within  it. 

For  motors,  or  other  apparatus,  so  in- 
-talled  that  a  small  adjustment  of  position 
<  an  be  made  for  belt  tension,  or  similar 
imrpose,   a  short  length   of  flexible  steel   con- 

I'lit  or  of  steel  armored  cable  shall  be  used 
allow  for  the  adjustment,  and  care  shall 
taken   that   its   fastenings   shall  be   secure 

■id   permanent. 

As  flexible  conduit  is  not  made  in  sizes 
larger  than  2i/^  inches,  belted  motors  of 
sizes  greater  than  30  H.  P.  110  volt,  D.  C,  fi5 
H.  P.  220  volt,  D.  C,  75  H.  P.  220  volt,  3- 
phase,  and  loO  H.  P.  440  volts,  3-phase,  are 
excepted  from  the  requirements  of  this  rule. 
Where  conduit  is  not  carried  direct  into 
motor  terminal  fittings  the  conduit  should 
lie  terminated  as  close  to  the  motor  termi- 
nals as  conditions  will  permit  and  should  be 
I  quipped  with  a  standard  outlet  fitting.  The 
wires  should  be  separated  and  run  direct  to 
motor  terminals  or  lead-in  wires  and,  where 
there  is  a  liability  of  these  wires  coming  in 
contact  with  each  other  or  with  grounded 
material,  they  should  be  protected  with  flex- 
ible   tubing. 

MOTORS. 

Commutators  shall  be  protected  against 
accidental  contact.  This  may  be  accom- 
idished  by  guards  so  designed  that  acci- 
dental contact  cannot  be  made  with  live 
parts,  or  by  a  special  design  of  the  motor 
it.self.  Where  protection  of  arcing  contacts' 
is  required  the  commutator  shall  be  so  in- 
closed that  sparks  from  the  commutator 
lannot  get  outside   the  inclosure. 

Covers:  If  the  design  of  the  motor  does 
not  already  provide  the  necessary  protection, 
tlien  the  motor  shall  be  fitted  with  protecting 
covers  in  accordance  with  the  following 
specifications: 

Commutator   or  Slip   Ring   End   of   Motors: 

The  commutator  or  slip  rings  shall  be  pro- 
letted  l)y  hinged  covers  of  such  dimensions 
tliat  wiien  opened,  all  parts  reriuiring  inspec- 
tion or  adjustment  are  readily  accessible. 
The  hinges,  unless  they  are  an  integral  part 
of  the  cover  or  motor,  shall  be  fastened  to 
hoth  the  cover  and  to  the  motor  by  rivets 
or  screws,  and  if  screws  are  used  the  ends 
sliall  be  upset.  If  such  parts  are  readily 
inspected  or  adjusted  through  the  cover 
openings  located  in  the  upper  half  of  the 
I  nd  bracket,  the  balance  of  the  end  bracket 
may  be  provided  with  covers  permanently 
I'astened  liy  rivets  or  screws,  and  if  screws 
aie  used   the  ends  shall   be  upset. 

Protection  Ag'ainst  Contact:  "When  neces- 
sary to  provide  protection  against  contact, 
the  size  of  the  openings  in  all  cases  shall  not 
txceed  lA  S(iuare  inch  in  area  and  must  be 
"f  such  shape  as  not  to  permit  the  passage 
<>(  a  rod  larger  than  V2  inch  in  diameter, 
I'xcept  where  the  distance  of  live  parts  from 
Ihe  openings  in  the  cover  is  more  than  4 
inches,  the  openings  may  be  %  square  inch 
in   area,    but    shall    lie    of   such    shape   as    not 


to   permit    the   passage   of  a   rod   larger   than 
v4    inch    in   diameter. 

Protection  Ag'ainst  Pire:  When  necessary 
to  provide  protection  against  fire,  the  motor 
when  installed  shall  have  the  bottom  half  of 
the  end  bracket  without  openings,  or  with 
openings  covered  with  wire  screen  having  a 
mesh  of  not  less  than  10  openings  to  the 
inch  or  metal  covers  having  round  holes  not 
more  than  .08  inch  in  diameter.  (This  pro- 
tection is  not  to  be  considered  as  affording 
a  means  to  prevent  explosions.) 

Back  or  Pulley  End  of  Motor:  Xo  covers 
oi-  screens  are  reriuired  on  the  pulley  end 
of  the  motor  unless  commutators,  slip  rings 
or  other  live  unprotected  parts  are  installed 
on  that  end,  in  which  event  the  same  protec- 
tion shall  be  provided  as  is  prescribed  for 
the   commutator  or   slip   ring   end. 

This  ruling  applies  to  motors  of  all  sizes, 
ii:: eluding  the  smaller  types  of  motors  used 
on  electric  fans,  vacuum  cleaners  and  the 
various  motor-operated  household  and  other 
appliances. 

CONTROX.I.ERS. 

Manually  operated  starting  boxes,  speed 
controllers  and  the  like  shall  have  inclosures 
of  such  design  that  all  live  parts  are  com- 
pletely inclosed  and  shall  be  so  arranged  that 
the  device  can  be  operated  from  the  outside 
of  the  inclosure.  This  protection  shall  be 
obtained  by  the  design  of  the  device.  The 
placing  of  a  manually  operated  starting  box 
inside  a  metal  cabinet,  where  it  is  necessary 
to  open  the  door  of  the  cabinet  to  operate  the 
device,  is  not  acceptable. 

Automatic  starting  boxes  and  similar  elec- 
trically controlled  devices  shall  be  placed  in 
standard  cabinets  provided  with  hinged 
doors. 

AUTOMATIC   CONTROL  BOARDS. 

Including  automatic  elevator  controllers 
and  similar  devices,  unless  placed  in  fire- 
proof locations  and  guarded  (by  screens  or 
location)  so  that  unauthorized  persons  can- 
not make  contact  with  same,  shall  be  placed 
in   metal   inclosures. 

For  elevators  located  in  fireproof  rooms 
the  room  shall  be  used  only  for  the  inclosure 
of  the  elevator  machinery  and  the  electrical 
control  apparatus.  The  entire  room,  includ- 
ing fioor,  shall  be  of  fireproof  construction. 
For  the  fireproofing  of  the  floor  concrete,  tile 
or  sheet  metal  shall  be  used.  Concrete  shall 
be  at  least  3  inches  thick  and  when  placed 
over  wood  floors  all  openings  through  such 
floors  shall  have  the  exposed  ends  of  boards 
covered  by  sheet  metal.  Sheet  metal  used 
as  a  floor  covering  shall  be  not  less  than 
No.  14  U.  S.  S.  gage.  Ceilings,  if  of  wood, 
may  be  covered  by  metal  lath  and  plaster 
or  by  transite  board  not  less  than  14  inch 
thick.  All  doors  to  the  room  shall  be  kept 
locked. 

AUTO    STARTERS,    COMPENSATORS,    ETC. 

Where  there  are  no  exposed  live  parts,  no 
special  protection  is  required.  Where  no 
voltage  or  overload  coils  having  exposed  con- 
tacts are  used,  such  contacts  shall  be 
inclosed. 

RESISTANCE   GRIDS. 

All  types  of  resistance  grids  sliall  lie  pro- 
tected against  accidental  contact  either  by 
location  or  by  suitable  ventilated  inclosures. 
It  is  intended  that  the  protective  inclosure 
for  grids  shall  be  furnished  by  the  manu- 
facturers  as   a   part    of   the   device. 

CIRCUIT-BREAKERS. 

Circuit-tareakei's  shall  be  inclosed  in  metal 
cabinets    and,    if    used    in   place    of  a   switch. 
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THE  HERWIG  CO. 

MANUFACTURES 

CAST-METAL 

OuT-DooR  Lighting  Fixtures 

1753-59  Sedgwick  Street,  Chicago,  111. 

Phone  Lincoln  5935 

A  Fixture  for  Every  Purpose 

On  this  page  we  show  a  few  fixtures  taken 
from   our    Catalog    No.    12.      Send    for    it. 

Any  fixture  shown  in  catalog  can  be  furnished  in  bronze 

PRICES  ON  APPLICATION 


?,:,() 


shall    be    operable    from    the    outside    of    the 
inclosure. 

SFECIAI.    FANEI.BOABDS. 

Such  as  dental  boards  and  similar  appara- 
tus shall  have  live  parts  protected. 

EIiECTBIC    HEATERS. 

Electric  heaters  of  all  types  shall  ha\'e  no 
exposed  live  binding-  posts  or  contacts.  This 
does   not  apply   to   the   heating:   element. 

BECEFTACIiES    NEAR   FIiOOB. 

Receptacles  located  within  :io  Indies  of  the 
floor  shall  be  of  the  protected  contact  type. 
Receptacles  of  a  type  having  Edison  bases, 
and  receptacles  having  bare  contacts  when 
the  attachinent  plug  is  removed,  will  not  be 
approved  unless  located  more  than  30  inches 
from   the  floor. 

KNIFE    SWITCHES. 

Knife  switches,  except  on  panelboards  and 
switchboards,  shall  be  of  the  safety  inclosed 
type.     See  articlf   1202   c. 

AUTOIVLATIC   SWITCHES. 

Automatic  switches  may  be  inclosed  in 
standard  cabinets  with  hinged  doors. 

EDISON    FLUCr    CUTOUTS. 

Edison  plug  cutouts,  except  those  used  in 
connection  with  safety  switches,  shall  be  of 
the  dead  front  or  safety  type.  See  article 
801  b. 


STBIF  FUSES. 

Strip  and  link  fuses  will  not  be  approved. 
All  fuses  shall  be  of  the  plug  or  cartridge 
type.      See   article    S02. 

CABINETS. 

Where  devices  are  placed  in  metal  cabi- 
nets, such  cabinets  shall  comply  with  the 
specifications    on   cutout   cabinets    and    boxes. 

ENFORCEMENT    OF    RUI.ES. 

It  is  the  intent  of  these  rules  to  ultimately 
obtain  from  the  manufacturer  a  class  of 
apparatus  which  in  its  inherent  design  will 
provide  the  protection  sought.  In  most 
cases  this  very  desirable  protection  from 
both  accident  and  Are  can  be  obtained  with- 
out any  material  increase  in  the  cost  of 
production.  The  department  will,  in  obtain- 
ing a  strict  compliance  with  the  provisions 
of  the  rule,  extend  evei'y  warranted  con- 
cession, but  it  requests  and  expects  the 
active  co-operation  of  all   concerned. 

The  rules  will  be  enforced  on  all  new 
installations  and  applies  to  all  apparatus, 
except  as  noted  below,  whether  the  appara- 
tus being  installed  is  new  or  used.  Where 
apparatus  Is  moved  from  one  location  to 
another  within  the  same  building  and  for 
the  same  owner,  or  where  a  concern  moves 
from  one  location  to  another,  this  rule  shall 
not  apply,  provided  the  apparatus  has  been 
previously  approved  by  the  department  and 
is  in  good  condition.  On  new  installations, 
used  apparatus,  other  than  that  exempted 
above,  shall  be  remodeled  to  comply,  as  far 
as  practicable,  with  these  rules  before  being 
again   placed    in   use. 


ELECTRICAL  INFORMATION,  DEPARTMENT  OF  ELECTRICITY 

CITY  OF  CHICAGO 


Exit  Sign  Lig-hts  and  Enierg^ency  Lightingr 
Systems,  as  Required  by  Ordinances  of 
the   City    of    Chicagro. 

Apartment  buildings  i  :J 
stories  or  more  in 
height)    VI    None 

Apartment  hotels  (20  or 
more  persons  and  more 
than  2  stories  high; 
lib    A-2-      C 

Asylums  (more  than  10 
persons  and  more  than 
2  stories  high)    lie...         A-2      C 

Assembly  halls  IVb A-1     E-1  and  E-2 

Banquet   halls    IVb A-1      E-1  and  E-2 

Billiard     rooms  and 

bowling  alleys  IVb.  .  .  .        A-1      E-1  and  E-2 

Churches   IVa A-1      E-2 

Club  houses  (less  than 
20  persons  and  more 
than  4  stories  high) 
Ila    A-2     B 

Club  houses  (20  or  more 
persons  and  more  than 
2  stories  high)   lib....        A-1      C 

Dance   halls    IVb A-1      E-1   and   K'-2 

Department  stores 
(more  than  2  stories 
high)     VII A-2      B* 

Dwellings   III None  None 

Expositions    IVb A-2      E'-l  and  E-2 

Factories     (more    than     2 

stories  high)   I A-2      B 

Garage      (more      than      2 

stories    high)     A-2      B** 

Gymnasiums  (if  sleeping 
accommodations  for  20 
persons  or  more,  and 
more  tlian  2  stories 
high)    lib    A-2     0 

Gymnasiums  (in  build- 
ings containing  no  as- 
sembly   hall)     TVl)....        A-1      E-1   and  >.'-2 

Gymnasiums     (in     build- 


ings containing-  assem- 
bly halls)    None  None 

H  o  m   e  s      f  oi'      Aged    or 
Children      (more      than 
10     persons    and    more 
than     2     stories     higi. 
lie     A-2      C 

Hospitals  (more'  than  10 
persons  and  more  than 
2   stories  high)    lie...       A-2      C 

Hotels    (20    or    more    per- 
sons  and    more    than    2 
stories    high)    lib A-2      C 

Infirmaries  (more  than 
10  persons  and  more 
than  2  stories  high ) 
He     A-2      C 

Jails  (more  than  10  per- 
sons and  more  than  . 
stories  high)   He A-2     C 

Libraries     (more    than    4 

stories    high)    Ha A-2     B 

Lodge  lialls    IVb A-1     E-1  and  \:- 

Lodging  hotises  (20  or 
more  persons  anci  i-nore 
than  2  stories  high) 
lib    A-2     C 

Moving  picture  theatres 
— (See    Theatres)     .... 

Office  buildings  (i-nore 
than  4  stories  high) 
Ha    A-2      B 

Parish   halls  IVb A-1      K-1  and  E- 

I'olice  stations  ( morf> 
than  10  persons  and 
more  tlian  2  stoi'ies 
high)    IX     A-2      B 

Rtsidtuces   HI    None  None 

llooming  houses  (20  or 
nioi-f  i)ersons  and  more 
than  2  stories  high) 
HI)    A-2      C 

Skating    rinks    IVb A-1      E-1  and  E- 

S<-hools     (more    tlian     Umi 

students)    VIII    A-2      C 
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Deep  Bowl 


Deep  Cone 


Bank  Screen 


Cove 


(R-L-M)  Standard 

PORCELAIN   ENAMELED   STEEL 
REFLECTORS 

Types:     (R-L-M)    Standard,    Shallow    Bowl, 

Deep   Bowl,    and   Angle,    for   illumination   of 
mills,    machine   shops,    garages,    etc. 

PAINT    ENAMELED    TIN    REFLECTORS 

SHOW  CASE  REFLECTORS 

WALL  CASE  REFLECTORS 

PICTURE  REFLECTORS 

BANK  SCREEN  REFLECTORS 

For  Lighting  Bank  Cages 

COVE  REFLECTORS 

For  Indirect  Lighting 

THEATRE  REFLECTORS 

Foot  Lights,   Border,  Proscenium  Strips 

GAS  AND  VAPOR-PROOF  FIXTURES 
WEATHERPROOF  FIXTURES 


K\   OVERBAGH  &  AYRES 
"  MFG.  CO. 

411   So.  Clinton  Street 
CHICAGO,   ILL. 


Theatre- Border 


c 


B" 


i^chool     halls     (in     school 

buildings)    VIII A-1 

School  halls   (in  separate 

buildings)    IVb \-l      lO-l   and  E-l' 

Stables      (more      than      2 

stories    high) A- 

Stores  (other  than  de- 
partment stores,  more 
than  3  stories  high)   I.        A--      B 

Theatres  (regular  thea- 
tres),  V At      C 

Theatres  (not  more  than 
two  sets  of  scenery 
and  not  more  than  300 
seats)   IVb A-1      C 

Theatres  (not  more  than 
two  sets  of  scenery 
and  more  than  300 
seats)   IVb A-1      C 

Theatres  (moving  picture 
theatres  with  not  more 
than    300    seats)    IVc.        A-1      C 

Theatres  (  moving  picture 
theatres  with  more 
than  300  seats)   IVc...       A-1      c 

Warehouses  1 Xont-  None 


ALLOWABLE'  CARRYING  CAPACITIES  OF 
WIRES 


NOTE. — Any  floor  6  inches  below  the  sur- 
face level  is  considered  as  a  basement. 

(A-1)  Emergency  lighting  system  of  elec- 
tricity in  all  halls,  corridors,  stairways  or 
other  means  of  exit,  which  shall  be  inde- 
pendent of  all  other  lights.  Separate  meter 
and  service  switch  and,  on  overhead  services, 
separate  service  to  outside  of  buildings. 
Lights  to  be  controlled  only  in  lobby.  Lights 
shall  be  kept  burning  until  audience  has  left 
building. 

(A-2)  Emergency  lighting  system  of  elec- 
tricity in  all  halls,  corridors,  stairways  or 
other  means  of  exit,  which  shall  be  inde- 
pendent of  all  other  lights.  Separate  meters, 
and  service  switches,  but  service  may  be 
connected  to  mains  inside  of  building.  Lights 
shall  be  controlled  only  at  some  point  near 
the  main  entrance.  Lights  shall  be  kept 
burning  until  the  occupants  ha\e  left  the 
building. 


NOTE. — Emergency  lighting  system  shall 
be  electric  where  electricity  is  used  for  gen- 
eral   illumination. 

(B)  Exit  signs  illuimiiiated  by  gas  or 
electric   light. 

(C)  Exit  signs  illuminated  by  gas  only. 
(Electric    not    permitted.) 

(E'-l)  Where  auditorium  is  used  for  thea- 
tricals, whether  regularly  or  occasionall.v, 
exit    signs    shall    be    illuminated    by    gas. 

(E-2)  Where  not  used  for  theatricals  and 
where  the  seating  capacity  is  not  more  than 
400,  exit  signs  shall  be  illuminated  by  gas 
or  electricity.  Where  the  seating  capacity 
is  more  than  -100,  exit  signs  sliall  Ix-  illumi- 
nated  by   gas. 


♦Illuminated  signs  shall  be  pro\ided  show- 
ing the  number  of  the  floor. 

**Any  building  more  than  2  stories  higli 
haying  a  garage  or  stabU-  on  the  first  floor, 
exit  signs  shall  be  illuminated  by  electricitv: 
gas  not  permitted. 

*  M'here  single  conductor,  single  biaid, 
solid  wires  only,  are  used,  four  No.  14  wires 
may  be  installed  in  a  Vi  inch  conduit  and 
up  to  seven  No.  14  wires  in  a  %  inch  conduit. 
Three  No.  12  wires  may  be  installed  in  a 
}/ii  inch  conduit,  four  No.  10  wires  in  a  'h 
inch  conduit  and  three  No.  8  wires  in  a  •7.i 
inch  conduit. 
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Table  A 
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1.1.50 

1.3IX),000 

770 

1.220 

1.400.000 

810 

1.290 

l..->00.000 

H50 

1,360 

1.600,000 

890 

1,430 

1.7011.  OIK) 

9.30 

1,490 

1.S(.MI.(K.)0 

970 

1..550 

l.OW.OOO 

1.010 

1.610 

2.000.000 

1.050 

1.670 

1    mil  ^0.001   inch. 

SIZE    OF    CONDUIT   FOR   THE    INSTALLA- 
TION   OF   WIRES'   AND    CABLES 
RUBBER   COVERED   WIRES 


Number  of  Wires  i 

1  One  Conduit 

.Size  of  Wire 

1 

2 

3 

4 

5 

6 

7 

8 

9 

Minimum  Size  of  Conduit  in  Inches 

14 

V, 

H 

1.,. 

•3j 

l^ 

1 

•1 

I 

1 

12 

h 

•^4 

M 

H 

1 

1 

I 

I'l 

10 

h 

•  '4 

'/< 

•1 

1 

1 

iM 

Ik 
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•1 

I 

1 

14 
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m 

6 

',. 

1 

14 

l!-i 
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2 

2 

2 

5 
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1^ 
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H 
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2 
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3 
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3H 

3H 
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3 

3W 
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3 
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4 
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3U 
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3U 
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5 
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6 
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Welcome  the  Panel  Board  Specialist 


■'(  )f  ihc  ()3  ditlereiit  businesses  that  enter 
into  my  daily  work,  I  can  only  specialize 
in  one — architecture,''  said  a  prominent 
architect  recently. 

W'estinghouse  has  developed  and  trained 
])anel  board  specialists  to  assist  architects 
in  their  safety  panel  board  problems. 
These  specialists  will  give  specialized  and 
authoritative  information  on  all  panel 
l)()ard  and  fuse  panel  problems  and 
standard  specifications. 

Take  advantage  of  this  opportunity  at 
any  time.  See  the  nearest  Westinghouse 
dealer  or  write  to 

Westinghouse  Electric  &  Manufacturing  Co. 

East  Pittsburgh,  Pennsylvania 

Sales  Offices  in  All  Principal  Cities  of  the  United  States 

and  Foreign  Countries 


Westinghouse 
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Note. — Xos.   14   to  S,   solid  wires,  all  others 

stranded.       Outside    diameters    are    given    as 

wires  of  different  makes  vary  in  the  outside 

■  liameters    of    similar    sizes.       This    table    is 

■  Msed    on    runs    of    fifty    feet    and    not    more 

an  two  standard  right  angle  elbows.  Where 

ere  are  no  elbows,   or  where   manufactured 

iif-nds  of  a  radius  greater   than  the  standard 

'  Ibow  are  used,  special  permission  in  writing 

may    be    granted    for    a    deviation    from    the 

.ibove  table. 

WIRES    IN    CONDUIT. — For    combinations 

'•i  wires  not  slinwn  in  the  Chicago  Electrical 
I 'ode,  the  following  tables  may  be  used  to 
I'.ftermine  the  proper  size  conduit.  The  com- 
1  lined  area  of  the  wires  should  never  exceed 
4ti  per  cent,  of  the  area  of  the  conduit.  This 
table  must  only  be  used  where  there  are 
more  than  three  wires  in  the  conduit.  Spe- 
rial  permission  must  be  obtained  for  the 
installation  of  more  wires  than  are  shown 
in  Table  headed  "Number  of  "Wires  in 
I  'onduit."' 

Support  of  "Wires  in  Vertical  Conduits. 
Wires    in    vertical    conduits    shall    be    sup- 
iMirted    at    the    following    intervals: 


Xo  .11 

Xo.  00 
Xo.  0000 
:;:.(i001  C. 


to  No.  0 

to  No.  on 00 

to  350000  C. 

M.  to  500000  C. 


not  greater  than 
....100  ft. 
SO  ft. 

M 60  ft. 

M 50  ft. 


'.UOOOI  C.  M.  to  750000  C.   M 40  fc. 


.\bove  750000  C.  M. 


35     ft. 


The  following  methods  of  supporting  cables 
re  recommended: 

1.  By  approved  clamping  devices  con- 
structed of  or  employing  insulating  wedges 
inserted   in   the    ends   of   the    conduits. 

2.  By  inserting  junction  boxes  at  the 
required  intervals  in  which  insulating  sup- 
ports of  approved  type  are  installed  and 
secured  in  a  satisfactory  manner  to  with- 
stand the  weight  of  the  conductors  attach- 
ed thereto,  the  boxes  being  provided  with 
covers. 

3.  In  approved  junction  boxes,  by  de- 
flecting the  cables  not  less  than  90  degrees 
and  carrying  them  horizontally  to  a  dis- 
tance not  less  than  twice  the  diameter  of 
the  cable,  the  cables  being  carried  on  two 
or  more  insulating  supports,  and  addition- 
ally secured  thereto  l)y  the  wires  if  de- 
sired. 

Size  of  Ground  Wire  and  Size  of  Ground 
Conduit  for  Grouuciing'  Circuit. 

Size  of 
Ground 
Conduit 


>'i/,e   of 

Size  of 

rgest 

Ground 

Wire 

Wire 

10 

10 

8 

8 

t> 

8 

4 

8 

3 

8 

2 

8 

1 

8 

0 

8 

00 

8 

000 

8 

0000 

6 

300.000 

4 

400.000 

4 

500,000 

3 

600,000 

o 

700,000 

1 

800,000  and 

above 

0 

Vz 
Vz 
Vz 

% 

% 
% 

1 
1 
1 

1% 
1% 


nch 
nch 
nch 
nch 
nch 
nch 
nch 
nch 
nch 
nch 
nch 
nch 
nch 
nch 
nch 
nch 
nch 


WHERE  ALLOWED  BY   SPECIAL 
PERMISSION 


of  Wire 

Maxi 

mum   .\ 

umbpr 

of  Wirea  in  Co 

nduit 

Size 

Inch 

Inch 

Inch 

Inch 

Inch 

Inch 

1 

Ii4 

Wi 

2 

2M, 

3 

14 

11 

19 

26 

43 

61 

95 

12 

15 

21 

.34 

50 

77 

10 

Vi 

ic, 

27 

38 

60 

S 

l.-j 

22 

31 

40 

6 

14 

22 

SIZE    OF   CONDUIT    FOR    THE    INSTALLA- 
TION   OF    WIRES    AND    CABLES 
Lead    Covered    Wires    (0-eoo    Volts) 
(Single   Conductors) 


Num 

)er  of  Conductors  in 

Outside 

Diam 

One  Conduit 

Size  of 

1              1 

Wire 

Diani. 
tJ4th 

Dec. 

Equiv. 

Minir 

luni  Size  of  Conduit 
in  Inches 

14 

18 

.281 

■  j 

y* 

% 

12 

20 

.312 

.'  ^ 

% 

1 

10 

23 

.  359 

'2 

1  I-4 

S 

25 

.:i9 

1 

Hi 

1  I4 

6 

30 

47 

iM 

1« 

1  4 

5 

32 

..iU 

3,^ 

i'4 

IK 

1  '2 

4 

33 

.51 

'1 

i>i 

IH 

2 

3 

35 

55 

\ 

iH 

m 

2 

2 

37 

.58 

1 

\H 

2 

2 

1 

41 

64 

1 

2 

2 

24 

1/0 

44 

.68 

1 

2 

2 

2'i 

2/0 

47 

.73 

1 

2 

2 

2J'2 

3/0 

.50 

.78 

1'4 

2 

2H 

3 

4/0 

54 

84 

1!< 

2H 

2K 

3 

250,000 

62 

07 

I.H' 

3 

3 

3  4 

300,000 

65 

1   01 

I '3 

3 

3 

3VS 

350,000 

68 

1.06 

I'i 

3 

3 

34 

400,000 

71 

1.11 

li^ 

3 

3H 

4 

4.50,000 

74 

1.15 

I'a 

3 

34 

.".00.000 

78 

1.21 

2 

3'« 

34 

550,000 

86 

1.34 

2 

■AH 

4 

4 'a 

tiOO.OOO 

88 

1.37 

4 

650,000 

90 

1.40 

4 

■I 

700,000 

92 

1   43 

2 

4 

4 

0 

7.50.000 

94 

1.47 

2 

4 

4 

'■> 

,SOO,000 

96 

1.50 

2.'  2 

4 

44 

850,000 

99 

1    55 

2*2 

4 

4, '2 

900,000 

100 

1 .56 

44 

0 

950.000 

102 

1    59 

2 '2 

44 

4^2 

6 

1,000,000 

105 

1    64 

•2^Y 

44 

44 

1.250,000 

116 

1   81 

3 

.5 

5 

6 

1.. 500,000 

126 

1.97 

3 

0 

0 

1.7.50.000 

136 

2.12 

3 

r, 

6 

2,CK)0.000 

142 

2  21 

:t 

'■ 

*' 

Dimensions    of   Rubber-Covered   Wire. 


Wire 

Area 

Wire 

..ro. 

Wire 

.\rea 

14 

031 

225.000  CM 

55 

1.000,000 

CM. 

1.74 

12 

038 

250.000  CM. 

.58 

1.100,000 

CM. 

2  04 

10 

049 

300.000  CM. 

69 

1,200.000 

CM. 

2    16 

K 

r    .06 

3.50.000  CM 

.77 

1.2.50,000 

CM 

2.22 

6 

.13 

400.000  CM. 

S3 

1.300.000 

C  .M 

2  27 

;} 

15 

450.000  CM. 

92 

1,400.000 

CM. 

2.40 

4 

.17 

500.000  CM. 

.  99 

1.500,000 

CM. 

2.52 

3 

.19 

550,000  CM: 

III 

1,600.000 

C  "SX 

2  63 

2 

.21 

600,000  CM. 

1    19    1 

1,700,000 

C  M. 

2.78 

1 

.27 

650.000  CM. 

1    27 

1,750,000 

CM. 

2.85 

0 

.31      j 

700,000  CM. 

1   33 

1,.SOO,000 

CM 

2  89 

00 

.36     1 

7.50.000  CM 

1    39 

1.900.000 

CM. 

3  05 

000 

.42 

800.000  CM. 

I   45    1 

2,000,000 

CM. 

3    14 

1)000 

,49 

850.000  CM. 

1.54    j 
1    60    1 
1.68    1 

1 

900,000  CM. 

9.50.000  CM. 

Dimension!  of  Conduit. 


Conduit 

Area 

40%  of 
.\rea 

Conduit 

Area 

40%  of 
Area 

V' 

30() 

122 

3 

7  34 

2  93 

'4 

516 

206 

rji-i 

9  94 

3  97 

1 

848 

339 

4 

12  7 

5.0s 

1  'V 

1    49 

596 

4'2 

15  9 

6  36 

2.03 

812 

.", 

19  9 

7  96 

2 

3  32 

1   328 

6 

28  8 

11.52 

4   75 

..,          1 

Example:  What  size  conduit  is  required 
for  6  No.  6  and  4  No.  2,  B.  &  S.  gage  R.  C. 
wires?  6  x. 13  =  . 78,  4  x. 21  =  . 84,  or  a  total 
area  of  1.62,  In  the  column  headed  "40%  of 
Area"  it  will  be  found  that  a  2^"  conduit 
is  required. 
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A  complete  line  of  steel,  fire  enameled 
reflectors  for  all  industrial  purposes — 


Skirted  Bowl — Green  Outside  and  White  Inside 
Dia. 


No.    2616 


Socket 

Watts 

Std. 

7  ') 

Std. 

100-150 

Std. 

200 

Mogul 

300 

Mogul 

:!oo-:)00 

Shallow    Bowl — Green    Outside   and    White   Inside 


No.    1216 


No.    1118 


No. 

Dia. 

1212 

12" 

1214 

14" 

1216 

Hi" 

1218 

18" 

12181/4 

18" 

Flat   Cone — Green 

No. 

Dia. 

1114 

14" 

1116 

Ki" 

1118 

18" 

1120 

20" 

11201/4 

20" 

Socket 

Watts 

Std. 

2.j-   7.5 

Std. 

60-100 

Std. 

100-150 

Std. 

1.50-250 

Mogul 

300-500 

Green   Outside   and   White   Inside 


Socket 

Watts 

Std. 

25-   75 

Std. 

60-100 

Std. 

150-250 

Std. 

250 

Mogul 

400-1000 

Anglelite — Green  Outside  and  White  Inside 

Unbreakable, 


No.   310 


For   Show   Windows  and   Sign   Boards, 

efficient,  easily-   cleaned  and    inexpensive. 

No.  Dia.                        Socket 

310  10"                         Std. 

312  12"                          Std. 

314  14"                           Std. 

3141/4  14"                           Mogul 


\Vatts 

40-   60 

100-150 

250 

300 


HARTER  MFG.  COMPANY 

1850-1858  Fulton  Street 
Seeley  2430-1-2  CHICAGO,  ILLINOIS 


356 


k^ 


RULES  AND  INFORMATION  PERTAINING  TO  ELECTRIC 
SERVICE,  METERS  AND  WIRING 

OF 

COMMONWEALTH  EDISON  CO. 


STANDARD  FORMS  OF  SERVICE. 

1.  The  Company's  standard  service  for 
light  and  power  is  available  in  different 
forms,  the  kind  of  service  available  depend- 
ing upon  the  locality  and  the  amount  of 
energy  required,   as  follows: 

2.  Direct  current,  3-wire,  low  tension  Edi- 
son service  at  approximately  115-230  volts, 
available  for  light  and  power,  only  within 
the  district  boundaries  shown  on  the  map 
on  next  page.  On  any  installation  coming 
with  the  shaded  portions,  or  close  to  the 
boundary  lines  of  these  portions,  the  custo- 
mer must  consult  the  Distribution  Division 
of  the  Company,  in  order  to  ascertain  the 
kind  of  service  available,  as  these  shaded 
territories  are  at  present  being  served  par- 
tially from  direct  current  system  but  are 
being  changed  to  alternating  current  service 
as  rapidly  as  the  company's  lines  can  be 
extended.  This  consultation  is  also  neces- 
sary because  near  the  boundaries,  direct  and 
alternating  current  lines  overlap  in  some 
places,  and,  in  addition,  the  boundary  lines 
are   from    time    to    time   subject    to   change. 

3.  Alternating  current,  sixty  cycle,  single 
phase,  3-wire,  low  tension,  transformed  serv- 
ice, approximately  115-230  volts,  is  avail- 
able for  light  and  power  (5  H.  P.  or  less) 
outside  of  the  boundaries  of  the  direct  cur- 
rent district,  where  the  Company  has  single 
phase   mains. 

4.  Where  the  Company  has  3-phase  mains, 
alternating  current,  sixty  cycle,  3-phase,  3- 
wire,  low  tension  transformed  service,  at  ap- 
proximately 230  volts,  is  available  for  power 
service  for  motors  of  5  H.  P.  and  larger, 
3-phase  service,  at  approximately  460  volts, 
will  be  furnished  upon  request  for  power  in- 
stallations having  an  aggregate  rated  motor 
capacity   of   250   H.    P.    or   more.. 

5.  Alternating  current  sixty  cycle  3- 
phase,  3-wire  high  tension  service,  untrans- 
formed,  at  approximately  12,000  volts,  is 
available  for  consumers  having  a  demand  of 
200  K.W.  or  more  where  the  Company  has 
available    12,000    volt   transmission    lines. 

6.  When  service  is  desired  at  locations 
where  the  Company  has  no  lines  or  where  its 
lines  are  not  suitable  for  the  class  of  serv- 
ice desired,  a  line  extension  must  be  ar- 
ranged for.  In  such  cases  the  Company 
will,  upon  receipt  of  advice  as  to  the  class 
of  service  and  amount  of  energy  desired, 
have  an  estimate  prepared  of  the  cost  of  in- 
stalling the  necessary  line  extension.  If 
the  estimated  cost  of  the  proposed  line  ex- 
tension is  in  excess  of  the  cost  of  a  "free  ex- 
tension" as  provided  by  the  rules  of  the 
Illinois  Commerce  Commission,  the  excess 
cost  of  the  extension  must  be  deposited  with 
the  Company  by  the  applicant  or  applicants. 


7.  The  Company  will  not  be  responsible 
for  mistakes  of  any  kind  whatsoever  which 
may  result  from  information  given  orally  on 
the  character  of  its  service  or  the  location  of 
its  main,  unless  such  information  is  con- 
firmed in  writing^. 

SERVICE    CONNECTIONS. 

Overhead. 

2.  The  Company  will  provide  at  its  own 
expense,  for  any  customer,  one  overhead  ser- 
vice drop  for  light  and,  where  required  by 
tliese  rules,  one  overhead  service  drop  for 
power.  The  length  of  this  service  drop  shall 
in  no  case  exceed  ilS  feet.  Where  the  length 
of  the  service  drop  exceeds  the  amount  al- 
lowed by  the  Company,  a  pole  must  be  pro- 
vided for  each  110  feet  or  fraction  thereof, 
provided,  however,  that  where,  due  to  special 
conditions,  such  a  span  is  impossible,  single 
spans  between  poles  may  be  increased  to  125 
feet  ill  length.  The  pole  must  be  of  cedar,  at 
least  2.".  feet  in  length,  with  a  minimum 
diameter  of  fj  inches  at  tlie  lop  and  set  in  the 
ground  at  least  4%  feet.  A  square  timber 
will  not  be  approved  as  an  intermediate  sup- 
Ijort  in  place  of  a  pole. 

If,  in  order  to  give  a  better  appearance,  a 
steel  pole  is  desired,  this  should  be  a  two- 
section    tubular    steel    pole,    made    up    of    two 
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More  and  Better  Illumination 

Next  in  importance  to  the  architectural  design  of 
a  building  is  its  proper  illumination. 

A  poorly  lighted  building  is  a  reflection  on  the 
architect  and  a  disappointment  to  owner  or 
tenant  or  both. 

We  have  made  a  life-long  study  of  scientific, 
practical    illumination. 

Illuminate   Your   Architectural   Masterpiece 
Artistically — Scientifically 

Our  Illuminating  Engineers  will  gladly  confer 
w^ith,  and  assist  the  architect  and  builder  to  solve 
any  problems  of  illumination. 


'Phone,  Randolph  1280 — Contract  Department 

Commonwealth  Edison  Company 

Edison  Building,   72  West  Adams  Street 
CHICAGO,  ILLINOIS 
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lengths  of  standard  steel  tubing-,  having 
nominal  diameters  of  4  in.  and  5  in.  The 
tubes  should  be  j'oined  by  a  swedge  joint. 
Where  the  lengtli  of  tlie  service  drop  and 
tlie  service  conductors  are  3  No.  6  wires  or 
less  a  single  piece  of  4-inch  standard  pipe  20 
feet  long  may  be  used.  These  poles  must  be 
set  in  a  concrete  collar,  at  least  12  inclies  in 
diameter.  At  tlie  top  of  tlie  pole,  drillings 
are  to  be  made  and  a  standard  spool-type 
bracket  must  be  mounted  in  tlie  proper  posi- 
tion. This  bracket  is  to  be  2  or  3  wire, 
depending  on  the  character  of  the  customer's 
Installation. 

The  requirements  in  the  above  paragraphs 
refer  to  the  installation  of  service  connec- 
tions wliich  do  not  require  a  service  in  ex- 
cess of  the  excess  of  6  No.  B.  &  S.  gauge 
wires.  On  installations  requiring  a  service 
in  excess  of  the  above,  the  Distribution  Di- 
vision of  the  Company  must  be  consulted 
for  specifications  covering  the  length  of 
spans  between  p'oles  and  the  size  of  poles. 

4.  Service  outlets  sh'ould  never  be  more 
than  thirty  (30)  feet  nor  less  than  ten  (10) 
feet  from  the  ground.  For  buildings  of  two 
or  more  stories  in  height,  the  outlet  should 
be  brought  out  at  the  ceiling  'of  the  second 
floor. 

6.  Risers  used  for  the  support  of  service 
wires  are  objectionable  and  should  be  used 
only  in  such  cases  where  their  use  cann'ot 
be  avoided.  A  riser  must  be  of  clear,  sound 
straight-grained  flr  or  cypress  or  equallv 
strong  material  to  conform  to  the  rules  of 
the  Department  of  Gas  and  Electricitv  of 
Cliicago. 

8.  Where  a  one  story  building  is  located 
on  the  alley  lot  line,  the  service,  if  brought 
out  on  the  alley  side  of  the  building,  will 
not  clear  the  telephone  wires  if  the  pole  i.<^ 
located  on  the  same  side  of  the  alley  as 
the  building  and  will  not  give  the  required 
18  ft.  clearance  over  the  alley  (see  para- 
graph 12  (c)  if  the  pole  is  located  in  the 
opposite  side  of  the  alley.  For  this  reason, 
the  Department  of  Gas  and  Electricity  of 
Chicago  will  permit  a  variation  from  the 
standard  rule  requiring  services  brought  to 
the  alley  side  of  the  building.  On  such  one 
story  buildings,  the  service  should  be 
brought  out  on  that  part  of  the  building 
farthest  from  the  alley,  but  in  no  case  must 
the  service  outlet  be  more  than  15  feet  from 
the  alley  line.  The  service  outlet  should  be 
placed  on  the  same  side  of  the  building  as 
the  pole  so  that  the  service  drop  will  ex- 
tend away  from  the  building  and  not  over 
it.  Where  a  pole  is  located  directly  back 
of  a  building  of  the  above  type,  the  service 
outlet,  if  located  away  from  the  alley  side  of 
the  building,  wil  in  some  cases,  eliminate 
the  necessity  of  conduit  being  carried  down 
the  pole.  The  above  modification  of  the  rule 
of  the  Department  of  Gas  and  Electricity  of 
Chicago  only  applies  to  one  story  buildings 
and  will,  in  many  cases,  avoid  the  use  of 
objectionable  risers.  In  many  cases,  risers 
and  the  installing  of  wires  down  a  pole  may 
be  avoided  by  connecting  a  rear  building  to 
the  service  drop  installed  for  a  front  build- 
ing. In  such  cases,  the  customer  must  in- 
stall weatherproof  wire  between  the  rear 
building  and  the  front  building,  but  the  final 
connection  on  the  front  building  service  will 
be  made  by  the  Company. 

9.  Service  outlets  must  not  be  located  on 
chimney  or  on  fire  i)arai)et  walls  extending 
above  a  roof. 

10.  Service  outlets  must  never  be  termi- 
nated within  1  foot  of  a  down  spout  which  is 
located   on   a   porch    post   or   porch   support. 

11.  Where  a  service  outlet  is  terminated 
on  a  post  supporting  a  porch,  galvanized 
steel  straps  or  braces  must  be  fastened  in 
such  a  manner  that  the  post  will  be  firmly 
held  to  the  joist.  Each  strap  must  be  a't 
least   1    in.    x    12    in.    and    Ya    in.    in   thickness, 


and  must  be  fastened  to  the  post  and  joist 
by  lag  screws,  2  into  the  post  and  2  into 
the  joist,  such  lag  screws  to  be  %  in.  x  2% 
in.  Two  straps  must  be  used,  one  on  each 
side  of  the  post. 

12.  Where  wiring  is  being  installed  in 
buildings  under  construction  which  are  to 
have  a  stucco  or  stone-coat  finish,  a  sub- 
stantial form  of  support  for  the  service 
bracket  must  be  provided,  this  support  to 
consist  of  a  2  in.  X  8  in.  x  24  in.  piece  of 
timber  projecting  beyond  the  finish  of  the 
building  and  securely  fastened  to  the  stud- 
ding of  frame  buildings  or  Ijy  hooks  through 
the  wall   of  brick   or   tile   structures. 

Instead  of  a  timber,  galvanized  eye  bolts, 
having  a  minimum  diameter  of  %  in.,  spaced 
8  in.  apart,  may  be  used,  tlie  eye  portion  of 
the  bolts  to  extend  at  least  2  in.  beyond  the 
ourface  of  the  building.  When  bolts  are 
used  for  the  support  of  a  timber  or  the 
service,  they  must  extend  through,  and  be 
anchored  on  the  inside  surface  of  the  wall, 
to  a  substantial  metal  plate,  not  less  than 
■Pi;  in.  in  thickness  and  having  at  least  4 
square  feet  of  bearing  surface  on  the  in- 
side wall  of  the  building. 

The  length  of  service  mains  to  be  brought 
outside  of  the  service  outlet  and  the  method 
of  fastening  service  wires  to  a  building  for 
No.  4/0  service  connection  and  larger,  and 
the  method  to  be  used  for  attachment  of 
service  connection  for  stucco  or  tile  build- 
ings. 

13.  Clearances. 

(a)  The  service  wires  must,  in  no  case, 
b3  within  easy  reach  from  porches,  windows, 
or  any  other  part  of  the  building  ordinarily 
accessible  to   the   occupants. 

(b)  The  service  outlet  must  be  so  located 
that  there  will  be  at  least  24  inches'  clear- 
ance between  it  and  any  telephone  or  signal 
wires  where  attached  to  the  building,  and 
at  least  36  inches'  clearance  must  be  pro- 
vided between  the  service  drops  of  both 
systems  in  the  open  span,  in  accordance 
with  the  rules  of  the  Department  of  Gas  and 
Electricity   of   Chicago. 

(c)  When  the  Company's  pole  line  is  on 
the  opposite  side  of  the  street  or  alley  from 
that  of  the  building  to  which  service  is  to 
be  given,  the  service  outlet  for  such  a  Ijuild- 
ing  must  be  of  sufficient  height  to  give  at 
least  an  IS  ft.  clearance  between  any  point 
of  the  street  or  alley  and  the  service  drop. 

■Underground. 

1.  Where  the  space  beneath  the  sidewalk 
is  excavated,  the  service  cables  will  be  ter- 
minated at  a  point  about  3  feet  inside  the 
curb  wall.  Service  mains  installed  by  the 
customer  must  be  brought  to  the  nearest 
service  entrance,  if  there  be  one  within  50 
feet  of  his  premises. 

2.  Where  there  is  no  service  available, 
application  should  be  made  to  the  Contract 
Department  of  the  Company  to  have  service 
installed. 

3.  Where  there  is  no  sidewalk  excavation 
and  where  there  is  a  basement  at  the  prop- 
erty line,  the  service  cables  will  be  termi- 
nated at  a  point  about  3  feet  inside  the  base- 
ment wall. 

4.  Where  no  basement  is  available  at  the 
property  line,  the  service  will  be  extended 
underground,  at  (he  customer's  expense,  from 
the  property  line  to  any  point  designated. 
Init  in  no  case  will  the  sei-vice  be  terminated 
in  any  place  whicli  is  likely  to  be  used  for 
coal   storage. 

5.  In  case  the  customer  does  not  wish  to 
bear  the  expense  o  fan  vinder.ground  service 
across  his  property,  the  under.ground  service 
will  be  brought  up  on  a  pole  at  the  lot  line, 
provided  the  Companys  underground  mains 
are  available  in  the  rear  of  the  customer's 
premises.     The  poles  and   the  overhead   serv- 
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All  stone  employed  shall  be  hard,  dense, 
impervious  to  moistures,  of  such  character  as 
not  to  deteriorate,  and  not  affected  by  a 
dilute  acid  treatment  which  may  be  applied 
in  securing  the  proper  finish;  of  such  char- 
acter that  it  crushes  into  masses  approxi- 
mately cubical   in  form,   not   into   flakes. 

Standards  shall  be  constructed  of  clean  art 
granite,  passing  a  ^4  inch  screen,  tested  Port- 
land Cement  and  clean  water,  free  from 
alkalies  or  any  organic  matter.  Mixture  to 
be  one  part  white  or  gray  Portland  Cement 
and  three  parts  of  clean  Art  Granite  or  Spar. 
Proportions  must  be  accurately  measured, 
thoroughly  mixed  and  poured  wet  into  metal 
moulds,  so  as  to  produce  a  homogeneous 
and    water-proof    material. 

"Rail  Carbon'  steel  reinforced  rods  must 
be  used.  The  surface  of  all  steel  reinforce- 
ment, as  used,  shall  be  free  from  rust,  oil  or 
grease,  so  that  there  will  be  a  perfect  and 
lasting  bond  between  concrete  and  steel. 
The  entire  fabrications  are  to  be  arranged  so 
as  to  prevent  buckling  of  compression  mem- 
bers when  subject  to  a  concentrated  pull  of 
700    lbs.    applied   at   the   post   top. 

Exterior  surface  shall  be  subjected  to   such 
treatment   as  will   entirely   eliminate  the   outer 
film   of    cement,    leaving    exposed    the    mineral 
crystals   in   their  natural    state. 
Standards  shall  be  cured  for 
a    period    of    seven    days    after 
casting,  and  no  standards  shall 
be      moved      for     shipment     or 
other         transportation         until 
twenty     (20)     days    after    cast- 
ing.      Finished   standards    shall 
have      sharp      and      clean      cut 
edges,  true  surfaces   free   from 
holes,    cracks,    lumps    or    other 
imperfections. 

Metal  conduit  pipe  is  to  be 
imbedded  in  center  of  these 
standards,  extending  from  top 
plate  to  a  point  2  inches  below 
roof  of  lower  hollow.  Rein- 
forcing rods  are  to  project  be- 
low base  a  distance  equal  to 
20  diameters  of  bar,  suitable 
for  embedding  in  concrete 
foundations  which  are  not 
part     of    this    specification. 

Lighting  standards  shall  be 
so  equipped  that  same  can  be 
used  with  either  gas  or  elec- 
tric  light. 
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re  to  the  building-  will  be  installed  at  the 
•ustomer's  expense,  unless  the  customer  will 
lermit  the  Company  to  use  the  pole  to  supply 
ither  customers. 

6.  On  account  of  obstacles  that  are  fre- 
Uiently  met  with  in  the  street,  it  is  im- 
lossibie  for  the  Company  to  determine  in 
idvance     the     exact    location    at    which     the 

orvice  cables  will  enter  the  building.  Be- 
•ause  of  this  uncertainty,  the  service-switch 
■abinet  sliould  not  be  installed  until  after  the 

"ompany  has  completed  the  laying  of  the 
;trvice  duct  or   pipe   into  the  building. 

7.  Where  the  service  cables  are  to  supply 
ot  more  than  one  set  of  building  mains,  the 
'  rvice-switch  cabinet  must  he  installed  by 
he  customer  and  located  at  the  service  stub 
11  sucli  a  manner  that  tlie  caliles  will  be  en- 
irely  enclosed.      If  this  is  not  practicable,   a 

iiinction-cabinet  not  less  than  15  inches  in 
•  iigth.  12  inches  in  width,  and  6  inches  in 
I'-ptli  for  No.  6  cable  must  be  installed  by 
!ie  customer  over  tlie  underground  pipe  and 
iiiiosing  the  Company's  service  cables.  This 
iliinet  must  be  provided  with  a  cover 
fastened  in  place  witli  screws.  Conduit  must 
■  >■  installed  by  the  customer  to  connect  the 
lunction-cabinet  with  the  service-switch 
jabinet.  Where  the  Company's  service  mains 
^re  larger  than  No.  6,  the  dimensions  of  the 
iunction-cabinet  must  be  obtained  from  the 
Inspection    Bureau. 

i  8.  Wliere  the  service  cables  installed  by 
Ithe  Company  are  terminated  in  a  .iunction- 
Icabinet  enclosing  the  service  cables,  the 
'customer's  service  conduit  should  be  termi- 
nated at  the  junction-cabinet  and  locked  in- 
to it.  A  sufficient  length  of  wire  inust  be 
jleft  to  permit  the  Company  to  make  the 
jconnection  to  the  service  cables,  inside  the 
I  junction-cabinet. 

[  9.  The  service-switch  cabinet  must  be  of 
I  ample  size  to  permit  the  safe  handling  of 
fhe  service  cables,  and  the  switch-panel  ar- 
ranged in  such  a  manner  as  to  permit  the 
removal  of  the  service  cables  for  repairs  or 
replacement  without  removing  tlie  panel. 
I  The  service-switch  must  be  fitted  with  lugs 
'for  connection   to  the  service  cables. 

11.  Where  the  size  of  the  installation  re- 
quires more  than  one  set  of  underground 
cables  into  the  customer's  premises,  the  cus- 
fnrner  must  install,  at  his  own  expense,  a 
fuse-extension  service-switch  on  each  set  of 
i;ibles.  A  name-plate  holder  must  also  be 
mounted  on  the  panel  at  each  service  switch, 
in  order  to  facilitate  ready  identification,  in 
'  ise  of  an  emergency  on  any  of  the  several 
-■■rvices. 

Transformer  vaults. 

Where  local  conditions  are  such  that  trans- 
fiamers  must  be  installed  within  a  build- 
ing on  the  customer's  premises,  the  cus- 
tomer must  provide  at  his  own  expense,  a 
suitable  vault  constructed  in  accordance  with 
ilie   following    rules    and    specifications: 

I.   GENBBAI.. 

1.     The   vault   or   rooms    should   be   located 
'  in    an    accessible    part    of    tlie    l)uilding,     in 
space    free    froin    pipes    or    other    facilities; 
it    must    be    constructed     of    fire-proof    ma- 
terials  and    in   accordance    with    the   rules   of 
the    Electrical    Code    of    the    Department    of 
Gas    and    Electricity     and     of     the     Building 
:  Code    of    the     Building    Department     of     the 
City  of  Chicago.      Each   vault   so   constructed 
I  is   subject   to    the   approval   of   the   Company. 

i  ZZ.     Transformer   "Vaults    on   Znstallations    of 

4,000   Volts   or   Iiess. 

\  (a)     Iiocation. 

;       1.     If  the  vault  is  not  located  on  the  first, 
I  suitable  provisions  must  he  made  by  the  cus- 
tomer  so   that   transformers  when   filled    witli 
oil    can   be    Icept    in   a    vertical    i)()sition    wliile 
being  moved  and  otlier  equipment   can   quirl<- 
!  ly  and  readily  be  conveyed  Ijotli   into  and  out 


of  the  transformer  vault.  If  space  for  the 
vault  is  not  available  in  the  customer's 
building,  a  separate  structure  may  be  built 
for    this    purpose. 

(b)     'Walls    and    Ceilings. 

1.  The  vault  must  be  constructed  of  con- 
crete not  less  than  6  inclres  in  thickness,  or 
of  brick  not  less  than  S  inches  in  tliickness. 
Ceilings  must  be  constructed  of  Are  resist- 
ing materials,  and  wlren  metal  lath  is  used, 
it  must  be  covered  on  the  underside  bj-  at 
least   one    (1)    inch  of  concrete  mortar. 

(c)     Floors. 

1.  The  floors  must  be  constructed  of  con- 
crete of  sufficient  thickness  to  carry  the 
weight  of  the  transformers  and  electrical 
equipment   to  be   installed   in   the   vault. 

2.  The  weiglit  of  this  equipment  will  be 
indicated  on  tire  plans  provided  lay  the  Com- 
pany. Floors  must  be  laid  with  pitch  of  M 
inch  per  foot  from  tlie  side  walls  to  tlie 
drain. 

Sing°le   Transformers: 

Up  to  and   including  .50  K.W 64   sq.   ft. 

51   to   100   K.W.   inclusive SO   sq.    ft. 

Two   Transformers: 

Up  to  and  including  50  K.W.  each.  96  sq.  ft. 
51   to   150   K.W.    each 140   sq.   ft. 

Three   or   Four   Transformers: 

15   K.W.  each 120   sq.   ft. 

50   K.TV.   each 200   sq.   ft. 

100  K.W.   each 250   sq.   ft. 

2.  The  space  for  transforiner  installa- 
tions varies  largely  with  local  conditions 
and  must  be  determined  by  consultation 
witli   the  Company. 

(e)     Head  Boom. 

1.  Clear,  unobstructed  liead  room  of  not 
less   than    S    feet   must   be   provided. 

(gr)     "Ventilation. 

1.  The  vaults  must  be  pro\ided  with  suffi- 
cient ventilation  to  maintain  tire  transforms 
within  their  operating  temperature  range. 
All  ventilating  openings  into  tire  building 
not  connected  to  chimneys  or  slvyes  must  be 
provided  with  automatic  or  manually  con- 
trolled dampers,  to  prevent  the  emission  of 
smoke  or  fire. 

2.  The  damper  control  must  either  be 
equipped  with  fusible  linl\S  located  above 
the  transformers,  or  must  be  arranged  to 
be  operated  from  a  point  outside  the  vault. 
Ventilation  must  be  secured  by  means  of  air 
inlets  placed  not  more  than  one  foot  below 
the    ceiling. 

3.  There  must  be  an  air  inlet  opposite 
each  transformer  in  installations  of  trans- 
formers of  50  kilowatts  or  larger.  For 
installations  of  smaller  transformers  only 
one  inlet  and  one  outlet  are  reciuired.  The 
outlets  must  be  located  on  the  opposite  side 
of  the  room  fi'om  the  inlets.  The  air  out- 
lets must  terminate  outside  of  the  building 
in  a  lower,  or  a  duct  extended  to  a  suffi- 
cient   height    to    insure    adequate    draft. 

4.  Where  openings  are  made  directly  to 
the  outside  air,  they  must  be  provided  with 
suitable  louvers  to  protect  the  openings  from 
the  entrance  of  rain  and  snow,  and  if  acces- 
sible to  unauthorized  persons,  the  openings 
must  also  lie  protected  by  suitable  wire 
screens. 

5.  The  cross  sectional  area  of  the  outlets 
must  l)c  equal  to  the  total  cross  sectional 
area  of  the  inlets.  The  area  of  the  outlet 
must  not  be  less  than  1  square  foot  per 
transformer  'for  installations,  up  to  and 
including  liTVa   K.   W. 

For  larger  installations  the  area  must  be 
not  less  than  3  sq.  in.  per  K.W.  of  trans- 
former capacity.  All  jilans  covering  venti- 
lation must  be  submitted  to  the  Company 
for   approval. 


;!(•)  I 


Henry  Newgard  &  Co. 

Established  ]sS2 

Electrical  Contractors,  Manufacturers  and  Engineers 

WE  INSTALL 

Power  and  Light  Plants,  Generators  and  Motors,  Electric  Light  and  Power 

Wiring  for  Factories,  Churches.  Schools,  Colleges,  Theatres,  Olhces,  Stores 

and  Residences.     Estimates  cheei'fully  furnished  for  this  class  of  work  in 

any  pait  of  the  United  States. 


Corn  Products  Refining  Co.  Plant.  Xo.  Kansas  City.  Mo. 

WE  MANUFACTURE 

Switchboards,  Panelboards,  Steel  Cutout  Cabinets,  Junction  Boxes,  Service 

Switch     Boxes,    Theatre     Stage     Plugs,     Experimental     Switchboards     and 

appliances   for   High   Schools   and   Colleges. 

Newgard  Receptacles  and   other   electrical   specialties. 

Dynamos  and  Motors  Repaired. 


MAIN  OFFICE  AND  PLANT 


Telephone  Albany  4560 
Telephone  State  3141 


4603-4619  Fullerton  Avenue 

Estimutiris:   549  West  Washington  Street 


363 


(i)      Wiring-. 

1.  The  meter  and  the  secondary  service- 
switch  must  be  placed  outside,  in  an  ap- 
proved location. 

2.  The  work  of  installing  all  primary 
and  secondary  wiring  and  accessories,  cables, 
and  transformers  within  the  vault  is  to  be 
done  by  the  customer  at  his  own  expense 
in  accordance  with  plans  furnished  by  the 
Company.  The  amount  paid  by  the  custo- 
mer shall  be  the  estimated  cost  of  making 
the  transformer  vault  installation,  less  the 
estimated  cost  of  making  an  equivalent 
transformer     installation     on     poles. 

?,.  The  Company  will  furnish  and  retain 
ownership  of  the  line  and  meter  transforin- 
ers  and  primary  fuses. 

4.      The    Company    will    deliver    the    trans- 
formers  and    the   priinary   fuses    to    the    curb 
line    of    the    building,    but    the    customer    is 
I  responsible  for  damage  to  all  such  apparatus 
after  delivery.     All  other  apparatus  and  ma- 
i  terial   is   to   be    furnished   li\-    the   customer. 

III.   Transformer   Vaults    on   Installations   in 
Excess  of  4,000  Volts. 

(a)      General. 

1.  The  installation  is  to  be  jjlaced  in  two 
adjacent  fire-proof  rooms,  provided  by  the 
customer,  and  must  follow  the  specifications 
herein  set  forth,  with  such  supplementary 
specifications  as  the  Company  may  in  special 
cases  provide.  One  of  these  rooms,  contain- 
ing tlie  line  and  transformer  primai-y 
.switches,  bus-bars,  and  all  12,fiO0  Volt  eQuip- 
ment,  will  be  known  as  the  "E^witch-Room" : 
the  other,  containing  the  transformers,  and 
auxiliary  control  and  protection  equipment, 
will  be  known  as  the  "Transformer-Room''. 

2.  These  rooms  must  at  all  times  be 
readily  accessible  for  inspection  and  repairs, 
and  where  they  are  located  above  the  ground 
floor,  a  permanent  overhead  supporting  struc- 
ture, capable  of  handling  a  load  of  approxi- 
mately 10.000  pounds,  must  be  provided  for 
hoisting  the  transformers  to  the  required 
level.  Unless  access  to  such  rooms  is  from 
a  floor  at  the  same  level,  a  platform  at  this 
level  must  be  provided,  together  with  a 
stairway  from  the  floor  below  or  from  the 
ground,  so  arranged  as  to  give  convenient 
access   to   the  rooms   at   all   times. 

(Ij)     Meter    Panel. 

1.  The  customer  will  provide  a  suitable 
panel  or  space  on  a  switchboard  outside  of 
the  Switch  and  Transformer  Rooms  for  the 
installation  of  the  Company's  meters  and 
must  also  provide  thereon  the  wiring,  test 
links,  and  terminals  required  for  such  me- 
ters. 

(c)      Ownership. 

1.  All  building  work  in  connection  with 
the  Switch  and  Transformer-Rooms,  which 
include  the  concrete  switch  and  bus  struc- 
tures in  the  switch  room,  must  be  installed 
by  and  at  the  expense  of  the  customer,  and 
shall    remain    his    property. 

2.  In  case  the  customer  has  contracted 
for  untransformed  energy  the  equipment  in 
both  rooms  must  be  installed  at  the  expense 
of  the  customer.  All  of  the  high  tension 
portion  and  its  control  will  be  installed  by 
the    Company. 

3.  In  case  the  customer  has  contracted 
fur  low  tension  energy,  that  portion  of  tlie 
•■quipment  in  the  Switch-Room,  used  in  con- 
nection with  the  high  tension  lines,  their  op- 
eration and  control  will  be  provided  and  in- 
stalled by,  and  remain  the  property  of  the 
•  'ompany.  The  transformer  primary  switcli- 
ing  equipment,  btis  extensirjn,  ctirrent  trans- 
formers and  cable  from  Switclt-Room  to 
transformers  will  be  installed  by  the  Com- 
)iany  at  the  customer's  expense.  In  the 
Transformer-Room  the  operat"ing  battery, 
'barging  equipment,  line  protection  and  con- 
trol  equipment   will   be    installed   by   and    re- 


main the  property  of  the  Company.  All  re- 
maining equipment  in  tlie  Transformer- 
Room,  with  the  exception  of  the  power  and 
lighting  transformers,  which  will  be  furnish- 
ed by  the  Company,  must  be  provided  and 
installed  at  the   expense  of  the  customer. 

4.  Under  either  of  the  above  mentioned 
forms  of  contract  the  relay  equipment  pro- 
vided in  the  Line-Room,  in  connection  with 
a  loop  service,  shall  be  under  the  exclusive 
control  of  the  Company  and  may  be  changed 
from  time  to  time  at  the  expense  of  the 
Company,  if  deemed  by  the  Company  neces- 
sary for  the  satisfactory  operation  of  the 
lines. 

(d)    Engineering"    Service. 

1.  Engineering  service  which  includes, 
before  the  installation  is  put  in  service,  all 
work  of  design,  supervision,  inspection,  and 
testing  of  the  high  voltage  portion  of  the 
instalLfition  and  the  metering  equipment, 
will  be  performed  by  the  Company  in  all 
cases.  This  service  must  be  paid  for  by  the 
customer  in  case  he  has  contracted  for  un- 
transformed   energy. 

2.  In  case  the  customer  has  contracted 
for  untransformed  energy,  this  service  will 
be  performed  by  the  Company  at  the  expense 
of    the    customer. 

3.  In  case  the  customer  has  contracted 
for  low  tension  energy,  this  service  will  be 
performed  at  the  expense  of  and  by  the 
Company. 

(e)     Lig^hting-. 

1.  Approximately  eight  (S)  lighting  out- 
lets will  be  required  for  each  of  these  rooms. 
Lighting    service   is    to   be    ll-j    volts,   A.    C. 

TBANSFORMER-BOOM. 
(f)      Structure. 

1.  The  Switch-Room  must  have  a  mini- 
mum floor  area  of  approximately  325  square 
feet  (preferably  13x2.5  feet)  with  a  mini- 
mum head-room  of  12  feet.  Fire-proof  doors 
must  be  provided  to  give  access  to  and 
emergency  exit  from  this  room.  This  door 
must  have  a  threshold  six  inches  high  and 
be  equipped  with  a  standard  cylinder  lock 
furnished  by  the  Company.  An  opening 
suitably  located  and  equipped  with  adjusta- 
ble louvers  must  be  provided  for  ventilation 
of  this  room.  Only  the  employes  of  the 
Compay    shall    have   access    to    this    room. 

2.  The  floor  of  the  Transformer-Room 
must  be  provided  with  an  adequate  system  of 
floor  drainage  to  take  care  of  a  possible  over- 
flow of  oil  or  water. 

(g-)      Equipment  in  Transformer-Room. 

1.  The  Transformer-Room  eciuipment 
shall  consist  of  the  necessary  power  and 
lighting  transformers,  relays,  high  voltage 
bus  work  properly  insulated,  connections  to 
the  Switch-Room  terminals  and  connections 
to  the  primary  terminals  of  the  transform- 
ers; also,  on  the  secondary  side  of  the 
transformers  all  necessary  copper  work  and 
supporting  frame  work  between  the  seconda- 
,ry  terminals  of  the  transformer  and  the 
metering  current  transformers,  which  in  the 
case  of  a  low  tension  energy  transformer 
terminals.  (In  the  case  of  a  contract  for 
untransformed  energy,  the  metering  trans- 
formers will  be  located  In  the  Switch-Room. ) 

TRANSFORMER  ROOM. 
(h)  Structure. 
1.  The  Transfoi-mer-Room  must  have  a 
floor  space  in  proportion  to  the  transformer 
capacity  to  be  installed  (the  exact  size  in 
each  case  to  be  specified  by  the  Company) 
and  the  head-room  must  be  at  least  12  feet. 
An  exterior  fireproof  door  must  be  provided 
to  this  room  approximately  6  feet  wide  by  10 
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Pierce  Electric  Company 

Takes  this  opportunity  to  submit  to  you 

a  partial  list  of  industries  and  personnel 

served  by  them 


HOTELS: 

Park\va\'    Hotel City 

Park\va_v  Addition City 

Webster   Hotel City 

Somerset  Hotel City 

Rogers  Park  Apt.  Hotel City 

Broadway  Hotel City 

Rienzi    Hotel City 

THEATRES: 

Xew   Majestic  Theatre Dallas,  Tex. 

Indiana  Theatre Terre  Haute,  Ind. 

Orpheum  Theatre ^^'ichita,  Kan. 

Capitol  Theatre City 

PRINTING    AND     ADVERTISING: 

R.  1 1.  Donnelley  Corp City 

Buckle}-  Dement  &  Co City 

Stevens-Davis  Co City 

PACKING  INDUSTRY: 

Agar  Packing  Co City 

Illinois   Packing   Co City 

David  Levi  &  Co City 

Brennan  Packing  Co City 

Miller   &   Hart City 

FOOD    PRODUCTS    AND 
REFRIGERATING: 

Beatrice    Creamery    Co City 

Bunte  Bros.  Candy  Co City 

American  Cocoanut  Butter  Co City 

McNeill   &   Higgins City 

John  Se.xton  &  Co City 

American    Linseed    Co Citv 


TANNERIES: 

(Jriess-Pfleger  Tanning  Co.Wankegan,  111. 
fhitmann  &  Co City 

BAKERIES: 

Gordon  Baking  Co City 

Piper   Baking  Co .  City 

Great   Atlantic   &   Pacific   Tea   Co-...  City 

FOUNDRIES  AND  MECHANICAL: 

General  Motors  Corp.,  Central  Foundry 

Plant Saginaw,    Mich. 

Cribbcn  &  Sexton  Alunitions  Plant... City 

Dallas  Brass  &  Copper  Co City 

Stewart  Mfg.  Corp City 

Chicago   Flexible  Shaft   Co City 

Gartland  McCarthy  Foundry  Co City 

Pullman   Co.   Car  Wheel   Foundry ...  City 

MISCELLANEOUS  INDUSTRIES: 

lulison  Electric  Appliance  Co City 

Economy  Fuse  &  Mfg.  Co City   IJ 

Waterway  Paper  Products  Co City,  i 

Chicago   Mill   &  Lumber   Co City 

RAILROADS: 

Illinois  Central  Interlocking  Plant, 
Homewood,   111. 

Illinois  Central  Interlocking  Plant, 
Richton,    111. 

POWER   STATIONS: 

Northwest  Substation Chicago 

C.  I.  P.  S.  Power  Plant.  .(Irand  Tower,  III. 
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feet  or  more  high,  to  give  ready  access  for  the 
installation  of  the  electrical  apparatus.  This 
door  is  to  have  a  six-inch  threshold  and  is 
,  to  be  equipped  with  a  standard  cylinder  lock 
furnished  by   the  Company. 

2.  The  floor  of  the  Transformer-Room 
must  be  provided  with  an  adequate  system 
of  floor  drainage  to  take  care  of  a  possible 
overflow   of  oil   or   water. 

(i)    Equipment    in    Transformer-Room. 

1.  The  Transformer  Room  equipment 
shall  consist  of  the  necessary  power  and 
lighting  transformers,  relays,  high  voltage 
l)us  work  properly  insulated,  connections  to 
the  Switch-Room  terminals  and  connections 
to  the  primary  terminals  of  the  transform- 
ers: also,  on  the  secondary  side  of  the  trans- 
formers all  necessary  copper  work  and  sup- 
porting frame  work  between  the  secondary 
terminals  of  the  transformer  and  the  meter- 
ing-current-transformers, which  in  the  case 
of  a  low  tension  energy  contract,  shall  be 
located  as  near  as  possible  to  the  main 
transformer  terminals.  (In  the  case  of  a 
contract  for  untransformed  energy,  the  met- 
ering-transformers will  be  located  in  the 
Switch-Room.) 

(j)    Ventilation. 

1.  The  customer  must  provide  for  air 
supply  and  exhaust  of  sufficient  capacity  to 
insure  proper  cooling  of  the  transformers. 
Where  the  temperature  of  the  air  surround- 
ing the  vault  is  sufficiently  low,  properly 
located  louvers  of  adequate  size  in  side 
walls,  in  addition  to  roof  ventilators,  or  their 
equivalent  in  exhaust  duct  to  outside  air, 
may  be  sufficient.  Where  the  location  of 
the  vault  renders  this  method  of  cooling  in- 
adequate, forced  ventilation  must  be  provided 
by  the  customer  and  should  be  arranged  so 
that  the  supply  will  be  adequate  at  all  times. 
The  Company  will  advise  the  customer  re- 
garding the  details  of  the  ventilating  pro- 
visions in  each  case.  Plans  for  forced  ven- 
tilating equipment  and  methods  of  installa- 
tions and  control  must  be  submitted  to  the 
Company. 

WIBINa. 

Meter    Connections. 

1.     Wiring    must    be    so    arranged    that    a 
separate    meter    may    be    installed    for    each 
class    of    service    supplied    under    the    Com- 
pany's   schedule    of    rates,    as    follows: 
Z    Bate    A. 

1.  Available  for  any  cvistomer  using  the 
Company's  standard  service  for  lighting  pur- 
poses or  for  both  lighting  and  power  pur- 
poses, provided  that  electricity  will  not  be 
fui'nished  hereunder  for  welding  machines, 
wireless  telegraph  apparatus,  or  other  power 
apparatus  in  which  the  use  of  electricity  is 
intermittent  or  subject  to  violent  fluctuation 
and  the  operation  of  which  may  interfere  with 
lighting    service. 

2.  Where  the  rated  capacity  of  the  cus- 
tomer's installation  is  IV2  K.  W.  or  less,  the 
maximum  demand  is  determined  in  accord- 
ance with  a  table  set  forth  in  the  rate 
schedule,  which  provides  for  different  values 
of  demand  for  commercial  and  for  residence 
lighting.  The  arrangement  of  meter  con- 
nections of  such  installations  must  be  in 
accordance    with    the    following    regulations: 

(a)  The  wiring  of  residence  and  com- 
mercial installations  must  be  arranged  for 
separate   watt-hour   meters. 

(b)  The  lighting  of  halls,  entrances,  and 
basements  of  apartment  buildings  will  be 
considered  as  commei-cial  lighting  provided 
that  where  the  hall,  entrance,  and  basement 
lighting  installation  has  a  i-ated  capacity  of 
200  watts  or  less  and  where  the  owner 
occupies  one  of  the  apartments  in  the  build- 
ing as  his  place  of  residence,  this  lighting 
load  may  be  connected  to  the  meter  for  his 
apartment,  and.  If  so  connected,  such  an 
installation  will  be  considered  as  residence 
lighting  during  the  period  of  such  occupancy. 

(c)  Where  apartments  and  stores  or  shops 


are  in  the  same  building  the  apartment  light- 
ing will  be  considered  as  residence  lighting 
and  the  store  or  shop  lighting  will  be  con- 
sidered as  commercial  lighting,  and  the 
wiring  should  accordingly  be  arranged  for 
separate  meters,  provided,  however,  that  if 
the  customer  desires,  both  installations  may 
be  combined  on  one  meter,  and  the  combined 
installation  will  be  considered  as  commercial 
lighting.  (For  combined  installations  ex- 
ceeding   11/2    K.  W.    see   3-(b)    below.) 

(d)  Where  a  portion  of  a  store  or  shop 
is  used  as  living  quarters,  and  the  wiring  is 
ai ranged  for  a  single  meter  for  both  the 
store  or  shop  and  the  living  ciuarters,  the 
installation  will  be  considered  as  commercial 
lighting. 

3.  (a)  Where  the  rated  capacity  of  a  cus- 
tomer's installation  is  more  than  I14  K.  W., 
the  wiring  must  be  arranged  for  the  installa- 
tion   of   demand   meters. 

(b)  In  case  the  residence  and  commercial 
lighting  installations  of  a  customer  have  an 
aggregate  rated  capacity  of  over  l^/i  K.  W. 
and  are  in  the  same  building,  both  installa- 
tions should  be  arranged  for  connection  to 
one  watt-hour  meter,  with  demand-meters. 

II  Bate   B. 

1.  Power  service  is  supplied  under  this 
rate,  and  is  defined  as  "electric  service  used 
for  other  purposes  than  lighting."  Service 
for  photographic  printing,  bath  cabinets,  and 
other  kinds  of  equipment  which  are  not  used 
for  general  illumination,  will  be  considered 
a.s  power  service  and  may  be  served  under 
Rate    B,    if    desired. 

2.  In  the  case  of  direct  current  installa- 
tions, having  rated  capacity  of  more  than 
li/L'  K.  W.,  the  maximum  demand  is  measured, 
and  provisions  must  be  made  for  setting  a 
demand-meter. 

3.  In  the  case  of  alternating  current  in- 
stallations having  a  rated  capacity  of  10 
H.  P.  or  more,  provisions  must  likewise  be 
made  for  setting  a  demand-meter. 

III  Bate   C. 

1.  The  lighting  and  power  service  for 
large  users  inay  be  combined  under  Rate  C. 
However,  on  the  alternating  current  system 
a  separate  service  and  meter  may,  at  the 
option  of  the  Company,  be  provided  for  the 
lighting  service,  and  in  such  cases  the  wiring 
must  be  arranged  accordingly  for  meters. 

Besidence    and   Apartment    Iioads. 

1.  Every  residence  and  apartment  lighting 
installation  which  does  not  exceed  3,000 
watts,  or  4S  sockets  must  have  a  2-wire 
service  main  and  2-wire  meter  loops,  as  such 
an  installation  will  be  connected  to  the  Com- 
pany's system  by  two  service  wires  at  X]i> 
volts.  Where  the  installation  exceeds  3,000 
watts,  or  4S  sockets,  it  must  be  wired  for 
3-wire  service  and  a  3-wire  meter.  All  wall 
receptacles  other  than  brackets  will  be 
figured  at  not  less  than  100  watts  each. 
Commercial   Iioads. 

1.  Every  business  lighting  intallation  of 
over  1500  watts  must  have  a  3-wire  service 
main  and  3-wire  meter  loops  except  where 
the  installation  consists  of  1-2000  watt  cir- 
cuit only.  This  must  obviously  be  connected 
2-wire.  If  the  installation  is  1500  watts  or 
less,  it  must  be  wired  with  a  2-wire  service 
main  and  2-wire  meter  loops.  Motors  oper- 
ating on  115  volts  and  heating  appliances  on 
the  lighting  service  will  not  be  considered  in 
determining  2-wire  and  3-wire  installations 
where  the  rated  capacity  of  such  equipment 
does    not   cxc'eed    25';     of    the   lighting   load. 

Business    and   Besidence   Iioads    in    Same 
Building-. 

1.  On  installations  w1um'i>  there  are  stores 
and  apartments  in  the  same  building,  the 
rule  governing  the  service  and  meter  installa- 
tion is  as  follows: 

Where  the  total  connected  wattage  is  3000 
watts    oi-    less,    add    to    the    total    connected 


365 


m  '^  ^-^-^ 


ite^. 


rioii'Li;  ISAIAH,  (  iik  aco 


Complete  Electrical  Installations  Is  Our  Business— Light,  Power,  Telephones, 
Electrical  Systems  and  Apparatus  of  Every  Description 


Light   and 

Power   Plants, 

Schools    and 

Colleges, 

Churches  and 

Seminaries 


Office    and 
Factory 

Buildings, 
Stores    and 

Theatres, 
Residences, 

Hospitals 
and   Hotels 


lIOLLANUKi;   AVAKKIIOl  .Si: 
Hall.    Lawrence,   Rippel  &  liateliffe,   Areiits. 

FUCHS   ELECTRIC   COMPANY 

ELECTRICAL  CONTRACTORS 
Telephones,  Randolph  4746-5062  129  ».  La  Salle  St.,  CHICAGO 


i:.   .1.    BHAC  H   &   SOXS   BUILDING 


Alfreil   S.    Alschuler,   Areht. 


366 


attage  of  the  stores  14  of  the  connected 
attage  of  the  apartments,   and,   if  the   total 

1500  watts  or  less,  the  service  mains  and 
(  tcr  loops  must  he  2-wire.     If  this  wattage, 

wever,  is  in  excess  of  1500  watts,  service 
;iins  must  be  3-wire  but  the  meter  loops 
ill  be  governed  according  to  the  rules  above 
1  residence  and  commercial  lighting.  "V\''here 
le  total  connected  load  is  in  excess  of  3000 
atts,  the  service  must  be  3-wlre. 
Motor    Iioads. 

1.  In  direct  current  territory  where  the 
;sjregate    po'U'er    load    does    not    exceed     10 

P.,  the  motor  should  usually  be  wired  to 
mnect  to  the  lighting  meter. 

2.  In  alternating  current  territory,  the 
u'tuation  in  voltage  caused  by  the  starting 
irrents  prevents  the  connecting  of  motors 
iger  than  V2  H.  P.  of  the  split-phase  type, 
•  larger  than  1  H.  P.  of  the  repulsion- 
iduction  type,  to  the  lighting  service,  except 

special    cases.      Two    or    more    motors,    not 
rger   than   the  above   mentioned   sizes,   may 
connected    to    the    lighting    service    where 
,.    aggrgate  does  not  exceed  2  H.  P. 
Miscellaneous    Xioads. 

1.  Single  D.  C.  stereopticons,  outlets  for 
ittery  charging,  and  other  devices  which 
e  operated  most  economically  at  115  volts 
ill  be  approved  for  this  voltage.  Where 
u-re  is  an  installation  of  more  than  one 
uh  device  in  the  same  premises,  they  must, 

tlie  total  wattage  of  the  installation  ex- 
eds  1500,  be  connected  to  a  3-wire  main 
id  be  balanced  as  nearly  as  possible. 

2,  Every  alternating  current  vehicle- 
arging   mercury    arc    rectifier    in    a    private 

a  age  must  be  connected  to  the  customer's 
uliting    service,    provided    such    a    service    is 

n  ady    installed.      If    the    existing    lighting 

rvice    is    a    2-wire    service,    a    3-wire    outlet 

list   be   provided. 

:;.  If,  at  the  time  the  rectifier  is  installed, 
M'lo   be   no   existing  lighting   installation   in 

■  •  premises,  and  later  the  customer  desires 

))ut  in  a  lighting  installation,  such  an 
siallation  must  be  wired  for  a  3-wire 
I  vice. 

4.  All  rectifiers  requiring  an  input  of 
lore  than  2  K.  W.  must  be  operated  at  230 
dts. 

."..  In  theaters,  all  alternating  current  or 
ngle  phase  motors,  and  such  motion  picture 
!iil  spot  arcs  as  are  not  supplied  through 
liliase  converting  apparatus,  must  be  con- 
I  ted  to  the  same  meter. 

•'.  Alternating  current  arcs  requiring 
le  than  2  K.  W.  must  be  operated  at  230 
ts. 

Where    transformers    are    used    in    con- 
ion    with    motion    pictures    arcs    or    spot 
they  must  be  operated  at  230  volts. 
In  the  case  of  welding  machines,  X-ray 
liines,    hoists,    elevator    motors,    furnaces, 
Nu   other   installations   of   similar   character, 
liere    the   use    of   electricity    is    intermittent 
!■  subject  to  violent  fluctuation,  the  Company 
serves    the    right    to    require    the    customer 
'  i)rovide,  at  his  own  expense,  suitable  wir- 

■  :    or    equipment    to    limit,    in    a    reasonable 

i''e,     such     intermittence     or     fluctuativ  a, 
le   in   the  Company's   judgment,    such   ap- 
itus  is  necessary  to  prevent  undue  inter- 
ii-nce  with  the  Company's  service. 

Auto  Transformers. 

1.     Where  the  lighting  is  connected  to  the 

'j\vor   service   by    the    use   of   an    auto-trans- 

1  mer,  as  under  Rate  "C,"  such  transformer 

last  be  provided  at  the  expense  of  the  cus- 

aner.      The    auto-transformer    must    be    con- 

•'■ted    between    the    two    mains    having    tlie 

t    difference    of    potential     to    the    earth. 

■  le  the  load  is  20  K.  W.  or  less,  the  capac- 

•     if    the    auto-transformer    should    be    not 

ss  than  25%   of  the  connected  load  in  watts. 

Voltage  RegTilation. 
1.     The   wiring   installed   in   the   customer's 
remises  should  be  of  such  capacity  that  the 


entire  connected  load  can  be  carried  with  a 
loss  in  voltage  of  not  more  than  2%  between 
the  service  entrance  and  the  most  remote 
lamp  on  the  premises. 

Switch'boards. 

1.  Specifications  and  blue  prints  for  serv- 
ice and  meter-switchboard  installations  must 
be  submitted  to  the  Distribution  Division  of 
the  Company  for  approval  before  construc- 
tion  of   the   switchboard    is   begun. 

2.  Fuses  must  be  so  arranged  that  they 
will  be  readily  accessible  for  the  purpose  of 
replacement,  and  to  this  end,  it  is  recom- 
mended that  no  more  than  three  rows  of 
switches    be    placed    on    a    switchboard. 

3.  To  prevent  overheating  of  switches, 
fuses,  and  cables,  it  is  recommended  that 
all  the  lugs  have  a  conductivity  of  not  less 
than  60%  of  that  pure  copper  and  that  their 
cross-sectional  area  be  such  that  they  will 
not  be  required  to  carry  continuously  more 
than  600  amperes  per  square  inch.  They 
should  have  a  bolting  contact  surface  of  not 
less  than  1  square  inch  for  each  150  amperes 
of   current. 

4.  The  general  arrangement  of  the  con- 
nections on  the  back  of  the  board  must  be 
such  as  to  render  it  possible  to  make  repairs 
or  alterations  with  a  reasonable  degree  of 
facility  and  safety  while  the  board  is  in 
service. 

5.  The  bus  bars  must  be  rigidly  supported 
and  the  arrangement  of  the  feeder  cables 
between  the  terminal  of  the  conduit  system 
and  the  back  of  the  switchboard  must  be 
made  in  a  systematic  and  orderly  manner 
and  the  cables  must  be  segregated  as  far  as 
possible,  with  a  view  to  minimizing  the 
possibility  of  serious  Interruption  to  the 
service. 

6.  Where  the  Company's  service  cables 
are  extended  inside  of  the  customer's 
premises  to  the  switchboard  and  where  such 
cables  are  not  protected  by  duct  or  conduit 
they  must  be  properly  roped  and  cemented 
at   the  expense   of  the   customer. 

Cutouts. 

1.  Fuse-blocks  and  service-switches  must 
be  equipped  with  fuses  of  approved  type  and 
capacity  at  the  time  of  their  installation. 

2.  The  neutral  wire  of  a  3-wire  service- 
switch  or  cutout  block  for  branch  mains, 
except  for  3-phase,  must  not  be  fused. 

3.  The  neutral  wire  must  be  connected  to 
the  center  blade  of  all  3-pole  switches  except 
for  3-phase.  On  3-phase  installations  the 
two  phases  having  the  least  difference  of 
potential  to  earth  must  be  connected  to  the 
tv/o  outer  blades  of  the  service-switch. 

4.  Switches  and  fuse  blocks  must  not  be 
installed  above  or  in  close  proximity  to 
laundry  tubs,  sinks,  or  other  plumbing  fi.x- 
tures. 

Grounding'  Conduit  on  Neutral  Service  "Wire. 

1.  The  use  of  the  neutral  service  wire  for 
grounding  conduit  is  not  permitted.  The 
conduit  should  preferably  be  grounded  to 
the  cold  water  piping  system,  in  accordance 
with  the  rules  of  the  Department  of  Gas  & 
Electricity  of  Chicago. 

2.  The  customer  must  ground  the  neutral 
wire  of  his  installation  separately  from  the 
ground  provided  for  the  conduit  system. 
This  neutral  ground  must  be  installed  accord- 
ing to  the  rules  of  the  Department  of  Gas 
and  Electricity  of  the  City  of  Chicago.  3- 
phase  and  2-wire,  230  volt  single  phase 
systems  having  no  wires  witliin  the  building 
at  ground  potential,  are  not  to  be  grounded 
at    the   building   service. 

APPARATUS. 

Welders    and    Furnaces. 

Call  Commonwialtli  I'alison  Co.,  Randolph 
1280    for   information. 

X-Bay  Machines. 

Call  Commonwealth  Edison  Co.,  Randolph 
1280    for   Information. 
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To  C()MHL^E  in  the  Elec- 
trical Installation  the 
practical  judgment  of  years  of 
experience  with  a  sympathetic 
and  intellig:ent  understand- 
ing of  its  purpose  in  the  mod- 
ern structure  is  a  function 
this  Company  has  discharged 
with  credit  and  enduring 
satisfaction. 
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Electric  Ranges,  Ovens,  and  Keating' 
Appliances. 

1.  Electric  ranges  and  other  heating  ap- 
pliances in  which  the  aggregate  rating  of 
the  heating  units  is  not  more  than  2  K.W., 
will  be  connected  for  115  volt,  2-wire  serv- 
ice. Where  the  aggregate  rating  of  the 
heating  units  exceeds  2  K.W.,  they  must  be 
so  arranged  that  they  may  be  connected  to 
a  3-wire,  115-230  volt  circuit,  and  the  units 
must  be  balanced  as  nearly  as  possible  on 
each  side  of  the  circuit. 

2.  Electric  ranges  and  heating  appliances 
for  family  use  must  be  connected  to  the 
lighting  service,  if  one  is  installed. 

3.  Electric  ranges,  ovens,  and  heating  ap- 
pliances of  10  K.W.  and  less,  installed  in 
places  of  business,  must  be  connected  to 
the  lighting  service,  if  the  customer  has  a 
lighting  service  only.  If,  however,  there  is 
both,  a  lighting  and  a  single-phase  power 
.service,  or  a  single-phase  power  service  only, 
such  apparatus  should  he  connected  to  the 
power  service.  Where  the  K.W.  rating  is  in 
excess  of  10  K.W.,  or  where  the  heating- 
load  is  intermittent,  inquiry  should  be  made 
of  the  Distribution  Division  of  the  Company, 
as  to  how  the  particular  installation  should 
lie  connected. 

Nameplates. 

1.  All  electrical  equipment  such  as  mo- 
tors, welders,  furnaces,  X-Ray  and  radio  ap- 
paratus, heating  utensils,  and  the  like,  must 
be  provided  with  nameplates  showing  the 
rating  of  the  apparatus.  This  rating  must 
be  in  kilowatts,  horsepower,  kilo-volt  am- 
peres, or  amperes  and  volts,  cycles,  phase; 
according  to  the  nature  of  the  apparatus. 
The  character  of  current  required  for  the 
operation  of  such  apparatus  must  also  be 
designated. 

MOTORS. 
General. 

1.  The  following  motor  regulations  are 
necessary  for  the  purpose  of  securing  uni- 
form service  for  all  customers,  as  the  suc- 
cessful operation  of  motors  on  the  same 
circuits  with  lighting  apparatus  requires 
that  the  normal  voltage  of  the  supply  cir- 
cuit be  closely  maintained. 

2.  In  the  case  of  hoist  or  elevator  motors, 
welding  machines,  furnaces,  and  other  instal- 
lations of  similar  character,  where  the  use 
of  electricity  is  intei'mittent  or  subject  to 
violent  fluctuation,  the  Company  reserves 
the  right  to  require  the  customer  to  provide, 
at  his  own  expense,  suitable  wiring  or  equip- 
ment to  limit,  in  a  reasonable  degree,  such 
intermittence  or  fluctuation,  where  in  the 
Company's  judgment,  such  wiring  or  equip- 
ment is  necessary  to  prevent  undue  inter- 
fcT-ence    with    the    Company's    service. 

3.  Stationary  vacuum-cleaner  motors  of 
over  1  H.P.  which  are  used  in  apartment 
buildings,  must  be  so  wired  that  separate 
meters  for  them  can  be  installed.  This  rule 
rule  prohibits  the  connection  of  tliese  motors 
to    the    individual    tenants'    meters. 

Direct  Current. 

1.  Direct  current  motors  of  1%  H.P.  and 
smaller  may  be  operated  on  either  115  or 
230  volts.  Motors  larger  than  1  Va  H.P.  must 
be  operated   on   230   volts. 

2.  A  starting  resistance  is  recommended 
in  connection  with  all  direct  current  motors, 
but  motors  not  larger  than  I/2  H.P.  of  the 
shunt  type,  %  H.P.  compound,  and  2  H.P. 
series  wound,  not  requiring  a  starting  cur- 
rent in  excess  of  the  values  given  in  the 
starting  current  tables,  may  be  installed 
without  starting  resistance. 

3.  Direct  curi'ent  motors  aggregating  10 
H.P.  or  less  must  usually  be  wired  so  that 
they  may  be  connected  to  the  lighting  meter. 

Alternating  Current. 
1.     All    alternating    current    motors    which 
start    frequently,    such     as    those    operating 


coffee  mills,  meat  grinders,  shoe  repairing 
machines,  electric  pianos,  pumps,  carbon- 
ators,  etc.,  must  be  wound  for  and  connec- 
ted so  as  to  operate  on  the  Company's  230 
volt  service,  except  that  the  repulsion  in- 
duction type  of  motor,  of  less  than  %  H.P., 
may    be    operated    on    115    volt   service. 

2.  Split-phase  motors  of  Vi  H.P.  and  smal- 
ler, which  do  not  start  frequently  and  any 
repulsion-induction  motor  of  V2  H.P.  and 
smaller,  may  be  operated  on  115  volts  when 
the  starting  current  does  not  exceed  15  am- 
peres, provided  the  lighting  service  is  not 
interfered  with  by  the  operation  of  the  mo- 
tor. 

3.  The  wiring  must  be  so  arranged  that 
all  motors  of  the  repulsion-induction  type  of 
1  H.P.  and  less,  or  of  the  split-phase  type 
of  1/2  H.P.  and  less,  may  be  connected  to  the 
lighting  service  and  meter.  Either  type  of 
motor  above  these  sizes  must  be  wired  for 
separate  service  and  meter.  When  the  ag- 
gregate rating  of  two  or  more  motors  of 
the  types  mentioned  does  not  exceed  2  H.P., 
they  must  be  wired  to  the  lighting  service. 
This  will  require  3-wire  service  and  3-wire 
meter  loops,  where  230  volt  motors  are  in- 
stalled. Where  larger  motors  are  installed, 
or  where  the  aggregate  is  more  than  2  H.P., 
the  wiring  must  be  so  arranged  that  all  mo- 
tors can  be  connected  to  a  separate  service 
and  meter. 

4.  Special  permission  may,  in  some  cases, 
be  obtained  from  the  Distribution  Division 
of  the  Company  to  connect  the  lighting  serv- 
ice,   motors    larger    than    1    H.P.    of    the    re- 

'pulsion-induction  type,  or  %  H.P.  or  larger  of 
the  split-phase  type,  where  these  motors  oper- 
ate stationary  vacuum-cleaners  and  house- 
pumps.  The  granting  of  this  special  permis- 
sion will  depend  on  the  size  of  the  building, 
the  capacity  of  the  Company's  lines,  and  the 
building  mains. 

I.     Single    Phase    System. 

1.  When  single  phase  motors  or  other  ap- 
paratus are  connected  to  one  phase  of  a 
3-phase  installation,  they  must  be  connected 
between  the  two  wires  having  the  least 
difference  of  potential  to  the  earth.  The 
Distribution  Division  of  the  Company  must 
ho  notified  when  any  single  phase  motor  is 
to   be   connected   on   a    3-phase   installation. 

2.  No  motors  larger  than  5  H.P.  will  be 
supplied  on  the  single  phase  system  except  by 
special  permission  given  in  each  case  by  the 
Distribution    Division    of    the    Company. 

ZZ.     Three-Fhase    System. 

1.  Motors  of  5  H.P.  or  more  are  supplied 
from  the  3-phase  system  in  a  large  part  of 
the  alternating  current  territory,  but  in- 
quiry should  be  made  of  the  Contract  De- 
partment of  the  Company  as  to  the  prox- 
imity of  3-phase  lines  to  any  particular  lo- 
cation at  which  such  power  may  be  desired. 

2.  3-phase  service  will  not  be  provided  for 
installations  aggregating  less  than  5  H.P. 
unless  the  customer  deposits  with  the  Com- 
pany a  sum  eciuivalent  to  the  excess  cost 
to  the  Company  of  installing  a  3-phase  serv- 
ice and  meter,  above  the  cost  of  installing  a 
3-phase  service  and  meter,  plus  the  excess 
cost  of  installing  a  3-phase  line  extension 
over  a  single  phase  extension,  provided  such 
an  extension  is  required.  In  case  the  cus- 
tomer's power  installation  shall  subsequent- 
ly be  increased  to  a  total  rated  capacity  of 
5  H.P.  or  more,  the  Company  will  return  the 
amount  of  the  deposit,  provided  the  addi- 
tional   motors   installed    are    3-phase. 

3.  Reverse-phase  relays  or  series-wired 
hatch-limit  switches  must  be  installed  on 
all  3-phase  elevator,  crane,  and  similar  in- 
stallations, as  required  by  the  Department 
of  Gas  and  Electricity  of  Chicago. 

ZZI.     Iiarge    Sizes. 

1.  Motors  having  a  rated  capacity  of  50 
H.P.   and   larger,   must   be,   whenever   practic- 
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;•■.  of  the   synchronous   type,   provided    tliat 
s  requirement  will  be  waived  if  the  power 
tor    of    the    total    installation    will    be    at 
.<t     S5%     at     normal     full     load.       If     syn- 
(     nionous    motors    are    impracticable,    motors 
having    a    rated    capacity    of    50    H.    P.    and 
lai'ger,   must   be   of   the    wound-rotor    or   slip- 
ring-  type. 

2.  Motors  having  a  rated  capacity  of  100 
H.P.  or  larger,  must  be  of  the  synchronous 
type,  provided  this  requirement  will  be 
waived  if  the  power  factor  of  the  total  power 
in.«tallation  will  be  at  least  S-j'^;  at  normal 
full  load. 

IV     Starting-  Apparatus. 

1.  All  motors  of  71/2  H.P.  rating,  and 
aliove,  must  be  equipped  with  starting  ap- 
paratus. 

2.  Every  starting  device  must  be  equip- 
l)pd  with  a  no-voltage  release  which  will 
cause  it  to  be  thrown  to  the  starting  po- 
.'^ition,  or  the  circuit  opened  entirely,  in  case 
iif  an  interruption  to  the  power  supply.  Mo- 
tors which  are  equipped  with  an  internal 
resistance,  making  it  unnecessary  to  install 
a  compensator  in  order  to  reduce  the  start- 
ing current,  must  be  equipped  with  a  no- 
voltage  release  device  unless  the  internal 
resistance  is  automatically  cut  in  by  the 
reduction  of  the  motor  speed  when  the  power 
circuit  is  opened.  For  motors  of  large  capa- 
city which  are  difficult  to  start,  the  no-volt- 
age release  must  have  a  time  element  relay, 
which  will  prevent  the  opening  of  the  cir- 
cuit in  the  event  of  momentary  voltage  fluc- 
tuation. 

3.  In  the  case  of  the  star-delta  starting 
method,  the  starting-switch  must  be  so  ar- 
ranged that  it  cannot  be  thrown  into  the 
running  position  before  being  thrown  into 
the  starting  position.  Motors  started  by 
this  method  must  be  equipped  with  a  no- 
voltage   release    device. 

4.  Special  permission  will  be  given  for 
the  connection  of  special  high-resistance- 
rotor  elevator  motors  not  larger  than  10 
H.P.    without    the    use    of    a    starting    device, 

i  provided,  the  starting  current  does  not  ex- 
ceed the  values  given  in  the  table  for  start- 
ing  currents. 

Starting   Current. 

1.  As  voltage  regulation  is  affected  by 
the  amount  of  current  taken  from  the  line, 
a  motor  exceeding  the  maximum  allowable 
.-starting  current  will  not  be  connected  to  the 
lines  of  this  Company,  since  its  operation 
would  prevent  satisfactory  service  to  other 
c  ustomers  using  the  lighting  service  of  the 
Company.  The  instantaneous  current  (deter- 
mined by  test  or  based  on  the  value  guar- 
anteed by  the  manufacturers)  drawm  from 
tlie  lines  by  any  motor  (with  the  starting 
lUvlce,  if  any  required,  in  the  starting  po- 
sition) must  not  exceed  the  value  for  the 
rated  horsepower  of  such  motor,  as  obtained 
from   the    following   tables: 

2.     Single   Phase — 60   Cycle. 

Starting 
Horsepower  Volts     amperes 

1/^    H.P.    and   below 220  15 

%   H.P.  and  1  H.P 220  20 

Starting 
amperes  per 
horsepower 
1^4    H.P.    up    to    and    including 

5  H.P 220  l.j 

6  H.P.  and  above 220  11 

Tliree-Phase — 60-Cycle. 

Starting  am- 
peres per 
phase 
per 
Horsepower  horsepower 

5  H.P.  and  below 220  13 

6  H.P.     up     to     and     including 

30    P.H • 220  9 

31   H.P.    and    above 220  6 


Current  values  in  the  above  tables  are 
those  indicated  by  a  suitable  well-damped 
ammeter  in  the  motor  circuit  on  the  line 
side  of  the  compensator,  and  are  15%  of 
the   permissible   locked-rotor   values. 

3.     Direct    Current. 

Starting 
amperes  per 
Volts     horse- 
Horsepower  power 

3  H.P.  and  below 220  12 

Above  3  H.P 220  9 

Current  values  in  the  above  tables  are 
tliose  indicated  by  a  suitable  well  damped 
ammeter  on  the  line  side  of  the  starting  re- 
sistance. 

Pire  Pumps. 

1.  Fire-pump  motor  installations  must  be 
made  in  accordance  with  the  rules  of  the 
authorities  having  jurisdiction  over  such  in- 
stallations. 

2.  IMeters  for  fire-pump  installations  shall 
be  of  the  shunt  type  for  direct  current 
system  and  of  the  current  transformer  type 
for  alternating  current  systems.  A  meter- 
cabinet  of  shape  and  dimensions  as  shown 
on  the  drawitigs  ,011  pages  60  and  61,  must  be 
furnished  and  installed  by  the  electrical  con- 
tractor. This  cabinet  must  be  provided  with 
a  door  which  can  be  fastened  with  a  pad- 
lock, which  will  be  furnished  by  the  Com- 
pany. The  cabinet  may  be  located  at  any 
point  in  the  service  run.  provided  it  is  readily 
accessible  and  not  subject  to  moisture  or 
vibration.  Conduits  carrying  service  mains 
must  enter  the  cabinet  in  a  standard  man- 
ner, and  the  cables  must  be  long  enough  to 
connect  ■^•ith  lugs  on  the  shunts  or  current- 
transformers.  The  lugs  for  the  shunts  or 
current-transformers  w'ill  be  furnished  by 
the  Company,  but  are  to  be  installed  by  the 
customer  at  his  expense.  A  1  in.  slate  base 
for  the  mounting  of  the  meter  and  other 
equipment,  standard  cartridge-fuse  cutout- 
block  of  capacity  shown,  must  be  furnished 
and  installed  by  the  customer  at  his  expense. 

3.  Where  a  separate  service  is  required 
for  a  fire  pump,  the  customer  mus'.  pay  the 
cost  of  the  service  installation.  Where  a 
meter  has  been  furnished  by  the  Company 
for  regular  power  load,  the  usual  rental  will 
be  charged  for  the  separate  fire-pump  meter, 
as  provided  under  "Meters,"'  sub-title  "Gen- 
eral," paragraph  2.  page  43.  In  case  a  print- 
ing meter  is  reciuired  the  usual  rental  will 
be  charged  and  the  customer  must  pay  for 
installation   of   such    meter. 

METERS. 
General. 

1.  The  Company  will  install  one  meter 
or  one  unified  set  of  meters  for  one  class  of 
service. 

2.  A  monthly  rental  charge  for  each  addi. 
tional  watt  hour  or  demand  meter  is  made 
by  the  Company  when,  at  the  request  of  the 
customer,  and  for  his  convenience,  there  i.<5 
an  installation  of  more  than  one  meter  on 
his  premises  for  one  class  of  service.  This 
rental  is  based  on  the  size  of  the  meter  in- 
stalled. 

3.  The  Company  must  be  consulted  when- 
ever it  is  necessary  to  know  in  advance  the 
type  and  size  of  meter  which  a  given  instal- 
lation will  require.  Information  relative  to 
tile  type  of  watthour  meters  and  maximum 
demand  meters  to  be  used  on  lar.ge  installa- 
tions must  be  obtained  from  the  Distribu- 
tion Division  of  the  Company  before  wiring 
is  completed. 

Iiocation. 

1.  All  meters  must  be  installed  in  a  suit- 
able place  as  near  as  practicable  to  the  point 
at  which  the  service  enters  the  building. 
The  wires  shotild  be  enclosed  in  a  continuous 
metal  conduit,  containing  no  junction  or  out- 
let-boxes   between    the    service    entrance    and 
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A  Few  of  Our  Recent  Installalions: 


International    Harvester    Company, 

Show    Rooms 
Cadillac     Motor     Car     Company,     Show 

Rooms 
Logan   Square   Masonic  Temple 
South    Side    Masonic  Temple 
Madigan    Brothers    Department    Store 
Petersen    Furniture    Company 
National   Tea    Company   Bakery 
Pauls   Bake    Shop 
Sweet-Wallach     Company     (Eastman 

Kodak) 


Bradner-Smith    Company 

National    Tea     Company     Warehouse, 
Manufacturing   Plants    and   Garages 

Immel    State    Bank 

Second   Humboldt    State   Bank 

John  B.    Murphy  Hospital 

Columbvis  Park  Refectory 

Commercial   Theater 

Illinois    Masonic    Orphans    Home 

Briar   Apartment   Hotel 

Church  of  the   Holy  Apostles 

Mayfair   M.   E.    Church 


the  meter.  The  installation  of  load-wires  in 
the  same  conduit  is  not  allowable.  In  olflce 
building's,  special  meter-closets  of  ample  size 
must  be  provided  on  each  floor;  in  apartment 
buildings,  all  meters  should  preferably  be  in- 
stalled in  the  basement,  and  the  circuit  to 
each  apartment  should  be  carefully  labeled. 
In  residences,  meters  should  be  installed  in 
the  basement,  or  In  a  rear  hall,  and  not  in 
the  attic. 

2.  The  requirements  of  a  "suitable  place" 
for  a  meter  are  the  following: 

(a)  Meters  must  be  accessible  to  the  Com- 
pany's employes  at  all  reasonable  times,  and 
must  be  so  located  that  they  may  be  easily 
read,  inspected,  and  tested,  with  a  minimum 
of  annoyance  to  the  tenants.  Small  capacity 
meters  must  be  so  installed  that  the  top  of 
the  meter  fitting  is  not  more  than  six  feet 
from  the  floor,  and  on  meters  of  a  capacity 
of  100  amperes  and  above,  this  distance  must 
be  not  more  than  4  feet  6  inches.  Meters 
must  not  be  placed  in  bedrooms,  closets, 
bath  or  toilet  rooms,  or  in  any  room  coin- 
monly  kept  locked,  in  too  close  proximity 
to  coal  bins,  in  elevator  or  ventilator  shafts, 
near  stoves,  radiators,  sinks,  wash  tubs, 
steam  piping,  heaters,  or  boilers.  Meters 
must  be  at  least  3  feet  from  any  gas  meters 
or  gas  piping  unless  a  suitable  barrier  is 
provided.  "Where  meters  are  to  be  installed 
in  a  narrow  passageway  or  in  a  narrow  space 
such  as  back  tanks,  switch-boards  or  ma- 
chines, the  spacing  in  front  of  the  meter 
board  must  be  as  follows:  For  30  and  60 
ampere  meter-fittings.  3  feet  and  for  100  am- 
|)ere  fittings  and  above,  greater  space,  the 
iniount  to  be  determined  by  the  Inspection 
Bureau  of  the  Company,  depending  on  the 
character  of  the  installation.  Meters  placed 
l)ehind  boilers  or  heating  tanks  which  are 
not  insulated  to  prevent  radiation  of  heat, 
or  behind  machines  in  motion,  must  be  more 
tlian  3  feet  from  such  equipment,  and  in  such 
cases  the  amount  of  space  is  to  be  deter- 
mined by  consultation  with  the  Inspection 
Bureau   of   the   Company. 

(b)  The  location  selected  must  be  free 
from  moisture.  A  watthour  meter  must 
never  be  placed  under  a  water  pipe  from 
which  water  may  drip,  as  a  result  of  conden- 
sation. When  a  damp  location  is  unavoid- 
able, a  moisture  proof  cabinet  must  be  pro- 
vided by  the  customer  to  contain   the  meter. 

(c)  The  location  must  be  free  from  vibra- 
tion. Where  traffic  is  heavy,  or  cars  are 
passing,  meters  should  be  placed  upon  a  wall 
at  the  building-line,  rather  than  upon  the 
front  curb  wall,  and  must  never  be  placed 
under  the  sidewallc,  except  by  special  permis- 
sion from  the  Distribution  Division  of  the 
Company.  They  must  not  be  placed  on  any 
insecure  partition,  over  a  doorway,  or  in  a 
-stairway. 

(d)  Meters  must  be  located,  if  possible, 
so  that  they  will  not  be  exposed  to  mechani- 
cal injury.  If  this  is  unavoidable,  a  suitable 
cabinet  must  be  provided  by  the  customer  to 
contain  the  meter,  so  as  to  protect  it  thor- 
oughly from  possible  damage. 

(e)  The  meter  location  must  be  as  free 
as  possible  from  magnetic  disturbance.  Me- 
ters must  not  be  installed  in  close  proximity 
to  motors  or  generators  or  cables  carrying 
heavy  loads.  Cabinets  for  direct  current 
meters  must  be  of  asbestos  board  or  non- 
magnetic metal. 

3.  When  meters  are  to  be  installed  for 
construction  work,  substantial  cabinets  of 
weather-proof  construction  must  be  provided 
by  the  customer  to  protect  them  from  injury. 
The  final  connections  between  the  customei-'s 
wiring  and  the  Company's  mains  will,  in 
every  instance,  be  made  by  the  Company. 
When  it  is  possi'ole,  a  meter  location  which 
can  be  used  throughout  the  construction 
period  should  be  selected  at  the  outset. 

4.  Meter-cabinets  must  be  of  ample  size 
to    permit    the    safe    handling    of    wires    for 


connecting,  disconnecting,  or  testing  tlie 
meters.  If  a  metal  cabinet  is  used,  the  inside 
must  be  lined  with  suitable  insulating  ma- 
terial. 

5.  Meter-fittings  for  private  garages  must 
be  so  located  that  the  meter  can  be  read 
without  the  necessity  of  entering  the  garage 
except  in  cases  where  the  garage  is  open  or 
where  a  key  can  be  obtained  on  the  premises 
at  all  reasonable  hours.  A  meter  can  be 
read  witout  entering  the  garage  if  installed 
so  that  it  faces  a  window  made  in  the  wall 
of  the  garage.  This  window  must  be  covered 
by  glass  so  as  to  render  the  meter  visible 
and  in  addition,  protect  it  from  damage  and 
theft.  Wlien  this  method  is  used,  the  meter 
board  must  be  hinged  or  otherwise  installed 
so  that  the  meter  will  be  accessible  for 
testing.  Subject  to  the  approval  of  the  Com- 
pany, other  methods  of  installing  the  meter 
ss  that  it  may  be  read  without  entering  the 
garage   will   be   considered. 

Meter  Iioops. 

1.  Meter  loop  fittings  must  be  provided 
on  all  installation  where  the  meter  installed 
is  of  smaller  capacity  than  200  amperes.  The 
size  of  a  meter  is  determined  by  the  amount 
of  current  required  on  any  given  installation 
and  not  by  the  connected  load.  Therefore,  it 
is  necessary  to  take  this  fact  into  considera- 
tion when  determining  whether  or  not  a 
meter  fitting  is  necessary. 

2.  When  meter  loops  are  provided  for 
meters  of  smaller  capacity  than  200  amperes 
an  approved  meter  safety  cabinet  and  ineter 
connection-block  must  be  installed.  Approved 
safety  cabinets  are  of  a  type  which  permit 
the  mounting  the  Company's  watt  hour  meter 
in  combination  with  the  cabinet  so  that  by 
means  of  suitable  adapters  or  end  walls,  all 
connecting  wires  are  completely  enclosed. 
Approved  connection-blocks  are  of  a  type 
which  permits  disconnecting  the  meter  for 
exchange  or  test  without  interruption  to  the 
customer's  service.  All  necessary  adapters 
or  shutters  will  be  furnished  by  the  Company 
and  installed  with   the  watt  hour  ineter. 

3.  Safety-cabinets  and  meter  connection- 
blocks,  which  can  be  used  interchangeably 
to  a  large  extent,  have  lieen  standardized 
and  they  are  now  obtainable  from  a  number 
of  different  manufactures.  They  comprise 
in    the    30-ampere    size. 

(a)  A  combination  fused  service-switch 
and  connection-block  for  single  installation.s. 

(b)  A  fused  connection-block  and  cabinet 
for  bank  or  single  installation  with  separate 
service-switch. 

Connection-blocks  for  Installations  of  over 
30  amperes  are,  as  ,a  rule,  not  available  in 
combination  with  fuse  blocks  or  service- 
switches. 

5.  For  the  mutual  protection  of  customer 
and  Company,  all  service  and  meter-cabinets 
will  be  kept  sealed  in  order  to  accomplish  the 
full  safety  features  of  the  equipment.  Con- 
sequently, when  they  are  of  a  fused  type, 
circuit  fuses  must  also  be  provided  on  the 
load  side  of  the  meter  which  will  be  acces- 
sible to  the  customer.  The  fuses  in  the 
meter  cabinet  should  be  of  a  size  determined 
by  the  capacity  of  the  connection-block  and 
should  in  all  cases  be  heavier  than  the 
customer's   fuses. 

6.  A  card-holder  must  be  provided  on 
every  meter  loop  fitting.  The  contractor 
must  insert  in  this  holder  a  card  showing 
the  complete  address  and  the  location  in  tlie 
building  of  tlie  premises  connected  to  tlie 
meter    fitting. 

7.  Meter-loops  or  meter-fittings  must  be 
so  arranged  that  the  meters  can  be  placed 
at  least  6  inches  away  from  iron  cabinets 
and  cut-out  lioxes.  conduits,  ceilings  or  walls, 
so  as  to  permit  the  safe  handling  of  wires 
during  tests.  On  installations  re(|uiring  200 
amperes,  meters  or  lai-ger  this  clearance 
must  lie   12   inches. 
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8.  The  distance  between  centers  of  meters 
of  50  amperes  or  less  must  not  be  less  than 
10  inches  for  A.  C.  and  15  inches  for  D.  C. 
meters.  Meters  of  a  capacity  in  excess  of 
50  amperes  must  have  a  distance  between 
enters  of  not  less  than  24  inches,  and  the 
leads  of  one  meter  must  not  run  within  12 
inches   of   another   meter. 

9.  Service  and  house  leads  for  type  C.  S.  2 
and  type  C.  S.  3  Thompson  direct  current 
meters,  which  are  the  types  usually  installed 
in  size  of  200  amperes  and  larger,  must  be 
carried  in  a  metal  trough  to  a  point  directly 
beneath  the  meter,  and  must  be  brought 
outside  the  trough  through  bushings  spaced 
far  enough  apart  so  that  the  loops  may  be 
run  In  a  direct  vertical  line  to  the  meter 
terminals.  They  must  be  so  anchored  that 
the  weight  of  the  cables  will  not  rest  on 
the  meter  terminals.  The  length  of  the 
meter  loop  required  outside  the  trough  i.s 
determined  by  tlie  type  of  meters  to  be  in- 
stalled. 

10.  When  external  resistances,  current  or 
potential  transformers  are  used  in  connection 
with  meters,  they  must  be  located  where  they 
are  accessible  for  inspection  and  can  be  re- 
moved without  danger  of  making  a  short 
circuit. 

11.  Contact-malving  clocks  for  operating 
type  P  demand  meters  must  not  be  installed 
within  a  loop  formed  by  the  cable  leads  nor 
<?lose  to  conductors  carrying  heavy  currents, 
as  the  magnetic  field  may  affect  their  ac- 
curacy, nor  should  they  be  installed  in  any 
place  subject  to  extreme  changes  in  tem- 
peratures. 

3Weter   Fuse   Protection. 

1.  All  meters  must  be  protected  by  suit- 
able fuses  of  approved  capacity.  Meters 
must  never  be  placed  between  the  service 
and    the    service-switch. 

Meter  Board. 

1.  On  installations  where  meter  fittings 
are  installed  of  less  than  200  amperes  capac- 
ity, a  suitable  meter-board  of  pine  or  othei' 
-soft  wood,  not  less  than  %  in.  in  thickness, 
or  transite  board  (or  equivalent),  not  less 
than  i/i  in.  in  thickness,  must  be  provided 
I  by  the  customer  and  fastened  rigidly  to  the 
wall  or  other  support.  If  transite  board  or 
equivalent  is  used  it  must  be  so  mounted 
that  it  fill  be  accessible  from  th  back  of 
the  board  in  order  to  permit  a  nut  to  be 
fastened  to  the  machine  bolt  which  is  used 
for  support  of  the  meter.  Where  the  meter- 
board  is  mounted  on  metal  lath  or  other 
metal  structure,  all  supporting  screws  or 
bolts  must  be  countersunk.  The  dimensions 
of  meter-boards  and  the  location  on  them  of 
meter-fittings  of  less  than  200  amperes  capac- 
ity, may  be  secured  from  the  Commonwealth 
Edison  Co. 

Types    and   Dimensions. 

1.  Standard  front-connected  meters  are 
provided  for  all  alternating  current  installa- 
tions. Current-transformers  are  used  in  con- 
nection with  alternating  current  meters  of 
a  capacity  in  excess  of  150  amperes.  Cur- 
rent and  potential  transformers  are  required 
on   all    motor    installations    on    primary    lines. 


2.  Standard  front-connected  type  of  direct 
current  meters  are  used  up  to  a  capacity  of 
150  amperes,  230  volts,  3-wire  and  300  am- 
peres, 230  volts,  2-wire.  Meters  of  larger 
capacity,  of  either  the  front-connected  or 
the  back-connected  switchboard  type  will  be 
furnished. 

Switchboard  Meters. 

1.  Switchboard  meters  and  their  necessary 
equipment  will  be  furnished  by  the  Company 
for  large  Installations  if  the  customer  makes 
arrangements  with  the  Company  in  advance 
and  provides  for  the  necessary  drilling  and 
connections  for  both  meters  and  their  equip- 
ment. Demand  meters,  printometers,  contact- 
making  clocks,  and  relay  switches  are  part 
of  the  meter  equipment.  Proper  templates 
and  wiring  diagrams  will  be  furnished  by  the 
Company. 

2.  Test-links  must  be  installed  with  all 
switchboard  meters.  For  2-wire  meters,  two 
test-links  are  required,  one  in  the  service 
lead  to  the  meter,  and  one  in  the  load  lead 
from  the  meter.  For  the  3-wire  meters,  four 
test-links  are  required,  one  in  each  of  the 
service  leads  to  the  meter,  and  one  in  each 
of  the  load  leads  from  the  meter.  Test-links 
should  be  located  on  the  front  of  the  switch- 
board. The  meter  test-links  approved  may 
bo  secured  from  the  Commonwealth  Edison 
Co.  The  test-terminals,  studs,  and  links  of 
an  approved  type  only  will  be  accepted  by 
the  Company  and  must  be  furnished  and 
installed  by  the  customer. 

3.  In  all  cases  test-links  must  be  readily 
accessible  and  must  be  placed  at  a  distance 
of  not  less  than  2  inches  from  any  switches, 
bus-bars,  switchboard-frame,  or  frame  bolts, 
so  as  to  eliminate,  as  far  as  possible,  danger 
from  short  circuits  in  making  connections 
for  tests. 

4.  When  current-transformers  or  other 
metering  equipment  are  mounted  at  the  rear 
oi!  the  switchboard,  there  must  be  left  a 
clear  space  of  not  less  than  30  Inches  between 
such  current  carrying  parts  and  the  wall,  to 
permit  free  access  to  this  equipment. 

5.  The  fuses  provided  for  protection  of 
printometer  and  other  demand  meters  must 
be  mounted  so  as  to  be  accessible  without 
the  danger  of  the  Company's  representatives 
coming  in  contact  with  live  parts  of  the 
switchboard    while   replacing   these    fuses. 

6.  Various  details,  such  as  the  method  of 
metering,  the  type  and  capacity  of  watt  hour 
meters  and  maximum  demand  meters,  an&  the 
size  of  test-links,  will  be  determined  by  the 
Company  for  each  switchboard  installation. 
These  details  must  be  taken  up  with  the 
Distribution  Division  of  the  Company  by  the 
customer  or  his  representative  before  the 
board  is  designed  and  sufficiently  in  advance 
of  its  construction  to  give  the  Company 
sufficient  time  to  obtain  the  special  equip- 
ment. Blue-prints  or  sketches  showing  the 
proposed  location  and  connections  of  meters 
and  equipment  on  switchboards  must  also  bo 
submitted  to  the  Distribution  Division  for 
approval,  before  the  switchboard  is  con- 
structed. 
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Gas  Is  An  Economical  Fuel 
For  All  Purposes 


For  a  multitude  of  uses,  both  industrial 
and  domestic ;  many  of  them  relatively 
new,  gas  is  the  most  economical  as  well 
as  the  best  form  of  fuel. 

It  is  part  of  our  business  to  keep  pace 
with  every  new  development  in  the  gas 
industry  and  learn  all  the  ways  by  which 
gas  may  be  made  still  more  efficient  and 
economical. 

Our  Architects'  and  Builders'  Service 
Section  was  created  for  the  purpose  of  > 
making  all  this  information  available  to 
architects  and  builders,  whencAer  they 
may  need  it,  at  a  minimum  of  trouble  to; 
them. 

Architects  are  invited  to  make  use  of  our 

^  '^^    ^"^  '"' '  information,  experience  and  advice.  Write 

You  can  do  it  better    ^^   Call   Wabash    6000,    Architects'    and 

iiith  gas."  Builders'  Service  Section.  We  will  be  glad 

to  place  our  files  and  other  facilities  at 
your  disposal,  without  any  cost  to  you. 
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GAS  FITTERS'  RULES 

Of  the  Peoples  Gas,  Light  and  Coke  Company 

OFFICE    BUILDINGS,    DWELLING   HOUSES    AND    FLATS 
MANUFACTURED   GAS   FOR  LIGHT 
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RULES 

Air   compressed    —  16 

Appliances,   connecting  17 

"  domestic    and    industrial,    feet    of    pipe 

allowed  29 

Automatic  water  heater,   feet  of  pipe  allowed 31 

Building  Service,  bringing  to  street  service 63 

'•  "         feet   of  pipe  allowed 51 

"  "        finished   rooms   in  basement 68 

"  '■         header    61 

"  "         only,    installing    50 

"  "         in  flat  or  residence 58 

"  "         in   store 59 

"  "         in  unheated  basement 52 

"  '•         laid  through  a  masonry  wall 56 

"  "         location    of    54 

"  "         opening  in 57 

"  '■         solid  wall  porch 53 

'■  "         stores  adjoining   62 

"  "         test   pipe  on 65 

'•  "         terminating   64 

"  "        underground    60 

"  "         wrapping   55 

Bracket  lights,   feet   of  pipe  allowed 27 

Branch  lines,  drops  from 15 

Breaking  sizes  of  pipe 14 

Compressed  air  16 

Defective  material  4 

Drops  from  branch  lines 15 

"      distance  below  ceiling 48 

Electric  cut-off  box , 40 

Equivalents,   table 22 

Exit   lights   44 

Gas  engines,  feet  of  pipe  allowed 32 

Inspection  of  piping 1 

Light  for  public  hall   (3  flat  building  or  over) 45 

"       "         "        "       2    flat    building 46 

Meter,  changing  location  of 7 

"      disconnecting    and    reconnecting 7 

"      location    for   34 

"      resetting   7 

Material,  defective 4 

"         not  allowed  5 

Masonry  walls,  piping  on 11 

Openings,   size  of,  how  to  determine 23 

Outlets,  for  mantel  or  fireplace 49 

"         for  fuel,  height  of 47 

"        capping  of  9 

"        for   fuel 21 

Outside  wall,   piping  in 10 

Piping,   for   fuel  only 21 

"       for  laundrv .  3S 


RULES 

"        how  to  avoid  trapping 13 

"       inspection  of  1 

"       imbedded  in  concrete  or  cement 12 

"       obstruction  in  3 

"       on   outside  wall 10 

'•        on  masonry  wall 11 

"       office  building,  schools,  hospitals,  residences 

and  flats  25 

"       plans  1  and  2 33 

"       rooms  in  rear  of  store 28 

"       stores  and  factories 26 

"       testing  of 2 

Pipe,   single   pipe  system 20 

'■       size   required    and   equivalents 22 

Riser,  distance  below  ceiling 43 

"      for  theatre  37 

"      height  of  42 

"      in  rear  of  a  basement 54 

"      in  other  apartments 41 

"      in  laundry,  etc 36 

"      in   cold   basement 35 

"      location   for  35 

"      near  a  vestibule  partition 39 

"      near  an  electric  cut-off  box 40 

"      prohibited    location   for 35 

"      size  of  for  combined  lines 24 

Rules,  understanding  19 

Shops,   location  of 79 

Sizes,  breaking  14 

Single  pipe  system 20 

Services,     disconnecting    and    reconnecting 78 

"  for  apartment  buildings 70 

'"  for  building  in  rear  of  corner  lot.... 73 

"  for  corner  buildings 72 

"  for  court  buildings 71 

"  building  in  rear  of  lot 74 

"  for  stores 69 

■'  main  to  propertv  line 66 

"  opening  in   wall   for 76 

"  opening  in   floor   for 77 

"  property  line  to  building 67 

"  two  in  one  trench 75 

T.vpesetting  machines    18 

Vale-Back   Pressure 16 

■Water  heater,  automatic,  feet  of  pipe  allowed 31 

'"'  "         automatic,  separate  fuel  run 31 

"  "  city  ordinance  on 30 

"  "  permit  for 30 

AVindow  lights,   feet  of  pipe  allowed - 27 

Work   not   allowed 8 

'■       reserved  by  companj' 6 


Preface 

The  followingr  rules  governing  the  piping 
of  buildings  for  distribution  of  gas  for 
light,  fuel,  heat  and  power,  have  been 
adopted  by  The  Peoples  Gas  Light  and  Coke 
Company. 

This  Company  reserves  the  right,  at  its 
discretion,  to  alter,  amend  or  revoke  these 
rules  as  may  hereafter  appear  for  the  best 
interests    of    the   Company   and    its    patrons. 

All  gas-fitters'  rules  previously  issued  are 
liereby    revoked. 

It  is  the  purpose  of  the  Company  to  en- 
force these  rules,  and  no  certificates  of  in- 
spection will  be  issued  unless  they  are  com- 
plied with. 


General    Instructions. 

1.  Inspection  of  piping.  Piping  must  be 
inspected  by  the  Gas  Company  after  it  is 
completed  and  before  the  interior  of  tlie 
building  is  lathed  or  covered.  Twenty-four 
hours'  notice  will  be  required  for  inspection. 
Gas  fitters  must  have  the  work  completed 
and  the  piping  tight  before  they  notify  the 
Gas    Company    to    make    inspection. 

2.  Testing".  Before  fixtures  are  installed. 
the  piping  must  stand  a  pressure  of  6  inches 
(in  a  column  of  mercury  without  showing 
any  drop  in  the  column  for  a  pei'iod  of  te!i 
minutes. 

After  fixtures  are  installed,  pii^ing  must 
stand  a  pressure  of  one  inch  on  a  column 
of  mercury  without  showing  any  drop  for 
the    same    period    of    time. 


Gas  Is  Recognized  As  the 
Better  Fuel 

Gas  is  also  a  flexible  fuel,  whether  it  be  in 
the  foundry,  factory,  apartment  building, 
office  building  or  the  home — if  it's  done  with 
heat,  you  can  do  it  better  with  gas. 

Gds  Fired  H oilers  with  regulated  gas 
burners,  for  central  heating  plants  have 
proven  practicable.  They  insure  a  depend- 
able fuel  supply,  and  the  elimination  of  dirt 
and  ashes. 

Gasteam  Radiators  provide  in  each  unit  a 
separate  heating  plant.  Quick,  easily  con- 
trolled heat,  space  conservation  and  cleanli- 
ness make  these  individual  heaters  ideal  for 
offices  and  stores.  Factory  and  restaurant 
owners  find  they  provide  suitable  service. 

Garage  Heaters  recommended  by  us  are 
approved  by  the  Chicago  Fire  Prevention 
Bureau  and  the  Underwriters  Laboratories. 
For  all  types  of  garages;  automatic  control 
if  desired. 

Radiantfires  installed  in  the  fireplace  are 
a  great  gain  to  tenant  and  owner;  extra 
heat  whenever  it  is  wanted  at  a  minimum  of 

7/  it's  done  i^nth  expense.     Economical,    odorless    and    abso- 

hcat,  lutely  efficient. 


Yon  can   do  it  better 
rcitli   ''as." 


Hot  Water  service,  the  kind  that  pleases,  is 
assured  through  the  use  of  special  types  of 
tank  and  automatic  heaters  to  suit  every 
purpose. 
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3.  Obstructions  in  pipe.  All  piping  must 
be   free   from    burrs   ard    other   obstructions. 

4.  Defective  material.  Split  pipe  or  fit- 
tings repaired  with  cement  or  lead  must  not 
be  used.     Caulked  fittings  must  not  be   used. 

5.  Material  not  allowed.  Unions  or  bush- 
ings must  not  be  u^^ed  in  work  that  is  to 
be  concealed,  and  cast  iron  fittings  are  pro- 
hibited  in   either   exi>osed   or   concealed   work. 

6.  Work  Reserved.  This  Company  does 
not  permit  anyone  but  its  own  authorized 
employees  to  place  any  piping  or  connections 
on  any  part  of  either  the  outlet  or  inlet 
meter  connections,  turn  on  the  gas,  discon- 
nect, move,  or  interfere  in  any  way  with  its 
piping,    meters    or    connections 

7.  Resetting-  or  Changing'  Location  of 
Meter.  If.  after  a  meter  is  once  installed, 
the  customer  desires  alterations  in  the 
house-piping,  which  would  necessitate  the 
disconnecting,  reconnecting  or  changing  the 
location  of  the  meter,  a  charge  will  be  made 
by  the  Gas  Company  for   this   work. 

8.  "Work  Not  Allowed.  Gas  fitters  must 
not  do  any  underground  piping  outside  of  a 
building. 

9.  Capping  Outlets.  All  outlets  must  be 
securely  closed  with  iron  caps  until  fixtures 
or    appliances    are    installed. 

10.  Piping  on  Outside  Wall.  When  it  is 
absolutely  necessary  to  run  pipe  on  an  out- 
side wall  a  furring  strip  must  be  placed  be- 
tween   the   pipe    and    the    wall. 

11.  Piping  on  Masonry  Walls.  All  pin- 
ing run   on    masonry   walls   must   be   secui'ely 

I  fastened    thereto    by    strapi:)ing    it    to    wooden 
plugs    driven    into    the    wall. 

12.  Imbedding'     in     Concrete     or     Cement. 

Wlien   pipe  is   to  be   imbedded   in   concrete   or 
cement,    it    must   be    covered    with    tar   paper 
or  other   suitable   covering,   or  laid   in  a  con- 
,  duit    pipe. 

13.  Trapping  Pipe.  To  avoid  trapping 
,  pipe   gas  fitters  must   grade   it   to  riser   or   to 

drops,    except    as    provided    in   rule    No.    69. 

14.  Breaking  Sizes.  In  every  case  where 
an  extension  is  to  be  made,  pipe  must  be 
broken  at  a  point  where  the  full  size  can 
be   maintained. 

Xo  extension  must  be  made  from  a  pipe 
of  a  smaller  size. 

15.  Drops  from  Brancli  lines.  Drops  on 
branch  lines  should  have  a  set  of  4  inches 
and  they  must  be  dropped  square.  Outlets 
for  side  brackets  may  be  either  square  bends 
or  long  drop  ells.  The  use  of  nipples  is 
prohibited. 

16.  Back  Pressure  Valve.  When  com- 
pressed air  oxygen  or  any  other  mixture 
under  pressure  is  used  with  gas.  an  ap- 
proved safety  back  pressure  device  must 
he  placed  on  piping  to  prevent  pressure  back- 
ing up  into  meter.  Before  connection  is 
made  to  meter  such  device  must  be  approved 
by   the   company. 

17.  Connecting  Appliances.  Fitters  are 
particularly  requested  to  see  that  gas  burn- 
ing appliances  are  connected  solid  with  iron 
pipe,  with  the  exception  of  portable  ap- 
pliances which  may  be  connected  by  ap- 
proved  metallic    tubing. 

18.  Typesetting  Machines.  A  linotype  or 
monotyiie  maclinio  miist  bo  supplied  by  a 
senai-ato    fuel    run. 

Rules    and    Tables    for    Piping. 

19.  Understanding  Rules.  If,  in  any  in- 
stance, tlie  rules  governing  the  size  of  pipe 
to  be  installed  are  not  clearly  understood, 
or  if  unusual   conditions   not   covered  by   the 


rules  are  met  with,  the  Gas  Company  should 
be  consulted. 

20.  Single  Pipe  System.  The  following 
tables  and  rules  provide  for  a  single  pipe 
system  in  either  new  or  old  buildings.  How- 
ever, should  it  be  more  economical  to  install 
a  double  pipe  system,  such  may  be  installed, 
and  outlets  computed  on  the  same  basis  as 
that   for   a   single   pipe   system. 

21.  Puel  Only.  When  piping  is  installed 
for  illumination  in  either  a  new  or  old  build- 
ing,  an   outlet  must  me  left  for  fuel. 

If  gas  for  light  is  not  desired,  a  building 
may  be  piped  for  fuel  only. 

22.  Size  of  Pipe  Required  and  Equivalents. 

The  amount  of  gas  passing  through  a  %-inch 
pipe  under  normal  pressure  is  approximately 
10  cubic  feet  of  gas  an  hour.  The  capacity 
of  a  %-inch  outlet  has  therefore  been  called 
an  equivalent,  and  the  table  of  pipe  sizes 
below  has  been  figured  out  on  that  capacity 
and  is  to  be  used  in  estimating  the  size  of 
the  pipe  necessary  to  give  an  adequate  sup- 
ply   of   gas    to    an   appliance. 

For  example,  a  range  for  a  flat  or  resi- 
dence requires  five  times  the  quantity  of  gas 
supplied  by  a  %-inch  pipe,  or  five  equiva- 
lents. 

Range  for  flat   or  residence.  ..  .5   equivalents 

Fireplace    Appliance    3   equivalents 

Laundry   Appliance    3   equivalents 

T^'ater    Heater    3   equivalents 

Arc   Lamp    2   equivalents 

The  number  of  %-inch  equivalents  for  any 
appliance  not  mentioned  in  the  above  table 
mav  be  determined  by  dividing  the  total 
consumption  per  hour  of  that  appliance  by 
ten. 

Consumption  of  gas-fired  steam  boilers 
may  be  obtained  by  assuming  80  cubic  feet 
of  gas  per  hour  for  each  horsepower. 

23.  Size  of  Opening.  To  determine  the 
size  of  the  opening  required  when  risers  are 
connected  at  the  meter  end,  the  combined 
loads  of  the  risers  must  be  added  together. 
(See  table  in  Rule  25.) 

24.  Size    of    Riser    for    Combined    Lines. 

When  two  or  more  lines  of  pipe  are  con- 
nected in  order  to  be  supplied  by  one  riser, 
the  riser  must  be  of  sufficient  size  to  supply 
the  combined  load  of  all  the  lines.  (See 
Rule  25.) 

25.  Office  Buildings,  Schools,  Hospitals, 
Residences     and     Plats,     Under     Single     Pipe 

System. 


Size  of  Pipe 

Feet  of  Pipe 

Num 

ber  of  %-inch 

in  Inches 

Allowed 

Equi\ 

alents  allowed 

% 

SO 

2 

% 

40 

4 

% 

60 

lO 

1 

70 

15 

I'A 

100 

30 

1% 

150 

60 

2 

200 

100 

2V2 

250 

200 

3 

300 

300 

4 

450 

500 

Notes:  Any  ceiling  20  feet  high  or  over  must 
have   %-inch  drops. 

In  a  residence  or  a  flat  building,  a 
%-inch  outlet  for  a  range  in  a  kitchen 
may  be  used  to  supply  two  appli- 
ances, such  as  a  range  with  a  ?4-inch 
outlet  extended  full  size,  and  a  water 
heater  or  a  laundry  appliance  with  a 
%-inch   extension. 


.';7ii 


GAS  RANGES 


To  Architects 
and  Builders 

Modernize  your 
apartments  with 
"the  new  and  finer 
gas  range" — 
UNIVERSAL. 
Save  crating  and 
freight  costs.  Ser- 
vice direct  from 
factory. 


Roy  France,  Archkect 


Santa  Maria  Apartments 


■'i^-A 


Michael  F.  Morissey,  Builder  ,;,o  c,4^ 


"\4 


GRIBBEN  &   SEXTON   COMPANY 

600-800    North    Sacramento     Boulevard,     CHICAGO 


26.     Stores  and  Factories. 


ize  of  Pipe 

Feet  of  Pipe 

Num 

ber  of  %-inch 

Inches 

Allowed 

On 

tlets  allowed 

1/2 

30 

1 

% 

60 

8 

1 

70 

12 

11/4 

100 

20 

11/2 

150 

35 

2 

200 

50 

Notes:  For  stores  the  running  line  must  not 
be  less  than  %-inch  to  tlie  last  out- 
let. 

Drop    outlets     for    stores    must    be 
1/2 -inch    in    size. 

27.  Bracket  and  Window  Iiigfhts.  Tliirty 
•  't  of  %-incli  pipe  will  be  allowed  for  brac- 
ft   lights.     The  same  length   of    %-inch  pipe 

ivill   be   allowed    for   window   lights. 

28.  Piping-      Rooms      in      Bear     of      Store. 
vVhen   a   store   building  with   living   rooms   in 

he  rear  is  supplied  by  one  ri.ser,  the  run- 
ling  line  must  be  %  inch  to  the  outlet  for 
ucl. 

29.  Domestic    and    Industrial    Appliances. 
Sas  to  be  used  at  one  point. 


Size  of  Pipe 

Feet  of  Pipe 

N 

umber  of  %-inch 

ill  Inches 

Allowed 

liQ 

uivalents  allowec 

1^ 

80 

4 

% 

90 

10 

1 

100 

20 

1% 

150 

30 

iy2 

200 

40 

2 

250 

60 

30.     City     Ordinance     on     "Water     Heaters. 

riie  following  city  ordinance  on  the  installa- 
i(in  of  water  heaters  is  in  effect  since  July, 
i;i:iO. 

•■1002.     Permit  Required  to  Install  or  Con- 
nect Gas  Water  Heaters.     No  person,  firm  or 
iiporation   shall    install   or   connect   any  hot 
water    heater    in    any    building    or    structure, 
'li'-  heating  water  in  the  same  by  the  use  of 
itural    or   artificial    gas   as   fuel    within   the 
ity    of    Chicago,    with'jut    first    having    ob- 
lined    a    permit    as    hereinafter    provided." 

1903  Application  —  Permit  —  Pee.  Any 
i'lson,  firm  or  corporation  desiring  to  in- 
-t:ill  or  connect  any  water  heater  in  a  build- 
ing or  structure  for  heating  water  for  use 
n  such  building  or  structure  by  the  use  of 
iiHtiiral  or  artificial  gas  as  fuel,  shall  file 
with  the  Commissioner  of  Health  of  the 
ity  of  Chicago,  an  application  upon  forms 
rinnished  by  the  Department  of  Health,  con- 
taining the  name  of  the  applicant,  the  street 
auniber  of  the  building  in  which  the  said 
la Mter  is  to  be  used  (and  if  the  building  is 
ill  apartment  building,  the  location  of  the 
iliartment),  the  floor  plan  of  the  room,  show- 
j  ing  the  proposed  position  of  the  heater,  the 
I  location  of  the  plumbing  fixtures,  the  door 
nul  window  openings,  showing  their  dimen- 
■^ions.  and  the  course  of  the  gas  duct  or 
ventilating  pipe  to  the  outer  air  or  to  a 
himney  connection  provided,  however,  that 
no  such  gas  water  heater  shall  be  installed 
in   any  bath   room  or   toilet  room. 

"1904.  Structural  Requirements.  No  per- 
■^011.  firm  or  corporation  shall  install  or  con- 
nect any  such  heater  unless  it  be  provided 
with  a  metallic  hood  to  which  there  shall  be 
Inonnected  a  suitable  ventilating  pipe  not  less 
khan  two  inches  in  diameter,  which  said  pipe 
|shall  extend  to  a  chimney  flue  or  to  the  open 
iair  in  such  a  way  as  to  carry  off  all  escap- 
^ing  gases  or  fumes  from  such  heater.  In 
lease  such  ventilating  pipe  shall  extend  to 
ithe  open  air,  it  shall  be  provided  with  a  cap 
iOr  cowl  so  as  to  prevent  a  back  draft.  Ev- 
ipry  such  heater  or  gas  oven  shall  be  pro- 
ivided  with  a  convenient  and  adequate  means 
,of  access  to  the  burners  and  heating  sur- 
I faces,  for  the  purpose  of  lighting  and  clean- 


ing same.  No  such  gas  water  heater  shall 
be  set  closer  to  the  floor  than  twenty  inches, 
measuring  from  the  top  of  the  burner. 

"1904a.  Automatic  Instantaneous  Gas 
Water  Heaters.  All  instantaneous  gas  wa- 
ter heaters,  autoinatically  controlled  by  pres- 
sure valve  and  thermostat,  shall  conform  to 
the  foregoing  structural  requirements,  except 
that  they  may  have  pilot  lights  located  en- 
tirely within  the  casing  and  arranged  for 
continuous  burning,  and  that  they  may  be 
set  with  top  of  burners  not  less  than  eight 
inches  above  floor;  provided,  that  every  such 
heater  shall  be  set  on  a  non-combusiible 
floor  or  a  sheet  metal  mat  or  pan  and  that 
the  walls  behind  shall  be  protected  by  a 
sheet  metal  covering  to  the  height  of  the 
heater. 

"1905.  Duty  of  Owner  or  Person  in  Pos- 
session of  Heater.  It  shall  be  the  duty  of 
the  owner  or  person  in  possession  or  control 
of  any  building  or  structure  where  ga,s  wa- 
ter heaters  have  heretofore  been  installed, 
to  malve  such  heaters  comply  with  the  re- 
quirments  of  this  article,  and  it  sh.all  be  un- 
lawful for  any  person  to  use  any  such  heater 
until  it  shall  have  been  made  to  conform  to 
the    provisions    of    this    article. 

2.  "This  ordinance  shall  take  effect  and 
be  in  force  from  and  after  its  passage  and 
due  publication." 

31.  Automatic  Water  Heaters.  An  auto- 
matic water  heater  must  be  supplied  with  a 
separate  fuel  run  from  meter  to  heater.  This 
does  not  apply  to  what  are  known  as  Junior 
or  Doinestic  Automatic  Storage  Heaters  list- 
ed in  the  first  column  below.  Large  storage 
heaters  must  be  supplied  with  a  separate 
fuel  run. 

For  sizes  and  lengths  allowed  see  table 
below.  For  size  of  fuel  runs  to  any  heaters 
not  listed  below,  run  pipe  one  size  larger 
than  opening  on  heater.  The  length  allowed 
may    be    ascertained    from    table    in    Rule    29. 


Type 

Style 

Style 

Style 

Style 

Style 

Style 

Humphrey 

f5B-2-! 

#20,  #;iO. 

#2A,  #50-60 

#2C 

#4. 
#4C 

*6. 
#6C 

#8, 

#sr 

Pittsburgh 

,f30-l0 

#65.  #50-66. 
#100 

#4. 
*20U 
ffOO 

#6, 

•  too 

#8. 

#r)0(i 

Rudd 

<'30-20 

#.so-tn 

#2«.  m. 

#50-66, 

#100 

#4. 
#20(1. 

#6. 
#40<l 

#800 

Bryant 

#18.  #24. 
■i  and  4 
Sections 

#:i0. 

#36. 

5  &-  6 

Sec- 
tions 

^42, 
#48, 
#54, 
7-8-!l 
Sec- 
tions 

#78, 
#90, 
#102. 

li-i:i 

-1.5-17 
Sec- 
tions 

#114.  ,fl26, 
l.iH.  #150, 
#102,  il74 
186.  ly-21- 
23-25-27- 
2U-31 
Sections 

HofTman 

#2HD. 

#4H 

fn 

#8 

Toombs 

#:i 

#4 

Radke 

#2H.  #H 

*4 

#6 

Go-Ro 

#3 

#4 

f>6 

American 

.4 

„<, 

Kompack 

#18 
#•■12 

Hoflfman 
Domestic 
Storage 
.System 

1*40 

Lovekin 

#22 

#■28 

#15 
#60 

Capacity 
Cu.  Feet 
per  Hour 

70 
Less 

70 
to 
21  III 

21  HI 
to 
.'(111) 

MM 
to 
4.50 

450 
to 
760 

760 
to 
1 225 

Size  Pipe 

in 

Inches 

'i  to 

1 

1  'r 

1  1  . 

.^ 

21.- 

Feet 

Pipe 

Allowed 

:w  *  no 

100 

l.-,o 

200 

2."i0 

2.50 

Separate 
Fuel  Run 
Required 

j\o. 

Yes 

Yes 

Y-s 

■SVs 

Ye"! 
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LUPTON 

STEEL  WINDOWS 

ARE  MADE  IN  TYPES  SUITABLE 
FOR  ANY  BUILDING 

For  Industrial,  School  and  Institutional  'buildings 

Pivoted  Sash,  Projected  Ventilator  Sash, 
Power  House  Sash,  Counterbalanced  Sash, 
Pond  Continuous  Sash,  Pond  Operating  De- 
vice, Rolled  Steel  Skylight,  Corrugated  Wire 
Glass  Skylight,  Steel  Partitions  and  Doors 

For  ^^sidence  and  oApartment  'buildings 

Standardized  Out-at-Side  Projected  Win- 
dows, with  unusual  features  combining  sim- 
plicity and  rigidity.  Standardized  Basement 
Windows,  made  in  several  types.  Carried  in  stock 

For  Office,  Hotel  and  'Public  'buildings 

Casement  W  indows  in  many  types.  Double 
Hung  Plate  W  indows,  Counterweighted 
Rolled  Steel  W  indows 

Have  you  seen  the  Lupton  Res- 
idence Windows  used  on  many 
jobs  in  the  Chicago  district? 

DAVID  LUPTON'S  SONS  CO. 

28  E.  JACKSON  BLVD.,   CHICAGO 

Catalogs  on  request 

Stock  Sizes  of  Lupton  Steel  Windows  are  carried  in  our 
Chicago  Warehouse  for  immediate  delivery  by  our  trucks 


Sample  Piping  Plan 
Residence 


Sample  Piping  Plan 
Store  WITH  Living  Rooms  in  rear 


32.  Gas  Eng-ine.  The  gas  supply  for  a 
•  ngine  must  be  separate.  An  independ- 
service  will  be  required,  and  a  govern- 
u  liolder  or  other  similar  device  acceptable 
<  tlie  Company  must  be  used.  Before  any 
"vk  of  installing  a  gas  engine  or  piping 
'!■  one  is  done,  consultation  with  the  gas 
rn]. any  is  advised. 


Horse-power 

Size  of  Pip3 
in  Inches 

Feet  of  Pipe 
Allowed 

1   to       7 

^  to     12 

13   to     22 

1 

IH 

1% 

2 

2^ 

3 

4 

100 
100 
100 

-'■.   to      35 

'.';  to    50 

.1    to   100 

n  to  150 

100 
100 
100 
200 

33. 

on. 


If  the  length  of  pipe  required  ex- 
ceeds the  number  of  feet  allowed, 
the  allowable  length  may  be 
doubled  by  increasing  the  pipe  one 
size. 

Plans    of    Pipingr    and    Their    Explana- 


In  determining  sizes  of  piping  for  a  build- 
ing the  starting  point  must  be  the  extreme 
end  of  the  system  and  all  calculations  must 
be  made   from   there   on   to   the   meter. 

Meter  and  Risers  and  their  Iiocation 

34.  location  of  Meter.  The  Company  re- 
serves the  right  to  determine  in  all  cases 
the  location  for  tlie  meter. 

35.  locations  for  Risers  and  Meters.  All 
risers  must  be  located  to  conform  with  the 
following    requirements: 

All  meters  hereafter  installed  on  con- 
sumers' premises  must  be  located  in  the 
basement,  or  on  the  first  floor  as  near  as 
possible  to  the  service  entrance  in  a  clean 
dry,  safe  place  not  subject  to  wide  variation' 
in  temperature.  No  meter  hereafter  installed 
shall  be  placed  in  coal  or  wood  bins  or  on 
the  partition  forming  such  bins  or  in  any 
location  where  accuracy  may  be  seriouslv 
affected  by  exposure  to  the  elements. 

The  following  locations  are  specificallv 
prohibited: — Under  a  bulkhead  or  show- 
window,  attic,  sitting-room,  bedroom  bath- 
room, bedroom  closet,  stairway  closet,  over 
a  door  or  window  under  a  sink  or  washstand 
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A   Complete   Line — 

Sidewall, 

Basement, 

Casement  and  Utility 


STEEL    WINDOWS 


In    Chicago 

Warehouse 

for  Immediate 

Delivery 


Z  3-£l" 


3  P/INC3 


4  PANC^ 
Z   6^/Oj- 


S  PA/^£S 

z  G'-e^- 


32 

32 /60 

33 

33IGI 

34 

3 

4iei 

42 

42/30 

43 

4313/ 

■44 

44/(3/ 

32/60 

33/6/ 

34/6/ 

2  PAN £.5 
Z  2' si" 


33      35/6/ 


3    PA/^£3 
Z  3-&" 


i 

1 

/4'xso" 

2-7^/aO\/£/fAi.i.    J 

/OX/2 


z-sluo^^eRALL 


^r 


3'-3V4  0^£'^ALL 


//  XZ4 
GLASS 


S-o-^/a  0\/£:fiA/. L  ^ 


BASEMENT  WINDOWS 
(New  Detail) 
Four  standard  sizes 
for  every  type  of 
wall.  Maximum  glass 
area  and  ventilation. 
Always  look  neat  and 
attractiv  e — never 
splinter  nor  rot.  De- 
livered complete. 
"Fasy  to  install. 
Widely  iised  in  store 
fronts,  above  side- 
walk. Sold  toy  lumtoer 
and  supply  dealers. 
Ask    for    folder. 


^'-/oJ" 


z:  '  /4  >  eo    GLA^s 


PANCS 


SIDEWALL  WINDOWS 

Twenty-five  types,  suto- 
ject  to  immediate  de- 
livery. Ventilators  two 
lig'lits  hig-lx  and  two, 
three  and  four  ligflits 
wide,  pivoted  horizontally 
2"  atoove  center.  May  toe 
used  sing"ly  or  comtoined 
with  Fenestra  T-toar  miil- 
lions,  also  in  stock.  Wide- 
ly used  in  shops,  factor- 
ies, warehouses,  filling' 
stations,  piitolio  garages, 
stores,  etc.  All-steel  con- 
struction, easy  to  open 
and  close,  and  non-in- 
flammatole.  Delivered 
complete  ready  to  in- 
stall. Descriptive  folder 
and  installation  details 
upon    request. 

Also  Underwriters' 
Latoeled  Steel  Sash. 


1- 

7  J-' 
'2 

-iM] 

to 

3 

- 

CASEMENT  WINDOWS 

Fenestra  Steel  Casements 
are  availatole  in  a  variety  of 
types  and  sizes,  for  resi- 
dential and  awartment  con- 
struction. (Stock  types  at 
2214  L  the  left).  Economical  in  first 
cost,  inexpensive  in  upkeep 
and  easy  to  install.  De- 
livered completely  assem- 
toied,  with  the  exception  of 
attaching  hardware  and 
drips.  Catalog  upon  re- 
quest. 


r-| — 

L . 


2316  L 


•1 

I i 


1 

1 

UTILITY  WINDOWS 

Designed  for  private  ga- 
rages and  other  small 
touildings.  Readily  adapted 
to  all  types  of  construction, 
especially  concrete  tolock. 
Descriptive  folder  upon 
request. 


2416  R 


2416  L 


I- 
i 


\ 

/ 

\ 

/ 

/ 

T 

^^^ 

>< 

25  251SR  25ISL  CL5A/?  OPS^N/A/G. 

For    steel    sash    data,    ask    "Steel    Sash    Headquarters." 
Write,  telephone   or  call  in  person. 

DETROIT  STEEL  PRODUCTS  COMPANY 

(lU'ii.    p.    Claj.son,    Mgr. 

451-457  Conway  Bldg.  Chicago,  Illinois 

Telephone:    Main    2568,    2569,    2570. 
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over  a  gas  or  electric  light  fixture  or  in  any 
location  where  the  visits  of  the  meter  reader 
will   cause   annoyance    to    the   customer. 

Flan  No.  1.     Residence. 


Number  of  %-inch 

Line 

Equivalents  supplied 
by  line 

Length 

Size 

5  to  D 

1 

JO'   (I" 

%" 

4  to  D 

1 

15' 

%" 

D  to  C 

2 

6' 

%" 

C  to  3 

1 

5' 

%" 

C  to  B 

3 

14' 

V2" 

2  to  B 

1 

5' 

%" 

B  to  A 

4 

14' 

V2" 

1  to  A 

1 

6'   6" 

%" 

A  to  E 

5 

11' 

%" 

J  to  17 

1 

13' 

%" 

K  to  16 

1 

5' 

%" 

K  to  15 

1 

8' 

%" 

K  to  J 

2 

5' 

%" 

J  to  I 

3 

2' 

V2" 

N  to  14 

3 

3' 

V2" 

N  to  13 

1 

5' 

%" 

N  to  12 

1 

5' 

%" 

N  to  M 

5 

2' 

%" 

I  to  M 

10 

15' 

%" 

I  to  H 

13 

5' 

1     " 

H  to  10 

1 

5' 

%" 

H  to  G 

14 

12' 

1     " 

9  to  G 

1 

12' 

%" 

G  to  F 

15 

5' 

1      " 

8  to  L, 

1 

7' 

%" 

L,  to  F 

4 

15' 

¥2" 

E  to  F 

19 

4' 

IV4" 

6  to  E 

1 

15' 

%" 

ro  meter 

25 

11' 

11/4" 

Plan   No. 
Bear. 


2.      Store   with    Iiiving-   Boom    in 


Number  of  %-lnch 

Line 

Equivalents  supplied 
by  line 

Length 

Size 

K  to  12 

5 

12'   6" 

%" 

K  to  J 

6 

12'   6" 

%" 

10  to  J 

1 

8' 

%" 

J  to  I 

7 

5' 

34  " 

9  to  I 

1 

8' 

%" 

I  to  H 

8 

8' 

?4" 

8  to  H 

1 

2'  6" 

%" 

H  to  G 

9 

7' 

%" 

2  to  A 

2 

14'   6' 

¥2" 

1  to  A 

2 

9'   6" 

Vz" 

A  to  B 

4 

6' 

%" 

3  to  B 

1 

22' 

%" 

C  to  B 

5 

6' 

%" 

4  to  C 

1 

2'  6" 

%" 

C  to  D 

6 

12' 

34" 

5  to  D 

1 

2'  C" 

%" 

D  to  E 

7 

12' 

%" 

6  to  E 

1 

2'  6" 

%" 

E  to  F 

8 

6' 

%" 

7  to  F 

1 

17' 

%" 

G  to  F 

12 

6' 

%" 

G  meter 

21 

20' 

114" 

Meters  shall  not  be  set  so  close  to  any 
source  of  artificial  heat  as  to  subject  them 
to  a  temperature  exceeding  75°  Fahrenheit. 
On  all  new  installations  a  meter  must  be  in- 
stalled in  a  location  where  a  temperature  no 
lower    than    40°    Fahrenheit    is    maintained. 

36.  Bisers  in  Iiaundries,  etc.  Risers  may 
be  run  to  laundries,  furnace  or  l)oiler  rooms, 
provided  the  riseis  are  not  placed  closer  than 
10  feet  to  any  appliance  and  in  no  case  di- 
rectly in  front  of  a  boiler   or  a   furnace. 

37.  Riser  for  Theatre.  A  meter  to  sup- 
ply a  theatre  may  be  set  in  a  public  meter 
room  with  other  meters  and  may  be  supplied 
by   the   service   supplying   those   meters. 

38.  Piping:  for  Iiaundry  Boom.  In  a  flat 
building  where  appliances,  such  as  laundry 
stoves,  driers,  etc.,  are  installed  for  the  joint 
use  of  tenants,  a  pipe  from  each  tenant's 
meter  must  be  run   to  the  laundry  room   and 


a  header  provided  on  the  wall  adjacent  to 
the  appliance.  Each  riser  must  be  equipped 
with  a  lock-cock. 

A  metal  tag  with  the  flat  number  plainly 
marked  thereon  must  be  secuiely  fastened 
to  each   cock. 

One  outlet  for  a  light  in  the  laundry  may 
be  taken  from  the  end  of  the  laundry  header. 

39.  Vestibule  Partition.  A  riser  must 
not  be  run  closer  than  one  foot  to  a  vesti- 
bule  partition. 

40.  Electric  Cut-off  Box.  A  riser  must 
never  be  brought  to  a  point  nearer  than  5 
feet    from   an    electric    cut-off   box. 

41.  Biser  in  Other  Apartment.  A  riser 
for  one  apartment  must  not  end  in  another 
apartment. 

42.  Heig'ht  of  Bisers.  A  riser  must  be 
placed  at  a  height  of  not  less   than: 

4  feet  from  the  floor  for  openings  up  to 
60   in  number. 

5  feet  from  the  floor  for  60  to  100  open- 
ings. 

6  feet  from  the  floor  for  anj-  number  over 
100    openings. 

No  riser  must  be  placed  higher  than  9  feet 
from  the  floor. 

43.  Distance  Below  Ceiling'.  A  riser 
must  extend  not  less  than  II/2  inches  below 
a  finished  ceiling,  or  2  inches  below  an  un- 
finished one. 

44.  Bxit  £ig°hts.  When  running  pipe  for 
exit  lights  in  theatres,  schools,  amusement 
or  assembly  halls,  the  city  building  ordi- 
nance   should    be    referred    to. 

45.  Public    Iiig-hts — 3-Plat    Building.         In 

a  three-flat  building  or  over,  outlets  for  ves- 
tibule, public  hall  and  basement  lights  must 
be  taken  from  an  independent  pipe,  and  an 
opening  left  on  the  building  service  so  that 
a  separate  meter  can  be  set  for  these  lights. 
If  so  desired,  the  riser  may  be  connected 
with  a  union,  or  a  right  and  left  coupling 
to  the  meter  of  the  applicant  who  may  wish 
to   pay   for   the   gas. 

46.  Public  Iiights — 2-Plat  Building.  In 
a  two-flat  building  the  outlets  for  the  vesti- 
bule and  basement  lights  must  be  taken 
from  a  separate  riser,  the  end  of  which  must 
be  located  near  the  first  floor  riser  so  that 
these  outlets  can  be  connected.  A  separate 
outlet  in  the  building  service  for  the  vesti- 
bule and  basement  lights  will  not  be  re- 
quired. 

Outlets. 

47.  Outlet  for  Puel.  If  the  pipe  has  been 
run  under  the  floor,  the  outlet  for  fuel  in  a 
kitchen  must  be  left  3  inches  above  the  floor 
and  two  inches  clear  of  the  baseboard.  If 
the  pipe  has  been  run  overhead  and  down, 
the  outlet  must  be  left  3  feet  f ronj,  the  floor 
and   2   inches  clear  of  the  finished  wall. 

48.  Drops.  Drop  outlets  in  a  residence 
must  be  produced  1 1/2  inches  below  an  un- 
finished ceiling,  or  %  inch  below  a  finished 
one.  In  a  store  the  drop  outlets  must  be 
produced  2i/4  inches  below  an  unfinished 
ceiling,  and  II/2   inches  below  a  finished  one. 

49.  Mantel  or  Fireplace.  An  outlet  for  a 
mantel  or  fireplace  must  be  produced  1/2 
inch  above  the  finished  bottom  of  the  fire- 
place, 6  inches  from  the  left  hand  side  and 
6    inches    from    the   back. 

Building  Services. 

50.  Building  Service  Only.  If  it  is  de- 
sired to  install  a  building  service  only  in 
any  building,  instructions  for  size  of  pipe 
and  openings  to  be  left  must  be  obtained 
from  the   district   shop. 

51.  Size    of    Building    Service.     The    size 

of  the  building  service  must  in  every  case 
be  determined  by  the  size  and  number  ot 
openings. 
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TRUSCON  STEEL 
COMPANY 

165  East  Erie  Street 

Tel.  Superior  2313 
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PROMPT    WAREHOUSE    DELIVERIES 

Steel  Sash 

Reinforcing  Steel 
Steel  Tyle 
Steel  Joists 
Metal  Lath 
Hy-Rib 

Wire  Mesh 
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Size  of  Pipe 

Feet  of  Pipe 

Number  of  %-inch 

in  Inches 

Allowed 

Equivalents  allowed 

1 

70 

16 

1% 

100 

40 

IVz 

150 

80 

2 

200 

120 

2y2 

250 

200 

3 

300 

300 

4 

450 

500 

Note:  All  openings  in  a  building  service 
must  be  of  the  same  size  as  that  of 
the  riser  wliich  in  no  case  must  be 
less    than    %    inch    in   size. 

52.  Building'  Service  in  Unheated  Base- 
ment. A  building  service  in  an  unheated 
basement  must  be  graded  to  the  street,  and 
the  tee  left  turned  up  so  that  any  condensa- 
tion forming  in  the  pipe  will  run  to  the 
street  and  not   to  the  meter. 

53.  Solid  Wall  Porch.  In  a  building 
with  a  solid  wall  porch,  the  building  service 
must  be  run  to  the  front  and  then  to  the 
side  wall. 

54.  Ijocation  of  Building'  Service.  When 
risers  are  located  in  the  rear  of  a  basement 
or  in  a  room  provided  for  tliat  purpose,  or 
on  the  various  floors,  the  building  service 
must  be  brought  to  within  18  inches  of  the 
wall  tlirough  which  the  street  service  will 
be  produced. 

55.  Wrapping-  Building  Service.  A  build- 
ing service  run  under  an  open  porch  and 
connecting  the  front  and  rear  sections  of  a 
building,  must  be  covered  with  mineral  wool 
or    steam    pipe    covering    and    boxed    in. 

56.  Encasing  Building-  Service.  A  build- 
ing service  laid  through  a  masonry  wall 
must  be  encased  and  the  pipe  left  resting  on 
the  bottom  of  the  casing  with  a  li/i-lnch 
clearance   on   top. 

57.  Opening  in  Building  Service.  The 
opening  In  a  l)uilding  service  should  always 
be  on  the  left  hand  side  of  the  riser  which 
it  is   to   supply,   and   15    inches   from   it. 

58.  Building-  Ser-vice  in  Plat  or  Resi- 
dence. A  building  service  for  a  flat  build- 
ing, or  a  residence  must  be  run  overhead, 
and  brought  down  in  an  inside  partition, 
not  less  than  4  feet  from  an  outside  wall. 

No  building  service  must  be  run  under  a 
basement  floor  or  under  a  first  floor  where 
there  is  no  basement. 

59.  Building-  Service  in  Store.  A  build- 
ing service  in  a  store  may  be  run  overhead 
if  the  entire  horizontal  run  of  pipe  can  be 
graded  to  the  street  service.  If  not,  it  must 
be  run  under  the  floor. 

"^Tien  a  building  service  is  run  overhead 
It  must  be  brought  down  at  least  4  feet 
from  the  front  wall  of  the  building. 

60.  Building  Service  Underground.  When 
it  is  necessary  to  extend  a  Ijuilding  service 
underground  from  the  front  to  the  rear  of 
a  store  or  factory  building,  it  must  be  en- 
cased  in   tile   pipe   with    cemented   joints. 

61.  Building  Service  Keader.  When  it  is 
necessary  to  set  more  than  two  meters  to- 
gether, a  building  service  header  mu.«t  l)e 
supplied    with    an    opening   for   each    meter. 

62.  Building  Services  for  Adjoining 
Stores.  Wlien  it  is  desired  to  run  two  sep- 
arate services  in  one  trench  for  stores  sepa- 
rated only  by  a  partition,  the  building  serv- 
ices may  be  run  so  that  the  street  service 
for  each   store  will   come   under   doorway. 

In  such  cases  the  Gas  Company  must  be 
notified  sufficiently  in  advance,  so  that  serv- 
ices may  be   installed   before   floors  arc   laid. 

63.  Bringing  Btiilding  Service  to  Street 
Service.  When  the  Company's  service  is  in- 
to a  building  liefore  the  house-piping  is 
completed,  the  building  service  must  be 
brought    directly    over    the    street    service. 


64.  Terminating        Building       Service.     A 

building  service  must  not  be  determinated  in 
a  coal  hole  or  in  any  other  place  where  it 
will    not    be    easily    accessible. 

65.  Test-pipe  to  Prove  Work.  Every 
building  service  must  have  a  %-inch  test- 
pipe   to   which   a   gauge   can   be   attached. 

Service  Pipe  from  Main  to  Building. 

66.  Main  to  Property  ^ine.  A  service 
pipe  will  be  run  at  the  expense  of  the  Gas 
Company  from  the  main  to  the  property 
line,  except  that  customer  will  be  required 
to  pay  for  the  replacement  of  pavement  and 
sidewalk   if   it    is    necessary    to   open    thein. 

67.  Property  Iiine  to  Building.  Cus- 
tomer will  be  charged  for  the  extension  of 
service  from  the  property  line  to  the  ter- 
mination of  service  or  to  point  where  con- 
nection is  to  be  made  to  the  building  service. 

68.  Service  Beyond  Pront  Wall  of  Build- 
ing-. When  there  are  furnished  rooms  in  the 
front  part  of  the  basement  and  the  owner 
does  not  wish  to  have  the  building  service 
appear  in  these  rooms,  it  may  be  terminated 
outside   of   them. 

The  street  service  will  be  continued  on 
the  outside  of  the  building  to  opposite  ter- 
mination of  building  service,  provided  that 
the  pipe  does  not  have  to  be  laid  in  a  space 
which  is  covered  or  to  be  immediately  cov- 
ered with  cement. 

69.  Services  for  Stores.  A  building  con- 
taining stores  must  have  a  separate  service 
for  each  store,  unless  a  public  meter  room 
or  other  public  place  on  the  floor  or  below 
that  where  the  gas  is  to  be  used  is  provided. 

70.  Services  for  Apartment  Buildings.     In 

apartment  buildings  of  12  flats  and  under, 
only  one  Company's  service  will  be  required. 
This  will  make  it  necessary  to  connect  the 
various  building  services  supplying  the 
groups  of  risers  regardless  of  fire  walls, 
and  extend  one  building  services  to  the 
point  where  the  Company's  service  will  come 
in. 

In  apartment  buildings  containing  more 
than  12  flats,  two  or  more  Company's  serv- 
ices  will   be   allowed. 

71.  Services    for    Court    Buildings.     In    a 

building  which  faces  on  a  park-way  or  has 
a  park-way  or  court  in  the  center,  the  Gas 
Company  will  run  one  service  in  the  court 
or  park-way,  and  branch  therefrom  to  sup- 
ply  the   various   building   services. 

The  gas  fitter  may  run  building  services 
through  fire  walls  and  connect  them,  but 
these  must  be  extended  as  close  to  the  front 
of   the   building   as   possible. 

Any  building  service  in  a  court  building 
must   not   be   terminated   in    a   finished    room. 

72.  Iiocating-   Service    to    Corner    Building. 

To  avoid  c(imi)lic-ations  when  working  on  a 
corner  building,  tlie  gas  fitter  should  olJtain 
from  the  Gas  Company  a  written  notice  giv- 
ing the  exact  location  where  the  Company's 
service    will    enter    the    building. 

73.  Building    in    Rear    of    Corner    Iiot.     A 

building  on  the  rear  of  a  corner  lot  must  be 
supplied  from  the  side  street  if  a  gas  main 
is  on  that  street.  If  not,  it  may  be  supplied 
either  from  the  front  building  or  directly 
from  the  main,  whichever  is  the  more  prac- 
ticable. 

74.  Building  in  Rear  of  Lot.  When  a 
building  in  the  real-  of  a  lot  is  to  be  sup- 
plied, a  separate  service  sliould  be  used 
wherever  ijossible.  If,  however,  an  inde- 
pendent supply  is  not  practicable,  the  build- 
ing service  for  the  front  building,  if  there  is 
one,  must  be  extended  to  the  rear  of  the 
building,  and  of  a  size  not  less  than  I'A 
inches  so  the  rear  building  can  be  supplied 
from   it  also. 
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Febrisco 

MTELDED 

Solid  Steel 
Sash  Products 


Industrial  Sash 

Projected  Ventilator  Industrial  Sash 

Top  Hung  Sash 

Operating  Devices 

Architectural  Projected  Ventilator  Sash 

Store  Fronts  and  Show  Windows 

Basement  Sash 

Ridge  Ventilating  Skylights 


Large  Chicago  Warehouse  Stock  of  Standard  Sizes 
Overnight  Delivery  from  Waukesha,  Wisconsin,  Factory 

REPRESENTED  BY 

Chicago  Fire  Brick  Company 

Conway  Building,  Chicago,  111.  Phone  Franklin  6200 


Federal  Steel  Sash  Company 

Waukesha,  Wisconsin 


388 


In  all  cases  where  a  supply  to  a  rear  build- 
ing is  desired  the  Gas  Company  must  be 
consulted. 

75.  Two  Services  in  One  Trench.  ^Vhen 
two  services  are  to  be  installed  from  a  main 
in  a  paved  or  unpaved  street  to  supply  two 
(2)  buildings  under  the  same  or  different 
ownership,  if  these  buildings  are  not  more 
than  fifteen  feet  (15  ft.)  apart,  such  serv- 
ices may  be  run  in  one  trench  to  a  point 
inside  the  lot  line,  and  then  branched,  one  to 
the  right  and  the  other  to  the  left,  to  the 
respective  buildings,  being  sure  that  each 
service    is    laid    in    its    respective    lot. 

76.  Openingr    in    Wall    for    Service.     In    a 

new  building,  an  opening  should  be  pro- 
vided in  the  wall  for  the  Gas  Company's 
service.  The  most  preferable  way  is  to 
build  a  sleeve  of  wood,  rectangular  in  shape, 
Iw  inches  by  5  inches,  with  an  inside  par- 
tition about  6  inches  from  the  street  end 
of  the   sleeve. 

Application  should  be  made  to  the  Main 
Office  of  the  Gas  Company  to  locate  the  wall 
and  the  point  in  the  wall  wherein  the  sleeve 
should  be  built,  so  that  when  the  service 
pipe  is  run,  it  will  pass  through  the  open- 
ing provided  therefor.  In  this  way  the 
damaging  of  foundation  walls  will  be  avoid- 
ed. 

77.  Opening"  in  Ploor  for  Service.  When 
a  service  connection  may  have  to  be  made 
above  the  floor  level,  an  opening  must  be 
left  in  the  floor  so  that  the  street  service 
can    be    introduced.      The    district    shop    will. 


on   notification,   instruct   the   gas   fitter   where 
to   leave   this   opening. 

78.  Reconnecting'  or  Altering'  Service.  If 
a  building  has  been  inoved  or  altered  neces- 
sitating the  disconnecting,  reconnecting  or 
changing  location  of  service,  the  work  will 
be  done  by  the  company  at  cost. 

Iiocation    of    District   Shops. 

Following  are  the  locations,  boundaries 
and  telephone  numbers  of  the  various  dis- 
trict shops. 

These  numbers  should  be  called  when  it 
is  desired  to  communicate  with  shop  in- 
spectors. 

North  Shop.  1741  Kingsbury  Street.  Tele- 
phones— Diversey  5261  and  5262.  Boun- 
daries— North — City  limits.  South — Fuller- 
ton  Avenue  from  river  to  city  limits  and 
12th  St.  from  river  to  Lake  Michigan.  East 
— Lake  Michigan.  West — The  river  from 
12th  Street  to  Fullerton  Avenue  and  city 
limits    froin    Fullerton    Avenue    North. 

South  Shop.  38  W.  64th  Street.  Tele- 
phones— Wentworth  1927  and  Normal  8200. 
Boundaries:  North — 12th  Street  from  Lake 
Michigan  to  the  river  and  the  river  and 
canal  from  12th  Street  to  the  city  limits. 
South — city  limits.  West- — city  limits.  East 
— Lake  Michigan. 

West  Shop.  164  North  Sheldon  Street. 
Telephones — Monroe  0873,  3497  and  3498. 
Boundaries:  North  —  Fullerton  Avenue. 
South — Chicago  river  and  the  Canal.  East 
— Chicago   river.      West — city   limits. 
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For  Quality   Specify! 


CHICAGO  ART  MARBLE  CO 


Manufacturers  of 


Art  Marble  Floor  Tiles 


Sanitary  Cove  Base 
Monolithic  Steps 
Wainscot  ^  Partitions 
Shower  Receptors 
Windov-^  Stools 
Strings  &  Fascia 
Non  -Slip  Tile  ^  Treads 

e) 

We   install  our  Material ! 
2883  Hillock  Avenue,  Chicago,  111. 

For  Estimates,  Details  &  Data 
Telephone  Lafayette  1201 
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BASIC  SPECIFICATIONS  FOR  TILEWORK 

As  Recommended  by  The  Associated  Tile  Maniifactiirers 

First  Edition,   lyi'l 


EXTENT    or    WORK 

(1)  The  following'  specification  shall  be 
known  and  hereafter  identified  as  '"Basic 
Specification  for  Tilework,  First  Edition, 
1921  as  issued  by  the  Associated  Tile  Manu- 
facturers." It  specifies  how  the  work  shall 
be  done,  beginning  at  the  bottom  of  the 
concrete  setting  beds  and  at  the  back  of  the 
scratch  coats,  carrying  each  through  to  and 
including  tlie  finished  tile  surfaces.  "^ 

(2)  The  location  and  extent  of  tilework 
together  with  the  kinds,  grades,  sizes,  colors 
and  designs  of  the  tiles  shall  be  governed 
by  the  architect's  drawings,  specifications 
aiid   schedules. 

(3)  All  materials  and  labor  necessary  for 
the  completion  of  the  tilework  shall  be  fur- 
nished in  accordance  with  this  Basic  Speci- 
fication except  as  modified,  if  at  all,  by  the 
architect's  drawings,  specifications  and 
schedules. 

(4)  Any  such  modifications,  and  the  gen- 
eral conditions,  and  other  provisions  of  the 
architect's  specification,  shall  be  accepted  as 
conditions  to  this  Basic  Specification,  and 
where  conflicting,  shall  take  precedence  over 
it. 

tii.es 

NOTE.  See  "Publication  K-200"  for  Grad- 
ings.  Shapes,  Colors,  Finishes.  Nomenclature, 
and  manufacturing  conditions,  also  "Glazed 
Tiles  and  Trimmers"  for  standardized  caps, 
bases,  etc.,  and  "Ceramic  Mosaic"  for  stan- 
dardized patterns  for  fields,  borders,  trim- 
mers, etc.,  of  ceramic  mosaic. 

(5)  Samples:  If  required  in  the  archi- 
tect's specification,  typical  samples  of  each 
kind  and  grade  of  tiles  as  specified  and  pro- 
posed to  be  used,  and  shop  or  setting  draw- 
ings or  rubbings,  shall  be  submitted  to  the 
architect  for  approval. 

(6)  Each  sample  shall  be  marked  with  the 
name  of  the  manufacturer  and  the  grade  of 
the  tile.  Approved  samples  shall  be  retained 
by  both  the  architect  and  the  tile  contractor. 

(7)  Grades  and  Certificate:  Before  set- 
ting any  tiles,  the  tile  contractor  shall 
furnish  to  the  arcliitect  a  certificate  of  grade, 
properly  filled  in  on  the  Form  of  Grade  Cer- 
tificate of  the  Associated  Tile  Manufacturers. 
This  certificate  shall  be  signed  by  the  manu- 
facturer of  the  tiles;  shall  state  the  grade, 
kind  and  full  quantities  of  tiles;  and  give 
identification  marks  for  all  packages  of  tiles 
furnished  under  this  contract.  Packages 
shall  be  branded  with  corresponding  shipping 
marks  and  shall  be  subject  to  inspection  by 
the  architect  or  his  representative  before 
being  opened 

CEMENTS,    I.IME    AND    AGGREGATES 

(N)  All  cement  and  hydrated  lime  shall 
lie  delivered  in  the  original  containers  bear- 
ing the  brand  and   maker's  name. 

(9)  Portland  Cem.ent:  All  Portland  ce- 
ment (inclviding  white)  shall  comply  with 
the  Standard  Specifications  and  Tests  for 
Portland  Cement  of  the  American  Society 
for  Testing  Materials.  Serial  Designation 
C-9-17,  together  with  all  subsequent  revi- 
sions  adopted  by   said    Society. 

(10)  All  white  cement  shall  be  white 
Portland  of  an  acceptable  brand  of  American 
manufacture. 

(11)  IJime:  All  hydrated  lime  shall  com- 
ply with  the  Tentative  Specifications  for 
Hydrated  Eime  for  Structural  Purposes  of 
the  American  Society  for  Testing  Materials, 
together  with  all  subsequent  revisions 
adopted   liy    said    society. 

(12)  Sand:  All  sand  shall  pass  an  8-mesh 
sieve  and  shall  l)e  free  from  organic  matter, 
salt,  or  alkali,  and  if  it  contains  more  than 
5  per  cent  liy  volume  of  material  passing 
a  100-mesh  sieve  shall  be  well  washed.  All 
sand  for  concrete  shall  bo  graded  from  fine 
to  coarse. 


(13)  Crushed  Stone  or  Gravel:  Crushed 
stone  or  gravel  shall  be  hard  and  well 
graded  from  %"  to  1"  ring  size.  If  loam  or 
clay  coat  the  particles,  or  are  present  to  a 
greater  extent  than  5  per  cent  by  volume, 
the  stone  or  gravel  shall  be  washed  till  not 
more   than   that  amount   is   contained. 

(14)  Slag*:  Slag  shall  be  clean,  dense, 
crushed  blast  furnace  slag,  weighing  not  less 
than  70  pounds  per  cubic  foot  when  loosely 
placed  in  the  measure,  and  containing  not 
more  than  1.3  per  cent  of  sulphur  as  sul- 
phides. 

(15)  Cinders:  Cinders  shall  be  thorough- 
ly vitritied,  and  shall  be  free  from  ashes, 
unburned  coal  or  coke.  Large  lumps  shall 
bo  broken  up.  All  cinders  shall  be  screened 
free  from  particles  smaller  than  M"  and 
shall  be  w'ell  washed.  House  ashes  and 
cinders  containing  sulphur  in  any  form  shall 
not   be   used.      (See   Par.    17.) 

NOTE:  Where  cinders  or  cinder  concrete 
are  used,  it  is  recommended  that  metal 
plumbing   and   heating   pipes   be   wrapped. 

CONCRETE    AND    MORTAR 

(16)  Concrete:  Concrete  sliall  consist  of 
one  volume  of  Portland  cement,  two  and  one- 
half  ^'olumes  of  sand,  and  five  volumes  of 
gravel,  crushed  stone  or  slag,  or  shall  con- 
sist of  one  part  Portland  cement  and  six 
parts  of  well  graded  coarse  sand.  At  the 
option  of  the  contractor,  five  pounds  of  hy- 
drated lime  may  be  added  for  each  bag  of 
Portland    cement. 

(17)  Cinders  may  be  used  in  place  of 
gravel,  crushed  stone  or  slag,  unless  pro- 
hibited  by   the   architect's    specification. 

(IS)  Thoroughly  mix  all  cement  and  ag- 
gregates until  the  concrete  is  of  uniform 
color  and  consistency  throughout,  using  a 
minimum  quantity  of  clean  fresh  water. 
Mixing  may  be  by  hand  or  by  acceptable 
batch   machine   mixers. 

(19)  Concrete  shall  be  spread  promptly 
after  mixing  and  shall  be  well  compacted 
to  uniformly  rough  surfaces  at  proper  level 
to   receive    the   setting   mortar. 

(20)  Mortar:  Sand,  cement  and  lime  shall 
be  thoroughly  mixed  in  the  proportions 
hereinafter  specified  under  Setting.  Par. 
(.57),  until  of  uniform  color  and  required 
consistency.  Mortar  shall  not  be  re- 
tempered,  and  tile  shall  not  be  set  in  mor- 
tar  that   has   reached   its   initial    set. 

METAL  I.ATK,  SHRINKAGE  MESH   AND 
PAPER 

(21)  Metal  Lath:  Metal  lath  shall  be 
coated  expanded  metal,  coated  perforated 
metal,   or   coated   wire   lath. 

(22)  Lath  on  vertical  surfaces  where 
supports  are  not  over  16"  on  centers  and 
lath  for  ceilings,  shall  be  metal  lath  weigh- 
ing not  less  than  3.4  lbs.  per  sq.  yard  or 
wire  lath  not  less  than  No.  IS  gauge  (.047" 
diameter),    214    mesh    to   the   inch. 

(23)  Lath  on  vertical  surfaces,  where 
supports  are  placed  not  over  12"  on  centers, 
shall  be  metal  lath  weighing  not  less  than 
3  lbs.  per  sq.  yard,  or  wire  lath  not  less 
than  No.  20  gauge  (.035"  diameter),  2  V, 
mesh    to   the    inch. 

(24)  If  the  distance  between  the  centers 
of  the  structural  supports  of  any  lath  is 
more  than  16".  the  lath  behind  the  tilework 
shall  be  provided  with  stiffeners  not  over 
12"    on    centers. 

(25)  Lath  shall  be  stretched  tight  and 
shall  be  secured  at  all  bearings  with  fasten- 
ings not  more  than  6"  apart,  as  fcdlow.s: 
To  woodwork  with  not  less  than  one  1" 
bright  staple,  or  one  six-penny  bright  wire 
nail;  to  metal  furring  with  hammered 
prongs  or  twisted  loops  of  wire;  and  to 
gypsum  blocks  and  to  masonry  with  special- 
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ART  MARBLE  — A  Precast  Terrazzo  Product 
Floors*  Base,  Stairs,  Toilet  Stalls,  Wainscoting 

2901  So  CICERO  AVENUE 
CICEKO,  ILLo 

(a  suburb  of  Chicago) 


SOME  OF  OUR  IMPORTANT  INSTALLATIONS 

COOK  COUNTY  HOSPITAL CHICAGO.  ILL. 

CHICAGO  THEATRE CHICAGO.  ILL. 

TIVOLI  THEATRE CHICAGO.  ILL. 

ILLINOIS  CENTRAL  STATION    CHAMPAIGN.  ILL. 

YAZOO  &  MISSISSIPPI  VALLEY  STATION BATON  ROUGE.  LA. 

ST.  MARY'S  OF  THE  LAKE  SEMINARY AREA,  ILL. 

ROSARY  COLLEGE     RIVER  FOREST.  ILL. 

ST.  PAUL  UNION  STATION ST.  PAUL,  MINN. 

JUVENILE  DETENTION  HOME CHICAGO.  ILL. 

SALT  LAKE  CITY  UNION  STATION.  W.  P.  &  D.  R.  G SALT  LAKE  CITY.  UTAH 

AKDAR  SHRINE  TEMPLE TULSA.  OKLA. 

GRANT  PARK  STADIUM CHICAGO.  ILL. 
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ly  hardened  steel  nails  or  self-clinching 
nails.  In  driving-  staples  or  nails  the  lath 
shall    not    be    flattened    or    damaged. 

(26)  Vertical  joints  in  lath  shall  not 
occur  except  at  structural  supports,  and 
shall  there  be  lapped  one  full  mesh.  All 
horizontal  joints  of  lath  shall  be  butted,  and 
laced  or  tied  with  wire,  at  least  once  be- 
tween   supports. 

(27)  Shrinkage  Mesh:  Shrinkage  mesh 
where  specified  herein  for  use  in  concrete 
setting  beds  shall  be  No.  16  gauge,  unpainted 
expanded  metal  of  from  2"  to  3"  mesh,  or 
galvanized  wire  fabric  of  one  of  the  follow- 
ing sizes.  Rectangular  mesh:  Xo.  8  gauge, 
(.162"  diameter)  wire  at  3"  centers  crossed 
by  No.  10  (.13."i"  diameter)  wire  at  8"  cen- 
ters, or  triangular  mesh,  No.  S  wire  at  4" 
centers,  diagonally  laced  with  No.  14  wire 
4"  centers;  or  4".x7"  hexagonal  mesh  of  No. 
10   gauge    wire. 

(28)  Shrinkage  mesh  shall  be  placed  well 
within  the  mass  of  the  concrete  setting  Ijed 
and  where  moi'e  than  one  width  or  length 
is    required    shall    he    lapped    not    less    than 

I  one-third  of  a  mesh.  The  mesh  shall  butt 
against  walls  and  partitions  and  shall  not 
be   turned   up. 

(29)  Building-  Paper:  Building  paper 
shall  be  tar  or  asphalt  satui-ated  paper 
weighing  not  less  tlian  ele\'en  (11)  lbs.  per 
sq.  ft.  It  shall  be  lapped  at  least  2"  and. 
in  connection  with  floors,  shall  be  turned  up 
at    the    walls    at    least    2    ini-hes. 

SETTING    OF    TILES 

(30)  General:  All  tiles  shall  lie  firmly 
secured  in  place.  Joints  shall  be  well  filled. 
and  lines  shall  be  kept  straight  and  true, 
and  all  finished  surfaces  brought  to  true 
and  level  planes.  The  completed  work  shall 
be    free    from    cracked    or    broken    tiles. 

(31)  Borders  and  Patterns.  ^Vhere  bor- 
ders, lines,  patterns,  ])anfls  or  other  effects 
are  a  part  of  the  work,  the  tiles  shall  be 
properly  spaced,  and  shall  accurately  re- 
produce designs  shown  on  the  drawings  or 
effects  described  in  the  specification  of  the 
architect. 

(32)  Edges:  All  intei-sections  and  returns 
shall  Ije  perfectly  formed.  All  cutting  and 
drilling  of  tiles  shall  be  neatly  done  without 
marring  the  surface.  The  cut  edges  of  tiles 
against  any  trim,  finish,  built-in  fixtures, 
etc.,  shall  be  carefully  ground  and  jointed. 
Around  electric  outlets,  plumbing  pipes,  or 
fixtures  and  fittings,  the  tile  shall  fit  close. 
so  that  the  regular  plates,  collars  or  cover- 
ings will  overlap  the   tile. 

(33)  Laying  Out:  All  tilework  shall  be 
so  laid  out  on  floors  and  lengthwise  on  walls 
that,  wherever  possible,  no  tiles  less  than 
half  full  size  shall  occur.  For  heights  stated 
in  feet  and  inches,  unless  tilework  is  in- 
tended to  exactly  fill  vertical  spaces,  courses 
shall  be  maintained  full  to  produce  nearest 
attainable  height  within  a  variation  abo\e 
or  below  equivalent  to  less  than  one-half 
course  to  avoid  cutting  of  tiles  which  would 
otherwise   be   necessaiy, 

(34)  Tile  Packages  Kept  Dry:  All  tiles 
shall  be  kept  dry  while  in  packages  and 
shall  not  be  allowed  to  lie  in  or  upon  wet 
sawdust    or    similar    materials. 

(35)  Soaking  before  Laying:  All  tiles, 
except  vitreous  tilts  and  ceramic  mosaic. 
Shall  be  suakeci  in  clean  water  liefore  being 
set. 

(36)  In  Freezing  "Weather:  In  freezing 
weather  concrete  ;^etting  l)eds  or  scratch 
coats  or  tiles  shall  not  be  i>laeed  in  un- 
heated   portions    of    the    structure. 

NOTE:  For  Floating  Method  and  lUit- 
tering  Method  of  setting  tiles  see  Par.  (Df)), 
(97)  and   (98). 

TILES    FLOORS    AND    HORIZONTAL 
SURFACES 

(Other    than    Ceilings.     SoHits    and     Sills  i 

(37)  Concrete  Setting  Beds:  General — 
Concrete  setting  betls  of  stone,  gravel  or 
slag,  or  sand  concrete,   shall  be   2"   thick,   ex- 


cept   that    directly    on    earth    or    fills    referred 
to   in   Par.    (53)    they    shall   be   3"    thick. 

(38)  Concrete  setting  beds  of  cinder  con- 
crete, Par.  (17),  shall  be  21/2"  thick,  except 
that  directly  on  earth  or  fills  referred  to  in 
Par.    (53)    shall  be   3"   thick. 

(39)  Where  joists  are  chamfered,  the 
point  of  the  joist  shall  be  at  least  %"  below 
the    top    of    the    concrete    setting   bed. 

(40)  The  upper  flanges  of  any  steel  beams 
projecting  into  concrete  setting  beds  shall 
be  covered  with  loose  sheet  metal  or  build- 
ing paper  to  prevent  adhesion  of  the  con- 
crete   setting    Ijeds. 

(41)  All  floor  arches  or  slabs,  and  all 
wood  floors,  shall  be  swept  free  of  loose 
particles  before  placing  any  conci-ete  setting 
beds. 

(42)  The  Contractor  shall  not  install  anv 
tilework  in  floors  of  shower  baths,  except 
when  located  in  basements,  until  a  pan  or 
safing  of  lead  or  other  metal  has  been  placed, 
turned  upon  all  sides,  and  made  watertight 
by  other  contractors.  The  finished  surface 
of  tlie  tile  floor  shall  lie  sloped  to  drain 
properly    into    the    outlet. 

(43)  Concrete  Setting  Beds  on  New  Wood 
Construction:  Unless  otherwise  provided 
for  in  the  architect's  specifications,  a  layer 
of  building  paper,  lapped  and  turned  up. 
shall  be  placed  over  wood  floors  as  de- 
scribed   in    Par.    (29). 

(44)  Concrete  setting  beds  shall  be  re- 
inforced with  shrinkage  mesh  as  described 
in    Par.    (27)    and    (2N). 

(45)  Concrete  Setting  Beds  on  Old  "Wood 
Construction.  Where  tile  floors  are  to  be 
laid  over  existing  wood  floors,  the  tile  con- 
tractor shall  cover  the  existing  wood  upper 
floor,  or  und(!r  floor,  as  the  case  may  be. 
with  building  paper  in  accoi'dance  with  the 
provisions   of   Par.    (29). 

(46)  On  the  surface  thus  prepared  a  con- 
crete setting  bed,  1"  thick,  composed  of 
sand  and  cement  as  described  in  Par.  (16). 
with  shrinkage  inesh  as  described  in  Par. 
(27)  and  (28),  shall  be  spread.  This  con- 
crete setting  bed  shall  finish  at  such  thresh- 
olds as  are  provided  by  the  architect's  spec- 
ification, the  thresholds  being  of  sufficient 
thickness  to  receive  a  Vz"  layer  of  setting 
mortar  plus  the  thickness  of  the  tiles. 
Where  joists  are  chamfered,  the  point  of 
the  joist  shall  be  at  least  ^4"  below  the 
top    of    the    concrete    setting    bed. 

(47)  Concrete  Setting  Beds  on  Pressed 
Steel  Construction:  In  connection  with 
pressed  steel  joist  systems  of  floor  con- 
struction, the  metal  reinforcement  and  con- 
crete slabs  will  be  furnished  and  placed  by 
other  contractors  as  a  part  of  such  systems. 
Mortar  setting  beds  only  shall  be  provided 
by  the  tile  contractor,  and  shall  be  placed 
directly  on  the  concrete  slal),  unless  joists 
have  been  set  as  low  as  menticuied  in  Par. 
(48). 

(48)  If  steel  joists  are  shown  or  speci- 
fied lowered  for  the  passage  of  pipes,  con- 
crete setting  beds  of  thickness  and  as  si>eci- 
fied   in   Par.    (49i    and    (.".(»)    shall    be   iii-oviiled. 

(49)  Concrete  Setting  Beds  on  Concrete 
Slabs  or  Other  Masonry  Construction:  Con- 
crete setting  lieds  shall  not  be  plac-ed  until 
th"  exposed  surfaces  of  masonr\-  llooi-  slabs, 
arches,  or  other  structural  work,  sliall  have 
been  brought  to  the  required  level  or  sur- 
face for  the  concrete  setting  beds  by  other 
contractors,  and  not  until  such  surfaces  are 
free  from  mortar  droppings,  projecting 
joists,  etc.,  and  so  they  sliall  present  com- 
paratively smooth  and  even  surfaces  for 
concrete  setting  beds  without  any  depres- 
sions,   cracks,    holes    or    open    joints. 

(50)  On  the  surfaces  thus  prepared, 
spread  the  concrete  setting  beds  in  accord- 
ance   with    Par.    (37)    or    (3S). 

(51  )  Concrete  Setting  Beds  on  Other  Con- 
crete Over  Earth  or  Fills:  Interior  -Wlni-e 
concrete  setting  beds  foi'  tilework  are  to  be 
laid  on  concrete  which  has  been  placed  over 
earth  or  fills,  the  setting  beds  shall  not  be 
laid  until  the  lower  work  is  suitably  pre- 
pared    by     others    as     specified     for     conci'ete 
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slabs  and  other  masonry  construction,  Par. 
(49).  On  the  surface  thus  prepared,  place 
concrete  setting-  beds  to  the  thickness  spec- 
ified in  Par.    (37)    or   (38). 

(52)  Exterior:  Follow  specifications  for 
Interior  concrete  setting  beds.  Par.  (51), 
except  that  cinders  shall  not  be  used  in  the 
concrete. 

(53)  Concrete  Setting-  Beds  Directly  on 
Earth  or  Pills:  Interior — Where  concrete 
setting-  beds  for  tile-worlv  are  to  be  laid  on 
earth  or  on  fills  of  cinders,  gravel  or  other 
materials,  (sand  cushions  separately  speci- 
fied) without  intervening  slabs  of  concrete, 
the  concrete  setting  beds  shall  ))e  3"  thick. 
of  stone,  gravel,  slag  or  sand  concrete,  and 
shrinkage  mesh  shall  be  placed  in  these 
setting  beds,  in  accordance  with  Par.  (27) 
and  (28).  Cinders  may  be  used  in  place  of 
other  aggregates  unless  prohibited  by  archi- 
tect's   specification. 

(54)  Exterior.  Follow  specifications  for 
interior  concrete  setting  beds.  Par.  (53), 
except   that   cinders   shall   not  be   used. 

(55)  Cleavag°e  Planes:  Sand  Cnsliion — 
Where  sand  cushions  are  provided  for  in 
the  architect's  specification  as  a  means  of 
absorbing  vibration  or  to  afford  a  cleavage 
plane,  a  layer  of  clean  sharp  sand,  not  less 
than  %"  thick,  shall  be  spread  and  thor- 
oughly compacted  to  a  smooth  and  level 
surface.  Over  sand  cushions  shall  be  laid 
a  layer  of  building  paper  as  described  in 
Par.  (29),  ready  to  receive  the  concrete  set- 
ting beds. 

(56)  Building-  Paper:     Where   so  provided 
the    architect's      specification,      spread     a 

layer  of  building  paper  in  accordance  with 
Par.  (29),  before  placing  concrete  setting- 
beds,  to  form  a  cleavage  plane  between  con- 
crete setting  beds  and  surfaces  underlying 
them. 

(57)  Mortar  Setting;  Beds:  Mortar  for 
setting  beds  shall  consist  of  one  part  Port- 
land cement  and  three  parts  sand,  and  shall 
not   be   less   than    1/2"    thick. 

(58)  Unless  the  mortar  setting  bed  is 
spread  the  same  day,  or  the  day  after  the 
concrete  setting  bed  has  been  placed,  the 
concrete  setting  bed  shall  be  thoroughly 
saturated  with  clean,  fresh  water,  and  its 
surface  uniformly  hand  dusted  with  Port- 
land cement  immediately  before  spreading 
the   mortar   of   the   setting  bed. 

(59)  The  mortar  shall  be  spread  until  the 
■the  surface  of  the  mortar  setting  bed  is 
absolutely  true  and  even  in  plane,  either 
level  or  uniformly  sloped  for  drainage,  as 
the  case  may  be.  For  all  surfaces  over  100 
sq.  ft.  in  area,  screed  strips  shall  be  set  as 
temporary   guides    to    assure    these    results. 

(60)  As  large  an  area  as  can  be  covered 
with  tile  before  the  mortar  has  reached  its 
initial  set,  shall  be  placed  at  one  operation. 
When  more  setting  mortar  has  Iseen  spread 
than  can  thus  be  covered,  the  unfinished 
portion  shall  be  removed  and  cut  back  to  a 
clean,    bevelled    edge. 

(61)  Setting-  of  Tiles:  Portland  cement 
shall  be  unifornily  hand  dusted  over  the 
surfaces  of  the  mortar  setting  l)eds  imme- 
diately preceding  the  setting  of  the  tile. 
The  tiles  shall  be  placed  upon  and  firmly 
pressed  and  tamped  into  the  mortar  until 
exactly  true  and  even  with  the  finished  floor 
lines. 

(62)  In  the  case  of  ceramic  mosaic,  the 
joints  between  the  sheets  shall  be  kept  the 
same  width  as  those  between  the  mounted 
tile  and  set  without  showing  where  the 
sections  join. 

(63)  Where  the  area  of  any  floor  is  over 
approximately  100  sq.  ft.,  the  tiles  or  cera- 
mic mosaic  sheets  shall  be  laid  to  a  straight 
edge  at  regular   intervals. 

(64)  Wherever  borders  or  defined  lines 
occur,  they  shall  be  laid  before  the  field  or 
bodies  of  the  floors  or  spaces  to  be  tiled,  and 
the  tile  shall  be  set  as  before  specified. 
The  inner  edges  of  all  borders  against  fields 
or  bodies  shall  be  kept  straight,  and  any 
cutting  of  tiles  for  irregularities  in  wall 
lines  or  vertical  planes  shall  be  done  along 
the  outer   edges. 


(65)  Thresholds,  if  specified  to  be  in- 
cluded, shall  be  set  in  a  similar  manner  to 
borders,  and  if  not  included,  the  tilework 
of  floors  shall  be  brought  to  true  lines,  level 
with  adjoining  floors  and  stopped  under 
doors,  unless  shown  or  specified  to  be  con- 
tinued into  closets  or  other  contiguous 
spaces. 

(66)  Hearths,  unless  otherwise  detailed  or 
specified,  shall  be  set  fiush  with  the  surface 
of  adjoining  floors.  In  connection  with 
hearths  and  fireplaces,  supply  and  set  any 
ash  drops,  features,  fittings,  or  other  ma- 
terials, specified  or  scheduled  by  the  archi- 
tect. 

(67)  Stairtreads.  floors  of  shower  baths, 
swimming  pools,  special  hospital  floors,  and 
other  surfaces  not  intended  to  be  level,  shall 
be  sloped  as  detailed  or  directed  for  purposes 
of  draining. 

(68)  Tiled  nosings,  coves,  curbings,  gut- 
ters, or  other  moulded  or  shaped  features, 
shall  be  thoroughly  backed  or  built  up  with 
mortar  or  concrete.  Tliey  shall  be  rigidly 
placed,  reinforced  or  otherwise  made  firm 
and  secure.  Tiled  window  sills  and  jambs, 
partitions,  copings,  or  other  similar  features, 
shall  be  set  as  described  herein  under  Tiled 
Walls  and  Vertical  Surfaces. 

(69)  W'here  bath  tubs  are  of  built-in 
types,  or  extend  to  floors,  the  concrete  set- 
ting beds  over  wood  construction  shall  be 
continuous  under  them,  and  shall  form  close 
junction  with  all  surrounding  vertical  planes. 
Tiling  shall  be  omitted  under  such  tubs,  but 
under  free  standing  tubs  the  tiling  of  floors 
shall  be  continuous  to  the  surrounding  tiling 
of  vertical  planes. 

(70)  As  soon  as  the  cement  mortar  beds 
have  sufflciently  set,  the  tiles  on  floors  or 
other  horizontal  surfaces  shall  be  well 
washed  with  clean  water,  and  the  joints 
between  the  tile  grouted  or  jointed  as  men- 
tioned under  Par.    (71)   to   (75)   inclusive. 

(71)  Grouting-  and  Jointing-:  The  joints 
between  all  units  of  ceramic  mosaic  and  be- 
tween the  aliutting  sheets,  as  laid,  shall 
maintain  the  standard  mounting  width  ap- 
proximately   ,V;    incli. 

(72)  "Width  of  Ploor  Joints:  Unless 
otherwise  shown,  specified,  or  stipulated,  the 
joints  of  other  tiles  shall  approximate  the 
following  width,  with  uniform  variance 
therefrom,  either  more  or  less,  as  may  be 
desirable  to  cause  the  units,  in  the  hands  of 
skilled  workers,  to  accommodate  themselves 
to  given  spaces. 

Vitreous   and    Semivitreous    Tiles tV" 

Flint   and   Hydraulic   Tiles vlr" 

Plastic    Tiles    and    Faience V^" 

Quarry    Tiles V2" 

(73)  All  ceramic  mosaic  and  other  tiles 
set  with  close  joints  shall  be  grouted  with 
Portland  cement  mixed  with  water  to  the 
consistency  of  tliick  cream.  The  grout  shall 
be  forced  into  the  joints,  sprinkled  with  dry 
cement  and  finislied  flush  and  true.  All  sur- 
plus grouting  shall  be  removed  and  the  faces 
of  tiles   left  clean. 

(74)  All  joints  not  grouted  shall  be  com- 
pletely filled  with  i-nortar  consisting  of  one 
volume  of  Portland  cement  and  two  volumes 
of  sand  as  before  specified  and,  at  the  option 
of  the  tile  contractor,  tempered  with  hy- 
drated  lime  to  extent  of  not  moi-e  than  10 
per  cent  of  the  volume  of  cement  and  sand. 
All  surplus  mortar  shall  be  wiped  off  and  the 
faces  of  tiles  left  clean.  White  Portland 
cement,  white  sand,  or  mortar  colors,  in 
joints  of  tiles  on  horizontal  surfaces — or  fire 
clay  for  fireplace  backs  and  jambs — shall  be 
used  only  when  and  where  so  provided  in 
the  architect's  specification  or  schedule  and 
shall  then  replace  the  Portland  cement  or 
plain   sand  as  here   specified. 

(75)  After  being  cleaned  as  just  de- 
scribed, floors,  or  horizontal  surfaces  in  each 
room  or  poi-tion  as  completed,  shall  be  closed 
to  traflic  or  work  until  the  tiles  are  firmly 
set.  Par.  (IIS).  After  this,  all  completed 
tilework  shall  be  finally  turned  ov<m-  in  clean 
condition  as  described  in  I'ar.  (11;m.  (1:;iii 
and   (121). 
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TIIiEB    VTAIiIiS    AND    VERTICAI^ 
SURFACES 

(76 1      Preparation    for    the     Scratch     Coat: 

General — Scratcli  coals  shall  not  be  applied 
until  substantial  grounds,  plugs  and  other 
provisions  have  been  installed  by  respective 
contractors  to  receive  plumbing  fixtures, 
electric  outlets,  radiator  brackets,  or  any 
other  fixtures  or  fittings  to  be  secured 
against  tiled  surfaces. 

(77)  In  new  construction  work,  when 
scratch  coats  are  to  be  applied  directly  to 
concrete,  brick,  hollow  building  tile,  stone 
or  other  masonry  without  furring,  the  ma- 
sonry surfaces  shall  be  thoroughly  moistened 
but  not  saturated. 

(7S)  In  existing  structures,  where  scratch 
coats  are  to  be  applied  directly  to  masonry 
without  furring,  when  such  masonry  has 
been  previously  coated  with  cement  mortar 
or  cement  plaster,  the  mortar  or  plaster  shall 
be  removed,  or  hacked  and  wire-brushed  in 
such  a  manner  as  to  restore  satisfactory 
suction  for  complete  bonding  of  tlie  scratch 
coat. 

(79)  Where  such  existing  masonry  has 
been  coated  with  mortar  or  plaster  contain- 
ing gypsum  or  lime,  the  mortar  or  plaster. 
or  any  painted  surfaces,  shall  be  entirely' 
removed  and  the  masonry  hacked  and  wire- 
brushed  as  just  described.  In  lieu  of  re- 
moving or  hacking  and  brushing,  such  exist- 
ing surfaces,  if  conformable  to  architect's 
details,  or  if  approved,  may  be  metal  lathed 
to  comply  with  requirements  of  Par.  (86) 
and   (SS). 

(80)  Scratch  coats  for  tilework  shall  not 
be  applied  to  new  unfurred  surfaces  of  con- 
crete or  other  masonry  construction  until 
such  surfaces  shall  have  been  brought  to  the 
required  plane,  plumb,  reasonably-  straight 
and  true,  by  other  contractors,  with  the 
ifaces  free  of  fins,  excessive  voids,  or  pro- 
jecting joints,  and  left  fairly  rough,  ready 
ifor  the  scrubbing  specified  in  Par.    (82). 

(81)  Old  surfaces  of  concrete,  brickwork 
or  stone,  if  smooth,  shall  be  hacked,  rough- 
ened, or  raked  by  the  contractor  applying 
scratch  coats  as  may  be  necessary  to  provide 
satisfactory  bonding  for  the  scratch  coats. 

(82)  Unfurred  concrete  to  be  tiled,  wheth- 
er new  or  old.  shall  be  thoroughly  scrubbed 
ito   clean    the    surface    and    give    it    additional 

roughness.  At  the  option  of  the  tile  con- 
tractor this  may  be  done  by  the  use  of  wnre 
(brushes  or  by  using  muriatic  acid  diluted 
with  6  to  10  parts  of  water,  scrubbed  on 
funtil  the  aggregate  is  exposed,  after  which 
lall  traces  of  acid  shall  be  removed  by 
thorough  rinsing. 

(83)  On  "Wood  Studding  or  Wood  Purring-: 
On  wood  studding  or  wood  fui'ring  to  be 
tiled,   furnish   and   attach    building   paper   and 

I  metal  lath  as  described  in  Par.  (21)  to  (26) 
inclusive  and  Par.  (29).  This  shall  apply  in 
the  case  of  either  old  or  new  structures,  as 
any  existing  lime  or  gypsum  plaster  shall 
invariably  be  removed  by  whatever  contrac- 
tor is  specified  in  such  cases;  old  wood  lath 
to   remain   but    shall    be    covered    with    metal 

I  lath. 

(84)  Where  tiles  form  architraves  of 
doors,    windows,    or   medicine    cabinets,    trims 

I  of  openings,  or  other  features  and  bases, 
furnish  and  secure  strips  of  metal  lath  as 
described  in  Par.    (21)    to    (26)    inclusive. 

(85)  On  Metal  Studding  or  Metal  Purring: 
Where  pressed  steel  studs,  metal  channels, 
tees,  or  other  metal  supports  are  used  for 
partitions  or  furring,  the  metal  lath  in  con- 
nection with  same  will  be  furnished  and 
applied  by   other  contractors. 

(86)  On  G-ypsnm  Blocks.  Where  tiles  are 
to  be  set  against  gypsum  blocks,  furnish  and 
place  a  layer  of  building  paper:  tliis  is  to 
be  overlaid  with  stiffened  expanded  metal 
or  stiffened  wire  lath  as  described  in  Par. 
'26).  the  lath  to  be  secured  in  place  by 
special  anchorage  or  lacing  as  conditions 
require. 

(87)  Alternate.  At  the  option  of  the  tile 
contractor  one  heavy  coat  of  asphaltum 
paint  or  other  equal  damp-proofing  coat  may 
be  sulistituted  for  the  building  paper  back  of 


the    metal    lath    before    specified    for    use    on 
gypsum  blocks. 

(88)  On  Cork  or  Other  Insulation:  Where 
tiles  are  to  lie  set  against  cork  or  other 
insulation,  furnish  and  attach  metal  lath  as 
described  in  Par.  (21)  to  (26)  inclusive.  In 
such  installations,  the  scratch  coat  shall 
contain  suitable  proportions  of  an  estab- 
lished brand  of  waterproofing  compound 
mixed  in  accordance  with  manufacturer's 
directions. 

(89)  The  Scratcli  Coat:  A  scratch  coat 
shall  be  placed  back  of  all  tiles.  The  scratch 
coat  on  unfurred  masonry  shall  be  applied 
in  conformity  with  Par.  (76)  to  (82)  inclu- 
sive. In  all  other  cases,  the  scratch  coat 
shall   be   applied   to    metal    lath. 

(90)  Where  bathtubs  of  built-in  types  are 
set  against  walls  or  partitions  of  masonry  or 
gypsum  construction,  the  scratch  coat  be- 
hind tubs  shall  be  omitted  below  the  under- 
sides of  rims.  Against  supports  involving 
metal  lath  on  wood,  or  steel  studs,  or  fur- 
ring, the  scratch  coat  shall  continue  to  and 
form  close  junction  with  concrete  setting 
beds  of  fioors.  The  tiling  on  all  vertical 
surfaces  in  contact  with  built-in  tubs  shall 
abut  the  top  of  the  rim,  separated  therefrom 
by  a  full  width  joint. 

(91)  The  mortar  for  scratch  coat  shall 
consist  of  one  volume  of  Portland  cement 
and  three  volumes  of  sand.  At  the  option 
of  the  contractor,  hydrated  lime  may  be 
added  not  to  exceed  10  per  cent  of  the 
volume  of  cement  and  sand,  and  plasterer's 
fibre  or  hair  may  be  incorporated  in  the 
scratch   coat. 

(92)  The  scratch  coat  shall  be  Vz"  thick, 
or  more  if  necessary,  to  make  an  even  and 
true  surface  at  the  proper  distance  from  the 
face  of  the  tiles  allowing  for  the  thickness 
of  the  tile  and  for  a  %"  bed  of  setting  mor- 
tar for  floating  work  and  a  Vo"  bed  of  setting 
mortar  for  buttered  work.  The  scratch  coat, 
at  the  option  of  the  contractor,  may  be 
applied   in   two   coats,    instead   of   one. 

(93)  The  scratch  coat  shall  be  applied 
not  less  than  twenty-four  hours  nor  more 
than  forty-eight  hours  before  commencing  to 
set  the  tiles.  While  still  plastic  the  scratch 
coat  shall  be  deeply  scored  or  scratched, 
horizontally,    approximately    1"    apart. 

(94)  Setting  of  Tiles:  Immediately  be- 
fore setting  tiles,  the  scratch  coat  shall  be 
thoroughl.\"  moistened  with  water,  but  not 
saturated. 

(95)  On  the  surface  thus  prepared,  the 
mortar  for  setting  the  tiles  shall  be  applied 
in  accordance  with  either  of  the  methods 
described  in  Par.  (97)  and  (98).  In  the 
absence  of  stipulations  to  the  contrary,  tiles 
may  be  set  by  either  the  floating  or  buttering 
method. 

(96)  Setting  mortar  shall  consist  of  three 
volumes  of  sand  and  one  volume  of  Portland 
cement,  to  which  hydrated  lime  not  to  ex- 
ceed one-tenth  the  volume  of  the  cement  and 
sand  comliined  shall  he  added. 

(97)  Floating-  Method:  Screeds  or  tempo- 
rary guide  strips  shall  be  mortared  plumb 
and  true  onto  the  scratch  coat,  to  accurately 
indicate  the  surface  plane  of  the  mortar  set- 
ting bed.  which  shall  be  rodded  and  floated 
flush  with  the  guide  strips.  A  skim  of  neat 
Portland  cement  shall  be  applied  to  the 
mortar  setting  bed  oi-  the  back  of  each  tile 
as  laid.  Each  tile  shall  be  beaten  into  place 
and  brought  flush  in  plane  with  the  other 
tiles. 

(9S)  Buttering  Method:  The  scratch  coat 
shall  be  spotted  with  small  pieces  of  tile 
mortared  plumb  and  true  to  accurately  indi- 
cate the  plane  of  the  tiled  wall  when  finished. 
Each  tile  shall  be  buttered  and  tamped  in 
place  and  lirought  to  a  plumb  and  true  sur- 
face, flush  with  the  spots  and  with  the  other 
tiles.  The  back  of  each  tile  shall  be  com- 
pletely covered  with  the  mortar,  bed  at  back 
of  tiles  shall  l>e  full  and  even,  and  all  cor- 
ners  and    crc\iccs   filled. 

(99)  Fireplaces:  Tiles  of  fireplace  fac- 
ings or  maiitil  lireasts  shall  be  set  by  either 
the  floating  or  buttering  method,  but  tiles 
of  backs  and  jamljs  shall  be  set  by  the  float- 
ing  method    unless    shown   or    specified    to    be 
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llset  flat,  when  they  shall  be  tightly  bedded 
against  the  surrounding-  masonry  and  set 
with  full  joists  pointed  on  the  face.  Hearths 
to  be  as  specified  in  Par.   (66). 

(100)  Inserts:  In  the  absence  of  stipula- 
tions to  the  contrary,  any  tile  inserts  indi- 
cated or  specified,  may  be  set  by  either  the 
buttering  or  floating  method. 

(101)  Trimmers:  All  caps,  bases,  coves, 
mouldings,  or  other  trim  tiles,  shall  be 
backed  full  with  mortar,  and  tamped  into 
place.  The  reference  by  the  architect  in  his 
specification  or  schedule  to  any  cap,  base, 
quarter-round,  bead,  cove,  combination  tiles 
with  cove  corner  or  angles,  or  any  moulded 
tile,  shall  be  taken  to  carry  with  it  the 
inclusion  of  all  requisite  returns,  stops, 
angles,  corners  or  other  "trimmers"  which 
are  an  established  standard  of  the  Associated 
Tile  Manufacturers,  incidental  to  the  trim- 
mers mentioned,  and  they  shall  be  furnished 
and  set  by  the  tile  contractor,  as  if  espe- 
cially called  for. 

(102)  Grroutingr  and  Jointing':  Vertical 
units  and  joints  shall  be  maintained  plumb 
and  even,  and  all  caps,  bases,  mouldings  and 
horizontal  units  or  joints  shall  be  maintained 
level  and  even.  Joints  in  the  tilework  of 
shower  bath  partitions,  window  jambs,  al- 
coves or  in  returns  to  contiguous  spaces, 
shall  be  maintained  level  and  true  with  the 
joints  of  main  fields.  Every  fourth  course 
of  tile  shall  be  brought  to  a  level  and 
straight  line.  Wooden  wedges,  if  used  for 
this  purpose,  shall  be  removed  before  grout- 
ing is  done. 

(103)  As  soon  as  the  mortar  setting  bed 
has  sufficiently  hardened,  the  tiles  on  walls 
or  other  vertical  surfaces  shall  be  well 
washed  with  clean  fresh  water  and  joints 
between  tiles  shall  be  grouted  or  jointed  as 
mentioned  under  Par.  (104),  (105)  and  (106) 
unless  otherwise  stipulated.  With  the  ex- 
ception of  the  white  Portland  cement  speci- 
fied for  joints  of  white  tiles  in  Par.  (104), 
white  cement,  white  sand,  or  mortar  colors, 
shall  not  be  used  in  grouting  or  jointing, 
except  when  expressly  so  provided  as  men- 
tioned in  Par.    (74). 

(104)  Joints  in  white  bright  glazed  tiles 
shall  be  maintained  at  the  customary  size, 
approximately  3/64",  and  shall  be  filled  with 
white  Portland  cement  mixed  with  water  to 
the  consistency  of  thick  cream.  All  traces 
of  this  grouting  shall  be  wiped  from  faces 
,of  tiles  before  hardening,  and  all  joints  shall 
be  left  full  and   smooth. 

(10.5)  -Widtli  of  Wall  Joints:  Unless  oth- 
erwise shown,  specified,  or  stipulated,  the 
joints  of  other  tiles  shall  approximate  the 
following  widths  with  uniform  variance 
therefrom,  either  more  or  less,  as  shall  be 
desirable  to  cause  the  units,  in  the  hands 
of  skilled  workers,  to  accommodate  them- 
selves to  given  spaces. 

Enamels.  Vitreous  and  Semivitreous  Tiles  -ui" 
Plastic  Tiles  and  Faience i/4" 

(106)  Where  other  kinds  of  tiles,  includ- 
ing ceramic  mosaic,  are  set  on  vertical  sur- 
faces they  shall  be  grouted  or  pointed  and 
left  clean  in  accordance  with  Par.  (71)  to 
(74)  inclusive,  and  (  1 1  Ti )  to  (1:^1)  inclusive. 
TIIiED     CEIIiINGS,     SOPPITS     AND     SII.I.S 

(107)  Preparation  for  the  Scratch  Coat: 
On  Hollow  Building  Tile — ^Vhen  ceilings, 
soffits,  or  sills  are  to  l)e  tiled  on  unfurred 
hollow  building  tile,  the  provisions  contained 
in  Par.  (76)  and  (77)  shall  be  complied  with 
before  applying  the  scratch  coat,  which  shall 
contain  suitable  proportions  of  an  estab- 
lished brand  of  waterproofing  compound, 
mixed  in  accordance  with  manufacturer's 
directions. 

(lOS)  On  Concrete:  The  scratch  coat 
shall  not  be  placed  on  an  unfurred  concrete 
ceiling  or  soffit,  but  shall  be  applied  to  metal 
lath  furnished  and  attached  by  another 
contractor. 

(109)  On  Wood  Joists  or  Wood  Stripping-: 
To  tlie  underside  of  new  wood  joists  or  new 
wood  stri]iping.  furnish  and  attach  expanded 
metal  or  wire  lath  as  described  in  Par.  (21) 
to  (26)  inclusive.  For  existing  wood  joists 
or   stripping  Par.    (S3)    shall   be   followed. 


(110)  On  Suspended  Ceilings  with  Metal 
Supports:  Supports  and  metal  lath  for  such 
types  of  construction  will  be  furnished  and 
applied   by   other   contractors. 

(111)  On  Gypsum  or  on  Cork  or  Other  In- 
sulation: Preparation  for  scratch  coat 
against  gypsum,  or  against  cork,  or  other 
insulation,  shall  be  made  in  accordance  with 
Par.    (S6),    (87)    and    (SS). 

(112)  The  Scratch  Coat:  A  scratch  coat 
shall  be  placed  back  of  all  tiles,  and  be 
applied  either  directly  to  the  hollow  building 
tile  as  mentioned  in  Par.  (107),  or  applied  to 
expanded  metal  or  wire  lath,  either  fur- 
nished and  attached  by  the  tile  contractor  as 
described  in  Par.  (109)  and  (111),  or  by  other 
contractors,  in  accordance  with  the  type  of 
support,   as  mentioned  in  Par.    (110). 

(113)  The  mortar  for  scratch  coat  shall 
be  as  described  in  Par.  (91)  and  shall  be 
applied  to  conform  to  Par.  (92)  and  (93) 
providing  a  y^"  mortar  setting  bed  instead 
of    %". 

(114)  Setting  of  Tiles:  All  tiles  shall  be 
set  in  mortar  and  in  such  manner  as  to 
comply  with  the  descriptions  in  Par.  (94)  to 
(9S)  inclusive  and  with  Par.  (100)  to  (106) 
inclusive. 

SWIMMING   POOLS 

(115)  The  tilework  of  swimming  pools, 
or  of  Turkish  bath,  steam  rooms,  etc.,  shall 
be  prepared  for  and  set  in  accordance  with 
the  requirements  of  all  other  portions  of  the 
Basic  Specification  and  in  addition  the  mor- 
tar setting  beds  and  joints  shall  contain 
suitable  proportions  of  an  established  brand 
of  waterproofing  compound  mixed  in  accord- 
ance with  manufacturer's  directions.  When 
the  walls  and  floors  of  swimming  pools  are 
not  waterproofed,  the  scratch  coats  and  con- 
crete setting  beds  shall  be  waterproofed  as 
specified    for    the    mortar    setting   beds. 

(116)  Life  rails  shall  be  reinforced  with 
properly  shaped  expanded  metal  and  the  high 
point  shall  be  brought  to  an  exact  level  on 
all  sides  of  the  pool.  Scum  gutters  shall 
be  formed  in  accordance  with  details  and 
drained  to  the  outlets  with  a  high  point 
between  each  pair  of  outlets. 

ACCESSORIES 

(117)  The  furnishing  and  setting  of  ac- 
cessories such  as  andirons,  grates,  medicine 
cabinets,  mirrors,  recessed  heaters,  paper 
holders,  soap  cups,  towel  racks,  shelves,  etc., 
are  not  included,  unless  specified  or  sched- 
uled as  a  part  of  the  tile  contract  and  listed 
in  detail.  When  included,  they  shall  be  fur- 
nished, delivered  and  set  by  the  tile  con- 
tractor. 

PINAL  CLEANING  AND  RESPONSIBILITY 
(US)  The  contractor  shall  post  suitable 
notices  or  make  other  provisions  to  the  effect 
that  no  one  shall  pound  about  freshly  tiled 
walls  or  ceilings,  nor  walk  upon  freshly  tiled 
fioors,  for  several  days  after  the  tiles  are 
set.  ■>< 

(119)  Cleaning:  Upon  completion  of  the 
various  portions  of  his  work,  the  tile  con- 
tractor shall  remove  all  unused  materials, 
rubbish,  etc.,  in  connection  with  this  con- 
tract and  shall  give  the  tilework  one  thor- 
ough cleaning  at  the   time  of  its  completion. 

(120)  After  completion  and  cleaning  in 
accordance  with  Par.  (119)  the  obligation  of 
the  tile  contractor  shall  cease  as  to  any 
damage  or  injury  which  may  lie  done  to  the 
tilework  by  others,  and  as  to  any  further 
cleaning  of  the  tilework  upon  final  comple- 
tion of  the  building  as  a  whole,  which  addi- 
tional cleaning  shall  be  done  only  if  so  re- 
quired bv  tlie  architect's  specification. 

(121)  Responsibility:  Neither  the  final 
certificate  nor  payment  nor  any  provision  in 
the  Basic  Specification  shall  relieve  the  con- 
tractor of  responsibility  for  faulty  materials 
or  workmanship,  and  he  shall  remedy  any 
defects  due  thereto,  which  shall  appear  with- 
in a  period  of  one  year  from  the  date  of 
final  completion  of  the  structure,  unless  a 
longer  date  is  stipulated  in  the  architect's 
General  Conditions  or  in  his  Modifications  to 
this  Basic  Specification. 
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AxMEHiGAN  Bridge  GOxMpany 


EASTERN  DIVISION 

71  Broadwav,    NKW  YORK,   N,  Y. 

PITTSBURG  DIVISION 

Frick  Blilding,  PITTSBURG,  PA. 

WESTERN  DIVISION 

208  S.   La  Salle  Strklt,   CHICAGO,  ILL. 


MANUFACTURERS  of 

STEEL   BRIDGES 
STEEL  BUILDINGS 

AND  ALL   CLASSES  OF 

STEEL  STRUCTURES 


INCLUDING 

Barges,    Hulls  ^;/^/  Transmission  Towers 
Heroult   Electric   Furnaces 


FORCINGS 

a?id 

HEAT  TREATMENT 
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STANDARD  SPECIFICATION 
FOR  STRUCTURAL  STEEL  FOR  BUILDINGS 

As  Adopted  By  the  American  Institute  of  Steel  Construction 


Abuttingf  Joints — Section   1 1 
Adjustable  Members — Section   1'.' 
Beams    and    Girders 

Proportioning- — Sec.   7    (a) 

Web  thickness — Sec.   7    (b) 

Weg  splices — Sec.   7    (c) 

Web  stiffeners — Sec.  7   (d) 
(Table  and  Diagram) 

Web   shear — Sec.    5    (d) 

Flange   plates — Sec.    7    (e) 

Crane   girders — Sec.    7    (f) 

Flang-e  connection  to  web — Sec.  7  (g  and  h) 
i  Bearing* — Section  5    (e) 
I  Bending- — Section   5    (c) 
I  Bessemer  Material — Section   3 
Bolts 

Shearing — Sec.   5    (d) 

Bearing — Sec.    5    (e) 

Use  of  finished — See.   13    (d) 

Use  of  unfinished — Sec.   13    (d) 
Burning-  Torch. — Section   20    (i) 
Columns — Section    5    (b) 

(Table  and  Diagram) 

Column   base — Section   S 
Combined  Stress 

Direct  Bending — Section    10    (a) 

Reversal- — Section   10    (b) 
Compression — Section    5    (b) 
Compression   Plang-es — Section    5    (c)    (Table 

and  Dia.sram ) 
Connections — Section  15 
Erection — Section  22 
Eccentric  Loads — Section    9 

Eccentric  Connections — Sections  15   (b  and  c) 
Expansion — Section   17 

1.  This  Specification  defines  the  practice 
adopted  by  the  American  Institute  of  Steel 
Construction  for  the  design,  fabrication,  and 
erection   of  structural   steel  for  buildings. 

:  2.     General : 

To  obtain  a  satisfactory  structure,  the  fol- 
lowing major  requirements  must  be  fulfilled. 

(a)  The  material  used  must  be  suitable, 
of  uniform  quality,  and  without  defects  af- 
fecting the  strength  or  service  of  the  struc- 
ture. 

(b)  Proper   loads   and   conditions   must  be 
•  assumed    in    the   design. 

(c)  The  unit  stresses  must  be  suitable  for 
the  material  used. 

(d)  The  workmanship  must  be  good,  so 
that  defects  or  injuries  are  not  produced  in 
the  manufacture. 

(e)  The  computations  and  design  must  be 
properly  made  so  that  the  unit  stresses 
specified  shall  not  be  exceeded,  and  the  struc- 
ture and  its  details  shall  possess  the  requisite 
strength  and  rigidity. 

3.  Material : 

Structural  steel  shall  conform  to  the  Stand- 
ard Specifications  of  the  American  Societv 
for  Testing  Materials  for  Structural  Steel 
for  Buildings,  Serial  Designation  A  9-21,  as 
amended  to  date 

4.  Loading:: 

(a)  Steel  structures  shall  be  designed  to 
sustain  the  dead  weight  imposed  upon  them, 
including  the  weight  of  the  steel  frame  itself. 
and,  in  addition,  the  maximum  live  load  as 
specified  in  each  particular  case.  Propei- 
provision  shall  be  made  for  temporary 
stresses  caused   by   erection. 

(b)  In  cases  where  live  loads  have  the 
effect  of  producing  impact  or  vibration,  a 
proper  percentage  shall  be  added  to  the  static 
live  load  stresses  to  provide  for  such  influ- 
ences, so  that  the  total  stress  found  in  any 
member  is  an   equivalent   static   stress. 

(c)  Proper  provision  shall  be  made  for 
Stresses  caused  by  wind  both  during  erection 
and  after  completion  of  the  building.  The 
wind  pressure  is  dependent  upon  the  condi- 
tions of  exposure,  but  the  allowable  stresses 
specified  in   section  five    (5),   paragraphs    (fi 


Expansion   Boilers    (Bearing) — Section    5    (d 

Pixed  End  Beams — Section  15   (d) 

General — St-ction   2 

Girders — See  Beams  and  Girders 

Impact — Section  4    (b) 

Inspection — Section  23 

Lattice — Section  16 

Loading- — Section  4 

Material — Section  3 

Net   Sections — Section    12 

Painting- — Section  21 

Pins 

Bending — Sec.  5  (c) 

Shear — Sec.   5   (d) 

Bearing — Sec.  5    (e) 
Reaction  Loads — Section  4    (d) 
Rivets 

Shear — Sec.    5    (d) 

Bearing- — Sec.   5    (e) 

For   main    connection — Sec.    13    (c) 

Long  grip^Sec.  3    (b) 

Xnminal    diameter — Section    13    (a) 

Sj.acing — Sec.    14 
Shearing- — Section  5   (d) 
Stresses — Section    5 
Symmetrical  Members — Section   6 
Temporary  Bracing- — Section  22   (a) 
Tension — Section    5    (a) 
Tie    Plates — Section    15    (a) 
Thickness  of  Material — Section  18 
"Web  Shear — Section  5   (d) 
Workmanship — Section  20 
Wind — .--r^ection   4    (c) 
Wind  Stresses 

Alone — Sec.   5    (g) 

Combined — Sec.    5    (f) 

and  (g),  are  based  upon  the  steel  frame  being 
designed  to  carry  a  wind  pressure  of  not  less 
than  twenty  (20)  pounds  per  square  foot  on 
the  vertical  projection  of  exposed  surfaces 
during  erection,  and  fifteen  (15)  pounds  per 
square  foot  on  the  vertical  projection  of  the 
finished  structure. 

(d)  Proper  provision  shall  be  made  to  se- 
curely fasten  the  reaction  points  of  all  steel 
construction  and  transmit  the  stresses  to  the 
foundations   of  the   structure. 

5.     Allowable  Stresses: 

All  parts  of  the  structure  shall  be  so  pro- 
portioned that  the  sum  of  the  maximum 
static  stresses  in  pounds  per  sq.  in.  shall  not 
exceed  the  following: 

(a)  Tension:  Rolled  Steel,  on  net 
section    18,000 

(b)  Compression:  Rolled  Steel,  on 
short  lengths  or  where  lateral  deflec- 
tion  is   prevented 18,000 

On  gross  section  of  columns, 
18,000 


1-- 


l~ 


lS,000r2 

with  a   maximum   of 15.000 

In  which  I  is  the  unsupported  length  of 
the  column,  and  r  is  the  corresponding 
least  radius  of  g-yration  of  the  section, 
both  in  inches. 

For  main  compression  n-iembers.  the 
ratio  l/r  shall  not  exceed  120,  and  for 
bracing  and  other  secondary  members, 
200. 

(c)  Bending*:  On  extreme  fibres  of 
rolled  shapes,  and  built  up  sections, 
net    section,    if    lateral    deflection    is 

prevented 18,000 

"U'hen  the  unsupported  length  I  ex- 
ceeds 15  times  b.  the  width  of  the 
compression  flang-e,  the  stress  in 
pounds  per  sq.  in.  in  the  latter  shall 
not  exceed. 

20,000 


1+- 


I- 


2.000fc2 
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Woodbridge  Ornamental  Iron  Co. 


INCOUrOK  ATKI) 


Man itfar I  iirers  of 


PRESTEEL  STAIRWAYS 


Office  and  Works:  1519  Altgeld  Street 


Teleplioiir,  Diveisey  5800 


CHICAGO 


Behlen    lloM,    Chicago 
I'"kii)stein  &  Co..  Architects 

Cut  above  shows  how  we  erect 
the  stairs  as  fast  as  the  struc- 
tural steel  is  erected. 

Cut  on  right  shows  same  stair 
in  detail. 

Note  how  platform  is  supported 
from  beam  above. 


PRESTEEL  STAIRWAYS 

Made  to  suit  any  building  or 
condition. 

We  furnish  and  erect  stairways 
to  correspond  with  any  archi- 
tectural design,  plain  or  orna- 
mental balusters  with  newel 
posts  to   match. 

See  our  advertisement  in 
Sweet's  Catalog,  page  546. 
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The  laterally  unsupported  length  of 
beams  and  girders  shall  not  exceed 
40  times  b  the  width  of  the  compres- 
sion flange. 

On  extreme  fibres  of  pins,  when 
the  forces  are  assumed  as  acting  at 
the  center  of  gravity  of  the  pieces. .  27,000 

(  d  t      Shearing-:     On  pins 13,500 

I  111    ]H  iwer-driven    rivets 13,500 

( )n  turned  bolts  in  reamed  holes 
with    a    clearance    of    not    more    than 

1/50  of  an  inch 13,500 

On    hand-driven   rivets 10,000 

On  unfinished  bolts 10,000 

On  the  gross  area  of  the  webs  of 
l)eams  and  girders,  where  /(,  the 
height  between  flanges  in  inches,  is 
not  more  than  60  times  t,  the  thick- 
ness of  the  web  in  inches 12,000 

On  the  gross  area  of  tlie  webs  of 
beams  and  girders  if  the  web  Is  not 
stiffened  where  h,  the  height  be- 
tween flanges  in  inches,  is  more  than 
60  times  t,  the  thickness  of  the  web, 
the  maximum  shear  per  square  inch, 
S/A  shall   not  exceed 

18,000 

1+ 

7, 200/2 

In  which  S  is  the  total  shear,  and  A  is 
the  gross  area  of  web  in  square  inches. 

Double    Single 
Shear      Shear 

(e)      Bearing-:     On  pins 30,000      24,000 

On   power-driven   rivets 30,000      24,000 

On     turned     bolts     in     reamed 

holes   30,000      24,000 

On  hand-driven  rivets 20,000      16,000 

On    unfinished    bolts 20,000      16,000 

On  expansion  rollers  per  lineal 

inch    600    times    the    diameter 

of  the  roller  in  inches, 
(f)  Combined  Stresses:  For  combined 
stresses  due  to  wind  and  other  loads,  the 
permissible  working  stress  may  be  increased 
33%%,  provided  the  section  thus  found  is 
not  less  than  that  required  by  the  dead  and 
live  loads  alone. 

(g)      Members   Carrying-  -Wind   Only: 

For  members  carrying  wind  stresses  only, 
the  permissible  working  stresses  may  be  in- 
creasod    331/3  %\ 

6.  Symmetrical    Members : 

Sections    s'nall    prefeial)ly    be    symmetrical. 

7.  Beams  and  Girders: 

(a)  Rolled  beams  shall  be  proportioned 
by  tlie  moment  of  inertia  of  tlieir  net  section. 
Plate  girders  witli  webs  fully  spliced  for 
tension  and  compression  shall  be  so  pro- 
portioned that  the  unit  stress  on  the  net 
section  does  not  exceed  the  stresses  specified 
in  section  five  (5)  as  determined  by  the  mo- 
ment of  inertia  of  the  net  section. 

(b)  Plate  g-irder  -webs  shall  have  a  thick- 
ness of  not  less  than  l-KiO  of  the  unsupported 
distance  between  the  flanges. 

(c)  Web  splices  shall  consist  of  a  plate 
on  each  side  of  the  web  capable  of  trans- 
mitting the  full  stress  through  the  splice 
rivets. 

(d)  Stiffeners:  Stiffeners  shall  be  required 
on  the  webs  of  rolled  beams  and  plate  girders 
at  the  ends  and  at  points  of  concentrated 
loads,  and  at  other  points  where  h  the  clear 
distance  between  flanges  is  greater  than 
85<V1S.000  (A/S)-],  in  wliich  t  is  the  thick- 
ness of  the  web.  When  stiffnici  s  ;ii^  11- 
quired,  the  distance  in  inches  ImIw.  .  n  iii. m 
shall  not  be  greater  than  SS/yiN.mni  i.V  Si-l, 
or  not  greater  than  6  feet.  When  h  is  greater 
than  60  times  /,  the  thickness  of  the  web  of 
a  plate  girder,  stiffeners  shall  be  required  at 
distances  not  greater  than  6  feet  apart. 
Stiffeners  under  or  over  concentrated  loads 
shall  he  proportioned  to  distribute  such  loads 
into    the  web. 


Plate  girder  stiffeners  shall  generally  be  in 
pairs,  one  on  each  side  of  the  web,  and  shall 
have  a  close  bearing  against  the  flange  angles 
at  points  of  concentrated  loading;  stiffeners 
over  the  end  bearings  shall  be  on  plate  fillers. 
The  pitch  of  rivet  in  stiffeners  shall  not  ex- 
ceed  6". 

(e)  Plang-e  plates  of  all  girders  shall  be 
limited  in  widtli  so  ;is  not  to  exceed  more 
than  6"  or  more  than  12  times  the  thickness 
of  thinnest  plate  Ijeyond  the  outer  row  of 
rivets  connecting  them  to  the  angles. 

(f)  Crane  runway  g-irders  and  the  sup- 
porting framework  shall  be  proportioned  to 
resist  the  greatest  horizontal  stresses  caused 
by   the  operation  of   the  cranes. 

(g)  Rivets  connecting  the  flanges  to  the  web 
at  points  of  direct  load  on  the  flange  betwen 
stiffeners  shall  be  proportioned  to  carry  the 
resultant  of  the  longitudinal  and  transverse 
shears. 

(h)  Rivets  connecting  the  flanges  to  the 
webs  of  plate  girders  and  of  columns  sub- 
jected to  bending  shall  be  so  spaced  as  to 
carry  the  increment  of  the  flange  stress  be- 
tween the  rivets. 

S.     Column  Bases: 

(a)  Proper  provision  shall  be  made  to  dis- 
tribute the  column  loads  on  the  footings  and 
foundations. 

(b)  The  toij  surface  of  all  column  bases 
shall  be  planed  for  the  column  bearing. 

(c)  Column  bases  shall  be  set  true  and 
level,  with  full  bearing  on  the  masonry,  and 
be  properly   secured   to   the  footings. 

1).     Bccentric  Iioading-: 

Full  provision  shall  be  made  for  stresses 
caused  by  eccentric  loads. 

10.  Combined  Stresses: 

(a)  Members  subject  to  both  direct  and 
liending  stresses  shall  be  so  proportioned 
tliat  the  greatest  combined  stresses  shall  not 
exceed   the  allowed  limits. 

(b)  All  members  and  their  connections 
which  are  subject  to  stresses  of  both  tension 
and  compression  due  to  the  action  of  live 
loads  shall  be  designed  to  sustain  stress  giv- 
ing the  largest  section,  with  50%  of  the 
smaller  stress  added  to  it.  If  the  reversal 
of  stress  is  due  to  the  action  of  wind,  the 
member  shall  be  designed  for  the  stress  giv- 
ing the  largest  section  and  the  connections 
proportioned  for  the  largest  stress. 

11.  Abu  ting-  Joints: 

Compression  members  when  faced  for  bear- 
ings shall   be   spliced   sufficiently   to   hold   the 
connecting     members     accurately     in     place. 
Other    joints     in    riveted    work,     whether 
tension  or  compression,  shall  be  fully  spliced 

12.  Net  Sections: 

(a)  In  calculating  tension  members,  the 
net  section  shall  be  used,  and  in  deducting 
the  rivet  holes  they  shall  be  taken  %  inch 
greater  in  diameter  than  tlie  nominal  diam- 
eter  of  the   rivets. 

(b)  Pin  connected  tension  members  shall 
have  the  section  through  the  pin  hole  25  T 
in  excess  of  the  net  section  of  the  member, 
and  a  net  section  back  of  the  pin  hole  equal 
to  75%  of  that  required  through  the  pin  hole. 

13.  Rivets  and  Bolts: 

(a)  In  pi-ojiortioning  rivets,  the  nominal 
diameter  of  the  ri\ets  shall  be  used. 

(b)  Rivets  carrying  calculated  stresse;-- 
and  whose  grip  exceeds  five  diameters,  shall 
liavo  their  number  increased  1%  for  each  ad- 
ditional Vio  inch  in  the  rivet  grip.  Special 
care  shall  be  used  in  heating  and  driving  such 
rivets. 

(c)  Rivets  shall  be  used  for  the  connec- 
tions of  main  members  carrying  live  loads 
which  produce  impact,  and  for  connections 
subject  to  reversal  of  stresses. 

(d)  Finished  bolts  in  reamed  holes  may 
he  used  in  shop  or  field  work  where  it  is  im- 
Iiracticalilo  to  olttain  sat isfactory  power-driven 


403 


TELEPHONES:  HUMBOLDT  5412-1043 


Horizontal  Folding;  Doors 
Compound  Slide  Up  Doors 
Tinclad  Doors 
Steel  Doors 


Passenger  Elevator  Doors 
Art  Metal  Doors 

Rolling  Steel  Shutters 
Sidewalk  Doors 


O.  H.  Hill  Company 

Fire  Doors  and 
Meaker  Doors 

Elevator  Doors  and  Enclosures 


2253-2259  St.  Paul  Avenue 
CHICAGO 


404 


I 


^ 


rivets.  The  finished  shank  shall  be  long 
enough  to  provide  full  bearing,  and  washers 
used  under  the  nuts  to  give  full  grip  when 
turned   tight. 

Unfinished  bolts  may  be  used  in  shop  or 
field  work  for  connections  in  small  structures 
used  for  shelters,  and  for  secondary  members 
of  all  structures  such  as  purlines,  girts,  door 
and  window  framing,  alignment  bracing  and 
secondary   beams   in   floor. 

14.  Bivet  Spacing': 

(a)  The  minimum  distance  between  cen- 
ters of  rivet  holes  shall  be  three  diameLel•^ 
of  the  rivet;  but  the  distance  shall  preferably 
be  not  less  than  41^  inches  for  1 14,  inch  rivets. 
4  inches  for  1%  inch  rivets,  31/0  for  1  inch 
rivets,  3  inches  for  %  inch  rivets,  2 1/^  for 
%  inch  rivets,  2  inches  for  %  inch  rivets, 
and  1%  inches  for  V2  inch  rivets.  The  maxi- 
mum pitch  in  the  line  of  stress  of  compres- 
sion members  composed  of  plates  and  shape.s 
shall  not  exceed  Itj  times  the  thinnest  out- 
side plate  or  shape,  nor  20  times  the  thinnest 
enclosed  plate  or  shape  with  a  maximum  of 
12  inches,  and  at  right  angles  to  the  direction 
of  stress  the  distance  between  lines  of  rivets 
shall  not  exceed  30  times  the  thinnest  plat 
or  shape.  For  angles  in  built  sections  with 
two  gage  lines,  with  i-ivets  staggered,  the 
maximum  pitch  in  the  line  of  stress  in  each 
gage  line  shall  not  exceed  24  times  the  thin- 
nest plate  with  a   maximum   of  18   inches. 

(b)  In  tension  members  composed  of  two 
angles,  a  pitch  of  3'-6"  will  be  allowed,  and 
in  compression  members,  2'-0",  but  the  ratio 
l/r  for  each  angle  between  rivets  shall  not 
be  more  than  %  of  that  for  the  whole 
member. 

(c)  Tlie  pitch  of  rivets  at  the  ends  of 
built  compression  members  shall  not  exceed 
four  diameters  of  the  rivets  for  a  length 
equal  to  1 V2  times  the  maximuin  width  of 
the    member. 

(d)  The  minimum  distance  from  the  cen- 
ter of  any  rivet  hole  to  a  sheared  edge  shall 
be  214  inches  for  1%  inch  rivets,  2  inches 
for  1-/^  inch  rivets,  1%  inches  for  1  inch 
rivets,  1%  inches  for  %  inch  rivets,  1 14  for 
%  inch  rivets,  IVs  for  %  inch  rivets,  and  1 
inch  for  V2  inch  rivets.  The  maximum  dis- 
tance from  any  edge  shall  be  12  times  the 
thickness  of  the  plate,  but  shall  not  exceed 
6   inches. 

15.  Connections: 

(a)  Connections  carrying  calculated  stresses 
except  for  lacing,  sag  bars,  or  angles,  hand 
rails,  or  beam  connections,  shall  not  have 
less  than  2  rivets;  or  for  field  connections  not 
less  than   3   rivets. 

(b)  Members  meeting  at  a  joint  shall  have 
their  lines  of  center  of  gravity  ineet  at  a 
point  if  practicable;  if  not,  provision  shall 
be  made  for  any  eccentricity. 

(c)  The  rivets  at  the  ends  of  any  member 
transmitting  the  stresses  into  that  member 
should  have  their  centers  of  gravity  in  the 
line  of  the  center  of  gravity  of  the  member; 
if  not,  provision  shall  be  made  for  the  effect 
of  the  resulting  eccentricity.  Pins  may  be 
so  placed  as  to  counteract  the  effect  of  l3end- 
ing  due  to  dead   load. 

(d)  When  a  beam  or  girder  "A"  is  con- 
nected to  another  member  in  such  a  manner 
that  "A"'  acts  as  a  continuous  or  fi.xed  end 
beam,  proper  provision  shall  be  made  for  the 
bending  moments  at  such  a  connection. 

(e)  Where  stress  is  transmitted  from  one 
piece  to  another,  through  a  loose  filler,  the 
number  of  rivets  shall  be  properlv  increased; 
tight-fitting   fillers   shall  be  preferred. 

16.  Iiattice: 

(a)  The  open  sides  of  compression  mem- 
bers shall  be  provided  with  lattice  having 
plates  at  each  end  and  at  intermediate  points 
if  the  lattice  is  interi-iipted.  Tie  ])lates  shall 
be  as  near  the  ends  as  practicable.  Tn  main 
members  carrying  calculated  stresses  the  end 
tie  plates  shall  have  a  length  of  not  less  than 
the  distance  between  the  lines  of  rivets  con- 


necting them  to  the  flanges,  and  intermediate 
ones  of  not  less  than  one-half  of  this  dis- 
tance. The  thickness  of  tie  plates  shall  not 
be  less  than  one-fiftieth  of  the  distance  be- 
tw^een  the  lines  of  rivets  connecting  them  to 
the  segments  of  the  members,  and  the  rivet 
pitch  shall  not  be  more  than  four  diameters. 
Tie  plates  shall  be  sufficient  in  size  and  num- 
ber to  equalize  the  stress  in  the  parts  of  the 
members. 

(b)  Lattice  bars  shall  have  neatly  fin- 
ished ends.  The  thickness  of  lattice  ba 
shall  be  not  less  than  one-fortieth  for  single 
lattice  and  one-sixtieth  for  doulile  lattice  01 
the  distance  between  end  rivets;  their  mini- 
mum  width   shall   be  as   follows; 

For  15"  channels,  or  built  section  witli 
31/2"  and  4"  angles — 2i/i"  (%"  rivets),  or 
21/2"    (■%"  rivets). 

For  12",  10",  and  9"  channels,  or  built  sec- 
tions  with   3"  angles — 21^4"    (%"   rivets). 

For  S"  and  7"  channels,  or  built  sections 
with  21/2"  angles — 2"  (%"  rivets),  or  2M" 
( %"  rivets). 

For    6"    and    5"    channels,    or   built    sections 
with    1"    angles — l*^"     (V2"    rivets),    or    1^4 
(,%"  rivets). 

(c)  The  inclination  of  lattice  bars  to  the 
axis  of  the  members  shall  generally  be  not 
less  than  45°;  but  when  the  distance  between 
the  rivet  lines  in  the  flanges  is  more  than 
15  inches,  the  lattice  shall  be  double  and 
riveted  at  the  intersection  if  bars  are  used, 
or  else  shall  be  made  of  angles. 

(d)  I..attice  bars  shall  be  so  spaced  that 
the  ratio  l/r  of  the  flange  included  between 
their  connections  shall  be  not  over  %  of  that 
of  the  member  as  a  whole. 

17.     Expansion: 

Proper  provision  shall  be  made  for  expan- 
sion and  contraction. 

IS.     Minimum   Thickness: 

No  steel  less  than  {;.  inch  thick  shall  be 
used  for  exterior  construction,  nor  less  than 
14  inch  for  interior  construction,  except  for 
linings  or  fillers  and  rolled  structural  shapes. 

These  provisions  do  not  apply  to  light 
structures  such  as  skylights,  marquees,  fire- 
escapes,  light  one-story  buildings  or  light 
miscellaneous  steel  work. 

For  trusses  having  end  reactions  of  35,000 
pounds  or  over,  the  Gusset  Plates  shall  be 
not   less   than    "g    inch    thick. 

19.  Adjustable  Members: 

The  initial  stress  in  adjustable  members 
shall   be   assumed   as   not    less   than    5,000   lbs. 

20.  Workmansliip : 

(a)  All  workmanship  shall  be  equal  to  the 
best  practice  in  modern  structural  shops. 

(b)  Drifting  to  enlarge  unfair  holes  shall 
not  be  permitted. 

(c)  The  several  pieces  forming  built  sec- 
tions shall  be  straight  and  fit  close  together: 
and  finished  members  shall  be  free  from 
twists,  bends,  or  open  joints. 

(d)  Rolled  sections,  except  for  minor  de- 
tails,  shall   not   be   heated. 

(e)  Wherever  steel  castings  are  used, 
they  shall  be  properly  annealed. 

(f)  Punching':  Material  may  be  punched 
V«  inch  larger  th;in  tlie  iKiminal  diameter  of 
the  rivets,  whenever  the  thickness  of  the 
metal  is  eiiual  to  or  less  than  the  diameter 
of  the  rivets,  plus  Vs  inch.  When  the  metal 
Is  thicker  than  the  diameter  of  the  rivet, 
plvis  Vs  inch,  the  holes  shall  l>e  drilled,  or 
sub-punched   and    reamed. 

(g)  Rivets  are  to  be  driven  hot,  and 
wherever  practicable,  by  jiower.  Kivet  heads 
shall  be  of  heinisphfiical  shape  and  uniform 
size  throughout  the  work  for  tlie  same  size 
rivet,  full,  neatly  finished,  and  concentric 
with  the  holes.  Kivets.  after  driving,  shall 
be  tight,  completely  filling  the  holes,  and 
with   heads   in    full   contact  with    the  surface. 

(h)       Compression    joints    depending    upon 
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lontact  bearing  shall  have  the  bearing-  sur- 
faces trulv  faced  after  the  members  are 
riveted.  All  other  joints  shall  be  cut  or 
ilressed  true  and  straight,  especially  where 
i  xposed  to  view. 

(i)  The  use  of  a  burning  torch  is  por- 
niissible  if  the  burned  metal  is  not  carrying 
stresses  during  the  burning.  Stresses  shaii 
not  be  transmitted  into  the  metal  through  a 
burned  surface. 

Jl.     Painting": 

(a)  Parts  not  in  contact,  but  inaccessible 
after  assembling  shall  be  properly  protected 
li.\-  paint. 

(b)  All  steel  work,  except  where  encased 
in  concrete,  shall  be  thoroughly  cleaned  anti 
iriven  one  coat  of  acceptable  metal  protectioii 
well  work  into  the  joints  and  open  spaces. 

(c)  Machine  finished  surfaces  shall  be 
irotected   against   corrosion. 

(d)  Field  painting  is  a  phase  of  mainten- 
:>nce,  but  it  is  important  that  unless  other- 
wise properly  protected,  all  steel  work  shall 
after  erection  be  protected  by  a  field  coat  ot 
good  paint  applied  by  a  competent  painter. 

iL'.     Erection: 

(a)  The  frame  of  all  steel  skeleton  build- 
ings shall  be  carried  up  true  and  plumb,  and 
temporary  bracing  shall  be  introduced 
wherever  necessary  to  take  care  of  all  loads 
to  which  the  structure  may  be  subjected,  In- 
cluding erection  equipment,  and  the  operation 


of  same.     Such  bracing  shall  be  left  in  place 
as  long  as  may  be  required  for  safety. 

(b)  As  erection  progresses  the  work  shall 
be  securely  bolted  up  to  take  care  of  all  dead 
load,   wind  and  erection  stresses. 

(c)  Wherever  piles  of  material,  erection 
equipment,  or  other  loads  are  carried  during 
erection,  proper  provision  shall  be  made  to 
take  care  of  stresses  resulting  from  the  same. 

(d)  No  riveting  shall  be  done  until  the 
structure  has  been  properly  aligned. 

(e)  Rivets  driven  in  the  field  shall  he 
heated  and  driven  with  the  same  care  as 
those  driven  in   the   shop. 

-3.     Inspection: 

(a)  ilaterial  and  workmanship  at  all 
times  shall  be  subject  to  the  inspection  of 
experienced  engineer.s  representing  the  pur- 
chaser. 

(b)  Material  or  workmanship  not  con- 
forming to  the  provisions  of  this  Specification 
shall  be  rejected  at  any  time  defects  are 
found  during  the  progress  of  the  work. 

(c)  Tlie  Contractor  furnishing  such  ma- 
terial or  doing  such  work  shall  promptly  re- 
place the  same. 

(d)  All  inspection  as  far  as  possible  shall 
be  made  at  the  place  of  manufacture,  and  the 
Contractor  or  Manufacturer  shall  co-operari 
with  the  Inspector,  permitting  access  for 
inspection  to  all  places  where  work  is  beii. 
done. 


(f'dntimicil   cm    pnsrc   tii!») 
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TABLE  OF  COMPARATIVE  STEEL  PRICES 
1900—1924 


YEAR 

PIG    IRON 

No.  2  FOUNDRY 

Price  per  gross 

ton — delivered 

Chicago 

BESSEMER 

BILLETS 

Price  per  gross 

ton — delivered 

Chicago 

STEEL 

SKELETONS 

Price    per    net 

ton — delivered 

Chicago 

4  0    STOCKS 

High      1      Low 

High      1      Low 

High      1      Low 

High      1      Low 

1900 

$23.85 
16.00 
23.35 
23.45 
17.70 
19.60 
25.85 
26.85 
18.75 
19.30 
19.30 
15.80 
18.30 
18.50 
14.75 
19.00 
30.50 
55.50 
34.50 
40.50 
46.70 
32.70 
32.60 
32.60 
25  10 

$14.70 
14.50 
16.00 
14.50 
13.50 
16.50 
18.50 
18.40 
17.05 
16.70 
15.80 
14.30 
14.30 
14.20 
13.00 
13.30 
18.50 
30.50 
31.50 
27.25 
33.70 
18.95 
18.70 
23.10 
20  10 

$38.00 
30.50 
35.50 
33.50 
26.00 
29.00 
32.50 
33.30 
31.00 
30.50 
30.50 
26.00 
30.00 
31.50 
24.00 
34.16 
63.16 

103.16 
52.00 
52.40 
69.30 
49.52 
45.42 
50.42 
45.42 

$19.50 
22.70 
30.50 
26.00 
22.50 
25.00 
29.00 
31.00 
28.00 
26.00 
26.00 
22.20 
22.75 
23.00 
22.16 
22.16 
35.16 
50.66 
48.00 
43.00 
49.52 
35.02 
34.02 
40.92 
43.42 

$64.20 

52.40 

51.80 

58.70 

54.00 

56.60 

71.00 

54.80 

52.00 

44.00 

49.60 

61.20 

48.60 

59.00 

94.00 

105.00 

119.00 

110.00 

122.60 

83.60 

90.00 

120.00 

89.00 

$45.60 
48.60 
42.20 
42.20 
54.00 
44.00 
53.60 
45.60 
40.00 
44.00 
39.40 
36.40 
46.60 
37.26 
34.10 
63.80 
95.00 
91.00 
79.00 
92.00 
48.00 
46.00 
71.00 
68.50 

$    85.00 

100.00 

114.00 

111.00 

91.00 

106.00 

104.00 

95.00 

102.00 

94.00 

88.00 

102.00 

109.00 

102.00 

91.00 

100.00 

111.00 

78.00 

99.00 

98.00 

93.00 

1901 

1902 

1903 

1904 

$58.00 
79  00 

1905 

1906 

99  00 

1907 

67  00 

1908 

68  00 

1909 

88  00 

1910 

78  00 

1911 

82  00 

1912 

89  00 

1913 

1914 

77.00 
68  00 

1915. 

•JO    QO 

1916 

9''  00 

1917 

68  00 

1918 

70  00 

1919 

80  00 

1920 

58  00 

1921 

65  00 

1922 

77.00 

go   QQ 

1923 

•1924 

85.00 

To  .Tuly  19th. 
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STANDARD  SPECIFICATIONS  FOR  BILLET-STEEL 
CONCRETE  REINFORCEMENT  BARS 


Serial    Designation:     A    15 — 14. 

The  specifications  for  this  material  are 
-;.sLied  under  the  Hxed  designation  A  15;  tlie 
iial  number  indicates  the  year  of  original 
ssue,  or  in  the  case  of  revision,  the  year  of 
;i.<t   revision. 

Adopted,  1911;  Revised,  1912,  1913,  1914. 

{\)  (a)  Tliese  specifications  cover  tliree 
lasses  of  billet-steel  concrete  reinforcement 
lis,  namely:  plain,  deformed,  and  cold- 
w isted. 

(b)  Plain  and  deformed  bars  are  of  three 
lades,  namely:  structural-steel,  intermedi- 
te   and    liard. 

(a)      The  structural-steel  grade  shall  be 
<  d   unless   otherwise   specified. 

li)      If   desired,    cold-twisted   bars   may   be 

hased   on   the   basis   of   tests   of   tlie   hot- 

I'-d    bars    before    twisting,    in    whicli    case 

mlIi  tests  shall  govern  and  shall  conform  t<i 

he   requirements   specified   for  phiin   bars   of 

ilructural-steel  grade. 

I.     Maniifacture. 

2.  (a)  Tlie  steel  may  be  made  by  the 
Jessemer   or    the   open-liearth    process. 

(b)  Tlie  bars  shall  be  rolled  from  new 
iliets.     No  rerolled  material  will  be  accepted. 


4.  Cold-twisted  bars  shall  be  twisted  cold 
with  one  complete  twist  in  a  length  not  over 
12    times    the    thickness    of   tlie    bar. 

II.     Chemical  Properties   and  Tests. 

5.  The  steel  shall  conform  to  the  follow- 
ing retiuirements  as  to  chemical  composition: 

Phosphorus 
l:!essemer .  .  . 
Open-hearth. 


.not  over   0.10  per  cent 
"       0.05 


6.  An  analysis  to  determine  the  percen- 
tages of  carbon,  manganese,  phosphorus  and 
sulfur,  shall  be  made  by  the  manufacturer 
from  a  test  ingot  taken  during  the  pouring 
of  each  melt,  a  copy  of  which  shall  be  given 
to  the  purchaser  or  his  representative.  This 
analysis  shall  conform  to  the  reqiiirements 
specified    in    Section    5. 

7.  Analysis  may  be  made  by  the  purchaser 
from  finished  bars  representing  each  melt  of 
open-hearth  steel,  and  each  melt,  or  lot  of 
ten  tons,  of  Bessemer  steel,  in  which  case 
an  e.xcess  of  25  per  cent  above  the  require- 
ments specified  in  Section  5  shall  be  allowed. 

III.     Physical  Properties  and  Tests. 

8.  (a)  T!ie  bars  shall  conform  to  the  fol- 
lowing requirements  as  to  tensile  properties: 


Tensile   Properties. 


Plain  Bars 

Deformed  Bars. 

Structur- 

Inter- 

Structui 

Inter- 

Cold- 

Properties 

al  Steel 

mediate 

Hard 

al  Steel 

mediate 

Hard 

twisted 

Considered. 

Grade. 

Grade. 

Grade. 

Grade. 

Grade. 

Grade. 

Bars. 

rensile       strength. 

55,000 

70,000 

55.000 

70.000 

Recorded 
only. 

lb.   per   sq.    in.  . . 

to 

to 

SO. 000  min 

to 

to 

S0,000min. 

70,000 

85,000 

70,000 

85,000 

Yield    point,     min., 

lb.  per  sq.  in .  .  .  . 

33,000 

40,000 

50,000 

33,000 

40,000 

50,000 

55,000 

Elongation  in  8  in. 

min.,    per    cent.  . 

1.400,000* 

1,300.000* 

1,200,000* 
Tens. str. 

1,250,000 

*    1,125,000* 

1,000,000* 

5 

Tens.  str. 

Tens.  str. 

Tens,  str 

Tens.  str. 

Tens.  str. 

(b)  The  yield  point  shall  be  determined 
by  the  drop  of  the  beam  of  the  testing  ma- 
chine. 

9.  (a)  For  plain  and  deformed  bars  over 
in.  in  thickness  or  diameter,  a  deduction 
of  1  from  the  percentages  of  elongation  speci- 
lied  in  Section  8  (a)  shall  be  made  for  each 
increase  of  'a  in.  in  thickness  or  diameter 
above   %   in. 


(b)  For  plain  and  deformed  bars  under 
7/16  in.  in  thickness  or  diameter,  a  deduc- 
tion of  1  from  the  percentages  of  elongation 
specified  in  Section  8  (a)  shall  be  made  for 
each  decrease  of  1/16  in.  in  thickness  or 
diameter  below  7/16   in. 

10.  The  test  specimen  sliall  bend  cold 
around  a  pin  without  cracking  on  the  outside 
of  the   bent  portion,   as   follows: 


Bend-Test   Keciuirenients. 


Thickness 

Plain   Bars. 

De 

formed    Bars 

Cold-      • 

or 

Structu 

ral- 

Inter- 

Hard 

Structural- 

Inter- 

Hard 

twisted 

Diameter 

Steel 

mediate 

Grade. 

Steel 

mediate 

Grade. 

Bars. 

of  Bar. 

Grade. 

Grade. 

Grade. 

Grade. 

Vr 

der  %  in . . . 

ISO  deg. 

180  d3g. 

180  deg. 

180  des. 

1  SO  deg. 

ISO  deg. 

180  deg. 

•    d=t 

d  =  2t 

d--3t 

d=t 

d  =  3t 

d  =  4t 

d=2t 

^1 

130  deg. 

90  deg. 

90  deg. 

90  deg. 

90  deg. 

90  deg. 

180  deer. 

•      drzt 

d  =  2t 

d=3t 

d=2t 

d  =  3t 

d  =  4t 

d-3t 

Explanatory  Note:    d  =  the  diameter  of  pin  about  which  the  specimen  is  bent; 
t=the   thickness   or   diameter  of   the   specimen. 


11.      (a)      Tension  and  bend  test  specimens 

j  for  plain    and    deformed   bars    shall    be    taken 

,  from   the   finished    bars,    and    sliall   be   of   the 

I  full  thickness  or  diameter  of  bars  as  rolled; 

e.xcept  that  tlie  specimens  for  deformed  bars 

may  be  macliined   for  a  length   of  at  least   9 

In.,  if  deemed  necessary  by  the  manufacturer 

to  obtain   uniform   cross-section. 

(b)      T<=nsion   and   bend   test   specimens   foi- 
cold-twisted    bars    shall    be    taken    from    tlie 

*See  Section   9. 


finished  bars,  without  further  treatment;  ex- 
cept  as    specified    in   Section    2    (b). 

12.  (a)  One  tension  and  one  bend  test 
shall  be  made  from  each  melt  of  open-hearth 
steel,  and  from  each  melt,  or  lot  of  ten  tons, 
of  Bessemer  steel;  except  tliat  if  material 
from  one  molt  differs  %  in.  or  more  in  thick- 
ness or  diameter,  one  tension  and  one  bend 
test  shall  be  made  from  bntli  tlie  thickest 
and   the   thinnest   material   rolled. 


I  1  I 


PLAIN    AND 
DEFORMED 
ROUNDS  AND 
SQUARES 

Shipiiiputs 
from  !^tock 
and  >rill 
Kollmo 
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(b)  If  any  test  specimen  shows  defective 
lachining  or  develops  flaws,  it  may  be  dis- 
iiided  and   another  specimen  substituted. 

(c)  If  the  percentage  of  elongation  of 
ny  tension  test  specimen  is  less  than  that 
pecified  in  Section  8  (a)  and  any  part  of 
le  fracture  is  outside  the  middle  third  of 
he  gage  length,  as  indicated  by  scribe 
cratches  marked  on  the  specimen  before 
ssting,    a   retest   shall    be    allowed. 

IV.     Permissible  Variations  in  Weigrht. 

13.  The  weight  of  any  lot  of  bars  sliall 
ot  vary  more  than  5  per  cent  from  the 
lieoretical    weight    of    that    lot. 

V.     Finish. 

14.  The  finished  bars  shall  be  free  from 
liurious  defects  and  shall  have  a  workman- 
ilce    flni.sh. 

VX.      Inspection    and    Rejection. 

15.  The  inspector  representing  the  pur- 
haser  shall  have  free  entry,  at  all  times 
I'hile  work  on  the  contract  of  the  purchaser 
3  being  performed,  to  all  parts  of  the  manu- 
acturer's    works    which    concern    the    manu- 


facture of  the  bars  ordered.  The  manufac- 
turer shall  afford  the  inspector,  free  of  cost, 
all  reasonable  facilities  to  satisfy  him  that 
the  bars  are  being  furnished  in  accordance 
with  these  specifications.  All  tests  (except 
check  analyses)  and  inspection  shall  be  made 
at  the  place  of  manufacture  prior  to  ship- 
ment, unless  otherwise  specified,  and  shall 
be  so  conducted  as  not  to  interfere  unneces- 
sarily with  the  operation  of  the  works. 

16.  (a)  Unless  otherwise  specified,  any 
rejection  based  on  tests  made  in  accordance 
with  Section  7  shall  be  reported  within  five 
working  days  from  the  receipt  of  samples. 

(b)  Bars  which  show  injurious  defects 
subsequent  to  their  acceptance  at  the  manu- 
facturer's works  will  be  rejected,  and  the 
manufacturer  shall  be  notified. 

17.  Samples  tested  in  accordance  with  Sec- 
tion 7,  which  represent  rejected  bars,  shall 
be  preserved  for  two  weeks  from  the  date  of 
the  test  report.  In  case  of  dissatisfaction 
with  the  results  of  the  tests,  the  manufac- 
turer may  make  claim  for  a  i-ehearing  within 
that   time. 


STANDARD  SPECIFICATIONS  FOR  RAIL  STEEL  CONCRETE 
REINFORCEMENT  BARS 

As  Adopted  by  American  Society  for  Testing  Materials,  Philadelphia,  Pa.,  U.  S.  A.,  1913. 


Classes. 

1.  These  specifications  cover  three  classes 
jf  rail-steel  concrete  reinforcement  bars, 
namely:    plain,  deformed,  and  hot-twisted. 

I.  MANUFACTURE. 
Process. 

2.  The  bars  shall  be  rolled  from  standard 
fsectlon  Tee  rails. 

Hot-twisted  Bars. 

3.  Hot-twisted  bars  shall  have  one  com- 
plete twist  in  a  length  not  over  12  times  the 
thickness  of  the  bar. 

a.    PHYSICAIi   PROPERTIES   AND    TESTS. 

4.  (a)  Tlie  bars  shall  conform  to  the  fol- 
lowing minimum  requirements  as  to  tensile 
properties: 

Deformed 
and  Hot- 
twisted 
bars. 


Properties  Con 
sidered. 


Plain  Bars. 


Tensile       strength, 

lb.  per  sq.  in 80,000  80,000 

Yield  point,  lb.  per 

sq.  in 50,000  50,000 

Elongation  in  8  in.,         1,200,000  1,000,000 

per   cent* Tens.  str.         Tens.  str. 

♦  See  Section   5. 

(b)  The  yield  point  shall  be  determined  by 
the  drop  of  the  beam  of  tlie  testing  macliine. 

Modification   in   Elongfation. 

5.  (a)  For  bars  over  %  in.  in  thickness 
or  diameter,  a  deduction  of  1  from  the  per- 
centages of  elongation  specified  in  Section  4 
(a)  shall  be  made  for  each  increase  of  Vs  in. 
in  thickness  or  diameter  above  %  in. 

(b)  for  bars  under  7-16  in.  in  thickness  or 
diameter,  a  deduction  of  1  from  the  per- 
centages of  elongation  .specified  in  Section 
4  (a)  shall  be  made  for  each  decrease  of 
1-16  in.  in  thickness  or  diameter  below 
7-16   in. 

Bend    Tests. 

6.  The  test  specimen  shall  bend  cold 
around  a  pin  without  cracking  on  the  out- 
side of  the  bent  portion,  as  follows: 


Bend  Test  Recxuirements. 


Thickness  or  Diam- 
eter  of   Bar. 


Under    ^^    in. 
%    in.   or  over 


Plain  Bars. 

180  deg. 
d  =  3  t 
90  deg. 
d  =  3  t 


Deformed 
and  Hot- 
twisted 
bars. 
ISO  deg. 
d  =  4  t 
90  deg. 
d  =  4  t 


Explanatory  Note:  d  =  the  diameter  of  pin 
about  wliich  the  specimen  is  bent;  t  =  the 
tliickness  or  diameter  of  tlie  specimen. 

Test   Specimens. 

7.  (a)  Tension  and  bend  test  specimens 
for  plain  and  deformed  bars  shall  be  taken 
from  the  finished  bars,  and  shall  be  of  tlie 
full  thickness  or  diameter  of  bars  as  rolled; 
except  that  the  specimens  for  deformed  bars 
may  be  machined  for  a  length  of  at  least  9 
in.,  if  deemed  necessary  by  the  manufacturer 
to  obtain  uniform  cross-section. 

(b)  Tension  and  bend  test  specimens  for 
hot-twisted  bar.s  shall  be  taken  from  the 
finished  bars,  without  further  treatment. 

Number  of  Tests. 

8.  (a)  One  tension  and  one  bend  test  sliall 
be  made  from  each  lot  of  ten  tons  or  less 
of  each  size  of  bar  rolled  from  rails  varying 
not  more  than  10  lb.  per  yd.  in  nominal 
weight. 

(b)  If  any  test  specimen  sliows  defective 
machining  or  develops  flaws,  or  if  a  tension 
test  specimen  breaks  outside  the  middle  third 
of  the  gage  length,  it  may  be  discarded 
and   another   specimen   substituted. 


III.       PERMISSIBI.E     VARIATIONS     IN 
WEIGHT. 

Permissible   Variations. 

9.  The  weight  of  any  lot  of  bars  shall 
not  vary  more  than  5  per  cent  from  the  theo- 
retical  weight  of  that   lot. 
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AMERICAN  INSTITUTE  OF  STEEL  CONSTRUCTION 
CODE  OF  PRACTICE 


FBEFACi:. 

-Since  the  use  of  .structural  steel  came 
iitii  existence  about  thirty-five  years  ago, 
iiere  has  developed  an  industry  engaged  in 
lie  fabrication  and  erection  of  this  material 
viiich  at  the  present  time  is  annually  fur- 
ishing   over    $300,000,000    worth    of   material 

0  the  public. 

During  this  period  of  evolution  it  is  ob- 
ious      that      many      inconsistent      practices 

1  ould  have  come  into  existence,  and  the 
\mi-rican  Institute  of  Steel  Construction, 
rpresenting  the  industry  between  the  roll- 
m  mills  and  the  buying  public,  has  under- 
ik.ii  the  codifying  of  the  various  condi- 
Miis,  with  a  view  of  establishing  uniform 
ractice. 

The  Institute's  Specification  on  the  design, 

:  srication,    and   erection    of    structural    steel 

~   l)een   received  with   widespread   approval, 

this    Code    of    Standard    Practice    is    now 

it;-  issued  to  cover   conditions   not   touched 

II    I  he    Specification. 

Section  1.  Desig-n. 
'iiless  otherwise  specified  or  required,  the 
iin,  fabrication  and  erection  of  structural 
1  shall  conform  to  the  Standard  Speci- 
ition  of  the  American  Institute  of  Steel 
instruction  for  buildings,  dated  June  1, 
'-'■'•.   or  as  amended   to   date. 

Section   2.     Classification. 
Creneral. 
The  steel   and   iron   items   entering   into   the 
-  iistruction   of   a    structure   are   divided   into 
li.     following    classes: 
CLASS   "A" — Structural    Steel    and    Iron 
("LASS    "B" — Ornamental    Steel    and   Iron 
CLASS   "C" — Steel    Floor    Joists 
i'r>ASS   "D" — Miscellaneous    Steel   and   Iron 
!    contracting   to   furnish   the   material   for 
ii'ucture    where    the    material    to    be    fur- 
...  iied   is   designated   as   structural    steel   and 
ron,    ornamental    steel    and    iron,    steel    floor 
;ioists,    or    miscellaneous    steel    and    iron,    the 
Seller    will    furnish    only    such    items    under 
I'ach    classification    as    are    listed    below,    and 
no    other    items    will    be    included    unless    by 
special    understanding.      In    cases    where    ma- 
terials   in    excess    of    minimum    requirements 
ire   furnished    to    provide    for   waste    or    loss, 
ill   unused   material   remaining   after  comple- 
tion   of    work    shall    he    the    property    of    the 
Seller   and    returned    to    him. 
(b)     Class  "A"  Structural  Steel  and  Iron. 

Contracts    taken    to    furnish    the    structural 
steel    and    iron    for    a    building    are    based    on 
furnishing    the    following    items    onl.v; 
;-\nchors  for   structural   steel   only 
i  Bases 

[Beams    of    rolled    structural    steel 
'Bearing   plates   for   structural    steel 
;  Brackets   made   of   structural   steel    shapes 
Channels   of   rolled   structural    steel 
Channels    and    angle-supports    only    for    sus- 
pended     ceilings      where      they      attach      to 
'     structural   steel 

IColumns,   structuial  steel,  cast  iron  and  i)ipe 
[Girders   of   structural    steel 
(Hangers   of   structural    steel 
Lintels   as    shown    or    enumerated 

i Marquise  ("structural  frame  only) 
Rivets  and  bolts  for  field  connections,  as 
follows: 
1.  The  Seller  shall  furnish  sufficient  riv- 
|ets  of  suitable  size,  plus  at  least  10%  to 
i  cover  waste  for  all  field  connections  of  steel 
I  to  steel  which  are  designated  as  riveted 
(field   connections. 

1      2.      The      Seller      shall      furnish      suflicient 
bolts     of     suitable     size,     plus     5%     to     cover 
I  waste    ff)r    all    field    connections    of    steel    to 
steel    which    are    designated    to    be    bolted. 
I      3.     No    fitting-up    bolts    will    be    included. 
1      Separators,      angles,      tees,      clips,      bracing 
and  detail   fittings   in   connection    witli    struc- 
tural   steel    frame. 
Tie   rods. 


Trusses  of  structural  steel. 
Unless  specifically  agreed  to  in  the  con- 
tract, the  Seller  of  the  structural  steel  will 
not  provide  field  connections  for  the  orna- 
mental steel  and  iron,  the  miscellaneous 
steel  and  iron,  nor  the  materials  for  any 
other  trades, 
(c)     Class  "B"  Ornamental  Steel  and  Iron. 

Contracts  taken   to   furnish   the   ornamental 
steel    and    iron    foi-    a    Imilding    are    based    on 
furnishing    the    following    items    only: 
All    Bronze    and    Brass    work,     except     hard- 
ware   fittings 
Balconies 

Cast   Iron   Cornices 
Curtain    Guides 

Elevator    fronts    and    enclosures 
Grilles    and    gratings 
Iron   store    fronts 
Lamp    standards    and   brackets 
Marciuise    (steel    or    iron,    except    frame)    see 

Class    "A" 
Ornamental   brackets,    steel    or    iron 
Ornamental    inside    stairs,    steel    or    iron 
Ornamental    outside    steel    or    iron    stairs,    in- 
cluding   fire    escapes 
Safety    treads 

Railings     (gas    pipes,    ornamental    or    brass) 
Sills   and   thresholds    (brass,    steel   or    iron) 
Spiral    stairs,    steel    or   iron 
Window   sills   and   frames,   steel    or   iron 
Wire    woi'k,    ornamental    steel    or    iron 
(  d  )      Class   "C" — Steel  Floor  Joists. 

Contracts  taken  to  furnish  the  steel  fioor 
joists  for  a  building  are  based  on  furnishing 
the   following   items    only: 

Steel  Joists  which  are  not  a  part  of  the 
structural  steel  frame  for  the  building,  and 
which  are  devised  to  carry  the  floor  or  roof 
panels. 

Bracing  and  bridging  for  floor  joists:  clips 
for  fastening  floor  joists. 

Stirrup  and  Hanger  for  Floor  Joists. 
Ties  for  floor  joists, 
(e)  Class  "D"  Miscellaneous  Steel  and  Iron. 
The  nature  and  character  of  the  material 
of  this  classification  makes  it  impossible  to 
cover  all  items  and  it  is  recommended  that 
the  Seller  taking  the  contract  to  furnish  the 
miscellaneous  steel  and  iron  work  for  a 
building  specify  all  items  in  detail  which 
it  is  intended  to  furnish.  The  general  list 
of  items  under  this  classification  is  as  fol- 
lows: 

Area    gratings 

Cast   iron   cover   and   frames 
Cast   iron   rainwater'  receivers 
Cast  ii'on   downspout   shoes 
Cleanouts 
(Z"oal   chutes 
Column    guards 
Door  frames  and  l)ucks 
Foot    scrapers 

I'^urnace    or    fireplace    dampers 
Flag   pole 
Ladders 
Pin   rails 
Sidewalk    doors 

Sills  and  curb  angles,   and   anchors   for   same 
Special    bolts    or    anchors    where     distinctly 

shown   on   the   plans 
Stairs    made    of    plain    structural    steel — not 

including    treads    of   other    materials 
Stacks 

f  teel    and    cast   iron   platforms 
Steel    or   iron   chimney  caps 
Thiml)lcs 

A\'all    plate    anchors 
Wheel    guards 
Window   guards 

Wire    screens    foi'    jiaititions,    door    and    win- 
dow    guards     (this     does     not     include      fly 
screens ) 
(  f )     Materials  Not  Classed  ITnder  the  Above 
Heading's. 
Tile    t'ulldwing    items    are    not    covered    by 
classifications    A,    H,    C.    and    D,    and    will    in 
no    case    be    furnished    by    the    Seller    unless 
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1\ /T  ASSILLON  Bar  Joists  are  standardized  structural  units.  Twenty- 
■^^ -'^  two  sections  meet  every  span  and  load  requirement  in  floor  con- 
struction. Piping  equipment  can  be  placeci  in  almost  any  direction 
without  suspending  the  ceilings  or  raising  the  finished  floor  levels.  Soil 
pipes  can  be  installed  along  walls  or  beams  at  right  angles  to  the  joists. 
There  is  a  2^-inch  space  provideci  to  carry  piping  over  supporting  "I" 
beams.  Architectural  layouts  are  simplified.  Construction  progresses 
with  greater  speed.  Increased  efficiency  and  economy  is  efl-'ected  in 
every  structural,  sanitary  and  mechanical  portion  of  the  building.  The 
joists  are  light  in  weight  and  easily  handled.  Immediate  deliveries  can 
be  made  out  of  stock.  Write  for  complete  information,  safe  loading 
tables  and  name  of  nearest  distributor. 


The  Massillon  Steel  Joist  Company,  Massillon,  Ohio 


O  B^^Fi        _ 


PATENTS      PENDING 


V,  JOISTS 
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specifically  agreed  to  and  mentioned  in  the 
contract.  It  is  not  possible  to  designate 
every  detail,  and  the  list  is  typical  of  ma- 
terial not  included  in  classification  A,  B,  C, 
and  D.  It  is  shown  here  to  assist  the 
Architect  and  Engineer  in  avoiding  confu- 
sion: 

Ash    hoists 
Awning    boxes 
Boilers 

Elevators    or   accessories 
Elevator  guides  or    sheave   bea:ns 
p:xpanded  metal 
Furring 

Glass   for  any  purpose  wliatever 
Hollow  metal  doors  or   fiames 
Hoppers 
Mail  chutes 
Metal   lockers 
Miscellaneous    carpenter     or     masonry     bolts 

for    connecting    wood     to     wood,      steel      to 

wood,   or  wood   to   stone,   etc. 
Name   plates 
Patented   devices 
Pilot   and    driving   nuts 
Reinforcing  steel 
Rolling   doors 
Sheet   metal   work   or   corrugated    sidings   and 

roofing 
Sidewalk  lights 

Steel   sash   and   steel    sash   pai'titions 
Spiral  slides 
Suspended     ceiling,     except     as     noted     under 

Class    "A" 
Tanks    and    pans 
Toilet  partitions 
Treads,   except   steel   or   iron 
Vault    doors 
Ventilating  brick 
Wall,   ceiling  and   floor  registers 
Wood  handrails 
Wood   handrail   brackets 
And   all    other    material    not    mentioned. 
Section  3.     Invoicing-. 

When  conditions  make  it  possible  to 
award  contracts  on  a  lump  sum  basis,  the 
confusion  of  determining  weights  will  be 
avoided.  Scale  weights  involve  a  variation 
which  frequently  lead  to  a  compromise  based 
on    calculated    weights. 

The  rules  hereafter  established,  while  not 
giving  exact  weights,  are  the  basis  upon 
which  the  Seller  must  make  a  lump  sum 
or  a  pound  price  bid,  and  they  eliminate  the 
necessity  of  increased  cost  of  shop  drawings 
'  and  other  refinements  of  manufacture  which 
would  very  materially  increase  costs  if  exact 
weights   were   required. 

(a)  "W eights:  Structural  steel  and  iron 
sold  at  a  unit  price  per  pound,  hundred 
weight  (ion  lbs.)  or  ton  (2,000  lbs.)  shall  be 
invoiced  on  the  calculated  weights  of  shapes, 
plates,  bars,  castings,  rivets  and  bolts,  based 
on  the  detailed  shop  drawings  and  shop  bills 
as   follows: 

1.  Dimensions:  The  weight  will  be  fig- 
ured on  th^-  l)asis  of  rectangular  dimensions 
for  all  plates,  and  overall  dimensions  for 
all  structural  shapes,  and  with  no  deduc- 
tions for  copes,  clips,  sheared  edges,  punch- 
ings,  borings,  milling  or  planing.  When 
Ijlates  can  be  economically  cut  in  multiples 
i>ut  of  one  large  rectangular  plate,  then  the 
calculated  weight  of  the  plates  shall  be 
•Icterinined    by    the    area    of    the    large    plate. 

-.     Over-run. 

(a)  To  the  nominal  theoretical  weights 
•  ■t'    all     sheared     plates    will    be    added    one- 

!:iU'    the    allowance    for    overrun    in    weights 
n    accoidance   with    the    Specifications   of   the 
American   Society   for   Testing   Materials. 
•  See   tables   in   Appendix). 

(b)  Reinforcing  bars  when  not  sold  on 
:i  liasis  of  scale  weights  shall  be  invoiced 
I'.v  the  Seller  at  the  theoretical  weight  plus 
'  '  • '7r  to  allow  for  overrun  weight  of  de- 
iiirmations,  etc. 

(c)  To  the  theoretical  weight  of  all  cast- 
ings shall  be  added  10%  to  cover  average 
"vei-run. 

:;.     Rivets. 

(a)      'I'lic    weight    of    shop    rivets     will     be 


liased  on  the  weights  shown  in  the  following 
table: 

Per  100  Rivets 

1.  Rivets      Va"    in    diameter 20   lbs. 

2.  Rivets      %"    in    diameter 30   lbs. 

'.J.      Rivets      %"    in    diameter .50   lbs. 

4.      Rivets       %"    in    diameter 100   lbs. 

h.      Rivets    1      "    in    diameter 1.50   lbs. 

»>.      Rivets    1%"    in    diameter 250   lbs. 

7.      Rivets    1%"    in   diameter 325    lbs. 

(b)  Field  rivets  and  bolts  shall  be  in- 
voiced at  their  actual  weight. 
4.  Paint:  One-half  of  1%  of  the  theoretical 
weights  of  the  material  painted  will  be 
added  for  each  coat  of  shop  paint.  For 
work  oiled,  one-fourth  of  1%  for  each  coat 
will    be    added. 

Section  4.     Drawing's   and   Specifications. 

(a)  The  Buyer  shall  furnish  tlie  Seller 
within  a  time  agreed  to  in  the  contract  a 
survey  of  the  lot  lines,  together  with  a 
complete  and  full  design  of  the  structural 
steel  frame  definitely  locating  all  openings, 
levels,  etc..  and  showing  all  material  to  be 
furnished  by  the  Seller  with  such  informa- 
tion as  may  be  necessary  for  the  completion 
of  the  shop  drawings  by  the  Seller.  All 
such  information  and  drawings  shall  be  con- 
sistent with  the  original  drawings  and 
specifications. 

(b)  In  cases  of  discrepancies  between 
the  drawings  and  the  specifications  pre- 
pared by  either  the  Seller  or  the  Buyer,  the 
specifications  shall  govern;  and  in  case  of 
discrepancies  between  the  scaled  dimensions 
on  the  drawings  and  the  figures  written  on 
them,  the  figures  shall  govern.  Should  the 
Seller  in  the  execution  of  his  work  find  dis- 
crepancies in  information  furnished  by  the 
Buyer,  he  shall  refer  such  discrepancies  to 
the  Buyer  before  proceeding  further  with 
work  which  would  be  affected. 

(c)  Shop  Drawings  shall  be  made  and 
submitted  to  the  representative  of  the  Buyer, 
who  shall  examine  the  same  and  return 
them  approved  with  such  corrections  as  he 
finds  necessary.  They  shall  be  corrected  by 
the  Seller  if  necessary  and  returned  for  the 
Buyer's  file  as  finall.v  approved.  The  Seller 
may  proceed  with  shop  work,  but  in  so 
doing,  he  shall  assume  responsibility  for 
having  properly  made  the  corrections  indi- 
cated by   the   Buyer. 

(d)  Shop  Drawings  prepared  b.v  the 
Seller  and  approved  by  a  representative  of 
the  Buyer  shall  be  deemed  the  correct  in- 
terpretation of  the  work  to  be  done,  but  does 
not  relieve  the  Seller  of  responsibility  for 
the    accuracy    of    details. 

(e)  After  the  plans  and  shop  drawings 
have  been  "approved"  or  "approved  as  noted" 
by  the  authority  designated  in  the  contract, 
any  further  changes  required  shall  be  made 
at    the    expense    of    the    Buyer. 

(f)  When  detailed  shop  drawings  are 
furnished  by  the  Buyer  no  responsibility 
for  misfits  due  to  errors  in  the  drawings 
will    l>e    assumed   l)y    the    Seller. 

Section  5.     Good  Workmanship  and  Standard 
Practice. 

Good  workmanship  and  standard  practice 
in  a  modern  strucliiral  shop  is  defined  as 
follows: 

(a)  Material:  Stock  material  should  be 
of  a  quality  substantially  equal  to  that 
called  for  Ijy  the  snecifications  of  the  Amer- 
ican Society  for  Testing  Material  for  the 
classification  covering  its  intended  use;  and 
mill  test  reports  shall  constitute  sufficient 
record  as  to  the  (luality  of  material  carried 
in  stock.  It  is  obviously  impossible  for  the 
Seller  to  maintain  records  of  heat  or  blow 
numbers  of  evci-y  piece  of  material  in  his 
stock,  and  the  same  shall  not  be  required 
if  all  his  stock  purchases  are  made  under 
an  established  specification  as  to  grade  and 
qualit.v. 

Whenever  a  shop  maintains  such  a  prac- 
tice in  carrying  a  stock  of  material,  it  is 
deemed  good  practice  to  permit  the  use  of 
such  stock  material  in  its  fabricating  opera- 
tions   whenever    the    sliop    desires    to    do    so, 
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instead  of  ordering  items  from  the  mill  for 
a  specific  operation.  Stock  materials  bought 
under  no  particular  specifications,  or  under 
specifications  materially  less  rigid  than 
those  mentioned  above,  or  stock  material 
which  has  not  been  subject  to  mill  or  other 
r.  cognized  test  reports,  shall  not  be  used, 
•  x<-ept  as  noted  below,  without  the  approval 
t    the    Buyer   and    under    rigid    inspection. 

It  is  permitted  to  use  unidentified  stock 
material  free  from  surface  imperfections  for 
sliort  sections  of  minor  importance  or  for 
small  unimportant  details,  where  the  quality 
..t  the  material  could  not  affect  the  strength 
vi:  the  structure. 

(b)  Straiffhtening-:  All  material  shall  be 
straight,  and  if  straightening  or  flattening  is 
necessary,  it  shall  be  done  by  a  process  that 
will  not  injure  the  material.  Sharp  kinks 
or  bends  shall   be  cause  for  rejection. 

(c>  Punching':  The  punch  shall  be  -^g" 
larger  than  the  nominal  diameter  of  the 
rivet,  and  the  die  opening  not  more  than 
%"  larger  than  the  diameter  of  the  punch. 
The  thickness  of  the  material  in  punched 
work  shall  not  be  greater  than  nominal 
diameter  of  tlie  rivet,  plus  %".  The  ac- 
curacy of  the  punching  shall  be  such  that 
for  any  group  of  holes  when  assembled, 
75%  shall  admit  a  rod  equal  to  the  diam- 
eter of  the  cold  rivet  at  right  angles  to  the 
plane  of  the  connection,  otherwise  the  holes 
shall  be   reamed. 

Likewise,  when  work  is  assembled,  all 
holes  which  will  not  admit  a  rod  %"  smaller 
than  the  nominal  diameter  of  the  cold  rivet 
shall   be    reamed. 

(d)  Beaming:  Reamed  holes  shall  not  be 
required  unless  specifically  agreed  to  in  the 
contract.  When  specifications  require  that 
work  shall  be  sub-punched  and  reamed,  the 
die  used  for  punching  shall  be  i'b"  smaller 
than  the  nominal  diameter  of  the  rivet,  and 
the  assembled  holes  shall  be  reamed  to  a 
diameter  of  iV"  larger  than  the  nominal 
diameter    of    the    rivet. 

(e)  Planing:  Planing  or  finishing  of 
sheared  plates  or  shapes  will  not  be  required 
unless  specifically  called  for  by  the  specifi- 
cations or   drawings. 

(f)  Assembling:  All  parts  of  riveted 
members  shall  be  well  pinned  or  bolted  and 
rigidly  held  together  while  riveting.  Drift- 
ing done  during  assembling  shall  not  distort 
the  metal  to  enlarge  the  hole  on  the  side 
on  whicli  the  die  was  used  in  punching. 

Finished  members  shall  be  true  to  line 
and  free  from  twists,  bends  and  open  joints. 
It  is  not  the  function  of  fitting  up  bolts  to 
bring  improperly  straightened  material  into 
place,  thus  causing  a  strain  on  the  rivets 
in   the   finished   work. 

Compression  members  shall  not  have  a 
lateral  variation  greater  than  1  to  1000  of 
the  axial  length  Ijetween  the  points  which 
are  to  be  lateially  supported. 

An  allowable  variation  of  s's"  is  permissi- 
ble in  the  overall  length  of  members  with 
both    ends    milled. 

Members  without  milled  ends  which  are 
to  be  assembled  to  other  steel  parts  of  the 
structure  shall  not  have  an  error  greater 
than  i\-"  for  members  30  feet  or  less  in 
length,  and  not  more  than  %"  for  members 
over  30   feet   in   length. 

(g)  Riveting:  Rivets  shall  be  heated 
uniformly  to  a  light  cherry  red,  and  shall 
be  driven  and  the  heads  forined  with  a 
proper  sized  die  while  hot.  When  heated 
and  ready  for  driving,  rivets  shall  be  free 
from  slage  scale,  and  carbon  deposits.  When 
driven  they  shall  completely  fill  the  holes. 

Loose,  burned  or  otherwise  defective  riv- 
ets shall  be  replaced.  After  driving,  the 
rivet  heads,  shall  be  full,  neatly  made,  con- 
centric with  the  rivet  hole,  and  in  full  con- 
tact with  the  surface  of  the  member.  Caulk- 
ing the  rivet  head   shall   not   be   permitted. 

(h)  Burning  Torch:  The  use  of  a  burn- 
ing torch  is  permis.siV)le  if  the  burned  metal 
is  not  carrying  stresses  during  the  burning. 
Stresses  shall  not  be  transmitted  into  the 
metal   through   a  burned   surface. 


The  material  adjacent  to  a  burned  surface 
for  a  distance  equal   to   the   thickness  of  the 
material    shall    not    be    considered    a   part    of 
the   net   section   for   tension   members. 
Section    6.      Inspection    and    Delivery. 

(a;  Inspection:  The  Seller's  shop  serv- 
ice includes  inspection  by  his  own  inspectors, 
and  shop  or  mill  inspection  other  than  this 
shall  be  paid  for  by  the  Buyer,  except  when 
otherwise    called   for    in    the    specification. 

(b)  Acceptance  of  Materials:  When  ma- 
terial is  inspected  by  a  representative  of  the 
Buyer  at  the  shop,  the  acceptance  of  such 
material  by  the  Buyer's  representative  shall 
be  considered  the  Buyer's  final  approval,  but 
the  Seller  shall  be  responsible  for  the  ac- 
curacy of  the  work  and  for  defective  mate- 
rial or  workmanship  which  may  be  discov- 
ered before   the  completion   of  the   structure. 

(c)  Order  of  Delivery:  Unless  the  order 
or  sequence  of  delivery  is  specifically  ar- 
ranged for  before  the  work  is  undertaken, 
it    will   be   at    the    convenience    of    the    Seller. 

(d)  Materials  Sold  Delivered.  Wlien 
material  is  sold  delivered  on  cars  or  trucks 
at  the  site  of  the  structure,  all  unloading 
shall  be  done  by  the  Buyer,  and  all  respon- 
sibility to  persons  or  property  during  such 
unloading    shall    be    at    the    Buyer's    risk. 

(e)  Iioss  in  Shipment  wliere  Material  Is 
Sold  Pahricated  Only:  The  quantity  of  ma- 
tei'ial  shown  by  the  shipping  statements  will 
in  all  cases  govern  settlements  unless  notice 
of  shortage  is  immediately  reported  to  the 
agent  of  the  delivering  carrier,  and  his 
signed  verification  obtained,  and  like  notice 
sent  to  the  Seller  within  48  hours  after 
receipt  of  the  shipment,  in  order  that  the 
alleged  shortage  may  be  investigated  by  the 
Seller. 

(f)  Storage  of  Material:  Where  condi- 
tions make  it  necessary  that  material  be 
stored  for  any  length  of  time,  and  the  con- 
tract does  not  provide  for  such  storage, 
payments  are  to  come  due  and  be  payable 
the  same  as  if  the  material  had  been  de- 
livered at  the  building  site;  and  the  Seller 
shall  be  compensated  for  handling  storage, 
and  other  increased  expenses  as  may  result 
from   such   conditions. 

Section   7.     Erection. 

(a)  Foundations:  Tlie  Seller  or  Erector 
shall  not  be  responsible  for  the  strength  or 
suitaljility    of    the    foundations. 

(b)  Building  Iiines  and  Bench  Marks: 
Building  Lines  and  Bench  Marks  at  the  site 
of  the  structure  shall  be  accurately  located 
by  the  Buyer,  and  carefully  shown  or  de- 
scribed by  him  or  his  representative  to  the 
steel   erector   or   his  engineer. 

(c)  Steel  or  Cast  Iron  Bases.  All  steel 
grillage,  slabs,  or  cast  iron  bases  in  bridge 
or  building  work  shall  be  set  to  grade  and 
line  by  the  Buyer  unless  otherwise  specifi- 
cally  agreed    upon. 

(d)  Anchor  Bolts.  All  anchor  or  founda- 
tion bolts   shall  be  set  by   the   Buyer. 

(e)  'Working  Koom:  The  erection  con- 
tractor shall  be  entitled  to  sufficient  space 
at  the  site  of  the  structure  in  a  place  con- 
venient to  him  to  place  his  derrick  and  other 
necessary  erection  equipment.  WTien  con- 
ditions at  the  site  permit,  he  shall  be  enti- 
tled to  storage  space  for  enough  material 
to  keep  his  erection  force  in  continuous 
operation. 

(f)  Plumbing  Up:  The  temporary  guys 
and  braces  sli:ill  be  the  property  of  the 
Seller,  and  if.  after  the  steel  has  been 
plumbed  and  leveled,  the  work  of  completing 
tlie  structure  by  other  contractors  is  sus- 
pended or  delayed,  the  owner  of  the  tem- 
porary guys  and  braces  shall  receive  rea- 
sonable compensation  for  their  use.  The 
guys  shall  be  removed  by  the  Buyer  at  his 
expense  and  returned  to  the  Seller  in  as 
good  condition  as  when  placed  in  the  build- 
ing  witli    a    reasonable    depreciation. 

Immediately  upon  comiiletion  by  the  steel 
erector,  the  Buyer  shall  assure  himself  by 
whatever  agencies  he  may  elect,  that  the 
steel  erector's  work  is  plumb  and  level,  and 
properly   guj'ed.      If  it   Is  not,   he   should    Im- 
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mediately  notify  the  erector  and  direct  him 
to  perfect  his  work.  After  the  steel  erector 
has  guyed  and  plumbed  the  work  once  to 
the  satisfaction  of  the  Buyer,  his  responsi- 
bility ceases.  Any  further  work  in  guying- 
or  plumbing  shall  be  performed  entirely  at 
the  Buyer's  expense. 

In  the  setting-  or  erecting-  of  structural 
•Steel  work,  the  individual  pieces  .shall  be 
c-onsidered  plumb  or  level  where  the  error 
does   not  exceed   1   to    500. 

For  exterior  columns  and  columns  adjacent 
to  elevator  shafts  of  multiple  story  build- 
ings, the  error  from  plumb  sliall  not  exceed 
1   to  1000   for  the   total   height   of   the  column. 

(g)  Opportunity  to  Investig-ate  Errors: 
Correction  of  minor  niishts  and  a  reasonable 
amount  of  reaming  and  cutting  of  excess 
stock  from  rivets  will  be  considered  as  a 
legitimate  part  of  erection.  Any  error  in 
shop  work  which  prevents  the  proper  as- 
sembling and  fitting  up  of  parts  by  the 
moderate  use  of  drift  pins,  or  a  moderate 
amount  of  reaming  and  slight  chipping  or 
cutting,  shall  immediately  be  reported  to 
I'-e  Seller  and  his  approval  of  the  method 
of  correction  obtained. 

(h)  Wall  Plates:  All  loose  masonry 
bearing  plates  for  beams,  lintels,  trusses  or 
columns  shall  be  set  to  grade  and  line  by 
the  Buyer  ready  for  the  steel  erector  to  set 
his    work. 

(i)  Iioose  Iiintels:  Loose  Lintels  or 
pieces  of  all  kinds  and  descriptions  required 
by  the  design  of  a  building  to  carry  brick 
work  over  openings,  and  which  lintels  or 
pieces  are  not  attached  in  any  way  to  the 
rest  of  the  steel  structure,  and  cannot  be 
I  placed  except  as  the  masonry  work  advances, 
will  not  be  erected  by  the  steel  erector 
unless   b.v   special   agreement. 

(.i)  Ornamental  Iron  and  Bronze:  Fine 
ornamental  iron  and  bronze  work  is  consid- 
ered as  finishing'  material,  and  shall  not  be 
set  in  a  building  until  after  the  marble, 
plaster,  and  other  work,  except  decorating, 
is  in  place. 

(k)  Elevator  Framing-:  The  setting  or 
ei-ection  of  guides,  cars,  machinery,  cables, 
sheaves,  pans,  etc.,  for  elevators,  is  not  to 
be   required    of  the    steel    erector. 

(1)  Field  Assembling:  The  size  of  as- 
sembled pieces  of  structural  steel  is  fixed 
by  the  permissible  weight  and  clearance  di- 
mensions of  transportation..  Vnless  such 
conditions  are  provided  for  by  the  Buyer  or 
his  engineer,  the  Seller  shall  provide  for 
such  field  connections  as  will  require  the 
least  field  work;  and  such  field  connections 
shall   be  a  part   of   the   erection   work. 

(m)  Cutting-  and  Patching-:  The  Seller 
shall  not  be  required  to  cut  or  patch  any 
work,  except  his  own,  unless  particularly 
specified,  and  will  not  alter  his  own  -work 
required  by  changes  or  inaccuracies  in  the 
building  without  being  reimbursed  for  the 
expense   of  such   changes. 

(n)  Insurance:  The  erector  shall  indem- 
nify and  save  harmless  the  Buyer  from  all 
claims  and  costs  arising  from  any  damage  to 
person  or  property  occurring  in  the  perform- 
ance of  his  own  work  due  to  any  act  or 
neglect   of  his   employees   or   agents. 

(o)  Temporary  Floors:  The  Buyer  shall 
provide  plank,  and  cover  all  floors  required 
by  municipal  or  state  law-s,  excepting  the 
floor  upon  which  the  erecting  deriicks  are 
located.  This  floor  will  be  covered  by  the 
sieel    erector    for    working    ijui-poses. 

(p)      Field       Paint:  Unless       specifically 

agreed  to  in   the  contract,  field  paint  shall  be 
considered  a,  i>hase  of  maintenance,  and   such 
protection   as    is    necessai-y   shall    be    providfd 
lor  by   the   Buyer. 
Section   8.     Delays    in   Prosecution    of   Work. 

(a)  Causes  Not  Controlled  by  Seller  nor 
Buyer:  Xrither  Seller  mir  Huvcr  shall  be 
responsible  for  delays,  rolling  mills,  trans- 
portation, or  due  to  strikes,  fires,  floods, 
storms,  or  any  other  circumstances  beyond 
their  reasonable  control.  In  case  of  delay 
to   work   due    to   any    of   the   above    causes,    a 


reasonable   extension    of   time   shall   be   given 
for  the  completion   of   the  work. 

(b)  Delays  Caused  by  the  Seller:  Should 
the  Seller  at  any  time  refuse  or  neglect  to 
supply  enough  workmen  or  proper  skill  or 
material  of  proper  quality,  or  to  carry  on 
the  work  with  promptness  and  diligence,  the 
Buyer,  if  not  at  fault,  may  give  the  Seller 
ten  days'  written  notice,  and  at  the  end  of 
that  time  if  the  Seller  continues  to  neglect 
the  work,  the  Buyer  may  provide  such  labor 
or  materials  and  deduct  the  cost  from  any 
money  due  or  to  become  due  the  Seller  under 
the  contract,  or  may  terminate  the  employ- 
ment of  the  Seller  under  this  agreement  and 
take  possession  of  the  premises  and  of  all 
materials,  tools,  and  appliances  thereon  and 
ei-nploy  any  other  person  to  finish  the  work. 
In  the  latter  case,  the  Seller  shall  receive 
no  further  payment  until  the  work  be  finish- 
ed; then  if  the  unpaid  balance  that  would  be 
due  under  this  contract  exceeds  the  cost  to 
the  Buyer  of  finishing  the  work,  such  excess 
shall  be  paid  to  the  Seller  but  if  such  cost 
exceeds  such  unpaid  balance,  the  Seller  shall 
pay   the   difference    to    the   Buyer. 

(c)  Delays  Caused  by  the  Buyer:.  The 
Buyer  shall  lie  responsible  for  dehiys  result- 
ing from  lack  of  complete  data  and  from 
changes  or  revisions  or  the  tardy  approval 
of  drawings.  Information  given  later  than 
the  date  fixed  in  the  contract  for  the  delivery 
of  complete  information  shall  not  be  cause 
for  a  claim  by  the  Seller  unless  such  delay 
affects  Seller's  costs  or  manufacturing  op- 
erations. When  such  delays  increase  costs 
or  compel  changes  in  the  Seller's  manufac- 
turing operations  he  shall  be  recompensed 
for   the   damage   resulting. 

If  information  is  available  for  the  Seller 
to  manufacture  or  erect  the  material  in  ac- 
cordance with  the  conditions  of  the  contract 
and  if  he  is  prevented  from  the  orderly  and 
continuous  prosecution  of  such  work  by  any 
act  or  a  neglect  of  the  Buyer,  the  Seller  may 
continue  his  work  and  may  place  fabricated 
material  in  storage  at  his  own  plant  or  else- 
where and  the  Buyer  shall,  upon  tender  of 
transfer  of  title,  pay  for  said  material  as  if 
it  had  been  delivered  under  the  terms  of  the 
contract.  The  Buyer  shall  also  recompense 
the  Seller  for  all  expense  incurred  in  the 
storing,  caring  for,  or  rehandling  of  said  ma- 
terial: and  for  damage  resulting  from  chang- 
ed manufacturing  operations.  On  erection 
work  the  Seller  shall  be  recompensed  for 
any  extra  expense  incurred  in  wages  and 
in  the  transportation  of  men  or  equipment 
to  and  from  the  site  and  their  maintenance 
at  the  site  during  the  period  of  delay,  also 
for  extra  expense  resulting  from  overtime 
made   necessary   by   such   delay. 

If  for  more  than  one  month  at  any  time, 
any  act  or  neglect  of  the  Buyer  or  any  legal 
proceeding  taken  against  him,  prevents  the 
starting  or  continuous  prosecution  of  the 
work,  the  S'eller  may  give  the  Buyer  ten 
days'  written  notice,  and  at  the  end  of  that 
time,  if  the  Buyer  continues  at  fault  or  the 
legal  proceeding  continues  effective,  the  Sel- 
ler may  terminate  his  obligations  under  the 
contract:  in  which  case  the  Buyer  shall  at 
once  pay  the  Seller  for  the  work  done  and 
material  provided,  and  all  damages  the  Sel- 
ler may  sustain,  including  damages  result- 
ing  from   changed    sho))    operations. 

Section  9.     Extra  Work. 

(a)  General:  Charges  for  extra  work,  or 
work  not  covered  l>y  the  contract,  shall  be 
made  on  a  basis  that  is  definitelx'  and  mutu- 
ally understood  l)etween  the  Buyer  and  the 
Seller  at  the  time  the  occasion  for  such  ex- 
tra expense  arises. 

In  the  absence  of  such  an  understanding 
between  the  Buyer  and  tbt>  Seller,  the  fol- 
lowing  is   listed   as  proper  expenses. 

(b)  Material:  All  extra  material  reciuir- 
ed  shall  lie  imniced  out  at  current  warehouse 
prici'S,  i)lus  cost  of  fabrication,  including 
regular  overhead  costs,  i)lus  transportation 
costs,  and  an  agreed  percent  for  profit. 

(c)  Drafting-  Iiabor:  All  exti-a  labor  in 
the    drafting    room    shall    lie    invoic-od    out    at 


421 


SCULLY  WROUGHT  STEEL  FLOOR  PLATES 

DIAMOND  PATTERN 


Made  of  Open  Hearth 
Steel  of  high  tensile 
strength. 

Diamonds    raised    giving 

rugged     and     firm     foot- 

hold. 

in    stock    for    immediate 

shipment. 


For  Floors,  Stairs,  Plat- 
forms, Thresholds,  Fire 
Escapes,  Approaches, 
Sidewalk  doors.  Gutter 
covers,  Trench  covers, 
etc. 

Write  for  catalog,  also 
our  Stock  List  and  Ref- 
erence Book. 


WE   ALSO   CARRY   A   COMPLETE   STOCK   OF   STRUCTURAL   STEEL,   REINFORCING   BARS 
AND   STEEL  FOR   BUILDING   PURPOSES 

SCULLY  STEEL  &  IRON  CO.,  CHICAGO,  ILL. 

Fhone  Canal  2500  P.  O.  Box  814 


Bronze  Elevator  Enclosure,  Blum  Bldg.,  Chicago 
Alfred  S.  Alschuler,  Architect 


Adelbert  E.  Coleman 

Manufacturers  of 

ORNAMENTAL  IRON 
AND  BRONZE 

FOR  BUILDINGS 

Large  Bower  Barff  Furnace 
and  Electro-Plating  Plant 

Office  and  Works: 

37th  Street  and  Stewart  Avenue 

Telephone    Yards   0088 
CHICAGO 
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cost,   plus   overhead,    plus   an   agreed   percent 
for    profit. 

(d)  Shop  Work:  All  extra  shop  labor 
shall  he  charged  at  actual  cost  as  shown 
by  the  time  cards;  to  this  shall  be  added 
the  overhead  expense,  and  the  use  of  equip- 
ment and  power.  The  sum  of  these  charges 
shall  be  considered  the  actual  cost  of  the 
shop,  to  which  shall  be  added  an  agreed  per- 
cent  for  profit. 

(e)  Pield  "Work:  All  extra  labor  required 
in  the  erection  of  structural  steel  shall  be 
invoiced    as    follows: 

The  actual  labor  cost  shall  be  that  shown 
by  the  time  cards,  to  which  shall  be  added 
the  actual  cost  of  insurance,  the  cost  of  la- 
bor transportation  when  necessary,  and  an 
additional  allowance  for  overhead  expense. 
The  sum  of  these  shall  be  considered  the 
actual  cost,  to  which  shall  be  added  an 
agreed    percent    foi'    jiroflt. 

(f)  Miscellaneous:  Any  additional  cost, 
such  as  hauling-,  painting,  crating,  freight, 
etc.,  shall  be  charged  to  actual  cost,  plus 
overhead,  plus  insurance,  plus  an  agreed 
percent   for   profit. 

(g)  Overtime:  On  contract  work  where 
the  Seller  has  not  agreed  to  work  overtime, 
he  shall  not  l)e  required  to  do  so  without 
being  paid  for  his  txtra  expense  and  a  profit. 

(h)  Extra  Cleaning':  If  because  of  con- 
tinued storage,  or  for  any  other  reason  not 
the  fault  of  the  Seller,  it  should  be  neces- 
sary to  clean  and  repaint  the  steel  work,  the 
cost  of  this  additional  cleaning  and  painting 
should  be  paid  for  as  an  e.xtra,  including 
regular  overhead  charges  as  specified  for  ex- 
tra  work  elsewhere   in   this   section. 

Section  10.     Proposals   and   Contracts. 

(a)  Direct  Contracts:  It  is  recommend- 
ed that  in  all  cases  where  the  structural 
steel  frame  of  a  liuilding  is  self  supporting, 
and  also  in  all  such  other  cases  where  the 
structural  steel  and  iron  items  entering  into 
the  construction  of  a  building  can  easily  be 
separated  from  the  other  materials  of  con- 
struction, that  all  contracts  for  such  struc- 
tural steel  or  iron  be  made  separately  by  the 
owner  or  his  representative  with  the  steel 
contractor. 

(b)  Conflicts:  In  the  event  of  a  conflict 
lietween  the  terms  and  conditions  of  the 
proposal,  and  the  terms  and  conditions  stat- 
'•d  in  the  plans  and  specifications,  the  terms 
'i'   the    proposal    shall    govern. 

(c)  Price  for  Additions  or  Deductions: 
The  Seller  is  not  to  be  required  nor  expect- 
'  d  to  make  the  same  unit  price  for  addi- 
linns  as  for  deductions  to  the  list  of  mate- 
I  ial  required  for  a  structure.  The  contract, 
may,  however,  specify  a  certain  unit  price 
i"i"  such  additional  materials  as  may  be  re- 
Muired  and  a  certain  other  unit  price  for  such 
materials  as  may  be  deducted  from  the  quan- 
tity of  material  as  originally  contemplated 
liy   the   contract. 

(d)  Material  not  Shown  or  Called  for: 
f'lauses  in  the  specification  to  the  effect  that 
;ill  iron  and  steel  items  necessary  to  com- 
iilele  the  structure  shall  be  furnished  by  the 
Seller,  whether  or  not  they  are  shown  on  the 


plans  or  called  for  in  the  specifications,  be- 
ing obviously  unfair,  will  not  be  recognized 
or  subscribed  to.  The  Seller  shall,  however, 
furnish  all  material  and  labor  for  details 
that  may  be  required  for  such  steel  and  iron 
work  as  is  shown  on  the  drawings  or  called 
for  in  the  specification,  although  such  de- 
tails may  themselves  not  be  shown  or  called 
for. 

(e)  Itents  not  to  be  Pumished:  Unless 
specifically  mentioned  in  the  request  for  bids, 
or  specifically  agreed  to,  the  bidders  do  not 
estimate  or  include  the  following  items  in 
their   proposals: 

Any  charges  for  surety  bonds  or  insurance 
not  required  by  law,  or  any  other  general 
charge  such  as  building  permits,  license 
fees  or  taxes  for  permission  to  work  in  city 
or  state,  engineering  fees,  removal  of  rub- 
bish, patching  or  repairing  of  plaster  or  ma- 
sonry work,  office  or  telephone  service,  light 
heat,  fire  insurance,  or  the  erection  of  tem- 
porary   structures,    enclosures,    or    stairs. 

(f)  Terms:  Tlie  following  terms  of  pay- 
ment are  adopted  as  standard  and  will  gov- 
ern in  all  cases,  except  when  otherwise 
agreed  to   in   the   contract. 

1.  All  payments  shall  be  made  in  funds 
current  at  par  in  the  city  in  which  the  Sel- 
ler furnishing   the  material   is  located. 

2.  All  materials  for  export,  net  cash  in 
exchange  for  shipping  documents  will  be  re- 
quired. 

3.  For  all  materials  to  be  erected  by  the 
Seller  the  Buyer  shall  on  the  10th  day  of 
each  month  pay  an  amount  equal  to  not  less 
than  90%  of  the  contract  value  of  all  ma- 
terials shipped,  stored  or  ready  for  ship- 
ment; and  not  less  than  90%  of  the  contract 
value  of  the  erection  performed  during  the 
preceding  month;  and  shall  pay  the  re- 
mainder within  10  days  after  the  completion 
of  the  steel  contract;  but  the  amount  re- 
served by  the  Buyer  shall  at  no  time  ex- 
ceed double  the  contract  value  of  the  work 
remaining    yet    to    be    done. 

4.  When  the  material  which  is  not  to  be 
erected  by  the  Seller  is  sold  to  a  Buyer  whose 
credit  has  been  established  with  the  Seller, 
terms  net  cash  for  contract  value  of  each 
shipment.  Payments  to  be  made  on  the  10th 
day    of   the    month    following   shipments. 

5.  Unless  otherwise  agreed  to  when  ma- 
terial is  sold  delivered  at,  or  freight  allowed 
to  destination,  the  Buyer  shall  pay  freight 
charges  and  the  Seller  shall  accept  receipt- 
ed freight  bills  as  cash  to  apply  on  matured 
payments  due  on  or  after  arrival  at  desti- 
nation of  materials  covered  by  such  freight 
expense    bills. 

6.  Payments  shall  all  be  considered  to  be 
due  and  shall  be  paid  at  the  time  specified, 
regardless  of  the  final  settlement  of  the 
building  as  a  whole,  or  for  the  work  of  any 
other  trade;  and  when  the  contract  is  with 
a  general  contractor  the  payment  for  steel 
shall  not  be  delayed  by  such  general  con- 
tractor pending  his  receiving  estimates  of 
payments    from    the    owner. 

7.  Amounts  past  due  shall  bear  interest 
at    the    maximum    lawful    rate. 


DESIGN  OF  CONCRETE  MIXTURES 

WITHOUT  USE  OF  ABRAMS*  TABLES 


By  Col.  H.  C.  Boyden. 


Pour    variables    must   l)e    considered    in    tlio 
design  of  a  concrete  mixture,   as  follows: 
1.     The  quantity  of  the  cement   (the  mix). 
-.      The    plasticity    (the    slump). 

3.  The    water-cement    ratio    (the    quantity 

of  water). 

4.  The  grading  of  the  aggregate    (fineness 

modulus). 

When  any  two  of  these  variables  are 
fixed  it  becomes  impossible  to  vary  a  third 
Without  varying   the   fourth. 

Consider  the  steps  required  to  design  with- 


out the  use  of  Abrams'  Tables  of  Propor- 
tions and  Quantities*,  a  concrete  mixture  for 
a  desired  strength,  witli  known  aggregates. 
Many  other  prol)lems  will  come  up,  but  it  is 
believed  that  this  will  be  the  most  common. 
An  understanding  of  the  steps  required,  for 
the  solution  of  this  particular  problem  will 
serve   in   the   solution  of  others. 


*  See  Bulletin  9 — Structural  Materials  Re- 
search Laboratorv,  Lewis  Institute,  Chicago, 
1921. 
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UNION   FOUNDRY   WORKS 


General    Office 

1427    First    National 
Bank    Building 


Works 

76th    St.    and 
Greenwood    Ave. 


Structural  and  Ornamental 


IRON   WORK 


A    Large  Stock   of  Structural 
Steel  Shapes  on  Hand 


Office   Phone,    Randolph   3663 
Works  Phone,  Hyde  Park  277 


Trade  Mark 


Approved   by 

Underwriters 

Laboratories,    Inc. 


Castle  Die  Pressed  Steel  Stair  Treads.    Sub-Treads  for  Concrete  Filling. 
Castle  "Star"  Steel  Post-Caps  and  Caps  made  to  Your  Order. 

Post-bases — Wall-boxes — Wall  plates,  Hangers,  Stirrups,  Anchors,  etc. 
Also  Pressed  Steel  Stringers. 


BUILDING    SPECIALTIES    DEPT. 


A.  M.  Castle  &  Co. 


1300-1600  NORTH  BRANCH  ST. 


CHICAGO,  ILLINOIS 


■i;^i 


The  term,  "Known  aggregates,"  does  not 
mean  only  one  of  each  class;  there  may  be 
several  of  each  available,  in  which  case  the 
oroblem  is  worked  out  for  any  or  all  of  the 
.combinations    desired. 

Known — 

Sand    (fine    aggregate). 
Stone    (coarse   aggregate). 
Strength     (desired). 

To  Be  Determined — 

Plasticity       (Governed       by       construction 

needs    for    each    .lob). 
Mixture   (Controlled  by  plasticity,   strength 

and    size    of    aggregate). 
Water-cement  ratio    (Controlled  by  desired 

strength). 
Quantities    of    ingredients    per    cubic    yard 

of  completed  concrete. 
Assume  for  this  particular  problem  a  sand 
graded  from  0  to  No.  S  sieve  and  a  crushed 
.stone  graded  from  No.  4  sieve  to  2  in.  and 
that  concrete  with  a  compressive  strength 
of  3,000  lbs.  per  sq.  in.  at  28  days  is  desired. 
Step  1. 

Determine    Upon    the    Plasticity,    as    Indi- 
cated by  the  Slump.      This   is   determined   by 
t'l.'  actual  knowledge  of  the  slumps  required 
concrete     in     order    that     it      shall     be 
nomically    workable. 
NOTE — For  a   given   aggregate   within   the 
lange    of    plastic    mixtures,     increased    plas- 
tic ity  or  workability    for   the   same    strength, 
,  may   be    obtained    only    by   adding    water   and 
cement    in    stich    proportions    as    to    maintain 
the  same   water-cement   ratio   as    that   giving 
■    desired    strength. 

I  Assume  for  this  problem  that  the  con- 
crete is  to  be  used  for  road  construction  with 
mechanical  tamping.  This  type  of  construc- 
tion will  permit  tlte  economical  use  of  a  con- 
crete having  a   %    to   1   in.   slump). 

Step  2. 

Determine  the  Real  SCix  and  the  Fineness 
Modulus  of  Such  a  Mix.  (The  nominal  mix 
of  1:2:4  would  have  a  real  mix  of  about  1:5 
or  one  volume  of  cement   to  five  volumes   of 

!  aggregate.)  The  calculations  required  for 
the  soltition  of  this  step  are  somewhat  in- 
volved;   in   order    to    simplify    the   work,    four 

.charts  (Fig.  1)  have  been  plotted,  a  separate 
chart  for  each  range  of  slumps  used  in 
Abrams'  Tables.  Each  of  these  charts  has 
four  variables:  strength,  maximum  size  of 
aggregate,  number  of  volumes  of  mixed  ag- 
gregate for  one  volume  of  cement  (the  mix) 
and  the  fineness  modtiltis  of  the  mixed  ag- 
gregate to  be  used.  With  any  two  of  the 
above  variables  known  the  remaining  two 
factors  can  be  obtained.  Using  the  chart  for 
%  to  1  in.  slump  and  the  intersection  of  the 
3,000  lb.  per  sq.  in.  strength  contour  with 
the  2  in.  maximum  size  of  aggregate  contour, 
the  abscissa  indicates  a  fineness  modulus  of 
6.2  and  the  ordinate  a  mixture  of  1:4. S 
which   is   the   REAL,   mix. 

In  the  explanation  under  Figure  1,  atten- 
tion is  called  to  the  fact  that  corrections  to 
the  values  shown  on  the  charts  must  be 
made  where  sands  other  than  0  to  No.  4  are 
used,  therefore  for  this  example,  due  to  us- 
ing 0  to  No.  8  sand,  we  must  add  4  %  to  the 
amount  of  cement  indicated  by  the  1:4.8  mix. 
The   mix    then    becomes    1:4.6. 

Step  3. 

Make  a  Sieve  Analysis  of  Each  Aggreg-ate 

with  set  of  sieves  of  I'.  S.  Standard  sizes 
and  Determine  its  Fineness  Modulus,  by  ad- 
ding together  the  percentages  of  the  total 
aggregate  (preferably  ]>y  weight)  coarsei- 
than  each  sieve,  and  dividing  the  sum  of 
these  percentages  by  100.  (Assume  for  this 
problem  the  fineness  modulus  of  tlie  sand  In 
be  2.G  and  of  the  crushed  stone,  7.3). 

Step  4. 

Calculate   the   Ratio   of   the   Volume   of  the 


Fine    Agfg'reg'ate    the    sum    of    the    Separate 
Volumes    of    Fine    and    Coarse    Ag-gregates. 

Use   the   following   formula: 

Mc  —  M 


Mc 


Mf 


r  =  Ratio  of  volume  of  fine  aggregate 
to  the  sum  of  separate  columns  of 
fine    and    coarse    aggregate. 
Mc  =  Fineness   modulus  of  coarse  ag- 
gregate. 
Mf  =  Fineness     modulus     of     fine     ag- 
gregate. 
M    =  Fineness   modulus   of  mixed   ag- 
gregate. 

We  determined  in  step  2  that  a  fineness 
modulus  of  6.2  was  required  for  the  assumed 
conditions.     The  formula  then  becomes 


7.3 


6.2 


7.3  — 2.5 


0.23 


In  other  words  23%  of  the  total  ag- 
gregate is  sand  and  77%  (1  —  r  =  0.77) 
is   broken    stone. 

Step  5. 

Determine  the  Ratio  of  the  Volume  of 
Mixed  Agg-regate,  of  the  Proportions  De- 
ternvined,  to  the  Volume  of  the  Fine  and 
Coarse  Ag-gregates  Measured  Separately. 
This  denotes  the  yield  of  aggregate  after 
mixing.  This  factor  can  best  be  determined 
liy  tests  on  the  aggregates  to  be  used.  Find 
the  weight  per  cubic  foot  of  fine,  coarse  and 
mixed  (in  determined  proportions)  aggre- 
gates, (note: — Aggregates  should  be  room 
dry  and  measured  in  a  %  cu.  ft.  cylindrical 
measure  with  height  equal  to  diameter. 
Place  aggregates  in  the  measure  in  three 
layers,  rodding  each  layer  30  times  with  a 
pointed  %"  metal  rod,  then  heap  and  strike 
off  level  with  top.)  Use  the  following  formu- 
la: 

(r  X  Wf  -f    (1  —  r)  Wc 
Ya=  — 


Wm 


Ya 


Ratio    or    yield, 
r  =  Ratio     of    fine    aggregate     from 
step   No.    4. 
Wf  =  Unit  weight  of  fine  aggregate. 
Wc  =  Unit    weight    of    coarse    aggre- 
gate. 
Wm  =  Unit     weight     of    mixed     aggre- 
gate. 

For  our  example  we  will  assume   the  sand 
to  weigh  108  lbs.  per  cu.  ft. 

For   our   example   we   w^ill   assume    crushed 
stone  to  weigh    105   lbs.   per  cu.   ft. 

For  our  example  we  will  assume  mixed  ag- 
gregate  to   weigh    123    lbs.   per   cu.    ft. 
and    on    substituting   we    have: 


(0.23  x   108)    -f    (1 


0.23)    105 


123 


-  =  0.86 


or  for  these  conditions  0.23  cu.  ft.  of  sand 
mixed  with  0.77  cu.  ft.  of  coarse  aggregate 
will  give  a  total  volume  of  0.86  cu.  ft.  of 
miried   aggregate. 

Step  6. 

Determine  the  Nominal  Mix.  I'^rom  step 
2  we  find  the  real  mix  to  be  1:4.6,  or  4.6 
\olumes  of  mixed  aggregate  to  1  volume  of 
cement. 

L'sing  the  ratio  Ya  found  in  step  5  we  find 
the  volume  of  the  fine  and  coarse  aggregates 
measui'od    separately    to   bo 


4.6 
0.86 


5.30 


4:>5 
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ORNAMENTAL    IRON 
WORK 

IRON  STAIRS 

ELEVATOR    DOORS 
AND  ENCLOSURES 

IRON  STORE  FRONTS 

IRON    FENCES    AND 
GRILLES 

STEEL    BEAMS    AND 
COLUMNS 

FIRE  ESCAPES 


JOSEPH  HALSTED  COMPANY 

Architectural  Iron  Work 

West  31st  Street  and  Spaiilding  Avenue,  CHICAGO 

Telephone:  Crawford  2600 


ORNAMENTAL  IRON 


Miscellaneous  Iron 
Structural  Steel 
Fire  Doors 
Tin  Clad  Doors 


Hollow  Metal  Doors 
Passenger  Elevator  Doors 
Freight  Elevator  Doors 
Rolling  Steel  Doors 


Whenever  absolute  dependability  is  required,  wherever 

skillful  workmanship  is  essential,  our  quality  service 

and  price  will  warrant  your  consideration 

Manufacturers  and  Erectors  of 

ORNAMENTAL  IRON 

American  Architectural  Iron  Works 


General  Offices 

Room  508, 140  N.  Dearborn  St. 

CHICAGO 


Factory 

2557  St.  Paul  Ave. 


We  shall  gladly  respond  to  your  request  for  information 


426 


:;  X  4.1  (Step  (5) 


fi.v    each    volume    of    cement. 

riierefore: 

Volume  of  sand  =  0.23   (Step  4)  x  5.30  =  1.2 

Volume   of   crushed   stone^O.77    (Step    4) 

X  5.30  =  4.1 

and  the  ITomiual  Mix  =  1:1.2:4.1 

Step  7. 

Determine  tlie  Quantities  of  Each.  Ingre- 
dient per  Ciitoic  Yard  of  Concrete.  This  is 
ipost  easily  accomplished  by  using  Fig.  2, 
\vliich  is  based  on  actual  quantities  de- 
I.  rmincd  in  the  laboratory  from  various  mix- 
tures. Using  the  Real  Mix  (Step  2)  o 
1:4. G  we  find  that  5.73  bags  or  1.43  barrels  of 
anient  is  required  for  each  cubic  yard  of 
liiiished    concrete. 

Then: 
"7^  X  1.2  (Step  6)    =  G.9     cu.     ft.    =    0.25     cu. 
yds.     of     sand     per     cu. 
yd.  of  concrete. 
23.6    cu.    ft.    =    0.87    cu. 
yds.  of  stone  per  cu.  yd. 
of   concrete. 
Step  8. 

Determine  the  Water-Cem.ent  Ratio  for  the 
above  Mixture.  There  are  two  methods  for  this 
.1.  termination,  one  by  the  use  of  Fig.  3,  the 
■  I 'lev  by  determination  in  the  field  from  actu- 
il  i-oncrete  mixed  in  the  proper  proportions 
i'.kI  giving  the  desired  slump.  The  latter 
I  iithod  is  recommended,  as  it  will  give  the 
I  mount  of  water  required  under  field  condi- 
tions and  will  automatically  take  care  of  the 
1 1. sorption  and  water  content  of  the  aggre- 
utites.  This  fiuantity  can  be  checlved  by  the 
use  of  Fig.  3.  remembering  that  the  diagram 
is  based  on  room  dry  aggregates  and  does  not 
take  into  account  either  tlie  water  absorbed 
by  or  the  moisture  content  of  the  aggregates. 
If  a  further  check  is  desired,  the  net  ciuan- 
tity  of  water  required  to  produce  the  desired 
strength  may  be  calculated  from  tlie  follow- 
ing  equation: 

X  =  R   (0.35    +    (0.22   —  M)    N) 

42 
X  ==  Volume  of  water  required   (ratio  to 
volume    of    cement    in    a    batch;    one 
sack  of  cement  assumed  to  be  1  cu. 
ft.   and   to  weigh   94   lb.) 
R  =  Relative  consistency  desired  in  the 
concrete. 
1.00    gives    slump    of    %    to    1      in. 
1.10    gives    slump    of      3    to    4      in. 
1.25    gives    slump    of      6    to    7      in. 
1.50    gives    slump    of      8    to    10    in. 
M  =  Fineness   modulus   of    the    mixed 

gregates     (See    Sten     2). 
N  =  Tlie  mix   (volume  of  mixed  aggregate 
to  one   volume   of  cement,    (See   Step 
2). 
Therefore  in  our  example: 

X   =   1.0    (0.35    -f-    (0.22    —    G.2)    4.6)    = 


ag- 


0.6- 
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=  7.48  (U.  S.  gal.  per  cu.  ft.)  x  0.67  = 
5.00. 

(U.    S.   gal.   of  water  per  sack 
of    cement). 
The  amount   of  water  to  be  added  because 
of   the   absorption    and    to   be    subtracted   be- 
cause of  the   water   already   contained   in    the 
aggregate   can.    if  desired,   be   determined   by 
actual    experiment,    but    certain    approxima- 
tions are  believed  to  be  sufficiently  accurate. 
R.    B.    Young    in     the    Engineering    News- 
[    Record   of   Jan.    1,    1920,    states    that,   "In   cal- 
culating the  water,   allowance  must  be  made 
for    moisture    contained    in    the    aggregate    in 
its  natural  state.     This  has  been  found  to  be 
seldom   less   than   2%    and  usually  between   3 
and    4%.      Tliis    last    is    a    safe    figure    to    use 
except    directly    after    a    rain,    where    six    or 
eight  per  cent  moisture  should  be  allowed  for 
and  it  is  believed   tliat  tliese  allowances  will 
cover  average  construction  conditions." 

The  absorption  of  various  aggregates  may 
be  determined  in  accordance  with  Recom- 
mended Practice  American   Society   for  Test- 


ing IMaterials  1920  Proceedings  Pt.  1  Ap- 
pendix 1,  or  average  quantities  may  be  as- 
sumed  to   be   as   follows: 

Average   sand   2.0%    by  volume. 

Pebbles    and    crushed    limestone    2.0%     by 
volume. 

Porous  limestone   8.0%   by  volume. 

Very    light    and    porous   aggregate    may    be 
as    liigh    as    25.0%    by    volume. 

It  may  he  found  that  the  mixture  design- 
ed, when  used  with  some  aggregates,  will  be 
too  rough  to  work  easily,  and  a  smoother 
mixture  of  the  same  strength  may  be  de- 
sired. The  usual  custom  in  this  case,  is  to 
add  sand  to  the  mixture.  This,  however,  will 
reduce  tlie  strength  of  the  concrete  unless 
more  cement  is  added  to  maintain  the  same 
water-cement  ratio,  as  the  addition  of  sand 
will  require  more  water  to  give  the  same 
plasticity. 

A  new  mixture  must  be  designed  as  fol- 
lows: Assume  that  we  wish  to  increase  the 
sand  in  our  mixture  from  0.23  to  0.33  which 
either  judgment  or  experience  tells  us  will 
give  tlie  proper  workability.  Our  present 
mix  has  a  fineness  modulus  of  6.2  and  in- 
creasing the  sand  to  0.33  will  reduce  the 
stone  to  0.67  and  change  the  fineness  modu- 
lus to  5.7  as  determined  by  following  formu- 
la: 

M  ==  Mf  X  r   -f    (1  —  r)    Mc. 

=  2.5  X  0.33  +  (1  —  0.33)  7.2. 
=  5.7. 
Then  from  Fig.  1  with  a  fineness  modulus 
of  5.7  and  a  strength  of  3.000  lb.  we  find  the 
new  mix  to  be  1:4.4.  With  tliis  new  mix  the 
yield,  nominal  mix,  etc.,  can  be  figured  in 
the  same  manner  as  outlined  above. 

For  the  working  out  of  further  problems 
in  concrete  mixtures  reference  is  made  to 
Bulletin  1  of  the  Structural  Materials  Re- 
search Laboratory,  also  to  the  article  on 
"Examples  of  tlie  Application  of  Abrams' 
Water-Ratio  to  Proportioning  Concrete"  by 
Stanton  W^alker,  publislied  in  the  Proceed- 
ings of  the  American  Concrete  Institute  Vol- 
ume XVI.  1920.  It  is  believed  tliat  any 
proiDlem  liable  to  come  up  in  the  design  of 
concrete  mixtures,  may  be  solved  by  the  in- 
telligent use  of  the  information  presented 
liere   and    in    these    publications. 

Two  examples  of  the  successful  use  of  the 
water-cement  ratio  theory  have  already  been 
cited  and  there  follows  a  fe^w  more  cases 
where  the  use  of  the  theory  has  effected 
economy  and  increased  strength  in  the  con- 
crete. 

Concrete  Road  from  Universal  Cement 
Co.'s  plant  at  Bufflngton,  Indiana,  to  "^Tilting, 
Indiana. 

A  fine  drift  sand  and  two  sizes  of  blast 
furnace  slag,  Vs  to  %  inches  and  %  to  2 
inches  were  used  witli  excellent  results. 
Note  that  none  of  the  aggregates  would 
have  been  acceptable  under  standard  speci- 
fications. 

Grain  elevator  in  Grand  Forks,  N.   D. 

C.   L.    Pillsbury   Co. 

Pre-Cast    Railway    Track    Paving    Slabs    in 
Utah. 

Salt  Lake  and  Utah  R.  R. 

Concrete   Foundation    for   Power    House    of 
Detroit. 

Edison   Co. 

Concrete    Higliways    in    IMaricopa    County. 
Ariz. 
Maricopa    Countv    Highway    Commission. 
(Partial   application   onl.v 

Concrete   Highways   in    I'tali. 

Utali   State  Higliway  Commission. 

Concrete    Highways    in    Oregon. 

Oregon    State    Highway    Commis.sioii. 
(Partial    application    onl.v.  i 

("oncrote    Streets    in    Athens.    Oa. 

City    Engineer. 

Doi-t  Motor  Company's  Plant  at  Flint.  Mich. 

Based  on  relation  between  strength  and 
riuantity  of  mixing  water  shown  in  Figure 
3  and  relation  between  quantity  of  mixing 
water  and  fineness  modulus  of  aggregate 
shown   by   equation    in   Step   S. 

The     lines     sloping    upward     to     tlie     right 
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I  r.w  the  relation  between  quantity  of  ce- 
iient  (the  mix)  and  the  grading-  of  aggre- 
cate  (tlie  fineness  modulus)  for  a  given 
trength   and    consistency. 

The   lines   sloping   upward    to   the   left   give 

he    maximum    value    of     fineness     modulus 

\  hich    may    lie    used    for    an    aggregate    of    a 

\  t-n    maximum    size    for    different    mixtures 

obtain  a  workable  concrete.      (For  method 

1    determining   maximum    size,    see    explana- 

iiin  of  tables   in  Bulletin   9 — Structural  Ma- 

-  rials     Research     Laboratory,     Lewis     Insti- 

ute,    Chicago.) 

\  alues    from    chart    should    be    used    only 

]•    aggregate    having    0 — No.     4    sand    as    a 

,.   aggregate.      The   following   quantities    of 

nent  should  be  added   to    the  values   found 

the  diagrams   for   sands   of  different   size: 

Cement  Added  to 

Correct  for  Size 

Size  of  of  Fine  Aggregate 

Sand  per  cent. 

0 — 2S     12 

0—14     S 

0 — 8       4 

0 — 4        0 

0—%     —4 

The  curve  is  based  on  average  value  from 
nine  different  series  of  tests  made  over  a 
period  of  four  years.  Tests  made  on  6  by 
12-inch  cylinders  at  28  days.  This  curve 
was  used  in  the  construction  of  diagrams 
in   Figure    1. 

Note  that  values  are  net  quantities  with 
no  allowance  for  waste.  The  curve  is  based 
on  average  values  for  aggregate  of  sizes 
shown  in  the  tables  in  Bulletin  9 — Structural 
Materials  Research  Laboratory,  Lewis  Insti- 
tute,  Chicago. 
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Figure  3     Effect  of  quantity  of  mixing  water  on  the 
strength  of  concrete 
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SPECIFICATIONS  FOR  ERECTING  METAL  LATH 

(Short  Form) 

Recommended   by  Associated  Metal   Lath   Manufacturers 
123   W.   Madison   St.,   Chicago 


(A)  MINUVTUM       VTEIGHTS       OP       METAL 
IiATH    (Pounds    per   square   yard). 

(a)     Expanded  Metal  Lath. 

Por  Interior  Work. 

(Spacing  is  maximum  permissible  for 
weight   of   lath   specified.) 

For  vertical  position  attached  to  wood 
btuds,  16  inches  on  centers.  2.5  lbs.  (see  note 
pelow). 

For  horizontal  position  attached  to  wood 
supports  16  inches  on  center  3.0  lbs. 

For  vertical  position  attached  to  metal 
studs  12  and  16  inches  on  center  2.2  and  2.5 
lbs.  respectively. 

For  horizontal  position  attaclied  to  metal 
supports  12  and  16  inches  on  center  3.0  and 
3.4    lbs.    per    sq.    yd.    respectively. 

NOTE:     The    above    requirements    for    Ex- 
panded   Metal    Lath    attached    to   wood    studs 
for  interior  work,  are  in  accordance  with  the 
Underwriter's  one-hour  rating  on  Metal  Lath 
protected      lumber.         Where      Underwriter's 
.'Standards   are   not    exacted,    Expanded   Metal 
l.:Lth    weighing    2.2    pounds    per    square    yard 
■s   regularly   manufactured  and   available   for 
on   wood   studs   spaced   not   to   exceed    16 
es  on  centers. 
1))     Three-eighths-Inch    Bib     Lath. — For 
\  ,rtical   position   attached    to   wood    or   metal 
supports    spaced    not    to    exceed    19i/i.    24,    30 
and    36    inches — 2.5,    3.0,    3.5,    4.0    lbs.    per    sq. 
>  il    respectively. 

For  horizontal  position  attached  to  wood 
'  r  metal  supports  spaced  not  to  exceed  19%. 
.:*  and  30  inches — 3.0,  3.5  and  4.0  lbs.  per  sq. 
y(\.    respectively. 

(c)  Plat  Rib  Lath. — Attached  to  wood  or 
Ml'  tai  supports  for  a  maximum  spacing  of  24 
h  'lies  in  vertical  position,  and  19%  inches 
I'T   liorizontal   position — 3.0   lbs. 

Por   Exterior   'Work. 

For  any  position  attached  to  wood,  metal 
masonry,   etc.,   3.4  lbs. 

(B)  MINIMUM    SIZE    AND     SFACIN(t     OP 
ATTACHMENTS    POR    METAL    LATH. 

(a)  Attachment  to  Wood  Supports. — Met- 
al lath  shall  be  attached  to  wood  studs  and 
.ioists  by  not  less  than  6d  nails  or  lH  in.  No. 
14  gauge  wire  staples  driven  to  a  penetration 
of  not  less  than  %  in.  and  spaced  not  to 
exceed  6  in.  on  center,  provided  further  than 
%-in..  No.  14  gauge  wire  staples  may  be  used 
in  lieu  of  IM  in.  staples,  when  Underwriter's 
Standards  are  not  exacted. 

(b)  Attachment  to  Metal  JJupports. — Met- 
al Lath  shall  be  wired  to  metal  supports  at 
intervals  not  exceeding  6  in.  with  not  less 
than  No.  18  gauge  galvanized  soft  annealed 
wire  and  a  tie  sliall  always  occur  where  sides 
of  sheets  lap  at  channels. 

(C)  SOLID    OR    HOLLOW^,     METAL     STUD 
PARTITIONS. 

(a)  Size  and  Weight  of  Metal  Channels. — 

Metal  studs  for  solid  or  hollow  partitions 
shall  be  not  less  than  ■';4-in.  cold  or  hot  rolled 
channels  weighing  not  less  than  27G  lbs.  per 
1,000  lin.  ft.  and  spacing  of  studs  shall  con- 
form with  weight  of  lath  as  in  Article  "A" 
of  these  specifications. 

(b)  Erection  of  Partitions^ — When  floor 
and  ceiling  runners  arc  used  they  sliall  bo  not 
less  than  1-in.  cold  or  hot  roiled  channels 
weighing  not  less  than  330  lbs.  ner  1.000  lin. 
ft.,  and  shall  be  securely  bolted  or  clamped 
to  the  floor  beams,  soflits  of  concrete  or  terra 
cotta  arches  and  sulistantially  secured  to  top 
of  concrete  or   tile  floors.     Hollow  partitions 

i  shall    have    parallel    lines    of    such    floor    and 
ceiling  runners. 


Studs  shall  be  secured  in  position  by  bolt- 
ing to  floor  and  ceiling  runners  by  bending 
a  shoe  at  the  end  of  studs  and  wiring,  nail- 
ing or  bolting  to  plates,  or  by  inserting  ends 
of  studs  in  holes  drilled  in  top  of  concrete 
or  other  masonry  floors  or  punched  in  soffits 
of  masonry  ceilings,  or  by  bending  a  shoe  at 
ends  of  studs  and  anchoring  to  holes  drilled 
in  floors  and  ceilings,  or  where  metal  lath 
ceilings  are  used  a  small  hole  shall  be  made 
in  the  ceiling  lath  and  the  end  of  the  chan- 
nel allowed  to  project  through  it  and  be 
wired  to  a  runner  channel  attached  to  the 
ceiling   lath. 

Channels  of  a  length  shorter  than  the  total 
height  of  the  partitions  are  permissible,  but 
when  pieced  out  with  short  lengths  the  splic- 
ing shall  be  made  by  lapping  not  less  than 
8  in.  witli  the  flanges  interlocked  and  securely 
wired  together. 

For  hollow  partitions  the  double  studding 
shall  be  spaced  the  proper  distance,  with 
spacers   not  over   3    ft.    centers. 

(D)  SUSPENDED  CEILINCJS  UNDER 
STEEL  OR  CONCRETE  BEAMS. 
JOISTS  OR  PURLINS.  OR  CONCRETE 
OR    HOLLOW    TILE    PLOORS. 

(a)  Hangers. — The  minimum  size  for 
liangers  shall  be  No.  8  galvanized  wire,  1  by 
^^7v  in.  flat  steel,  or  /^  in.  round  mild  steel  rods. 
Hangers  shall  be  spaced  not  to  exceed  4  ft. 
center  to  center  in  both  directions.  (See  note 
under  paragraph    (b)    below.) 

(b)  Runner  Channels  shall  not  be  less 
than  11/2  in.  cold  or  hot  rolled  channels 
weighing  not  less  than  442  lbs.  per  1,000  lin. 
ft.  and  shall  be  spaced  not  to  exceed  4  ft.  on 
centers. 

NOTE:  If  ceilings  are  attached  to  or  sus- 
pended less  than  6  in.  below  beams,  joists, 
floors,  etc.,  runner  channels  may  be  %-in. 
weighing  not  less  than  276  lbs.  per  1,000  lin. 
ft.  But  in  such  cases  hangers  as  in  (a) 
above  shall  be  spaced  not  to  exceed  2  ft.  cen- 
ters along  the  %-in.  runner  channels,  or  the 
hangers  shall  be  of  such  size  and  spacing  as 
to  provide  equivalent  support. 

(c)  Purring"  Channels  shall  be  no  less 
than  %-in.  cold  or  hot  rolled  channels  weigh- 
ing not  less  than  276  lbs.  per  1,000  lin.  ft. 
and  shall  be  spaced  to  correspond  with  the 
spacing  of  horizontal  metal  supports  as  spec- 
ified in  Article  "A"   of  these  specifications. 

(d)  Weights  of  Metal  Lath. — No  Metal 
Lath  used  for  suspended  ceilings  shall  have 
a  weight  less  than  3  lbs.  per  sq.  yd. 

(e)  Tie  Wire  for  attaching  Metal  Lath  to 
channels  shall  be  not  less  than  No.  18  gauge, 
galvanized  soft  annealed  wire.  Tie  Wire 
used  for  securing  furring  channels  to  run- 
ner channels  shall  be  not  less  than  No.  16 
ga.   galv.   soft  annealed   wire. 

(f)  Erection  of  Channel  Prame. — Upper 
ends  of  hangers  of  wire,  rods  or  flats  shall 
be  of  sufficient  length  to  wrap  around  beams 
or  to  provide  a  suitable  anchorage  in  the  con- 
crete or  tile.  Where  steel  beams  or  purlins 
are  not  more  than  4  ft.  center  to  center, 
liangers  may  be  attached  directly  to  them. 
When  hangers  are  hung  from  concrete  beams 
or  arches,  the  hangers  shall  be  placed  before 
concrete  is  poured.  When  ceilings  are  hung 
from  terra  cotta  floors,  hangers  shall  be  in- 
stalled after  the  tile  is  in  place.  A  hole  shall 
be  bored  in  the  tmderside  of  the  tile  and  the 
hanger  inserted  and  securely  anchored  with 
either  a  cross  piece  of  steel  rod  or  toggle 
bolt,  or  the  hanger  may  extend  clear  through 
the  tile  and  be  secured  on  the  upper  side  by 
means  of  a  steel   rod  or  toggle  bolt. 

Lower  ends  of  wire  hangers  shall  be  of 
suflScient  length   to  wrap  around   the  runner 
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19  South  La  Salle  Street 


Phone:  Randolph  1606 


VTAIiTER   li.    EDWARDS,    District   Manager. 
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channels  and  be  given  three  twists  around 
itself.  Lower  ends  of  rod  hangers  shall  be 
I  if  sufficient  length  to  wrap  around  the  run- 
ner channel  with  two  twists  or  be  securely 
wired  to  same.  Lower  ends  of  flat  steel 
liangers  shall  have  holes  punched  at  the  prop- 
er distance  to  which  the  runner  channel  shall 
l)e  bolted  with  not  less  than  %-in.  diameter 
holts. 

Furring  channels   shall  be   erected  at   right 

angles  to  the  runner  channels  and  be  securely 

wired   to    them    by   at    least    three    strands   of 

No.    16    galv.    annealed   wire   at   each   ciossing 

:  or  by   No.    9    wire,    hair-pin    clips. 

!   (E)      ERECTIOKT    OF    METAI.    I.ATK    (Gen- 
eral   Note). 

(a.)      Metal   Lath   shall   be  applied   with   the 
long  dimension  of   the   sheet  across   the   sup- 
lorts    (studs,    joists,    furring   strips,    or  chan- 
nels.) 
j        (b)      Sheets    shall   be   attached    to   supports 
i  at  intervals  and  by  attachments  as  specified 
i  elsewhere  herein  and  an  attachment  shall  al- 
!   ways  occur  where  sides  of  sheets  lap  at  sup- 
ports.     There    shall    be    one    tie    on    side    laps 
half  way  between   supports. 
i        (c)      Expanded  Metal  Lath  shall  be  lapped 
at   sides    of   sheets    not    less    than    1/2    in.    and 
I   at    ends    not    less    than    1    in.       End    laps    of 
sheets  should  generally  occur  only  over  sup- 
ports,   if   between    supports,    sheets    shall    be 
securely   tied   or   laced    with   No.    18    ga.    gal- 
1    vanized   soft   annealed  wire. 

:  (d)  Rib  Lath  shall  be  lapped  at  sides  by 
'  nesting  outside  ribs,  and  at  ends  1  in.  End 
!    laps  shall  be  as  in  preceding  paragraph. 

;    (H)      nilNIlVIUM    THICKNESS     FOR    FI.AS- 
TER  ANI>  STUCCO. 

Thickness  of  plaster  for  interior  work  shall 
be  not  less  than  %  in.  over  face  of  lath. 
Thickness  of  Portland  Cement  Stucco  for  ex- 
terior work  (sheathed  construction)  shall  be 
not  less  than  %  in.  over  face  of  lath  and 
total  thickness  for  back  plastered  stucco  con- 
struction shall  be  not  less   than   1 14    in. 

(I)      METAL  LATH  ALTERNATE  SPECIFI- 
CATIONS. 

Plastering  specifications  for  residences  in 
which  wood  lath  predominates  should  call  for 
Expanded    Metal    Lath    as   follows: 

I'D  Metal  Lath  Over  the  Heating:  Plant 
and  Fuel  Storag'e: 

That  portion  of  the  basement  ceiling  di- 
rectly over  the  heating  plant  and  fuel  stor- 
age and  extending  3  feet  beyond  the  outlines 
thereof  and  that  portion  of  such  ceiling  over 
hot  air  and  smoke  pipes  shall  be  protected 
by  Expanded  Metal   I^ath  and  plaster. 

(2)     Bathroom  Wainscot: 

The  entire  bath  I'oom  wainscot  shall  be 
lathed  with  Expanded  Metal  Lath  (whether 
for  tile  backing  or  for  plaster). 

In  addition  to  the  above,  contractor  shall 
submit  bids  on  the  following  two  alternates: 

ALTERNATE  I. 

Furnish   and   Install: 

(1)  Expanded  Metal  I..ath  on  the  ceilings 
of  the  living  room,  dining  room,  entry  hall, 
and  around  and  under  the  stairs  and  stair- 
well where  exposed  to  view  from  the  main 
floor. 

.  (2)  A  12-inch  strip  of  Metal  Lath  bent 
into  the  shape  of  an  "I/'  (Cornerite)  and 
applied  over  wood  lath  in  the  corners  of  the 
living  room,  dining  room  and  stair  hall  (to 
prevent  corner  cracks)  wherever  wood  lath 
is  used. 

ALTERNATE   H. 
(In    Addition    to    the    Preceding) 

Furnish  and   Install: 

(1)  Expanded  jNIetal  Lath  for  the  walls  of 
the  living  room,  dining  room  and  entry  hall. 

(2)  Metal  Lath  for  the  balance  of  the 
basement  Ceiling. 


WEIGHTS  AND  ATTACHMENTS  FOR 
METAL  LATH. 

Note:  ISIinimum  weights  of  Expanded  Met- 
al Lath  required  for  Metal  Lath  Alternate 
Specifications   shall   be  as   follows: 

For  walls  and  partitions  and  cornerite.  2.2 
pounds  per  square  yard. 

For  ceilings,   3  pounds  per  square  yard. 

Metal  liath  shall  be  attached  to  wood  stud.s 
and  wood  .ioists  by  not  less  than  Gd  nails 
or  by   equivalent  staples. 

Nevr     Complete     Metal     Lath     Specifications 
Available. 

Architects  will  find  the  new  complete  metal 
lath  specifications,  issued  by  the  Associated 
Metal  Lath  Mfrs.,  of  great  help  in  preparing 
details  for  interior  construction  as  well  as 
for  stucco.  Weights  of  metal  lath,  recom- 
mended methods  of  attaching  it  to  support- 
ing framework  and  details  for  the  latter  are 
given  in  clear,  easily-read  type,  and  most  of 
the  seventeen  types  of  construction  described 
are    illustrated    by    line   drawings. 

The  specifications  are  written  upon  the  ba- 
sis of  weight  only  to  insure  equality  of  com- 
petition and  facilitate  accurate  inspection  in 
the  field.  This  is  the  method  adopted  at  the 
conference  of  producers,  distributors  and 
users  of  Metal  Lath,  held  at  the  Department 
of  Commerce  under  the  auspices  of  the  Di- 
vision of  Simplified  Practice,  and  now  issued 
by  the  U.  S.  Bureau  of  Standards  as  Sim- 
plified Practice  Recommendation  No.  3,  Metal 
Lath  (For  copies,  address  Government 
Printing  Office,  Washington,  D.  C).  Among 
other  advantages  to  the  architect,  this  sys- 
tem has  reduced  the  125  varieties  of  Metal 
Lath,  which  the  architect  needed  to  be 
familiar  with,  to  onlv  24,  distributed  between 
Expanded  Metal  Lath,  Flat  Rib  Lath  and  %" 
Rib  Lath  corresponding  to  an  80.8%  elimina- 
tion of  varieties. 

These  specifications  are  approved  by  the 
American  Specification  Institute,  and  are  the 
combined  result  of  many  months  of  investi- 
gation into  the  specifications  of  leading  ar- 
chitects, inspection  of  actual  construction  in 
all  parts  of  the  country,  research  into  scores 
of  building  codes,  circulating  questionnaires 
among  contractors  and  composing  the  views 
of   the   various   manufacturers. 

Special  attention  is  called  to  the  specifi- 
cations for  2-inch  solid  partitions.  Manu- 
facturers of  electrical  switches  and  outlets 
have  recently  put  on  the  market  a  complete 
line  of  shallow  electric  devices  suitable  for 
solid  partitions,  eliminating  a  difficulty  which 
architects   had   experienced   heretofore. 

Underwriter's  Laboratories  Accord  Full  One- 
Hour  Rating-  to  Metal  Lath   and  Plaster 
Protected  Lumber. 

Of  outstanding  importance  to  architects  is 
the  epoch-making  discovery  that  metal  lath 
and  plaster  definitely  protects  lumber  joists 
and  studs  for  upwards  of  one  hour.  The 
Underwriter's  Laboratories  have  accorded 
such  construction   the  full  1-hour  rating. 

In  contrast  with  the  exceptionally  low  4- 
minute  rating  established  by  the  same  au- 
thorities as  the  interval  of  time  beyond  which 
ordinary  lath  permits  fire  to  break  into  a 
wood  studded  partition,  1-hour  metal  lath 
protected    construction    is    vitally    significant. 

The  possibility  of  using  such  low  cost  pro- 
tection for  economical  lumber  construction 
puts  an  entirely  new  angle  on  the  design  of 
all  buildings  not  required  to  be  fully  fire- 
proof. It  assures  an  unusual  degree  of  fire- 
resistiveness  and  safety  to  life  of  occupants 
of  homes  if  used  on  the  places  most  vulner- 
able to  fire — basement  ceilings,  over  heating 
plants  and  fuel  storage,  around  and  under 
stairs,  bearing  partitions,  and  the  underside 
of   inhabited    floors,    at    insignificant    expense. 

Apartment  houses  and  hotels,  small  schools 
and  mercantile  buildings  should  have  the 
structural  lumber  similarly  protected  by  met- 
al lath. 

Complete  specifications  and  an  illustrated 
digest  and  commentar.v  on  the  ITnderwriters' 
Test  and  One  Hour  rating  will  be  sent  upon 
request  to  the  Associated  Metal  I^ath  Manu- 
facturers,   123  W.   Madison  St.,   Chicago. 
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Established  1863 


Incorporated  1914 


HOLMES,  PYOTT  &  CO. 

Structural  Steel 
Architectural  Iron  Work 

IRON  FOUNDERS 

Private  Exchange,  All  Departments,  Franklin  1385-1386-1387 

Office:  159  No.  Jefferson  St.  Jnd'l^an ■Scl'io  r^r-  CHICAGO 


Established  1856 


Incorporated  1898 


A.  BOLTER'S  SONS 

MANUFACTURERS  AND  BUII.DERS  OF 

STEEL  AND  IRON  STRUCTURES 

Main  Office  and  Works:  Ward  St.,  Belden  Ave.,  Fullerton  Ave.  and  C.  M.  &  St.  P.  Ry. 

Telephone   Lincoln   0155 — 0156 


Contracting   Office:     53   West   Jackson   Blvd. 
Telephone:     Wabash    0125 


CHICAGO 


Stairs, 

Store   Fronts, 

Circular  Stairs, 

Ventilating  Grates, 

Window  Guards, 

Fire    Escapes, 

Pipe  Railing, 

Area   Gratings, 

Folding  Gates, 

Flag  Poles 


0) 
>_ 

>   ' 

O  ro 

z 


FIRE  ESCAPES 


CO 


Bank,    Office   and 

Balcony  Railings, 

Grilles, 

Wickets, 

Porte  Cocheres, 

Canopies, 

Window    Shutters, 

Sidewalk  Doors, 
Steel  Doors, 

Trap  Doors 


OFFICE:   Main  2722 


B^  ULEVAHD    2120 


FEDERAL-IRON  -WORKS 

STRUCTURAL  and  ARCHITECTURAL  IRON 
1007  STOCK  EXCHANGE.  30  N.  LA  SALLE 
WORKS:   3545-5  5  SHIELDS  AVE.,  CHICAGO 
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Vierling  Steel  Work^ 

Manufactarers  of. 

Structural  and  Ornamental 

Iron  and  Steel 

Office  and  Works:  23rd  St  &  Steivart  Abe* 

Established  1881  Telephone  Victory  1900 

Chicago 

Louis   Vierling,  Pres.   and   Treas. 


C.  J.    Vierling,    Vice-Pres. 


Ornainental  and   Miscellaneous 

Incorporated  1910  llXV-IlN  CAPITAL  S5W),nO(  .00 

HANKE  IRON  &  WIRE  WORKS 

ALBANY,  GRAND  and  CHICAGO  AVES.,  CHICAGO,  ILL. 
Telephone  Nevada  0970 


Representative   Work: 

"Burlington  Bldg." 

"Pennsylvania  Station" 

"Continental  &  Commercial 
National   Bank   Bldg.'" 

"Carter  H.  Harrison  High 
School" 

"Borland  Bldg." 

"Chicago  Telephone  Com- 
pany Bldg." 

'Malleis'    Bids:." 


References: 

Schmidt,  Garden  &  Martin 
Graham.     Anderson,    Probst 

&   White 
Holabird  &  Roche 
I'niveroity  of  Chicago 
Geo.  A.  Puller  Company 
Marshall  &  Fox 
Bulley  (St  Andrews 
^Vt■stern  Electric  Company 


J.  E.  ULRICH,  Pres.  &  Gen.  Mgr. 


Phones,  Ravenswood  0298 
Ravensivood  2203 


W.  E.  BORG,  Secy.  &  Treas. 


\5^sfEilj  Iron  eoNSTRUCTiolC(^ 


INCORPORAT  E  D 


.( 


ENGINEERS    AND    CONTRACTORS 

STRUCTURAL  STEEL  ORNAMENTAL  IRON 


h-r. 


Roof  Trusses,  Plate  Girders  and  Building  Iron  of  Every  Description,  Iron  Stairs,  Window  Guards, 

Side  Walk  Doors  and  Store  Front  Alterations  a  Specialty 
We  carry  the  largest  stock  of  structural  steel  on  the  North  side^cut  to  lengths  on  short  notice 

Office  and  Works:  4906-4908  N.  Clark  St.,  CHICAGO 


Established  1906 


Phone  Prospect  4069 

REUTER  BROTHERS 

Structural  Steel 

Ornamental  Iron  and  Bronze  Work 
SSthjWood  and  Honore  Sts. 

Office:  5814  Wood  Street  Chicago,  111. 
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ESTABLISHED  1884. 

F.  P.  SMITH  WIRE  AND  IRON  WORKS     .Iirroo 

GENERAL  OFFICES  AND  SHOPS 
CLYBOURN  &  FULLERTON  AVES.,  CHICAGO 

ORNAMENTAL  IRON  and  BRONZE 

Art  Metal  WorK,  Iron   Fences,    Stairs,  Stable 

Fixtures,  Jail  Cells,  Guards,  Fire 

Escapes,  Wire  Cloth 


Branch  Office:    1  75  No.  Dearborn  St. 
Phone  Central  0439 

SEND     FOR     CATALOGUE 


Wire  Fcnciiifi,  Iron  and  W  ire  Window  Guards, 
Grilles,  Vi  iekets.  Brass  Railings,  Etc. 


Olney  J.  Dean  &  Company 

ENGINEERS  AND  MANUFACTURERS 

Steel  Bars  for  Reinforcing  Concrete 

179  W.  Washington  Street 

Phone  State  5864-5-6  CHICAGO 

CONCRETE  INSERTS 

of  malleable  iron  correctly  designed  will  develop  the  full  strength  of  bolt  when  set  in  concrete 

"CHICAGO"  SCUPPERS 

To  secure  maximum  protection  against  fire  and  water  loss  at  lowest  insurance  rates 


K  I N  N  E AR 

STEEL  AND  WOOD  ROLLING 
DOORS  AND  SHUTTERS 
UNDERWRITERS  APPROVED 

The  Kinnear  Mfg.  Co. 

310  AMERICA  FORE  BUILDING 
Phone  Superior  5897  CHICAGO^  ILL- 


FIRE  DOORS 

AND 

SHUTTERS 


The  "SAINOMETL"  Fire  Doors  and  Shutters  are  of  rigid, 
all-steel  construction.  They  are  lowest  in  maintenance  cost 
and  afford  the  highest  degree  of  protection.  They  save  the 
enormous  rust  and  dry  rot  cost  common  to  other  ^ 

Fire  Doors  and  Shutters.  Catalog  on  Request 

Chicago  Office:  1356  MONADNOCK  Phone  WABASH  7452 


l^'F.L.Saino  McuuifacturinaQxiNc 


MEMPHIS 
TENN. 


TheDoor 

thatStands 
iheTesi" 
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BRICK  .  CHIMNEYS   •     CONCRETE 

THE  HEINE  CHIMNEY  CO. 

123  W.  MADISON  ST.  CHICAGO,  ILLINOIS 


TANKS 


CONCRETE 

RESERVOIRS 


TOWERS 


WM.  SCHUAKE,   PRE9, 
G.   F.   PERKINS,  TREAS. 


C.   B.   OBERMEYER,   VICE-PRES. 
W.    R.   ALLISON,   SECY 


IixLiNOis  Brick  Company 


1717    CON^VAT   BUILDING 

CHICAGO 


TELEPHONE   MAIN   0015 


Western  BricK  Company 

DANVILLE,  ILL. 

FACING  BRICK  IN  ALL  SHADES  AND  TEXTURES 

EXCLUSIVE   MylNUFACTURERS   OF 

''Doric''  and  "Gothic"  Shades  STITPLED  BRICK 

Stiale  Common  BricK  and  Hollow  Building  Tile 
Capacity  125,000,000  Annually 


Branch   Office 

605  N.  Michigan  Ave. 
Phone   Superior    8537 


Branch   Offices 

344    S.    Wabash    Ave. 
24  Van  Buren  St. 
Phone    Harrison    8597 


CROFOOT,  NIELSEN  &  CO. 

BLUE  PRINTERS 

Artists'  Drawing  Materials 

Special    Service    Always — Speed    and     RESULTS 
Big  Floor  Space  and   Equipment   for  Rush   Orders 


Telephones:  Main  0759-0684 


172  W.  Washington  St.,  CHICAGO 
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TELEPHONE  DIVERSEY  2440 

The  Nollau  &  Wolff  Mfg.  Company 

MANUFACTURERS   OF 

GENERAL  MILL  WORK-INTERIOR  FINISH 
CABINET  WORK 


OFFICE   AND   FACTORY 

1705  TO  19  FULLERTON  AVENUE 


CHICAGO 


^    HARTMAXX  .SANDERS  CO. 

Sole  Manufacturers 

Koll's  Lock-Joint  Patent  Wood  Columns 


..  f 

f^  *i 

#^; 

iS3 

•t 

1? 

w 

-4 

Pergolas, 
Garden  Accessories 

ASK  FOR  CAT.  NO.  47 

SPECIAL  MILL  WORK 

Factorj-  and  ^lain  Office: 

2155-87  Elston  Avenue,  CHICAGO,  ILL. 

Teleplione  Brunswick  2868 

New  York  Cit>-  Office:   6  E.  39th  Street 


NOVAK  MOSAIC  COMPANY 

101  South  Sangamon  Street 

Telephone  Monroe  1695 

Terraszo  and  Ornamental 

Marble    and    Glass 

Inlaid  Mosaics 


F.  M.  NOVAK,  Tresident 


F.  RFX,  Treasurer 


M.  C.   NOVAK,  Secretary 


Frederick  Voss 


i^Ianufactiirc)    of 

Fire  Proof  Wire  Lathing  and 

Wire  Cloth  and  Metal 

Furring  for  all 

purposes 

TELEPHONK  MAIN  .S.133 

552-554  W.  Monroe  St.,  Chicago 


ARCHITECTS 

^viIl  serve  the  best  interests  of  their 
clients  by  specifying  Voss  Wire  Lath 
for  plas'.erhig — either  plain,  painted  or 
galvanized.   We  recommend  18  gauge. 

Always  Specify 

No.18  Washburn  &iMoen  Gauge  .0475 
^s"  Mesh  Wire  Lath.  In  calling  for 
Voss  Lath  you  get  this  gauge  and  mesh. 
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^#''  1,  il^f/      ^ 


JOSEPH   DUX 

Arrliitrrtnral  S»ritlptor 
stoxl:  a:xd  wood   CARVi>rG 

ORXAMEIXTAt.    PLASTER    AJ^D 
CKMENT 

ORXA. MENTAL   PATTERNS 

OESIGNIXG,    MOI3EL1XG 

211S  West  Van  Buren  street 

NEAR    HOYNE    AVE. 


TKL.  WEST  1703 


CHICAGO 


Architectural   Decorating   Co. 

Ornamental  and   Plain    Plastering 


1600-1610  S.  JEFFERSON  STREET 

Telephone  Canal   1463 

Relief  Decorations  for  exteriors  and 
interiors  in  Cement,  Plaster,  Carton 
Piere,  Composition  and  Wood.  Porch 
Columns  and  Capitals  in  classic  and 
modern  designs,  in  all  standard  sizes, 
and  ^Yeatherproof  material.  Sketches 
for  ceiling-  and  wall  decorations  on 
application.  Ornamental  patterns  for 
Prass  and  Iron  Castings.  Models  for 
Stone  Carving. 

ILLUSTRATED     CATALOGUE    ON    APPLICATION 


Phone  University  4225 


Hermann  Olson  Decorating  Co. 

Established  1908 

Painting  :   Wood -finishing 
Interior  Decorating 

91 1  Chicago  Avenue  EVANSTON,  ILL 


Greenebaum  Sons 

Ranl^  aiidTrustCom])any 

A  Commercial  Bank  for  You 

Checking  Accounts  Invited 
3%  Interest  Allowed  on  Savings 


Greenebaum  Sons 

Investment  ComDany 

Safe  Investments  Since  1855 

First  Mortgages  and  Real  Estate  Bonds 
for  Banks,  Estates  and  Individuals 


Aggregate  Capital,  Surplus  and  Undivided  Profits,  Over  $4,500,000 

S.  E.  Corner  LaSalle  and  Madison  Streets 

OLDEST    BANKING     HOUSE     IN    CHICAGO 


439 


Telephone  Franklin  1523  Works 

Mecca,  Indiana  Cayuga,  Indiana 

Newport,  Indiana      Oak  Hill,  Ohio 

ilontezuma,  Ind 

NA/M.  E.  Dee  Company 

SEWER   PIPE,    FLUE   LINING,    WALL   COPING 

DRAIN  TILE 

Fire  Brick  and  Clay,  Building  Material,  Etc. 
Manhole  and  Catch  Basin  Covers,  Sanitary  Castings 
Main  Office  FACE  BRICK 

30  North  La  Salle  Street  CHICAGO 


BROWNELL  IMPROVEMENT  COMPANY 

MANUFACTURERS    OF 

Crushed  Stone  and  Crushed  Stone  Screenings 

for  Concrete   Construction    Work, 
all  Recrushed  from   Clean  Screened  Stone 

Rail  Connections 

C.  &  E.  I.  R.  R.,  B.  &  0.,C.  T.  R.  R..  C.  M.  &  St.  P.  R.  R..  I.  C    R.  R.,  Wabash 

Telephone  Main  4  4 
Quarries:    Thornton,   111.         General  Offices :    Chamber  of  Commerce  Bldg.,   CHICAGO 


Janesville  Sand  and  Gravel  Co. 
Daily    Capacity 

7,500  Tons 

Room  809—111  W.  Monroe  St.,  Chicago 
Telephone:  Randolph  3295 

VARIETY  FIRE  DOOR  COMPANY 

Formerly 

VARIETY  MANUFACTURING  COMPANY 

Steel  Fire  Doors,  Hollow  Metal  Doors 

Rolling  Steel  Shutters,  Tin  Clad  Fire  Doors 

Cross   Horizontal    Folding   Doors 

Freight  Elevator  Doors,  Saino  Doors 

Underwriters  Labelled  Doors 

Carroll  and  Sacramento  Aves.  Phone  Kedzie  3434  CHICAGO,  ILLINOIS 
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Morris  L.  Greeley,  Pres.  L.  E.  Alswede,  V.  P.         Sylvester  N.  Howard,  Sec.  Fred  Norlin,  Treas 

ESTABLISHED  IN  1854 

GREELEY-HOWARD-NORLIN  CO. 

Surveyors 

Suite  531,  127  N.  Dearborn  St. 
Telephone:  Dearborn  1870  CHICAGO 


A.  I.  SILANDEP  Phone  Franklin  2716 


SELANDEM 
SURVEYOR 


OFFICE:     30  NORTH  LA  SALLE  STREET,  CHICAGO 

S.   W.    Corner  Washington   Street 

Member   Chicago   Association   of   Commerce,    Illinois    Society   of   Engineers, 
'Western  Society  of  Engineeis 


WM.  KRAMER 

SURVEYOR 

S  S.   DEARBORN  STREET 

1209  HARTFORD  RLDG. 

rp  1     1  rCentral  3871 

p  ones  JDgarjjorn  55^3  n'  r\ 

Residence  TeF  Rogers  Park  1192  UxllL-AljU 


W.D.JONES 

SURVEYOR  -'^°  CIVIL    ENGINEER 

ESTABLISHED     1888 

SpecidI  facilities  for  dccur^te  and  prompt  surveys  in  Chicddo, 
A  Cook  County, 111.  and  in  LoKe  County,  Ind. 
8  S.  DEARBORN    ST. 

And  DEARBORN  5513        Residence  Tel   KEDZIE  740  6 


441 


A  new  type  of  floor 

for  HOMES,  OFFICES,  STORES  and  FACTORIES 


Rcidd  Floors  of  California  Red- 
wood Blocks  are  many-purpose 
floors. 

Being  odorless,  they  are  suit- 
al)le  for  installation  in  the  finest 
homes,  offices,  stores  or  even  in 
food  warehouses.  Light  in 
color  they  may  be  given  a  wax 
or  varnish  finish.  The  exposed 
end  grain  and  the  shape  of  the 
blocks  gives  the  appearance  of 
mottled  tiles  without  strongly 
defined  parallel  lines  to  accen- 
tuate room   shapes. 

Quiet  and  dustless,  the  surface 
liecomes  harder  and  stronger 
under     heavv     traffic     without 


.i.a;._.ii.    lh.-i!-:i.    Mu.l.. 

developing  cracks  or  corruga- 
tions. In  factories  and  foun- 
dries Redwood  block  floors 
have  stood  the  test  of  long. 
hard  service.  L'nder  conditions 
of  excessive  moisture  and  dry- 
ing heat  they  stay  flat  and 
tight  because  properly  dried 
Redwood  does  not  swell  or 
shrink.  Every  Redwood  block 
is  seasoned  by  a  special  drying 
l^rocess. 

Redwood  floors  do  not  rot  be- 
cause Redwood  is  permeated 
during  growth  with  a  natural 
preservative  which  protects  it 
against  all  forms  of  fungus 
decav. 


Rodd  specification.s  for  floors  to  meet  all  conditions  of  load  or 
service,  or  for  replacing  old  floors,  together  with  estimates  for 
complete    installations,    gladly    submitted.      Inquiries   are    invited. 

THE  RODD  COMPANY 

901   CENTURY    BLDG.,    PITTSBT'RGH,    PA. 

Eastern  Contract  Engineers  for  Redwood  Block  Floors 

Manufactured  hy  THE  PAOIFTO  T.TMBTOR  CO. 


RODD 

FLOOIVS 


ff 
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NEW  LUMBER  STANDARDIZATION 

SIMPLIFIED  PRACTICE  RECOMMENDATION  ON  LUMBER 


In  accordance  with  the  unanimous  action 
m  December  12  to  13,  1923,  of  the  general 
nnference  of  representatives  of  manufactur- 
is  distributors,  wholesalers,  retailers,  users, 
i.hitects.  and  engineers  (named  on  the  pre- 
riling  pages)  of  lumber,  the  United  States 
'(•partment  of  Commerce,  through  the  Bur- 
au  of  Standards,  recommends  that  recog- 
ijzed  nomenclature,  basic  grades,  and  sizes 
if   lumber   be   established   as   follows: 

I.      IiUMBER    CI.ASSIFICATIONS. 

1.      For    the    purposes    of    simplification    of 

'hs    and    grades,    and    of    equalizing,    among 

'  ies    used    for    similar    general    purposes, 

grades    of  a   similar   name,   lumber  shall 

•    classified  by  principal  uses  into    (a)    yard 

ninljer,    (b)    structural   timbers,    (c)    shop    or 

a'tory   lumber. 

CJse  Classification. 

1.      Lumlier   is   the  product   of  the   saw  and 
laning   mill   not   further   manufactured    than 
i'.'  sawing,  resawing,  and  passing  lengthwise 
' '  rough   a   standard    planing   machine,    cross- 
to  length  and  matched. 
Lumber   is   classified   as    (a)    yard   lum- 
(b)    structural   timbers,   and    (c)    shop   or 
■  ory  lumber.     Different  grading  rules  may 
■  ply  to  each  class   of  lumbei-. 

(a)  Yard   Iiumber:      Lumber    that    is    less 
1  all    6    inches    in    thickness    and    is    intended 

general   building  purposes.      The   grading 
ard  lumber  is  based  upon  the  use  of  the 
i  re  piece. 

(b)  Structural  Timbers:      Lumber   that   is 
inches    or    over    in     thickness    and    width. 

I    1'     grading    of    structural    timbers    is    based 
uiiiin    the    strength    of    the    piece   and   the    use 
I    the   entire  piece. 

(c)  Shop  or  Pactory  Iiumber:  Lumber 
intended  to  Ije  cut  up  for  use  in  further 
iiMiiufacture.  It  is  graded  on  the  basis  of 
Ml.  jjercentage  of  the  area  which  will  pro- 
'liii  ..  a  limited  number  of  cuttings  of  a  given 
iiiiiiimum  size  and  quality. 

Size  Classification. 

Yard  liumber. 

4.  (a)  Strips:  Yard  lumber  less  than  2 
inclu'S  thirk  and   under  8   inches  wide. 

(b)  Boards:  Yard  lumber  less  than  2 
inches  thick,   S   inches  or  over  in  width. 

(c)  Dim.ension:  All  yard  lumber  except 
boards,  strips,  and  timbers:  that  is,  yard 
lumber  2  inches  and  under  6  inches  thick, 
and  of  any  width. 

(1)  Flanks:  Yard  lumber  2  Inches  and 
under  4  inches  thick  and  S  inches  and  over 
wide. 

(2)  Scantlingrs:  Yard  lumber  2  Inches 
and  under  C,  inches  thick  and  under  8  inches 
wide. 

(3)  Heavy  Joists:  Yard  lumber  4  inches 
and  under  6  inches  thick  and  8  inches  or 
over  wide. 

Structural  Timbers. 

(d)  Timbers:  Lumber  ft  inches  or  larger 
in  least  iliiucnsidii. 

Manufacturing-  Classification. 

5.  Manufactured  lumber  is  classified  as 
(a)   rough,    (b)   surfaced,  and   (c)   worked. 

(a)  Boug°h  Iiumber:  T'^ndressed  as  it 
comes  from  the  saw. 

(b)  Surfaced  Lumber :  Lumber  that  is 
dressed  by  running  through  a  planer.  It 
may  be  surfaced  on  one  side  (SIS),  two 
sides  (&2S),  one  edge  (SIE).  two  edges 
(S2E)  or  a  combination  of  sides  and  edges 
(SISIE),    (S2S1E),   or   (S1S2E)    or    (S4S). 


(c)  Worked  Iivunber;  Lumber  which  has 
been  run  through  a  matching  machine,  stick- 
er, or  molder.  Worked  lumber  may  be  (1) 
matched.   (2)   shiplapped,  or  (3)   patterned. 

(1)  Matched  Lumber:  Lumber  that  is 
edge  dressed  and  shaped  to  make  a  close 
tongue  and  groove  joint  at  the  edges  or 
ends  when   laid   edge   to   edge   or   end   to   end. 

(2)  Shipplapped  Lumber:  Lumber  that  is 
edge  dressed  to  make  a  close  rabbetted  or 
lap  joint. 

(3)  Patterned  Lumber:  Worked  lumber 
that  is  shaped  to  a  patterned  or  molded 
form. 

U.      GBADX:   NAMES   AND 

CLASSIFICATIONS. 

6.  To  the  extent  to  which  differences  in 
quality  of  timber,  in  conditions  of  manufac- 
ture, and  in  the  uses  to  which  the  product 
is  put,  will,  in  practical  application,  permit, 
the  basic  provisions  for  the  grading  of  lum- 
ber shall  be  uniform. 

Basic  G-rade  Classifications  for  Yard  Lumber. 

7.  The  term  "yard  lumber"  as  here  used 
means  lumber  that  is  manufactured  and 
classified  into  those  sizes,  shapes,  and  qual- 
ities required  for  ordinary  construction  and 
general  purpose  uses.  (Heavy  timbers  for 
structural  purposes,  softwood  factory  lum- 
ber, hardwood  factory  lumber,  and  other 
special-use  materials  are  not  considered  yard 
stock.) 

8.  On  the  basis  of  quality  yard  lumber 
is  divided  into  two  main  divisions:  (a) 
Select  lumber  and  (b)  common  lumber. 
These  are  again  divided  into  two  classes — 
Select  lumber  into  (1)  that  suitable  for 
natural  finishes  and  (2)  that  suitable  for 
paint  finishes.  Coinmon  lumber  into  (1)  that 
which  can  be  used  without  waste  and  (2> 
that  which  permits  some  waste.  Each  of 
these  four  classes  is  fui'ther  divided  into 
quality  classes  or  grades. 

Select  Lumber. 

9.  Lumber  which  is  generally  clear,  con- 
taining defects  limited  both  as  to  size  and 
number,  and  which  is  smoothly  finished  and 
suitable  for  use  as  a  whole  for  finishing 
purposes  or  other  uses  in  which  large,  clear 
pieces  are  required,  shall  be  considered  as 
select  lujnber. 

10.  Two  classes  shall  be  recognized.  The 
first  shall  be  suitable  for  natural  finishes. 
The  second  class  permits  similar  defects, 
and  in  addition,  blemishes  of  somewhat 
greater  extent  than  those  of  the  first  class, 
but  of  a  type  which  can  be  covered  by  paint. 

Grade    names:    A,    B,   C,    and   D. 
Common  Lumber. 

11.  1-umber  containing  numerous  defects 
and  blemishes  which  preclude  it  from  use 
for  finishing  purposes,  but  which  is  suitable 
for  general  utility  and  construction  pur- 
poses,   shall    be    considered    common    lumber. 

12.  Two  general  classes  shall  be  recog- 
nized. The  first  shall  be  suitable  for  use  as 
a.  whole  for  purnoses  in  ■^•hich  surface  co\-- 
ering  or  strength  is  required.  Defects  and 
blemishes  permitted  in  this  class  must  be 
sound.  The  second  class  permits  very 
coarse  defect's  which  may  cause  waste  in  the 
use  of  the  piece. 

Grade  names:  No.  ]  Common.  No.  2  Com- 
mon, No.  3  Common.  No.  4  Common,  and  No. 
5  Common. 

Dimension  grade  names:  No.  1  Common, 
No.    2   Common,   and   No.    3   Common. 
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Snnunary   of   Basic   Crrade   Classification  for   Yard  Iiumber. 


it.il  products  of  a 
t.\  pical  log  ar-  [ 
ranged  in  series  ' 
arcording  to  qual-^ 
ity  as  determined 
\iy   appearance. 


Lumber  of  good  appear- 
ance    and      finishing 

qualities. 


Lumber  containing  de- 
fects or  blemishes 
which  detract  from  a 
finish  appearance  but 
which  is  suitable  for 
general  utility  and 
construction  purposes. 


["Suitable    for    na- i  Grade  A — Practically  free  from  defects. 

tural    finishes.    1  Grade  B — Allows  a  few  small  detects  or  blemishes. 
('(iradeC — .\llows    a    limited   number   of    small    de- 
I      fects   or    blemishes   that   can   be   covered   with 
Suitable  for  r'aintj      paint. 

finishes.  I  Grade  D — Allows  any  number  of  defects  or  blem- 

ishes  which   do   not    detract    from   a    finish    aji- 
L     pcarance,    especially    when    painted. 
rXo.    1    Common — Sound  and   tight   knotted    stock. 
Lumber      suitable  i       Size  of  defects  and  blemishes  limited.     May  be 
for  use  without^       considered  water-tight  lumber, 
waste.  N'^o.    2   Common — Allows  large   and  coar.se  defects. 

'^     May  be   considered  grain-tight    lumber. 
J,  Xo.  3  Common — Allows  larger  and  coarser  defects 
than  No.   2   and  occasional  knot  holes. 
Lumber      perniit-J  N'o.    4    Common — Low    quality    lumber    admitting 
ting   waste.        "{      the   coarsest   defects   such   as   rot   and   holes. 

No.  5  Common — Must    hold    together    under    ordi- 
(_      nary  handling. 


II.      STANDARD   AND   EXTRA  STANDARD 
YARD    IiUMBER   SIZES. 

1  1.  The  terms  "standard  board  and  extra 
iiidard  boards"  and  "standard  dimension 
ml  extra  standard  dimension"  shall  be  the 
-iignations  for  1-inch  boards  (yard)  and 
null  dimension  (yard),  respectively,  and 
|ii  lied  to   both   softwoods   and   hardwoods. 

i:,.       jS    inch,    SIS    or    SiiS      (measured     at 

1  mdard"  coinmercially    dry    shipping    weight 

i   moisture  content  for  each  species),  shall 

the    thickness      for      the      standard      yard 

id;   26/32   inch,   SIS   or  S2S,   for  the   extra 

I. mdard  yard  board. 

it;.      1%    inches,    SIS   or    S2S    (measured   at 
umdard    commercially    dry    shipping    weight 


and  moisture  content  for  each  species),  shall 
Ije  the  thickness  for  standard  dimension  not 
more  than  12  inches  wide;  1%  inches,  SIS' 
or   S2S,   for   extra   standaid    dimension. 

17.  The  finished  widths  of  boards,  dimen- 
sion and  finish  SIE  or  S2E  (measured  at 
standard  commercially  dry  shipping  weight 
and  moisture  content  for  each  species)  siiall 
be  %  inch  off  on  lumber  of  standaid  widths 
less  than  S  inches  and  V..  inch  off  on  lumber 
of  standard  widths  of   8   inches  and  over. 

IS.  The  thicknesses  and  widths  of  finished 
lumber  shall  be  as  follows: 

Tables  of  sizes,  method  of  lumber  meas- 
urement, shipping  and  other  provisions  in- 
cluded in  the  recommendations  of  December, 
l'.>23,    are    not    republished. 


STANDARD  LUMBER  GRADES 


The  standard  grades  of  yard  stock  prod- 
uts,  such  as  flooring  and  siding,  will  con- 
"iin  to  the  basic  grading  specifications,  with 
ii  li  modifications  as  are  required  by  the 
~i  intended  or  may  be  permitted  in  the 
iiicrests  of  conservation.  (3-rades  other  than 
1p  se  described  shall  be  considered  special. 

The    grade    of    lumber,    rough    or    surfaced 

wii  sides,   shall  be  determined  from  the  best 

i  !••    of    the    piece    except    in    dimension    lum- 

Lumber    which     is    surfaced    one    side 

\    shall  be  graded  from  the  surfaced   side. 

...Ii    association    should,    in    its    rules,    make 

I'lvisions  for  governing  the   reverse   side   of 

-iich  character  as  is  best  suited  to  the  needs 

t    the   woods   that   it    manufactures   and    the 

i!]ioses   for  which   used,   and   will  best   pro- 

I    the  interests  of  producer  and   consumer. 

When    defects    or    blemishes    not    described 

11    these  grading  rules  are  encountered,   they 

will    be    considered    as    equivalent    to    known 

li  I'ccts    according    to    their    damaging    effect 

M"'ri  the  piece  in  the  grade  under  considera- 

"11.     It  must  be  recognized,   too,  that  a  com- 

'1  nation   or   extent    of   described   defects    may 

xist  which  may  be  considered  equivalent   to 

It  t'ects   specified. 

I  These    grades    are     based    on     a     piece     S 
ni    lies  wide  by  12  feet  long,  or  a  piece  whicli 
'iitains  S   square   feet,   surface   measure.) 

GRADE    A. 

<;rade  A  shall  be  trt-e  from  defects  on  the 
i:i.i'  side  of  pieces  to  and  including  12  inches 
III  width.  Widths  greater  than  12  inches  will 
nlniit  two  or  combination  of  two  of  any  of 
I  he   following  defects: 

Sound  and   tight   pin  knot. 

Small   pitch  locket. 

Small   surface  check. 

Slight  crook. 

Slight   wane. 

GRADE    B. 

•  Irade  B  shall  p(i.'-;sess  natural  finishing 
M'lalities  but  will  admit  two  or  combination 
"I    two  of  any  of  the  following  defects: 


Medium   sound  and   intergrown   knot. 

Two  small  knots. 

Three  sound  and  tight   pin  knots. 

Short  split. 

Fine    shakes;    eciual    in   length    to   width    of 

piece. 
Three   small  surface   checks. 
Medium    wane. 
Small    crook. 
Slight  cup. 

Medium  pitch  pocket. 
Three   very   small   pitch    pockets. 
Small  pitch   streak. 

Pin   worm   holes,   one   per  surface   foot. 
Slight   discoloration;    5   per   cent    of   area. 
Firm  red  heart;   5  per  cent  of  area. 
Patch    slight    torn    grain. 
Slight    chipped    grain. 

GRADE    C. 

Grade  C  shall  possess  finishing  qualities 
but  will  admit  any  four  or  combination  of 
four   of   any   of   the   following  defects: 

Medium   sound  and  intergrown  knot. 

Small  encased  knot. 

Three    sound   and    tight    pin    knots. 

Short   split. 

Fine    shake;    equal    in    length    to    width    of 
piece. 

Three  sinall  surface  checks. 

Medium  wane. 

Small    crook. 

Slight  cup. 

Medium    pitch    pocket. 

Three  very  small  pitch  pockets. 

Medium   pitch   streak. 

Pin   worm   holes;    2   per  surface   foot. 

Medium  discolorations:  10  per  cent  of  area. 

Firm  red  heart;    10   per  cent  of  area. 

Pith.      3   inches    in    length. 

Patch   medium   torn   grain. 

Slight  skip. 

GRADE    D. 

Grade  D  shall  bi'  of  select  common  quality 
and  possess  a  finishing  appearance  but  will 
admit   any    number   of    the    following   defects 
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BIG  TIMBER  FIR 
VENEERED   PANELS 

ARE  SUPERIOR  FOR 

DOORS,  WALL  PANELING,  CEILING,  PARTITION 
ALTERATIONS  AND   ALL    INTERIOR  FINISH 


They  Provide  Permanent  Beauty 
Low  Initial  Cost      .'.      '.'      Easily  Finished  in  Attractive  Shades 

ALL  SIZES  IN  STOCK 

J.  C.  DEACON  COMPANY 

2627  S.  ROBEY  ST.,  CHICAGO,  ILL. 

Phone  Canal  0635,  0247  Our  Representative  will  be  pleased  to  call 

Members  of  Chicago  Retail  Lumber  Dealers  Association 
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;  1  blemishes.  More  serious  defects  shall 
l  permitted  on  the  reverse  side,  but  no  com- 
I  lation  so  serious  as  to  prevent  its  use  for 
t  •  purpose  intended. 

Medium  sound  and  intergrown  knot. 

-imall  encased   knot. 

-;hort   split. 

l-"ine  shake. 

Medium   surface   check. 

Medium  wane. 

-:inall  crook. 

■^lig-ht    cup. 

Medium   pitch  pocket. 

,\[edium   pitch   streak. 

i'in   woriTi    holes;    2   per    surface    foot. 

Medium  discoloration:   10  per  cent  of  area. 

I'irm  red  heart:  10  per  cent  of  area. 

I'ith.      3   inches   in   length. 

I'atch  medium   torn   grain. 

flight  skip. 

I'ieces   containing   one   serious   defect,    such 

iMise  knot  or  knot  hole  located  more  than 

Mches  from  either  end,  but  which  may  be 

nit  with  a  loss  no  greater  than  3  inches  in 

uth,   may  be   permitted,   provided   the    rest 

the  piece  is  of  B  or  better  quality. 

I^o.   1   Conunon. 

.\'i).    1    Common    shall    present    a    generally 

luoth  appearance  and  be  high  class  general 

ility    lumber.      It    permits    any    number    of 

following  defects  not  in  serious  combina- 

■  md  and  intergrown  knots:   1 1/^    inches  in 
iter    in     4-inch    and      6-lnch      widths,      2 

..t.s  in  S-inch  and  10-inch,  2  i^  inches  in  12- 

li  and  not  over  3  inches  in  wider  widths. 
Hlack   and   encased   knots:    one-half    the   di- 
it'ter   of   sound    and    intergrown   knots    per- 
tted    up    to    a    maximum    diameter    of    1V4 

hes,   provided    the   knot   he    sound   and    im- 

i\ably  fixed   in   position. 

."-^hort  split. 

Slight    shake    that    does    not     go    through; 

t'Qual   in   length    to   width    of   piece, 
surface  checks. 

I'dium   wane. 
xnall   crook. 
Mt-dium  cup. 
Large  pitch  pockets  which  do  not  show  an 

opening   through    the   piece. 
l-arge  pitch   streak. 
I 'itch. 

I'in   worm   holes  not   exceeding   12   per   sur- 
face  foot  if  well    scattered. 
Medium    discoloration, 
lirm   red   heart. 

I'itch   one-sixth   the   length   of   piece. 
I'atch   heavy   torn  grain. 
Slight   skip. 
Mt'dium  cross  grain. 

No.   2   Common. 

Xo.   1'   Common  permits  any   number  of   the 


following  defects,  but  no  combination  of 
them  so  serious  as  to  prevent  the  use  of 
each  piece  as  a  whole,   except  as  noted: 

Sound  and  tight  knots:  2%  inches  in  diam- 
eter in  4  and  6-inch  widths,  3  inches  in  8 
and  10-inch,  3%  inches  in  12-inch,  and  not 
over  4   inches  in  wider  widths. 

Unsound  and  pith  knots,  provided   the  knot 

be   fixed   in  position. 
Spilve    or    branch    knots;    which    are    sound 

and  do  not  weaken  the  piece  at  any  point 

more  than  the  knots  heretofore  specified. 
Splits  not  more   than    V4    the   length   of   the 

piece. 
Through   check  or   shake;    1/2    the   length   of 

the  piece. 
Large   wane. 
IMedium   crook. 
Large    cup. 
Large  through  pitch  pockets;  which  do  not 

show    an    opening    greater    than    %    inch 

wide  by   3   inches   in   length. 
Large   pitch   streak. 
Pitch. 
Small   grub   worm   holes;    maximum   of   one 

per  surface  foot. 
Pin    worm    holes. 
Slight    peck. 
Heavy  discoloration. 
Firm   red   heart. 
Streak      of     advanced      decay,      not      going 

through    the    board,    equal    in    area    to    a 

streak   i/o   inch  wide  by  1/6  the  length  of 

piece. 
Pith. 

Deep    torn    grain. 
Slight  skips, 
l^arge   cross  grain. 
Pieces    containing    a   loose    knot    or   a   knot 

hole  not  more  than  2   inches  in   diameter 

may   be   permitted,    provided   the    rest    of 

the   piece  is   of  No.    1   Common  quality. 

No.   3   Comm.on. 

Xo.  3  Common  permits  all  defects  and 
blemishes  allowed  in  No.  2  Common  but  to 
a  greater  degree.  It  shall  be  suitable  for 
use  as  a  whole. 

No.   4   Conmion. 

The  defects  common  to  this  grade  are 
much  the  same  as  those  found  in  No.  3,  but 
exist  to  a  greater  degree.  The  most  com- 
mon serious  defects  are  knot  holes,  either 
red  rot  or  its  equivalent,  in  heavy  massed 
pitch,  or  serious  check.  Other  types  are 
extremely  coarse  knotted,  waney,  excessive 
heart  shake,  badly  split  or  badly  checked 
pieces. 

No.    5    Coinm.011. 

No.  5  Common  is  the  lowest  recognized 
grade  and  admits  all  defects  known  in  lum- 
ber, provided  the  piece  is  strong  enough 
to   hold    together   when   carefully   handled. 


GRADING  RULES  FOR  SOUTHERN  YELLOW  PINE  LUMBER 


GENERAL  INSTRUCTIONS. 

Southern  Yellow  Pine  Lumber  shall  be 
■ad.'d  and  idassified  according  to  the  fol- 
wing  rules  and  regulations  as  to  quality, 
h|  dressed  stock  shall  conform  to  the  sub- 
nu'<i      table     of      standard      size.s — EXCKPT 

HiORE  OTHERWISE  EXPRESSLY  STIP- 
I.ATED    BETWEEN    BUYER    AND    SELL- 

-  Recognized  defects  in  Yellow  Pine  are 
|"ts.  knot  holes,  splits  (either  from  season- 
u^.  ring  hearts  or  rough  handling),  shake, 
'lie,  red  heart,  pith,  rot,  rotten  streaks, 
'  rrn  holes,  pitch,  pitch  pockets,  torn  grain, 
-'■ned  grain,  seasoning  checks,  sap  stains, 
M<s  and  defects  caused  by  manufacturing. 

CROOKS. 

'.  A  crook  is  a  d<fle(tion  edgewise  fioni  a 
'aight   line   in    the    length    of  a   piece.      The 

itnt  of  crook  shall  be  determined  bv  draw- 
~    a   straight    line   from   end    to    end   of   the 


piece  on  the  concave  edge,  and  measuring 
from  such  line  to  the  edge  of  piece  at  the 
point  of  greatest  deflection. 

KNOTS. 

4.     Knots  shall  be  classified  as  follows: 
fPin, 
Size  J  Standard, 
L  Large. 
xi--™  1  Round. 
^°™^  ]  Spike. 
r  Sound, 

Quality  I  J^o«-'^'^-   , 
^    "      ^  1  Encased. 

[  I'ith  and  Unsound. 

."').  A  Pin  Knot  is  sound  and  not  over  Vz 
inch    in   diameter. 

1;.  A  Standard  Knot  is  sound  and  not  o\er 
1  '2    inches    in    diameter. 

T.  A  Larg'e  Knot  is  one  any  size  over  1^2 
inches   in   diameter. 
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S.  A  Round  Knot  is  oval  or  circular  In 
)rm. 

9.     A  Spike  Knot  is  one  sawn  in  a  length- 
ise  direction. 
(The    mean    or    arcraiir    diiiiiieliT    of    I.imlx    xintll    he 

•  nxidered  in  applying   niuj   ciiiixlriiiiui   tlif   mips   <  .rcipt 

lUmension.) 

1(1.  A  Sound  Knot  is  one  solid  across  its 
;^  !■,    is   as    hard    as    tlic    wood    it   is    in;    ma>' 

•  citlier  red  or  lilacl<,  and  is  so  fixed  l).v 
rowlh  or  position  that  it  will  retain  its 
lare  in  the  piece. 

11.  A  Iioose  Knot  is  one  not  held  firmly  in 
lace    by   growth    or   position. 

12.  A  Pith  Knot  is  a  sound  knot,  with  a 
itli  hole  not   more  than   i/4    inch  in  diameter-. 

13.  An  Encased  Knot  is  one  whose  growth 
nas  are  not  intergrown  and  homog:eneous 
ith  the  growth  rings  of  the  piece  it  is  in. 
hi-   encasement  may  be  partial  or  complete; 

interg-rown  partially  or  so  fixed  by  growth 
r  position  that  it  will  retain  its  place  in 
le  piece,  it  shall  be  considered  a  sound 
not;    if   completely    intergiown    on   one    face. 

is   a   watertight    knot. 

11.  An  Unsound  Knot  is  one  not  as  hard 
s   the   wood   it   is    in. 

PITCH. 

1.").  Pitch.  Pockets  are  openings  between 
le    grain    of    the    wood    containing    more    or 

ss  pitch  or  bark,  and  shall  be  classified  as 
iiiall,   standard  and   large   pitch   pockets. 

1 1'>.  A  Small  Pitch  Pocket  is  one  not  over 
,    .if  an   inch   wide. 

A  Standard  Pitch  Pocket  is  one  not  over 
s    lit  an    inch   wide,    or   Z    inches   in    length. 

A  Larg-e  Pitch  Pocket  is  one  over  %  of  an 
ich   wide  or  over   3   inclies   in   length. 

A  Pitch  Pocket  showing  open  on  both  sides 
r  tlie  piece,  %  of  an  inch  or  more  in  width, 
iiall  be  considered  the  same  as  a  knot  hole 
r   tMiual   size. 

IT.  A  Pitch  Streak  is  a  well-defined  accu- 
lulation  of  pitch  at  one  point  in  the  piece, 
nd  when  not  sufficient  to  develop  a  well- 
t'fined  streak,  or  where  fiber  between  grains 
<    not   saturated   with    pitch,    it    shall    not   be 

'tisidered   a   defect. 

A    Small   Pitch   Streak   shall    be    equivalent 

'  not  over  1/12  the  width  and  %  of  the 
•  iigili   of  the  piece  it   is  in. 

A  Standard   Pitch   Streak    shall   be   equiva- 

':'  to  not  over  i,;  the  width  and  %  of  the 
ih  of  the  piece  it  is  in. 

WANE. 

IS.  Wane  is  bark,  or  the  lack  of  bark,  or  a 
■ '-i-rase  of  wood  from  any  cause,  on  the 
d^f  of  the   piece. 

SAP. 

iri.  Bright  Sap  shall  not  be  considered  a 
lefect  in  any  of  the  grades  provided  for  and 
lescribed  in  these  rules.  The  restriction  or 
-xclusion  of  bright  sap  constitutes  a  special 
-Inss  of  material  which  can  only  be  secured 
<y   special    contract. 

:n.     Sap   Stain,    such   as    usually    occurs    in 

I-     drying    process,    or    which    occurs    as    a 
lit    of    shipping    lumber    green,    when     so 
1  I-  red,    shall   not   be   considered    a   defect    in 
my   of   the    grades    of    common    lumber. 

21.  Firm  red  heart  shall  not  be  considered 
I  di'fect  on  any  of  tlie  giades  of  Common 
.imiber,   except   as   herein    specified. 

CIiOSE   GRAIN. 

--'.  "Close  Grain":  The  term  "close 
'I  ill"  shall  mean  an  average  of  not  less 
liiiii    six    annual    rings    to    the    inch. 

DEFECTIVE    GRAIN.  ^ 

j:;.  Chipped  Grain  i-onsists  in  a  part  of 
li'  snrl'ai-i'  lieing  c-hijiped  or  broken  out  in 
111,1 11  iiartii-lt-s  Ik'Iow  the  line  of  the  cut, 
tiid,  as  usually  found,  should  not  be  classed 
1.-^    torn   grain  and   shall   not  be   considered   a 

Icfccl. 

Torn  Grain  consists  in  a  part  of  the  wood 
)eing  torn  out  in  dressing,  and  is  of  four 
listinc-t  cliarat-ters — slight,  medium,  heavy 
ird  (iccii. 

Slig-lit    Torn    Grain    sliould    not    exceed     ^'j 


of  an  inch  in  depth,  medium  torn  g"rain  iV  of 
an  inch,  and  heavy  torn  g-rain  %  of  an  inch. 
Any  torn  grain  heavier  than  %  of  an  inch 
shall  be  termed   deep. 

Iioosened  Grain  consists  in  a  point  of  one 
grain   being   torn    loose   from    the   next  grain. 

GENERAI.     GRADING     AND     INSPECTION 
INSTRUCTIONS. 

24.  The  grade  of  all  lumber  is  determined 
hy  the  number,  size,  character  and  position 
of  defects  visible  in  each  piece.  The  number 
or  size  permitted  in  a  grade  varies  as  the 
area  of  the  piece  increases  or  diminishes  in 
relation  to  the  basic  size  piece  specified. 
With  this  in  view,  each  piece  is  considered 
and  its  grade  determined  by  its  general 
character,   and   the   sum  is  all  of  its  defects. 

25.  When  defects  are  encountered  which 
are  not  described  in  these  Grading  Rules, 
they  shall  be  considered  as  equivalent  to 
described  defects  in  ratio  to  their  effects  on 
the   use   or  appearance   of  the   stock. 

26.  Defects  admissible  in  rough  stock 
shall  be  the  same  as  those  applying  to 
dressed  stock  of  like  kind  and  grade,  and 
such  additional  defects  as  would  disappear 
in  dressing  to  Standard  sizes  of  such  mate- 
rial shall  be  allowed. 

27.  A  grade  should  be  representative  and 
not  made  up  of  either  high  and/or  low  line 
pieces.  The  enumerated  defects  herein  de- 
scribed admissible  in  any  grade  are  intended 
to  be  descriptive  of  the  coarsest  pieces  such 
grades  may  contain.  The  average  of  a  grade 
represents  the  gradation  from  the  low  line 
of  the  grade  to  the  low  line  pieces  of  the 
next  higher  grade. 

28.  Defects  in  rough  stock  caused  by  im- 
proper manufacture  and  dr.ving  will  reduce 
grades  unless  they  can  be  removed  in  dress- 
ing such  stock  to  Standard  sizes.  Uneven 
sawing,  causing  a  variation  of  %-inch  or 
more,  above  the  count  thickness  of  rougii 
Finish,  Boards  and  Dimension  may,  at  the 
option  of  the  buyer,  be  rejected  or  accepted 
as  of  the  next  lower  grade. 

29.  All  stock,  except  Dimension,  shall  be 
inspected  on  the  face  side  to  determine  the 
grade.  In  stock  surfaced  one  side  only,  the 
dressed  surface  shall  be  considered  the  face 
side.  Stock  rough  or  dressed  two  sides,  or 
common  boards  center  matched,  or  ship- 
lapped  and  S.  2  S.,  the  best  side  shall  be 
considered  the  face  side,  but  the  reverse 
side  of  all  such  stock  should  not  be  more 
than  one  grade  lo-wer. 

30.  Imperfect  manufacture  in  dressed 
stock,  such  as  torn  grain,  loosened  grain, 
slight  skips  in  dressing,  wane,  broken  knots, 
mismatched,  insufficient  tongue  or  groove  on 
Flooring,  Ceiling,  Drop  Siding,  etc.,  shall  be 
considered  defects,  and  will  reduce  the  grade 
according  as  they  are  slight  or  serious  in 
the    effects    on    the    use    of    the    stock. 

31.  Pieces  of  Flooring,  Drop  Siding  or 
Partition,  with  fr.  of  an  inch  or  more  of 
tongue,  and  pieces  of  Ceiling  with  %  of  an 
inch  or  more  of  tongue,  and  pieces  of  Shiplap 
with  ig  inch  of  lap  will  be  admitted  in  any 
grade. 

Pieces  of  Flooring,  Drop  Siding,  Ceiling  or 
Partition,  having-  not  less  than  i',t  of  an  inch 
tongue,    will    be   admitted    in    No.    2    Common. 

Pieces  of  Shiplap  having  less  than  vk  of 
an  inch  and  not  less  than  %  of  an  inch  lap 
shall   be    admitted    in    No.    2    Common. 

One-sixteenth  of  an  inch  lap  admitted  in 
No.   3  Common   Shiplap. 

32.  In  all  grades  of  D.  and  Better  Floor- 
ing, and  No.  1  Common  and  Better  Ceiling, 
Drop  Siding,  etc.,  wane  on  the  reverse  side, 
ef|Uivalent  to  one-third  the  width  and  one- 
sixth  the  length  of  the  piece,  provided  the 
wane  does  not  extend  into  the  tongue  or 
groove,   is  admissible. 

33.  Lvimber  and  timber  sawed  for  specific 
purposes  must  Vje  inspected  with  a  view  to 
its  adaptability  for  the  use  intended.  Mate- 
rial not  conforming  to  standard  sizes  shown 
herein,  and  that  is  intended  for  agricultural 
implement  companies,  wagon  companies,  car 
manufacturing    companies,     railway     compa- 
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ies,  etc.,  shall  be  governed  by  special   con- 
:act  and  inspection. 

34.  Standard  lengths  are  multiples  of  2 
3et,  4  to  24  feet  inclusive,  for  Boards,  Fenc- 
ig.  Dimension  and  Joists;  multiples  of  1 
bot,  4  to  20  feet,  inclusive,  for  Finishing, 
flooring.  Ceiling,  Siding,  Partition,  Casing, 
ase.  Window  and  Door  Jambs — except  as 
ereinafter  specified.  Longer  or  shorter 
sngths  than  those  herein  specified  are  spe- 
ial.  Special  fractional  lengths,  when  or- 
ered,  will  be  counted  as  the  next  higher 
tandard   length. 

135.  The  standard  widths  for  lumber,  S.  1 
i.  or  £'.  2  S.,  or  rough,  excluding  Dimension, 
hall  be  multiples  of  1  incli — 3  inclies  and 
p  in  width. 
36.  Stock  width  shipments  of  No.  1  Com- 
aon  and  Better,  commercially  dry,  either 
ough  or  dressed  on  one  or  two  sides,  shall 
e  accepted  as  Standard  wlien  not  more  than 
i-inch  scant  on  7-inch  and  under;  %-inch 
cant  on  8  to  12-inches,  and  Vi-inch  scant  on 
3-inches  and  wider;  pieces  narrower  than 
he  above  should  be  counted  as  the  next 
ower  standard  width  and  not  reduced  in 
rrade. 

37.  Southern  Yellow  Pine  shall  be  classi- 
ied  as  to  grain,  as  Vertical  (Edge)  Grain 
ind  Flat  (Slash)   Grain. 

Material  shall  be  considered  Vertical  Grain 
vhen  the  rings  (so-called  grain)  form  an 
mgle  of  45  degrees  or  more  with  the  surface 
>f  the  piece.  When  the  angles  become  less 
han  45  degrees  at  any  point,  tlie  material 
ihall  be  classed  as   Flat    (Slash)    Grain. 

38.  AH  dressed  stock  shall  be  measured  and  sold 
ttrip  count,  viz:  Full  size  of  rough  material  necessarily 
ised  in  its  manufacture. 

All  sizes  1  inch  or  less  in  thickness  shall 
)e  counted   as    1   inch   thick. 

39.  In  standard  manufacture  of  Factory 
Flooring,  Decking,  or  tliiclc  dressed  and 
matched  stock,  and  stock  grooved  for  splines, 
ind  for  thick  Shiplap,  the  finished  width 
shall  be  i/2-incli  less  over  all  than  the  count 
jr  measured  width  of  the  rough  material 
used  in  manufacture,  and  the  tongue  and  lap 
shall  be  ineasured  to  determine  the  finished 
widtli,  and  face  measure  sliall  not  be 
standard. 

4  0.  "Kquivalent"  means  equal,  and  in  con- 
struing and  applying  these  rules,  the  defects 
illowed,  Avhether  specified  or  not,  are  under- 
stood to  be  equivalent  in  damaging  effect 
Uj  those  mentioned  applying  to  stock  under 
-consideration. 

41.  No  arbitrary  rules  for  the  inspection 
'f  lumber  can  be  maintained  witii  satisfac- 
tiiin.  The  variations  from  any  given  rule 
iif  numerous  and  suggested  by  practical 
iHinmon  sense,  so  nothing  more  definite  than 
the  general  features  of  different  grades 
-liould  be   attempted   by   rules   of   inspection. 

I-.  Inspection  of  lumber  is  not  an  exact 
s(  ii-iice,  and  a  reasonable  variation  of  opin- 
ions between  inspectors  should  be  recog- 
nized; therefore,  a  variation  of  not  more  than 
■  percent  upon  reinspection  should  not  dis- 
iiirl)  the  original  inspection,  provided  the 
lariation  does  not  extend  more  than  one 
made  below  that  invoiced. 

t!.  Dumber  must  be  accepted  on  grade  in 
I  lie  form  in  which  it  was  shipped.  Any  sub- 
s'liuent  change  in  manufacture  or  mill  work 
will  prohibit  an  inspection  for  the  adjust- 
inf'iit  of  claims,  except  with  the  consent  of 
:ill   pai'ties   interested. 

14.  The  foregoing  general  observations 
~ii:ill  apply  to  and  govern  the  application  of 
I  ill-  specifications  lierein  published  for  Soutli- 
I  111  Yellow  Pine. 

SHIPFINa    AND    OTHER   PROVISIONS. 

15.  Material  shipped  on  stock  sizes  shall 
Ih-  tallied  by  the  number  of  pieces  of  each 
size   and   length    in    tlie    shipment. 

46.  The  actual  thickness  and  width  of 
lumber  shipped  when  not  of  Standard  or 
Extra  size,  shall  be  indicated  on  invoice. 

In  order  to  encourage  the  maintenance  of 
Standard  and  Extra  Standard  sizes,  as 
agreed  to,  lumbtr  manufactured  and  sold  as 
Standard  or  Extra  Standard,  as  the  case  may 


be,  if  grade  marked,  should  be  marked  by 
an  ai:)propriate  brand  or  insignia  to  indicate 
that  it  is  of  Standard  or  extra  Standard 
size. 

IITSFECTION. 
4  7.  Official  Association  inspection  service 
foi  tlie  inspecting  (jf  lumuer  sold  as  of  Stan- 
dard or  Extra  Standard  size,  and  Standard 
grade,  is  available  to  NON-SUBSCRlBEKS, 
upon  request  and   at  a   reasonable   charge. 

COMPLAINTS. 

48.  In  cases  of  complaint  regarding  grade 
but  not  involving  measurement  (tally),  the 
buyer  is  required  to  accept  that  portion  of 
a  shipment  of  Standard  grade  or  Standard 
or  Extra  Standard  size  which  is  up  to  grade 
or  of  Standard  or  Extra  Standard  size,  as 
the  case  may  be,  holding  intact,  that  portion 
thereof,  the  grade  or  size  of  which  is  in 
dispute,  for  orticial  Association  inspection; 
the  action  on  the  part  of  the  buyer  in  ac- 
cepting and  using  such  portion  of  tlie  ship- 
ment shall  not  be  construed  as  his  accept- 
ance of  the  entire  shipment.  Further,  the 
buyer  shall  pay  in  accordance  with  tlie  terms 
of  sale  for  that  portion  which  he  accepts, 
but  the  acceptance  by  the  buyer  of  a  part 
of  a  shipinent  does  not  prejudice  liis  just 
claim  on  account  of  any  unused  material 
tliat  is  alleged  by  him  to  be  below  Standard 
grade  or  not  of  Standard  or  Extra  Standard 
size.  The  complainant  buyer  shall  hold  dis- 
puted material  intact,  properly  protected,  for 
not  exceeding  60  days,  and  shall  file  com- 
plaint with  seller  within  ten  days  from  re- 
ceipt of  shipment. 

49.  A  shipment  shall  be  considered  as  of 
the  grade  invoiced  if,  upon  official  Associa- 
tion inspection  under  the  grading  and  in- 
spection rules  under  which  the  lumber  has 
been  graded  and  sold,  95%  thereof  or  more 
is  found  to  be  of  said  grade;  the  material 
below  said  grade  to  be  accepted  by  the  buyer 
as  of  its  actual  grade.  Where  the  degrades 
are  in  excess  of  5%  of  the  shipment  or 
where  the  degrades  are  found,  upon  official 
inspection,  to  be  more  than  one  grade  lower 
than  the  grade  invoiced,  the  degrades  shall 
be  the  property  of  the  seller.  These  pro- 
visions shall  not  apply  in  the  case  of  spe- 
cially worked   lumber. 

50.  Official  Association  inspection  service 
shall  not  be  required  to  be  furnished  for  the 
inspection  of  "special"  grades  of  lumber 
(that  is,  not  recognized  in  published  grading 
rules),  and  that  inspection  service  for  ■'spe- 
cial" grades  shall  be  furnislied  only  when 
the  exact  specifications  of  such  grades  in 
writing  are  furnished  to  the  inspector. 

51.  W^liere  buyer  demands,  and  will  pay 
the  cost  thereof,  a  certificate  made  by  an 
official  Association  inspector  will  be  fur- 
nished witlt  each  shipment  so  arranged  for, 
with  the  understanding  that  such  inspection 
and  certificate  will  be  final. 

52.  Upon  receipt  of  complaint  from  the 
purchaser,  the  seller  shall  immediately  re- 
quest the  Association  under  whose  rules 
shipment  has  been  made,  to  provide  official 
inspection  or  re-measurement,  as  the  case 
may  be,  according  to  the  inspection  rules  in 
effect  at  the  time  of  execution  of  contract; 
and  the  purchaser  shall  lend  all  reasonable 
assistance  to  facilitate  the  inspection  or  re- 
measurement. 

53.  The  expense  of  such  inspection  or 
re-measurement  may  be  divided  between  tlie 
liuyer  and  seller,  or  may  be  borne  by  either, 
according  to  agreement  between  them,  but 
the  i>eison  calling  for  the  inspection  is  re- 
sponsible to  the  Association  for  the  cost 
thereof. 

54.  It  is  recommended  that  all  sales  con- 
tracts covering  Standard  lumber  incorporate 
the  following  phrase: 

"All  material  supplied  under  this  con- 
tract shall  be  in  accordance  with  the 
American  luinber  standards  as  adopted  by 
lumber  producers,  distributors  and  users; 
specifically  described  in  Simplified  Prac- 
tice Recommendation  No.  16  of  the  U.  S. 
Department  of  Commerce." 
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EDWARD  HINES 

LUMBER 

CO. 

Everything  in  Lumber 


Bird's-eye  view  taken  from  tower  200  feet  Iiigb,  sliowiiig  our  three  large  yards,  covering  over  45  acres, 
and  p.  water  frontag'e  of  over  one  mile.  Tlie  piling  just  opposite  locomotive  (over  1,000  in  number) 
are   GO   feet  long   and   appear  like   a   bundle   of   matches.      This   gives   you   a    comparative   idea   of    the 

ennnudus   size  nf   our  iihiiit. 


From  our  numerous  branch  yards  conveniently  located  in  Cook  County, 
and  from  our  main  yard,  243  1  South  Lincoln  Street,  "The  Largest  Lumber 
Yard  in  the  World,"  we  are  prepared  to  render  unsurpassed  service. 
Deliveries  for  emergency  needs  for  lumber  may  be  made  the  same  day 
your  order  is  received.  No  order  can  be  too  large  to  tax  our  unexcelled 
facilities;  no  order  can  ever  be  too  small  to  demand  our  most  thoughtful 
attention. 

Telephone   our  branch   yard   nearest   your   home,    for   Quick   Deliveries. 
Hourly  service  v\'ill  always  be   given   when   it  is   required. 

Honest  and   Uniform   Quality. 
Prompt   Service   and    Integrity   of  Measurement  Guaranteed. 

Special    expert    attention    always    given    to    architects'    specifications. 


Members  of  the  Chicago  Retail  Lumber  Dealers  Association 
Assuring  Honesty  and  a  Square  Deal 


452 


EFINITION     FOR     SOUTHERN     YEIiIiOW 
FINE. 


(^Authorized  reprint  from  the  copyrighted  Stand- 
ds  of  The  American  Society  for  Testing  Materials, 
liladelphia.    Pa.) 

Southern  Yellow  Fine. — This  term  includes 
le  species  of  yellow  pine  growing  in  tlie 
authern  States  t'rona  Virginia  to  Texas, 
lat  is,  the  pines  hitherto  known  as  long 
af  pine  (Pinus  palustris),  short  leaf  pine 
Pinus  ecliinata),  loblolly  pine  (Pinus  taeda), 
uban  pine  (Pinus  heterophylla)  and  pond 
ine    (Pinus    serotina). 

Under  this  heading  two  classes  of  timber 
re  designated:  (A)  dense  Southern  yellow 
ine  and  (B)  sound  Southern  yellow  pine. 
t  is  understood  that  tliese  two  terms  are 
escriptive  of  quality  rather  than  of  bo- 
inical   species. 

(a)  Dense  Southern  Yellow  Fine  shall 
how   on    eitlier    end   an    average   of    at   least 

annual  rings  per  inch  and  at  least  one- 
hird  summer  wood,  or  else  the  greater 
umber  of  the  rings  sliall  show  at  least  one- 
hird  summer  wood,  all  as  measured  over 
he  third,  fourth,  and  fifth  inclies  of  a  ra- 
ial  line  from  tlie  pitli.  Wide-ringed  ma- 
erial  excluded  by  this  rule  will  be  accept- 
ble,  provided  that  the  amount  of  summer 
rood  as  above  measured  shall  be  at  least 
ne-half. 

The  contrast  in  color  between  summer 
vood  and  spring  wood  shall  be  sharp  and 
he  summer  wood  shall  be  dark  in  color, 
ixcept  in  pieces  having  considerably  above 
he  minimum  requirement  for  summer  wood. 

In  cases  where  timbers  do  not  contain  the 
»lth,  and  it  is  impossible  to  locate  it  with 
my  degree  of  accuracy,  the  same  inspec- 
ion  shall  be  made  over  3"  on  an  approxi- 
nate  radial  line  beginning  at  the  edge  near- 
est the  pith  in  timbers  over  3"  in  thlck- 
less  and  on  the  second  inch  (on  the  piece) 
learest  to  tlie  pith  in  timbers  3"  or  less  in 
hickness. 

In  dimension  material  containing  the  pith 
3ut  not  a  5"  radial  line,  which  is  less  than 
5x8"  in  section  or  less  than  S"  in  width. 
hat  does  not  show  over  16  sq.  in.  on  the 
jross-section,  the  inspection  shall  apply  to 
nhe  second  inch  from  the  pith.  In  larger 
material  that  does  not  show  a  5"  radial  line 
the  inspection  shall  apply  to  the  three  inches 
farthest   from   the   pith. 

The  radial  line  chosen  shall  be  representa- 
tive. In  case  of  disagreement  between  pur- 
chaser and  seller  the  average  summer  wood 
and  number  of  rings  shall  be  the  average 
of  the    two   radial    lines    chosen. 

(b)  Sound  Southern  Yellow  Fine  ^hall 
linclude  pieces  of  Southern  pine  without  any 
Ting   or   summer   wood   requirement. 

GEKERAI.   TIMBER    SPECIFICATIONS. 

All  tiinber  except  No.  1  Common  must  be 
free  from  defects  sucli  as  injurious  ring  or 
round  shakes,  and  through  shakes  that  ex- 
'tend  to  the  surface;  unsound  and  loose  knots, 
and  knots  in  groups  that  will  materially 
(impair  the  strength.  Seasoning  cliecks  and 
discolored    sap    shall    not    be    considered    de- 

ifects   in  any   grade. 
KNOTS. 
:      (Adopted   by   the  American  Society  for   Testing  Ma- 
tterials,    Angus     21     1915.) 

I      Knots    shall    be     classified    as    round    and 
spike     in    form    and    for    quality    as    sound, 
1  encased,    loose   and   unsound. 
I      A  round  knot  is  one  which   is  oval  or  cir- 
fcular   in    form. 

I      A  spike  knot  is  one  sawn   in    a  lengthwise 

I  direction;    the   mean    or   average    width    shall 

'be   considered    in    measviring    these   knots. 

A  sound  knot  is  one   which   is  solid  across 

its   face   and    whicli    is   as   hard   as    the    wood 

surrounding     it;     it    may    be    either     red     or 

black,  and   is  so   fixed  by  growth   or  position 

that    it   will    retain    its    place    in    the    piece. 

An    encased    knot     is     one     wliose     growth 


rings  are  not  intergrown  and  homogeneous 
with  the  growtli  rings  of  the  piece  it  is  in. 
The  encasement  may  be  partial  or  com- 
plete; if  intergrown  partially  or  so  fixed  by 
growth  or  position  that  it  will  retain  its 
place  in  the  piece,  it  shall  be  considered  a 
sound  knot;  if  completely  intergrown  on  one 
face,    it    is    a    watertight    knot. 

A  loose  knot  is  one  not  firmly  lield  in  place 
by  growth  or  position. 

A  rotten  knot  is  one  not  as  hard  as  the 
wood    it    is    in. 

WANE. 

"Wane  is  bark,  or  the  lack  of  wood  from 
any    cause,    on    edges    of   timbers. 

SHAKES. 

Shakes  are  splits  or  checks  in  timbers 
which  usually  cause  a  separation  of  the 
wood    between    annual    rings. 

Ring"  shake:  An  opening  between  the  an- 
nual   rings. 

Througrli  shake:  A  shake  which  extends 
between  two  faces  of  a  timber. 

Sliakes  not  hereinbefore  described  unless 
known  to  have  extensive  penetration  shall 
not  be  considered  a  defect  under  this  classi- 
fication. 

SIZES. 

All  rough  timber,  except  No.  1  Common, 
must  be  full  size  when  green.  One-quarter 
inch  shall  be  allowed  for  each  side  surfaced. 

IiENGTHS. 

Standard  lengths  are  multiples  of  two 
feet,  eight  to  twenty  feet,  inclusive,  extra 
lengths  are  multiples  of  two  feet,  twenty- 
two  feet  and  longer.  When  lineal  average 
is  specified,  standard  of  lengths  sliall  be 
multiples   of   one  foot. 


GRADES  OF  TIMBERS. 


HEART  TIMBERS. 

All  timber  specifications,  except  "Mer- 
chantable" specifying  heart  requirements, 
shall  be  considered  as  a  special  contract,  and 
shall  specify  whether  the  heart  reciuirements 
refer  to  cubical  contents  or  surface  measure- 
ments in  each  piece. 


NO.    1     COMMON    TIMBERS. 

May  be  either  Dense  or  Sound   Pine. 

Common  timbers  rough  4x4  and  larger 
shall  be  not  more  than  i/4"  scant  at  any 
point  when  green,  and  be  well  manufactured 
and  may  have  1^/2"  wane  on  one  corner  one- 
third  the  length  of  the  piece,  or  its  equiva- 
lent on  two  or  more  corners;  the  wane  meas- 
ured  on    its    face. 

Timbers  10x10  in  size  may  have  2"  wane 
as  above;  the  larger  sizes  may  have  wane 
as  above   in   proportion   to   sizes. 

The  diameter  of  anv  one  knot  shall  not 
exceed  2"  in  4x4  to  6x6;  2%"  in  6xS  to  8x10; 
3"  in  10x10  to  10x12;  3%"  in  12x12  to  12x14; 
4"  in  14x14  to  14x16;  41/2"  in  16x16  to  16xlS. 
In  sizes  not  mentioned  the  diameter  of  knots 
admissible  will  increase  or  decrease  in  pro- 
portion to  the  size  of  the  timbers  on  ■same 
basis   as    above   specified. 

In  determining  the  size  of  knots,  mean 
or  average  diameter  shall  be  taken,  or  the 
eciuivalent  of  tlie  above  in  grouped  knots 
at  any  one  point.  Shakes  one-sixth  the 
length  of  the  piece,  small  unsound  knots 
and  a  limited  number  of  pin  worm  holes, 
well   scattered,   are  inadmissible. 


SQUARE  EDGE  AND  SOUND  TIMBERS. 

May    bo    either    Dense    or    Sound    I'ine. 
Square    edge    and    sound    timbers    shall    be 
well   manufactured   and   conform   to   the   Gen- 
oral    Timber    Specifications,    admitting    sound 
knots,    and   shall   be    free   from    wane. 
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MERCHANTABIiX:     TIMBERS. 

May  be  either  Dense  or  Sound  Pine. 
All    merchantable    timbers    shall    be    well 
lanufactured    and    conform    to    the    General 
'imber    Specifications. 

Sizes  under  9"  on  the  largest  dimension, 
hall  show  two-tliirds  or  more  lieart  sur- 
ace  on  one  of  tlie  wide  faces;  ■sizes  9"  and 
ver  on  the  largest  dimension  shall  show 
wo-thirds  or  more  heart  on  both  of  the 
vide  faces.  When  sticks  are  square  the  face 
howing  the  most  heart  shall  govern  the 
f  nspection  on  sizes  under  9",  and  the  two 
aces  showing  the  most  heart  •shall  govern 
he  inspection  when  9"  and  over.  Heart 
howing  the  full  length,  even  if  not  two- 
hirds  of  the  area  as  above,  sliall  meet  the 
equiremeiits   of  tliis   quality. 

Wane  not  exceeding  one-eighth  of  the  di- 
nension  of  the  face  and  one-quarter  of  tlie 
ngth  of  the  piece  on  one  corner,  or  the 
hquivalent  on  two  or  more  corners  on  not 
:;o  exceed  ten  per  cent  of  the  pieces,  shall 
le  admitted. 

I        SBIiBCT    STRUCTURAL    MATERIAL. 

(A  rule  inrorporating  siiggestio7is  by  the  United 
Slates    Forest    Service.) 

\     REQUIREMENTS  TOR  DENSITY  AND 
I  RATE  OP  GROWTH. 

•     1.     Shall   contain   only  sound   wood   and   be 

'rvell   manufactured. 

J      Shall  conform  to  the  definition  of  Dense 
ithern    Pine   as   adopted    by    the    American 
■iety   for    Testing    Materials,    August    21st. 
'1.5,    sliown   on    page    6. 

For  the  purpose  of  determining  whether 
ly  given  piece  meets  tlie  requirements  for 
iisity  and  rate  of  growth,  the  following 
lo,  suggested  by  the  United  States  Forest 
rvice,  shall  be  applied.  It  will  be  suffl- 
■nt  if  eitlier  end  passes   the  inspection. 

(1)  Pith  Present  or  Accurately  Located. 

(A)  Radial   line   of   5"    present. 

(a)  Apply  inspection  over  third, 
fourtli    and   fifth   inches. 

(B)  Radial  line  of  5"  not  present. 

(a)  Apply  inspection  to  the  second 
inch  on  2x.3,  2x4.  2x6,  3x3,  3x4, 
4x4,  or  any  otlier  dimension 
material  that  has  less  than  16 
square  inches  on  the  cross  sec- 
tion. 

(b)  In  the  larger  material  apply 
inspection  to  the  3  inches  far- 
thest from   tlie   pith. 

(2)  Pith  Not  Present  or  Cannot  be  Accu- 
rately Located. 

(A)  Material   over   3"   thick   apply   inspec- 

tion to  tliree  inches  nearest  the  pith. 

(B)  Dimension     material     3"     or     less    in 

thickness  apply  inspection   to  second 
inch  of  the  piece  nearest  the  pith. 

(3)  The  Radial  Line  Chosen  Shall  Show 
a  Representative  Number  of  Annual 
Ring-s  of  Growth  and  Per  Cent  of 
Summer    Wood. 

Restrictions    on   Knots   in    Beams. 

3.  Shall  not  have  in  Volume  1  sound  knots 
gr'eater  in  diameter  than  one-fourth  the 
width  of  the  face  on  which  they  appear — • 
maximum  knot  1%".  Shall  not  have  in  A''ol- 
ume  2  sound  knots  greater  In  diameter  than 
one-half  tlie  width  of  the  face  on  which  they 
appear — maximum    knot    3    inches. 

The  aggregate  diameter  of  all  knots  within 
tlio  center  half  of  the  length  of  any  face 
shall   not   exceed   the  width   of  that   face. 

The  diameter  of  a  knot  on  the  narrow  or 
horizontal  face  of  a  beam  is  to  be  taken 
as  its  projection  on  a  line  perpendicular  to 
the  edge  of  the  timber.  On  the  width  or 
vertical  face,  the  smallest  dimension  of  a 
knot  is  to  be  taken  as   its  diameter. 

Restrictions  on  Knots  in  Columns. 

4.  Shall  not  have  sound  knots  greater 
in  diameter  than  one-third  the  least  widtli 
of  the  column — maximum  knots    4   inches. 


Restrictions  on  Shakes  and  Checks  in  Beams. 

5.  Round  or  ring  shakes  shall  not  occupy, 
at  either  end  of  a  timber,  more  than  one- 
fourth  the  width  of  green  material,  nor 
more  than  one-third  the  width  of  seasoned 
material. 

Any  combination  of  checks  and  shakes 
wliicli  would  reduce  the  strength  to  a  great- 
er extent  than  the  allowable  round-shakes 
will  not  be  permitted.  Shakes  shall  not  show 
on  the  faces  of  either  green  or  seasoned  tim- 
ber. 

Restrictions  on  Cross  Grain  in  Beams. 

6.  Shall  not  have  diagonal  grain  with 
slope  greater  than  one  in  twenty  in  Vol- 
ume  1. 

ABBREVIATIONS     OP     TIMBER     GRADES. 

For  the  purpose  of  branding  timbers  with 
the   names   of   the   grades    it   is   recommended 
that  the  following  abbreviations  be  used: 
SQ  EDG-SD  — Square  Edge  and  Sound. 
NO   1   COM     — No.   1   Common. 
MERGH  — Merchantable. 

SEL    STRUC— Select    Structural. 

ARCHITECTS     SPECIPICATIONS     POR 

SOUTHERN     YELLOW     PINE 

STRUCTURAL   TIMBERS. 

(1)  When    Both    Maximum    Durability    and 

Streng~th  Are  Required. 
Eongleaf  soutliern  yellow  pine  of  "select 
stz'uctural  material  grade"  in  accordance  with 
tne  definition  of  "Dense  Southern  Yellow 
Pine"  as  adopted  by  the  American  Society 
for  Testing  Materials  (August,  1915),  and 
the  Southern  Pine  Association  ("Densitv 
Rule"  book,  March  15,  1916).  To  be  dressed 
to  standard  sizes  conforming  to  the  rules 
of  the  Southern  Pine  Association  and  brand- 
ed in  accordance  with  the  official  require- 
ments   of    that    Association. 

(2)  When  Strength  Is  Required  Without  Spe- 

cial Reference  to  Durability. 
Southern  yellow  pine  of  "select  structural 
material  grade"  as  defined  in  Section  (1) 
above.  To  be  dressed  to  standard  sizes  con- 
forming to  the  rules  of  the  Southern  Pine 
Association  and  branded  in  accordance  with 
the   official  requirements  of  that  Association. 

(3)  When  Used  Without  Reference  to  Dura- 

bility or  Ma/Ximiim  Streng'th. 
No.  1  Common  southern  yellow  pine  tim- 
bers of  "dense"  grade  as  defined  in  the 
"Timber  Rule"  book  of  the  Southern  Pine 
Association  (March  15,  1916).  To  be  dressed 
to  standard  sizes  conforming  to  the  rules 
of   the   Soutliern    Pine   Association. 

(4)  When    Used    for    Joists,    Studs,    etc.,    in 

Ordinary  or  Minor  Structures  Without 
Reference    to    Durability    or    Maximum 
Strengrth. 
No.    1    Common    southern    yellow    pine,    as 

defined    in    the    "Timber    Rule"    book    of    the 

Southern    Pine    Association,    March    15,    1916. 

To    be   dressed    to   standard   sizes   conforming 

to  the  rules  of  that  Association. 

FOR    SOUTHERN    YELLOW    PINE    HEAVY 
PACTORY    AND    LAMINATED    FLOORING. 

(5)  W^hen  Durability  and  Maximum  Strength 

Are   Required. 

"Dense"  southern  yellow  pine  of  "mer- 
chantable grade"  as  defined  in  the  "Timber 
Rule"  book  of  the  Southern  Pine  Associa- 
tion (March  15,  1916).  To  be  dressed  to 
standard  sizes  conforming  to  the  rules  of 
that  Association  and  branded  in  accordance 
with  tlie  official  requirements  of  that  Asso- 
ciation. 

(6)  When  Strengrth  Is  Required  Without  Ref- 

erence to  Durability. 
Southern  yellow  pine  of  "No.  1  Common 
Timbers"  as  defined  in  the  "Timber  Rule" 
book  of  the  Southern  Pine  Association 
(March  15,  1916).  To  be  dressed  to  standard 
sizes  conforming  to  the  rules  of  that  asso- 
ciation. 
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A  COMPARISON  OF  WOOD  MOULDINGS 


Some  years  ago  the  National  Lumber 
iVIanufacturers'  Association  addressed  a  let- 
;er  to  Prof.  C.  Howard  Walker,  Professor 
jf  "The  History  of  Architectural  Ornament" 
it  Massachusetts  Institute  of  Technology, 
ilso  author  of  "Walker's  Theory  of  Mould- 
lings",  requesting'  that  he  criticize  a  series 
\oi  stock  mouldings  from  the  so-called  "Uni- 
versal Moulding  Book",  copies  of  which  were 
enclosed. 

In  reply  Prof.  Walker,  in  addition  to 
isketching  on  the  drawings,  suljmitted  his 
suggestion  for  improvement,  made  comment 
as  follows: 

First — Mouldings  are  to  obtain  lines  of 
shadow. 

Second — Fillets  are  merely  conjunctions 
like,    "and"    and    "but",    in   Grammar   and    are 


Sixth — Bevels  are  not  mouldings,  and  are 
always  mechanical  in  appearance,^ — should 
not  be  used  with  mountings,  but  as  chamfers 
only. 

Seventh — Repeated   beads   are   ordinary. 

Flutes  are  of  value,  but  space  between 
flutes  should  not  be  more  than  %  of  width 
of  flute. 

Repeated  beads  and  flutes  are  to  obtain 
tone   value    only. 

We  give  below  a  single  full-size  illustra- 
tion of  comparison  between  Professor 
Walker's  suggested  improvement  as  applied 
to  the  standard  crown  mould  which  is  cut 
from    l"x4"    green    stock. 

Fig.  1  illustrated  the  stock  moulding  prac- 
tically as  presented  in  the  "Universal  Mould- 
ing  Book".      The   outer   dotted    line   enclosing 

/^  Ax. 
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Fig.  1 


Fig.  2 


to  separate  sections  which  would  otherwise 
slur  together.  But  in  no  case  should  fillets 
be  large,  nor  should  the  under  side  (the 
soffite)    exceed   the   vertical    face. 

In  stock  mouldings  both  occur. 

Third — No  curved  moulding  is  complete 
without  a  fillet. 

Fourth — The  difference  between  coinmon 
place  mouldings  and  fine  mouldings  is  just 
the  difference  between  Roman  and  Greek 
mouldings.  The  Roman  mouldings  have  sec- 
tions which  are  parts  of  circles;  the  Greek, 
parts  of  ellipses.  Parabolas  and  Hyperbolas, 
(parabolas  are  curves  produced  by  planes 
cutting  a  cone  parallel  to  its  sides.  Hyper- 
bolas are  curves  cutting  a  cone  parallel  to 
its   ortical   axis). 

Parts  of  circles  are  of  use  for  large  beads 
and  tori. 

Stock  mouldings  are  of  commonplace  sec- 
tions of  circles. 

Fifth — In  any  section  having  a  compound 
curve,  i.  e.  an  ogee  or  cyma,  one  or  the 
other  of  the  Concave  or  the  Convex  factor, 
should    be    dominant. 

Stock  Compound  mouklings  are  inade 
equal. 


/ 

Fig.  3 
rectangle  indicates  the  original  size  l"x4" 
of  the  rougli  green  stock.  The  inner  dotted 
rectangular  line  indicates  the  size  of  the 
original  l"x4"  green  stock  after  it  has  been 
kiln  dried  and  surfaced  four  sides  (S'-4-S), 
i.  e.  %"x3%"  all  existing  stock  moulding  are 
drawn  to  get  the  most  moulding  out  of  a 
given  size  of  stock  kiln   dried  inaterial. 

A  movement  is  on  foot  to  re-design  these 
stock  mouldings  more  nearl.v  in  accordance 
with   good   taste. 

Fig.  2  illustrates  Professor  Walker's  sug- 
gestion as  to  how  existing  stock  crown 
mould  cut  from  the  same  size  kiln  dried 
stock  as  in  Fig.  1  can  be  modified  by 
emphasizing  the  convex  curve  and  reducing 
the  concave  curve  to  secure  better  shadow 
gradation. 

Fig.  3  illustrates  Professor  M^alker's  al- 
ternative suggestion  for  modifying  existing 
crown  mould  cut  from  the  same  sized  kiln 
dried  stock  as  in  Fig.  1  by  emphasizing  the 
concave  cvirve  and  sviliordinating  the  convex 
curve. 

Note  that  in  both  Fig.  2  and  Fig.  3  the 
curves  are  not  arcs  of  circles  but  easy  flow- 
ing curves  adding  much  to  their  grace  of 
contour. 
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Illinois  Life  Insurance  Company  Building, 

Lake  Shore  Drive, 

Chicago,  Illinois 


Ilolabird   <i-   Roche, 

Architects 

Chicago,  Illinois 


"Stone  is  ever  pleasant  to  look   upon. 

It  mellows  ivith  age  and  hceomes  more  heauliful  uilli   lime. 


nr^  HE  first  annual  award  of  medals  for  good  architecture  in  the  Lake 
-■■    Shore  District,  Chicago,  was  awarded  to  the  Illinois  Life  Insurance 
Company  Building.     It  is  built  entirely  of  Bedford  Indiana  Limestone 
from  the  quarries  of  the 


Indiana  Quarries  Company 

(Branch  of  the  Cleveland  Stone  Co.) 


General  Offices: 

112  W.  ADAMS  ST., 

CHICAGO 


Quarries  and  Mills: 

BEDFORD, 
INDIANA 
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STANDARD  FORM  OF  CUT  STONE  SPECIFICATION 

For  Indiana  Oolitic  Iiimeetoue 
INDIANA    IiIMESTONZ:    OR    BEDFORD    STONE 

Indiana  Limestone  constitutes  one  of  the  great  natural  resources  of  tlie  country.  The 
industry  has  grow:i  to  sucli  an  extent  tliat  it  is  in  no  sense  local  or  sectional  but  national  in 
character,  and  since  this  stone  is  so  extensively  specified  by  Architects,  these  specifications 
and  notes  regarding  its  use  have  been  Included. 

The  Indiana  Limestone  Quarrymen's  Association  offers  free  technical  service  to  Archi- 
ttcts,  who  are  requested  to  make  use  of  the  E'ervice  Department  and  Bureaus  of  the 
Association  as  a  source  of  reliable  and  impartial  information  regarding  the  products  of  the 
industry  and  their  proper  and  economical  use,  and  for  assistance  on  any  problems  pertaining 
i.i   Indiana  Limestone   and   its   employment   in   building  construction. 

Chicago  Branch  Bureau  of  Service  Department  at  Room  1503,  London  Guarantee  Build- 
ing. 360  N.  Michigan  Avenue,  gervire  only,  no  sales,  no  reports  to  trade.  Inquiries  and  con- 
-iiltations  strictly  confidential. 

Notes  on  Standard  Specifications  for  Indiana  Iiimestone 

Research   work   and   investierations  bearing  on    the   subject  of   Specification   requirements 

re  beng  conducted  by  the  Technical  Division  of  this  Association,   and   it  is  the  intention  to 

1  rvise  this  standard  specification  from  time  to  time,  in  order  to  keep  it  up  to  date  w^ith   the 

ilevelopments  of  this  research   work,   or  as  may  be   found   advisable   to   improve   it  and   have 

it  conform   with   the  best   modern   engineering  practice   as   applied   to   Building  Construction. 


Classification: 

The  Indiana  Limestone  Quarrymen's  Asso- 
<  ifltion  classifies  the  Industry's  product  by 
'ilor-tone  and  texture  as  follows,  and  recom- 
mends the  use  of  these  terms  to  indicate  the 
lisired  grades  of  stone  which  its  members 
I'toduce: 


"Regular  Grades" 
Select   Gray   stock, 
standard    Gray    stock. 
A'ariegated    Stock. 
Select  Buff  stock. 
Standard  Buff  stock. 

Other     specialties. 


"Special   Grades" 

Rustic    Buff. 

Snecial  Hard  Buff. 

Special    Hard    Gray. 

Indiana  Travertine, 
sawed  either  with 
or  across  the  grain, 
ranging  in  color  tone 
froTn  very  light,  almost  a  cream  wiiitp.  to  dis- 
vinctly  dark,  are  also  usually  available,  sam- 
ples of  which  will  be  furnished  by  the  Asso- 
ciation upon  request.  A  general  description 
of  the  various  grades  and  recommendation  as 
to  their  selection  and  employment  is  given 
below. 

Architects  should  remember  that  the  Asso- 
ciation Classification  of  the  Industry's  prod- 
uct is  for  their  direct  benefit  and  the  protec- 
tion of  their  clients  in  the  specifying  of 
Indiana  Limestone.  The  well  known"  Oolitic 
Limestone  of  Indiana,  formerlv  called  Bed- 
ford Stone,  is  commercially  available  only  in 
Lawrence  and  Monroe  Counties,  and  the 
Architect  should  protect  both  his  client  and 
himself  aeainst  substitutes.  All  of  the  long 
established  and  proven  quarries  from  which 
this  denendable  stone  has  been  produced  for 
generations  are  located  within  these  two 
counties. 

The  recommendations  and  standard  prac- 
tice of  this  Association  are  an  effort  to 
'mprove  and  standardize  current  usage  and 
to  assure  the  proper  and  economical  use 
of  its  members'  product  in  modern  building 
construction.  The  standard  practice  of  this 
.Association  is  rapidly  becoming  universally 
recognized. 

"Standard"  stock  is  the  standard  product 
of  the  quarries,  constituting  the  bulk  of  the 
total  output.  It  is  thoroughly  sound  stone, 
having  a  rans:e  of  variation  in  color  shades 
and  texture  not  found  in  "Select,"  but  which 
by  reason  of  the  nature  of  the  deposit  are 
'•nnfined  within  limits  that  make  it  impos- 
•  ilile  to  determine  at  a  distance  of  a  few 
lift  whether  it  is  "StandarfV'  or  "Select" 
slock.  Stone  of  the  Standard  Gray  or  Buff  or 
of  the  Variegated  classiflcition  is  genorallv 
used  for  all  purposes  in  the  regulai-  run  of 
work. 

"Select"  or  "No.  1"  stock  is  much  more  uni- 
form in  color  and  texture  than  is  required  for 
all  ordinary  purposes  in  general  building  con- 
struction.     Select   stock   is   recommended    for 


entrance  work  and  those  portions  of  a  build- 
ing within  ready  range  of  vision,  for  carv- 
ing, sculpture,  certain  interior  work  and 
other  special  uses.  It  is  considered  an  un- 
necessary, if  not  wasteful,  expense  to  specify 
Select  stock  for  the  entire  exterior  of  the 
average  building,  or  to  use  this  grade  of 
stone  for  heavy  cornices  and  other  work 
having  fairly  large  scale  detail  placed  well 
above  the  range  of  close  inspection,  as  the 
difference  in  texture  between  "Select"  and 
"Standard"  rock  in  such  position  cannot  be 
noted. 

On  the  other  hand,  it  is  not  proper  to  mix 
Standard  and  Select  stock  or  Standard  and 
a  coarser  variety  in  any  well  defined  architec- 
tural iTiember,  such  as  Grade  or  Base  Course, 
Belt  Course  or  Cornice,  etc.  and  Architects 
are  justified  in  insisting  that  the  Cut  Stone 
Contractor  use  some  judgment  in  selecting 
the  stock  of  any  grade  for  the  several  por- 
tions of  the  W'ork. 

"Rustic"  stock,  which  is  only  available 
in  Buff  color,  has  more  variation  in  color- 
tone  and  texture,  having  a  wnd*^r  range  of 
granular  formation  than  pither  Standard  or 
Select  stock.  This  grade  is  particula'-ly 
suitable  for  the  sawed  ashlar  facing  of  walls, 
and  for  that  purpose  may  be  combined  with 
trim   of  either  Standard   or  Select   stock. 

"Rustic"  is  not  generally  to  be  recommend- 
ed to  take  the  place  of  Standard,  or  for  posi- 
tions in  the  buildinsr  on  which  there  is  much 
cutting-  and  moulded  work,  on  account  of  its 
texture  and  hardness,  with  resultant  increase 
in  cost  of  cutting,  but  may  be  used  to  ad- 
vantage for  heavy  cornices  and  other  boldly 
detailed  simple  moulded  work. 

".Special  Hard"  Gray  and  "Special  Hard" 
Buff  are  grades  that  are  specially  adapted 
for  base  or  grade  courses,  steps  and  plat- 
forms, buttresses,  floor  tiling,  terrace  paving, 
or  any  position  in  building  subject  to  abra- 
sion and  constant  wear  under  foot  traffic, 
for  which  purposes  these  grades  are  recom- 
mended. 

T\^hile  Indiana  Travertine  constitutes  only 
a  Aery  small  percentage  of  the  total  output 
of  the  quarries  and  is  sometimes  considered 
as  a  waste  product,  the  amount  of  selection 
required  and  the  extra  cost  of  working  up 
this  very  distinctive  material  will  generally 
make  the  price  somewhat  higher  than  for 
any  of  the  regular  grades.  This  stone  is 
recommended  chiefly  for  sawed  ashlar  and 
for  sawed  Facing  or  Ashlar  slabs  foi-  int<n-ior 
work.  "When  moulded,  the  detail  should  be 
kejtt  plain  and  broad  in  treatment. 

Both  the  Rustic  Buff  and  the  Travertine 
may  be  used — sawed  either  with  or  across 
the  grain. 
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THE   BURNHAM  BUILDING,   Chicago 

D.  H.  Burnham  &  Co.,  Architects  Starrett  Bros.,  Gen.   Cents. 

Select  Gray  and  Variegated  Limestone  were  selected  by  D.  H.  Burnham  and  Co. 

for  this  fine  example  of  the  modern  office  building.     Naturally  they  chose  this 

Indiana  Limestone  from  the  quarries  of 

W.  MCMILLAN  &  SON 


Chicago  Office: 

10  So.  La  Salle  St. 

Tel.  Main  5076 


General  Offices 

BEDFORD,   INDIANA 


Three  Quarries 
Four  Mills 
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CUT    INDIANA   IiIMESTONI!. 

I.     Work  Included: 

The  work  under  tliis  contract  shall  in- 
lude  all  labor  and  material  for  the  fur- 
bishing of  cut  stone  work  in  accordance 
with  the  drawings  and  as  hereinafter  speci- 
fied. 

3.  Sescriptiou  of  Stone. 

All     Limestone     specified      or     shown     on 
drawings   sliall   be        (state   grade   desired) 
Select  Gray, 

[Often    referred    to    as    No.    1    Gray] 
Standard   Gray, 
Select  Buff, 

[Often   referred    to   as    No.    1    Buff] 
Standard  Buff, 
Variegated, 

Indiana  Oolitic  Ijimestone  building  stoclv, 
free  from  all  defects  that  would  materially 
impair  its  strength,  durability  or  appearance, 
and  witliin  the  range  of  variation  of  color 
and  texture  represented  by  two  samples  ap- 
I  proved   by    the    Architect. 

.  Specially  graded  stone,  acceptable  as  to 
'hardness  and  color  as  per  samples  to  be 
,  submitted,     shall    be    employed    where    indi- 

'cated  on   drawings,   for 

and  all  other  positions  exposed  to  direct  wear. 
Wherever    the    terms    "Indiana    Limestone" 
I  or    "Limestone"    occiir    in    this    specification, 
i  they    specifically    refer    to    and    shall    imply 
"Indiana      Oolitic      Limestone"      quarried      in 
j  Lawrence   County,   Indiana,   or  Monroe   Coun- 
ty,   Indiana. 

[  3.     Samples. 

'       The   contractor   shall    submit   to   the   Archi- 
!  toct.    two     samples    which    shall    be    typical 
[  of    the    extremes    which    the    contractor    pro- 
poses   to    furnish.       Sample.s    to    lie    about    4" 
I  wide  by   7"  long  by  about   1"   thick,   with   the 
large  faces  cut  across  the  grain  of  the  stone, 
with    the     finish     specified     indicated     on     the 
large  face,   and  at  least   two  of  the   edges   to 
he    rock    faced.        Similar    samples     shall    be 
provided  when  Select  stock  or  specially  grad- 
ed   hard    stone    is    specified    for    certain   posi- 
tions in  the  building. 

These    samples    shall    be    lalieled    or    otlier- 
.   wise    clearly    marked    with    the   name    of    the 
j  contractor  submitting  same,  the  grade  of  the 
limestone,    and    with    the    statement:     "Sam- 
ples   of    Indiana    Limestone    to    be    furnished 
for  the Building." 

4.  Standard    Practice. 

Insofar  as  these  specifications  pertain  to 
the  practice  set  out  for  the  proper  use  of 
Indiana  Oolitic  Limestone,  the  standards 
■"established  by  the  Indiana  Limestone 
Quarrymen's  Association,  of  Bedford,  In- 
diana, are  to  govern.  Bidders  not  familiar 
with  these  standards  are  cautioned  to  in- 
form   themselves    regarding    them. 

The  Architect  reserves  the  right  to  ap- 
prove the  sub-contractor  for  Cut  Stone  be- 
fore this  portion  of  the  work  is  awarded. 

5.  Cutting-  &  Setting-  Drawing's. 

The  cut  stone  contractor  sliall  prepare  and 
submit  to  the  Architect  for  his  approval 
complete  cutting  and  setting  drawings  in 
triplicate  for  all  of  the  Indiana  Limestone 
work  under  this  contract.  Such  drawings 
shall  show  in  detail:  sizes,  sections  and  di- 
mensions of  stone,  tlie  arrangement  of 
joints,  bonding,  anchoring  and  other  neces- 
sary  details. 

Moulded  or  projecting  courses,  unless 
otherwise  shown,  shall  have  not  less  than 
four-sevenths  (4/7)  of  their  cubic  contents 
inside  the  face  of  wall  and  all  projecting 
stones,  except  where  otherwise  shown  or 
specially  anchored  to  the  structure,  and  so 
provided  for  by  details  on  setting  drawings, 
shall  have  beds  in  the  wall  at  least  1" 
greater  in  depth  than  their  maximum  pro- 
jection. There  shall  be  "tlirough"  or  bond 
stones  wherever  indicated  on  approved 
etone  details. 


These  drawings  shall  be  based  upon  and 
follow  the  drawings  and  full  size  details 
prepared  by  the  Architect,  except  where  it 
is  agreed  in  writing  that  changes  be  made. 
No  departure  from  the  Architect's  draw- 
ings shall  be  indicated  on  setting  drawings 
submitted  to  the  Architect  for  approval  un- 
less this  departure  is  specifically  called  to 
the  Architect's  attention  by  a  letter  of  ex- 
planation accompanying  same.  Each  stone 
indicated  on  these  drawings  shall  bear  a 
corresponding  number  marked  on  the  back 
or    bed    with    a    non-staining   paint. 

Provision  for  the  proper  anchoring  and 
dowelling  or  cramping  of  work  in  keeping 
with  standard  practices,  also  for  the  sup- 
port of  same  by  shelf  angles  and  loose 
steel,  etc.,  when  required,  shall  be  clearly 
indicated   on    the    setting   drawings. 

6.  Details  for  Lintels,  Etc. 

Lintels  and  Architraves  or  other  members 
spanning  openings,  whether  supporting  a 
superimposed  load  or  only  their  own  weight, 
shall  be  of  the  proportions  and  sectional  area 
that  will  provide  an  ample  factor  of  safety 
based  on  the  average  ultimate  breaking 
strength    of    the    stone. 

7.  Carving-   &  Models. 

All  carving  shall  be  done  under  this  con- 
tract by  skilled  carvers,  in  a  correct  and  ar- 
tistic manner,  in  strict  accord  with  the 
spirit  and  intent  of  the  Architect's  sketches, 
or  from  plaster  models  prepared  or  ap- 
proved   by    the    Architect. 

8.  Cutting-. 

All  stone  shall  be  cut  accurately  to  shape 
and  dimensions  and  full  to  the  square, 
with  jointing  as  shown  on  approved  draw- 
ings. All  exposed  faces  shall  be  cut  true 
and  out  of  wind.  Beds  and  all  joints 
shall  be  dressed  straight  and  at  right  an- 
gles to  the  face  unless  otherwise  shown,  and 
except  where  otherwise  shown  or  noted  on 
drawings  joints  shall  have  a  uniform  thick- 
ness  of    Vi". 

Patching  or  hiding  of  defects  will  not  be 
permitted,  and  Lewis  holes  shall  not  be 
made   on   exposed   surfaces. 

Washes  shall  be  as  deep  as  practicable,  and 
drips  of  sufficient  width  and  depth  to  shed 
water  shall  be  provided  on  all  projecting 
stone  and  courses.  In  the  absence  of  spe- 
cific indication  otherwise,  all  coping,  caps 
and  sills  shall  overhang  the  work  below 
not  less  than  li/^",  and  shall  have    %"  drips. 

Raglets  for  flashing,  etc.,  shall  be  cut  in 
the  stone  where  so  indicated  on  the  draw- 
ings. 

Moulded  work  shall  be  carefully  executed 
from  full  size  details  supplied  by  the  Archi- 
tect, and  must  match  perfectly  at  joints.  All 
arrises  shall  be  sliarp  and  true. 

All  columns  shall  be  accurately  cut  with 
entasis,  as  shown  on  drawings.  All  pil- 
asters, unless  indicated  otherwise,  shall  be 
cut   straight  without   entasis  or  taper. 

9.  Back-CIieckiiig-    &    Fitting-    to    Structural 

Frame. 

Stone  coming  in  connection  with  struc- 
tural work  shall  be  back-checked,  as  indi- 
cated on  the  general  drawings.  Stones 
resting  on  structural  work  shall  have  beds 
shaped    to    fit    the    supports. 

Where  stone  facing  adjoins  steel  columns 
and  spandrel  girders,  the  depth  of  stone 
shall  be  such  that  it  will  allow  not  less  than 
three  inches  between  extreme  edge  of  metal 
and    the    back    of    the    stone. 

10.  Finish. 

Tlie  finish  on  exposed  surfaces  generally 
shall  be  smooth,  machine  dressed,  showing 
no  tool  m:u-k.s. 

11.  Lewis     Holes     &     Cutting     for     Dowels, 

Anchors,    Cramps,    Etc. 

I^ewis  holes  sliall  be  cut  in  all  stones 
weighing  more  than  100  pounds.  No  Lewis 
or  other  holes  shall  come  closer  than  2 
inches  to   the  exposed  face   of  the   stone. 
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S.   W.  Straus  Building,  Chicago 
Graliani,  Anderson,  Probst  &  Wliite,  Architects,  Chicago 

Entire  Exterior  Indiana  Limestone  Furnished  by 

The   CENTRAL   OOLITIC    STONE    CO. 

Cut  Sto?ie  Cofitr actors 
Sales  Office:  2126  South  Kedzie  Ave.,  Chicago,  111. 


Mill  ^  General  Office: 
Bloomington,    Indiana 


ESTIMATES  FURNISHED 


Address  Correspondence 
to    Our    Chicago    Office 
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Holes  and  sinkages  shall  be  cut  in  stones 
for  all  anchors,  cramps,  dowels,  etc.,  called 
for  under  this  specification  or  indicated  on 
:he  cutting  and   setting  drawings. 

12.  Iioading-  &   Shipment. 

The  Cut  Indiana  Limestone  shall  be  care- 
fully paclced  for  rail  or  wagon  transporta- 
tion, with  exercise  of  all  customary  practi- 
•able  and  reasonable  precautions  against 
t'amage    in    transit. 

All  cut  stone  under  this  contract  shall  be 
delivered  promptly  as  ordered  and  in  the 
sequence   in    which   it   is    to   be   set. 

13.  Pieia  Cutting-. 

(Specify    in    detail     any     field     cutting     that 
will    be    required.) 

SETTING   CUT   STONE. 

14.  Work  Included. 

Contractor  sliall  refer  to  the  preceding 
specification  for  cut  Indiana  Limestone  for 
more  detailed  information  regarding  tlie  cut 
stone  that  is  to  be  set  under  tliis  contract; 
also  refer  to  "General  Masonry",  "Sheet 
Metal  Work",  "Roofing"  and  "Carpentry" 
;  specifications  for  reference  to  work  that 
must  be  executed  in  conjunction  with  this 
work. 

15.  Delivery  &   Storag-e. 

All    Indiana    Limestone    delivered    f.    o.    b. 

cars    at    destination    under    another    contract 

snail  be   carefully   unloaded   and   delivered  to 

the    building    site. 

'       Wagon     or    truelv    haul    shall    be     handled 

,  throughout    by    competent    workinen    and    by 

such   metliods   as   will    guard   against   soiling, 

.  mutilation    or     chipping     in     transit     to     and 

'  upon  delivery  at  the  building  site. 

The   stone   shall   be   stored   at   the   building 

site,    for    wliatever    period,    on    planking    set 

.  so   that  stone  will  rest   entirely   clear   of   the 

J  ground    and    be    protected    by    proper    means 

from    damage    to    arrises    and    from    contact 

with    anytliing    which    would    result    in    the 

accumulation      of      dirt,      dust,      soot,      mud, 

grease   or   otlier   staining   or   disfiguring   ele- 

;   ments.      During   extended   periods    of   storage 

I  at   building   site,    the    stone    shall   be    covered 

with    tarpaulin,    stout    non-staining    paper    or 

beards. 

16.  Setting-   Mortar. 

All  Indiana  Limestone  sliall  be  set  in 
carefully  prepared  lime  mortar  tempered 
with  stainless  cement  of  an  approved  brand. 
The  mixture  shall  consist  of  one  part  dry 
Hydrated  Lime  or  lump  lime  paste,  to  not 
oyer  three  parts  sharp,  'washed  clean  sand, 
with  the  addition  of  stainless  cement  in 
an  amount  equal  to  15  per  cent  by  volume 
of  the    lime    used. 

Lump  Lime  Paste  shall  be  made  of  best 
quality  freshly  burned  lump  lime,  slaked 
with  cold  water  and  screened  tlirough  a 
three-sixteenths  inch  mesh  screen  into  a 
settling  box,  following  the  practice  employed 
in  preparing  lime  for  plastering,  tlie  Lime 
Putty  so  prepared  to  stand  in  the  set- 
tling box  not  less  than  one  week  and  then 
be  mixed  with  the  sand  and  be  properly 
stacked  to  age.  In  each  case  proper  precau- 
tions shall  be  taken  by  covering  or  other- 
wise absolutely  to  prevent  either  the  lime 
or  mortar  from  drying  out.  The  cement  shall 
be  added  and  thoroughly  worked  into  the 
mixture  in  small  batches  just  prior  to  its 
use  for  the   sotting  of   the   stone. 

The  sand  must  be  washed  clean,  en- 
tirely free  from  silt,  vegetable  matter, 
salts  and  all  other  injurious  substances,  and 
must  be  screened  if  containing  pebbles  or 
very  coarse  grains  that  would  interfere 
with  the  proper  bedding  and  jointing  of  the 
v.'ork.  The  water  must  be  clear  and  devoid 
of  salts  and  all  injurious  chemical  elements. 

17.  Scaffolding-. 

All  scaffolding  required  for  the  proper  ex- 
ecution of  tliis  work  will  be  furnished  and 
erected  by  the  Masonry  Contractor  for  the 
use   of   all    mortar    using   trades. 


18.  Centering-. 

All  wood  centering  required  for  the  proper 
.setting  of  Cut  Stone  work  will  be  furnished 
and   erected    by   the    Carpentry   Contractor. 

19.  Anchors   &    Dowels. 

All  ancliors,  dowels,  cramps,  Lewis  an- 
chors, etc.,  required  by  setting  drawings  or 
necessary  for  the  proper  erection  of  the 
work,  shall  be  of  thoroughly  galvanized 
iron.  Anchors,  etc.,  to  be  galvanized  after 
they    have    been    bent    to    shape. 

20.  Setting-  Cut  Stone. 

Tlie  Indiana  Limestone  shall  be  set  in  ac- 
cordance with  the  requirements  of  the 
drawings.  When  ready  for  setting,  all  stone 
shall  be  washed  on  ALL  sides  and,  if  re- 
quired, be  scrubbed  clean  witli  soap  powder 
and  water,  applied  with  fibre  brushes  only, 
and  be  thoroughly  rinsed  with  clean  water. 
Immediately  prior  to  setting,  all  stone  shall 
again  be  sponged  or  drenched  on  all  sides 
witli   clean   water. 

The  stone  shall  be  set  accurately  by  com- 
petent stone  setters,  true  to  line  and  level, 
with  full  Hushed  joints,  filling  all  anchor 
holes. 

Wooden  wedges  may  be  used  only  where 
necessary  to  prevent  the  crushing  of  mortar 
under  heavy  blocks,  and  shall  be  thoroughly 
soaked  before  use. 

Heavy  projecting  courses  shall  be  securely 
propped  until  mortar  has  set  and  the  wall 
above    same    is    built. 

All  beds  and  vertical  joints  shall  be  of  a 
maximum  width  of  Vi  inch  except  where 
otherwise  indicated.  Mortar  shall  be  raked 
out  %  inch  from  the  face  of  the  stone  to 
allow  for  pointing,  and  the  stone  be 
sponged    off   along   all    joints. 

Splashing  exposed  faces  of  cut  stone  with 
mortar  shall  be  avoided,  and  any  splashing 
shall  be  immediately  removed  with  a  sponge 
and    clean    water. 

The  entire  backs  of  all  stone,  while  wet, 
shall  be  plastered  with  not  less  than  V2  inch 
coat  of  setting  mortar  before  backing  up 
same,  and  where  the  stone  occurs  as  a  fac- 
ing applied  directly  to  previously  erected 
structural  members,  both  back  of  stone  and 
face  of  structural  work  shall  be  plastered 
witli  setting  mortar  to  insure  a  thoroughly 
filled  ioack-joint. 

The  ends  only  of  all  sills  shall  be  set  in 
a  full  bed  of  mortar,  balance  of  sills  to  be 
left    free    until   pointed. 

Steps  shall  be  set  with  a  slight  pitch  to 
the  front. 

All  cornices,  copings  and  projecting  belt 
courses  and  all  stones  forming  gutters,  etc., 
shall  be  set  with  the  vertical  joints  dry. 
These  joints  shall  be  caulked  on  exposed 
surfaces  with  picked  oalvuni  or  rope  yarn 
and  shall  then  be  filled  solid  from  above 
with  a  mortar  grout.  Grout  shall  be  com- 
posed of  one  part  non-staining  cement  and 
one  part  fine  white  sand,  mixed  in  small 
quantities,  stirred  vigorously  until  used,  and 
of  a  consistency  as  thick  as  can  be  poured 
into    joints. 

Where  the  Limestone  extends  down  to  the 
grade  line  of  the  building,  the  first  course 
above  grade  shall  be  placed  on  a  layer  of 
approved    non-staining    impervious    material. 

21.  Backing-  tTp   Cut   Stone. 

The  first  course  of  brick  next  to  stone 
facing,  shall  be  laid  in  same  kind  of  mortar 
as  used  by   Masons   for  setting  of   stone. 

22.  Protection    of   Finished   -Work. 

Tlie  Contractor  setting  Cut  Sloiie  shall  co- 
operate witli  tlie  Carpentry  Contractor,  who 
will  furnish  and  erect  the  necessary  protec- 
tion  for   sills   and   projecting   stone   work. 

23.  Cleaning-. 

The  face  of  all  stone  work  under  this 
contract  sliall  be  thoroughly  cleaned  upon 
completion,  this  oleaning  to  be  done  with 
soap  powder  boiled  in  clean  water  and  ap- 
plied vigorously  witli  stiff  fibre  brushes.  If 
necessary,  clean,  sharp,  fine,  white  sand  may 
be  added   to  the  soap  and  water  mixture. 
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I  After  cleaning,  the  exposed  surfaces  are  to 
■e    drenched    with    clear    water. 
The   use   of   wire   brushes    or   acids    of   any 
!;ind    will    not    be    permitted    under    any    cir- 
umstances    for   cleaning   the   stone    work. 

4.     Pointing-. 

All  face  joints  shall  l)e  In-ushed  out  clean. 
54  inch  in  depth,  carefully  removing  any 
[vedges  so  that  pointing  will  be  continuous, 
ind  after  a  thorough  wetting  of  the  stone 
;hall  be  pointed  flush  with  mortar  consisting 
if  one  part  stainless  cement,  two  parts  clean 
vhite  sand  and  sufficient  cold  lime  putty 
0  make  as  stiff  a  mixture  as  can  be  worked. 

ifotes   on  the  Design   of   Structural   Steel  for 

skeleton   frame   buildings   that  are 

to  be  faced  vrith  stone. 

It  is  really  very  important  that  more  care- 
ful consideration  be  given  to  the  require- 
ments of  the  facing  material  in  the  prelimi- 
nary layout  of  structural  steel  work  than  is 
jften   the   case. 

The  facing  material,  along  with  the  details 
[of  support  for  enclosure  walls,  is  very  often 
studied  only  after  the  size  and  position  of 
[columns,  girders  and  main  beams,  includ- 
|ing  even  the  spandrel  members,  have  been 
iflxed.  .This  is  not  the  best  method  of  proce- 
jdure,  as  a  careful  study  of  the  Spandrel 
Isections  during  the  preliminary  stages  of  "de- 
[sign  and  layout  of  the  structural  frame  will 
(often  result  in  considerable  economy  in  the 
;  steel   work. 

Details    for    Spandrel    sections    should    be 
•carefully    worked    up    in    pencil    during    the 
jearly    stages    of    preparing    the    small    scale 
[drawings,      enabling      them      to     be      studied 
along    with     the     Architectural     features     of 
(the    design    and    before    the    column    centers 
and    other    lines    have    been    definitely    fixed, 
not  afterwards,   as   these   are    the   first   items 
of     information     needed     by     the     Structural 
Engineer  in   the   detailing  of   the   steel.     This 
is   also   the   case   when   the   frame   is   of  rein- 
forced   concrete. 

The  Spandrel  sections  should  be  kept  as 
simple  as  possible,  using  'Self-supporting 
stone  lintels  wherever  practicable  and  elimi- 
nating all  unnecessary  steel  when  an  Indiana 
T>imestone  facing  is  to  be  used.  A  lot 
of  small  steel  in  the  wall  sections,  angles, 
channels  and  loose  lintel  steel  can  freriuently 
be  omitted  by  a  properly  designed  spandrel 
girder  placed  in  the  right  position  for  the 
support  of  both  facing  and  backing  of  en- 
closure of  walls. 

It  must  also  be  rememiiered  that  mason- 
ry, particularly  Stone  work,  is  decidedly 
more  rigid  than  steel,  and  the  steel  work  for 
the  support  of  same  should  be  designed 
with  that  in  view.  This  may  often  mean 
that  a  single,  deep,  built-up  plate-and-angle 
.section  is  preferable  to  a  plain  rolled  sec- 
tion or  combination  of  shapes  for  spandrel 
members. 

This  does  not  necessarily  involve  a 
greater  weight  of  metal  for  spandrel  gir- 
ders or  lintel  members  supporting  masonry 
of  walls,  but  a  different  disposition  of  the 
material. 

Any  attempt  to  support  the  lintels  or 
walls  over  wide  openings  with  steel  sec- 
tions that  will  deflect  appreciably  under 
load,  will  usually  occasion  arch  action  in 
the  masonry,  preventing  the  steel  from  car- 
rying the  loads  in  the  manner  for  which  it 
was  designed.  This  may  cause  excessi\'o 
stresses  in  some  portions  of  the  masonry 
that  may  result  in  the  crushing  of  mortar, 
opening  of  joints,  and  soinetimes  even  the 
spalling  or  chipping  off  of  corners  or  crack- 
ing  of   the   stone. 

On  the  other  hand,  too  much  steel  in 
spandrel  walls  should  be  avoided;  it  is  only 
necessary  to  have  the  supporting  members 
so    stiff    that    the    steel    frame    will    actually 


carry  the  load  it  is  intended  to  carry  with- 
out putting  stress  in  the  enclosure  wall 
masonry.  And  another  important  point  is 
so  to  detail  the  work  that  the  Stone  facing 
will  not  be  pinched  between  supporting 
members  of  the  structural  frame  when 
slight  movements  due  to  temperature  changes 
occur. 

There  is  also  a  tendency  to  place  wall 
Columns  too  close  to  the  face  of  wall,  and 
it  is  usually  advisable  to  fix  the  center  line 
of  these  columns  in  a  position  that  will 
permit  the  thickness  of  Stone  Facing  and 
one  course  of  Brick  work  plus  the  proper 
allowance  for  joints  between  the  outer  face 
of  steel  and  the  normal  face  of  wall  in 
the    shaft   or  main   portion   of  building. 

Placed  in  this  position,  the  eccentric  load- 
ing from  walls  can  generally  be  balanced 
by  the  eccentric  loading  from  floor  girders, 
and  this  will  usually  permit  the  flanges  for 
tlie  regular  plate-and-angle  columns  to  be 
turned  out  towards  face  of  wall,  where  they 
best  serve  for  resisting  wind  stresses  and 
for  wind  bracing  connections,  permitting 
the  floor  girder  connections  to  be  placed 
on   the   opposite   flange   of   these   columns. 

And  it  is  very  important  in  the  erection 
to  be  sure  that  the  frame  is  carrying  all  of 
the  enclosure  wall  load  which  it  is  intended 
to  carry,  and  that  this  load  is  not  being 
supported  largely  by  the  Facing  through 
the  deflection  and  settling  to  bearing  of  the 
steel  work  behind  it.  This  may  often 
mean  tliat  in  tall  buildings  the  erec- 
tion of  Stone  Facing  and  Backing  of  en- 
closure walls  should  be  started  simultane- 
ously at  several  different  floor  levels,  and 
the  entire  enclosure  walls  of  the  shaft  and 
upper  portions  of  the  building  be  completed 
before  the  Stone  work  of  Base  or  lower 
stories    is   set. 

It  may  not  always  be  found  practicable  to 
do  this,  but  the  one  point  is  to  be  sure  that 
frame  is  carrying  the  full  load  of  upper 
walls,  particularly  when  there  is  an  Arcade 
or  Colonnade  treatment  of  Stone  work  form- 
ing the  base  portion  of  a  tall  building,  as 
Stone  work  of  this  character  in  lower  por- 
tion can  usually  be  made  self-supporting 
for  several  stories  in  height,  and  for  that 
reason  steel  should  be  kept  out  of  it  as  far 
as    practicable. 

Stone  Lintels  should  be  made  self-sup- 
porting whenever  practicable.  This  is 
usually  possible,  even  in  paired  or  grouped 
windows,  by  the  use  of  Stone  Mullions, 
which  give  a  better  appearance  and  greater 
structural  stability  to  any  Stone  design. 
This  often  simplifies  the  Spandrel  Sections, 
making  it  necessary  to  support  only  the 
Spandrel  Panels  and  sills  on  the  structural 
fraine. 

Where  Shelf  Angles  for  Lintels  must  be 
used,  it  is  often  better  to  use  loose  Lintels 
than  to  have  them  rigidly  connected  to  the 
structural  frame,  and  where  such  connec- 
tions are  considered  advisable,  it  is  general- 
ly best  to  bracket  or  hang  them  from  the 
Spandrel  Girder  with  a  slotted  bolt  con- 
nection that  will  permit  of  some  adjust- 
ment, which  is  nearly  always  necessary  to 
bring  Steel  Members  of  this  character  into 
the   exact   position   for   the   support   of   Stone. 

This  also  applies  to  outlook  angles,  which 
should  never  be  rigidly  connected  but  al- 
ways fastened  to  the  frame  with  a  hooked 
or  bolted  connection  over  shim  plates  that 
will  permit  of  adjustment  into  the  exact 
position  required  for  the  support  of  project- 
ing  Stone   work. 

A  little  careful  study  given  to  details  of 
this  kind  during  the  early  stages  of  the 
Steel  Design  will  usuall.v  nsult  in  the 
simplification  of  both  the  structural  steel 
and  the  stone  work,  and  facilitate  the  erec- 
tion of  both. 
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Physical  Properties  of  Indiana  Limestone 

JAs  Developed  by  Tests  Made  at  the  Bureau  of  Standards,  Washington,  D.  C,  on  72  Specimens 
Of  the  Stone,  Including  All  of  the  Grades  Produced  by  the  Indiana  Limestone  Quarry 

District  in  Lawrence  and  Monroe  Counties,  Indiana. 
NOTE — The   average   values   given   below    are   the   average   of   the   various   grades   and    are    not   the    averages 
of  all  specimens  tested;   that   is,   they  are  not  weighted   averages. 

_1_  to  B : — indicates  that  the  load  was  applied  perpendicular  to  the  bedding. 
II  to  B: — indicates  that  the  load  was  applied  parallel  to  the  bedding. 


GRADE 

COMPRESSIVE  STRENGTH 

TRANSVERSE 
STRENGTH 

Weipht 

Per 
Cu   Ft. 

Dry 

ABSORPTION 
PERCENTAGE 

Apparent 
Specific 
Gravity 

Porocty 

(Percent- 

DRY 

WET 

agePofC 
Space  1 

On  Bed 

On  Edge 

Un  Bed 

On  Edge 

X  to  B 

II  toB 

By  Wt. 

By  Vo!. 

SELECT  BUFF 

Statuary  Stock. 

6525 

6320 

6148 

5931 

1357 

1021 

140 

5  52 

12  32 

2  24 

17  -2 

SELECT  BUFF         .... 

7426 

6743 

6837 

6290 

1292 

1022 

144 

4,75 

11.14 

2  30 

15  47' 

STANDARD  BUFF    

6251 

5455 

6260 

5458 

1044 

946 

142 

4.97 

11.27 

2  28 

16  32 

RUSTIC  BUFF  

5954 

5333 

5607 

5089 

1090 

934 

142 

5  36 

12  13 

2  27 

16  69 

SELECT  GRAY 

8519 

7121 

7655 

6781 

1387 

1107 

145 

4  26 

9  86 

2.32 

14  75 

STANDARD  GRAY , 

7093 

6064 

6889 
6656 

5951 

1344 

1272 

147 

4  28 

9  87 

2  35 

13  70 

•SELECT  VARIEGATED.... 

See  Note  Below 

7319 

6328 

5792 

1341 

1167 

144 

4   70 

10  82 

2  31 

15  21 

•STANDARD  VARIEGATED. 

See  Note  Below 

7962 

6703 

7642 

6623 

1277 

1244 

146 

3  98 

9  28 

2  33 

14  23 

SPECIAL  HARD  GRADES 

12769 

1.3080 

10417 

10036 

1614 

1618 

150 

3  60 

8  52 

2  40 

11   76 

AVERAGE  VALUES 

77.'>7 

7016 

7123 

6439 

1305 

1148 

144 

4.60 

10.58 

2.31 

15.08 

*Since   these   tests   were   made,    the   segregation   of   the    variegated    stone   into    two    grades   has   been    aban- 
doned under  the  Association  Classification   and  there  is   now  only  one  grade   of   "Variegated"   stone. 


The  figures  here  given  for  weight,  specific 
gravity,  etc.,  being  based  upon  this  very 
comprehensive  series  of  tests  on  the  physical 
properties  of  Indiana  Liinestone,  made  by 
the  Bureau  of  Standards,  at  Washington,  D. 
C,  are,  therefore,  true  average  figures  of  all 
of  the  grades.  As  above  stated,  the  weight 
given   is   for   the   dry   stone. 

The  average  weight  of  a  cubic  foot  of  dry 
Indiana  Limestone  as  here  given  is  some- 
what less  than  the  figure  given  in  previous 
publications  of  this  Association,  which  were 
based  upon  older  and  less  comprehensive 
data. 


The    following    list    of    "Dont's" 
avoided   in   the   detailing,    specifying 


embrace 
cutting 


Don't  cut  up  the  design  into  too  small 
units. 

Don't  joint  columns  and  pilasters  in  small 
drums  or  sections  when  fewer  units  or  mon- 
olithic  shafts  can   be   used. 

Don't  neglect  proper  provision  for  balanc- 
ing or  anchoring  down  on  walls,  all  of  the 
projecting  Stone  work. 

Don't  put  too  much  structural  Steel  in 
Spandrel  walls. 

Don't  use  shelf  angles  for  support  of  Stone 
Lintels  when  self-supporting  Stone  Lintels 
are  practicable. 

Don't  complicate  Spandrel  Sections  with  a 
number  of  small  Steel  Members  when  one 
simple   built-up   section   will   suffice. 

Don't  check  the  beds  to  fit  supporting 
steel;  always  place  the  steel  lower  and  check 
the   tops  of   Stone   to   fit  around   same. 

Don't  allow  too  little  clearance  between 
back  of  Stone  and  face  of  structural  mem- 
bers. 

Don't  check  out  Stone  to  fit  around  steel 
or  other  structural  Members,  to  the  point  of 
weakening  its   structural    efficiency. 

Don't  require  reprising  and  otlier  such 
items  involving  additional  cutting  co.st,  on 
moderate  cost  work. 

Don't   specify   too   fine   tooling. 

Don't  make  rustication  on  ordinarv  work 
too  deep. 

Don't  specify  back-painting  of  Stone  with 
Bituminous  water-proofing  preparations. 

Don't  specify  Select  Stone  for  all  positions 
in  a  building. 


The  average  crushing  values  are  also 
somewhat  less,  as  the  older  tests  were  gen- 
erally  made   on    the   harder    grades   of   stone. 

In  figuring  the  weight  of  finished  Cut 
Stone  for  shipment,  cartage  and  other  pur- 
poses, it  is  always  taken  at  a  higher  weight 
on  account  of  the  presence  of  moisture  in 
the  form  of  quarry  sap.  It  is  customary  to 
figure  the  weight  at  150  pounds  per  cubic 
foot,  but  for  loads  in  designing  a  structure, 
the  lower  actual  average  weight  of  14  4 
pounds  per  cubic  foot  for  the  dry  stone 
should  be  taken. 

s    the    more    important    items    that    should    be 
and   setting   of  Indiana   Limestone: — 

Don't  use  ordinary  expansion  bolts  for 
hanging    of   S'tone. 

Don't  set  Stone  in  Mortar  containing  ordi- 
nary Portland  Cement,  or  permit  the  use  of 
ordinary  Portland  Cement  and  most  Natural 
Cements  in  Mortar  for  the  setting  of  Back- 
ing in  direct  contact  with   Cut  Stone. 

Don't  slab  Stone  against  Concrete  work 
without  having  first  painted  the  back  of  Con- 
crete with  heavy  coat  of  asphaltic  Water- 
proofing Compound. 

Don't   use  sand  of  questionable  quality. 

Don't  neglect  requiring  the  parging  of 
backs  of  Stone  with  Lime  Mortar  where 
Lime  Mortar  is  used  and  with  non-staining 
Cement  Mortar  where  that  is  used,  when  any 
different  kind  of  Mortar  is  used  for  laying 
up  of  Backing. 

Don't  set  dirt.v  Stone  or  neglect  the  wash- 
ing of  same  before  setting. 

Don't  use  Salt  in  water  to  lower  freezing- 
point  of  mortar. 

Don't  use  Salt  to  thaw  Ice  on  face  of  Cut 
Stone  or  to  thaw  Ice  in  Lewis  and  anchor 
holes. 

Don't  pile  Stone  in  contact  with  ground  or 
])ermit  other  materials  to  be  piled  in  contact 
with    stone. 

Don't  permit  wash  from  Concrete  floor 
construction  or  scaffolding  above  to  run 
down  onto   walls  during  construction. 

Don't  permit  unfinished  walls  to  be  exposed 
(luring   inclement   weather. 

Don't  permit  oil  or  grease  or  compounds 
containing  oils  to  come  in  contact  with  the 
Stone. 
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SPECIFICATIONS  RECOMMENDED  FOR  HOLLOW  TILE 

FIREPROOFING 


(1)  In  General: 

The  contractor  for  the  fireproofing  shall 
furnish  all  the  Hollow  Tile  material  required 
for  the  floor  and  roof  construction,  including 
the  fireproofing  of  all  structural  steel  work, 
beams,  girders,  lintels,  columns,  etc.,  except- 
ing where  steel  is  indicated  as  being  encased 
in  the  wall  or  other  masonry,  or  specifically 
referred  to  as  being  left  exposed  (such  as 
rcof  trusses,  elevator  sheave  beams,  etc.), 
also  the  Hollow  Tile  for  partitions,  furring 
and  such  other  work  as  indicated  on  the 
drawings. 

This  contractor  shall  furnish  all  labor, 
transportation,  tools  and  equipment  and  all 
other  materials  required  to  erect  the  Hollow 
Tile  fireproofing  and  other  construction  in 
accordance  with  the  drawings  and  as  herein- 
after specified,  all  conforming  to  the  best 
and  latest  practice  and  to  the  satisfaction  ot 
the  architect;  only  skilled  tile  setters  to  be 
employed  for  the  setting. 

Contractors  shall  carefully  examine  the 
steel  framing,  drawings  and  structural  de- 
tails and  provide  for  the  complete  and  prop- 
er fireproofing   of  the   structural   frame. 

(2)  Material: 

All  Hollow  Tile  fireproofing  shall  be  of 
hard  burned  (dense)  or  (semi-porous)  ware 
that  will  develop  a  crushing  strength  of  at 
least  1525  pounds  per  square  inch  of  net  sec- 
tional area  of  the  tile  when  tested  on  end. 
and  stamped  with  the  Manufacturer's  name 
or  that  of  his  association.  Xo  badly  split, 
cracked,  warped  or  underburnt  tile  shall  be 
used. 

Book  tile  roofing,  solid  beam  and  girder 
covering  (nailing  tile)  and  such  other  items 
as  are  specifially  so  noted  shall  be  hard 
burned,   full-porous   ware. 

All  Hollow  Tile  fireproofing  shall  be  capable 
of  withstanding  the  tests  prescribed  by  the 
"National  Board  of  Fire  Underwriters"  stan- 
dards for  fire  resistive  floor,  wall  and  parti- 
tion construction. 


I     (3)   Size  and  Dimensions  of  Tile: 

-•Vll  Hollow  Tile  arching  shall  be  of  the 
shape  required  to  carry  and  transmit  the 
loads  with   an   ample   factor   of  safety. 

Floor  arch  tile  shall  have  the  outside 
shells  not  lesa  than  %"  in  thickness  and  the 
webs  not  less  than  %"  in  thickness,  except- 
ing that  the  shells  and  webs  of  keys  and 
skewbacks,  or  other  shapes  that  must  resist 
both  compression  and  shearing  stress,  shall 
be  thicker  when  required.  Skewbacks  shall 
be  designed  to  resist  the  combined  shear  and 
thrust  from  arch  and  be  formed  to  fit  and 
protect  the  various  steel  sections  on  which 
they   are    set. 

Partition  tile  shall  have  shells  not  less 
than  %"  and  webs  equal  in  thickness,  num- 
ber and  arrangement  to  Hollow  Building  Tile 
Association   Standard. 

Cross  webs  in  all  arch  and  fireproofing 
shall  be  spaced  not  over  4"  on  centers  and 
all  blocks  8"  or  more  in  thickness  shall  have 
at  least  one  mid-web. 

The  faces  of  all  tile  that  are  to  receive 
plastering  or  mortar  shall  have  the  standard 
scoring.  The  thickness  of  the  shells  of  side 
construction  arches  shall  bo  made  sufficient 
to  resist  the  combined  compression  and 
shearing  stresses,  with  ample  fillets  at  all 
intersections   of   webs   and   shells. 

Beam,  girder  and  lintel  fireproofing  shapes 
■when  hollow  shall  have  shells  at  least  %"  in 


thickness,  or  if  solid,  be  of  porous  or  semi- 
porous  ware  and  at  least  1^/2"  thick  at  ex- 
treme edge  of  metal. 

(4)  rireproofing-   Steel: 

The  thickness  of  fireproofing  around  steel 
members  shall  in  no  case  be  less  than  the 
following  (and  thicker  where  necessary  to 
conform  to  existing  State  or  Municipal  or- 
dinances   or   by-laws)  : 

Soffit  coverings  on  lower  flange  of  beams 
supporting  flat  arches  shall  be  1%"  thick  if 
of  solid  ma,terial  and  2"  thick  if  made  hollow. 

Covering  on  beams  and  girders  extending 
below  the  soffit  of  arches:  at  least  2"  thick 
for  plain  rolled  sections,  plate  girders,  trus- 
ses, etc.  Web  covering  shall  be  built  out 
solidly  to  the  thickness  required  in  all  cases. 

Solid  Tile  column  fireproofing  for  round  or 
other  special  columns  shall  be  at  least  2i/&" 
in   thickness   of  porous   or  semi-porous   ware. 

(5)  Detail  Drawing's: 

This  contractor  shall  submit  to  the  archi- 
tects for  approval  any  required  detail  draw- 
ings, showing  the  form,  section  and  method 
of  applying  the  fireproofing  to  the  steel  work, 
etc.,  before  starting  the  manufacture  of  ma- 
terial. Details  to  be  full  size  where  any 
special   shapes   are   required. 

Stock  shapes  may  be  used  throughout  for 
the  fireproofing  of  beams  and  girders,  col- 
umns, etc.,  where  they  conform  to  the  re- 
quirements of  this  specification  and  fit  the 
contour  of  the  steel  sections.  Elsewhere  the 
contracts  shall  furnish,  without  extra  cost, 
all  other  shapes  required  to  properly  fit  and 
encase    the    steel    work. 

(6)  Sca£folding'  and  Centers: 

Contractor  shall  provide  his  own  hoisting 
rig  and  all  scaffolding,  centers  and  forms  re- 
quired for  the  setting  of  his  work.  Scaffold- 
ing and  centers  to  be  provided  in  sufficient 
quantity  to  insure  the  rate  of  progress  out- 
lined in   contract. 

This  contractor  shall  also  furnish  the 
proper  protection  for  his  men  and  for  those 
working  under  him,  as  required  by  the  City 
and    State    laws. 

(7)  Mortar  and  laying^: 

All  arches,  fireproofing,  partitions,  furring, 
etc.,  shall  be  set  in  cement  mortar  composed 
by  volumne  of  one  part  (approved  brand) 
Portland  cement  to  three  parts  clean  shari> 
sand.  Not  over  15%  of  the  cement  by  vol- 
ume of  hydrated   lime   may  be   added. 

Cements,  sand,  etc.,  shall  conform  to  the 
requirements  elsewhere  specified  under  the 
heading  of  "Masonry." 

All  steel  work  shall  be  coated  with  this 
mortar  just  ahead  of  the  setting  of  fireproof- 
ing. 

All  tile  shall  be  laid  with  full  butted 
end  and  side  .joints  and  shall  be  shoved  to 
a  bearing  on  a  full  bed  of  mortar  with  as 
close  a  joint  as  possible,  pointing  up  and  fil- 
ling all   crevices  with   mortar. 

In  warm  weather  all  tile  shall  be  tho- 
roughly wetted  before  setting.  Frost  shall 
be  driven  from  the  tile  by  heating  when  set- 
ting is  carried  on  during  cold  weather  and 
no  fireproofing  shall  be  set  when  the  tem- 
perature is  below  20  degrees  Fahrenheit 
without   the  permission  of  the  architect. 
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3)   riat  Arches: 

All  floors  throughout  (including  the  main 
oof    and    the    roof    in    light    court),    except 

here  otherwise  noted,  shall  be  constructed 
f  ..."  deep  end  construction  flat  arclies  hav- 
ig  (side  construction)  skewbacks  and  keys 
f  the  sizes  required  to  fit  the  several  spans 
.ithout   cutting. 

Any  additional  keying  or  wedging  required 
hall  be  done  with   tile  slabs  or   slate. 

Solid  beam  soffit  tile  shall  be  separate 
rem  the  skewbacks  and  of  the  proper  size, 
■wing  bevelled  sides  so  as  to  be  securely 
.  \ed   in   place   by    the   skewbacks. 

Skewbacks  shall  be  of  the  size  required 
nd  be  properly  formed  or  coped  to  fit  the 
arious  beam  sections. 

Whenever  possible,  any  openings  required 
n  arches  for  pipes,  etc..  shall  be  formed  or 
eft  at  the  time  of  setting  so  as  to  avoid 
ater  cutting. 

(9)  Segmental  Arches: 

All Shall   be   6"    (or   S") 

|),  side  construction  segmental  arches,  set 
skewbacks    of    the    forms     indicated     on 
wings,   properly  encasing  the  lower  flange 
ueams,  all  segment  lengtheners  to  be  uni- 
iim  size,  except  where  smaller  sizes  are  re- 
luiied   for  keying  up,    and   shall   be   set   with 
I  roken  joints  in  each  course,  carefully  fitting 
up  to  and  between   tie  rods  by  using  the  re- 
quired   short    lengths    for    starters    and    clo- 
sures. 

Solid    beam    soffit    tile     shall    be    separate 
from   the    skewback    and    of    the    proper    size, 
1  having    bevelled    sides    so    as    to    be    securely 
keyed  in   place   by   the   skewbacks. 

(10)  Beam   and   Girder  Covering: 

All  beams,  girders,  or  other  steel  members, 
extending  below  the  soffit  of  arches,  shall  be 
encased  in  Hollow  Tile  of  the  thickness  spe- 

'  cifled,   all    to   be   properly   fitted   and   set   with 
well   filled   mortar   joints   encasing   the   entire 

^  length  of  beam  and  where  necessary  be  se- 
curely strapped  or  clipped  in  place  with  1"  by 
No.  16  gauge  band  iron  or  No.  10  gauge  gal- 
vanized iron  wire.  Where  metal  fastening 
is  necessary,  as  in  the  case  of  wide  soffits, 
the  soffit  tile  shall  be  hollow  and  the  metal 
clamp  be  arranged  in  the  hollow  space;  these 
soffit  tile  to  be  also  keyed  into  place  by 
mortar  joints.  The  fireproofing  of  main  cai- 
rying  beams  and  girders  shall  be  independ- 
ent of  the  floor  arch  construction  and  shall 
extend  up  to  top  flange  so  that  openings  for 
pipes,  etc.,  that  may  be  left  or  cut  will  not 
expose  the  webs  or  flanges  of  any  members 
of  the  structural  frame.  All  spandrel  beams 
and  girders  and  other  lintel  members  shall 
be  protected  with  the  tile  fireproofing  where 
not  indicated  as  being  encased  in  the  mason- 
ry of  walls. 

(11)  Book  Tile  Roofingr: 

The  roofs  of  penthouses  and  vent  shafts, 
also  the  backs  and  ends  of  saw-tooth  sky- 
lights and  mansard  roof  and  top  of  cornice 
and  the  pitched  roofs  of  tower  or  dome,  shall 
bs  constructed  of  3"  book  tile,  set  on  "T" 
irons  which  will  be  provided  and  erected  by 
the  steel  contractor. 

The  floor  of  bulkheads  in  show  windows 
shall  also  be  constructed  of  book  tile. 


(12)    Suspended   Ceiling's: 

The  ceiling  under  roof  in  (top)  story  and 
the  ceiling  of  boiler  room  (also  the  soffits 
of  stairs,  where  so  indicated)  shall  be  con- 
structed of  3"  book  tile  ceiling  bolcks,  set  on 
"T"  iron  framing  provided  and  erected  by 
the   steel  contractor. 

Book  tile  for  ceilings  shall  be  coped  so  as 
to  give  a  level  ceiling  and  before  setting 
the  lower  flange  of  "T"  irons  shall  be 
wrapped  with  a  strip  of  galvanized  light 
weight  diamond  mesh  expanded  metal,  or 
galvanized  woven  wire   mesh. 


(13)  Column  Covering: 

All  interior  columns  (and  such  other  col- 
umns that  are  so  indicated  on  the  drawings) 
shall  be  encased  with  Hollow  Tile  as  indi- 
cated, set  1"  free  of  the  steel;  all  channel 
spaces  in  columns  shall  first  be  filled  in  solid 
with  Hollow  Tile  or  a  fine  stone  or  gravel 
concrete,    or   broken    tile   and   cement    mortar. 

The  steel  column  shall  be  plastered  with  a 
full  V2"  coat  of  Portland  cement  mortar  just 
in  advance  of  the  setting  of  the  tile  covering. 

Column  covering  shall  in  all  cases  start 
on  the  top  of  the  fireproof  floor  construction 
and  be  carried  up  to  the  underside  of  fire- 
proof ceiling  above,  each  course  of  tile  to  be 
set  breaking  joint  with  the  one  below  and  be 
warped  once  in  every  course  with  10-lb. 
galvanized  iron  wire,  or  be  tied  together  witl 
"U"  shaped  clips  of  band  iron  in  each  course. 

Where  so  indicated,  column  covering  shall 
have   rounded  corners. 

No  piping  shall  be  enclosed  in  the  column 
fireproofing,  excepting  electric  conduits,  not 
over  %"  in  size,  built  into  the  channel  space 
before  the  column  covering  is  set.  These 
conduits  shall  be  grouted  in  solid  with  at 
least  3"  of  solid  material  between  conduit 
and  the  face  of  steel.  All  other  piping  at 
columns  shall  be  separately  inclosed  in  ducts 
as    indicated   and   hereinafter   specified. 

(14)  Wall  Purring: 

The  furring  of  exterior  walls  (and  the 
party  walls  where  so  shown,  including  the 
walls  of  basement),  where  free  standing, 
shall  be  built  of  3"  (or  4")  hollow  partition 
tile,  the  same  as  partitions,  elsewhere  the 
furring  of  all  exterior  and  party  walls  shall 
consist  of  2"  split  furring  tile  built  against 
and  secured  to  the  brick  or  other  masonry 
with  approved  metal  wall  ties  previously 
built  into  the  masonry,  or  with  galvanized 
heavy  4"  wire  nails  driven  into  the  joints 
of  same  every  second  course  in  height  and 
not  over   3'   0"  apart. 

Wall  furring,  where  so  indicated,  shall  bo 
returned  into  jambs  at  windows  (including 
the  furring  down  at  windows  soffit). 

(1.5)   Special  Furring,  Pipe  Enclosure,  Etc.: 

Where  indicated  on  drawings,  the  walls, 
columns,  piers,  etc.,  shall  be  furred  out  to 
the  lines  required  by  the  architectural  de- 
tails for  the  special  form  and  finish  of  the 
room,  corridors,  etc.,  as  indicated,  forming 
all  offsets,  reveals  pilasters,  etc.,  using  par- 
tition tile  of  the  required  size.  In  genera] 
this  work  shall  be  done  with  3"  partition 
tile  with  brace  or  cross  walls  of  same  size 
blocks  wherever  required.     Cross  walls  shall 
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anchored    or    tied    into    both    furring    and 
asonry. 

All  piping,  conduits,  etc.,  where  so  indi- 
ited  shall  be  inclosed  with  2"  or  3"  partition 
le;  chases  in  walls  to  be  similarly  covered, 
his  work  shall  be  independent  of  the  col- 
mn  fireproofing  and  be  arranged  so  that 
le  piping  is  left  accessible  until  after  it 
as  been   tested. 

16)    Partitions: 

All  partitions  and  interior  division  walls 
hall  be  built  of  light  weight  Hollow  Parti- 
on  Tile  of  the  several  thicknesses  indicated 
n  drawings.  Sizes  not  marl^ed  on  plans  shall 
e  as  follows: 

Partitions  enclosing  elevator  and  stair 
/alls,  pipe  shaft,  etc.,  and  all  partitions 
■ver   18'    0"   in  height  to   be    6"    thick. 

Division  walls  in  stores  on  ground  story 
o  be  S". 

All  main  and  corridor  partitions  and  all 
)artitions  around  toilet  rooms,  etc.,  also  all 
sub-dividing  partitions  over  14'  0"  in  height 
;o  be  4"  thick. 


All   other   partitions    to   be 


thick. 


All  division  walls,  main  and  corridor  par- 
titions shall  start  directly  on  the  arches;  but 
ub-dividing  partitions  may  be  built  on  the 
jfloor  filling  and  where  so  indicated  shall  be 
built  on  the  top  of  finished  floor  to  provide 
foi'  tenent    changes. 

HAll  partitions  to  be  carried  up  to  and  be 
wedged  tightly  against  the  underside  of  fire- 
'proof    ceiling   or    beams    above. 

Where  there  are  more  than  two  courses  of 
partition  tile  the  heads  of  doors  or  other 
.openings  in  sub-dividing  partitions  and  over 
lall  openings  wider  than  3'  6"  jack  arches, 
:  light  steel  lintels  or  suitable  reinforcement 
of  band  iron  shall  be  provided  and  similar 
!  lintels  shall  be  provided  over  all  openings  in 
;  main  partition  wall  furring,   etc. 

All   partitions  shall   be  built   true  to  a  line 

and   plumb   and   at   all    intersections   shall   be 

bonded    together    or    be    tied    with    approved 

metal     ties     or     with     band     iron.     Provision 

I  shall    be    made    for    securely    anchoring    all 

'  heavy  frames  which  are  not  fastened  to   the 

(  steel   framing. 

All  partitions,  furring,  column  casing  or 
other  items  built  with  partition  or  furring 
tile  shall  be  well  bonded  by  breaking  joints 
at  least  3"  in  each  course,  all  joints  to  be 
thoroughly  bedded  and  flushed  and  pointed 
'Mi   with   mortar. 

I  >ouble  partitions  shall  be  bonded  to- 
iher  and  stiffened  with  cross  walls  of  the 
ne  material,  as  shown  on  drawings.  All 
'  hors,  ties,  etc.,  required  for  this  work  to 
I'C    furnished  by    this    contractor. 

(17)  Vaiats: 

The  lining  of  fireproof  vaults  shall  consist 
'■r  a  4"  Hollow  Partition  Tile  built  2"  free  of 
and  anchored  to  the  vault  wall  masonry  by 
hollow  header  brick.  The  wall  of  storage 
vaults  on  .  .  stories  shall  consist  of  a  dou- 
ble 4"  partition  tile  (or  a  double  4"  and  6" 
partition)  breaking  joints  in  each  course. 
Vault  doors  to  be  securely  anchored  at  least 
two   courses   deep    in    every    second    course. 

(18)  Pent  Houses  and  Other  Walls: 

The  walls  of  pent  liouses  and  vent  shafts 
on   roof    (also    tlie    wall    of   pipe    tunnel   back 


of  cornice)  shall  be  built  of  8"  exterior  wall 
tile  having  a  deep  scoring  to  receive  the  ce- 
ment stucco.  All  openings  in  tile  at  the  top 
of  these  walls  shall  be  capped  with  a  tile 
(slab)   before  the  cresting  or  coping  is  set. 

(19)  Bulkheads  and  Skylig'lit   Curbs: 

The  bulkheads  and  skylight  curbs  where 
indicated  as  covered  with  sheet  metal  shall 
be  built  of  3"  (or  4")  thick  Hollow  Partition 
Tile.  Elsewhere  they  shall  be  built  of  6" 
(or  8")  exterior  wall  tile  same  as  pent  houses. 
The  roof  of  bulkheads  (unless  otherwise 
shown)  shall  be  constructed  of  3"  book  tile, 
set  on  loose  "T"  iron  which  will  be  fur- 
nished by  another  contractor  but  be  set  b. 
this    contractor. 

(20)  Miscellaneous   Iron: 

All  loose  light  steel  sections  and  miscel- 
laneous ironwork  occurring  in  iconnection 
with  the  Hollow  Tile  fireproofing  work,  ex- 
cepting anchors,  ties  (reinforcement),  band 
iron,  etc.,  will  be  furnished  by  other  con- 
tractors, but  shall  be  set  by  this  contrac- 
tor   without    extra    charge. 

(21)  Raised   Ploor: 

The  raised  floors  in  toilet  room  where  in- 
dicated shall  be  constructed  of  3x12x18  book 
tile  or  heavy  section  partition  tile  set  on 
dwarf  walls  of  partition  tile  and  brick.  This 
work  shall  be  so  arranged  as  not  to  inter- 
fere with  the  installation  of  the  plumbing 
work.  These  floors  to  be  closed  up  only 
after  the  pipes  have  been  tested  and  ap- 
proved. 

(22)  Roof   Pill    and    Pinisli: 

Here  specify  cinder-fill  and  cinder,  slag  or 
sawdust  concrete  being  careful  to  require 
protection  against  corrosion  around  pipes. 

(23)  I^oad   Tests: 

All  Hollow  Tile  arches  shall  be  capable  of 
sustaining  a  load  of  three  times  the  required 
live  load,  per  square  foot,  and  they  shall  be 
tested  by  the  contractor  where  so  directed 
by  the  architects. 

(24)  Cutting-  and  Patching-: 

This  contractor  alone  shall  do  all  cutting 
and  patching  of  the  arching,  beam,  girder  and 
column  flreproofing  that  may  be  required  for 
the  roughing  in  of  piping,  etc.,  or  the  in- 
stallation of  other  work,  the  cost  of  which 
(actual  labor  cost  plus  109f)  shall  be  re- 
ported to  the  general  contractor  (or  archi- 
tect), who  will  adjust  same  with  the  con- 
tractors for  whom  this   work  is  done. 

The  cutting  and  patching  of  partitions  and 
furring,  etc.,  will  be  paid  for  by  the  contrac- 
tors whose  work  occasions  same. 

All  other  cutting  and  patching  and  the  re- 
pairing of  all  Hollow  Tile  work  so  as  to  leave 
the  whole  work  perfect  and  complete  shall 
be  done  by  this  contractor  at  his  own  ex- 
pense. 

(25)  Removal  of  Rubbish: 

Upon  completion  of  the  Hollow  Tile  flre- 
proofing and  whatever  else  required  by  the 
architect's  superintendent,  this  contractor 
shall  clean  up  and  remove  from  the  prem- 
ises any  refuse  and  surplus  material  result- 
ing from  this  work,  leaving  the  premises 
clear  of  such  rubbish.  This  contractor, 
however,  may  use  the  broken  tile  in  tlie 
floor  filling,  provided  same  is  broken  into 
small  pieces  and  kept  free  from  plaster, 
wood  chips  and   other  rubbish. 
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National  Fire 
Proofing 
Company 


MANUFACTURERS  OF 

Terra  Cotta  Hollow  Tile 
for    Building    Purposes 


Contractors  for  con- 
struction of  Hollow  Tile 
Fireproof  Buildings,  also 
Reinforced  Concrete 
Buildings. 


OFFICE-2610  Shields  Avenue,  CHICAGO.  ILL. 


Phone  Victory  8820 


ASTRIDC®)  ROSING 


3464  North  Clark  Street 

CHICAGO 

BITTERSWEET    2600 

BUILDING  MATERIAL 

AND 

CLAY  PRODUCTS 


Architects  for  THE  TRIBUNE  TOWER  specified  ROSING  HOLLOW  BRICK 
as  it  combines  Lightness  and  Great  Strength 


WE     SPECIALIZE     IN     CLAY     PRODUCTS 
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tOMBINATION  HOLLOW  TILE  AND  CONCRETE  FLOOR  AND 
ROOF  CONSTRUCTION 


the  development  of  the  long  span  flre- 
bof  construction,  hollow  tile  has  been  used 
[ry  extensively  for  inany  years.  Tests  of 
mbination  hollow  tile  and  concrete  floors 
!ve  shown  remarkable  results  in  stiffness 
d  in   strength. 

It  has  been  clearly  established  that  hollow 
le  is  not  merely  a  filler  or  fireproof  cover- 
but  that  it  is  also  a  standard  structural 
Ijiterial,  capable  of  resisting  compressive 
|,d  shearing   stresses. 

This  type  of  floor  construction  is  equally 
bll  adapted  to  steel  skeleton  or  reinforced 
ncrete,  or  wall  bearing  construction  and 
IS  been  successfully  used  in  numerous 
liildings  of  various  kinds.  It  is  especially 
onomical  for  use  in  office  buildings,  hotels. 
)artment  buildings,  hospitals  and  resi- 
nces,  where  the  spans  are  from  15'  to  20'. 
is  often  used  for  much  larger  spans,  even 
high  as  35'  or  40'. 

Hollow  tile  is  a  very  efficient  insulator  of 
)und,  which  makes  it  desirable  for  floor 
mstruction.  A  flat  ceiling  is  provided  ready 
)r  plastering  without  the  use  of  a  suspend- 
i  ceiling.  This  means  that  not  only  a  sav- 
\g  in    time    and    material,    but    also,    by    the 


omission  of  the  suspended  ceiling,  a  greater 
sound  deadening  is  provided. 

Plastering  on  ceilings  of  combination  hol- 
low tile  and  concrete  costs  less  than  on  sus- 
pended ceilings,  because  the  plastering  sur- 
face is  flat  and  unyielding  and  less  material 
is   required. 

In  the  one  way  system,  the  joints  between 
in  adjacent  rows  should  be  staggered.  This 
is  accomplished  by  starting  alternate  rows 
with  half  length  tile.  The  strong  bond  be- 
tween the  tile  and  the  concrete,  aided  by  the 
mechanical  bond  of  the  dove-tailed  scoring 
cause  the  two  materials  to  act  as  if  they 
were    monolithic. 

Some  architects  desire  a  ceiling  with  an 
all  tile  surface  which  may  he  obtained  by 
laying  a  tile  slab  at  the  bottom  of  the  joist 
between  the  rows  of  hollow  tile.  This  slab 
is  scored  on  both  sides  so  as  to  furnish  a 
bond  with  the  concrete  above  and  the  plaster 
below. 

In  the  combination  hollow  tile  and  con- 
crete floors  the  hollow  tile  fireproofs  the 
load  bearing  concrete  above  the  neutral  axis 
and  also  furnishes  additional  protection  for 
the  reinforcing  at  the  sides  of  the  concrete 
joists. 


SPECIFICATION  NOTES  ON  COMBINATION  HOLLOW  TILE 
AND  CONCRETE  FLOORS 


general. 

In  general,  combination  hollow  tile  and 
floncrete  floor  construction  consists  of  re- 
nforced  concrete  joists  between  rows  of  hol- 
low tile.  All  tile  are  covered  with  a  con- 
ijTete  top  cast  monolithic  with  a  concrete 
[ioist.  All  floor  slabs  should  have  at  least 
1"  bearings  on  the  walls. 

I^oncrete. 

'  All  concrete  used  in  the  floor  construction 
i?hall  consist  of  one  part  approved  Portland 
'.•ement,  two  parts  clean  sharp  sand  and  four 
iparts  broken  stone  or  gravel  of  such  size  as 
will  pass  through  one-half  inch  ring.  It 
shall  be  a  moderately  wet  mixture  and  must 
lie  well  spaded  and  worked  around  the  re- 
inforcing steel  after  pouring.  The  placing 
[of  concrete  must  be  a  continuous  operation 
I  and  the  full  depth  of  floor  must  be  poured 
■at  one  time.  All  tile  must  be  wet  before 
;  concrete  is  placed  so  as  to  insure  a  good 
bond.  AVhen  the  slab  cannot  be  completed 
i  in  a  single  operation,  the  work  shall  be 
'  stopped  along  the  center  of  a  row  of  tile 
with  a  vertical  joint.  In  pouring  the  ribs 
the  concrete  should  not  be  dumped  into  the 
joist,  but  on  the  previously  placed  concrete 
and  worked  forward,  allowing  the  mortar  to 
Mow   ahead    in   the   joist. 

Reinforcing'  Steel. 

Deformed    or    cold     twisted     bars    of    hard 
grade  steel,  offering  a  mechanical  bond  with 


the  concrete,  are  to  be  used  as  reinforcing 
for  the  floor  construction.  They  shall  be 
free  from  mill  or  rust  scales.  The  reinforc- 
ing should  be  placed  so  as  to  allow  at  least 
a   %"  covering  of  concrete  on  all  sides. 

Tile. 

The  depth  of  the  hollow  tile  and  the  size 
of  the  reinforcing  steel  are  determined  by 
the  span  and  the  load  to  be  carried  as  in- 
dicated on  the  structural  drawings.  The  hol- 
low tile  should  be  hard  burned,  free  from 
damaging  imperfections  and  properly  scored 
on  all  exterior  surfaces.  The  joists  between 
the  tile  and  adjacent  rows  should  be  stag- 
gered by  starting  each  alternate  row  with 
a    half-length    tile. 

rorms. 

Forms  must  be  of  such  size  lumber  and 
so  braced  as  to  prevent  deflection  and  must 
be  provided  in  such  quantity  as  not  to  de- 
lay the  progress  of  the  work.  Care  must 
lie  taken  not  to  remove  the  forms  before  the 
concrete  is  set.  ITnder  long  spans  the  cen- 
ter row  of  supports  must  be  maintained  for 
at  least  three  weeks  after  the  concrete  has 
been  poured.  In  cold  weather,  the  contractor 
must  leave  the  forms  in  place  until  directed 
by  the  architect  to  remove  them.  No  con- 
crete shall  be  poured  when  the  temperature 
is  below  freezing  unless  provision  has  been 
made    for    heating    and    protecting    the    work. 
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Portland  for  Cement 
is  like  Sterling  for  Silver 


Why  Portland  ctm^nt:  It  is  made  neither  in  Portland, 
Oregon,  nor  Portland,  Maine.  It  is  not  a  brand 
peculiar  to  one  manufacturer. 

Yet /^or/A^z/c/ does  refer  to  a  place,  in  1824,  just  100 
years  ago,  an  Englishman,  Joseph  Aspdin, patented 
an  artificial  cement.  He  called  it  portlaiid  because 
its  color  resembled  a  building  stone  obtained  from 
the  Isle  ot  Portland  off  the  Coast  of  England. 

Aspdin,  and  tor  years  others  who  followed  him,  made 
their  cement  by  heating  a  clavev  limestone  to  a 
relatively  low  temperature.  Today,  limestone  and 
other  materials  first  are  mixed  mechanically, ground 
finely,  then  combmed  into  a  new  chemical  com- 
pound by  a  heat  greater  than  needed  to  melt  steel 
and  finally  reground  into  a  powder  finer  than  flour. 

Cement  so  made,  irrespectiv^e  of  brand,  is  known  as 
Portland  cement  to  distinguish  it  from  natural^ 
piizzolan  and  other  cements  now  little  used. 

Porthuid  cement,  to  be  called  such  today,  must  meet 
the  exacting  standard  specifications  established 
jointly  by  the  U.  S.  Bureau  of  Standards  and  the 
American  Society  for  Testing  Materials.  This  is 
the  highest  standard  for  cement  in  the  world. 

Like  sterling  silver,  portland  cement  is  used  but  not 
consumed.  It  is  used  for  making  concrete,  and 
concrete  is  permanent.  It  grows  stronger  with  age. 
It  cannot  rust,  rot,  decay  or  burn.    It  endures. 

Porthnid  means  to  cement  what  stci'liiig  means  to  silver. 


Universal  Portland  Cement  Co. 

Chicago      Pittsburgh      MinneapoHs      Duluth      Clevehmd      New  York 

Concrete  for  Permanence 
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STANDARD  SPECIFICATIONS  FOR  CONCRETE  FLOORS 


L  .,,_„.,  „.,.,., 

■  terial    is   on    the    increase    is   evident    even 

j}  the    casual    observer    as    well    as    to    the 

ahitects  and  engineers.     Millions  of  square 

f  t   of   concrete    floors   are    in   use    and    such 

•  lis  will  be  found  in  all  types  of  buildings. 

importance,     therefore,     of     using     the 

st  and  best  methods  in  constructing  con- 

(_  le  floors  is  obvious. 

lest  practice  in  the  use  of  any  material  in 

■'^!iiction  for  which  it  is  adapted  is  neces- 

lor  best  results.     Concrete  floors  are  no 

ition    to    this    rule    and    the    reason    why 

floors    are    hard,    firm    and    resistant    to 

-ion  while  others  constructed  of  suitable 

rials   by   contractors    of   intelligence    and 

:iity    are    not    satisfactory,    is    found    in 

iiethods    and    practices    of    manipulating 

materials    and    curing    the    finished    fioor. 

Concrete  is  essentially  a  modern  construc- 

<n    material    and    it    is    only    natural    and 

:vitable     that     earlier     methods     would     be 

sceptible   to   improvement.     Large  areas  of 

iicrete  floors  have  been  laid   with   only   the 

servation  and  experience  of  engineers  as  a 

lide    as     to     how     to     obtain     the     greatest 

rength    and    most    desired    qualities    in    the 

lished    product.      It    is    noteworthy    that    in 

iiiy  instances,  in  spite  of  lack  of  the  guid- 

ne  of  laboratory  investigations,  individuals 

d  learn  by  experience  how  to  make  concrete 

very    excellent    quality.       But     searching 

iontific    investigation    for    the    purpose    of 

^  ealing      the      fundamental      principles      of 

aiiipulating    concrete    materials    to    produce 

St    results    was    doubtless    delayed    by    the 

mee  of  excellency  obtained  in  many  of  the 

lors   constructed    with    only    experience   and 

iservation  as  a  guide. 

i  The  Structural  Materials  Research  Labora- 
)ry  at  Lewis  Institute  has  devoted  mucli 
nie  to  wear  tests  of  concrete  and  through 
If  results  of  thousands  of  tests  has  arrived 
t  definite  conclusions  about  how  to  proceed 
1  pioduce  concrete   to   resist  wear. 

In  addition  to  these  extensive  laboratory 
ivestigations  committees  of  engineering  so- 
ieties  and  organizations  have  been  at  work 
'brmulating  specifications  to  serve  as  a  guide 
jo  field  practice.  The  American  Concrete 
'nstitute  has  had  for  years  a  committee  on 
joncrete  fioor  which  has  from  year  to  year 
'ubmitted  suggested  specifications  for  con- 
rete  floors.  These  suggested  specifications 
lave  finally  been  adopted  as  a  standard  and 
re  given  below. 

Special  emphasis  should  be  given  in  apply- 
ng  the  specifications  regarding  the  amount 
)f  water  to  be  used  in  inixing  concrete,  to 
jhe  methods  of  finishing — that  is,  troweling — 
ind  to  curing  the  finished  floor.  Neglect  of 
,:hese  factors  or  ignorance  of  their  import- 
iince  is  responsible  for  a  vast  majority  of 
?uch  floors  as  have  not  proven  satisfactory. 
Dusting  may  result  from  too  fine,  dirty  or 
otherwise  unsuitable  sand,  too  little  ceinent 
in  the  mixture,  too  much  troweling,  the  use 
Df  driers  and  finally  permitting  the  concrete 
to  dry  out  too  rapidly  aftt-r  pl.icing. 

GENERAIi    REQUIREMENTS 
MATERIAI.S 

1.  Cement:  The  cement  shall  meet  the 
requirement  of  the  current  Standard  Speci- 
fications for  Portland  Cement  adopted  by  tlie 
American  Society  for  Testing  Materials. 

2.  Agrgregates:  Before  delivery  on  tlie 
job,  the  contractor  shall  submit  to  the  archi- 
tect or  engineer  a  fifty  (.50)  pound  sample 
of  each  of  the  aggregates  proposed  for  use. 
These  samples  shall  be  tested,  and  if  found 
to  pass  the  requirements  of  the  specifications, 
similar  material  shall  be  considered  as  ac- 
ceptable   for    the    work.       In    no    case    shall 


aggregates     containing     frost     or     lumps     of 
frozen  material  be  used. 

(a)  Fine  Aggregate:  Fine  aggregate  shall 
consist  of  natural  sand  or  screenings  from 
hard,  tough,  crushed  rock  or  gravel,  con- 
sisting of  quartz  grains  or  other  equally 
hard  material,  clean  and  free  from  any  sur- 
face film  or  coating  and  graded  from  fine 
to  coarse,  with  the  coarse  particles  pre- 
dominating. Fine  aggregate,  when  dry,  shall 
pass  a  screen  having  four  (4)  meshes  to 
the  linear  inch;  not  more  than  twenty-five 
(25)  per  cent  shall  pass  a  sieve  having  (50^ 
meshes  per  linear  inch  and  not  more  than 
five  (5)  per  cent  shall  pass  a  sieve  having 
one  hundred  (100)  meshes  per  linear  inch. 
Fine  aggregate  shall  not  contain  injurious 
vegetable  or  other  organic  matter  as  deter- 
mined by  the  colorimetric  test  nor  more  than 
five  (5)  "per  cent  by  volume  of  clay  or  loam. 
Field  tests  may  be  made  by  the  architect 
or  engineer  on  fine  aggregate  as  delivered 
at  any  time  during  progress  of  the  work. 
If  there  is  more  than  seven  (7)  per  cent  of 
clay  or  loam  by  volume  in  one  (1)  hour's 
settlement  after  shaking  in  one  hundred 
(100)  per  cent  excess  of  water,  the  material 
represented  by  the  sample  shall  be  rejected. 

Briefly  the  colorimetric  test  may  be  ap- 
plied in' the  field  as  follows:  Fill  a  twelve 
(12)  ounce  graduated  prescription  bottle  to 
the  four  and  one-half  (41/2)  ounce  mark  with 
the  sand  to  be  tested.  Add  a  three  (3)  per 
cent  solution  of  sodium  hydroxide  until  the 
volume  of  sand  and  solution,  after  shaking 
amounts  to  seven  (7)  ounces.  Shake 
thoroughly  and  let  stand  for  twenty-four 
(24)  hours.  The  sample  shall  then  show  a 
practically  colorless  solution  or  at  most  a 
solution  not  darker  than  straw  color. 

Fine  aggregate  shall  be  of  such  quality 
that  mortar  composed  of  one  (1)  part  Port- 
land Cement  and  three  (3)  parts  fine  aggre- 
gate, by  weight,  when  made  into  briquets, 
shall  show  a  tensile  strength  at  seven  (7) 
and  twenty-eight  (28)  days  at  least  equal 
to  the  strength  of  briquets  composed  of  one 
(1)  part  of  tlie  saine  cement  and  three  (3) 
parts  standard  Ottawa  sand,  by  weight.  The 
percentage  of  water  used  in  making  the 
briquets  of  cement  and  fine  aggregate  shall 
be  such  as  to  produce  a  inortar  of  the  same 
consistency  as  that  of  the  Ottawa  sand 
briquets  of  standard  consistency.  In  other 
respects  all  briquets  shall  be  made  in  accord- 
ance with  the  methods  of  testing  cement 
recoinmended  by  the  American  Society  for 
Testing  Materials.  (See  Cement  Specifica- 
tions,  A.   S.    T.   M.) 

(b)  Coarse  Ag-g-regate:  Coarse  aggregate 
shall  consist  of  clean,  hard,  tough,  crushed 
rock  or  pebbles  graded  in  size,  free  from 
vegetable  or  other  organic  matter,  and  shall 
contain  no  soft,  flat  or  elongated  particles. 
The  size  of  the  coarse  aggregate  shall  range 
from  one  and  one-half  (IV2)  inches  down, 
not  more  than  five  (5)  per  cent  passing  a 
screen  having  four  (4)  meshes  per  linear 
inch,  and  no  intermediate  sizes  shall  be  re- 
moved. 

(c)  No.  1  Aggreg-ate  for  Wearing'  Course: 
No.  1  Aggregate  for  the  wearing  course  shall 
consist  of  clean,  hard,  tough,  crushed  rock 
or  pebbles,  free  from  vegetable  or  other 
organic  matter,  and  shall  contain  no  soft, 
flat  or  elongated  particles.  It  shall  pass 
when  dry  a  screen  having  three-eighths  (%) 
inch  openings  and  not  more  than  ten  (10) 
per  cent  shall  pass  a  screen  having  four 
(4)   meshes  per  linear  inch. 

3.  Mixed  Agg^regate:  Crushed  run  stone, 
bank-i-un  gravel  or  mixture  of  fine  and  coarse 
aggregate  prepared  before  delivery  on  the 
work   shall  not  be   used. 


ASBESTOS  and  85%  MAGNESIA  PIPE  and  BOILER  COVERINGS 

CORK  INSULATION  and  BRINE  PIPE  COVERINGS 

SMOKE-STACK  and  BREECHING  LININGS 


PAUL  J.  KREZ  CO. 


HEAT     AND     COLD 

INSULATION 


Distributors  of 

Asbestos  "Century^^  Shingles 
Asbestos  Building  Lumber 


442-444  NORTH  LA  SALLE  STREET 


Telephones  (Franklin  1337 
\  Franklin  1667 


MEMBERS  OF  BUILDING  CONSTRUCTION  EMPLOYERS' ASSOCIATION  OF  CHICAGO 
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I.  Sutobase:       Only    clean,    hard    material, 
Ii  as  coarse  gravel  or  steam-boiler  cinders, 

from  ash  or  particles  of  unburned  coal, 

1  be  used  in  the  subbase.     (Note:     Elimi- 

this    clause    when    subbase    is    not    re- 

od.) 

3.     Water:    Water  shall  be  clean,  free  from 

,  acid  alkali  or  vegetable  matter. 

6.  Color:       If    artificial     coloring    matter 
required,    only   those   mineral    colors    shsQl 

used  which,  in  the  amount  hereinafter 
ecifled,  will  not  appreciably  impair  the 
rength  of  the   cement. 

7.  Beinf orcement :  The  reinforcing  metal 
;all  meet  the  requirements  of  the  current 
andard  Specifications  for  Steel  Reinforce- 
ent  of  the  American  Society  for  Testing 
aterials.  It  shall  be  free  from  excessive 
ist.  scale,  paint  or  coatings  of  any  character 
iiieh  will  tend  to  reduce  or  destroy  the  bond. 

8.  Joint  Filler:  The  joint  filler  shall  be 
suitable    compound    that    will    not    become 

•  ft  and  run  out  in  hot  weather,  nor  hard 
il  brittle  and  chip  out  in  cold  weather;  or, 
.  liared   strips   of  fibre   matrix   and   bitumen 

-    approved    by    the    architect    or    engineer. 

he    strips    shall    be    one-half     (%)    inch    in 

lickness  and  their  width  shall  at  least  equal 

i.e  full  thickness  of  the  slab. 

MEASURING  AND   MIXING 

9.  Measuring':  The  method  of  measuring 
16  materials  for  the  concrete  or  mortar, 
icluding  water,  shall  be  one  which  will 
isure  separate  and  uniform  proportions  of 
ach  of  the  materials  at  all  times.  A  sack 
f  Portland  Cement  (94  pounds  net)  shall  be 
•  '  isidered  as  one   (1)   cubic  foot. 

10.  Machine  Mixing^:  All  concrete  shall 
•:■  mixed  by  machine  except  when  the  archi- 
'Ct  or  engineer  shall  otherwise  permit  under 
pecial  conditions.  A  batch  mixer  of  an 
pproved  type  shall  be  used.  The  ingredients 
f  the  concrete  or  mortar  shall  be  mixed  to 
he  specified  consistency,  and  the  mixing 
hall  continue  for  at  least  one  (1)  minute 
fter  all  the  materials  are  in  the  drum.     Raw 

naterials  shall  not  be  permitted  to  enter 
he  drum  until  all  the  material  of  the  pre- 
■eding  batch  has  been  discharged. 

II.  Hand  Mixing":  When  it  is  necessary 
,  0  mix  by  hand,  the  materials  shall  be  mixed 
Iry  on  a  watertight  platform  until  the  mix- 
-ure  is  of  uniform  color,  the  required  amount 

bf  water  added,  and  the  mixing  continued 
lantil  the  mass  is  of  uniform  consistency 
find  homogeneous. 

;'  12.  Retempering-:  Retempering  of  mortar 
|or  concrete  which  has  partially  hardened, 
that  is,  mixing  with  or  without  additional 
[materials  or  water,  shall  not  be  permitted. 

PROTECTION 

13.  Treatment:      As    soon    as    the    finished 
I  floor    has    hardened    sufficiently    to    prevent 

damage  thereby,  the  fioor  shall  be  covered 
with  at  least  one  (1)  inch  of  wet  sand  or 
two  (2)  inches  of  sawdust  which  shall  be 
kept  wet  by  sprinkling  with  water  for  at 
least  ten    (10)    days. 

14.  Protection:  The  freshly-finished  floor 
shall  be  protected  from  hot  sun  and  drying 
winds  until  it  can  be  sprinkled  and  covered 
as  above  specified.  The  concrete  surface 
must  not  be  damaged  or  pitted  by  rain- 
drops, and  the  contractor  shall  provide  and 
use  when  necessary  sufficient  tarpaulins  to 
completely  cover  all  sections  that  have  been 
placed  within  the  preceding  twelve  (12) 
hours. 

15.  Temperature  Below  35  Degrees  Pah- 
renheit:  If  at  any  time  during  the  progress 
of  the  work  the  temperature  is,  or  in  the 
opinion  of  the  architect  or  engineer  will 
within  twenty-four  (24)  hours  drop  to, 
35  degrees  Fahrenheit,  the  water  and  aggre- 
gates shall  be  heated  and  precautions  taken 
to  protect  the  work  from  freezing  for  at  least 
five  (5)   days. 


REINFORCED    CONCRETE    FIiOORS 

For  reinforced  concrete  floors  the  follow- 
ing will  apply  in  addition  to  the  general  re- 
quirements. 

16.  Form.s:  The  forms  shall  be  substan- 
tial, unyielding  and  so  constructed  that  the 
concrete  will  conform  to  the  designed  dimen- 
sions and  contours,  and  shall  also  be  tight 
to  prevent  the  leakage  of  motar.  The  sup- 
ports for  floors  shall  not  be  removed  in  less 
tlian  ten  (10)  days  after  the  concrete  is 
placed,  and  then  only  with  the  consent  of 
the  architect  or  engineer  in  cliarge.  When 
freezing  weather  occurs,  the  supports  shall 
remain  in  place  an  additional  time,  equal 
to  the  time  the  floor  has  been  exposed  to 
freezing. 

17.  Reinforcement:  Reinforcing  metal 
shall  be  provided  as  called  for  on  the  plans. 
It  shall  be  placed  as  indicated  and  mechani- 
cally held  in  position  so  that  it  will  not  be- 
come disarranged  during  the  depositing  of 
the  concrete.  Whenever  it  is  necessary  to 
splice  tension  reinforcement,  the  character 
of  the  splice  shall  be  such  as  will  develop 
its  full  strength.  Splices  at  points  of  maxi- 
mum stress  shall  be  avoided.  Splicing  by 
lapping  bars  without  contact  and  with  space 
between  bars  along  the  over-lap  equal  to 
twice  the  thickness  of  the  bars  is  preferable 
to  mechanical  splices  or  clamps. 

CONCRETE    SIiAB 

18.  Proportions:  The  concrete  shall  be 
mixed  in  the  proportions  by  volume  of  one 
(1)  sack  of  Portland  Cement,  two  (2)  cubic 
feet  of  fine  aggregate  and  four  (4)  cubic  feet 
of  coarse  aggregate. 

19.  Consistency:  The  materials  shall  be 
mixed  wet  enougla  to  produce  a  concrete  of 
a  consistency  that  may  be  readily  caused  to 
flow  into  the  forms  and  about  the  reinforce- 
ment, but  which  can  be  conveyed  from  the 
mixer  to  tlie  forms  without  the  separation 
of   the   coarse   aggregate   from   the   mortar. 

20.  Placing":  The  concrete  shall  be  placed 
in  a  manner  to  insure  a  smooth  ceiling,  and 
thoroughly  worked  around  the  reinforcement 
and  into  the  recesses  of  the  forms.  Concrete 
shall  be  deposited  in  its  full  position  as  soon 
as  possible  after  mixing  and  within  (30) 
minutes  after  the  water  has  been  added  to 
the  dry  materials.  It  shall  be  struck  off  to 
a  surface  at  least  one  (1)  inch  below  the 
established  grade  of  the  finished  surface  of 
the  floor.  Workmen  shall  not  be  permitted 
to  walk  in  freshly  laid  concrete,  and  if  sand 
or  dust  collects  on  the  base,  it  shall  be  care- 
fully removed  before  the  wearing  course  is 
applied. 

21.  Joints:  When  it  is  necessary  to  make 
a  joint  in  a  floor  slab,  its  location  shall  be 
designated  by  the  architect  or  engineer; 
joints  to  be  vertical. 

■WEARING   COURSE 

22.  Proportions  and  Thickness  (Mixture 
No.  1) :  The  mortar  shall  be  mixed  in  the 
proportions  of  one  (1)  sack  of  Portland  Ce- 
ment and  two  (2)  cubic  feet  of  fine  aggre- 
gate. The  minimum  thickness  shall  be  three- 
quarters    ( % )    inch. 

23.  Proportions  and  Thickness  (Mixture 
No.  2) :  The  mortar  shall  be  mixed  in  the 
proportions  of  one  (1)  sack  of  Portland  Ce- 
ment, one  (1)  cubic  foot  of  fine  aggregate 
and  one  (1)  cubic  foot  of  No.  1  aggregate  for 
wearing  course.  The  minimum  thickness 
shall  be  one   (1)  inch. 

24.  Consistency:  The  mortar  shall  be  of 
the  drycst  consistency  possible  to  work  with 
a  sawing  motion  of  the   strikeboard. 

25.  Placing:  The  wearing  course  shall  be 
placed  immediately  after  mixing.  It  shall 
be  deposited  on  the  fresh  concrete  of  the 
base  before  the  latter  has  appreciably  hard- 
ened, and  brought  to  the  established  grade 
with  a  strikeboard. 
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NOTE:  When  placing  the  wearing  course 
ter  the  concrete  slab  has  hardened,  elimi- 
te  paragraph  25  and  substitute  the  fol- 
wing: 

26.  Preparation  of  Slab:  The  surface  of 
e  slab  shall  be  thoroughly  roughened  by 
eking,  and  swept  clean  of  all  dirt  and 
■bris. 

27.  Placinar:  The  slab  shall  be  thoroughly 
oist  but  free  from  pools  of  ■water  when 
e  grout  and  mortar  for  wearing  course  is 
aced.  A  neat  cement  grout  shall  be 
ushed  on  the  surface  of  the  slab,  the 
earing  course  immediately  applied  and 
ought  to  the  established  grade  with  a 
likeboard.  Grout  and  mortar  shall  be  used 
itbin  forty-flve  (45)  minutes  after  mixing 
ith  water. 

28.  Finishing':  After  the  wearing  course 
as  been  brought  to  the  established  grade 
V-  means  of  a  strikeboard,  it  shall  be  worked 

ill  a  wood  float  in  a  manner  which  will 
roughly  compact  it  and  provide  a  sur- 
i^e  free  from  depressions  or  irregularities 
t'  any  kind.  When  required,  the  surface 
iiall  be  steel-troweled,  but  excessive  work- 
ig  shall  be  avoided.  In  no  case  shall  dry 
f-ment  or  a  mixture  of  dry  cement  and  sand 
e  sprinkled  on  the  surface  to  absorb 
loisture  or  to  hasten  the  hardening,  but  the 
iruner  method  may  be  used  if  desired. 

29.  Coloring':  If  artificial  coloring  is  used, 
I  must  be  incorporated  with  the  entire 
.earing  course  and  shall  be  mixed  dry  with 
he  cement  and  aggregate  until  the  mixture 
s  of  uniform  color.  In  no  case  shall  the 
mount  of  coloring  exceed  five  (5)  per  cent 
f  the  weight  of  the  cement. 

FI.AIN    CONCBETE    FI.OOBS 

For  plain  concrete  floors  the  following  will 
liply  in  addition  to  the  general  require- 
nents: 

SUBGBADE 

30.  Preparation:  All  soft  and  spongy 
ilaces  shall  be  removed  and  all  depressions 
illed  with  suitable  material  which  shall  be 
lioroughly  compacted  in  layers  not  exceed- 
ng  six  (6)  inches  in  thickness.  The  sub- 
;rade  shall  be  thoroughly  tamped  until  it  is 
irought  to  a  firm,   unyielding  surface. 

31.  Beep  Fills:  All  fills  shall  be  made  in  a 
lanner  satisfactory  to  the  architect  or  en- 
-ineer.      The    use    of    muck,    quicksand,    soft 

lay,    spongy    or    perishable    material    is    pro- 
libited. 

32.  Srainag'e:  When  required,  a  suitable 
linage  system  shall  be  installed  and  con- 
ted  with  sewers  or  other  drains  indicated 

:'   the   engineer. 

33.  Depth:     The  subgrade  shall  be  not  less 

than (00)  inches  below  the  finished  sur- 

iface  of  the  floor. 

'  NOTE:.  Subgrade  is  to  be  five  (5) 
j  inches  below  the  finished  surface  of  the 
'  floor  when  subbase  is  not  required,  and  at 
I  least  eleven  (11)  inches  below  when  sub- 
I     base   is   required. 

SUBBASE 
I      (Omit   these   sections   when   subbase   is  not 
required.) 

34.  Thickness:  On  the  subgrade  shall  be 
spread  a  material  as  hereinbefore  specified, 
which   shall   be   thoroughly   rolled    or   tamped 

to  a  surface  at  least (00)    inches  below 

the  finished  grade  of  the  floor.  On  fills,  the 
subbase    shall    extend    the    full    width    of    the 

35.  Wetting:  While  compacting  the  sub- 
base,  the  material  shall  be  kept  thoroughly 
wet,  and  sliall  be  in  that  condition  when 
the  concrete   is  deposited. 

FOBMS 

36.  Materials:  Forms  shall  be  free  from 
warp  and  of  sufficient  strength  to  resist 
springing  out  of  shape. 

37.  Setting':  The  forms  shall  be  well 
staked   or   otherwise    held    to    the    established 


lines  and  grades  and  their  upper  edges  shall 
conform  to  the  established  grade  of  the  floor. 

38.  Treatment:  All  wood  forms  shall  be 
thoroughly  wetted  and  metal  forms  oiled  or 
coated  with  soft  soap  or  whitewash  before 
depositing  any  inaterial  against  them.  All 
mortar  and  dirt  shall  be  removed  from  forms 
that  have  been  previously  used. 

CONSTRUCTION 

39.  Size  of  Slabs:  The  slabs  or  inde- 
pendently-divided blocks  when  not  reinforced 
shall  have  an  area  of  not  more  than  one 
hundred  (100)  square  feet,  and  shall  not 
have  dimensions  greater  than  ten  (10)  feet. 
Larger  slabs  shall  be  reinforced  as  herein- 
after specified. 

40.  Thickness  of  Floor:  The  thickness  of 
the  floor  shall  be  not  less  than  five  (5) 
inches. 

41.  Width  and  Iiocation  of  Joints.  When 
required  by  the  architect  or  engineer  in 
charge,  a  one-half  ( V2 )  inch  space  or  joint 
shall  be  left  between  the  floor  and  the  walls 
and  columns  of  the  building,  to  be  filled  with 
the  material  before  specified  under  "Joint 
Filler." 

42.  Protection  of  Edg'es:  Where  required 
by  the  architect  or  engineer  in  charge,  the 
edges  of  the  slabs  at  the  joints  sliall  be 
protected  by  metal.  Unless  protected  by 
metal,  the  upper  edges  of  the  slabs  shall  be 
rounded    to    a    radius    of    one-half    (^2)    inch. 

TWO-COURSE    FI.OOB 

Concrete   Base. 

43.  Proportions:  The  concrete  shall  be 
mixed  in  the  proportions  by  volume  of  one 
(1)  sack  of  Portland  Cement,  two  and  one- 
half  (2Vi)  cubic  feet  of  fine  aggregate  and 
five    (5)    cubic  feet  of  coarse   aggregate. 

44.  Consistency:  The  materials  shall  be 
mixed  wet  enough  to  produce  a  concrete  of  a 
consistency  that  will  flush  readily  under 
slight  tamping,  but  which  can  be  handled 
without  causing  a  separation  of  the  coarse 
aggregate  from  the  mortar. 

45.  Placing':  After  mixing,  the  concrete 
shall  be  handled  rapidly  and  the  successive 
batches  deposited  in  a  continuous  operation 
completing  individual  sections  to  the  required 
depth  and  width.  Under  no  circumstances 
shall  concrete  that  has  partly  hardened  be 
used.  The  forms  shall  be  filled  and  the 
concrete  struck  off  and  tamped  to  a  surface 
the  thickness  of  the  wearing  course  below 
the  established  elevation  of  the  floor.  The 
method  of  placing  the  various  sections  shall 
be  such  as  to  produce  a  straight,  clean-cut 
joint  between  them  so  as  to  make  each  sec- 
tion an  independent  unit.  If  dirt,  sand  or 
dust  collects  on  the  base  it  shall  be  removed 
before  the  wearing  course  is  applied.  Work- 
men shall  not  be  permitted  to  walk  on  the 
freshly  laid  concrete.  Any  concrete  in  excess 
of  that  needed  to  complete  a  section  at  the 
stopping  of  work  shall  not  be  used.  In  no 
case  shall  concrete  be  deposited  upon  a 
frozen  subgrade  or  subbase. 

46.  Reinforcing:  Slabs  having  an  area 
of  more  than  one  hundred  (100)  square  feet, 
or  having  dimensions  greater  than  ten  (10) 
feet,  shall  be  reinforced  with  wire  fabric, 
or  with  plain  or  deformed  bars.  The  re- 
inforcement shall  have  a  weight  of  not  less 
than  twenty-eight  (2S)  pounds  per  one  hun- 
dred (100)  square  feet.  The  reinforcement 
shall  be  placed  upon  and  slightly  pressed 
into  the  concrete  base  iminediately  after  the 
base  is  placed.  It  shall  not  cross  joints  and 
shall  be  lapped  sufficiently  to  develop  the 
full   strength  of  the   metal. 

WEARING  COURSE 

47.  Proportions    for   Mixture   No.    1:      The 

wearing  course  shall  be  mixed  in  the  pro- 
portions of  one  (1)  sack  of  Portland  Cement, 
two  (2)  cubic  feet  of  fine  aggregate.  The 
minimum  thickness  shall  be  three-quarters 
(%)   inch. 
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48.  Proportions   for   Mixture   No.   2:      The 

i'earing  course  shall  be  mixed  in  tlie  pro- 
ortions  of  one  (1)  sack  of  Portland  Cement 
nd  one  (1)  cubic  foot  of  fine  aggregate, 
,nd  one  (1)  cubic  foot  of  No.  1  aggregate 
or  wearing  course.  The  minimum  thickness 
liall  be  one    (1)    inch. 

49.  Consistency:  The  mortar  shall  be  of 
he  dryest  consistency  possible  to  work  with 
L  sawing  motion   of  the   strikeboard. 

50.  Placing:  The  wearing  course  shall  be 
)laced  immediately  after  mixing.  It  shall 
n-  deposited  on  the  fresh  concrete  of  the 
vise  before  the  latter  has  appreciably  hard- 
nert,    and    brought    to    the    established    grade 

•vith  a  strike-board.  In  no  case  shall  more 
ban  forty-five  (45)  minutes  elapse  between 
he  time  the  concrete  for  the  base  is  mixed 
ind  the  wearing  course  is  placed. 

51.  Finishing:  After  the  wearing  course 
IMS  been  brought  to  the  established  grade  by 
imans  of  a  strikeboard,  it  shall  be  worked 
vith    a    wood    float    in    a   manner    which    will 

I  horoughly  compact  it  and  provide  a  surface 

irto    from    depressions    or    irregularities    of 

I  in-  kind.     When   required,   the   surface   shall 

steel-troweled,     but     excessive     working 

ill     be    avoided.       In     no     case     shall     dry 

(iient  or  a  mixture  of  dry  cement  and  sand 

i"    sprinkled   on   the   surface  to  absorb   mois- 

nire    or    to    hasten    the    hardening,    but    the 

Kniner  method  may  be  used  if  desired.     Un- 

I'  ss  protected  by  metal  the  surface  edges  of 

111  slabs  shall  be  rounded  to  a  radius  of  one- 

'    :U"    (V2)    inch. 

52.  Coloring':  If  artificial  coloring  is 
.   .(1,  it  must  be  incorporated  with  the  entire 

vearing  course,  and  shall  be  mixed  dry  with 
the  cement  and  aggregate  until  the  mixture 
is  of  a  uniform  color.  In  no  case  shall  the 
amount  of  coloring  exceed  five  (5)  per  cent 
of  the  weight  of  the  cement. 

ONE-COUBSE    FI.OOB 

53.  Proportions:  The  concrete  shall  be 
mixed  in  tlie  proportions  of  one  (1)  sack  of 
Portland  Cement  to  not  more  than  two  (2) 
cubic  feet  of  fine  aggregate  and  not  more 
than  three  (3)  cubic  feet  of  coarse  aggregate, 
and  in  no  case  shall  the  volume  of  the  fine 
aggregate  be  less  than  one-half  (i^)  the 
volume  of  the  coarse  aggregate. 


A  cubic  yard  of  concrete  in  place  shall 
contain  not  less  than  six  and  eight-tenths 
(6.8)    cubic    feet   of   cement. 

54.  Consistency:  The  materials  shall  be 
mixed  with  sufficient  water  to  produce  a 
concrete  which  will  hold  its  shape  when 
struck  off  with  a  strikeboard.  The  con- 
sistency shall  not  be  such  as  to  cause  a 
separation  of  the  mortar  from  the  coarse 
aggregate  in  handling. 

55.  Placing:  After  mixing,  the  concrete 
shall  be  handled  rapidly  and  the  successive 
batches  deposited  in  a  continuous  operation 
completing  individual  sections  to  the  re- 
quired depth  and  width.  Under  no  circum- 
stances shall  concrete  that  has  partly  hard- 
ened be  used.  The  forms  shall  be  filled  and 
the  concrete  brought  to  the  established  grade 
with  a  strike-board.  The  method  of  placing 
the  various  sections  shall  be  such  as  to 
produce  a  straight,  clean-cut  joint  between 
them  so  as  to  make  each  section  an  inde- 
pendent unit.  Any  concrete  in  excess  of  that 
needed  to  complete  a  section  at  the  stopping 
of  work  shall  not  be  used.  Workmen  shall 
not  be  permitted  to  walk  on  the  freshly-laid 
concrete.  In  no  case  shall  concrete  be  de- 
posited upon  a  frozen  subgrade  or  subbase. 

56.  Reinforcing:  Slabs  having  an  area  of 
more  than  one  hundred  (100)  square  feet, 
or  having  any  dimensions  greater  than  ten 
(10)  feet,  shall  be  reinforced  with  wire 
fabric  or  with  plain  or  deformed  bars.  The 
reinforcement  shall  have  a  weight  of  not 
less  than  twenty-eight  (28)  pounds  per  one 
hundred  (100)  square  feet.  The  reinforcement 
shall  be  placed  upon  and  slightly  pressed  into 
the  concrete  base  immediately  after  the  base 
is  placed.  It  shall  not  cross  joints  and  shall 
be  lapped  sufficiently  to  develop  the  full 
strength  of  the  metal. 

57.  Finishing:  After  the  concrete  has 
been  brought  to  the  established  grade  by 
means  of  a  strikeboard,  and  has  hardened 
somewhat,  but  is  still  workable,  it  shall  be 
floated  with  a  wood  float  in  a  manner  which 
will  thoroughly  compact  it  and  provide  an 
even  surface.  When  required,  the  surface 
shall  be  steel-troweled,  but  excessive  work- 
ing shall  be  avoided.  Unless  protected  by 
metal  the  surface  edges  of  all  slabs  shall  be 
rounded    one-half    ( V2 )    inch. 
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In  Pounds  Per  Sciuare   Foot 


STRUCTURE 
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Our  Contribution  to  Smoke  Abatement 

American  Smokeless  (updraft)  Boiler 

For  Steam,  Hot  Water  or  Vapor 


Have  you  also  seen  our  Pierce  Smokeless  Magazine 
Feed   Boiler? 

Both  boilers  have  the  approval  of  Smoke  Inspectors 
in  all  cities,  meeting  all  requirements  in  the  matter  of 
smokelessness. 

Magazine  Feed  Boilers  heretofore  meant  using  Hard 
Coal  exclusively,  but  the  Pierce  will  burn  soft  coal  as 
effectively  as  other  boilers  burn  Anthracite. 

We  manufacture  all  types  of  Cast  Iron  Boilers,  also 
sell  the  Kewanee  Firebox  and  Smokeless  Boilers  and 
Radiation.  We  carry  at  all  branches  a  full  line  of 
Plumbing  and  Heating  Supplies.  Write  us  for  our  new 
catalogue  "K." 


The  Kellogg  -  Mackay  Company 

Plumbing  and  Heating  Supplies 

Chicago         Minneapolis  St.  Paul  Duluth  Kansas  City 
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HEATING  AND  VENTILATION 


Edited   by   Fred  J.   Postel,   Mech.   Engr. 


HEATING. 


In  considering  the  installation  of  a  heat- 
ing system,  the  architect  or  engineer  in  al- 
most every  instance  has  his  choice  of  three 
types,  namely,  steam,  hot  water  and  hot  air. 
Both  steam  and  hot  water  systems  are  funda- 
mentally the  same  in  principle  regardless  of 
the  size  of  the  installation,  although,  of 
course,  there  are  modifications  and  variations 
in  the  application,  to  meet  local  conditions. 

In  hot  air  heating  installations  the 
smaller  installations  are  almost  always  grav- 
ity systems,  while  the  larger  installations  are 
almost  always  mechanically  operated  sys- 
tems, i.  e.,  the  air  is  moved  by  means  of 
fans. 

As  a  matter  of  convenience,  we  may  divide 
heating  systems  into  two  general  classes, 
those  using  piping  and  radiating  surfaces 
(steam  and  hot  water  systems)  and  those 
using  ducts  (hot  air  furnaces  and  hot  blast 
systems). 

i STEAM  VS.   HOT   WATER: 

Before  taking  up  the  systems  of  the  first 
class  in  detail,  it  may  be  well  to  consider 
some  of  the  outstanding  advantages  and 
disadvantages  of  each.  To  simplify  the  dis- 
cussion, the  simple  gravity  system  of  each 
type  is  referred  to  in  this  comparison.  Nu- 
merous improvements  and  modifications  have 
Ijeen  developed  for  both  steam  and  hot  wa- 
ter systems  in  order  to  gain  some  of  the  ad- 
vantages of  the  other  system.  These  natur- 
ally involve  the  Installation  of  devices  more 
or  less  automatic,  but  all  requiring  a  cer- 
tain amount  of  attention  to  keep  them  in 
operation.  The  question  of  whether  the  ad- 
vantage gained  warrants  the  expenditure 
both  in  first  cost  and  in  operation  and  main- 
tenance, will  depend  on  local  conditions  and 
no    general    rule    will    apply. 

Generally  speaking,  the  advantage  of  the 
steam  over  hot  water  is  lower  first  cost, 
smaller  radiators  and  smaller  piping.  The 
principal  disadvantage  is  the  fact  that  the 
temperature  of  the  radiating  surface  cannot 
be  regulated  to  meet  the  demands  of  the 
weather  conditions.  Again,  the  system  is 
operative  only  so  long  as  there  is  pressure  in 
the  mains.  If  the  pressure  Is  allowed  to  fall 
lo  atmosphere,  circulation  ceases,  and  the 
building  is,  to  all  intents  and  purposes,  with- 
out a  heating  system,  even  though  there  is  a 
smoldering  fire  in  the  furnace. 

The  advantage  of  the  hot  water  heating 
system  is  that  the  temperature  of  the  water 
may  be  varied  with  the  demands  of  the  serv- 
ice. With  a  properly  designed  system  the 
water   circulates   at   a   very  low   temperature. 


so  that  a  smoldering  fire  will  produce  sufR- 
cient  circulation  in  mild  weather.  This  fea- 
ture makes  it  possible  also  to  continue  heat- 
ing the  building  after  the  fires  have  been 
banked  for  the  night. 

The  principal  disadvantages  of  a  hot  water 
system  are  the  greater  first  cost,  larger 
radiators  and  piping,  and  the  ever  present 
possibility  of  damage  to  decorations  and 
furnishings,  as  a  result  of  a  leak  in  the  sys- 
tem. 

The  "vapor"  system  of  steam  heating  and 
the  so-called  "modulation"  system,  both  pro- 
vide excellent  means  of  temperature  regula- 
tion and  in  this  respect  approach  the  advan- 
tages of  a  hot  water  system. 

On  the  other  hand,  to  overcome  the  dis- 
advantage of  large,  ungainly  radiators  and 
piping  in  hot  water  systems,  various  de- 
vices have  been  developed  to  increase  the 
temperature  of  the  water  under  conditions 
of  extreme  demand.  These  systems  depend 
on  increasing  the  pressure  on  the  water 
above  atmosphere  and  are  what  may  be  re- 
ferred to  as  closed  systems,  either  wholly  or 
in    part. 

STEAM    HEATING. 

In  designing  a  system  of  steam  heating, 
it  should  first  be  determined  whether  the 
conditions  will  be  best  met  by  a  gravity,  or 
a  vacuum  system. 

In  a  gravity  system,  the  mains  and  radi- 
ating surface  are  so  laid  out  that  all  con- 
densation returns  to  the  boiler  by  gravity 
and  no  machinery  is  required  to  keep  the 
system  in  operation.  This  system  is  neces- 
sarily operated  at  a  pressure  above  atmos- 
phere so  that  the  pressure  in  the  radiators 
is  sufficient  to  expel  the  air  from  the  sys- 
tem. 

Practically  all  the  vacuum  systems  being 
Installed  today  remove  the  condensate  and 
the  entrained  air  through  the  same  pipe. 
Another  type  of  vacuum  system  in  which 
each  heating  unit  was  provided  with  an  air 
valve  and  these  valves  connected  to  a  vac- 
uum pump  was  in  quite  general  use  some 
years  ago  but  is  seldom  used  now. 

The  term  "vacuum  system"  as  used  in  this 
discussion  will  be  taken  to  mean  a  system 
in  which  each  individual  heating  unit  is  pro- 
vided with  a  thermostatic  or  float  type  of 
trap  and  the  condensate  and  air  removed 
through  a  system  of  piping  by  means  of  a 
vacuum  pump.  In  this  connection  it  may 
be  stated  that  in  the  case  of  large  installa- 
tions  in    which   a   group   of  buildings   is   sup- 
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K^WANEE:  BOILER  COMPANY 

IZ'p,^^o|-.pp    Til       Chicago.  111.,  822  W.Washington  Blvd.,  Phone  Monroe  7020 


iches   in  principal   cities  of  the   United   States 


Specialists  in    Steel  Fire-Box,   Brick 
Set,  and  Portable  Smokeless  and  Direct 


BOILERS 

Built  in  accordance  with  Amer.  Soc.  Mech.  Engs.  Code  of  Boiler  Rules 


Brick-Set  Direct  Draft  Fire-Box 

This  has  been  the  Standard  Boiler  for  general  use  in  the  Central  West  for  many  years,  and  is 
the  Boiler  referred  to  in  specifications  as  "Kewanee  or  equal." 


Capacity,  Steam 
Capacity,  Water 


sq.  ft 
sq.  ft 


Diameter  Boiler  .  .  .  . 
Diameter  of  Stack  ,  ,  . 
Minimum  Height  of  Stack  . 


TT 


10  ;  11  I  12  !  13 


QOO  1050  1200  1400  1700  2000  2600  3000  3500  4000  4500  5500  6500  7500  8700  10000  11000 
"500  1700  2000  2300  2800  3300  4300  5000  5800  6600  7400  9100  10700  12400  14400;  16500.18200 


30   30  I  36  I  36 

12  1  14   14   16 
40   40   40   40 


12000  14000 
19800  23100 


Brick-Set  Smokeless  Fire-Box  ^ 

A  Boiler  designed  to  burn  soft  coal  without  objectionable  smoke,  and  to  comply  with  municipal 
smoke  prevention  requirements. 


Niimher    of    Boiler 

104 

105 

106 

107     108 

109     110     nil    112|    113    1    114    1    115    1    116 

117    1    118   1    119    1   120 

Capacity,  Steam.  . .  sq.  ft. 
Capacity,   Water    ..sq.ft. 

1600 
2600 

2000 
.3.300 

2300 
3800 

2600 
4300 

3100 
5100 

3600  4000 
5000  0600 

4700 

7800 

5500 
0100 

6500|    75001    8500|10000 
10700112400114000  16500 

11500|13000|14000116000 
19000|21500|23100I26400 

Dianipter    Boiler     ...  .in. 
Diameter     Stack      .  .  .  .in. 
Minimum     lit.    Stack.. ft. 

36 
18 
4.5 

36 
18 
4.5 

36 

20 
4.5 

42 

20 
50 

42 
20 

.50 

42       48 
22       22 
50       50 

48    1    48    1      54    1      54         60         00 
24    1    24    1      28    1      28         32         32 
55    1    55    1      60    1      r.O    1      60    1      60 

66 
34 

70 

60 
34 

70 

72         72 
36         36 
70         70 

Portable  Direct  Draft  Fire-Box 

Requires  less  floor  space  and  more  height  than  above.     No  special  skill  in  brick  laying. 


of     Uoiler I    407|    408|    409|    41U]    411|    412    |    4l:i    |    414    |    415 

-I 1 ! 1 1 1 1- 


Capacity,    Steam. 
Capacity,    Water. 


liianieter    Boiler 

hiumetei-    Stack 

Miiiiiiiiim    Hpieht    Stuck. 


.sq.    ft.l250012900l350O|4O00|450O|5000|    5500|    fiOOO|    70001    8000|   950n|l  1O00I13000I1 5000 
.sq.    ft.  410014800  5800  6600  7400|8300  I    91001   9y00|11600|13200|15700|18200|21500|24800 

■    .| 1 1_   ....'.      I     I 


421   422 


17500120000 
28500|32000 

1  — 

78  I 

34  I  ; 

SdJ   ! 


25000 
40000 


28000, 
45000. 


on  I  inn 


Portable  Smokeless  Fire-Box 

A  Smokeless  Boiler  designed  to  burn  cheai)  soft  coal.   Breeching  connection  at  front, 
economical  of  space. 


Nimiljer   of    Boiler |  -3071    308|    309)    310)   311     312 


-I 1- 


Capacilv.  Steam.. sq.  ft.|3OOO|35OOI4OOO|4500|5OOO 
(•ap;H-ity.   Water.. sq.    ft.l5000|5800|6600l7400|s300 


Diameter  of  Boiler. 
Diameter  Stack.... 
Minim'm    Ht.   Stack. 


■  ft.  I  50    I 


48    I   54    I    54 

20    I    22    I    22       22 


5500 
9100 


313)    314     I    315    I    310    |    317 


319    I    320    I    321 


60001    6500 
9900110700 


7 500 1    8500 1 10000|]2000|1 4000]  16000|18000 120000 
124001 14000!  16500 119800|231 001 26400129700133000 

1 1 1 1 1_ 


60  I   60  I   65  I 


323   324 


25000  30000 
40000  48000 

1— 

1 


38 


40 


90   100 


Garbage  Burners — Tabasco  Hot  Water  Heaters 


Radiation 


Standard 
Types 


Steel  Storage  Tanks 


486 


lied  from  a  central  heating  plant,  the  plan 
;  frequently  adopted  of  laying  out  the  sys- 
■m  in  each  buiding  as  a  gravity  job;  provid- 
ig  one  large  trap  for  the  entire  building  and 
ischarging  this  trap  into  return  mains  con- 
ected  to  a  vacuum  pump.  In  such  a  sys- 
jm  eacli  building  rather  than  each  radiator 
;  treated  as  a  unit.  Such  a  system  is  not, 
owever,  what  is  ordinarily  meant  by  the 
{■rm    "vacuum"    system. 

In  determining  whether  tlie  expense  of  a 
•ncuum  system  is  justified  by  the  condi- 
ions,  the  advantages  to  be  obtained  by  us- 
ng  it  must  be  carefully  considered.  The 
wo  things  which  make  a  vacuum  system 
>etter  than  a  gravity  system  are,  first,  cir- 
■ulation  at  a  lower  pressure;  second,  quick 
•irculation  when  new  radiation  is  turned  on. 
The  former  is  of  particular  importance  in 
•ases  where  the  exhaust  steam  from  en- 
gines is  used  to  heat  the  building.  The 
>fflciency  of  the  engine  is  increased  as  the 
lack  pressure  is  decreased.  Therefore,  the 
ise  of  a  vacuum  system  may  be  the  means 
if  saving  considerable  coal.  On  the  other 
,and,  the  installation  of  a  vacuum  system 
•annot  be  justified  from  the  standpoint  of 
economy  in  coal  consumption,  if  the  de- 
mand for  exhaust  steam  is  so  heavy  that 
live  steam  must  be  used  to  make  up  the 
ieficiency,  even  with  the  engine  running 
l^ainst    a   back    pressure. 

Vacuum  systems  are  sometimes  installed 
where  there  are  no  engines  and  where  the 
-■•stem  might  as  well  operate  at  5  lbs.  as 
^t  14  lb.  back  pressure.  The  net  cost  of 
(iperating  such  a  system  is  necessarily 
greater  than  would  be  the  case  in  a  gravity 
system  and  the  only  advantage  is  a  some- 
what freer  circulation,  and  the  fact  that 
t'le  radiators  will  heat  up  promptly  when 
I  he  Inlet  valves  are  opened. 

While  the  cost  of  thermostatic  or  float 
vacuum  valves  adds  materially  to  the  cost 
of  a  vacuum  system  installation,  this  in- 
creased cost  is  offset,  to  a  certain  extent,  by 
the  fact  that  smaller  pipes  may  be  used  in  a 
vacuum   system   than  in   a   gravity   system. 

A  well  laid  out  gravity  system  of  ordinary 
size  should  circulate  freely  with  one  pounfl 
■pressure  under  all  ordinary  conditions  and 
with  not  to  exceed  two  pounds  pressure  in 
extreme  cold  weather,  when  the  demand  for 
steam  and  therefore  the  velocity  of  the 
steam  In  the  pipes  reaches  a  maximum.  A 
vacuum  system  should  not  require  to  exceed 
one-half  to  one  pound  pressure  under  any 
conditions. 

A  gravity  system  may  be  either  a  "one- 
pipe"  or  a  "two-pipe"  system  and  either  of 
these  may  be  an  "up-feed"  or  a  "down-feed" 
system.  Except  in  the  case  of  very  high 
buildings  equally  good  results  can  be  ob- 
tained with  either  up-feed  or  down-feed,  but 
where  the  building  is  very  high  there  is  an 
advantage  in  having  a  down-feed   system. 

A  vacuum  system  mav  be  either  up-feed 
or  down-feed,  but  will  always  be  a  two-pipe 
or  a  three-pipe  system.  The  wet  vacuum 
system  is  always  necessarily  a  two-pipe  sys- 
tem. The  dry  vacuum  system  when  used  in 
connection  with  cast  iron  radiation  is  usual- 
ly a  two-pipe  system,  the  vacuum  pipe  be- 
ing a  very  small  pipe  with  probably  i/4-inch 
lirnnches  and  a  main  seldom  larger  than  one 
inch.  Where  the  dry  vacuurri  system  is  ap- 
plied to  a  coil  system  of  heating  in  which 
the  steam  and  returns  are  separate,  the 
vacuum   pipe  will   be   required   In   addition   to 


the  other  two,  thus  making  a  three-pipe  sys- 
tem. As  previously  stated,  the  dry  vacuum 
system   is  now  very   seldom  used. 

Inasmuch  as  the  loss  of  heat  from  build- 
ings is  by  radiation  and  conduction  from 
walls,  windows,  roof  and  floor,  and  by  the 
air  which  must  be  replaced  by  fresh  out- 
door air  for  ventilation,  heating  formulae 
must  necessarily  involve  the  quantities:  area 
of  exposed  wall,  roof  and  floor,  area  of  glass 
(including  doors)  and  the  cubical  contents. 
Win(7  exposure  and  the  directions  of  the  com- 
pass must  also  be  considered. 

Loss  of  heat  through  walls,  roof,  and  floor 
depend  upon  the  construction,  the  thicknes.s. 
and  the  materials  used  as  well  as  the  differ- 
ence in  temperature  between  outside  and  in- 
side  surfaces. 

There  are  a  great  number  of  heating  for- 
mulae in  use  and  it  is  seldom  that  the  re- 
sults figured  by  these  various  formulae  will 
agree.  The  formulae  are  all  empirical  for- 
mulae and  are  based  on  average  conditions. 
If  the  conditions  of  any  particuar  case  vary 
considerably  from  the  average,  it  is  quite 
likely  that  none  of  the  formulae  will  give 
correct  results.  To  illustrate  why  there  is 
often  a  wide  variation  in  the  amount  of  radi- 
ation calculated  as  being  necessary  for  a  cer- 
tain installation,  let  us  take  the  one  factor 
of  air  changes.  Generally  speaking,  we  as- 
sume one  air  change  per  hour  for  a  room. 
However,  there  may  be  some  good  rea- 
son for  assuming  that  the  windows  will  be 
open  slightly  or  that  for  other  reasons  the 
room  will  have  two  air  changes  per  hour. 
Obviously  the  required  radiation  for  the  two 
assumptions    will    be    radically    different. 

The  application  of  any  of  the  formulae, 
after  all,  depends  on  the  architect's  or  engi- 
neer's knowledge  of  the  exact  conditions 
likely  to  prevail  and  the  factors  which  should 
be  used  for  those  conditions.  In  the  last 
analysis,  therefore,  it  is  principally  a  matter 
of  judgment  on  the  part  of  the  designer  as 
to  what  constants  are   applicable. 

The  Chicago  Master  Steam  Fitters'  Asso- 
ciation have  compiled  rules  for  computing 
radiating  surface,  published  elsewhere  in  this 
volume,  which  will  meet  the  average  condi- 
tions   quite    satisfactorily. 

PIPE    SIZES: 

One  of  the  most  common  scources  of  error 
in  designing  a  heating  system  is  in  the  se- 
lection of  proper  pipe  sizes.  The  cause  is 
probably  the  fact  that  some  designers  fix 
the  sizes  according  to  tables  without  regard 
to  local  conditions.  The  size  of  a  steam 
main  is  determined  by  the  quantity  of  steam 
passing  through  it,  the  pressure  of  the  steam, 
and  the  permissible  friction  loss.  The  length 
of  the  main  is,  of  course,  a  factor  in  the  lat- 
ter item.  Thus,  it  is  permissible  and  good 
practice  to  use  higher  velocities  in  short 
iTiains  than  in  long  mains  and  lilcewise 
where  the  initial  steam  pressure  is  four  or 
five  pounds  and  a  friction  loss  of  two  or 
three  pounds  not  objectionable,  much  liigher 
velocity  may  be  used  than  in  designing  a 
system  which  is  expected  to  circulate  with 
steam  at  one  pound  pressure.  Tlic  proper 
method  of  designing  steam  mains  is  to  de- 
termine the  initial  pressure  and  the  permis- 
sible friction  loss  and  then  figure  the  main 
to  produce  this  loss  at  the  assumed  pressure. 

In  the  design  of  return  mains  we  have 
substantially  the  sanio  conditions  as  in  the 
design  of  the  steam  mains  and  in  addition 
the    item    of    allowable    pitch.     Where    it    is 
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Plan  for  Health  as  Well 
as  Beauty 

Incorporate  the  Kernerator  in  your  plans.  It  pro- 
motes health  by  eliminating  the  garbage  can  and  secur- 
ing clean  kitchen  and  yards.     The 

ERNERATOR 


Built-in-tHe-CHiintiey- 


REG.    U.    S.    PAT-    OFF. 


destroys  kitchen  refuse,  wrapping  paper,  paper  boxes, 
rags,  sweepings,  faded  flowers  by  burning — the  sanitary, 
economical  and  labor-saving  way.  It  disposes  of  tin 
cans,  bottles,  and  other 
non-combustibles.  Re- 
quires no  fuel  other 
than  the  dry  waste 
that  is  deposited  in 
kitchen  hopper. 

Built  at  the  base  of 
kitchen  or  boiler  chim- 
ney when  the  apart- 
ment house  or  resi- 
dence is  erected  and  re- 
quires little  extra  ma- 
sonry work. 

Fully  Guaranteed. 


H.  W.  Ewing,  Mgr. 

CHICAGO  BRANCH 

28  East  Jackson  Blvd. 

Phones  Wabash  8117-8 


Kerner  Incinerator 
Company 

OF     MILWAUKEE 
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jjssible  to  give  return  mains  considerable 
Itch  they  may,  of  course,  be  smaller  than 
Ihere  they  are  run  more  nearly   level. 

The  following  table  of  pipe  sizes  is  based 
|ti  gravity  systems,  with  short  mains,  oper- 
Iting  at  a  pressure  of  from  one  to  three 
lounds.  It  is  a  convenient  reference  for  the 
pnditions  on  which  it  is  based,  but,  of  course, 
liust  not  be  assumed  to  fit  other  conditions. 

Itadiation  up  to 


100  sq.    ft 

200  sq.    ft 

400  sq.    ft 

600  sq.    ft 

900  sq.    ft 

1,400  sq.    ft 

2,000  sq.    ft 

3,300  sq.    ft 

4,500  sq.    ft 

7,000  sq.    ft 7 

9,000    sq.    ft 

11,000  sq.   ft 9 

15,000  sq.    ft 10 

24,000  sq.    ft 12 


ne  Pipe 

Two  Pipe 

Work 

Work 

1%" 

1       "X    %" 

1 1'k  " 

l%"x    %" 

2      " 

iy2"xi    " 

2  '  i  " 

2      "xl      " 

3      " 

2  1/2  "X 11/4" 

3  V2  " 

3     "xlVi" 

4      " 

3 14  "x  11/2" 

5      " 

4      "x2      " 

6      " 

5      "x2      " 

"y3 


9 
10 


"x4 
"x4 


For  vacuum  systems  the  figures  for  "Two 
pipe  work"  may  be  reduced  one  pipe  size. 

SOT  WATEB  HEATING. 

In  hot  water  heating  the  system  may  be 
a  one-pipe  or  two-pipe  system,  or  may  be 
a  gravity  circulation  system  or  a  forced 
circulation    system. 

The  gravity  circulation  system  is  depend- 
ent for  circulation  upon  the  fact  that  cold 
water  is  heavier  than  hot  water.  Tlierefore, 
the  pitch  of  supply  line  should  be  upward 
from  the  boiler  (which  is  the  reverse  of  the 
requirement  in  steam  heating)  and  the  re- 
turn should  pitch  downward  toward  the 
boiler  as  is  the  case,  also,  in  steam  heating. 

In  forced  circulation  systems  which  must 
usually  be  used  when  long  horizontal  runs  are 
encountered,  as  is  the  case  in  factory  heat- 
ing, where  the  boiler  or  source  of  heat  is  in  a 
detached  power  plant,  a  pump  is  used. 

In  one-pipe  systems  the  radiators  are  con- 
nected in  shunt  with  the  supply  lines,  that 
is,  the  water  to  a  radiator  is  taken  from 
supply  line,  passes  through  radiator  and  is 
returned  to  supply  line  at  a  point  further 
along  in  the  direction  of  the  travel  of  the 
water.  Special  fittings  are  sometimes  em- 
ployed in  the  diversion  of  the  water  into  the 
radiators,  especially  in  the  case  of  forced 
circulation  systems. 

Two-pipe  systems,  especially  in  gravity 
circulation  systems,  may  be  considered  to 
have  more  positive  circulation. 

Either  one-pipe  or  two-pipe,  gravity  or 
forced  circulation  systems  may  be  closed  or 
open  systems,  though  closed  systems  are  not 
frequently  found  except  in  larger  forced  circu- 
lation systems.  In  either  system  an  expan- 
sion tank  must  be  used  because  of  the  ex- 
pansion of  water  as  its  temperature  rises. 

The  formulae  which  are  used  in  estimat- 
ing the  amount  of  radiating  surface  required 
for  steam  heating  may  be  used  for  comput- 
ing the  amount  of  radiating  surface  required 


for  hot  water  heating,  providing  a  factor  de- 
pendent upon  the  difference  in  temperature 
of  the  hot  water  and  of  the  steam  is  in- 
troduced. 

SIZE    OF    HOT    WATER    MAINS. 

(For  gravity   circulation   and   low   buildings.) 

Direct  Indirect 

Radiation  Radiation 

Will  Supply,  Will  Supply 

Size  of  Main            Area              Feet  Feet 

11/^    in 2.03                200  135 

2  in 3.35                325  200 

2%    in 4.78                 450  300 

3  in 7.38                 700  450 

3V2    in 9.82                900  *    600 

4  in 12.73              1200  800 

41/i    in 15.93               1500  1000 

5  in 19.99               2000  1200 

6  in 28.88               3000  2000 

7  in 38.73               4200  2800 

8  in 50.03               5600  3600 

9  in 63.63  7000  4600 

10        in 78.83  8500  5600 

In  forced  circulation  systems  it  is  con- 
sidered good  practice  to  so  proportion  mains 
and  returns  that  velocity  of  water  will  not 
exceed    200    feet    per    minute. 

Carpenter  gives  as  a  practical  rule,  ap- 
plicable when  main  and  supply  do  not  ex- 
ceed 200  feet  in  length,  "The  diameter  of 
main  supply  or  return  pipe  in  a  system  of 
direct  hot  water  heating  should  be  one  pipe- 
size  greater  than  the  square  root  of  the 
number  of  square  feet  of  radiating  surface, 
divided  by  9  for  tlie  first  story,  by  10  for  the 
second  story  and  by  11  for  the  third  story 
of  the  building.  For  indirect  Iiot  water, 
multiply   above   by   1.5". 

BOII.EBS   rOB   HEATING   SVSTEMS. 

Boilers  sold  for  heating  installations  are 
rated  by  manufacturers  in  square  feet  of 
radiating  surface,  which  they  will  supply. 
Comparison  of  boilers  sold  by  different 
manufacturers  discloses  the  fact  that  boilers 
of  different  makes,  having  the  same  amount 
of  heating  surface  have  widely  different 
ratings,  as  given  by  the  manufacturers;  the 
difference  being  in  some  cases  nearly  100 
per  cent. 

The  capacity  of  a  boiler  depends  on  the 
form  and  extent  of  the  heating  surface,  the 
water  and  steam  space  and  upon  the  amount 
of    grate   surface. 

Another  factor  to  be  considered  is  the  ques- 
tion Of  whether  the  boiler  is  to  be  installed 
in  a  large  plant  with  a  fireman  constantly  on 
duty  and  firing  at  regular  intervals,  or 
whether  the  boiler  is  to  be  used  in  a  small 
installation  where  it  is  desirable  to  have  a 
boiler  of  sufiicient  size  to  permit  intermittent 
firing  and  even  banking  for  periods  of  several 
liours  while  carrying  the  connected  load. 

Power  boilers  are  usually  rated  at  from 
7%  sq.  ft.  to  12  sq.  ft.  of  heating  surface  per 
boiler  horse  power.  On  account  of  the  dif- 
ference in  the  method  of  firing,  a  heating 
lioilcr  should  have  not  less  than   15  sq.  ft.  of 
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The  Service  they  are  rendering  to  others  is  their  best 
recornniendntion  to  you 

CODER  INCINERATORS 

Chimney-Feel  and  Set-In  Types 

Solve  any  Garbage  Problem  for 
New  Buildings  and  Old 

Sizes  from  7  bushels  capacity  to  300  tons 
Natural  and  Forced  Draft 

For  Apartments,  Hotels,  Office  Buildings,  Hospitals,  Factories  Munici- 
palities, Grain  Elevators.  Warehouses  and  any  other  industrial  plants 

RECENT  NOTABLE  INSTALLATIONS 


Illinois  Merchants  Bank,  Chicago 
U.    S.   Mail   Terminal,   Chicago 
Sisson    Hotel,   Chicago 
Hotels    Windemere,   Chicago 
American  Examiner  Garage,  Chicago 
Hupp  Motor  Car  Co.,  Detroit,  Mich. 
Illinois  Felt  Co.,  Chicago. 
Eastern   Market,  Detroit,  Mich.,  2  in- 
stallations 
Northern      Central      Elevator,      Penn. 
R.   R.,  Baltimore 


U.  S.  Naval  Hospital,  Great  Lakes, 
111.,    2    instaUations 

Louisville  Bedding  Co.,  Louisville, 
Ky.,  3  installations 

Reyland   Apartments,   Chicago 

Municipal  Receiving  Hospital,  De- 
troit,  Mich. 

Navv     Yards     Hospital,     Charleston, 

s.'c. 

Healtliwiii  Tuberculosis  Sanitarium, 
South    Bend,    Ind. 


Ford   Hospital..  •<   installations.  Detroit.  Mich. 

GodeT  Incinerators  are  specified  by  the  leading  Architects.     You  will  find  in 
our  catalogues  the   Incinerator  most  suitable   for  your: 

Residence  Hotel  .St.ne    I'.Mi;-. 

Apartment  Restaurant                                          Warelnmse 

Hospital  Cafeteria                                              Factory    Bklg. 

School  Office   Bids.                                        Grain   Elevators 

Institution  Banl:    Bldg.                                        Park   and    Playground 

Send  for  Detailed  Description 

CODER  INCINERATOR  CORPORATION 

323  North  Michigan  Avenue 

CHICACO 

Telephonn:  Central  0568 
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•eating  surface  per  rated  horse  power. 
.oughly  100  sq.  ft.  of  radiation  requires  one 
oiler  horse  power. 

IZZSS   OF   CHIMNEYS: 

The  size  and  height  of  chimneys  will  de- 
end  on  the  kind  and  amount  of  coal  burned; 
he  kind  of  grate;  the  type  of  boiler  and  also 
n  the  location  of  the  chimney  relative  to 
urrounding  buildings.  The  latter  is  of  great 
mportance.  A  chimney  which  would  be  of 
ufficient  height  out  in  the  country,  where  it 
xtended  above  all  surrounding  buildings, 
night  be  totally  inadequate  in  a  city  where 
t  would  be  "blanketed"  by  high  adjoining 
'Uildings. 

In  general,  however,  assuming  a  short 
;traight  breeching;  a  chimney  smooth  on  the 
i-.side,  reasonably  tight  and  extending  above 
urrounding  buildings;  and  a  good  grade  of 
ituminous  coal  used  as  fuel,  the  following 
izes  will  be  found  ample: 


Sq.  Feet 

Sq.  Feet 

of  Direct 

of  Direct 

Steam 

Horse 

Size  of 

Water 

Radiation 

Power 

Chimney 

Radiation 

250 

2.5 

S"x   S"x25' 

400 

500 

5.0 

S"x]2"x30' 

850 

800 

8.0 

12"xl2"x35' 

1350 

1400 

14.0 

12"xl6"x40' 

2400 

2200 

22.0 

16"xl6'-x50' 

3700 

3500 

35.0 

18"xl8"x60' 

5900 

5500 

55.0 

20"x20"x70' 

9300 

8000 

80.0 

24"x24"x80' 

i:!000 

HOT  AIR  HEATING 

In  this  classification  is  generally  included 
the  hot  air  furnace,  the  hot  blast  system 
and  indirect  steain  radiation.  The  direct- 
indirect  radiation  might  be  included  either 
under  this  head  or  under  piping  and  radiator 
systems. 

The  hot  air  furnace  is  the  simplest  and 
usually  the  most  effective  of  all  the  various 
heating  sjstems,  but  its  application  is  lim- 
ited to  buildirLgs  which  do  not  require  long 
horizontal  ducts.  It  is  well  adapted  to  small 
one  or  two-story  residences  which  do  not 
cover  much  ground  area  and  in  which  the  fur- 
nace can  be  located  in  the  center  of  the 
basement.  The  hot  air  furnace  has  the 
advantage  of  low  first  cost;  is  efficient 
in  operation,  and  if  properly  operated 
provides  better  ventilation  than  either  a 
steam  or  hot  water  system.  The  heating  sys- 
tem is  in  operation  almost  from  the  moment 
a  fire  is  started  in  the  furnace.  As  soon  as 
the  air  surrounding  the  fire  pot  becomes 
heated  it  starts  to  circulate.  A  hotter  fire 
iicreases  both  the  temperature  and  the  vol- 
inie  of  the  circulating  air.  This  system  is. 
therefore,  well  adapted  for  wide  ranges  of 
outdoor  temperature. 

The  principal  disadvantages  of  the  hot  air 
furnace  are  the  dust  and  dirt  which  are  car- 
ried into  the  rooms,  and  the  difficulty  which 
is  frequently  found  of  maintaining  a  uniform 
temperature  throughout  a  building,  especially 
on  windy  days.  Hot  air  furnaces  are  seldom 
air  tight  and  as  a  result  the  gas  from  the 
combustion  chamber  as  well  as  dust  and  dirt 
enter  the  air  space  around  the  fire  pot  and 
are  carried  up  into  the  rooms  through  the 
ducts.  The  difficulty  of  maintaining  uniform 
temperatures  can  be  greatly  reduced  if  the 
system  is  well  designed,  particularly  with 
reference   to    exposure   and    prevailing   winds. 


A  further  objection  to  the  hot  air  furnace 
is  the  fact  that  the  air  for  heating  passes 
over  the  surfaces  which  are  heated  directly 
by  the  flames  and  which  at  times  may  become 
almost  red  hot.  Dust  particles  carried  in  the 
air  are  burned  as  they  come  in  contact  with 
the  hot  iron  surfaces.  This  produces  an  of- 
fensive fine  dust  ash,  which  not  only  is  very 
noticeable  by  its  odor,  but  which  irritates  the 
nasal  membranes. 

Hot  air  furnaces  should  always  be  pro- 
vided with  a  fresh  air  supply  duct  leading 
outdoors  and  a  recirculating  air  duct  leading 
to  a  hallway  or  other  part  of  the  building  to 
which  the  various  rooms  connect.  Both  ducts 
should  have  control  dampers  so  that  the  pro- 
portion of  fresh  outside  air  and  of  recircu- 
lated air  may  be  regulated,  as  required  by 
the   number  of   occupants   in   the  building. 

Furnaces  should  also  be  eguioped  with  wa- 
ter pans  in  the  heated  air  compartment,  to 
maintain  proper  humidity.  These  pans  are 
sometimes  placed  near  the  bottom  of  the  air 
chamber  and  are  consequently  surrounded  by 
the  cold  air,  making  them  very  much  less  ef- 
fective. 

Warm   Air   Puraace   Heating-   Plant   Design 

follows  the  same  rules  in  the  method  of 
computing  its  requirements  as  are  heretofore 
set  forth  in  connection  with  the  discussion 
on  steam  and  hot  water  heating. 

A  simple  rule  for  computing  sizes  of  hot 
air  ducts  for  furnace  systems  is  as  follows: 
Determine  the  square  feet  of  radiation  that 
would  be  required  if  the  room  were  to  be 
heated  by  direct  steam  radiation;  multiply 
this  figure  by  the  factors  E  and  F  determined 
from  the  following  tables.  The  result  will  be 
the  square  inches  of  area  of  a  round  duct  re- 
quired to  heat  the  room.  This  size  may  have 
to  be  increased  or  decreased  slightly  for  spe- 
cial conditions: 

Let  E  equal  factors  for  exposure,  the  fol- 
lowing table  gives  approximately  correct  es- 
timates   of   proper   values   for   E: 

North   exposure  E=1.4 

East  "  E=l. 

N.  E.  "  E=1.2 

South  "  E=l. 

S.    E.  "  E=l. 

West  "  E=1.4 

S.    W.  "  E=1.2 

N.   W.  "  E=:1.4 

Let  P  equal  factor  for  story  location  in 
the  case  of  the  gravity  system  only,  then 
for: 

First     story     P=1.4 

Second       "        P=1.2 

Third  "        P=1.0 

Inasmuch  as  the  system  is  operated  by  dis- 
charging air  into  a  room,  it  follows  that  a 
nearly  equal  amount  of  air  has  to  be  taken 
from  the  room.  There  will  be  some  leakage, 
and  as  the  air  leaving  the  room  is  cooler 
there  will  be  less  cubic  feet  of  air  leaving 
the  room  than  entering.  Where  it  is  prob- 
able that  a  room  will  be  closed  off  most  of 
the  time,  a  return  duct  should  be  installed 
connecting  either  to  the  basement  or  to  that 
part  of  the  building  where  the  recirculating 
register  is  located.  In  short,  circulation  is 
essential  to  satisfactory  operation  and  some 
provision  must  be  made  to  secure  this  cir- 
culation. 
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Weil-M'Lain 


SCIENTIFIC     C  OiVi  BUST  ION 


B  O I LK  RS 


\: 


(ROUND  TYPE) 


Ions' "back  and  forthfire 
travel  holds  hot  gases  in  con- 
tact with  heating  surfeces~ 


(ROUND  TYPE) 


Crown  Sheet  Section, 
directly  above  fjre,  and  other 
sections  are  carru^atea  to 
increase  heating'  i^urface. 


The  illustration  in  center  above  shows  a  5  Section  Round  Type  Weil-McLain  Boiler  with 
sections  separated.  Note  the  corrugated  heating  surface.  Complete  catalog  gladly  sent 
upon  request. 

Weil-iVtLain  Company 


Branch 
FORT  DODGE, 
IOWA 


Offices  &  Joto'bing'  Division 

641  W.  LAKE  ST. 

CHICAGO 


Manufacturing  Division 
MICHIGAN  CITY, 
INDIANA 
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CAST  SYSTEMS: 

Blast  systems  of  heating  are  essentially 
e  same  as  simple  furnace  systems  except 
at  the  air  is  moved  by  a  fan.     The  system 

therefore,  much  more  positive.  The  air 
ly   be    heated    either    directly    in    a    furnace 

by   being-   blown   or   drawn   over    radiating 

i'lrfaces  heated  by  steam  or  hot  water.  Sys- 
ms  in  which  the  air  is  heated  by  radiating 
irfaces  heated  by  steam  are  by  far  the  most 
immon. 

The  size  of  the  ducts  is  governed  by  the 
uount  of  friction  loss  permissible  and, 
lerefore,  by  the  velocity  of  the  air  and  the 
ugth  of  duct.  Duct  velocities  vary  over  a 
ide  range  from  300  ft.  to  1,500  ft.  per  min- 
le.  Where  the  power  required  to  operate 
le  fan  is  of  minor  importance,  as  for  ex- 
iiiple,  where  the  fan  is  driven  by  an  engine 
hicli  exhausts  into  the  heating  coils,  high 
locities  are  permissible.  These  may  range 
um  600  ft.  per  minute  in  small  ducts  to 
.'pOO  ft.  per  minute  in  large  ducts.  On  the 
ther  hand,  where  the  cost  of  power  to  drive 
16  fan  is  important,  it  may  be  more  econom- 
:il  to  install  larger  ducts  designed  for 
rlocities  of  froin  300  ft.  in  small  ducts  to 
iMlO  ft.  or  1,200  ft.  as  a  maximum,  in  large 
u:ts.  Register  velocities  up  to  600  ft.  per 
linute  are  permissible  where  the  register  is 
lated  near  the  ceiling.  Velocities  above 
'!)  ft.  are  likely  to  produce  objectionable 
■lise.  Where  the  register  is  located  near  the 
niir,  velocities  as  low  as  150  ft.  to  250  ft. 
•  1-  minute  may  be  necessary  in  order  to 
\oid  objectionable  drafts. 

The  velocity  through  exhaust  registers 
\  en  though  located  at  the  floor,  may  usually 
(■  as  high  as  400  ft.  to  500  ft.  per  minute. 
ml  sometiines,  depending  on  the  location,  as 
ii^h  as  600  ft.  per  minute. 

The  term  "indirect  heating"  is  usually  ap- 
lied  to  the  system  in  which  steam  or  hot  wa- 
fv  radiation  is  installed  in  a  compartment  or 
hamber  under  the  floor  and  outside  air  per- 
il tted  to  pass  over  this  radiation  and  into  the 
<iom  to  be  heated  through  duct  and  register, 
t  is.  therefore,  very  similar  to  the  hot  air 
urnace  heated  by  steam  or  hot  water  is  used 
instead  of  radiating  surface  heated  directly 
ly  the  flames. 

The  so-called  "direct-indirect"  system  has 
he  radiators  in  the  room  to  be  heated,  con- 
lected  with  the  outdoor  air  so  that  the  air 
jassing  over  the  radiator  is  a  mixture  of 
Tesh  outdoor  air  and  air  circulating  in  the 
oom. 

Both  of  these  systems  have  the  advantage 
hat  they  introduce  some  fresh  air  and  to 
hat  extent  are  desirable  from  a  ventilation 
standpoint.  However,  they  meet  the  situa- 
tion only  part  way,  because  the  amount  of 
'lir  supplied  to  the  room  is  usually  determined 
jy  the  outside  temperatures  rather  than  by 
the  ventilation  needs  of  the  room. 

HEATING  BV  EIiECTRICITY. 

Heating  by  electricity  is  entirely  feasible 
and  practical   whore  the  cost   of  electric  cur- 


rent is  very  low.  At  the  ordinary  prevail- 
ing rates,  liowever,  the  cost  is  prohibitive. 
The  reason  for  this  is  that  where  electricity 
is  generated  in  a  steam  plant  using  simple 
engines,  only  about  7%  of  the  B.  T.  U.  in 
the  steam  is  delivered  to  the  switchboard  in 
tlie  form  of  electrical  energy.  In  stations 
where  the  highest  type  of  generating  ap- 
paratus is  used,  this  percentage  may  be 
increased  to  20%. 

While  the  large  power  boiler  is  more 
economical  in  tlie  production  of  steam  than 
the  small  heating  boiler,  the  fact  that  only 
7%  to  20%  of  the  steam  generated  by  tlie 
large  power  boiler  is  available  as  electrical 
energy  makes  the  cost  of  this  form  of 
heating   prohibitive. 

TABIiE  OF  EQUIVAIiENT  TEMFEBATXTRE 
FOB  TESTING  A  HEATING  PIiANT  AT 
DIFFEBENT    OUTSIDE    TEMFEBATtTBES. 

For  the  purpose  of  indicating  the  efficien- 
cy of  the  apparatus  for  any  specified  condi- 
tion, Prof.  Carpenter  gives  the  following 
table,  which  has  been  generally  accepted  as 
the   standard   test. 

For  steam,  the  radiator  temperature  in  all 
cases  is  assumed  to  be  that  due  to  a  pres- 
sure of  3  pounds  at  the  boiler,  or  about  220" 
Fahr. 

For  water,  the  radiator  temperature  is  as- 
sumed in  all  cases  to  be  at  an  average  of 
160°   Fahr. 

For  a  plant  proportioned  sufficiently  to 
maintain  a  temperature  of  70°  when  the  out- 
side  temperature   is  at  zero. 


Temperature  of 

Room 

should  be 

Outside  Air 

raised    to 

—10 

64.7 

0 

70.0 

10 

75.1 

20 

81.0 

30 

86.5 

40 

93.1 

50 

98.7 

60 

104.7 

70 

110.5 

80 

117.1 

90 

123.5 

100 

130.3 

See  University  of  Illinois  Engineering  Ex- 
periment Station  Bulletin  No.  31  for  meth- 
ods and  results  of  tests  on  house  heating 
apparatus.  These  tests  have  been  made  on 
different  kinds  of  house  heating  apparatus 
with  different  kinds  of  fuel.  The  bulletin 
embodies  the  results  of  about  three  hundred 
tests.  These  bulletins  are  for  free  distribu- 
tion. 

VENTIIiATION. 

The  term  ventilation,  when  used  in  the 
ordinary  sense  is  a  purely  relative  term. 
Every    room,    or   -building,    unless    it    is    her- 
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WHEN  you  specify  Crane  piping  for 
a  plumbing,  heating  or  power  in- 
stallation, you  can  count  on  uniform  qual- 
ity in  every  unit,downtothe  smallestfitting. 
Crane  standards  are  maintained  by  a  fac- 
tory inspection  or  test  of  every  valve,  fit- 
ting, specialty  or  fixture  which  bears  the 
Crane  name.  Materials  for  all  piping 
requirements  are  provided  in  the  complete 
Crane  line.  Through  Crane  service,  they 
are  conveniently  supplied  from  branch 
houses  located  at  strategic  shipping  points 
in  many  sections  of  the  country. 

CRAN  E 

GENE RAL  OFFICES:  CRANE  BUILDING.  83  6  S.  MICHIGAN  AVE..  CHICAGO 
CRANE     LIMITED,    366    BEAVER     HALL    SQUARE.    MONTREAL.    QUEBEC 

Br.imhes  and  SaUs  C^cet  in   One  Hundred  and  Forty-H-e  Cities 

National  Exhthit  Rooms:   Chicago,  Neuj   Tori!,  Atlantic  Cr.y  and  S.in  Francisco 

li^'orits:  Chicago^  Bridgeport^  Birmingham^  Chattanooga  and  Trenton 

CRANE  EXPORT  CORPORATION:  NEW  YORK,  SAN  FRANCISCO 

CRANE-BENNETT,  LTD.,  LONDON 

C2  CRANE,  PARIS 
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letically   sealed   is    "ventilated"    to   a  certain 

stent.      A    room    heated    with    steam    or   hot 

ater  direct  radiation  and  with  all   the  win- 

;ows   and   doors    closed    is   ventilated    by    the 

mount  of  air  leakage,   due  to   the   fact   that 

either  the  doors  nor  windows  nor  even   the 

alls   are   air   tight   and   there   is   a   constant 

-iidency  for  the  interchange  of  air  from  the 

utside  to   the   inside   of   the   building.     Witli 

'he    indirect    system     of    heating,     fresh    air 

rem   the   outside   is   introduced   at   a   definite 

oint  and  by  means  of  a  system  entirely  un- 

er  control  at  all  times. 

The  ducts  supplying  tlie  air  to  the  indi- 
ect  radiation  are  usually  provided  witli 
ampers,  so  tliat  the  amount  of  fresh  air 
an  be  absolutely  regulated.  From  the 
tandpoint  of  ventilation,  indirect  radiation 
s  far  superior  to  direct  radiation,  but  on 
ocount  of  the  very  much  greater  cost  of 
•peration,  the  amount  of  indirect  radiation 
s  usually  restricted  to  one  or  two  stacks  in 
lie  ordinary  residence. 

In  laying  out  any  system  of  ventilation   it 

s    necessary    to    decide    first    of    all    on    the 

tandard    of   purity    to   be    maintained.      Pure 

Duntry  air  contains  about  four  parts  of  C02 

n    10,000.       This  amount  of  C02    can    be    in- 

reased    to    6,    8    and    even    10    parts    without 

my    bad    results    to    tlie    occupants    of    the 

oom.     Naturally  there  is  no   sharp,   well  de- 

ined   line   above   wliich   ventilation   is   totally 

'1   or   below   which    the   ventilation   may   be 

'  i'erred    to    as    absolutely    good.      As   a    gen- 

!  al    proposition,    it    may    be    said,    however, 

it   a   system    of   ventilation    which    permits 

'       C02    to   rise   above    12    parts   in   10,000    is 

•    a  good  modern  ventilating  system,   while 

the   other    hand,    for    commercial    reasons, 

IS  seldom  that  an  attempt  to  keep  the  air 

iier  than   6  parts  of  C02  in  10,000  is  made. 

't  should  be  clearly  understood  that  the 
ii'i'e  presence  of  CO2  in  such  quantities  as 
1-  parts  in  10,000  is  not  in  itself  harmful. 
An  artificial  mixture  of  fresh  country  air  and 
>;uttioient  COo  to  bring  the  total  up  to  12  parts 
of  CO2  in  10,000  would  not  be  in  the  least 
■.njurious.  On  the  other  hand,  when  the  air 
,in  a  room  is  re-breathed  until  the  CO2  con- 
tent reaches  12  parts  of  CO2  in  10,000  then 
that  air  will  contain  enough  harmful  impuri- 
ties thrown  off  by  the  lungs  to  make  it  of- 
fensive and  impure. 

The  COo  content  then  is  an  indicator  of  the 
purity  of  the  air  only  when  this  CO2  has  been 
thrown  off  in  the  breath  of  persons  or  ani- 
mals. In  that  case,  however,  it  indicates  not 
only  the  relative  purity  of  the  air,  but  also 
the  air  movement  or  air  change  at  that  par- 
ticular point. 

In  calculating  the  probable  impurities,  it 
may  be  assumed  that  the  ordinary  person  in 
average  good  health,  exhales  0.6  of  a  cubic 
foot  of  C02  per  hour  and  a  "5-foot"  gas 
burner  vitiates  about  five  times  as  much  air 
as  the  ordinary  person.  A  gas  grate  or  any 
open  fire-place,  on  the  other  hand,  has  a 
tendency  to  improve  the  ventilation;  for 
while  it  uses  up  oxygen,  it  must  be  kept  in 
mind  that  all  the  gases  which  pass  up  the 
chimney,  must  in  the  natural  course  of 
events  be  replaced  by  fresh  air  through  the 
doors  and  windows. 

As  incandescent  electric  lights  use  up  no 
oxygen,  they  have  no  effect  on  the  ventila- 
tion of  a  room.  In  hospitals  the  amount  of 
fresh  air  required  for  occupants  is  naturally 


much  greater  than  in  buildings  occupied  by 
persons  in  good  health.  The  amount  of  fresh 
air  per  occupant  must  be  doubled  and  some 
times  trebled  to  maintain  the  required 
standard   of   purity. 

The  Chicago  Commission  on  Ventilation  in 
their  report  for   1914,  says: 

"However  satisfactory  the  quantity  of  air 
furnished  for  the  ventilation  of  a  room,  and 
liowever  satisfactory  may  be  the  means  em- 
ployed for  properly  distributing  it,  both  of 
wiiich  in  the  long  run  are  very  important, 
nevertheless  the  human  body  makes  an  im- 
mediate demand  wliich  may  overshadow 
either  or  both.  IMMEDIATE  PHYSICAL, 
COMFORT  IS  THE  STANDARD  OF  THE 
HUISIAN  BODY,  whatever  the  consequences, 
as  exemplified  either  in  the  drowsy  stupor 
that  descends  on  one  immersed  in  a  hot,  sti- 
fling atmosphere  on  a  cold  wintry  nigiit,  or 
in  the  quiet  repose  that  comes  from  a  balmy 
summer  breeze  outdoors.  Good  ventilation 
shall   produce    immediate   comfort. 

One  of  the  most  prominent  as  well  as  im- 
mediate factors  in  the  production  of  com- 
fort,   is    temperature.      *      *      • 

The  comfort  of  the  human  body  is  largely 
influenced  by  the  temperature  of  the  sur- 
rounding air,  and  also,  and  at  the  same  time, 
by  the  rate  at  which  perspiration  may  evapo- 
rate into  the  air  from  the  body.  Relative  hu- 
midity influences  the  rate  at  which  such 
evaporation  occurs,  but  it  is  only  in  recent 
years  that  much  consideration  has  been  given 
to  atmospheric  humidity  in  relation  to  tem- 
perature and   comfort." 

TEMPERATURE   ANTJ   HUMIDITY  IN 
REIiATION  TO  COMFORT. 

"It  has  become  traditional  in  this  country 
that  the  best  temperature  to  maintain  in  a 
room  is  68  to  70  degrees.  There  are,  however, 
some  who  urge  that  these  temperatures  are 
too  high,  and  they  cite  the  English  practice 
of  59  to  62  degrees  as  evidence  of  their  claim. 
The  difficulty  with  both  these  positions  is 
that  in  deciding  on  the  best  temperature, 
proper  consideration  is  not  given  to  relative 
humidity.  Any  adult  knows  that  sultry  days 
are  much  less  comfortable  than  days  of  even 
higher  temperature  when  the  atmosphere  is 
comparatively  dry.  This  well-known  fact  of 
outdoor  experience  must  be  taken  into  ac- 
count, especially  since  it  is  now  recognized 
that  in  cold  weather  we  need  to  humidify  air 
indoors.  On  this  point  of  humidity,  it  may 
be  said  that  the  human  organi'=!m  seems  to 
be  adapted  to  a  large  range  of  relative  hu- 
midity, but  it  is  not  accustomed  to  abrupt 
changes  such  as  one  might  experience  on  a 
cold  day  in  passing  from  the  outdoors  into 
a  heated  room.  In  a  word,  it  seems  impor- 
tant from  the  standpoint  of  health  and  com- 
fort to  maintain  a  fair  degree  of  correspond- 
ence between  the  relative  humidity  of  out- 
doors and  indoors." 

"Any  system  of  ventilation  to  be  practic- 
able, must  produce  a  feeling  of  comfort,  and 
therefore  both  the  temperature  and  the  rela- 
tive humidity  of  the  air  are  important  in 
ventilation.  Temperature  and  relative  hu- 
midity jointly   help   determine  comfort." 

"It  has  generally  been  considered  that  a 
temperature  of  from  GS  to  70  degrees  with  a 
relative  humidity  of  70  percent,  is  a  most 
desirable  condition  to  obtain  (the  70  percent 
relative  humidity  also  is  largely  traditional). 
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HEATING    SERVICE 


Floating  Valve  and  Rounded  Seat 
Larfle  Valve  O perim ^ 

Sectional  of 


No.   1   Trap 


THE  DUNHAM   THERMOSTATIC  RADIATOR 
TRAP 

Dunham  Radiator  Traps  art-  made  of  lir'UiZi' — 
ilu-  niofit  salisf;utor>'  sltam  iiielal  knon'u  for 
long  service  under  hlyh  strain,  foi'  changing 
temperature  conditions,  and  lor  wirhstanding- 
the  corrosive  actions  of  steam,  water  and  air 
(whicli  are  met  witli  in  a  steam  lieating 
systems. 

Practical   experience    (a)    in    the   factors    vvliich 
make  steam  heating  ditlicult  (b)   in  the  relation 
of  the   tri'p    to   the   service   the   heating   sx'.stem 
is    to    rendei'.    comliined    witli    .|uali!.\'    of    mate- 
rial   iiseil     has     iiroduicd    a    Trap     ^vllich     otTers 
an  efficiency  in  operation  and  a  life  of  service 
far  in  excess  of  those  obtainable   through   imi- 
tative  traps   made   of   brittle  cast   iron   or   even   of   Inass. 
The    first   Dnnliani   Trap,    put    into    service    in    1903,    and    the    im 
proved  trap  of  1924    (with  the  floating  valve  on  thermostatic  disc 
the   rounded   valve   seat   and   the  standardized   roughing-in   dimen 
sions)  differ  in  no  way  in  either  principle  or  in  method  of  opera-     W 
tion.      Just  as   the  Dunham   Trap   was   the   first   fluid   tliermostatic 
radiator  trap  so  is  it  also  the  first  radiator  trap  with  the  floating 
valve   which  assures   S(iuai-.-   seatin.s  and  prevents   steam   leakage. 

THE     DUNHAM     PACKLESS     RADIATOR     VALVE 

Lever  and   Wheel  Handle  Tjfpos 
The   Dunham   Packless   Inlet    Valve    is    a    bona    fide    packless 

radiator    \'al\'e    not    dcjn  nd'iil     on    springs    oi-    jjacking    rings. 

A   most  ini|iortant   feature  is   the  prevention  of  leakage  of  air 

into  the  radiators  of  a  vacxium  system,     'riii-   intiirliangtable 

parts    (fur    either    tyi)e    of    \alvel    ei.iml>ini-    a    long    life,    with        .,„. 

the    final    renewals   of    the    working    parts   at    a    minimum    of 

cost    and    inconvenience.       The    bellows-shaped    discs    of    tlie 

Dunham    built-up    sectional    construction    are    made    of    the 

same    material    as    has    been    successfully    meeting   the    more 

severe  conditions  of  the  Dunham  Trap  for  over  twenty  years. 

On    vapor    systems    as    installed    in    residences    and    medium 

size   buildings    this   valve    (Angle   Pattern    Type   No.    105    and 

1  15 J   is  supplied  with  a  regtilating  plate,  located  in  outlet  of 

the     valve,    which    controls    the     flow    of    steam    into     eacli 

radiator    in    proportion    to    its    radiating    sur- 
face.     All    radiators    are    thus    heated    evenly 

throughout   the   building.      Architects   will   be 

quick    to     recognize    the    value    of    having    a 

uniform    heat    distribution    so    that    the    most 

distantly   removed   radiator  and   those   on   the 

most    exposed    parts    of    the    building:    receive 

i|uickly    their    full    quota   of   heat. 

The   Dunham    Float    and    Thermostatic    Trap 

is     (lesigiifd     to     handle     calls     f<ir     ma.ximum 

duty.     Capacities  iJ.OOO   to  ll.UOO  sq.  ft.   radiation.      It  is  unsurpassed  for  dripping  large 

low    pressure    steam    mains    and    risers — domestic    hot    water    heaters — dry    kilns — and 

other  low  pressure  industrial  work.  It  opens  automatically  for  water  and  air,  and 
closes  for  steam.  It  is  suitable  on  either  gravity  or  vacuum 
heating-  s>-stems,  Xo.  16,  "u"  tapping-,  capacity  6000  sq.  ft. 
Xo.  17,  1"  taiipin.g.  capacity  7000  sq.  ft.  Xo.  IS,  li/J"  tap- 
ping, capacit.\-  90iMi  si|.  ft.  Xo.  19,  1V>"  tapping-,  capacity 
11,000    sq.    ft. 

Keei)ing  pace  with  the  growing  preference  of  architects 
and  en.gineers  for  Dunham  service  is  an  organization  with 
oflices  in  all  the  metropolitan  centers  of  the  United  States 
and  Canada,  and  Dunham  Heating  Service  is  as  near  to 
your   office   as   your   telei)hone   book. 

C.  A.  DUNHAM  CO.,  230  East  Ohio  Street,  CHICAGO 

70  Branch  and  Local  Sales  Offices  in  the    United  States  and  Canada 

Factories:  Marshalltovvn,  Iowa.     Toronto,  Canada 


Type  100 


The  Dunham  Packless  Inlet  Valve 
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n  our  tests  it  was  assumed  that  the  best 
emperature  may  or  may  not  be  68  to  70  de- 
rees;  and  also  the  most  satisfactory  relative 
lUmidity  may  or  may  not  be  70  percent." 
Ventilating  systems  may  be  divided  into 
ravity  and  mechanical  systems.  Air  can  be 
noved  into  and  from  a  room  only  by  some 
orm  of  power  expenditure.  When  air  is 
varmed,  approximately  one-third  of  the  heat 
mparted  to  it  is  expended  in  work  of  ex- 
>anding  the  air  and  is,  in  part  at  least,  avail- 
ible  for  ventilating-  purposes. 

In  a  gravity  ventilating  system,  the  work- 
ng  pressure  is  due  to  the  difference  in 
\-eight  between  the  air  inside  and  the  air 
uitside  of  the  building  or  duct.  This  work- 
ng  pressure  is  much  smaller  than  the  pres- 
iures  ordinarily  used  in  a  fan  or  mechanical 
entilation   system. 

Tf  the  working  pressure  in  a  gravity  venti- 
ation  system  Is  small,  the  supply  and  dis- 
;harge  ducts  must  be  made  proportionately 
arger.  The  cross  sectional  area  of  these 
Jucts  is  governed  by  the  temperature  of  the 
lir  in  the  supply  ducts  and  the  highest  out- 
side temperature  for  which  the  vent  ducts 
we  provided.  The  cross  sectional  areas  also 
ire  modified  by  the  straightness  and  smooth- 
ness of  ducts,  the  height  of  ducts  and  numer- 
ous  other  local  conditions. 

"With  indirect  systems  of  heating,  fresh 
air  from  the  outside  is  introduced  at  definite 
points  where  indirect  radiation  is  installed. 
The  ducts  supplying  the  air  to  the  indirect 
radiation  must  be  provided  with  dampers  so 
that  the  amount  of  fresh  air  can  be  regu- 
lated. If  they  were  not  provided  with  damp- 
ers, the  amount  of  air  'Supplied  in  cold 
weather  would  be  excessive  and  the  cost  of 
lieating,  therefore,  would  be  too  great. 

The  so-called  mechanical  ventilation  sys- 
tems are  superior  to  gravity  ventilation  sys- 
tems in  that  they  require  relatively  small 
space  for  ducts  and  in  the  uniformity  of 
\ontilation  secured,  as  they  are  independi^nt 
of  temperatuie   cr  weather  conditions. 

The  fan  system  of  heating  and  ventilating 

is  desirable   from    the  ventilating   standpoint 

to  just   the   extent   that   fresh    air   is    drawn 

from    the   outside.      It    should    be    understood 

!  that  it  is  possible  to  operate  a   fan  system, 

i  drawing   the    entire    supply   from    the    inside 

;  of  the  building.      In   this  case,    even   though 

,  there  is  a  movement  of  air,   the  ventilation 

I  is   no    better    than    with    the    ordinary    direct 

f  radiation  system. 

Systems  have  been  installed  in  which  all 
the  air  is  recirculated  but  passed  through  an 
{  air  washer  before  being  again  delivered  to 
\  the  rooms.  The  theory  is,  that  washing  the 
;  air  removes  its  objectionable  qualities.  There 
I  is  a  decided   difference   of   opinion   as   to   the 


merits  of  this  system.  At  this  time  there  Is 
insufficient  data  at  hand  to  either  prove  or 
disprove  the   claims  made. 

If  all  the  air  is  taken  from  the  outside, 
the  combined  heating  and  ventilating  system 
will  provide  the  very  best  of  ventilation.  In 
practice,  for  purposes  of  economy,  fan  sys- 
tems are  usually  designed  to  take  most  of 
the  air  from  the  outside,  but  a  by-pass  is 
provided  so  that  in  extreme  cold  weather, 
part  of  the  air  can  be  drawn  from  the  inside 
of  the  building. 

Quite  frequently  a  combination  of  a  direct 
heating  system  and  a  fan  ventilation  system 
is  used.  In  such  cases  the  heating  system 
is  usually  designed  to  supply  the  heat  lost  by 
radiation  through  walls,  roof,  floor  and  win- 
dows. The  fan  ventilating  system  is  designed 
to  supply  suflScient  air  to  maintain  a  pre- 
determined standard  of  purity  and  is  then 
provided  with  just  sufficient  radiation  to  heat 
this  air  to  the  room  temperature. 

AIR   WASHERS: 

The  use  of  air  washers  in  connection  with 
fan  vetilating  systems,  is  almost  always 
desirable  and  in  most  cases  absolutely  neces- 
sary, in  order  to  assure  a  supply  of  clean, 
pure  air. 

All  air  washers  consist  primarily  of  a 
spray  chamber  in  which  the  air  is  made 
to  pass  through  a  fine  'spray  of  water,  and 
an  eliminator  or  separator  in  which  the  water 
is    separated   from   the   air. 

The  movement  of  air,  containing  particles 
of  dust  and  dirt,  through  a  system  of  ducts 
is  bound  to  cause  a  deposit  of  part  of  the 
impurities  on  the  walls  of  the  ducts.  As 
it  is  next  to  impossible  to  clean  the  aver- 
age ventilating  duct,  this,  in  time,  becomes  so 
dirty  that  no  matter  how  clean  the  air  leav- 
ing the  fan,  some  dirt  will  be  carried  into 
the  room  through  the  fresh  air  registers. 
From  this,  it  is  evident  that  even  though 
air  washers  do  not  remove  all  of  the  dust 
in  the  air,  the  use  of  an  air  washer  improves 
a  ventilating  system  by  just  the  amount  of 
dirt   that   the   washer    removes. 

It  should  also  be  noted  that  air  washers 
present  a  convenient  means  of  increasing  the 
humidity  of  the   air. 

BOrLER    Ain>    FIFZ:    COVERINOS. 

Experiments  under  actual  steam  plant  con- 
ditions, conducted  by  Geo.  M.  Brill  (Trans. 
Am.  Soc.  Eng.  Vol.  XVI)  show  that  in  ordi- 
nary practice  the  early  results  and  theories, 
advanced  by  Sir  Isaac  Newton  and  Peclet, 
are  too  low.  He  found  that  by  using  an 
8  inch  bare  steam  pipe  60  feet  long  with  an 
average  pressure  of  110.5  lbs.  by  gauge,  and 
with  air  75.5  degrees  Fahrenheit,  that  736.546 
B.  T.  U.  per  square  foot  of  surface  per  hour, 
were    lost.      These    results    accord    so  closely 


4'J^ 


Home  ot  U  iiartdii  Cl;n  ,  \\  iiiiu-tka.  111.,  warmed  by  an  Ideal  TYPE  A  Heat  Machine  and  Corto  Radiators 

Thefinish'uig  /^//r/;— CORTO 


Corto  Catalogue  gives  complete 
data  on  measurements  and  tap- 
pings according  to  key  letters 
shown.  Sizes  as  follows  are  avail- 
able for  prompt  delivery: 

Height  of  sections  from  191,;' 

Heating   Surface   per  section 
2'  to  \\/, ' . 


IX  THE  HOME  of  Wharton  Clav,  Zimmermann, 
Saxe  &  Zimmermann,  architects,  achieved  an 
arti>tic  success,  while  at  the  same  time  meeting 
practical  requirements  in  the  use  ot  fireproof  ma- 
terials. 

Carrying  out  this  combination  ot  the  practical 
and  the  artistic,  Mr.  Clay  selected  Corto  Racia- 
tors.  Their  slender,  graceful  columns  add  the  fin- 
ishing touch  to  the  charm  ot  the  house.  They  are 
designed  to  present  the  maximum  heating  surface 
to  the  air.  The  resulting  economy  of  fuel  more 
than  compensates  tor  their  slightlv  increased  cost 
over  that  of  ordinar\'  radiators. 

On  your  next  building — residence  or  ofHce 
building — try  Corto  radiation.  You  will  be  sur- 
prised to  learn  how  little  more  it  costs.  If  you 
haven't  a  Corto  catalogue  in  file,  one  may  he 
rcadilv  obtained  through  one  of  our  branch  offices. 

AMERICAN  RADIATOR  COMPANY 

Ideal  Bodcn  and  AMtJycA.\'  R)iil:alorsJor  every  healing  need 
CHICAGO  •  BUFFALO  •  NEW  YORK 

Branches  in  all  principal  cities 
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with  the  experimenls  conducted  by  Prof.  R. 
C.  Carpenter  of  Cornell  University,  and  Prof. 
M.  E.  Cooley  of  the  University  of  Michigan, 
that  it  seems  fair  to  use  these  results  as  a 
premise  of  calculation  in  practical  work. 
The  magnitude  of  the  loss  from  a  bare  pipe 
can  be  understood  possibly  more  closely  by 
the   following  calculation: 

Adopt  from  Mr.  Brill's  results  a  loss  of 
736  B.  T.  U.  per  square  foot  of  surface 
per  hour  and,  assuming  an  8-inch  pipe  to 
be  100  feet  long,  the  loss  would  then  be 
as   follows: 

736.     B.    T.    U.    multiplied    by    225    square 


feet  (surface  of  an  8-inch  pipe  100  feet 
long)  equals  165,600  B.  T.  U.  lost  per  hour. 
Dividing  by  33,305,  which  is  the  number 
of  heat  units  (B.  T.  U.)  in  one  boiler  horse 
power,  equals  5  boiler  horse  power  per  hou'^ 
lost.  The  method  adopted  for  preventing  ii 
a  measure  this  loss  is  by  the  application  o: 
some  non-conducting  material  to  the  radian\ 
body,  having  for  its  object  the  protection  of 
the  external  surfaces  from  loss  of  heat  and 
from  any  injurious  action  liable  to  occur  in 
consequence  of  their  exposure.  It  will  there- 
fore be  seen  that  a  great  economy  can  be 
effected  by  the  application  of  pipe  covering 
or  boiler  lagging. 


BOILE.R     ELFFICIENCY     TABLE 

Based  on  evaporation  from  and  at  212°   F, 


i:-,              i 

B.  T.  V. 

Per  Lb. 

Coal. 

Efficiency 

Efficiency 

OO^i 
Efficiency 

65% 
Efficiency 

70% 
Efficiency 

T5% 
Efficiency 

S0% 
Efficiency 

c  ._  c 

-X 

c:  ^ 

K  ^ 

■T.  ._  ;^ 

go; 

■A 

c 
o 

c.'r  -J 

73nn 

?..'< 

9.0 

4.2 

8.2 

4  0 

7.5 

5.0 

o.s 

5.4 

0.4 

5.S; 

0.0 

0.2 

5.5 

X 1 )  f  1 0 

-i.l 

«i.4 

4.5 

7.0 

4.9 

7.0 

.5.3 

6.5 

5  7 

•6  0 

0.2 

5.5 

0.0 

5,2 

S50  0 

4.4 

7.S 

4.S 

7.1 

5.2 

6.6 

5.7 

6.0 

6.1 

5.6 

6  6 

5  2 

7.0 

4.9 

9000 

4.fi 

7.5 

5.1 

0.7 

5.5 

6.2 

6.1 

5.5 

6.5 

5.3 

6.9 

5.0 

7.4 

4.0 

OTiOo 

4.9 

7.0 

5.4 

0.3 

5.9 

5.S 

6.3 

5.4 

6.S 

5.0 

7.3 

4.7 

7.S; 

4.4 

inooo 

5.1 

r..7 

5.6 

0.1 

0.2 

5.5 

6.7 

5.1 

7.2 

4.7 

7.7 

4.4 

8.2 

4.2 

lfi.',i:ii 

5.4 

>;.:', 

5.'.t 

5.S 

0  5 

■5.3 

7.1 

4.S 

7.6 

4.5 

N.l 

4.2 

s.o 

4.0 

11000 

5.0 

C.l 

0.2 

5.5 

0  S 

5.0 

7.4 

4.6 

7.9 

4.3 

S.5 

4.0 

9.1 

3.7 

11. '00 

5.9 

5,s; 

0.5 

5.3 

7.1 

4.S 

7.7 

4.4 

.S.3 

4  1 

S  9 

3.S 

9.5 

3.0 

l.'OOft 

0 . 1' 

5.5 

0..S 

5.0 

7.4 

4.6 

s;.o 

4.3 

.S.6 

4.0 

9.3 

3.7 

9.9 

3.4 

1 .' ."  n  ( 1 

C.i 

5.. 3 

7.1 

4.\ 

7.7 

4.1 

.S.4 

4.1 

9.0 

3 .  .s 

!t.7 

3.-, 

10.3 

13000 

C>.7 

5.1 

7.4 

4.0 

s.o 

4.3 

S.7 

3.9 

9.4 

3,0 

10.0 

3.4 

10.7 

3.2 

13. ".00 

n.9 

5.0 

7.0 

4.5 

S.3 

4.1 

9.(1 

3..'< 

!<.7 

3.5 

10.4 

3.3 

11.1 

3.1 

UOoo 

7.1- 

4,7 

7.9 

4.3 

.s.o 

4.0 

9.4 

3.6 

10.1 

3.4 

lO.S 

3.2 

11.5 

:!.0 

U,joii 

7.5 

4.0 

S.L' 

4  2 

U  0 

3.S 

9.7 

3.5 

10..- 

3.2 

11.2 

3.0 

12  0 

:,^ 
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N.    C.    1100 


NIEDECKEN  SHOWERS 

Patented 


THE  FLOW  CONTROL 

Regulates  the  flow  or  pressure  of  water  from  the 
shower  head.  All  NIEDECKEN  Showers  are 
furnished   with  Flow   Control. 

N.  C.  1100  NIEDECKEN  SHOWER 

One-half  inch  concealed  type  NIEDECKEN 
Mixer,  4-inch  cast  brass  adjustable  shower  head, 
Flow    Control,  china  dial  and  handle. 

lili&ECKEH  NIXER 


L)ial   removed.      The   only 

tool  required   to  take  the 

MIXER  apart  is  a  screw- 

dri\er. 


C  over   removed,    giving- 

access  to  valve  discs  and 

seats. 


NIIDECKEN    SHOWER  STALL 

I'atciited 

ABSOLUTELY  LEAK  PROOF 

The  walls  of  the  stall  are  made  of  a  continuous 
sheet  of  No.  I  0  gauge  copper  bearing  steel  which 
with  the  riser  are  welded  to  a  dished  bottom  with 
waste   outlet   in   center. 

The  equipment  consists  of  a  special  concealed 
type  Niedecken  Shower,  with  4"  cast  brass  ball 
joint  shower  head,  flow  control,  curtain  rail,  duck 
curtain  and  nickel  plated  strainer  arranged  for  2" 
waste  outlet,   for  either  lead  or  iron   pipe. 

The  shower  is  placed  on  the  side  and  near  the 
front  to  enable  the  bather  to  adjust  for  water 
temperatures    before    entering    the    stall. 

After  installation  is  completed,  the  interior  and 
exposed  e.xterior  of  the  stall  should  be  finished  in 
white  or  tinted  enamel  paint  and  the  bottom  in 
gray. 


Replacing   valve    seats. 


Write  for 
Bulletin  H.A.B.  22 


Hoffmann  &  Billings  Mfg. Co. 


N.^     I      U    W    /\     U     k< 
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TWO-PIPE  NON-SHORT  CIRCUIT  HOT  WATER  HEATING 

SYSTEM 

HOMER  R.  LINN,  Mechanical  Engineer,  Member  American  Society  Heating 
and  Ventilating  Engineers 


.TO  TIR^T  TLOOR  RADIATOR 
TD  T?AT5IATOR'5  ABOVE 


u 


V 


tl» 


TLOW  MAIM 


COMNECTlOrv  TO 
FLOW  MAIN 


Grape  flow  Main  up  ^  in  lo' 

6RAPE    PLTURN    MA\N  POWNi'lNlO' 

Install  packless  valves  on 
rcturn  51pe.  of  rac1ator5. 
Cover  BoiLtR.  mains,  beanchls  an? 

RISERS    111TH,    A5RESTOCE.LL   CovtElMS 

Flue   lining   to  be  5ET  in  cement 
Chimney  must  be  smoke  tight. 
Connect  racia-tors  top  anp  bottom 
opposite  enps 


Connection  tc 
Return  M*.in 


Gravity  hot  water  heating  systems  may  be 
divided  into  two  general  heads,  viz.:  Short 
circuit  systems  and  non-short  circuit  sys- 
tems. These  may  be  subdivided  into  up  feed, 
feed,  down  feed.  etc. 

In  the  short  circuit  system  tlie  flow 
return  mains  run  parallel,  grade  up  away 
from  the  boiler  and  are  of  corresponding 
sizes  where  any  radiator  is  taken  off.  The 
first  radiator  taken  off  of  the  flow  main  is 
also  the  first  radiator  on  the  return  main. 
We,  therefore,  have  the  greatest  push  or 
pressure  on  the  flow  main  and  the  greatest 
pull  on  the  return  main  at  this  point.  The 
result  is  that  the  tendency  of  all  of  the  hot 
water  is  to  go  through  this  radiator,  while 
the  one  on  the  farther  end  of  the  main  has 
less  pressure  and  therefore  is  sluggish. 
Various  means  are  resorted  to  in  overcoming 
this  error,  such  as  putting  lead  washers  in 
the  valve  unions,  taking  flow  connection  off  of 
the  side  of  the  main,  etc.  Any  of  these  are 
uncertain  and  often  cause  trouble  which  is 
hard  to  locate. 

In  the  non-short  circuited  system  the  flow 
main  grades  up  away  from  the  boiler.  T\'here 
the  connection  to  the  first  radiator  is  taken 
off  of  the  flow  main,  the  connection  from  the 
return  of  this  radiator  is  brought  into  the  end 
of  the  return  main.  In  other  words,  this  is 
the  smallest  diameter  of  the  return  main. 
It  will  be  seen  that  we  have  here  the  great- 
est push  on  the  flow  main  and  the  least  pull 
on  the  return  main.  At  this  point  both  mains 
should  be  on  the  same  level,  but  from  here 
on  the  return  main  should  grade  down  one- 
half  inch  in  ten  feet,  while  the  flow  main 
should  continue  to  grade  up  one-half  inch  in 
ten  feet.  The  last  radiator  taken  off  of  the 
flow  main  will  be  the  nearest  radiator  to  the 
boiler  on  the  return  main:  Therefore,  at 
this  point  we  have  the  least  push  in  the  flow 
main  but  the  greatest  pull  in  the  return  main. 
Thus  it  will  be  seen  we  have  no  short  cir- 
cuits,   but    a    balanced    condition    throughout. 


The  accompanying  sketch  illustrates  how  the 
proper  sizes  of  valves  and  pipes  may  be  se- 
lected from  the  table.  It  also  shows  the  best 
method  of  making  connections  to  the  flow 
main  and  also   to  the  return  main. 

Unless  boilers  are  furnished  with  integral 
metal  insulating  jackets,  they  should  be  well 
covered  with  a  plastic  covering  having  an  air 
space  between  the  boiler  and  the  covering. 
All  mains,  branches  and  risers  should  be  cov- 
ered with  a  good  grade  of  moulded  covering. 
The  expansion  tank  pipe  may  be  taken  off 
fiom  either  the  flow  or  the  return  main, 
whichever  is  most  convenient. 

6BAVIT-X-  HOT  WATER  HEATING. 


Sizes  of  ma 
short    circuit 

over   100   feet 

1% 

IVa 

2" 

2% 

3" 

31/2 

4" 

4y2 

5" 


pipe, 
pipe, 
pipe, 
pipe, 
pipe, 
pipe, 
pipe, 
pipe, 
pipe, 
pipe, 


ins  for  b 

system 

long. 

0  sq. 

101   sq. 

251   sq. 

401  sq. 

651    sq. 

1001   sq. 

1901  sq. 

2501   sq. 

3101    sq. 

4001   sq. 


asement  two-pipe  non- 

where    mains    are    not 


ft.  to 

ft.  to 

ft.  to 

ft.  to 

ft.  to 

ft.  to 

ft.  to 

ft.  to 

ft.  to 

ft.  to 


100 

250 

400 

650 

1000 

1900 

2500 

3100 

4000 

5600 


sq.  ft. 

sq.  ft. 

sq.  ft. 

sq.  ft. 

sq.  ft. 

sq.  ft. 

sq.  ft. 

sq.  ft. 

sq.  ft. 

sq.  ft. 


1" 

1*4' 
IV.' 


Mi' 

1" 

114 

iy2' 


Sizes  of  Risers. 

pipe,         0    sn.    ft.    to       70    sq.  ft. 

pipe,      71    sq.    ft.    to    120    sq.  ft. 

pipe,    121    sq.    ft.    to    180    sq.  ft. 

pipe.    ISl    sq.    ft.    to    250    sq.  ft. 

Sizes  of  Valves. 

valve,        0   sq.    ft.    to      OU   sq.  ft. 

valve,      61    sq.    ft.    to      90    sq.  ft. 

valve,      91    sq.   ft.    to   130    sq.  ft. 

valve,    131    sq.   ft.    to   ISO   sq.  ft. 

valve,    ISl    sq.    ft.    to   25(i   sq.  ft. 


Grade  Flow  main  up  and  Return  main  down, 
1/2 "   in   10   ft. 
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Sump  Pumps 


AMERICAN- 
MARSH 


Steam  and  Power 
Pumps 

Centrifugal 
Pumps 

Air  Compressors 

Condensation 
Heating  Pumps 

Vacuum 
Heating  Pumps 


AMERICAN  STEAM  PUMP  CO. 

J.  M.  STANNARD,  Mgr. 

CHICAGO 


Send  for 
No.  19  Catalogue 


925-928  Monadnock 


Tel.  Harrison  2300 


The  Jennings-Nash 
Vacuum  Heating  Pump 

Direct  Connected  to  Electric  Motor  for  Return  Line  Heating  System 
USE  THE  BEST  AND  AVOID  TROUBLE 


Complete  Vacuum 

and 

Low  Pressure 

Boiler  Feed 
Pumping  Units 


Economical 

Very  Efficient 

Bronze  Fitted 
Throughout 


Economy  of 
Space 

Silent    Operation 

with  no 

Contact  Points 

inside   of   Pump 

Casing,  Hence 

Long  Life 


Send  for 
Bulletin  No.    15 


Thousands  of  the  Largest  and  Best  Office  Buildings,  Hotels,  Institutions,  Schools, 
and   Manufacturing  Plants  are   fitted   up   with  the  Jennings-Nash   Heating   Units. 

STANNARD  POWER  EQUIPMENT  GO. 

925-928  MONADNOCK  BLOCK      Telephone:  Harrison  2300      CHICAGO,  ILL. 
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^!    MINIMUM  HEAD  ROOM  REQUIREMENTS  FOR  SMOKELESS 

SETTINGS. 

BOILERS 

Furnaces 

Horizontal  Return  Tubular                                  Water  Tube 

Scotch 
Marine 

M" 

on- 

60" 

72" 

Hor. 
BafT. 

\'crl 
BafT 

Hor 
BafT 

^'ert 
BafT 

I'-IH' 

I'-l  ,4' 

3!4" 

3'4' 

Shell   to 

Shell   to 

Shell  to 

Pitch 

Pitch 

Pitch 

Pitch 

Shell  to 

Dead 

Dead 

Dead 

Dead 

F 

rnnt    Ilea 

dor  to  Fl'oor 

Plate 

Plate 

Plato 

Plate 

No  6            ... 

.32' 
32- 

34" 
34" 

34" 

34" 

36" 
36" 

**6'0' 

* 

**0'0" 

* 

## 
## 

No.  7  (Modified).. 

,  No.  8 

.32' 

34" 

34" 

36" 

6'0' 

* 

O'O" 

* 

ft 

£  Hand  Stoker 

20' 

28" 

28" 

30" 

o'6" 

* 

O'O" 

* 

Full  Extension 

u. 

Shell  to 

Shell  to 

Shell  to 

Shell  to 

-: 

Floor 

Floor 

Floor 

Floor 

i;    Down  Draft  .... 

60" 

60' 

60" 

60" 

6'0" 

* 

G'O" 

* 

Full  Extension 

Twin  Fire 

.58' 

60' 

62" 

64' 

6'0' 

* 

O'O" 

* 

* 

Semi   Ext.    Refuse 

Burning 

44" 

46" 

46" 

48" 

7'0" 

* 

7'0" 

* 

* 

>,      Burke 

48" 

48' 

50" 

54' 

5'0' 

* 

o'O' 

* 

Full  Extension 

5  7  McMillan  ... 

48° 

48" 

.50" 

54" 

o'O" 

* 

.5'0' 

* 

Full  Extension 

■■  S  'Z  Twin  Fire 

48" 

48' 

.50" 

54" 

o'O" 

* 

5'0" 

* 

Full  Extension 

^             (Gravity) 

r  Chain  Gr.Ttes 

72" 

72' 

78" 

78" 

7'0' 

9'0' 

S'O' 

I  O'O" 

## 

-  —  Moore        

48" 
00- 

.54" 
60" 

60" 
60- 

60" 
72' 

6'0" 
7'0" 

8'6' 
O'O" 

6'6' 
7'6' 

9'0' 
lO'O' 

£   t  Roney    

;  ^  ""  Wetzel 

60" 

GO" 

60' 

72" 

7'0" 

9'0" 

7'6' 

lO'O" 

Full  Extension 

"S    Dftroit    

60" 

72" 

78" 

84" 

7'0' 

S'O" 

■Z    Model      

66' 

72" 

78" 

84" 

7'0' 

* 

S'O" 

* 

Full  Extension 

1  Ji    McKenzie 

60" 

70' 

70" 

70' 

7'6' 

* 

S'O' 

* 

Full  Extension 

.   £    Murphy 

66' 

72" 

78" 

84- 

7'6" 

* 

S'O" 

* 

Full  Extension 

1   _   Type  ••£'■. 

#f 

*,f 

6'6" 

S'O' 

7'6' 

9'0" 

=,= 

S   Jones    .  . 

30' 
42" 

38" 
44- 

40" 
46" 

42" 
48" 

6'0" 
6'6" 
6'6" 

S'O" 

8'0" 
S'O" 

7'0' 
7'0' 
7'0" 

S'O" 
()-0' 
O'O" 

Mm    Diam 
Furnace  36' 

"Z    Detroit 

~   Taylor    

_   ■•^anford-Rilcy  .... 

U 

Iff 

if-f 

## 

O'O" 

S'O" 

7'6" 

9'0- 

*f!f 

Wcstinsihouse  ... 

a 

MU 

#*' 

=  T 

CO' 

S'O"     1       7'0" 

O'O" 

4a 

*     Combinations  not  recomme.ided  as  smokeless  settings 
=     Not  adapted  to  water  tube  boilers. 

NOTES 

##     Combinations  not  ordinarily  met  with  in  practice 
**     Omit  double  arches — -using  only  deflection  arch. 

Setting  heights  for  .Jones  stoker  refer  to  standard  stoker 

i       The    accompanying     table     is    intended    to       For  wider   furnaces   the  heights   must   be   in- 

show   the    minimum    setting   heights    for    the       creased    to    allow    for    increased    arch    spring 

1  various  combinations  of  boilers  and  furnaces       necessitated   by   the   wider   span. 

^  found  in  use  in  Chicago.                                                   Combinations    of    vertically    baffled    water 

These    settings    are    not    intended    for    high       ^^^^  boilers  noted  as  not  being  recommended 
capacities,   but  have   proven  satisfactory   for      ^^    smokless    settings    have    been    found    in 
1  normal    loads    where    draft    is    sufRcient    and      ^'^^"'^^  operation  to  produce  too  much  smoke 
'  »^,.«^„           .11     J        .c              i-                ■,                              to    comply    with    the    smoke    ordinance    in    its 
'  proper  methods  of  operation  used.                               ,    ■   ^     \.   ■    ^            »    *•              ^   ■, 
■.                                                                                                      strictest  interpretation,  and   have  proven  un- 

The    setting    heights    shown    for    side    feed       satisfactory     from      the     Smoke     Inspector's 

stokers  are  for  furnace  widths  of  7'  0"  or  less.       viewpoint. 

1 
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Practical  •  Economical  *  Efficient 


*BST"  Indirect    system    of    Heating 
Water  for  domestic  use. 

"BST"  Combines  heating  of  water  with 
the  Steam  Boiler. 
Uses   surplus   Heat   of   banked 
fire  at  night. 

Gives  constant  hot  water  at  50*^0 
less  cost. 

"BST"  Requires  no  upkeep  and  is  easily 
cleaned. 

SOME  SATISFIED  USERS: 


"BST"  Heaters  are  submerged  in  hot 
water  of  steam  heating  boiler, 
with  pipe  connections  to  the 
Hot  Water  Storage  Tank  and 
Water  Supply. 

"BST"  Heaters  are  constructed  of  Cop- 
per heating  tubes  with  closed 
end  and  contain  a  removable 
inner  tube  of  Brass  Tubing. 


Yellow    Cab    Co. 
Seville    Hotel 
Edg-ewater   Golf    Club 
W.   K.    Young-  &   Bio. 
Nelson    Thomasson 
P..   A.   Kennedy 
Eastwood   Beach   Hotel 


Howard  Van  Duren  Shaw 
Paul    Olson 
Argyle   Arms   Hotel 
B.   A.   Kennedy 
Breakers   Hotel 
Marshall  &  Fox 
Albert   Swayne 
R.   AV.   Matteson 


1 1.    A.    Matteson 

Hampden  Arms  Hotel 

Vincennes   Hotel 

C.    E.    Follansbee 

Jackson  Park  Plaza 

E.   I.   Bloom 

Loewenberg  &    Loewenl)erg 


Manufactured  and  Installed  by 


Ferguson  &  Lange  Foundry  Co. 

1039  Willow  Street,  Chicago 
Telephone  Lincoln  5575 


501 


CHICAGO  MASTER  STEAM  FITTERS'  ASSOCIATION  STANDARDS 

For  Computiugr  Boiler  Sizes  aoid  Radiation  Quantities  for  Building's  of  Averag-e  Construction. 

BUI^B   rOB    COMFUTXNG   BADIATOB    QUANTITIES   FOB    HBATING    FI.ANTS. 

The  following  are  rules  compiled  ami  recomraeiuled   py  the  Chicago  Masters   Steam   Fitters'   Association.     However,   they 
should  not  control  against  tho  best  judgment  of  the  conipctent  designing  engineer. 


Schedule   for   computing'   minimum,   quanti- 
ties of  steam  radiation  at  70°    F.   -witli  out- 
vslde  temperature  at  minus   10°   P. 

■      1   foot  o£  radiation  for  every  300  cubic  feet 
I  of  contents,   plus 

'      1  foot  of  radiation  for  every  15  square  feet 
'.  net  exposed  wall  surface,  plus 
'      1  foot  of  radiation  for  every  2  square  feet 
of  single  glass  surface,  plus 
;       1  foot  of  radiation  for  every  4  square  feet 
'  of  double  skylight. 

For  all  rooms  with  plastered  ceilings  and 
unheated  air  space  between  ceiling  and  the 
roof,  add  1  foot  of  radiation  for  every  30 
square  feet  of  ceiling  area. 

For  all  rooms  with  ceiling  plastered  on 
roof  .ioist  add  1  foot  of  radiation  for  every 
20  square  feet  of  ceiling  area. 

For  all  rooms  with  open  joist  roof  con- 
.struetion  add  1  foot  of  radiation  for  every 
10  square  feet  of  roof. 

For  all  rooms  having  concrete  roof  add  1 
foot  of  radiation  for  every  6  square  feet  of 
roof. 

For  all  floors  except  wood  construction  hav- 
ing no  basement  or  air  space,  1  foot  of  radia- 
tion for  every  30  square  feet  of  floor  area. 

All  bath  rooms  in  living  abodes  to  be 
neated  to  80°. 

Add  10%  to  all  westerly  wall  and  glass  ex- 
posure. 

Where  radiators  are  placed  under  seats  or 
behind  grills  add  20  per  cent  additional  radia- 
tion. 

Where  radiators  are  placed  in  open  recesses 
add   10  per  cent  additional  radiation. 

For  indirect  radiation  without  fan  system 
add  50  per  cent  additional  radiation. 

For  direct-indirect  without  fan  system  add 
25   per  cent  additional  radiation. 

Where  single  pipe  coils  or  single  cast-iron 
wall  radiation  is  placed  on  side  walls  80  per 
cent  of  the  required  amount  of  standard 
column  radiation  may  be  installed.  Size  of 
boiler  and  piping,  however,  shall  be  based  on 
.standard  column  radiation  requirements. 
Ceiling  coils  to  be  considered  as  standard 
column  radiation. 

In  measuring  glass  surface  the  full  open- 
ing in  wall  shall  be  figured.  Outside  door 
openings  shall  be   taken  as  glass. 

For  computing  minimiim  quantities  of  hot 
water  radiation  at  70°  F.  ■with  outside  tem- 
perature at  minus  10°  F.,  add  60  per  cent  to 
amount  necessary  for   steam. 

For  cojnputing'  minimum  quantities  for  va- 
por systems  at  70°  F.  with  outside  tempera- 
ture at  minus  10°  F.,  add  20  per  cent  to 
amount  necessary  for  steam. 

A  vapor  system  is  defined  as  a  two-pipe 
-steam  system  which  has  the  return  lines  open 
to  atmosphere  with  no  valve  at  the  return 
connections  of  heating  units  which  will  close 
against   steam. 

For  heating  to  temperatures  other  than 
minus  10°  F.  to  70°  F.  multiply  actual  amount 
of  radiation  required  by  the  following  co- 
efficients: 


—10°  to  80°..  .1.13 
—10°   to  75°.  .  .1.06 
—10°  to  70°... 1. 
—10°  to  65°.  .  .    .94 
—10°   to  60°.  .  .    .87 


—10°    to   55°...  .81 

—10°   to  50°.  .  .  .75 

— 10°   to  45°..  .  .69 

—10°   to  40°.  .  .  .62 


RUIiB     FOR     COIVCPUTING     BOII.BB     SIZBS 
FOB    DIBBCT    BADIATION 

Schedule  for  computing  minimum  sizes  of 
boilers  for  the  average  building  based  on  ap- 
proved ratings  specified  in  the  manufactur- 
er s  catalogue. 


Steel  tubular  or  steel  water  tube  boilers 
100  sq.  ft.  per  horse  power  (A.  S.  M.  E.  code). 
In  computing  boiler  sizes  for  buildings 
lieated  to  lower  than  — 10°  to  70°  F.  multiply 
the  amount  of  cast  iron  column  radiation 
necessary  to  maintain  the  required  tempera- 
ture by  the  following  co-efficient  before  add- 
ing the  percentage  given  in  rule  for  com- 
puting boiler  sizes. 

Steam.  Water. 

— 10°  to  65° 1.03  1.05 

—10°  to  60° 1.07  1.09 

— 10°   to  55° 1.10  1.13 

— 10°  to  50° 1.13  1.18 

— 10°  to  45° 1.17  1.24 

—10°   to  40° 1.20  1.27 

BUI.I:      FOB     COIMCFUTING     BOIIiEB     SIZE 

FOR      DIRBCT-INSIRBCT      AND 

INDIRECT  RADIATION 

For  computing  boiler  size  for  direct-indi- 
rect and  indirect  radiation,  reduce  same  to 
basis  of  direct  by  adding  25  per  cent  to 
direct-indirect  and  50  per  cent  to  indirect, 
then  use  factor  of  safety  as  called  for  on 
direct   radiation. 

RUI^E    FOR     COmFUTING    BOHiER    SIZES 
FOR    HOT    BI.AST    COIIiS 

For  computing  boiler  size  to  be  used  for 
Hot  Blast  Coils  use  manufacturers'  conden- 
sation charts,  and  figure  i/4  lb.  of  condensa- 
tion per  hour  as  equivalent  to  1  square  foot 
of  direct  radiation  and  add  factor  of  safety; 
see    X   Page    511. 

When  water  for  domestic  use  is  heated  by 
hea'ting  lioiler,  size  of  boiler  should  be  in- 
creased, figuring  each  gallon  of  water  tank 
capacity  as  equivalent  to  2  square  feet  of 
steam  radiation  or  3.2  square  feet  of  hot 
water  radiation. 

For  example,  a  160  gallon  tank  should  be 
figured  as  equivalent  to  3  20  square  feet  of 
steam  radiation  or  512  square  feet  of  hot 
water  radiation,  plus  factor  of  safety  as  in- 
dicated on  boiler  chart  showing  factors  of 
safety. 

The  above  schedules  of  quantities  are  com- 
mensurate with  good  heating'  results  for  the 
average  building  of  average  construction,  hut 
by  no  means  to  be  construed  as  guarantees 
of  the  proper  quantities  of  radiation  or  boiler 
sizes  necessay  to  heat  every  building',  as  ex- 
traordinary conditions  •will  of  course  require 
additional  radiation  or  boiler  capacity. 

It  is  recommended  in  all  installation? 
of  steam  boilers  that  drain  valves  be  placed 
on  the  returns  and  that  the  condensatior 
from  such  returns  be  discharged  into  the 
sewer  for  a  period  of  from  three  days  tc 
one  week  after  starting  fire,  thereby  clearing 
system  of  grease  and  dirt.  At  the  end  ol 
this  period  boiler  should  be  thoroughly 
washed  and  blown  out. 

EXAMFI.E 

Find  size  of  steel  down-shaft  brick  sel 
boilers  required  for  the  following  installa- 
tion   (Key  No.   14  Boiler  Chart): 

(1)  500  sq.  ft.  of  direct  cast  iron  columr 
radiation  in  rooms  to  be  heated  from 
—10°   to  70°. 

(2)  500  sq.  ft.  of  direct  cast  iron  column 
radiation  in  rooms  to  be  heated  from 
— 10°    to    50°. 

(3)  500  sq.  ft.  of  cast  iron  wall  radiation 
or  wall  pipe  coils  (being  the  equiva- 
lent of  625  sq.  ft.  of  cast-iron  column 
radiation)  in  rooms  to  be  heated  from 
—  10°    to   50°. 

(4)  500  sq.  ft.  of  indirect  radiation. 

(5)  500  sq.  ft.  of  direct-indirect  radiation. 
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FREEMAN  MFG.  CO. 

RACINE,  WIS. 

Chicago  Office,  331  Monadnock  Building 


BOILEI?    noOM,   LOXDOX    GUARANTEE    BUILDING 
TOO   HORSE   POWER    FREEMAN   INTERNAL    FURNACE   BOILERS   WITH   SMOKELESS    FURNACES 

Similar  installations  will  be  found  in 
THE   CHICAGO   TEMPLE  PEOPLES   GAS   BLDG. 

LAKE   SHORE   DRIVE   HOTEL  THE  UNIVERSITY   CLUB 

EDGEWATER   BEACH    HOTEL  MEDINAH  TEMPLE 

BURNHAM    BUILDING  WESTMINSTER    BLDG. 

The   above   buildings   are    a   few   of   hundreds   in    Chicago    where    FREEMAN 

BOILERS  are  installed 

Manufacturers  of  Internal  Furnace,  Tubular,  and 
Water  Tube  Boilers,  and  Down  Draft  Furnaces 

55  YEARS  IN  THE  BUSINESS 
LARGEST  AND  BEST  EQUIPPED  BOILER  SHOP  IN  THE  WEST 
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250  gal.  hot  water  tank.  Water  to  be 
heated  with  steam  coils. 
f)00  sq  ft.  of  cast  iron  hot  blast  radia- 
tion, regular  sections,  5"  centers,  1,000 
ft.  velocity,  air  taken  from  out  of  doors 
— 10°  to  F.T.  80.  Radiation  3  stacks 
deep. 

ANSWER 

500   sq.   ft 500 

500   sq.   ft.    +    13%      565 

500   sq.   ft.   +    25%     +    13% 707 

500  sq.   ft.    +    50%     750 

500   sq.   ft.    +    25%     625 

250   gal.    X    2 500 

3647 
Add  factor  of  safety  .261% 952 


.Minimum  rated   capacity  of  boilers SS22 

SIZES  OF  i:.OW  FRESSURi:  STEAM  MAINS 

ONE    PIPE    CIRCUIT    SYSTEM 

DRIPPED  AT  END 


1"  u 

p    to   60 

sq. 

ft. 

1  % " 

60 

sq. 

ft. 

to 

100 

sq. 

ft. 

IVo" 

100 

sq. 

ft. 

to 

200 

sq. 

ft. 

2" 

200 

sq. 

ft. 

to 

400 

sq. 

ft 

tw 

400 

sq. 

ft. 

to 

600 

sq. 

ft 

3" 

600 

sq. 

ft. 

to 

900 

sq. 

ft 

SVf." 

900 

sq. 

ft. 

to 

1,400 

sq. 

ft 

4" 

1,400 

sq. 

ft. 

to 

2,000 

sq. 

ft 

4V-." 

2,000 

sq. 

ft. 

to 

2,600 

sq. 

ft 

5" 

2,600 

sq. 

ft. 

to 

3,300 

sq. 

+'t 

6" 

3,300 

sq. 

ft. 

to 

4,500 

sq. 

ft 

7" 

4,500 

sq. 

ft. 

to 

7,000 

sq. 

ft 

8" 

7,000 

sq. 

ft. 

to 

9,000 

sq. 

ft 

9" 

9,000 

sq. 

ft. 

to 

11,000 

sq. 

ft 

10" 

11,000 

sq 

ft. 

to 

15,000 

sq. 

ft 

12" 

15,000 

sq. 

ft. 

to 

24,000 

sq. 

ft 

On  all  piping',  proper  provision  shall  be 
made   for    expansion   and   contraction. 

All  piping  shall  be  properly  pitched. 

Supply  mains  shall  not  be  reduced  more 
than  one  size  larger  than  one-half  the  dia- 
meter of  the  largest  main. 

Dry  returns  shall  be  not  less  than  one- 
half   the    diameter    of    the    supply. 

Wet  returns  may  be  one  size  smaller  than 
one-half  the  diameter  of  the  supply  pipe. 
By  supply  pipe  is  meant  the  size  of  main 
at    the    point    of    leaving    boiler. 

All  horizontal  branches  more  than  16  feet 
in  length   shall   be   properly   dripped. 

Supply  mains  shall  not  be  reduced  more 
than  one-half  the  diameter  of  the  largest 
main. 

Dry  returns  shall  be  not  less  than  one-half 
the  diameter  of  the  supply. 


Wet  returns  may  be  one  size  smaller  than 
one-half  the  diameter  of  the  supply  pipe. 
By  supply  pipe  is  meant  the  size  of  the  main 
at  the  point  of  leaving  boiler. 

PIPE    SIZES    FOR    UP-FEED    RISERS 


1" 

1% 


31/2 

4" 


30    stiuare    feet   or    under. 

30   to  60  square  feet 

60  to  100  square  feet 

100  to  200  square  feet 

200  to  350  square  feet 

350  to  900  square  feet 

900  to  1,200  square  feet 

1,200   to  2,000  square  feet 


RADIATOR   CONNECTIONS 

Up  to  and  including  30  square  feet 1" 

Above  30  and  including  60  square  feet.. 114'' 
Above  60  and  including  100  square  feet.li/4" 
Above     100     square     feet 2" 

FIFE    SIZES    FOR    ARMS    TO    RADIATORS 
AND   BRANCHES   TO   UPFEED   RISERS 


20    square  feet. 

40    square  feet. 

80    square  feet. 

150    square  feet. 

275    square  feet. 

625    square  feet. 


1"        up    to    and    including 

114" — ■      21    and    including 

ly^" —       41    and    including 

2'      —       81    and    including 

ly^" —    151    and    including 

3"     —    276    and    including 

3%" —    626    and    including    1,050    square    feet. 

4"     — 1.051    and    including    1,600    square    feet. 

All  horizontal  branches  or  arms  more  than 
S  feet  in  length  and  not  over  12  feet  in 
length  shall  be  increased  one  size  larger  than 
given   above. 

All  horizontal  branches  or  arms  more  than 
12  feet  in  length  and  not  over  16  feet  in 
lengtli  shall  be  increased  two  sizes  larger 
than  given  alcove. 

A  New  Factor  in  Building  Valuations 

It  is  felt  that  there  is  need  for  a  new 
viewpoint  in  building  valuation.  In  the  past 
it  would  seem  that  too  much  stress  has  been 
placed  on  age  and  immediate  revenue  in 
building  valuation.  It  would  seem  that  the 
architect,  owing  to  his  peculiar  training,  is 
in  a  position  to  point  out  other  very  im- 
portant factors  entering  into  value  make-up, 
which  have  not  heretofore  been  considered  in 
this  locality;  such  as,  balance  of  structural 
design,  adaptability  to  purposes  Intended, 
character  of  construction  as  influencing  cost 
of    up-keep. 

Peeling  that  the  stability  of  building  in- 
vestment can  be  better  assured  by  taking  the 
before  mentioned  factors  into  consideration, 
(he  Illinois  Society  of  Architects  has  ap- 
pointed a  Building  Valuation  Committee  to 
furnish  the  public  with  competent  archi- 
tectural valuation  service.  This  Committee 
should   form   a  real   asset   to   the   community. 


FUI.I.  AREA  OF  TWO-PANE  WINDOWS 
GIVING  THE  TOTAI.  AREA  OF  TWO-FANE  WINDOWS,  BRICK  OPENING. 


Height 
of    Glass         16' 

Width 
of    Glass 


12" 

14" 

16" 

IS" 

20" 

22" 

24" 

26" 

271/2 

28" 

30" 

32" 

34" 

36" 

38" 

40" 

44" 

4  8" 


5.9 

6.5 

7. 

7.6 

8.2 

8.8 

9.4 

10. 

10.4 

10.5 

11.1 

11.7 

12.3 

12.9 

13.5 

14. 

15.2 

16.4 


18' 


6.4 
7.1 

7.7 
8.4 


9. 

9, 

10. 


10.9 
11.4 


11.5 
12.2 
12.8 
13.5 
14.1 
14.7 
15.4 
16.7 
17.9 


20"         22"       24"         26"        28"        30"        32"        34" 
TOTAL  AREA  IN   SQUARE   FEET 


36"       38" 


7 

7 

5 

7 

7 

8 

p. 

4 

9 

1 

9 

1 

9 

8 

9 

8 

10 

5 

10 

4 

11 

2 

n 

1 

12 

11 

8 

12 

7 

12 

5 

13 

4 

12 

5 

13 

5 

13 

2 

14 

3 

13 

9 

15 

14 

6 

15 

8 

15 

3 

16 

5 

16 

17 

3 

16 

7 

18 

18 

1 

19 

5 

19 

.5 

21 

8. 

9. 

9.8 
10.5 
11.3 
12.1 
12.9 
13.7 
14.3 


14.5 

15.4 

16.1 

17. 

17.8 

18.6 

19.4 

21. 

22.6 


8.6 
9.6 
10.5 
11.2 
12.1 
13. 
13.8 
14.7 
15.3 
15.5 
16.4 


17.2 

18.1 

19. 

19.9 

20.7 

22.4 

24.2 


40" 


9.2 

9.8 

10.2 

10.9 

11.4 

12. 

12.5 

10.2 

10.8 

11.4 

12. 

12.6 

13.2 

13.8 

11.2 

11.9 

12.6 

13.3 

14. 

14.4 

15. 

12. 

12.7 

13. 

14.1 

14.8 

15.6 

16.3 

12.9 

13.7 

14.5 

15.2 

16. 

16.8 

17.5 

13.8 

14.6 

15.4 

16.2 

17. 

17.8 

18.8 

14.7 

15.6 

16.5 

17.4 

18.3 

19.2 

20. 

15.6 

16.6 

17.5 

18.5 

19.4 

20.4 

21.3 

16.3 

17.3 

18.3 

19.3 

20.3 

21.3 

22.2 

16.5 

17.5 

18.5 

19.5 

20.5 

21.5 

22.5 

17.5 

18.5 

19.6 

20.6 

21.7 

22.7 

23.8 

18.4 

19.5 

20.9 

21.7 

22.8 

23.9 

25. 

19.3 

20.5 

21.6 

22    9 

24. 

25.2 

26.3 

20.9 

21.4 

22.7 

23.9 

25.1 

26.3 

27.5 

21.1 

22.4 

23.7 

25. 

26.2 

27.5 

28.9 

21.6 

23.4 

24.7 

26. 

27.4 

28.7 

30. 

23.9 

25.3 

26.8 

28.2 

29.7 

31.1 

32.5 

25.7 

27.3 

28.8 

30.4 

31.9 

33.5 

35. 

Sizes  not  shown,   figure  brick   opening. 
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^  A  BIRDS  EYE  VIEW      ^ 

OFWHATTHEHARDINGEOIL  BURNER  WILL  DO 


I  ^a" 


BUNGALOW 
fHYSCRAPER 


»-Vl,'^-|3 


I  '         '""-"r  wi'!!'!'"'*  WMryiSSl'Til  CONVtKSE  RUBBER  SHOE  CO 
|5  CHICAGO-     ""'•»    IL       -CHICAGO- 


E    p    FAHEY 
RIVER  FOREST  ILL. 


F 


MANUFACTURED   BY 

HARDING E  BROS.'ii^ 

CHICAGO     ILL. -U.S. A. 


3l 
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^OLUS  VENTILATORS 

are    recommended    by    electrical    engineers    for 

TRANSFORMER  VAULTS 

because    of    their    dependability    and    storm-proofness. 


^OLUS 


Now    leading    engineers    and    architects    are    using    /Eolus    on    the    most    modern 
Apartments,    Hotels   and   Theaters,    Foundries,   Textile    Mills,    and   Glass    Factories. 


DICKINSON  CAST  IRON 
FLOOR  VENT 

Our    Mushroom    is    easy    and    positive    in    adjustment. 
The    wide    outer    cap    band    deflects    the    air    onto    the 
floor  without    diminishing   the   capacity   of   the   vent    or 
J  creating   unpleasant    drafts. 


Wide-awake  building  engineers  and  archi- 
tects everywhere  are  coming  to  know  and 
appreciate    the    value    of    SCUPPERS. 

The  principle  of  the  scupper  is  simple. 
Inserted  in  the  wall  of  the  building  at  the 
time  of  construction  it  is  immediately 
called  into  action  should  water  ever  be 
utilized  in  extinguishing  a  fire.  It  elimi- 
nates the  possibility  of  the  water  piling 
up    inside    the    walls. 


DICKINSON  CAST  IRON 
EXHAUST  HEADS 

will  last  as  long  as  the  average  building,  overcoming 
the  necessity  for  constant  replacement  entailed  where 
sheet   metal    exhaust   heads  are    used. 

Drain  pipes  conveniently  arranged  carry  off  the  con- 
densation. 


|l 


iEOLUS  DICKINSON  CO. 

3338-3348  So.  Artesian  Ave. 
CHICAGO,  ILL. 
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KEY  FOR  COMPUTING  BOILER  SIZES  FOR  DIRECT  RADIATION 

Compiled  by   tlic   Stnndnrdization   Coinmittee   of   the  CHICAGO    MASTEK    STEAM    FITTERS'   ASSN. 

(Copyrighted,    1023) 

Key  Manufacture                                       Trade  Name                                                              Catalogue 

3     American   Radiator  Co Arco   Round    April   1,   1922 

5     American   Radiator  Co Ideal     Sectional     April    1,    1922 

5  American   Radiator  Co Type  T  23",   29",  36",  4S",  Without  Arch ...  April,    1,   1922 

7     American  Radiator   Co Type   T   23",    29",    36",    4S",    With   Arch April,    1,   1922 

7     American  Radiator   Co Type    T    7  9" August,    1923 

6  American  Radiator  Co Type  A April    1,   1922 

0  Burnham    Boiler    Corporation.  .  .  .Round  150%    on  all   sizes No.    62 

5      Burnham    Boiler    Corporation.  .  .  .Square   Sectional    No.   62 

5  Continental  Heater  Corporation .  .Cont-Bernhard  Up-draft  and  Smokeless. 

5     Cox  Abram    Stove   Co Novelty     Round No.    76   A 

5     Cox  Abram   Stove   Co Novelty    Square No.   76  A 

5     Cox   Abram    Stove   Co Novelty    Smokeless No.   76   A 

5      Harrisburg-   Star  Boiler  Co Harrisburg   Star  Water   Tube. 

.5     Hart  &  Crouse  Co Royal  Round  Boiler. 

5     Hart  &  Crouse  Co Royal    Sectional    Boiler. 

^     Hart  &   Crouse  Co Royal  Header  Type. 

3      Hart  &  Crouse  Co H  &  C  Down-draft  Series   2  4". 

10     Hart  &  Crouse  Co H  &  C  Down-draft  Series  33-40-55". 

Note — Series   24-33-40-55"   ratings   are   4   times  pounds   of   condensation   as   shown   in   catalogue  nr.iuber   4723. 
5      Herbert  Boiler   Co Junior    All    Steel    Boiler.s 1923 

7  Herbert   Boiler   Co Portable  Down-draft.   Portable   Direct   Draft 1923 

10     Herbert   Boiler   Co Brick-set    Down-draft 1923 

12     Herbert   Boiler   Co B.    Series 1923 

5     Ideal  Furnace  Co Radiant    Round    Boiler. 

5     Ideal  Furnace  Co Radiant   Sciuare    Boiler. 

7     Ideal  Furnace  Co Radiant   Smokeless   Boiler. 

5     Illinois  Malleable  Iron  Co Imico  Illinois  Round 1916 

5     Illinois  Malleable  Iron  Co Imico    Sectional 1916 

7      Illinois  Malleable  Iron  Co Imico    Smokeless 1916 

3     International    Heater   Co Economy  Round  Boiler 1922 

5     International    Heater   Co Economy   Sectional   Boiler 1922 

5     International    Heater   Co Economy   Smokeless   Boiler 1923 

3     Kellogg-Mackav  Co Pebco  Round. 

5     Kellogg-Mackav  Co American  Up-draft. 

7  Kellogg-Mackav   Co American    Smokeless. 

8  Kellogg-Mackav   Co Pierce  Magazine.  » 

14     Kewanee   Boiler    Co A.11    Types    of    Boilers Cat.   78 

1  Mueller,    L.    G.,   Furnace   Co M\ieller  Round 1922 

5     Mueller,   L.    G.,    Furnace   Co Mueller    Sectional 1922 

1      Monroe   Frdy.   &  Furnace  Co Floral  City  Boiler Cat.   26 

0  National    Rad.    Co Acme    Round    Boiler    150%    on    all    Sizts No.   32 

3     National    Rad.    Co Novus    Boiler , No.   32 

5     National    Rad.    Co National  Up-draft No.   32 

5     National    Rad.    Co National    Smokeless No.   32 

8  Newport    Boiler    Co Newport    Magazine 1920 

3     Niagara  Rad.  &  Boiler  Co Niagara  1920   Round. 

7     Niagara  Rad.  &  Boiler  Co Niagara  Smokeless 1922 

1  4      Oil  City  Boiler  Works All    Types    of    Boilers No.    9 

9  Pacific  Boiler  Sales  Corp Pacific  Smokeless S.   C.   23 

10     Pacific  Boiler  Sales  Corp Pacific   Direct    Draft S.   C.   23 

9     Pacific  Boiler  Sales  Corp Pacific  Down  Draft S.   C.   23 

1  Page,  "Wm.  H.,  Boiler  Co Volunteer    Round ca.   50 

5     Page,  Wm.  H.,  Boiler  Co Square  Sectional  with  Arch ca.   50 

5     Page,  Wm.  H.,  Boiler  Co Square    Sectional    without   Arch ca.   50 

5     Page,  Wm.  H.,  Boiler  Co Square   Sectional  Down  Draft ca.   50 

3      Peerless  Heater   Co Peerless    Round 1923 

5     Peerless  Heater  Co Peerless  Sectional  U.  D 1923 

5     Peerless  Heater  Co Peerless     Smokeless 1923 

5      Richardson   &   Boynton    Co Round    Boiler No.    203 

5     Richardson   &   Boynton   Co Sectional    Up-draft No.   203 

7  Richardson   &    Boynton   Co Smokeless     Boiler 1922 

2  Richmond    Radiator    Co Riraco    Boiler 100 

2     Richmond    Radiator    Co Round    Boiler 100 

5     Richmond    Radiator    Co Sectional    Up-draft 100 

5     Richmond    Radiator    Co Model  Boiler 100 

8  Richmond    Radiator    Co Magazine    Smokeless 100 

9  Ross  Boiler  Co Portable. 

9     Simplex    Boiler    Co Portable    Smokeless. 

8     Standard  Water  Co Spencer  Magazine   Boiler 18 

5     Thatcher  Furnace   Co Round    Boiler 1923 

5     Thatcher  Furnace   Co Sectional  Boiler 1923 

5     Thatcher  Furnace   Co Progress   Boiler • 1923 

14      Titusville   Iron   Wks.    Co All   Types  of  Boiler.s    81 

1  Union  Radiator  Co Union  Round.  ' 

5     Union  Radiator  Co Square  Sectional. 

2  United  States  Rad.  Corp Capitol     Winchester 1922 

5     United  States  Rad.  Corp Capitol  Sectional 1922 

5     United  States  Rad.  Corp Semi-smokeless 1922 

7     United  States  Rad.  Corp Capitol     Smokeless 1922 

5     Utica  Heater  Co Square  Up-draft. 

7     Utica  Heater  Co Imperial   Smokeless. 

1     Weil  McLain  Co Round    Boiler 1923 

5     Weil  McLain  Co Sectional    Up-draft 1923 

'     Weil  McLain  Co Smokeless 1923 

5  All    Artificial    Gas    Fired   Boiler.. 

Note — No   change   in   boiler   factors  will    be    made    by    installing    oil    burners. 
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Stewart-Warner  Speedometer  Corp.,  Chicago,  111. 
Twelve  No.  120  Smokeless  Boilers. 


L.    G.    Hallberg   &   Co.,   Architects 


Superior  8336-8338 


George  A.  Henrich  Co. 

Steam  and  Water  Heating 
Power  Pipe  Fitting 


702  North  Wells  Street 

CHICAGO 
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SECTIONS  OF  THE  SANITARY  CODE  OF  INTEREST  TO 
ARCHITECTS,  WITH  INDEX 

Sections  of   the  Building-  Ordinance  pertaining   to   Sanitary  and  Health   Departments  are   not 

included   in    these   sections   and   may   be   found   by    referring   to   the    Index 

to    the    Building    Ordinance. 

INDEX 


Air  Conditions  Control,  Division  of 

Assistants  and  employees 2125 

Construction  and  reconstruction  of 
plants — plans  and  specifications 
permit — commissioner    of    buildings 

to    supervise     2126 

Division  of  Air  Conditions — Contrao 
established     in    the    department    of 

health-duties    2123 

Emission    of    dense    smoke — regulations 

— abatement — penalty   2129 

Ht-ad   of   di\'ision — qualificatiiiiis — duties   2124 
Heating-   Tenement   Houses,   Factories,  "Work- 
shops 

High-pressure  boilers — repairs — per- 
mit required — 'penalty 2128 

Method  of  determining  temperature..    2120 

Penalty    2122 

Required    temperature    in    factories — 

moisture    content 2121 

Required    temperature    complaints....    2119 
Use    of    plant — certificate    of    commis- 
sioner  of  health   required 2127 

Bakeries    and   Bread 

Bakery    defined 295 

Bakery    discontinued    for    six    months 

and  re-opened — how  considered 312 

Floor — how  constructed 301 

Xew  Bakeries — requirements 311 

Plumbing     and     drainage     facilities — - 

water   closets   and    sinks 304 

Sanitary  requirements — ventilation.  .  .      300 
Sleeping   facilities — domestic   animals, 

except  cats,  prohibited 305 

Storage  of  materials  and  food 309 

^Valls  and    ceilings — woodwork 303 

Drains,  Sewers  and  Grades 

Alteration  of  house  drain 1096 

Catch  bas^ins — removal   of  contents...    1092 

Drain    construction 1098 

Excavation  around  sewer — permit....    1095 

Inspection — right  of  entry 1099 

Inspection   of  work 1086 

Obstructing  sewer — penaltv 1094 

Penalty 1088 

Plans  for  buildings — not  to  be  ap- 
proved     unless      land      is      provided 

with   adequate   drains 1097 

Renewal    license 1087 

Steam-discharge  in  sewer  prohibited..    1093 
Work    on    tile    drains    inside    building 
line — outside       building       1  i  n  e — by 
whom  approved  and  supervised....    1085 
Homes 

Accommodations  for  inmates — regu- 
lations as  to  sanitation 11897 

Frontage   consents   required — ^when...    1881 

Homes  defined 1873 

Hospitals 

Application    1852 

Accommodations  for  patients — regu- 
lations   as    to    sanitation 1859 


Frontage   consents   required — when...    ISGS 

Hospital  building 1853 

Hospital  building  board 1858 

Hospital   defined 1850 

Location    of    hospital    near    school    or 

playground    1863 

License     required 1851 

Iiaundries 

Clear  height  between  ceiling  and  floor 
vetilation — cubic    feet    of    air    space 

per    person 2383 

Floor — how  constructed 23  84 

Lavatory  facilities — separate  room   or 
space    for    wraps    or    outer    clothing 

of   employes 2387 

Laundry    defined 2375 

Natural  lights  required — windows  and 

skylights  not  to  be  obstructed 2380 

Penalty    2379 

Plumbing     and     drainage     facilities — 

plumbing    fixtures 2385 

Sanitary  conditions 2382 

Sleeping    in    laundries — prohibited....    2381 

"Water  closet  accommodations 2386 

Stores   Factories,    "Workshops — Miscellaneous 
Provisions 

Ventilation  of  stores,  factories,  work- 
shops,   etc 2157 

Seats    for    females 2160 

Penalty    2161 

Adequate  water  closets 2175 

Roofs — drainage    2176 

Drainage    from     premises     where     no 

sewer    exists 2177 

Cisterns      2178 

Overflow   from   cistern 2179 

Water      closets,      etc. — prevention      of 

sewer    gas    6  .  .  .  .  6  .  .  o  .  .0  .  .0 2180 

Penalty     2181 

Tenements    and    Iiodg-ing*    Houses 

Conform   to    requirements 2134 

Distances  between  buildings   on  same 

lot    2135 

Height  of  ceiling's  windows 2136 

Lodging  house  defined 2146 

Lodging    house — ventilation 2137 

Penalty    2147 

W'ater     supply — cellar     floor — ventila- 
tion   of   halls 2138 

Undertakers 

Frontage   consents 1902 

Undertaker's   place    not    be   used   as   a 

public  morgue 1921 

L'ndertaking   rooms 1903 

Ventilation 

Annual    inspection   fee 2155 

Charges    for    approval    of    plans    for 

mechanical   ventilation  equipment..    2154 

Classes    of    buildings 2152 

Penalty    2156 

Ventilation  in  buildings 2153 


BAKBRIBS    AND    BBBAD. 

295. — Bakery  defined.]  Any  establishment, 
place,  wagon  or  stand  used  for  the  manu- 
facture of  bread,  buns,  rolls,  biscuits,  cakes, 
crackers,  matzos,  pretzels,  pastry,  doughnuts, 
waffles,  noodles,  macaroni,  spaghetti  or  ice 
cream  cones,  or  any  establishment  used  for 
the  process  of  mixing,  compounding  or  bak- 
ing of  any  food  product  of  which  flour  or 
meal  is  a  principal  ingredient,  for  sale  to  the 
public,  or  for  the  purpose  of  a  restaurant, 
bakery,    hotel,    commissary    or    catering    es- 


tablishment, shall  be  deemed  a  bakery  for 
the  purpose  of  this  article:  provided,  thac 
a  licensed  restaurant  in  which  any  of  the 
foregoing  food  products  are  mixed  and  liakefl 
for  consumption  in  such  restaurant  only,  or 
in  ordinary  restaurant  kitchen  stoves  or 
ranges,    shall    not   be    considered    a    baker.v. 

30O.     Sanitary     requirements — ventilation.] 

Every  place  used  as  a  bakery  shall  be  kept 
in  a  clean  and  sanitary  condition  as  to  its 
flooi's,  side  walls,  ceilings,  woodwork,  fixtures, 
furniture  tools,   machinery  and  utensils.     All 


515 


•"1 


^^^ 


__-  "s.  n  a   m  ^ 

^^     '•mm        — 


m 


[■W    .Oikis.  ^4'*|*v' 


Drake    Ili.tcl,    Cliica; 


Marshall   and   Fox,   Architects 


\^ 


I 


on 


JidjewaterBeach  Jfotel 


/r 


u IT ;. ^ .  f CL, r .■ . .... ■  'fii'-FK-  ~r'~'^'i,A-  ■■•f7?77  ic  ITTTBJT.'i'ii'nn ^ 


Marshall   ,t   Fox,   Architects 


These  Famous  Hotels  are  Heated  by 


Vapor  Vacuum  Heating  System 

Installed  Complete  by 

Arcade  Steam  Heating  Company 

JOHN  J.  BOYLSON.  Pres.  H.  L.  CLUTE,  M.  E. 

126  WEST  KINZIE  STREET  Phone  Main  4208  CHICAGO,  ILL. 


r>i(; 


parts  of  the  bakery  shall  be  adequately 
lig-hted  at  all  times  and  shall  be  ventilated 
by  means  of  windows  or  skylights  or  air 
shafts  or  air  ducts  or  mechanical  apparatus, 
if  necessary,  so  as  to  insure  a  free  circula- 
tion of  fresh  air  all  times.  Such  ventilating 
construction  and  equipment  shall  be  of  such 
character  that  a  complete  change  of  air  in 
all  parts  of  the  bakery  may  be  made  at  least 
four  times  each  hour;  provided,  however, 
that  it  shall  not  be  necessary  to  ventilate 
at  such  time  or  in  such  manner  that  the 
process  of  mixing  or  rising  of  dough  shall 
of  necessity  be  interfered  with  or  prevented. 
301.  rioor — how  constmcted.]  Tlie  floor 
of  every  place  used  as  a  bakery,  if  below  the 
street  level,  shall  be  constructed  of  concrete, 
cement,  asphalt  or  other  impervious  material, 
or  of  tile  laid  in  cement,  which  floor  may, 
if  desired,  be  covered  with  a  hardwood  floor 
having  tight  joints;  if  above  the  street  level, 
the  floor  may  be  of  hardwood  with  tight 
joints  or  may  be  of  any  impervious  material, 
as  above  provided.  The  angles  where  the 
floor  and  wall  join  shall  be  made  and  main- 
tained   so   as    to    be    rat-proof. 

303.  Walls  and  ceiling's — woodwork.]  The 
side  walls  and  ceiligs  shall  be  well  and 
smoothly  plastered,  tiled  or  sheathed  with 
metal  or  wood  sheathing,  and  shall  be  kept 
in  good  repair.  If  made  of  mill  construction 
with  smooth  surfaces,  such  walls  and  ceil- 
ings need  not  be  sheathed  or  plastered.  All 
walls  and  ceilings  shall  be  kept  well  painted 
with  oil  paint,  or  lime  washed  and  calci- 
mined.  and  all  woodwork  shall  be  kept  well 
painted    with    oil    paint. 

304.  Plumbing"  and  drainag-e  facilities. — 
water  closets  and  sinks.]  Every  such  Viakery 
shall  be  provided  with  adequate  plumbing 
and  drainage  facilities,  including  well  venti- 
lated water  closets  and  impermeable  wash 
sinks  on  iron   supiiorts. 

Amended   Jannary    2.    lD2.'i. 

305.  Sleeping-  facilities — domestic  animals, 
except  cats,  prohibited.]  No  person  shall 
sleep  in  any  Ijakery,  or  in  the  rooms  where 
flour  or  meal  used  in  connection  therewith, 
or  the  food  products  made  tlierein,  are 
handled  or  stored.  If  any  sleeping  places 
are  located  on  the  same  floor  as  the  bakery, 
tliey  shall  be  well  ventilated,  dry  and  sani- 
tary. No  domestic  animals,  except  cats,  shall 
be  permitted  in  a  bakei'y  or  place  where  flour 
or  meal  is  stored  in  connection  therewith, 
and  suitable  provision  shall  be  made  to  pre- 
vent  nuisances   from    the   presence   of  cats. 

309.  Storag-e  of  materials  and  food.]  All 
rooms  for  the  storage  of  flour  or  meal  for 
use  in  connection  with  any  bakery  shall  be 
dry  and  well  ventilated,  and  every  bakery 
and  room  used  for  the  storage  of  materials 
and  food  products  in  connection  therewith 
shall  be  so  arranged  that  the  shelves,  cup- 
boards, trays,  troughs,  bins,  cases  aiid  all 
other  appliances  for  handling  and  storing 
same  can  be  easily  removed  and  cleaned.  If 
the  floor  of  any  such  bakery  or  room  is  be- 
low the  adjacent  street  level,  no  such  ma- 
terials or  products  shall  be  stored  nearer  to 
such    floor    than    one    foot. 

311.  New  bakeries  —  requirements.]  No 
new  l)akery  shall  )ie  hereafter  estatilislied  in 
any  room,  basement  or  cellar  in  which  the 
clear  height  between  the  flnislied  floor  and 
ceiling  is  less  than  eight  feet  six  inches  or 
in  any  room  or  place,  the  floor  of  which  is 
more  than  five  feet  below  the  street,  side- 
walk or  alley  level  adjacent  to  the  building, 
or  in  any  room  or  place  which  is  not  so 
naturally  lighted  by  means  of  windows,  doors 
or  skylights  that  on  clear  days  a  book  or  pa- 
per printed  with  long  primer  type  can 
be  read  between  the  hours  of  ten  o'clock 
a.  m.  and  two  o'clock  p.  m.  in  all  parts  of 
the  bakery  which  are  used  in  inixing  or 
handling  bakery  products;  pi-ovided,  liow- 
ever,  that  where  a  Ijakery  is  to  be  installed 
for  the  purposes  of  a  restaurant  operated  in 
connection  with  a  railway  passenger  termi- 
nal, in  case  the  plans  for  sucli  bnkci-.\-  shall 
in   all    other   respects    cnniiiU-    witli    the    mdi- 


nances  of  tlie  City  and  sucli  special  re(|uiri'- 
ments  as  the  Commissioner  of  Health  shall 
deem  necessary  with  respect  to  its  sanitary 
features  and  shall  be  approved  by  said  com- 
missioner, the  said  provisions  shall  not 
apply. 

If  any  new  bakery  hereafter  established 
has  its  floor  above,  at,  or  not  more  than  three 
feet  below  the  adjacent  street  or  alley  level, 
no  window  opening  by  which  it  is  ventilated 
shall  be  less  than  three  feet  above  such  street 
or  alley  level;  if  the  floor  of  any  such  bakery 
is  more  than  three  feet  below  the  adjacent 
street  or  alley  level,  no  such  window  opening 
shall  be  less  than  eighteen  inches  above  such 
street  or  alley   level. 

Aiiiciidrd    Jdinturii    ..'.     ;.V,",. 

312.  Bakery  discontinued  for  six  months 
and     reopened  —  how     considered.]       If     any 

bakery  which  is  now  being  maintained  and 
operated  shall  be  vacated,  discontinued  or 
unused  for  a  period  of  more  than  six  con- 
secutive months  and  shall  thereafter  be  re- 
opened and  re-established  as  a  bakery,  such 
bakery  shall  be  considered  a  new  l^akery  for 
purposes    of    this    cliapter. 

DRAINS,  SEWERS  AND  GRADES. 

1085.  Work  on  tile  drains  inside  buildin? 
line — outside  buiiaing"  line — by  whom  ap- 
proved and  supervised.]  All  work  done  by 
licensed  drain  layers  on  drains  or  pipes  in- 
side any  luiikling  or  structure,  and  all  work 
done  on  any  catch  basin  or  cesspool  located 
on  or  in  any  private  premises,  sliall  be  done 
according  to  plans  approved  by  the  commis- 
sioner of  health,  and  under  the  supervision 
and  to  the  satisfaction  and  approval  of  the 
commissioner  of  public  works;  and  no  such 
work  shall  be  done  except  on  a  permit  in 
wiitin^-  issued  by  said  commissioner  of  pub- 
lic   works. 

All  work  done  by  licensed  drain  layers  on 
drains  or  pipes  outside  any  building  or  struc- 
ture or  upon  any  street,  alley,  or  public 
way.  shall  be  done  vmder  the  supervision  and 
to  the  satisfaction  and  approval  of  the  coin- 
missioner  of  public  works;  and  no  such  work 
shall  be  done  except  on  a  permit  in  writing 
issued    by    said    cominissioner. 

1086.  Inspection  of  work.]  All  work  done 
by  licensed  drain  layei-s,  otlier  than  work 
done  on  local  imi)rovements  paid  for  whollv 
or  in  part  by  special  assessment  while  such 
work  is  under  tlie  sunervision  and  control  of 
tlie  board  of  local  improvements,  shall  be 
subject  to  the  inspection,  supervision  nnd 
approval  of  the  commissioner  of  public 
works;  and  any  faulty  or  defective  work  done 
by  any  licensed  drain  layer  which  may  at 
any  time  be  discovered  by  him  shall  be 
made    satisfactory    to    said    commissioner. 

Any  licensed  drain  layer  who  shall  neg- 
lect, refuse  or  fail  to  make  good  any  defects 
or  faults  in  his  work  which  shall  be  dis- 
covered by  said  commissioner,  shall  not  bo 
permitted  to  do  any  further  or  additional 
work  as  a  drain  layer  until  tlie  defects  or 
fnults  so  discovered  have  been  made  good  in 
a  manner  satisfactory  to  the  commissionei- 
of  public  works;  and  any  licensed  drain  layci- 
who  shall  refuse,  neglect  or  fail  to  mak'^ 
good  such  defects  or  faults,  when  requested 
so  to  do  by  said  commissioner,  or  who  shall 
otherwise  violate  or  fail  to  comply  with  any 
of  the  provisions  of  this  article  or  any  rule 
or  regulation  of  the  department  of  public 
works  governing  or  regulating  the  business 
of  drain  laying,  shall  have  liis  license  re- 
\nked  by  the  mayor  upon  the  recommenda- 
tion of  said  commissioner,  and  shall  not 
again  be  permitted  to  conduct,  carry  on.  or 
engage  in.  the  business  of  drain  laying  un- 
til satisfactory  assurance  shall  be  given  to 
the  mayor  that  such  person  will  thereafter 
faithfully  oliserve  the  oi'dinances  of  the  citv 
and  the  rules  and  regulations  of  tlie  denart- 
ment  of  public  works  and  until  such  drain 
layei-  shall  have  made  good  any  loss,  dam- 
age or  expense  caused  by  or  on  account  of 
any  negligence  or  misconduct  on  his  part 
'■■liiilt  was  the  cause  of  the  revocation  of 
liis    license. 
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1087.  Renewal  of  license.]  Any  person 
licensed  as  a  drain  layer  shall  be  entitled 
to  have  his  license  renewed  without  filing 
application,  upon  payment  by  him  of  the 
license  fee  of  twenty-five  dollars  and  the 
renewal  of  the  bond  hereinabove  provided  for. 

1088.  Penalty.]  Any  person,  firm  or  cor- 
poration violating-  or  failing  to  comply  witli 
any  of  the  provisions  of  this  article  shall 
be  fined  not  less  than  five  dollars  nor  more 
than    one    hundred    dollais    for    each    offense. 

ARTICI.1:   II. 
FUBI.IC   SEWllBS   AND    DRAINS. 

1092.  Catcli  Ijasins — removal  of  contents.] 

The  contents  of  catch  basins  in  pulilic  streets 
shall  be  removed  by  means  of  vehicles  having 
boxes  made  of  steel  or  iron,  which  boxes 
shall  be  not  less  than  eighty  cubic  feet  nor 
more  than  one  hundred  culjic  feet  in  capacity. 

ARTICIii:     III. 
MISCEIiIiANEOUS    PROVISIONS. 

1093.  Steam — discharg-e  in  sewer  prohi- 
bited.] Xo  person  shall  make  or  use  or 
cause  to  be  made  or  used  any  connection  with 
or  opening  into  any  sewer  or  drain  for  the 
conveyance  or  discharge  into  such  sewer  or 
drain  of  steam  from  any  steam  boiler  or 
engine,  or  from  any  manufactory  building  in 
which  steam  is  either  generated  or  used, 
under  a  penalty  of  fifty  dollars  for  each  and 
every  day  during  any  part  of  which  such  con- 
nection or  opening  may  have  been  used  for 
that    purpose. 

1094.  Obstructing-  sewer  —  penalty.]  No 
grease,  fatty  matter,  liutcher's  offal  or  gar- 
bage, dead  animals,  stone  dust  or  other 
waste,  causing  obstructions,  or  wastes  de- 
structive of  masonry  or  obstructions  of  any 
kind  whatsoever  shall  be  placed,  thrown  or 
deposited  in  any  receiving  basin,  manhole, 
sewer  or  waterway;  and  any  person,  firm  or 
corporation  so  offending  or  causing  any  such 
obstruction  or  substance  to  be  so  placed  so 
as  to  be  carried  or  delivered  into  such  basin, 
manhole,  sewer  or  waterway,  shall  be  sub- 
ject to  a  penalty  of  ten  dollars  for  each 
offense;  and  any  person,  firm  or  corporation 
injuring,  breaking,  or  removing  any  portion 
of  any  receiving  basin,  covering  flag,  man- 
hole, vent  or  drain  shall  be  subject  to  a 
penalty  of  twenty  dollars  for  each  offense: 
nor  shall  any  quantity  of  marble  or  other 
stone,  iron,  lead,  timber  or  any  other  sub- 
stance, exceeding  one  ton  in  weight,  be  placed 
or  deposited  upon  any  wharf  or  bulkhead 
through  which  any  sewer  or  drain  may  run: 
nor  upon  or  over  any  sewer  or  drain  where 
the  same  shall  be  within  three  feet  of  the 
surface  of  the  street,  under  a  penalty  of  not 
more  than  fifty  dollars  for  each  offense,  to 
be  recovered  of  the  person,  firm  or  corpora- 
tion   causing    or    permitting    the    same. 

1095.  Excavation  around  sewer — permit.] 
Any  person  who  shall  uncover  or  excavate 
under  or  around  any  public  sewer  in  this 
city,  for  any  purpose  whatever,  without  the 
written  consent  of  the  commissioner  of  public 
works,  shall  be  fined  not  less  than  ten  dol- 
lars and  not  more  than  fifty  dollars  for  each 
offense. 

1096.  Alteration  of  house  drain]  Any  per- 
son who  shall  lay,  alter  or  disturb  any  part 
'  t"   a  house    drain    or    drains,    catch    basin    or 

trainer  of  such  drain  or  drains,  cesspool 
■r  water  closet,  connecting  with  any  public 
sewer  belonging  to  said  city,  without  being 
duly  licensed  to  perform  the  same  by  said 
commfssioner,  shall  be  fined  not  less  than 
ten  dollars  and  not  more  than  fifty  dollars 
for   each   offense. 

1097.  Plans  for  buildings — not  to  be  ap- 
proved unless  land  is  provided  with  adequate 
drains.]  Xo  plans  shall  lie  aiJinoxcd  and  no 
permit  shall  hereafter  be  issued  by  the  com- 
missioner of  buildings  for  the  constructioTi, 
enlargement,  altering,  repair  or  removal  of 
any  building  on  any  tract,  lot  or  parcel  of 
land,  unless  such  tract,  lot  or  parcel  of  land 
shall  l)e  provided  with  adequate  drains  con- 
necting with  or  emptying  into  a  public  drain 


or  sewer  in  accordance  with  the  general 
ordinances  of  the  city  or  unless  proceedings 
shall  have  been  instituted  to  provide  such 
drain   or  sewer. 

1098.  Drain  construction.]  It  shall  be  the 
duty  of  any  person  constructing  or  using  any 
private  drain,  sewer,  cesspool,  water  closet 
pipe  or  other  pipe  connecting  with  or  empty- 
ing into  any  public  drain  or  sewer  belonging 
to  saicT  city,  to  construct  and  use  the  same 
strictly  in  conformity  with  the  orders  and 
directions  of  the  commissioner  of  public 
works  and  the  commissioner  of  health,  or 
either  of  them,  and  any  person  who  shall 
construct  or  use,  or  cause  to  be  constructed 
or  used,  any  such  drain,  sewer,  cesspool  or 
water  closet  pipe  in  a  different  manner  from 
that  so  ordered  and  directed  by  one  or  both 
of  said  commissioners,  shall  be  fined  not 
exceeding    fifty    dollai's    for    each    offense. 

1099.  Inspection — rig-ht  of  entry.]  That 
the  public  drains  and  sewers  of  the  city  may 
be  fully  protected  against  improper  use  and 
injury,  the  commissioner  of  public  works  and 
his  authorized  agents  shall  have  free  and 
unobstructed  access  to  any  part  of  any  prem- 
ises where  house  drains,  cesspools  or  watei" 
closets,  connected  with  or  draining  into  such 
drains  or  sewers,  are  laid,  for  the  purpose  of 
examining  the  construction,  condition  and 
usage  of  the  same,  and  making  necessary 
alterations  or  repairs,  at  any  time  of  the 
day  between  the  hours  of  seven  o'clock  a.  m. 
and  six  o'clock  p.  m. ;  and  any  owner,  occu- 
pant or  other  person,  refusing  to  allow  any 
officer  or  agent  of  said  commi.ssToner  access 
to  the  premises  for  such  purposes,  shall  be 
fined  not  less  than  five  dollars  nor  exceeding 
fifty   dollars  for  each  offense. 

HOSPITALS. 

1850.  Hospital  defined.]  For  the  purpose 
of  this  article  a  hospital  is  hereby  defined  to 
mean  any  institution  or  place  used  for  the 
harboring  or  the  reception,  care  and  treat- 
ment (including  treatments  known  as  rest 
cure,  physical  culture,  hydropathic  massage 
and  all  other  forms  of  drvigless  treatment) 
of  two  or  more  persons  suffering  from  or 
afflicted  with  any  mental  or  physical  dis- 
ease, bodily  injury,  alcohol  or  drug  addiction: 
or  any  institution  or  place  for  the  reception 
and  care,  temporary  or  continuous,  of  one  or 
more  women  during  pregnancy  while  await- 
ing confinement,  during  confinement,  or  for 
one  month  or  less  after  confinement,  while 
recovering  therefrom:  or  any  place  or  es- 
tablishment advertised,  announced,  conducted 
or  maintained  under  the  name  "hospital" 
without  a  qualifyin.g  statement  that  such  hos- 
pital  is   not    intended    for   human   beings. 

1851.  Iiicense  required.]  It  shall  be  un- 
lawful for  any  person,  firm,  association  or 
corporation  other  than  the  regularly  con- 
stituted authorities  of  the  United  States,  the 
state  of  Illinois,  the  county  of  Cook,  or 
the  city  of  Chicago  to  open,  conduct,  manage 
or  maintain  any  hospital  as  defined  in  this 
article  within  the  corporate  limits  of  the 
city  of  Chicago  without  first  obtaining  a 
license   therefor  as   hereinafter   provided. 

1852.  Application.]  Any  person,  firm,  as- 
sociation or  corporation  desiring  such  license 
shall  make  written  application  to  the  com- 
missioner of  health  which  shall  conform 
to  the  general  provisions  of  this  ordinance 
relating  to  applications  for  licenses,  and 
which  shall  also  state  the  location  or  pro- 
posed location  of  the  hospital,  the  purpose 
for  which  it  is  to  be  opened,  conducted  or 
maintained,  the  accommodations  or  proposed 
accommodations  for  the  inmates  thereof,  the 
natui-e  and  kind  of  treatment  given  or  pro- 
posed to  be  given  therein,  the  name  and 
address  of  the  chief  jiliysician,  surgeon  or 
attending  chief  jihysician  or  surgeon  or  board 
of  physicians   nr   surgeons   attendant   therein. 

1853.  Hospital  building'.]  The  building  or 
buildings  used  or  to  l>e  used  as  a  hospital 
shall  comply  with  the  requirements  of  the 
department  of  buildings  and  bureau  of  fire 
prevention    and    public    safety. 
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1858.  Hospital    building"    board.]       For    the 

purposes  of  tliis  ordinance  there  is  hereby 
created  a  liospital  building  board,  which 
shall  be  composed  of  the  commissioner  of 
health,  the  commissioner  of  buildings  and 
the  chief  of  tire  prevention  and  public  safety. 
The  hospital  building  board  shall  meet  upon 
call  of  the  commissioner  of  health  and  shall 
make  such  recommendations  to  the  city  coun- 
cil as  it  inay  deem  necessary  or  expedient  for 
the  construction  and  erection  of  new  hos- 
pital buildings  and  for  changes  in  buildings 
now  being  used  or  which  may  hereafter  be 
used    for    hospital    purposes. 

1859.  Accommodations  for  patients — regu- 
lations as  to  sanitation.]  In  every  hospital 
licensed  under  the  provisions  of  this  article 
each  room  occupied  or  to  be  occupied  by  a 
patient  or  patients,  shall  be  of  such  dimen- 
sions as  shall  give  each  adult  patient  not 
less  than  eight  hundred  cubic  feet  of  space, 
babies  up  to  six  months  old.  two  hundred 
cubic  feet,  children  from  six  months  to 
six  years,  three  hundred  cubic  feet,  six  years 
to  fourteen  years,  six  hundred  cubic  feet, 
with  fresh  air  and  floor  space  in  proportion. 
Every  such  room  shall  have  at  least  one 
window  connecting  with  the  external  air  for 
each  two  beds.  Said  windows  shall  be  of 
such  dimensions  as  shall  secure  to  each  pa- 
tient at  least  twenty-four  hundred  cubic 
feet  of  fresh  air  per  hour  by  natural  venti- 
lation, or  in  case  said  window  shall  not 
secure  said  twenty-four  hundred  cubic  feet 
of  air  per  hour  by  natural  ventilation  then 
each  room  shall,  in  addition  thereto,  be  fitted 
with  such  appliances  for  ventilation  as  shall 
secure  to  each  patient  in  said  room  at  least 
twenty-four  hundred  cubic  feet  of  fresh  air 
per  hour.  Each  bed  shall  have  at  least  eighty 
square  feet  of  floor  space.  In  case  the  same 
is  a  maternity  hosjjital,  a  regularly  licensed 
physician  inust  reside  on  the  premises.  Each 
ward  or  wing  in  said  hospital  shall  have  run- 
ning water  furnished  in  one  or  inore  places 
either  in  said  ward  or  convenient  thereto, 
so  that  the  same  may  be  adequate  and  con- 
venient to  the  occupants  thereof.  The  plumb- 
ing, water  closets,  bath  rooms  and  other 
sanitary  appliances  and  equipment  shall  be 
lonstructed  in  accordance  with  the  city  or- 
linances    relating    thereto.      The    floor    of    the 

'  ollar  or  basement  in  any  building  used  as 
■  I  hospital  shall  be  ]:)roperly  cemented  so  as 
10  be  water-tight.  The  halls  of  each  floor 
shall  be  open  to  the  external  air.  with  suit- 
able windows,  and  shall  have  no  room  or 
other  obstruction  at  either  end  thereof,  un- 
less sufficient  light  or  ventilation  is  other- 
wise provided  for  said  hall,  and  the  building 
as  a  whole  shall  be  provided  with  adequate 
ind  proper  flre  escapes,  stairways,  or  in- 
'  lines   for   exits. 

The  doors,  windows  and  other  direct  open- 
ings to  the  external  air.  of  all  hospitals,  in- 
cluding the  kitchen,  dining  rooms,  laundry, 
toilet  rooms,  laboratory,  morgue  and  post- 
mortem rooms  of  the  same,  shall  be  equipped 
I'l  om  April  1.5th  to  Novemljer  15th  with 
screens  and  anpliances  necessary  for  the 
f.vclusion    of    flies. 

1862.  Prontag-e  consents  required — vrlien.l 
It  shall  be  unlawful  for  any  person,  firm  or 
corporation  to  build,  construct,  maintain. 
<'orduct  or  manage,  in  any  block  in  which 
two-thirds  of  the  buildings  fronting  on  both 
sides  of  the  street  or  streets  on  which  the 
Iiroposed  hospital  may  face  or  extend,  are 
devoted  exclusively  to  residence  purposes, 
tny  hospital,  unless  the  owners  of  a  majority 
iif  the  frontage  in  such  block,  and  the  owners 
of  a  majority  of  the  frontage  on  the  oppo- 
site side  or  sides  of  the  street  or  streets 
on  which  said  building  faces  or  extends, 
lonsent  in  writing  to  the  building,  construct- 
ing or  maintaining,  managing  or  conduct- 
iiig  of  any  such  hospital  in  such  block.  Such 
written  consents  of  the  majority  of  said 
tiroperty  owners  shall  bo  filed  with  the  com- 
missioner of  health  before  a  pei-mit  shall  be 
i^iaiited  for  building  or  constructing  any  such 
liospital  and  before  a  license  shall  be  issued 
lor  the  maintaining,  conducting  or  managin.u 
of    such    hospital. 


1863.  Iiocation  of  hospital  near  school  or 
playground.]  No  hospital  of  any  kind  or 
description  shall  hereafter  be  erected  or  es- 
tablished within  four  hundred  feet  of  any 
property  used  for  a  public  or  parochial  school 
or    as    a    public    playground. 

ABTICIiZ:  xz. 

HOMES. 

1873.  Home  defiined.]  For  the  ijurpose  of 
this  article  a  home  is  hereby  defined  to  mean 
any  institution,  place  or  family  used  for 
the  reception  or  care,  for  a  longer  period 
than  twenty-four  hours,  of  three  of  more 
infants  or  children  apart  from  their  parents. 
A  home  is  further  defined  to  mean  any  in- 
stitution used  for  the  reception  or  care  of 
persons  who  ai'e  dependent  or  not  capable 
of  properly  caring  for  themselves,  and  shall 
be  understood  to  include  homes  for  the  aged 
or  infirm,  orphan  asylums,  half-orphan  asy- 
lums, refuges  and  shelters,  and  also  V>oarding 
homes  caring  for  three  or  more  women  with 
their  children  when  such  children  are  less 
than    fourteen    years    of    age. 

1879.  Accommodations  for  inmates — resr- 
u^ations  as  to  sanitation.]  In  every  such 
home  each  room  occupied  or  to  be  occupied 
by  inmates  shall  be  of  such  dimensions  as 
shall  give  each  inmate  not  less  than  four 
hundred  cubic  feet  of  air  space.  Every  such 
room  shall  have  at  least  one  window  con- 
necting with  the  external  air  for  each  four 
lieds.  Said  windows  shall  be  of  such  dimen- 
sions as  shall  secure  to  each  inmate  at  least 
one  thousand  five  hundred  cubic  feet  of 
fresh  air  per  hour  by  natural  ventilation,  or 
in  case  said  window  shall  not  secure  said 
one  thousand  five  hundred  cubic  feet  of 
fresh  air  per  hour  by  natural  ventilation, 
then  each  room  shall,  in  addition  thereto,  be 
fitted  with  such  appliances  for  ventilation 
as  shall  secure  to  each  inmate  in  said  room 
at  least  one  thousand  five  hundi'ed  cubic 
feet  of  fresh  air  per  hour.  Each  bed  shall 
ha's'e  at  least  forty  square  feet  of  floor  space, 
and  in  every  room  or  dorinitory  containing 
more  than  one  bed  the  beds  shall  be  so  ar- 
ranged as  to  leave  a  passageway  of  not  less 
than  two  feet  horizontally  on  all  sides  of 
each    bed. 

Each  ward  or  wing  in  said  home  shall  have 
running  water  furnished  in  one  or  more 
places,  either  in  said  ward  or  convenient 
thereto  so  that  the  same  may  be  adequate 
and  convenient  to  occupants  thereof.  The 
plumbing,  water-closets.  bath-rooms  and 
other  sanitary  annliances  and  equinment 
shall  be  constructed  in  accord^ince  with  the 
city  ordinances  relating  thereto.  The  floor 
of  the  cellar  or  basement  in  any  building 
used  as  a  home  shall  be  properly  cemented 
so   as    to   be   water-tight. 

The  halls  of  each  floor  shall  be  open  to 
the  external  air  with  suitable  windows,  and 
shall  have  no  I'oom  or  other  obstruction  at 
either  end  thereof,  iinless  sufficient  light  or 
ventilation  is  othei-wise  provided  for  such 
halls,  and  the  building  as  a  whole  shall  be 
provided  with  ade(iuate  and  proper  flre  es- 
capes,   stairways    or    inclines    for    exits. 

All  homes,  including  the  culinary  depart- 
ment, dining  rooms,  laundry,  laboratory, 
morgue  and  post-mortem  j'ooms  connected 
with  the  same,  shall  be  eauipiied  from  Mav 
1,5th  to  November  1.5th  witli  doors,  screens 
and  other  anpliances  nccessar\-  for  the  ex- 
clusion   of    flies. 

1881.     Frontaere   consents   required — ■wlien.] 

It  shall  1)0  unlawful  for  any  nersr)n.  flrm. 
association  or  corixua t ion  to  build,  construct, 
triaintain.  coiuluct  or  manage  a  home  in  any 
Idock  in  which  two-thirds  of  the  buildin.gs 
t'-onting  on  both  sides  of  the  street  or  streets 
on  or  along  which  the  projiosed  home  may 
face  are  devoted  excliislv.dy  to  residence 
pi^rposes,  iinless  the  owners  of  a  maiority 
of  the  frontage  in  such  block  and  the  owners 
of  a  majority  of  the  frontage  on  the  oppo- 
■ite  side  or  sides  of  the  street  or  streets  on 
or  along  which  said  building  faces,  consent 
III    writing    to    the    buildin.g,    construction    or 
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maintaining,  managing  or  conducting  of  any 
such  home  in  such  block;  provided,  liowever, 
that  no  new  frontage  consents  shall  be  re- 
quired if  such  home  has  heretofore  been  li- 
censed by  the  city  of  Chicago  as  a  hospital, 
home  or  nursery  at  the  present  location. 
Such  written  consents  of  the  majority  of 
said  property  owners  shall  be  filed  with  the 
commissioner  of  health  before  a  permit  shall 
be  granted  for  the  building  or  constructing 
of  any  such  home,  and  before  a  license  shall 
be  issued  for  the  maintaining,  conducting  or 
managing    of   any    such    home. 

UNDERTAKERS — BURIAI.S. 

1902.  Prontagre  consents.]  It  shall  be  un- 
lawful for  any  pei'son,  firm  or  corporation 
to  establish  oi'  maintain  a  morgue  or  to 
carry  on  the  business  of  fin  undertaker  as 
defined  in  this  article,  that  receives,  in  con- 
nection with  such  business,  at  his  or  its 
place  of  business,  the  body  of  any  dead 
person  for  embalming  or  other  purposes,  on 
or  along  any  Ijoulevard  or  pleasure  driveway, 
without  consent  of  a  majority  of  the  prop- 
erty owners  according  to  the  frontage  on 
both  sides  of  such  boulevard  or  pleasure 
driveway  in  the  block  in  which  such  morgue 
or  place  of  business  is  located;  it  shall  also 
be  unlawful  for  any  person,  firm  or  corpora- 
tion to  establish  or  maintain  a  morgue  or 
to  carry  on  the  business  of  an  undertaker, 
as    defined    in    this    article,    that    receives,    in 

onnection  with  such  business,  at  his  or  its 
Mlace    of    business    the    body     of     any     dead 

lerson  for  embalming  or  other  purposes, 
iin  or  along  any  street  in  any  block  in  which 
iwo-thirds  of  the  buildings  on  both  sides  of 
the  street  are  used  exclusively  for  residence 
purposes,  without  the  written  consent  of  a 
majority  of  the  property  owners  according 
to  the  frontage  on  both  sides  of  such  street 
in  such  block;  provided  that  nothing  herein 
contained  shall  apply  to  such  location  in  the 
case  of  any  person  licensed  as  an  under- 
taker and  authorized  to  carry  on  such  busi- 
ness at  any  such  location  at  the  time  of 
the  passage  of  this  ordinance,  nor  to  any 
block  in  any  street  on  which  street  car.s  are 
operated.  Such  frontage  consents  shall  be 
obtained  and  filed  with  the  department  of 
health  before  a  license  shall  issue  for  such 
business. 

1903.  Undertaking'  rooms.]  No  person 
shall  be  licensed  to  carry  on   the  business  of 

;i  undertaking  in  any  establishment,  store  or 
place,  unless  such  establishment,  store  or 
place  shall  be  provided  with  a  compartment 
or  room  completely  shut  off  or  capable  of 
being  completely  shut  off  from  the  other 
parts  of  such  establishment,  store  or  place; 
such  compartment  or  room  shall  have  free 
outside  ventilation  and  light,  and  its  floor 
shall  be  constructed  of  or  covei'ed  with  a 
non-absorbent  material  and  shall  be  con- 
nected with  a  sewer  by  an  approved  sanitary 
drain. 

1921.  Undertaker's  place  not  to  be  used 
as  a  public  morgue.]  No  person  licensed  as 
an  undertaker  under  the  provisions  of  this 
article  shall  permit  or  allow  any  room,  store, 
place  or  establishment  conducted,  used,  oper- 
ated or  maintained  l)y  him  in  the  undertak- 
ing business  to  be  used  as  a  public  morgue. 
If  any  dead  hviman  body  is  brought  to  any 
such  room,  store,  place  or  establishment,  and 
if  arrangements  are  not  made  for  the  burial 
or  cremation  of  such  body  within  one  hun- 
dred hours  from  and  after  the  hour  of  death, 
the  body  shall  be  taken  by  the  undertaker 
to  the  Cook  county  morgue,  or  placed  by  him 
in   one   of   the    cemetery    receiving   vaults. 

ARTICI.I:    XXXI. 
HEATING     TENEMENT     HOUSES,      FAC- 
TORIES   AND    WORKSHOPS. 

2119.      Required    temperature — complaints.] 

It  shall  lie  tlif  duty  of  cxci-.v  ix-isnii.  linn  i>r 
corixiratidii  owning  <ir  ront  rcdliiig  Ilir  lical- 
ing  plant  wliith  ruriiishes  heat  to  aii.N'  tene- 
ment   house,     hotel,    lodging    house,     rooming 


house  or  boarding  house,  as  defined  by  th« 
ordinances  of  the  city,  in  which  the  heat  is 
furnished  from  a  heating  plant  used  in  com- 
mon for  the  purpose  of  heating  the  various 
rooms  and  apartments  therein,  and  such 
heating  plant  is  under  the  control  or  super- 
vision of  such  owner  or  person  in  control  of 
such  buildiner.  to  furnish  heat  to  such  rooms 
and  apartments  from  October  1st  of  each 
year  to  June  1st  of  the  succeeding  year,  so 
that  the  occupants  thereof  may  secure,  with- 
out such  undue  restriction  of  ventilation  as 
to  interfere  with  proper  sanitary  conditions, 
a  minimum  temperature  of  60  degrees  Fah- 
renheit at  6:30  a.  m.,  65  degrees  at  7:30  a. 
m.,  and  68  degrees  at  8:30  a.  m.,  and  there- 
after until  10:30  p.  m.,  averaged  throughout 
the  apartment;  provided,  that  written  notice 
of  complaint  concerning  lack  of  heat  in  such 
room  or  apartment  shall  first  be  given  to 
such  person,  firm  or  corporation,  owning  or 
controlling  sucli  tenement  house  by  regis- 
tered mail  before  any  person  shall  be  deemed 
to  have  violated  this  section. 
Ainendeil    Janiiari/    2.     192'i. 

2120.  Method  of  determining  temperature. 

For  the  purpose  of  determining  whether  or 
not  the  temperature  in  any  such  room  or 
apartment  is  in  accordance  with  the  provi- 
sions of  the  pi'eceding  section,  temperature 
readings  shall  be  made  only  by  an  inspector 
of  the  department  of  health  by  means  of  a 
standard  Fahrenheit  thermometer  approved 
by  the  department  of  health  in  not  less  than 
two  separate  rooms  in  such  apartment,  or  if 
the  apartment  consists  of  only  one  room  then 
in  two  opposite  parts  of  the  room  as  near 
the  extremes  as  practicable,  such  therino- 
meter  to  be  placed  at  a  point  not  less  than 
four  feet  nor  more  than  six  feet  away 
from  any  door  or  window  leading  to 
the  outer  air.  Failure  to  furnish  the 
heat  required  in  the  preceding  section 
shall  not  constitute  an  offense  where  it  is 
due  to  a  breakdown  of  the  heating  plant,  if 
diligence  is  used  to  have  such  plant  repaired 
(unless  such  breakdown  has  been  caused  by 
the  violation  of  an  existing  ordinance  re- 
lating to  the  operation  of  heating  plants), 
nor  where  it  is  due  to  strikes,  to  general 
shortage  of  fuel,  to  any  act  of  the  tenant 
who  makes  the  complaint,  or  to  any  cause 
Iteyond  the  owner's  control,  unless  written 
notice  of  such  failure  to  furnish  the  heat 
hereby  required  shall  first  have  been  given 
to  the  owner  or  agent  of  the  building  by 
registered  mail,  and  the  temperature  read- 
ings herein  provided  for  shall  not  be  made 
until  after  the  delivery  of  such  registered 
letter  to  the  addressee  thereof. 
Amended   January    2,    li)2!i- 

2121.  Required  temperature  In  factories — 
moisture  content.]  It  shall  be  the  duty  of 
every  peison  firm  or  corpoi'ation  owning  or 
controlling  the  heating  plant  which  furnishea 
heat  to  any  factory  or  workshop  as  defined 
by  this  ordinance,  to  maintain  a  temperature 
within  such  factory  or  workshop  of  not  less 
than  68  degrees  Fahrenheit  without  such 
undue  restriction  of  ventilation  as  to  inter- 
fere with  proper  sanitary  conditions  therein; 
provided,  however,  that  this  requirement 
6hall  not  api^Iy  to  any  factory  or  workshop 
where  the  business  'conducted  therein  is 
of  such  a  nature  that  a  higher  or  lower 
temperature  than  6S  degrees  Fahrenheit  is 
necessary  or  expedient  for  the  work,  trade, 
occupation  or  manufacturing  processes  of 
the  business  so  conducted  therein;  and  pro- 
vided further,  that  in  all  such  cases,  when 
such  higher  or  lower  temperature  is  neces- 
sary or  expedient,  the  moisture  content  of 
tlie  air  shall  be  increased  where  the  teni- 
pei'aturo  is  maintained  below  68  degrees 
Fahrenheit  or  decreased  where  the  tempera- 
lure  is  maintained  al)ove  68  degrees  Faliren- 
lieit  in  the  proper  amount  to  maintain  a 
wet  bull)  tempt'rature  between  ,")4  tlegrees 
and  58  degrees  Fahrenheit,  and  in  the  case 
of    special     manufacturing    processes    where 
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it  is  necessary  or  expedient  to  maintain  a 
wet  bulb  temperature  below  or  above  the 
extremes  herein  set  forth,  the  commissioner 
of  health  shall  prescribe  and  enforce  such 
reasonable  precutions  and  safeguards  as  will 
meet  the  requirements  of  such  special  man- 
ufacturing processes  without  endangering  the 
health  of  the  occupants  of  such  factory  or 
■workshops.  The  manner  of  determining  the 
temperature  in  all  cases  where  the  tempera- 
ture to  be  maintained  is  6S  degrees  Fahren- 
heit shall  be  the  same  as  in  section  2120, 
and  in  all  other  cases  shall  be  in  such  prac- 
tical manner  as  in  the  commissioner  of  health 
may    determine. 

2121a.  Rectiiired  Temperatures  in  Offices 
Stores,  and  Places  of  Einploym.ent.]  It  shall 
be  till-  (liitii  uf  mill  [Hrsnii,  linn  or  cnriiunitwn  oicning 
or  controlliny  tlw  lieatiii;/  phiiit  wkicli  furnishes  heat 
to  ana  office,  store  or  other  place  of  employment,  to 
maintain  a  temperature  within  such  office,  store  or  place 
i)j  employment  of  not  less  than  68  degrees  Fahrenheit 
nilhiiut  such  undue-  restriction  of  ventilation  as  to 
iiiterfire  with  proper  sanitary  conditions  therein,  be- 
tween the  hours  of  S:00  A.  M.  arid  0:00  P.  M.,  from 
October  first  of  each  year  to  June  first  of  the  succeed- 
iiKj   I/car,    Sundays    and    full    legal    holidays    excepted. 

2122.  Penalty.]  Any  person,  Ann  or  cor- 
lioration  owning  or  controlling  a  tenement 
house,  hotel,  lodging  house,  rooming  house 
or  boarding  house,  as  defined  by  the  ordi- 
nances of  the  city  in  which  the  heat  is 
furnished  as  described  in  section  2119,  own- 
ing or  controlling  the  heating  plant  which 
furnishes  heat  to  any  factory  or  workshop, 
office,  store,  or  other  place  of  employment 
as  described  in  sections  2121  and  2121a,  that 
violates  any  of  the  provisions  of  this  article 
or  neglects  or  refuses  to  comply  therewith, 
after  notice  from  the  department  of  health 
as  herein  provided,  shall,  upon  conviction 
thereof,  be  fined  not  less  than  twenty-five 
dollars  nor  more  than  two-hundred  dollars 
for  each  offense,  and  a  separate  offense  shall 
be  deemed  to  have  been -committed  each  day 
that  a  violation  of  this  article  continues; 
provided,  that  no  more  than  one  fine  shall 
be  imposed  for  violations  in  the  same  build- 
ing occurring  on  any  one  day. 

ARTICIiE   XXXII. 
DIVISION  OF  AIR  CONDITIONS  CONTROI.. 

2123.  Division  of  air  conditions  control 
established  in  the  department  of  healths — 
duties.]  There  is  hereby  established  a  di\'i- 
sion  of  the  department  of  health  of  the  city 
of  Chicago  to  be  known  and  designated  as 
the  division  of  air  conditions  control.  All 
employes  In  said  division  shall  be  appointed 
according  to  law  and  shall  be  under  the 
supervision  and  control  of  the  commissioner 
of   health. 

The  division  of  air  condition's  control  shall 
be  charged  with  the  inspection  and  control 
of  the  installation  and  maintenance  of  heat- 
ing and  ventilating  equipment,  the  inspec- 
tion of  rooms  for  natural  and  mechanical 
ventilation,  the  prevention  and  abatement  of 
smoke,  gas  and  fume  nuisances,  the  examin- 
ation and  approval  of  plans  of  all  heating 
and  ventilation  installations,  and  of  all 
smoke,  gas  and  fume  creating  ijrevention 
and  abatement  installations  installed  or  re- 
constructed in  any  building,  location  or  on 
any  premises  within   the   city   of  Chicago. 

2124.  Head  of  division  —  ctualifications  — 
duties.]  The  head  of  the  division  of  air  con- 
ditions control  shall  be  an  engineer  qualified 
by  technical  training  in  the  theory  and  prac- 
tice of  heating,  ventilation  and  air  condition- 
ing. He  shall  also  be  experienced  in  and 
thoroughly  familiar  with  the  design,  con- 
struction and  operation  of  steam  boilers  and 
furnaces  and  in  the  theory  and  practice  of 
smoke   prevention    and   abatement. 

Under  the  direction  of  the  commissioner 
of  health,  he  shall  have  charge  of  the  divi- 
sion of  air  conditions  control,  shall  super- 
vise and  direct  its  operations  and  shall  be 
charged  with  the  enforcement  of  all  laws 
of  the  state  and  ordinances  of  the  city  rela- 


tive to  the  preservation  of  the  purity  of 
uie  air.  He  shall  conduct,  or  cause  to  be 
conducted,  investigations  and  studies  of  the 
condition  of  the  air  of  the  city  and  the 
measures  necessary  to  preserve  the  same  in 
the  highest   possible  degree   of  purity. 

2125.  Assistants  and  employes.]  There 
shall  also  be  employed  in  the  division  of  air 
conditions  control,  such  engineer.s,  inspectors, 
assistant  inspectors,  deputy  inspectors  and 
other  employes  as  shall  be  provided  for  by 
the    city    council. 

2126.  Construction  and  reconstruction  of 
plants  —  plans  and  specifications  —  permit  — 
Commissioner     of     building's     to     supervise.] 

No  new  plants  nor  any  I'econstruction  of  any 
existing  plant  for  producing  power  and  heat, 
or  either  of  them,  nor  any  new  chimney  con- 
nected with  a  steam  plant,  shall  be  erected 
or  maintained  in  the  city  until  plans  and 
specifications  of  the  same  have  been  filed 
in  the  office  of  and  approved  by  the  commis- 
sioner of  health  and  a  permit  Issued  by  him 
for  such  erection,  reconstruction  or  main- 
tenance. Plans  and  specifications  to  he  filed 
with  the  commissioner  of  health  shall  show 
the  amount  of  work  and  the  amount  of  heat- 
ing to  be  done  by  such  plant  and  all  appur- 
tenances thereto,  including  all  ijrovisions 
made  for  the  purpose  of  securing  complete 
ccmbustion  of  the  fuel  to  be  used  and  for 
the  purpose  of  preventing  smoke;  said  plans 
and  specifications  shall  also  contain  a  state- 
ment of  the  kind  of  fuel  proposed  to  be  used 
and  shall  also  show  that  the  room  or  apart- 
ment in  which  such  plant  shall  be  located 
is  provided  with  doors,  windows,  air-shafts, 
fans  and  other  means  of  ventilation  suffi- 
cient to  prevent  the  temperature  of  such 
room,  apartment,  basement  or  other  portion 
of  such  building,  wherein  such  steam  plant 
or  apparatus  is  to  be  used,  from  rising  to  a 
point  higher  than  one  hundred  and  twenty 
degrees  Fahrenheit,  and  sufficient  also  to 
provide  that  the  atmosphere  of  any  such 
apartment,  wherein  such  apparatus  may  be 
located,  may  be  entirely  changed  every  ten 
minutes.  Upon  the  approval  of  such  plans 
and  specifications  a  duplicate  set  of  which 
shall  be  left  on  file  in  said  office,  and  upon 
the  payment  of  the  fees  as  hereinafter  pro- 
vided, the  commissioner  of  health  shall  issue 
a  permit  for  the  reconstruction,  erection  or 
maintenance  of  such  plant.  As  soon  as  the 
commissioner  of  health  haa  examined  the 
plans  and  specifications  submitted,  and  has 
issued  a  permit  as  above  provided,  he  shall 
notify  the  commissioner  of  buildings  to  see 
that  "the  execution  of  the  work  permitted  is 
carried  out  in  conformity  with  the  plans  and 
specifications,  with  special  reference  to  the 
amount  of  space  used,  the  size  and  construc- 
tion of  the  chimney  or  chimneys  used,  the 
provision  for  the  prevention  of  smoke,  and 
the  provisions  for  ventilation,  and  for  the 
proper  temperature  in  the  engine  and  boiler 
looms. 

2127.  "Use  of  plant — certificate  of  commis- 
sioner of  health,  rectuired.]  It  shall  be  un- 
lawful for  any  person  to  use  any  new  or 
reconstructed  plant  for  the  production  and 
generation  of  heat  and  power,  or  either  of 
ihem,  until  he  shall  have  first  jirocured  a 
certificate  from  the  commissioner  of  health 
certifying  that  the  plant  is  so  constructed 
that  it  will  do  the  woi'k  required,  and  that 
it  can  be  so  managed  that  no  dense  smoke 
shall  be  emitted  from  the  chimney  connected 
with    the    furiuice    or    firebox. 

2128.  HigJi-pressure  boilers — repairs — per- 
mit reqiiired — penalty.]  No  owner  shall 
alter  or  repair  an.\-  liri<k  work  on  or  about  a 
high-pressure  boibr  without  first  submitting 
plans  and  specifications  to  the  commissioner 
of  health  and  securing  a  permit  therefor  and 
such  work  shall  be  done  only  by  one  properly 
licensed  therefor.  Any  person  who  shall 
violate  this  section  shall  be  liable  to  a  fine 
of  twenty-five  dollars  for  each  day  upon 
which  he  shall  prosecute  such  alteration, 
change  or  installation  without  a  permit,  and 
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»ach    day's    violation    shall    constitute    a    sep- 
arate  offense. 

2129.  Emission  of  dense  smoke — regTila- 
tions — abatement — penalty.]  T  h  e  emission 
of  dense  smoke  witliin  the  city  from  the 
smoke  stack  of  any  locomotive,  steam  boat, 
steam  tug,  steam  roller,  steam  derrick,  steam 
pile  driver,  tar  kettle  or  other  similar  ma- 
chine or  contrivance,  or  from  the  smoke- 
stack or  chimney  of  any  building  or  premises, 
except  for  a  period  of  six  minutes  in  any  one 
hour  during  which  the  fire  box  is  being 
cleaned  out  or  a  new  Are  being  built  therein, 
is  hereby  declared  to  be  a  nuisance  and  may 
be  summarily  abated  by  the  commissioner 
of  health  or  by  any  one  whom  he  may  duly 
authorize  for  such  purpose.  Such  abate- 
ment may  be  in  addition  to  the  fine  herein- 
after provided.  Any  person,  firm  or  corpora- 
tion owning,  operating  or  in  charge  or  con- 
trol of  any  locomotive,  steam  boat,  steam 
tug,  stearn  roller,  steam  derrick,  steam  pile 
driver,  tar  kettle  or  other  similar  machine 
or  contrivance,  or  of  any  building  or  prem- 
ises, who  shall  cause  or  permit  tlie  emission 
of  dense  smoke,  within  the  city,  from  the 
smokestack  or  chimney  of  any  such  loco- 
motive, steam  boat,  steam  tug,  steam  roller, 
Steam  derrick,  steam  pile  driver,  tar  kettle, 
or  other  similar  machine  or  contrivance,  or 
from  the  smokestack  or  chimney  of  any 
building  or  premises  so  owned,  controlled  or 
in  charge  of  him  or  it,  except  for  a  period 
of  six  minutes  in  any  one  hour  during  which 
the  fire  box  is  being  cleaned  out  or  a  new  fire 
being  built  therein,  shall  be  deemed  guilty 
of  a  violation  of  this  section,  and  upon  con- 
viction thereof  shall  be  find  not  less  than 
ten  dollars  nor  more  than  one  hundred  dol- 
lars for  each  offense;  and  each  emission  of 
dense  smoke  in  violation  of  the  provisions  of 
this  section  shall  constitute  a  separate  of- 
fense for  each  and  every  day  on  which  such 
violation    shall    continue. 

TENEMENT    AND    I.ODaiNG    HOUSES. 

2134.  Conform    to     requirements.]      No 

house  or  building  hereafter  erected  shall  be 
used  as  a  tenement  house  or  lodging  house, 
and  no  house  or  building  heretofore  erected 
and  not  now  used  for  such  purposes  shall  be 
converted  into,  used  or  leased  for  a  tene- 
ment or  lodging  house,  unless,  in  addition 
to  the  requirements  hereinbefore  contained 
in  article  IX  of  chapter  XVII  of  this  ordi- 
nance, it  conforms  to  requirements  affecting 
tenement  or  lodging  houses,  or  both,  as 
specified  in  the  following  sections  of  this 
article. 

2135.  Distances  between  building's  on  same 
lot.]  It  shall  not  be  lawful  hereafter  to 
erect  for  or  convert  to  the  purpose  of  a  lodg- 
ing house  any  building  on  any  lot,  other 
tlian  a  corner  lot,  where  there  is  another 
liuilding  on  the  same  lot,  unless  there  is 
a  clear,  open  space  exclusively  belonging 
thereto,  and  extending  upward  from  the 
ground,  of  at  least  ten  feet  between  such 
buildings,  if  they  are  one  story  high  above 
the  level  of  the  ground;  if  they  are  two 
stories  high,  the  distance  between  them  shall 
not  be  less  than  fifteen  feet;  If  they  are 
three  stories  high,  the  distance  between  them 
shall  not  be  less  than  twenty  feet;  and  if 
they  are  more  than  three  stories  high,  the 
distance  between  them  shall  be  not  less  than 
twenty-five   feet. 

2136.  Height  of  ceiling-s — ^windows.]  In 
every  such  house  hereafter  erected  or  con- 
verted, every  habitable  room  except  rooms 
in  the  attic  shall  be  in  every  part  not  less 
than  eight  feet  in  height  from  the  floor  to 
the  ceiling;  and  every  habitable  room  in  the 
attic  of  any  such  building  shall  be  at  least 
eight  feet  in  height  from  the  floor  to  the 
('tiling  throughout  not  less  than  one-half 
the  area  of  such  room.  Every  such  room 
shall  have  at  least  one  window  connecting 
H'itti  the  external  air,  or  over  the  door  an 
adequate  ventilator  connecting  it  with  a 
room  or  hall  which  has  a  connection  with  the 
t'xternal  air,  and  so  arranged  as  to  produce 
a    cross    current    of    air.      The    total    area    of 


window  or  windows  in  every  room  communi- 
cating with  the  external  air  shall  be  at  least 
one-tenth  of  the  superficial  area  of  every 
such  room;  and  the  top  of  one  at  least  of 
such  windows  shall  not  be  less  than  seven 
feet  and  six  inches  above  the  floor,  and  the 
upper  half  at  least  shall  be  made  so  as  to 
open  the  full  width.  Every  hatiitable  room 
of  a  less  area  than  one  hundred  superficial 
feet,  if  it  does  not  communicate  directly 
with  the  air,  and  is  without  an  open  fire- 
place, shall  be  provided  with  a  special  means 
of  ventilation  by  a  separate  air  shaft  ex- 
tending to  the  roof,  or  otherwise,  as  the 
commissioner   of    health    may   prescribe. 

2137.  Iiodg-ing-  house — ventilation.]  Every 
house,  building,  or  portion  thereof  in  the  city, 
designed  to  be  used,  occupied,  leased  or 
rented,  or  which  is  used,  occupied,  leased 
or  rented,  for  a  lodging  house,  shall  have  in 
every  room  which  is  occupied  as  a  sleeping 
room  and  which  does  not  communicate  di- 
rectly with  the  external  air  a  ventilating  or 
transom  window  having  an  opening  or  area 
of  three  square  feet  over  the  door  leading 
into  and  connected  with  the  adjoining  room, 
if  such  ad.ioining  room  communicates  with 
the  external  air,  and  also  a  ventilating  or 
transom  window  of  the  same  opening  or 
area  communicating  with  the  entry  or  hall 
of  the  house;  or  where  this  is  from  the  rela- 
tive situation  of  the  rooms  impracticable, 
sucli  last  mentioned  ventilating  or  transom 
window  shall  communicate  with  an  adjoin- 
ing room  that  itself  communicates  with  the 
entry  or  hall.  Every  such  house  or  building 
shall  have  in  the  roof  at  the  top  of  the  hall 
an  adequate  and  proper  ventilator.  No  room 
in  any  lodging  house  shall  be  so  occupied 
tliat  the  allowance  of  air  to  each  person 
living  or  sleeping  in  such  room  shall  at  any 
time  be  less  than  four  hundred  cubic  feet 
for  each  such  person  more  than  twelve  years 
old  and  two  hundred  cubic  feet  for  each 
such  person  of  the  age  of  twelve  years  or 
under. 

2138.  Water  supply — cellar  floor — ventila- 
tion of  halls.]  Every  such  house  hereafter 
erected  or  converted  shall  have  proper  con- 
veniences and  receptacles  for  ashes  and  rub- 
bish; it  shall  have  water  furnished  at  one 
or  more  places  in  such  house  or  in  the  yard 
thereof,  so  that  the  same  may  be  adequate 
and  reasonably  convenient  for  the  use  of 
the  occupants  thereof;  it  shall  have  the  floor 
of  the  cellar  properly  cemented  so  as  to  be 
water-tight;  the  halls  of  each  floor  shall 
open  directly  to  the  external  air,  with  suit- 
able windows,  and  shall  have  no  room  or 
other  obstruction  at  the  end,  unless  sufti- 
cient  light  or  ventilation  is  otherwise  pro- 
vided for  said  hall  in  a  manner  approved 
by    the    commissioner    of    buildings. 

2146.  XiOdg'ing-  house  defined.]  A  lodging 
house  shall  be  taken  to  mean  and  include 
any  house  or  building  or  portion  thereof  in 
which  persons  are  harbored  or  received  or 
lodged  for  hire  for  a  single  night  or  for 
less  than  a  week  at  one  time,  or  any  part 
of  which  is  let  for  any  person  to  sleep  in 
for    any    terin    less    than    a    week. 

2147.  Penalty.]  Any  person  who  shall 
violate,  disobey,  neglect,  or  refuse  to  com- 
ply with,  or  resist,  any  of  the  provisions  of 
this  article,  or  who  refuses  to  comply  with 
any  of  the  sanitary  regulations  of  the  de- 
partment of  health  concerning  any  of  the 
matters  or  things  mentioned  in  this  article 
sliall  be  fined  not  less  than  ten  dollars  nor 
more  tlian  two  hundred  dollars  for  each 
offense. 

VENTIIiATION. 

2152.  Classes  of  building-s.]  Whenever 
reference  is  maile  in  this  article  to  any 
class  of  buildings  it  shall  be  understood  as 
meaning  the  kind  of  building  designated  in 
the  same  way  in  chapter  XVII  of  this  or- 
dinance. 

2153.  Ventilation  in  building's.]  (a)  The 
air  in  anv  room  used  as  an  auditorium  in 
buildings  "of  classes  IVl),  IX'c,  IVd  and  V 
hereafter    erected,    and    the    air   in    any    room 
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used  as  a  class  room  or  assembly  hall  in 
buildings  of  class  VIII  hereafter  erected, 
shall  be  changed  so  as  to  provide  each  per- 
son for  whom  seating  accommodation  is 
provided  in  such  auditorium,  class  room  or 
assembly  hall  with  at  least  fifteen  hundred 
cubic   feet  of  air   per  hour. 

(b)  In  buildings  of  class  VII  hereafter 
erected,  on  floors  frequented  by  the  public, 
the  air  in  such  rooms  sh.-.ll  l>c  .•-;\ii)plicd  at 
the    following    rates: 

For  each  person  in  basement,  two  thou- 
sand cubic  feet   per  hour. 

For  each  person  in  first  to  third  stories, 
both  inclusive,  fifteen  hundred  cubic  feet 
per    hour. 

For  each  person  in  fourth  story  and  above, 
.  xcept  as  hereinafter  provided,  thirteen  hun- 
1  ed    cubic    feet    per   hour. 

(c)  For  the  purpose  of  determining  the 
number  of  people  on  any  floor  in  buildings 
of  class  VII,  in  calculating  the  means  of 
ventilation,  the  following  floor  area  per  per- 
son   per    floor    shall    be    taken    as    the    basis. 

Basement,  per  person,  twenty  square  feet 
of  floor  area,  exclusive  of  walls,  stairs  and 
elevators. 

First  story,  per  person,  fifty  square  feet 
of  floor  area,  exclusive  of  walls,  stairs,  ele- 
vators   and    inclosed    show    windows. 

Second  story,  per  person,  fifty  square  feet 
'if  floor  area,  exclusive  of  walls,  stairs,  ele- 
\, a  tors   and    inclosed    show    winAows. 

Third  story,  per  person,  sixty  square  feet 
.)f  floor  area,  exclusive  of  walls,  stairs  and 
elevators. 

Fourth  story  and  above,  per  person,  eighty 
square  feet  of  floor  area,  exclusive  of  walls, 
stairs  and  elevators,  except  as  hereinafter 
Ijrovided. 

(d)  Grocery  departments  and  restaurants, 
Ijer  person,  forty  square  feet  of  floor  area, 
exclusive   of  walls,    stairs   and   elevators. 

(e)  The  amount  of  carbon  dioxide  in  the 
air    of    any    such    auditoriuin,    class    room    or 

i.ssembly    hall    or    space    frequented    by    the 

iDlic,    in    class    VII   buildings,    shall   not    be 

I  ermitted   to   rise   above   ten    parts    of   carbon 

lioxide  per  ten  thousand  parts  of  air,  mea- 
surements being  taken  at  levels  from  two 
iiiul    one-half    to    eight    feet    above    the    floor. 

M  iierally  distributed,  and  the  temperature 
in  such  spaces,  when  artificially  heated,  shall 
not  exceed  sixty-eight  degrees  Fahrenheit, 
fielative  humidity  shall  not  be  less  than 
liirty-five  degrees  nor  more  than  eighty  de- 
i;rees. 

(f)  The  air  in  any  room  used  as  an  audi- 
I'lrium    in    buildings    of    classes     IV    and    V 

instructed  prior  to  March  13,  1911,  and  the 
tir  in  any  room  used  as  a  class  room  or 
assemlily  hall  in  buildin.gs  of  class  VIII 
lon.stiucted  prior  to  said  date,  shall  be 
'lianged,  so  as  to  provide  each  person  for 
whom  seating  accommodation  is  provided  in 
■^u<h  auditorium,  class  room  or  assembly 
luiU  with  at  least  twelve  hundred  cubic  feet 
"f  air   per   hour. 

(g)  The  air  in  any  rooms  and  floors  in 
I  iildings  of  class  VII  erected  prior  to  March 
1 :'.  1911.  sliall  be  supplied,  by  mechanical  or 
"ther  means,  at   the  following  rates: 

For  each  person  in  baseinent,  sixteen  hun- 
ihed   cubic   feet   per   hour. 

For  each  person  in  first  to  third  stories, 
'  oth  inclusive,  twelve  hundred  cubic  feet 
lier    hour. 

For  each  person  in  fourth  story  and  above. 
•  xeept  as  hereinafter  provided,  ten  hundred 
md    forty    cubic    feet    per    hour. 

For  each  person  in  grocery  departments 
I  lid  restaurants,  twelve  hundred  cubic  feci 
P'-r  hour. 

ih)  For  the  purpose  of  determining  the 
number  of  people  on  any  floor  in  buildings 
"t  class  VII,  in  calculating  the  means  of 
ventilation,  the  following  floor  area  per  per- 
son   per    floor    .shall    be    taken    as    the    basis: 

Basement,  per  person,  twenty  square  feet 
oi"  floor  area,  exclusive  of  walls,  stairs  and 
elevators. 

First  story,  per  person,  twenty  square  feet 
of  floor  area,  exclusive  of  walls,  stairs,  ele- 
vators and  inclosed  show  windows. 


Second  story,  per  person,  fifty  square  feet 
of  floor  area,  exclusive  of  walls,  stairs,  ele- 
\ators,    and    inclosed    show    windows. 

Third  story,  per  person,  sixty  square  feet 
of  floor  area,  exclusive  of  walls,  stairs  and 
elevators. 

Fourth  story  and  above,  per  person,  eighty 
square  feet  of  floor  area  exclusive  of  walls, 
stairs  and  elevators,  except  as  hereinafter 
provided. 

Grocery  departments  and  I'estaurants,  per 
person,  forty  square  feet  of  floor  area,  ex- 
clusive  of   walls,    stairs  and   elevators. 

(i)  The  amount  of  carbon  dioxide  in  the 
air  of  any  such  auditorium,  class  room  or 
asseinbly  hall  or  space  frequented  by  the 
public  in  class  VII  buildings  shall  not  be 
permitted  to  rise  above  twelve  parts  of  car- 
bon dioxide  per  ten  thousand  parts  of  air, 
measurements  being  taken  at  levels  from 
two  and  one-half  feet  to  eight  feet  above 
the  floor,  generally  distributed;  and  the  tem- 
perature in  such  places,  when  artificially 
heated,  shall  not  exceed  seventy  degrees  Fah- 
renheit. The  relative  humidity  shall  not  be 
less  than  forty  degrees  nor  more  than  eighty- 
five     degrees. 

(j)  The  word  "auditorium,"  as  used  in 
this  section  in  connection  with  buildings  of 
classes  IV  and  V,  shall  )je  construed  as  in- 
cluding the  main  flooi-,  balcony  and  galleries. 

(k)  In  buildings  hereafter  erected  for,  or 
converted  to.  the  use  of  a  factory,  mill  or 
workshop,  the  air  shall  be  changed,  except 
as  hereinafter  provided,  so  as  to  provide  each 
person  for  whom  working  accommodations 
are  provided  therein  with  at  least  fifteen  hun- 
dred   cubic    feet    of    air    per    hour. 

(1)  In  buildings  used  for  the  purpose  of 
a  factory,  mill  or  workshop  at  the  time  of 
the  passage  of  this  ordinance,  the  air  shall 
be  changed,  except  as  hereinafter  provided, 
so  as  to  provide  each  person  for  whom  work- 
ing accommodations  are  provided  therein 
with  at  least  twelve  hundred  cubic  feet  of 
air    per    hour. 

(m)  In  any  building  or  room  hereafter 
erected  for,  or  converted  to  the  use  of,  a 
factory,  mill  or  workshop,  the  amount  of 
carbon  dioxide  in  the  air,  except  as  herein- 
after provided,  shall  not  be  permitted  to 
rise  above  ten  parts  of  carbon  dioxide  per 
ten    thousand   parts   of   air. 

(n)  In  buildings  or  rooins  used  for  the 
purpose  of  a  factory,  mill  or  workshop  at 
the  time  of  the  passage  of  tliis  ordinance, 
the  amount  of  carbon  dioxide  in  the  air, 
except  as  hereinafter  provided,  shall  not 
be  permitted  to  rise  above  twelve  parts  of 
carbon  dioxide  per  ten  thousand  parts  of  air. 
The  measurements  in  each  case  above  enu- 
merated in  this  paragraph  shall  be  taken  at 
levels  from  two  and  one-half  feet  to  eight 
feet  above  the  floor,  distributed  generall.v; 
and  the  temperature  in  such  spaces,  when 
artificially  heated,  shall  not  exceed  sixty- 
eight  degrees  Fahrenheit,  except  as  herein- 
after provided;  the  relative  humidity  shall 
not  be  less  than  forty  degrees  nor  more  than 
eighty-five    degrees. 

(o)  The  above  provisions  and  standards 
as  to  ventilation  shall  not  apply  to  storage 
rooms  or  vaults  or  any  place  where  the  man- 
ufacturing processes  tlierein  conducted  would 
lie  materially  interfered  with,  or  where  man- 
ufacturing processes  tlierein  conducted  would 
produce  considerable  quantities  of  fi-ee  car- 
nn  dioxide,  except  that  the  air  in  such  rooms 
or  vatilts  or  in  any  jilaces  of  manufactui'e 
shall  not  be  permitted  to  become  detrimental 
to  the  health  of  those  who  enter  or  worlv 
therein. 

(p)  No  part  of  the  fresh  air  supplied  in 
compliance  with  the  requirements  of  this 
section  shall  be  taken  from  any  cellar  or 
basement. 

(q)  No  person,  firm  or  corporation,  cither 
as  owner,  proprietor,  lessee,  manager  or 
superintendent  of  an.v  factory,  mill,  work- 
shop or  any  other  building  where  one  or 
more  persons  are  employed,  shall  cause,  per- 
mit or  allow  the  same  or  any  portion  or 
apartment  of  any  room   in  such   fai'toi'y,   mill 
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or  workshop,  to  be  overcrowded  or  to  have 
inadequate,  faulty  or  insufficient  light  or 
ventilation. 

(r)  No  person  shall  be  exposed  to  any 
direct  draft  from  any  air  inlet,  nor  to  any 
draft  having  a  temperature  of  less  than 
sixty    degrees. 

(s>  All  poisonous  or  noxious  fumes  or 
gases  arising  from  any  process,  and  all  dust 
of  a  character  injurious  to  the  health  of  per- 
sons employed,  which  is  created  in  the  course 
of  a  manufacturing  process,  within  such 
factory,  mill,  workshop  or  laundry,  shall  be 
removed,  as  far  as  practicable,  by  either 
ventilating   or   exhaust    devices. 

2154.  Cliarg-es  for  approval  of  plans  for 
mechanical  ventilation  equipment.]  The  com- 
missioner of  healtli  shall  make  the  follow- 
ing charges  for  the  approval  of  plars  for 
mechanical  ventilation  equipment  and  for 
the    inspection    and    testing    of    the    same. 

Five  dollars  for  an  equipment  handling 
five  thousand  cubic  feet  of  air  per  minute, 
or  less,  and  one  dollar  for  each  additional 
capacity  of  one  thousand  cubic  feet  per 
minute. 

The  owner  or  contractor  shall  be  granted 
a  certificate  of  inspection  when  the  final 
inspection  and  test  is  made  and  the  fee  paid. 

No  fee  for  minor  alterations  shall  be 
charged  unless  tlie  alterations  include 
changes  in  the  method  of  ventilating  or  in 
the  total  capacity  of  the  equipment,  in  which 
case  the  charge  will  be  one  dollar  for  every 
one  thousand  cubic  feet  of  air  per  minute 
additional  capacity. 

2155.  Annual  inspection  fee.]  An  annual 
inspection  of  all  mechanical  ventilation 
equipment  in  public  and  semi-public  build- 
ings and  places  of  employment  shall  be  made 
by  the  commissioner  of  health  to  see  that 
the  same  is  in  proper  operating  condition. 
The  fee  for  the  annual  inspection  shall  be 
fifty  cents  per  one  thousand  cubic  feet  or 
fraction  thereof,  of  air  handled  per  minute. 
Such  annual  inspection  fee  shall  be  paid  in 
advance  to  the  city  collector  on  the  first  day 
of  March  of  each  year. 

2156.  Penalty.]  Any  person,  firm  or  cor- 
poration violating  or  failing  to  comply  with 
any  of  the  provisions  of  this  article  shall 
be  fined  not  less  than  five  dollars  nor  more 
than  two  hundred  dollars  for  each  offense. 
and  every  day  on  which  such  violation  shall 
continue  shall  be  deemed  a  distinct  and  sep- 
arate offense. 

STORES,    FACTORIES,    WORKSHOPS— 
MISCEIiIiANEOUS    PROVISIONS. 

2157.  Ventilation  of  stores,  factories, 
workshops,  etc.]  No  person,  firm  or  corpor- 
ation, Ijeing  the  owner,  proprietor,  lessee, 
manager  or  superintendent  of  any  store,  fac- 
tory, workshop  or  other  structure  or  place 
of  employment  where  workmen  and  work- 
women are  employed  for  wages,  shall  cause, 
permit  or  allow  the  same  or  any  portion 
or  apartment  of,  or  any  room  in  such  store, 
factory,  workshop  or  other  structure  or  place 
of  employment,  to  be  overcrowded  or  in- 
adequate, faulty  or  insufficient  in  respect  of 
light,  ventilation,  heat  and  cleanliness;  and 
in  every  such  building  or  apartment,  or  room 
in  any  such  building,  where  one  or  more 
persons  are  employed  as  aforesaid,  at  least 
five  hundred  cubic  feet  of  air  space  shall 
be  allowed  to  each  and  every  person  em- 
ployed therein,  and  fresh  air  supplied  by 
ventilation  at  the  rate  of  four  complete 
changes  of  air  per  hour  during  the  hours  of 
employment.  No  part  of  such  air  supply 
shall  be   taken  from   any  cellar  or  basement. 

2160.  Seats  for  females.]  Tt  shall  be  the 
duty  of  all  empl(i\frs  of  females  In  any 
mercantile  or  manufacturing  business  or  oc- 
cupation to  provide  and  maintain  seats  for 
the  use  of  such  female  employes,  and  to 
permit,  to  a  reasonable  extent,  the  use  of 
such  seats  by  such  employes  during  the 
hours  of  their  employment,  for  the  pi-eser- 
vation  of  their  health..  Seats  shall  be  fur- 
nished   at    the    ratio    of    one    seat    for    every 


four  female  employes.  All  mercantile  and 
manufacturing  occupations  and  establish- 
ments where  females  are  employed  shall  be 
inspected  by  officers  of  the  health  department 
to  ascertain  if  this  section  is  complied  with, 
and  any  employer  violating  any  of  the  pro- 
visions of  this  section  shall  be  subject  to  a 
■ne  of  not  less  than  five  dollars  nor  more 
than    one    hundred    dollars. 

2161.  Penalty.]  Any  person  violating,  dis- 
obeying, neglecting  or  refusing  to  comply 
with  any  of  the  provisions  of  this  article, 
where  no  other  penalty  has  been  provided, 
shall  l)e  fined  not  less  than  ten  nor  more  than 
one    hundred    dollars    for    each    offense. 

2175.  Adequate  water  closets.]  Every 
person  who  shall  be  the  owner,  lessee  or 
keeper  or  manager  of  any  tenement  house, 
boarding  house,  lodging  or  manufactory, 
shall  provide  or  cause  to  be  provided  for  the 
accommodation  thereof  and  for  the  use  of 
the  tenants,  lodgeis,  boarders  and  workers 
therein,  adequate  privies,  urinals  and  water 
closets,  and  the  same  shall  be  so  ventilated, 
and  shall  at  all  times  be  kept  in  such  cleanly 
and  wholesome  condition  as  not  to  be  offen- 
sive to  the  persons  within  the  building  or  to 
the  public  or  be  dangerous  or  detrimental  to 
health. 

2176.  Roofs — drainage.]  The  roof  of  every 
house  shall  be  kept  in  good  repair  and  so  as 
not  to  leak,  and  all  rain  water  shall  be  so 
drained  or  conveyed  therefrom  as  to  prevent 
its  dripping  on  the  ground,  or  causing  damp- 
ness   in    the    walls,    yard    or    area. 

2177.  Srainag'e  from  premises  where  no 
sewer  exists.]  ^Vhere  no  sewer  exists  in 
the  street,  the  yard  or  area  of  all  premises 
shall  be  so  graded  that  all  water  from  the 
roof  or  otherwise,  and  all  filth,  shall  flow 
freely  from  such  premises  and  all  parts  of 
same  into  the  street  gutter,  by  a  passage 
beneath  the  sidewalk,  but  so  arranged  as  to 
by  a  permanent  cover,  but  so  arranged  as  to 
permit  access  to  remove  obstructions  or 
impurities.  No  such  passage  or  di-ain  or  any 
appurtenance  thereof,  shall  be  permitted  to 
become  filthy  or  offensive,  or  to  create  a 
nuisance. 

2178.  Cisterns.]  No  cistern  for  the  col- 
lection and  storage  of  rain  water  from  roofs 
shall  be  constructed  or  placed  within  any 
building  that  is  used  for  human  habitation 
or  occupancy. 

2179.  Overflow  frojn  cistern,]  No  cistern 
used  for  the  collection  and  storage  of  rain 
water  from  roofs  shall  have  its  overflow 
pipe  directly  connected  with  any  sewer  or 
drain. 

If  any  overflow  pipe  is  provided  for  any 
such  cistern,  such  pipe  shall  lead  to  an  area 
or  gutter  and  shall  have  its  outlet  protected 
with  a  suitable  metal   screen. 

2180.  Water  closets,  etc. — prevention  of 
sewer  g'as.]  No  water  closet,  sink,  tub,  vat 
or  otlier  structure  shall  hereafter  be  con- 
structed witliin  the  city  having  connection 
with  or  by  any  sewer  or  underground  pas- 
sage, unless  the  *5ame  is  provided  with 
adequate  or  the  best  generally  approved 
constructions  and  precautions  for  preventing 
gases  and  other  offensive  currents,  sub- 
stances and  smells  from  passing  up  or  out 
through  such  connection  from  such  sewer 
or  passage;  nor  shall  any  such  water  closet 
or  privy  be  constructed  without  adequate 
provisions  for  the  effectual  and  proper  ven- 
tilation and  cleansing  thereof. 

2181.  Penalty.]  An.v  person,  firm  or  cor- 
poration that  violates  or  fails  or  refuses  to 
comply  with  any  of  the  provisions  of  this 
article,  or  resists  any  officer  in  the  discharge 
of  his  duty  concerning  any  of  the  matters 
in  this  article  contained,  where  no  other 
penalty  is  specifically  provided,  shall  be 
fined  not  less  than  ten  dollars  and  not  more 
than    two    hundred    dollars    for    each    offense. 

LAUNDRIES. 
2375.     laundry  defined.]      .\ny  place,  build- 
ing,   structure,    room,    establishment,    or    por- 
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tion  thereof,  which  is  used  for  the  purpose 
of  washing,  drying  starching,  or  ironing 
shirts,  dresses,  underwear,  collars,  cuffs  or 
other  wearing  apparel,  table,  bed  or  other 
household  linens,  towels  curtains,  draperies 
or  other  washable  fabrics,  such  work  being 
done  for  the  general  public,  shall  be  deemed 
a  laundry  and  subject  to  the  provisions  of 
this   chapter. 

The  word  "laundry,"  as  used  in  this  chap- 
ter, shall  also  be  held  to  include  any  private 
laundry  maintained  or  operated  in  connection 
with  any  hotel,  restaurant  or  public  insti- 
tion,  except  a  hospital  or  charitable  in- 
stitution where  no  charge  is  made  for  laun- 
dry  services. 

The  provisions  of  this  chapter  shall  not 
apply  to  any  female  engaged  in  doing  cus- 
tom laundry  work  at  her  home  for  a  regular 
family  trade,  nor  to  any  room,  rooms  or 
portion  thereof,  located  in  a  tenement  house 
or  other  dwelling,  in  which  domestic  laundry 
work  is  done  by  or  for  the  occupants  of  such 
building   exclusively. 

2379.  Penalty.]  Any  person,  firm  or  cor- 
poration that  shall  hereafter  establish,  main- 
tain, conduct,  carry  on  or  operate  a  laundry 
without  first  procuring  a  license  so  to  do, 
shall  be  fined  not  less  than  twenty-five  dol- 
lars nor  more  than  two  hundred  dollars  for 
each  offense,  and  each  day  or  fraction  of  a 
day  on  which  such  person,  firm  or  corpora- 
tion shall  maintain  any  laundry  without  a 
license  shall  be  construed  as  a  separate  and 
distinct    offense. 

SANITARY    REQUIREMENTS. 

2380.  Natural  lig'hts  required  —  windows 
and    s)kylig"hts    not    to    be    obsitmcted.l       No 

laundry  shall  be  established,  maintained,  con- 
ducted or  operated  in  any  cellar,  basement, 
or  in  any  other  room  or  place  in  any  build- 
ing which  is  not  provided  with  sufficient 
natural  light,  by  means  of  windows  or  sky- 
lights, so  that  on  clear  days,  during  the 
l>eriod  between  one  hour  after  sunrise  and 
two  hours  before  sunset  on  sunshiny  days, 
illuminometer  tests  shall  show  a  minimum 
illumination  of  five  foot  candles  in  all  parts 
of  such  room  or  place,  not  directly  obstructed 
hy  machinery  or  other  equipment.  The  gen- 
eral arrangement  of  all  machinery  and  equip- 
ment in  such  laundry  shall  be  such  as  not 
to  unnecessarily  obstruct  the  lighting  and 
ventilating  through  such  windows  and  sky- 
lights. J  fl 

2381.  Sleeping-     in     laundries     prohibited.] 

Xo  person  shall  be  permitted  to  sleep  in  any 
laundry,  nor  shall  any  sleeping  room  or  living 
room  be  in  direct  communication  with  any 
laundry.  No  laundered  or  unlaundered  fab- 
ric belonging  to  the  trade  of  any  laundry 
shall  be  stored  or  kept  in  any  room  which 
is   used    for    living    purposes. 

2382.  Sanitary  conditions.]  Every  room 
or  jjlace  used  as  a  laundry,  or  for  the  storage 
of  unlaundered  or  laundered  fabrics  in  con- 
nection therewith,  shall,  at  all  times,  be  kept 
in  good  repair  and  maintained  in  a  clean 
and  sanitary  condition  as  to  fioors,  walls, 
ceilings,  windows,  woodwork,  machinery, 
utensils  and  fixtures,  and  every  such  room 
or  place  shall  be  kept  free  from  rats,  mice 
and  vermin,  and  all  matters  of  an  infectious 
or   contagious   nature. 

No  jierson  who  has  tuberculosis,  any  acute 
or  active  venereal  disease,  any  communicable 
or  loathsome  skin  disease,  or  any  other  com- 
municable disease,  shall  work  in  any  laun- 
dry, and  no  owner,  proprietor,  manager  or 
lierson  in  charge  of  any  laundry  shall  know- 
ingly require,  permit  or  suffer  any  such 
person    to  be   employed   therein. 

No  wall  paper  shall  be  applied  uimhi  the 
walls  or  ceilings  of  any  I'dimi  used  (m  laun- 
dry  purposes. 

2383.  Clear  heifflit  between  ceilin?  and 
floor — ventilation — cubic  feet  of  air  space  per 
person.]  Xu  laundry  shall  lie  cstal'l  islud. 
maintained,  condui'ted.  <u-  oijeratcd  in  an.v 
room   or  place   in   whicFi    the   clear   height   be- 


tween the  ceiling  and  the  finished  floor  is 
less  than  ten  feet,  or  which  is  not  ventilated 
by  means  of  windows,  skylight,  air  shafts, 
air  ducts,  or  mechanical  apparatus  so  that 
a  complete  change  of  air  in  all  parts  of 
such  room  or  place  may  be  made  at  least 
four  times  each  hour;  and  in  every  such  room 
or  place  at  least  one  thousand  cubic  feet 
of  air  space  shall  be  provided  for  each  and 
every  person  employed  therein;  provided 
that  any  laundry  now  in  existence  may  be 
maintained  and  operated  at  its  present  loca- 
tion in  any  room  or  place  in  wnlch  the  clear 
height  between  the  ceiling  and  the  finished 
floor  does  not  fall  below  eight  feet,  six  inches. 
Every  room  in  any  laundry  (except  the 
room  or  rooms  used  for  drying  purposes)  in 
whi(?h  the  temperature  and  humidity  are 
such  as  in  the  judgment  of  the  commissioner 
of  health  might  endanger  the  fiealth  of  the 
persons  employed  therein  shall  be  provided 
with  a  mechanical  ventilating  system  ap- 
proved   by    the    commissioner    of    health. 

2384.  Floor — how  constructed.]  The  floor 
of  every  laundry  and  every  room  or  place  In 
connection  therewith,  except  the  room  or 
rooms  in  which  wearing  apparel,  household 
linens,  bedding,  towels,  or  other  fabrics  are 
washed,  shall  be  constructed  of  hardwood  or 
any  impervious  material.  The  floor  of  the 
room  or  rooms  in  which  wearing  apijarel, 
household  linens,  bedding,  towels,  or  other 
fabrics  are  washed  shall  be  constructed  of 
hardwood  with  tight  joints,  concrete,  ce- 
ment, tile  or  stone  laid  in  cement,  or  other 
impervious  material,  and  shall  be  water- 
tight and  properly  drained  to  the  public 
sewer.  The  angles  where  the  floor  and  wall 
join  shall  likewise  be  water-tight.  Provided, 
that  in  laundries  hereafter  established,  the 
floor  of  the  wash  room  shall  be  of  concrete, 
cement,  tile,  or  stone  laid  in  cement,  or 
other  impervious  material,  and  shall  be 
water-tight  and  properly  drained  to  the  pub- 
lic   sewer. 

2385.  Plumbing-  and  drainage  facilities — 
plimibing  fixtures.]  Ever.v  laundry  shall  lie 
provided  with  adequate  sanitary  plumbing 
and  drainage  facilities,  and  the  installation 
of  all  drains  and  plumbing  fixtures  shall  be 
in  accordance  with  the  requirements  of  the 
ordinance  of  the  city  at  the  time  they  are 
installed.  Every  water  closet,  sink,  or  other 
plumbing  fixture,  installed  therein  shall  be 
of  an  approved  type,  impermeable  and  thor- 
oughly sanitary. 

2386.  "Water  closet   accommodations.] 

E\ery  laundry  shall  be  provided  with  sep- 
arate water  closet  facilities  for  male  and 
female  employes,  and  every  room  or  compart- 
ment in  which  any  water  closet  is  installed 
shall  be  provided  with  adequate  natural  ven- 
tilation by  means  of  windows  or  skylights 
opening   to    the   external   air. 

2387.  Lavatory  facilities — separate  room 
or  space  for  wraps  or  outer  clothing-  of  em- 
ployes.] lOveiy  laundry  shall  be  provided 
with  suflicient  and  suitable  lavatory  facili- 
ties, including  approved  wash  bowls,  wash 
basins,  or  sinks,  supplied  with  hot  and  cold 
running  water,  soap,  clean  individual  towels, 
and  such  other  eciuipment  as  the  commis- 
sioner of  health  may  deem  necessary  for 
the  health  and  comfort  of  the  persons  em- 
ployed   therein. 

A  separate  room,  or  suflicient  space  in  a 
room,  which  is  entirel.v  separate  from  the 
room  or  rooms  in  which  wearing  apparel 
linen  or  other  fabrics  are  washed  or  dried, 
and  which  can  be  maintained  in  a  dry  and 
sanitary  condition,  shall  be  provided  and 
maintained  in  every  laundry  as  a  cloak  or 
locker  room  in  which  employes  may  keep 
their  wraps  or  outer  clothing,  .and  if  the 
management  of  any  laundr.v  shall  require  the 
pel-sons  emidoyed  thenin  to  weai-  any  special 
or  designated  garment  during  the  hours  of 
emi)l<iyment,  such  space  (U-  room  shall  be 
so  arranged  that  employes  may  make  such 
rlianges  as  may  l)e  necessai-y  with  a  reason- 
al)lc    degree    of   privacy. 
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SMOKE  ORDINANCE 

(Smoke  Inspection  Department,  City  of  Chicago) 


Be    it    ordained    by    the    City    Council    of    the 

City    of   Chicago: 

Section  1.  That  Chapter  LXVII  of  the 
Chicago  Code  of  1911,  comprising  therein 
sections  2337  to  2362,  both  inclusive,  as 
amended,  be  and  the  same  is  hereby  repealed 
and  Article  XXV-A  (Chapter  XXXVIII),  in 
words  and  figures,  as  follows,  substituted 
therefor: 

14i'3-A.  Division  of  Air  Conditions  Con- 
trol Established  in  the  Department  of 
Health — Duties.)  Therf  is  liereby  estab- 
lished a  division  of  the  Department  of 
Health  of  the  City  of  Chicago  to  be  known 
and  designated  as  the  division  of  air  con- 
ditions control.  All  employees  in  said  di- 
vision shall  be  appointed  according  to  law 
and  shall  be  under  the  supervision  and  con- 
trol of  the  Commissioner  of  Health. 

The  division  of  air  conditions  control  shall 
be  charged  with  the  inspection  and  control 
of  the  installation  and  maintenance  of  heat- 
ing and  ventilating  equipment,  the  inspection 
of  rooms  for  natural  and  mechanical  ven- 
tilation, the  prevention  and  abatement  of 
smoke,  gas  and  fume  nuisances,  the  exam- 
ination and  approval  of  plans  of  all  heating 
and  ventilating  installations,  and  of  all 
smoke,  gas  and  fume  creating  prevention 
and  abatement  installations  installed  or  re- 
constructed in  any  building,  location  or  on 
nny  premises  within  the  jurisdiction  of  the 
'"ity  of   Chicago. 

1423-B.  Head  of  Division — Qualifications 
— Duties.)  The  head  of  the  division  of  air 
cnnditions  control  shall  be  an  engineer  qual- 
ified by  technical  training  in  the  theory  and 
practice  of  heating,  ventilation  and  air  con- 
liitioning.  He  shall  also  be  experienced  in 
and  thoroughly  familiar  with  the  design, 
'instruction  and  operation  of  steam  boilers 
)id  furnaces  and  in  theory  and  practice  of 
smoke   prevention    and   abatement. 

Under  the  direction  of  the  Commissioner 
of  Health,  he  shall  have  charge  of  the 
division  of  air  conditions  control,  shall  su- 
pervise and  direct  its  operations  and  be 
charged  with  the  enforcement  of  all  laws  of 
the  state  and  ordinances  of  the  City  relative 
to  the  preservation  of  the  purity  of  the  air. 
tie  shall  conduct,  or  cause  to  be  conducted, 
investigations  and  studies  of  the  condition 
of  the  air  of  the  City  and  the  measures 
necessary  to  preserve  the  same  in  the  high- 
est possible   degree   of  purity. 

1423-C.  Assistants  and  Employes.)  There 
shall  also  be  employed  in  tlu-  division  of 
air  conditions  control,  such  engineers,  In- 
spectors, assistant  inspectors,  deputy  in- 
spectors, and  other  employes  as  shall  be 
lirovided  for  by  the  City  Council.  The  pres- 
ent officers  and  employes  of  the  department 
<>t  smoke  inspection,  which  is  hereby  abol- 
ished, whose  salaries  may  be  appropriated 
fur    in    the    annual    appropriation    ordinance 


for  the  year  1919,  shall  be  transferred  to 
the  Department  of  Health,  and  the  civil 
service  status  of  the  ofRcers  and  employes 
so  transferred  shall  in  no  manner  be  im- 
paired   by    such    transfer. 

1423-I>.  Construction  and  Reconstruction 
of  Plants — Plans  and  Specifications — Permit 
— Commissioner  of  Buildingrs  to  Supervise.) 
Xo  new  plants  nor  reconstruction  of  any 
existing  plants  for  producing  power  and 
heat,  nor  either  of  them,  nor  any  new  chim- 
ney connected  with  a  steam  plant,  shall  be 
erected  or  maintained  in  the  City  until  plans 
and  specifications  of  the  same  have  been 
filed  in  the  office  of  and  approved  by  the 
Commissioner  of  Health  and  a  permit  issued 
by  him  for  such  erection,  reconstruction  or 
maintenance.  Plans  and  specifications  to  be 
filed  with  the  Commissioner  of  Health  shall 
show  the  amount  of  work  and  the  amount 
of  heating  to  be  done  by  such  plant  and  all 
appurtenances  thereto,  including  all  pro- 
visions made  for  the  purpose  of  securing 
complete  combustion  of  the  fuel  to  be  used 
and  for  the  purpose  of  preventing  smoke; 
said  plans  and  specifications  shall  also  con- 
tain a  statement  of  the  kind  of  fuel  pro- 
posed to  be  used  and  said  plans  and  speci- 
fications shall  also  show  that  the  room  or 
apartment  in  which  such  plant  shall  be  lo- 
cated is  provided  with  doors,  windows,  air- 
shafts,  fans  and  other  means  of  ventilation 
sufTicient  to  prevent  the  temperature  of  such 
room,  apartment,  basement  or  other  portion 
of  such  building,  wherein  such  steam  plant 
or  apparatus  is  to  be  used,  from  rising  to  a 
point  higher  than  one  hundred  and  twenty 
degrees  Fahrenheit,  and  sufficient  also  to 
provide  that  the  atmosphere  of  any  such 
apartment,  wherein  such  apparatus  may  be 
located,  may  be  entirely  changed  every  ten 
minutes.  Upon  the  approval  of  such  plans 
and  specifications,  a  duplicate  set  of  which 
shall  be  left  on  file  in  said  office,  and  upon 
tlie  payment  of  the  fees  as  hereinafter  pro- 
vided, the  Commissioner  of  Health  shall 
issue  a  permit  for  the  reconstruction,  erec- 
tion or  maintenance  of  such  plant.  As  soon 
as  the  Commissioner  of  Health  has  exam- 
ined the  plans  and  specifications  submitted, 
and  has  issued  a  permit  as  above  provided, 
he  shall  notify  the  Commissioner  of  Build- 
ings to  see  that  the  execution  of  tlie  woi-U 
permitted  is  carried  out  in  conformity  with 
the  plans  and  specifications,  with  special 
reference  to  the  amount  of  space  used,  the 
size  and  construction  of  the  chimney  or 
chimneys  used,  the  provision  for  the  pre- 
vention of  smoke,  and  the  provisions  for 
ventilation,  and  for  the  proper  temperature 
in   the   engine   and   boiler   rooms. 

14  23-E.  Use  of  Plant — Certificate  of  Com- 
missioner of  Health.  Reciulred.)  It  shall  bo 
unl.iwfiil  fur  any  iMi'son  (o  use  any  new  or 
reconstructed    plant    for    the    production   and 
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generation  of  heat  and  power,  or  either  of 
them,  until  he  shall  have  first  procured  a 
certificate  from  the  Commissioner  of  Health 
certifying  that  the  plant  is  so  constructed 
that  it  will  do  the  work  required,  and  that 
it  can  be  so  managed  that  no  dense  smoke 
shall  be  emitted  from  the  chimney  connected 
with    the    furnace    or   firebox. 

1423-P'.     Chimneys    and   Furnaces — Repairs 

Permit     Bequired — Penalty.)        Xo      owner 

shall  alter  or  repair  any  brick  work  on  or 
about  a  high  pressure  boiler  without  first 
submitting  plans  and  specifications  to  the 
Commissioner  of  Health  and  securing  a  per- 
mit therefor,  and  such  work  shall  be  done 
only  by  one  properly  licensed  therefor.  Any 
person  who  shall  violate  this  section  shall 
he  liable  to  a  fine  of  $25.00  for  each  da.v 
upon  which  he  shall  prosecute  such  altera- 
tion, change  or  installation  without  a  per- 
mit, and  each  day's  violation  shall  consti- 
tute  a   separate   offense. 

1423-G.  Emission  of  Dense  Smoke — Begrii- 
lations — Abatement — Penalty.)  The  emission 
of  dense  smoke  within  the  city  from  the 
smoke  stack  of  any  locomotive,  steam  boat, 
steam  tug,  steam  roller,  steam  derrick, 
steam  pile  driver,  tar  kettle  or  other  simi- 
lar machine  or  contrivance,  or  from  the 
smoke  «tack  or  chimney  of  anv  building-  or 
premises,  excepting  for  a  period  of  six  min- 
utes in  any  one  hour  during  which  the  fire 
box  is  being  cleaned  out  or  a  new  fire  built 
therein,  is  hereby  declared  to  be  a  nuisance 
and  may  be  summarily  abated  by  the  Com- 
missioner of  Health  or  by  any  one  whom 
he  may  duly  authorize  for  such  purpose. 
Such  abatement  may  be  in  addition  to  the 
fine  hereinafter  provided.  Any  person,  firm 
"I  corporation  owning,  operating  or  in  charge 
"V  control  of  any  locomotive,  steam  boat, 
.team  tug,  steam  roller,  steam  derrick,  steam 
rule  driver,  tar  kettle  or  other  similar  ma- 
'hine  or  contrivance,  or  of  any  building  or 
premises,  who  shall  catise  or  permit  the 
emission  of  dense  smoke,  within  the  city, 
from  the  smoke  stack  or  chimney  of  any 
such  locomotive,  steam  boat,  steam  tug. 
steam  roller,  steam  derrick,  steam  pile 
driver,  tar  kettle,  or  other  similar  machine 
Mr  contrivance,  or  from  the  smoke  stack  or 
rhimney  of  any  building,  or  premises  so 
"wned.  controlled  or  in  charge  of  him.  her 
•  r  them,  except  for  a  period  of  six  minutes 
M  any  one  hour  during  which  the  firebox 
s  being  cleaned  out  or  a  new  fire  being 
built  therein,  shall  be  deemed  guilty  of  n 
\'iolation  of  this  section  and  upon  conviction 
thereof  shall  be  fined  not  less  than  ten 
dollars  nor  more  than  one  hundred  dollars 
tor  each  offense:  and  each  emission  of  dense 
smoke  in  violation  of  the  provisions  of  this 
.section  shall  cpnstitute  a  separate  offen^-e 
for  each  and  every  day  on  which  such  vio- 
'ation  shall  continue. 
Be    it    ordained    by    the    City    Council    of    the 

City  of  Chicago: 

Section  ].  That  the  Chicago  Code  of  1911 
I'H  'ind  the  samti  i«  hercbv  nni"nded  li\'  '•-- 
pealing  section  142.S-H,  as  amended,  and  sub- 
stituting therefor  the  following:  ("Amended 
•lune    23,     1920.) 

1423  h.  Pees — when  Bemitted.)  The  fees 
foi-  the  inspection  of  ])lans  and  issuing  of 
permits,  and  for  the  inspectinn  of  furnaces 
or  other  fuel-burning  apparatus  or  devices, 
and  issuing  of  certificates,  shall  be  as  fol- 
lows; Provided,  however,  that  this  section 
shall  not  apply  to  furnaces  or  other  fuel- 
burning  apparatus  or  devices  installed  or 
used  to  heat  private  residences,  tenements 
■r  buildings  consisting  of  three  apartments 
■'V   less: 


For  inspecting  plans  of  new  plants  and 
of  plants  about  to  be  reconstructed,  two 
dollars. 

For  inspecting  plans  for  re:  airs  and  alter- 
ations,  one   dollar. 

For  permits  for  the  erection,  installation, 
reconstruction  or  alteration  of  any  furnace 
or  other  fuel-burning  apparatus,  smoke- 
prevention  device  or  chimney,  five  dollars  for 
each    unit. 

For  examining  or  inspecting  any  new  re- 
ccjnstructed  fTjrnace  connected  to  a  high 
pressure  boiler  after  its  erection  or  recon- 
struction and  before  its  operation  and  main- 
tenance, five  dollars  tor  tbi^  first  unit  or 
single  apparatus,  and  three  dollars  for  each 
additional    unit   or   single   apparatus. 

For  examining  or  inspecting  any  new  or 
reconstructed  furnace  connected  to  a  low- 
pressure  boiler  or  any  other  fuel-burnin°' 
eauipment,  or  any  smoke-prevention  device, 
after  its  erection  or  reconstruction  and  be- 
fore its  operation  and  maintenance,  three 
dollars    for   each    unit   or   single    apparatus. 

The  aforesaid  fees  shall  be  paid  to  the 
City  Collector  prior  to  the  approval  of  plans 
for  such  installations  bv  the  Commissioner 
of   Health. 

The  fei^  for  the  examination  or  inspection 
shall  include  the  issuing  of  a  certificate  for 
operation  in  case  such  certificate  for  opera- 
tion is  granted  and  shall  be  paid  at  the  time 
the   permit    is    secured. 

The  Commissioner  of  Health  may  and  he 
is  hereby  directed  and  instructed  to  remit 
all  inspection  or  examination  fees  charged 
aeainst  any  and  all  charitable,  religious  and 
educational  institutions,  w'hen  the  furnace 
or  other  device  or  apparatus  inspected  is 
located  in  or  upon  premises  used  and  occu- 
pied exclusively  by  such  charitable,  religious 
or  educational  institution:  provided  that 
such  charitable,  religiotis  or  educational  in- 
stitution is  not  connected  or  carried  on  for 
i^rivate  gain  or  profit:  and  provided  further 
that  the  Commissioner  of  Health  may  re- 
quire every  application  for  the  remission  of 
such  fees  to  be  verified  by  the  affidavit  of 
one   or   more   taxpayers   of  the  City. 

Section  2.  This  ordinance  shall  take  effect 
and  be  in  force  from  and  after  its  passage 
and    due    publication. 

1423-1.  Violations — Prosecutions.)  Pros- 
e'^'Utions  for  all  \'iolationR  of  this  chapter 
shall  be  instituted  by  the  Commissioner  of 
Health  and  shall  be  prosecuted  in  the  name 
of    the    City    of    Chicago. 

The  issuance  and  delivery  by  the  Com- 
missioner of  Health  of  any  permit  or  cer- 
tificate for  the  construction  or  reconstruc- 
tion, or  any  permit  for  the  alteration  or 
repair  of  any  plant  or  chimnev.  connected 
with  a  plant,  shall  not  be  held  to  exempt 
any  person  or  corporation  to  whom  any  sur-h 
'■er"Tit  has  bo^n  icsuc'l  or  d'^livered.  or  who 
is  in  possession  of  any  such  permit,  from 
nrosecution  on  account  of  the  emission  O'- 
issuance  of  dense  smoke  caused  or  nermitted 
by    any    such    person    or    corporation. 

1423-J.  Penalty.)  Any  person  who  shall 
violate  any  of  the  provisions  of  this  chapter 
(excent  as  hf-"''i  iithHrvv's^"  iiro^-'ded  >  ob-aH 
be  fined  not  less  than  twenty-five  dollars 
nor  more  than  one  hundred  dollars  for  each 
offense. 

14  23-k.  Fraud — Favors — Penalty.)  If  any 
person  acting  on  lit-balf  of  the  city  under  the 
provisions  of  this  chapter  sliall  take  or  re- 
ceive any  money  or  any  valuable  thing  for 
the  purpose  of  deceiving  or  defrauding  any 
lierson  or  persons,  or  for  the  purpose  o*"- 
favoring  any  person  or  persons,  or  if  any 
inspector  shall  recommend  the  issuance  of 
any  certificate  of  inspection  without  having' 
at  the  time  stated,  fhorouglily  examined  and 
tested,  the  furpac".  (''•vice  or  anparatus  so 
certified,  lie  shall  he  fined  one  hundred  dol- 
lars   for   each    nf'fMise 

Section  2.  This  ordinance  shall  take  effect 
and  be  in  force  fi'om  and  after  its  passage 
a.iid   due   i)ublicatlon. 
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CONDO-VAC 

RETURN    LINE    VACUUM     PUMP 
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each  designed 
especially  for  its 
respective  e  1  e  - 
nient. 

Each  pump  is 
ilrivi'ii  by  an  in- 
dividual motor 
:ind  controlled  in- 
dependently. 

Each  p  u  m  p 
runs  only  as 
needed,  saving 
operating  expense 
and  wear  on  ma- 
chinery, which  in- 
creases the  life  of 
the  outfit, 
md  descril)es    this 


Bulletin      4.'.      fully 
latest    Vacuum    puui(). 

Made    in    sizes    for 
Radiation. 


,000    to    05,000    square    feet    of 


AUTOMATIC  ELECTRIC 

BILGE 
PUMPS 

DESIGNED  TO 
AUTOMATIC- 
ALLY DRAIN 
BASEME  NTS 
LOWER  THAN 
THE  STREET 
SEWER 

It  is  tlie  latest 
designed  piimj)  and 
embodies  the  most 
modern  applica- 
tions in  pump  con- 
struction. Write  for 
latest  bilge  pump 
bulletin. 

In  sjteclfying 
Bilge  Pumps  or 
Sewage  Ejectors, 
say:  "Puma  shall 
•  be  provided  with 
—J  'Cutless  Rubber 
Bearings.'  " 


'GUTLESS  RUBBER  BEARINGS"   for  exceptionally  severe  service 


CHICAGO     PUMP     COMPANY'! 

Quality  Centrifugal  Pumps 

CONDENSATION  VACUUM  HOUSE  BILGE  SEWAGE 

Phone  Armitage  1286  Office,  2300-2336  Wolfram  Street 


PHOIVE,  DIVERSEY  2952 


Monarch  Ventilating  Co. 

(Incorporated) 

Sheet  Metal  Contractors 

Our  Specially  Ventilating  Sy.steins  for 

THEATRES,  HOTELS,  RESTAURANTS,  FACTORIES,  ETC. 

Boiler  Breechings,  Ventilating  Stacks 

Sheet  Metal  Work  in  General 


1338  Sedgwick  Street 


CHICAGO,  ILLINOIS 


FURNACE  DESIGN 

with  Special  Reference  to  Hand  Fired  Boilers  and  Limitations  of  Each  Design 

By  FRANK  A.  CKAMBERS 
Of  the  Smoke  FTeventlon  Association  of  America 


The  development  of  industrial  centers 
brings  with  it  the  problem  of  abating  the 
nuisance  resulting-  from  the  emission  of 
smoke  from  the  chimneys  of  its  power  and 
industrial  plants,  residences,  and  apartment 
houses,  and  from  the  stacks  or  locomotives. 
Smoke,  however,  has  no  defense,  its  forma- 
tion being  primarily  due  to  incomplete  com- 
bustion of  fuel,  resulting  from  and  due  to 
defects  in  the  operation,  design  or  installa- 
tion. Modern  engineering  practice  has  dem- 
onstrated  that    it   can    be    abated. 

The  City  of  Chicago  first  recognized  the 
desirability  of  legislating  against  smoke  in 
1881,  when  an  ordinance  prohibiting  the 
emission  of  dense  smoke  was  passed  by  the 
City  Council.  This  ordinance  was  subse- 
quently amended,  until  the  ordinance  as  it 
stands  today  was  adopted.  The  ordinance 
uses  the  words  "dense  smoke,"  and  for  years 
the  City  of  Chicago  has  considered  this  to 
mean  smoke  which  cannot  be  seen  through  at 
the  point  of  emission  from  the  chimney. 
This  does  not  mean  that  the  smoke  must  be 
black  in  color  or  that  it  must  be  so  dense 
that  no  light  pierces  through,  but  it  must 
be  so  dense  that  an  object  placed  on  the 
side  opposite  to  the  observer  cannot  be 
clearly  defined  through   the  smoke. 

CITY    SUPERVISIOIT    Or    FUEIi    BURNING 
BQUIFMBNT 

The  ordinance  provides  that  plans  be  sub- 
mitted and  permits  be  secured  for  new  fuel 
burning  plants  and  for  the  reconstruction 
and  repair  of  old  ones.  This  provision  of 
the  ordinance  of  1907  was  a  new  departure 
in  municipal  smoke  prevention  work,  and  in 
planning  this  section,  the  idea  was  that  if 
any  permanent  and  lasting  good  was  to 
result,  the  details  of  the  plant  equipment 
must  be  carefully  studied  by  competent  engi- 
neers and  every  precaution  taken  to  so  con- 
struct  that  smoke   might   be   prevented. 

In  determining  whether  a  proposed  furnace 
will  smoke,  three  factors  have  to  be  con- 
sidered. 

First:      The    kind    of   fuel    to    be    used. 

Second:  Attention  to  be  paid  to  proper 
firing. 

Third:  Character  of  etiuipment  for  burn- 
ing fuel. 

The  character  of  equipment  is  of  vital 
importance  in  the  smokeless  operation  of  any 
boiler  plant.  Development  of  the  smoke 
abatement  work  has  shown  that  a  great  deal 
of  Chicago's  smoke  was  due  to  poor  equip- 
ment and  the  successful  application  of 
supervision  by  the  City,  demonstrated  li.\- 
very  pronounced  reductions  in  the  averagi' 
density  of  smoke  throughout  the  entire  city, 
has  proven  that  this  tliird  feature  is  most 
important   and   desirable, 


If  the  elimination  of  smoke  is  to  be 
brought  about,  the  general  standard  of 
equipment  must  be  such  as  will  make  up 
for  the  natural  fuel  conditions,  and  allow 
for  such  carelessness  in  pperation  as  is  to 
be    expected. 

The  requirements  of  the  ordinance  as 
regards  equipment,  for  new  and  reconstruct- 
ed plants,  are  very  broad;  the  code  merely 
stating  that  plans  submitted  shall  indicate 
all  provisions  made  for  the  purpose  of  se- 
curing complete  combustion  of  the  fuel  used 
and  for  the  purpose  of  preventing  smoke. 
It  is  left  to  the  judgment  of  the  smoke 
inspector  to  determine  if  these  general  re- 
quirements have  been  complied  with  and  the 
standards  existing  today  are  the  result  of 
the  knowledge  gained  through  experience 
with  the  actual  operating  conditions.  The 
three  important  items  enter  into  this  deter- 
mination   are — ■ 

First:  Sufficient  draft  to  burn  the  maxi- 
mum aiuount  of  coal  to  be  consumed. 

Second:  Sufficient  space  to  properly  op- 
erate  and   maintain    the   equipment. 

Third:  Properly  designed  furnace  to  se- 
cure complete  combustion;  all  other  require- 
ments  complied   with. 

The  chimney  height  is  determined  by  the 
amount  of  draft  required  at  its  base,  and 
this  in  turn  is  calculated  from  the  sum  total 
of  draft  over  fire  required,  plus  the  losses 
encountered  in  boiler,  setting  and  breeching. 
Area  of  Stacks. 

Quantity  of  gas  to  be  handled  and  its 
velocity  are  the  two  inain  f-actors  determin- 
ing the  chimney  area.  Velocities  of  from 
10  to  40  feet  per  second  are  met  in  common 
practice.  In  stacks  connected  to  heating 
boilers  an  average  velocity  of  10  feet  per 
second,  and  in  those  connected  to  high 
pressure  boilers,  25  feet  per  second,  are  good 
working  averages.  The  free  area  of  the 
stack  at  the  smallest  cross  section  should 
be  not  less  than  1/5  of  the  area  of  the  total 
connected  grate  surface,  where  the  stack  is 
less  than  150  feet  high.  The  rule  used  in 
determining  stack  area  for  Horizontal  Return 
Tubular  and  Scotch  Marine  and  Fire  Box 
Boilers,  is  to  provide  an  area  equal  to  125 
per  cent  of  the  boiler  tube  area.  A  conve- 
nient method  employed  in  calculating  stack 
areas  is  as  follows: 

Area  of  stack  =  HP  X  55.08 


H 


Height   of  stack. 


H 


Space  Requirem.ents. 

It  has  often  been  said  that  the  jiowor  or 
heating  plant  is  the  last  thing  thought  of 
by  the  architect  in  designing  buildings,  and 
it  is  true  that  in  most  cases  the  least  space 
pos.sible  is  allotted  for  boiler  equipment.     As 
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Seeley  2765-2766 

THE  HAINES  COMPANY 

CONTRACTORS 
&  ENGINEERS 

FOR 

Ventilating  and  Air — Conditioning  Systems 

General  Sheet  Metal  Work 

Blow  Piping  and  Exhaust  Systems 


1929-1937   WEST    LAKE    STREET 
CHICAGO 


Phone:   West   2470 
West   2471 


Narowetz  Heating  &  Ventilating  Co. 

1711-1717  West  Park  Avenue 
CHICAGO,  ILL. 

Mechanical  Ventilation  and  Exhaust  Systems 

General  Sheet  Metal  Work 

Little  Niagara  Sanitary  Airwashers 

We  have  installed  our  systems  in  the  following  buildings: 

Chicago      &      Northwestern      Railroad  Lawiuhile   State    iJaiik 

Terminal  Drexel  State   Bank 

Hotel   Sherman  Fort   Shelby   Hotel,   Detroit 

I.  C.  R.  R.  Office  Building  Cadillac    Plant.    Detroit 

Reid,  Murdoch   &   Co.  Fisher  Body  Co.,  Cleveland,  O. 

First   National   Bank   Building  Evanston      Township      High      School, 
Chicago  Title  &  Trust  Co.  Evanston,    Til. 

J.  O-   Oppenheimer's    Dept.   Store  Studebaker    Corpdration,    .South    Bend, 
Siani   Temple  Ind. 

Sears,  Roebuck   &  Co.  Johns-Manville.    Jnc,    Waukegan,   111. 

Johnson   Candy   Co.,    Milwaukee  Elks   Memorial   Building,   Chicago,   111. 

Fairbanks-Morse   &   Co.,   Beloit,   Wis.  John    P.    Harding's    Restaurants,    Chi- 
John    Deere,   Moline  cago.   111- 

Cudahy   Packing    Co.,    Omaha  Ford    Motor    Co.,    Burnhani,    111. 
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a  result  of  this  situation,  there  is  seldom 
space  enoug-h  for  well  designed  furnaces,  the 
breechings  have  unnecessary  turns,  firing 
space  is  liinited,  ventilation  poor,  and  clean- 
ing facilities  faulty.  In  numerous  plants 
in  Chicago  today  which  were  erected  prior 
to  the  time  the  ordinance  required  city  su- 
pervision, lack  of  space  is  the  stumbling 
block  encountered  in  proper  reconstruction 
and  rehabilitation. 
Fnel. 

The  ordinance  reciuires  a  statement  of  the 
kind  of  fuel  proposed  to  be  used.  The  fram- 
ers  of  the  ordinance  recognized  that  in  cer- 
tain classes  of  equipment  it  is  desirable  to 
use  anthracite  and  semi-bituminous  coal  and 
agreements  are  entered  into  with  the  plant 
owners  to  permit  the  installation  of  boilers 
and  furnaces  which  ai  e  limited  to  the  use 
of  smokeless  fuels.  These  are  called  fuel 
agreements,  and  in  general  are  restricted  to 
the  use  of  power  boilers  containing  not 
more  than  250  sciuare  feet  of  heating  surface 
and  heating  boilers  rated  at  not  more  than 
2,600  square  feet  of  steam  radiation  and 
4,100  feet  of  water  radiation.  In  special 
cases,  where  circumstances  warrant  it,  larger 
sizes  are  permitted  under  fuel  agreements. 
Stacks. 

The  chimney  has  often  been  called  the 
heart  of  the  plant  and  certainly  plays  an 
important  part  in  its  successful  operation. 
The  requirements  regarding  height  and  area 
are  mentinoed  above,  but  its  location  and 
relation  to  the  boiler  are  very  important,  and 
these  features  are  closely  watched  in  ex- 
amining boiler  plans.  In  general,  the  re- 
quirements are  that  it  be  so  located  as  to 
l>ermit  the  installation  of  a  well  designed 
l>reeching  with  a  minimum  number  of  turns 
or  angles.  Attention  is  paid  to  the  location 
and  size  of  breeching  opening  in  chimney  to 
avoid  downward  pitches  in  breeching  as  it 
enters  the  stack,  and  to  provide  an  opening 
approximating  a  square  as  nearly  as  possible. 
Head  Room. 

Provide    sufficient   head   room    to   allow    for 


generous  combustion  space  and  to  allow  for 
boilers  of  ample  capacity,  breechings  of  good 
form,  accessibility  to  manholes  and  valves, 
provision  for  meeting  with  the  requirements 
of  the  building  code  insofar  as  protection 
against  fire   is  concerned. 

Floor   Space. 

Provide  suflicient  floor  space  for  operating 
the  furnaces,  renewing  the  boiler  tubes, 
cleaning  the  soot  from  the  tube  region,  al- 
lowing for  easy  access  to  the  furnace  in- 
spection doors,  and  that  the  location  of  the 
coal  storage  does  not  interfere  with  the 
operation  of  the  furnaces. 

AdecLuate  Ventilation. 

Plans  and  specifications  shall  show  that 
the  room  or  apartment  in  which  such  plant 
shall  be  located  is  provided  with  doors, 
windows,  air-shafts,  fans  and  other  means 
of  ventilation  sufficient  to  prevent  the  tem- 
perature of  such  room,  apartment,  basement 
or  other  portion  of  such  building,  wherein 
such  steam  plant  or  apparatus  is  to  be  used, 
from  rising  to  a  point  higher  than  120 
degrees  Fahrenheit,  and  sufficient  also  to 
provide  that  the  atmosphere  of  any  such 
apartment,  wherein  such  apparatus  may  be 
located,  may  lie  entirely  changed  every  ten 
minutes. 

Air    Admission. 

The  basis  of  efficiency  in  combustion  is  a 
correct  mixture  of  air  with  the  combustible. 
This  item,  which  has  an  important  bearing 
on  smokeless  combustion,  is  a  matter  given 
special  attention  by  the  department.  Pro- 
vision must  be  made  for  the  admission  oi 
air  over  the  fire,  and  although  there  are  a 
number  of  arrangements  for  pre-heating  the 
air  supply,  and  discharging  it  at  various 
points  in  the  furnace,  a  common  practice  is 
to  cut  a  panel  opening  in  the  fire  doors 
having  an  aggregate  of  four  square  inches 
per  square  foot  of  grate  surface.  These 
panels  are  usually  fitted  with  a  ratchet  ar- 
rangement so  as  to  allow  the  desired  amount 
of  air  to  enter   over   the   fire. 


541 


OFFICE    AND   SHOP 

51    EAST  GRAND  AVENUE 

SUPERIOR    0411;    0■A^Z 


CONTRACTORS 

POWER     PLANTS  ^h"  PIPING 

STEAM  (heating  apparatus)  water 

VENTILATING  SYSTEMS 


CHICAGO 


Superior  2961 


DWYER  &  COMPANY 

Plumbing,  Heating  and 
Ventilating  Contractors 


501  Rush  Street 


CHICAGO,  ILLINOIS 


Office   Phone:    Monroe   2491 


J.  J.  HERLIHY,  Inc. 

CONTRACTORS  AND  ENGINEERS 

STEAM,    VAPOR,    VACUUM    AND    HOT    WATER    HEATING,    VENTILATING. 

POWER    PLANTS    AND    REFRIGERATION, 

INSTALLING  AND  REPAIRING 


810  W.  CONGRESS  ST. 


CHICAGO 


Oak  Park  Office 

7234   Circle   Avenue 

Forest  Park 


Oak   Park   OfHce   Pliones 

Euclid   5012 

Mansfield  3S27 


Chicago  Phones  Main   2959 
Main   2960 


WILLIAM  LEES 

(.  ontractor  for  Steam  and  Hot  Water  Heating  Apparatus 
Ventilating  and  Steam  Power  Plants 

548  West  Washington  Boulevard 
CHICAGO 
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HARRY  PECKHAM,  Jr. 

Steam  and  Hot  Water  Heating  and 
Steam  Fitting 

2345  West  Roosevelt  Road 

Telephone:  Secley  1854  CHICAGO 


GEO.    H.    KIRK 

HEATING  Engineer  and  Contractor 

FOR   STEAM   AND    HOT   WATER   HEATING    APPARATUS 
AND    POWER    PLANTS 


MEMBER  AMERICAN  SOCIETY 
HEATING  AND  VENTILATING 
ENGINEERS 


6711    WENTWORTH    AVENUE.     CHICAGO 
Telephone  Wentworth   1185 


TELEPHONE  SUPERIOR  9044 

CARL  JOHN 

STEIN  CO. 

HEATING    AND 

PLUMBING 

CONTRACTORS 

166   EAST  GRAND   AVENUE 

CHICAGO 

STEAM,  HOT  WATER  AND  VAPOR  HEATING 
VENTILATING  AND  POWER  PLANTS 

Chicago  Steam  Heating  Company 

Not  Incorporated 
TELEPHONE  LINCOLN  4081-1085 

1009  N.  Wells  Street         -         -         -         -         CHICAGO 
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R.  B.  HAYWARD  COMPANY 

CONTRACTORS  —  ENGINEERS  —  MANUFACTURERS 


11 

I 


VENTILATION 
AIR  WASHERS 
SHEET  METAL  WORK 
COPPERSMITHING 


STEEL  PLATE  WORK 
WELDED  TANKS  AND  PIPING 
BOILER  BREECHINGS 
STEEL  TANKS  AND  STACKS 


1714-1736  Sheffield  Avenue,  CHICAGO 

Telephone  DIVersey  4206 


PHONE  DIVERSEY  0991 

Clasen  &  Hopewell 

HEATING  AND  VENTILATING  CONTRACTORS 

Boiler  Breachings,  Smoke  Stacks,  Pipe  Work 

GENERAL  SHEET  METAL  WORKS 
1532  N.  La  Salle  Street  CHICAGO 


The  Best 

ALBERENE    STONE 

Laundry  Tubs  —  Toilet  Partitions 
Laboratory  Table  Tops — Acid  Sinks 
Nonabsorbent — Positively  Sanitary 

IN\'ESTIGATE  — SEE  US 

ALBERENE  STONE  COMPANY 


I 


1700-08  Elston  Avenue 


CHICAGO 


INTERIOR  EQUIPMENT  FOR  FIRE  PROTECTION 


Vllwn  Ih.    I  Jit 
H\s  ACO\FRt 

Iheholc  ^ 

cvint        " 

"Jam" 


To  get  the  water  to  the  tire  in  the  quickest  time  is  tht- 
principal  fxinction  of  interior  lire  protection  equipment. 
When  Bowes  Racks,  (the  rack  with  a  cover)  are  installed, 
it  is  only  necessary  to  (1)  turn  on  the  water  (2)  take  the 
ii'izzle  from  the  clip  t3)  run  to  the  fire.  The  action  of 
t!ie  rack  is  easy,  simple,  and  automatic — the  hose  can't 
"jam."   does   not   tansjle  up   nor   snarl. 

Allen  equipment  is  approved  by  the  Chicago  Fire  Pre- 
vention Bureau  as  well  as  by  municipal  authorities  and 
U)cal  boards  of  underwriters  generally  throughout  the 
I'l'ited  States.  Write  for  our  Special  Architects'  hand- 
liook  So.  VlJr24,  "vST AXDPIPE  SPRCl  FTC ATION  AND 
HKTAIL,"    free    on    request 

W.  D.  ALLEN  MFG.  COMPANY 

SPECIALISTS  IN  FIRE  PROTECTION  EQUIPMENT— ESTABLISHED  1887 
566  West  Lake  Street  Telephone  Main  0473  Chicago,  Illinois 
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Telephone  Main  1396 

WESTERN  VENTILATING  and  ENGINEERING  CO. 

VENTILATING  ENGINEERS  and  CONTRACTORS 

MANUFACTURERS  OF  VENTILATING  EQUIPMENT 

Air  Washers  Exhaust  Systems  Sheet  Metal  Work 

9  SOUTH  CLINTON  STREET 
CHICAGO,  ILL. 


DOLE 

Packless   Radiator 
Valves 


Dole  Packless  Graduated  Valve 


A  Special  Valve  for  Every  System 

Positive  Satisfaction  Guaranteed 

THE   DOLE   VALVE   COMPANY 

1923-1933  Carroll  Ave.,  CHICAGO 


The 
DAVIS 
Pressure 
Regulator 


One  of  the 
Davis  Steam 
Savers 


Pressure  Regulators —  Balanced  Valve — 

Back  Pressure  Valve —  Float  Valve — 

Exhaust  Relief  Valves —  Strainer — 

Steam  Trap —  Pump  Governors — 

Stop  and  Check  Valves —        Water  Relief  Valve- 
Fluid  Control  Valve  Flow  Regulator 
Vacuum  Pump  Governor       Bleeder  Valve 


An 


Product 


"w^m^] 


STEAM       SAVERS     SINCE       1875 


l^^'WE 


For 

Illinois 

Architects 


Write  to  the  G.  M.  Davis  Regulator  Co.,  428  Milwaukee  Ave., 

Chicago,  for  catalog  showing  all  the  Davis  Valve  Specialties 

and  explaining  their  various  uses 


Recognized  as  the   standard  for   36   years   on   all  questions   relating  to   the   better 
utilization  of  steam  for  heating  purposes 

WARREN  WEBSTER  &  CO. 

Main  Office  and  Works,  Camden,  N.  J. 

Z:STABI.ISH£D    1888 

Chicago  Office,  Room  506  Machinery  Hall,  549  W.  Washington  St. 

Phone   Dearborn   2500 

Age  +  experience  +  organization  service -f  perfect  apparatus  =  Guaranteed  Results 

Webster  Vacuum  System  of  Steam  Circulation  Webster  Steam  and  Oil  Separators 

Webster  Modulation  System  of  Steam  Circulation       Webster  Expansion  Joints 
Webster  Feed  Water  Heaters,  Purifiers  and  Filters 
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Private  Exchange:  Buckingham  2701 


NOBLE  &  THUMM 

Plu}nhing  and  Heating    Cont?'actors 

1065  Addison  Street  at  North  Clark  Street 


TELEPHONES,  MA.IN  1972-5354-5355 


HULBERT  ^  DORSEY 

Jplumhing  Contractors 
208  N.  WELLS  STREET 


CHICAGO 


Telephone  Monroe  0577 

W.  W.  WATSON 

CONTRACTOR  FOR 

Plumbing,  Gas  Fitting,  Drainage  and  Lead 

Burning 

708  N.  Carpenter  St.  CHICAGO 

At   Milwaukee  Avenue 


Telephone  Harrison  8206 


P.  J.  COLLINS  CO.,  inc 

PLUMBING  CONTRACTORS 

42  Republic  Building,  209  S.  State  Street 
CHICAGO 
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Walls  linished   witli  Ciiliofs  Old  Virmnia   W  IntL 

Roof  linlshPd  with   Cabot's  ( ■rf(is(]ti-  Staiu. 

J  W.  O'Connor,  Architect,  N.  Y. 


Gabot^s  Building   Specialties 

Creosote  5fa in s  for  Shingles.  Siding,  Clapboards,  Trimmings,  Boards 
and  all  other  Exterior  Woodwork. 

Waterproof  Stucco  and  Brick  Stains  for  waterproofing  and 
artistically  coloring  cement  and  brick  buildings. 

"Quilt"  for  insulating  houses  to  keep  out  cold  or  heat,  for  sound  dead- 
ening in  floors  and  partitions. 

Old  Virginia  White  for  the  clean,  brilliant  "whitewash-white"  effect 
on  shingles,  woodwork,  brick,  stucco  and  cement  work. 

Dnu  ble-  Wh  ite.  Two  coats  equal  to  three  of  white  lead , and  much  whiter. 

SAMUEL  CABOT,  Inc.,  Manfg.  Chemists 


24  W.  Kinzie  Street,  CHICAGO 


Telephone  Central  No.  0001 


ASBESTOS 
ROOFING  AND  SIDING 


ASBESTOS 
BOILER  AND  PIPE  COVERINC^ 


H.   F.   WATSON    CO 

ASPHALTED    FELTS 

FOR    DAMP    PROOFING,    TILE 
—AND  SLATE  LINiNGS== 

Comfort  Brand  Deadening  Felt 


C  H.  HOULTON,  PresiJeni 


W.  L.  HOULTON,  Vice-PresiJent 


J.  C,  De  WITT,  Sec  y -Treasurer 
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W.  J.  NEWMAN  CO. 
Contractors 

Wrecking,  Excavating  and  Caisson  Work 

21  NORTH  CURTIS  STREET 
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Electric  Refrigeration 
Promotes  Health 


Makes 
Its  Own 

ICE 

THE  SERY-EL  Automalic  Refrig- 
erator will  {ironiote  health  and  in- 
crease the  happiness  in  the  home.  It 
is  a  valuable  addition  to  any  home  or 
apartment  as  to  renting  or  selling.  It 
is  air  cooled^no  water  connection.  It 
keeps  the  food  fresh  and  dry.  It  is  safe 
—no  ammonia.  It  is  automatic— noth- 
^^  t  il-  :l£->.  -J  T"  ^  ^^1  '^^^"  ^^^  switch  on  or  off.  It  is  quickly 
^^ '  ■   installed—connects  to  any  home  light- 

ing system.  It  is  economical  to  operate. 
It  is  supreme— ideal  foi'  any  place  where  there  is  electricity.  We  install 
and  service  the  SER\  -EL  for  a  period  of  one  year. 

Ask  for  Free  Service 

Our  Refrigeration  Engineers  will  gladly  confer  with,  and  assist  the  archi- 
tect and  builder  to  s(jlve  any  problems  of  refrigeration. 

Phone  Randolph  1180 -Load  150 

E  COMMONWEALTH  EDISON  C 
LECTRIC  SHOPiJ 


72  West  Adams  Street 


CHICAGO 
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ELECTRIC  REFRIGERATION 


S.    W.    TIIOMPSOX,   E.  E. 


Automatic,  constant,  positive  electric  re- 
frigeration for  use  in  the  home  or  apartment 
is  now  a  reality  in  a  great  many  homes.  The 
demand  for  this  kind  of  home  convenience 
has  spurred  manufacturers  to  make  every 
effort  to  meet  this  demand  by  building  a 
high  grade  machine  that  will  measure  up  to 
all  service  demands.  There  are  several 
makes  of  electric  refrigerating  units  on  the 
market,  of  which  three  are  considered  stan- 
dard. There  are  special  features  embodied 
in  the  construction  of  each  one  of  these 
three  standard  types  which  should  be  con- 
sidered before  making  a  selection. 

Electric  Refrigeration,  giving  a  constant 
dry  cold  is  now  available  at  a  modest  cost 
for  every  modern  home  and  apartment. 
Without  question,  the  same  thought  and 
care  should  be  given  to  the  subject  of  re- 
frigeration for  the  home  as  has  been  given 
to  the  selection  and  installation  of  heating 
and  plumbing  equipment.  Every  modern 
home  requires  refrigeration  service  through- 
out the  day  and  every  day  in  the  year. 
Automatic  refrigerating  equipment  is  now 
available  which  will  provide  this  very  nec- 
essai'.v  service  at  a  low  cost  to  install  and 
nperate. 

The  builder  of  every  good  home  and  tenant 
of  attractive  apartments  will  desire  this 
convenience  when  they  are  familiar  with  the 
.service  secured   through   its   use. 

When  specifying  an  electric  refrigerator, 
it  is  very  necessary  to  choose  one  that  will 
actually  preserve  food.  This  is  impossible 
for  an  ordinar.v  ice-box  to  do.  If  a  refriger- 
ating unit  is  properly  designed,  it  is  possible 
to  keep  fruits  and  other  foods  fresh  and 
tempting  for  several  weeks.  In  other  words, 
it  is  possible  to  have  cold  storage  plant 
efficiency  applied  on  a  smaller  scale  to  the 
needs  of  the  home. 

Knowing  what  proper  electric  refrigeration 
will  do,  there  are  several  distinctive  features 
which  are  desirable  when  choosing  the  best 
type  of  electric  refrigerator.  First  of  all, 
the  best  electric  refrigerator  must  be  abso- 
lutely automatic  in  operation.  The  control 
system  should  l)e  simple,  but  positive  in 
action,  accurate,  but  free  from  delicate  parts 
requiring  expert  attention  or  frequent 
adjustment. 

In  addition,  tin-  electric  refrigerator  should 
be  constructed  of  liigli  grade  materials  which 
will  make  it  strong-  and  durable,  capable  of 
withstanding  years  of  service  without  re- 
placements or  expensive  repairs.  It  must 
meet  all  service  demands,  able  to  deliver  a 
constant,  cold  temperature  to  the  interior  of 
the  food  compartment.  The  box  itself  should 
be  made  of  materials  which  will  not  warp 
and  permit  the  warm  air  to  reach  the  food 
compartment. 

And  last,  but  of  extreme  importance,  is  the 
kind    of    refrigerant    used    in    the    automatic 


electric  refrigerator.  A  low  pressure  gas 
should  be  used  as  the  refrigerant.  Expe- 
rience has  shown  that  these  low  pressure 
gases  as  refrigerants  now  in  use  for  home 
refrigeration  are  absolutely  safe.  One  type 
may  be  more  desirable  than  another  on  ac- 
count of  its  efficiency  and  for  other  reasons, 
but  as  a  general  rule,  the  safety  feature  has 
been  so  thoroughly  tested  that  complete 
assurance   can   be   given   on    this   point. 

Electric  refrigeration  is  fast  taking  the 
place  of  the  old  cake-of-ice  method,  because, 
in  addition  to  the  dollars  and  cents  saving 
in  ice  purchases,  there  is  a  wonderful  con- 
venience, cleanliness  and  positive  control  of 
temperature  and  the  correct  preservation  of 
all  perishable  foods. 

To  obtain  the  best  results,  the  following 
Iioints  should  be  the  prominent  features  in 
electric   refrigerator    specification: 

Iiower  Temperature:  Lower  temperatures 
are  secured  ]>y  automatic  electric  refrigera- 
tion than  possible  with  the  old  melting  ice 
method.  Very  seldom  is  it  possible  to  secure 
temperatures  below  50  degrees  in  the  food 
compartments  of  an  ordinary  ice-box  where 
melting  ice  is  used.  In  a  mechanically  op- 
erated box  the  temperature  can  be  held  at 
approximately  ten  degrees  colder.  With  the 
ice  melting  method,  the  box  is  cold,  as  the 
ice  bunker  is  filled,  but  as  the  ice  inelts 
away,  the  temperature  rises  until  the  danger 
point  has  been  reached. 

Constant  Dry  Temperature:  Through  the 
use  of  automatic  cimtrul,  a  constant  dr.\' 
temjierature  is  secured  in  the  refrigerator. 
This  is  of  great  importance,  as  foods  will  be 
properly  preserved  under  such  conditions. 
This  constant  dry  cold  is  secured  without 
any  thought  or  attention  on  the  part  of  the 
user. 

Cleanliness:  The  interior  of  an  electric 
refrigerator  is  perfectly  clean,  as  there  is  no 
melting  ice  or  moist  air  to  collect  dirt  and 
catise  mold  to  accumulate.  An  electric  re- 
frigerating unit  is  easy  to  keep  clean,  as 
there  i.s  no  accumulation  of  slime  in  a  drain 
e\idi'iit   witli   tile  ()i-(linary  ice-box. 

No  Ice  Worries:  M'ith  an  automatic  elec- 
tric refrigerating  unit,  there  is  no  reason  to 
worry  about  ice  shortage,  neither  must  you 
bother  about  ice  cards  or  whether  ice  de- 
livery will  be  made  when  needed. 

Economy  of  Operation:  It  costs  less  to 
(il)iiatf  a  giiixl  ilictric  refrigerator  than 
would  l)e  the  »'Xpeiise  of  buying  ice  for  the 
same  size  refrigerator:  besides  the  ice  meth- 
od is  not  constant  refrigeration,  and  the 
food  loss  is  material  over  a  period  of  time. 
Electricity  used  is  paid  for  once  a  month 
while  ice  must  be  paid  for  daily  or  on 
delivery. 

Reliable  Temperature  Control:  Practically 
uniform  tiiiipii  :ii  ur.'  can  be  maintained 
I'ither  by  means  of  pressure  switch  operating 
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Kelvinator  alone  offers 
THIS  to  the  Architect- 

Kelvinator   makes  available  to  architects  the   most  complete  and 

authentic   data   in    existence   on    electric    refrigeration plus   a    field 

organization  of  many  years  experience  that  is  prepared  to  render 
genuine  service. 

Kelvinator and  Kelvinator  alone points  to  innumerable  actual 

cases  where  apartment  and  private  home  installations  made  from 
five  to  ten  years  ago  are  still  operating  as  efficiently  as  ever.  It 
was  these  pioneer  installations  that  established  electrical  refrigera- 
tion as  an  accomplished  fact,  and  Kelvinator  as  the  pioneer 
successful    system. 

Both  popular  and  technical  literature  will  be  mailed  gladly  on 
request,    or    immediate    personal    service    is    at    all    times    available. 

Kelvinator — Chicago,  Inc. 

1105  Lytton  Building 

14  East  Jackson  Blvd.,  Chicago,  111. 

Telephone  Harrison  0708 

K  E  LVI  N  ATO  R 

The  Oldest  Domestic  Electric  Refrigeration 
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between  definite  pressure  limits  or  by  the 
thermostat  regulation  similar  in  operation 
to  those  so  universally  used  on  heating 
equipment. 

Compact  Construction:  There  are  electric 
refrigerating  units  constructed  on  one  base 
that  can  be  installed  in  a  basement  or  be- 
neath the  refrigerator  itself.  The  latter 
type  is  particularly  compact,  as  the  whole 
refrigerating  equipment  is  then  mounted  on 
castors  and  can  be  readily  moved  from  place 
to  place.  Different  size  units  of  this  type 
are  manufactured.  Attractive  appearance  is 
a  feature  that  appeals  to  anyone  with  taste 
for  prober  equipment  and  furnishing  in  the 
home. 

No  Plumbing'  Connections:  This  feature  is 
particularly  desirable  where  the  refrigerat- 
ing unit  is  owned  by  lessees  of  apartments, 
as  the  refrigerator  can  be  readily  moved 
from  one  place  to  another  with  a  minimum 
amount  of  work  and  expense. 

Ice  for  Tahle  Use:  The  electric  refi-iger- 
ator  provides  plenty  of  ice  for  table  use. 
The  amount  that  can  be  frozen  in  twenty- 
four  hours  varies  with  the  size  of  the  unit 
from  ten  to  twenty-five  pounds  of  ice.  The 
ice  is  frozen  in  small  cubes  just  the  proper 
size  to  insert  in  a  water  glass  for  table   use. 

The  foregoing  features  are  desirable  points 
in  the  selection  and  specification  of  electric 
refrigerating  units  in  the  home  and  apart- 
ment. Many  units  are  now  in  use  and  giving 
satisfaction,  and  the  future  of  this  type  of 
cooling  is  unlimited. 

In  the  Chicago  district  there  are  upwards 
of  three  thousand  electric  refrigerating  units 
in  daily  operation  in  homes.  The  comfort 
and  convenience  these  machines  affori  their 
owners  is  reflected  in  the  satisfaction  ex- 
pressed with  the  electric  refrigerator.  The 
modern  home  is  assured  all  the  cooling  com- 
forts and  delicacies  that  are  in  much  demand 
during  the  hot  summer  months.  Delicious 
sherbets,  frappes,  custards  and  mousses  are 
easily  prepared  and  other  foods  are  much 
more  appetizing  through  its  use.  All  this 
can  be  had  for  a  yearly  current  consumption 
of  between  500  and  600  kilowatt-hours,  or  at 
an  expenditure  of  less  than  the  average 
home  pays  for  ice. 

The  Kilowatt-Hour  Current  consumption 
as  shown  in  the  accompanying  table  is  rep- 
resentative of  various  tests  made  on  different 
makes  of  refrigerating  units.  The  three 
prominent  makes  each  use  a  one-quarter 
horsepower  motor  and  the  operating  charac- 
teristics are  quite  similar.  The  table  refers 
to  an  installation  in  an  eight-room  residence. 
Room  temperature,  service  demands,  opera- 
tion of  the  refrigerating  box  itself,  may 
make  a  slight  change  in  these  figures. 


The  rates  used  in  figuring  the  cost  of  the 
current  consumption  are  the  rates  for  serv- 
ice prevalent  in  Chicago,  namely: 

1  9c   for  first    30    hours'    use   of    maximum 
demand. 

2  6c  for  second  30  hours'  use  of  maximum 
demand. 

3  3c    for   all    over    CO    hours'    use   of   maxi- 
mum  demand. 

The  first  and  second  rates  are  subject  to  a 
prompt  payment  discount  of  one  cent  per 
kilowatt-hour,  and  the  figures  shown  in  the 
table  are  net. 

The  ice  consumption  is  based  on  an  as- 
sumption of  all  year  use.  This  yearly  use 
is  quite  representative  of  present  home  de- 
mands in  large  cities.  In  figuring  the  cost 
of  ice,  the  rate  of  60c  per  hundred  pounds  is 
used,  based  on  the  following  monthly  con- 
sumption: 

Oct.,  Nov..  Dec.  Jan., 

Feb.,    Mar.,    Apr.  ..400-     600  lbs.  per  month 

May    and    Sept .500-     700  lbs.  per  month 

June,  July  and  Aug. .  7.50-1,000  lbs.  per  month 
A  record  not  being  available  of  the  cost  of 
ice  consumption  in  the  home  from  which  the 
current  consumption  was  obtained,  it  was 
not  possible  to  get  an  actual  comparison. 
Statistics  on  this  point  have  yet  to  be  com- 
piled. In  figuring  the  ice  cost,  the  con- 
sumption IS  based  on  figures  supplied  by 
various  home  owners  whose  opinion  and 
experience  is  believed  to  be  representative 
of  actual   conditions. 

Tahle  Showing  Comparative  Ice   and  Current 
Costs. 

Approx.  Aprrox. 
Monti;            K.  W.  H.    Current  Cost      Ice  Cost 

January      ...    50                 $    1.92  $    3.00 

February      40                      'i  62  3.00 

March     44                      174  S  00 

April      50                      1.92  3.00 

May     49                      1.S9  3.50 

June    72                      2.5S  5.00 

July     77                      2.73  5.00 

August      69                      2.49  5.00 

September     ...    67                      2.41  3.50 

October     60                      2.22  3.00 

November      .  .  .    51                       1.95  3.00 

December     ....    51                      1.95  3.00 

Total     680  $25.42  $43.00 

NOTE — The  figures  quoted  above  regarding 
costs  are  exclusive  of  the  cost  of  the  in- 
stallation which  may  be  figured  according 
to   the   size   and   type    selected. 

The  cost  per  unit  being  between  $275.00 
and  $650.00.  depending  upon  the  size  and 
whether  or  not   the   ice  box   is   included. 
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Tin:   BELMONT  HOTEL.   (  HI(  ACO.   ILL. 
I'ligiird  aii.l   Kiia|i|..   .Xidiitcct^  C.    Fnink   Winkler.   PliimbtT 

Wolff  Plumbing  Fixtures  Throughout 

Since  1855  Wolff  Plumbing  Fixtures  have  been  used  in  the  better 

grade    of    construction.        In    fairness    to    your    clients    your    first 

consideration    should    be 


Branch  or  Distributor  in  Principal  Cities 

Makers    of 
Quality     Plumbing     Since     1855 


MODERN  SANITATION  OF  BUILDINGS 

By  LEO  H.  PLEINS,  Architect  and  Sanitary  Engineer 


The  primary  object  of  this  article  is  to 
present  to  Architects  in  as  brief  a  form  as 
possible,  data,  which  the  writer  trusts  may 
be  of  service  in  their  office  practice  in  the 
preparation  of  plans  and  specifications  cov- 
ering plumbing  work. 

The  great  importance  of  sanitary  plumbing 
work  is  daily  becoming  more  and  more  recog- 
nized and  iience  if  the  Architect  is  to  give  his 
client  full  service,  plumbing  must  be  given 
the  same  careful  consideration  as  the  other 
structural   parts   of   tne   building. 

For  convenience  of  reference  the  article  is 
arranged  under  four  headings — "Drainage  of 
Building"; — "The  Water  Supply";— "Ar- 
rangement of  Toilet  and  Batli  Rooms";  and 
"Plumbing  Fixtures".  Space  does  not  per- 
mit of  covering  all  that  may  be  said  under 
each  heading,  but  endeavor  has  been  made 
to  mention  characteristic  features  of  impor- 
tance, that  should  be  given  consideration  in 
tlie  proper  analysis  of  each  particular  prob- 
lem. 

DBAINAGi:    OF   BUII.BINGS. 

I.  Proper  Pall  to  Main  Sewer.  When  a 
survey  is  made  tlie  location  and  size  of  main 
sewer  should  be  indicated  thereon.  If  stulis 
to  curb  are  in  place  their  location,  size  and 
grade  should  be  shown.  The  basement  '^cor 
grade  should  always  be  given  and  also 
grade  of  main  sewer  at  curb  or  street.  The 
desirable  grade  for  house  sewer  connections 
is  1/4"  to  one  foot.  If  this  cannot  be  0I3- 
tained,  the  grade  may  be  reduced  but  in 
this  case  the  size  of  the  tile  pipe  mu5t  lie 
increased  according  to  the  length  of  the  con- 
nection from  building  to  main  sewer. 

See  Table  I  for  carrying  capacity  of  tile 
pipe  at  varying  grades.  Discharge  is  given  in 
cubic  feet  per  second.  Convert  this  into  gal- 
lons by  multiplying  by  7.50 

II.  When  Main  Sewer  is  Above  Level  of 
Basement  Floor  Grade:  In  tliis  case  all 
ihainage  from  floor  drains  or  fixtures  in 
li.;sement  must  be  run  to  a  sump  basin  and 
elevated  by  means  of  a  pump.  If  no  water 
closets  or  urinals  are  to  be  installed  in  base- 
ment the  pump  will  be  described  as  a  bilgre 
pump.  If  water  closets  and  urinals  are  to 
be  provided  in  basement,  the  pump  will  be 
described   as   a   sewag-e   ejector. 

Obviously  all  waste  and  soil  lines  that  may 
be  drained  by  gravity,  such  as  all  drainage 
from  floors  above  the  basement  shall  be  run 
into  a  horizontal  line  and  this  carried  under 
ceiling  of  basement  and  thence  through  the 
wall  connecting  to  the-  main  sewer  at  such 
distance  below  grade  as  necessary  to  prop- 
erly drain  the  system.  The  discharge  from 
Bilge  Pump  or  Sewage  Ejector  sliall  be  con- 
nected  into   the   liorizontal   line    under   ceiling 


of  basement  at  such  point  inside  of  building 
as    may    be    convenient. 

If  a  Bilge  Pump  is  installed — the  basin  for 
a  single  pump  should  be  as  follows:  For 
pump  from  10  to  30  gallons  per  minute,  basin 
to  be  30"  diameter;  for  a  pump  from  50  to 
100  gallons  per  minute,  basin  to  be  3G"  di- 
ameter and  for  a  pump  from  125  to  200  gal- 
lons per  minute,  basin  to  be  42"  diameter. 
For  two  or  duplex  pumps — basin  to  be  48" 
diameter  for  pumps  from  100  to  125  gallons 
l^er  minute  and  60"  in  diameter  for  pumps 
of  150  to  200  gallons  per  minute  capacity. 
All  basins  should  be  36"  deeper  than  lowest 
inlet    entering    the    same. 

If  a  Sewage  Ejector  is  installed,  the  basin 
for  a  single  ejector  shall  be  as  follows:  For 
an  ejector  from  50  to  75  gallons  per  minute 
— basin  to  be  36"  in  diameter;  for  an  ejector 
of  from  100  to  200  gallons  per  minute,  the 
basin  should  be  42"  diameter  and  for  an 
ejector  of  250  to  350  gallons  per  minute,  the 
basin  should  be  48"  in  diameter.  For  two  or 
duplex  ejectors,  the  basin  to  be  48"  in  di- 
ameter for  ejectors  of  from  50  to  100  gal- 
lons per  minute  and  60"  in  diameter  for 
ejectors  of  from  125  to  350  gallons  per  min- 
ute. All  basins  should  be  48"  deeper  than 
the   lowest   inlet  entering  the   same. 

Tlie  best  motive  power  for  Bilge  pumps 
or  Sewage  ejectors  is  a  direct  connected 
vertical  type  electric  motor — the  operation 
of  which  is  automatically  controlled  by  means 
of    a    float    switch. 

Wherever  possible,  both  Bilge  pumps 
and  Sewage  ejectors  should  be  installed  in 
duplicate  sets.  With  duplex  pumps  the  au- 
tomatic control  is  arranged  so  that  the  same 
will  start  one  pump  when  the  water  level  has 
raised,  holding  the  second  pump  in  reserve, 
and  starting  the  second  pump  when  the  first 
is  not  capable  of  handling  all  the  water. 
Both  pumps  will  then  operate  until  normal 
condition  has  been  restored.  The  automatic 
control  should  be  provided  with  a  four-pole 
transfer  switch  so  connected  up  that  by 
throwing  over  switch,  each  pump  will  oper- 
ate at  alternate  periods,  holding  tlie  other  as 
reserve  and  in  this  way,  equalize  the  wear  on 
the  pumps. 

Always  ascertain  and  specify  the  correct 
electric  current  and  provide  for  service  wires 
to  within  5  feet  of  pump  to  be  furnished  by 
contractor  for  Electrical  Work.  If  current 
is  Direct  give  the  voltage  and  if  current  is 
Alternating  give   voltage   cycles  and  phase. 

The  motors  for  pumps  are  usually  mounted 
on  a  oast  iron  or  steel  cover  which  forms  a 
support  for  motors,  contact  apparatus  etc. 
The  basins  may  be  of  cast  iron,  steel,  brick 
or  concrete.  If  of  the  latter  materials  basins 
must    be    thoroughly    waterproofed. 
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FOR 

SCHOOLS 


MOZART    SCHOOL.    Chicago,    Illinois 
A.    F.    Hussander,    Architect,    Chicago 


GROVER    CLEVELAND    HIGH   SCHOOL, 
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A  swinging  clieclc  valve,  cast  iron  body, 
brass  mounted  must  be  placed  in  the  hori- 
zontal discharge  pipe  between  pump  and 
sewer. 

Blow-off  drainage  from  boilers  cannot  be 
run  directly  into  bilge  pump  or  sewage  ejec- 
tor basins — but  must  always  discharge  into 
a  cast  iron  or  steel  blow-off  basin  or  muftler 
tank.  From  this  basin  the  drainage  may 
then  be  run  to  bilge  or  sewage  ejector  basins, 
if  it  is  impossible  to  drain  the  -same  by 
gravity. 


spouts  should  be  increased  one  size  and  the 
roof  connection  should  be  made  to  allow  for 
expansion  and  contraction  by  means  of  a 
copper  or  lead  sleeve.  Roof  fittings  and 
strainers  should  be  of  cast  iron  and  well 
flashed  witli   copper  or  lead. 

"Josani"  or  "Holt"  roof  strainers  of  proper 
size  and  type  make  the  best  roof  strainer 
connections. 

To  determine  the  proper  size  for  down- 
spouts the   following  may  be  of  service. 

A    rainfall    of    1-inch    in    depth    on    an    area 


Dlam 
eter. 

Slope,  or  Head  Divided  by  Length  of  Pipe. 

1  in  40 

1  in  70 

1  in  100 

1  in  200 

1 

In  300 

1  in  400 

1  In  500 

1  in  600 

5  in. 

6  in. 

8  In. 

9  in. 

.456 
.762 
1.70 
2.37 

.344 
.576 
1.29 
1.79 

.288 
.482 
1.08 
1.50 

.204 
.341 
.765 
1.06 

.166 
.278 
.624 
.868 

.144 
.241 
.54 
.75 

.137 
.230 
.516 
.717 

.118 
.197 
.441 
.613 

Slope 
10  In. 
12  in. 

1  In  60 
2.59 
4.32 

1  In  80 
2.24 
3.74 

1  In  100 
2.01 
3.35 

1  In  200 
1.42 
2.37 

1 

In  300 

1.16 

1.93 

1  In  400 
1.00 
1.67 

1  in  500 
.90 
1.5 

1  in  600 

.82 

1.37 

Slope 
15  In. 

1  In  IOC 
6.18 

1  In  200 
4.37 

1  In  300 
3.57 

1  In  400 
3.09 

1  in  500 
2.77 

1  In  600 
2.52 

1  in  700 
2.34 

1  in  800 
2.19 

TaTile 

I. 

Boiler  Blow-Off  Basins: 

These  are  usually  included  under  the  head- 
ing of  "Heating  Work."  The  contractor  for 
this  work  makes  all  connections  between 
same,  boi^"  blow-offs,  drips,  etc.  When  di- 
rectly connected  to  the  house  sewage  line 
the  plumbing  contractor  makes  sucli  con- 
nection as  also  the  venting  of  blow-off  ba- 
sins through  roof.  Attention  in  this  con- 
nection is  called  to  the  requirements  of  the 
Chicago  Ordinance  prohibiting  the  discharge 
from  basins  being  made  into  tile  sewers  wltn- 
iii  any  building,  furthermore,  that  the  water 
discliarged  into  a  sewer  shall  not  exceed 
120°  "F."  It  is  necessary  therefore  to  use 
c;ist  iron  pipe  and  in  order  to  prevent  leaks 
of  joints,  therefor  cast  iron  hub  and  spigot 
pipe  should  be  made  with  iron  cement  instead 
of  lc8d — or  flanged  pipe  used  with  asbestos 
grnpliite  gaskets. 

'i'he  following  Table  (II)  may  be  of  service 
to  dotermine  the  proper  size  of  basin  to  be 
provided: 

Table  IX. 

For   Boiler   of    25    to    7.5    H.    P.    use    Basin    36" 

diameter  bv   42"  deep. 
For  Boiler  of  100   to  200  H.   P.  use  Basin  42" 

diameter  by   60"   deep. 
For  Boiler  of  250  to   400  H.   P.   use  Basin   60" 
diameter  by  72"  deep. 
For  more  than   400   H.  P.   use  two  or  more 
basins — using    tlie     above    as     multiples     ac- 
rnrdins:    to    horse   power   of    boiler. 

A%"  or  1"  cold  water  supply  with  control 
valve  should  be  made  to  each  blow-off  basin 
and  such  connection  will  be  found  of  service 
in  cooling  excessively  hot  blowoff  water  and 
help   to  condense   steam  vapors. 

Downspouts   and  Downspout  Drains: 

In  many  localities  the  drainage  from 
downspouts  must  be  connected  into  a  "Storm 
Water  Sewei" — and  not  to  the  "Sanitary  or 
house  sewer."  In  either  case  arrangement 
of  downspouts  and  drainage  from  same  may 
1""   tlie   same. 

The  best  material  to  use  for  vertical  inside 

1  'wnspouts  is  extra  heavy  cast  iron  pipe  and 

iitings    of    proper    .size.       All    outside    sheet 

ini>tal    downspouts    should    bo    connected    into 

'^t    iron   jiipe   and    fittings    abov-?    grade   and 

I'^t   iron    pipe   be   run   to  proper  depth   below 

•  ide    and    connected    to    tile    pipe    by    means 

I    a  cast   iron   quarter-bend. 

Before    making    connection    to    roof — down- 


of   100   square   feet   will  give   a   run   off   of   62 
gallons. 

Downspouts  proportioned  as  follows  have 
been  found  in  practice  to  give  satisfactorj' 
results.  For  small  roofs,  1  sq.  inch  in  sec- 
tional area  of  the  leader  for  each  150  sq.  ft. 
of  roof  surface.  For  medium  sized  roofs  1  sq. 
in.  in  sectional  area  of  the  leader  for  each 
200  sq.  ft.  of  roof  surface.  For  large  roofs, 
1  sq.  inch  in  sectional  area  of  the  leader  for 
each    250   sq.    ft.  of   roof  surface. 

Judgment  must  be  used  in  arranging 
downspouts  so  as  to  equalize  the  square  feet 
of    drainage    as    nearly    as    possible. 

Outside  downspouts  should  be  avoided,  es- 
ppciallj'  in  cold  climates,  as  they  are  con- 
stantly giving  trouble  on  account  of  freez- 
ing and  therefore  cause  damage  to  roofs  and 
walls. 

Where  roofs  are  covered  with  gravel  or  in 
localities  where  high  winds  are  likely  to 
cover  roof  with  debris,  etc.,  the  downspouts 
should  be  provided  with  cast  iron  gravel  ba- 
sins or  running  traps  with  cleanouts.  Gravel 
basirs  or  traps  must  always  be  used  when 
connecting  downspout  drains  to  sanitary 
sewers,  where  ordinances  do  not  recjuire 
such  downspout  drains  to  be  run  into 
outside  catch  basin  as  required  by  the 
Chicago  ordinance. 
Size  of  Main  House  Drain: 

The  size  of  the  main  house  drain  when 
serving  as  a  combination  drain  (sanitary  and 
rain  water)  may  for  all  practical  purposes 
be  determined  by  the  total  surface  area  cov- 
ered by  the  building  or  buildings  and  paved 
surfaces  to  be  drained,  by  the  following  table, 
which  is  based  on  cast  iron  pipe.  If  vitri- 
fied tile  sewer  pipe  is  used  the  diameter  of 
pipe  as  given  must  be  increased  one  size 
for  same   .area   of   drainage. 


Square    Poet   of   Drainag-e   Area- 


Diameter 


4  inch 
C    " 


10 


Fall  i/t  in. 

per  foot 

l.SOO 

5.000 

9.100 

14.000 


Fall  1/2  in. 

per  foot 

2.500 

7.500 
13.600 
20.000 


Fall  1/4  in. 
per  foot 
1.500 
3.000 
6.000 
9.000 
Back  Water  Valves: 

^^'llenever  the  grade  or  size  of  sewer  in 
street  is  such  that  there  is  a  possibility  of 
the  same  backing  up — the  house  sewer  must 
be  provided  with  a  cast  iron  back  water 
valve  of  approved  type  and  this  valve  should 
be  placed  in  a  manhole  or  otherwise  located 
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so  as  to  be  accessible  for  inspectian  or  re- 
pair. It  is  desirable  to  use  a  bade  water 
valve  having  a  flushing  connection  so  that 
the  line  may  be  flushed. 

Where  water  closets  or  urinals  are  located 
in  basements  and  connected  to  horizontal 
house  sewers  which  are  likely  to  back  up 
during  heavy  rains  it  is  advisable  to  place  a 
double  gate  valve  on  the  branch  to  such 
rtxture  in  addition  to  the  back  water  valve 
on  the  main  drain  so  as  to  prevent  sewage 
from  backing  up  through  these  fixtures  in 
event  of  the  back  water  valve  not  operating- 
proper  ly 
Plush  Tanks: 

Whenever  the  sewer  in  street  to  whicli 
connection  must  be  made  forms  what  is 
known  as  a  "dead  end"  it  is  desirable  to  pro- 
vide a  flush  tank  which  when  filled  to  a  proper 
lieight  with  clean  water,  will  automatically 
discharge  the  contents  into  the  sewer  and 
thereby  keep  the  sewer  free  and  prevent  ob- 
structions that  might  otherwise  occur. 
These  flush  tanks  may  be  of  two  types — as 
illustratecv  herewith.  Type  A  being  suitable 
for  flushing  more  than  one  dead  end;  Type 
B  may  be  used  if  the  "dead  end"  will  be 
continued  at  some  later  time — in  which  case 
the  flush  tank  may  be  converted  into  a 
standard  manhole  by  taking  off  the  cap  at 
end  of  siphon  and  removing  the  latter. 
Soil  Pipe  System: 

Cast  iron  extra  heavy  soil  pipe  and  fittings 
are  the  most  permanent  and  best  for  soil, 
waste  and  vent  systems  and  should  be  used 
wherever  possible.  Wliile  the  ordinances  of 
some  cities  require  the  use  of  wrought  iron 
pipe  where  buildings  are  over  seven  stories 
in  height,  there  is  no  reason  why  this  excep- 
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tion  should  be  made,  as  extra  heavy  cast  Iron 
soil  pipe  and  fittings  have  been  used  in  build- 
ings 16-stories  in  height  and  the  joints 
double  calked  as  described  on  page  457.  (?) 
The  very  best  and  most  durable  material 
for  soil,  waste  and  vent  systems  is  full  iron 
pipe  size  annealed  brass  pipe  with  red  metal 
cast  brass  fittings.  However,  the  cost  of 
such  an  installation  is  usually  greater  than 
most  owners  care  to  invest. 

Considering  such  ordinances  as  require  the 
use  of  wrought  iron  pipe  for  soil,  waste  and 
vent  systems,  we  would  say,  that  unfortun- 
ately these  ordinances  are  not  specific  in 
stating  that  when  wrought  iron  pipe  is  used 
— it  shall  be  Genuine  Wrought  Iron,  hence 
most  installations  are  made  with  commercial 
steel  pipe,  which  in  the  opinion  of  the  writer 
sliould  never  be  used.  In  many  cases  where 
the  question  of  cost  of  genuine  wrought  as 
compared  to  steel  has  been  an  issue — Archi- 
tects and  Engineers  have  expressed  the  opin- 
ion that  genuine  wrought  pipe  was  not  worth 
the  difference  in  cost.  This  opinion  is  not 
shared  by  the  writer  but  as  stated  above,  I 
believe,  that  extra  heavy  cast  iron  soil  pipe 
is  the  most  logical  material  to  use  when  all 
facts    are   taken    into   consideration. 

In  tlie  opinion  of  the  writer  there  is  a 
great  opportunity  for  manufacturers  of  cast 
iron  pipe  to  perfect  a  system  that  may  be 
installed  using  cast  iron  threaded  pipe  with 
cast  iron  threaded  fittings.  This  should  make 
absolutely  the  best  piping  system  for  every 
class  of  work.  The  threaded  pipe  and  cast- 
ings wou'd  naturally  be  easier  to  install 
than  cast  iron  soil  pipe  and  fittings  with 
double  calked  joints. 

If  Genuine  Wrought  iron  pipe  is  used  for 
soil,  waste  and  vent  piping — all  vent  ex- 
tensions up  thru  roof  should  be  terminated 
with  extra  heavy  cast  iron  soil  pipe — the 
length  of  which  should  not  be  less  than  10 
feet,    and    more,    if    possible. 

Simplicity  in  arrangement  of  soil,  waste 
and  vent  stacks  is  desirable  and  it  is  ex- 
tremely desirable  to  make  diagrams  of  the 
system  that  will  be  of  aid  to  the  plumbing 
contractor  as  well  as  of  being  of  service 
to  the  other  contractors  on  the  work.  In 
order  to  be  of  service  these  diagrams  must 
be  accurately  drawn  and  amplified  by  details 
where    necessary. 

The  importance  of  a  plumbing  plan  care- 
fully laid  out  has  unfortunately  not  been 
properly  recognized.  At  the  present  time  the 
cost  of  material  is  such  that  the  Architect 
who  is  going  to  give  his  client  the  service 
for  which  he  is  paid — must  more  than  ev^er 
consider  every  item  that  will  form  a  part 
of  the  work. 

The  structural  parts  of  a  building  are 
carefully  analyzed,  weights  of  steel  columns, 
girders,  etc.,  proportioned  to  the  loads  they 
must   carry,    and   all    this   work   carefully    de- 
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Hotel  Ambassador,  Los  JngeUs,  Calif. 


A  feeling  shared  by 
many  Architects 


Many  architects,  we  believe,  re- 
pose a  special  degree  of  confi- 
dence in  Kohler  Enameled 
Plumbing  Ware.  Their  satisfac- 
tion with  its  quality  and  distinc- 
tion of  design  is  registered  in  the 
specificationswhich  they  write — 
not  as  a  neutral  acceptance,  but 


as  a  definite  preference.  Nowhere 
is  thisconfidencein  the  ware  with 
"the  name  in  the  enamel"  more 
generously  expressed  than  in  the 
hotels  of  America.  Among  them 
are  many  notable  Kohler  instal- 
lations— of  which  a  few  typical 
instances  are  illustrated  here. 
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tailed — and  still  the  plumbing  work  is  very 
rarely  even  laid  out  beyond  a  mere  indica- 
tion of  tbo  main  run  of  soil  or  sewer  lines — 
on  the  basement  or  foundation  plan. 

Specifications  very  often  contain  a  clause 
requiring-  the  successful  bidder  to  submit 
a  piping  plan  for  the  Architect's  approval 
before  commencing  work.  They  might  just 
as  properly  contain  clauses  asking  tlie  suc- 
cessful bidders  to  submit  details  for  the 
elevations  of  the  buildings,  etc.,  etc.  It  is 
the  Architect's  duty  to  secure  the  best  propo- 
sition possible  for  his  client  and  therefore 
the  plumbing  work  should  be  drawn — de- 
tailed and  specified  in  such  a  manner  that 
.11  bidders  on  the  work  may  estimate  on 
tlie  same  fixed  basis  and  not  permit  them 
to  submit  figures  based  upon  their  ideas  and 
conceptirn  of  what  may  be  required  for  the 
work.  Such  methods  are  very  unsatisfactory 
and  can  only  result  in  misunderstanding  and 
most  frequently  in  absolute  failure  at  the  ex- 
pense of  the  client. 

Whenever  wrought  iron  pipe  and  cast  iron 
drainage  fittings  are  used,  either  asphalted 
in  and  out  or  galvanized — the  stacks  should 
be  placed  in  pipe  shafts  so  that  the  piping 
may  be  inspected  and  sections  replaced  when 
necessary  without  disturbing  walls  and  par- 
titions. All  vents  through  roof  should  be 
of  extra  heavy  cast  iron  soil  pipe  for  a  dis- 
tnnce  of  not  less  than  10  feet  below.  Never 
place  wrought  iron  pipe  under  basement 
iloors.  All  such  drainage  pipe  must  be  of 
oxtra   heavy   cast   iron   soil   pipe   and   fittings. 

When  the  building  covers  considerable  area 
— it  is  desirable  to  use  cast  iron  or  water- 
proof concrete  catch  basins  on  the  main  lines 
and  at  intersections  so  as  to  permit  of  rod- 
ding  the  lines.  In  place  of  catch  basins — 
large  cl?anouts  may  be  used — which  must 
always  be  the  same  size  of  pipe  up  to  6". 
Such  cleanouts  should  be  placed  in  manholes 
with  cast  iron  covers  large  enough  so  that 
the  lines  can  be  rodded  properly.  Cleanouts 
must  be  placed  at  the  foot  of  all  stacks  and 
wherever  a  change  in  direction  of  a  hori- 
z  intal  line  occurs.  Cleanouts  for  best  work 
'liould    be    of    the    heavy    brass    bell    ferrule 

lie  with  brass  trap  screw.  With  ferrules 
r  iron  the  brass  trap  screw  rusts  in  so  that 
.L   is   difficult  to   remove   the   same. 

Changes  in  direction  of  horizontal  lines 
should  always  be  made  on  as  full  a  sweep 
as  possible,  using  Y-branches  and  45°   bends. 

Connection  between  vertical  stacks  and 
horizontal  drains  in  basement  must  always 
be  made  by  means  of  Y-branches  and  45° 
bends.  Connection  between  horizontal  lines 
on  upper  floors  may  be  made  by  means  of 
sanitary  tees — although  Y-branches  are  bet- 
ter. 

All  horizontal  soil  and  waste  lines  should 
linve  a  fall  of  V4 "  to  the  foot  toward  outlets 
where   possible. 

All  horizontal  vent  lines  must  be  pitched 
so  that  water  of  condensation  will  drain 
freely  into  soil  and  waste  lines  or  stacks, 
and  foot  of  all  vent  stacks  must  be  connected 
into  a  main  soil  or  waste  line  or  stack. 

Reventing  of  each  plumbing  fixture  is  gen- 
'  rally  required.  The  Chicago  ordinance  pre- 
^'(•ribes  this;  other  localities  permit  circuit 
\ontirig  and  hence,  the  Architect  must  neces- 
sarily familiarize  himself  with  the  require- 
ments of  ordinances  that  may  be  in  force  in 
the  locality  in  which  his  building  is  to  be 
erected. 

All  main  vent  stacks  must  be  extended  up 
through  roof.  On  pitched  roofs,  the  vents 
may  extend  above  roof  6  to  12  inches,  on  flat 
roofs  18  inches  to  2  feet  will  be  bettor  in 
order  to  be  safe  in  case  of  heavy  fall  of 
snow  and  to  avoid  dirt  entering  same. 

In  the  Eastern,  Central  and  North  W'est- 
ern  States  it  is  necessary  to  increase  all  veni 
slacks  at  least  one  size  up  to  6  inch  before 
passing    through    roof.       The    minimum    size 


vent  through  roof  should  be  4  inch.  All 
extensions  tlirough  roof  must  be  cast  iron. 
Increasing  stacks  makes  it  possible  to  turn 
down  lead  or  copper  flashing  into  the  pipe 
and  leaves  the  extension  free  to  provide  for 
expansion  and  contraction.  While  caps  or 
vent  cowls  should  never  be  placed  on  top  of 
vent  stacks,  it  is  desirable  to  use  a  strainer 
of  cast  iron  of  a  removable  type.  Galvanized 
wire   strainers   are   worthless.      See   Drawing. 

Lead  wastes  are  infrequently  used  in  mod- 
ern practice  so  we  will  only  briefly  mention 
them.  When  lead  waste  piping  is  used — it 
should  be  of  a  weight  known  as  "medium" 
and  when  connected  to  wrought  iron  piping 
the  connection  must  be  made  by  means  of 
e.xtra  heavy  brass  soldering  nipples  and  a 
good  heavy  wiped  joint.  When  connected  to 
cast  iron  pipe — extra  heavy  brass  bell  fer- 
rules must  be  used,  wiped  to  the  lead  pipe 
and   calked   into   the  cast  iron  pipe. 

JOINTING  OP  PIPE  must  be  carefully 
done.  For  cast  iron  soil  pipe — the  follow- 
ing is  a  good  method. 

All  joints  of  cast  iron  soil  pipe  shall  be 
made  with  oakum  and  pure  pig  lead,  bedded 
with  hammer  and  calking  iron.  A  gasket  of 
well  packed  oakum  shall  be  placed  at  the  bot- 
tom of  the  hub  extending  above  the  rim  of 
the  spigot  to  prevent  the  escape  of  lead. 
The  hub  to  be  filled  at  one  pouring  and  the 
lead  calked  with  such  force  as  to  make  the 
joint  absolutely  water  tight  under  a  pres- 
sure of  at  least  10  lbs.  per  square  inch.  All 
joints  shall  be  filled  at  one  pouring;  if  it 
fails  to  run  full,  it  shall  be  dug  out  and  re- 
poured.  Lead  shall  not  be  covered  with 
paint,   putty   or  otherwise. 

Twelve  ounces  of  lead  should  be  allowed 
for  each  inch  of  diameter  of  pipe  or  fitting 
on  which  joint  is  made. 

For  buildings  over  six  stories  in  height 
the  cast  iron  soil  pipe  joints  shall  be  double 
calked  in  the  following  manner:  The  oakum 
shall  be  well  braided  and  before  being  placed 
in  position  shall  be  oiled  and  then  well 
calked;  then  fill  in  the  hub  to  within  %" 
of  the  top  with  molten  soft  pure  lead  and 
thoroughly  calk.  After  the  lead  has  been 
uniformly  calked,  fill  in  with  molten  lead  to 
the  top  of  hub  and  thoroughly  calk — so  as  to 
make  an  absolutely  perfect  joint.  All  joints 
showing  leaks  under  testing  shall  be  dug 
out,  repoured  and  double  calked  as  above. 

With  cast  iron  pipe  double  calked  as  above, 
installations  have  been  made  in  buildings 
16  stories  in  height  in  which  the  entire  sys- 
tem is  still  in  excellent  condition  after  a 
period  of  27  years. 

Joints  between  lead  and  cast  iron  pipe  to 
lie  made  by  means  of  brass  ferrules  wiped 
to  the  lead  pipe  and  calked  into  hub  of  cast 
iron  fittings.  Joints  between  load  and 
wrought  iron  pipe  to  be  made  by  means  of 
soldering  nipples  with  hexagon  nuts.  Joints 
between  wrought  iron  pipe  and  fittings  to  be 
screwed  home  into  couplings  or  fittings  with- 
out the  use  of  any  red  lead  or  other  com- 
pound. 

No  steam  or  cast  bushed  fittings  to  be  used 
on  any  drainage  or  vent  work. 

Joints  of  tile  pipe  shall  be  made  with  neat 
Portland  cement.  A  cleaner  to  be  run 
through  ever.v  length  of  pipe  as  it  is  laid 
so  that  no  mortar  used  in  jointing  will  ad- 
here to  the  interior  of  t!ie  pipe.  The  connec- 
tion between  cast  iron  and  lile  jiipe  shall 
be  made  with  a  collar  of  concrete  6  inches 
thick  and  extending  not  less  than  S  inches 
on  each  side  of  joint.      See  illustration. 

All  soil,  waste  and  vent  piping  shall  be 
tested.  Ordinances  usiially  prescribe  the 
manner  of  testing  which  may  be  by  means 
of  water,  air,  peppermint  or  smoke  on  new 
work. 
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Rook'.cood  tile  in  old  rose  and  gray  enhances  the  spotless  charm  of  this  Crane  bathroom 


Packed  with  interesting  suggestions  is  this 
"Rook wood"  bathroom,  tiled  in  old  rose 
and  gray-green.  The  triple  mirrors  conceal 
spacious  cabinets  above  the  Nova  lavator}' 
and  dressing  table,  both  with  crystal  sup- 
ports. The  roomy  tub  is  in  an  alcove,  the 
shower  is  behind  a  crystal  door,  the  toilet 
is  out  of  sight.  Other  beautiful  bathrooms, 
as  well  as  modern  kitchens  and  a  wide  range 


of  plumbing  fixtures  and  heating  devices  are 
on  displav  at  the  Crane  National  Exhibit 
Rooms,  836  South  Michigan  Avenue, 
Chicago.  Architects  are  cordially  invited 
to  bring  their  clients  to  the  Crane  Exhibit 
Rooms  nearest  them  where  the  visualizing 
and  planning  ot  sanitary  installations  and 
heating  systems  for  homes  and  business 
buildings  is  made  easy  and  pleasant. 


CRAN  E 

GENERAL  OFFICES:  CRANE  BUILDING.  83  6  S.  MICHIGAN  AVE..  CHICAGO 

CRANE     LIMITED,    386     BEAVER    HALL    SQUARE,    MONTREAL,     QUEBEC 

Branches  and  Sales  Offices  in  One  Hundred  and  f  arty-jive  Cities 

National  Exhibit  Rooms:  Chicago,  New  Vor,^,  Atlantic  City  and  San  Francisco 

tf'oris:  Chicago,  Bridgeport,  Birmingham,  Chattanooga  and  Trenton 

CRANE  EXPORT  CORPORATION:  NEW  YORK,  SAN  FRANCISCO 
CRANE-BENNETT,  Ltd  ,  LONDON 

Ci£  CRANE,  PARIS 


Crane  Globe  Valve  No.  1-B 


;■)(•)() 


The  following  illustrations  show  several 
methods  for  reventing  plumbing  fixtures  in 
accordance  with  the  Chicago  practice  and 
also  by  v/hat  is  known  as  the  "Circuit  Vent- 
ing" system. 


CittCOn     VtNTlNG 

IVrojckt  Icon  Pipli  DuMNAct  Fittincs  . 

For  good  work  both  water  and  peppermint 
tests  should  be  made  and  if  it  is  desired  to 
i  be  absolutely  certain  that  integrant  traps 
of  water  closets,  etc.,  are  perfect  a  smoke 
test  may  be  made  after  fixtures  are  set. 

In  alteration  work  a  peppermint  test  must 
always    be    made. 


Bath    RooMi  .roooBLt)  on  one. 
Stack.- uims  5  W  C  I   FiTTincs  . 


THE    WATER    SUPPLY 

There  are  so  many  failures  in  the  water 
supply  system  of  buildings  that  it  is  evi- 
dent that  little  study  is  given  the  problem 
which    is    one    of    most    vital    importance. 

In  order  to  provide  an  adequate  supply  of 
water  for  the  particular  building  it  is  neces- 
sary to  analyze  the  actual  requirements  based 
on  a  per  capita  consumption  per  day — and 
another  factor  tliat  enters  into  the  proljlem 
is  the  pressure  under  which  the  water  will 
be  delivered. 


c 


5lN^  Stacn.  unNfi  fiW. 
Cast  Won  frniHii- 


W  I  Pipe  ?Draina6C  fnttnii. 


Per  capita  requirements  may  be  determined 
by  tlie  following  tables,  which  are  the  mini- 
mum: 

Schools  (not  boarding)  50  gallons  per 
capita   per   day. 

Industrial  Plants  &  Factory  Buildings— 50 
gallons   per   capita   per   day. 


I  Cor.j.-etey  I 


Method  roa  Jomiind  C.I.  to  Tile.  Pipc 


Tliis  does  not  include  water  that  may  be 
required  directl.v  in  connection  with  plant 
operation  in  various  manufacturing  processes. 

Hotels,  Hospitals.  Asylums,  Sanitariums — 
150   to   liOO  gallons  i>cr   capita  per  day. 

Homes  for  the  Aged,  Orphan  Asylums, 
Boarding  Schools — Dormitories — 100  gallons 
per  capita  per  day. 

To  the  above  must  be  added  water  for 
sprinkling  lawns,  etc.,  which  must  be  based 
on  the  flow  in  gallons  per  minute  of  each  54" 
lawn     sprinkler      installed — allowing     for     a 
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Plumbing  Specialties 


CLOSET   FLUSH   VALVE 

Architects  can  specify  our  "Watrous  Patent"  Flush  Valves  with 
confidence  because  they  are  free  from  objectionable  features  of  other 
makes  and  are  built  and  backed  by  a  concern  of  long  experience 
and  large  financial  responsibility.  They  are  made  to  fit  standard 
"roughing-in"  measurements  of  all  sorts  of  installations.  Handle 
furnished  in  three  positions :  opposite  to  inlet,  right  hand  of  inlet  and 
left  hand  of  inlet.  Control  port  is  non-clogging  and  S  E  L  F  - 
CLEANSING. 

OTHER   IMPERIAL   SPECIALTIES   ARE: 

Pop-up  Waste.  Combination  Fixture,  Self-closing  Basin,  Cocks, 
Drinking  Fountains,  Bubblers,  Liquid  Soap  Dispensers  and  Duo-jet 
Wall  and  Floor  Closet  Bowls. 
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CATALOG  AND  FULL  DATA  ON  REQUEST. 


The  Imperial  Brass  Mfg.  Co. 

1232  West  Harrison  Street,  Chicago. 
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period  of  3   to  4   hours  for  each  sprinkler  as 
a  fair  average. 

Having  determined  the  total  quantity  re- 
quired for  24  hours — the  next  thing  to  de- 
termine is  tiie  proper  pressure  required  for 
the  worlv  and  in  worliing  tliis  out  the  fol- 
lowing must  be  considered: 


If  the  average  pressure  is  not  sufficient  to 
deliver  water  on  the  top  floor  of  the  build- 
ing under  at  least  20  lbs.  maintained  pres- 
sure, it  is  advisable  to  provide  a  pumping 
system  to  increase  the  pressure  so  as  to 
maintain  an  average  of  at  least  20  lbs.,  on 
the   top   floor. 


The  following  tables  may  be  used  to  advantage  in  determining  the  sizes  of  main  and  branc?. 

supplies  for  buildings: 

Equalizing  Table  of  Areas  of  Taps 


PIPE  SIXES,  INCRBe 

H 

'A 

1 

m 

1^ 

2 

2^4 

3 

4 

5 

H 

1 

1.7 

2.8 

4  9 

6  6 

11. 

15  6 

24. 

32. 

65. 

^ 

1. 

1.6 

2  6 

3  8 

6  2 

8.9 

13.8 

23. 

37. 

1 

1. 

17 

2  3 

3.8 

5.5 

8.5 

14. 

23. 

IH 

1. 

1  3 

2.2 

3.1 

4.9 

8. 

13. 

iH 

1. 

1.6 

2.3 

3  6 

6.2 

9.7 

2 

1 

1.4 

2.2 

3  8 

5.3 

2H 

1. 

13 

2  6 

4  1 

3 

1. 

1  7 

2.7 

4 

1 

1.6 

5 

1 

Equalizing  Table  of  Delivering  Capacities  of  Pipes 


DIAMETER,  INCHBS 
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Gallons  per  Minute  Delivered 
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Circular  Openings  at 
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Under 

Various 

Net  Pressures 
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Where  the  water  supply  from  City  mains 
cannot  be  relied  upon  as  suHicient  in  volume 
or  pressure  to  supply  all  fixtures  in  the 
building  it  will  be  necessary  to  provide  for 
reserve  storage  to  insure  a  constant  supply, 
and  there  are  two  kinds  of  systems  to  be  con- 
sidered— First  the  one  most  commonly  known, 
a  tank  on  the  roof,  and  the  other  and  more 
recent — a  compression  tank  system  vvith  a 
closed  pressure  tank  in  the  basement.  The 
roof  tank  system  is  obsolete  and  not  recom- 
mended— for  the  reason  that  in  order  to  main- 
tain a  pressure  of  20  lbs.  on  the  top  floor  it 
would  have  to  be  elevated  50  feet  above  the 
floor  to  give  this  result.  Furthermore  such 
tanks  refiuire  special  provision  to  be  made  for 
their  support,  must  be  enclosed  and  generally 
considered  from  a  standpoint  of  eflficiency 
vs.  expenditure,  are  out  of  question  at  the 
present  time. 

The  best  system  is  a  compression  tank 
pumping  system — which  we  shall  briefly  de- 
scribe. These  systems  may  be  divided  in 
two  kinds — one  where  the  pressure  of  the 
water  is  so  low  that  all  must  be  pumped 
and  the  other  where  it  is  only  necessary  to 
increase  the  pressure  for  the  upper  floors — 
In  which  case  the  system  is  known  as  the 
"booster"    type. 

In  the  first  type  the  water  may  be  deliv- 
ered  from    a   well,    cistern    or    city    main   and 


depending  upon  tlie  source  of  supply  a  pump 
designed  for  that  special  work  must  be  used. 
Wlierever  possible,  when  pump  is  within 
suction  lift  of  the  water  (20  feet)  a  cen- 
trifugal or  turbine  type  pump  with  direct 
connected  motor  is  the  best  to  use.  These 
pumps  are  of  greater  efflciency,  less  noisy 
and  are  more  economical  in  operation  than 
piston    pumps. 

In  order  to  determine  the  proper  size  of 
pump  to  install  we  refer  to  the  following 
table — which  should  be  checked  up  with  the 
per  capita  allowance  per  day  previously 
mentioned. 

To  apply  the  above — First  ascertain  the 
number  of  fixtures  pump  is  to  supply — be 
sure  to  include  every  kind  of  fixture.  In 
case  any  fixtures  are  supplied  direct  from 
citv  main  these  should  be  deducted.  Second 
— >Iultiply  the  number  of  fixtures  by  the 
proper  decimal  that  may  apply  according  to 
the  class  of  building. 

Stores    &    Shops V.") 

Office    Buildings '•'' 

Factories     l*^'^ 

Apartment    Buildings •'' 

Hotels     ^ 

Hospitals     l.f|0 

Schools     S 
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The  above  illustrations  represent  a  few  of  our  many  designs  of  Bath 
Room  Trimmings  finished  in  Porcelain  Enamel  on  a  special  metal 
base;  Medicine  Cabinets,  Mirrors  and  Hardware  in  the  same  finish.  A 
phone  call  will  bring  our  representative  to  your  office  with  samples. 

American  Enameled  Products  Co. 

Manufacturers  and  Originators 

Factory,  Indiana  Ave.  Cor.  21st  St. 
CHICAGO 
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The  table  i-s  based  upon  an  equal  number 
of  males  and  females  and  the  figures  repre- 
sent the  gallons  per  minute  per  fixture.  If 
the  major  portion  of  occupants  are  females 
increase   pump   capacity   25   per  cent. 

Where  more  than  150  fi.xtures  are  to  be 
supplied  pump  capacity  may  be  reduced  15 
to  25  per  cent. 

Where  actual  water  requirements  have  been 
determined  (by  meter  or  otherwise)  furnish 
a  pumping-  unit  capable  of  discharging  three 
times   the   actual   quantity   used. 

I'Jxample — The  total  number  of  fixtures  to 
be  supplied  bv  pump  in  an  office  building  is 
J 20.  =120  X. 75=90.  Therefore  90  gallons 
per  minute  which  pump  must  discharge. 
Now  to  determine  the  head — The  water  mu-st 
be  elevated  100  feet  and  develop  a  pressure 
of  20  lbs.  The  actual  head  therefore  will  be 
150  feet  and  to  this  must  be  added  the  dis- 
tance of  suction  lift,  if  any,  and  allowance 
for  loss  of  head  by  friction  in  pipe.  If 
suction  lift  is  20  feet — this  added  to  150 
makes  a  total  of  170  and  allowance  for  fric- 
tion, 10  per  cent,  makes  a  total  head  of  187 
ft>et  against  which  the  pump  would  have  to 
work.  The  problem  worked  out  in  this  man- 
ner and  reference  to  standard  catalogues 
of  pump  manufacturers  will  enable  anyone  to 
select   the   proper   equipment. 

When  the  system  is  of  the  second  type 
or  "booster"  system — the  head  against  which 
pump  will  work  is  determined  by  the  follow- 
ing method: 

Pump   location   to  highest  fixture.  ...  100   feet 
Range  from  minimum  to  maximum 

pressure    100 


200 
Deduct  City  pressure  25  lbs.   in  feet 
—60    60 


Pump  required   for  a  total   head  of.. 140  feet 

Compre-ssion  tanks  should  be  installed  of 
such  size  that  the  cycles  of  pump  operation 
do  not  exceed  three  to  four  per  hour.  To 
insure  tliis  condition  the  tank  should  have 
a  storage  capacity  of  25  to  30  times  the 
capacity  of  pump  per  minute.  To  illustrate 
for  a  pump  of  90  gallons  per  minute: — 
30X90: — 30X90=2700  gallons  per  tank — 1/3  to 
1/2  of  the  storage  capacity  of  tank  should  be 
filled  with  air — at  maximum  working  pres- 
sure. 

Where  the  city  pressure  is  not  constant 
and  les.s  than  20  pounds,  it  is  advisable  to 
install  a  surge  tank  to  which  the  suction 
end  of  the  pump  is  connected.  The  suction 
line  to  be  provided  with  a  gate  valve  and 
two  horizontal  check  valves.  The  supply 
to  the  tank  should  not  be  less  than  2"  and 
the  supply  controlled  by  a  float  valve  of 
approved  type.  The  storage  capacity  of  the 
surge  tank  should  be  at  least  ten  times 
greater  than  the  delivery  capacity  of  the 
pump    in    gallons    per    minute. 

The  surge  tank  may  be  of  cypress  or  steel 
and  provided  with  a  removable  cover  and 
also  a  2"  drain  connection  or  larger,  valved 
and   connected    to    sewer. 

Where  the  city  water  pressure  exceeds 
20  pounds  and  is  constant,  the  surge  tank 
may  be  omitted  if  the  pump  is  of  the  cen- 
trifugal or  turliine  type,  and  the  suction 
pipe  may  then  be  connected  to  the  main 
Service  direct.  However,  in  this  case,  the 
cross  sectional  area  of  the  main  service 
pipe  must  be  at  least  50  per  cent  greater 
than  the  area  of  the  suction  pipe  of  the 
pump. 

Suction  pipe  connections  must  be  provided 
with  two  check  valves  and  a  gate  valve. 

For  large  installations  duplicate  pumps 
should  be  installed. 

Service  Connection  to  Building*: 

Vox-  water  scrviit'  cnnncrtion  to  buildings 
under  :;"  in  size  extra  strong  lead  pipe  may 
be  used  with  corporation  stops  and  goose- 
necks as  required  by  regulations  of  the 
Water  Department. 

It  is  now  possible  to  obtain  cast  iron  pipe, 


1^/4".  IV2"  and  2"  diameter,  which  is  made  in 
5-foot  lengths,  hub  and  spigot  pattern,  and 
the  use  of  this  is  highly  recommended  for 
service  connections  instead  of  lead  pipe. 
Wrought  iron  or  steel  pipe  should  never  be 
used    for    service    connections    under    ground. 

For  service  connections  of  larger  diame- 
ter than  2"  cast  iron  water  pipe  in  12-foot 
lengths,  hub  and  spigot  pattern  of  proper 
class  or  weight  to  suit  pressure  should  be 
used. 

When  cast  iron  pipe  is  brought  into  the 
building  and  up  through  floor,  the  same 
should  terminate  in  a  flanged  end  fitting 
about   12"  above   floor. 

Heavy  pattern  stop  cocks  or  gate  valves 
provided  with  heavy  tee  handle  operating 
rods  should  be  placed  on  the  service  con- 
nection and  provided  with  cast  iron  service 
boxes  with  cast  iron  covers.  On  the  inside 
of  the  building  the  main  service  must  be 
provided  witli  gate  valves  and  arranged  for 
meter  connection  if  retiuired  by  the  Water 
Department.  Provision  must  be  made  for 
supply  connections  inside  fire  standpipes  as 
may  be  required. 

Prom  this  point  on  the  supply  piping 
should    be    of    the    following   material: 

"Water  Supply  Piping-: 

1.  Brass  pipe,  iron  pipe  size,  properly  an- 
nealed seamless  tubing  with  red  metal  cast 
brass  fittings  for  such  work  where  the  ut- 
most  durability    is   desired. 

In  some  cases  where  it  may  be  desired 
to  effect  some  saving  in  cost,  the  hot  water 
supply  and  return  piping  are  specified  to 
he  of  brass  and  the  cold  water  supply  piping 
of   genuine   wrought   iron   pipe    galvanized. 

It  is  suggested  that  all  specifications  for 
work  of  the  best  class  be  drawn  covering 
brass  pipe  for  the  water  supply  lines,  both 
cold  and  hot,  or  at  least  for  the  hot  water 
supply  and  return  lines,  and  then,  if  desired, 
an  alternate  bid  may  be  asked  for  on  the 
sujiply  piping  of  genuine  wrought  iron  pipe 
with  galvanized  malleable  iron  beaded  fit- 
tings. 

This  will  enable  the  Architect  to  take 
advantage  of  a  reduction  in  cost  if  the  owner 
desires  to  make  such  a  saving,  and  the  Ar- 
chitect cannot  be  criticized  for  not  having 
specified    the    best    material    for    the    work. 

2.  Xext  to  brass  pipe  the  best  material 
to  use  is  genuine  wrought  iron  pipe  gal- 
vanized. 

3.  W'here  cost  is  the  sole  consideration 
and  durability  of  not  vital  importance,  com- 
mercial  steel   pipe,    galvanized,   may   be   used. 

The  following  suggestion  is  made  to  spec- 
ification writers  on  the  sub.iect  of  Genuine 
Wrought  Iron  and  Steel  Pipe. 

Most  frequently  the  specification  states 
that  the  supply  piping  shall  be  of  wrought 
iron  pipe  and  this  is  the  cause  of  much 
misunderstanding  and  frequently  the  instal- 
lation   of    material    that    is    not    wanted. 

When  the  phrase,  "wrought  iron  pipe,"  is 
>ised.  it  is  commonly  taken  for  granted  by 
Iilumbing  contractoi-s  that  the  grade  of  pipe 
known  as  "Commercial  Steel  Pipe."  either 
black  or  galvanized,  will  be  satisfactory. 
INrhaps  in  many  cases  it  will  be.  but  it 
fi-cquently  happens  that  the  Architect  in- 
tended that  genuine  wrought  iron  pipe  was 
to  be  used.  In  oi-der  to  clarfiy  this  matter 
it  is  suggested  that  the  specifications  desig- 
nate whether  the  pipe  throughout  shall  be 
genuine,  wrought  iron  or  commercial  steel 
pipe.  In  case  of  the  former,  the  words 
should  be  addod  "with  the  name  of  the  man- 
ufac-iurir   st:iini>i(l   on   each   length." 

Flanges  and  Unions: 

All  pipe  up  to  -V2"  should  be  provided 
with  galvanized  malleable  iron  unions  with 
l)rass  seats  and  all  pipe  over  2'^"  to  be 
provided  with  flanged  unions  having  gaskets 
of  asbestos  grajihite  packing  iV"  thick  for 
Ixst  work  and  rainbow  packing  for  average 
work. 
Valves  and  Stops: 

Valves   should   be  heavy   type  brass   double 
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gate  valves  up  to  2i^"  and  iron  body  bronze 
mounted  flanged  end  for  larger  sizes.  Valves 
should  be  of  the  "rising  stem"  type  for  the 
reason  that  with  this  type  it  can  be  quickly 
observed  if   the   valve   is    "open"    or    "closed." 

Globe  valves  of  approved  pattern  with 
heavy  brass  body  and  soft  rubber  discs  for 
cold  water  lines  and  composition  discs  for 
liot  water  lines  may  be  used  instead  of  gate 
\alves  on  pipe  from  V^"  to  l^i".  For  larger 
pipe,  gate  valves  should  be  used. 
Pitting-s  and  Nipples: 

Fittings  for  genuine  wrought  iron  or  steel 
water  supply  piping  should  be  galvanized 
malleable  iron  beaded  fittings.  Plain  fittings 
must  never  be  used.  If  the  pressure  ex- 
ceeds 75  pounds,  extra  heavy  fittings  should 
be   used. 

Xipples  whether  on  genuine  wrought  iron 
rji-  commercial  steel  pipe  lines  should  in 
all  cases  be  of  genuine  wrought  iron.  The 
nipple  is  the  weakest  part  of  any  line,  and 
for  the  very  best  work,  nipples  known  as 
.lose  or  short  pattern  should  be  made  of 
"extra  strong"  pipe.  Genuine  wrought  iron 
nipples  so  stamped  may  now  be  obtained 
from  manufacturers  and  makes  it  possible 
for  the  superintendent  to  assure  himself  that 
tlie  contractor  is  furnishing  the  proper 
article. 

THE  HOT  WATER  SUPPLY  for  the  build- 

a:    should    be    determined    upon    the    actual 
■quirements    to    suit    the    conditions   of   each 
.  ase. 

For  instance — in  the  case  of  a  hotel  with 
100  bath  rooms — each  containing  lavatory 
and  bath  tub  or  shower — the  demand  for 
hot  water  is  at  a  peak  load — from  6:30  to 
S:00  A.  M.  and  4:30  to  7:00  P.  M.  with  lesser 
ilemands  at  noon  and  later  at  night. 

To  provide  for  such  service  a  minimum  of 
3  0  to  40  gallons  should  be  allowed  for  each 
bath  room  per  hour — this  with  100  rooms 
would  mean  a  heater  having  a  capacity  of 
3000  to  4000  gallons  per  hour  to  which  must 
be  added  the  quantity  that  will  be  required 
for   kitchens,    laundry,    etc. 

Generally  speaking  the  following  table  may 
tie     used    to    determine    size    of    hot    water 
supply  systems: 

Schools    (not   boarding) : 

5 — gallons  per  pupil  per  day  for  water 

used  in  lavatories, 
6 — gallons  per  minute  for  each  shower 
or 
25 — gallons    for    each    pupil    using    the 
shower. 

Hospital: 

50 — gallons  per  day  for  each  person 
and  add  50%  of  total  for  kitchen 
— laundry  and  general  service. 

Hotels: 

50 — gallons  per  day  for  each  bath  room 
and  add  50%  of  total  for  general 
service. 

If  there  is  a  Turkish  bath  in  connection 
with  the  hotel  add  100  gallons  for  each 
bather — based  upon  the  capacity  per  hour  of 
tlio  establishment. 

Apartments:  Allow  100  gallons  per  day 
for  each  apartment  having  not  more  than  2 
baths,  for  each  additional  bath  add  25  gal- 
''uis   and   25%    of  the   total   for   general   serv- 

Pactories:  Allow  10  gallons  for  each  em- 
ploye per  day  for  each  wash  basin  and  25 
^'illons  for  each  employ,,  using  showers. 

Boaraingr  Schools — Asylums — Homes,  etc. : 
.Mlciw  40  gallons  per  day  for  each  person. 
I'lir  showers  25  gallons  for  each  ust  and 
add  50';;,   of  the  total   for  general  service. 

For  smaller  installations  a  hot  water  stor- 
age tank  with  steam  coils  for  winter  ser\-1ce 
and  hot  water  heater  for  summer  service 
makes  a  satisfactory  installation.  The  tank 
should  always  be  provided  with  a  thermo- 
static control  to  prevent  overheating  the 
water.  Tanks  with  coils  should  always  have 
a   manhole  at  one  end. 

In  cases  where  the  heating  system  is  a 
vapor    system,    the    water    should    be    heated 


by  means  of  a  hot  water  heater  the  year 
around,  as  the  pressure  of  the  steam  is  too 
low  to  effectively  heat  the  water  by  means 
of   steam    coils   in   the   tank. 

Where  showers  are  used  it  is  desirable  to 
place  a  thermostatic  hot  water  line  control 
valve  in  the  hot  water  supply  main  in  order 
to  prevent  scalding.  It  is  good  practice  to 
separate  the  system  in  Hotels,  Hospitals, 
etc.,  so  that  the  water  supplied  to  bath  tubs, 
lavatories  and  showers  is  controlled  in  this 
manner.  It  not  only  prevents  possible  scald- 
ing but  saves  fuel  and  increases  the  life  of 
valves,  faucets,  etc.,  which  excessively  hot 
water   materially   shortens. 

In  larger  installations — especially  where 
both  exhaust  and  live  steam  (high  or  low 
pressure)  are  available;  the  hot  water  sys- 
tem should  be  arranged  in  two  units;  the 
first  a  storage  tank  of  proper  size,  called 
the  primary  heater,  in  which  the  water  is 
heated  by  exhaust  steam — from  this  heater 
it  passes  to  the  secondary  heater  which  is 
provided  with  coils  supplied  by  live  steam 
under  thermostatic  control.  The  latter  heater 
brings  the  water  up  to  the  desired  degree 
of  temperature  at  which  the  control  is  set. 

Another  and  most  economical  type  of 
heater  is  the  instantaneous  type — heated  by 
low  or  high  pressure — controlled  by  an  auto- 
matic thermostatic,  device  and  using  only 
sucli  quantity  of  steam  as  necessary  to  heat 
the  water  actually  used — to  the  temperature 
for  which  the  control  is  set.  This  type  of 
heater  is  very  efficient  and  economical  and 
is  especially  adapted  to  large  installations 
as  Hotels.  Hospitals.  Factories  and  wherever 
there  may  be  a  large  variation  in  the  de- 
mand for  hot  water  throughout  the  day  or 
njornt. 

in  order  to  ensure  proper  results,  hot 
water  systems  must  be  in  perfect  circulation 
— wherever  possible  the  overhead  type  sys- 
tem should  be  used  with  a  riser  to  the  top 
floor — horizontal  supply  mains  and  drop  sup- 
plies to  the  fixtures  on  floors  below  with 
circulating  return  in  basement.  Hot  water 
riser  should  have  an  air  vent  trap  at  highest 
point. 

Pressure  of  hot  and  cold  water  systems 
should    always    be    the   same. 

In  some  cases  circulating  pumps  are  neces- 
sary. These  should  always  be  of  the  cen- 
trifugal type  with  low  speed  motors  and  if 
direct  current  is  available,  motors  sliould  be 
provided  with   a  variable   speed   control. 

In  conclusion  of  the  suggestions  for  water 
supply  system — I  would  say  that  in  my  ex- 
perience most  mistakes  have  been  made  in 
having  the  piping  system  too  small  and  this 
is  especially  true  in  the  case  of  hot  water 
tanks  and  heaters. 

A  heater  too  small  for  the  service  will 
waste  more  fuel  than   one  too   large. 

ARRANGEMENT   OP    TOILET   ROOMS   AND 
PLUMBING  PIXTURES. 

Few  Arcliitects  realize  liow  much  the  cost 
of  the  plumbing  and  heating  on  a  building 
is  governed  by  the  design  and  location  of 
toilet  rooms.  Many  buildings  are  up  several 
stories  before  the  location  of  pipe  chases  or 
shafts  are  decided  upon  and  many  botched 
up  piping  jobs  are  the  result  of  this  neglect. 

This  again  brings  up  the  great  need  of 
proper  plumbing  plans  and  diagrams — show- 
ing the  proper  size  and  location  of  the  piping 
and  permitting  the  general  contractor  to  pro- 
vide chases  in  walls — leave  openings  in  floors 
and  provide  pipe  shafts  of  proper  size  for 
the  work. 

In  residences  with  wood  studs  the  parti- 
tion carrying  soil  pijie  must  ha^■e  at  least  fi" 
studs  and  a  still  better  arrangement  is  to 
have  9  hollow  space  and  use  4  or  6"  studs 
flat  wise  and  framed  once  or  twice  in  their 
height  as  this  saves  cutting  of  studs  for 
horizontal   vent   pipes. 

If  partitions  are  hollow  tile.  6"  thick  tile 
should  be  used.  Thin  partitions  of  ^lackolite, 
Pyro  Bar  or  similar  gypsum   materials   make 


PERMANENT    CLEANLINESS 

\'itrolite"s  inherent  qualities  make  it  the  pre- 
ferred material  for  toilet  partitions  and  wain- 
scoting. Its  hard,  non-absorbent  surface  is 
impervious  to  stains  and  acids.  Its  pure 
lustrous  whiteness  is  kept  so  with  tlie  mini- 
mum labor.  No  other  material  Ave  know  of 
approaches  it  in  sanitation  and  lasting  beauty. 

Our  sincere  co-operation  is  at  your  call  witliout 
obligation. 

When  writing  ask  for  a   copy  of  "Yitrolite." 

THE    VITROLITE    COMPANY 

61J5  Chamber  of  Coniineicc  Building 
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very  unsatisfactory  partitions  for  conceal- 
ment of  piping,  as  no  secure  anchorage  can 
be  had  in  same  for  bolts  to  fasten  hangers 
or  brackets  for  fixtures;  furthermore,  con- 
densation on  pipes  dissolves  sulphuric  acid 
in  gypsum  and  induces  quick  corrosion  of 
metal. 

With   buildings  of  fireproof  construction  in 
which    the    floors    are    of    reinforced    concrete 
5S 
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the  location  of  bath  and  toilet  rooms  must 
receive  careful  study. 

There  are  tlireo  schemes  that  may  be  used. 

The  first,  a  pipe  shaft  2'-6"  to  3'  in  widtli 
extending-  up  through  the  building — in  wliich 
al)  piping  may  be  placed  and  fixtures  all 
provided  with  wastes  and  supply  connections 
to  wall.  (See  illustration.)  This  arrange- 
ment is  very  desirable  for  Hospitals.  Schools, 
Hotels,  Office  Buildings,  etc.;  it  makes  an 
ideal  arrangement  and  is  economical  in  cost 
of  installation  and  maintenance.  All  pipe 
being  exposed  it  is  easily  gotten  at  in  case 
of  repairs. 

The  second  is  to  raise  the  floor  of  toilet 
rooms  7"  to  allow  for  piping  being  concealed 
in  floor.  This  is  soinotimes  objectionable 
and  in  the  case  of  Hospitals,  Homes  and  In- 
stitutions should  not  be  done. 

The  third  is  to  run  the  piping  under  the 
ceiling  of  room  below — eitlier  exposed  or  con- 
cealing the  same  by  furring  down  the  ceiling. 

In  planning  toilet  rooms  it  is  most  im- 
portant to  ascertain  the  exact  size  of  the 
various  fixtures  that  are  to  be  installed — so 
that  these  will  bo  placed  properly  and  to 
the  best  possible  advantage. 

This  is  especially  necessary  in  the  case  of 
bath  tubs  and  shower  stalls.  If  recessed 
tubs  are  used,  the  e.xact  length  overall,  dis- 
tance the  ends  and  back  will  extend  into  wall 
must  be  considered  as  tlierc  is  always  a  dif- 
ference between  the  nominal  size  of  bath  tub 
and  their  actual  overall  length;  the  end  at 
which  the  waste  and  supply  fixtures  are  to 
come  should  be  shown  and  a  paneled  door  of 
proper  size  provided  so  that  the  fittings  can 
be  properly  installed  and  accessible  in  case 
of    repairs.      When    recess    tubs    are    used — it 


is  always  desirable  to  tile  around  the  top 
of  tub,  as  this  makes  a  more  permanent  in- 
stallation than  a  finish   of  hard  plaster. 

Shower  stalls  should  never  be  less  than 
3'-0"  X  3'-0"  inside  for  a  comfortable  stall. 
3'-2"  X  3'-2"  is  the  standard  size  adopted  by 
plumbing  manufacturers  and  should  be  used 
wherever  possible.  Stalls  should  be  at  least 
6'-6"  high.  Solid  porcelain  receptors,  grooved 
to  receive  marble  partitions  are  the  best  and 
are  absolutely  leakproof.  If  marble  floor 
slabs  are  used  they  must  not  be  less  than  2" 
thick  and  should  be  grooved  all  around  to  re- 
ceive  marble   partitions. 

The  placing  of  sheet  lead  flashing  under- 
neath marble  shower  slab  or  tile  for  shower 
stalls  on  upper  floors  has  been  discontinued 
for  the  reason  that  very  often  the  weight  of 
the    stall   above   samp   cracked    the   sheet   lead 
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THE  PROFESSION  specifies  only  the  materials  and 
equipment  in  which  they  have  faith.  That  is  why 
Chicago  Faucets  are  being  installed  more  and  more  today 
in  all  types  of  buildings,  such  as  homes,  apartments,  factories, 
hotels,  hospitals,  beauty  parlors  — wherever  first  rate  plumb- 
ing is  demanded. 

Chicago  Faucets  are  not  just  ordinary  faucets.  They  are 
so  constructed  as  to  be  practically  everlasting.  They  are 
built  around  the  Quaturn,  Removable  Unit  which  com- 
prises all  working  parts,  including  seat  and  washer,  and 
which  prevents  all  wear  on  the  fixture  itself. 

It  is  easy  to  see  the  advantages  of  a  faucet  that  can  be  so 
simply  and  economically  repaired.  Chicago  Faucets  can  be 
depended  upon  to  give  complete  satisfaction  to  the  most 
exacting. 

There  are  Chicago  Faucets  for  every  kind  of  water  supply 
need.    Our  catalog  will  be  gladly  sent  upon  request. 

The  Chicago  Faucet  Company 

2700  to  2722  N.  Crawford  Avenue 
CHICAGO 

CHICAGO 
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so   that   the  installation  of  same  as  a  means 
to   prevent   leaks — was  a   useless   expense. 

The  best  material  to  use  for  water  proof- 
ing under  marble  or  tile  shower  slabs  is  to 
build  up  three  or  four  thicknesses  of  genuine 
asphalted  felt  well  lapped  and  swabbed  with 
asphaltum  and  the  edges  of  the  felt  turned 
up  at  least  6"  high  at  side  walls.  This  is  an 
inexpensive  method  and  far  more  satis- 
factory than  sheet  lead. 

A  word  of  caution  in  connection  with  the 
kind  of  material  to  be  used  for  shower  stalls. 
Marble,  slate,  vitreous  tile  and  salt-glazed 
brick  are  recommended  as  suitable,  but  the 
use  of  steel  for  shower  stalls  whether  gal- 
vanized or  painted  is  not  recommended  for 
the  reason  that  it  is  not  durable  and  its 
corrosion  is  only  a  question  of  time. 

It  is  desirable  to  place  the  controlling 
valves  to  shower  head  on  one  side  of  the 
stall  near  the  entrance  (see  adjoining  illus- 
tration), so  as  to  permit  the  water  being 
turned  on  and  tempered  without  wetting  the 
bather.  When  a  stop  valve  is  placed  in  the 
supply  to  the  shower  head,  it  will  be  neces- 
sary to  provide  the  hot  and  cold  water  sup- 
plies with  check  valves  to  prevent  the  by- 
pass of  water  from  either  side  in  event  that 
the  valves  on  inlet  of  shower  are  not  entirely 
closed.  When  there  is  no  valve  between  the 
inlet  valves  and  the  shower  head,  check 
valves  are  not  absolutely  necessary. 

All  shower  heads  should  be  placed  6  feet 
above  floor  for  adults  and  5'  6"  for  school 
showers  provided  with  an  adjustable  ball 
joint  by  means  of  which  the  angle  of  the 
shower  head  may  be  changed  as  desired. 
Shower  heads  arranged  in  this  manner  give 
better  results  and  will  not  wet  the  bather's 
head   unless  he  so  desires. 

When  thermostatic  or  anti-scalding  shower 
valves  are  used,  it  is  always  desirable  to 
place  on  the  hot  and  cold  water  supply  line 
for  each,  a  loose  key  compression  shut  off 
by  means  of  which  the  supply  can  be  con- 
trolled, which  is  necessary  if  the  pressure 
is  very  high  or  the  pressures  of  hot  and  cold 
water  are  not  equal. 

When  plain  compression  type  control 
valves  for  showers  are  used  in  place  of 
thermostatic  or  anti-scalding  valves — a  ther- 
mostatic hot  water  control  valve  should  be 
placed  on  the  hot  water  supply  line  to  the 
showers  and  set  so  as  to  prevent  the  hot 
water  exceeding  110°  F.  in  temperature. 

The  placing  of  plumbing  fixtures  against 
outside  walls  should  bo  avoided.  It  is  very 
unsatisfactory.  Even  if  the  supplies  are 
larefully  covered  there  is  always  danger  of 
freezing.  The  custom  of  placing  bath  tubs 
under  outside  windows  is  most  objectionable. 
'I'liis  has  been  commonly  done  in  apartment 
liousG  work.  A  little  study  of  grouping 
would   have   produced   better   results. 

In  public  toilet  rooms  the  arrangement  of 
water  closet  stalls  must  be  well  considor'^d. 
Where  a  number  of  these  are  to  be  installed 
tlie  size  of  the  stalls  must  be  determined. 
'I'he  adopted  standard  width  is  2'-6"  centers 
ior    schools — they    should    not    be    less — but 


may  be  more.  For  adults  the  stalls  should 
be  2'-10".  Three  (3)  feet  is  the  greatest 
widtli  that  should  be  used.  To  make  them 
wider  would  be  waste  of  space.  The  depth 
inside  should  not  be  less  than  4'-6"  with 
doors  swinging  in.  This  depth  will  allow 
tlie  standard  width — 2  foot  door  to  v,-ell 
clear  the  front  of  the  closet  bowl. 

In  factory,  etc.,  and  school  work,  especially 
primary  grades,  it  is  better  to  omit  doors 
entirely  and  in  this  case  the  stalls  need  not 
be  more  than  3  feet,  or  at  the  most  3'-6"  in 
depth. 

If  possible  all  flush  tanks,  piping,  etc., 
should  be  concealed  in  a  work  space  in  rear 
of  closet  stalls.  The  wall  of  work  space 
being  formed  by  the  backs  of  partitions  or 
a  built  up  wall  as  desired.  Frequently  this 
same  work  space  is  also  utilized  as  a  vent 
space,  providing  the  back  of  each  stall  with 
a  vent  opening,  protected  by  a  ventilating 
hood  or  register  face.  This  makes  a  most 
desirable  arrangement  for  ventilating  large 
toilet  rooms — especially  adapted  for  schools, 
asylums    and    all    public    toilet    rooms. 

The  water  closet  stalls  may  be  of  marble, 
slate  or  steel  according  to  the  class  of  work. 
Steel  partitions  are  very  satisfactory  and 
excellent  for  school   and  factory  work. 

The  bottom  of  all  partitions  should  be  12 
inches  above  the  floor.  When  marble  is  used 
the  pilasters  should  be  IVa  or  2  inches  thick 
and  grooved  to  receive  the  partitions.  The 
backs  should  be  cut  out  to  receive  the  parti- 
tions and  a  top  rail  of  marble  corresponding 
in  thickness  to  the  pilasters  and  3%  or  4" 
high  extend  along  the  entire  front.  Tlie 
bottom  of  rail  should  not  be  less  than  6 '-6" 
high  for  schools  and  7  feet  for  public  toilet 
looms.  This  arrangement  does  away  en- 
tirely with  brass  floor  and  top  standards  and 


all  metal  angles — vcr.v  desirable  for  the  rea- 
son that  nickel  plated  brass  work  becomes 
tarnished  very  quickly  and  is  rarely  given 
the  care  it  requires  to  keep  the  same  in 
good  condition. 

If  wood  doors  are  used  th„y  should  pref- 
erably be  of  the  type  known  as  "sanitary", 
perfectly  flush  without  panels.      The  standard 
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THE  ARISTOCRAT 


Of  the  Built  -  Well  Family 


Fashioned  from  the  premier  of  domestic 
cabinet  woods,  American  Walnut,  we 
have  created,  for  those  who  appreciate 
real  quality,  the  Built-Well  Aristocrat. 


No.  12 — Crescent 
No.  205 — Hinge 


Only  the  choicest  stock  whose  grain  and 

texture  is  suitable  to  bring  out  the  soft 

mellow    high   lights   of   beautiful   American    Wa!nut,    is    used   in   the 

manufacture  of  the  Aristocrat — and  the  finish  is  comparable  only  to 

that  found   on   the   finest  of  furniture — yet   our   price  will   be   found 

lower  than  has  ever  been  quoted  on  a  solid  walnut  seat. 

The  Aristocrat  is  made  in  both  open  and  closed  front  patterns  with 
the  fam^ous  Built-Well  Double  Doweled  V  Lock  Joint  construction 
and  equipped  with  a  massive  crescent  shaped  nickel  plated,  cast 
brass  •"•;;  inch  bar  hinge.  Furnished  in  either  natural  or  dark  walnut, 
dull  rubbed  or  piano  polished. 

Of    all    line    cabinet    woods    walnut    stands    pre- 
"-^^^American        eminent  for  its  loveliness,  its  infinite  variety,  its 
vv  >6iT^lNTT^r'      glowing  natural  color  and  its  serviceable  endur- 
ance.    It  does  not  easily  mar  or  scratch,  and  such 
marks  do  not  show  ;  for  the  soft,  tawny,  forest-brown  color  of  walnut 
is   its  own,  not  merely  a  surface   stain. 

Walnut    lasts,    and    age    only    enhances   its    beauty  and    mellows    its 
loveliness.      This   combination    of   desirable   qualities   of    Walnut    to- 
gether   with    the    exclusive    double    doweled    V    Lock 
Joint  construction  of  the  Built-Well  seat,  makes  the 


Built-Well 
V-Lock  Joint 


Patented 

Sc-ctional  vifwof 
joint  turned  u]) 
side  down  to 
sIkjw  how  dowels 
are  inserted 
from  bottom. 
Moisture  only 
in  a  1<  e  s  the  m 
lighter. 


Aristocrat   practically   everlasting. 


The    Built-Well   Aristocrat   Will   Add    Beauty 
and    Distinction   to   any   Bathroom. 

It's   the   Touch   of   Color   in   a   Bathroom   of    Pure  White. 


I'.uilt-Wcll  Scats  can  lio 
liiiil  in  all  wood.s,  .st.vlis 
;incl    linislics. 

We  will  k'JkII.'''  fuini.sli 
catahiK   upon   reiiuo.st. 


1458  West  Kinzie  Street 
CHICAGO 


size  is  2  feet  wide,  5  feet  high  and  IVs"  thick. 
They  should  be  provided  with  an  adjustable 
N.  P.  box  spring  hinge  and  blank  witli  check, 
door  latches  and  stops  and  should  always 
swing  in,  with  spring  set  to  hold  the  door 
open  when  not  in  use. 

While  on  the  subject  of  water  closet  stalls 
a  word  of  caution  regarding  the  floor  is 
apropos.  It  frequently  happens,  especially  in 
school  and  factory  work,  that  the  floors  of 
toilet  rooms  are  pitched  toward  a  floor  drain 
and  whenever  this  is  done  the  contractor 
doing  the  flooring  work  should  be  cautioned 
to  keep  that  portion  of  the  floor  on  which 
the  water  closets  are  to  set  perfectly  level 
and  establish  his  break  line  at  least  3  inches 
forward  of  the  front  of  the  base  of  the  water 
closet  bowls.  Unless  this  is  done  the  plumber 
when  setting  the  bowls  will  level  them  up 
with  cement  in  order  to  obtain  an  even  bear- 
ing and  the  cement  under  the  base  of  the 
bowls  either  causes  them  to  crack  on  account 
of  unequal  expansion  and  contraction  or  be- 
cause of  improper  support  throughout  the 
entire  base,  the  unequal  strain  on  the  ware 
will  cause  cracks. 

For  connecting  water  closets  with  floor 
outlets  to  soil  pipe  or  fittings  only  cast  iron 
hcnds  of  an  approved  type  should  be  used — 
with  a  gasket  of  asbestos,  graphited. 

Connection  between  waste  outlets  of  water 
closets  with  wall  outlets  and  soil  pipe  should 
lie  made  by  means  of  heavy  combination  lead 
and  iron  ferrules,  one  end  caulked  into  hub 
of  cast  iron  fitting,  the  other  wiped  to  a  brass 
closet  flange  and  asbestos   graphite  gasket. 

This  method  of  connection  does  not  cover 
the  wall  hung  type  closets  now  being  used  of 
which  each  special  type  is  provided  with  a 
special  designed  form  of  attachment  to  the 
soil  pipe  or  stack. 

Now  as  to  the  type  of  water  closets  to 
be  used.  There  are  today  practically  only 
two  styles — one  known  as  a  siphon  jet  bowl, 
the  other  a  washdown  with  jet.  There  are 
of  course  a  large  number  of  various  special 
type  bowls  in  the  market  but  they  are  modi- 
fications  of   the  above   types. 

The  siphon  jet  bowl  is  the  best  to  use  on 
account  of  its  more  quiet  action  in  flush- 
ing and  also  for  the  reason  that  the  interior 
of  the  bowl  presents  less  fouling  surface, 
owing    to    the    larger   water    surface. 

The  greater  the  cross-sectional  area  of  the 
.siphon  limb  the  better  the  operation  of  the 
liowl.  The  minimum  diameter  of  the  siphon 
Ihnb  should  be  2V2"  and  3"  is  better.  The 
more  uniform  the  passage  is  the  less  danger 
of  stoppage.  All  bowls  should  be  tested  out 
under  water  before  shipment  by  the  manu- 
facturer— for  two  reasons:  one  to  determine 
whetlior  the  ware  is  free  from  cracks — 
failed  "dunts"  by  the  potteries,  the  other 
to  be  certain  that  the  construction  of  the 
bowl  is  perfect. 

In  many  localities  the  water  contains  in- 
crusting  ingredients  that  may  cause  clogging 
up  of  the  jet  tubes  in  time.  Such  conditions 
may  be  remedied  by  emptying  the  water  con- 


tained in  the  bowl  and  pouring  a  pint  or 
iTiore  of  "Commercial"  Muriatic  acid  into  the 
bowl.  The  acid  will  dissolve  the  solids  in 
the  jet  opening  in  about   Vz   to  %  of  an  hour. 

However,  where  the  water  is  extremely 
bad — it  is  advisable  to  use  the  washdown 
type  of  bowl  with  jet,  which  is  not  as  apt  to 
become  stopped  up  as  the  jet  openings  are 
larger  than  in  the  siphon  jet  type  and  the 
tube  has  no  pocket  in  which  deposits  can 
accumulate. 

Where  it  is  necessary  to  practice  economy 
in  the  selection  of  fixtures — it  is  advisable  to 
use  washdown  water  closets  with  jets.  For 
Schools  and  Factories  this  style  is  generally 
used. 

There  is  another  type  of  closet  used  today 
which  is  a  composite  of  the  siphon  jet  and 
washdown  bowls.  This  bowl  is  known  as  the 
"reversed  trap  type"  and  when  correctly  de- 
signed and  properly  made,  makes  a  very  sat- 
isfactory closet.  It  has  less  fouling  surface 
than  the  washdown  bowl  and  is  siphonic  in 
action. 

The  conditions  that  are  to  be  met  in  each 
case  must  necessarily  determine  the  partic- 
ular kind  of  closet  that  should  be  used. 
Also  whether  the  bowls  should  have  extended 
lips,  floor  or  wall  outlets,  have  low  down 
tank,  or  flush  valves  or  flushed  automatically 
by  seat  operating  valves.  No  fixed  rule  may 
be  prescribed  for  such  selection,  which  can 
only  be  made  according  to  requirements  of 
the   work  Itself. 

In  the  selection  of  water  closets  consider- 
ation must  be  given  as  to  the  manner  in 
which  the  closets  are  to  be  flushed.  Water 
closets  with  high  tanks  or  low  down  tanks 
require  a  %"  supply  connection,  whereas 
these  fixtures  If  operated  by  means  of  flush 
valves — require  1  to  1%"  supply  connections 
to  each  flush  valve.  Water  closets  with  au- 
tomatic seat  operating  valves  require  Vs" 
supply   connections   as   a   rule. 

Where  there  is  more  than  one  water  closet 
in  a  row  or  battery,  the  main  supplies  for 
such  battery  must  be  of  a  size  that  will  ade- 
(luately  supply  all  fixtures.  Reference  to 
the  following  table  will  be  of  service: 

Table  of  Branch  Supplies  for  Water  Closets. 

The   following    table   will    be    of   service   to 
determine  the  proper  size  of  branch  supplies 
for  water   closets   from    1    to   12   fixtures   in  a 
battery.     Tlie  size  of  pipe  is  based  on  a  pres- 
sure of  from   20  to  4  0  pounds. 
For  Automatic  Seat  Operating  Water  Closets 
or   Water   Closets   with   Low-Down 
or  High  Tanks.  Inlets  V2"- 
Number  of  Size  of 

Closets  Branch.   Inches 

1     % 

2    % 

3     1 

4     1 

5  ly* 

6  ly* 

7  1% 

s  1  y2 

.)  11^ 

lb  1  y2 

n   2 

12 - 

Each  branch  connection  to  closet  valve  or 
tank  shall  be    V^    inch. 
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Wade  Iron  Sanitary  Manufacturing  Co. 

Manufacturers  and  Dealers  in 

Iron  Accessible  Flushing  Clean-Out  Catch  Basins  for  Grease,  Gravel, 
Roof,  Garage,  Steam  Blow-Off  and  Bilge  Pumping  Purposes,  Iron 
Manhole  Covers  for  Brick  and  Surface  Drainage  Basins.  Iron  Drum 
Traps   and    Lavatory   Traps.      Special    Catch    Basins   Made    to   Order 


Automatic  Electric  Bilge  Pumps 


Automatic  Electric  House  Pumps 


B-Fig.  1. 
Wade  Accessible  flushing  backwater 
valve     for     prevention     of     flooded 
cellars. 


B-Fig.  6]  J. 
Automatic  and  hand  shut-off  back- 
water   valve    combination. 


B-Fig.  37.  Oil  separator  for  garages. 
B-Fig.  37' J.  Floor  drain  basin. 


B-Fig.  18. 
Floor  drain  and  backwater  valve. 


B-Fig.  27. 
Water  jacket  grease  basin. 


Send  for  catalogue. 

WADE  IRON  SANITARY  MFG.  CO. 

Manufacturers  Wade  Accessible  Backwater  Valves,  Iron  Gravel  and  Catch  Basins,  Garage 
Basins,  Floor  Drains,  Ejector  Basins,  Blow-off  Basins,  Water  Jacket,  Grease  Traps,  etc. 


551-553  W.  Fulton  St. 


Phone  Franklin  5680 


CHICAGO,  ILL. 
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For  Water   Closets   with   Flush   Valves 
Having  IVi"  Inlets. 
Number  of  Size  of 

Closets  Branch,   Inches 

1     11/4 

2    11/2 

3     2 

4     21/2 

5     2% 

6    21/2 

7     21/2 

8     21/2 

9     3 

10     3 

11     3 

12     3 

Each  tarancli  connection  to  flush  valve 
shall  be  I14  or  1  inch,  according  to  style  of 
valve  used. 

Refer  to  table  of  "Delivering  Capacities  of 
Pipes"  on  Page  511  for  sizes  of  branches 
where  inlets  are  other  than   %"  or  1%". 

Tlie  water  pressure  must  also  be  carefully 
considered  for  flush  valves  and  automatic 
seat  operating  valve  closets.  For  the  former 
the  minimum  should  be  15  lbs.,  and  for  the 
latter  20  lbs.,  at  each  bowl. 

Consumption  of  water  is  another  item  to 
be  considered.  Tank  closets  will  use  6  to  8 
gallons  per  flush:  those  with  flush  valves 
from  6  to  8  gallons  according  to  the  pres- 
sure and  automatic  seat  operating  closets 
will  only   use   2i^    to   3   gallons  per  flush. 

Now  regarding  urinals — At  present  there 
are  four  types.  The  solid  porcelain  urinal 
18  and  24"  wide  whicli  sets  into  floor  and 
has  a  lipped  extension  base  the  top  of  which 
is  usually  set  flush  with  floor.  Then  there  is 
the  old  style  wall  hung  urinal-s — either  wash- 
down  or  siphon  jet  type.  The  enameled 
trough  urinal  and  the  slate  or  marble  venti- 
lated stall  urinal  with  porcelain  trougli  gut- 
ter set  in  the  floor. 

The  first  type  mentioned  is  the  one  most 
generally  used  except  for  factory  and  school 
work.  For  the  latter  work  the  slate  or  ven- 
tilated stall  urinal  has  several  features  in 
Its  favor.  It  is  less  expensive  than  the 
■solid  porcelain  urinal  and  when  equipped 
with  a  proper  flushing  device  and  a  deep 
porcelain  gutter  carrying  not  less  than  2" 
Of  water  which  is  automatically  flushed  out 
periodically,  makes  a  most  sanitary  fixture. 
The  urinal  is  the  most  objectionable  of  all 
plumbing  fixtures  and  unless  it  is  properly 
ventilated  and  gutters  contain  a  sufficient 
quantity  of  water  for  proper  dilution  of  the 
urine,    the    fixture    becomes    a    nuisance. 

The  Chicago  ordinance  does  not  permit  of 
a  urinal  with  gutters  in  the  floor  and  I  be- 
lieve this  a  serious  oversight.  It  permits  of 
the  use  only  of  the  solid  porcelain,  wall  himg 
or  lipped  trough  urinals.  The  two  latter 
types  are  unquestionably  inferior  from  a 
sanitary  standpoint  to  a  slate  or  marble 
ventilated  urinal  with  a  solid  porcelain  gut- 
ter and   siphon   trap. 

When  setting  solid  porcelain  urinals  into 
the  floor  a  depth  of  4"  is  required  to  bring 
the  top  of  the  drip  receptor  flush  with  the 
finished  floor.  Care  should  be  taken  to  set 
these  in  accordance  with  instructions  of  the 
manufacturers.     They  must  never  be  solidly 


set  in  a  cement  grout;  an  inch  or  more  of 
dry  sand  should  be  put  under  same  and  a 
strip  of  expansion  joint  composition  placed 
on  the  front  edge  and  exposed  sides  so  the 
concrete  sub-base  of  floor  will  not  adhere. 
Tiie  finished  tile,  terrazzo  or  cement  may  be 
run  up  against  the  porcelain  ware. 

Regarding  the  other  fixtures  such  as  lava- 
tories, sinks,  slop  sinks,  etc.,  space  will  not 
permit  going  into  details.  The  catalogues  of 
manufacturers  generally  give  all  information 
necessary    regarding   same. 

The  only  question  of  material  interest  to 
the  Architect  regarding  these  is  the  kind  to 
be  used.  This  in  a  measure  may  be  deter- 
mined  by   the  class  of  the  work  itself. 

For  lavatories  for  first  class  work — only 
those  of  the  best  vitreous  ware  should  be 
used.  These  are  made  in  many  styles  and 
sizes.  Enameled  iron  lavatories  are  not  as 
desirable  as   those  of   vitreous  ware. 

For  sinks — there  are  a  large  variety — solid 
porcelain,  vitreous  in  certain  sizes,  enameled 
iron;  slate,  alberene  stone  and  copper, 
"Liberty"  silver  and  galvanized  steel.  Kach 
has  its  especial  field  and  the  kind  and 
size  must  be  determined  for  eacli  class  of 
work. 

Brass  Goods: 

In  order  that  the  Architect  may  be  assured 
of  obtaining  durable  material  great  care 
should  be  used  in  tlie  selection  of  the  brass 
goods  whicli  include  faucets,  bibbs,  stops, 
and  supply  piping  for  lavatories,  bath  tubs, 
showers,   sinks,   etc. 

For  first  class  work  the  following  clause 
should  be  inserted  in  the  specification. 

"All  brass  work  shall  be  red  metal  brass 
of  a  composition  in  accordance  with  the 
Navy  Department  standard — which  is  85% 
copper,  5%  tin,  5%  zinc  and  5%  lead.  All 
tubing  such  as  flush  pipes,  etc.,  shall  not  be 
less  than  No.  14  gauge  and  all  supply  pipes 
shall  be  full  iron  pipe  size,  annealed,  red 
brass.  All  nickel  plated  work  shall  be  of  the 
highest  quality  and  subjected  to  tlie  nickel- 
ing process  tor  a  period  of  not  less  than 
one  hour.  All  faucets,  valves  and  bibbs  shall 
be  provided  with  stems  having  movable  loose 
discs.  Discs  to  be  of  special  hard  fibre  and 
not  so  called  composition  and  all  discs  must 
have  edges  encased  by  a  brass  protecting 
rim. 

"For  all  concealed  valves  or  stops  the 
operating  part  must  be  removable  from  face 
of  wall  and  the  discs  the  'same  as  above  and 
the  seats  of  removable,'  renewable,    type." 

■V\niile  on  the  subject  of  stops  a  few  words 
are  apropos.  The  supply  connections  to 
every  fixture  should  be  provided  with  stops 
either  exposed  or  concealed  type.  Tlie  initial 
cost  of  stops  is  very  small  when  compared 
to  the  cost  of  repairing  damage  to  floors, 
plaster,  ceiling  and  decoration  caused  by 
leaks. 

Cost  today,  more  than  ever,  is  an  import- 
ant factor  in  considering  the  quality  of 
plumbing  fixtures  that  should  be  used.  How- 
ever, it  would  be  very  poor  judgment  to 
sacrifice  quality  of  material  in  anv  line  on 
account  of  cost.  The  work  of  the  Architect 
is  not  for  today,  but  for  tomorrow,  and  lie 
who  builds  well  in  all  things  will  profit  more 
tlian  one  who  builds  poorly,  and  hence,  now 
more  tliaii  ever  skill  in  design  and  knowledge 
of  materials  and  their  proper  use  will  be 
required  of  the  Architect  to  secure  results. 

Nothing  will  cause  as  much  annoyance  and 
require  as  constant  repairs  as  a  poorly  de- 
signed and  cheap  installation  of  plumbing. 
Repair  bills  are  a  constant  reminder  to  the 
owner  of  mistakes  made  l>y  tlie  Architect, 
who  failed  to  give  in  full  the  service  for 
which   he  was  paid. 
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ULTRA  VIOLET  RAYS  FOR  STERILIZATION  OF  WATER 


By   G.   R.  SHAW 


It  has  long  been  known  that  light  has  bac- 
ericidal  properties  and  a  paper  given  in  1877 
before  the  Royal  Society  of  London  by 
Downes  &  Blunt  called  attention  to  the  fact 
that  direct  and  even  diffused  sunlight  has  the 
power  of  killing  the  bacteria  of  putrefaction. 
It  was  shown  that  the  most  active  rays  were 
the  blue,  violet  and  ultra  violet  frequencies 
and  that  heat  rays  played  no  part  in  this 
action. 

In  1892  Professor  Marshall  Ward  with  Sir 
Oliver  Lodge  conducted  tests  using  the  elec- 
tric arc  and  exposed  culture  plates  to  the 
ultra  violet  energy  as  well  as  to  the  energy 
of  other  parts  of  the  spectrum  and  showed 
conclusively  that  the  ultra  violet  produced 
powerful  bactericidal  action. 

It  was  not  until  1910,  however,  that  elabo- 
rate experiments  conducted  at  Sorbonne  Uni- 
versity, Paris,  by  Henri,  Helbronner  &  Von 
Recklinghausen  led  to  the  development  of  an 
apparatus  for  the  use  of  ultra  violet  rays 
in  the  treatment  of  water.  These  experi- 
ments resulted  in  the  first  commercial  use 
of  this  process  of  water  treatment  and  in 
1912,  the  first  commercial  installation  was 
made  in  this  country.  Since  that  time  the 
apparatus  has  been  developed  and  improved 
so  that  today  it  is  being  used  with  distinct 
success  on  drinking  water  supplies,  bottling 
plants  and  swimming  pools  and  in  fact  is 
suitable  for  any  use  where  a  water  is  de- 
sired that  is  free  from  pathogenic  or  disease 
producing  bacteria.  In  its  present  state  of 
development  It  is  capable  of  taking  care  of 
capacities  up  to  150,000  gallons  per  hour. 

All  light  is  vibration  and  lights  of  different 
colors  have  different  wave  lengths  or  intensi- 
ties of  vibration.  The  white  light  of  the 
sunlight  is  composed  of  lights  of  many 
colors  each  of  different  wave  length,  as  seen 
in  the  rainbow  or  spectrum.  These  colors 
lange  from  red,  which  has  the  longest  wave 
length  of  the  visible  colors,  through  orange, 
>  ellow,  green,  blue  to  violet  which  has  the 
sliortest  wave  length  of  the  visible  colors. 
Kcyond  the  visible  red  are  rays  called  infra- 
red which  are  invisible  and  of  greater  wave 
length  than  the  visible  red.  These  are  heat 
giving  rays  and  do  not  have  power  of  bac- 
tericidal action.  Beyond  the  visible  violet 
lie  the  invisible  Ultra  Violet  Rays  which  are 
of  extremely  short  wave  length  and  most  in- 
tense in  their  vibrations.  To  the  rays  of  the 
ritra  Violet  frequency  is  due  the  bacteri- 
cidal action  which  is  utilized  in  the  treat- 
ment of  water  as  well  as  used  extensively 
in  therapeutic  work.  Tlie  light  rays  richest 
in  the  production  of  ultra  violet  are  those 
liaving  a  wave  length  of  about  1849  angstrom 
units  (one  angstrom  unit  equals  one  ten  mil- 
lionth of  one  centimeter).  It  is  to  these  rays 
in  the  sunlight  that  its  purifying  power  is 
duo. 

The  rays  of  the  ultra  violet  freciuency  are 
amazingly  destructive  to  germ  life  though 
tlu'  exact  action  responsible  for  these  re- 
sults is  not  known.  An  investigation  con- 
ducted by  Prof.  W.  E.  Burge  at  the  Uni- 
versity of  Illinois  presented  evidence  that 
ultra  violet  radiation  killed  living  cells  by 
coagulating  their  protoplasm.  Other  theories 
also  liave  been  advanced  but  nothing  defi- 
nite as  to  the  exact  action  has  been  deter- 
mined except  that  the  pathogenic  bacteria 
are  almost  instantly  killed  upon  exposure  to 
ultra  violet  radiation  and  if  not  instantly 
killed  are  so  inhibited  that  their  powers  of 
reproduction   are   removed. 

The  sun  is  the  groat  source  of  ultra  violet 
radiation.  In  rarified  atmospheres  this  is 
particularly  noted  but  due  to  the  atmosphere 
surrounding  the  earth  a  great  deal  of  it  is 
filtered  out  before  reaching  the  earth's 
surface.  Small  amounts  of  ultra  violet  are 
produced  by  practically  all  artificial  light 
sources    but    at    the    present    time    the    most 


successful  method  of  producing  these  rays  in 
intensity  sufficient  to  be  utilized  commercial- 
ly is  by  means  of  the  mercury  vapor  quartz 
lamp. 

The  mercury  vapor  quartz  lamp  consists 
essentially  of  an  arc  produced  across  mer- 
cury vapor  in  a  vacuum  enclosed  in  a  quartz 
tube.  (Illustration).  The  lamp  has  a 
Straight  quartz  tube  with  a  bowl  at  one  end 
partially  filled  with  mercury.  The  straight 
end  of  the  lamp  is  the  positive  or  anode  con- 
nection while  the  bowl  end  is  the  cathode 
or  negative  connection.  Mercury  is  a  con- 
ductor and  when  the  two  ends  of  the  lamp 
are  connected  in  an  electric  circuit  and  a 
mercury  bridge  formed  from  the  positive  to 
negative  connection  electricity  fiows  through 
the  mercury.  To  pi'oduce  the  Ultra  Violet 
Rays  it  is  necessary  to  form  an  arc  in  the 
vacuum  which  is  done  by  slightly  raising 
the  straight  or  positive  end  of  the  lamp 
either  automatically  or  by  hand,  thus  break- 
ing the  mercury  bridge  and  producing  a  short 
mercury  vapor  arc.  As  the  arc  heats  up  it 
gradually  vaporizes  some  of  the  mercury  and 
forces  the  balance  up  into  the  bowl  until  in 
a  few  minutes  no  mercury  is  left  in  the  stem. 
The  mercury  vapor  arc  then  extends  the 
whole  length  of  the  tube  and  Ultra  Violet 
Rays   of   great   intensity   are   produced. 

The  lamp  for  the  production  of  ultra  vio- 
let radiation  must  necessarily  be  made  of 
quartz  (fused  rock  crystal)  as  this  is  the 
only  known  solid  substance  except  ice 
through  which  ultra  violet  rays  will  pass 
without  losing  their  intensity.  Glass  which 
is  transparent  for  visible  light  is  opaque  to 
ultra  violet  and  while  the  standard  mercury 
lamp  used  for  illumination  will  produce 
ultra  violet  radiation  still  none  of  the  rays 
are  radiated  due  to  the  lamp  being  made  of 
glass.  The  mercury  vapor  quartz  lamp  is 
particularly  rich  in  the  production  of  ultra 
violet  rays  of  a  length  of  1849  angstrom  units 
(.0001849"  centimeter)  which  have  been  shown 
to  have  extremely  high  bactericidal  power. 

Though  Ultra  Violet  Rays  will  exterminate 
germ  life  through  a  considerable  distance 
naturally  the  nearer  the  bacteria  are  brought 
to  the  source  of  the  rays  the  shorter  the 
period  required  for  extermination.  In  the 
types  of  apparatus  using  the  Ultra  Violet 
Ray  for  water  treatment  the  construction  is 
so  arranged  that  not  only  is  all  of  the  water 
passing  through  the  apparatus  forced  to 
flow  near  the  lamp  in  a  thin  film,  but  it  is 
continuously  exposed   to  the  rays  and  is  also 
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continuously  stirred  or  turned  over  so  that 
all  surfaces  of  bacteria  are  exposed  to  the 
rays.  The  apparatus  briefly  consists  of  a 
mercury  vapor  quartz  lamp  set  in  a  water 
compartment  so  arranged  that  the  water, 
always  exposed  to  the  rays,  passes  around 
or  near  the  lamp   in  a  thin   film. 

One  type  of  the  Ultra  Violet  Ray  Water 
Sterilizer  is  illustrated.  This  is  a  pressure 
type  apparatus  and  may  be  used  in  any  sup- 
ply line  with  pressures  up  to  75  lbs.  per 
square  inch.  These  units  may  be  used  sepa- 
rately or  connected  together  in  series  de- 
pending upon  the  capacities  desired,  the 
water  passing  through  each  unit  successively 
and  being  exposed  to  ultra  violet  radiation 
in  each  unit.  For  capacities  of  from  10,000 
gallons  per  hour  up.  a  pressure  type  is  made 
which  is  so  arranged  that  as  many  lamps  as 
required  may  be  connected  together  in  series. 
A  gravity  type  is  also  made  primarily  for  use 
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on  swimming  pools  where  it  may  be  faced 
witli  tile  to  harmonize  with  tlie  surround- 
ings and  give  an  artistic  effect  to  the  pool 
room.  This  type  is  not  suitable  for  capaci- 
ties over  8,000-10.000  gallons  per  hour  on 
account  of  the  gravity  How. 

In  all  types  the  mercury  vapor  quartz 
lamp  is  suspended  through  the  center  of  the 
apparatus  and  is  kept  from  direct  contact 
with  the  water  by  a  protecting  quartz  tube 
which  is  fixed  in  the  body  casting  and  packed 
against  external  water  pressure.  Baffles  are 
so  arranged  that  the  water  is  directed  around 
the    quartz    tube    and    agitated    so    as    to    ex- 


pose all  surfaces  of  bacteria  to  the  rays. 
Suitable  tilting  mechanism  for  starting  the 
lamp  as  well  as  the  necessary  apparatus  for 
controlling  the  electrical  supply  is  furnished 
complete   with   each   unit. 

The  mercury  vapor  quartz  lamp  used  in 
the  water  sterilizer  apparatus  operates  only 
on  220  volt  Direct  Current  and  where  this  is 
not  available  at  the  installation  site  a  motor 
generator  set  is  used  to  deliver  the  necessary 
220  volt  Direct  Current  from  whatever  cur- 
rent is  available.  The  operating  character- 
istic of  the  lamp  at  efficiency  is  160  volts  at 
3M:  amperes,  the  balance  of  the  incoming  220 
volts  being  taken  up  in  ballast  resistance. 
The  current  consumption  of  each  lamp  used 
is  therefore  .7  7   K.  W.   per  hour. 

The  Ultra  Violet  Ray  process  has  a  dis- 
tinct feature  in  water  treatment  in  that 
elimination  of  the  bacteria  is  accomplished 
without  adding  any  substance  to  the  water 
or  changing  its  character  in  any  way. 
Sterilization  is  accomplished  simply  by  pass- 
ing the  water  through  a  field  permeated  by 
ultra  violet  radiation  and  bacterial  elimi- 
nation results  from  exposure  to  tlie  rays. 
If  the  water  is  passed  through  within  the 
rated  capacity  of  the  apparatus  complete 
pathogenic  l^acterial  elimination  is  accom- 
plished regardless  of  the  extent  of  the  con- 
tamination in  the  raw  water.  Thus  the  un- 
reliable human  element  with  tlie  uncertainty 
of  the  proper  regulation  for  the  correct 
amount  of  dosage  of  the  sterilizing  agent  is 
entirely  removed  from  the  process. 

On  swimming  pools  the  ultra  violet  ray 
process  has  a  distinct  field  as  the  apiiaratus 
is  installed  on  the  circulating  line  at  some 
point  between  the  filter  and  the  inlets  to  the 
pool  so  that  all  of  the  water  on  every  re- 
circulation is  forced  to  pass  through  the 
sterilizer  and  is  delivered  to  the  pool  free 
from  all  bacterial  contamination.  Given 
proper  distribution  and   turnover  it   has  been 


possible  for  pools  equipped  with  the  ultra 
violet  ray  sterilizer  to  operate  for  long  pe- 
riods of  time  without  completely  emptying 
and  refilling  the  pool  with  fresh  water  while 
bacteriological  analyses  have  shown  the 
water  to  be  free  from  pathogenic  bacteria 
and  of  the  higliest  standard  of  purity.  Such 
results  show  great  savings  in  operating  costs 
due  to  the  saving  on  water  and  heat  whilfi 
the  operator  has  the  added  assurance  that 
the  health  of  the  patrons  is  safeguarded  to 
the  best  of  his  ability.  W.  F.  Walker  (De- 
partment of  Health — Detroit)  states  in  the 
April,  1922,  issue  of  American  Journal  of 
Public  Health  "Sterilization  by  ultra  violet 
rays  of  swimming  pool  water  in  a  recircu- 
lation system  properly  designed  and  operated 
gives  a  water  w-hich  compares  favorably 
with  the  government  standard  for  drinking 
water." 

The  use  of  ultra  violet  rays  is  ideal  for  the 
ti-eatment  of  drinking  water  supplies  as  well 
as  water  for  bottling  plants  as  the  water  is 
automatically  treated  and  delivered  from  the 
sterilizer  outlet  free  from  any  disease  pro- 
ducing bacteria  and  still  retaining  its  orig- 
inal body  and  snap  without  any  change  in 
the  taste  or  chemical  composition.  Investi- 
gations of  record  show  that  the  ultra  Violet 
Ray  process  when  properly  applied  elimi- 
nates the  dangers  of  aftergrowths  in  the 
w.ater  treated  which  is  so  commonly  found 
in  waters  treated  by  chemicals,  particularly 
where  the  chemical  dose  has  been  too  small 
for  the  amount  of  contamination  and  organic 
matter  in  the  water.  It  is  particularly  noted 
that  even  the  hardy  spore  forming  bacteria 
a"e  killed  by  exposure  to  ultra  violet  rays. 
This  feature  of  the  ultra  violet  ray  process 
is  particularly  advantageous  to  the  operator 
as  the  human  element  with  its  uncertainty, 
forgetfulness.  error  in  judgment  and  often 
lack  of  skilled  knowledge  is  entirely  elimi- 
nated from  the  process.  As  nothing  is  added 
to  the  water  no  objectionable  tastes  or  odors 
can  be  imparted.  No  mixing  is  required 
which  can  cause  poor  results  due  to  insuf- 
ficient contact  with  the  bacteria.  The  process 
is  automatic  in  its  action  and  when  oper- 
ated within  its  capacity  on  a  water  free 
from  sediment  visible  to  the  naked  eye  will 
produce   positive   results. 

After  repeated  tests  l)y  the  United  States 
Public  Health  Service  methods  of  water 
treatment  the  Ultra  Violet  Ray  process  was 
approved  for  use  on  the  drinking  water  sup- 
plies on  boats  operating  on  the  Great  Lakes. 
These  installations  are  very  carefully 
watched  by  the  Public  Health  Service  and 
every  boat  must  show  a  water  conforming 
at  all  times  to  the  standards  of  bacterio- 
logical purity  as  adopted  by  the  U.  S.  Treas- 
ury Department.  The  fact  that  the  Ultra 
Violet  Ray  process  is  in  use  on  the  majority 
of  large  passenger  boats  operating  on  the 
Great  Lakes  and  continually  under  the  strict 
supervision  of  the  U.  S.  Public  Health  Ser- 
vice indicates  the  efficiency  of  the  process. 

For  bottling  plants  the  Ultra  Violet  Ray 
.Sterilizer  may  be  installed  directly  on  the 
main  water  supply  line,  insuring  to  the  bot- 
tler that  all  of  the  water  used  in  the  plan, 
whether  product  water  or  water  used  for 
the  final  rinse  of  the  bottles,  is  free  from  any 
disease  producing  bacteria  that  might  con- 
taminate his  product  and  result  in  a  loss  of 
revenue  or  possible  claims  due  to  sickness 
resulting  from  the  impure  product.  Many 
prominent  bottlers  are  using  this  process 
with    distinct   success. 

The  Ultra  Violet  Ray  Process  for  steriliza- 
tion of  water  is  in  its  infancy  but  the  many 
successful  installations  on  municipal  water 
supplies,  private  water  supplies,  swimming 
pools  and  bottling  plants  show  its  worth  and 
the  positive  i-esults  obtained  with  the  auto- 
matic action  and  ease  of  application  should 
recommend  it  to  anyone  interested  in  the 
supplying  of  a  water  free  from  any  disease 
producing  contamination. 
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PROPER  PROPORTIONING  OF  SOILWASTE  AND  VENT  PIPES 
IN  PLUMBING  SYSTEMS 


BY   THOS.  J.   CLArPY 


This  article  is  written  with  the  object  of 
riresenting-  information  in  a  convenient  form 
relative  to  pipe  sizes  in  plumbing  systems, 
fur  the  benefit  of  those  who  are  interested. 
;More  detailed  information  may  be  obtained 
in  the  report  of  the  Committee,  hereafter 
referred  to. 

It  has  long  been  a  recognized  fact  that 
definite  information  was  lacking  on  which 
to  base  proper  pipe  sizes  for  soil,  waste, 
drain,  and  rain  water  pipes  within  buildings. 
Architects  and  Engineers  especially  have 
tieen  aware  of  the  lack  of  uniformity  in 
design  and  method  of  installing  fixtures  and 
Iiiping   systems   in   pluml)ing. 

The  war  hastened  a  concentration  of 
forces  to  bring  aliout  standardization  in  this 
respect.  Early  in  19l'l,  Secretary  of  Com- 
merce Herbert  Hoover  set  in  motion  the 
work  of  a  Committee  appointed  to  bring 
al)0Ut  a  standardization  of  building  prac- 
tices. Sub-committees  were  appointed,  and 
tlie  work  of  bringing  about  more  uniformity 
of  design  and  practice  in  plumbing  was  al- 
lotted to  a  sub-committee  composed  as 
fidlows: 
•  Jeorge  C.    WHiipple,   Chairman, 

Professor   of   Sanitary   Engineering. 
Harvard   University. 
Harry   Y.    Carson,    C.    E., 

Research     Engineer,     American     Cast     Iron 
Pipe  &   Foundry  Co., 
Birmingham,   Alabama. 
William   C.   Groeniger, 

Consulting   Sanitary   Engineer, 
Columbus,   Ohio. 
Thomas  F.  Hanley, 

National   Association    Master   Plumbers, 
Contracting  Engineer,    Chicago,    Illinois. 
A.   E.   Hansen, 

Hvdraulic   and    Sanitary   Engineer, 
New  York  City,  N.  Y. 
James  A.  Messer, 

President.  James  A.  Messer  Company, 
Washington,  D.  C 
Albert   L.   Webster, 
Consulting  Engineer, 
New   York  City,   N.  Y. 
A\'illiam   J.   Spencer. 

Secretary-Treasurer,      Building      Trades 
Council, 

American  Federation  of  Labor,  Washing- 
ton,  D.   C. 
Meetings    were    held    at    "V^'ashington,    and 
after    being    duly    organized,    the    Committee 
decided     that     its     first     duty     was     to     define 
■plumbing."       The    discussion    leading    up    to 
this  is  well  worth  reading.     The  definition  is: 
"Plumbing    is     the    art     of    installing    in 
buildings     the     pipes,     fixtures,     and     otlier 
apparatus  for  bringing  in  the  water  supT)ly 
and     removing     liquid     and     water-carried 
wastes." 

Why  is  plumbing,  and  why  legislate  for  its 
proper  installation? 

It   is  conceded   that  life   in  American  cities 
is    practically    intolerable    without     a     water 
supply    and    water-borne    waste    carriers      in 
buildings,    hence    the    definition    just    quoted. 
The   Committee's    report   says    that- — 

"The  air  in  sewers  and  drain  often  con- 
tains gases  resulting  from  the  decomposi- 
tion of  excreta,  snap,  fats,  and  other 
wastes,  together  witli  gases  from  mineral 
oils  which  may  come  from  garages,  streets, 
and  industrial  establishments.  Illuminat- 
ing gas  may  also  find  its  way  into  sewers 
through  leakage.  Among  these  gases  may 
be  found  methane,  sulphuretted  hydrogen, 
and  carbonic  oxide.  In  large  amounts 
these  gases  are  poisonous  to  the  human 
system,  and  thei-e  are  jihysiological  objec- 
tions to  breathing  them  even  in  small 
quantities.  Hence,  the  air  of  sewers  or 
drains  should  be  kept  from  entering  build- 
ings   intended    for    human     habitation     or 


occupancy  by  the  use  of  proper  plumbing 
installations  and  by  suitable  ventilation  of 
the  rooms  or  compartments  in  which  the 
plumbing  fixtures  are  located.  The  smell 
of  these  gases  and  other  emanations  from 
decomposing  organic  matter  is  naturally 
repugnant  to  human  beings.  It  not  only 
offends  the  sensibilities,  but  may  produce 
shallow  breathing,  headache  and  even 
nausea. 

"In  addition  to  the  above  facts,  it  is 
important  to  consider  tlie  bacteriological 
aspects  of  sewer  and  drain  air,  a  subject 
upon  which  there  has  been  some  misun- 
derstanding. In  recent  years  bacteriolo- 
gists have  made  studies  which  have 
thrown  light  upon  this  subject.  They 
have  shown  by  experiment  that  while  sew- 
age often  contains  disease-producing  bac- 
teria derived  from  human  excreta  and  body 
wastes,  these  bacteria  are  rarely  found  in 
the  air  which  escapes  from  sewers  and 
drains.  Hence,  it  has  been  argued  by 
some  that  escaping  sewer  air  has  no  infiu- 
ence  on  health.  The  committee  does  not 
agree  \s-ith  this  conclusion.  Health  may 
be  influenced  by  factors  which  do  not 
cause  specific  diseases,  for  there  are  chem- 
ical and  physiological  as  well  as  bacterio- 
logical factors  involved.  The  investiga- 
tions thus  far  made  by  bacteriologists 
should  be  considered  to  be  merely  a  be- 
ginning of  larger  and  more  complete  in- 
vestigations, which  will  doubtless  be  made 
as  the  science  of  bacteriology  advances. 
The  committee  is  of  the  opinion,  therefore, 
that  until  further  light  on  this  somewhat 
obscure  subject  has  been  obtained,  the 
escape  of  sewer  air  from  the  house-drain- 
age system,  at  frequent  intervals  or  in 
considerable  quantities,  threatens  the 
health  of  the  bxiilding's  occupants. 

"The  temporary  losses  of  water  seal  in 
traps,  which  rarely  occur  and  which  are 
immediately  replaced,  do  not  involve  any 
great  danger  to  the  health  of  the  occu- 
pants. *****  hut  where  a  loss  of 
seal  is  likely  to  be  of  frequent  occurrence 
and  not  readily  replaced,  or  where  breaks 
in  the  system  admit  sewer  air  continually 
to  a  building,  the  health  of  the  occupants 
is  subject  to  the  dangers  heretofore 
described. 

"For  the  above  mentioned  reasons,  regu- 
lations governing  the  installation  of 
plumbing  have  been  established  by  law  in 
many  places.  These  regulations  have  been 
potent  in  improving  living  conditions 
throughout  the  country:  in  fact,  they  have 
even  set  the  standards  for  those  places 
where  plumbing  is  not  under  public 
control. 

"Tlie  committee  believes  that  good 
plumbing  is  a  matter  which  concerns 
health.  Government  has  the  right  to  pro- 
tect the  people's  health,  *•*•*•• 
This  is  the  basis  upon  which  is  built  all 
laws.  rules.  and  regulations  concerning 
I)lumbing    installations    within    buildings. 

The  National  Plumbing  Code,  prepared 
and  submitted  in  the  report  of  this  Commit- 
tee, is  well  worth  a  place  in  every  architect's 
librarv.  It  is  designed  so  as  to  apply  in 
every"  part  of  the  United  States,  and  is 
national  in  its  scope.  The  primary  object 
was  to  standardize  plumbing  in  .small  resi- 
dences. That  this  has  been  well  done  is 
obvious. 

In  the  studies  of  cause  and  effect  of  air 
movements,  carrying  capacities,  and  the 
effects  of  corrosion  in  soil  and  waste  pipes, 
much  information  was  olUained  which  de- 
termined the  basis  upon  which  were  built 
the  following  tables  of  pipe  sizes.  Tliis  has 
been  an  aggravating  problem  for  years,  and 
the   work   of   this   Committee   will    be   appre- 


581 


p.  M.  MURPHY.  President 


R.  E.  MURPHY.  Secretary 


MURPHY  PLUMBING  COMPANY 
Contractors 

Plumbing  -  Drainage  -  Gas  Fitting 

Hi§h  Grade  Installations 
23  East  Congress  Street,  Chicago 

Telephone  Harrison  4598 


X  ' 


P.  Nagey  Go. 


Founded  1866 

AUTOMATIC  SPRINKLER 
POWER,  HEATING 
REFRIGERATING 
VENTILATING 
PLUMBING  AND 
PROCESS  PIPING 
CONTRACTORS 

927  SOUTH  STATE  STREET 
CHICAGO 

AUTOMATIC  SPRINKLERS  INSTALLED  ON  DE- 
FERRED PAYMENTS  IF  DESIRED 


^.CEHSDV 


Harrison  4826 


Wabash  0635 


Harrison  0387 


582 


ciated  by  those  who  have  been  obliged  to 
grope  in  the  darl<,  or  who  liave  learned  by 
bitter  experience  how  difficult  it  is  to  carry 
water  and  eliminate  air  pressure  in  the  same 

P^P*^'  EXPERIMENTS 

Numerous  practical  experiments  were  car- 
ried out  by  the  Bureau  of  Standards  at 
Washington  and  by  the  Department  of  Sani- 
tary Engineering  at  Harvard  University, 
which  aided  this  Committee  in  forming  its 
conclusions.  These  experiments  confirmed 
the  findings  of  those  whose  experiences  in 
tall  building  construction  have  been  previ- 
ously   related. 

The  tables  of  pipe  sizes  are  on  a  fixture 
unit  l)asis,  which  is  the  most  convenient 
form  to  use. 

tabi.es  of  fife  sizes 

"Fixture  Unit:  The  following  table  based 
on  the  rate  f>f  discharge  from  a  lavatory  as 
tin-  unit  shall  lie  employed  to  determine  fix- 
ture  equivalents:  Fixture 

Units 

One   lavatory   or   wash    basin 1 

One  kitchen    sink 1 1/^ 

One  bathtub     2 

One  laundry    tray 3 

One  combination    fixture 3 

One   urinal     3 

One   shower    bath 3 

One  floor    drain 3 

One   slop    sink 4 

One  water-closet     6 

"One  hundred  and  eighty  sciuare  feet  of 
'•Dfif  or  drained  area  in  horizontal  projection 
•shall   count   as   one   fixture   unit. 

"Soil  and  Waste  Stacks:  Every  building 
in  which  plumbing  fixtures  are  installed  shall 
have  a  soil  or  waste  stack,  or  stacks,  extend- 
ing full  size  through  the  roof.  Soil  and 
waste  stacks  shall  be  as  direct  as  possible 
and  free  from  sharp  angles  and  turns.  The 
required  size  of  a  soil  or  waste  stack  shall 
be  independently  determined  by  the  total 
fixture  units  of  all  fixtures  connected  to  the 
stack     in     accordance     with      the     following 

Waste  Stacks 

Diameter  Permitted 

Number  Fixture   Units    of  Stack  Length 

Inches  Feet 

1     11/4  4.5 

2  to    S 1V>  60 

9    to    18 2  7.5 

19    to    36 21/2  105 

Soil  and  Waste  Stacks 
Xuniher  Xiimber  Diameter  Maximum 

F"ixtiire  Water-closets 

Units  or  equivalent 


of 
Stack 
Inches 


permitted 
length 
Feet 
150 
225 
300 
400 
600 


37    to    72 1    to    12 

73    to    300 13    to    50  4 

301    to    720 51    to    120  5 

721    to    1,0S0  ...  .121    to    180  6 

l.OSl    to    ].;)20.  .  ,181    to    320  8 

"Restrictions:  No  water-closet  shall  dis- 
chaige  into  a  stack  less  than  3  inches  in 
diameter.  Not  more  than  three  water- 
closets  or  their  equivalent  in  fixture  units 
shall  discharge  into  a  3-inch  stack  from  one 
3-inch  liranch,  and  not  more  than  two  such 
branches  may  connect  to  a  3-inch  stack  at 
the   same    point    or    level. 

"Vents,  Required  Sizes:  The  refjuired  size 
of  main  Ncnts  <>v  vent  stacks  shall  be  deter- 
mined on  the  basis  of  the  size  of  the  soil 
or  waste  stack,  the  number  of  fixtures  or 
fixture  units  connected  to  the  soil  or  waste 
stack,  and  the  developed  length  f)f  the  main 
vent   stack    in   accordance    with    the   following 

Waste  Stack 

Diameter  Fixture  Dimensions  of  Vent 

of  Stack  Units  on  Maximum 

(Inches)  Stack  Diameter      Length 


IV4. 

1% 

IV2. 


1 

2-  8 
2-  8 
9-18 
9-18 
9-18 


Inches 
11/4 
IV4. 

iy2 
1% 

2 


P'^eet 
4  5 
35 
50 
30 
fiO 
75 


Waste  Stack 

Diameter  Fixture  Dimensions  of  Vent 

of  Stack  Units  on  Maximum 

(Inches)  Stack  Diameter      Length 

Inches  Feet 

2 1/2 19-36  114  25 

21/2 19-36  11/2  45 

21/2 19-36  2  60 

2% 19-36  21/2  105 

Soil   or  Waste   Stack 

Diam.  Dimensions  of  vent. 

of  Fi.xiure  \mits  Water-  Maximum 

staelv  on  stack  closets     Diameter      length 

(Inches)  only  Inches  Feet 

3....  6-       18  1-3  11/2  20 

3....  6-       IS  1-3  2  60 

3....        19-       42  4-7  2  45 

3 19-       42  4-7  21/2  150* 

3 43-       72  8-    12  2  30 

3 43-       72  8-    12  21/2  90 

3 43-       72  8-    12  3  150 

4....        24-42  4-7  2  20 

4....        24-       42  4-7  21/-  45 

4....        24-       42  4-7  3  100 

4.  .  .  .        43-       72  8-12  2 1/0  30 

4.  .  .  .        43-       72  8-12  3    "  75 

4 43-   72       8-  12     31/2     150 

4.  .  .  .  43-  72  8-12  4  300 
4.  .  .  .  73-  150  12-  25  3  60 
4.  .  .  .  73-  150  13-  25  31/2  120 
4.  .  .  .  73-  150  13-  25  4  225 
4.  .  .  .  151-  300  26-  50  3  20 
4.  .  .  .  151-  300  26-  50  31^  50 
4.  .  .  .  151-  300      26-  50     4      100 

4.  .  .  .  151-  300     26-  50    5      225* 

5.  .  .  .  301-  480  51-  SO  2V.  20 
5.  .  .  .  301-  480  51-  SO  3  50 
5....  301-  480  51-  SO  31/.  100 
5.  .  .  .  301-  480  51-  SO  4  "  175 
5.  .  .  .     301-     480             51-    SO           5                300* 

5 481-     720  81-120  31/2  25 

5....     481-     720  81-120  4  50 

5.  .  .  .     4S1-     720  81-120  5  125 

5.  .  .  .     4S1-     720  81-120  6  300* 
6....     721-    840          121-140          3  20 
6....     721-     840           121-140           31/.  40 
6....     721-     840           121-140           4  75 
6....     721-     840           121-140           5                225 

6.  .  .  .  721-  840  121-140  6  400* 
6....  841-1,080  141-180  4  50 
6....  841-1,080  141-180  5  125 
6....  841-1,080  141-180  6  300 
6....  841-1,080  141-lSO  8  400* 
8.  ..  .1,081-1,920  181-320  4  20 
8.  ..  .1,081-1,920  181-320  5  60 
8.  ..  .1,081-1,920  181-320  6  150 
S.  ..  .1,081-1,920           lSl-320           8                600* 

*  Limit  in  height  of  soil  stack  but  not  in 
length   of   vent   if   greater   is   required. 

NOTE: — The  capacities  and  vent  stack  re- 
quirements for  4,  5,  6,  and  8  inch  soil  stacks 
are  extrapolated  from  data  obtained  for  2 
and  3  inch  stacks  with  liberal  added  factors 
of  safety  to  provide  for  all  necessary  elbows 
or  changes  in  direction  in  the  vent  stack. 
They  are  believed  to  represent  safe  installa- 
tions and  closer  ajiproximations  to  actual 
requirements   tlian   any   tallies   now   available. 

"Branch  and  Individual  Vents:  No  vents 
shall  be  less  than  1  1.1  inches  in  diameter. 
For  114,  and  1 1/2  inch  wastes  the  vent  shall 
be  of  the  same  diameter  as  the  waste  pipe, 
and  in  no  case  shall  a  branch  or  main  vent 
have  a  diameter  less  than  one-half  that  of 
the  soil  or  waste  pipe  ser\-ed.  and  in  no  case 
shall  the  length  of  a  branch  vent  of  given 
diameter  exceed  the  maximum  length  per- 
mitted for  the  main  vent  serving  the  same 
size  soil   or  vent   stack." 

NOTE. — See  article  on  Plumbing  Design 
i!i   Tall   Buildin.gs,   Page   517,   1922   Year  Book. 

Study  of  the  reference  to  a  full  size  cross 
connection  between  soil  or  waste  line  and 
vent  is  well  worth  while  in  connection  with 
the    above   tables. 

Good  practice  would  not  permit  the  instal- 
lation of  a  vertical  waste  carrier  two  to  four 
hundred  feet  long  without  a  break  in  it.  At 
the  angle  fitting  in  such  a  break  a  full  size 
connection  between  soil  or  waste  line  and 
vent  should  be  made  as  suggested  in  the 
1922    Year   Book. 
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Add  to  the  list  of  Chicago's  finest 
buildings  finished  with  Pratt  &  Lam- 
bert  Wirnish  Products,  the  Tribune 
Tower,  on  which  "3H"  I^reser\ati\e 
Varnish  was  used,  l^oth  beautv  and 
ser\ice  are  always  accentuated  with 
Pratt   (Sc    Lambert    \  arnish    l^roducts. 

PRATT  &   LAMBERT-lNC,  ;zc-;5S  West  26th  St.,  Chicago,  111. 

PRATT  ciL-VM BERT  \ARXISH  PRODUCTS 
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STAINS,  FILLERS,  VARNISHES  AND  VARNISH  PRODUCTS. 
TECHNOLOGY  AND  MANUFACTURE 


By  R.   W.   LINDSAY,  CHEMIST 


Only  a  few  decades  ago  varnish  making 
bordered  on  an  occult  art.  The  formulas 
and  rule-of-thumta  methods  used  by  different 
manufacturers  were  so  zealously  guarded 
that  the  interest  of  others  did  not  reach 
back  of  the  finished  product.  Then  the  chem- 
ist entered  the  field.  He  made  an  exhaustive 
■<tudy  of  the  properties  given  to  varnish  and 
:s  allied  products  by  the  different  materials 
iitering  into  their  manufacture.  Tlius 
.(|uipped,  he  was  able  to  make  products  ex- 
actly adapted  to  all  of  the  increasing  number 
of  purposes  for  which  finishing  materials  are 
used.  This  means  that  to-day  the  architect 
ran  find  excellent  materials  for  any  finish 
iliat  he  may  wish  to  secure;  but  this  be- 
wildering variety  of  materials  also  means 
tliat  he  must  give  more  thought  than  ever 
before  to  his  selection.  Should  I  specify  an 
acid  stain  or  an  oil  stain?  Why  should  I 
use  varnish  instead  of  shellac  on  floors? 
These  are  samples  of  the  hundreds  of  ques- 
tions that  can  be  answered  intelligently  only 
when  the  solution  is  based  upon  a  compre- 
hensive, organized  knowledge  of  the  ma- 
terials available.  And  for  the  one  who  will 
ili'lve  deeply  enough,  it  is  a  study  as  fasci- 
nating as  it  is  profitable. 

In  considering  the  above  subject  it  will  be 
necessary  to  divide  this  treatise  into  four 
distinct  classes  in  accordance   with   the  title. 

Stains. 

The  sub.iect  of  stains  may  be  divided  into 
four  parts,   as  follows: 

1st Aniline  Oil  Stains 

2nd Aniline   Spirit  Stains 

3rd Pigment   Oil  Stains 

4th Acid  Stains 

By  the  aniline  oil  stain  is  meant  a  stain 
made  by  the  solution  of  an  aniline  color  in 
some  solvent  such  as  benzol,  solvent  nap- 
tlia,  turpentine,  benzine,  or  in  other  words, 
an  oil  solvent.  Often  in  combination  with 
tliese  aniline  colors  is  used  a  considerable 
amount  of  asphaltum  varnish  in  order  to 
obtain  certain  desired  results.  There  has 
always  been,  and  still  is,  a  great  deal  of 
doubt  in  the  minds  of  most  users  as  to  just 
w'hat  is  meant  by  an  aniline  color  and  when 
we  consider  the  great  number  of  organic 
compounds  known  as  aniline  colors,  it  is  not 
strange  that  such  Is  the  case.  By  an  aniline 
color  we  mean  one  derived  from  the  chemi- 
cal compound  aniline  which  is  found  in  coal 
tar.  Aniline  is  then  treated  with  various 
acids  and  other  chemicals  and  we  are  able 
to  form  new  compounds  and  from  these 
compounds  still  other  compounds,  and  it  is 
these  various  new  compounds  which  are 
formed  that  are  the  aniline  colors  of  com- 
merce. These  colors  vary  in  their  solubil- 
ity according  to  their  composition  and  con- 
sequently we  have  aniline  colors  soluble  in 
oil,  aniline  colors  soltible  in  alcohol,  aniline 
colors  soluble  in  water  and  in  addition  we 
liave  also  many  aniline  colors,  which  we 
may  say  are  "forced"  in  their  solubility, 
i.  e.,  the  aniline  color  may  be  only  slightly 
soluble  in  a  solvent  such  as  benzol,  but 
when  combined  with  a  fatty  stibstance  such 
as  stearic  or  oleic  acid,  which  Is  soluble  in 
benzol,  is  carried  into  solution  in  this  way. 
This  latter  fact  accounts  as  yoti  may  read- 
ily understand  for  tlie  non-drying  nature  of 
many  of  the  oil  anilines.  The  aniline  color 
itself  may  be  a  material  which  would  be 
I)erfectly  dry,  but  of  cotirse.  is  not  permitted 
to  become  so  on  account  of  the  presence  of 
these  non-drying  fatty  acids. 

The    aniline    oil    stains    have    very    strong 
fienetrating    powers    and    carry    the    dye    far 


into  the  wood.  They  may  be  used  on  both 
hard  and  soft  woods,  both  open  and  closed 
grains,  but  naturally  better  penetration  is 
secured  in  the  softer  woods.  These  stains,  be- 
ing perfectly  clear  and  containing  no  pig- 
rnent,  produce  a  beautiful,  clear,  transpar- 
ent stain,  usually  rich  in  color  and  beauti 
ful  to  look  upon.  This  beauty  is  of  course 
brought  out  by  the  application  of  shellac 
and  varnish. 

In  finishing  a  panel  with  a  stain  of  this 
nature  we  find  that  the  stain  works  very 
easily,  giving  a  remarkably  uniform  effect 
and  apparently  is  an  excellent  product. 
Shellac  is  then  applied  and  later  the  varnish 
and  the  brilliancy  of  the  stain  is  very  much 
enhanced.  Supposing  that  we  have  a  panel 
finished  up  in  this  way  and  the  same  is 
allowed  to  be  set  aside  for  some  time  and 
then  later  examined,  we  are  very  much  sur- 
prised to  find  that,  first,  instead  of  having 
a  stain  rich  in  color  that  a  great  deal  of  its 
depth  has  disappeared  and  left  in  many 
cases,  a  muddy  effect.  At  any  rate  the 
stain  has  faded  very  considerably.  Secondly 
we  notice  that  the  varnish  itself  has  died 
down  very  materially  and  that  upon 
scratching  the  varnish  film,  we  have  instead 
of  a  firm,  tough  finish,  a  finish  which  looks 
very  much  as  though  it  were  made  entirely 
of  rosin.  This  latter  effect  is  due  entirely 
to  what  is  termed  "Bleeding"  of  the  stain 
due  to  the  following  conditions:  The  stain 
as  applied,  was,  as  stated  above,  composed 
of  aniline  colors  soluble  in  benzol,  turpen- 
tine and  other  solvents  of  a  similar  nature, 
and  consequently  upon  application  of  the 
shellac  over  the  stain,  the  alcohol  pene- 
trated into  the  pores  and  dissolved  out  a 
certain  part  of  the  stain  and  carried  it  in- 
to its  own  film.  The  varnish,  then  follow- 
ing, also  having  the  power  by  means  of  its 
thinner,  to  dissolve  this  dye,  picks  up  the 
color  and  carries  it  into  its  own  film. 
These  colors  are  extremely  susceptible  to 
tills  kind  of  an  action  and  have  been 
known  to  have  carried  sometimes  throug^h 
five  or  six  coats  of  paint.  There  is  one 
case,  which  has  come  to  my  attention,  where 
there  has  been  applied  over  a  finish  of  this 
kind  two  coats  of  varnish  and  five  coats  of 
v.hite  enamel,  yet  after  each  successive 
coat  of  enamel  has  dried,  the  pinkish  cast  of 
the  mahogany  aniline  stain  has  appeared 
and  cannot  be  removed  unless  the  entire 
finish  down  to  the  wood  is  taken  off  and 
the  color  itself  removed.  Naturally  the  lay- 
man in  having  his  house  finished  and  notic- 
ing the  condition  of  his  wood  finish  from 
time  to  time,  detects  the  failing  of  the  lus- 
tre of  his  varnish  and  immediately  draws 
the  conclusion  that  the  varnish  applied  to 
his  house  is  of  an  inferior  quality  and  it 
is  my  presumption  tliat  the  reputation  of 
the  varnish  manufacturer  has  been  harmed 
a  great  deal  more  than  we  realize  liv  sndi 
conditions.  Of  course,  many  of  the  manu- 
facturers of  stains  of  this  nature  do  pro- 
duce what  are  called  primers,  which  ari' 
supposed  to  take  care  of  this  "Bleeding" 
effect  and  no  doubt  these  articles  do  retard 
the  "Bleeding"  very  considerably,  yet  there 
are  none  wh.ich  are  absolutely  free  from 
this   trouble. 

In  this  same  class  of  materials  of  a  some- 
what different  construction,  are  the  spirit 
stains.  These,  of  course,  are  made  by  a 
solution  of  aniline  colors  in  alcohol  and  onlv 
used  to  a  very  limited  extent  on  account  of 
tlie  fact  that  they  are  extremely  liard  to 
work  and  apply  evenly,  it  being  almost  im- 
possible to  apply  a  stain  of  this  character 
on  a  large  surface  with  any  degree  of  even- 


5S5 


170  Years  Making  Paint  and  Varnish 
Products 


Manufacturers  of 

PAINTS,  VARNISHES,  ENAMELS 

AND  BRUSHES 

STRUCTURAL,    INDUSTRIAL  AND 

TECHNICAL  PAINTS 

ARCHITECTS'   AND  ARTISTS' 

PAINTS  AND  SUPPLIES 


Devoe  Holland  Enamel 


Highest    grade — Gloss    and    Eggshell 

For  finest  work — Interior  or  Exterior. 

Hospitals,     Residences,     etc.       White, 

Elastic,    Waterproof. 


D( 


Roman   Enamel 


Gloss  and  Eggshell — Medium  grade 
for  Interior  Walls  and  Trim.  Good 
working,     durable,     and     stays     white. 

Devoe  Pale  Interior  Varnish 

Highest   grade,   high   gloss,  full   body, 

waterproof,    for    interior    trim.       Can 

be  rubbed. 

Derayco    Interior    Varnish 

Medium  grade,  high  gloss,  full  body. 
For    interior    trim.      Can    be    rubbed. 

Devoe    Marble    Floor  Varnish 

Highest    grade,    full    body,    gloss    var- 
nish,   water    and    heel    proof — Dry    to 
walk   on   in   twelve   hours. 


Devoe  Penetrating  Stains 

Highest    grade,    oil    base,    transparent, 
permanent     colors    for    interior    trim. 


Devoe  Oil  Stains 

Highest    grade,     interior    or    exterior, 

oil       and       pigment       base.       Colors 

permanent. 


Devoe  Velour  Flat  Wall   Paint 

Maximum     elasticity,    covering    quali- 
ties,   hiding    power,     and     washability. 
Soft,    beautiful,   permanent   colors. 


Devoe  Lead  and  Zinc  Paint 

Highest  grade.  For  outside  use. 
Nothing  but  pure  linseed  oil,  car- 
bonate of  lead  and  oxide  of  zinc.  No 
adulterations  nor  extenders  used.  First 
cost  is  less  than  white  lead  and  oil 
and  its  protective  life  is  approximately 
one-half  longer.  Leaves  an  excellent 
surface    for    repainting. 
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noss,  and  secondly,  they  are  prone  to  work 
up  into  the  shellac  applied  over  them,  so 
that  it  is  almost  an  impossibility  to  get  a 
good  finish.  They  naturally  "bleed"  very 
considerably  and  have  caused  all  kinds  of 
trouble  not  only  in  this  respect,  but  also 
m  regard  to  their  lading.  Being  used  in 
such  limited  quantities  as  they  are,  it  is  not 
necessary  to  describe  them  further,  but 
merely  to  state  that  they  should  be  avoided. 

The  third  type  of  stain  mentioned  above  is 
what  is  termed  pigment  stains,  and  by  such 
is  meant  one  made  by  grinding  of  a  pigment 
or  pigment.s  in  oil,  usually  linseed  oil,  and 
its  subsequent  reduction  with  turpen- 
tine or  some  such  vehicle  sufficient  to  effect 
penetration.  The  pigments  used  in  stains 
of  this  kind  are: 

Ochres 

Siennas 

Ambers 

Chrome   Yellows 

Chrome  Greens 

Carbon    Black 

Prussian   Blue 

Para  Reds,  etc. 
and  as  you  can  readily  see,  their  staining 
effects  must  be  really  due  to  the  lodgment  of 
the  pigment  within  the  pores  of  the  wood. 
In  reality  they  are  nothing  but  a  thin  paint 
sufficiently  reduced  so  as  to  penetrate  the 
pores  of  the  wood.  These  stains  do  not  give 
as  clear  an  effect  as  the  penetrating  stains 
nor  do  they  penetrate  the  wood  so  readily, 
and  consequently  are  limited  almost  entirely 
to  soft  woods  where  a  sufficiently  deep 
penetration  may  be  effected.  However,  even 
though  these  stains  are  not  quite  as  clear 
as  the  previously  discussed  class  of  stains, 
yet  they  are  sufficiently  clear  to  produce 
some  very  beautiful  effects  and  when  we 
consider  the  fact  that  they  are  practically 
non-fading,  have  absolutely  no  tendency  to 
"bleed"  and  that  the  after  results  are  con- 
sequently very  much  more  satisfactory  than 
otherwise,  we  must  concede  that  they  are 
far  superior  to  any  stain  in  which  the  after- 
results  are  very  questionable.  Further- 
more, these  stains  being  made  upon  a  linseed 
oil  base,  have  a  tendency  to  preserve  the 
wood  and  consequently  are  of  material  assist- 
ance  in   tliis  way. 

The  third  class  of  stains  mentioned 
above  are  the  acid  stains.  The  term  acid, 
applied  to  most  of  these  stains  is  a  misno- 
mer on  account  of  the  fact  that  nearly  all 
of  these  stains  of  this  class  are  practically 
neutral  in  their  reactions,  i.  e.,  they  are  not 
made  by  the  solution  of  acids  in  water  as 
the  same  suggests  but  are  made  by  the  solu- 
tion of  various  dyes  in  water  or  a  medium 
miscible  with  water.  These  stains  are  per- 
fectly clear  solutions  and  when  applied  to 
the  work,  they  work  very  easily  under  the 
brush  and  may  be  spread  out  over  large 
areas  with  a  degree  of  evenness.  Having 
been  applied,  and  the  work  finislied,  they  are 
very  permanent  as  regards  fading  and  have 
little   tendency    to    "bleed". 

The  reason  for  the  latter  effect  is  due  to 
the  fact  that  the  dye  used  is  a  water  solu- 
ble product  and  consequently  even  though 
the  vehicle  of  the  varnish  applied  over  the 
stain  may  penetrate  into  the  wood,  yet  the 
dye  is  not  picked  up  and  consequently  does 
not  "bleed"  into  the  successive  coats  of  var- 
nish. This  point  may  be  very  readily  illus- 
trated by  carrying  out  the  following  experi- 
ment: A  panel,  for  example,  is  finished  at 
one  end  witli  coat  of  mahogany  aniline  oil 
stain  and  at  the  other  with  a  coat  of  ma- 
liogany  arid  stain  and  a  coat  of  shellac  Is 
applied  over  tlie  entire  panel,  followed  by  a 
coat  of  white  enamel.  Allow  this  panel  to 
stand  for  a  short  time  and  the  result  is, 
that  within  a  very  short  period  of  time,  it 
will  be  noticed  that  tlie  enamel  over  the  ani- 
line oil  stain  is  covered  with  reddish  spots, 
showing  the  way  in  which  the  "bleeding" 
has   taken  place.     The  enamel   over  the  acid 


stain  has  not  been  affected,  thus  indicating 
the  "non-bleeding"  nature  of  this  stain. 
These  acid  stains  pi-oduce  beautiful, 
clear,  transparent  effects,  are  permaneni 
and  "non-bleeding"  and  aie  really  tlie  ideal 
kind  of  stain,  but  lilve  many  other  matei-ial.s 
which  are  so  nearly  perfect,  they  have  one 
defect.  This  defect  is  due  to  the  fact  that 
when  the  water  is  applied  to  wood,  the  gr,,nn 
is  caused  to  raise  very  materially  and  it  is 
the  sanding  down  of  tliis  grain,  whicli  re- 
stricts somewhat  the  use  of  the  acid  stain. 
The  acid  stain  is  confined  almost  entirely 
to  the  use  of  hard  woods  on  account  of  the 
fact  that  the  softer  woods  necessitate  a 
large  amount  of  sanding.  The  best  practice 
is.  of  course,  to  sponge  off  the  wood  first, 
sand  and  tlien  apply  the  stain  and  follow 
with  another  light  sanding.  In  this  way, 
the  maximum  amount  of  stain  is  retained 
in  the  wood  and  the  effect  is  not  spoiled. 
Notwithstanding  this  defect,  however,  these 
stains  are  really  the  most  practical,  most 
lasting  and  produce  the  most  satisfactory 
results. 

fix.i.z:rs. 

This  class  of  materials  may  be  divided  into 
two   parts: 

Iiiqtiid   Pillars. 
Paste   Pillars. 

When  Liquid  Fillers  were  first  placed  on 
tlie  market,  they  were  offered  as  substitutes 
for  sliellac  and  at  that  time  the  material  sold 
as  such  was  of  far  better  quality  than  most 
of  the  so  called  Liquid  Fillers  of  today. 
Today,  most  of  these  goods  are  composed  of 
nothing  more  than  Gloss  Oil,  a  little  Unseed 
Oil  and  the  cheapest  Pigment  it  is  possible 
to  get.  All  kinds  of  pigments  have  been  used 
but  the  most  satisfactory  are  eitlier  asbes- 
tine or  China  Clay  on  account  of  the  property 
these  pigments  have  of  remaining  in  sus- 
pension. Notwithstanding  the  fact  however, 
that  the  general  run  of  Liquid  Fillers  has  de- 
teriorated so  much,  a  few  of  the  best  man- 
ufacturers are  producing  goods  for  this 
purpose  which  really  have  quality.  These 
goods  are  necessarily  made  so  that  they  dry 
very  hard  and  firm,  carry  sufficient  pigment 
so  as  to  fill  the  pores  to  a  certain  extent 
and  give  a  surface  which  is  very  non-absorb- 
ent and  over  which  the  varnish  may  be  ap- 
plied in  such  a  way  as  to  have  a  good  full 
body  and  lustre.  This  class  of  materials 
is  not  recommended  for  use  upon  floors  or  for 
exterior  purposes  on  acount  of  its  extremely 
hard  nature,  yet  for  certain  ptirposes,  it 
serves  in  a  very  favorable  way,  and  may  be 
recommended. 

The  second  type  of  filler  is  the  PASTE 
FILT.,FR  and  by  this  product  we  mean  one 
sold  in  paste  form  and  made  by  mixing  or 
grinding  together  of  certain  pigments,  linseed 
oil  and  a  lapan  drier.  The  function  of  a  paste 
wood  filler  is  to  close  all  the  pores  of  the 
more  or  less  open  grained  woods,  so  that, 
while  the  surface  becomes  non-absorbent,  the 
natural  beauty  is  not  obscured,  and  if  the 
wood  is  stained,  tlie  filler  must  not  dull  the 
transparency  of  the  stain.  Therefore,  tlie 
more  translucent  the  filling  material,  the  more 
valuable  the  product.  Consequently,  while 
barytes,  clay  whiting  and  gypsuin  are  still 
employed  on  account  of  (lieir  clieapness,  the 
ideal  material  for  a  filler  is  silex  or  silica. 
Silex  or  silica  is  really  powdered  quart z,  and 
is  a  pigment  which  is  extremely  transparent, 
has  considerable  "tootli."  and  consequently 
makes  an  ideal  pigment  for  tliis  purpose.  A 
paste  filler  is  generally  made  by  merely  mi.x- 
ing  the  silica  and  its  vehicle,  and  is  received 
by  the  consumer  in  paste  form.  Thi.s  is  re- 
duced with  turpentine,  and  is  then  ready  for 
application.  A  good  filler  should  be  dry  In 
twenty-four  hours,  &nd  tlien  sanded  and 
dusted  off,  leaving  a  surface  ready  for  the 
application   of   the   material   following. 

Fillers   are  really   materials   to   which   suf- 
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Graemere  Hotel 
Walter  W.  Alschlager,  Inc.,  Architect 
Shank.  Company,  Genera!  Contractor 


You  won't  find  lime  burns  here 

Here's  what  G.  H.  Shank,  President  Shank  Company,  said: 

"Atter  using  thirteen  hundred  gallons  of  Hockaday  in  the  Graemere 
Hotel,  I  think  the  best  endorsement  I  can  give  it  is  to  say  that  it  lives 
up  to  your  claims.      .And  believe  me,  that's  going  some. 

I  can  heartily  recommend  Hockaday  to  any  contractor  who  wants  to 
get  away  from  wall  troubles. 

I  think  I  should  say  something  about  the  excellent  service  rendered 
by  your  representative.  He  made  it  his  business  to  work  with  me  in 
every  way." 

Hockadav  is  Wall  Insurance.  Two  coats,  without  a  size,  gives  a  high  class  finish 
that  will  not  air  check,  chalk  or  lime-burn. 

When  vou  write  Hockadav  in  your  specification   vour  troubles  are  over.    Our 
Service  Department  supervises  everv  job. 


The  Hockaday  Company 

1823-.?!  Carroll  Avenue,  Chicago 


HOCKADAY 

THE  WASHABLE  PAINT  FOR  ALL  INTERIORS 


ficient  attention  has  not  been  given,  and  it 
behooves  the  architect  to  see  that  he  gets 
the  most  translucent  fillers  possible  even 
though  the  same  costs  him  a  little  more,  this 
extra  expense  being  do  doubt  explained  very 
largely  by  the  fact  that  the  pigment  used 
is  more  expensive.  Furthermore,  the  best 
grade  of  fillers  always  contain  a  good  grade 
of  linseed  oil  and  a  good  gum  Japan,  the 
latter  serving  to  harden  up  and  to  make  the 
filler  non-absorbent.  Here,  again,  the  use  of 
a  cheap  filler  necessarily  means  the  use  of 
a  material  containing  a  cheap  japan  which 
wili  have  the  effect  of  reducing  the  durabil- 
ity and  stability  of  the  filler.  Colored  fill- 
ers for  various  modern  effects  are,  of  course, 
made  up  by  incorporating  certain  colors  with 
the  regular  paste  filler  and  some  very  beau- 
tiful  results  may  be  obtained. 

VAKNISHES. 

This  subject  should  be  divided  into  two 
parts,  as  follows: 

Spirit    Varnishes. 
Oil   Varnishes. 

After  the  wood  has  been  properly  filled,  it 
is  customary,  both  in  architectural  and  in- 
dustrial work,  to  apply  a  coat  of  spirit  var- 
nish. For  many  years  practically  no  mate- 
rial was  used  for  this  purpose  but  shellac. 

Gum  shellac,  as  you  are  no  doubt  aware, 
comes  to  us  very  largely  from  India  and  is  a 
resin  produced  by  the  vite  or  sting  of  cer- 
tain insects  on  the  small  twigs  of  several 
species  of  East  Indian  trees.  The  resin  ap- 
pears to  be  formed  from  the  plant  sap  by 
the  female  insect  from  whose  body  it  exudes, 
ultimately  burying  the  insect  and  her  eggs 
and  forming  a  thick  excrescence  on  the  twigs. 
This  is  collected,  macerated  with  warm  wa- 
ter to  extract  a  dye  and  the  residue  (Seed 
Lac)  is  refined  by  melting  and  straining.  It 
is  then  poured  in  thin  films  on  wooden  cylin- 
ders when  it  hardens  and  scales  off  in  thin 
flakes  and  is  then  called  "shellac." 

Bleached  shellac  is  made  by  passing  a 
stream  of  chlorine  gas  into  an  alkaline  so- 
lution of  shellac.  There  are  on  the  market 
a  number  of  grades  of  shellac,  due  to  the 
fact  that  during  the  melting  process,  rosin 
is  added  to  facilitate  the  melting  process. 
The  result  is  that  we  have  a  great  many 
jiroducts  termed  shellac  which  contain  a  very 
large  proportion  of  rosin  and  many  which 
contain  absolutely  no   gum    shellac. 

Due  to  the  extremely  high  cost  of  shellac 
there  has  come  upon  the  market  a  large  num- 
lier  of  shellac  substitutes  and,  as  with  all 
citlier  varnishes,  there  are  many  which  can 
lie  used  with  a  high  degree  of  satisfaction 
riiid  many  which  are  absolutely  worthless. 
Most  of  the  better  grades  of  shellac  are 
made  by  dissolving  certain  spirit  copal  gums 
in  alcohol.  On  the  other  hand,  there  are  a 
large  number  of  shellac  substitutes  which 
are  made  on  a  rosin  base  or  at  least  contain 
a  large  proportion  of  rosin  so  as  to  make  a 
substitute  which  is  satisfactory  only  from 
the  standpoint  of  price. 

To  my  mind,  one  of  the  most  important 
]ioints  in  an  architect's  specification  is  the 
question  of  the  character  of  the  spirit  var- 
nish which  is  applied  over  the  filler;  for  the 
reason  that,  just  as  no  house  can  be  built 
with  a  foundation  of  sand,  so  no  finish  should 
I  If  built  up  with  a  foundation  coat  which 
lias  no  durability,  is  extremely  brittle  and 
lias  in  fact  no  qualities  to  recommend  it  ex- 
lept  that  of  cheapness.  An  architect  in  rec- 
ommending a  manufacturer's  grade  of  sub- 
stitute shellac  has.  of  course,  the  assurance 
of  the  house  manufacturing  that  goods  that 
it  will  be  satisfactory.  On  the  other  hand, 
as  an  architect  specifies  "shellac"  and  does 
not  definitely  specify  as  to  the  grade  of 
shellac,  he  cannot  be  certain  as  to  the  re- 
sults. It  might  be  well  to  suggest  that  if 
an  architect  desires  that  shellac  be  used,  he 
write  a  specification  like  that  of  the  Govern- 
ment which  compels  the  use  of  a  shellac  con- 


taining no  rosin  nor  other  adulterants.  With 
the  extremely  high  cost  of  shellac  at  the 
present  time,  architects  will  find  it  well 
worth  their  time  to  consider  shellac  substi- 
tutes made  by  reputable  manufacturers  for 
work  where  it  is  not  necessary  to  secure  the 
very  highest  grade  of  finish. 

We  now  come  to  the  subject  of  Oil  Var- 
nishes, and  in  taking  up  this  matter  we  will 
discuss  the  various  materials  used  in  varnish 
making  and  follow  this  with  a  brief  descrip- 
tion   of   the    process    itself. 

Varnish    has    four   main    constituent   parts. 

First:  The  fossil  resins,  or  gums,  as  they 
are  termed,  which  give  to  the  varnish  its 
brilliancy  and  lustre  and  to  a  certain  degree 
it  durabilty. 

Second:  The  drying  oils  which  render  the 
varnish  elastic,  durable  and  to  a  certain  ex- 
tent  affect   the   lustre. 

Third:  The  metallic  driers  which  are  in- 
corporated with  the  oils  to  hasten  the  dry- 
ing of  the  varnish  film,  acting  as  carriers 
of  oxygen  from   the  air  to  the  drying  oil. 

Fourth:  The  volatile  solvents  which  aid 
in  the  spreading  of  the  varnish  upon  the 
work. 

First  we  shall  take  up  the  various  raw 
materials  used  in  making  varnish,  and  de- 
scribe the  source  from  which  these  various 
materials  come,  and  then  later,  the  way  in 
whicn  these  materials  are  used  in  the  ac- 
tual   varnish    making   process. 

The  first  of  the  raw  materials  to  be  con- 
sidered are  the  resins,  which  are  divided 
into  three  classes.  We  first  have  the  fossil 
resins,  which  are  the  exudation  of  trees 
which  existed  thousands  of  years  ago,  the 
sap  having  flowed  from  the  trees  to  the 
ground  where  it  was  covered  with  decayed 
vegetation,  etc.,  and  fossilized.  Second,  we 
have  the  semi-fossil  resins,  which  are  the 
exudation  of  trees  of  more  recent  origin, 
and  third,  we  have  the  crop  resins,  which 
are  gathered  directly  from  the  tree,  the  tree 
being  cut  in  such  a  way  that  the  sap  will 
flow   and   this    sap   is   hardened   by   oxidation. 

Zanzibar  Animi  is  a  fossil  resin  coming  to 
us  from  Zanzibar  on  the  eastern  coast  of 
Africa,  and  is  characterized  by  the  goose 
skin  effect  which  we  find  upon  the  various 
pieces  of  gum.  The  gum  is  extremely  hard, 
and  was  formerly  used  in  the  manufacture 
of  our  best  grade  of  piano  varnishes  and  in- 
terior varnishes.  It  was  used  in  the  piano 
varnishes  on  account  of  the  fact  that  it 
makes  an  extremely  hard  varnish,  and  one 
whicli  may  be  readily  rubbed  and  polished. 
It  was  used  in  the  spar  varnishes  on  account 
of  the  fact  that  it  made  a  varnish  which  was 
very  durable.  This  resin  is  not  used  today 
on  account  of  the  fact  that  it  is  practically 
impossible  for  us  to  obtain  sufficient  quan- 
tities  for  use   in  a  practical  way. 

The  next  resin  is  that  of  the  Congo  Copal, 
the  term  Copal  being  applied  to  the  gum 
found  upon  the  west  coast  of  Africa,  to  dif- 
ferentiate between  these  and  the  ones  found 
on  the  ea.st  coast  of  Africa,  of  which  the 
Zanzibar  is  a  type.  The  Congo  Copal  is  very 
light  in  color,  makes  a  varnish  which  dries 
with  a  good  hard  film,  and  is  used  in  large 
quantities  in  high  grade  varnishes.  For  this 
reason  it  is  used  in  high  grade  baking  var- 
nishes and  interior  varnishes  where  color 
is   an   essential   feature. 

The  Benguela  Copal  is  very  similar  to  Con- 
go, coming  fi-om  the  same  general  district 
on  the  west  coast  of  Africa,  but  differs  in 
that  the  varnishes  made  from  this  gum  are 
darker.  The  Benguela  is  characterized  by 
the  greenish  cast  which  is  displayed  through 
out    the   various   pieces   of   gum. 

The  Sierra  Leone  Copal  is  one  of  the  most 
elastic  resins  known  to  the  varnish  maker. 
For  this  reason  it  has  been  used  with  won- 
derful success  in  the  pale  coach  and  car  var- 
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nishes  and  in  spar  varnishes,  where  elasticity 
is  the  most  essential  feature.  At  the  same 
time  it  makes  a  varnish  which  has  a  very 
light  color,  and  for  this  reason  it  is  also 
very  suitable  for  pale  bailing  varnishes  and 
also  for  varnislies  where  elasticity  is  a  most 
important  factor.  This  resin  comes  to  us 
also  from  the  west  coast  of  Africa,  coming 
from    the    district   of   Sierra   Leone. 

The  next  class  of  resins  is  tlie  Kauri,  com- 
ing to  us  from  an  entirely  different  region 
— from  New  Zealand.  Kauri  is  one  of  the 
most  popular  resins  in  tlie  varnish  industry 
on  account  of  the  fact  that  by  it  may  be 
made  a  most  durable  varnish,  and  also  a 
varnish  whicli  is  excellent  for  rubbing  and 
polishing  purposes,  due  to  the  fact  that  when 
this  resin  is  handled  properly  varnish  may 
be  made  wliich  has  less  tendency  to  "sweat 
out"  in  the  process  of  rubbing  than  a  var- 
nish made  witli  other  gums.  Furtliermore, 
Kauri  has  very  good  durability,  and  is  con- 
sequently used  in  the  high  grade  exterior 
varnishes.  Kauri  comes  to  us  in  various 
grades,  ranging  greatly  in  physical  charac- 
teristics and  price.  The  better  quality  Kauri, 
for  instance,  costs  at  the  present  time  $.1)0 
per  pound.  The  No.  1  Kauri  costs  $.50  per 
pound,  while  the  Brown  Kauri  costs  $.15 
per  pound.  The  varnishes  made  with  these 
various  grades  of  Kauri  have,  of  course,  the 
same  general  properties,  yet  differ  so  con- 
siderably that  it  is  most  important  tliat  the 
grade  of  gum  be  considered  very  carefully 
in    the    manufacture    of    a    varnisli. 

The  Manila  Copal  is  a  type  of  tlie  resins 
whicli  are  termed  soft  resins,  and  comes 
to  us  mostly  through  the  port  of  Manila, 
being  found  largely  in  the  East  Indies.  White 
Manila  is  used  a  great  deal  in  the  cheaper 
interior  and  medium  priced  varnish,  and 
when  handled  properly  some  very  good  re- 
sults can  be  obtained.  However,  it  carries 
quite  a  large  amount  of  free  acid  and  has 
the  property  of  causing  a  varnish  to  have 
a  softer  film  than  one  made  with  the  Kauri 
or  the  other  harder  gums.  Manila,  like 
Kauri,  comes  to  us  in  various  grades,  the  best 
being  the  White  Manila  and  a  cheaper  grade 
being  the  Manila  Nubs,  which  is  a  form  very 
popular  with  the  varnish  manufacturers  on 
account  of  the  fact  that  the  Manila  Nubs, 
being  small  pieces,  are  much  easier  to  handle 
than  the  White  Manila,  which  comes  in  ex- 
tremely large  pieces.  The  Manila  gum  is 
derived  from  one  of  the  most  prolific  gum- 
bearing  trees  known,  and  some  of  the  pieces 
of  gum  which  have  been  found  are  very  large 
in  size,  being  sometimes  two  or  three  feet  in 
diameter. 

The  Damar  resin  is  a  gum  which  is  prob- 
ably very  familiar,  having  been  used  for 
years  in  the  manufacture  of  Damar  varnish. 
Its  one  important  feature  is  its  color,  and 
that  is  about  all  which  we  can  say  for  it. 
It  has  no  durability,  is  very  soft,  and  a  resin 
with  a  very  low  melting  point,  so  that  it 
cannot  be  used  in  any  of  our  high  grade  var- 
nishes. Damar  resin  has  been  used  for  a 
great  many  years  for  the  manufacture  of 
white  enamels  and  for  a  considerable  length 
of  time  all  the  white  enamels  on  the  mar- 
ket were  made  upon  this  base.  Today,  how- 
ever, the  highest  grade  of  white  enamels  con- 
tain no  Damar  on  account  of  the  fact  that 
It  is  lacking  in  durability.  We  still,  how- 
ever, have  a  groat  many  cheaper,  quicker 
drying,  and  less  durable  enamels,  which  are 
made   upon    a   Damar   base. 

The  Asphaltum  is  not  really  a  resin,  be- 
ing a  cross  between  soft  coal  and  petroleum, 
and  comes  to  us  largely  at  the  present  time 
from  Utah.  This  Vjituminous  material  is  used 
in  the  manufacture  of  our  black  air  drying 
and  baking  japans,  being  used  largely  upon 
iron  work. 

While  the  above  does  not  describe  all  of 
the  resins  which  are  used  by  the  varnish- 
maker,    yet    it    gives    an    idea   of   the    various 


properties  which  the  varnishmaker  obtains 
by  using  the  different  grades  and  kinds  of 
resins,  and  we  shall  now  proceed  to  give 
a  Ijrief  description  of  the  various  ways  in 
which  these  resins  are  gathered.  As  men- 
tioned above,  these  resins  are  formed  by  a 
fossilization  of  tlie  sap,  which  came  from 
trees,  which  existed  thousands  of  years  ago, 
and  it  is  of  particular  interest  that  many 
of  these  resins  are  found  as  deep  in  the  earth 
as   twenty  or  more  feet. 

The  gum  digging  industry  in  the  early 
days,  particularly  in  New  Zealand,  was  for 
many  years  carried  on  in  a  desultory  man- 
ner, with  the  result  that  practically  no  gum 
was  procured  except  that  which  lay  on  the 
surface.  The  gum  diggers  in  tlie  olden  days 
would  start  out  in  tlie  morning  with  what 
they  termed  their  prodding  stick  and  knap- 
sack on  their  backs  and  by  the  use  of  this 
stick  would  determine  places  where  the  gum 
could  be  found.  They  would  proceed  to  dig 
up  the  gum  and  carry  it  with  them  until 
evening,  when  they  would  sit  around  their 
camp  fires  and  scrape  the  gum  and  prepare 
it  for  the  market.  Today,  however,  the  gum 
digger  is  more  like  our  modern  miner.  He 
starts  off  with  his  various  prospecting  sticks, 
his  spade  and  coarse  tooth  saw,  with  which 
he  saws  around  the  roots  and  moss  in  order 
to  unearth  the  gum.  The  surface  of  the 
earth,  is  then  dug  up  and  the  gum  and  dirt 
thrown  to  one  side.  This  digging  goes  on 
until  at  times  we  find  diggers  have  proceeded 
to  a  depth  of  twenty  feet  below  the  sur- 
face of  the  earth  in  their  search  of  gum. 
The  gum  is  then  thrown  upon  a  screen,  where 
it  is  washed  and  the  earth  and  otlier  de- 
cayed matter  separated  from  it.  The  gum 
is  then  all  scraped  and  sorted,  and  then 
carried  down  to  a  general  warehouse,  where 
it  is  further  sorted  and  graded.  The  gum 
is  tlien  taken  to  the  brokers'  warehouse  where 
it  is  further  sorted  by  men  who  have  wide 
experience  in  this  line.  These  men  start 
as  mere  boys,  first  working  on  the  cheaper 
gums  and  then  they  are  gradually  promoted 
to  work  on  the  higher  grades  of  gum.  Tliis 
is  very  important  work  when  we  realize  the 
variations  in  its  price.  The  gum  is  then 
put  into  bins,  and  from  the  bins  is  packed 
in    cases,    then    shipped    to    foreign    ports. 

We  now  pass  on  from  the  subject  of  gums 
to  tliat  of  oils,  and  the  first  oil  v  e  shall 
mention  is,  of  course.  Linseed  Oil,  which  is 
made  from  tlie  flaxseed  grown  in  Canada, 
United  States,  Argentine,  India,  and  around 
the  Baltic  Sea,  and  it  is  very  curious  to  note 
that  tlie  oil  from  these  various  parts  of  the 
world  should  differ  so  much,  due  probably 
to  climatic  conditions  and  also  to  methods 
of   harvesting. 

The  flax  is  cut  in  the  field  and  the  flax- 
seed is  then  separated  from  tlie  flax  stalk. 
This  seed,  in  the  case  of  that  grown  in  our 
own  country,  is  then  carried  to  the  various 
lake  ports  and  comes  down  the  lakes  in 
large  grain  boats.  The  seed  is  then  con- 
veyed from  the  boats  to  the  grain  elevator, 
and  is  separated  according  to  the  various 
grades  and  the  source  from  which  it  comes; 
it  is  then  carried  by  means  of  large  con- 
veyors to  the  rolls.  These  consist  of  large 
steel  corrugated  rolls  between  which  the 
seeds  pass  until  tliey  are  entirely  crushed 
into  the  form  of  a  fine  powder.  This  powder 
is  then  emptied  into  the  tempering  kettle 
on  tlie  floor  below,  where  a  certain  amount 
of  moisture  and  heat  is  applied  by  means 
of  steam,  the  projier  amount  of  moisture 
nnd  the  correct  temperature  being  judged 
by  the  worI<man,  who  is  very  expert  at  this 
]iarticular  trade,  gauging  the  temperature 
nnd  moisture  by  the  feel  of  the  seed  in  his 
hand.  When  the  powdered  flaxseed  is  in 
proper  condition  the  seed  passes  out  under 
tlie  "former"  between  two  camelhair  mats. 
It  is  then  placed  in  the  presses,  the  mats 
being    one    above    the    other    and    when    the 
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press  is  entirely  set  up  a  large  hydraulic 
ram  forces  the  mats  together,  pressing  out 
tlie   oil   from    the   seed. 

The  material  left  in  the  press  is  the  lin- 
seed oil  cake,  and  all  the  surplus  oil  is  found 
at  the  edge  of  the  cake.  The  cake  is  con- 
sequently passed  through  a  trimming  ma- 
(■liine,  which  takes  off  this  edge  and  the 
L-ake  is  then  baled  up  ready  for  shipment 
and  the  trimmings  are  sent  back  to  go 
ilirough  the  process  once  again.  This  cake 
is  used  largely  for  a  cattle  food,  and  the 
largest  portion  of  it  is  shipped  abroad  to 
IJelgium  and   Holland. 

The  oil  is  then  filtered  by  filter  presses, 
passing  through  filter  cloths,  and  is  now 
1  eady  to  be  filled  into  the  barrels.  Thus 
we  have  our  raw  linseed  oil.  The  oil  at 
(his  point,  however,  is  not  in  proper  con- 
ilition  for  use  by  the  varnish  maker  on 
account  of  the  fact  that  when  heated  to 
a  temperature  of  about  450  degrees  F.,  mucil- 
aginous material,  otherwise  known  as  the 
"Break,"  separates  from  the  oil.  Conse- 
i|iiently  it  is  necessary  that  the  linseed  oil 
manufacturers  further  refine  the  oil,  which 
is  done  by  means  of  various  cheinicals  and 
mechanical  devices  in  order  to  produce  an 
oil  which  will  meet  conditions  imposed  by 
tlieir  customers.  At  this  point  also  the  vari- 
ous driers  are  added  to  the  oils  in  order 
to  prepare  the  boiled  oils  found  upon  the 
market. 

The  next  oil  we  shall  consider  is  an  oil 
which  perhaps,  is  not  quite  so  familiar  as 
linseed  oil,  being  our  China  Wood  Oil,  an 
oil  made  from  the  nuts  of  the  Tung  tree, 
a  tree  indigenous  to  China,  growing  largely 
in  the  interior  of  China,  particularly  along 
the  banks  of  the  Yangtse  River.  These  trees 
bear  fruit  about  the  size  of  a  small  orange, 
each  fruit  containing  five  segments,  earh 
segment  containing  a  kernel.  The  fruit  is 
roasted  over  a  fire,  which  breaks  open  tlie 
segments,  the  kernels  separate  and  these  ker- 
nels are  then  placed  in  the  crushing  ma- 
chines. 

The  Chinese  in  the  olden  days  used  an 
extremely  crude  piece  of  apparatus  for  crush- 
ing these  kernels,  being  nothing  inore  or 
less  than  a  large  stone,  which  is  rolled  back 
and  forth  in  a  trough  and  crushes  the  ker- 
nels. A  more  modern  crusher  consists  of 
a  large  stone  weighing  several  tons;  this 
is  drawn  around  within  the  circular  trough 
by  means  of  mules,  horses  or  other  ani- 
mals, and  the  kernels  as  they  are  crushed, 
gradually  move  toward  the  center.  It  is 
a  very  primitive  means  of  carrying  out 
these  processes,  but  it  must  be  remembered 
that  individual  Chinamen  carry  out  the  pro- 
cess on  their  own  farms  and  therefore,  the 
machinery  cannot  be  very  complex.  The 
powdered  China  Wood  Oil  nuts  are  then  tem- 
pered and  placed  between  bamboo  mats,  and 
heated  over  a  kettle  of  boiling  water  until 
the  powdered  nuts  have  picked  up  sufficient 
moisture  and  the  mats  are  then  placed  edge- 
wise in  the  large  press.  This  press  also 
is  of  primitive  style,  consisting  of  large 
mats,  and  a  large  wooden  ram  forces  the 
logs  Ijetween  wliich  the  mats  are  set  edge- 
wise together,  pressing  out  the  oil.  The  oil 
is  then  filtered  through  bamboo  cloth.s.  and 
is  then  carried  down  to  tiie  China  Wood 
Oil  broker  in  large  baskets,  the  baskets  be- 
ing lined  with  a  peculiarly  oiled  paper.  Each 
Chinaman  carries  four  baskets,  two  being 
suspended  from  two  sticks  swung  across  the 
shoulders;  each  basket  of  oil  which  is  pur- 
chased is  tested  and  its  richness  determined. 
The  oil  is  then  emptied  into  the  tanks,  and 
from  these  tank.s  is  drawn  off  into  the  bar- 
rels, in  which  it  is  shii)pcd  to  varnish  manu- 
facturers. China  Wood  Oil  being  very  dif- 
ferent from  linseed  oil,  and  in  fact,  from 
any  of  the  other  oils,  we  will  mention  three 
of  its  chief  characteristic  properties.  China 
Woo'i   Oil   wiien   allowed   to   dry   by   itself   on 


glass,  instead  of  drying  with  i  clear,  trans- 
parent film  as  does  linseed  oil,  dries  with 
a  cloudy  opaque  film,  very  much  resembling 
a  piece  of  ground  glass.  Secondly,  China 
Wood  Oil  when  heated  at  a  temperature  of 
about  450  degrees  F.,  instead  of  gradually 
thickening  as  does  linseed  oil,  it  almost  in- 
stantly goes  over  to  a  solid  jelly  very  much 
re.sembling  soft  rubber.  Thirdly,  China  Wood 
oil  when  placed  in  a  bottle  and  exposed  to 
the  light,  even  though  the  bottle  is  air-tigiit. 
will,  by  the  actinic  rays  of  the  sun  be  con- 
verted to  a  jard  like  mass.  This  last  prop- 
erty is  very  easily  overcome  by  the  heat- 
ing of  the  oil.  The  gelatinizing  of  the  oil 
is  also  very  easily  taken  care  of  by  proper 
treatment  with  various  gums,  etc.  However, 
the  most  difficult  feature  to  overcome  is  that 
of  the  "dry-flat,"  as  the  varnish  maker  terms 
it.  This  is  due  to  a  wrinkling  of  the  var- 
nish film,  and  I  would  add  it  has  cost  the 
varnish  manufacturer  a  great  deal  of  money, 
and  they  have  spent  a  great  deal  of  time 
in  order  to  overcome  this  very  serious  draw- 
back. However,  after  years  of  study  the 
larger  manufacturers  understand  this  prop- 
erty tlioroughly  and  have  overcome  it  en- 
tirely. 

You  may  ask  with  all  these  drawback, 
why  it  is  that  the  varnish  malcer  should 
care  to  use  China  Wood  Oil  at  all.  In  the 
first  place,  China  Wood  oil  has  two  important 
properties  which  are  not  found  in  linseed 
oil.  A  varnish  made  with  China  W'ood  Oil 
will  be  very  much  more  waterproof  than 
tliat  made  with  Linseed  Oil.  In  tlie  second 
place,  China  Wood  Oil  has  the  property  of 
caiising  the  varnish  to  harden  very  much 
(luicker  than  when  Linseed  Oil  is  used.  These 
two  properties  make  Cliina  Wood  Oil  a  very 
important  and  essential  feature  in  certain 
classes  of  varnishes.  On  the  other  hand  Lin- 
seed Oil  produces  in  a  varnish  greater  elas- 
ticity fuller  body  and  lustre,  better  flow- 
ing properties  than  can  be  obtained  with 
China  Wood  Oil.  In  producing  a  varnish, 
it  can  readily  be  seen  that  it  is  necessary 
to  utilize  each  of  these  oils  according  to  the 
results  desired  in  the  varnish.  If,  for  in- 
stance, we  desire  to  produce  a  spar  varnish 
which  must  needs  have  a  maximum  amount 
of  elasticity  in  order  to  stand  expansion  and 
contraction  due  to  weather  conditions,  it  is 
necessary  lor  us  to  use  the  most  elastic 
materials  which  we  can  possibly  obtain, 
consequently  Linseed  Oil  gives  us  for  this 
purpose  the  best  results.  China  Wood  Oil, 
on  the  other  hand,  when  used  in  a  spar  var- 
nish attains  its  waterproof  qualities  very 
much  quicker  upon  exposure,  will  retain  a 
perfect  film  only  for  a  short  period  of  time 
after  which  the  film  deadens,  cracks  and 
makes  an  extremely  poor  surface  for  re- 
finishing.  The  Linseed  Oil  varnish  on  the 
other  hand  while  it  dries  and  hardens  more 
slowly  and  possibly,  if  rained  upon,  before 
it  has  liardened,  will  turn  wliite  (thi.s  white- 
ness disappearing  -.ipon  its  drying  out)  yet, 
at  the  end  of  about  si.v  months,  tlie  film 
will  have  worn  evenly,  and  the  varnish  will 
have    retained    a    good    portion    of    its    lustre. 

If  we  now  desire  to  produce  a  floor  var- 
nish, we  must  bear  in  mind  that  the  neces- 
sary requisites  of  a  varnish  of  this  kind 
are  that  it  must  be  very  tough,  elastic,  water- 
proof and  hard  drying.  This  last  property 
meaning  that  it  must  not  soften  up  in  warm, 
humid  weather.  In  designing  a  floor  varnish, 
we  must  of  course  look  to  the  China  Wood 
Oil  for  our  waterproofness  and,  to  a  con- 
siderable degree,  our  hard  drying  properties. 
At  tlie  same  time,  we  must  look  to  our  I^in- 
seed  Oil  in  order  to  obtain  tlio  maximum 
amount  of  elasticity  in  the  varnish  film. 
'I'll is  latter  jjroiierty  is  one,  which  is  ex- 
tremely important  and  which  really  deter- 
mines whether  or  not  a  varnish  will  wear 
down  evenly  or  whether  it  will  crack  and 
chip.  Most  people  do  not  realize  the  amount 
of  stress  caused  by  the  impressioti   of  heels 
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on  a  varnished  floor,  but  upon  considering 
this  point,  you  can  readily  understand  that 
it  is  necessary  to  have  tlie  maximum  amount 
of  elasticity  in  order  to  obtain  tlie  very  best 
results.  Thus,  you  can  realize  tliat  in  mak- 
ing a  varnish  for  a  definite  purpose  it  is 
necessary  to  use  those  properties  found  in 
each  of  tliese  oils  in  order  to  obtain  a  prop- 
erly balanced  product,  and  this  only  serves 
to  emphasize  the  importance  of  specifying 
for  definite  kinds  of  work  the  varnish  which 
has  been  especially  designed  for  that  pur- 
pose. 

We  will  next  take  up  the  subject  of  Tur- 
pentine which  is  made  from  tlae  sap,  that 
comes  from  our  southern  pine  trees.  These 
trees  were  formerly  cut  according  to  tlie 
"Box  Method:"  that  is.  a  box  was  dug  at 
the  base  of  the  tree  and  the  barlv  tlien  cut 
from  its  side.  Tlie  sap  flowed  down  tlie 
side  of  the  tree,  ran  into  tlie  box  and  was 
emptied  from  the  box  into  a  basket,  then 
into  barrels  in  which  it  was  carried  to  the 
still.  Today,  however,  on  account  of  the  fact 
that  this  method  shortens  the  life  of  the 
tree,  undermines  its  resistance  to  storms  and 
thus  permits  great  losses,  we  have  perfected 
what  is  known  as  the  "Cup  and  Gutter 
System."  That  is,  the  sap  runs  down  the 
side  of  the  tree  into  a  gutter  and  then  from 
tlie  gutter  into  tlie  cup,  thus  tlie  tree  is  not 
wounded  except  on  its  side,  and  it  is  found 
that  the  production  of  sap  is  greatly  in- 
creased as  well  as  its  quality  improved.  Fur- 
thermore, the  trees  last  a  great  deal  longer 
and  there  is  not  the  danger  of  the  entire 
destruction  of  forests  by  wind  storm.  Tlie 
sap  after  being  gathered  from  the  tree  is 
then  talven  to  the  still,  where,  a  small  amount 
of  moisture  having  been  added,  it  is  heated 
in  a  large  copper  retort;  the  turpentine 
passes  over  as  a  vapor,  through  coils,  is  con- 
densed and  we  have  our  gum  spirits  of  tur- 
pentine. The  residue  left  in  the  retort  is 
rosin,  which  is  subsequently  strained, 
cooled  and  prepared  for  the   market. 

The  material  which  I  have  just  described 
is  known  to  the  trade  as  Gum  Spirits  of  Tur- 
pentine and  it  may  be  well  to  mention  the 
difference  between  this  product  and  Wood 
Turpentine.  Gum  Spirits  of  Turpentine  is, 
as  I  have  described,  made  by  tlie  distillation 
of  the  sap  of  the  pine  tree,  whereas.  Wood 
Turpentine  is  made  by  the  distillation  of  the 
wood  itself  usually  utilizing  for  this  pur- 
pose, the  stumps  of  pine  trees  which  have 
fallen.  Both  of  these  products  are  very 
similar  in  chemical  constitution  and  in  many 
cases  can  only  be  distinguislied  by  their 
odor.  It  may  be  of  interest  to  know  that 
the  American  Society  for  Testing  Materials 
in  drawing  up  their  speciflcations  for  tur- 
pentine have  adopted  a  speciflcation  to  which 
a  high  grade  of  Wood  Turpentine  can  con- 
form based  upon  the  fact  that  the  latter 
when  conforming  to  this  specification  is  equal 
in  every  way  to  the  Gum  Spirits.  It  is  im- 
portant,   however,    in    permitting    the    use    of 


Wood  Turpentine  to  insist  that  it  conform 
to  such  specifications  as  these,  as  there  are 
upon  tlie  market  many  grades  which  have 
entirely  different  properties  and  which 
sliould,    under    no    circumstances,    be    used. 

Having  discussed  the  various  raw  mate- 
rials used  in  varnish  making,  we  will  now 
describe  briefly  the  varnish  making  pro- 
cess. 

The  gum  or  resins  usually-  in  approxi- 
mately one  hundred-pound  lots  are  placed  in 
a  copper  kettle,  which  stands  about  tliree 
feet  high  and  about  two  and  one-half  feet 
in  diameter.  The  kettle  is  then  rolled  upon 
the  fire,  the  gum  melted  and  held  there  un- 
til a  certain  proportion  of  the  gum  has  been 
distilled  off.  At  this  endpoint,  which  is  de- 
termined by  the  varnish  maker,  the  melt  is 
drawn  from  the  flre  and  the  oil,  wliich  has 
been  heating  at  an  adjacent  chimney  and 
which  had  been  previously  prepared,  is  emp- 
tied into  the  kettle.  The  gum  and  oil  are 
then  thoroughly  stirred  together,  the  kettle 
being  run  back  on  the  fire  and  the  gum 
and  oil  heated  until  thoroughly  amalgamated. 
This  endpoint  is  also  determined  by  the 
varnish  maker,  who  has  his  own  particular 
way  of  judging  as  to  when  the  melt  is  fin- 
ished and  when  the  batch  is  completed.  The 
kettle  is  then  withdrawn  from  the  fire  and 
allowed  to  cool,  when  it  is  taken  to  the 
thinning  room,  where  the  turpentine  or  other 
tliinners  are  added.  The  varnish  is  then 
pumped  into  coolers,  where  it  is  allowed  to 
cool  to  a  certain  extent  before  passing  to 
tlie  filter  presses,  which  +~ke  out  all  the 
dirt.  This  is  done  veery  L«trefully,  in  order 
to  take  out  the  most  minute  particles  of 
dirt  and  the  varnish  is  then  pumped  to  the 
ageing  tanks,  where  it  is  allowed  to  age  for 
a  certain  period  of  time,  according  to  the 
quality  of  the  varnish. 

The  question  of  ageing  a  varnish  is  one 
which  has  been  given  a  great  deal  of  study, 
and  it  has  been  proven  that  the  ageing  of 
varnish  does  improve  it  very  considerably, 
both  as  regards  its  brilliancy  and  durability. 
This  is  apparently  due  to  the  fact  that  the 
various  constituents  of  the  varnish  gradu- 
ally become  more  and  more  closely  knit  to- 
gether, which  results  in  the  improvement  of 
the  varnish. 

While  the  matter  of  ageing  is  one,  which 
has,  in  many  cases,  been  very  much  over- 
drawn, yet,  at  the  same  time  all  manufac- 
turers of  the  highest  grade  varnishes,  even 
at  the  cost  of  tying  up  their  capital,  deem 
it  sufficiently  important  to  age  their  var- 
nishes from  one  month  to  twelve  months 
according  to  the  character,  grade  and  com- 
position of  the  varnish.  The  completion  of 
the  ageing  process  is  determined  by  tests 
made  upon  the  varnish  itself.  After  the 
varnish  has  been  properly  aged,  it  is  then 
pumped  to  the  filling  tanks,  from  which  it 
is  drawn  into  the  can  or  package,  which  is 
then  labelled,  and  we  have  our  finished 
product   ready   for  the  market. 
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The  name  FEDERALITE,  as  applied  to  archi- 
tectural finishes,  means  that  the  product  has  been 
skillfully  and  carefully  made  in  accordance  with 
the  highest  standards. 

A  rigid  adherence  to  this  policy  has  developed 
an    ever   increasing   list   of   FEDERALITE   users. 

Our  service  department  vi^ill  be  glad  to  assist 
you  in  the  preparation  of  detailed  specifications — 
intelligent  co-operation  based  on  practical 
experience. 

Sample  Panels  on  Request 

Federal  Varnish  Co. 


2825  Irving  Park  Boulevard 

Phone:  Juniper  0180. 


Chicago 


Federalite  Finishes 

beautify  and  protect 
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PROTECTIVE,  PRESERVATIVE  AND  DECORATIVE 
COVERINGS 


File  Brush  Using  Trade. 


STANDARD    PAINTERS'    MATERIALS, 

An  attempt  is  made  in  the  following  to  de- 
fine those  materials  which  may  be  readily 
prepared  by  any  competent  painter,  that  are 
generally  accepted  as  standard  for  high  grade 
work.  Such  materials  very  properly  form 
the  basis  of  comparison  for  all  proprietary 
paints.  No  proprietary  preparation  should 
be  accepted  for  use  that  does  not  equal  in 
enduring,  wearing  quality,  appearance,  cost 
and  ground  for  subsequent  coats,  the  materi- 
als  hereinafter   described. 

Classification  of  preservative  and  decora- 
tive coverings  is  commonly  made  according 
to  the  nature  of  the  surfaces  which  these 
materials   are    designed    to    cover. 

Materials  for  painters'  work  are  divided 
according  to  their  nature  under  the  follow- 
ing headings:  Pigments,  Binders  and  Agents 
or   Solvents. 

Paint  consists  of  a  binder  or  binders  and 
a  pigment  or  pigments  incorporated  or  mixed 
together.  Mixing  of  paint  ingredients  is 
accomplished  in  a  manner  either  by  stirring 
or  grinding  together  by  hand  or  by  machin- 
ery. Machinery  mixing  with  proper  ap- 
paratus is  most  certain  to  secure  uniformity 
of  result,  and  is  therefore  advised  where 
r»ractioal.  It  is  practically  impossible  to  get 
a    perfectly    smooth    paint    by    hand    mixing. 

Linseed  Oil  is  the  only  known  universally 
successful  binder  for  paint  and  the  holding 
power  of  the  paint  depends  almost  entirely 
on  the  strength  of  the  linseed  oil  used.  This 
oil  is  adulterated  in  many  ways,  but  the 
most  common  is  with  mineral  oil.  The  man- 
ufacturers of  mineral  oil  substitute  have  per- 
fected their  product  to  such  an  extent  that 
it  is  difficult  to  distinguish  it  from  the  real 
article  except  by  chemical  test  or  actual  use, 
when  its  inferiority  is  quickly  manifest. 

STANDARD    BINDERS. 

Raw  Linseed  Oil  is  the  oil  obtained  from 
seeds  of  the  Flax-plant.  Linum  Usitatis- 
simum,  and  what  is  known  as  commercially, 
pure  grade,  has  a  specific  gravity  of  not 
less  than  .032  nor  in  excess  of  .936,  when 
the  temperature  is  15^4°  Centigrade,  or  at 
temperature  25°  Centigrade,  not  less  than 
.927  or  more  than  .931.  It  has  a  minimum 
Acid  number  6,  Saponification  number  min- 
imum 189,  maximum  195.  Unsaponiflable 
matter  maximum  1.50%.  Refractive  index 
at  25°  Centigrade  minimum  1.4790  to  maxi- 
mum 1.4805,  Iodine  number  (Hanus)  170 
It  is  a  straw  yellow  in  color,  weighs  approx- 
imately  7%   lbs.   to  the  gallon. 

Boiled  Linseed  Oil,  commercially  pure, 
consists  of  ra,w  linseed  oil  as  above  defined, 
kettle  boiled  at  a  temperature  not  to  ex- 
ceed 500  deg.  Fall,  nor  less  than  300  deg. 
Fah.;  or  the  same  sort  of  oil  prepared  with 
best  pure  .Japan  dryers,  so  as  to  increase 
drying  qualites.  If  salts  of  lead  or  man- 
ganese are  thoroughly  incorporated  into  the 
raw  oil.  very  similar  results  are  produced  to 
the  boiling  process.  An  old  method  of  in- 
creasing the  drying  properties  of  linseed  oil 
was  to  heat  the  oil  to  near  the  temperature 
at  which  it  undergoes  destructive  distillation 
(550  deg.  Fah.  or  therenliouts),  and  stir  in  at 
the  same  time,  oxide  of  lead  or  oxide  of  Jiian- 
ganese,  or  liofli.  .Such  method,  however, 
darkens   the   oil    very   much. 

The  U.  S.  Army  Standard  Specification  for 
Boiled  Linseed  Oil  Is   as  Follows: 

Specification  W.  D.  2. 
It    shall    be    absolutel.v     pure,     well-settled 
linseed    oil   boiled   with    oxides   of  manganese 


and   lead.      It  shall   conform   to   the   following 
requirements; 

Max.  Min. 

Specific   grav.     at     15.5°/15.5°C. — 0.945  0.937 

Acid  number   — 8.000  .... 

Saponification    number    195.000  189.000 

Unsaponiflable   matter,    pet....      1.500  .... 

Refractive    index   at   25°    C 1.4S4  1.479 

Iodine    number    (Hanus) 168.000 

Ash,  per  cent 0.700  0.200 

Manganese,  per  cent 0.03 

Lead,   per  cent 0.1 

STANDARD    SOLVENTS. 

Spirits  of  Turpentine,  chemically  pure,  is 
composed  of  a  volatile  oil  obtained  by  the 
distillation  of  turpentine  oil  obtained  by 
tapping  or  boxing  yellow  pine  trees.  It  is 
a  clear,  colorless  liquid,  with  a  pleasant, 
pungent  odor  and  shows  a  very  slight  resi- 
due when  evaporated.  Spread  over  any  sur- 
face in  a  thin  layer,  it  will  dry  in  twenty- 
four  hours,  leaving  practically  no  residue. 
Turpentine  weighs  about  7  lbs.  to  the  gal- 
lon of  bulk. 

The  XT.  S.  Army  Standard  Specification  for 
Turpentine  Is  as  Follows: 

Specification  W.  D.  3. 

This  specification  applies  both  to  the  tur- 
pentine that  is  distilled  from  pine  oleo- 
resins,  and  commonly  known  as  gum  turpen- 
tine or  spirits  turpentine,  and  to  the  tur- 
pentine commonly  known  as  wood  turpen- 
tine that  is  obtained  from  resinous  wood, 
whether  by  extraction  with  volatile  solvents, 
by  steam,  or  by  destructive  distillation.  The 
bidder  should  state  whether  gum  spirits  or 
wood   turpentine   is   furnished. 

The  turpentine  shall  be  clear  and  free 
from  suspended  matter  and  water.  The  color 
shall  be  water  white.  The  specific  gravity 
shall  not  be  less  than  0.860  or  more  than 
0.875  at  15.5°  C.  The  refractive  index  shall 
not  be  less  than  1.468  or  more  than  1.4  78  at 
15.5°  C.  The  initial  boiling  point  sliall  be 
not  less  than  150°  C.  nor  more  than  160°  C. 
Ninety  per  cent  of  the  turpentine  shall  dis- 
till below  170°  C.  The  polymerization  resi- 
due shall  not  exceed  2  per  cent  and  its  re- 
fractive index  at  15.5°  C.  shall  not  be  less 
than   1.500. 

STANDARD    PIGMENTS. 

Red  Lead,  iiraclically  pure  from  a  com- 
mercial standpoint,  is  equal  to  98  per  cent 
lead  tetroxide;  but  to  secure  this  degree  of 
purity,  without  a  trace  of  soda  or  nitrate 
salts,  requires  a  special  method  of  reduction 
not  employed  by  all  manufacturers.  In  fact 
it  has  only  been  within  the  last  few  years 
that  even  the  best  manufacturers  have  been 
able  to  produce  a  jiure  red  lead  without  hav- 
ing present  from  .1  to  .5  per  cent  of  soda  or 
nitrate  salts,  which  salts  have  a  strong  ten- 
dency to  promote  rust.  Paint  is  intended  as 
a  protection  of  metal  against  rust,  and  as 
such  should  not  contain  any  elements  of  a 
rust  inducing  nature.  Specification  should 
therefore  reiiuii'fi  that  red  lead  must  be 
wholly  free  from  soda  or  nitrate  salts.  The 
process  now  used  to  get  red  lead  which  is  98 
))i'r  cent  true,  is  liy  burning  the  lower  grade 
led  lead,  85  per  cent  true,  for  about  20  to  24 
hours  longer.  This  brings  tlie  true  red  lead, 
Pb.s  Oi  up  to  the  liigh  standard  wliich  has 
lately  been  accepted  as  most  effective  in  pre- 
venting rust.  The  American  Society  of  Test- 
ing materials  after  exhaustive  tests  conduct- 
ed within  the  last  nine  years  have  concluded 
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that  the  highest  grade  red  lead,  98  per  cent 
true,  is  even  more  lasting  in  cliaracter  than 
the  red  lead  which  was  formerly  considered 
best  for  paint  pigment  which  was  about  83 
per  cent  true  red  lead  Pbs  O4  (tetroxide  of 
lead)  plus  17%  litharge  PbO  (mon  oxide  of 
lead).  The  Government  specifications  liave 
been  raised  from  85  per  cent  to  90  per  cent 
true,  and  lately  have  been  increased  to  95 
per  cent  of  true  red  lead.  (Tliis  observation 
does  not  apply  to  the  war  department  wliich 
still    follows    the    old    standard). 

This,  therefore,  argues  very  strongly 
for  the  98  per  cent  true  red  lead,  but  it 
.still  remains  a  fact  that  very  enduring 
paint  can  be  made  in  compliance  witli  the 
following  formula:  Pb304  (tetroxide  of 
lead),  85  per  cent  plus  litharge  PbO  (mon- 
oxide of  lead)  15  per  cent.  Owing  to  the 
tendency  of  tliis  combination  of  red  lead  and 
litliarge  pigment  to  unite  with  linseed  oil 
in  ciiemical  combination,  paint  composed  of 
red  lead  and  linseed  oil  sliould  not  be  pre- 
pared to  exceed  twenty-four  hours  before 
using.  For  if  this  combination  of  red  lead 
and  litharge  is  mixed  with  linseed  oil  and 
sealed  up  in  an  air-tiglit  can,  it  will  be 
found  after  a  time  tliat  the  mixture  has 
.solidified  showing  that  tlie  oxygen  of  tlie  air 
wliicli  is  tlie  hardening  agent  in  ordinary 
paints  is  not  necessary.  The  chemical  com- 
iiination  that  thus  takes  place  between  the 
litharge  and  the  oil  in  this  mixture  probably 
gives  an  increased  toughness  and  endurance 
to  paint  applied  according  to  tiiis  forinula, 
provided  this  chemical  action  takes  place  aft- 
er the  paint  is  applied.  Practically,  it  is  very 
difficult  to  secure  intelligence  in  the  applica- 
tion of  paint  to  structural  portions  of  a 
building  and  it  is  therefore  doubtful  practice 
to  use  so  large  a  percentage  of  litharge,  not 
because  it  will  not  make  a  strong  enduring 
paint,  but  because  it  is  extremely  difficult  to 
get  same  applied  before  chemical  action 
takes  place.  It  has  been  found  also  that  the 
addition  of  say  10  per  cent  of  a  practically 
inert  pigment  such  as  Princess  mineral  or 
oxide  of  zinc,  increases  the  wearing  quality 
nf  red-lead  paint  without  other  injurious  ef- 
fect. 

The  TJ.  S.  Army  Standard  Specification  for 
Reinforced  Ked  IJead  Faint  Is  as  Follows: 

Specification   W.   D.   40. 

Pigment   64   per   cent. 
Liquid   36  per  cent. 

The  pigment  portion  shall  consist  of  Red 
Lead  (not  less  than)  60  per  cent,  the  bal- 
ance to  be  Silicious  Matter,  such  as  Alu- 
minum Silicate,  Magnesium  Silicate,  Silica 
or   a  mixture   thereof. 

The  Red  Lead  used  shall  contain  not  less 
than  85  per  cent  Pba  O4,  the  balance  to  be 
PbO. 

The    liquid    portion    shall    consist    of — 

Pure  Raw  Linseed  Oil  (not  less  than)  90 
per  cent,  the  balance  to  be  combined  Drier 
and  Thinner.  The  thinner  shall  be  Tur- 
pentine. 

Special  Requirements:  The  paint  must 
v.eigh  not  less  than  16  pounds  per  gallon. 
It  is  intended  to  be  used  for  a  Priming 
i^'oat  on  Steel  and  when  apiilied  to  smootli 
n-on  surface,  it  shall  dry  in  12  hours  witli- 
out    running,    streaking   or   sagging. 

Corroded  Iiead.     Basic     Iiead     Carbonate^ 

eliemically  to  TbCO.fPb(OH)o  is  the  form  of 
lead  pigment  which  has  been  in  most  general 
use  for  many  years  past.  A  satisfactory  for- 
'iiula  for  white  lead  pigment  is  70  per  cent 
!'i  75  per  rent  of  lead  carbonate  to  25  to  30 
I'T  cent  of  lead  iiydrate:  this  is  in  substan- 
tial compliance  with  TT.  S.  Government  stand- 
ard specifications.  "U'hile  Basic  TiCad  Carbon- 
ate is  more  poisonous  than  sublimed  lead  it 
still  is  a  perfectly  safe  pigment  to  use  with 
proper  precautions.    In   fact  nearly  all   paint 


pigments  are  more  or  less  poisonous  and  so 
care  should  be  taken  by  painter  to  avoid  al- 
lowing paint  to  come  in  contact  with  the 
skin. 

Sutolimed   Lead   or  Basic    Lead    Sulphate= 

eliemically  to  PbSOjPbO  is  coming  into  gen- 
eral use  for  paints  and  is  practically  non- 
poisonous  and  is  just  as  valuable  as  a  pig- 
ment for  many  purposes  as  the  older  form. 
It  is  particularly  satisfactory  as  a  base  for 
tinting  colors. 

The  U.  S.  Army  Standard  Specification  for 
White  Lead  Basic  Sulphate  Is  as  Follows: 

Specification  W.  D.  49. 

The  dry  pigment  shall  bs  of  the  best  qual- 
ity, amorphous  in  structure,  and  of  great 
opacity. 

It    shall    contain: 

Not   more   than    0.5    per   cent   Moisture, 

Not  more  than  8.5  per  cent  Zinc  Oxide 
(ZnO). 

Not  more  than  .075  per  cent  Sulphur  Diox- 
ide   (SO^.),   and 

Not  less  than  12.  per  cent  Lead  Oxide 
(PbO). 

Unless  otherwise  specified,  this  Basic  Sul- 
phate-White I^ead  shall  be  delivered  in  paste 
form,  finely  ground  in  pure,  clear  Raw  or 
Refined    I^inseed   Oil   in    the   proportion    of: 

90    pounds    Pigment. 

10    pounds    Oil. 

White  Lead  Faste  averages  to  contain  by 
wei.ght  92  per  cent  dry  lead  pigment  and  S 
per  cent  linseed  oil  and  weighs  about  38.1206 
ibs.   to  the  gallon  of  bulk. 

Zinc  White  is  oxide  of  zinc  made  by  burn- 
ing zinc  in  air.  It  is  wliiter  than  White 
lead  but  is  not  so  opaque,  and  more  coats 
of  zinc  paint  are  necessary  to  get  a  given 
effect  over  a  dark  baclvground  tlian  of  white 
lead.  Paint  consisting  of  commercially  pure 
zinc  white  and  linseed  oil  makes  a  strong 
and  enduring  wearing  surface  but  does  not 
produce  as  satisfactory  ground  for  repaint- 
ing after  a  period  of  service,  as  paint  com- 
posed of  a  white  lead  pigment  and  linseed 
oil. 

Combination  Faint  composed  of  an  admix- 
ture of  right  proportions  of  White  Lead  and 
Zinc  White  with  Linseed  Oil  will  undoulited- 
ly  give  better  service  than  either  ^^^hite 
Lead  and  Oil  or  Zinc  White  and  Oil  alone, 
possibly  for  the  same  reason  that  two  or 
more  sizes  of  aggregate  rightly  proportioned 
make  a  better  concrete  with  a  lesser  amount 
of   cement   than   aggregate   of   only   one   size. 

Graphite,  or  plumbago,  may  be  said  to  be 
diamond  plus  heat;  for  if  a  diamond  is  heat- 
ed to  a  very  high  temperature,  witliout  ac- 
cess to  the  air,  it  swells  up  and  is  converted 
into  a  black  mass  exactly  resembling  graph- 
ite in  every  particular.  This  theory  being 
further  verified  by  the  fact  that  this  change 
takes  place  without  the  loss  or  increase  of 
weight.  Graphite  is  found  in  nature  in  large 
quantities.  It  is  sometimes  found  crystal- 
lized, but  in  a  form  different  from  diamond. 
Graphite  can  be  prepared  artificially  by  dis- 
poning charcoal  in  molten  iron;  from  such  a 
solution  grapliite  is  deposited  on  cooling. 
Pure  graphite  is  dark  grayish-black  in  color 
and  of^  a  metallic  luster.  It  is  quite  soft, 
leaving  a  loaden-gray  mark  on  paper  when 
drawn  across  same.  It  is  used  in  the  manu- 
facture of  the  so-called  le.ad  pencil  and  is 
sometimes  called  black-lead.  Sucli  designa- 
tion is  wholly  misleading,  as  it  is  in  no  sense 
metallic  load  Graphite  is  ptire  carbon,  tlie 
element  w'hich  is  the  principal  constituent 
of  all  organic  matter,  both  vegetable  and 
animal.  It  is  extensively  used  as  a  paint  pig- 
ment, particularly  for  metal  coating.    Finely 
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ground  amorphous  or  non  -  crystallized 
graphite,  when  mixed  with  linseed  oil,  forms 
a  perfectly  Inert  pigment  when  united  in  me- 
chanical mixture  with  the  oil  and  without 
the  slightest  evidence  of  chemical  combina- 
tion. For  this  reason  prepared  graphite- 
t  aint  is  not  injured  by  age  as  is  the  case 
wit'i  oil-paints,  which  are  composed  of  oil 
■uul  a  pigment  which  will  form  a  more 
or  less  stable  chemical  union  with  same.  It 
is  contended,  by  advocates  of  Graphite 
paint,  th.at  the  inert  nature  of  graph- 
ite pigment  contributes  to  the  ease  of  its 
aiiplication  and  adds  to  its  covering  capac- 
ity and  elasticity,  inatcing  a  better  appear- 
ing mechanical  job  with  less  labor  and  also 
■i  covering  which  can  accommodate  itself 
•  o  the  contraction  and  expansion  of  the  ma- 
iirial  covered  without  serious  injury  to  its 
>  ilicacy  as  a  protective  covering.  The  non- 
H  tive  nature  of  graphite  pigment  makes  it 
!Missible  to  coat  surfaces  witli  a  much  thin- 
liir  coa.ting  than  with  the  paint  containing  a 
I  igment   which   acts   chemically   with    its    oil. 

Iiamp  Black   is   a  very  finely  divided   form 

■  f  charcoal   produced  by  the   deposit  on   cold 

rfaces  of  the  imperfectly  combusted  prod- 

ts   from   burning  oil.      Lamp   black   may  be 

.-id   to  be  the   soot  produced   by  burning  oil 

\"  ithout    sufficient    oxygen    present     to    form 

i  erfect    combustion.      This    soot     is     largely 

made   up   of   fine   particles   of  carbon.      Lamp 

li'.ack    is    used    in    the    manufacture    of     ink 

;:nd   as  a  pigment  for  paint  to  be  applied   to 

I     metal.  Many  of  the  best  contracting  painters 

insist    that    lamp    black    ground    and    mixed 

witn  linseed  oil  forms  the  most  enduring  and 

attractive    appearing    paint    for    ornamental 

iron. 

Paint  for  metal,  first  coat,  should  not  be 
applied  until  after  the  surface  is  thoroughly 
cleaned  free  from  dirt  or  grease,  as  such 
material  keeps  the  coating  from  coming  in 
contact  with  the  metal,  so  that  it  cannot  ad- 
liere  to  same.  It  might  be  supposed  that 
urease  would  be  absorbed  by  paint  or  varnish 
tiut  this  does  not  prove  true  in  practice.  To 
mix  such  materials  would  require  their  thor- 
ough agitation  together.  This  is  prevented 
in  the  application  over  dirty  surfaces  due  to 
the  fact  that  the  grease  is  always  mixed 
with  and  covered  by  an  adherent  film  of  dirt, 
which  interferes  with  the  action  of  the  paint 
or  varnish  upon  it:  consequently  making  a 
loone  film  which  will  not  permanently  sup- 
[lort   the  paint  coating. 

Colors  are  produced  by  mixing  the  various 
color  pigments  with  the  standard  base  pig- 
ments of   lead   or  zinc. 

The  addition  of  Tinting  Colors  to  White 
paint  generally  greatly  increases  the  dura- 
iiility  of  the  paint.  The  volume  of  base  pig- 
ment needs  to  be  reduced  in  proportion  to 
tlie  amount  of  color  pigment  added,  so  as 
to  maintain  the  same  relative  relation  of 
pigment  to  oil  in  the  various  coats  as  here- 
inafter prescribed.  The  scope  of  this  article 
<*oes  not  permit  a  discussion  of  the  com- 
I»osition  and  merits  of  the  numerous  com- 
PUTcial    color-pigments   offered    to    the    trade. 

Chemical  action  between  the  pigments  and 
nil  in  paint  ordinarily  does  not  occur,  but 
tliere  are  exceptions.  Sabin  states  that 
«!ni')i  action  takes  place  with  White  I.iead  and 
Liii^oed  Oil.  "probably  between  the  oil  and 
the  !(>ad  hydrate,  which  constitutes  at  least 
a  quarter  of  the  pigment."  "This  change  is 
said  to  be  due  to  resinification  of  the  oil 
fonverting  it  into  a  sort  of  varnish."  "Zinc 
Ox'de  (White  Zinc)  also  acts  on  oil,  but  in 
a  much  less  degree."  "Paint  consisting  of 
AVh'te  liead  and  White  Zinc  mixed  together 
in  the  proportions  of  two  of  lead  to  one  of 
zinc  is  reputed  to  be  superior  to  either  alone. 
'/Anc  brushes  more  readily  and  is  said  to 
have  a  spreading  capacity  of  50  per  cent 
greater   than   a    straight   lead    and   oil    paint. 


Faint   Froportions    and    Covering   Capacity. 

Primer  of  Lead  and  Oil  for  new  work 
should  be  proportioned  by  bulk,  so  as  to  con- 
tain 27  per  cent  of  White  Lead  Paste,  62 
per  cent  of  Linseed  Oil  and  11  per  cent  of 
Turpentine. 

Priming-  Lead  and  Oil  will  require  10.3  lbs. 
White  Lead,  .62  gal.  Linseed  Oil  and  .11  gal. 
Turpentine    to    make   one   gal.    of   paint. 

One  Gallon  Lead  and  Oil  Primer  will  aver- 
age to  properly  cover  about  2%  squares  of 
new  wood  work  or  lH  squares  of  common 
brick    work. 

One  Square  of  New  Wood  Work  requires 
to  properly  prime  same  with  lead  and  oil 
3%  lbs.  White  Lead,  .23  gal.  Linseed  Oil  and 
.04  gal.  Turpentine,  or  if  common  brick  re- 
quires 8.24  lbs.  White  Lead,  .5  gal.  Linseed 
Oil   and   .08S    gal.    Turpentine. 

Succeeding'    Coats    of   Lead    and    Oil    Faint 

after  primer  should  be  apportioned  by  bulk 
so  as  to  contain  30  per  cent  White  Lead, 
64  per  cent  Linseed  Oil  and  6  per  cent  of 
Turpentine. 

Succeeding'    Coats    of    Lead    and    Oil    Faint 

after  priming  will  require  11.44  lbs.  White 
I^ead  Paste,  .64  gal.  Linseed  Oil  and  .06  gal. 
cf  Turpentine   to   the  gal. 

One  Gallon  Lead  and  Oil  Succeeding'  Coater 

will  average  to  properly  cover,  any  coat, 
about  41/3  squares  of  wood  work  after  same 
has  been  primed,  or  3  squares  of  common 
brick  work,  second  coat.  Third  coat  on  brick 
work,  one  gal.  will  cover  as  much  surface 
as  on  wood. 

One  Square  of  Any  Oil  Succeediugr  Coat  on 

wood  work  after  same  has  been  priined  will 
average  to  require  to  properly  cover  same 
2.54  lbs.  White  Lead,  .14  gal.  Linseed  Oil  and 
.0133  gal.  of  Turpentine;  or  for  2nd  coat  on 
common  brick  work,  3.48  lbs.  White  Lead,  .21 
gal.  lyinseed  Oil  and  .02  gal.  of  Turpentine. 
Third  coat  on  brick  work  will  require  the 
same  amount  of  paint  to  unit  of  surface  as 
"Succeeding  Coats"   on   wood. 

Primer  for  metal  of  red  lead  to  give  sat- 
isfactory results  can  be  made  by  mixing  23 
lbs.  of  dry  "red  lead  for  painting  metal"  to 
1  lb.  of  "zinc  white,"  adding  sufficient  com- 
mercially pure  "raw  linseed  oil"  to  make  a 
gallon  of  the  mixture,  and  thoroughly  incor- 
porating together.  The  mixing  of  the  oil  and 
pigment  should  only  be  as  required  at  the 
work,  never  I0  exceed  24  hours  before  apply- 
ing. The  paint  resulting  will  be  rather  stiff 
and  requires  thorough  and  careful  brush 
work  to  make  the  surfac3  elastic,  and  tlie 
material  cover  proper  area.  This  paint  should 
not  be  thinned  by  addition  of  evaporaent  liq- 
uids as  these  have  a  tendency  to  produce 
destructive  chemical  action  on  the  paint,  ef- 
fecting its  permanency  as  a  protective  coat- 
ing. 

Succeeding'  coats  on  metal,  after  primer, 
can  very  satisfactorily  be  of  white  lead  and 
oil  or  zinc  paints  as  above  described,  or  a 
combination  of   the   two. 

Primer  for  masonry  surface  which  has  a 
.strong  alkaline  reaction,  such  as  plastered 
walls,  brick  masonry  and  concrete,  should 
consist  of  a  solution  of  zinc  sulphate  crys- 
tals dissolved  in  water,  in  the  proportion  of 
3  lbs.  to  the  gallon,  after  which  succeeding 
coats  of  paint  as  defined  above  for  wood 
work  may  be  applied  witli  satisfactory  re- 
,^ults.  Oil  paint  should  never  be  applied  di- 
rect to  masonry.  There  are  a  number  of 
proprietary  mixtures  that  are  prepared  es- 
pecially for  this  purpose  and  which  give  ex- 
cellent results. 

Cheap    Practical    Substitute    Oil   Paint    for 

more  or   less   toniiiorar.v   us(>   is   illustrated  by 
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the  IT.  S.  Government  War  Department  "Es 
tprior  Cantonment  Paint"  Standard  Specifl- 
cation,    which    is   as    follows: 

•'W.   D.    19" 

This  Paint  also  to  be  furnished  in  white 
when    required. 

Pigment  64^;. 

Liquid   36%. 

The   pigment   portion    shall    consist   of — 

White  Lead  (Basic  Carbonate,  Basic 
Sulphate,    or    a    mixture    thereof) 42% 

Zinc   Oxide    33% 

Aluminum  Silicate,  Magnesium  Silicate, 
or  a  mixture  thereof,  combined  with 
the  necessary  pure  tinting  colors  to 
produce   the    desired    shade      (a     total 

of)     25% 

The   liquid    portion    shall    consist    of — 

Pure    Raw    Linseed    Oil 20^'o 

Menhaden  Oil,  *  Soya  Bean  Oil,  **  or  a 
mixture    thereof 40% 

The  balance  to  be  combined  Drier  and  Vol- 
atile   Mineral    Spirits. 

Special  Requirements:  This  paint  shall 
weigh  not  less  than  15  pounds  per  gallon, 
and  shall  dry  within  12  hours,  and  leave  a 
surface    suitable    to    recoat    in    36    hours. 

The  above  name  and  standard  specifica- 
tion applies  wherever  similar  type  of  paint 
is    to   be   used. 

*  The  Menhaden  Oil  used  in  this  paint 
Phall  be  pure,  refined,  light  in  color,  and 
not  of  objectionable  odor.  It  shall  have  the 
following    chemical     constants: 

Specific     gravity 92-. 93 

Iodine   number,   not   less   than 166 

Saponification  number,  not  less  than  1S6 
Acid  number,  not  more  than 8 

**The  Soya  Bean  Oil  used  in  this  paint 
shall  be  pure,  light  in  color,  and  shall  have 
the    following    chemical    constants: 

Specific     gravity 92-. 93 

Iodine    number,    not    less    than 130 

Saponification  number,  not  less  than  ISO 
Acid   number,    not   more    than 4 

Plat    Finish   Interior    Paint 

The  most  satisfactory  Flat  Wall  Paints 
are  made  with  Lithopone  as  the  principal  in- 
gredient in  the  pigment.  Lithopone  is  a  won- 
derful pigment  for  interior  use.  It  has  great 
hiding  power  and  spreading  capacity  and 
when  properly  mixed  with  the  right  kind  of 
liquids  makes  the  ideal  inside  fiat  wall  paint. 
There  are  many  standard  brands  of  flat  wall 
paints  on  the  market  that  are  worthy  of 
ronsidej'ation   and   use. 

Fire   Retardant   Paint 
U.   S.   Army   Standard. 

W.   D.   21. 

In  any   Tint  desired. 
For  Exterior  Use   on   Lumber  Construction 
'Wherever    Fire     Resistance     is    Desired. 
Specification. 
White  Paint  and  Tinted   Paints   made   on  a 
*White  Base. 


Pigment    60%. 

Liquid    40%. 

The    pigment    portion    shall    consist    of — 

Basic    Sulphate    White    Lead 28% 

Zinc      Oxide 22  <;b 

Magnesium    Silicate,    combined    with    the 
necessary    pure    tinting    colors    to    pro- 
duce the  desired  shade  (a  total  of).... 50% 
The    liquid    portion    shall    consist    of — 

Pure  Raw  Linseed  Oil    (not  less  than) — 55%, 
The    balance    to    consist    of    equal    parts    of 

Drier,       Turpentine      and       Volatile     Mineral 

Spirits. 

Special  Requirements.  This  paint  shall 
weigh  not  less  than  13  pounds  per  gallon. 
When  applied  to  new  lumber  construction 
it  shall  penetrate  and  dry  rapidly  to  a  dur- 
able film.  It  shall  successfully  withstand 
the  standard  firebrand  test  when  applied  to 
twocoat    work. 

The  above  named  and  standard  specifi- 
cation applies  wherever  Fire  Retardant  Paint 
is    to    be    used. 

■WrOOD  FINISHING  MATERIAI.. 

Orange   Sliellac   Varnish 

U.    S.    Army    Standard 

W.   D.   31. 

Specification. 

Tliis  material  shall  consist  of  41/2  pounds 
of  Shellac  cut  in  one  gallon  of  Clear  Neu- 
tial    Denatured    Alcohol.  * 

The  .Shellac  used  shall  be  a  high  grade 
Orange  Shellac  which,  when  treated  with 
hot  95  per  cent  Alcohol,  will  not  show  a 
residue  of  insoluble  matter  exceeding 
1.75  per  cent. 

The  Shellac  shall  be  free  from  Rosin  and 
other    adulterants. 

The  above  standard  specification  applies 
wherever   Orange   Shellac  Varnish   is   used. 

*  The  alcohol  used  shall  be  No.  1  Internal 
Revenue  Dept.  Standard  consisting  of  100 
gallons  of  grain  alcohol  and  5  gallons  ap- 
proved  wood  alcohol. 

IiIQUID    "WOOD    FIIiIiER. 

U.  S.  Army  Standard 

W.   D.   52. 

Specification. 
Pigment   17^;. 
Liquid   83%. 

The  pigment   portion   shall   consist   of — 

Finely  divided  Silica  tliut  will  pass 
througli    a    200    mesh    screen. 

The    liquid    portion    shall    consist    of — 
Varnisli      77  ';;• 

The  balance  to  be  Turpentine  or  Vohitile 
Mineral   Spirits,   oi'   a    mixture   thereof. 

Special  Requirements.  When  applied  to 
wood  it  shall  dry  in  not  more  than  5  hours. 
It  shall  be  of  the  proper  consistency  for 
either   brushing   or   dipping. 

The  above  standard  specification  applies 
wherever   Wood   Filler   is   to   be   used. 

Generally  speaking,  there  is  no  great  de- 
mand for  a  liquid  wood  filler.     A  thin  coat  oi 
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ellac  or  a  varnish  thinned  with   turpentine 
I.-    recommended   for   use   in   place   of   liquid 

liilers. 

Paste  Tiller  for  open  grained  hard-wood 
finiph  or  floors  requires  for  proper  filling  and 
wiping  1%  lbs.  Silex  paste  and  .14  gal.  thin- 
ner to  the  square.  Paste  Filler  is  tinted  or 
left  transparent  according  to  the  color  ef- 
fect desired.  One  pound  of  prepared  paste 
filler  will  fill  40  square  feet  of  surface. 

Wipinar  of  paste  filler  is  done  with  bur- 
lip,  sea  moss  or  excelsior  and  should  always 
''•■■  done  across  the  grain  of  the  wood  as  if 
r  ilibed  with  the  grain  of  the  wood  there  is  a 
iidency  to  lift  the  filler  out  of  the  pores  of 
•  wood  and  waste  same,  requiring  more 
:.Il',r    to    give    satisfactory    results. 

Thinner  for  paste  filler  may  be  either  Tur- 
I"  ntine    or    Benzine    if    the    filler    is    of    best 

luality  of  rock  quartz,  water  floated,  very 
linely  bolted  and  mixed  with  special  Japans 
and  Linseed  Oil,  benzine  seems  to  give  the 
iiMist  satisfactory  results  for  a  thinner  owing 
*:"   its  quicker  evaporation.      For  the  cheaper 

illors    Turpentine   must   be   used. 

Varnish,  is   discussed  in  another   article    in 

■  is  book  so  is  omitted  here. 

Stains  for  wood  work  usually  form  one 
it  in  addition  to  filler  and  coats  of  var- 
h  or  wax;  these  are  of  three  kinds,  oil- 
in,  spirit-stain  and  water-stain,  and  are 
''   according  to   the  effect  desired. 

Oil-Stain  averages  to  require  about  .10 
- iL    to    the    square. 

Spirit-Stain  averages   to   require   about    .10 

■■i.i].   to   tlie   square. 

"Water-Stain   averages    to    require    about    .2 
;     to   the  square. 

Prepared    "Wax    averages    to    require    about 

■  ■'.    lbs.    to   the   square. 

Gloss  Oil  is  a  term  used  to  designate  a 
ii.paraticn  composed  of  resin  and  naptha. 
Til  is  is  a  very  cheap  substitute  for  varnish 
'ii'ten  used  as  a  size  for  plastered  wall-s 
ir.paratory  to  tinting.  It  is  a  very  in- 
I'  rior  material  and  when  used  as  a  size 
■^"ttens  and  roughs  with  repeated  washings. 
It  is  ruinous  when  used  as  a  varnish  or  as 
a   binder   for   paint. 

Varnish,  Best  Lig-ht  Interior,  requires  for 
ITciiei-h-  coating  one  square,  1st  coat  over 
fi'l.r.    1--,    to   1-7   gal. 

Varnish,   Cheap,   Thick   Rosin,   requires    for 
Mng   one   square   one   gloss   coat,    i/4    to    Va 

Cresote  Stain  required  to  dip  %  length 
one   M.   s)iinsrles   equals  about   2%    gal. 

Cresote  Stain  required  to  brush  coat  one 
'^'I'lare    shingles    equals    one    gal. 

Size  for  plastered  walls  preparatory  to 
tinting  should  be  varied  according  to  the 
nature  of  the  treatment  to  be  applied  over 
same  and  also  with  reference  to  the  surface 


on  which  it  is  applied.  A  very  good  size  for 
this  purpose  on  sm.ooth  plastered  walls  is  a 
coat  of  medium  grade  varnish.  Such  a  size 
would  cost  about  $2.25  per  gallon.  A  stand- 
ard medium  cost  size  for  smooth  plastered 
walls  is  made  up  of  China  wood  oil,  resin 
and  naptha;  such  a  size  could  be  made  up 
for  about  $1.50  per  gallon.  The  cheap  size 
commonly  used  is  made  up  of  gloss-oil  at  a 
cost  of  not  to  exceed  75c  per  gallon;  but 
taking  into  consideration  lasting  quality  and 
labor  expended,  this  is  most  expensive  and 
unsatisfactory. 

Fresco  Size  satisfactory  for  use  on  rough 
plastered  walls  may  be  made  up  as  follows: 
Dissolve  each  separately  in  the  proportions 
of  one  pound  of  glue  to  one  gallon  of  water, 
one  pound  common  yellow  laundry  soap  to 
one  gallon  of  water  and  one-fourth  pound 
of  alum  to  one  gallon  of  water;  the  glue  and 
soap  solutions  then  being  mixed  together 
first,  and  after  thoroughly  mixed,  the  alum 
solution  added  and  the  whole  well  stirred 
together    ready    for    application    to    the    wall. 

ESTIMATES  ON  PAINTING. 
PAINTER'S  ESTIMATE— (units  of  surface 
to  he  covered)  :•;  (amount  of  material  re- 
quired to  cover  a  unit)  :•:  (cost  of  a  unit  of 
material)  -  [(niunher  of  hours  of  latoor  re- 
quired by  a  mechanic  to  apply  the  material 
to  a  single  iiuit  of  surface)  :;  (hourly  wage 
-f  mechanic)  >'  (niimher  of  units  of  sur- 
face)] -f  (overhead  charg'es,  including  scat- 
folding,  brushes,  drop-cloths,  cartage,  office 
expense  and  expense  of  supervision,  etc.)  + 
(Contractor's  profit,  which  varies  with  the 
supply  and   demand). 

UNITS  OP  SURFACE  USED  ARE  (one 
sq..   ft.),    (sq.   yd.=9    sq.   ft.)    or    (square=100 

sq.    ft.). 

AMOUNT  OP  SURFACE  UNITS  assumed 
for  estimating  purposes  is  increased  at  the 
judgment  of  the  estimator.  This  is  done  to 
make  proper  allowance  for  increased  labor 
and  waste  of  material  on  account  of  broken 
and  complicated  surfaces,  and  so  that  prices 
per  unit  of  labor  and  material  can  be  main- 
tained constant,  the  following  enumerations 
being  the  assumptions  most  commonly  used 
by   estimators. 

PI;AIN  D.  8e  M.  Wainscoting'  or  partition 
stuff  is  measured  once,  actual  surface,  and 
is  used  as  the  standard  of  conipiii'ison.  Oth- 
er surfaces  are  increased  in  proportion  as 
their  difficulty  of  execution  compares  with 
D.   &  M.   Wainscoting. 

Sash  for  exterior  are  measured  over  tlie 
entire   area   instead   of   arjund   each   bar. 

Shingrle   Gable,    I's    X    actual   surface  area. 

Dormer  Windows  2   X   actual  surface  area. 

Shing-les,  Rougrh,  l^i-   to  2   X   actual  surface 

area. 

Shing-les,  Dressed,  I)imension,  actual  sur- 
face nieasure. 
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Superior  1964-65 

J.B.Noelle 
Company 

Painting 

Finishing 

Decorating 

86  !-68  N.  Franklin  Street 
CHICAGO 


Painting  and  Decorating 

Every  member  of  our  organization  is  a  Master-Craftsman  whose 
efiforts  operate  in  the  single  direction  of  satisfactorily  serving  our  cus- 
tomers to  the  last  detail.  From  estimates  to  the  finished  work  we  use 
every  means  possible  to  produce  a  job  that  can  be  pronounced  perfect. 
Ordinary  Painting  and  Decorating  when  compared  with  the  work  of 
Rising,  Craftsman,  is  flat  and  lifeless.  Examples  of  our  work  can  be 
seen  from  coast  to  coast  and  each  individual  job  is  an  expression  of 
'"Work  Well  Done"  by  experienced  workers  who  take  pride  in  doing- 
things  belter  than  they  have  ever  been  done  before. 

We    cheerfully    furnish   estimates   on    work   in   any   locality.      Our 
prcjmpt  anfl  complete  service  is  at  your  disposal  at  any  time. 


THE  RISING  DECORATING  COMPANY 

Phone:  Haymarket  6363-6364 
527-31  South  Peoria  St.  CHICAGO,  ILL. 
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Spindle  work,  measure  4  times  solid  on  one 
side. 

Sqiuare  Spindle  worlv  and  pickets,  4  X  one 
side    measured    solid. 

Verandas  witli  heavy  columns  and  railings, 
etc.,  measure  surface  of  ceiling  and  floors 
and  all  sides  the  same  as  though  enclosed. 
Veranda,  very  simple  in  design,  measure  floor 
and  ceiling  and  allow  double  area  of  brackets 
and  columns. 

Outside  Blinds,  measure  3  X  actual  surface 
of    one    side. 

IITTERIOB. 

Ease  Boards,  measure  not  less  than  1  foot 
in  width   regardless   of   actual    width. 

Picture  Moulding's,  measure  1-3  foot  in 
widtli. 

Sing'le  Doors,  including  trim,  count  as  35 
sq.  ft.  to  a  side  or  70  sq.  ft.  for  both  sides. 

Interior  Side  of  Windows,  including  trim 
and   tracing  of   sasli,   average   at   35   sq.   ft. 

Wall  Decorations,  measure  ceiling  solid 
and  sidewalls  S-10  of  actual  area  to  allow 
for  openings,  or  measure  actual  area  and  de- 
duct  Va   to   %   of  all  openings. 

Badly  Weathered  wood  work  or  cracked 
and  damaged  plaster,  add  from  1-10  to  3-10 
to    measurements    determined    as    above. 

Prices  of  standard  materials  are  quoted  in 
market  reports  and  fluctuate  with  supply 
and  demand.  The  estimator  should  verify 
these  preceding  each  estimate.  At  time  of 
going    to    press    the    following   prices    obtain: 

White  lead  Paste,   $12.25   per  cwt. 

linseed  Oil,  raw,   85c  per  gallon. 

Turpentine,   82c   per  gallon. 

Paste  Filler,  about  14c  per  lb.  in  100-lb. 
packages  or  12c  in  bbls. 

Interior  Varnishes,  about  $1.75  to  $3.00  per 
gallon. 

Stains  vary  so  much  in  price  that  they  can 
not  be  listed. 

First  Class  Exterior  Varnishes,  about  $4.25 
per  gallon. 

Proprietary  Oil  Paints  of  best  quality  are 
sold  to  the  painters  at  about  $3.25  to  $3.75 
per  gal.,  depending  on  color.  The  materials 
In  a  gal.  of  White  I^ead  and  Linseed  Oil 
"Succeeding  Coat"  of  paint  costs  exclusive 
of  labor  and  coloring  matter  about  $2.40  at 
present  market  prices  and  the  labor  of  mix- 
ing by  hand  and  the  expense  for  colors 
brings  this  hand-mixed  paint  up  in  price 
to  about  the  same  as  proprietary  paints  of 
equal  quality.  Unless  the  ingredients  com- 
posing paint  are  thoroughly  incorporated 
the  paint  is  not  satisfactory.  This  proper 
mixing,  if  done  by  hand,  requires  consider- 
able expensive  labor. 


In  figuring  the  cost  per  gallon  of  a  lead 
and  oil  paint  we  should  not  overlook  the  fact 
that  the  only  way  to  correctly  figure  the  price 
of  paint  is  to  figure  it  by  the  cost  per  square 
yard  and  not  the  cost  per  gallon.  One  gallon 
of  pure  lead  zinc  and  linseed  oil  paint,  ma- 
chine made,  will  cover  from  350  to  400  square 
feet  per  gallon,  two  coats  on  the  average  job, 
while  lead  and  oil,  hand  mixed,  will  cover 
approximately  225  square  feet,   two  coats. 

IiABOB    REQUIRED. 

COST  OF  IiAEOR=(nunil)er  of  hours  of 
labor  req-aired  by  a  mechanic  to  apply 
the  material  to  the  sing'le  unit  of  sur- 
face) X  (hourly  wage  of  mechanics) 
X    number  of  units   of  surface). 

Wag'e  per  Houi*^union  scale  obtaining  in 
the  locality  where  the  work  is  to  be  exe- 
cuted. (In  Chicago  this  is  from  80c  to  85c 
per  hour  prevailing  wage  at  this  time  per 
hour  under  the  award  of  Judge  Landis). 

Stopping-  knots  with  shellac  requires  in 
labor  .2  of  an  liour's  time  to  the  square  of 
surface. 

Puttying'  defects  in  ordinary  wood  work 
requires  in  labor  .3  of  an  hour's  time  to  the 
square    of    surface. 

Oil  Painting,  single  coat,  requires  in  labor 
.57  of  an  hour's  time  to  the  square  of  sur- 
face. 

Paste  Filler  Coat,  including  cleaning  of 
wood  work,  requires  in  labor  1.33  hours' 
time    to    the    square    of   surface. 

Varnish,  single  coat,  including  light  sand- 
papering, requires  in  labor  .66  of  an  hour's 
time   to   the   square   of   surfa.ce. 

Cresote  stainin?  of  shingles  by  %  dip- 
ping, requires  in  labor  1  hour  of  a  mechan- 
ic's time  to  dip  1,000  shingles,  which  aver- 
age  to   cover  when   laid,   one  square   of  roof 

s'ln-face. 

Cresote  staining,  one  bru.sh  coat  on  roof, 
requires  in  labor  .8  hour's  time  to  cover  one 
square   of   surface. 

Sizing"  of  plaster  walls  with  either  glue  or 
hard  oil  size  requires  in  labor  .33  of  an 
hour's   time   to  the  square  of  surface. 

Tinting"  with  water  color,  fresco  tints  or 
calcimine  averages  to  require  in  labor  .44 
hour's  time  to  the  square  of  surface  to  the 
man  employed,  providing  not  loss  than  two 
men  are  employed  on  the  work.  (Ordinarily, 
one  man  cannot  work  alone  at  tinting  of 
walls,  for  if  he  does  so  work,  the  work  can- 
not be  satisfactorily  done  and  more  time  is 
required  in  proportion  to  the  surface  cov- 
ered). 

Sponging  and  washing  walls  requires  in 
labor  a  varialile  .amount  of  time  to  the 
.•square  according  to  the  amount  of  size  used 
in  coat  to  be  removed  and  must  be  approxi- 
mated by  tlie  estimator  after  examination 
and   test. 
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WIRE  GLASS 

When  set  in  proper  metal 
sash  and  frames  furnishes 
one  of  the  best  forms  of  fire 

Protection,   Provided 

The  Standard  Product, 
which  bears  this  label, 
printed  in  red,  is  installed. 


To  obtain  the  Standard,  and  there  is  no  equal,  Specify 
Polished  "Wire  Glass,"  "Factrolite"  '^Wire  Glass,"  Syenite  "Wire  Glass," 
Maze  "Wire  Glass,"  Rough  "Wire  Glass,"  Ribbed  "Wire  Glass," 
Pentecor  "Wire  Glass"  or  Romanesque  "Wire  Glass." 


The  Product  of  the 


Mississippi  Wire  Glass  Co. 

360  N.  Michigan  Blvd.      220  Fifth  Avenue  4070  N.  Main  Street 

Chicago  New  York  St.  Louis 
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GLASS  AND  GLAZING 


FI.ATI:    GI.ASS. 

Sizes    and    Thickness. — Plate    glass    can    be 
'.lie  under  the  present  improved  methods  in 
neme    sizes    up    to    250    square   feet    and   in 
li  measurements  as  10  feet  by  21  feet   (or 
.""x252")     containing     210     square     feet — -12 
it-tt  by  20  feet   (or  144"x240")   containing  240 
square  feet — 13  feet  by  19  feet   (or  156"x228") 
containing   247    square   feet.      Such    extraordi- 
nary glass  is  very  difficult  to  make,  quite  ex- 
pensive and  dangerous  to  clean  or  handle  and, 
being  especially  made  to  order,  entails  delay 
in  replacement  when  broken,  requires  special 
flat    car    shipment    and    special    facilities    for 
unloading  and   hauling,    and   the   most  expert 
and    skilled    glaziers     in    setting.     Sizes    are 
usually  given  in  inches. 

It  is  advisable  to  confine  sizes  to  the  ordi- 
nary limitations  in  order  to  secure  prompt 
and  economical  deliveries  from  distributors' 
stocks. 

On  account  of  the  extraordinary  demand 
for  certain  sizes  of  plate  glass  for  stock 
sizes  in  mirrors,  windshields  for  automobiles, 
and  stock  door  glazing,  the  proportionate 
production  is  below  the  consumption  and  a 
higher  value  is  therefore  placed  upon  these 
sizes,  and  their  multiples. 

14"  to  i\". — Polished  plate  glass  is  manu- 
factured in  thicknesses  ranging  from  %"  to 
ll-i"',  the  standard  product  luns  from  i/4"  to 
■{:■,"  full.  The  other  thicknesses  (whether 
thicker  or  thinner)  are  made  specially,  and 
at   an   increased   cost. 

The  sash  or  rabbet  for  regular  plate  glass 
glazing  should  be  made  to  accommodate  glass 
full  A-  of  an  inch  thick. 

Thick  Plate.— %",  V2".  %",  %".  %",  1".  li^", 
II/2". 

Glass  thicker  than  the  standard  product  is 
used  for  counter  tops,  deal  plates,  port  and 
deck   lights   on   ships,   aquariums,    etc. 

Thin  Plate,  Vs"  to  ■[%". — One-eighth  inch  to 
three-sixteenth  inch  glass  is  used  largely  for 
residence  windows  and  by  car  builders  and 
for  boat  sash,  automobile  windshields,  and 
for  other  special  purposes  where  perfect  sur- 
faces, high  polish  and  absolute  clear  vision 
is    wanted,    with    minimum   weight. 

"Weight. — Plate  glass  in  regular  glazing 
thickness  (%"  to  {;■"  thick)  weighs  3I/2  lbs. 
per  square  foot  bare  and  may  be  computed 
at  approximately  five  pounds  per  square  foot 
boxed  for  shipment.  A  rule  for  figuring  ship- 
ping weight  of  plate  glass  is  found  in  the 
official   price-list  as   follows: 

Extend  the  glass  at  31/2   pounds  per  square 
foot.     Weight   of  box   equals   the   contents   of 
a  plate  of  greatest  width  and  length  of  those 
packed   therein,   multiplied  by   10.     Thus: 
1    plate,    36"x96"}     =59'x3yo=206y^  pound.s. 
1    plate,    60"x84"| 
Size  of  box  60"x96"=40'  xl0=400      pounds. 


6061/2  pounds. 
The  raw  materials  may  be  said  to  be  vir- 
tually the  same  in  plate  glass  as  in  window 
Klass — the  main  difference  in  the  finished 
products  being  due  to  the  great  care  exer- 
cised in  selecting  and  purifying  the  ingre- 
ilitnts.  and  the  elaborate  method  of  casting, 
grinding  and  polishing  plate  glass  as  com- 
l)ared  to  the  simple  and  rapid  process  of 
liroducing  window  glass  from  blown  cylin- 
ders. 

Plate  glass  was  first  made  in  France  in 
IfiSS  and  the  term  "French  Plate  Glass"  or 
"French  Mirrors"  has  its  origin  from  the 
fievelopment  of  the  plate  glass  industry  in 
France.  The  first  cast  plate  made  in  the 
Fiiited  States  was  produced  in  1S60  and  per- 
fected a  few  years  later  so  that  it  may  be 
noted  that  this  is  a  modern  product  com- 
pared to  window  glass  which  was  made  dur- 
ing the  early   settle"!*'"*   of   this   country,   at 


Jp.mestown,  Va.,  about  1608.  The  making  of 
ordinary  glass  has  been  included  in  the  in- 
dustries of  almost  every  country  in  the  world 
and  dates  back  to  ancient  Egypt,  centruies 
ago. 

Ingredients. — The  principal  ingredients  are 
silica  (white-sand)  soda  (soda-ash)  and  lime 
(lime-stone).  Also  arsenic,  charcoal  and  cul- 
let    (broken   glass). 

As  stated  before,  the  method  of  producing 
plate  glass  widely  differs  from  window  glass 
and  it  is  little  known  that  the  melting,  cast- 
ing, rolling,  annealing,  grinding  and  polish- 
ing of  plate  involves  the  mining  of  silica  and 
coal,  the  quarrying  of  limestone,  the  chemi- 
cal manufacture  of  soda-ash  on  a  large  scale, 
the  reduction  and  treatment  of  fire-clay  and 
an  elaborate  system  of  pot-making  for  cruci- 
bles, all  of  which  requires  an  enormous  finan- 
cial investment,  a  multitude  of  men,  and  ex- 
tensive factory   properties. 

It  should  be  stated  that  the  product  of  the 
American  factories  is,  by  comparison,  equal 
in  every  way  to  the  European  plate  glass  in 
clearness,  freedom  from  flaws  and  defects, 
homogeneity  and  finish. 

Special  Quality  and  Thickness. — The  mak- 
ing of  irregular  thicknesses,  or  superfine 
quality  for  mirrors  or  other  uses  where  spe- 
cial glass  is  needed,  requires  special  processes 
and  entails  additional  expense  in  producing, 
and  the  making  of  beveled  plates  and  mir- 
rors necessitates  two  more  elaborate  lines  of 
work  and  machinery  and  a  corps  of  experts 
and   skilled  workmen. 

Pot  Making". — Pots  of  fire-clay  are  such  a 
heavy  expense  In  plate  glass  manufacture 
and  take  so  important  a  part  in  the  success- 
ful making  of  plate  glass  that  the  subject 
deserves  special  notice.  The  different  clays 
after  being  mined  are  exposed  to  the  weather 
for  some  time  to  bring  about  disintegration. 
At  the  proper  stage  finely  sifted  raw  clay 
is  mixed  with  coarse,  burned  clay  and  water. 
This  reduces  liability  of  shrinkage  and  crack- 
ing. It  is  then  "pugged."  or  kneaded  in  a 
ni'll;  kept  a  long  time  (sometimes  a  year) 
in  storage  bins  to  ripen:  and  afterwards  goes 
through  the  laborious  process  of  "treading." 
No  machinery  has  thus  far  been  invented  by 
which  the  plasticity  can  be  developed  as  does 
this  primitive  treading  by  the  bare  feet  of 
men.  The  clay  must  be  treaded  many  times. 
The  building  of  the  pots  is  a  slow,  tedious 
and  time-killing  affair;  but  this  is  essential. 
Without  extreme  care,  some  elements  used 
in  the  making  of  the  pots  might  be  fused 
into  glass  while  undergoing  the  intense  heat 
of  the  furnace:  or  they  might  break  in  the 
handling,  and  much  depends  upon  the 
strength  of  the  pots. 

The  average  pot  must  hold  about  a  ton  of 
molten  glass,  and  the  average  furnace  heat 
necessary  is  about  3,000  degrees  Fahrenheit. 
After  completion  comes  the  proper  drying 
out  of  the  pots;  and  this  is  another  feature 
in  which  the  greatest  scientific  care  is  re- 
quired. No  pot  may  be  used  until  it  has 
been  left  to  season  for  at  least  three  months, 
and  even  a  year  is  desirable.  And  after  all 
tb.is.  the  pot  has  but  twenty-five  days  of  use- 
fulness. 

Melting  and  Casting. — The  pot.  having  been 
first  brought  to  the  necessary  high  tempera- 
ture, is  filled  heaping  full  with  its  mixed 
"batch"  of  ground  silica,  soda,  lime,  cullet. 
etc.  IMelting  reduces  the  bulk  so  much  that 
the  pot  is  filled  three  times  before  it  con- 
tains a  sufficient  charge  of  metal. 

When  the  proper  molten  stage  is  reached 
the  pot  is  lifted  out  of  the  furnace  by  a 
crane,  is  first  carefully  skimmed  to  remove 
surface  impurities,  and  then  carried  over- 
head by  an  electric  tramway  to  the  casting 
tnble.  This  is  a  large,  massive,  flat  table  of 
iron,  having  as  an  attachment,  a  heavy  iron 
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NO.    200 

SAFETY   KEY-SET 

CORNER    BAR 


SAFETY    KEY-SET 
DIVISION   BAR 


When    specifying    or    purchasing    copper    store    front    construction 
insist    upon    the    types    that    have    been    passed    on    and    listed    by    the 

UNDERWRITERS'  LABORATORIES 

All    Zouri    Safety    Key-Set    Construction 
\%i.  ...^  have  been   passed    on  and   listed   by 

them   and   bear  their  stamp   of 
inspection  thus: 


Zouri  Safety  Key-Set  Construction 

Patented 

Underwriters'  Laboratories  Inspected 


NO. 


lir..       SAFETY    KEY-SET    SASH 
ITH    SILL   COVERING   NO.    705 


Glazing  Specifications: — 

All  metal  sash,  corner  bars 
reverse  corner  bars,  division 
bars  and  self-adjusting  set- 
ting blocks  used  in  store 
fronts  must  have  the 
Underwriters'  Laboratories 
stamp    of   inspection. 


Factory  and  General  Offices : 
Chicago  Heights,  Illinois 

Also  Manufacturers  of  the   International  Store  Front  Construction 
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inller,  which  covers  the  full  width,  and  ar- 
iing'ed  so  as  to  roll  the  entire  length  of  the 
t;!l:ile.     The  sides  of  the  table  are  fitted  with 

■  Ijustable  strips  whicli  gauge  the  production 

plates   of   different   thickness.     The    pasty, 
half-fluid  glass  metal   is  now  poured   upon 

■  o  table  from  the  pot,  and  the  roller  quickly 
]i;isses  over  it,  leaving  a  layer  of  uniform 
tl  iekness.  The  heavy  roller  is  now  moved 
out  of  the  way,  and  then  by  means  of  a  stow- 
ing tool  the  red  hot  plate  is  shoved  into  an 
annealing  oven  or  lehr.  The  plates  remain 
for  some  time  in  the  lehrs,  where  the  tem- 
perature  is   gradually   reduced. 

When  the  plate  is  taken  from  the  anneal- 
ing ovens  it  has  a  rough,  opaque,  almost  un- 
dulating appearance  on  the  surface.s.  Only 
the  surface,  however,  for  within  it  is  clear 
as  crystal.  JMrst,  it  is  submitted  for  care- 
ful inspection,  and  then  goes  to  the  cutter 
who  takes  off  the  rough  edges  and  squares 
it  into  the  right  dimensions;  and  thence  to 
the   grinding  room. 

Grinding-  and  Polishing". — The  grinding  ta- 
ble is  a  large  flat  revolving  platform  made  of 
iron,  twenty-five  feet  or  more  in  diameter. 
This  table  is  prepared  by  being  flooded  with 
plaster  of  paris  and  water;  then  the  glass  is 
carefully  lowered,  and  men  mount  upon  the 
plate  and  tramp  it  into  place  until  it  is  set. 
T^fter  this,  greater  security  is  obtained  by 
pegging  with  prepared  wooden  blocks:  and 
the  table  is  set  in  motion.  The  grinding  is 
done  by  revolving  runners.  Sharp  sand  is 
fed  upon  the  table,  and  a  stream  of  water 
constantly  flows  over  it.  After  the  first  cut- 
ting by  the  sand,  emery  is  used  in  a  similar 
manner.  The  plates  are  inspected  after  leav- 
ing the  grinding  room,  and  if  scratches  or 
defects  are  found   they  are   marked. 

There  are  also,  not  infrequently,  nicks  and 
fractures  found  at  this  stage:  and  in  such 
case  the  plate  inust  again  be  cut  and  squared, 
or  if  the  defects  are  too  great,  the  plate  is 
broken  up  for  cuHet.  The  polishing  is  done 
on  another  special  table  by  means  of  special 
reciprocating  machinery,  using  rouge,  (iron 
peroxide),  applied  with  water,  and  rubbing 
the  glass  with  blocks  of  felt  so  arranged  that 
every  part  of  the  plate  is  brought  under- 
neath the  rubbing  surface.  The  grinding  and 
polishing  has  reduced  the  original  plate  half 
of  its  thickness,  sometimes  more.  The  ma- 
terial washed  away  is  lost  and  fully  half  the 
original  weight  of  lime  and  soda  has  van- 
ished, and  even  at  the  completion,  the  in- 
spectors very  carefully  scrutinize  the  glass 
for  excessive  defects  and  reject  that  which 
is  not  up  to  quality. 

Grading-  and  Quality. — New  plate  is  sea- 
green,  looking  at  the  "metal"  through  the 
I  edge,  which  gradually  fades  when  exposed  for 
'  a  period  to  sunlight  and  weather,  to  a  yel- 
,  low  or  light  brown  color  due  to  the  action 
I  of  the  elements  upon  the  chemical  constitu- 
ents  of    the   glass. 

1       In    tlie    finished    product    (glazing    quality) 

;  there   may  appear   some  defects   which    in   no 

way   impair   the   value,   beauty,    or   durability 

of  the  glass  for  ordinary  use — such  as  small 

:  seeds   or  bubbles,    short-finish,   reams   or   sur- 

■  face    scratches,    which    are    accepted    as    con- 

;  tingent    with    the    regular    run    of    plate,    and 

even   an   open   bubble  or   shot-hole    (not   clear 

through  both  surfaces)    is  passed  in  standard 

glazing   quality,    providing   the    plate    is    com- 

I  parativcly    free    from    other    defects    and    of 

1  good   color   and   finish. 

Special    Quality. — When    glass    of    particu- 

'  lar  quality   is    desired,    a    special    selection    is 

j  necessary.      This    requires    an    expert    in    the 

I  grading  and  selection   of  the  material,   some- 

)  times  necessitates   cutting  down   larger   sizes 

to   minimize    the   amount   of   defects   inherent 

with     the    regular     production,     and     adds     a 

proportionate    extra    cost    to    special    quality 

plate. 

Beveling-. — The  beveling  of  plate  glass  is  of 
such    interest    and    exemplifies    such    skill    on 


the  part  of  the  workmen  that  a  description 
of  the  process  should  be  added  to  the  infor- 
mation already  written  in  the  preceding 
chapter  on  plate   glass. 

The  glass  to  be  beveled  is  subjected  to 
treatment  in  different  departments  of  the 
beveling  plant,  each  division  working  out  its 
particular  process  in  taking  off  the  bevel  and 
restoring  the  surface  of  the  glass  to  its  orig- 
inal polish. 

Five  divisions  of  skilled  workmen  are  nec- 
essary; namely,  roughers,  emeriers,  smooth- 
ers, white-wheelers  and  buffers  (polishers) 
using  different  abrasive  or  polishing  mate- 
rials, such  as  sand  or  carborundum,  emery, 
sandstone,   pumice   and  rouge. 

The  roughing-mill  or  wheel  is  a  circular 
cast-iron  disc  having  a  fine  cut  corrugated 
surface  about  30"  in  diameter,  revolving  rap- 
idly upon  its  bearings  as  a  horizontal  plane. 
Sand  or  carborundum  is  conveyed  to  the  mill 
from  above  through  a  hopper  with  a  stream 
of  water,  so  that  the  sand  gives  the  desired 
roughness  between  the  iron  and  the  glass 
while  the  water  minimizes  the  friction  and 
heat. 

Boug-liing-. —  (1)  The  edge  of  the  plate  is 
brought  into  contact  with  the  swiftly  moving 
rougliing  wheel,  and  the  sand  cuts  the  bevel 
to  the  desired  depth.  Curved  and  pattern 
plates  with  incurves,  mitres,  etc.,  require 
an  expert  practiced  eye  and  great  skill  on 
the  part  of  the  operator. 

Emerying-. —  (2)  In  the  first  roughing 
process  the  beveled  surface  has  been  cut  so 
deep  by  the  coarse  sand  that  it  is  necessary 
to  follow  with  a  finer  abrasive  in  another 
mill  to  bring  the  bevel  to  a  smoother  finish, 
and  emery  or  finer  carborundum  is  used. 

Smoothing-. —  (3)  Then  the  rough  grinding 
is  still  further  smoothed  in  the  stone  mill. 
01  smoother,  which  is  constructed  upon  the 
plan  of  the  iron  roughing  wheel,  using  a  cir- 
cular revolving  sandstone  of  fine  texture  with 
water  flowing  upon   it  to  reduce  friction. 

Polishing-. —  (4)  The  first  polishing  process 
is.  upon  a  wood  wheel  in  an  upright  position 
which  brings  the  bevel  to  a  dull,  milky  pol- 
ish by  the  use  of  powdered  pumice  in  solu- 
tion automatically  splashed  upon  the  wheel 
by   a  paddle. 

Finishing-. —  (5)  The  final  high  gloss  polish 
is  put  upon  the  beveled  surface  by  the  ap- 
plication of  rouge  upon  the  upright  polish- 
ing wheel  which  is  covered  with  a  layer  of 
thick   felt. 

Beg-iilar  Bevel  IV^". — The  standard  width 
of  bevel  is  l^A"  and  all  beveled  plate  glass 
or  lieveled  plate  mirrors  are  furnished  with 
IVc"  bevel  unless  otherwise  specified. 

Slight  scratches  may  be  removed  from  the 
surface  of  plate  glass  by  rubbing  with  pure 
thick  felt  mounted  upon  a  hand-block,  and 
using  fine  red  or  black  rouge  (moistened)  as 
an  abrasive.  This  must  be  skillfully  done  to 
avoid  over-polishing  or  "burning"  the  deli- 
cate  annealed   surface   of    the   plate. 

Grinding-  and  Polishing-  Edg-es. — The  value 
of  plate  glass  for  furniture  toiis,  desks  and 
tables,  show-cases,  shelves  and  numerous 
other  purposes  has  become  generally  recog- 
nized. The  covering  of  glass  with  treated 
edges  offers  a  clean,  sanitary  surface  and  an 
elegant  appearance  and  also  beautifies,  pro- 
tects and  preserves  the  furniture. 

The  process  of  grinding  and  polishing  the 
edges,  or  rounding  of  corners,  curves  or  pat- 
tern lines,  is  similar  to  the  beveling,  except 
that  the  work  is  done  on  the  edge  of  the  plate 
instead   of   the   surface. 

The  edge  of  the  glass  is  rough  ground,  ac- 
cording to  specifications,  either  rounded  or 
squared  or  chamfered  as  desired,  and  fin- 
ished through  the  polishing  procec  3 — de- 
scribed in  tlie  previous  chapter. 

"Wheel-Cut  Mitred  Work. — For  decorative 
effects    071    door-plates,    side-lights,    transoms. 
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partition-glass,  etc.,  the  ricli  effect  of  mitred 
design  gives  a  tone  of  elegance,  and  empha- 
sizes   the  beauty   of   the  glass. 

The  lines  are  cut  V  shape  into  the  sur- 
face of  the  glass  by  a  vertical  wheel  with 
sharp  edges,  and  the  smoothing  and  polishing 
is  accomplished  by  the  same  general  process 
as  on  the  beveled  edge.  This  is  identical 
in  appearance  and  presents  the  richness  and 
beauty   of   the   finest   cut   tableware. 

Mitred  designs  on  plate  glass  mirrors  or 
on  rolled  figured  glass  produce  an  elegant 
effect  where  special  and  elaborate  decoration 
is   wanted. 

WINDOW   GLASS. 

The  quality  of  window  glass  or  sheet  glass, 
also  termed  "blown"  or  "cylinder  glass,"  has 
been  improved  by  the  modern  methods  of 
production,  and  much  has  been  expended  in 
the  effort  to  make  perfect  blown  cylinder 
material.  Yet  there  are  still  some  waves  and 
general  defects  accepted  in  all  window  glass, 
due  to  the  process  of  making,  which  differs 
entirely  from  cast  and  polished  plate. 

The  glass  is  blown  in  cylinder  form  and 
flattened  by  reheating,  which  gives  it  a 
sliglit  bend  or  bow,  a  possible  variation  in 
thiclvness  in  the  larger  sizes,  and  surface 
flaws. 

The  selection  of  the  various  grades  is  a 
matter  of  expert  judgment.  The  large  sheet.s 
produced,  in  single  or  double  thickness  and 
neavier,  are  cut  to  stocli  sizes  according  to 
tlie  merits  of  the  glass  and  graded  in  "AA," 
"A"  or  "B"  quality.  The  defects  being  elim- 
inated to  the  greatest  possible  extent.  The 
ingredients,  as  we  have  said,  are  practically 
the  same  in  window  glass  as  in  plate — it  is 
wholly  a  matter  of  refinement  and  process 
which  produces  the  different  kinds  of  ma- 
terial. 

Window  glass  is  made  by  two  methods— 
by  "machine"  or  by  "hand."  The  difference 
is  in  the  blowing  process — both  producing  the 
cylinder  from  wliich  all  window  glass  is 
e\G!ved.  The  same  general  treatment  of  tlie 
cylinder,  to  produce  Hat  sheet  glass  follows 
in  both  machine  or  human  blown  material, 
and    both    produce    equally    standard    quality. 

To  make  the  cylinder  the  molten  glass  or 
"metal"  is  brought  to  proper  consistency  by 
extreme  heat,  and  the  glass  in  the  human 
blown  process  is  "gathered"  upon  the  end  of 
a  tube  (or  blow  pipe)  from  the  furnace  and 
blown  ijito  a  huge  cylinder  by  repeated  heat- 
in'^s  and  blowings,  until  the  material  is  all 
evenly  distributed.  From  a  globular  mass 
about  the  size  of  a  man's  head,  the  blower 
swings  the  pipe  into  an  alley  or  opening  in 
the  llocr,  blowing  as  he  swings  until  the  full 
sized  cylinder  is  formed.  This  requires  skill 
of  the  highest  degree — tlie  blower,  by  regu- 
lating tlie  amount  of  material  entering  the 
cylinder,  makes  single  strength  or  double 
strength  or  heavier  glass  as  desired. 

The  blowing  machine  accomplishes  the 
same  result  by  purely  mechanical  process — 
the  intricate  working  of  the  mechanism,  the 
supply  of  molten  glass,  tlie  air  pressure, 
rapidity  of  action,  making  single  or  double 
thickness,  being  controlled  by  a  single  opera- 
tor who  appears  to  have  supernatural  pow- 
ers, surely  never  dreamed  of  throughout  the 
gieat  stretch  of  years  when  the  glass-blower 
was  master  of  the  art  and  accredited  with 
inimitable    skill. 

The  cylinder  is  decapitated  at  both  ends  by 
an  ingenious  method  of  spinning  a  string  of 
hot  glass  at  the  proper  place,  or  l)y  the  use 
of  a  wire  wrapped  around  the  glass  and  elec- 
tiically  heated  which  causes  the  cap  and 
crown  to  break  off  clean.  The  cylinder  is 
then  split  lengthwise — placed  ;n  the  flatten- 
ing oven  on  a  large  circular  stone,  and  as  tlie 
heat  is  increased  and  as  the  glass  l)egins  to 
wilt  it  is  quickly  smoothed  out  to  the  shape 
of  the  flat  stone,  upon  which  it  rests. 


Cylinder  glass  cannot  be  perfectly  flat- 
tened, and  the  waviness  and  bow  or  slight 
curve  will  always  occur  in  this  product. 

In  glazing,  the  bend  or  bow  should  be 
glazed  outward  in  the  sash — the  bulge  to- 
wards the  exterior. 

Sizes. — Window  glass  in  double  strength, 
or  heavier,  is  made  as  large  as  30"x90"  or 
3S"xS6"  or  4S"xS0"  and  such  extreme  sizes 
containing  twenty-five  square  feet,  but  it  is 
inadvisable  to  use  such  glass  in  these  meas- 
urements on  account  of  the  liability  of  lireak- 
age  and  the  distorted  vision  due  to  waves, 
etc. 

The  same  may  be  said  of  the  extreme  sizes 
of  single  strength  which  can  be  made  up  to 
24"x60"  or  30"x5t"  or  36"x50"  in  sizes  con- 
taining   ten   or    twelve   and   one-half   sq.    ft. 

Crystal  Sheet  Glass. — A  heavy  I)lown  glass, 
made  by  the  same  process  as  ordinary  win- 
dow glass  and  subject  to  the  same  inherent 
defects.  Graded  in  "AA,"  "A"  or  "B"  qual- 
ity and  made  in  various  thicknesses:  26- 
ounce.  29-ounce,  34-ounce  and  39-ounce  do' 
thick). 

In  examining  samples  of  small  size  for  in- 
spection of  quality,  it  should  be  I'emembered 
that  the  large  light  of  glass  will  show  the 
natural  waves  and  defects,  while  the  small 
piece  may  appear  nearly  perfect. 

It  is  not  altogether  a  matter  of  expert 
judgment  to  determine  the  various  grades 
and  certain  rules  may  be  accepted  governing 
window  glass  specifications. 

Thickness  and  Weight. — Single  strength 
measures  approximately  twelve  lights  to  the 
inch,  but  a  small  variation  either  way  is 
permissible.  Single  strength  weighs  approx- 
imately 16  ounces  to  the  square  foot.  Dou- 
ble strength  measures  approximately  nine 
lights  to  the  inch.  The  thickness  should  be 
fairly  uniform  and  the  weight  approximately 
twenty-four    ounces   to    tlie   square   foot. 

Factory  Packages. — Window  glass  is  packed 
in  regular  sizes  approximately  50  s<|uare  feet 
to  tlie  box  up  to  the  100  united  inch  bracket 
(adding  width  and  length),  and  100  square 
feet  to  the  box  in  sizes  over  100  united 
inches. 

Shipping*  Weights. — Single  strength  in  fac- 
tory packages  weighs  from  65  to  75  pounds 
to  the  box  (shipping  weight).  Doulile 
strength  in  factory  iiackages  weighs  from 
85  to  110  pounds  to  the  box,  50  foot  boxes, 
(shipping  weight.) 

Double  strength  in  100  feet  cases  weighs 
approximately  225   pounils   (shiijping  weight). 

"AA"  or  First  Quality. — "AA"  quality 
sliould  be  clear  glass,  free  from  any  percepti- 
ble amount  of  air  bubbles  or  blisters,  burnt 
specks  or  burns,  cords  and  strings.  It  should 
have  a  good  gloss  and  an  even  surface  and 
be  well  flattened.  By  air  liubbles  it  is  un- 
derstood that  tiny  blisters,  or  imperfections 
not  perceptible  on  the  cutters'  table,  but  de- 
tectable when  placing  the  sheet  directly  to- 
wards the  light,  would  not  be  objectionable. 
This  should  be  a  careful  selection  in  both 
single  and  double  and  sliould  i-epresent  the 
very  best  tliat  can  lie  iircxlucod  in  window 
glass  liy   the  jiresent  nu'thods. 

"A"  or  Second  Qiiality. — "A"  glass  is  the 
normal  selection  of  glass  when  no  special 
selection  is  desired  or  specified  and  it  admits 
of  snch  defects  as  small  strings  or  lines, 
small  blisters  when  not  too  close  to  one  an- 
other or  located  in  the  center  of  the  sheet. 
Well  fiattened,  the  surface  even,  and  devoid 
of  noticeable  scratclies.  cropper  marks,  burns 
and    other   prominent   defects. 

"B''  or  Tliird  Quality. —  'H"  glass  covers  a 
\\  ider  i-aiigo  tli.ui  either  "AA"  quality  or  "A" 
(luality.  It  permits  many  of  the  defects  in- 
herent to  tlie  process  of  making  such  as 
waves,  strings,  lines,  blisters,  scratches, 
burns  and  otlier  similar  or  equivalent  defects. 
This  quality  embraces  everything  below  "A  " 
quality,  not  stony  or  full  of  blisters  or  other 
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large  defects  objectionable  for  any  common 
Ijurpose,  such  as  heavy  scratches,  heavy  blis- 
ters,  cords  and  sulphur  stains. 

26-oz.  Crystal  Sheet. — A  cylinder  or  blown 
Mass  heavier  than  the  ordinary  Double 
sireng-th,  and  graded  by  the  same  rules  as 
window  glass  in  first,  second  or  third  qual- 
ity, measuring  approximately  Vs"  in  thick- 
ness  (technically  125/1000   of  an  inch). 

29-oz.  Crystal  Sheet. — A  heavier  blown 
cylinder  glass,  graded  as  above  (technically 
135/1000   of  an  incli   in   thickness). 

34-oz.  Crystal  Sheet.  —  A  heavier  blown 
cylinder  glass,  graded  as  above,  (technically 
159/1000    of    an    inch    in    thickness). 

T^s"  or  39-oz.  Crystal  Sheet. — A  heavier 
blown  cylinder  glass,  graded  as  above,  meas- 
uring fjj"  in  thickness. 

While  there  is  no  uniformity  in  specifica- 
tions governing  the  method  of  glazing  dif- 
ferent styles  of  glass,  it  is  nevertheless  ad- 
visable to  call  attention  to  some  features 
which  have  been  developed  through  the  expe- 
rience of  the  glass  houses  in  this  business. 

It  is  especially  desirable  that  all  glass  to 
be  specified  for  a  building  be  placed  under 
one  heading  in  the  architect's  specifications 
under  the  heading,  "Glass  and  Glazing." 

Accuracy  is  a  necessity.  Use  a  standard 
rule,  true  to  gauge;  specify  the  size  plainly. 
For  instance,  56  inches  might  be  confused  if 
written  5'  6",  and  cut  66  inches — as  5  feet  6 
inches.  Always  specify  width  first.  In 
measuring,  it  is  advisable  to  allow  a  little 
play  and  measure  inside  the  rabbet.  See  that 
rabbet  is  made  to  accommodate  glass  of  the 
thickness  ordered;  i.  e.,  order  glass  of  proper 
thickness  to  fit  rabbet.  ISleasure  the  open- 
ing and  see  if  all  sides  are  s(iuared.  Especial- 
ly if  metal  work  is  to  be  glazed,  it  is  essen- 
tial to  have  perfect  fit,  and  in  large  sizes  it 
is  not  uncommon  to  find  a  warped  frame,  or 
not  exactly  square,  slightly  different  at  one 
side  as  compared   with   the  other. 

Be  specific.  It  is  better  to  give  an  abun- 
dance of  information  rather  than  leave  any- 
thing indefinite,  or  to  be  taken  for  granted. 
Mistakes  will  follow  carelessness,  and  cor- 
rections involve  loss  of  time  and  expense. 

Plate  glass  should  rest  on  two  pads  of  felt, 
leather,  lead,  oakum  or  soft  wood  blocks,  one 
near  each  end,  not  against  bare  metal,  or  at 
a  single  bearing-point  which  might  cause 
breakage  through  settling  of  building,  vibra- 
tion, etc.  The  soft  wood  blocks  or  lead  strips 
are    to    be   preferred. 

Do  not  fasten  or  bind  glazing-mouldings 
too  tight,  as  it  is  necessary  to  allow  for 
expansion  and  contraction,  vibration  and  re- 
adjustment   of   construction. 

Use  pure  putty.  Have  sash-rabbet  well 
oiled  or  painted  so  that  putty  will  adhere. 
Give  fresh  putty  glazing  time  to  set  before 
handling  or  hanging  sash.  Don't  try  to  back- 
putty  glass  with  corrugated  or  figured  sur- 
face, as  the  putty  cannot  be  removed  from 
the  ridges  in  the  glass. 

Steel  sash  glazing  requires  special  puttv 
for    metal    rabbets. 

Caution. — When  glass  of  any  kind  has  been 
delivered  to  a  liuilding  packed  in  cases  or 
with  paper  between  the  sheets,  it  is  advis- 
alile  to  store  the  glass  under  cover  in  a  dry 
place  and  uni)ack  it  to  avoid  stains  which 
come  from  drying  out  of  damp  hay,  straw, 
paper,   or  other  packing  materials. 

Glaze  prism-glass  with  ribs  inside — flat 
surface  outside.  Regular  glazing  is  done 
with  uncolorod  putty.  If  colored  puttv  is 
desired  it  should  be  specified  accordiriglv 
Ghiss  is  not  bedded  in  putty  or  back-puttied 
unless    specially   ordered    or    specified. 

Window  glass  is  regularly  glazed  with  the 
natural   bow   or  bend   outside. 


vrmn  GI.ASS. 

The  use  of  metal  frames,  metal  window 
sash  and  fire-proof  construction  has  increased 
the  demand  for  wire  glass  until  the  produc- 
tion of  the  material  amounts  to  millions  of 
square  feet  annually.  Not  only  does  this  glass 
minimize  the  fire  hazard,  but  its  resisting 
and  sustaining  strength,  its  unyielding  quali- 
ties even  when  cracked  make  it  the  logical 
glass  for  skylights,  elevator  shafts,  stair- 
wells, etc.,  where  these  features  are  a  con- 
sideration. 

Methods  of  Making-. — Wire  glass  is  made  by 
three  methods:  1.  (Shuman  process)  by  roll- 
ing a  sheet  of  glass,  laying  the  wire  mesh 
upon  it  while  the  glass  is  still  plastic,  press- 
ing the  wire  netting  into  the  glass,  and  by 
a  coincident  process  smoothing  the  surfaces. 
2.  (Appert  or  Schmertz  process)  by  rolling 
a  thin  sheet  of  glass  and  laying  tlie  wire- 
mesh  upon  it  and  simultaneously  pouring 
and  rolling  a  second  sheet  of  glass  on  top. 
imbedding  the  wire.  3.  (Continuous  or  Solid 
process)  by  mechanically  crimping  the  wire 
netting  and  placing  same  on  the  casting  table 
and  pouring  and  rolling  the  glass  over  it  to 
produce  a  sheet  of  wire  glass. 

The  introduction  of  the  manufacture  of 
wire  glass  is  of  so  recent  a  date  as  to  make 
the  volume  of  consumption  all  the  more  sur- 
prising, especially  when  it  is  recalled  that 
the  product  was  comparatively  unknown 
twenty  years  ago. 

Standard  Thickness  l^". — Wire  glass  is  made 
in  sheets  as  large  as  60"  wide  and  130"  long 
and  in  several  thicknesses — M"  standard 
thickness  for  general  use  and  approved  by 
the  National  Board  of  Fire  Underwriters. 

Other  Thicknesses. — Thinner  wire  glass  is 
obtainable — i^g"  and  %"  being  made  for  special 
purposes,  but  the  universal  demand  is  for  V^," 
or  %"  or  heavier,  and  no  wire  glass  less  than 
1/4"  thick  is  accepted  under  the  rules  of  the 
Fire  Prevention  Bureaus  or  the  National  Board 
of  Fire  Underwriters. 

Underwriters'  Requirements. — It  is  neces- 
sary to  follow  certain  rules  and  regulations 
in  the  making  of  fire-proof  windows  and  con- 
struction, as  provided  by  the  National  Fire 
Protection  Association,  and  a  copy  of  the  re- 
quirements of  the  National  Board  of  Fire 
Underwriters  may  be  obtained  from  any 
member  of  The  National  Glass  Distributers 
Association. 

Extract  from  Rules  and  Requirements  of  the 

National  Board  of  Fire  Underwriters, 

Edition   of    1906. 

Thickness  of  Glass:  Wire  glass  to  have  a 
thickness  of  at  least  14  of  an  inch  at  the 
thinnest  point. 

Size  of  Glass:  The  unsupported  surface  of 
the  glass  allowed,  shall  be  governed  by  the 
severity  of  exposure  and  be  determined  in  each 
case  by  the  Underwriters  having  jurisdiction, 
but  in  no  case  shall  it  be  more  than  4S  inches 
in  either  dimension  or  exceed  720  square 
inches.  '  j.j 

\\'indows,  doors  and  partitions  sliould  be 
specified  for  such  sizes  as  15"x4S",  18"x40", 
20"x36"  and  24"x30"  to  conform  to  the  above 
lule  where  dimensions  are  not  to  exceed  720 
square  inches.  There  are  also  restrictions 
and  regulations  governing  the  depth  of  rab- 
bet (34"  deep)  bearing  of  glass  (.%")  and 
style  of  metal  frames  and  sash  to  meet  the 
demands  of  fiie-retardant  construction  and 
permit  reglazing,   etc. 

Polished  Wire  Glass. — Wire  glass  is  made 
in  oi-dinary  rolUd  "rough"  or  "ribbed"  or 
"figured"  patterns,  and  when  ground  and 
polished  for  clear  or  transparent  vision,  is 
specified  under  the  term: — "Polished  Wire 
Glass." 

This  is  not  the  quality  of  clear  polished 
plate,  but  a  polished  rough  wire  glass,  with 
the  ordinary  run  of  defects  inherent  with 
rough  glass  which   has  polished  surfaces. 
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Appeal  to  Architects. 

It  is  especially  desirable  that  all  glass  to 
I'f  specified  for  a  building  be  placed  under 
line  heading  In  the  architect's  specifications 
under    the    heading — '"Glass    and    Glazing." 

Accuracy  is  a  necessity.  Use  a  standard 
rule,  true  to  gauge,  specify  the  size  plainly. 
i'"or  instance,  56  inches  miglit  be  confused  if 
written  5'6",  and  cut  66  Indies — as  5  feet  6 
inches.  Always  specify  width  first.  In 
measuring,  it  is  advisable  to  allow  a  little 
jilay  and  measure  inside  the  rabbet.  See 
tliat  rabbet  is  made  to  accommodate  glass  of 
tlie  thickness  ordered;  i.  e.,  order  glass  of 
proper  thickness  to  fit  rabbet.  Measure  the 
iijiening  and  see  if  all  sides  are  squared,  es- 
lie(iall.\-  if  metal  work  is  to  be  glazed,  it  is 
isseiitial  to  have  perfect  fit,  and  in  large 
sizes  it  is  not  uncommon  to  find  a  warped 
fiame,  or  not  exactly  square,  slightly  difter- 
I'Ut  at  one   side  as  compared  with   the  other. 

Ke  specific — it  is  better  to  give  an  abun- 
dance of  information  rather  than  leave  any- 
iliing  indefinite,  or  to  be  taken  for  granted. 
Mistakes  will  follow  carelessness,  and  correc- 
tions involve  loss  of  time  and  expense. 

Plate  glass  should  rest  on  two  pads  of 
I'i'lt,  leather,  lead,  oakum  or  soft  wood  blocks, 
I'ue  near  each  end,  not  against  bare  metal,  or 
at  a  single  bearing-point  which  might  cause 
breakage  through  settling  of  building,  vibra- 
tion, etc.  The  soft  wood  blocks  or  lead 
strips  are  to  be  preferred. 

iJo  not  fasten  or  bind  glazing-mouldings 
iiMj  tight,  as  it  is  necessary  to  allow  for 
■  xpansion  and  contraction,  vibration  and  re- 
ad justinent  of  construction. 

I'se  pure  putty.  Have  sash-rabbet  well 
idled  or  painted  so  that  putty  will  adhere. 
I  live  fresli  putty  glazing  time  to  set  before 
liandling  or  hanging  sash.  Don't  try  to 
i^ack-putty  glass  with  corrugated  or  figured 
surface,  as  the  putty  cannot  be  removed  from 
the    ridges    in    the    glass. 

Steel  sash  glazing  requires  special  putty 
fur  metal  rabbets. 

Caution. — When  glass  of  any  kind  has  been 
d.  li\ered  to  a  building  packed  in  cases  or 
with  paper  between  the  sheets,  it  is  advisable 
to  store  the  glass  under  cover  in  a  dry  place 
and  unpack  it  to  avoid  stains  which  come 
rr(jm  drying  out  of  damp  hay,  straw,  paper, 
i>v   other   packing   materials. 

<_llaze  prism-glass  with  ribs  inside — flat 
surface  outside.  Regular  glazing  is  done 
with  uncolored  putty.  If  colored  putty  is 
d'sired  it  should  be  specified  accordingl.w 
(liass  is  not  bedded-in-putty  or  Viack-puttied 
unless  specially  ordered  or  specified. 

Window  glass  is  regularly  glazed  with  the 
natural    bow    or    bend    outside. 

METAIi   STORi:   FRONT   COKSTRUCTIOIT 

The  use  of  metal  corner-bars,  division  bars 
and  sills  and  the  all-glass  show-case  or 
sliow-window  has  becoine  so  universal  that 
I  (  vv  old-fashioned  stores  remain  and  all  niod- 
>  111  construction  is  marked  b.y  the  absence 
nf   bulky    posts   or   ponderous    frames. 

Tliere  are  several  standard  makes  of  metal 
store-front  construction,  corner-bars,  divid- 
ing bars,  metal  sill,  etc.,  which  fasten  or 
secure,  the  glass  with  a  metal  locking  or 
'damping  member  and  provide  for  drainage, 
\fntilation  and  illumination  if  desired,  which 
may  be  obtained  from  the  various  membei's 
"f  the  National  Glass  Distributers'  Associ- 
ation. 

We  do  not  enter  the  brands  of  the  several 
standard  makes  or  recommend  any  special 
style  of  store-front  construction,  but  it  is 
Well  to  make  comparisons,  giving  attention 
to  the  necessity  of  substantial  strength  in 
the  retaining  members,  and  using  metal  bars 
and  construction  of  sufficient  weiglit  to  in- 
sure   strengtli    and    rigidity. 

It  is  advisable  to  send  working  drawings 
or  detailed  plans  of  store  fronts — and  the 
utmost  care  should  be  exercised  in  furnish- 
ing   accurate    dimensions    when    ordering,    so 


that  a  true  fit  of  metal  may  be  assured 
and  proper  allowance  made  for  bearing  con- 
tact   or   play    of   glass. 

The  architect  should  make  definite  speci- 
fications as  to  the  material  desired,  giving 
names  or  numbers  of  bars,  sill  co\ering, 
jamb  bars,  jamb  covering,  transom  bars, 
transom    covering,    style   of   metal   finish,    etc. 

All  Glass  Clamp  Store  Tronts. — The  show 
window  of  all-glass  patent-front  construction 
needs  no  special  recommendation  to  those 
who  have  examined  it,  and  the  unobslrucied 
view  of  the  display  as  well  as  the  continuous 
glass  effect  has  made  it  a  popular  and  at- 
tractive model  for  retail  stores  tnroughout 
the    United    States. 

MIRRORS 

The  silvered  surface  of  a  mirror  magnifies 
and  accentuates  the  qualities  of  the  glass 
to  a  great  degree;  hence  it  is  necessary  to 
use  the  finest  grade  of  plate  to  secure  good 
mirrors.  This  selection  of  quality  neces- 
sarily entails  the  most  scrupulous  care  in 
making  and  selecting  glass  for  mirror 
purposes. 

livery  consideration  must  be  given  to  both 
surface  and  general  character,  as  the  ordi- 
nary defects  which  would  otherwise  be  un- 
noticed are  sharply  brought  out  by  the 
covering    of    silver. 

Silvering". — The  formula  of  the  silver  solu- 
tion for  making  mirrors  varies  but  slightly 
with  the  different  makers.  The  secret  of 
success  is  in  the  process,  and  manner  of 
treatment.  Cleanliness  is  absolutely  neces- 
sary. Chemically  pure  ingredients,  distilled 
water  and  expert  care  witli  the  proper  fa- 
cilities will  produce  mirrors  that  will  stand 
for  years  without  deterioration,  whether  b.\' 
the    cold    or    hot    method. 

After  a  thorough  cleansing  of  the  glass, 
removing  all  foreign  substances  from  the 
surface,  the  "solution"  is  poured  over  the 
plate  and  by  chemical  precipitation  a  coat 
of    pure    silver    is    deposited. 

This  is  permitted  to  dry  and  a  preserva- 
tice  coating  of  shellac,  with  a  coat  of  mir- 
ror-back paint  completes  the  process.  This 
is  known  as  a  patent-back  mirror  and  is  the 
standard   highest   grade. 

A  method  of  making  mirrors  l)y  mercury 
process  was  tested  for  years  but  found  un- 
satisfactory from  a  commercial  standpoint, 
and    has   become    obsolete. 

Sizes  and  Thickness. — The  sizes  of  pol- 
ished plate  glass  mirrors  are  limited  only 
by  the  sizes  in  which  it  is  possible  to  make 
plate  glass,  and  thin  or  heavy  glass  may 
lie    used    as    desired. 

It  must  be  remembered  that  extreme  sizes 
in  strictly  clear  plate  of  mirror  quality  are 
(litlicult  to  obtain  and  necessai'ily  carry  some 
ordinary  technical  defects,  which  cannot  be 
entirely  eliminated.  The  larger  the  glass 
the    more   likely   these   detects    will   appear. 

Shocks. — The  common  sheet-mirror  or 
h)okiiig-glass  used  principally  for  the  reflec- 
tioii  of  liglit  rather  than  for  the  detaileii 
image,  is  known  to  the  trade  as  a  "Shock- 
Mirror,"  and  is  made  from  ordinary  cylinder 
glass  (window  glass)  and  is  ver.v  infcrioi- 
in    (luality. 

Proper  Installation. — Mirrors  are  susce))- 
lible  to  the  effects  of  extreme  cold  or  lu'al 
and  moisture,  and  should  be  mounted  with 
proper  protection  against  ihimpness.  Cai'e 
should  be  taken  to  avoid  damp  walls,  or 
plaster  which  has  not  proj)erly  dried  out, 
before    installing   mirrors. 

In  glazing  French  doors  with  mirrors,  or 
on  Colonial  work  where  small  mullior.  glaz- 
ing is  specified,  it  is  essential  to  ha\e  the 
panels  absolutely  upon  a  uniform  line  and 
rabbets  of  accurate  dejitli  as  the  mirrors 
will  otherwise  rellect  at  dit"ferent  angles  and 
distoi"ted   vision   rt'sult. 

A  perfect  effect  may  be  oblaimd  by  using 
a  back  ground  in  lai'ge  size  mirror,  and  a 
false-mullion    ov<r    all. 
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The  Simplex  System 

of  Partition  and  Ceiling  Construction        | 


Architects  find  that  by  specify- 
rng  Simplex  System  non-bearing 
partitions  and  suspended  ceilings 
they  can  greatly  reduce  costs  of 
construction  and  at  the  same  time 
give  the  building  owner  a  thor- 
oughly high-grade,  fire-proof  struc- 
ture. 

Simplex  Steel  Studs  and  gypsum 
plaster  boards  and  plaster  are  the 
materials  utilized  to  produce 
strong,  thin,  light-weight  partitions 
and  ceilings  that  are  both  fire  and 
sound  resistive. 


The  patented  design  of  the  Sim- 
plex Stud  and  method  of  fastening 
the  plaster  board  effect  marked 
savings  in  labor,  material  and 
transportation  costs.  The  System  is 
adaptable  to  all  types  of  buildings. 

The  subject  is  so  broad  and  has 
so  many  phases  that  it  is  impos- 
siijle  to  give  you  a  thorough  con- 
ception of  Simplex  advantages  and 
methods  except  through  our  hand- 
book or  a  personal  demonstration. 
We  shall  be  glad  to  give  you  this 
information  and  suggest  that  you 
call  upon   us. 


TIlix    llarifUioiil:,    prafiisrlii    illiixtrntiil    irith    photof/raplis    and 

hhic    prinix,    i-ompht'lii    (jiilliiihi;/    The   Simplex   System,    irill 

he    Kent    III    (ircli Herts    upon    request. 


Simplex  Steel  Products  Co. 

1146  Roscoe  Street  Chicago 

Adjoining  the  C,  M.  &  St.  P.  switch  track 
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STANDARD  RULES  OF  THE  MEASUREMENT 
OF  PLASTERING. 

Adopted  by  the  Employing  Plasterers'  Association  of  Chicago. 


IiATH     AND      FIiASTERING 

to  be  measured  by  the  superficial  yard, 
from  floor  to  ceiling  for  walls,  and  from 
wall    to    wall    for    ceiling. 

In  rooms  containing  one  or  more  hori- 
zontal angles  between  fne  floor  and  ceiling 
line,  the  ceiling  to  be  measured  from  wall 
to  wall,  as  though  all  walls  were  vertical, 
for  contents  of  ceiling,  and  from  floor  to 
highest   point    of   ceiling   for   height   of   wall. 

OFENINaS. 

Openings  in  plastering  to  be  measured 
between  grounds.  No  deductions  to  be  made 
for  openings  of  two  feet  or  less  in  width. 
Cne-half  of  contents  to  be  deducted  for 
openings  two  feet  or  more  in  width.  The 
contents  on  all  store  front  openings  to  be 
deducted,  and  the  contractor  to  be  allowed 
one  foot  six  inches '  for  each  jamb  iDy  the 
height. 

All  beams  or  girders  projecting  below 
ceiling  line  to  'nave  one  foot  in  width  by 
total  length  added  for  each  internal  and 
external    angle. 

No  openings  to  be  deducted  from  "solid" 
or  "hollow"  metal  lath  and  plaster  parti- 
tions nor  for  openings  in  suspended  ceil- 
ings containing  less  than  100  square  feet, 
wliere  furring  is  carried  around  such  open- 
ings by  plasterer.  No  openings  to  be  de- 
ducted from  cement  wainscot  or  base. 
CORNER    BEADS,    ARCHES,    ETC. 

All  corner  angles  of  more  or  less  than 
90  degrees,  beads,  "bullnoses,"  quirks,  rule 
joints,  and  moldings,  to  be  measured  by 
the  lineal  foot  on  their  longest  extension, 
and  one  foot  for  each  stop  or  miter. 
CORNICES. 

Length  of  cornices  to  be  measured  on 
walls.  Plain  cornices  of  one  foot  girth  or 
less  to  be  measured  on  walls  by  the  lineal 
foot.  Plain  cornices  exceeding  one  foot 
girth  to  be  measured  by  the  superficial  foot. 
Add  one  lineal  foot  to  girth  for  each  stop  or 
miter.  Enriched  cornices  (cast  work),  by 
the    lineal    foot    for    each    enricnment. 

Arches,  corbels,  brackets,  rings,  center 
pieces,  pilasters,  columns,  capitals,  bases, 
rosettes,  bosses,  pendants  and  niches  by  the 
piece.  Ceiling  or  frieze  plates  over  eight 
inches    wide   by    the    square   foot. 

COIiUMNS. 

All  columns  to  be  measured  by  the  lin- 
eal    font     for    iihiin     jilnstr-i'ed     columns. 

CEMENT    WAINSCOTING    AND     BASE. 

All  cement  wainscot  to  be  measured  by 
the  square  foot,  and  cement  base  by  the 
lineal    foot. 

GROUNDS. 

All  grounds  for  various  classes  of  woi-k 
to  be  as  follows,  unless  expressly  specified 
to  the  contrary: 

Grounds    for    2-coat    lath    work %    inch 

Grounds     for     3-coat    lath     work 1   inch 

Grounds  for  3-coat  metal  lath  work.%  inch 
Grounds    for    3-coat    metal    lath    work. 

on    V^-inch    iron    furring 1  Ys    inch 

Grounds    for    3-coat    metal    lath    work, 

on     1-inch     iron     furrin.g 1%    inch 

Grounds    for   hard   mortar   metal   lath 

work     %    inch 

Grounds    for    hard    mortar   metal    lath 

work,  on  ^A-inch  iron  furring.  ..  1 1/^  inch 
Grounds   for   2-coat   work   on   brick  or 

tile      %    incli 

Grounds    for    hard    mortar    on    brick 

or    tile     %    inch 

Grounds  for  hard  mortar  lat'n  work.yg  inch 
Grounds     for    plaster    board %    inch 

Where  metal  lath  is  spoken  of  it  applies 
to  all  wire  or  metal   lath. 


The  Employing  Plasterers'  Association  of 
Cliicago  solicit  the  co-operation  and  support 
of  Arcliitects  and  others  in  the  Association's 
efforts  to  set  the  highest  standard  possible 
for   plastering. 

In  many  of  the  branches  of  building  con- 
struction, efforts  are  tending  towards  the  use 
of  better  material  and  workmanship,  no  ma- 
terial or  finish  for  a  building  combines  so 
fully  the  essentials  for  fire  protection  and 
sanitation  at  so  low  a  cost  to  the  owner 
as  does  plastering,  and  no  other  material 
that  enters  so  largely  into  the  construction 
of  a  building  presents  so  large  an  area  of 
visible  surface  as  does  plastering.  The  cost 
of  plastering  represents  only  a  small  per- 
centage of  the  total  cost  of  a  building. 

It  is  a  necessary  base  for  the  most  expen- 
sive decorations  and  in  itself  provides  the 
requisites  necessary  for  a  finish  interior.  The 
association  believes  that  so  important  an  ele- 
ment in  the  construction  and  finish  of  a 
building  is  worthy  of  being  well  done,  and 
that  the  best  workinanship  and  material  if 
specified  and  called  for  will  more  than  com- 
pensate owners  and  architects  in  their  re- 
quirements for  such  grade  of  work.  The  Em- 
ploying Plasterers'  Association  of  Chicago 
respectfully  submits  the  following  outline 
specification  for  lath  and  plaster  work;  all 
trade  names  of  material  have  been  omitted. 
Architects  will  find  a  list  of  standard  ma- 
terials   in    the   Hand    Book   and    elsewhere. 

TENTATIVE       OUTI.INE      SPECIFICATION 
FOR    I.ATH    AND    BLASTER    WORK. 

Sand.  All  sand  to  be  clean,  sharp  lake 
sand. 

Iiime.  All  lime  to  be  fresh  burned  lump 
lime. 

Iiath.  All  wood  lath  to  be  No.  1  white 
pine  1%"  lath  free  from  sap  and  bark  and 
even   edged. 

Nails.  To  be  3  penny  fine  16  gauge  wire 
nail. 

Wire  lath.  To  be  No.  18  Washburn  and 
Moen  gauge  .0475%"  mesli  painted  or  No.  24 
gauge  metal  lath  painted  with  ribs  not  less 
than  Vs"  wide,  lath  cut  from  sheet  metal 
shall  weigh  not  less  than  3.4  lbs.  per  square 
yard. 

Stucco.      To    be    fresh. 

Hair.      To    be   well    wliipped    cattle    hair. 

Fibre.     To  be   long  vegetable  fibre. 

Portland  Cement.  To  be  a  brand  that 
shall  meet  the  reciuirements  of  the  standard 
specifications  for  Portland  Cement  of  the 
American  Society  for  testing  materials  as 
revised   to   date  by  said   Society. 

Hard  Plaster.  To  be  an  approved  straight 
gypsum   plaster. 

Metal  Corner  Beads.  To  be  a  bead  not 
less    tlian    24    gauge   galvanized. 

Iiathingr.  All  wood  lath  to  be  nailed  to 
each  stud  joist  or  bearing  with  joints  broken 
not  over  seven  lath  to  a  break,  no  dingonnl 
nor  vertical  lathing  allowed,  a  full  ^s"  key 
to  be  left  for  lime  mortar  and  not  less  tlian 
a  full    1/4"  for  hard  plaster. 

Iiiine  Mortar.  To  bo  composed  of  clean 
coarse  sand,  fresh  lump  lime  and  hair  and 
filire  in  proper  projiortions  and  to  be  well 
slaked  and   protected. 

Putty.  Lime  putty  to  be  run  off  in  a  tight 
putty  box.  thorou.ghly  tempered  and  screened 
llirough    a    fine  putty   screen. 

Hard  Finish.  To  be  composed  of  cold  rim 
lime  putty,  fresh  plaster  of  paris  and  sand 
to  be  well  troweled  to  a  smooth  even  sur- 
face, free  from  blisters,  checks  and  other 
imperfections. 

Sand  Finish.  All  float  sand  finish  to  be 
composed     of    lime     putty    and     sand     to    be 
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water  floated  with  a  float  to  an  even  granu- 
lar  or   sand   surface. 

Scratch  Coat.  All  scratch  coating  to  be 
well  laid  on  and  surface  covered  with  a  full 
coat  which  is  to  be  scratclied  with  wire 
scratclier  to  be  well  under  cut  for  the  brown 
ccat,  all  lime  mortar  scratch  coating  to  be 
dry   before   applying   the   brown   coat. 

Brown  Coat.  All  brown  coating  to  be  well 
applied,  allowing  only  sufficient  space  for 
the  finish  coat,  brown  coat  to  be  rodded  and 
soreeded  with  all  angles  straight  and  true, 
all  hard  plaster  to  be  mixed  in  accordance 
with  the  directions  of  the  manufacturer  and 
no  hard  mortar  to  be  floated  with  water  nor 
shall  any  "dead"  material  be  retempered 
01'   used. 

Wire  or  Metal  Iiath.  Shall  be  lapped  at 
each  joint  or  seam  and  shall  be  stapled  every 
si.K  inches  with  blued  or  galvanized  sta- 
ples. 

Band  Iron  Furring".  The  following  shall 
be  furred  with  U".  Ik",  %"  or  1"  corrugated 
band  iron  furring,  such  furring  to  be  sta- 
pled to  bearings  and  the  wire  or  metal  lath 
to  be  stapled   over  such  band  iron   furring. 

Suspended  Ceilings.  To  be  constructed 
with  112"  or  2"  flat  bars,  angles  or  channels 
as  may  be  called  for,  such  principals  shall 
be  spaced  4'  0"  on  centers,  hung  with  flat  bar 
or  not  less  H"  rod  hangers  every  4' 0"  se- 
curely fa'^tened  with  approved  clips  to  the 
structural  framing  or  through  the  floor  con- 
struction, in  the  event  these  hangers  go 
through  the  floor  construction  they  shall  be 
provided  with  6"  channels  or  flat  bar  an- 
chors, no  hanger  shall  be  supported  from 
the  bottom  flange  of  the  tile  arch.  The  flat 
bar,  angle  or  channel  runners  shall  be  cross 
furred  13"  on  centers  with  ^i"  steel  chan- 
nels, securely  secured  to  the  principals  with 
rod  clips,  entire  construction  to  be  lathed 
with  No.  18  "W.  M.  gauge  %"  mesh  painted 
wire  lath  or  No.  24  U.  S.  Gov.  standard 
gauge  metal  lath,  lath  to  have  lapped  edges 
at  each  joining  and  to  be  tied  to  the  chan- 
nel furring  every  6"  with  18  gauge  galvan- 
ized   tie    wire. 

Purring-.  All  false  beam  or  cornice  fur- 
ring to  be  constructed  of  %"  channel  or  1" 
Hat  bar  brackets  not  over  2'  0"  apart  lined 
out  witli  intermediate  furring  supports  and 
anchored  or  toggle  bolted  into  the  construc- 
tion to  be  made  to  conform  to  the  design  so 
ns  to  allow  for  a  minimum  of  plaster,  such 
brackets  to  be  covered  with  18  gauge  wire 
or  24  U.  S.  Gov.  gauge  metal  painted  lath 
secured  with  18  gauge  galvanized  tie  wire, 
such  furling  to  conform  to  the  latest  and 
best  practice  as  to  durability  of  construction. 

Cornice  Work.  All  moulded  beams  and 
cornices  will  be  screeded  and  run  in  place 
with  moulds,  with  true  lines  and  accurate 
niit  I'os. 

Ornamental  Work.  All  ornamental  work 
('I  he  modeled  by  artistic  modelers  who  will 
hi'  approved  by  the  architects.  Models  to  bo 
.■submitted  for  approval  and  no  casts  to  be 
made  until  such  models  have  been  approved, 
all  jiat terns  to  be  gotten  out  by  skilled  me- 
chanics  with   true  and   accurate   lines. 

Casts.  All  casts  to  be  well  made,  the  con- 
Iractor  to  supply  a  sufficient  number  to  meet 
the  re(iuirements  of  the  joij.  all  casts  to  be 
made  in  line,  well  and  truly  undercut  and 
I  roe  from  warps  and  other  irregularities 
supplying  all  necessary  shrinkers  and 
St  retchers. 

Rough  Casting.  Lath  the  exterior  of  the 
house  witli  IS  gauge  wire  or  24  II.  S.  Gov. 
luttal  painted  lath  stapled  over  1"  band  iron 
furring  scratch  coat  with  mortar  composed 
of  2  vols,  of  coarse,  sharp  sand  1  vol.  of 
approved  Portland  cement,  to  which  mix- 
ture add  15%  of  rich  lime  mortar,  thoroughly 
scratched  and  undercut  when  this  coat  was 
'set,"  brown  with  mortar  composed  of  3 
vols,  sharp  sand  to  1  vol.  Portland  cement 
rod  and  straighten  all  surfaces  and  when  this 
coat  has  "set"  rough  cast  with  mortar  com- 
posed of  3  vols,  of  sharp  sand  or  pebbles  to 


2  vols.  Portland  cement  dashed  on  surface 
with  a  scoop  or  paddle  to  an  even  artistic 
finish. 

Bxterior  Plastering  on  Wood  Iiath.  I.,atli 
the  exterior  with  No.  1  soft  pine  one-inch 
lath,  nailed  to  each  stud  furring  or  bearing 
with  not  less  than  a  3  penny  nail  with  full 
open  %"  key  space  and  not  over  seven  lath 
to  a  break,  plaster  with  3  coats  of  cement 
plaster  as  called  for  under  exterior  plaster 
On  metal  lath,  note  the  use  of  "hard  plasters" 
so  called  are  not  recommended  for  exterior 
plastering. 

Concrete  Walls  and  Columns.  All  work  on 
concrete  walls  and  columns  shall  have  such 
concrete  well  brushed  with  steel  brushes  and 
such  concrete  shall  then  he  covered  with  a 
light  coat  of  an  approved  bond  cement  as  a 
bonding  coat  for  the  finish   coat. 

Concrete  Ceilings.  Shall  first  be  washed 
with  a  solution  of  muriatic  acid  and  such 
ceilings   shall    then    be   plastered   as   above. 

Painted  Walls.  Walls  that  are  to  be  coat- 
ed with  waterproofing  shall  first  be  scratch 
coated,    then    browned   and    finished. 

Patching  of  Plaster.  All  patching  of  plas- 
ter damaged  by  other  mechanics  shall  be 
paid  for  at  the  uniform  scale  of  prices  adopt- 
ed by  the  Employing  Plasterers'  Association 
of  Chicago,  which  scale  of  prices  is  set  forth 
in   the   Hand   Book. 

W^orkmen's  Compensation.  This  contractor 
shall  insure  his  workmen  under  the  provi- 
sions of  the  Workmen's  Compensation  Laws 
of  the  State  of  Illinois.  This  contractor 
shall  also  insure  his  liability  for  injury  or 
death    to    "the    piil)lic." 

Scaffold.  This  contractor  shall  supply  all 
necessary  tools,  scaffold  and  other  appli- 
ances necessary  to  fulfill  the  requirements 
of  the  job,  all  scaffolding  to  be  erected  and 
maintained  in  accordance  with  the  laws  of 
the   State   relating   to    scaffolds. 

Req.uirements.  By  Building  Code  in  build- 
ings of  ordinary  construction.  At  least  two 
coats  of  plaster  on  all  wood  lath  to  %" 
grounds. 

By  Union.  All  plain  and  ornamental  plas- 
ter to  the  same  contractor,  the  base  coat  of 
Portland  cement  under  encaustic  tile,  cement 
base  when  installed  independent  of  the  floor 
or  if  6"  or  more  in  height.  All  plastering 
regardless  of  the  nature  of  tlie  structure 
or   of   the    material    used. 

RECOlMCiyillNDATIONS. 

The  use  of  soft  pine  lath,  specify  No.  1 
white  pine  lath  nailed  to  each  stud,  joist 
or  bearing  with  3  d.  fine  16  gauge  wire  nails, 
with  joints  broken  at  least  once  in  each  sev- 
enth  course   or  lath. 

For  better  residence  work  specify  one  inch 
lath   as  aijove. 

Wire  or  metal  lath,  specify  No.  18  Wash- 
burn and  Moen  gauge  wire  lath  %"  mesh. 
painted,  or  No.  24  U.  S.  Gov.  standard  metal 
lath  painted,  for  better  class  work  specify 
wire  lath  woven  from  galvanized  strand  or 
metal    lath   galvanized. 

The  vise  of  wire  or  metal  lath  plastered 
insures  slow  burning  construction,  helps  to 
prevent  settlement  cracks  and  bonds  and 
tics  all  parts  of  the  structure  together,  its 
use  is  called  for  in  almost  every  building, 
particularly  on  basement  ceilings  to  prevent 
or  retard  fire  on  ceilings  with  long  span 
joist  construction  on  store  ceilings  and  un- 
der other  space  subject  to  heavy  use  or 
abuse.  Its  use  should  also  be  general  in  all 
better  class  building,  in  rated  buildings  its 
use  tliroughout  entitles  it  to  belter  classi- 
fication   for    insurance. 

The  Association  recommends  the  use  of 
three  coat  plastering.  This  will  insure  a  far 
better  class  of  work,  a  better  bonding  to- 
gether of  buildings  of  ordinary  construction 
due  to  the  use  of  a  greater  body  of  material. 
'I'he  application  of  the  second  base  coat  en- 
abling one  to  straighten  out  rod  and  line 
work  not  possible  In  the  use  of  two-coat 
work.  Specify  three-coat  dry  work,  first  coat 
to  be  a  scratch  coat  well  scratched  and  un- 
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n.r  cut.  When  dry,  apply  a  brown  coat,  this 
liniwn  coat  to  be  screened  and  rodded  and 
wlien   dry  apply  a  finish  coat. 

M'lie  following  suggestions  are  offered  for 
guidance: 

Sand.  The  use  of  clean,  course,  sharp 
lake  sand   is  essential   for  good  plastering. 

Metal  latli.  Should  be  laid  with  lapped 
edges  or  joinings  and  should  be  stapled  to 
bearings  every  6".  No  suspended  ceilings 
sliould  be  supported  from  the  bottom  or 
soflit    of    tile. 

Portland  cement  base  coat  behind  encaustic 
tile,  Opalite  or  kindred  material  should  be 
specified  under  "Plastering"  with  one  rodded 
coat  scratclied  on  tile  or  brick  or  a  scratch 
and  rodded  brown  coat  scratched  on  metal 
or  wire  lath.  We  do  not  recommend  Port- 
land cement  direct  to  gypsum  partition  or 
gypsum   furrings. 

Damp  proofed,  waterproofed  or  painted 
walls  and  ceilings  are  required  to  be  given 
3  coats.  If  a  finish  coat  is  desired,  it  should 
be  so  specified.  All  lathing  plain  and  orna- 
mental plastering  should  be  specified  under 
one  heading  in  order  to  avoid  divided  re- 
sponsibility  for   final   results. 

JURISDICTION   CIiAIMS. 

By  Plasterers'  Union,  any  and  all  plaster- 
ing regardless  of  tlie  nature  of  the  mate- 
rial, or  of  the  structure  to  whic'n  it  is  ap- 
plied, including  Scagliola  made  under  the 
"New    Process"    so   called. 

By  Latliers'  Union,  all  lathing,  metal  cor- 
ner beads  and  all  light  iron  furring  designed, 
specified  or  used  primarily  as  a  support  for 
lath   and   plaster,   including   "Hi  Rib." 

By  Hodcarriers  and  Building  Laborers' 
Union,  all  scaffolding  erected  for  the  use  of 
plnstei'ers. 

PATCHING    OF    FI^ASTERINCr    AFTER 
OTHER    TRADES. 

Patching  of  plastering  after  other  me- 
chanics shall  not  be  done  as  a  part  of  tlie 
contract  price,  and  shall  be  paid  for  at  the 
following  scale  of  prices  which  have  been 
adopted  by  and  are  recommended  by  the 
Employing  Plasterers'  Association  of  Chi- 
cago. 

In  accordance  with  wage  agreements  ef- 
fective under  the  "Landis  Award,"  and 
present  prices  of  materials,  the  following 
■scale  of  prices  for  patching  of  plastering 
after  other  mechanics  and  for  work  done 
upon  a  time  and  material  basis,  is  respect- 
fully  submitted. 

The  prices  herein  include  cost  of  insurance 
of  men  under  the  provisions  of  the  Work- 
men's Compensation  Laws  of  the  State  of 
Illinois. 

Foreman    Plaster $2.75  per  hour 

Plasterers      2.50  per  hour 

.  Foieman    Lather 2.00   per  hour 

1  Lathers    1.75  per  hour 

Plasterer    Lalioicr    1.35   per  hour 

'  Mortar      3.50   per  bbl. 

Putty       4.00   per  bbl. 

Neat    Hard    Plaster 1.40   per  bag 

Stucco     1.40  per  bag 

Metal   or   Wire   Lath 35   per  yard 

1%"    Pine    Lath 75  per  bunch 

Owing  to  abnormal  conditions  material 
prices  are  sub.iect  to  change  without  notice, 
and  labor  scale  will  be  proportionately  in- 
creased where  bonuses  are  required  to  be 
paid  in  order  to  get  men.  Lathers  are  Lan- 
dis scale. 
18    gauge    %"    mesh 

painted    wire    lath 

or    24     gauge     ex- 

panded  metal 

painted     35  per  yard 

Where  seven  or  more  men  are  employed  in 
one  gang  on  same  kind  of  work,  foreman's 
time  will  be  charged  continuous  while  work 
Is  going  on;  where  less  than  seven  men  are 
employed  in  one  gang  on  same  kind  of  work, 
foreman's  time  shall  be  counted  one  hour  for 
each  seven  hours  of  men  aggregate  time  em- 
ployed on  this  work,  unless  foreman's  time 
is  required  constantly,  when  he  shall  be  so 
paid. 


CITY    ORDINANCE. 

Be    it    ordained    by    the   City    Council    of    the 

City   of  Chicago: 

Section  1.  Tliat  Section  605  of  the  Chica- 
go Coda  of  1911  be  and  the  same  is  hereby 
amended    so   as   to   read  as   follows: 

605.  Wood  Lathing-  and  Plastering-.)  (a) 
In  all  buildings  of  ordinary  construction, 
where  the  use  of  wood  lath  and  plaster  is 
permitted  under  the  provisions  of  this  chap- 
ter, such  wood  lath  and  plaster  shall  be  done 
in    accordance    with    these    specifications: 

Wood  lath  shall  not  be  over  one  and  one- 
half  inches  wide,  and  shall  be  nailed  to  each 
stud,  joist  or  bearing  with  not  less  than  a 
three-penny  fine  16  gauge  nail;  lath  to  liave 
joints  broken  with  not  over  seven  lath  to  a 
break;  lath  to  be  spaced  not  less  than  one- 
fourth  of  an  inch  apart.  All  wood  lath  must 
be  covered  with  at  least  two  coats  of  plas- 
ter; such  lath  and  plaster  to  finish  to  a  total 
thickness  of  at  least  seven-eighths  of  an 
inch;  no  dirty  or  loamy  sand  to  be  used  in 
the    mortar   or   plaster. 

(b)  In  every  building  of  ordinary  con- 
sti-uction  which  contains  one  or  more  rooms 
used  for  habitation  or  living  purposes,  the 
walls  and  ceilings  of  all  rooms,  including 
stores  (except  basement  and  attic  rooms  not 
used  for  habitation  or  living  purposes), 
throughout  the  building  shall  be  covered 
with  not  less  than  two  coats  of  plaster  of 
the  thickness  and  quality  hereinbefore  in 
this    section    prescribed. 

Provided,  however,  that  where  such  build- 
ing does  not  exceed  one  story  and  basement 
in  height  and  contains  a  room  or  rooms  used 
for  the  purposes  of  Class  I  as  defined  in  this 
ordinance,  a  metal  ceiling  may  be  installed 
in  the  room  used  for  the  purpose  of  Class 
I:  and  provided  further,  that  where  such 
building  of  ordinary  construction  and  con- 
taining one  or  more  living  rooms  is  more 
than  one  story  and  basement  in  height  and 
contains  a  room  or  rooms  used  for  the  pur- 
poses of  Class  I  as  defined  in  this  ordinance, 
a  metal  ceiling  may  be  installed  in  such  room 
used  for  the  purpose  of  Class  I  according  to 
the   following  provisions: 

The  ceiling  of  the  room  or  rooms  used  for 
the  purpose  of  Clas5  I  shall  first  be  plas- 
tered with  at  least  one  coat  of  plaster  on 
wood  lath;  wood  lath  to  be  not  over  one  and 
one-half  inches  wide,  and  shall  be  nailed  to 
each  stud,  joist  or  bearing  with  not  less  than 
a  three-penny  fine  16  gauge  nail;  lath  to 
have  joints  broken  with  not  over  seven  lath 
to  a  break;  lath  to  be  spaced  not  less  than 
three-eighths  of  an  inch  apart.  All  wood 
lath  to  be  covered  with  a  heavy  coat  of  mor- 
tar; sucli  lath  and  plaster  to  finish  to  a  total 
tiiickness  of  three-quarters  of  an  inch  in 
thickness.  Before  applying  such  metal  ceil- 
ings, a  wood  strip  not  less  than  seven- 
eighths  of  an  inch  by  one  and  one-quarter 
inch  wide  shall  be  used  under  every  lap 
bead,  or  nailing  flange  at  the  intersection  of 
all  plates.  Strips  to  be  not  more  than  two 
feet  on  centers  in  the  direction  of  length  of 
rooms  witli  a  cross  strip  every  four  feet  on 
centers.  A  wire  nail  not  less  than  three 
inches  long  shall  be  used  in  every  strip  at 
every  joist  in  the  surface  to  be  covered. 
Metal  plates  to  be  not  lighter  than  29  gauge 
in  thickness  and  nailed  to  every  six  inches 
on    the   lap. 

(c)  Where  said  metal  plates  are  applied 
on  walls  of  bull. lings  of  ordinary  construc- 
tion containing  one  or  more  rooms  used  for 
habitation  or  living  purposes,  plastering 
upon  walls  must  conform  with  the  require- 
ments of  this  ordinance  for  plastered  walls. 
A  strip  three-eighths  of  an  inch  in  thickness 
may  bo  used  upon  whicli  to  apjily  the  metal, 
same  to  be  nailed  to  every  studding  with  a 
nail  not  less  than  two  and  three-quarter 
inches  long;  steel  plates  used  on  walls  to  be 
not  lighter  than  29  gauge  and  applied  same 
manner   as   herein   provided    for   ceilings. 

Section  2.  This  ordii.ance  shall  be  in  force 
and  effect  from  and  after  its  passage  and 
due   publication. 
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WILLIAM  BALHATCHET  CO. 
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Contractors 
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Contractors  for 
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RULES  OF  MEASUREMENT  FOR  MASON  WORK 

As    adopted    liy    the    Builders    Association    of  Cliicag'o  and  the  Associated  Builders 

of    Chicag-o. 


Introduction. 

The  following  rules  are  the  expression  of 
a  custom  founded  in  equity  and  prevailing 
in  this  city  from  its  earliest  days. 

If  to  furnish  and  lay  one  thousand  brick 
in  a  plain  dead  wall  cost  ten  dollars,  another 
piece  of  brick  work  of  equal  cost  must  be 
measured  as  of  the  same  contents,  even 
though  it  does  not  take  one-fourth  as  many 
brick. 

The  plain  dead  wall,  in  stone  as  well  as 
brick  work,  is  taken  as  the  standard,  and 
more  difficult,  complicated  ornamental  and 
hazardous  kinds  of  work  are  measured  up  to 
it,  so  as  to  make  the  compensation  equal. 
To  illustrate:  If  in  one  day  a  man  can  lay 
two  thousand  brick  in  a  plain  dead  wall, 
and  can  lay  only  five  hundred  in  a  pier  or 
arch  in  the  same  time,  the  cost  of  labor  per 
thousand  in  such  work  is  four  tiines  as  much 
as  in  a  wall,  and  is  entitled  to  extra  com- 
pensation; but  instead  of  varj'ing  the  price, 
the  custom  varies  the  measurement  to  com- 
pensate for  the  difference  and  thus  endea- 
vors to  secure  a  uniform  price  per  thousand 
for  all  descriptions  of  ordinary  brickwork, 
instead  of  a  different  price  for  the  execution 
of    the    various    kinds    of    work. 

This  is  the  principle  underlying  the  sys- 
tem. 

If  any  new  rules  or  new  applications  of 
old  rules  should  be  found  in  the  following, 
we  can  only  say  in  their  recommendation 
that  we  have  carefully  considered  them  in 
all  their  bearings,  endeavoring  to  secure 
equal  .justice  to  owner  as  well  as  contractor, 
and  that  they  will  form  the  standard  for  de- 
ductions as  well  as  for  compensation  for 
extra  work. 

The  units  of  measurement  of  masons  work 
are: 

For  Excavation,   the   cubic   yard. 

For   Concrete,   foundations,    the   cubic   foot. 

For    Concrete,    floors,    the   superficial    foot. 

For  Dimension  stone,  footings,  the  super- 
ficial   yard. 

For  Dimension  stone,  bridge  masonry,  the 
cubic   foot. 

For  Dimension  stone,  surface  dressing, 
the    superficial    foot    extra. 

For    Rubblework,    the    cubic    foot. 

For  Rubblework,  surface  dressing,  the  sup- 
erficial foot  extra. 

For  Brickwork,  common,  the  thousand 
brick. 

For  Brickwork,  pressed,  the  superficial 
foot. 

For  Tuckpointing,  cleaning  fronts,  the 
superficial    foot. 

For  IMastering,  x)lain  surfaces,  the  super- 
ficial   yard. 

For  Plastering,  cornices,  the  running  and 
superficial   foot. 

Bxcavation. 

To  be  measured  and  computed  by  tlie 
actual  amount  of  material  displaced — no  al- 
lowance   for    rchandling. 

Concrete.       Floors — Foundiations. 

Measure    actual    contents. 

Floors  to  be  measuied  by  the  superficial 
foot    of    surface    between    walls. 

No  deductions  for  tile  di-ains,  nor  for  any 
pier,  clnimney  breast,  plaster  or  other  projec- 
tions of  walls  of  ten  feet  or  less  in  area. 

Where  concrete  takes  the  place  of  stone 
or  bi-icivworl-;,  figure  the  contents  the  same  as 
you   would   l)ricl<   or   stonework. 

It  is  not  safe  to  do  concrete  work  at  less 
than    ."JO    degrees    above    zero. 

Dimension   Stone — Footings. 

Footings  to  be  measured  oarli  course  sep- 
arately— no     deduction     for     drain     or     other 


openings    under    walls    two    feet    or    less    in 
width. 

Bridge   Masonry.. 

Compute   actual   cubic   contents.    . 
Surface    dressing   of   all    kinds,    extra. 
It  is  not  safe  to  do  Dimension  stone  work 
at    less    than    25    degrees    above   zero. 

Kubtolework. 

Footings  to  be  measured  by  actual  con- 
tents. 

Note. — Footings  are  all  such  foundation 
courses,  not  exceeding  sixteen  inches  in 
height  each,  as  are  wider  than  the  body  of 
the   above. 

Note. — In  the  following  the  term  Corner 
is  used  for  salient  angles  of  walls,  and  Angle 
for   re-entering   angles. 

It  is  not  safe  to  do  rubljlework  at  less  than 
25    degrees   above   zero. 

External  Walls. 

Girt  building  and  add  thickness  of  wall  for 
each    external    angle. 

Partition    Walls. 

Intersection  of  partition  walls  two  feet  or 
less  in  width  to  be  measured  double;  if  wider, 
add  four  cubic  feet  to  actual  contents  of 
every   intersection  for  each   foot  in  length. 

Beveled    Corners. 

For  each  corner  of  wall  more  or  less  than 
ninety  degrees,  add  one  foot  six  inches  to 
length    of   wall. 

Circular  Walls. 

For  round  walls  add  one-flftli  of  length 
of  grit  measure. 

Pilasters,  Etc. 

All  projections,  sucli  as  chimney  breast, 
piers  connected  with  walls,  and  pilasters  to 
be  measured  actual  cubic  contents  contained 
therein,  and  one  cubic  foot  added  thereto  for 
each  corner  for  every  foot  in  height. 

Piers. 

Independent  square  piers  to  be  nieasured 
by  the  same  rule. 

Polygon  and  round  jiiir  wcnl.;  at  special 
rates. 

Recesses,  Etc. 

Recesses  and  slots  to  be  measured  solid, 
and  in  addition  thereto  allow  one  cubic  foot 
for  every  foot  in  height. 

Arches. 

Stone  arches  are  classed  as  cut-stone 
work. 

Openings. 

Deduct  contents  of  windows,  doors  and 
otlicr  oi)enings,  measuring  from  top  of  sill 
to  spring  of  arch,  and  add  two  feet  of  wall 
for  each  jamb  for  every  foot  in  height  of 
opening. 

No  deductions  are  to  be  made  for  cut-stone 
trimmings    and    lintels. 

Brickwork. 
Note. — ^Different  cities  make  different 
lirielc;  in  reality  the  products  of  no  two 
Ijricliyards  are  entirely  alilvc  in  size,  nor,  for 
that  matter,  all  bricks  burnt-d  in  the  same 
kiln.  The  necessity  of  acknowled.gin,g  some 
standard  for  purpose  of  measuration  and  cal- 
culation is  obvious.  In  these  rules  the  di- 
mensions of  a  brick  are  understood  to  be  2 
by  4  by  S  inches.  "We  therefore  speak  of  1- 
incli  walls,  meaning  tlie  width  of  one  brick: 
of  8-inch,  meaning  tlie  widtli  of  two-liricks. 
and  12-inch  walls,  meaning  the  len.gth  of  one 
and  width  of  another  brick,  etc..  altliougli  the 
actual  width  of  wall  will  be  more  or  less  in 
excess    of    these    measures. 


CHICAGO  CLEVELAND 

Telephone  Harrison  6981 

R.  S.   KALDEMAN,  President  L.  G.  HALDEMAN,  Secretary 

LENNOX-HALDEMAN  CO. 
Plastering 

Continental  and  Commercial  Bank  Building 

208  South  La  Salle  Street 

CHICAGO 

Telephone  State  4993 

N.  J.  PARENT  COMPANY 


Plastering  Contractors 

Plain  and  Ornamental 


5  South  Wabash  Avenue 
CHICAGO 
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Every  superficial  foot  of  "one-half  brick 
(or  4-inch)  wall"  to  be  estimated  at  seven 
and  one-lialf  bricks;  of  "one  brick  (or  S-inch) 
wall"  at  fifteen  bricks;  of  "one-half  brick 
(or  12-inch)  wall"  at  twenty-two  and  one- 
half  bricks;  of  "two  brick  (or  16-inch)  wall" 
at  thirty  bricks,  etc. — increase  tlie  number 
of  brick  by  seven  and  one-half  for  every 
additional   half-brick    in    thickness   of   wall. 

It  is  not  safe  to  lay  brick  at  less  than  20 
degrees  above  zero;  brick  laid  in  cement  at 
less  than   25   degrees  above  zero. 

External   Walls. 

If  sixteen  inches  thick  or  less  girt  build- 
ing and  add  thicliness  of  wall  for  each  ex- 
ternal angle. 

When  thicker,  add  to  actual  contents  of 
each  corner  one  and  one-half  cubic  feet  for 
every  foot  in  height. 

Allow  for  wall  ends  as  for  corners. 

Bound  Walls. 

Sixteen  inches  thiclv  or   less. 

For  circular  walls,  or  radius  sufficiently 
large  to  obviate  the  necessity  of  using  spe- 
cially molded  or  cut  brick,  add  one-fifth  of 
length    to    girt. 

When  thicker  allow  for  sixteen  inches  of 
such  wall  as  per  above  rule,  and  measure  all 
in   excess   as   straight   worlc. 

Cut  or  molded   at   special    rates. 

Beveled    Corners. 

For  each  corner  of  wall  of  more  or  less 
than  ninety  degrees,  add  one  foot  six  inches 
to  length  of  girt. 

Partition    Walls. 

Sixteen  inches  thick  or  less.  Intersection 
of  partition  walls  (bonded  together  in  any 
manner — not  abutting)  to  be  measured 
double. 

Wlien  thicker,  add  one  and  one-half  cubic 
feet  to  actual  contents  of  every  intersection 
for   each    foot   in   height. 

Partition  walls  connecting  with  stone 
walls  to  be  measured  one  foot  into  such  wall. 

Chimney    Breasts    and    Pilasters. 

All  flues  and  hollows  in  chimneys  four  feet 
or  less  in  area   to  be  measured   solid. 

When  larger  deduct  one-half  contents  of 
flue. 

For  all  chimney  breasts  and  pilasters  add 
eight  inches  to  face  for  each  corner  and 
multiply  length  so  obtained  by  width  (pro- 
jection). 

Detached  chimneys  in  buildings  and  plain 
chimney  tops  to  be  measured  solid  and  one- 
half  of  one  cubic  foot  to  be  added  for  each 
corners    of   every    foot    in    height. 

Stacks. 

Chimney  stacks  at  special  rates.  When 
square,  find  cubic  contents,  measuring  liol- 
low  walls  solid,  and  deducting  flue.  When 
round  or  octagon,  take  lengtli  of  diameter 
for  side,  and  measure  as  though  it  was 
square. 

Piers. 
Independent     piers     to     be     measured     lilve 
chimneys. 

Hollow  Walls. 
Hollow   walls   to   lie   ine:is\ii-ed   solid. 

Stone   Pronts. 
Stone    fronts    backed    with    brickwork,    de- 
duct   thickness    of    aslilar     from     width     and 
figure    ordinary    walls. 

Gables    and   Wall   Tops. 
Whenever    clipping    of    brick    is    required, 
add   to  actual   contents   the   length   of  line   of 
clipping  by  one  foot  by  thickness  of  wall. 
Cornices   and  Belts. 
If  of  running  courses  oniy.  mnltipl\-  lengtli 
by  height  (greatest  grit  in  the  cut)  by  great- 
est projection. 

ilf  enriched  (by  corbels,  brackets  and  pan- 
els), multiply  other  dimensions,  as  given,  by 
greatest   grit   length. 


Iiedges. 

INIultiplj'  length  by  heiglit  by  greatest  pro- 
jection. 

Projections. 

All  other  projections,  if  four  inches  or  less, 
to  be  measured  four  inches;  if  above  four 
inclies,  and  not  exceeding  eight  inches,  to 
be  measured  eight  inches;  if  above  eight  in- 
ches, and  not  exceeding  twelve  inclies,  to 
be   measured    twelve   inches,   etc. 

Gauge  Work. 

Gauge    work   at    special    rates. 
Opening's. 

Openings  to  be  measured  from  top  of  sill 
to  spring  of  arch  and  shortest  distance  be- 
tween  brick   jambs   for   width. 

No  deductions  to  be  made  for  openings  two 
feet  six  inches  or  less  in   width. 

One-half  of  contents  to  be  deducted  of 
openings  from  two  feet  six  inches  to  six 
feet   in  width. 

For  openings  of  more  than  six  feet  in 
width  allow  one  foot  six  inches  by  thickness 
of  wall   by   height   for   each    jamb. 

Slots,  Panels,  Btc. 

No  deduction  to  l>e  made  for  slots,  chases, 
niches,  panels  or  other  recesses  of  four  feet 
or  less  in  width;  if  wider  deduct  contents 
and  add  two  cubic  feet  of  wall  for  every 
foot  in   height. 

Trimming's. 

No  deductions  in  measuring  brickworlv  for 
cut-stone  or  other  trimmings,  bond-blocks, 
timber,  joists  or  lintels. 

Arclies. 

Arches — not    gauged. 

In  vaults,  multiply  length  of  chord  at 
spring  of  arch  by  height  from  chord  to  ex- 
tra dos  bv  thickness  of  arch. 

In  wails:  find  contents  of  arch  by  same 
rule   and   add   to   wall   measurement. 

In  sewer  and  tunnel  arches  multiply 
length   of   extrados   by    thickness    of   arch. 

Ploor    Arches    and    Brick    Paving'. 

Floor  arches  and  brick  paving  to  be 
measured  by  the  superficial  foot  and  by  rule 
given  for  measuring  concrete.  Deduct  well- 
holes. 

Brick-Nogging. 
Measure    as    ordinary    brickwork.      Deduct 
full    openings — no    studding. 
Cutting. 
Cutting    of    joists    or    other    holes    by    the 
piece;    of    slots,    panels    and    recesses    by    the 
lineal  foot. 

Toothing. 

When  ordered  by  the  owner  or  his  super- 
intendent to  tooth,  rack  or  block,  in  conse- 
quences of  delay,  of  iron,  stone  or  other  ma- 
terial, that  masonwork  may  connect  with, 
such  toothing,  racking  or  blocking  shall  be 
measured  as  extra  work,  as  follows:  In- 
crease girt  length  of  such  line  by  one-half, 
and  multiply  by  one  foot  of  thickness.,  of 
wall. 

Pressed   Brickwork. 

Measure  all  exposed  surfaces  of  brick  by 
the    superficial    foot. 

Cut-Stone    Setting. 

Measure  vault  covers,  flagging,  curbing 
and  ashlar  by  the  sui)erficial  foot,  coping  and 
belt  courses  by  the  lineal  foot;  all  other  cut 
stone    by    the    cubic    foot. 

Tuckpointing    and   Cleaning. 

Tuckpointing  and  cleaning  and  pointing 
stonework  to  be  measured  by  the  superficial 
foot   of  exposed  surfaces. 

Deadening. 

Deadening    to    be    measured    by    the    super 
fical    yard,     floor    measure,    between    walls — 
take   out   well  holes. 


627 


Phone:  I-'ranklin  260^ 


GOSS  &  GUISE 

Plastering    Contra ctors 


121 1  Security  Building,  Madison  and  Wells  Streets 
CHICAGO 


Telephone:  Humboldt  3223 


Wm.  Williams 


Plastering   Contractor 


^841  Edgewood  Avenue  CHICAGO,  ILL. 


628 


Telephone  Main  2653 


EDWARD    MIDDLETON   COMPANY 


PLASTERING    CONTRACTORS 


SUITE  1122-133  W.  WASHINGTON  ST. 


EDWARD   MIDDLETON,   PRESIDENT  CHICAGO 


HENRY  W.  KALTEUX  CLAUDE  E.  BROWN 


KALTEUX-BROWN  COMPANY 

Plain  and  Ornamental 

Plastering  Contractors 

25  North  Dearborn  Street  Tel.  Dearborn  ttst 
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WINTHROP 

TAPERED  ASPHALT  SHINGLES 


are  almost  twice  as  thick  as  ordinary  shingles.     Their  thick 

butts  cast  a  heavy  shadow  line  that  gives  a  roof  a  distinctive 

appearance.     These  shingles  are  uniform  in  size  and  furnished 

in    tile-red,    sea-green,    and    blue-black.      In    solid    colors    or 

mottled  combinations,  they  make  a  beautiful  roof. 
Also  made  in  the  form  of  3-in-l  Strip  Shingles. 
Samples  and  literature  free. 

BECKMAN-DAWSON  ROOFING  COMPANY 

111  Jackson  Boulevard 

Telephones    Wahash    2121-2128  CHICAGO,   ILL. 


Telephone   Boulevard    1300-1301-1302 

William  Morris  &  Sons  Co 

Hardwood  Interior  Finish 

VENEERED  DOORS  OUR  OWN  MANUFACTURE 
A  SPECIALTY 

OFFICE  A\D   PFANT 
50lh   and   Morgan   Streets 

CHICAGO 
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MISCELLANEOUS  AND  USEFUL  INFORMATION  CONCERNING 
BUILDING  ENGINEERING,  TRADES  AND  MATERIALS. 

The  following  pages  contain  tables,  formulae,  and  miscellaneous  infornnation  in- 
tended to  be  of  assistance  to  architects  in  the  preparation  of  plans,  specifications, 
estimates,  and  the  general  supervision  of  the  construction  work.  In  order  to  make 
the  classification  simple  and  to  follow  a  uniform  system  this  matter  is  classified  ac- 
cording to  the  Dewey  System,  see  page  674,  and  the  file  or  classification  numbers  are 
printed  in  small  type  at  the  head  of  each  piece  of  matter  falling  under  a  different 
classification.  As  far  as  possible  the  names  of  authorities  quoted  are  given  but  in 
some  cases  this  has  been   impossible. 

FILE    690.1 

RULES  AND  FORMULAS  FOR  THE  DESIGN  OF  SIMPLE  WOOD  BEAMS  OR  JOISTS. 

When  a  beam  is  to  be  designed  its  length  and  the  loads  to  which  it  is  to  be  sub- 
jected are  known,  thus  the  maximum  bending  moment  may  be  found. 

The  allowable-working-strength  is  assumed  in  accordance  with  engineering  practice 
and  must  not  be  more  than  allowed  by  building  laws,  locally  applicable.  This  allow- 
able-working-strength is  usually  stated  in  municipal  codes  as  a  fixed  number  of  pounds 
per  square  inch  of  cross  sectional  area,  for  each  kind  of  material.  This  might  just 
as  well  be  stated  in  tons  or  any  other  unit  of  weight  per  square  foot  or  any  other 
unit  of  area,  it  being  only  important  that  whatever  unit  of  dimension  is  used  that  the 
same  unit  shall  be  used  both  for  areas,  lengths  and  breadths. 

Breadth-of-the-beam  times  the-square-of-the-depth  divided  by  six  equals  Bending- 
Moment  divided  by  allowable-working-strength  per  unit  of  area  corresponding  with 
unit  of  length  used  for  stating  the  length  and  breadth  of  beam. 

Bending-Moment  (for  beams  uniformly  loaded)  equals  weight-to-be-supported-per- 
unit-of-length   times   the-square-of-the-total-number-of-units-of-length   divided   by   eight. 

For  a  simple  beam  loaded  with  a  single  weight,  the  maximum-Bending-Moment 
(which  is  to  be  used  in  formula)  equals  the-entire-load  times  [(the-length-of-the-beam) 
minus  (the-distance-of-the-lcad-from-the-left-hand-end)]  times  the-distance-of-the-load- 
from-the-left-hand-end-of-the-beam   divided  by  the-length-of-the-beam. 

If  the  load  be  movable  the-distance-of-load-from-left-hand-end  will  be  variable  and 
the  maximum-moment  will  be  developed  when  the  load  is  at  the  middle  where  the 
maximum-Bending-Moment  is  equal  to  one-fourth-the-load  times  the-length-of-the-beam. 
Placing  the  entire  load  on  a  beam  at  its  center  therefore  produces  the  maximum  strain 
that  it  Is  possible  to  produce  on  such  beam  by  any  position  of  such  load. 

APPLICATION   OF  ABOVE  PRINCIPLES. 

M=maximum  bending  moment. 

S=:the  tensile  or  compressive  unit  stress  per  square  Inch  allowable  by  building  code 

or   engineering   practice   for   the   material    selected    (See    Section    539,    Chicago 

Municipal  Code,  using  the  smallest  value  where  there  is  a  difference  between 

compression  and  tension  strength.) 
1  =  length  in  inches  of  beam  between  supports. 
b  =:  breadth  In   inches  of  the  beam, 
d  =  depth  in  inches  of  the  beam. 
w  =  weight  in  pounds  on  beam  including  the  weight  of  the  beam  itself  per  each  inch 

ol  length. 
W  =  total  weight  in  pounds  on  beam  =  1  w. 


FOR   UNIFORM    LOADING. 


.3  wl^ 
4  d-  S 


Wl  ,/3wl2  /3W1,,,        ,, 

7-^2-^==  breadth  of  beam.  \  4,  b  S  ^  VtITs  ""  ™ 

To  find  b  it  Is  necessary  to  assume  a  value  for  d.  Also  to  find  d  it  is  necessary  to 
assume  a  value  for  b.  In  case  it  is  found  that  the  value  by  formula  is  too  large  or 
too  small  for  practical  use,  then  assumed  value  must  be  changed  so  as  to  bring  the 
computed  value  to  a  practical  size. 
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SAFE  STRENGTH  OF  CONCENTRICALLY  AND  ECCENTRICALLY 

LOADED  REINFORCED  CONCRETE  COLUMNS 

Benj.   ]•-'.  Winslow,  A.  I.  A.,  I.  S.  A.,  Architectural  Kngincer,  Mem.  Am.  Soc.  C.  E. 

Copyright,  1922,  by  II.  L.  Palmer 

NOTATION  the  result  of  which  is  given  in  table  (2). 

A=TotaI     core     area     in     square     inches     re-  Tables    (1)    and    (2)   give    the    strength    of 

(luired    to    take    care    of    a   direct    load    and  columns   for  concentric   loads  only.     By   help 

a  moment.  of    the    motiiod    given    in    Lhe    following,    they 

Ai=Area   in    square    inches   required    to   take  can  also  be  used  for  eccentric  loads: 

care  of  concentric  load  only.  The    direct    compressive    stress    in    a    short 

Ao=Area    in    square   inches    required    to    take  concentrically   loaded  column   is: 

care  of   the   bending    moment  onl.\-.  Pi 

ri=Total     concentric     load     on     column     in  f= — • (10) 

pounds.  Ai 

l\.=Total  eccentric  load  on  column  in  pounds.  for   which    the    cross   sectional    area    required 

r=Total      equivalent      concentric      load      on  to   take   care   of   the  concentric   load    is 

column    in    pounds,    or    the   concentric    load  .   f^^'^\ 

which    will    produce    the    same    maximum  -^i       \f~/ 

stress  on  the  column  as  the  eccentric  load  when  the  column  load  is  eccentric,  the  effect 

,,^2-        ,.                         ^                     ,.          .        .      ,  of  such  a  load  on  the  column  is  the  same  as 

M=Bending     moment     on     section     in     inch  the   combined   effect   of 

pounds=Poe.          /  y\2  1)     ^  concentric  load   Pi=P2 

C2=A  Constant=2  (  "   j  2.)      A  moment  equal  to  P2Xe=M. 

E,=Modulus  of  elasticity  of  steel.  ,    The   effect   of   the   concentric   load   is   given 

K..=Modulus  of  elasticity  of  concrete.  ^^y  dO)  and  (11)   and  the  extreme  fibre  stress 

S.7=Section   modulus  ^^^      ^^    ^    moment,  acting    on  a    section    of 

I=Moment  of  inertia  of  cross  section.  either   a   column    or   a  beam,    is   according   to 

r=Radius    of    gyration   of   cross   section.  the  common  theory  of  flexure: 

d'=Outer  diameter  or  side  of  steel  reinforce-  M       Poc 

ment  in  inches.  ^2=  —  = (12) 

do=Inner  diameter  or  side  of  steel  reinforce-  Se         S2 

ment  in  inches.  The    safe    allowable    bending    stress    fo    is 

a=Constant    in    moment    of    inertia    formula  often  taken  at  a  different  value  than  the  safe 

I=^ad*.  allowable   compressive   stress   f.     Calling   the 

b==\Vidtia   or   breadth    of   rectangular    column  ratio 

in  inches.  ^2 

d=Core   diameter    in    inches    of    hooped   rein-  ■ — =k (13) 

forced   concrete    column    or    side    of    square  f 

tied   reinforced  concrete   column.  we    obtain    from    (12) 

e=Eccentricity  of  load  P2  in  inches.  P-e 

f=Average  stress   in   pounds  per  sijuare   inch  kf= • (14) 

on  entire  column  section.  S2 

fi=Allowable     safe     compressive     stress     as  multiply  both   sides  of  the  equation  with  the 

given   by    the    Chicago   Building   Ordinance,  area  Ao 

on  plain  concrete.  A2P2e 

f^=Stress  on  extreme  fibre  in  lbs.  per  square  A2kf= 15) 

inch    due    to    the    moment    on    the    section  S2 

caused  by   the   eccentric   load.  from  which  we  have 

f2  F2  e  Ao 

k=Ratio—  A2=- ■ (16) 

f  f    k  S2 

m=Constant    in    radius    of    gyration    formula  The  ratio 

r=md.  A2        A2         Aoy         Aoy         y 

ni=Constant     in     section     modulus     formula  —  =  ■ —  =^  = =  —     •      .      (17) 

S=nid^  S2           I              I            Anr2        1-2 

p=percentage   of   vertical    steel    in   column.  - 

Pi=perccntage  of  hooping  steel  in   column.  y 

E'l  A  2 

n=Ratio —  It      will      also      be      noted      that     Xd== 

Eo  S2 

m,=Constant    for    the    area    of    a    cross    sec-  Aod       m'd''      m^ 

tion   A^mid-.  = ==  — 

For  all  reinforced  concrete  columns.  S2        n'd^       ni 

Pi=Aif (1)  This  ratio  is  thus  seen  to  be  a  ratio  which 

when   the  value    (f)    varies   with   the   type   of  is   dependent   upon   the   shape   of   this   section 

the  column  used  and  with  the  reinforcement.  only    and    not    at    all    upon    the    area   Ao.      It 

For    tied    S(!uare    or    rectangular   reinforced  can    therefore   be   applied   to   any   area  what- 

concrete   columns  ever  as  long  as  the  shape  of  this  section  is 

(p                \  the    same. 

1  +  Y5^(n— 1)1 (2)  Introducing    (17)    in    (16)    and    multiplying 

T    .      ,      .        ■      /o^  ...IT                   1          /■o\  both    numerator    and    denominator    with    (d) 

Introducing  in  (2)  the  ordinance  values  (2)  ^^.^    ^^^^^.^    ^ftg,.    ,.eduction 

bcomes  P"     1       v=  p 

for  1  :  2       :  4  Concrete  :  f=400  (l-f0.14p)    (3)  a—  —  — -->___:                                        riR^ 

for  1  :  IV2  :  3  Concrete  :  f=480  (1  +  O.llp)   (4)  '^^        f    ,    "  „2  -q 

for  1  :  1       :  2  Concrete  :  f=580  (1  +  0.09P)   (5)  x    .v      i     u                    /v\  = 

the    result    of    which    is    given    in    table    (1).  which    when   constant  C=2      (  -. )         is  intro- 

For    reinforced    concrete    hooped     columns  ,         .    ,                                               V  r/ 

the  Chicago  Ordinance  requirements  leads  to  ouced,  beooines 

the  following  formula:  ___f.  riQ'* 

f=f,  fl+-^(n — l)^f  l  +  2.5n^^V    (6)  '       f    k    d         " 

V        100              J\                100/  The    total    column    area    required    to    take 

Introducing    the    ordinance    values    (6)    be-  care    of    the    concentric    load    as   well    as    the 

comes  moment    is 

for    1    :   2        :   4~  concrete:     f=500     (l-|-0.14p)     (l  +  0.375pi) (7) 

for    1    :   I'/a    :   3    concrete:     f=600     (1  +  O.llp)     (l  +  0.300pi) (8) 

for    1    :   1        :   2     concrete:     f=725     (1  +  0. 09p)     (l  +  0.25pi)  (9) 
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Allowable  Safe  Unit  Compression  Stress  (f)  for  Tied  Reinforced  Concrete  Columns. 

Table  1. 


Per  Cent 

Table  of  f 

Per  Cent 

of  Vert. 

Steel 

Table  of  f 

Per  Cent 

of  Vert. 

Steel 

Table  of  f 

of  Vert. 
Steel 

n  =15 
1:2:4 

D=12 

1:13^:3 

n=10 
1:1:2 

n  =15 
1:2:4 

n=]2 

n=10 
1:1:2 

n  =15 
1:2:4 

n=12 
1:1J^:3 

n=10 
1:1:2 

0 

400 

480 

580 

1.4 

478 

554 

653 

2.4 

534 

607 

705 

o.s 

428 

500 

606 

1.5 

484 

559 

658 

2.5 

540 

C12 

710 

0.6 

434 

512 

611 

1.6 

490 

564 

664 

2.6 

546 

617 

716 

0.7 

439 

517 

617 

1.7 

495 

570 

669 

2.7 

551 

623 

721 

0.8 

44.5 

523 

622 

1.8 

501 

575 

674 

2.8 

557 

628 

726 

0.9 

450 

528 

627 

1.9 

506 

580 

679 

2.9 

562 

633 

731 

1.0 

456 

533 

632 

2.0 

512 

586 

684 

3.0 

568 

038 

737 

1.1 

462 
467 
473 

538 
543 
549 

637 
643 
648 

2.1 
2.2 
2.3 

518 
523 
529 

591 
596 
601 

690 
695 
700 

1.2 

1.3 

A=Ai+A2 (20) 

Introducing    in    (20)    the    volume    found    in 
(11)  and  (19)  we  have 
Pg     Pa  C    e 

A=— + — (21) 

f        f    k    d 
P2/         C    e  \ 

or     A==—    I  l-[ I (22) 

f     \         k    d  / 
and  finally 

Af=P=P..  (n —I     ....       (23) 

\        k    d  / 
where      Af=P=the       equivalent       concentric 
load  on  the  column  which  produces  the  same 
stress  on  the  section  as  the  eccentric  load  Po. 

Eccentrically  loaded  columns  can  therefore 
be  figured  same  as  concentrically  loaded 
columns  simply  substituting  the  equivalent 
load  P  for  the  actual  eccentric  load  Po. 

The  difficulty  in  doing  this  simply  consists 
in  obtaining  the  value  of  (C).  It  will  be 
seen  from  the  above  that  no  error  whatsoever 
is  inade  by  obtaining  the  value  (C)  from  the 
final  column  section  (A)  instead  of  from  the 
moment  section  Ao.  This  has  therefore 
been  done,  and  the  properties  worked  out  for 
the  final  column  section  A.  The  properties 
for  the  reinforced  concrete  sections  have 
been  obtained  by  multiplying  the  steel  areas 
by  (n — 1)  and  by  finding  the  properties  of 
the  equivalent  section  in  the  standard  man- 
ner, assuming  that  for  round  columns  the 
steel  area  would  form  a  ring  of  the  same 
area  as  the  steel  reinforcing,  and  for  square 
columns  that  the  steel  area  would  form  a 
hollow  square  of  the  same  area  as  the  Steel 
reinforcing,  the  thickness  depending  upon  the 
percentage   of   reinforcing   in    the   column. 

It  will  be  too  long  here  to  give  the 
mathematics  for  this.  However  the  resulting 
formula  for  the  section  modulus  of  the 
column   section   was   found    to  be   as   follows: 

for    □    Cols.    S=0.1G67d3|(n— 1)  [ 

for   O   Cols.    S=0.09S2d=|(n— 1)  ( 

By  help  of  table  (3)  the  equivalent  con- 
centric load  can  be  found  from  formula  (23) 
for  any  case  whatsoever.  This  value  can  be 
found  for  any  value  of  (k).  When  k=l,  or 
when  the  allowable  bending  and  compression 

C 
stress  are  equal.  —  becomes=C. 
k 

700 

In   the  Chicago  Ordinance   the   ratio  k== 

400 
=1.75,    and    this    value    has    therefore    been 

C 
used    in    table    (3)    for    the    value   — 

k 
MHien  many  columns  have  to  be  figured 
it  is  somewhat  cumbersome  to  solve  (23) 
for  each  case.  The  author  has  therefore 
attempted  to  solve  all  cases  once  for  all 
In  tables  (4)  and  (5). 


From    (23)    we   obtain   direct 

P2             1 
Ratio  —  = • 


(26) 


P  C  e 

1+— - 
k  d 
which  gives  the  ratio  of  the  equivalent 
concentric  load  to  the  actual  eccentric 
load.  Tables  (4)  and  (5)  give  this  ratio 
expressed  in  percentages  of  the  strength  of 
that  of  a  concentrically  loaded  column 
The  concrete  for  all  columns  given  in 
Tables  (4)  and  (5)  is  assumed  to  be  of  a 
1:1:2  mixture.  For  other  mixtures  of 
Concrete  the  percentage  value  will  be 
slightly  increased.  Their  exact  value  can 
be  obtained  from  table   (3)   and  formula  (23). 

Tables  (4)  and  (5)  show  at  a  glance  the 
weakening  effect  of  applying  a  load  with  a 
given  eccentricity.  The  value  in  this  table 
for  a  concentric  load  will  in  all  cases  be 
100.  The  difference  between  100  and  the 
percentage  given  in  the  tables  represents 
the  weakening  effect  due   to  the   eccentricity. 

It  has  been  assumed  in  this  analysis  that 
the  neutral  axis  of  the  section  in  all  cases 
would  go  through  the  center  of  gravity  of 
the  section.  This  is  in  conformity  with  the 
common  theory  of  flexure.  This  assump- 
tion only  holds  good  as  long  as  there  is 
no  actual  tension  in  the  concrete.  There 
will  be  no  actual  tension  in  the  concrete 
as  long  as 
C    e   < 

1 (25) 

k  d  = 
that  is  as  long  as  the  percentages  given 
in  tables  (4)  and  (5)  are  above  50%.  It 
will  lie  noticed  that  in  these  tables  there 
are  no  values  below  50,  which  ineans  that 
in  all  cases  actual  compression  will  exist 
over  the  entire  column  section. 

When    actual    tension    is    developed    on    one 


fix 


(24) 
(25) 


side  of  the  column  section  the  neutral 
axis  will  move  away  from  the  center  of 
gravity  of  the  column  section,  as  the  con- 
crete is  unfitted  to  resist  tensile  stresses. 
Tlie  method  of  obtaining  the  properties  of 
the  column  section  under  these  circum- 
stances become  very  complicated    indeed. 

It  is  fortunate,  howevei'.  that  must  cases 
of  eccentrically  loaded  columns  wliich  occur 
in  actual  practice  will  come  inside  of  the 
range   of  tables    (4)    and    (5). 

In  monol.vtic,  reinforced  concrete  construc- 
tion there  is  more  or  less  uncertainty  with 
respect  to  the  eccentricity  of  the  load.  For 
this  reason  tables  (4)  and  (Tt)  have  been 
made,  so  that  they  can  be  used  for  any  prob- 
able   eccentricity. 

In  monol.vtic  reinforced  concrete  construc- 
tion the  moment  found  at  any  rigid  joint  will 
divide    itself    between    all    of    the    members 
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Properties    of    Reinforced    Concrete    Column    Sections.                  Table  3. 

Bound  Hooped  Columns                      1 

Sq.uare   Tied   Columns                            1 

% 

Mix 

I 

Si 

r 

C 

700 

400 
=   1.75 

%  V. 
Steel 

Mi.\ 

.\xis 

r=ad< 

Val. 

of  a 

a 

S2=rnd' 

Val. 

of  n 

n 

r  =md 

Val. 

of  m 

m 

Ad 
C=  — 

s 

C 

700 

400 
=     1.75 

C/k 

1 

%  of 

V. 
Steel 

Con- 
crete 

I=ad' 

.><.,=  nd' 

r  =  ind 

.\d 
C=    — 

s 

Plain 
Plain 

All 
.\11 

n 

dia. 

0.0833 
0.0833 

0.1667 
0.1179 

0.289 
0.289 

6.000 

8.482 

3.43 
4.85 

a 

n 

m 

C 

C/k 

0.5 

1:2   :4 

D 
dia. 

0.0938 
0.0938 

0.1876 
0.1326 

0.286 
0.286 

5.330 
7.541 

3.05 
4.31      • 

Plain 

1:2  :4 
1:1}:3 
1:1    :2 

0.0491 
0.0491 
0.0491 

0.0982 
0.0982 
0.0982 

0.250 
0.2.50 
0.250 

8.00 
8.00 
8.00 

4.571- 

4.571 

4.571- 

1:15:3 

D 
dia. 

0.0915 
0.0915 

0.1831 
0.1295 

0.286 
0.286 

5.461 
7.722 

3.12 
4.41 

0.6 

1.2   :4 
l:li:3 
1:1    :2 

0.0o.o3 
0.0.339 
0.0.530 

0.1106 
0.1079 
0.1061 

0.248 
0.248 
0.248 

7.10 

7.27 
7.40 

4.06 
4.15 
4.23 

1:1    :2 

D 
dia. 

0.0900 
0.0900 

0.1801 
0.1274 

0.287 
0.287 

5.552 
7.849 

3.17 
4.48       1 

1.0 

1:2   :4 
1:15:3 
1:1    :2 

0.0615 
0.0588 
0.0570 

0.1231 
0.1176 
0.1141 

0.246 
0.248 
0.247 

6..38 
6.68 
6.88 

3.65 
3.82 
3.93- 

1.0 

1:2   :4 

D 
dia. 

0.1042 
0.1042 

0.2085 
0.1475 

0.283 
0.283 

4.796 
6.780 

2.74 
3.87 

1:15:3 

D 
dia. 

0.0997 
0.0997 

0.1995 
0.1412 

0.286 
0.286 

5.013 
7.082 

2.86 
4.05 

1.6 

1:2   :4 
l:i;:3 
1:1    :2 

0.0G70 
0.063G 
0.0610 

0.1353 
0.1272 
0.1221 

0.242 
0.244 
0.245 

5.81 
6.31 
6.43 

3.32 
3.60 
3.67 

1:1    :2 

n 

dia. 

0.0968 
0.0968 

0.1936 
0.1369 

0.286 
0.286 

5.165 
7.305 

2.95- 
4.17 

2.0 

1:2   :4 
1:15:3 
1:1    :2 

0.0740 
0.0686 
0.0651 

0.1480 
0.1373 
0.1302 

0.240 
0.242 
0.244 

5.. 30 
5.72 
6.03 

3.06 
3.26 
3.44 

1.5 

1:2   :4 

D 
dia. 

0.1148 
0.1148 

0.2296 
0.1622 

0.280 
0.280 

4.355 
6.165 

2.49         j 
3.52 

2.5 

1:2   :4 
1:15:3 
1:1    :2 

0.0796 
0.0731 
0.0687 

0.1593 
0.1462 
0.1375 

0.236 
0.239 
0.241 

4.93 
5.37 
5.71 

2.81 
3.07 
3.26 

1:15:3 

D 
dia. 

0.1080 
0.1080 

0.2161 
0.1528 

0.287 
0.287 

4.627 
6.544 

2.64 
3.74 

1:1    :2 

a 

dia. 

0.1035 
0.1035 

0.2071 
0.1464 

0.283 
0.283 

4.829 
6.831 

2.76       ; 
3.90 

3.0 
4.0 
5.0 

1:2   :4 
l:li:3 
1:1    :2 

0.0857 
0.0779 
0.0726 

0.1715 
0.155S 
0.1453 

0.233 

0.237 
0.239 

4.58 
5.04 
5.41 

2.62 

2.88 
3.09 

2.0 

1:2   :4 

D 
dia. 

0.1256 
0.1256 

0.2512 
0.1775 

0.277 
0.277 

3.981 
5.634 

2.28       ' 
3.22       ( 

1:2   :4 
1:15:3 
1:1    :2 

0.0980 
0.0875 
0.0S05 

0.1960 
0.1750 
0.1611 

0.226 
0.232 
0.235 

4.01 
4.49 

4.87 

2.29 
2.57 
2.78- 

1:15:3 

n 

dia. 

0.1165 
0.1165 

0.2331 
0.1048 

0.280 
0.280 

4.290 
0.068 

2.45      ,' 
3.47      ; 

1:2   :4 
1:1*:3 
1:1   :2 

0.1101 
0.0970 
0.0883 

0.2202 
0.1941 
0.1766 

0.220 
0.227 
0.231 

3.57 
4.05 
4.45 

2.04 
2.31 
2.54 

1:1    :2 

D 
dia. 

0.1105 
0.1105 

0.2210 
0.1563 

0.282 
0.282 

4.525 
6.398 

2.59       ; 
3.66 

2.5 

1:2   :4 

D 
di.a. 

0.1352 
0.1352 

0.2704 
0.1911 

0.272 
0.272 

3.698 
5.233 

2.21 
2.99 

6.0 

1:2   :4 
1:15:3 
1:1   :2 

0.1222 
0.1065 
0.0960 

0.2445 
0.21.30 
0.1921 

0.2,15 
0.222 
0.227 

3.21 
3.69 
4.08 

1.83 
2.11 
2.33 

1:15:3 

D 
dia. 

0.1240 
0.1240 

0.2481 
0.1752 

0.276 
0.276 

4.031 
5.708 

2.30 
3.26 

7.0 

1:2   :4 
1:15:3 
1:1    :2 

0.1336 
0.1155 
0.1034 

0.2673 
0.2311 
0.2069 

0.208 
0.217 
0.223 

2.94 
3.40 
3.80 

1.68 
1.94 
2.17 

1:1    :2 

D 
dia. 

0.1166 
0.1166 

0.2333 
0.1650 

0.270 
0.279 

4.286 
6.061 

2.45 
3.46 

8.0 

1:2  :4 
1:15:3 
1:1    :2 

0.1457 
0.1250 
0.1112 

0.2914 
0.2500 
0.2224 

0.20G 
0.212 
0.219 

2.70 
3.14 
3.53 

1.54 

1.795 

2.018- 

3.0 

1:2   :4 

n 

dia. 

0.1455 
0.1455 

0.2910 
0.2056 

0.269 
0.269 

3.436 
4.846 

1.97 
2.78 

1:15:3 

D 
dia. 

0.1322 
0.1322 

0.2044 
0.1870 

0.273 
0.273 

3.782 
5.348 

2.16 
3.05 

1:1    :2 

D 
di.a. 

0.1233 
0.1233 

0.2466 
0.1742 

0.276 
0.276 

4.055 
5.741 

2.32- 
3.28 

meeting   at    the    joint    in 
relative    rigidities.      W'he 
members  are  tiie  same,  t 
of  the  cross  section  will 
for  the  rigidity  of  the  n 

Table     (3)     gives    the 
of     column     sections. 

proportion    to    their       ment     of    inertia    of    the     floor     girders     are 
n   the   length    of   the       known,  the  question  of  how  much  of  the  mo- 
le  moment  of  inertia       ment  each  column  and  each   girder  will  take 

be  a  direct  measure       care   of  can   be  determined, 
lember.                                       In  monolytic  reinforced   concrete  construc- 

moment    of    inertia       tion  the  moment  at  any  joint  may  be  caused 
Whenever     the     mo-       by  any  one  or  all  of  the  following  causes- 

( 
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Strength  of  Eccentrically  Loaded  Reinforced  Concrete  Columns  in  Percentages  of  the 
Strength  of  Concentrically  Loaded  Columns.     Round  Hooped  Columns  of  1:1:2  Mix. 

For  All  Percentages  of  Hooping  Reinforcing.  Table  4. 


Core 
Diam. 

Ecc. 

Offset 

Plain 

1% 

4% 

5/0 

Core 
Diam. 

Ecc. 

Offset 

Plain 

1% 

4% 

8% 

1 " 

i 

1" 

87.5 

89.0 

92.0 

94.1 

1 " 

~2 

2" 

88.7 

90.2 

92.9 

94.1 

1 " 

2 

2" 

77.8 

80.3 

85.2 

88.8 

1" 

4" 

79.7 

82.1 

86.7 

89.9 

8" 

1" 

4" 

63.6 

67.1 

74.2 

79.9 

18" 

2" 

66.3 

69.6 

76.4 

81.7 

2" 
3" 

50.5 

59.0 

60.5 
56.9 

3" 

4" 

56.8 

60.5 
53.4 

68.3 
61.8 

74.9 

69.0 

1 " 

1" 

88.7 

90.2 

92.9 

94.7 

i  " 

2" 

89.8 

91.1 

93.5 

95.2 

1 " 

2 

2" 

79.7 

82.1 

86.7 

89.9 

1" 

4" 

81.4 

83.6 

87.8 

90.  S 

9" 

1" 

4" 

66.3 

69.6 

76.4 

81.7 

20" 

2" 

68.6 

71.8 

78.2 

83.2 

2" 
3" 

53.4 

61.8 
51.9 

69.0 
59.8 

3" 
4" 

59.3 
52.2 

62.9 
56.0 

70.6 
64.3 

76.7 

71.2 

1" 

4 

1" 

89.8 

91.1 

93.5 

95.2 

1 " 

2" 

90.6 

91.8 

94.1 

95.6 

1  '/ 

2 

2" 

81.4 

83.6 

87.8 

90.8 

1" 

4" 

82.8 

84.9 

88.8 

91.6 

10" 

1" 

4" 

68.6 

71.8 

78.2 

83.2 

22" 

2" 

70.6 

73.7 

79.8 

84.5 

2" 

52.2 

56.0 

64.3 

71.2 

3" 

61.6 

65.1 

72.6 

78.4 

3" 

54  5 

62.3 

V 

54.6 

58.3 

66.4 

73  2 

1 " 

4 

1" 

90.6 

91.8 

94.1 

95.6 

1 '/ 

2 

2" 

91.2 

92.4 

94.5 

96.0 

1  " 

2" 

82.8 

84.9 

88.8 

91.6 

1" 

4" 

83.8 

86.0 

89.6 

92.3 

11" 

1" 

4" 

70.6 

73.7 

79.8 

84.5 

24" 

2" 

72.4 

75.4 

81.2 

85.6 

2" 

54.6 

58.3 

66.4 

73.2 

3" 

63.6 

67.1 

74.2 

79.9 

3" 

56.9 

64.5 

4" 

56.8 

60.5 

68.3 

74.9 

1" 

2" 

84.0 

86.0 

89.6 

92.3 

1  'f 

2" 

92.4 

93.5 

95.2 

96.5 

1" 

4" 

72.4 

75.4 

81.2 

85.6 

1" 

4" 

86.0 

87.7 

91.0 

93.3 

12" 

2" 

56.8 

60.5 

08.3 

74.9 

28" 

2" 

75.4 

78.1 

83.4 

87.4 

3" 

.50.5 

59.0 

66.5 

3" 

62.9 

70.4 

77.0 

82.2 

4" 

51.9 

59.8 

4" 

60.5 

64.0 

71.0 

77.6 

1" 

2 

2" 

86.0 

87.7 

91.0 

93.3 

1 '/ 

5 

2" 

93.4 

94.3 

95.9 

97.0 

1" 

4" 

75.4 

78.1 

83.4 

87.4 

1" 

4" 

87.5 

89.0 

92.0 

94.1 

14" 

2" 

60.5 

64.0 

71.6 

77.6 

32" 

•)" 

77.8 

80.3 

85.2 

88.8 

3" 

50.5 

54.3 

62.7 

69.8 

3" 

70.0 

73.0 

79.3 

84.1 

4" 

55.7 

63.5 

4" 

63.6 

67.1 

74.2 

79.9 

1 '/ 

2" 

87.5 

89.0 

92.0 

94.1 

.1  " 

2 

2" 

94.0 

94.8 

96.2 

97.3 

1" 

4" 

77.8 

80.3 

85.2 

88.8 

1" 

4" 

88.7 

90.2 

92.9 

94.7 

16" 

2" 

63.6 

07.1 

74.2 

79.9 

36" 

2" 

79.7 

82.1 

86.7 

89.0 

3" 

.53.8 

57.5 

65.7 

72.6 

3" 

72.4 

75.4 

81.2 

85.6 

4" 

50.5 

59.0 

66.5 

4" 

66.3 

69.6 

76.4 

81.7 

(1)  By  the  column  above  being  eccentric 
with   respect  to  the   column   below. 

(2)  By  the  unbalanced  moment.s  at  the 
face  of  the  column  in  beams  or  girdeis 
framing  into  the  columns  from  opposite 
sides. 

(3)  By  the  beam  or  girder  being  placed 
eccentric   with   respect   to   the  column   axis. 

The  moments  caused  by  the  second  and 
third  of  these  items  may  or  may  not  be  of 
the  same  sign  as  that  of  the  eccentric  load 
from  the  column  above. 

Roughly  speaking,  we  would  ei-r  on  the 
safe  side  by  assuming  that  the  total  moment 


will    be   divided   equally   between    the   column 
above  and   the   column   below. 

When  the  columns  in  two  consecutive  sto- 
ries are  flush  on  one  side  and  are  offset  on 
the  other  side,  as  is  often  the  case  with 
wall  columns  the  eccentricity  of  the  axis  of 
the  two  columns  will  be  V2  of  the  offset.  If 
then  each  column  takes  half  the  moment,  the 
eccentricity  for  each  column  will  be  V4,  of 
the  offset.  This  assumption  althougli  a 
rough  one,  has  been  made  in  tables  (4)  and 
(.'))  in  order  to  assist  in  getting  a  line  on  the 
real  eccentricity  for  the  case  in  hand.  Of 
course    on    this    basis    the    maximum    eccen- 
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Strength  of  Eccentrically  Loaded  Reinforced  Concrete  Columns  in  Percentages  of  the 
Strength  of  Concentrically  Loaded  Columns.                            Table  5. 

Axis  Parallel  with  Side  of  Column 

Axis   Taken  Diag-onally  with   Column                 1 

Square  Tied  Columns, 
1:1:2  Mix 

ScLuare  Tied  Columns, 
1:1:2  Mix 

<^°'-^  Ecc. 
Diam. 

Offset 
One 
Side 

Plain 

1% 

2% 

>J/0 

Core 
Diam. 

Ecc. 

Offset 
2  Con. 
Sides 

Plain 

1% 

2%      3% 

1 " 

4 
1" 

8"       I" 

O" 

3" 

1" 
2" 
4" 

90.3 
82.4 
70.0 
53.8 

91.6 
84.5 
73.0 
57.5 

92.5 
86.1 
75.6 
60.8 
50.8 

92.3 

87.3 
77.5 
63.3 
53.5 

8" 

1 " 

4 

1" 

2 

1" 

2" 
3" 

1" 

2" 
4" 

86.9 
76.8 
62.3 

88.5 
79.4 
65.7 

89.8    90.7 
81.4    83.0 
68.6    70.9 
52.2    54.9 

1 " 

4 

1  '/ 
2 

9"      1" 

2" 
3" 

1" 

2" 
4" 

01.3 
84.0 
72.4 
56.8 

92.4 
85.9 
75.3 
60.4 
50.4 

93.3 
87.4 
77.7 
63.5 
53.7 

94.0 

88.6 
79.5 
66.0 
56.4 

9" 

1 '/ 

4 
X" 

\" 

2" 
3" 

1" 

2" 
4" 

88.1 
78.8 
65.0 

89.6 
81.2 
68.3 
51.9 

90.7    91.7 
83.1     84.6 
71.1    73.3 
55.1     57.8 

1 " 

4 

1" 

10"      \" 

2" 
3" 

1" 

2" 
4" 

92.1 
85.4 
74.5 
59.3 

93.1 
87.1 
77.2 
62.9 
53.0 

93.9 
88. 6 
79.4 
65.9 
56.3 

94.5 
89.6 
81.2 
68.3 
59.0 

10" 

1 '/ 

4 

1  II 
2 

1" 

2" 
3" 

1" 

2" 
4" 

89.2 
80.5 
67.3 

50.8 

90.6 
82.8 
70.6 
54.5 

91.6  92.4 
84.5    85.9 
73.2    75.3 

57.7  60.4 
50  4 

1 " 

4 

1  " 
2 

11  "          1  " 

2" 
3" 

1" 
2" 
4" 

92.8 
86.5 
76.2 
61.6 
51.7 

93.7 
88.2 
78.9 
65.1 
55.4 

94.4 
89.5 
81.0 
68.0 

58.7 

95.0 
90.5 
82.6 
70.4 
61.2 

11" 
12" 
14" 

I " 

4 

1  '/ 
2 

1" 

2" 
3" 

1" 

o" 

4" 

90.9 
82.0 
69.4 
53.2 

91.3 
84.0 
72.5 
56.9 

92.3    93.0           ( 

85.8    87.0           ' 
75.0    77.0 
60.0    62.7 
50.0    52.8          j 

V 
\" 

12"      2" 

3" 
4" 

0" 

4" 

87.5 
77.8 
63.6 
53.8 

89.0 
80.3 
67.0 
57.5 
50.4 

90.3 
82.3 
69.9 
60.8 
53.7 

91.2 
83.8 
72.2 
63.3 
56.4 

11' 

I" 
2" 
3" 
4" 

2" 
4" 

83.2 
71.2 
55.3 

85.2 
74.2 
59.0 

86.7    88.0          j 
76.6    78.6          1 

62.1  64.6          ; 

52.2  54.9          •' 

1  /' 

2 
1" 

14"      2" 

3" 
4" 

2" 
■i" 

89.1 
80.3 
67.1 
57.6 
50.5 

90.5 
82.6 
70.3 
61.2 
54.2 

91.6 
84.4 
73.0 
64.4 
57.5 

92.3 
85.8 
75.1 
66.8 
60.2 

V 
I" 
2" 
3" 
4" 

2" 
4" 

85. 3 
74.3 
59.1 

87.0 
77.0 
62.7 

52.8 

88.4    89.5 
79.2    81.0 
65.6    68.1 
56.0    58.7 
51.6 

1" 

16"       2" 

3" 

4" 

2" 
4" 

90.3 

82.4 
70.0 
60.9 
53.8 

91.6 
84.5 
73.0 
64.4 
57.5 

92.5 
86.1 
75.6 
67.3 
60.7 

92.3 
87.3 
77.5 
69.7 
63.3 

16" 

1" 
1" 
2" 
3" 

4" 

2" 
4" 

86.8 
76.7 
62.3 
52.4 

88.5 
79.4 
65.7 
56.1 

89.8    90.7 
81.4    83.0 
68.6    70.9 
59.3    61.9 
52.2     54.9 

tricity    exists    at    one    or    both    ends    of    the       mixtures    of    concrete.      When    the    ordinance 
column    and    the    eccentricity    at    any    point       was    drawn    up    the    author    pointed    out    that 
along    the    length    of    the    column    can    easily       the   empirical   rule   of   the  Chicago   Ordinance 
be  determined.                                                                       allowed    a    lean    mixture    to    obtain    a   greater 
Reviewing   the   results   in    table    (2),   which       strength    than    a    rich    mixture    of    concrete, 
represents    the   safe   allowable    unit   compres-       The    committee    then    made    the   rule    that    no 
sive   stresses  allowed   by   the   Chicago   Build-       leaner   mixure   than   1:2:4   was   to   be   allowed 
ing  Ordinance,  it  will  l)e  observed  that  for  the       in    reinforced    concrete    columns.       Table     (2) 
highest    percentages    of    steel    practically    the       shows  that  this  rule  did  not  take  care  of  the 
same    strength    i.«    oblpincd    for    the    different       matter    completely.       The     commitee     should 
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Strength  of  Eccentrically  Loaded  Reinforced  Concrete  Columns  in  Percentages  of  the 
Strength  of  Concentrically  Loaded  Columns.  Talile  5. 


Axis  Parallel  with  Side  of  Column 

Axis  Taken  Biag^onally  with  Column 

Square  Tied  Columns, 
1:1:2  Mix 

Square  Tied  Columns, 
1:1:2  Mix 

Core 
Diam. 

Ecc. 

Offset 
One 
Side 

Plain 

1% 

2% 

3% 

Core 
Diam. 

Ecc. 

Offset 
2  Con. 
Sides 

Plain 

1C^ 

27o 

3% 

18" 

1 II 

2 
1" 

2" 
3" 
4" 

2" 
4" 

91.3 
84.0 
72.4 
63.6 
56.8 

92.4 
85.9 
75.3 
67.0 
60.4 

93.3 

87.4 
77.7 
69.9 
63.5 

94.0 
88.6 
79.5 
72.2 
66.0 

18" 

1 '/ 

2 
1" 

2" 
3" 

4" 

2" 
4" 

88.1 
78.8 
65.0 
55.3 

89.6 
81.2 
68.3 
59.0 
51.9 

90.7 
83.1 
71.1 
62.1 
55.1 

91.7 
84.6 
73.3 
64.6 

57  8 

20" 

1 '/ 

2 
1" 

2" 
3" 
4" 

2" 
4" 

92.1 
85.4 
74.5 
66.1 
59.3 

93.1 

87.1 
77.2 
69.3 
62.9 

93.9 

88.6 
79.4 
71.5 
65.9 

94.5 
89.6 
81.2 
74.2 
68.3 

20" 

i" 
1" 
2" 
3" 
4" 

2" 
4" 

89.2 
80.5 
67.3 
57.9 
50.8 

90.6 
82.8 
70.6 
61.5 
54.5 

91.6 

84.5 
73.2 
64.5 

57.7 

92.4 
85.9 
75.3 
67.0 
60.4 

22" 

i" 

2 
1" 

2" 
3" 
4" 

2" 
4" 

92.8 
86.5 
76.2 
68.1 
61.6 

93.7 

88.2 
78.9 
71.3 
65.1 

94.4 
89.4 
81.0 
73.9 
68.0 

95.0 
90.5 
82.6 
76.0 
70.3 

22" 

1  n 

2 

1" 

2" 
3" 
4" 

2" 
4" 

90.1 
82.0 
69.4 
60.2 
53.2 

91.3 

84.0 
72.5 
63.7 
56.9 

92.3 

85.8 
75.0 
66.7 
60.0 

93.0 

87.0 
77.0 
09.1 
62.7 

24" 

1 " 
1" 
2" 
3" 
4" 

2" 

4" 

93.3 

87.5 
77.8 
70.0 
63.6 

94.2 
89.0 
80.3 
73.0 
67.0 

94.9 
90.3 
82.3 
75.6 
69.9 

95.4 
91.2 

83.8 
77.5 
72.2 

24" 

1 II 

2 
1" 

2" 
3" 
4" 

2" 
4" 

90.8 
83.2 
71.2 
62.3 
55.3 

92.0 

85.2 
74.2 
65.7 
59.0 

92.9 
86.7 
76.6 
68.6 
62.1 

93.0 

88.5 
85.3 
70.9 
64.6 

28" 

1 '/ 

2 
1" 

2" 
3" 
4" 

2" 
4" 

94.3 
89.1 
80.3 
73.2 
67.1 

95.0 
90.5 
82.6 
76.0 
70.3 

95.6 
91.5 
84.4 
78.3 
73.0 

96.1 
92.3 
85.8 
80.1 
75.1 

28" 

1 '/ 

2 
1" 

2" 
3" 
4" 

4" 

92.0 
85.3 
74.3 
65.8 
59.1 

93.0 
87.0 
77.0 
69.1 
62.7 

93.9 

88.4 
79.2 
71.8 
65.6 

94.4 
89.5 
81.0 
74.0 
68.1 

32" 

1 '/ 

2 
1" 

2" 
3" 

4" 

2" 
4" 

95.0 
90.3 

82.4 
75.7 
70.0 

95.6 
91.6 

84.5 
78.4 
73.0 

96.2 
92.5 
86.1 
80.5 
75.6 

96.5 
93.3 

87.3 
82.2 

77.5 

32" 

1 " 

2 
1" 

2" 
3" 
4" 

2" 
4" 

92.9 
86.8 
76.7 
68.7 
62.2 

93.9 
88.5 
79.4 
71.9 
65.7 

94.6 
89.8 
81.4 
74.5 
68.6 

95.1 
90.7 
83.0 
76.5 
70.9 

36" 

1  " 

2 
1" 

2" 
3" 
4" 

2" 
4" 

95.4 
91.3 

84.0 

77.8 
72.4 

96.1 
92.4 
85.9 
80.3 
75.3 

96.5 
93.3 

87.4 
82.2 
77.7 

96.9 
94.0 
88.6 
83.8 
79.5 

36" 

\  II 

2 
I" 

2" 
3" 
4" 

2" 
4" 

93.7 
88.1 
78.8 
71.2 
65.0 

94.5 
89.6 
81.2 
74.2 
68.3 

95.1 
90.7 
82.9 
76.6 
71.1 

95.6 
91.3 
84. 6 
78.6 
73.3 

also  have  established  a  maximum  limit  of 
stress  for  each  mixture  of  concrete,  as  for 
example: 

2    :   4  concrete 
IV2    :  3  concrete  and 
1   :  2  concrete, 
ordinance      allows      this 
highest   stress   for   the   1:2:4   concrete.      How- 
ever,   any    competent    engineer,    who    is    alive 
to    the    fitness    of    things    will    not    use    sucli 


1100  lbs.   for  1 
1300  lbs.  l"or  1 
1630  lbs.  for  1 
Unfortunately      the 


high  stresses  in  his  ow'n  work.  This  shows 
that  even  the  rules  given  in  tlie  ordinance 
may  lead  to  unscientific  design  when  used 
without  judgment.  JOven  wlien  these  recom- 
mendations are  lived  up  to  the  Chicago  Ordi- 
nance requirements  for  reinforced  concrete 
columns  are  not  too  conservative,  as  many 
would  lead  tis  to  believe,  as  there  are  still 
too  many  uncertainties  both  in  the  design, 
material  and  workmanship  lor  such  columns. 
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TABZ.E    X. 

Copyrighted  1916,  by  Benj.  E.  Winslow. 
Safe  Extreme  Fiber  Stresies  for  Reinforced  Concrete  Beams  in  Accordance  with  the  Chicago 
Bnildingr    Ordinance    Beqalrements    for    Concrete    of    Various    Idxtares    and    Varions    Safe 
Stresses  in  the  Steel  Selnforcement.     Straight  Iiine  Theory. 

BY  BENJ.   E.  WINSLOW,  Mem.  A.   I.   A.   and   Mem.   Am.    Soc.   C.  E. 


Hi 

Mixture  of  concrete. 
Stone. 

Stress 
in  steel. 

(m' 

<M 

to 

CO 

d 

o 
o 

o 
o 
o 
oo 

0.00 

58 

4S 

40 

35 

30 

0 

0 

0.01 

11 

11 

11 

11 

11 

9 

11 

0.02 

21 

21 

21 

21 

21 

19 

21 

0.03 

31 

31 

31 

31 

31 

28 

31 

0.04 

41 

41 

41 

41 

41 

37 

42 

0.05 

50 

50 

50 

50 

50 

45 

50 

0.06 

60 

60 

60 

60 

60 

55 

60 

0.07 

70 

70 

70 

70 

70 

65 

70 

0.08 

80 

80 

80 

80 

80 

70 

80 

o.oy 

90 

90 

90 

90 

90 

80 

90 

0.10 

100 

100 

100 

100 

100 

90 

100 

0.11 

115 

115 

115 

110 

110 

100 

115 

0.12 

125 

125 

125 

120 

120 

110 

125 

0.13 

135 

135 

135 

130 

130 

120 

135 

0.14 

145 

145 

145 

140 

140 

125 

145 

0.15 

150 

150 

150 

145 

145 

135 

150 

0.16 

160 

160 

160- 

155 

155 

145 

160 

0.17 

170 

170 

170 

165 

165 

150 

170 

0.18 

180 

180 

ISO 

175 

175 

160 

180 

0.19 

190 

190 

190 

185 

185 

170 

190 

0.20 

205 

205 

205 

200 

200 

180 

205 

0.22 

220 

220 

220 

215 

215 

195 

220 

0.24 

240 

240 

240 

235 

235 

210 

240 

0.26 

260 

260 

260 

250 

250 

230 

260 

0.28 

280 

280 

275 

270 

270 

245 

275 

0.30 

300 

300 

295 

295 

290 

265 

295 

0.32 

320 

320 

315 

315 

310 

280 

315 

0.34 

335 

335 

330 

330 

325 

295 

330 

0.36 

355 

355 

350 

350 

345 

310 

350 

0.38 

375 

375 

370 

370 

365 

330 

375 

0.40 

395 

395 

390 

390 

385 

345 

390 

0.42 

415 

415 

410 

400 

400 

365 

410 

0.44 

430 

430 

425 

420 

420 

380 

425 

0.46 

450 

450 

445 

440 

440 

395 

445 

0.48 

470 

470 

465 

460 

455 

410 

465 

0.50 

490 

485 

480 

475 

470 

430 

480 

0.52 

510 

505 

500 

495 

490 

445 

515 

0.54 

525 

520 

515 

510 

505 

460 

515 

0.56 

545 

540 

535 

530 

515 

480 

535 

0.58 

565 

560 

555 

550 

520 

495 

555 

0.60 

585 

580 

575 

570 

530 

510 

575 

0.62 

600 

595 

590 

585 

535 

525 

595 

0.64 

620 

615 

610 

595 

540 

540 

610 

0.66 

640 

635 

630 

600 

540 

560 

630 

0.68 

660 

655 

650 

605 

545 

575 

650 

0.70 

675 

670 

665 

610 

550 

590 

665 

0.72 

695 

690 

680 

620 

555 

605 

670 

0.74 

715 

710 

685 

625 

560 

620 

700 

0.76 

730 

725 

690 

630 

565 

635 

720 

0.78 

750 

745 

695 

635 

570 

655 

735 

0.80 

770 

760 

700 

635 

575 

670 

755 

0.82 

790 

780 

710 

640 

580 

685 

770 

0.84 

805 

795 

715 

650 

585 

700 

790 

0.86 

820 

805 

720 

655 

590 

715 

805 

0.88 

840 

810 

725 

660 

595 

730 

825 

0.90 

860 

815 

730 

660 

600 

750 

840 

0.92 

875 

820 

735 

665 

600 

765 

860 

See  note  on  following  page.             | 
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Mixture  of  concrete. 
Stone. 

Stress 
in  steel. 

CO 

l-( 

e^ 

CO 

o 
o 

© 
o 
o 

00 

0.94 

895 

825 

740 

670 

605 

780 

875 

0.96 

920 

835 

745 

675 

610 

795 

895 

0.98 

930 

840 

750 

680 

615 

810 

910 

1.00 

950 

845 

755 

685 

620 

825 

930 

1.1 

980 

870 

780 

700 

635 

905 

1015 

1.2 

1010 

895 

800 

720 

650 

980 

1105 

1.3 

1030 

920 

815 

740 

660 

1055 

1190 

1.4 

1055 

940 

835 

750 

680 

1135 

1275 

1.5 

1080 

960 

850 

760 

690 

1205 

1360 

1.6 

1100 

980 

865 

780 

695 

1285 

1445 

1.7 

1120 

995 

880 

790 

710 

1355 

1530 

1.8 

1140 

1010 

895 

800 

720 

1435 

1610 

1.9 

1160 

1025 

905 

810 

725 

1505 

1695 

2.0 

1175 

1040 

920 

830 

740 

1580 

1780 

2.5 

1250 

1090 

965 

S65 

775 

1945 

2190 

3.0 

1310 

1150 

1010 

895 

800 

2305 

2590 

3.5 

1360 

1190 

1040 

925 

820 

2660 

2990 

4.0 

1405 

1220 

1070 

950 

840 

3010 

3385 

4.5 

1440 

1250 

1090 

965 

860 

3355 

3770 

5.0 

1470 

1280 

1110 

980 

870 

.3700 

4165 

TABI.Z:  XX. 

Ultimate  Extreme  Fiber  Stresses  for  Concrete 
Beams  Reinforced  with  Hig-h  Carbon  Steel 
— Straight  Iiine  Theory. 

nnl  By  L.  J.  MENSCH,  Mem.  Am.  Soc.  C.  E. 

c„- 

Ultimate  Compressive  Stren 
from  Cylinder  Tes 

gth  Obtained 

,ts. 

2900 

•  2400 

2000 

1750 

1500 

700 

1:1:2 

l:iy2:3 

1:2:4 

l:2%:5 

1:3:7 

0.25 

1040 

1030 

1020 

1010 

1010 

960 

0.30 

1240 

1230 

1220 

1200 

1190 

1080 

0.35 

1430 

1420 

1400 

13s0 

1370 

1200 

0.40 

1630 

1610 

1580 

1560 

1550 

1330 

0.45 

1820 

1800 

1760 

1740 

1710 

1440 

0.50 

2010 

1970 

1940 

1900 

1870 

1540 

0.55 

2190 

2150 

2110 

2060 

2030 

1620 

0.60 

2370 

2330 

2280 

2230 

2170 

1700 

0.65 

2540 

2500 

2440 

2370 

2310 

1800 

0.70 

2720 

2650 

2600 

2520 

2450 

1800 

0.75 

2900 

2820 

2740 

2660 

2590 

1800 

0.80 

3070 

2990 

2900 

2800 

2720 

1800 

0.85 

3240 

3150 

3040 

2930 

2830 

1800 

0.90 

3400 

3300 

3180 

3060 

2950 

1800 

0.95 

3560 

3440 

3320 

3200 

3050 

1800 

1.00 

3700 

3570 

3450 

3310 

3160 

1800 

1.10 

4020 

3860 

3700 

3520 

3350 

1800 

1.20 

4300 

4120 

3930 

3730 

3510 

1800 

1.30 

4600 

4380 

4140 

4000 

3600 

1800 

1.40 

4860 

4610 

4330 

4000 

3600 

1800 

1.50 

5120 

4820 

4520 

4000 

3600 

1800 

1.60 

5370 

5050 

4600 

4000 

3600 

1800 

1.70 

5600 

5250 

4600 

4000 

3600 

1800 

1.80 

5820 

5450 

4600 

4000 

3600 

1800 

1.90 

6040 

5600 

4600 

4000 

3600 

1800 

2.00 

6260 

5750 

4600 

4000 

3600 

1800 

2.25 

6700 

5800 

4600 

4000 

3600 

1800 

j:: 11 

016 


TABLE  XU. 

Copyright  1916  by  Benj.  E.  Winslow. 
Safe   Extreme  Fiber  Stresses   in  Pounds  per  Sciuare  Inch  for  Double   Beinforced   Concrete 
Beams  for  Various  Percentages  of  Top  and  Bottom  Steel.     Straight  Iilne  Theory. 
BY  BENJ.   E.  WINSLOW,  Mem.   A.   I.   A.   and  Mem.  Am.   Soc.   C.   E. 
Maximum  Compression  on  Extreme  Fiber  of  Concrete=700  Lbs.  per  Sq.  In.     Maximum  Ten- 
sion in  Steel  Reinforcement— ISOOO  Lbs.  per  Sq.   In.     Mixture  of  Concrete    1:2:4.     Ratio 
of  Modulus  of  Elasticity  of  Steel  to  That  of  Concrete=15.     Ratio  of  Depth  of  Top  Steel 
to  Depth  of  Bottom  Steel  Below  Top  of  Beam=0.10.     Values  for  Other  Steel  and  Concrete 
Stresses  Are  Directly  Proportionate  to   Those   Given   in  This   Table. 

Percentae-e  of  Comnressive  Steel                                               1 

0.00 

0.10 

0.25 

0.50 

0.75 

1.00 

1.25 

1.50 

1.75 

2.00 

2.25 

2.50 

2.75 

3.0O 

; 

0.60 

575 

578 

579 

580 

581 

582 

583 

584 

584 

585 

586 

587 

588 

589 

0.60 

0.62 

595 

596 

597 

599 

600 

601 

602 

603 

604 

605 

606 

607 

608 

609 

0.62 

0.64 

610 

612 

613 

615 

616 

618 

619 

621 

622 

624 

625 

627 

628 

629 

0.64 

0.66 

630 

632 

633 

635 

636 

638 

639 

641 

642 

644 

645 

647 

648 

649 

0.66 

0.68 

650 

652 

653 

655 

656 

658 

659 

66l 

662 

663 

665 

666 

667 

668 

0.68 

0.70 

665 

667 

6  68 

670 

671 

673 

674 

676 

677 

678 

680 

682 

684 

686 

0.70 

0.72 

680 

688 

689 

691 

693 

694 

696 

697 

699 

700 

702 

703 

705 

706 

0.72 

0.74 

685 

704 

706 

707 

709 

710 

712 

713 

715 

716 

718 

719 

721 

723 

0.74 

0.76 

690 

720 

726 

728 

729 

731 

732 

734 

735 

737 

738 

740 

741 

743 

0.76 

0.78 

695 

726 

744 

746 

747 

749 

750 

752 

753 

755 

757 

759 

761 

763 

0.78 

0.80 

700 

731 

762 

764 

766 

768 

770 

772 

774 

776 

778 

780 

781 

783 

0.80 

0.82 

710 

739 

779 

782 

784 

786 

788 

790 

792 

794 

796 

798 

800 

802 

0.82 

V  0.84 

715 

743 

790 

800 

802 

804 

806 

808 

810 

812 

814 

816 

818 

821 

0.84  o 

io.86 

720 

750 

795 

820 

822 

824 

826 

828 

830 

832 

834 

836 

838 

840 

0.86;^ 

%.88 

725 

755 

800 

839 

842 

844 

846 

848 

850 

852 

854 

856 

858 

860 

0.«8; 

Z  0.90 

730 

760 

807 

858 

861 

863 

866 

868 

870 

872 

874 

876 

878 

880 

0.90  = 

=  0.92 

735 

765 

812 

873 

880 

883 

885 

887 

890 

892 

894 

896 

898 

900 

0.92  c 

i  0.94 

740 

770 

818 

888 

900 

902 

904 

906 

90S 

910 

912 

914 

916 

918 

0.94^:^ 

M  0.96 

745 

775 

823 

892 

920 

922 

924 

926 

928 

930 

932 

934 

935 

937 

0.9fit„ 

°  0.98 

750 

780 

82  8 

900 

938 

940 

942 

944 

946 

948 

950 

952 

954 

956 

0.98" 

S,  i.'oo 

755 

7S6 

832 

905 

956 

958 

960 

962 

964 

967 

969 

972 

974 

976 

1.00  5) 

2  1.10 

780 

811 

853 

930 

1010 

1060 

1061 

1063 

1065 

1066 

1068 

1069 

1071 

1072 

i.ioli 

1  1.20 

800 

82  8 

874 

954 

1031 

1105 

1155 

1157 

1159 

1161 

1163 

1165 

1167 

1170 

1.20  o 

^1.30 

815 

850 

895 

978 

1058 

1130 

1210 

1252 

1254 

1256 

1258 

1260 

1262 

1265 

1.30^ 

1,  1.40 

835 

869 

916 

1006 

1076 

1156 

1232 

1310 

1345 

1348 

1351 

1354 

1358 

1362 

1.40^ 

1.50 

850 

882 

935 

1020 

1100 

1178 

1255 

13  31 

1410 

1450 

1452 

1455 

1457 

1460 

1.50 

1.60 

J<65 

899 

950 

1034 

1115 

1196 

1276 

1352 

1435 

1511 

1547 

1550 

1553 

1555 

1.60 

1.70 

880 

913 

967 

1054 

113Q 

1215 

1296 

1374 

1455 

1538 

1630 

1650 

1652 

1655 

1.70 

1.80 

895 

928 

983 

1064 

1149 

1232 

1316 

1394 

1480 

1560 

1645 

1710 

1747 

1750 

1.80 

1.90 

905 

940 

995 

10S2 

1162 

1250 

1332 

1414 

1500 

1580 

1665 

1725 

1830 

1848 

1.90 

2.00 

920 

952 

1008 

1100 

1178 

1266 

1350 

1432 

1513 

1600 

1680 

1760 

1840 

1918 

2.00 

2.50 

965 

1004 

1055 

1152 

1241. 

1331 

1420 

1510 

1595 

1686 

1715 

1855 

1945 

2026 

2.50 

3.00 

1010 

1048 

1105 

1196 

1291 

1385 

1480 

1570 

1660 

1750 

1S40 

1930 

2020 

2108 

3.00 

.  3.50 

1040 

10^0 

1140 

1234 

1334 

1427 

1515 

1615 

1705 

1806 

1890 

1^90 

2080 

2174 

3.50 

4.00 

1070 

1115 

1170 

1266 

1366 

1464 

1560 

1665 

1755 

1SS2 

1940 

2040 

2130 

2230 

4.00 

4.50 

1090 

1145 

1205 

1295 

1395 

1500 

1595 

1700 

1795 

1888 

1980 

2080 

2180 

2278 

4.50 

5.00 

1110 

1160 

1235 

1315 

1415 

1525 

1620 

1730 

1825|l924 

2020 

2120 

2220 

2318 

5.00 

For  values  above  heavy  line,  tension   in  steel  is  equal  to  ISOOO  lbs.  per  square  inch. 

For  values  below  heavy  line.s  compression  in  concrete  is  equal  to  700  lbs.  per  square  inch. 

Values  for  other  steel  and  concrete  stresses  are  directly  proportional  to  those  given  in 
Tables  I  and  III. 

Table   I   gives  the  Extreme   Fiber  Stress  for  rectangular  reinforced  concrete  beams   for 
various  mixtures  of  concrete  and  stresse-s  in  the  steel  for  percentages  of  steel  varying  from 
plain  concrete  beams,   to   beams  reinforced  with  as  high  as   5%    of  steel;   all  in  accordance 
with    the    Building    Ordinance    Requirements    for    the    City    of   Chicago. 

In    Table    II    are    given    in   the    headings    the   ultimate    compressive   strength    of   concrete 
as   assumed   by   the   Chicago   Building   Ordinance   for   various   concrete   mixtures.     According 
to  the  theory  of  Mr.   L.    J.   Mensch   as  published   in   the   Journal   of  the  American  Concrete 
Institute    for   December,    1914,    these    compressive    strengths,    if    introduced    in    the    straight 
line    formula  do   not   agree   with   scientific   tests   on   reinforced   concrete    beams    to    rupture. 
In  order  to  make  the  straight  line  theory  agree  with  the  tests  at  rupture  the  ultimate  ex- 
treme fiber  stresses  as  given   in  Table  II  must  be  assumed  instead  of  the  values   given   in 
the  headings. 

The  value   700  In  the   heading  is  for  1:2:4  cinder*-concrete.     It  is   also  valid  for  stone 
concrete  a  few  days  old.     The  depth  of  the  reinforced-concrete  beams  is  of  course  assumed 
to  be   the  depth  to  the  center  of  the  steel.     Tables  I,    II  and  III  assume  onlv  pure  tension 
or  compression  failures.     Special  calculations  should  therefore  be  made  for  bond,  shear  and 
diagonal  tension. 

Table   III   gives  the   Extreme   Fiber  Stress  for  rectangular   Double  Reinforced   concrete 
beams,  for  various  percentages  of  tensile  and  compressive  steel;  all  in  accordance  with  the 
Building  Ordinance   Requirements   for  the  City  of  Chicago.      See  Sec.    546-567 
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BECOMMSNDATIONS    FOR    THE    DESIGN    OF    HOOPED    COIilTMKS. 


Concrete  1:2:4. 

Rods    round — ^"°    to    1^/4"°. 

Core  diameter  4"  less  than  column  diam- 
eter. 

As  few  different  sizes  of  columns  as  pos- 
sible. 

Column  diameter  never  less  than  l/12th 
the    story    height. 

Percentage  of  vertical  steel  from.  1%  to 
7%. 

Percentage  of  hooping  steel  from  0.5% 
to    1.5%. 

Maximum  pitch  of  spiral  1/lOth  of  core 
diameter,    or    3". 

Minimum  pitch   of  spiral   H4". 

Maximum  size    of    spiral    steel    %"°. 

Minimum  size   of   spiral    steel   3/16"°. 

Maximum  spacing  of  vertical  steel  9"  or 
\s    circumference   of  column. 

Minimum  spacing   of   vertical    steel    Zli:". 

Minimum  lap   of  vertical   steel   IS". 

Lap  of  vertical  steel  for  average  core 
stresses    less    than    lOOOif-" — 25    diameters. 


Lap  of  vertical  steel  for  average  core 
stresses  greater  than  lOOOjIi" — 30  diameters. 

Length  of  plain  round  stub  bars  in  foot- 
ings,   60    diameters. 

Length  of  square  twisted  stub  bars  in 
footings,    40   diameters. 

Stub  bars  embedded  one-half  their  length 
in   footing  and   one-half   in   column. 

Length  of  spirals  to  be  clear  story  height 
with    one    extra   turn    at   top   and   bottom. 

3  vertical  lines  of  spacers  for  all  spirals 
under    IS"    diameter. 

4  vertical  lines  of  spacers  for  all  spirals 
over    18"    diameter. 

When  columns  require  a  large  percentage 
of  vertical  steel  it  is  often  more  economical 
to  use  a  structural  steel  column  and  encase 
it  in  concrete.  It  must  be  remembered  that 
the  working  stress  of  reinforcing  steel  is 
onlv    (nxfc)    while  that  of  a  structural   col- 

1 
umn  encased  in  concrete  is   18000 — 70 — . 
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Metric  Tables. 

Approximate 
Equivalent. 

1   inch     [length] . .    2% 

1   centimeter    0.4 

1    yard    1 

1   meter     (39.37    inches) 1 

1   foot    30 

1  kilometer   (1,000  meters) % 

1  mile    IV^ 

1    gramme [weight] .  .  15.  % 

1   grain   0.064 

1   kilogramme    (1,000    grammes) 2.2 

1   pound    avoirdupois    hi 

1    ounce  avoirdupois    (437 1/^    grains) 28  1/3 

1    ounce    troy,    or    apothecary    (4S0    grains) 31 

1   cubic    centimeter    [bulk] .  .    1.06 

1    cubic    inch    16  1/3 

1    liter   (1,000  cubic  centimeters) 1 

1    United    States    quart 1 

1   fluid    ounce    29 1^ 

1   hectare    (10,000    square    meters) ..  .[surface] .  .'  2% 
1   acre    0.4 


Accurate 
Equivalent. 

cubic    centimeters    2.539 

inch    0.393 

meter    0.914 

yard    1.093 

centimeters     30.479 

mile     O.SL'l 

kilometers    1.600 

grains     15.432 

gramme     0.064 

pounds  avoirdupois    2.204 

kilogramme     0.453 

grammes     28349 

grammes     31.103 

cubic    inch    .'.  .    1.060 

cubic    centimeters    16.3S6 

U.    S.    standard   quart 0.946 

liter     1057 

cubic    centimeters    -.29.570 

acres     2.471 

hectare     0.40 


In  the  nickel  five-cent  piece  of  our  coinage  is  a  key  to  the  tables  of  linear  measures 
and  weights.  The  diameter  of  this  coin  is  two  centimeters,  and  its  weight  is  five  grammes 
Five  of  them  placed  in  a  row  will  give  the  length  of  the  decimeter,  and  two  of  them 
will  weigh  a  decagram.  As  the  kiloliter  is  a  cubic  meter,  the  key  to  the  measure  of 
length    is   also    the   key    to   the    measure   of   capacity. 


Handy  Table. 


Diameter  of  a  circle  X   3.1416  =  circumference. 

Radius  of  a  circle  X   6.283185  =  circumference. 

Square   of   the   diameter   of  a   circle  X  0.7854  =  area. 

Square  of  the  circumference  of  a  circle  X  0.07958  ^ 
area. 

Half  the  circumference  of  a  circle  X  half  its  diam- 
eter =  area. 

Circumference   of   a   circle  X  0.159155  =  radius. 

Square  root  of  the  area  of  a  circle  X  0.56419  =  radius. 

Circumference   of   a   circle  X  0.31831  =:  diameter. 

Square  root  of  the  area  of  a  circle  X  1.12838  =  diam- 
eter. 

Piamoter  of  a  circle  X  0.86  =  side  of  inscribed  equi- 
lateral triangle. 

Diameter  of  a  circle  X  0.7071  =  side  of  an  inscribed 
square. 

Circumference  of  a  circle  X  0.225  =  side  of  an  in- 
scribed square. 

Circumference  of  a  circle  X  0.282  =  side  of  an  equal 
square. 

Diameter  of  a  circle  X  0.SSC2  =  side  of  an  equal 
square. 

Base  of  a  triangle  X    %   the  altitude  =  area. 

Multiplying  both  diameters  and  .7854  together  =  area 
of  an  ellipse. 

Surface  of  a  sphere  X  1/6  of  its  diameter  =  solidity. 


Circumference  of  a  sphere  X  its  diameter  =:  surface. 

Square  of  the  diameter  of  a  sphere  X  3.1416  =  sur- 
face. 

Square  of  the  circumference  of  a  sphere  X  0.3183  = 
surface. 

Cube  of  the  diameter  of  a   sphere  X  0.5236  =  solidity. 

Cube  of  the  radius  of  a   sphere  X  4.1888  =  solidity. 

Cube  of  the  circumference  of  a  sphere  X  0.016887  = 
solidity. 

Square  root  of  the  surface  of  a  sphere  X  0.56419  = 
diameter. 

Square  root  of  the  surface  of  a  sphere  X  1.772454  = 
circumference. 

Cube  root  of  the  solidity  of  a  sphere  X  1.2407  =  diam- 
eter. 

Cube  root  of  the  solidity  of  a  sphere  X  3.8978  =  cir- 
cumference. 

Radius  of  a   sphere  X  1.1547  =  side  of   inscribed   cube. 

Square  root  of  (%  of  the  square  of)  the  diameter  of  a 
sphere  =:  side  of  inscribed  cube. 

.\rea  of  its  base  X  %  of  its  altitude  =  solidity  of  a 
cone  or  pyramid,  whether  round,  square,  or  triangu- 
lar. 

Area  of  one  of  its  sides  X  6  =  surface  of  a  cube. 

.■Vltitude  of  trapezoid  X  ^  the  sum  of  its  parallel 
sides  =  area. 
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Square  root  of  (^  of  the  square  of)  the  diameter  of  a  sphere  =  side  of  inscribed  cube. 
Area  of  its  base  x  ^  of  its  altitude  =  solidity  of  a  cone  or  pyramid,  whether  round, 

square,  or  triangular. 
Area  of  one  of  its  sides  x  6  =  surface  of  a  cube. 
Altitude  of  trapezoid  x  ^  the  sum  of  its  parallel  sides  =  area. 

TABLE  OF  SQUARE  ROOTS. 


No.            Sq.  Root. 

No. 

Sq.  Root. 

No.               Sq.  Root. 

No 

Sq.  Root. 

25            5. 

650 

25.46 

1400 

37.42 

2600 

50.99 

50            7.071 

700 

26.46 

1450 

38.08 

2700 

51.96 

.  75            8.66 

750 

27.39 

1500 

38.73 

2800 

52.91 

100          10.00 

800 

28.28 

1550 

39.37 

2900 

53.85 

125          11.18 

850 

29.15 

1600 

40.00 

3000 

54.77 

150          12.25 

900 

30.00 

1650 

40.62 

3200 

56.57 

175           13.23 

950 

30.82 

1700 

41.23 

3400 

58.30 

200          14.14 

1000 

31.62 

1800 

42.43 

3600 

60.00 

250           15.81 

1050 

32.40 

1900 

43.59 

3800 

61.64 

300          17.32 

1100 

33.16 

2000 

44.72 

4000 

63.24 

350          18.70 

1150 

33.91 

2100 

45.82 

4200 

64.80 

400           20.00 

1200 

34.64 

2200 

46.90 

4400 

66.32 

450          21.21 

1250 

35.36 

2300 

47.95 

4600 

67.82 

500          22.36 

1300 

36.06 

2400 

48.99 

4800 

69.28 

550          23.45 

1350 

36.74 

2500 

50.00 

5000 

70.72 

600          24.49 

Dimensions 

of 

a  Barrel. 

— Diameter  of  head,  17  inches:  bung, 

19  inch 

es 

;  length. 

28  inches;  volume,  "i 

',680  cubic  inches. 

Expansion  of  Water  (Dalton) 

. 

Temperature. 

Expansion. 

Temperature. 

Expansion,      i 

Tempera 

Lur  . 

Ex 

pansion. 

22° 

1 

0'J09 

72° 

I.OOIS 

152° 

1 

01934 

32 

1 

92 

1.00477 

172 

1 

02575 

*46 

1 

112 

1.0088 

192 

1 

03265 

52 

1 

00021 

13? 

1.01367 

212 

1 

0166 

*Greaiest  density  at  c.VA°  FaLr. 

A  box  24  inches  long  by  16  inches  wide  and  28  inches  deep  will  contain  a 
barrel,  or  three  bushels;  24  by  16  inches  and  14  inches  deep  contains  half  a  barrel; 
16  inches  square  and  8f  inches  deep  will  contain  one  bushel;  16  by  8f  inches  and  8 
inches  deep  will  contain  half  a  bushel;  8  by  8f  inches  and  8  inches  deep  will  contain 
one  peck;  8  inches  square  and  4J  inches  deep  will  contain  one  gallon;  7  by  4  inches 
and  44  inches  deep  will  contain  half  a  gallon;  4  inches  square  and  4^  inches  deep  will 
contain  one  quart;  4  feet  long,  3  feet  5  inches  wide  and  2  feet  8  inches  deep  will 
contain  one  ton  of  coal,  or  36  cubic  feet. 

Table  Showing  the  Pressure  of  Water  at  Different  Elevations. 


Equals 

Equals 

Equals 

Equals 

Equals 

Equals 

Feet 

Pressure 

l-eet 

Pressure 

Feet 

Pressure 

Feel 

Pressure 

Feet 

Pressure 

Feet 

Pressure 

per 

per 

per 

per 

per 

per 

Head 

Square 

Head 

Square 

Head. 

Square 

Head 

Square 

Head. 

Square 

Head 

Square 

luch 

Inch 

Inch 

Inch. 

Inch 

Inch 

I 

43 

6s 

28. 15 

«30 

56.31 

195 

84  47 

260 

14  2.62 

350 

151  61 

5 

2    l6 

70 

30.32 

'35 

58-48 

200 

86  63 

265 

114  79 

360 

155  94 

10 

4  33 

75 

.32  48 

140 

60.64 

205 

88  80 

270 

116.96 

370 

160.27 

'5 

6  49 

S3 

34  65 

145 

62  Si 

210 

90  96 

275 

119.12 

380 

164  61 

20 

8.66 

S5 

36.82 

150 

64.97 

215 

93  14 

2S0 

121 .29 

390. 

168  94 

2^ 

10.82 

90- 

3898 

155 

67.14 

220 

95-30 

285 

12345 

400 

173   27 

3° 

12  99 

95 

4115 

160 

69-31 

225 

97  49 

290 

125  62 

500 

216  53 

35 

15  16 

:oo 

43  3' 

■65 

71-47 
73 -^i 

230 

99  63 

293 

127.78 

600 

259.90 

40 

17-32 

105 

45-48 

170 

235 

101   79 

300 

129.95 

700 

303    22 

45 

19  49 

no 

47  64 

175 

75.80 

240 

103  96 

310 

134.28 

800 

346.  "4 

5° 

21.65 

115 

49-Si 

180 

77  97 

245 

106  13 

320 

138  62 

900 

3S9  86 

55 

•23.82 

120 

51-9S 

1S5 

bo. 14 

2  SO 

108  29 

330 

142  95 

1. 000 

433  18 

6o 

25  99 

i?5 

54  15 

190 

82.30 

255 

110  46 

340 

147  28 

049 


Lbs. 
Board  ft. 

Apple    4.1 

Ash,   American    white 3.9 

Birch    3.9 

Beech   3.7 

Boxwood 5. 

Cedar,    American    2.9 

Cedar,    W.    Indian 3.9 

Cedar,   Lebanon    2.5 

Cherry   3.5 

Chestnut    3.4 

Cork     1.3 

Elm    2.9 

Ebony    6.3 

Hemlock    2.1 

Hickory   4.4 

Hornbeam 2.9 


Weig-hts  of  Materials. 

Dry  Woods. 

Lbs.  Lbs-  Lbs. 

Cubic  ft.  Board  ft.     Cubic  ft 

49.  Iron   Wood    6.  71. 

47.  Larch   3.  35. 

45.  Lignum    Vitse    6.9  83. 

43.  Mahogany.    Honduras    2.9  35. 

60.  Mahogany,    Spanish    4.4  53. 

35.  Maple 4.1  49. 

47.  Maple,    soft    3.5  42. 

30.  Oak,    live    4.9  59.3 

42.  Oak,   red    3.9  45. 

41.  Oak,    white    4.3  52. 

15.  Pine,    Southern    3.7  45. 

35.  Pine,  white 2.1  25. 

76.1  Pine,    yellow    2.8  34.3 

25.  Spruce    2.1  25. 

53.  Sycamore     3.1  37. 

47.  Walnut     32  38. 


Building'    Materials — Stacked. 


Lbs.  per 
cubic  ft. 

Brick — pressed     150 

"         common      125 

soft     100 

Cement — Portland     100 

Cement — Rosedale    56 

Cinders — dry    72 

Cinders — packed    90 

Earth — dry,     shaken 82-  92 

Earth — rammed     92-100 


Lbs.  per 
cubic  ft. 

Glass — window    157 

Granite    170 

Lime — quick 53 

Plaster    of    Paris 70 

Sand     90-106 

Sandstone     151 

Shale    162 

Slate      175 

Trap   rook    187 


Masonry. 


Lbs.  per 
cubic  ft. 

Brick — pressed    or    paving 140 

Brick — hard,   common 120 

Brick — soft     100 

Brick — hollow      90 

Concrete — stone     150 

Concrete — cinder     96 


Lbs.  per 
cubic  ft. 

Granite    160 

Mortar  and  plaster 120 

Rubble — limestone,  common   140 

Rubble — limestone,    cut    face 150 

Rubble — sandstone,    common    140 

Rubble — sandstone,    cut   face 150 


Building'  Materials — In  Construction. 
Boofing-. 


Lbs.  per 
square  ft. 

Copper — sheet     0.75  to    1.25 

Felt    and    gravel 8       to  10 

Iron — corrugated     1        to    3.75 

Iron — galvanized     1        to    3 

Iron — sheet,  black,  painted 1.5 

Ready    composition    roofing 1        to    1.5 

Sheet    lead    4        to    8 


Lbs.  per 
square  ft. 

Shingles — wood     16" 2 

Singles — wood    16"     2 

Slate — average     10 

Tile — fancy,    laid   in   mortar 25  to  30 

Tile — plain,    average    12 

Tin  and  paint 1 

Zinc     1  to    2 


rioors. 


Lbs.  per 
sq.  ft. 

Flat  arches   (tile)      3"  tliick 17 

4"       "      18 

6"       '•      25 

8"       •'      31 

10"       ••      35 

Brick  arches  4"  think  and  concrete.  .        70 


Lbs.  per 
sq.  ft. 

Flat  arches   (tile)    12"  thick 39 

14"       "      43 

16"       ••      49 

Book    tile    2"    thick 15 

"       3"        •'      17 

Beam    tile     15 
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Table    for   VfaightM   of   Yellow    Fine   Joists,    Studs   and  Rafters   on  the  Assumption   That 
One  Board  Foot  of  Y.  F.  Weigrhs  2.8  Founds. 


Spacing 

12" 
14" 
16" 
18" 
20" 
22" 
12" 
14" 
16" 
IS" 
20" 
22" 


Size 
2"x4' 


2"xl0' 


Weight  per 
Sq.  Foot  &ize 
1.87 
1.60 
1.40 
1.25 
1.12 
1.02 
4.68 
4.00 
3.50 
3.13 
2.80 
2.55 


xl2' 


Weight  Per 
Sq.  Foot 
2.8 
2.4 
2.1 
1.87 
1.68 
1.53 
5.61 
4.80 
4.20 
3.75 
3.36 
3.06 


Size 
2"x8" 


2"xl4' 


Weight 
3.74 
3.20 
2.80 
2.50 
2.24 
2.04 
6.55 
5.60 
4.90 
4.38 
3.92 
3.57 


Gypsum  partition  blocks  3"  thiclc. 

4"       "      . 

5"       "     . 

6"       "     . 
Plaster  on  briclt,   tile  or  concrete 


Fartitions. 

Lbs.  pel' 
sq.  ft. 
10 
12 
14 
16 


Partition    tile     3' 


Lbs.  per 
sq.  ft. 

thick 17 

••      18 

"     25 

"      31 

"      35 


Ceilingr. 


Lath  and  plaster  2  coats. 
Lath  and  plaster  3  coats. 
Suspended   ceiling    


Lbs.  per 

sq.  ft. 

9 

10 

10 


Slieatbing-,  Flooring:,  etc. 


Pine,  Hemlock,   Spruce,   Poplar,   Red- 
wood, per  inch  thick 

Chestnut,   Maple   


Lbs.  per 
sq.  ft. 


1/62    inch    th 

3/64 

1/25 

1/16       " 

1/14 

1/12       •* 


ck. 


Weig-ht  per  Sciuare  Foot  of  Sheet  Iiead. 

3        lbs,  1/10  inch    thick 7   lbs 

21/2      ••  1/8  "            '•      S 

3          "  5/32  "            "      10 

4          "  3/16  '•            "      12 

5          "  7/32  ••            ■•      14 

6          "  14  "            •'      16 


Miscellaneous  Items. 


While  the  following  items  vary  consider- 
ably in  weight,  the  values  given  below  are 
fair  averages  and  may  be  used  for  prelim- 
inary   computations. 

Lbs.  per 
sq.  ft. 

50 

150 


Iron   stair  construction    .  .  . 
Concrete  stair  construction 


Wood  stair  construction    

Sidewalk  lights  in  concrete.... 
Reinforcement  of  concrete  .  .  .  . 
Steel  joists  per  sq.  ft.  of  floor. 
Steel  girders  per  sq.  ft.  of  floor.  . 


LbB.  per 
sq.  ft. 

20 
30 

6 

6 

4 


Contents  of  Storag'e  Warehouses. 


Material. 
Groceries    Etc. 

Beans — in    bags    

Canned    goods — cases    

Coffee — roasted,    in    bags... 
Coffee — green,    in    bags.... 

Flour — in    barrels    

Molasses — in     barrels 

Rice — in    bags     

Sal    Soda — in    barrels 

Salt — in    bags    

Soap  powder — in  cases 

Starch — in  barrels   

Sugar — in    barrels    

Sugar — in   cases    

Tea — in   chests    

Wines  and  liiquors,  in  bbls. 

Dry  Goods,  Cotton,  Wool, 
Etc. 

Burlap — in    bales    

Coir    Yarn,    in    bales 

Cotton  —  in  bales,  com- 
pressed      

Cotton  Bleached  Goods  — 
in   cases    

Cotton    Flannel — in    cases.. 

Cotton    Sheeting — in    cases.- 

Cotton    Yarn — in    cases.... 

Excelsior — compressed    .... 

Hemp — Manila,    compressed 

Linen    Goods — in    cases.... 

Wool — in  bales,  not  com- 
pressed     


Weight  Allowable 

per       Height  of 

Cu.  ft.     Pile  in  ft. 


40 

8 

58 

6 

33 

8 

39 

8 

40 

5 

48 

5 

58 

6 

46 

5 

70 

5 

38 

8 

25 

6 

43 

5 

51 

6 

25 

8 

38 

6 

43 

6 

33 

8 

18 

8 

28 

8 

12 

8 

23 

8 

25 

8 

19 

8 

30 

8 

30 

8 

13 


Wool — worsteds,   in  cases.. 
Hardware,    Etc. 

Sheet   tin — in    boxes 

Wire — insulated    copper,    in 

coils    

Wire — galvanized     iron,     in 

coils    

Wire — magnet,    on    spools.. 
Drug's,  Faints,  Oils,  Etc. 

Glycerine — in     cases 

Linseed   oil — in   bbls 

Logwood    extract — In   boxes 

Rosin — in    bbls 

Shellac — gum 

Soda    —    Caustic,     in     iron 

drums     

Soda — Silicate,    in    bbls.... 

Sulphuric   Acid    

White  Lead  Paste — in  cans 

White  Lead — dry    

Red      Lead      and      Litharge 

Putty — dry    

Miscellaneous. 

Glass  and  Chinaware  —  In 
cases     

Hides  and  Leather  —  In 
bales     

Paper  —  newspaper  and 
strawboard    

Paper — writing  and  calen- 
dared     

Rope — in    coils    


Weight 

per 
Cu.  ft. 
27 

278 


74 
75 

52 
36 
70 
48 
38 


53 

60 

174 

86 

132 


40 


35 


60 
32 


Allowable 
Height  of 
Pile  in  ft 
8 


4.5 
6 


6 
6 
5 
6 
6 

3.33 

6 

1.66 

3.5 

4.75 

3.75 
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NOMENCLATURE  OF  DRAWINGS 


We  present  in  the  following  pages  a  colla- 
tion of  symbols  for  plan  nomenclature,  which 
we  hope  will  be  the  means  of  bringing  about 
a  more  uniform  practice.  In  addition  to  the 
convenience,  which  will  result  from  uniform 
practice  to  those  compelled  to  examine,  esti- 
mate from  or  execute  plans  from  different 
offices;  it  will  be  found  that  the  proficiency 
of  draftsmen  will  not  be  so  seriously  affected 
on  changing  from  office  to  office  if  practice 
becomes   uniform. 

General  sjrmlDols  presented  have  been  col- 
lated from  various  sources.  To  assist  mem- 
ory those  symbols  have  been  selected  which 
are  suggestive  in  their  make  up. 


GENERAL  SYMBOLS 


1 

;■  I 
1  1 
1  1 

1 
1 

I 
1 

// ////■A''y 

f^^m\ 


^ 


'ij^/-^ 


In  color  system 


Earth    Blark 


Cinders Green 


Concrete  Bn 


Structural   tile Brown 

Composition  wall  blocks Blue 

Architectural  terra  cotta BrowiL 

Plaster   Blm 

Structural  iron Green 

Sheet  metal Greeiu 

Floor  tile,  tile  and  raoaaics.  . .  .Brown 

Marble   (in  elevation) Blue 

Marble  (in  section) Blu- 


Wootl  in  section  (soft  wood)      Yellow 
with  grain,      (hard  wood)     Brown 


Wond  in  section    (yoft  wuwi)     Ycllo« 
across  grain     (hardwood)     Brnwn 


Diuivnsion  stone 


JRock  faced  ashlar 


Anv  stone  dressed 


Nut  described ;  small  nu 
details  and  spocificafi* 


For   illustration   all   lines   indicating   watei. 
pipes  have  a  periodic  double  indentation  sugi"  T 
gestive  of  a  "w";  gas  lines  a  periodic  embryt 
"G",   etc. 

Iiigrliting-  symbols  are  those  adopted  by  th(     , 
American     Institute    of    Architects    and    tht*  I 
National   Electrical   Contractors'   Association!  | 
except  that  50  watts  is  taken  as  the  standarf 
for  one  light  unit  instead  of  16  c.  p. 

Stmctoral  iron  standard  symbols;  the  Os     ■ 

born    systems    are    so    generally    understooci,  j 
and   used   that   it   hardly   seems   necessary   t<'  | 
publish  same.  (See  Cambria  pocket  book,  190i 
edition,    p.    309.) 


& 


•~^  Column  :  SmaJl  numeral  indicates  No.  of  particular  column 


V 


^         '  Door:  Small  numeral  indicates  No.  of  particular  door 

Window;  Small  numeral  indicates  No.  of  particular  window 

Indicates  designating  No.  of  a  room  or  space. 

^— (♦7*^l         Elevation  of  point;  small  numerals  indicate  elevation  above  Tiero 
\[^^/  point. 

PIPING  SYMBOLS 

In  coU 
Byateir 

.    . .     .  Cold  water , ,.Bli; 


"NaT 


Hot  water 

Hot  water  return R« 

Filtered  or  drinking  water Bh 

Gas  piping Gree 

Air  piping Gre« 

Compressed  air  piping GrwJ 

Vacuum  cleaning Gre 


SEWERAGE  AND  DRAINAGE 

i  Iron  sewer  pipe Gre^ 


-T- 


-^ 
■^ 


Sanitary  iron  sewer  pipe Ore 

Tile  sewer R 

.Sanitary  Tile  Sewer 

Drainage  tile Broi 


O-  5P  Soil  pipe Greei 

O-  WP  Waste  pipe Greei 

O"  D.S.  Down  spout Greei 

O-  V.  R.  Vent   riser Greet 


Floor  dr; 


0' 


Bracket:   Prefix  with  "F"  if  for  fuel. 
Ceilini»     Prefix  with  "F"  if  for  fuel. 


Fl» 


iilet:   Prefix  with  "F"  if  for  fuel. 


al  rffriH        (^fl  ^     Combined  gas  and  electric  ;  lower  figure 

\^^   2  indicates  No.  of  gas  tips;  upper  figure BllW 


1  No  of  50  watt  electric  lamps. 
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s^*^ 

Ceiling  outlet;  electric  only.    No. 

@ 

in  center  indicates  No.  of  standard 

50  watt  elei-tric  lamps 

„            .     . 

z*-^ 

Show  aa  many  symbols  as  • 

there   are  switches,   or   in 

Ceiling  outlet ;  combination  4/2  in- 

case of  a  very  large  group  _ 

_  _  ^^  ^^  ^_  ^              Main  or  feeder  run  exposed 

m 

dicates  200  watt  electric  light  ca- 
pacity  and  2  gas  burners 

of    switches    indicate    the 
number  of  switches   by   a 

Roman   numeral,  thus:  S*  _ 

Branch  circuit  run  concealed  under  floor 

XII  means  12  single  pole 

Bracket  outlet;  electric  only.    Nu- 

switches. 

^ 

meral   in  center  indicates  No.  ,50 
watt  electric  lamps 

Describe  type  of  switch  - 
in    specifications,    that    is 
flush  or  surface,  push  but- 

Bracket   outlet ;    combination    4/2 

ton  or  snap. 

Branch  circuit  run  exposed 

i-(fi4- 

indicates  200  watt  electric  light  ca- 

in*<2 

pacity  and  2  gas  burners 

_, . Pole  line 

f-fn 

Wall  or  baselv)ard  receptacle  outlet :  "Numeral  in  center  indicates 

•                      Riser 

j-lij 

No.  of  stand.  50  watt  electric  lamps 

PXJ                   Telephone  outlet;  Private  service 

"iif 

Floor  outlet:    Numeral  in  center  indicates  number  of  50  watt 

P^                  Telephone  outlet ;  Public  service 

A 

electric  lamps 

0e 

Outlet  for  outdoor  standard  or  pedestal ;  electric  only.    Numeral 

Q                      Bell  outlet 

indicates  No.  of  50  watt  electric  lamps 

Vaa/ 

f~]/                  Buzzer  outlet 

/|^^  6 

Outlet  for  outdoor  standard  or  pedestal :   Combination  6/6  indi- 

3*^6 

cates  300  watt  electric  light  capacity  lamps,  6  gas  burners 

1^12.                Push  button  outlet;  Numeral  indicates  No.  of  pushet 

($) 

Special  outlet  for  lighting,  heating  or  power  current  as  described 
in  specifications 

^nP/'                   Annunciator;  Numeral  indicates  No.  of  puinta 

® 

""^B                       Speaking  tube 

Drop  cord  outlet 

\~/                   Watchman  clock  outlet 

0 

One  light  outlet  for  lamp  receptacle 

S,                     Watchman  station  outlet 

3 

Arc  lamp  outlet 

~Tjy  ■                 Master  time  clock  outlet 

coo 

Ceiling  fan  outlet 

ll  J                   Secondary  time  clock  outlet 

s 

, 

1  M  1                     Door  opener 

S.  P.  Switch  outlet 

s 

1^1                   Special  outlet ,  signal  system  as  described  in  specification! 

D.  P.  Switch  outlet 

Show  as  many  symbols  as  there  are 

Ill             Battery  outlet 

switches,  or  in  case  of  a  very  large 

C*3 

group  of  switches  indicate  the  No. 

.s 

of  switches  bv  a  Roman  numeral 

KJ 

.3-way  switch  outlet 

•thus:  S'  XII  means  12  single  pole 
switches.   Describe  type  of  switch  in 

6. 

specifications,  that  is  flush  or  sur- 

Automatic door  switch 

face,  push  button  or  snap 

outlet   

Note:     If  other  than  standard  50  watt  electric  lampt 

.capacity  is  desired  specifications  should  describe  capacitjf 

6. 

of  lamp  desired 

Electrolier  switch  outlet. .. 

.Suggestions  in  Con.mection  with  STANn-\RD  Symbols  fob 

J 

WiEiNG  Plans 

B 

ftfeter  outlet 

It  is  important  that  ample  space  be  allowed  for  the  in- 

stallation   of   mains,    feeders,    branches    and   distribution 

^H 

Distribution    panel 

panels. 

It  is  desirable  that  a  key  to  the  symbols  used  accompany 

tisssa 

.Junction  or  pull  box 

all  plans. 

If  mains,  feedera,  branches  and  distribution  panels  are 

J®" 

shown  on  the  plans  it  is  desirable  that  they  be  designated 

Motor  outlet :  Numeral  in  center  indicates  horse  power 

by  letters  or  numbers. 

Heights  of  center  of  wall  outlets; 

>^ 

Motor  control  outlet 

(nnless  otherwise  specified) 

Living  rooms 5'-6" 

-\j^ 

Transformer 

Chambers  5'-0" 

Offices 6'.0" 

Corridors  6' -3" 

r  Circuit  for  clock,  telephone,  bell  or  other  service  run  under 

Heights  of  Switches  (unless  otherwise  specified)  i'(y 

<  floor  concealed.  Kind  of  service  wanted  ascertained  by  syra- 
l^bol  to  which  line  connects 

[Circuit  for  clock,  telephone,  bell  or  other  service  run  under 

•i  floor  above,  concealed.    Kind  of  service  wanted  ascertained 
l^by  symbol  to  which  line  connects 
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Steam  mAin — Arrow  indicates  direction  of  flow  L. 

Return  at<'am  main — Arrow  indicates  dlr*?clinn  nf  ffow 
Temperatiirp  control  piping 


^  S.f.  7  Steam  feed  vertical— No.  deeignate^s  particular  pipe 
^  3.  R.  5  Steam  r<-turn  vertical— No.  designafea  pacticulap  pipe 
iT  I Flange  cross  l^-'l  Cheek  valve 


Pneumatic  va!v 
<1ii>be  valVe 


ticrew  cruas 
Flange  Union 

Valve  "^  Reducing  valve 

Gate  valve  ^    |         Temp,  control  thermostat. 

(        *7     -D^      Radiator,  wall  supported  numeral  for  identification 
t    [   IX      ~V»      Radiator,  floor  supported  numeral  for  identification 


VENTILATING  SYMBOLS 

^^  Indicates  direction  of  flow 

-1^,..— nmT*  Indicates  direction  of  fowl  i 

--^ ^-  Indicates  direction  of  hot  ai 


Small  numerals  iiidicalc  No.  of  leader, 

hes  indieate  interior  diameter.  Arrow  indicates  tiow 


Small  numeral  indieales  No   of  particular  stack. 
Inches  indicate  siice 


MECHANICAL  EQUIPMENT 


Pulley  drive 
Horizontal  discharge 


CENTRIFUCAL  FAN 


(       )      Motor  drive 


^ 


PROPELLER  FAN 


o 


Blectnc  motor 


WMHER 

iiil 

"IT 


Diffuser 

1        £ 


1     I 


Air  Duct.  Exhaust  Drop 

1^       [ 


Drop 


A] 


Air  Duct  Exhaust  Ris 


:ki  ^ 


~^^°A4J 


Air  DuL-t  Siippty  Drop 


IK  I 


|_____-_^j         pip^  ^^,,  radiator 

[—6"  Small  numeral  in  inches  ^ivessize.  and  arrow  locates  feed 

f^5  Smalt  numeral  in  inches  gives  size  and  arrow  loeates  return 


Outlet  Register  to  Ducts 


. 


K^ 


I 


V   i 


lA*  h/W  In  H«'r 


y//////. 


&2 


"1"^ 


K       % 


'////y>^A 


MECHANICAL  EQUIPMENT 


Roitt^r  feed  pump 
Simp!.-x 


Boil-'r  feed  pump 
Duplex 


i=Ko] 


o 


steam  enginfi 
Single  cylinder 
Eccentric  flyvfheel 


Fire -boi  Boiler 


Vaccum  or  air  pump 
Duplex 
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^^^ 

^^^ 
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Pu 

1     ^ 
PQ 

CQ 

L 

c^ 

•* 

to    « 
CO  << 

o 
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oo 

O) 

to 

» 

CM 

•* 

o    ■*    to 
la  to  f 

X 

oo 

o 

s 

O 
CM 

§3 

n 

to     X 

^   in 

CM    CJ 

o    o 

TT      to      X 

o    o 

BUI.E    POR    CACrDi:iATIN&    PROPORTIONED    WIDTH   AND   HEIGHT   OP   TREADS   AND   RISERS  OP   STAIRS.                ,,       ,^ 

Subtract  the  width  of  tread  from   25  in.  and   the  result  will  be   twice    the    height   of    the   riser.     Thus:    if   the   tread   is   10   in.    wide,    then 
26  — 10  =r  15 -;- 2  :=  7%  in.,  the  height  of  riser  proportionate   to  a   10-inch    tread.     This  is  exclusive  of  nosings. 
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SPACE   OCCUPIED   B7  AUTOMOBH^ES. 
Tmiring    CurS. 

Length,   13   ft.   6  in.   to   20   ft. 

Height,   7   ft.   3   in. 

Width,    6    ft.    0    in. 

Smallest  practical  door,  8  ft.  0  in.  high  by 
8   ft.    0   in.    wide.     Alley   door  should  be   not 
less  than    11    ft.    4    in.   and  should   be   set   not 
less  than   22  ft.   from  opposite  side. 
Heavy  Trucks. 

Length.  15  ft.  to  26  ft. 

Width,    6   ft.   0   in. 

Height,    10    ft.    0    in. 

Width  on  floor  between  wheel  pockets, 
48  in.     Length  of  wheel  pocket,  34  in. 

Smallest  practical  door,  9  ft.  0  in.  wide  by 
11  ft.  0  in.  high;  for  largest  trucks,  13  ft. 
6   in.   high. 

Doors  to  alley  should  not  be  less   than  12 
ft.  wide  and  should  be  set  not  less  than  28 
ft.  from  opposite  side  of  alley. 
Moving'  Vans. 

Length,   13  ft.   to   16  ft.   6  in. 

Width,   7  ft.   to  8  ft.  2   in. 

Height,   10  ft.  to  12  ft. 

Smallest  practical  door  10  ft.  0  in.  wide  by 
13  ft.  6  in.  high. 

ci-EASAirci:    VNDEB     oi>D     ei.i:vatz:d 

BAIIi'WAT  STBUCTTTBES  AND  TBOIi- 
lEY  WIRES,  12  FT.  0  HX. 

Clearance  required  by  the  city  for  steam 
roads,    13   ft.   6   in. 

Architects  will  be  perfectly  safe  in  mak- 
ing the  maximum  limit  of  door  heights  for 
any  sort  of  vehicle  13  ft.  6  in.,  standard  sub- 
way height,  as  no  vehicle  can  be  used  com- 
mercially on  the  streets  of  Chicago  that  will 
not  clear  steam  road  viaducts.  They  might 
go  around  elevated  viaducts,  but  they  can 
not  go  around  steam  road  viaducts  and  there 
is  a  probability  that  any  future  elevated  via- 
ducts would  be  raised  to  the  city  standard 
lieight  of  13  ft.   6  in. 


FtrBNITUBE  DIMEirSIONS.  file  e2T« 

Chairs — Height  of  seat,  18";  depth  of  seat, 
19";   top  of  back,   3S";  arms,   9"  above  seat. 

IiOiing-e— 6'  long,   30"  wide. 

Tables — Writing,  height,  2'-5";  sideboards, 
height,    3'-0";    general    height,    2'-6". 

Note — Tlie  smallest  size  practical  for  knee 
holes,   2'  high  by  I'-S"  wide. 

Beds — Single,  width,  3'  to  4';  %  bed,  width, 
4';  double  bed,  width,  4'-6"  to  5'-0",  length 
6'-6"  to  6'-8";  standard  double  bed,  4'-6"  x 
6'-6":  footboards,  2'-6"  to  3'-6"  high;  head- 
boards,   5'    to    6'-6". 

Bureaus — Common,  width,  3'-5"  or  4';  depth, 
l'-6"  or   l'-8";  height,   2'-6"  or  3'. 

Commodes — Top,  l'-6"  square  and  2'-6" 
high. 

Clii£foniers — 3'   wide,    l'-8"  deep,   4'-4"  high. 

Clieval  Glasses — Height,  6'-4"  or  5'-0"  or 
5'-2";    width.   3'-2"   or   2'-6"  or  l'-8". 

Washstands — Length,  3'-0";  width,  l'-6"; 
height,   2'-7". 

■Wardrobes — Length,  4'-6"— 3'-0";  depth,  2'- 
0" — 1'-5";  height,  S'-O". 

Sideboards — Length,  5'  to  6';  depth,  2'-2". 

Pianos— Upright,  length,  4'-10"  to  5'-6"; 
height,  4'-4"  to  4'-9";  depth,  2'-4".  Square, 
length,    6'-8";    depth,    3'-4". 

BUIiard  Tables — 4'-8",  4i4"x9,  5' x  10. 
Must    have    16'x20'    space. 

Wardrobe   Shelves — 5'-10"   high. 

Coat  Hooks — 5'-6"   high. 

riour  Barrel — 2S"  to  30"  high  and  20"  to 
21"   dia. 

DATA  ON  BVII.DINGS  WITH  SIDINGS. 

Clearance  from  face  of  building  to  center 
of   track,    7'-0". 

Height  of  loading  decks: 
For  shipping,   4'-0". 
For  receiving,  3'-0". 

Clearance  from  center  of  track  to  edges  of 
loading  decks: 

Upper  edge,  7'-0". 
Lower  edge,  5'-0". 
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TABLE  SHOWING  THE  LENGTH  OF  SIDES  OF  BAYS 
ANGLE  BEING  45,  30-60  AND  221/2-671/2  DEGREES. 


Ex.omple-S'. 
Angle  of  45  Degrees. 


ft. 


6  In.   by 

7  "      " 

8  ••     " 

9  "      " 

10  "     " 

11  "      " 

0  " 

1  ' 

2  • 

3  ' 

4  ' 

5  • 

6  ' 

7  ' 


ft. 


6  In 

7 

8 

9 
10 
11 

0 

1 

2 

3 

4 

5 

6 

7 


2  ft. 

2  " 

2  " 

2  " 

2  " 

2  " 

2  " 

2  " 

3  " 
3  " 
3  " 
3  " 
3  " 
3  " 
3  " 
3  " 


1ft 

2% 
4% 
5H 
Ihk 
SVa 
9  it 

11% 
0% 
2ft 
3% 
5 

6ft 
7% 
9V4 

10  U 


in. 


ft.   10  in.   by  2  ft.   10   In 4   ft.      Oft  in. 


11 
0 
1 
2 
3 
4 
5 
6 
7 
8 
9 
10 
11 
0 


11 
0 

1 

2 
3 
4 
5 
6 
7 
8 
9 
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11 
0 


1% 
2H 
4ft 
5% 
7% 
8ft 

10 

11% 
1ft 
2^ 
3% 
Bft 
6% 
7% 


Angle  of  30-60  Degrees. 


Angle  of  '2i%-6'j%,  Degrees. 
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SIZES  OF  FREIGHT  CARS  AND  LEGAL  RAILWAY  CLEARANCES 


Car. 


D 


E 


G 


H 


North-Western    59"     9'-0" 

Chicago  &  Alton 

New  York  Central 

Baltimore  &  Ohio 

Pacific  Fruit  Express 

North-Western    Furniture.  . 

Cotton    Belt 

Chicago  &  Alton 

North-Western     

North-Western     

Erie   


9'-  4" 
9'-3"  9'-  0" 
9'-3"  9'-  2" 
9'-4"  8'-10" 
9'-3"  9'-  0" 
9'-6"  10'-  6" 
9'-3"  9'-  6" 
9'-2"  8'-  8" 
9'.4"  9'.  2" 
9'-2"  8'-  5" 
9'.6"     8'-  8" 


10' 

10' 

10' 

9' 

9' 

11 

10' 

9' 

10' 


-  4' 
6' 
2' 

10' 
10' 

-  6' 

-  6' 

-  8' 

-  2' 


lO'-lO' 
11'-  0" 
lO'-lO" 
10'-  6" 
10'-  3" 
12'-  0' 
11'-  6' 
lO'-ll" 
11'-  2" 


38" 
36" 
42" 
37" 
40" 
30" 
38" 
37" 
39" 


9'-   6"      10'-   7"      36" 
9'-   8"      lO'-lO"      40" 


34'-  0" 

40'-  6" 

36'-  6" 

36'-  6" 

33'-  9" 

50'-  6" 

36'-  6" 

34'-  8" 

36'-  6" 

34'-  6" 
34'-10" 


60" 
72" 
72" 
72" 
48" 
144" 
62" 
66" 
60" 
60" 
62" 


49" 
48" 
48" 
42" 
50" 
40" 
48" 
47" 
49" 
46" 
50" 


7'-6" 
7'- 8" 
8'-0" 
7'-7" 
6'-2" 
9'-8" 
7'-8" 
6'-8" 
7'-6" 
6'10" 
6' 10" 


Fl'G-1  f  !&•£ 

Pig".  1.  Building's  and  Miscellaneous  Struc- 
tures adjacent  to  Main  Tracks,  Li  =  21'  6", 
K  =r  8'  0";  Adjacent  to  Subsidiary  Passenger 
Tracks  L=21'  6",  K  =  7'  6";  Tracks  en- 
tering buildings  L.r=car  clearance  (see  dia- 
gram above  for  estimate),  K:=7'  0". 

Structures  adjacent  to  Subsidiary  Freight 
Tracks  except  as  otherwise  specified.  Tracks 
outside  buidings  L  =  21'  6",  K=8'  0";  Tracks 
entering  buildings  L  =  practical  car  clear- 
ance,  K  =  7'   0". 

Tig.  2.  Bridg-es  supporting  Main  Tracks  or 
Subsidiary  Freight  Tracks  clearance  shall  be 


as    follows:      L  =  21'    3",    M  =  4'    2", 
0",     P  =  4'      0",     Q=5'     0".     Bridges     span- 
ning    Main     Tracks     or     Subsidiary     Freight 
Tracks  Fig.  1.     L=:21'  6".  K=8'  0". 

Pig'.  3.  High  Freight  Platforms  R  =  not  to 
exceed  5'  8",  8  =  not  less  than  5'  8"  except 
when  such  platforms  have  S  =r  not  less  than 
8'    0". 

Pig".  4.  High  Passenger  Platforms  on  ex- 
clusive passenger  tracks  may  have  R  = 
height  of  car  floor  above  rail.  Low  passen- 
ger platforms  R=0'  8",  S^  not  less  than 
5'   0". 


Size  of  Swimming  Tank. 


Swimming  tanks  that  can  be  used  for 
swimming  contests  must  be  exactly  20  yards 
in  interior  length,  no  less.  (A  tank  V2  inch 
short  would  be  ruled  out  of  contest.)  Eight 
yards  wide  is  best,  although  7  yards  will 
pass;  4  feet  deep  at  shallowest  point  and  8 
feet  deep  at  deepest  point,  which  deepest 
point  should  be  about  12  feet  from  end  where 
springboard  is  placed.    Depth   at  springboard 


end  should  be  six  feet.  Interior  of  tank,  both 
sides  and  bottom,  should  be  white,  and  there 
sl^ould  be  three  black  lines  on  the  bottom 
extending  parallel  with  sides,  and  dividing 
the  tank  into  four  equal  alleys;  there  should 
be  a  line  across  tank  on  bottom  and  up 
sides  at  exactly  2  yards  from  each  end, 
measured  horizontally,  making  lines  exactly 
16   yards   apart  horizontally. 


Size  of  the  Billiard  Room  and  Bowling  Alleys. 

dimensions 


Table 

Outside  dimen- 

Room space 

sions 

required 

1 

..21/2'x  5' 

2'    9"     X  4'  10" 

10'      xl2' 

2 

.  .  .3'     X  6' 

3'    4"     X  5'  111/4" 

11'      xl4' 

3 

.  ..3y2'x  7' 

3'  11"     X  7'    1" 

12'      xl5' 

4 

.  .  .4'     X   8' 

r    7"     X  8'    5" 

14'  2"xl8' 

.", 

.  .  .41^'x   9' 

4'  11 1/2 "X   9'    IVa" 

14'  2"xl8'  9" 

6 

...5'      xlO' 

5'    5V2"xlO'    11/2" 

15'       x20' 

7 

...6'     xl2' 

6'     8"     xl2'    6" 

16'       x22' 

1,  2  and  3  sizes  adaptable  to  home  use, 
4,  ')  and  6  to  recreation  rooms,  7,  English 
style.      Standard   Cue   57"   long. 


For  dimensions  required  to  use  two  or 
more  tables  of  any  size  or  sizes  furnished, 
see  manufacturer  for  a  single  pair  of  alleys. 
The  length,  from  back  wall  to  the  front  of 
the  approach,  should  never  be  less  than  82 
ft.  This  allows  for  pit  and  swinging  cushion 
4  ft.;  for  alley  (to  foul  line)  63  ft.;  and  for 
approach.  15  ft.  Width  is  10'  8^".  Space  for 
players'  seats  or  for  spectators  should  be  in 
addition  to  the  lengths  and  widths  given.  All 
drawings  show  concrete  foundation  construc- 
tion which  is  necessary  for  basement  instal- 
lation and  first  floors  where  there  is  no  base- 
ment. 
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MASONRY.  PLASTERING  AND  FIREPROOFING. 


Weight  of  Brickwork 

Placing  the  weight  of  brickwork  at  112 
lb.  per  cubic  foot,  the  weights  per  super- 
ficial  foot   for   different   walls   are: 

9    inch    wall 84    lb. 

13    inch    wall •• 121    lb. 

18    Inch    wall 168    lb. 

22    inch    wall 205    lb. 

26     Inch     wall 243     lb 

Measurement  of  Old  Brick 

Uncleaned  rough  from  building  dumped 
from  8  to  10  bricks  per  cubic  foot,  or  aver- 
age of  111  cubic  feet  to  tlie  M. 

Uncleaned  stacked  on  outside  and  interior 
of  stack  filled  promiscuously  10-12  per  cubic 
foot,   or   average  of   91    cubic   feet  to   the  M. 

Cleaned  and  closely  stacked,  16  to  18  bricks 
per  cubic  foot,  or  actual  average  of  59  cubic 
feet  to  M.  (Usually  sold  at  60  cubic  feet 
to  M   to  allow   for  waste  and  poor   piling.) 

Cleaned  stacked  on  outside  and  interior 
filled  promiscuously,  12  to  14  per  cubic  foot, 
or  actual  average  of  77  cubic  feet  to  M. 
(When  sold  from  pile  measure  customary  to 
count  80  cubic  feet  to  M,  to  allow  for  waste 
and  bats.) 

Measurement  of  New  Brickwork. 

The  Chicago  Masons  and  Builders'  Asso- 
ciation have  arbitrarily  assumed  that  a  cu- 
bic foot  of  wall  contains  22%  common  brick, 
or  7%  brick  to  the  superficial  foot  of  4-inch 
wall  and  15  brick  to  the  superficial  foot  of 
8-inch  wall.  These  figures  of  the  Masons' 
and  Builders'  Association  are  frequently 
used  for  the  appraisal  of  party  walls,  etc., 
but  if  so  used,  the  price  per  M  for  work  in 
wall    should    be    reduced   accordingly. 

The  actual  number  of  Chicago  common 
brick  required  for  a  cubic  foot  of  solid  wall 
varies  from  17 1^  to  19%,  and  masons  in  pur- 
chasing brick  usually  reserve  18  brick  per 
cubic  foot  of  solid  wall;  and  when  so  doing, 
rarely  find  an  excess  or  shortage  at  the  end 
of  construction.  When  the  walls  are  divided 
into  many  small  piers,  requiring  much  cut- 
ting, and  consequently  much  waste.  It  is 
best  to  figure  20  brick  to  the  cubic  foot. 

On  account  of  the  wide  variance  of  prac- 
tice on  the  part  of  masons  in  estimating, 
architects,  when  calling  for  estimates  on 
brick  work  by  the  thousand,  will  avoid  use- 
less controversy  by  stipulating  that  quan- 
tity of  brick  will  be  determined  by  super- 
ficial wall  measurement  according  to  the  fol- 
lowing rule,  which  is  very  nearly  correct,  as 
Chicago  brick  now  run.  Divide  the  total 
number  of  superficial  feet  of  wall  surface  of 
a  given  thickness  by  160,  and  multiply  the 
result  by  the  number  of  brick  widths  the 
wall  is  thick,  and  the  result  will  equal  the 
number  of  thousands  of  brick  contained.  A 
four-inch  wall  will  contain  6%  brick  to  the 
superficial  foot,  or  1,000  brick  to  160  square 
feet. 

Miscellaneous  Masonry  Data. 

One  hundred  yards  of  plastering  will  re- 
quire fourteen  hundred  laths,  four  and  a 
half  bushels  of  lime,  four-fifths  of  a  load  of 
sand,  nine  pounds  of  hair  and  five  pounds 
of   nails,   for   two-coat  work. 

A  load  of  mortar  measures  a  cubic  yard, 
requires  a  cubic  yard  of  sand  and  nine  bush- 
els of  lime,  and  will  fill  thirty  hods. 

A  bricklayer's  hod  measuring  one  foot  four 
inches  by  nine  inches,  equals  1.296  cubic 
inches  in  capacity,  and  contains  twenty 
bricks. 

A  single  load  of  sand  or  other  materials 
equals  a  cubic  yard. 


Cement  Mortars.  file  ses.s 

S.  W.  Curtiss,  an  authority  on  mortars 
states  that  the  only  way  lime  mortar  will 
set  is  by  chemical  combination  with  carbonic 
acid  gas.  In  common  practice  this  always 
comes  from  the  atmosphere.  Anything  ex- 
cluding air  from  lime  mortar  will  prevent 
its  setting;  for  this  reason  it  is  detrimental 
to  lay  imporous  brick  in  lime  mortar  as  such 
brick  do  not  conduct  air  through  same  to 
the  mortar  joint  and  the  only  air  that  can 
come  in  contact  with  the  mortar  must  pass 
through    the    mortar    itself. 

Cement  mortar  sets  by  crystallization,  which 
means  that  in  order  to  set  cement  must  be 
supplied  with  water.  In  consequence  cement 
mortar  sometimes  fails  to  set,  or  harden  when 
used  for  laying  porous  brick  because  of  the 
fact  that  capillarity  draws  all  of  the  moisture 
out  of  the  mortar  into  the  brick  and  it  does 
not  have  sufficient  water  for  crystallization. 
Porous  brick  if  laid  in  cement  mortar  should 
be  thoroughly  soaked  so  as  to  fill  the  pores 
and  destroy  the  tendency  to  absorb  moisture 
from  the  mortar.  Nearly  all  stone  products 
if  ground  fine  enough  will  crystallize  when 
mixed  with  water  forming  a  cement  of  great- 
er or  less  strength  according  to  the  character 
of  the  material  and  the  fineness  of  the  grind- 
ing. Calcareous  matters  or  Portland  cement 
which  will  not  pass  a  100  mesh  sieve  are 
incapable  of  crystallization  and  therefore 
valueless  as  a  cementing  material.  The  in- 
troduction of  sand  or  stone  products  in  ce- 
ment not  ground  so  as  to  pass  100  mesh  re- 
duces the  amount  of  cementing  material  to 
the  volume  and  at  the  same  time  increases 
its  efficiency.  A  one  hundred  volume  of  neat 
cement  that  has  a  tensile  strength  of  700 
pounds  to  the  square  inch  will,  when  used 
with  a  four  hundred  volume  of  properly  as- 
sorted gravel  give  a  tensile  strength  of  three 
hundred  fifty  pounds  to  the  square  inch.  As 
there  are  five  square  Indies  the  cement  holds 
five  times  350  or  1,750.  Thus  increasing  the 
efficiency  of  the  cement  two  and  one-half 
times,  and  at  the  same  time  the  proper  pro- 
portion of  graded  gravels  eliminate  shrink- 
ing or  swelling  of  the  mass.  While  neat  ce- 
ment is  stronger  per  cubic  inch  than  the 
concrete,  it  is  necessary  in  practical  use  to 
combine  it  with  proper  quantity  of  proper 
aggregates  to  avoid  craze  cracking  from 
shrinkage.  The  smaller  proportion  of  water 
in  Portland  cement  making  it  workable  gives 
the  greatest  strength.  Neat  Portland  will 
take  22%  of  water  to  make  it  workable.  This 
is  an  excess  of  water  needed  in  the  crystal- 
lization. In  compressing  it  is  impossible  to 
compress  the  water,  causing  a  shrinkage 
when  crystallization  takes  place.  When  Port- 
land cement  is  used  with  four  volumes  of 
aggregates  8%  of  the  five  volumes  of  water 
will  make  a  workable  material.  This  can 
be  compressed  without  the  danger  of  shrink- 
age. The  cement  attacks  the  silica  of  the 
aggregates,  crystallizing  into  one  mass.  The 
introduction  of  quick  lime  into  cement  mor- 
tar means  weakening  the  strength  ot  the 
mortar  way  out  of  proportion  to  the  amount 
of  lime  introduced.  The  effect  is  mucla  worse 
than  the  introduction  of  an  increased  amount 
of  sand  except  that  the  lime  has  a  slightly 
retardative  effect  on  the  setting  of  the  ce- 
ment. 

Hydrated  lime  in  small  quantities  is  prob- 
ably less  injurious  than  slacked  lime.  Cement 
has  a  tendency  to  prevent  the  setting  of 
lime,  by  excluding  the  atmosphere,  while 
lime  has  a  tendency  to  prevent  the  setting  of 
cement  by  absorbing  moisture  required  for 
crystallization  of  the  cement. 
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OVERLAYING  CONSTRUCTION  SHEET.  SHINGLE 
AND  COMPOSITION  COVERING. 

FILE  685.1 

The  average  width  of  a  shingle  is  four  inches.  Hence,  when  shingles  are 
laid  four  inches  to  the  weather  each  shingle  averages  16  square  inches,  and  900 
are  required  for  a  square  of  roofing  (100  square  feet).  If  4-|  inches  to  the  weather, 
800;  5  inches,  720;  5^  inches,  655;  6  inches,  600. 

Slating.  P„,  ,,5  J 

Slating  is  estimated  by  the  "square,"  which  is  the  quantity  required  to  cover 

100  square  feet.     The  slates  are  usually  laid  so  that  the  third  laps  the  first  three 

inches. 

Number  of  Slates  per  Square. 


Size  in  Inches. 

Pieces  per 
[square. 

Size  iu    nches. 

Pieces  per 
Square. 

Size  in  Indies. 

Pi  ces  per 
ijquure. 

6   X    12 

533 

8   X    16 

277 

12    X    20 

141 

7   X    12 

457 

9   X    1(> 

246 

14  X   20 

121 

8  X   12 

400 

10   X    16 

221 

11    X   20 

137 

9  X   12 

355 

9   X    18 

213 

12   X   22 

126 

7   X   14 

374 

10  X    18 

192 

14  X   22 

108 

8  X   14 

327 

12  X   18 

160 

12  X   24 

114 

9  X   14 

291 

10  X   20 

169 

14  X   24 

98 

10  X   14 

281 

11   X   20 

154 

16  X  24 

86 

The  weight  of  slate  per  cubic  foot  is  about  174  pounds,  or  per  square  foot  of 
various  thicknesses  as  follows: 

Thickness  iu  inches ^  f\  i^  %  3^ 

Weight  in  pounds 1.81  2.71  3  62  5.43        7.25 

The  weight  per  square  foot  of  roof  tiling,  set  in  iron  or  between  wood  rafters 
ready  for  slating,  is  about  12  pounds. 

Tin  Roofs.  pile  89b.4 

Tin  roofs  should  be  laid  with  cleats. 

There  are  two  kinds  of  tin — "bright  tin,"  the  coatiijg  of  which  is  all  tin,  that 
is,  the  tin  proper;  and  "tern,"  "leaded,"  or  "roofing"  tin,  the  coating  of  which  is  a 
composition,  part  tin  and  part  lead.  This  last  will  not  rust  any  quicker,  but  the 
sulphur  in  soft  coal  smoke  eats  through  the  "leaded"  coating  sooner  than  through  the 
"tinned." 

Sizes  of  tin,  10  by  14  and  14  by  20,  and  two  grades  of  thickness — IC  light,  and 
IX,  heavy.  For  a  steep  roof  (one-sixth  pitch  or  over)  the  IC  14  by  20  tin  ("leaded" 
if  high  up  where  little  smoke  will  get  to  it;  "bright"  if  low  down),  put  on  with  a 
standing  groove,  and  with  the  cross  seams  put  together  with  a  double  lock,  makes 
as  good  a  roof  as  can  be  made.  For  flat  roofs  IX  10  x  14  "light"  is  best,  laid  with 
cleats,  but  the  others  make  good  roofs  and  any  of  them  will  last  twenty-five  years  at 
least,  if  painted  periodically. 

Number  of  Square  Feet  a  Box  of  Roofing  Tin  Will  Cover. — For  flat  seam 
roofing,  using  ^-inch  locks,  a  box  of  "14  by  20"  size  will  cover  about  192  square  feet, 
and  for  standing  seam,  using  f-inch  locks  and  turning  1^  and  1^  inch  edges,  making 
1-inch  standing  seams,  it  will  lay  about  168  square  feet. 

For  flat  seam  roofing,  using  ^-inch  locks,  a  box  of  "28  by  20"  size  will  cover 
about  399  square  feet,  and  for  standing  seam,  using  §-inch  locks  and  turning  1^ 
and  1|  inch  edges,  making  1-inch  standing  seams,  it  will  lay  about  365  square  feet. 

Every  box  of  roofing  plates  (IC  or  IX  "14  by  20"  or  "28  by  20"  sizes)  contain? 
112  sheets. 

For  roofs  and  gutters  use  seven-pound  lead;  for  hips  and  ridges,  six-pound;  for  flash 
ings,  four-pound. 

Gutters  should  have  a  fall  of  at  least  one  Inch  in  ten  feet. 

No  sheet  lead  should  be  laid  In  greater  length  than  ten  or  twelve  feet  without  a 
dip  to  allow  for  expansion. 

Joints  to  lead  pipes  require  a  pound  of  solder  for  every  inch  In  diameter. 
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SANITARY  AND  ELECTRIC  POWER  EQUIPMENT 

INCLUDING  PLUMBING.  ILLUMINATION  AND  ELECTRIC  POWER 

Capacity  of  Cisterns.  PHEew 

For  a  circular  cistern,  square  the  diamerer  and  mukipl}'  by  .7854,  for  the  area; 
multiply  this  by  1,728  and  divide  by  231,  for  number  of  gallons  of  one  foot  in  depth; 
for  a  square  cistern,  multiply  length  by  breadth,  and  proceed  as  above. 


CIECULAE 

5  feet  in  diameter 

6  feet  in  diameter 

7  feet  in  diameter 

8  feet  in  diameter 

9  feet  in  diameter 
10  feet  in  diameter 


CISTERN, 
holds  4.66  bbls. 
holds  6.71  bbls. 
holds  9.13  bbls. 
holds  11.93  bbls. 
holds  15.10  bbls. 
holds  18.65  bbls. 


SQUARE  CISTERN. 

5  feet  by    5  feet  holds    5.92  bbls. 

6  feet  by    6  feet  holds    8.54  bbls. 

7  feet  by    7  feet  holds  11.63  bbls. 

8  feet  by    8  feet  holds  15.19  bbls. 

9  feet  by    9  feet  holds  19.39  bbls. 
10  feet  by  10  feet  holds  23.74  bbls. 


Dimensions,  Weights,  Etc. 


Wrought=iron  Welded  Pipe. 

OF  Standard  Sizes    for    Steam,  Gas,  Water,  Oil, 


Etc. 


Inside 
Diam- 
eter 

Outside 
Diam- 
eter 

External 
Circum- 
ference. 
A 

Length  of 
Pipe  per 

Sq    Foot  of 
Outside 
Surface. 

Internal 
Area 

External 
Area. 

Length  of 
Pipe  con- 
taining one 
Cubic  Foot. 

-Weight 
per  Foot 

of 
Length 

No.  of 
Threads 
per  Inch 
ofScrew. 

Contents 

in 
♦Gallons 
per  Foot. 

Weight 
of  Water 
per  Foot 

of 
Length 

In. 

lu 

In. 

Ft. 

In. 

lu 

Ft 

Lbs. 

Lbs. 

Ks 

40 

1  272 

9-44 

012 

129 

2,500 

■  24 

27 

.0006 

005 

•54 

i.6;6 

7-075 

049 

229 

2.385. 

42 

18 

.0026 

021 

% 

67 

2. 121 

5-657 

no 

358 

75J-5 

-,S6 

14 

0057 

•047 

8 

84 

2  6^2 

4-502 

196 

554 

472.4 

84 

14 

0102 

085 

I  05 

3  299 

3  637 

441 

866 

270. 

1. 12 

llKa 

0230 

100 

1 

•  3' 

4    134 

2  903 

-85 

1-357 

166  9 

I  67 

ll'A 

.  040S 

-349 

iV* 

1  66 

5  2'5 

2  301 

I  227 

2  164 

96-25 

2.25 

ii'A 

063S 

527 

I'A 

1  9 

5-969 

2.01 

1.767 

2  835 

70.65 

2.69 

u'A 

0918 

760 

2 

^  37 

7.461 

1  611 

3-141 

4-330 

42.36 

3-66 

8 

1032 

I  3.S6 

2J4 

2  87 

9  032 

:  328 

4.908 

6.491 

30  II 

5-77 

8 

2550 

2.116 

3 

3  5 

10  996 

1  091 

7.068 

9.621 

19  49 

7-54 

8 

3673 

3  049 

3H 

4 

12.566 

955 

9  621 

12  566 

14-56 

9  05 

8 

,499s 

4  155 

4 

4  5 

14  137 

849 

12.566 

15.904 

11.31 

10.72 

8 

6528 

5  405 

4'^ 

5- 

15  708 

765 

15.904 

•9  635 

9  03 

12.49 

8 

826^ 

6.851 

5 

5-56 

17  475 

629 

'9  635 

24.299 

7  20 

14.56 

8 

1.020 

8.500 

6 

6  62 

20  813 

577 

28  274 

34-471 

4  98 

18  76 

8 

I  469 

12.312 

7 

7.62 

23  954 

505 

38  484 

45.663 

3-72 

23  41 

8 

1.999 

16.662 

8 

8  62 

27.096 

■444 

50.265 

58  426 

2.88 

28  34 

8 

2  611 

21.750 

9 

9  68 

30  433 

394 

63  617 

73-715 

2  26 

34  67 

8 

3  300 

27  50c ' 

10 

10  75 

33  772 

355 

78.540 

90.792 

I  80 

40  64 

8 

4  081 

34  000 

*  The  Standard  U  S.  gallon  of  231  inches. 
Divide  the  external  circumference  column,  A,  by  12  and  the  result  will  be  the  square  feet  of  surface  per  lineal  foo 


Grade  Per  Mile. 

The  following  table  will  show  the  grade  per  mile: 
An  inclination  of 


1  foot  in  15  is  352  feet  per  mile. 
1  foot  in  20  is  261  feet  per  mile. 
1  foot  in  25  is  211  feet  per  mile. 
•1  foot  in  30  is  176  feet  per  mile. 
1  foot  in  35  is  151  feet  per  mile. 


1  foot  in    40  is  132  feet  per  mile. 

1  foot  in     50  is  106  feet  per  mile. 

1  foot  in  100  is    53  feet  per  mile. 

1  foot  in  185  is    42  feet  per  mile. 


I 


To  find  quantity  of  water  elevated  in  one  minute  running  at  100  feet  of  piston 
speed  per  minute:  Square  the  diameter  of  the  water  cylinder  in  inches  and  multiply 
by  4.  Example:  Capacity  of  a  5-inch  cylinder  is  desired.  The  square  of  the  diame- 
ter (5  inches)  in  25,  which,  multiplied  by  4,  gives  100,  the  number  of  gallons  per 
minute  (approximately). 
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Quantity  of  Brickwork  in  Barrel  Drains  and  Wells. 


Superficial  Feet  of  Brick- 

Number of  Bricks    ■ 

Diameter  iu  Clear 

Thickness 

of  Brickwork 

work  in  One  Linear 

Required  for  One 

Yard. 

Linear  Yard 

1  foot,  o  inches 

o  feet 

aVz 

inches 

i6  feet,    6  inches 

115 

1     "      6       •' 

o     " 

AYz 

21        "           2          " 

148 

2       •'        O 

o     " 

4^2 

25       "         10 

181 

2       "        O 

o     " 

9 

33     "       0       " 

462 

2       "        6         " 

o     " 

9 

37     "       8       " 

528 

2       "        6         " 

1 

I 

Al       "          2          " 

906 

3     "      0       ■' 

o     " 

9 

42     "       6       " 

594 

3     "      o       " 

I     " 

I 

47     "      10 

1004 

3     "      6       " 

o     " 

9 

47     •'        I        " 

659 

3     "      6       '■ 

I 

1 

52     "        7       " 

1104 

4     "      o       " 

o     " 

9 

51      "      10       " 

725 

4     "      o       •' 

I     " 

1 

57     "        3       " 

1203 

5     "      o       " 

o      " 

9 

61     "       3       " 

857 

5     "      o       " 

I    ." 

1 

66     "       9       " 

1402 

6     "      o       '• 

I     " 

I 

76     "        I       •■ 

1597 

7     "      o       " 

I     " 

I 

85     "       6       " 

1795 

Tests  for  Pure  Water. 

Color:  Fill  a  clean  long  bottle  of  colorless  glass  with  the  water;  look  through  it 
at  some  black  object.  It  should  look  colorless  and  free  from  suspended  matter.  A 
muddy  or  turbid  appearance  indicates  soluble  organic  matter  or  solid  matter  in  sus- 
pension. Odor:  Fill  the  bottle  half  full,  cork  it,  and  leave  it  in  a  warm  place  for  a 
few  hours.  If  when  uncorked  it  has  a  smell  the  least  repulsive,  it  should  be  rejected 
for  domestic  use.  Taste:  If  water  at  any  time,  even  after  heating,  has  a  disagreeable 
taste,  it  should  be  rejected. 

A  simple  semi-chemical  test  is  known  as  the  "Heisch  test."  Fill  a  clean  pint 
bottle  three-fourths  full  of  the  water;  add  a  half-teaspoonful  of  clean  granulated  or 
crushed  loaf  sugar;  stop  the  bottle  with  glass  or  a  clean  cork  and  let  it  stand  in  a  light 
and  moderately  warm  room  for  forty-eight  hours.  If  the  water  becomes  cloudy,  or 
milky,  it  is  unfit  for  domestic  use. 

Capacity  of  Drain  Pipe. 


GALLONS  PER  MINUTE. 

Size  of  Pipe. 

'/i-in.  Fall 

3-in.Full 

6-in.  Fall 

9-iD.  Fall 

12-in    Fall 

18-in.  Fall 

:.'4-in    Fal 

36-in.  Fall 

per  100  ft. 

per  100  ft . 

per  100  ft. 

per  100  ft. 

per  100  ft. 

per  100  ft. 

per  100  ft. 

per  100  ft. 

3-inch 

21 

30 

42 

52 

00 

74 

85 

104 

4     " 

36 

52 

76 

92 

108 

132 

148 

184 

6     " 

84 

120 

169 

2(;6 

240 

294 

338 

414 

9     " 

232 

330 

470 

570 

060 

810 

930 

1140 

12     " 

470 

680 

960 

1160 

1360 

1670 

1920 

2350 

15     " 

830 

1180 

1680 

2040 

2370 

2920 

3340 

4100 

18     *' 

1300 

1850 

2630 

3200 

3740 

4600 

5270 

6470 

20     " 

17G0 

2450 

3450 

4180 

4860 

5980 

6850 

8410 

Table  showing  the  velocity  of  discharge  of  different  sized  sewers. 


Diam.  of  pipe. 

180  feet  per  minute, 
3  feet  per  second. 

270  feet  per  minute, 
4!4  feet  per  second. 

360  feet  per  minute, 
6  feet  per  second. 

510  feet  per  minute, 
9  feet  per  second.  • 

Inches. 

Fall. 

Gallons 
per  minute. 

Fall. 

Gallons 
per  minute. 

Fall. 

Gallons 
per  minute. 

Fall. 

Gallons 
per  minute 

3   

lin   69 
1  in   92 

1  in  138 
1  in  207 

54 

96 

.216 

495 

1  iu  30.4 
lin  40.8 
lin  61.2 
1  in  92. 

81 
144 
324 
742.5 

lin  17.2 
1  iu  23. 
1  iu  34.5 
lin  51.7 

108 
192 
432 
990 

lin   7.6 
lin  10.2 
lin  15.3 
1  in  23 

102 

4 

288 

648 

9 

1,485 

663 


Transmission  of  Heat  by  Various  Substances.  file  e»7.o 

Window     glass     being 1,000       Brick    (rough)    200   to    250 

Oak  or  Walnut 66       Brick   Whitewashed    200 

White  Pine    80       Granite   or   Slate 250 

Pitch    Pine    100       Sheet    Iron    1,030  to  1,110 

Lath    and    Plaster 75   to    100 

Table  Showing  Amount  of  Glass  Surface  which  may  be  Heated  by  i  Square  Foot  of 
Radiating  Surface  in  Good  Buildings. 


Hot  Water. 

Steam. 

Temperature  of  radiating  surface  (radiators) 
Fahr  .                       

160° 

180° 

200° 

227° 
5  Lbs. 

240° 

10  Lbs. 

Square  Feet  of  Glass  to  1  Square  Foot  Radiator  Surface. 


Temperature  above  surrounding  air  90° 

1.9 

2.3 

2.8 

3.3 

3.8 

"    80° 

2.3 

2.9 

3.5 

4.0 

4.6 

"70° 

3.0 

3.6 

4.2 

5.0 

5.7 

.     "              "    60° 

4.0 

4.6 

5 .  25 

6.0 

7.0 

"50°      .... 

5.0 

6.0 

6.8 

8.0 

9.0 

"    40° 

6.9 

8.0 

8.2 

10.0 

11.5 

Formulae  for  Figuring  RadiationLfor  Factories. 

A  formula  for  figuring  radiation  which  is  used   by  some   of  the  best  heating  engineers 


in  determining  the  amount  of  radiation  for  factory  buildings  is  as  follows: 

sq.   ft.   of  radiation  in  which,   G  =  Glass  Area. 

W  =  Net  Wall  Area. 
V  =  Volumn  of  air  in  the  Room. 
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SIZE    OF    STANSABD    riiUE    I.INING    ON 
SAI.I:    ON   THIS   MARKET. 


Outside  size. 

414  X     8I/2 

in. 

81/2  X     8y2 

m. 

13       X  13 

in. 

41/2  X  13 

in. 

81^  X  13 

in. 

13       X  18 

in. 

81^  X  18 

in. 

18      X  18 

in. 

Inside  size. 

3  i/s  X    7 14  in. 

7x7  in. 

11%  xll%  in. 

3y8  xll%  in. 

6%  X  11%  in. 

11  y2  X  16%  in. 

6%  X  leVs  in. 

15%  X  15%  in. 


Inside  area. 

22.6  sq.   in. 

49  sq.   in. 

135  sq.   in. 

36.5  sq.   in. 

77  sq.  in. 

193  sq.   in. 

114  sq.   In. 

247  sq.   in. 


GENERAI^  BUIiE  FOB  BRICK  STACKS. 

Diameter  of  base  should  not  be  less  than 
1/10  of  height  if  square,  or  round,  1/12  of 
height.  Batter  of  stacks  3/100  of  an  inch  to 
the  foot  in  height.  Thickness  of  brick  work 
should  be  not  less  than  one  brick  from  top 
to  25  feet  below  same,  changing  to  l^^  brick 
from  25  feet  to  50  feet  below  top,   increasing 


V2   brick  in  thickness   for  each  succeeding   25 
feet,   measuring  from   the  top  downward. 

Fireplace  Flue   Areas. 

For  three-story  building,  area  at  top  of 
smoke  chamber  should  be  1/12  of  area  of 
fireplace   opening. 

Two-story  building  area  at  top  of  smoke 
chamber  should  be  1/10  of  area  of  fireplace 
opening. 

One-story  building  area  at  top  of  smoke 
chamber  should  be  Va  area  of  fireplace  open- 
ing. 

Throat  of  fireplace  should  never  be  less 
than  3  in.  or  more  than  4^  in.  by  the  width 
of   fireplace   opening. 

Front  edge  of  arch  should  never  be  thicker 
than   one-half   brick,   approximately   4   in. 

Splay  of  sides  of  fiue  from  throat  opening 
up  to  flue  lining  should  be  2  in.  to  the  foot. 
The  raise  from  soffit  or  lintel,  or  from  high- 
est point  or  soffit  to  arch  should  be  6  in. 


Proportion  of  Parts  of  Steam  Heating  Boilers. 

Fbom  Prof.  R.  C.  Cabpenteb. 


Radiating  surface^square  feet 

Nominal  horse-power 

Ratio  radiating  to  heating  surface. ... 

Probable  evaporation  per  lb.  coal 

Pounds  of  steam  per  sq.  ft.  grate  (A). 
Pounds  of  sleam  per  sq.  ft.  fjrate  (B) . 
Ratio  radiating  to  grate  surface  (A)... 
Ratio  radiating  to  grate  surface  (B).  . 

Ratio  heating  to  grate  surface  ( A) . . . . 
Ratio  heating  to  grate  surface  (B). . . . 

Heating  surface,  square  feet 

Grate  surface,  square  feet  (A) 

Grate  surface,  square  feet  { B) 

T)iameter  of  safety  valve,  inches 

Diameter  of  smolse  flues,  inches 

Square  inches  in  above  flues 


2.5 

4.5 

5.5 
55.0 
44.0 
165.0 
132.0 

36.5 

28.5 

55.0 

1.52 
1.88 
1.5 
7.0 
38.5 


5.0 
5.1 
5.7 
57.0 
46.0 
171.0 
138.0 

33.2 
27.0 

98.0 

2.92 

3.88 

2.25 

10.0 

78.5 


750      1000     1500     2000     3000     4000 


7.5 

5.4 

6.0 
60.0 
48.0 
180.0 
144.0 

33.2 
26.7 

138.0 

4.15 
5.4 
2.50 
11.2 
95.0 


10.0 
6.6 

6.5 

65.0 
52.0 
195.0 
156.0 

34.8 
27.7 

178.0 

5. 68 
6.37 
2.75 
12.0 
113.0 


15.0 

6.0 

7.0 
70.0 
56 . 0 
210.0 
168.0 


20.0 
6.2 

7.5 

75.0 
60.0 
22.')  0 
180.0 


30.0 
6.7 


40.0 
6.9 


35.0     36  2 
28.0  '  29.0 

250.0    322  0 

7.15     8.9 

8.92    11.2 

3.0        3.25 

l.^.O      17.0 

176.7    227.0 


8.0  8  5 

80.0  I  85.0 

64.0  I  68.0 

210.0  ■2.5.'i.O 

192.0  'JOl  0 


36.5 


29.3     29.6 
447.0    580.0 


37.0 


12  4 
15.5 
3.5 
19  0 
2H3.5 


15.7 
19.6 
4.2 
23.0 
415  5 


5000 


60.0 

7.0 

9.0* 

9.0 

90  0 

72.0 

270.0 

216.0 

38.5 


710.0 

18.5 

23.2 

4.0 

25.0 

490  9 


7500 


75.0 
7.0 
9.0* 
9.5 
9.i.0 
76.0 
285.0 
228.0 
I    40  5 
i    31.5* 
\    32.2 
i    25  2* 

1  1071 

j  833* 
26.5 
32.5 

2  of  3 
23 

615.7  I 


10000 


100.0 

7.0 

9.0* 

10  0 

100.0 

HO  0 

300.0 

240.0 

42.5 

33  3* 

34  5 
26.5* 

1430 
1111* 
33  3 
41.5 
2  of  4 
3  A 
907.9 


*  V\'ater  tube  boilers. 

A  When  rate  of  coal  con.sumptiou  is  10  pounds  per  hour  each  square  foot  grate  surface. 

BWhen  rate  of  coal  consu:nption  1=  8  pounds  per  hour  each  square  foot  grate  aitrface. 
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THE  ORDERS  AND  THEIR  APPLICATION 

By  ALFRED  W.  S.  CROSS.  M.  A,.  F.  R.  I.  B.  A.,  and  ALAN  E.  MUNBY,  M.  A. 


Introduction. 

So  many  scholarly  works  upon  the  Orders 
are  in  existence,  that  some  explanation 
seems  to  be  called  for  in  Introducing  an- 
other series  of  articles  upon  a  subject  tliat 
is,    to   all    appearances,    already   well    worn. 

Notwitlistanding  the  consensus  of  opinion 
as  to  the  general  proportions  that  ought  to 
be  followed  in  their  delineation,  an  opinion 
based  upon  the  rules  laid  down  by  the  ar- 
chitects of  an  early  period  of  the  Renais- 
sance, a  surprising  divergence  from  the  pre- 
cepts and  practices  of  these  old  masters  of 
their  art  is  to  be  found  in  many  buildings 
of   our    own    time. 

The  writers  are  only  aware  of  the  exist- 
ence of  one  book  which  seems  to  meet  the 
usual  office  requirements,  and  that  is  a  work 
entitled:  "Rules  for  Drawing  the  Several 
Parts  of  Architecture,"  by  James  Gibbs, 
published  in  1732;  a  book  that  has  never 
been  reprinted  and  copies  of  which  are  not 
now  readily  obtainable.  The  object  aimed 
at,  and  successfully  attained,  is  an  illus- 
tration and  description  of  an  example  of 
each  Order,  not  "after  Gibbs."  but  repre- 
senting one  of  a  good  average  type  of  de- 
sign so  proportioned  that  the  dimensions  of 
the  various  parts  bear  simple  and  easily  dis- 
cernible ratios  one  to  another. 

An  attempt  has  been  made  to  co-ordinate 
the  leading  features  of  the  book  by  re-draw- 
ing some  of  the  illustrations,  retaining  the 
useful  dimensions  shown  thereon  and  entire- 
ly re-writing  the  description  of  the  plates, 
with  the  Introduction  of  some  general  prin- 
ciples likely  to  be  of  value  to  the  draughts- 
man and  student,  for  which  purpose  the 
opinions  of  standard  writers,  particularly 
those  of  Sir  William  Chambers,  have  been 
freely   incorporated. 

Before  attempting  such  a  condensation  of 
the  material  in  the  book  it  was  thought  de- 
sirable to  ascertain  how  far  the  generaliza- 
tions adopted  by  Gibbs  really  represent  the 
proportions  used  by  acknowledged  authori- 
ties. For  this  purpose  the  average  ratio 
of  the  diameter  of  the  column  to  the  height 
of  the  entablature,  as  being  a  relation  which 
essentially  affects  the  whole  proportion  of 
the  Order,  was  obtained  by  measuring  a 
number  of  recognized  examples,  and  it  may 
be  of  interest  to  give  the  results,  as  an 
indication  of  the  actual  value  of  the  dimen- 
sions   used. 


The  result  renders  it  evident  that  the 
general  proportions  of  the  Orders  as  recom- 
mended for  adoption  by  this  architect  are 
fully    worthy    of   confidence. 

Hence,  it  would  obviously  seem  prefer- 
able to  master  a  few  main  dimensions,  and, 
having  thus  inculcated  a  general  sense  of 
proportion,  to  rely  upon  gaining  familiarity 
with  the  plates  by  constant  use,  when  the 
proportions  of  the  smaller  members  of  the 
compositions  will  become  naturally  assimi- 
lated. The  Composite  Order  is  given  in 
Gibbs'  book,  but,  owing  to  its  similarity  to 
the  Corinthian  and  to  the  absence  of  a 
consensus  of  opinion  as  to  its  dimensions, 
it  has  not  been  included  in  the  present 
work. 

No  encroachments  have  been  shown  on 
any  of  the  Orders  to  avoid  distracting  at- 
tention from  the  dimensions.  "With  tlie 
exception  of  the  whole  of  the  Tuscan  Order 
and  of  the  frieze  of  the  Ionic  Order  there 
are  few  members,  apart  from  mere  fillets, 
which  have  not  been  enriched,  by  some  form 
of  ornament,  in  one  or  another  example, 
the  Doric  naturally  the  least  and  the  Corin- 
thian the  most.  In  the  latter  Order,  in 
fact,  even  the  cyma  and  corona  of  the  cor- 
nice, in  addition  to  the  frieze,  ogees  and 
beads,  are  often  ornamented,  but,  apart 
from  the  question  of  expense,  it  is  unde- 
sirable to  carry  such  elaboration  too  far, 
as  when  placed  in  close  contact  with  each 
other,  especially  when  a  distant  view  is 
alone  possible,  one  moulding  will  often  rob 
another  of  its  effect,  and,  indeed,  the  value 
of  richness  of  detail  is  more  often  than  not 
lost   in   this   manner. 

The  enrichment  of  columns  beyond  ordi- 
nary flutings  is  generally  to  be  deprecated, 
while  the  application  of  ornament  to  bases 
and  pedestals  is  seldom  either  requisite  or 
desirable. 

However  great  may  be  the  utility  of 
drawings  dealing  with  the  Orders,  it  should 
never  be  forgotten  that  they  are  merely  a 
means  to  an  end.  that  end  being  an  exe- 
cuted building.  Those  whose  work  is  con- 
fined to  a  drawing  board  develop  a  strong 
tendency  to  consider  their  compositions 
solely  from  an  elevational  and  artistic 
draughtsman's  point  of  view,  and  every 
opportunity  should  be  taken  of  checking 
this  habit  and  of  cultivating  the  art  of 
thinking   "in   the   round."     The  study  of  per- 


TABI.I:     SHO"WING     THE    APPROXIMATE    RATIO      BETWEEN      THE    IiOVTER    DIAM- 
ETER   OF    THE    COI.UMN   ANB    THE    HEIGHT    OF    THE    ENTABIiATTTRE. 


Alberti 
Palladio 
Scamozzi 
Vignola 


.1:1.5 
.1:1.8 
.1:1.9 
.1:1.8 


St.   Paul's   Convent 
Garden    ...1:1.8 


Average 
Gibbs     .  . 


.  .1:1.76 
.  .1:1.75 


Doric. 

Alberti     1:2.0 

Palladio    1:1.9 

Scamozzi     1:2.1 

Vignola    1:2.0 

Parthenon    1:2.0 

Baths,  Diocletian  1:2.0 
Temple  Pfestum.  .  1:1.7 
Apollo,  Delos  ...1:1.8 
Bow        Church, 

Portico    1:1.9 


Average     1 :1.93 

Gibbs    1:2.00 


Ionic. 

Alberti |  l-i'?} 

Palladio     1:2.0 

Scamozzi    1:1.8 

Vignola    1:2.3 

Fortuna  (Rome).  1:2. 3 
Baths,  Diocletian  1:1.9 
Minerva,  Athens.  1:2.3 
Illius,  Athens.  .  .  .1:2.3 
Banqueting    Hall.  1:2.0 

Average     1:2.00 

Gibbs    1:1.82 


Corinthian. 

Alberti    1:1.8 

Palladio     1:2.0 

Scamozzi    2:2.0 

Vignola    1:2.5 

Pantheon     1:2.3 

Jupiter  Stator  . .  .1:2.5 
Jupiter  Tonans.  .1:2.2 
Temple  Antonius  1:2.3 

Hamoden   Court  ..1:2.2 

Average     1 :2.00 

Gibbs     1:2.00 


The  above  examples  have  not  been  select- 
ed with  any  intention  of  justifying  the 
proportions  adopted  by  Gibbs,  but  are  mere- 
ly cited  as  those  which  readily  occurred  to 
the  mind,  or  of  which  the  dimensions  could 
be   easiLv  obtained. 


spective  of  building.s,  and,  best  of  all,  the 
preparation  of  models  of  portions  of  a  pro- 
posed building,  an  occupation  which  often 
results  in  the  discovery  of  latent  defects 
of  design,  are  alike  of  the  greatest  educa- 
tional  value   to   the   student   of  architecture. 
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THE  SETTING  UP  OF  AN  OBBES. 

(To  be  studied  in  connection  with  Plates  I., 
II.,  III.,  IV.  and  V.) 

The  sequence  followed  in  setting  up  an 
Order  will  be  found  to  influence,  to  some 
extent,  the  rapidity  and  facility  with  which 
it  can  be  accomplished.  An  outline  of  the 
method  of  procedure  may,  therefore,  prove 
useful. 

Usually  the  height  of  the  Order  is  fixed  by 
circumstances,  as,  for  example,  when  it  is  to 
be  applied  to  a  given  story  of  a  building. 

The  total  height  having  been  settled,  draw 
the  limiting  horizontal  lines  and  then  set 
out  the  vertical  centre  lines  of  the  columns, 
thus  dividing  the  frontage  to  be  treated  into 
bays  appropriate  to  the  exigencies  of  the  de- 
sign and  having  due  regard  to  the  correct 
intercolumniation  of  the  Order  adopted.  If 
a  pedestal  is  to  be  placed  under  the  column, 
cut  off  one-fifth  of  the  total  height  for  It, 
and  cut  off  one-fifth  or  one-sixth  of  the  re- 
mainder (measured  from  the  top  limiting 
horizontal  line)  for  the  vertical  height  of  the 
entablature;  the  Intervening  space  gives  the 
height  of  the  column,  including  its  cap  and 
base.  If  no  pedestal  Is  to  be  used,  divide  the 
whole  of  the  given  height  into  five  or  six 
parts,  cut  off  one  of  these  parts,  from  the 
top,  for  the  entablature,  and  the  remainder 
gives  the  height  of  the  column. 

The  Column.  Since  some  of  the  dimensions 
of  the  entablature  are  in  terms  of  the  di- 
ameter of  the  column,  the  latter  should  be 
next  developed.  The  term  "diameter  of  the 
column*'  refers  always  to  its  greatest  diame- 
ter— namely,  that  of  the  shaft  just  above  the 
lower  cincture.  This  dimension  is  one-sev- 
enth to  one-tenth  of  the  height  between  the 
soffit  of  the  entablature  and  the  top  of  the 
pedestal,  or  lower  limit  of  the  Order  in  the 
absence  of  a  pedestal.  If  the  centre  lines 
of  the  piers  do  not  represent  the  centres  of 
the  columns,  as,  for  Instance,  when  coupled 
columns  are  used,  the  centre  line  of  one  Of 
the  columns  must  now  be  decided  upon  and 
the  diameter  of  the  Order  symmetrically  dis- 
posed horizontally  across  it.  A  semi-diameter 
is  then  cut  off,  from  the  bottom  of  the 
column,  for  the  height  of  the  base,  and  it 
should  be  noticed  that  this — except  in  the 
Tuscan  and  alternative  Doric  Orders — does 
not  include  the  fillet  at  the  base  of  the  shaft, 
the  members  above  the  upper  torus  being 
reckoned  as  part  of  the  shaft,  as  are  also 
the  astragal  and  fillet  below  the  necking 
of  the  capital  of  the  column.  Tlie  plinth 
and  lower  torus  of  the  base  project  one-third 
and  the  upper  torus  one- fifth  of  a  semi- 
diameter  beyond  the  lower  circumference  of 
the  shaft.  The  leading  lines  for  the  base 
hiavlng  thus  been  obtained,  cut  off  by  a  hori- 
zontal line  the  height  of  the  capital  from  the 
top  of  the  column,  and  (except  in  the  Ionic 
Order)  again  below  it,  a  height  equal  to  one- 
sixth  of  a  semi-diameter  for  the  astragal 
and    fillet    below    the    necking. 

The  semi-diameter  of  the  shaft  at  one-third 
of  its  height  from  the  bottom  is  then  divided 
into  five  or  six  parts,  and  four  or  five  of 
these  parts  are  taken  as  a  semi-diameter  at 
the  top,  below  the  astragal.  The  shaft  may 
now  be  completed,  the  entasis  being  usually 
made  to  start  from  tlie  greater  diameter,  one- 
tliird  up  the  shaft,  below  which  point  it  is 
a  true  cylinder  until  the  cincture  at  the  base 
Is  reached.  This  is  the  best  metliod  to  adopt 
in  the  case  of  small  scale  drawings.  Where 
large  detailed  drawings  are  in  question  the 
diameter  may  be  alternatively  divided  at  the 
base  of    the  shaft   instead   of  at  one-third  of 


its  height,  and  the  entasis  extended  through- 
out the  whole  length.  The  completion  of 
the  shaft  enables  the  projection  of  the  capital 
to  be  marked  off,  and  also  that  of  the  astra- 
gal and  fillet,  which  is  equal  to  their  com- 
bined height. 

The  Entablature.  The  development  of  the 
entablature  can  now  be  proceeded  with,  the 
architrave,  frieze  anr",  cornice  being  ruled 
off  horizontally  and  the  members  of  each  in- 
serted (see  dimensions).  The  projections 
for  a  returned  end  or  section  are  obtained 
from  the  upper  diameter  of  the  shaft.  The 
lowest  member  of  the  architrave,  and  also 
the  frieze,  lie  vertically  over  the  circumfer- 
ence of  this  upper  end  of  the  shaft.  The 
prcjection  of  the  cornice  beyond  the  frieze 
line  is  equal  to  its  height,  except  in  the 
Doric  Order,  in  which  the  projection  is  one- 
third  more  than  its  height  of  one  diameter. 
Further  rules  dealing  with  minor  projections 
and  the  position  of  the  modillions,  dentils, 
etc.,  will  be  supplied  by  a  study  of  the  plates 
and    tabulated  dimensions. 

Pedestal.  Finally,  the  pedestal,  if  any, 
should  be  divided  vertically  into  four  parts; 
the  lower  part  is  ruled  off  for  the  height  of 
the  plinth,  one-third  of  the  second  part  for 
the  height  of  the  base,  and  one-half  of  the 
top  part  for  that  of  the  cap.  The  projection 
of  the  die  is  equal  to  that  of  the  base  of  the 
column,  and  the  plinth  and  the  cap  of  the 
pedestal  extends  beyond  this  for  a  distance 
equal  to  the  height  of  the  base  of  the 
pedestal  previously  obtained. 

The  above  dimensions  will  all  be  found  in 
the  subjoined  table,  which  represents  an  en- 
deavour to  bring  together.  In  a  form  suitable 
for  reference,  sufficient  information  to  make 
any  glaring  disproportion  impossible. 

A  few  of  the  minor  divisions  are  only  ap- 
proximations; they  will,  however,  be  found  to 
be  sufficiently  accurate  for  any  but  large  de- 
tail drawings,  in  which  it  is  not  desirable 
to  destroy  all  individuality  by  rigorous  me- 
chanical rules. 

On  the  left  hand  will  be  found  the  dimen- 
sion required  and,  in  the  intermediate  col- 
umn  the  fraction  for  each  Order  of  the  pre- 
viously ascertained  unit  given  in  the  right- 
hand  column. 

Plate  I. 

Plate  I.  represents  the  four  Orders  drawn 
to  a  common  vertical  height. 

The  pedestal  may  or  may  not  be  required 
and,  if  used,  it  is  to  be  regarded  as  an  addi- 
tion to  the  Order,  the  relative  dimensions  of 
the  parts  of  which  are  not  altered  by  its 
removal  or  introduction. 

The  diameter  of  the  column  (by  which  is 
meant  the  diameter  of  the  shaft  following  Its 
lower  cincture)  is  the  ruling  dimension  from 
which  most  of  the  others  are  obtained,  and  the 
smaller  circumference  of  the  top  of  the  shaft 
always  coincides  with  the  frieze  line  from 
which  all  the  projections  of  the  entablature 
are  set  out. 

In  judging  the  value  of  such  projections  it 
should  be  borne  in  mind  that  in  execution  the 
higher  vertical  faces  of  the  composition  will 
usually  be  much  foreshortened  to  the  ob- 
server and  that  there  will  be  a  consequent 
increase  in  the  comparative  value  of  neigh- 
boring projections. 

A  perusal  of  the  table  will  Indicate  those 
dimensions  which  all  the  Orders  have  in  com- 
mon, but  for  convenience  of  reference  they 
are  further  summarized  thus: 

Height  of  Pedestal,  Vs  total  height  of  Or- 
der. 
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PLATE  i. 


TV  SCAN 


DORIC 


IONIC  CORINTHIAN 


Height  of  Plinth,    14   height  of  Pedestal. 

Height  of  Pedestal  Base,  %  height  of  Ped- 
estal Plinth. 

Height  of  Pedestal  Cap,  ^  height  of  Pedes- 
tal Plinth. 

Projection  of  Cap  and  Plinth,  %  height  of 
Pedestal  Plinth. 

Projection  of  Corona  over  Die,  %  projection 
of  Pedestal  Cap. 

Height  of  Column  Base,  %  dameter  of  Col- 
umn. 

Projection  of  Base  over  Shaft,  %  semi- 
diameter  of  Column. 

Pilasters.  The  general  proportions  allotted 
to  the  columns  of  the  Orders  apply  also  to 
pilasters,  which  may  be  regarded  as  columns 
square  on  plan,  but  almost  universally  deeply 
enuased.  The  projection  of  pilasters  must  be 
regulated  by  circumstances.  If  Impost 
mouldings  or  other  projections,  stop  upon 
them,  as  on  the  inner  wall  of  an  arcade, 
these  projections  must  be  sufficient  to  take 
the  mouldings,  and  if  they  line  with  en- 
gaged columns  crowned  by  an  entablature, 
they  must  have  a  projection  similar  to  the 
columns,  and  therefore  in  such  cases  never 
less  than  a  semi-diameter.    Apart  from  these 


considerations,  the  projection  sliould  be  abou( 
one-fourth  of  tlie  diameter.  Pilasters  may  be 
fluted  or  plain;  if  the  former,  the  flutes 
should  be,  as  far  as  possible,  the  same  size 
as  those  of  the  adjoining  columns,  and  al- 
ways an  odd  number. 

»      •      * 

On  plain  faces  7  flutes  (occasionally  9) 
are  used,  and  therefore  in  the  above  case  4 
flutes  (or  5)  would  be  employed  on  each  side 
of  the  re-entering  angle.  The  returned  sides 
of  pilasters  should  never  be  fluted  unless 
the  projection  is  as  much  as  half  of  a  diame- 
ter. The  diameter  assigned  to  a  pilaster  will 
be  that  of  a  column  (if  any)  used  in  conjunc- 
tion with  it.  The  shaft  may  or  may  not  be 
diminished. 

If  the  pilaster  stand  alone  it  is  best  formed 
with  the  same  top  and  bottom  diameter,  but 
if  a  column  stand  in  front  of  It  then  it 
should  be  diminished  to  the  same  extent  as 
the  column.  Entasis  is  not  usually  given  to 
pilasters. 

Unless  columns  and  pilasters  are  monoliths 
the  shafts  should  be  built  up  of  three  drums 
and  not  two,  as  a  central  joint,  unless  ex- 
ceptionally well  executed,  has  a  very  dis- 
agreeable appearance. 
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PLATED. 


Plate  n. 

The  Tuscan  Order,  though  seldom 
used,  Is  suitable  for  situations  in  which 
an  appearance  of  strength  and  simplicity 
is  required,  and  In  which  'Jie  cost  of 
the  worlj  Is  an  important  factor.  It 
should  always  be  devoid  of  any  enrich 
ment  and  the  unbroljen  character  of  the 
frieze  and  cornice  malses  it  particularly 
useful  in  designs  presenting  awkward 
problems  of  intercolumniation. 

The  ratio  of  the  dimensions  of  its 
parts  is  exceedingly  simple.  It  should 
be  noticed  that  the  fillet  below  the  cinc- 
ture of  the  shaft  is  Included  in  the 
height  of  the  base  of  this  Order.  The 
projection  of  the  cornice  over  the  upper 
circumference  of  the  column  Is,  in  thia 
and  in  all  Orders,  except  the  Doric, 
equal   to  its  height. 
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PLATE  S.    MVTVLE  COKNICE^. 
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Plate  ZZZ. 

The  Doric  Order  is  always  effective 
when  used  In  lower  storeys,  arcades,  and 
door  and  window  openings,  but  owing 
to  the  trlglyphs  upon  the  frieze,  which 
must  fall  centrally  over  the  columns,  it 
Is  the  most  difficult  to  deal  with  when 
spacing  is  in  question. 

The  dimensions  of  the  cornice  do  not 
lend  themselves  to  any  simple  ratio  and 
its  projection  is  always  greater  than  that 
adopted  for  the  other  Orders.  The  45° 
line  from  the  top  of  the  frieze  at  once 
gives  the  bed  mould  of  the  mutule  course, 
and  one-third  of  the  height  of  the  cor- 
nice added  to  the  top  projection  of  this 
guiding  line  gives  the  total  projection, 
while  the  mutules  are  one-half  a  diam- 
eter in  side  elevation.  Some  consider- 
able modifications  of  the  Order,  as  here 
represented,  will  be  found  to  exist  in 
many  recognised  examples.  Occasion- 
ally the  mutules  are  dispensed  with,  and 
their  bed  tnould  is  cut  to  form  a  dentil 
course,  as  in  the  Theatre  of  Marcellus. 
The  cyma  crowning  the  cornice  is  often 
replaced  by  a  cavetto,  while  the  Doric 
base  (shown  alternatively  on  the  plate) 
sometimes  replaces  the  more  graceful 
attic  base.  When  this  base  is  used,  the 
upper  fillet  should  be  included  in  the 
height  of  the  base,  as  in  the  Tuscan 
Order. 
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PLATE  4. 
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Plate  rv. 

The  louic  Order  shows  smaller  variations 
from  the  pure  Classic  examples  than  any 
other,  and  its  proportions  are  fairly  simple. 

Two  styles  of  cornices  are,  however,  used, 
the  modillion  and  the  dentil  cornice,  and 
although  the  method  adopted  by  Gibhs  ol 
giving  prominence  to  the  former  has  been 
followed,  it  should  be  stated  that  the  latter 
is  more  generally  found  in  old  examples, 
whilst  the  former  is  preferred  by  I'alladio. 

Represented  side  by  side  upon  the  plate 
the  extent  of  the  variation  is  easily  discern- 
ible. A  modillion  or  dentil  should  always  be 
bisected  by  the  centre  line  of  the  column 
and  the  spacing  determined  by  the  distance 
of  this  line  from  the  frieze,  as  set  out  upon 
the  drawing.  The  frieze  is  always  plain 
and  in  larger  works  it  is,  preferably,  kept 
flat.  In  smaller  compositions,  however, 
v.hen  narrow  or  when  used  over  doors  and 
windows  a  pulvinated  frieze  may  be  adopted 
with  good  effect. 

The  earlier  alternative  form  of  the  Ionic 
capital  in  which  the  faces  of  the  volutes 
are  parallel  to  the  plane  of  the  elevation 
(not  shown  upon  the  drawings)  may,  of 
course,  be  substituted  for  the  capital  with 
angle  volutes  at  45°,  though  the  latter  has 
usually  a  much  more  graceful  effect,  partic- 
ularly in  small  compositions.  Of  course, 
the  geometrical  method  for  setting  out  the 
volutes  cannot  be  used  in  drawing  such  cap- 
itals in  ordinary  elevation.  It  should  be 
noticed  tliat  the  height  of  the  capital  in 
this  Order  is  measured  from  the  soffit  of 
the    volutes. 

The  centre  of  the  eye  is  one  third  of  the 
height  of  the  capital  from  its  bottom  and  is 
in  elevation  placed  just  outside  the  top 
circumference  of  the  shaft,  while  the  hori- 
zontal fillet  at  the  top  of  the  shaft  is  im- 
medintely    below    the    eye. 

When  the  column  is  fluted  the  width  of 
the  fillets  should  be  one-fourth  to  one-third 
that  of  the  flutes.  The  flutes  generally 
number  twenty  or  twenty-four ;  in  the  lat- 
ter case  the  simple  method  of  setting  them 
out  on  plan,  as  shown  on  the  drawing,  will 
be    found   of    service. 

The  attic  base  is  always  used  with  the 
Ionic  Order. 
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Plate  V. 

The  Corinthian  Order  has  been  rep- 
resented with  considerable  variations 
from  tlie  original  type. 

The  Ionic  entablature  was  often  used 
by  the  ancients,  supported  by  Corinthian 
columns,  and  the  Corinthian  cornice  it- 
self, though  here  represented  with  a  den- 
til band,  Is  often  found  without  one. 
No  general  rule  appears  to  exist  tor 
spacing  the  modillions  or  for  their  di- 
mensions, the  latio  of  the  width  of  the 
modillion  to  the  space  between  two  of 
them  varying  from  1  :  iy2  to  1  :  2%, 
and  again  the  number  of  the  dentils  be- 
tween the  modillions  varies  from  2  to  5 
In  different  examples. 

Both  features  should  be  symmetrically 
placed  with  reference  to  one  another  and 
to  the  centre  line  of  the  column,  a  point 
often  neglected.  To  secure  this  result 
the  following  method  is  recommended  : — 
Draw  a  modillion  one-sixth  of  the  diam- 
eter of  the  column  in  width,  arranged 
symmetrically  over  the  centre  line  of  the 
column.  Place  another  with  its  outside 
edge  three  and  a  half  times  its  width 
within  the  total  projection  of  the  cornice, 
and  thus  obtain  the  spacing  between  the 
blocks.  Divide  the  distance  between  two 
modillion  centres  into  15  parts,  give  two 
to  a  dentil,  to  be  placed  symmetrically 
under  a  modillion,  and  one  to  each  space 
between  the  dentils,  which  will  be  found 
to  bring  the  inside  edge  of  the  last  dentil 
before  the  return,   on  the  frieze  line. 

The  form  and  projection  of  the  leaves 
of  the  capital  are  largely  matters  of  In 
dividual  taste,  but  the  general  method  of 
their  arrangement  will  be  evident  after 
examining  the  drawing.  It  may,  how- 
ever, be  noted  that  the  eye  of  the  volute 
is  Just  outside  the  lower  circumference 
of  the  shaft,  and  that  the  tiers  of  leaves 
divide  the  capital  below  the  abacus  Into 
three  approximate  equal  horizontal  sec 
tlons. 

The  column  may  or  may  not  be  fluted 
as   In  the  Ionic  Order. 

The  attic  base,  as  used  In  the  Ionic 
Order,  Is  very  generally  employed — in 
fact,  it  Is  often  preferable  to  adopt  it, 
omitting  the  additional  mouldings  shown, 
for  the  sake  of  variety,  on  the  drawing. 
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Plate  VI. 

The  relations  and  dimeasions  given  in  ttiis  and 
similar  subsequent  plates  must,  therefore,  be 
looked  upon  as  necessarily  somewhat  elastic. 
At  the  same  time,  such  dimensions  as  are  given 
should  not  be  disregarded,  but  considered  in  the 
light  of  proportions  to  be  attained  as  far  as 
the  exigencies  of  the   plan   will  admit. 

The  spacing  of  arcading  dealt  with  in  this 
plate  should  be  governed  by  the  height  of  the 
space  to  be  treated,  and  it  will  be  found  that  the 
best  effects  are  obtained  when  the  widths  of  the 


seen  that  a  relation  exists  between  the  diameter 
of  the  column,  the  width  of  the  pilaster,  and  the 
width  of  the  opening.  Again,  the  diameter  of  the 
column  relatively  to  the  opening  will  be  in- 
fluenced by  the  presence,  or  absence,  of  a  pedes- 
tal to  the  Order.  The  summary  shown,  col- 
lected from  Glbbs's  work,  giving  the  dimensions 
to  be  aimed  at  in  order  to  comply  with  the  above 
relations,  will  be  found  useful  : 

The  height  of  the  impost  should  always  be 
about  two-thirds  of  the  height  from  the 
ground  to  the  soffit  of  the  architrave  of  the 
Order,  whether  a  pedestal  is  in  use  or  not. 


Diameter  of   Column  =  1. 
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openings  approximate  to  half  of  their  height,  and 
when  the  total  width  of  the  piers  lies  between 
one-half  and  two-thirds  of  that  of  the  opening. 

The  spacing  must  also  be  considered  in  refer- 
ence to  the  Order  employed,  so  that  when  tri- 
glyphs,  or  modillions,  are  placed  centrally  over 
the  columns  their  proper  spacing  may  be  inter- 
fered with  as  little  as  possible.     It  will   thus  be 
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The  archivolt  or  moulding  running  round  the 
arch  should  be  the  same  width  as  the  pilaster 
(less  any  necessary  clearance  for  the  mouldings) 
— that  is,  about  one-eighth  of  the  width  of  the 
opening,  which  should  also  be  the  height  of  the 
impost  cap  to  the  bottom  of  the  necking.  Further 
details  as  to  the  members  will  be  found  on  I'late 
VII. 


±y 


-A—^ 


T^^ 


z: 


^- 


^ 


IMPOSTS  AND  ARCH  MOVLDS 


TVS  CAN 


DOK.IC 


Plate  VII. 


Impost   Moulding's. 

Details  are  here  given  of  Impost  mouldings, 
with  their  archivolts,  suitable  for  the  different 
Orders.  The  divisions  of  the  imposts  are  all 
simple  and  similar  in  each  example,  the  height 
of  the  corona  and  of  its  mouldings  above,  If  any, 
being  equal  to  the  height  of  the  mouldings  below, 
which,  again,  are  equal  to  the  necking.  The 
bead  and  fillet  below  the  necking  are  one  sixth 
of  the  height  of  the  impost,  the  bead  being  double 
the  height  of  the  fillet.  The  projection  of  the 
Impost  beyond  the  line  of  the  pilaster  is  equal  to 
the  height  of  the  corona  and  member  over  in  the 
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first  two  Orders,  while  the  projection  of  the 
corona  itself  is  equal  to  this  height  In  the  last 
two. 

The  pilaster  is  square  on  plan,  and,  therefore, 
the  plan  of  the  archivolt  is  represented  by  this 
square  upon  which  the  mouldings  are  placed.  An 
examination  of  these  mouldings  will  show  that 
they  rosonible  the  architraves  given  for  their  re- 
spective Orders,  and  their  forms  admit  of  similar 
variations.  It  will  be  noticed  that  the  innermost 
face  is  always  in  the  plane  of  the  face  of  the 
pilaster,  while  the  projection  of  the  moulding  at 
the  extrados  increases  from  about  one  quarter  the 
width  of  tlie  whole  archivolt  in  the  Tuscan  to 
one-third   in  the  Corinthian  Order. 
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SUBJECT  INDEX. 

System  of  Classification  for  Filing  Data,  Drawings,  Plates,  Catalogues,  Etc, 
in  Architects*  and  Contractors'  Offices. 


INTBODUCTION. 

The  decimal  system  of  classification  was 
devised  and  elaborated  by  Mr.  Melvil  Dewey, 
formerly  director  of  the  New  York  State  Li- 
brary. This  system  was  intended  primarily 
for  the  use  of  librarians  in  the  classification 
and  ai-rangement  of  books  and  pamphets.  but 
it  was  soon  found  that  the  system  also  fur- 
nished a  simple  and  effective  means  of  classi- 
fying, indexing  and  filing  literary  matter  of 
all  kinds.  Engineers  have  found  it  useful 
for  indexing  technical  data  and  information, 
catalogs,  reports,  card  systems,  drawings, 
etc.,  and  it  has  been  found  equally  useful  by 
manufacturing  and  business  concerns. 

The  scheme  and  a  considerable  amount  of 
the  subject  matter  which  follows  has  been 
obtained  from  the  original  publication  of  Mr. 
Dewey,  but  the  outline  on  "Building,"  690  to 
699,  has  been  compiled  new  by  the  Editor. 
The  purpose  of  rewriting  being  to  bring  the 
Index  more  nearly  in  accord  with  the  trade 
groups  and  divisions  of  modern  practice.  The 
index  on  "Ancient."  "Mediaeval"  and  "Modern 
Architecture,"  722  to  724  inclusive,  has  been 
completely  revised  in  order  to  bring  the  same 
down  to  date  in  accord  with  the  latest  dis- 
coveries in  the  realm  of  the  history  of  Archi- 
tecture. For  the  revision  of  this  material  we 
are  deeply  indebted  to  Prof.  Rexford  New- 
comb,  Professor  of  Architecture  of  the  Uni- 
versity of  Illinois.  For  its  co-ordination  with 
Dewey  to  Miss  "UHnifred  Fehrenkamp,  Librar- 
ian of  the  Ricker  Library  of  Architecture, 
also  of  the  University  of  Illinois. 

EZFIiANATZON     OF     THE     DECZMAI. 
SYSTEM. 

The  essential  characteristic  of  the  Dewey 
System  is  its  method  of  division  and  sub- 
division. The  entire  field  of  knowledge  is 
divided  into  nine  chief  classes  numbered  by 
the  digits  from  1  to  9.  Matter  of  too  general 
a  nature  to  be  included  in  any  of  these  classes 
is  put  into  a  tenth  class  and  indicated  by 
0.  The  following  are  the  primary  classes  of 
the  Dewey  System: 

0  GENEEAI.   WOBKS 

1  PHILOSOPHY 

2  RELIGION 

3  SOCIOLOGY 

4  PHILOLOGY 

5  NATURAL    SCIENCE 

6  USEPUL   ARTS 

7  PINE  ARTS 

8  LITERATURE 

9  HISTORY 

Each  of  these  classes  is  again  divided  into 
nine  divisions,  with  a  tenth  division  for  gen- 
eral matter,  and  each  division  is  separated 
into  nine  sections.  The  sections  are  again 
sub-divided  and  the  process  may  be  carried 
as   far   as    desired. 

It  is  thought  that  this  system  will  be 
especially  valuable  to  architects  for  classi- 
fying drawings,  catalogs,  reports  and  tech- 
nical data.  Our  space  is  too  limited  to  pub- 
lish the  complete  work,  nor  is  it  desirable. 
Should  any  one  be  sufficiently  interested  to 
go  into  the  matter  thoroughly,  they  should 
have  Mr.  Dewey's  completp  text  on  the  sub- 
ject. We  are  particularly  concerned  as 
practitioners  of  the  profession  of  architec- 
ture with  divisions  6  and  7,  "Useful  Arts" 
and  "Fine  Arts,"  comprising  the  following 
subject   numbers: 


600    USEFUL  ARTS 

610      MEDICINE 

620      ENGINEERING 

630      AGRICULTURE 

640      DOMESTIC    ECONOIVTY 

650      COMMUNICATION  AND   COMMEBCE. 

660      CHEMICAL  TECHNOLOGY 

670      MANUFACTURES 

680      MECHANIC    TRADES 

690      BUILDING 

Omitting  all  sub-divisions  of  this  topic, 
with  the  exception  of  690  "Buildinff,"  we  pub- 
lish the  sub-divisions  of  same.  As  distin- 
guished from  "Architectural  Constractlon," 
"Buildingr"  has  to  do  more  particularly  with 
the  processes  of  construction  and  matters 
pertaining  to  trades  and  materials  involved 
in  the  construction  of  buildings,  should  be 
more  properly  classified  under  "Building", 
while  matters  as  to  types  and  component 
architectural  parts  are  more  properly  classi- 
fied under  Architectural  Construction. 

690  BUILDING     —     Materials     and 

Trades. 

650.0  GENERAL. 
.01       History. 

.01]      History  of  Materials. 

.012      History  of  the  Art  of  Building. 

.01.3     Biography  of  Architects. 

.014      Biography  of  Builders. 

.015     Biography  of  Craftsmen. 

.02       Org-anization  of  Construction. 

.03       Finance  of  Building'. 

.04       Operation  of  Building's. 

.05        General    Works    on    the    Occupation 

and  Art  of  Building. 
.50        Encyclopaedia. 
.0.5]      Manuals. 
.052     Handbooks. 
.053      Receipts. 
.054     Periodicals. 
.055     Society    Proceedings. 
.056      Trade  Unions,   Guilds,   Etc. 
.057     Contractor's  Associations. 
.058     Material   Dealer's  Associations. 
.059      Insurancf. 

690.1  EDUCATION         OF         FEBSONNBL 
CONCERNED   IN   BUILDING. 

.11        Education  of  Designers. 
.12        Education  of  Supervisors. 
.13       Education  of  Managers. 
.14       Education  of  Craftsmen. 

690.2  BUILDING     MATEBIAL      IN     THE 
ABSTRACT. 
(All      special      material 
classified      under      the 
trade.) 

690.3  PLANS  FOR  BUILDINGS. 
.30       Incidents     to     the     Preparation 

Drawing's. 
.301     Drafting  Room   Supplies. 
.302      Drafting    Methods. 
.31       Preliminary  Studies. 
.32        General   Drawings. 
.33       Scale  Details. 
.34        Full   Size   Details. 

690.4  SPECIFICATIONS       FOR       BUILD- 
INGS. 

.40       Matter  Pertaining  to  All  Trades. 
.40-A  General    Conditions   of    the   Contract. 
.41       Earth    "Working    and    Transporta'tion 

Trades.     (See  File  691.) 
.41-A  Preparation  of  Site. 
.41-B  Excavations. 
.41-C  Construction  Plant. 
.41-D  Grading  and   Filling. 
.41-E  Preparation     of     Soil, 

Seeding. 


should     be 
appropriate 
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.42- 
.42- 
.42- 
.42- 
.42- 
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.42- 
.42- 
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.42- 

.42- 
.42- 


.42- 
690.43 
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690.44 
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690.47 
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.47 

690.48 
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F  Planting. 

Mortar     Using     Trades.     (See     File 

692.) 
■A  Masonry  Materials. 
B  Foundation  Work. 
■C  Concrete    Work. 
D  Stone  Work. 
E  Brick  Work. 

F  Fireprooflng,  Furring  and  Partitions. 
G  Architectural  Terra  Cotta. 
■H  Paving. 
I  Plastic  Floors. 
J  Plastic    Reinforcement,    Lathing   and 

Furring. 
K  Plastering. 
L  Plastic     Insulation,     Pipe     Covering, 

Etc. 
M  Models,   Clay  and  Plaster. 
N  Marble    and    Substitutes     (Including 

Slate,     Structural     Glass     Terrazzo- 

Slabs,    Etc.) 

0  Tile  and  Substitutes. 
Wood-Working'     Trades     and     Hard- 
ware.    (See  File  693.) 

A  Wood-Working  Materials  and  Meth- 
ods. 

B  Carpentry. 

C  Rough  Carpentry  Hardware. 

D  Finish   Hardware. 

E  Special  Door,  Window  and  Screen 
Hardware. 

F  Wood  Furniture. 

Heavy  Metal  Trades  (employing 
metal  heavier  than  No.  10  gauge). 
(See  File  694.) 

A  Metal  Materials  and  Methods. 

B  Structural  Metal  (over  No.  10 
gauge). 

C  Miscellaneous  Metal,  Fire-escapes. 

D  Ornamental  Metal  (over  No.  10 
gauge). 

E  Vaults,  Safes,  Vault  Doors,  Etc. 

F  Solid  Metal  Sash. 

G  Heavy  Metal  Doors  and  Shutters. 
Sheet      Metal      Trades       (employing 
metal  of  No.  10  gauge  or  less.     See 
File  695). 

A  Sheet-Metal   Materials   and   Methods. 

B  Ordinary  Sheet-Metal. 

C  Sheet-Metal  or  Sheet-Metal  Covered 
Fire-Resisting   Doors    and   Windows. 

D  Art  Sheet-Metal  Trim  and  Doors. 

E  Metal  Ceilings. 

F  Sheet-Metal   Furniture. 

G  Miscellaneous  Sheet-Metal,  Store- 
Fronts,   Etc. 

H  Utensils. 

1  Ventilating  Ducts  and  Stacks,  Fur- 
nace Work,  Etc. 

Brush,  Broom  and  Swah-Using 
Trades  (See  File  696.) 

A  Brush  Trade  Materials  and  Methods. 

B  Water-proofing  Membrane  and  Mas- 
tic or  other  Viscous  Compositions 
mopped,  broomed  or  swabbed  in 
place. 

C  Composition  Roofing. 

D  Plain   Painting  and  Varnishing. 

E  Decorations  (Plain,  Painted  or  Wa- 
ter Color). 

F  Hangings,    Fabrics,    etc. 

G  Upholstery. 

H  Window  Shades. 

I  Plain   Glass  and   Glazing. 

J  Art  Glass  and  Glazing. 

Pipe  Trades.      (See  File   697.) 

A  Pipe  Trades  Materials  and  Methods. 

B  Plumbing. 

C  Gas-fitting. 

D  Sprinkler   Fitting. 

E  Heating  (including  Steam  and  Hot 
Water   Heating). 

P  Steam  Power  Work. 

G  Mechanical   Ventilation. 

-H  Vacuum  Cleaning. 

Wire  and  Conduit  Trades  (See  File 
698). 

A  Wire  Trades  Materials  and  Methods. 

B  Electrical  Conduit  and  Wiring. 
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.4S-C  Lighting  Fixtures. 
.48-D  Electrical  Power  Work. 
690.49       Machinery  and  Miscellaneous  Trades 

(See   File   699). 

.49-A  Machinery  and  Mi.scellaneous  Mate- 
rials and  Methods. 

.49-B  Elevators. 

.49-C  Conveying  Machines. 

.49-D  Mechanical  Cleaners. 

.49-E  General  Machinery. 

.49-F  Mechanical   Refrigeration. 

.49-G  Insulation,  Pipe  Covering,  Etc.  (See 
File  690.42-L.) 

.49-H  Refrigerators,   Coolers  and  Freezers. 

.49-1  Miscellaneous  Equipment  not  Classi- 
fied. 

690.5  ESTIMATES   POR   BUII.DINGS. 

690.6  CONTRACTS  AND  GENERAL   CON- 
TRACTORS. 

690.7  SUPERVISION        OP        CONSTRUC- 
TION AND  ACCOUNTS. 

690.8  PROPESSIONAIi    SERVICES. 
.SO-A  Remuneration,    Fees,    Commissions. 
.SO-B  Duties,  Relationships,  Etc. 

.80-C  Responsibility,   Etc. 

.80-D  License  or  Registration. 

.81       Architect. 

.82        Structural   Engineer. 

.83       Mechanical  Engineer. 

.84       Sanitary  Engineer  and   Surveyors. 

.85       Electrical    Engineer. 

.86       Illuminating   Engineer. 

.87        Clerk  of  the   Works. 

.88       Building  Construction  Manager. 

.89       Specialists   not   otherwise   Classified. 

690.9  I.AWS      AND      RUI.ES      CONTROIi- 
I.ING  BUILDING. 

.91  State  or  General  Laws. 

.92  Municipal  Ordinances,  Rules,  Etc. 

.93  Trade  Rules. 

.94  Pindiugs,    National    Joint    Board    of 

Jurisdictional  Awards. 

.95  Lien  Laws. 

.96  Underwriters'  Rules. 

.97  Putolic  Service  Company's  Rules. 

.98  Liabilities  of: 

.981  Architects. 

.982  Contractor. 

.983  Workman. 

.984  Owner. 

.985  Bondsman. 

.986  Liability  Insurance  Co. 

.987  Adjoining  Property  Owner. 

.988  Public. 

.989  Any  Other  Responsibilities. 

691  EARTH- WORKING,    TRANS- 

PORTATION  AND   TEAMING 
TRADES. 

691.0  TOOLS,     UTENSILS,     APPARATUS, 
ETC. 

.01  Shovels,  Picks,  Drills,  Bars,  Wheel- 
barrows,  Etc. 

.02  Plows,  Scrapers,  Trucks,  Carts, 
Wagons,  Teams,  Tractors. 

.03  Excavating,  Trench  and  Mining  Ma- 
chinery. 

.04  Hoists,  Cranes,  Pile  Drivers,  Con- 
veyors, Etc. 

.05  D  u  m  m  y  Railroad  Equipment, 
Tracks,    Cars,   Etc. 

.06       Soil    Testing    Apparatus. 

.07  Shoring,  Sheet  Piling,  Piling,  Cais- 
sons, Etc. 

.08        Scaffolding. 

.071      Wood. 

.072     Metal. 

.073     Concrete. 

.08       Blasting  Powder  and  Apparatus. 

.09       Rock   Crushers. 

691.1  MATERIALS  TO  BE  REMOVED. 
.11        Common   Earth,    Clay,   Sand,    Gravel, 

Hard-pan,    Conglomerate    Rock,    Etc. 
.12       Trees,  Shrubs,  Etc. 
.13        Rubbish,   Etc. 
.14       Buildings,    Vaults,     Pipes,     Cisterns, 

Etc. 
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691.4 
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692 


692.0 
.01 
.02 
.03 
.04 
.05 
.06 

.07 

692.1 
.11 
.12 


.13 

.131 
.132 

.133 

.134 

.135 

.136 

.137 

.14 

.141 

.142 

.143 

.144 

.145 
.146 
.147 

.148 
.149 
.15 
.151 

.152 


.153 
.154 
.16 

.161 
.162 
.163 
.164 
.165 

692.2 
.21 
.22 

.23 

.24 
.25 
G92.3 
.31 
.32 


DISFOSAI.     OF     MATEBIAIiS. 

Stacking-. 
Cartag^e. 
Buuips. 

VTII.IZATION   OF   MAT£BIAI.S. 
Sand  and  Gravel  Stored   for  Mortar. 
Black  EartU  for  Top   Fill. 
Cruslied  BocS  for  Aggregate. 
Cleaning  and  Stacking  Building  Ma- 
terial for  Use  in  New  Building. 
Be-Planting  and  Frotection  of  Trees 
and  Slirubs. 
FII.I.ING   MATBBIAI.. 
FEETILIZER. 
NURSERY    STOCK. 
DRAINAGE   MATERIAI.. 
FBOST  PROTECTION. 

MORTAR-USING  TRADES  — 
(Inc.  Masonry,  Plastering,  Tile 
and  Marble  Setting  and  the 
preparation  for  same). 

MASONRY    APPARATUS. 

Mixing  Boxe%,  Platforms,  Etc. 

Tools,  Hose,  Heaters,  Etc. 

Mixers  for  Mortar  and  Concrete. 

Scaffolding,   Horses,   Planks,   Etc. 

Forms. 

Erection   Apparatus,    Hoists,    Cranes, 

etc. 

Chutes. 

MATEBIAI.S  FOR  MASONBY. 

Liquids,  Water,  Anti-freezing,  Etc. 
Aggregate      (a)      Sand,       (b)      Stone 
Screenings,    (c)    Gravel,    (d)   Crushed 
Stone,     (e)     Crushed    Slag,     (f)    Cin- 
ders,  (g)  Haydite. 

Cementing   Materials    for   Masonry. 
Limes. 
Hydraulic     Cements,      (a)      Natural, 

(b)  Portland,    (c)    Miscellaneous. 
Gypsums,    (a)    Plaster   of  Paris,    (b) 
Keene's    Cement,    (e)    Miscellaneous. 
Magnesites. 

■  Asphaltic  Cements. 
Composite  Cements. 
Other  Cements. 
Solids   for   Masonry. 
Stone. 
Brick,    (a)    Adobe,    (b)    Burned   Clay, 

(c)  Sand  Lime. 

Structural  Partition  and  Load-bear- 
ing Tile. 

Terra  Cotta,    (a)    Coping,    (b)    Orna- 
mental  Flue   Lining,    etc. 
Cement  Blocks. 
Composite  Blocks. 

Marble,  Soapstone,  Structural  Slate 
and   Glass. 

Tile,  Paving  and  Wall. 
Terrazzo  Blocks  and   Slabs. 
Mason's  Hardware. 
Anchors,    Ties.    Wall    Boxes,    Plates, 
Inserts,   Scoopers,   Sleeves,   Etc. 
Thimbles,     Ash     and     Coal     Chutes, 
Clean-out     Doors,     Dampers,     Grate 
Bars,    Chimney   Cap,    Vent   Gratings, 
Etc. 
Vault  Lights,  Sidewalk  Doors,  Etc. 

Beinforcing-   for  Masonry. 

Bar    Reinforcement. 

Fabric. 

Metal   Lath. 

Wood-lath. 

Fiber,    Hair.    etc. 

STONE    CONSTEUCTION. 

Preservatives    Treatment. 

Bond,      Anchorage,      Ties,      Lewises, 

Etc. 

Cutting      and      Dressing      of      Stone, 

Stereotomy,   Drips,  'Weathering,  Etc. 

Setting,  Joints,  Mortar,  Bedding,  Etc. 

Cleaning  and   Pointing. 

BRICK    CONSTRUCTION. 

Preservative    Treatment. 

Common  Brick  Work. 
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Fire  Brick  Work. 

Face   Brick   Work. 

Laying  Joints,  Mortar,  Etc. 

Chases,   Fire-Stops,    Corbels,   Etc. 

Bonds,  Anchors,   Etc. 

Cleaning  and  Pointing,  Etc. 

TERRA  COTTA  CONSTRUCTION. 

Preservative  Construction. 

Bonding,  Anchorage,  Ties,  Etc. 

Structural  Tile  Walls. 

Structural  Tile  Floors. 

Ornamental      or      Decorative      Terra 

Cotta. 

Laying   Joints,   Mortar,  Etc. 

Fitting  Around  Structural  Parts. 

Centers,   Supports,   Protection. 

Cleaning,   Pointing   and   Repairing. 

FIREPROOF  CONSTRUCTION. 

Hollow     Clay     Tile,     (a)     Hard,     (o) 

Porous. 

Gypsum  Tile. 

Concrete. 

Tying,  Fitting,  Securing. 

Combination  Construction. 

Centers,   Forms,   Etc.      (See    693.41 

for   Wood   and    695    for   Sheet-Metal.) 

Patching,   Repairing. 

CONCRETE    CONSTRUCTION. 

Massive,  Caissons,  Footings,  Retain- 
ing  Walls,   Etc. 

High  Duty  Concrete. 

Hollow  Concrete  Building  Blocks. 

Ornamental  Concrete. 

Concrete    Supported    on   the    Ground, 

Paving  of  Walks,  Floors,  Drives,  Etc. 

Waterproof  Concrete. 

Reinforced   Concrete. 
Reinforcing    Systems,    Arranged    Al- 
phabetically. 

Forms    and    Centers.       (See    693.41 
for  Wood;  also  695  for  Sheet-Metal.) 
Tests  and  Inspection. 
Data  for  Experiments. 
Formulae,    (a)    Vault    Construction. 
Special  Applications. 
DECORATIVE       AND        SANITARY 
WALL  AND  FLOOR  SURFACING. 
Marble,  Soapstone  and  Slate. 
Structural  Glass. 
Terrazzo. 

Tile  Mosaic,  (a)  Ceramic,  (b)  Mar- 
ble, (c)  Glass.  ^  ^ 
Tile,  (a)  Quarry,  (b)  Encaustic,  (c) 
Marble,  (e)  Ornamental,  (f)  Com- 
position Non-Dip,  (g)  Slate  Frag- 
ging, (h)  Rubber  Tile. 
Sanitary  Composition  Floors. 
WATER-PROOFING  AND  HARD- 
ENERS. 

Integral    Waterproofing    (for    brush 
applied   mastic  and   painting,   water- 
proofing,  see  File  696). 
Hardeners      (a)      Surface,      (b)     Ad- 
mixed. 

Mortar   Colors. 
PLASTER   TRADES. 
Interior  Plaster, 
a) Common  Lime  Plaster, 
b) Gypsum  Plaster. 
c)Magnesite. 
d) Portland   Cement   Plaster. 

e)  Lathing. 

f)  Special    Plasters. 

g)Modeling    and    Ornamental    Plaster. 
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APPARATUS,  INCIDENTAL 

TOOLS,   ETC. 

Mechanic's  Tools. 

Wood-working  Power  Machinery,  (a) 

Saws,    (b)   Planers,    (c)    Stickers,    (d) 
Sand-papering   Machines,    (e)    Scrap- 
ing  Machines. 
Kilns,  Dryers. 

Scaffolding,      Ladders,      Horses     and 
Benches. 
MATERIALS. 
Lumber. 
Timlur,  larger  than  6"x6". 
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Common  Lumber. 

(a)  Boards,   Furring  and  Grounds. 

(b)  Piece    Stuff,    Joists    and    Scant- 
ling. 

(c)  Shingles. 
Finish   Lumber. 

(a)  Hardwood. 

(b)  Soft  Wood. 

(c)  Flooring. 
Mill  Stock. 
Veneers. 
Composition. 

Insulation   Papers    and    Felts. 

Glues. 

KoTigli  Hardware. 

(a)    Nails,     (b)     Spikes,     (c)     Brad.«, 

(d)  Tacks,  Etc. 

(a)    Bolts,    (b)    Rods,    (c)    Anchors, 

Ties,    (d)    Screws,  Etc. 

Rivets. 

(a)   Washers,    (b)    Flitch   Plates,    (c) 

Splice  Plates. 

Mill      Construction    H  ardware.      (a) 

Stirrups,     (b)     Hanger,     (c)     Column 

Caps,    (d)    Ties,    (e)    Box    and    Wall 

Anchors,   (f)   Bearing  Plates,  Etc. 

Double    Hung    Sash    Hardware,     (a) 

Pulleys,    (b)    Cords,    (c)    Chain,    (d) 

Weights,   (e)   Spring  Balances. 


Finish  Hardware. 

Hanging   Hardware,    (a)    Butts,    (b) 
Hinges,    (c)   Pivots,  Etc. 
Controlling  Hardware,    (a)   Bumpers, 
(b)    Strikes,   (c)   Holders,    (d)   Hooks, 

(e)  Stays,   (f)  Adjusters.  Etc. 
Fastening  Hardware,    (a)    Old  Fash- 
ion Latches,   (b)   Spring  Latches,   (c) 
Catches,  (d)  Fasts,  (e)  Thumb  Bolts, 

(f)  Locks,   Etc. 

Trimming  Hardware,  (a)  Pulls,  (b) 
Knobs,  (c)  Spindles,  (d)  Roses,  (e) 
Escutcheons. 

Protection  Hardware,  (a)  Kick 
Plates,  (b)  Push  Plates,  (c)  Ertrec- 
tion  Plates  or  Signs,  (d)  Push  Bars, 
Etc. 

Operating  Hardware,  (a)  Closers  and 
Checks,  (b)  Springs,  (c)  Weights 
and  Pulleys,  (d)  Window  Poles,  Etc. 
Weathering  Hardware,  (a)  Weather 
Strips,  (b)  Thresholds,  (c)  Special 
Drips,  (d)  Metal  Astrigals.  (e) 
Casement  Operators,  Etc. 
Automatic  and  Panic  Hardware. 
Miscellaneous  Hardware  not  other- 
wise classified,  (a)  Wardrobe  Hard- 
ware, (b)  Showcase  Hardware,  fc) 
Toilet-room  Hardware,  Cd)  Leadder 
Hardware. 

ORDISTARV  CONSTRUCTION. 
Balloon      Construction      for      Frame 
Building's. 

Joist  Construction  for  Masonry 
Building's. 

heavy'  TIBIBER   CONSTRUCTION. 

Heavy  Post  and  Timber  Construction 
for  Frame  Buildinsrs. 
Mill  Construction  for  Masonry  Build- 
insrs. 

AUXILIARY  -WOOIJ  CONSTRUC- 
TION FOR  FIREPROOF  BUILD- 
INGS. 

Centers.  Forms,  Protective  Covering', 
Scaffolding,  Etc. 

Grounds,  Attachment  Strips,  Etc. 
JOINERY   AND    MILL   "WORK. 
Frames  and  Sash. 
Box  Frames.  Double  Hung  Sash. 
Casement  Frames.   Sash  Opening  In. 
Casement     Frames,     Sash     Opening 
Out. 

Frames  for  Sash  Hinged  at  Bottom, 
Swinging  In  at   Top. 
Frames    for    Sash     Hinged     at    Top. 
Swinsring  In  at  Bottom. 
Frames    for    Sash     Hinged    at    Top. 
Swinging   Out  at   Bottom. 
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Bearing    Steel, 
(c)     Sheradized 


Frames  for  Horizontal  Pivoted  Sash 

Frames  for  Vertical  Pivoted  Sash. 

"Wood  Interior  Trim. 

Wood  Floors. 

Blinds. 

Doors.  • 

Ordinary  Panel  and  Sanitary  Doors. 

Special  Revolving  Doors. 

Folding,  Accordion  Doors. 

Rolling    Doors. 

Screens. 

Mouldings. 

Flooring   Wood. 

Columns. 

STAIR    BUILDING. 

ORNAMENTAL   JOINERY. 

CABINET   WORK,    (a)    Mantels,    (ta) 

Sideboards,     (c)     Cases,     (d)     Space 

Savers,    (e)   Panel  Partitions. 

WOOD   FURNITURE. 

WOOD   CARVING. 

MISCELLANEOUS. 

HEAVY  METAL  TRADES  — 
(Emplojang  Metal  heavier  than  No. 
10  gauge). 

TOOLS,  UTENSILS,  APPARATUS, 
ETC. 

Job  Machinery. 

Job     Tools,     Hammers,     Sledges, 

Punches,   Tongs,   Reamers,   Riveters, 

Forges,  Etc. 

Derricks,  Cable,  Hoisting  Machinery. 

MATERIALS         USED         IN         THE 

METAL    TRADES. 

Iron   Products. 

Cast-iron. 

Wrought   Iron. 

Steel. 

Alloys,     (a')     Copper 

(b)      Nickel     Steel, 

Steel. 

Copper. 

Brass. 

Bronze. 

Aluminum. 

Miscellaneous     Structural    Metals. 

STRUCTURAL      METAL      CON- 

STRUCTION. 

Fabrication. 

Shop  Drawings.* 

Framing'. 

Bases.   Bearing   Plates,   Etc. 

Columns  and  Struts. 

Caps,    Connections.    Gussets,   Etc. 

Girders.  Beams,  Etc. 

Suspenders.    Tie-Rods,    Chains    Etc. 

Preservatives. 

Paint.     (See  696.) 

Galvanizing. 

Other   Methods. 

MISCELLANEOUS  METAL. 

Fire  Escapes. 


HEAVY     METAL     DOORS,      SHUT- 
TERS, ETC. 

Underwriters'   Doors. 
Sidewalk  Doors. 
Shutters. 

ORNAMENTAL    METAL. 
Stairs. 

Enclosures,    Guards,    Grills,    Fences, 
Gates,  Etc. 

Elevator  Enclosures  aaid  Cages. 
Fireplace    Trimming. 
Andirons,      Tongs.      Pokers,      Spark- 
screens,  etc. 

<5rate  I'raims.  Panii)irs,  Grates,  Etc. 
SOLID   METAL   SASH. 
VAULT    DOORS,    SAFES,    VAULTS, 
ETC. 

Vault   Doors. 
Safes. 

Vaults    and   Bank   Equipment. 
Tablets    Memorials,    Etc. 
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SHEET-METAL      TRADES    — 

696 

(Employing  Metal  of  No.  10  gauge 

.125 

Wood       Finishing       Materials,       (a) 

or  less). 

Stains,   (b)  Fillers,   (c)  Shellacs,   (d) 

Varnishes,    (e)    Enamels,    (f)    Waxes, 

695.0 

TOOLS.   UTENSILS   AND   APPARA- 

(g)   Other  Materials. 

TUS      (used      toy      tlie      Sheet-Metal 

.126 

Prepared   Paints. 

Trades). . 

.13 

Water  Paints. 

.01 

Bi*akes,    Shears,    Mallets,    Hammers 

.131 

Binder,     (a)     Casein,     (b)     Glue,     (c) 

Etc. 

Other  Binders. 

.02 

Welding"  Machines. 

.132 

Pigments,   (a)   Lime,   (b)  China  Clay, 

.03 

Soldering-  Apparatus. 

(c)   Whiting. 

.04 

Plating-   Apparatus. 

.133 

Colors. 

695.1 

SHEET-METAL    MATERIALS. 

.14 

Wall  Papers. 

.11 

Sheet  Iron. 

.15 

Hangings  and  Coverings. 

.111 

Tin  or  Tin  Coated  Sheet  Iron. 

.151 

Fabrics. 

.112 

Galvanized  Iron. 

.152 

Leather,    (a)   Genuine,   (b)   Imitation. 

.12 

Sheet  Copper. 

.16 

Hanging-  Hardware  Poles,  Etc. 

.121 

Planished   Copper. 

.17 

Upholstery,  (a)  Tacks,   (b)  Feathers, 

.13 

Zinc  Sheet. 

(c)  Hair,   (d)   Moss,    (e)   Ticking,    (f; 

.14 

Brass    Sheet. 

Cord,    (g)    Other   Materials. 

.15 

Bronze  Sheets. 

.18 

Glazing  Material. 

.16 

Other  Sheet  Metals. 

.181 

Glass,    (a)   Common  Glass,   (b)   Plate 

.17 

Solders,  Fluxes,  Etc. 

Glass,     (c)     Ornamental    Glass,     (d) 

.18 

Hardware. 

AVire-glass.      (e)      Prismatic     Glass, 

.181 

Rivets  and  Bolts. 

(f)    Colored    Glass,     (g)    Glass    Sub- 

.182 

Nail.'',    Tacks   and    Screws. 

stitutes. 

.183 

Incidental   Hardware. 

.182 

Putties. 

.19 

Miscellaneous. 

.183 

Tacks. 

695.2 

ORDINARY     SHEET-METAL     CON- 

.184 

Leading    Bars,     (a)    Lead,    (b)    Zinc. 

STRUCTION. 

(c)   Copper,    (d)    Ventilators. 

.21 

Roofs. 

.19 

Other  Materials. 

.211 

Tin. 

696.2 

WATER-PROOFING  WORK. 

.212 

Galvanized  Iron. 

.21 

Brushed   on    Construction. 

.213 

Copper. 

.22 

Membrane. 

.214 

Slate   Shingles. 

696.3 

COMPOSITION    ROOFING    WORK. 

.215 

Composition. 

.31 

Tar  and  Gravel  Roofing. 

.216 

Tile    Shing-les. 

.32 

Asphaltum    Composition    Roofing. 

.217 

Cfement   Tile. 

.33 

Promenade  Deck  Roofing. 

.22 

Cornices,  Etc. 

.34 

Mastic   Floors. 

.23 

riashing-,     Gutters,    Valleys,    Down- 

696.4 

PAINTING    WORK. 

Spouts  and  Conductor  Heads. 

.5 

WOOD   FINISHING   WORK. 

.24 

SSy-lig-hts,  Ventilator  Heads,  Etc. 

.6 

GENERAL   DECORATIONS. 

.25 

Furnace    Work,    Casing-s,    Ducts    and 

.61 

Ordinary  Water  Color  Tinting. 

Stacks,   Etc. 

.62 

Fresco   Painting,    Stenciling^   Etc. 

695.3 

FIRE      RESISTING      DOORS      AND 

.63 

Mural  Decorations. 

WINDOWS. 

.7 

UPHOLSTERY. 

.31 

Underwriters'  Tin-Clad  Doors. 

.8 

HANGINGS. 

.32 

Underwriters    Sheet-Metal   Sash. 

.81 

Ordinary   Window  Shades,   Awnings. 

.33 

Rolling-   Steel  Shutters   and  Doors. 

696.82 

Lace   Curtains. 

695.4 

CEILINGS,         STAMPED        SHEET- 

.83 

Draperies.  Etc. 

METAL. 

.84 

Carpets,  Rugs  and  Linoleums. 

695.5 

DRAWN   SHEET-METAL. 

696.9 

GLAZING. 

.51 

Store  Front  Bars. 

.91 

Common   Glazinsr. 

.52 

Showcase   Bars,   Etc. 

.92 

Art    Glass    Glazing. 

695.6 

TRIM     AND      DOORS      OF      SHEET 

METAL. 

697 

PIPE  TRADES. 

695.7 

FURNITURE    OF   SHEET   METAL. 

.0 

TOOLS,   UTENSILS   AND  APPARA- 

695.8 

UTENSILS    OF    SHEET   METAL. 

TUS. 

596 

BRUSH,  BROOM  AND  SWAB- 

.01 

Mechanic's     Chest    Tools,    Furnaces, 

Etc. 

Power    Pipe    Ciitter,    Benders,    Dies, 

USING  TRADES. 

.02 

.0 

BRUSH    TRADE,    TOOLS    AND    AP- 

Etc. 

PARATUS. 

.03 

Scaffolding   Ladders,   Etc. 

.01 

Kettles,  Buckets,  Ladles,  Swahs  and 

697.1 

MATERIALS. 

Other    Roofers'    and    Waterproofers' 

.11 

Metals,  (a)   Wrought  Iron,  (b)  Steel, 

Tools. 

(c)      Lead,      (d)     Brass,     (e)     White 

.02 

Brushes,  Cans.  Knives,  Etc. 

Metal. 

.03 

Ladders,  Scaffolding-,  Hoists,  Etc. 

.12 

Pipe. 

.04 

Drop    Cloths. 

.121 

Wrought    lion,    (a)    Black,    (b)    Gal- 

.05 

Grinders. 

vanized. 

.06 

Spraying-   Machines. 

.122 

Steel,    (a)    Black,    (b)    Galvanized. 

696.1 

BRUSH   TRADE   MATERIALS  AND 

.123 

Cast   Iron.   Duriron. 

METHODS. 

.124 

Brass,  Bronze  and  Copper. 

.11 

Roofing-  and  Waterproofing-  Materials. 

.125 

White  Metal. 

.111 

Felt. 

.126 

Block   Tin. 

.112 

Paper. 

.127 

Lead  Lined  Iron. 

.113 

Gravel.   Slag-,   Crushed   Stone.  Paving 

.128 

Tin    Lined   Iron. 

Tile.    Etc. 

.129 

Tile   Pipe. 

.11  1 

Tar    and    Asphalt. 

.13 

Pipe  Fittings. 

.11.". 

Creosote.  l)ii)o  and   Stains. 

.131 

Screw  Connections. 

.12 

Painters'  Materials. 

.132 

Flange   Connections. 

.121 

Binders,     lai     Oil,     (b)     Casein,     (c) 

.133 

Union  Connections. 

Dryers. 

.134 

Caulked   Connections. 

.122 

Pigments,    (a)   White  Lead,    (b)    Red 

.135 

Valves,    (a.)    Shut-off,    (b)    Gate,    (c) 

Lead,     (c)    Zinc,     (d)     Graphite,     (e) 

Disk,     (d)     Other     Valves,     (e)     Air 

Whiting,    (f)    Lime,    (g)    Other   Pig- 

Vents. 

ments. 

.136 

Pipe  Hangers.   Supports,  Etc. 

.123 

Colors,    (a)    Vegetable,    (b)    Mineral. 

.137 

Under-Ground    Conduit. 

.124 

Solvents,    (a)    Turpentine,    (b)    Ben- 

.14 

Tanks. 

zine,  (c)  Alcohol,  (d)  Other  Solvent.s. 

.141 

Hot  Water. 

678 


697 


698 


.142 

.143 

.144 

.15 

.151 

.152 

.153 

.16 

.161 

.162 

.163 

.17 


.18 
.19 
697.2 

.3 
697.31 

.311 


.312 


.313 
.314 


.315 
.316 

697.4 
.41 
.42 
.43 

697.5 
.6 
.60 
.61 
.7 

.71 
.72 
.73 

.74 

.75 

.76 
.77 
.78 

697.8 
.9 

698 


698.1 
.11 

.111 

.112 

.113 

.114 

.115 

.12 

.13 

.14 

.141 
.142 
.143 


Cold    Water,    (a)    Wood,    (b)    Metal. 

Oil  Tanks. 

Gas  Tanks. 

Boiler. 

Steel   Water   Tube. 

Steel  Flue  Tube. 

Cast  Iron  Sectional. 

Stoves. 

Coal. 

Gas. 

Oil. 

Furnaces,    Grates    and    Stokers    for 

Coal     and    Oil.       (a)     Ordinaiy.     (1>) 

Smokeless,    (c)    Dutch-oven,    (d)    Oil 

Burning,    (e)    Mechanical  Peed. 

Brass    Goods. 

Pottery. 

SBWBRAGZ:.     (See  692  for  Masonry 

Sewers.) 

PIiUMBING  TRADE. 

Plumhingc  Pixtures. 

Roughingr-in,     (a)     Durliam    System, 

(b)  Cast-iron  Caulked  Joint  System. 
Water  Supply,  (a)  Pumps,  (b)  Tanks, 

(c)  Hose  and  Fire  Apparatus,  (d) 
Filters,  (e)  Sterilizers,  (f)  Ice  Ma- 
chinery, (g)  Stills,  Etc.  (h)  Domes- 
tic Heater,  (i)  Softeners. 
Garbage  and  Sewage  Disposal,  (a) 
Bilge  Pumps. 

Fixtures  for  Plumbing,  (a)  Floor 
Drains,     (b)     Cesspools,     (c)     Sinks, 

(d)  Slop  Sinks,  (e)  Laundry  Wash 
Trays,  (f)  Lavatories,  (g)  J3ath- 
tubs,  (h)  Showers,  (i)  Water  Clos- 
ets, (j)  Urinals,  (k)  Bath  and  Toilet 
Room  Trimmings,  Paper-Holders, 
Towel  Racks,  Tumbler  Holders,  Soap 
Dishes,    Etc. 

Laundry   Machinery. 
Kitchen    Machinerv. 
GAS   PITTING. 
Meters. 
Fixtures. 

Gas-water   Heaters. 
MBCHANICAIi   CIiPANING. 
SFBINKI.BB  PITTING. 
Erecting   Apparatus. 
Sprinkler-flttinsr   Devices. 
HEATING,   STEAM  AND   HOT   WA- 
TER   AND    VENTILATION. 
One-Pipe  Gravity. 
Two-Pipe  Gravity. 

Vapor     Two-Pipe.  (Systems     ar- 

ranged   alphabetically.) 
Vacuum.      (Systems  arranged  alpha- 
betically.) 

Radiation,   (a)   Direct,   (b)   Direct-In- 
direct,   (d)    Indirect. 
Boiler  Trimming's. 
Automatic   Regulators. 
Mechanical  Ventilation,  Air  Washers 
and    Filters. 

STEAM-POWER   WORK. 
OTHER    FIFE    TRADES. 

WIRE  AND  CONDUIT 
TRADES— Electrical  Work  of 
All    Kinds. 

TOOI.S,  ITTENSIIiS  AND  APPA- 
RATUS. 

MATERIAIiS  FOR  WIRE  TRADES. 
Conduit. 

Pipe. 

Flexible    Greenfield,    KU-. 
Moulding,   (a)  Wood,   (b)   Metal. 
Tile  and  Porcelain. 
Knob  and   Tube   Substitute. 
Insulation. 

Wire,    (a)    Gauges,    (b)    Kinds. 
Switchboards.        Miscellaneoiis      De- 
vices. 

Switchboards. 
Switches. 
Cut-out  Cabinets,  etc. 


.144 
.145 
.146 
.147 
.15 


.16 

.161 
.162 
.163 
.164 
.17 
.18 
.19 
698.2 


698.3 
698.4 
698.5 
698.6 


699 


699.1 
699.2 
699.3 
699.4 
699.5 
699.6 


699.7 

699.8 
699.9 

700 

701 

702 
703 
704 
705 

706 

707 

708 
709 

710 

711 
712 
713 
714 
715 


717 
718 
719 


722 


Transformers. 

Receptacle    Sockets. 

Door  Openers. 

Batteries. 

Iiighting  Fixtures,    (a)    Sockets,    (b) 

General   Fittings,    (c)    Pendents,    (d) 

Brackets,      (e)      Indirect      (f)      Semi 

Indirect,    (g)    Special  Reflectors. 

Telephones,    Speaking    Tubes,    Bells, 

Etc. 

Private   Telephones. 

Signal  System. 

Speaking    Tube. 

Letter   Boxes,    Etc. 

Motors  and  Generators. 

Iiightning  Rods. 

Miscellaneous,  (a)  Stoves,  (b)  Pans. 

GENERAI.    HOUSE    WIRING    FOR 

II.I.UMINATING       AND       MINOR 

POWER   WORK. 

TELEPHONE  WORK. 

ELECTRIC  POWER  WORK. 

CENTRAL  STATION  WORK. 

OTHER  ELECTRICAL  WORK. 

MACHINERY  TRADES  AND 
MISCELLANEOUS  BUILD- 
ING ITEMS— (Not  Otherwise 
Classified). 

GENERAL     MATTERS      PERTAIN- 
ING TO  THE   PREPARATION  AND 
ERECTION    OP    MACHINERY. 
MATERIALS. 
ELEVATORS. 
CONVEYING  MACHINES. 
MECHANICAL    REFRIGERATION. 
GENERAL   MACHINERY. 
INSULATION,      PIPE      COVERING, 
ETC.        (See     692     for     Plastic     Pipe 
Covering.) 

REFRIGERATORS,  COOLERS  AND 
FREEZERS. 

Kitchen    and    Laundry    Machinery. 
MISCELLANEOUS      TRADES     NOT 
OTHERWISE   CLASSIFIED. 

FINE  ARTS. 

PHILOSOPHY.  THEORIES 

UTILITY.      AESTHETICS. 
COMPENDS.      OUTLINES. 
DICTIONARIES.       CYCLOPEDIAS. 
ESSAYS.  LECTURES.  ADDRESSES. 
PERIODICALS.     MAGAZINES.     RE- 
VIEWS. 

SOCIETIES.  TRANSACTIONS.  BE- 
PORTS     ETC 

education!  study  and  TEACH- 
ING  OF    ART. 

ART  GALLERIES  AND  MUSEUMS. 
HISTORY  OF  ART  IN  GENERAL 
Divided  like   930-990. 

LANDSCAPE   GARDENING. 

PUBLIC    PARKS. 
PRIVATE    GROUNDS.      LAWNS. 
WALKS.     DRIVES.     BRIDGES. 
WATER.       FOUNTAINS.       LAKES. 
TREES.      HEDGES.      SHRUBS. 
See    also    634.9,    Forestry;    582,    Bot- 
any. 

PLANTS.      FLOWERS. 
.1,  Plants;  .2,  Flowers;  .3,  Conserva- 
tories; .4,  Window  gardens;  .5,  Fern- 
eries. 

ARBORS.       SEATS.       OUTLOOKS. 
MONUMENTS.      MAUSOLEUMS. 
CEMETERIES.  See  also  393.1,  Earth 
burial;    614. CI,    Public  health. 

ANCIENT  AND  ORIENTAL 
ARCHITECTURE    (Pagan). 


722.0 

PRIMITIVE 

.04 

Europe. 

.05 

Asia. 

.06 

Africa. 
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722 

723 

.07 

America. 

.354 

India. 

722.1 

EGYPTIAN   (PERIOD  DIVISION). 

.355 

Persia. 

.11 

Ancient    and    Middle    Empire    (4000- 

.356 

Turkey. 

2000    B.    (".) 

.362 

Egrypt. 

.12 

Shepherd    King's    (2000-1600    B.    C.) 

.363 

North  Africa    (Moorish). 

.13 

Thehan      New      Empire       (1600-1250 

723.4 

ROMANESQUE. 

B.  C.) 

.441 

Ireland  and  Scotland   (Celtic). 

.14 

The    Decadence    (1150-622    B.    C.) 

.442 

Eng-land. 

.15 

Restoration     (Saitc     Period     663-525 

.4421 

Saxon. 

H.    ('.) 

.4422 

Norman. 

.16 

Ptolemaic    Period     (3  32-30    B.    C.) 

.443 

Germanic  Countries  (Rhenish). 

722.2 

EASTERN   ASIATIC. 

.444 

France. 

.21 

Chinese. 

.4441 

Provencal. 

.22 

Japanese. 

.4442 

Aciuitainian. 

.       .23 

Korean. 

.4443 

Auvergnat. 

722.3 

WESTERN   ASIATIC. 

.4445 

Cluniac   or    Burgundian. 

.31 

Chaldean. 

.4446 

Norman. 

.;ui 

Summerian. 

.445 

Italy. 

.312 

Akkadian. 

.4451 

Lombard. 

.32 

Assyrian. 

.4452 

Central. 

.33 

Persian. 

4  453 

Siculo-Arabic. 

.331 

Aiicit-nt. 

.446 

Spain  and   Portug-al    (Iberian    Penin. 

.332 

Sassani;in. 

sula). 

.34 

Hittite. 

.447 

Russia. 

.35 

Phoenician. 

.448 

Scandinavia. 

.36 

Jewish. 

.4481 

Norway. 

.37 

Cypriote. 

4482 

Sweden. 

.38 

Iiycian. 

.4483 

Denmark. 

722.4 

CENTRAI.    ASIATIC     (INDIAN). 

.449 

Minor  Countries. 

.41 

Hindu. 

723.5 

GOTHIC. 

.42 

Buddhist. 

.541 

Ireland  and  Scotland., 

.43 

Jaina. 

.542 

Eng-land. 

.44 

Dravidian. 

.5421 

Early    English,    1175-1307    (13th    C.) 

.45 

Chalukyan. 

.5422 

Decorated,  1307-1377   (14th  C.) 

.46 

Buinnese. 

.5423 

Perpendicular,   1377-1485    (15  C.) 

722.5 

ANCIENT   AMERICAN. 

.5424 

Tudor,    1485-1558     (Early    16th    C.) 

.51 

Mexico  and  Central  America. 

or 

.511 

Toltec. 

r  Lancet. 

.512 

Aztec. 

.5421 

]  Geometrical   (13th  and   14th  C.) 

.513 

Maya. 

[  Curvilinear. 

.52 

South  America. 

.5422 

Rectilinear    (15th    C.)                                        , 

.521 

Inca    (Peruvian    and   others). 

.5423 

Tudor    (Early    15th    C  )                                     \ 

722.6 

FRE-CIiASSIC. 

.543 

Germanic    Countries. 

.61 

Aeg-ean    (Grecian   Archipelago). 

.544 

Prance. 

.611 

Cretan  or  Minoan. 

.5441 

Primary   or    Gothique    (13th   C.) 

.612 

Mycenean. 

.5442 

Secondary    or    Rayoniiant    (14th    C. ) 

.613 

Trojan. 

.5443 

Tertiary  or  Flamboyant   (15th  C.) 

.62 

Etruscan   (Italy). 

.545 

Italy. 

Clai^nic. 

.546 

Spain   and  Portugal    (Iberian   Penin- 

722.7 
.71 

.711 
.712 

GREEK. 

Greece. 

Archaic. 
Periclean 

.547 
.548 

sula). 

Russia. 

Scandinavian  Countries. 

.549 

Minor   Countries. 

.713 

Hellenistic. 

724 

MODERN. 

.72 

Asia  Minor. 

.73 

Italy. 

724.1 

RENAISSANCE.                                                         i 

.74 

Sicily. 

.141 

Ireland  and   Scotland.                                       | 

.75 

Africa. 

.142 

Eng-land.                                                                   A 

722.8 

ROMAN. 

.1421 

Elizabethan.                                                           •« 

.81 

Italy. 

.1422 

Jacobean.                                                             „'' 

.811 

Ktruscan   influence,    493-40    B.    C. 

.1423 

Queen   Ann.                                                           * 

.812 

Graeco-Roman  infli:e"C".  212-27  B     ' 

.1424 

Georgian.                                                                is 

.813 

Auffustan,    27   B.   C.-14   A.   D. 

.143 

Germanic    Countries.                                        f 

.814 

Imperial,   14   A.   D.-313   A.   D. 

.144 

Prance. 

.82 

Greece. 

.1441 

Valois  Period. 

.83 

Germany  and  Austria. 

f  Tran:;ltion. 

.84 

Prance. 

J  Pran(;is  I. 

T  Advanced  R  e  n  a  i  s  - 

.85 

Spain. 

.86 

Asia. 

L      sance. 

.87 

Africa. 

.14  12 

Bourbon. 

.88 

Britain. 

r  Henri    IV. 

(Arbitrary   numbers  are   used    to   designate 

\  Louis  XIV. 

Greek  and  Roman  provinces). 

[  Rococo. 

.1443 

Louis  XVI. 

723 

MEDIAEVAL    ARCHITEC- 
TURE. 

.1444 

.145 

.1451 

Empire. 
Italy. 

Early. 

723.1 

EARLY    CHRISTIAN. 

.1452 

High.                                                                        'I 

.14 

Italy 

.1453 

Baroque. 

.15 

Syria. 

.146 

Iberian  Peninsula   (Spain  and  Portu- 

.16 

Eg'ypt  and  North   Africa    (Coptic). 

gal). 

723.2 

BYZANTINE. 

.147 

Russia. 

.245 

Italy. 

.148 

Scandinavian  Countries. 

.247 

Russia. 

.149 

Minor    Countries. 

.2495 

Greece. 

.172 

Spanish    Colonial    (Mission    Mexico.) 

.2496 

Constantinople    and   Vicinity. 

.1721 

California. 

.2497 

Balkans. 

.17  2  2 

New    Mexico. 

723.3 

MOHAMMEDAN   OR  SARACENIC. 

.1723 

Arizona. 

.346 

Spain   1  ^Moorish). 

.1724 

Texas. 

.353 

Arabia. 

.1725 

Florida     (Arbitrary    numbers    given        | 

.3539 

Syria. 

for   geographical  divisions). 

I 

I 


^w 


724 


.173  American  Colonial  (Including  Geor- 
gian). 

.1731   English     ( 1607-17::0). 

.17311  New  England. 

.17312  New  York  and  Middle  States. 

.17313  Maryland,  Virginia,  S.  Carolina 
(Georgian  Period). 

.1723   Dutch   (1720-1800). 

.17321  New   York. 

.17322  Pennsylvania. 

.1733   Swedish. 

.17331  Pennsylvania. 

.17332  New  Jersey. 

.1734  French. 

.17341  Canada. 

.17342  Mississippi  Valley. 


724.2 


REVIVAIi      (Roman     and 


CI.  AS  SIC 

Greek). 

Ireland  and  Scotland. 

England. 

Germany. 

Trance. 

Italy. 

Spain. 

Kussia. 

Scandinavian  Fenirsula. 

Minor  Countries. 

United  States  (1800-1850). 
The  Classic  Revival  began  with  the  re- 
vival of  Roman,  but  in  Germany,  England 
and  America  the  Greek  Revival  eclipsed  the 
Roman.  Many  public  buildings  in  the 
United  States  were  built  during  the  Greek 
Revival. 

GOTHIC   BEVIVAI.. 

Ireland  and  Scotland,  etc. 

United  States. 

ROMANESQUE  REVIVAI^. 

Ireland  and  Scotland,  etc. 

United  States. 

MODERNIST    SCHOOI.. 

Ireland    and    Scotland. 

Eng'land. 

Germany     and     Austria 

Movement). 

Prance   (Art  Nouveau). 

Italy,  etc. 

United    States     (Punctionalism). 


.241 
.242 
.243 
.244 
.245 
.246 
.247 
.248 
.249 
.271 


724.3 
.341 
.373 

724.4 
.441 
.473 

724.5 
.541 
.542 
.543 


(Secession 


.544 
.545 
.573 
.6 
.7 
.8 
724.9 
.941 
.973 


CONTEMPORARY   TYPES. 

Ireland  and  Scotland,  etc. 
United  States. 
.9731  French  Renaissance  Vogue. 
.9732   Neo-Romanesque    Vogue. 
.9733   Neo-Classic  Vogue. 
.9734  Neo-Gothic  Vogue. 
.9735   Spanish  Vogue. 
.9736   Italian    Vogue. 

DEWEY'S    GEOGRAPHICAL    TABLE. 
These    numbers    are    added    to    the    various   styles    in 
order   to   designate  geographical   distribution. 
.',   EUROPE. 

il   Ireland  and  Scotland. 
\2  England. 
!iS  Germany, 
'i.il  Austria, 
hk  France. 
1,5  Italy. 
}6'  Spain. 
•/7  Russia. 

■'i8  Scandinavian   Countries. 
^i9  Minor  Countries. 

5  ASIA. 

6  AFRICA. 

7  NORTH  AMERICA. 

71  Canada. 

72  Mexico. 

73  United  States. 

725  FUBI.IC   BUII.DINGS. 

.1         Administrative.     Governmental. 

.11        Capitols.     Hou.ses  of  Parliament. 

.12       Ministries  of  War,   State,   etc. 

.13       City    and     Town     Halls.       Bureaus. 
Public  Offices.     City  Plans. 

.14       Custom      Houses.        Bonded      Ware- 
houses.    Excise   Offices. 

.15       Court  Houses.    Record  Offices. 
J6       Post  Offices,  General  and  Special. 


725 

.17 

.18 
.19 

725.2 

.21 
.22 

.23 

.24 
.25 
.26 
.27 
.2S 
.29 
725.3 
.31 
.32 
.33 

.34 

.35 

.36 
.37 
.38 
.39 
725.4 
.41 

.42 
.43 

.44 

.45 
.46 
.47 

.48 

.49 
725.5 

.51 

.52 
.53 
.54 
.55 
.56 
.57 
.58 
.59 
725.6 
.61 
.62 
.63 

.64 
.65 
725.7 

.71 
.72 
.73 

.74 
.75 

.76 

725.8 

.81 
.82 
.83 
.84 
.85 
.86 
.87 
.88 
.89 
725.9 
.91 
.92 


Distilleries. 
Shops.      Iron 


Official  Residences.     Palaces  of  Rul- 
ers. 

Barracks.       Armories.       Police     Sta- 
tions 

Engine    Houses.       Fire    Alarm    Sta- 
tions 

Business  and  Commercial. 
Stores,  Wholesale  and  Retail. 
Mixed   Store,   Office,   and   Apartment 
Buildings. 

Office  Buildings.     Telegraph.    Insur- 
ance.     Loft. 

Banks.     Safe   Deposit.     Savings. 
Exchanges.     Boards  of  Trade. 
Markets. 

Cattle  Markets.     Stock  Yards. 
Abattoirs,  Meat  Packing  Plants,  etc. 
Other  Business  Buildings. 
Transportation  and  Storag'e. 
Railway   Passenger  Stations. 
Railway  Freight  Houses. 
Railway   Shops,   Round  Houses,   Car 
Houses,   Tanks,   Stores. 
Dock    Buildings.      Wharf   Boats    and 
Houses. 

1,    Warehouses;    2,    Cold    Storage;    3, 
Safe  Deposit  Storage. 
Elevators,    Grain. 


Other. 
Manufactories. 

Textile    Factories    or    Mills.      Wool. 
Cotton,   Silk. 
Breweries.      Malteries. 
Foundries.      Machine 
and  Steel  Works. 
Wood  -  working      Mills,       Furniture, 
Piano  and  Organ  Factories. 
Carriage  and  Car  Factories. 
Paper  Mills. 

Mills  for  Flour,  Meal,  Feed,  etc. 
Pottery,    Glass,    Terra    Cotta,    Brick 
Works. 

Other  Manufactories. 
Hospitals    and    Asylums.       See    also 
725.6.     Reformatories. 
Sick   and   Wounded.      Eye   and    Ear. 
Incurables.     Lying-in. 
"Insane. 

Idiotic.     Feeble-minded. 
Blind.     Deaf  and  Dumb. 
Paupers.     Almshouses. 
Aged. 

Children.      Orphans. 
Foundling. 
Soldiers'  Homes. 
Prisons  and  Reformatories. 
State  Prisons.     Penitentiaries. 
Jails.      Cell   Houses. 
Reformatories    for   Adults.      Houses 
of  Correction. 
Reform   Schools. 
Inebriat*    Asylums. 
Refreshment.     Baths.     Parks. 
Caf^s.     Restaurants. 
Saloons. 

Baths:    Warm,    Medicated,    Turkish. 
Russian. 

Swimming  Baths. 

Buildings  for  Watering  Places,  Spas, 
etc. 

Buildings    for    Parks    and     Streets, 
Public  Comfort  Stations. 
Recreation. 

Music  Halls    Auditoriums. 
Tlieatres.      Opera   Houses. 
Halls  for  Lectures,  Readings,  etc. 
Bowling  All'^ys.     Billiard   Saloons 
Gymnasiums.      Turn    Hnlls. 
Skating  Rinks.     Bicycle  Rinks. 
Boat   Houses.      Bnth    Houses. 
Riding  Halls  and   Schools. 
Shooting  Galleries. 
Other  Public  Building's. 
Exhibition  Halls. 

Temporary  Halls.  Tabernacles.  Wig- 
wams. 


727 


.93 

.94 
.95 


726 


.1 
.2 
.3 

.4 

.5 

.51 

.52 

.521 

.522 

.6 

.7 

.8 


.1 

.11 
.12 


.7 
.8 

.9 
728 

.1 

.11 

.12 

.13 
728.2 

.21 

.211 

.212 

.22 

.221 
.222 
.2221 
.2222 
728.3 
.31 
.32 
.33 
.34 

.35 

.36 

.37 
.38 
.39 
728.4 

.5 

.51 
.52 
.53 
728.6 
.61 
.62 
.63 
.64 
.65 
.66 

.67 

.68 

728.7 


Worklngmen's   Clubs  and   Institutes. 
Town  Sfiuares. 

Summer   Recuperating    Camps. 
ECCIi£SIASTICAI^      AND       BEIiIG- 
XOUS. 
Temples. 
Mosques. 
Synag-ogiies. 

Chapels.     Sunday-school  Buildings. 
Chtirches. 
Frame. 

Brick  or  Stone. 

Small  Audt.,   seating  less   than  600. 
Largp   Audt..   seating  more  than  600. 
Cathedrals, 

Monasteries.     Convents.     Abbeys. 
Mortuary.      Cemetery   Chapels.      Re- 
ceiving" Vaxilts.     Tombs. 
Others,  Y.  M.  C.  A.,  etc. 

EDUCATIONAL   AND    SCIENTIFIC. 

Schools. 

Ward  and  Grammar. 
High   Schools. 

Study    and    Recitation    Rooms.      Not 
including  dormitory  or  boarding. 
Academies.       Seminaries.       Boardingr 
Schools. 

Colleg'es.  Universities. 
Professional  and  Technical  Schools. 
Law,  Theology,  etc. 
Laboratories:  Physical,  Chemical.  See 
542.1,  Biological,  etc.  Zoological  and 
Botanic  Gardens.  See  also  590.7  and 
580.7. 

.1,   Museums.      .2,    Herbariums.      See 
580.7. 

.1,  Art  Galleries.     .2,  Studios. 
Libraries.      See    022,    Library    Build- 
ings. 
Other.    Learned  Societies,  etc. 

RESIDENCES. 

Tenement  Houses. 

City  Homes  of  Poor. 

Country  Homes  of  Poor. 

Cit^s  Ouvrieres. 

Collective  Dwellings. 

Flats;  one  family  to  the  floor. 

Small    Flats  less   than  8   rooms. 

Large  Flats.   8  rooms  or  more. 

Apartment    Houses;    more    than    one 

family   to  floor. 

Five  Suites  or  Less. 

Six  Suites  or  More. 

Elevator   Service. 

No  Elevator  Service. 

City  Houses.     Mansions.     Palaces. 

Between  party-walls.   Stone. 

Between  party- walls.     Brick. 

Between  party-walls.     Partly   wood. 

Semi-detached,  including  end  houses 

In  city  blocks.     Stone. 

Semi-detached,   including  end  houses 

In  city  blocks.     Brick. 

Semi-detached,  Including  end  houses 

in  city  blocks.     Partly  wood. 

Detached.   Stone. 

Detached.     Brick. 

Detached.  Partly  wood. 

Club   Houses.     Buildings   for   Secret 

Societies. 

Hotels. 

City  Hotels. 

Summer  Resorts. 

Country  Inns. 

Village  and   Country   Homes. 

Village  Dwellings.     On  small  lots. 

Stone. 

Brick. 

Concrete  or   stucco. 

Part  masonry,  part  wood. 

All  wood,   1,   less  than  7  rooms,  2. 

7-12  rm;  3,  13  rm  or  over. 

Farm  Houses. 

Laborers'     Cottages.     1,     Frame;     2, 

Masonry. 

Seaside  and  Mountain  Cottages. 


728 

728.8 

.81 
.82 
.83 
.84 
.85 
.86 
728.9 
.91 
92 
93 
.94 

.95 
.96 

.97 
.98 


.99 


729 


.1 

.11 


729.2 

.21 


729.3 
.31 


.4 

729.5 

.6 

.7 

.71 


729.9 


.91 

.92 
.921 

.93 

.94 
.95 
.96 
.97 
.98 
.99 


730 

731 
732 
733 
734 
735 
736 

737 
738 
739 


Chalets. 
Country  Seats. 

Castles. 
Chateux. 
Manor  Houses. 
Villas 

Log  Houses, 
Bungalows. 
Ont-Buildings. 
Porters'  Lodges. 
Servants'  Quarters. 
F<itchens  and  Laundries. 
.1,  Stables.     .2,  Carriage  Houses.     .3, 
Garages. 

Barns,   Granaries. 
Dairies. 
Ice  Houses. 

Conservatories.  Green  Houses.  Grap- 
eries. 
Other. 

ARCHITECTURAL  DESIGN  AND 
DECORATION. 

The  Elevation. 

Composition;  .12,  Distribution;  .13, 
Proportion;  .14,  Light  and  Shade; 
.15,  Perspective  effect;  .15,  .16,  .17, 
.18,  .19. 

For     projection      of     shadows     and 
graphics    of    light    and    shadow    see 
515.63  and  515.7. 
The  Plan. 

Elements  required;  .22,  Distribution; 
.23,  Proportion;  .24,  .25,  .26,  .27,  .28, 
.29. 

Elementary  Forms.    For  construction 
of  these  forms  see  721. 
Walls.      Mouldings.      Cornices.      .32, 
Piers,   Columns,   Pilasters,   Pedestals 
and    the    Orders.      Colonnades.      .33, 
Arches    and    Arcades.      .34,    Ceilings, 
Vaults  and  Domes.  .35,  Roof.  Spires. 
Dormers.      .36,    Towers.      .37,    Gables 
and      Pediments.       .38,      Doors      and 
W^indows.    Bays.    Oriels.     .39,    Stairs 
and    Balustrades.      See    also    515.83, 
Stereotomy:    604. S,   Building. 
Painted  Decoration. 
Decoration  in  Relief. 
Incrustation  and  Veneering. 
Mosaic  and  Marble. 
Mosaic   Ceilings;    .72.    Mosaic   Walls; 
.73,  Mosaic  Floors:  .74.  Other  Mosaic 
designs:  .75,  .76,  .77,  .78,  .79. 
Stained  Glass  Design.    For  technical 
processes   see  666.1;   for  history   see 
748. 

Architectural  Accessories  and  Fixed 
Furniture. 

Altars,       Pulpits,       Tribunes,       Dais 
Thrones    (Ecclesiastical). 
Seating   for   Public   Buildings. 
Benches:     2,     Settees;     3,     Portable 
Chairs   and   Opera  Chairs. 
Domestic    Chairs,    Tables,    Couches. 
Stools,  Beds,  etc. 
Buffets. 

Mantels.     Overmantels.     Andirons. 
Steel  Furniture. 
Window  Shades. 
.1,  Organs.     .2,  Pianos. 
Lighting  Fixtures. 

SCULPTURE. 

MATERIALS  AND  METHODS. 

ANCIENT. 

GREEK   AND    ROMAN. 

MEDIEVAL. 

MODERN. 

CARVING.      SEALS.    DIES.      GEMS. 

CAMEOS. 

NUMISMATICS.      COINS.   MEDALS. 
POTTERY.     PORCELAIN. 
BRONZES.         BRASSES.         BRIC-A- 
BRAC. 
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INDEX  TO  MISCELLANEOUS  AND  USEFUL  INFORMATION 

According  to  Decimal  System  with  Page  Numbers  and  Relative  Index. 


A. 

Acoustics,    Architectural,      p.    357,    vol.    XX. 

American  Expression  in  Architecture.  Vol. 
XIII,    263. 

Air   Tests,    XXV.    p.    485 

Ancient  and   Primitive  Architecture.     F.   722. 

Arch,  To  Find  Radius  of.  F.  692.1,  p.  275, 
Vol.   XII. 

Architect,  His  Duties  and  Responsibilities, 
p.   247,  Vol.  XVI. 

Architecture,     F.      720. 

Architecture,    Orders    of,    p.     475-484. 

Architecture,  American  Expression  of.  Vol. 
XIII,    263. 

Architectural  Accessories  and  Fixed  Furni- 
ture.    F.    729.9. 

Architectural    Construction.     F.    721. 

Architectural  Design  and  Decoration.     F.  729. 

Arithmetical    Tables.      690.12.    p.     64S. 

Automobiles   space   occupied   by,    p.    656. 


Bars     Concrete     reinforcement     specifications 

for,    p.    411-413. 
Base   Plates   for   Columns.     F.    690.12,    p.    219, 

Vol.    XIII. 
Bay    Window.^,    692.1,    p.    657. 
Beams,    Small   T,   Functions   of.      p.    239,   Vol. 

XV. 
Beams.   Wooden — Formula   F.    690,    p.    631. 
Beams,    Yellow   Fine,    Table    of.    Strength    of, 

p.   514-515.      Vol.  XXIV. 
Bearing   Plates    for   Columns   and    Beams,    p. 

219,  Vol.   XIII. 
Billiard  Rooms.  Sizes  for.    F.  692,  p.  658. 
Board   Measure.     F.   694.0,  p.    385.     Vol.   XIX. 
Boiler  Efficiency,   p.    499. 
Boilers,    Steam   end.   Hot   Water,   F.    697.43.    p. 

4  99. 
Boilers,    Sizes  &   Types  of,   p.   507-509. 
Bond  Used  in  Brickwork,     p.  426,  Vol.  XXII. 
Borings — Hardpan,     p.    285,    vol.    XX. 
Bowling  Alley.     Sizes   for.     F.    377,   p.    656. 
Breweries — Data.     F.    692.   p.    282,  Vol.   XIII. 
Brick  Construction.      F.   693.2,  p.   659. 
Brick,   Old,   Meas.  of.    F.   693.2,   p.   659. 
Brickwork,   Wt.    of.      F.    693.2,  p.   659. 
Brick.  Old,   Meas.  of.    F.   693.2,  p.   659. 
Building.'-;   witli   sidings,   data   on.      p.    656. 

C. 

Carpentry.   Joinery,    Mill-work,    Cabinet-work, 

Stair-building.     F.    694,   p.    382,    Vol.    XIX. 
'"atalogues.   System  of  Filing,    p.   674. 
Ceilings.      F.    721.7. 
Cement    Standard    Specifications   for.      p.    199, 

Vol    XV. 
Cementing   Materials,      F.    691.5.    p.    27S,    Vol. 

XIII. 
Cement    Treatment    and    Finish    of.      p.    231. 

Vol.    XVI. 
Charges    for    Professional    Service,     p.    33. 
Circle.    Mensuration    of.     F.    692,    p.    456.    Vol. 

XXIII. 
Cistern.s — Capacities,   F.    696,413,   p.    661. 


Classification     for     Filing     Data,     Drawings, 

Plates,  Catalogues,  etc.    p.  674. 
Coal,    Space   Required    in    Bins.     p.    473,   Vol. 

XXIII. 
Code  of  Professional   Ethics,  p.   27. 
Concrete   Development   in,   p.    381,    Vol.    XXV. 
Concrete,    Economics   of.     213,   Vol.    XIII. 
Conveying  Machinery  in   City  Buildings.   247. 

Vol.    XIII. 
Conveying  Machinery,   by   S.   F.    Joor.     p.    243 

Vol.   XV. 
Coal      Consumed      during      Heating      Season. 

Chart   for.     p.    397.     Vol.   XXIII. 
Columns,   Cast  Iron — Safe  Loads.     F.    690.12, 

see    694.912,    p.    261,   Vol.    XII. 
Columns,  Concrete.   Safe   .Strength,    p.   632. 
Concrete    floors,    specifications    for.     p.    477. 
Concrete    in   Pounds   Per   Sq.    Inch,    Ultimate 

and   Safe   Strength  of.     p.    641. 
Concrete  Work.     Rules  of  Measurement.    A'ol. 

XXVI.    p.    401. 
Contracts,     Agreements.       Bids.       Advertise- 
ments.    F.  692.4. 
Conveying  Machinery   in   City   Buildings,      p. 

247,    Vol.   XIII. 
Conveying  of  Materials,  Continuous,     p.   243, 

Vol.  XIV. 
Covering,   Overlaying   (Roofing).     F.   695. 
Crosses    and    Symbols.      F.    726,    p.    299,   Vol. 

XIII. 
Crushed   Stone,  Voids  in.     Vol.  XI.,  p.  259. 

D. 

Deafening  Felts  and  Quilts.     F.  695.7. 
Design  for  Hooped  and  Columns,     p.   592-593. 
Doors,    Grates,    Grilles,    Windows.      F.    721.8, 

see   694.63. 
Drain  Pipes — Capacities.    F.  see  696.1,   p.   662. 
Drains     and    Wells,     Brickwork     in.       F.     see 

696.22,    also   696.413,   p.    662. 
Drawings,    General;    Helps    in    Preparing    F. 

692.01,    p.    652-653-654. 


Editorial,  p.   21. 

Electric     Equipment     for     Illumination     and 

Communication.     F.  696.9. 
Ellipse  and  Parabola,     p.  466,  Vol.  XXIII. 
Engineering.     F.   620. 
Estimate — Data.  p.   294,  Vol.  XVII. 
Estimates  on  Carpentry.     See  F.   694,  p.   382, 

Vol.  XIX. 
Estimate    on    Painting.      F.    698,    Vol.    XXII. 

p.    391-395. 
Estimates  Quantities,  Cost.     F.  692.5. 
Ethics,  Professional,   of.    p.   27,  I.  S.  of  A. 
Excavation,   Rules   for   Measurement   of.    Vol. 

XXVI.   p.    401. 

P. 
Filing  Catalogues,  and  Drawings,  and  Plates, 

674. 
Finishing,   of  Wood.      p.    255,   Vol.   XIII. 
Flat   Slab  Construction,     p.    249,   Vol.   XX. 
Flat  Slab   Design,      p.    265.   Vol.  XXI. 
Flooring  Material,   of  Wood.      694.67. 
Floor  Loading,     p.   269,   Vol.  XIII. 
Floors  and  Flooring.     F.  721.6. 
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Foundations.      F.   721.1. 

Foundations  of  Buildings,     p.   142,  Vol.   I. 

Freiglit    Cars,    size    of.     p.    658. 

Fuel,  Space  Occupied  bj-,  p.  473,  Vol.  XXIII. 

Furnaces.     F.   697.3. 

Furnaces,   Designs   of.     p.   475,  Vol.  XXV. 

Foundations  Datum,     p.  285.    Vol.  XX. 

Furniture,    Dimensions   of.     p.    656. 


Gas.  Fitting.     F.  696.7. 

Gauges  and  Their  Equivalents,     p.    282,   Vol. 

XVI. 
Glass.     F.  691.6,  p.  277,  Vol.  XIII. 
Glass,    Light   Passing   Through.      F.    691.6,    p. 

277,    Vol.    XIII. 
Glass — Surface  Heated  by  Radiation.    F.    697, 

p.   663. 
Glass  and   Glazing,     p.    609. 
Grades,    Per    Mile,    Water    Mains — Table    of. 

F.   696.1  and  .2    p.   661. 
Gravel    Roofing,    Specifications    for.      p.    291, 

Vol.   XIII. 
Gravel,  Use  in  Concrete.     213,  Vol.   XIII. 


Heating  and  Ventilating.    F.   697,  p.   485. 

Hardpan  Datum,     p.  285,  Vol.  XX. 

Heat,  Transmission  of.    F.   697,  p.  663. 

Hollow  Tile  and  Porous  Terra  Cotta  Con- 
struction.    F.   693.4. 

Hooping  for  Core,  Diameters  and  Hooping  for 
Reinforced  Concrete  Columns,     p.   644-645. 

Hospitals  and  Asylums.     F.   725.5., 

Hot  Water  Heating.    F.   697.41,  p.  485. 

Hints   and  Formulae,    p.    485. 

X. 
Impurities    in    Water.      F.    see    696.4,    p.    297, 

Vol.  XV. 
Iron    and   Composite   Structures.      F.    721.5. 

J. 
Joinery,  General  Mill-Work.     F.   694.6. 
Joist — Carrying   Capacity.      F.    690.12,   p.    260, 

Vol.   XII. 

I.. 
Landscape  Gardening.     F.  710. 
Law,  Data  for  Architects,     p.  255,  Vol.  XIV. 
Law     for    Licensing    of    Architects.       p.     F. 

692.95,   p.    139,   Vol.    Ill;    p.    145,   Vol.   V;    p. 

81-83,  Vol.  XXI.     p.  81,  Vol.  XXVI.     p.  93. 
Laws  Pertaining  to  Building.     F.  692.9. 
Lead— Sheet.     F.  see  691.84,  p.  287,  Vol.  XIIL 
Legal     Standing    of    an     Architect.       p.     213, 

Vol.  VII. 
Lien    Law.      p.    139,    Vol.    VI.      p.    113,     Vol. 

XXVI,   XXVII.    p.    155. 
J.,ight,   Transmission   of,   277,   Vol.   XIII. 
Lighting  Indirect,     p.   209,  Vol.  XVI. 
Lighting    for    Billiard    Rooms.       p.    468,    Vol. 

XXVI. 
Lighting  Protection,     p.   255,  Vol.  XVII. 

Lighting    Fixtures.       F.    729.99. 

Lighting  Fixtures  and  their  Relation  to  the 
Home   Beautiful,      p.    335,  Vol.   XXIV. 

Limes — Cements — Plasters.  F.  691.5.  p.  278, 
Vol.   XIII. 

Lime,  Hydrated  and  Other  Powdered  Ad- 
mixtures in  Concrete,     p.    327,  Vol  XXIII. 

I.,iquids,   Hydrostatics,   Hydraulic.      F.    532. 

Lumber    specifications,     p.    449. 


M. 

Manufactories.     F.   725.4. 

Masonry    in    Pounds    Per    Sq.    Inch,    Ultimate 

and  Safe  Strength  of.    p.  642. 
Materials,     Building.       F.     691,     p.     283,     Vol. 

XVII. 
Materials    in    Construction.      Weights    of.      p. 

650-651. 
Materials,   Strength   of.     p.    283.     Vol.   XX. 
Materials,  Wt.s.  of.     F.  691,  p.  588. 
Measures,    Tables   of.      p.    584,   Vol.    XXIV. 
Measurement   of   Brick,    p.   659. 
Measurement    of    Carpentry    Work.      p.    382, 

Vol.  XIX. 
Measurement  of  Concrete.  Vol.  XXVI,  p.   401. 
Measurement  of  Painting,     p.  391,  Vol.  XXII. 
Measurement  of  Plastering,  Rules  for.  p.  619. 
Measuring  Ventilation,     p.   485,  Vol.  XXV. 
Mensuration  Formulae,     p.  276,  Vol.  XV. 
Metal  Formed  Joints,  Concealed  Rough  Hard- 
ware.     F.   694.23. 
Metal   Lath  and  Furring.     F.    693.96. 
Metals,   Except   Iron  and   Steel.     F.    691.8,   p. 

277,  Vol.  XIIL 
Metals — Phys.  Properties.     F.  669,  p.  283,  Vol. 

XVIL 
Metallurgy    and    Assaying.      F.    669,    p.    283, 

Vol.   XVIL 
Mortars,     p.    659. 
Mosaic    and    Marble.      F.    729.7. 

XT. 

Nails  for  Different  Work.     F.   694,231,  p.   385, 

Vol.   XIX. 
Natural  Science.    F.  500. 
Nomenclature  of   Drawings.    F.    692.1,   p.   652. 


Ofl^ce  Hours  and  Holidays,     p.   199,  Vol.  VII. 
Office  Practice  for  Draughtsmen,  p.  107. 
Oil  as  a  Fuel.     p.   379,  Vol.  XXIII. 
Orders  of  Architecture.    File.    729.3,   p.   664. 
Organs,    Pianos.     F.    729.98,   p.,  656. 


Paint  and  Painting.     F.  698,  p.  391,  Vol.  XXII. 

Painted  Decoration.     F.   729.4. 

Painting  Time  an  Important  Factor,     p.    255, 
Vol.  XII. 

Painting  Structural  Work.     p.   259,  Vol.  XIII. 

Paints,  Table  for  Mixing.     F.  698,  p.  391,  Vol. 
XXIL 

Paints,    Wall,     Sanitary,    Value    of.       p.     233, 
Vol.  XIV. 

Pianos,  Sizes  of.     F.   692,  p.   656. 

Pipe,     Wrought     Iron — Dim.       F.     696.5,     see 
697,442,    p.    609. 

Plans   and   Specifications.      F.    692. 

Plastering,    Rules    for    Measurement,     p.    619. 

Plumbing.     F.  696.3. 

Protective    Coatings    for    Various    Structural 

Materials.      295,   Vol.    XIII. 
'Protective,  Preservative  and  Decorative  Cov- 
ering   (Painting,    Wall    Hanging,    Glazing, 
Floor   Covering).     F.    698    p.    597. 

Pulleys,  to  Calculate  Speed  of.     F.  621.85,  p. 
296,  Vol.  XIIL 
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Radiation.      F.    697.45. 

Reinforced  Concrete.     F.   693.6. 

Reinforced  Concrete,  Rules  of  Measurement. 
Vol.  XXVI.  p    401. 

Reinforced,   Strength    of.    p.    272,   Vol.   XIII. 

Reinforcement,  Tables  of.  By  B.  E.  "Wins- 
low,     F.  690.12,  p.  272.  Vol.  XIII. 

Reinforcing  Bars,  specifications  for,  p.  411- 
413. 

Reservoirs  for  Storage  and  Service.  F. 
696.413. 

Roofing  and  Roofing  Material.  Vol.  XII,  F. 
695.      p.    215-281. 

Roofing  Composition,  Specifications  for.  p. 
301,    Vol.    XVII. 

Roots,   Square,     p.    649. 

S. 

Safe  Strength  of  Wood,  Table  of.  p.   640. 
Safe    Strength    of    Iron    &    Steel    in    pounds 

per   square   in.    p.   643. 
Sanitary  Equipment,  Illumination.     F.  696. 
Sanitary  or  Plumbing  Ordinances,    p.   515. 
Schedule    of    Professional    Charges,     p.    33. 
Sewerage.      F.    696.2. 
Sewer  Grades.     F.    696.2,   p.   662. 
Sewer  Pipes.    Discharge   of.     F.   696.2,   p.    662. 
Sheet  Metal.    F.    695.2,   p.    660 
Shingle  Stains — Data.     F.  698.13,  p.  391,  Vol. 

XXII. 
Shingles,  Wood.     F.  695.1,  Vol.  XL 
Slate.      F.   695.25,  p.   300. 
Tile.      F.   695.26. 
Sidewalks  and  Vault  Coverings.     Vol.  XII,  p. 

189. 
Slating — Memoranda.    F.   695.25,  p.   660. 
Smoke  Flues  and  Prevention.    F.  697.8,  p.  287, 

Vol.    XL 
Smoke  Inspection,  Rules  of.     Vol.  XII,  p.  185, 

Vol.  XV. 
Specifications.      F.    692.3. 
Stables,    Dimensions    of.      F.    728.941,    p.    285, 

Vol.  XV. 
Stained   Glass   Design.      F.   729.8. 
Stains,  Creosote.     F.  698.13,  p.  391,  Vol.  XXII. 
Stairs — Table    for    Calculating     Treads     and 

Risers.     F.    692.1,    p.    655. 
Stairs,    Table    Treads   and    Risers    of.     p.    655. 
gleam    Heating.     F.    697.42,    p.    485. 
Hints   and   Formulae,   p.    485. 
Contractors    for.      pp.    484-582. 
Steam  Mains,  Sizes  of.     F.  697.42,  p.  294,  also 

235,    also    Vol.    XI,    287. 
Steel  Building  Const,     p.  165,  Vol.  VII,  p.  163, 

Vol.  V. 
Steel    and    Iron,    Corrosion    of.      F.    691.7,    p. 

276.     See  Vol.  XL 
Steel     Lumber    Construction.       p.     367,     Vol. 

XXIV. 
Steel  Structural,     p.  201,  Vol.  XVII. 
Stone,    Suggestions   for   Setting,      p.    425,   Vol. 

XXII. 
Steel,  Structural  Standard  Specifications  for. 

p.   333.     Vol.   XXIIL 
Stone     Voids,     Settlement     and     Weight    of, 

Crushed,      p.    193.   Vol.   XIL 
Strains  Defined.     F.   620.1,   p.    197.   Vol.   XIV. 
Strengthened  Beams.     F.   694.3. 


Strength  of  Concrete.    Table  of.    p.   0  41. 
Strength  of   Masonry.     Table  of.    p.   642. 
Strength  of  Materials.     F.  620.1.  283.  Vol.  XX 
Wood,   Joist  and   Timber,      p.    289,    Vol 

XIIL 
Mechanics   of    Materials,      p.    227,    Vol. 

XVI. 
Cast  Iron  and  Stel  Base-Plates,  p.   219, 

Vol.   XIIL 
Reinforced    Concrete    Beams    and    Col- 
umns,    pp.   239-247.     See  Vol.  XI  for 
Talbot  Formula. 
100   lbs.   Live  Floor  Load. 
Stress    in    Materials,      p.    197,    Vol.    XIV. 
Structural     Materials — Cement     and     Steel — 

Specifications,      p.  Vol.    XV. 

Structural    Work,    Painting.      259,    Vol.    XIIL 
Structural     Steel     for     Buildings,     Standard 

Specifications  for.     p.  191,  Vol.  XIV. 
Subject    Index    for    Filing,    p.    674. 
Swimming   Tanks.     F.    692,    p.    658. 

T. 

Tables,    Metric,     p.    648. 

Tables,    Misc.    Measure   of.    F.    3  89. 

Tanks,    Swimming,     p.    e.SS. 

Terra    Cotta,    Details    for    Hanging.      p.    427, 

Vol.    XXIL 
Timber,  Contents  in.     F.  694,  p.  385,  Vol.  XIX. 
Timber,  Structural,  Specifications  for.     p.  237, 

Vol.  XVL 
Tin   Roofs — Data.     F.    695.0.     p.    060. 
Transmission    Machinery.       F.    621.8,    p.    271, 

also    249.    Vol.    XL 
Transportation  and  Storage.     F.  725.  3. 
Treads  and  Risers.     F.  692.1,  p.  603. 
Trigonometry.      F.    514. 


U. 


Useful  Arts.     F.   600. 


V. 

Varnish,     p.    585. 

Vault  Covers  and  Sidewalks.    Vol.  XII.   p.  189. 
Vehicles,   Sizes   of.   F.   728,   942,  p.   656. 
Ventilation,    Measuring    and    Testing    of.      p. 

485,  Vol.  XXV. 
Ventilation,  Measuring  of.     p.  485,  Vol.  XXV. 
Voids    in    Crushed    Stone.      Vol.    XI.    p.    259. 

W. 

Walls.     F.   721.2. 

Water-Expansion — Wt.  and  Tests,     p.   049. 

\Vater  Pressure  at  Different  Elevation,  p.  049. 

Water,   Pure,   Tests   for.     p.    662. 

Weights  and  Measures,     p.   264,  Vol.  XII. 

Weights    of    Building    Materials.      F.    691,    p. 

650-651. 
Windows,    Bays   Angles   of.     F.    692.1,    p.    657. 
Wind,  Velocity  of.     F.   389.   p.   264,  Vol.   XII. 
Wind  Bracing  in  Steel  Skeleton  Construction. 

p.   269,  Vol.   XX. 
Wiring  Specifications,   Suggestion  on.     p.  259. 

Vol.  XVI. 
Wood,    Finishing   of.      p.    255.   Vol.   XIIL 
Wood   in   Pounds  Per  Sq.   Inch,   Ultimate  and 

Safe    Strength    of.     p.    640. 
Wooden   Buildings,    Preservation   of   Exterior 

of.     p.    223.  Vol.   XIV. 
Woods,   Weight   of.    F.    691.1,   pp.    650-651. 
Yellow    Pine    Beams,    Loads    in    Pounds.      jip. 

446-447,    Vol.    X.VIV.   pp.    514-515. 


685 


CLASSIFIED  LIST  OF  ADVERTISERS . 

Advertisers  are  classified  with  a  view  to  furnish  Architects  and  others  a  ready 
reference  list  of  houses  engaged  in  the  Building  Business.  Besides  the  Index  to 
Advertisements  on  page  699,  the  number  of  the  pages  on  which  the  Advertise- 
ments appear  follows  directly  after  each  name  Classified  in  this  list.  It  is  requested 
that  those  using  it  will  kindly  mention  this  book  in  their  correspondence. 


AIR    COMPRESSORS. 

Am.    Sti;mi    ruiiiii    ("d.,    ■■:'.    W .    .hicksnu  :>()■> 
AIR    WASHERS    AND    FURIPIESS. 

CMasfii   &   Hopewell,    \:y.Vl    N.    La  Salle   St.  r>4 1 

Haines    Co..    1929    W.    Lake    St.  540 

Monarch    Vent.    Co.,    1338    Sedgwick   St.  538 

Narowetz   Heat.   &   Vent.   Co.,    1711    Park  540 

Webster,  Warren  &  Co.,  5,"!  W.  .laeksson  545 
Western     Ventilating-    iV:     l<;ns.     Co..     !t     S. 

Clinton    SI.  545 

AirGI.Z:S   AND    CHANNEI.S. 

See    Arcliitectural    lion    Wcuk  i 
ARCHITECTURAI.    IRON    WORK. 

Am.    Architectural     Iron      Wks..      110      N. 

Dearborn   St.  42t! 

Bolter's,   A.,    Sons,    2301    Ward    St.  434 

Central  Iron  Works  of  Chgo.,  939  W.  Lake  434 
Coleman,  Adelbert  E.,  37th  &  Stewart  Av.  422 
Duffin   Iron  Co.,   4837   S.  Kedzie  Av.  40H 

Federal  Iron  Wks.,  30  X.  La  Salle  St.  434 
Guaranty  Iron  &  Steel  Co.,  3847  W.  Lake  410 
Halsted,  Joseph,  Co.,  31st  &  Spaulding  426 
Hanke  Iron  &  Wire  Wks.,  840  N.  Albany  43."> 
Holmes,  Pyott,  &  Co.,  159  No.  Jefferson  434 
Kenwood  Bridge  Co.,  1st  Nat.  Bk.  Bldg.  428 
Manton  &  Smith  Co.,  3333  W.  Grand  Av.  408 
Reuter  Brothers,   .J814    Wood  St.  435 

Smith,  F.  P.,  W.  &  I.  Wks.,  2346  Clybourn  436 
Sullivan-Korber  Co.,  2437  W.  21st  PL  430 
I'nion  Fdrv.  Wks..  38  S.  Dearborn  St.  424 
Vierling  Steel  Wks.,  313  W.  23rd  St.  435 
Western  Iron  Constr.  Co.,  4906  N.  Clark  435 
Wetzel  Iron  Wks.,  3346  W.  Grand  Av.  420 
Wevmer,  E.  M.  Co.,  2820  W.  Grand  Av.  414 
Woodbridge  Orntl.  Iron  Co..   1519   Altgeld   402 

ARCHITECTURAIi    SCUI.PTORS. 
Architectural   Dec.    Co..    1600    S.    Jefferson    439 
Dux.    Joseph,    2118    W.    Van    Buren    St.  439 

ARCHITECTS'    SUFFI.IES. 

Crofoot,    Nielsen   &    Co..    172    W.    Wash.        437 

ASBESTOS   PRODUCTS. 

Cent.  Asbestos  &  Mag.  Co..  214  W.  Grand  480 
Johns-Manville.    Inc..    18th    &    Mich.  8 

Krez,  Paul  J..  Co.,  444  N.  La  Salle  St.  478 
Moore,  Edw.,  Rfg.  Co.,  2729  W.  Madison  92 
Standard  Asbestos  Mfg.  Co.,  820  W.  Lake  482 
Watson,  H.   F.,  Co.,   5331   S.  Western  Av.      547 

ASFHAI.T   FI.OOR. 

Fulton  Asphalt  Co.,  53  W.  Jackson  Blvd.  86 
Moore,   Edw.,   Rfg.   Co.,    2729   W.    Madison      92 

ASFHAI.T    SHINGIiES. 

(See    .SliiiiKlfs.    l'ire])i-oi)f j 

AUTOMATIC    SPRINKI.ERS. 

(See    .SjirinkltT    S.Nstcm.s) 

AWNINGS — BRONZE,     WOOD     AND     IRON. 

I  lodge,    II.    11   I'C:   Cu.,   .■;:!2   S.    Mirhigun  Av.    292 

AWNINGS — CANVAS. 

Shurlox     Aw'uii^     \-     Shade     Co.,     .".61     AV. 
Monioe    St.  4 

BANK   AND    OFFICE    FIXTURES. 

Anderson  &  Lind  Mfg.   Co.,   2127   Iowa  St.  48 

Baumann,  I'oe,  Mfg.  Co.,  1501  Smith  44 
Brunswick-Balke-Collender     Co.,      623      S. 

Wabash   A  v.                                               12   &  566 

Edmunds  Mfg.   Co.,    2016   Washburne  Av.  46 

Jolin.son-Schweizer  Co..  1249  W.  Xortt  Av.  50 

West    Woodworking    Co..    310    X.    Ada   St.  42 

BANK    VAUI.T    REINFORCING. 

Consolidated  Exp.  Metal  Co.,  1234  W.  Wash.    38 


Ctvvi. 

S. 


nel 


BANKERS. 

auni    Sons    Hank    iV-    Trust    Co.,     9 


La  Salle    St.  439 
BAR    SPACERS    AND    BENDERS. 

Calumet    Steel    Co..    2iis    S.     La  Salle    St.  412 

Dean.    Olnev.    J.,    \-    Co..     179    W.    Wash.  l;;i; 

Scully  St. 'el  is:.-    Iron   Co.,   L':i6t   S.   Ashland  422 

BARS — IRON   AND    STEEIi. 

(See    Ki-inl'orcing    Bars — Concrete) 

BATH    ROOM    FIXTURES. 

Am.  Enameled   Prodiuts  Co.,   21  nl  Indiana  564 

BATH    TUBS. 

(  Ste     Pluniliing     Suiiplies) 

BEAMS    AND    COI.UMNS — IRON   AND 
STEEI.. 

(See    Architectural    Iron    Work) 

BEDS — DISAPPEARING   AND   WADI.. 

Pick,    Alli.-i-t    &    Co..    2  12    W.    Ran.lolpli  (h; 

White    Door   P.-d    Co..     130    X.    Wells    St.  6 

BEI.T   AND    HAND     POW^ER     EDEVATORS. 

(See   Elevators — Passenger   and    Freight) 

BEI.TING. 

Allen.   W.   D.,  Mfg.  Co.,  .".6t;   W.    I>ake  St.        544 

BIIiI.IARD    ROOM    SUFPDIES. 

Brunswick-Balke-Collender     Co.,      623      S. 

Wabash    A  v.  12  &  566 

Pick,   Alliei-t    &    Co..    212    W.    liandoliih  6(; 

BI.OWER   REGUIiATORS. 

Davis,    (j.    M.    Reg.    Co.,    428    Milwaukee        545 

BI.UE    AND    BI.ACK    PRINTING. 

Crofoot.   Xielson   \-   Co.,    172   W.    Wash.  437 

BOII.ER  BREECHINGS. 

Hayward,    U.    H.    Co.,    1714    Shetti.'ld   Av.        544 

BOII<ERS — STEAM   AND    HOT   WATER. 

Am.  Radiator  Co..  820  S.  Michigan  Av.  498 
Ferguson  &  Lange  Fdry.  Co.,  1039  Wil- 
low St.  504 
Freeman  Mfg.  Co..  53  W.  Jackson  Blvd.  506 
111.  Malleable  Iron  Co.,  1801  Diversey  534 
Kellogg  Mackay  Co.,  419  W.  18th  St.  484 
Kewanee  Boiler  Co..  820  W.  Washington  486 
Weil-McLain   Co..   641   W.   Lake   St.  492 

BONDS. 

Builders    &    Mfrs.    Mutual    Casualty    Co., 
133    W.     Wasliington    St.  24 

BOW^I.ING    AI.I.EYS. 

(See     Billiard     liooni     .Sujililies) 

BRASS  AND  BRONZE — ARCHITECTURAI.. 

Am.  Arch'l  Iron  Wks..  140  N.  Dearborn  426 
Central  Iron  Wks.  of  Chgo.,  939  W.  Lake  434 
Coleman,  Adelbert  E  37th  and  Stewart  422 
Duffln   Iron  Co.,   4837   S.  Kedzie  Av.  406 

Federal  Iron  Wks..  30  N.  La  Salle  St.  434 
Guaranty  Iron  &  Steel  Co.,  3847  W.  Lake  410 
Halsted,  Joseph,  Co.,  31st  &  Spaulding  426 
Hanke  Iron  &  Wire  Wks.,  840  N.  Albany  435 
Manton  &  Smith  Co.,  3333  W.  Grand  Av.  408 
Reuter    Brothers,    5814    Wood    St.  435 

Smith,  F.  P.  W.  &  I.  Wks.,  2346  Clybourn  436 
Sullivan-Korber  Co..  2437  W.  21st  PI.  430 
Weymer,    W.    E.,    2820   W.    Grand   Av.  414 

Western  Iron  Constr.  Co.,  4906  N.  Clark  435 
Wetzel  Iron  Wks.,  3346  W.  Grand  Av.  420 
Woodbridge  Ornl.  Iron  Co.,  1519  Altgeld     402 
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BRICK— COMMON— SEWEB 

Consumer    Co.,    Ill    ^^^    \\"ashington    St.  70 

111.   Brick   Co.,    Ill    W.   Washington    St.  437 

Western    Brick    Co.,    Danville,    111.  437 

BRICK— FACED. 

Consumers    Co.,    Ill    W.    Washington  70 

NVe.stern   Brick   Co.,    Danville,    111.  137 

BRICK— FIRE. 

Consumers    Co.,    Ill    W.    Washington 
Dee,  Wm.   E.,   Co.,   30   N.   La  Salle  St. 
Rosing,   Astrid  S.,   3464   N.   Clark   St. 
Western    Brick    Co.,    Danville,    111. 

BRICK — FAVING. 

Western    Biick   Co.,    Danville,    111. 
BRONZE    WORK. 

(See  Brass  and  Bronze — Architectural) 
BRIDGES  AND  ROOFS. 

American   Bridge  Co.,    liOS    S.   La  Salle   St.    400 
Duffin  Iron   Co.,    4837   S.   Kedzie   Av.  406 

Kenwood  Bridge  Co.,   1st  Nat.   Bk.   Bldg.     428 
Morava   Constr.    Co.,    122    S.    Michigan  428 

BXTII^DERS   HARDWARE. 

(See    Hardware-Builders  ) 
BUHiDING  IiOANS. 

(See  Loans,   Building) 
BUII.DING    PAPERS. 

Am.  Tar  Products  Co.,  208   S.   La  Salle  St. 
Bird   &   Son,    14  72    W.    76th   St. 
Cabot,    Samuel,    24    W.    Kinzie    St. 
Celotex    Co.,    645    N.    Michigan    Av. 
Cent.  Asbestos  &  Mag.  Co.,  214  W.  Grand 
Ford  Roofing  Products  Co.,  535  S.  Frank. 
Johns-Manville,    Inc.,    18th    &    Mich. 
Krez,   Paul   J.,    Co.,    444    N.    La  Salle   St. 
Standard  Asbestos  Mfg.  Co.,  816  W.  Lake 
Union   Insul.    &   Constr.   Co.,    608    S.    Dear. 
Watson,   H.   F.,    Co.,    .".331    S.   Western   Av. 
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BUII.DING   RAISERS   AND   MOVERS. 

Friedstedt,   L.  P.   Co.,   7   S.   Dearborn  St.        332 

CABINET   WORK. 

(See   Interior   Finish) 
CABINETS — BATH    ROOM. 

Majestic    Steel    Cabinet    Co.,     4229     Belle 
Plaine    Av.  60 

CABINETS — KITCHE  N. 

Majestic    Steel    Cabinet    Co.,     4229      Belle 
Plaine    A  v.  GO 

CAFETERIA     FIXTURES — METAI.. 

Janows  &  Kramer  Co.,    lt;37   CarruU  Av.      304 
Pick,  Albert  &  Co.,  212   W.  Randolph   St.        66 

CAI.CIMINE. 

Moore,  Benj.,  &  Co.,   415   X.  Green  St.  59S 
CANOPIES — IRON    &    BRONZE. 

(See  Brass   and   Bnmzf,    Anhitectunil) 
CARPENTER   CONTRACTORS. 

Anderson,    A.    &    K.    Co.,    19    S.    La  Sallo  308 

Anderson.  Edward  A.  Co.,  8   10.   Huron   St.  316 

Ardmore  Constr.   Co.,    186   N.   La  Salle   St.  322 

Arquette,  Geo.  L.  i<-  Co.,   160   N.  La  Salle  314 

Barnard,    H.    B.,    140    E.    Dearborn    St.  124 

Black,    Robert   Co.,    122    S.    Michigan   Av.  330 

Blome-Sinek   Co.,    139    N.    Clark    St.  132 

Brundage,    Avery,    110    S.    Dearborn    St.  122 

Bulley  &  Andrews,    204  0    W.    Harrison  St.  326 

B.   W.    Constr.    Co..    720    Cass    SI.  136 

Cadenhead    Co.,    8    E'.    Huron    St.  316 

Carpenter-Hays  Co.,   109   X.    Dearborn  St.  154 

Clark,   C.   Everett  Co.,   69   W.    Washington  146 

Dahl-Stedman   Co..    11    S.    La  Salle    St.  134 

Duffy  Noonan,   140   S.   Dearborn   St.  320 

Ericsson,    Henry   Co.,    139    N.    Clark    St.  130 

Federal   Constr.   Co.,    64   W.    Randolph   St.  156 

Ford  &  Phillip  Co.,  559  W.  Van  Buren  St.  320 

French.   J.   B.,   30   N.    Michigan   Av.  324 

Gage,   Thos.   G.,   Co..    64   W.    Randolph   St.  318 

Griffiths,  .lohn  &  Son  Co.,   112  W.  Adams  114 

Mallbauer  &  La   Bahn,  Inc.,   84  4   Rush   St.  324 


Janisch,    H.    &    Co.,    ISOl    Winona    St.  164 

Krahl   Constr.    Co.,    350   N.   Clark   St.  142 

Lanquist  &  Illsey  Co.,    1100   N.   Clark   St.  120 

Larson,  Algot   B.   Co.,   19   S.   La  Salle   St.  160 

Lind    Constr.    Co.,    6404    S.    State    St.  322 

McKeown   Bros.    Co.,    112   W.   Adams   St.  30S 

McLennan    Constr.    (^"o.,    400    N.    Michigan  158 

McXulty,   Wm.   G.,  &  Bro.,   58      E.   Wash.  326 

Meyne,   Gerhardt  F.,    127   N.   Dearborn  St.  312 

Moses,  C.   A.   Constr.  Co.,   133   W.   ^Vash.  128 

Xielsen,    S.    N.    Co.,    3059    Augusta    St.  312 

Rasmussen,    C,    77    W.    Washington    St.  318 

Rauen,  Math  Co.,   Ill  W.  Washington  St.  326 

Scheidenhelm,   E.   L.   Co.,   122   S.   Michigan  330 

Seipp   &  Lonergan,    179    W.    Washington  148 

Shedden,  James  &  Co..  106  N.  La  Salle  St.  314 

Simmons-Dick  Co.,  549  Washington  Blvd.  152 

Snyder,   J.  W.  Co.,    116    S.    Michigan  Av.  116 
Sollitt.    Ralph   &    Sons    Constr.    Co.,    5    X^. 

La  Salle   St.  310 

Starrett   Bros.,   Inc.,   160   X.    La  Salle   St.  144 

Strandberg,    E.    P.    Co.,    232    E.    Erie    St.  150 

Thielberg,   A.   C,    64   W.    Randolph    St  310 

Thompson-Starrett    Co.,    104    S.    Michigan  118 

Thomson,  Geo.   &-  Son   Co.,   30  N.  La  Salle  138 

Turner   Constr.    Co.,    6    N.    Michigan   Av.  328 

Wells    Bros.    Constr.    Co..    53    W.    Jackson  126 

Wilson,  R.   F.   &   Co..    IN.",!   Elston   Av.  112 

CARPETS  AND  RUGS. 

Hardwick    &    McGee    Co.,    29    E.    Madison 

St.  Inside  Front  Cov 

Pick,   Albert  &  Co..    212   W.    Randolph 

CARTAGE. 

Pennoyer    Merchants    Transfer     Co.,     742 
W.    Polk    St.  1 


CARVING. 

Dux,    Joseph.    2118    ^^'.    Van    Buren    St. 
CASTINGS— GENERAI^. 

(See   Foundries) 
CEMENT. 
Consumers   Co.,    Ill    W.   Washington    St. 
Rosing,   Astrid    S.,    3464    N.   Clark   St. 
Universal    Portland    Cement    Co.,    208    S. 
La  Salle    St. 

CEMENT   COATING. 

Cement   Gun  Constr.   Cri.,   537   S.   Dearborn 
CEMENT — MANUFACTURERS. 

Universal    Portland    Cement    Co..     20^     S. 
La  Salle     St. 

CEMENT    TESTING. 

ITimt.     Robt.     W.     Co..     Ins.     iOxc.     Bldg. 
CHANDEI.IERS. 

(See  Lighting  Fixtures) 

CHEMISTS. 

Hunt,    Robt.    W.    Cn.,    Ins.    Uxc     Rldii. 

CHIMNEY    CONSTRUCTION. 

Cont.    Chimney    Constr.    Co.,    IIS    X 
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Salle   St. 
Heine   Chimney  Co.. 


123   "«'. 


La 
Madison    St. 


J9S 
137 


CLOSET  SEATS. 

Brunswick-Halke-Collcnder     Co..      623      S. 

Wabash    A  v.  12  &  566 

i:uilt    Well    Mfg.    Co..    1458    W.    Kinzie   Si.    572 

CI.OTHES    DRYERS. 

.Am.    Laundry    Mr\\\.    Co.,    r,:::;    .s.    Wabash    3(16 

COAI^  AND   ASH  HANDI.ING  MACHINERY. 

Olson,    Samuel    i^.-    Co..    2ll.s    Hlooniingda  !,■       11 
AVeller   Mfg.   Co.,    1820    X.    Koslner   .\v.  7.s 

COAI^  AND   GAS  RANGES — COMBINATION. 

Cribben  &  Sexton  Co.,  600  X.  Sacramento  380 

COAIi   TAR   PRODUCTS. 

Am.  Tar   Products  Co.,    2(IN    S.    L;i  Sallo   St.    291 

COI.D   STORAGE   DOORS. 

Matot.    D.    .\..    l.".2s    .Monl.ma   St.  82  <<:•  298 
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(■>■..     I'liiii    S.    Jefferson    4o!) 
W.    \an    IJiiren   St.  439 


COIiD   STOBAGZ:   INSUI.ATION. 

Matot,   1'.   A.,    ]:.:l^    Moiuaiui    rit.  Sii  &  :29S 

L'nion    Insul.    i<r    I'uiisir.    Co..    I'.iis   S.    Deai-.      56 

COI.UMN   CXiAMFS. 

Dean,  Olney,  J    &  Co.,  IT','  ^^■.  WashiiiKlon  436 

COI.UMNS — ^WOOD. 

Hailiiianii-.Sander.s    Co.,    L'l.'i.',    Klstuii    A\.     I;;n 

COMPOSITION   FOB   EXTEBIOB   AND 

INTISBIOB — OBNAMSNTAIi. 

Arcliiteeluial    1 '»■ 
Dux,    Joseph,    I'l  1 

CONCBETX:    FOBACS. 

B.    &    A.    Co.,    :.:;    W.    Jaik^-i.n    Bl\(l.  166 

CONCBETi:     HABDENEB. 

Seofifld,    ]:vans   .<:    Co..    5u>    S.    Deaiboin         302 

coNCBzrrE  iiicfsr  STAin>ABi>s. 

Am.    Concrete    I'roducts    Co.,     30    X.    La 
Salle  St.  360 

CONCBETE    BEINFOBCIITG  BABS — STEEX.. 

(  See  Reinforcing  Bars — Concrete) 

CONCBETE   BEINFOBCING   STEEIi 
FABBIC. 

(See    Steel    Faln-ic    for   Reinforcing   Concrete) 

CONDUITS— UNDEBGBOUNB — STEAM 
FIFES. 


Stannard    Power    EV|uipment    Co. 
Jack.^on 
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CONTBACTOBS'    BONDS. 

Builders    &    Mfrs.    Mutual    Casualty    Co., 
133    W.    Washington    St.  24 

CONVETOBS — BEIiT    &    GBAVIT7. 

Olson,  Sanuiel  &  Co.,  241i  Blooiningdale  14 
Weller    Mfg.    Co.,     1^.20    X.    Kustner    Av.  7^ 

COOI.ING    SYSTEMS    FOB    BUIX.DINGS. 

Clasen  &  Hopewell,    1534    X.    La  Salle    St.  544 

Herllhy,   J.   J.,    SIO   W.   Congress   St.  542 

Haines  Co.,    1929  W.   Lake   St.  540 

Mehring  &  Hanson  Co.,   162   X".   Clinton  522 

Monarch    Vent.    Co.,    1338    Sedgwick    St.  538 

Xarowetz   Heat.    &   Vent.    Co.,    1711    Park  540 

Webster,  Warren  &  Co.,  53  W.  Jackson  545 
Western    Ventilating    &    Eng.    Co.,      9     S. 

Clinton    St.  545 

COBK  INSUDATION. 

Union    Insul.    &    Constr.    Co..    'U>S    S.    Dear.      56 

COBNICES— COFFEB,    GAI.VANXZED. 

Clasen   &   Hopewell,    1534    X.    La  Salle    St.    544 
Western    Ventilating    &    Eng.     Co.,    9    S. 
Clinton    St.  545 

CBEOSOTED    WOOD    BI.OCKS — I.UMBEB — 
TIES — TIMBEE  AND   PILING. 

Indiana    Wood    Preserving     Co..      Ill      W. 
Washington    St.  5  4 

CBUSBED  STONE. 

Brownell    Imprnv.    Cu.,    1:I3    \\'.    Wash.         440 

CT7BB     GUABDS— CONCBETE. 

Calumet    Steel    Co..    208    S.    La  Salle    St.       412 

CUT   STONE. 

Cent.  Oolitic  Stone  Co..  2126  S.  Kedzie  462 
Hoadley  J.  &  Sons  Co.,  Bloomington,  111.  464 
Indiana  Quarries  Co.,  112  ^V.  Adams  St.  458 
McMillan,  Wm.  &  Sons,   10  S.  La  Salle  St.   460 

DAMP   BESISTING   C02IF0UNDS. 

Am.  Tar  Products  Co.,  20S  S.  La  Salle  St.  294 
Cei'esit     Waterproofing     Corp.,     iO     S.     La 

Salle    St.  302 

Johns-Manville,    Inc.,    18th    &    Michigan  8 

Scofield.    Evans    &    Co.,    .^OS    S.    Dearborn  302 

DAMPPBOOFING — CONCBETE. 

Scofield.    Evans    &    Cu.,    50.s    S.    Dearborn    302 


110 


50 


440 


432 
404 


DEADENING    MATEBXAIi. 

Am.  Tar  Products  Co.,   2Ui.  S.  La  Salle  St.  294 

Bird    &    Son,    1472     \V.    76th    St.  22 

Cabot,   Samuel,    24   W.   Kinzie   St.  547 

Celotex  Co.,    645   X.    Michigan   Av.  68 

Ford  Rooting  Products  Co.,  535  S.  Frank.  90 

Jolins-Manville,  Inc.,  18th  &  Michigan  8 
l'nion    Insul.    it   Constr.    Co.,    60S    S.    Dear.    56 

Wood    Conversion    Co.,    310    S.    Michigan  36 

DECOBATOBS — INTEBIOB. 

Cleiih.    T.    C.    Co.,    3945    Sheridan   Rd.  604 

Xelson    Bros.,    3530    X.    Clark    St.  604 

Xelson,    W.    P.    Co.,    614    S.    Michigan    Av.  602 

Xoelle,  J.  B.  Co.,  864  X.  Franklin  St.  606 
Olson,   Hermann  Dec.   Co.,   911   Chgo.   Av., 

Evanston,   111.  439 

Plamondon   &   Gabriel    Co.,    308    X.    Mich.  600 

Rising  Dec.   Co.,   527   S.   Peoria  St.  606 

DEBBICES. 

Sasgen  Derrick  Co.,    olo   W.   Grand  Av. 
DOOB   BEDS. 

White    Door    Bed    Co..    130    X.    Wells    St. 
Pick,    Albert   &   Co.,    212    W.    Randolph 

DOOBS. 

Chgo.   Sash,   Door  &  Blind   Mfg.   Co.,   1249 

W.  Xorth  Av. 
Curtis  Door  &  Sash  Co.,  1414  S.  Western  168 
Morris,  Wm.  &  Sons,  Co.,  1000  W.  50th  St.  630 
Xollau  &   Wolff  Mfg.   Co.,    1705   Fullerton   438 

DOOBS— CBOSS  HOBIZONTAI.  FOLDING. 

Dahlstrom    Metallic    Dour    Co.,    19    S.    I^a- 

Salle  432 

Hill,   O.   H.   Co.,   2253   St.   Paul  Av.  404 

Kinnear    Mfg.    Co.,    208    S.    La  Salle    St.  4 

Variety    Fire    Door   Co.,    295S    Carroll   Av, 

DOOBS — HOLLOW    METAL. 

Dahlstrom      Metallic      Door      Co.,      19      S 

La  Salle  St. 
Hill,    O.    H.    Co.,    2253    St.    Paul    Av. 
Smith,  F.  P.  W.  &  I.  Wks.,  2346  Clybourn  436 
N'ariety   Fire   Door   Co.,    2958    Carroll   Av.    440 

DOOBS— SLIDING    SWING. 

Dodge,   H.   B.   &  Co.,   332   S.   Michigan  Av.   292 
Smith,    F.    P.    W.    &    I.    Wks.,    2346    Cly- 
bourn 436 
DOOBS— SOUND    FBOOF. 
Hamlin    Irving,    716    I'niversity    PL,    Ev- 
anston,    111.  52 
DBAIN    BASE. 
Stannard  Power  Equip.  Co.,  53  W.  Jackson  502 
Wade  Iron  Sanitary  Mfg.  Co.,  551  Fulton  574 

DBAINAGE. 

(See    Plumbing.    Gas    Fitting,    Sewage) 

DBAFEBIES. 

(See   Decorators — Interior) 
DBAWING    MATEBIALS. 

Crofoot,'  Xielsen    x-    Cn.,    172    W.    ^\■ash.        437 
DBINKING    FOUNTAINS. 

Smith.  F.  P.   W.   .V   1.   Wks.,  ::346  Clyl)ourn  436 

DBV  BOOMS. 

Am.    Laundry   Mchy.    Co.,    633    S.    Wabash    306 

DUMB    WAITEBS. 

111.    Elevator    Co..    27os    W.    Lake    St.  104 

Matot,    D.    A.,    15oS    :\Iontana    St.  82  &  298 

DVNAMOS. 

Commonwealtli   Edison  Co.,   72  W.   Adams  358 
Newgard.    Henry   &  Co.,    947    ^Vashington    362 
Westinghousp    Electric    &    :Mfg.    Co.,    Ill 
W.    Washington    St.  354 

ELECTBIC    ELEVATOBS. 

(See  Elevators — Passenger   and   Freight) 

ELECTBIC   FIXTUBES. 

Benjamin  Elec.  Mfg.  Co.,  847  W.  Jackson  336 
Central  Electric  Co.,  320  S.  Wells  St.  344 
Everson.   C.   G.   &  Co.,   70  W.   Lake   St.  348 
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Frink,  I.  P.,  Inc.,  53  W.  Jackson  Blvd.  346 
Harter  Mfg.  Co.,  1850  Fulton  St.  356 
Herwig  Co.,  1753  Sedgwick  St.  350 
Overbagh  <t  Ayres  Mfg.  Co.,  411  S.  Clin- 
ton St.  352 
Pearlman,  Victor  S.  &  Co..  533  S.  Wabash  334 
Westinghouse  Electric  <t  Mfg.  Co.,  Ill 
W.    Wa.shington    St.  354 

EI^SCTBIC   FUSES. 

Benjamin  Elec.   Mfg.  Co.,  S47  W.  Jackson  336 
Central   Electric   Co.,    320    S.    Wells    St. 
Chgo.    Fuse   Mfg.    Co.,    1501    W.    15th    St. 
Economy   Fuse   &   Mfg.    Co.,    2711    Green- 
view   Av. 
Johns-Manville,    Inc.,    ISth    &    Michigan 
Westinghouse    Electric    &    Mfg.    Co.,    Ill 
W.    Washington    St. 


344 
40 
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i:i;i:cTsic   i.ight   posts 
IiIGhthtg. 

Am.    Concrete    Products    Co., 
Salle  St. 


354 
FOR     STREET 


30    X.     La- 


360 


EIiFGTRIC   SUFFI^ZES— MANUFACTURERS 

Benjamin  Elec.  Mfg.  Co.,   847  W.  Jackson  336 
Central    Electric    Co.,    320    S.    Wells    St.         344 
Westinghouse    Electric    &    Mfg.    Co.,    Ill 
W.    Washington    St.  35  4 

EI^ECTRIC   MOTORS. 

Central   Electric    Co.,    320    S.    Wells    St.        344 
Commonwealth  Edison  Co.,   72  W.  Adams  358 
Westinghouse    Electric    &    Mfg.    Co.,    Ill 
W.    Washington    St.  354 

EI.ECTRICAI;  CONTRACTORS. 

Commonwealth  Edison  Co.,  72  W.  Adams  358 
Dearb'n  Elec'l  Constr.  Co.,  27  W.  Kinzie  368 
Emmons  Electric  Co.,  113  W.  Austin  Av.  372 
Fisher,  J.  W.,  &  Co.,  565  W.  Washington  370 
Fuchs  Electric  Co.,  129  S.  La  Salle  St.  366 
Lamont,  L.  H.  &  Co.,  9  S.  Clinton  St.  374 
Xewgard,  Henry  &  Co.,  947  Washington  362 
Pierce  Electric  Co.,   215  W.   Randolph   St.   364 

ez;evating  and  convetzng  mcht. 

(See  Conveyors — Belt  and  Gravity) 
EI.EVATOR  FIRE  DOORS. 

Dahlstrom      Metallic     Door     Co.,      19      S. 

La  Salle    St.  432 

Hill,    O.    H.    Co.,    2253    St.    Paul    Av.  404 

Kinnear    Mfg.    Co.,    20S    S.    La  Salle    St.        436 

EIiEVATORS — PASSENGER   AND 
FREIGHT. 

Altizer  Elevator  Mfg.  Co.,  1895  Milwaukee  102 

Elevator   Co.   of   Am.,    190   N.    State   St.  98 

111.  Elevator  Co.,  2708  VJ^.  Lake  St.  104 
Kaestner      &      Hecht      Co.,      1500      North 

Branch    St.  Inside  Back  Cover 

Otis    Elevator    Co.,    600    W.    Jackson    Bl.  94 

Pitt    Engineering    Co.,    120    W.    Kinzie  96 

Reliance    Elevator    Co.,    22    W.    Monroe  106 

Wheeler    Elevator    Co..     lino    W.    Wash.  100 

EIiEVATOR   REPAIRS. 

Gallaher  &   Speck,    21.'    W.   Congress   St.      528 

EIiEVATORS — BUUiDING    MATERIAIi. 

Sasgen    Derrick    Co.,    Smi    W.    Grand    Av.    110 
EMERGENCE    EXITS. 

(See   Fii-e    Escapes) 

ENAMEI.S. 

Adams    <Sr    Elting    Co.,    1833    Seward  594 

Berry  Bros.,   Inc.,   119  W.   Grand  Av.  300 

Chicago    Varnish    WTcs.,    2100    Elston    Av.  590 

Devoe   &    Ravnolds   Co.,    14    W.    Lake    St.  586 

Federal     \  arnish    Co..    2825    Irving    Park  596 

Pratt  &  Lambert,   Inc..   320   W.    26th   St.  584 


ENGINEERS — CIVH.. 

Greeley-Howard-Xorlin   Co.,   127   X.    Dear. 
Jones,    W.    D.,    8    S.    Dearborn    St. 
Kramer,  Wm..    8   S.    Dearborn   St. 
Silander,    A.    I..    .';ii    X,    La  Salle    St. 

ENGINEERS — CONSUI.TINO. 

Hunt,    Robt.    W.    Co.,    Ins.    E.\c.    Bldg. 


441 
441 
441 
441 
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EXCAVATING. 

B.   &  A.   Co.,    53   W.   Jackson   Blvd.  166 

Xewman,    W.    J.   Co.,    21    N.    Curtis    St.        54  7 

EXHAUST   FANS. 

Dickinson,  Aoelus,  Co.,  3338  S.  Artesian  512 
Hayward,    R.    B.    Co..    1714    Sheffield   Av.      544 

FAUCETS. 

Chgo.  Faucet  Co.,  2712  X.  Crawford  Av.  570 
Crane    Co.,    836    S.    Michigan    Av.         494  &  560 

FENCE   POSTS — CAST   IRON. 

Castle,  A.  M.  &  Co.,  1300  Xorth  Branch  424 
Cyclone    Fence    Co.,    Waukegan,    111.  74 

Smith,  F.  P.  W.  &  I.  ^^'ks.,   2346  Clybourn  436 

FENCE    FOR    FACTORIES. 

Cyclone    Fence    Co.,     Waukegan,     111.  7  4 

FII.TERS. 

Everson,   C.    G.   &   Co.,    70    W.    Lake    St.  348 

FIRE    DOORS. 
Dahlstrom      Metallic      Door     Co.,      19      S. 

La  Salle    St  432 

Guaranty  Iron  &  Steel  Co.,  3847  W.  Lake  410 

Hill,    O.    H.    Co..    2253    St.    Paul   Av.  404 

Kinnear    Mfg.    Co.,    208    S.    La  Salle    St.  436 

Saino,    F.    L.    Mfg.    Co.,    53    TS'.    Jackson  436 

Smith,  F.  P.  W.  &  I.  Wks.,  2346  Clybourn  436 

Variety   Fire   Door   Co.,    2958    Carroll   Av.  440 

FIRE  ESCAPES. 

Central  Iron  Wks.  of  Chgo.,  939  W.  Lake  434 
Cowles,  J.  F.  &  Co.,  532  S.  Green  St.  430 
Halsted,  Joseph  Co.,  31st  &  Spaulding  Av.  426 
Hanke  Iron  &  Wire  "UTvS.,  840  X.  Albany  435 
Johnson,  Chas.  &  Son  Co.,  320  W.  Grand  41S 
Smith,  F.  P.  W.  &  I.  Wks.,  2346.  Clybourn  436 
Standard  Fire  Escape  Co.,  23  S.  Western  432 
Union  Fdrv.  Wks.,  38  S.  Dearborn  St.  424 
Vierling   Steel   Wks.,    313   ^V.    23rd   St.  435 

Weymer,    E.    M.    Co.,    2820    W^    Grand   Av.    414 

FIRE  EXTINGUISHERS. 

(See   Sprinkler  Systems) 

FIRE    HOSE 

Allen,   W.   D.   Mfg.    Co..   566   W.    Lake   St.      544 

FIRE    WINDOWS. 

Detroit  Steel  Prod.  Co.,  Ill  W.  Wash.  384 
Federal  Steel  Sash  Co.,  Waukesha,  Wis.  388 
Lupton,  David,  Sons  Co.,  28  E.  Jackson  382 
Saino,  F.  L.  Mfg.  Co.,  53  W.  Jackson  436 
Truscon    Steel    Co.,    165    E.    Erie    St.  386 

FIREPI.ACES. 

Colonial  Fireplace  Co.,  4626  W.  Roosevelt  28 
McWavne    Co.,    639    X.    Wells    St.  396 

Updike    &    Co..    230    E.    Ohio    St.  398 

FIREPROOFING. 

Beaver-Products  Co.,  Ill  W.  Washington  20 
Barron    Brick   Co.,    7    S.    Dearborn    St.  468 

Consolidated  Exp.  Metal  Co.,  1234  W.  Wash.  38 
Continental  Fireproofing  Co.,  232  E.  Erie  472 
111.    Fire-Proof    Constr.    Co.,     209     S.     La 

Salle    St.  470 

Johnson,  E.  V.  Co.,  20  W.  Jackson  Blvd.  140 
Xat.  Fire-Proofing  Co.,  2610  Shields  Av.  474 
Rosing.    Astrid    S.,    3464    X.    (Mark   St.  474 

U.    S.    Gypsum    Co..    205    W.    Monroe    St        40 

FIREPROOF   PARTITIONS. 

Beaver  Products  Co..  Ill  W.  Washington  20 
Barron    Brick    Co.,    7    S.    Dearborn    St.  468 

Continental  Fireproofing  Co.,  232  E.  Erie  472 
Dee,    Wm.    E.    Co.,    30    N.    La  Salle   St.  440 

111.  Fireproof  Constr.  Co..  209  S.  La  Salle  470 
Xat.  Fireproofing  Co..  2610  Shields  Av.  474 
Rosing.   Astrid    S.,    3464    X.    Clark   St.  474 

Simplex  Steel  Prod.  Co.,  1146  Roscoe  St.  618 
U.    S.    Gypsum    Co..    205    W.    Monroe   St.  40 

FIREPROOF    SHUTTERS    AND    DOORS. 

(See  Iron  Doors  &  Shutters) 
FIXTURES — STEEi;. 

Durand  Steel  Lockci-  Co..  76  W  Monroe  IS 
Federal    Steel    Fixture    Co.,    4545    Homer      64 
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FI.OOB  covi:bings. 

Hardwick    <Si    McGee    Co.,    29    E.    Madison 
St.  Inside  Front  Cover 

FI.OOB  DEABEITING. 

Wood    Conversion    Co.,    310    S.    IMichigan       36 

FI.OOB    DBAINS. 

Wade  Iron  Sanitar.v  Mfsr.  Co..   551   Fulton  571 

FI.OOB     FIiATES— WBOUGHT    IBON. 

Castle,   A.   M.   S:  Co.,    115i'   lUackhawk  St.      424 


Scully   Sttf'l   i<:    Iron  C. 


1    S.    Ashland   422 


FI.OOB   PRESERVATIVE. 

Scofield,    l-:v;uis    »^-    Co.,    .'.IIS    S.    r><ai-born      Sn2 
FI.OOBS — ACID  PROOF. 

Fulton  Asphalt  Co..   r<:i    W.   .lackson    lilvd.      S6 


Moore,  Kdw.   Kouiing  C 


2Ti"J   \V.  Madison  92 


FI.OOBS — ASPHAI^T. 

Fulton  Asphalt  Co.,  53   W.   Jackson  Blvd.     86 
Moore,  Edw.  Roofing  Co.,  2729  W.  Madison  92 

FI^OOBS — HABBWOOD. 

Burns    Lumber    Co.,    700    A\'.    Chicago    Av, 


444 
446 
448 


Deacon,  J.  C.  Co.,  2627  S.  Robev  St. 
De  Vries,  S.  J.  &  Co.,  840  W.  47th  PL 
Heitmann  Lumber  Co.,  59th  &  Ashland  450 
Mines,  Ed.,  Lumber  Co.,  2431  S.  Lincoln  452 
Pacific  Lumber  Co.,  332  S.  Michigan  Av.  442 
Kittenhouse  &  Embree  Co.,  3500  S.  Ra- 
cine 454 
Rodd  Co.,  332  So.  Michigan  Av.  442 
Thornton  Claney  Lumber  Co.,  2315  Elston  456 

FIiOOBS— COMPOSITION. 

Chicago  Art  Marble  Co.,  2sS3  Hillock  Av.  390 
Continental     Cement     Tile      Co.,      310      S. 

Michigan   Av.  304 

Muller,  Franklyn  R.,  Inc.,  Waukegan,  111.  1 

Pyramid    Co.,    231    S.    Wells    St.  296 

Williams-Wendt   Co.,    118    X.    La  Salle   St.  296 

FI.OOBS — MOSAIC. 

Hawkinson,    John    S.    Co.,    80    E.    Jackson  394 

Hawes  &   Dodd,    59    E.    Adams    St.  394 

National   Mosaic   Tile  Co.,    2901    S.   Cicero  392 

McWavne   Co.,   639   N.   Wells   St.  396 

Standard  Mosaic  Tile  Co.,   4551  Fifth  Av.  396 

Xovak   Mosaic   Co.,    101    S.    Sangamon    St.  438 

Updike    &    Co.,    230    E.    Ohio    St.  398 

FIiOOBS — BUBBEB    TII.E. 

Wright    Rubber    Co..    Racine.    Wis.  80 

FIiOOBS — WOOD    BIiOCK. 

Dodge,  H.  B.  &  Co..  3.!2  S.  Michigan  Av.  292 
Indiana    ^Vood     Preserving    Co.,     Ill     W. 

Washington  54 

FLUE  LININGS. 
Dee,   Wm.  E.   Co.,   30  X.   La  Salle  St.  440 

Continental  Fireproofing  Co.,  232  E.  Erie  472 
111.  Fireproof  Constr.  Co.,  209  S.  La  Salle  470 
Midland  Terra  Cotta  Co.,  105  'W.  Monroe  30 
Xat.  Fire-Proofing  Co.,  2610  Shields  Av.  474 
Xorthwestern   Terra  Cotta  Co.,   2525   Cly- 

bourn  A  v.  10 

Rosing,   Astrid   S..   3464    X.    Clark   St.  474 

FOBGINGS. 

American  Bridge  Co..    20s   S.    La   Salle  400 

Kenwood  Bridge  Co.,    1st   Xatl.   Bk.   Bldg.    428 

FOUNDATIONS. 

B.    &    A.    Co.,    53    W.    Jackson    Blvd.  166 

FOUNDBIES. 

Holmes,  Pvott  &  Co.,  l.'.y  X.  Jefferson  434 
111.  Malleable  Iron  Co.,  1801  Diversey  534 
Smith,  F.  P.  W.  &  I.  Wks.,  2346  Clybourn  436 
I'nion    Foundry   ^\■orks.    38    S.    Dearljorn      424 

PUBNITUBE,    SFECIAI.    DESIGN. 

Xelson,  W.  P.  Co..  Oil  S.  Michigan  Av.  602 
Plamondon  &  Gabriel  Co..  ;;ns  S.  Michigan  600 

FUSE   BENEWABLE. 

Benjamin  Elec.  Mfg.  Co..  847  W.  Jackson   336 
Chgo.    Fuse    Mfg.    Co.,    1501    W.    15th    St.      340 
Economy   Fuse    &   Mfg.    Co.,    2711    Green- 
view  Av.  338 


GABAGE    DBAINS. 

Wade  Iron  Sanitary  Mfg.  Co.,  551  Fulton  574 
GABBAGE  CBEMATOBIES. 

Goder  Incinerator  Co.,  320  E.  Xth.  Water  490 

Kerner   Incinerator   Co.,    28    E.   Jackson  488 

Kewanee   Boiler   Co..    820   W.   Washington  486 

Weil-McLain    Co.,    641    W.    Lake    St.  492 

GAS  APPLIANCES. 

Peoples    Gas    Light    &    Coke    Co.,    122    S. 
Michigan  376    &    378 

GAS    AND    ELECTBIC   FIXTUBES. 

Everson,  C.   G.   &  Co..   70  W.   Lake   St.  348 

Peoples    Gas    Light    i^::    Coke    Co.,    122    S. 
Michigan  376   &  378 

GAS    FITTING. 

(See    Plumbing.    Gas    Fitting    and    Sewerage) 

GAS — ILLUMINATING. 

Peoples    Gas    Light    &    Coke    Co.,    122    S. 


Michigan 


376  &378 


GAS   LOGS   AND   GAS    GBATES. 

Colonial  Fireplace  Co.,  4626  W.  Roosevelt      28 
Pearlman,  Victor  S.  &  Co.,  533  S.  Wabash  334 
Peoples    Gas    Light    &    Coke    Co.,    122    S. 
Michigan  376  &  378 

GAS    BANGES   AND    STOVES. 

Cribben  &  Sexton  Co.,   ^iVi^i  X.   Sacramento  380 

Janows  &   Kramer  Co.,    1637   Carroll  Av.  304 
Peoples    Gas    Light    &    Coke    Co.,    122    S. 

Michigan  376  &  378 

Pick,   Albert  &   Co.,    212    W.    Randolph   St.  66 

GENEBAL  CONTBACTOBS. 

Anderson,  A.   &  E.   Co.,   19   S.   La   Salle  308 

Anderson,  Edward  A.  Co.,   8   E.   Huron  St.  316 

Ardmore  Const.   Co.,    186    X.    La  Salle   St.  322 

Arquette,   Geo.   L.   &  Co..    160   N.   La   Salle  314 

Barnard,    H.    B.,    140    S.    Dearborn    St.  124 

Black,    Robert    Co.,    122    S.    Michigan    Av.  350 

Blome-Sinek   Co.,    139    X.    Clark   St.  1.32 

Brundage,   Averv,   110   S.   Dearborn   St.  122 

Bully   &  Andrews,    2040    W.    Harrison    St.  326 

B.  &  A.   Co.,   53   W.   Jackson   Blvd.  166 

B.   W.   Constr.  Co.,    720   Cass   St.  136 

Cadenhead   Co.,   8   E.    Huron   St.  316 

Carpenter-Hayes  &  Co.,    109   N.   Dearborn  154 

Cement  Gun  Constr.  Co.,   537   S.  Dearborn  88 

Clark,  C.  Everett  Co.,  69   W.   \Vashington  146 

Dahl-Stedman  Co.,  11  S.   La  Salle  St.  134 

Duffv  &  Xoonan,  140  S.  Dearborn  St.  320 

Ericsson,  Henry  Co.,  139  X.  Clark  St.  130 

Federal   Constr.    Co.,    64    W.    Randolph  156 

Ford  &  Phillip  Co.,  559  W.  Van  Buren  St.  320 

French,    J.    B.,    30    X.    Michigan    Av.  324 

Gage,    Thos.    G.    Co..    64    W.    Randolph    St.  318 

Griftlths,   John  &  Son  Co.,   112  W.  Adams  114 

Hallbauer  .St  La   Bahn,   Inc..   844   Rush   St.  324 

Janisch,    H.    &    Co.,    1801    Winona    St.  164 

Johnson,   E.   V.   Co.,    20   W.   Jackson    Bl.  140 

Krahl    Constr.    Co..    350    X.    Clark    St.  142 

Lanquist  &  Illsley  Co.,   1100  X.  Clark  St.  120 

Lar.son,    Algot   B.    Co.,    19    S.    La   Salle   St.  160 

Lind  Constr.  Co.,  6404  S.   State  St.  322 

McKeown  Bros.   Co.,   112  ^V.  Adams  St.  308 

McLennan    Constr.    Co.,    400    X.    Michigan  158 

McXulty.  Wm.  G.  &  Bro.,   58  E.  V^'ashing.  326 

Mevne.  Gerhardt  F.,   127   N.   Dearborn  St.  312 

Moses,    C.    A.    Constr.    Co.,    133    W.    Wash.  128 

Xielson,   S.    X.   Co.,    159   X.   State  St.  312 

Rasmussen,    C.    77   W.    Washington    St.  318 

Rauen,   Math  Co.,   Ill  W.  Washington   St.  376 

Scheidenhelm,  E.   L.   Co.,   122   S.   Michigan  330 

Seipp  &  Lonergan,    179  W.   Washington  148 

Shedden,    James    &    Co.,    106    X.    La    Salle  314 

Simmons-Dick  Co.,  549  Washington  Blvd.  152 

Snvder,  J.  W.  Co.,   116  S.  Michigan  Av.  116 
Soilitt,    Ralph   &   Sons    Constr.    Co.,    5    N. 

La   Salle   St.  310 

Starrett    Bros..    Inc.,    160   N.    La    Salle   St.  144 

Strandberg,   E.   P.   Co.,   232   E.   Ohio  St.  150 

Thielberg,   A.    C,   64   W.    Randolph    St.  310 

Thompson-Starrett    Co.,    104    S.    Michigan  118 

Thomson,  Geo.  &  Son  Co.,   30  X.   La  Salle  138 

Turner   Constr.    Co.,    6    X.    Michigan    Av.  328 

Wells   Bros.    Constr.    Co.,    53    W.    Jackson  126 

Wilson,   R.   F.  &  Co.,   1851  Elston  Av.  112 
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GI.ASS  AND   GI.AZZNG. 

Hooker,  H.  M.  Glass  &  Paint  Co.,  651  W. 
Washington  616 

Kearney-Dailey  Glass  Co.,  407  N.  Eliza- 
beth   St.  61'3 

Tyler  &  Hipiach,  36G  W.  Ohio  St.  614 

GIiASS — PRISMATIC. 

Am.  o  W'ay-I^uxfer  Prism  C'o.,  Ciecru, 
111.  :H  &  i;i4 

Hooker,  H.  M.  Glass  &  Paint  Co.,  651  W. 
Washington 

Kearnej--l)aile\-  Glass  Co.,  407  X.  ICliza- 
abeth    St. 

Tyler   t^-   Hippath.   366   W.    Ohio   St. 


HH; 


(il6 
614 


GI.ASS — WISE. 

Mississippi   Wire   Glass   Co.,   S'iO   N.   Miih.    60.S 

GSAIN  Z:i.i:VATOR  MACHINEB?. 

Kaestner  iV   Hecht  (.'<>..   l-'.iio  X.  Branch  St. 

Inside  Back  Cover 
Olson,  Samuel  &  Co.,  24 IS  Bloomingdale  14 
Weller  Mfg.  Co.,    1820   X.   Kostner  Av.  7N 

GRATES    AND   FIREFI.ACX:S. 

Colonial  Fireplace  Co.,  46i't;  \V.  Roosevelt  28 
Updike   &    Co.,    l'30    E.    Ohio    St.  398 

GRAV£i;. 

Brownell    Improv.    Co.,    133    W.    Wash.  440 

Consumers  Co..  Ill  W.  Washington  7(> 
Dee,  Wm.  E'.  Co.,  30  N.  La  Salle  St  4  40 
Janesville    Sand    &    Gravel    Co.,    Ill    W. 

Monroe    St.  440 

Rosing,   Astrid   S..   3464   X.   Clark  St.  474 

GREASE    TRAPS. 

Wade  Iron  Sanitary  Mfg.  Co.,   ."p.tI   Fulton    .")74 

GRIIiIiE  WORK. 

Architectural  Iiec,  Co..  UlOii  S,  Jefferson  439 
Dux.    Joseph,    :.:ii:s    W,    Van    Buren    St.         43!i 

GRII.I.E    WORK— METAIi. 

(See   Iron   Work — Ornamental) 
GVPSUIVI    PRODUCTS. 

Beaver  Products  Co.,   Ill   \A'.   Washington      20 


U.   S.    Gypsum   Co.,    2n.i    W.    :Monroe    St 
HANGERS    AND    SHAFTING. 

Scully   Steel   &    Iron   Co..    236  4    S   Ashland   42 

HARDWARE — BUII.DERS. 

Midwest   Hardware   ('o.,    .',i;    W.    Randolpli 

HARDWOOD   FI.OORING. 

(See  Flooring — Hardwood) 

HAUIiING    CONTRACTORS. 

Pennover     Merdiaiits     'i'ransfcr     I'o.,     742 
W.    Polk   St. 

HEAT  REGUIiATION. 

Johnson    Service    Co.,    lo-'iri    \\'asliington 

HEATERS — Oil. 

Hardinge    Fuel    Oil    Heating    Co.,    23    E. 
Congress  St. 

HEATING    APPARATUS. 

Am.    Radiator   Co.,    S20    S.    ^Micliigan    Av. 
(Mow,  Jas   B.  &  Sons,  .5  4  4   S.   Franklin 
Ferguson  &  Lange  Fdry.  Co..  1039  Willow   504 
Gordon,   RoVU.,   Inc.,   22   W.   Austin  Av.  528 

Hardinge  Fuel  Heating  Co.,  23  E.  Con- 
gress St.  508 
111.  Malleable  Iron  Co.,  1801  Diversey  534 
Kellogg  Mackay  Co.,  419  W.  ISth  St.  484 
Kewanee  Boiler  Co.,  820  W.  Washington  486 
Monarch  Vent.  Co.,  1338  Sedgwick  St.  538 
Weil-McLain    Co.,    641    W.    Bake    St.  492 

HEATING     CONTRACTORS — HOT     WATER 
— STEAM — VACUUM — VAPOR. 

Am.  Heat.  iV;,-  Plumlting  Co.,  INlt  X.  Clark  522 
Arcade  Steam  Heat.  Co..  126  ^V.  Kinzie  516 
Chicago  Steam  Heat.  Co.,  1009  X.  Wells  543 
Claffey,    E.    J.    Co.,    10   W.    Illinois    St.  520 

Dwyer   &    Co.,    501    Rush    St.  542 

Gallaher    &    Speck,    215    W.    Congress    St.    52S 


58 


108 


508 


498 
554 


Glennon-Bielke    Co.,    .".46    W.    Lake    St.  526 

Gordon,    Robt.,    Inc.,    22    W.    Austin    Av.  5i'S 

Graves    Heating   Co.,    162    X.    Desplaines  530 

Haines   Co.,    1929    W.    Lake    St.  540 

Hay  ward,    R.    B.    Co.,    1714    Sheffield    Av.  544 

Henrich,    Geo.    A.    Co.,    702    X.    Wells    St.  514 

Herlihv,    J.    J.,    810    W.    Congress    St.  542 

Hoier.    Wm.    V.    Co.,    701    X.    Wells    St.  532 

Johnson,  C.  W.,  Inc.,  211  X.   Desplaines  518 

Kehm    Bros.    Co.,    51    E.    Gi'and    Av.  542 

Kilander,    A.    &   Co.,    126    S.    Clinton    St.  524 

Kirk,    Geo.    H.,    6711    Wentworth    Av.  543 

Lees,     Wm.,     548     AA'ashington     Bl.  542 

Mehring  &  Hanson  Co.,  162  X.  Clinton  St.  522 

Xacey,  P.  Co.,   927  S.  State  St.  582 

Xarowetz   Heat.    &   Vent.    Co.,    1711    Park  540 

Xilson   Bros.,   3222   X.    Halsted   St.  532 

Xoble    &    Thumm,    1065    Addison    St.  546 

Peckham,    Harry,    Jr.,    2345    W.    Roosevelt  543 

Phillips,   Getschow  Co.,   128   ^V.  Kinzie  526 

Pope,    Wm.    A.,    26    X.    Jefferson   St.  524 

Rigby,    Ben.,   Inc.,    604   W.    Lake   St.  530 

Watson,    W.    W.,    708    Carpenter    St.  546 

Stein,  Carl  John  Co.,   166   E.   Grand  Av.  543 

Webster,   Warren   &   Co.,    53   W.    Jackson  545 

HECTOGRAPH    PRINTS. 

Crofoot,    Xielsen    &    Co.,    17:i    W.    Wash.        437 

HOISTING  MACHINERY. 

Sasgen    Derrick    Co.,    3103    W.    Grand    Av.    110 

HOIiI^OW  TII.E. 

Barron    Brick   Co.,    7    S.    Dearborn  468 

Continental  Fireprooflng  Co.,  232  E.  Erie  472 
Dee,   Wm.    E.    Co.,    30   X.    La   Salle   St.  440 

111.  Fire-proof  Constr.  Co  ,  209  S.  La  Salle  470 
Xatl.  Fire  Proofing  Co.,  2610  Shields  Av.  474 
Rosing,    Astrid    S.,    3464    X.    Clark   St.  474 

Western    Brick    Co..    Danville,    111  437 

HOSE,    RACKS    AND    REEI.S. 

Allen.    W.    D.    Mfg.    Co.,    .-,6<;    W.    Lake    St.      544 

HOSFITAIiS — SURFACING    WALLS    IN 
OPERATING   AND    UTILITY   ROOMS. 


568 


544 
540 
544 
538 


Vitrolite    Co.,    133    W.    Wasliington    St. 

HOT  BLAST  HEATING. 
Clasen   &  Hopewell,    1.532   X.    La   Salle   St. 
Haines    Co.,    1929    W.    Lake    St. 
Hay  ward,    R.    B.    Co.,    1714    Sheffield   Av. 
Monarch   Vent.    Co.,    1338    Sedgwick    St. 
Xarowetz    Heat.    &   Vent.    Co.,    1711    Park    540 

HOT  WATER  HEATERS. 

Bryant  Water  Heater  &  Mfg.   Co.,   218   S. 

Wabash  Av.  536 

Humphrey    Co.,    916    S.    Michigan    Bl.  536 

111.    Malleable    Iron   Co.,    1801    Diversey-      534 
Kewanee   Boiler   Co.,    820   W.    Washington   486 

HOTEL  SUPPLIES. 

Janows   &   Kramer   Co.,    1637    Carroll   Av 


304 
66 


332 


510 


Pick,   Albert   &   Co.,    212   W.    Randolph 

HOUSE    MOVERS    AND    RAISERS. 

Friestedt.    B.    B.    Co..    7    S.    Dearlioni    St. 

HUMIDIFIERS. 

Art  Metal  Radiator  Co.,   :;2  17  <  )akdale  Av. 

HTDRANTS. 
Chgo.    Faucet    l"o..    L'Tli;    .X.    Crawfoid    Av.    570 
Crane  Co..   n36   S.   .Michigan  Av.  4!i4  iVi  560 

HYDRAULIC    ELEVATORS. 

(See    I'Mevalors.    Passenger   and    Freight). 
ICE   CONVEYING  ]VIACHINERY. 

Olson.    Samuel   &   Co.,    2418    Bloomingdale      14 
Weller  Mfg.  Co.,   1820  N.   Kostner  Av.  7S 

INCINERATORS — GARBAGE. 

Goder  Incinerator  Co.,  .•!2i>  K.  .Xorth  Water     490 
Kernel-   Incinerator  Co..   L's   T-;.   .laekson  Bl.    4S.S 

INDIANA    LIMESTONE. 

Cent.    Oolitic    Stone    Co..    2126    S.    Kedzie  462 
Hoadley.    J.    &    Sons    Co.,    Bloomingdale, 

111.  464 

Indiana    Quarries   Co.,    112    W.   Adams   St.  45S 

McMillan,  Wm.  &  Sons,  10  s.   La  Salle  St.  460 


691 
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ISDVCEH    BBAPT   BEGUIiATOBS. 

Davis,   G.    M.    ?> '-     ■   ■    .    ;.-    Mil.va  .kee  545 

HTDVST&IAL    I.I6HTII7G. 

Benjamin  Elec.  Mfg^.  Co..  S47  W.  Jackson  336 

Central  Electric  to..   3J0  S.   Wells  St.  344 

Commonwealth-Edison  Co..  72   W.  Adams  35S 

Everson.  C.   G.  &  Co..   70   \V.   Lake   St.  34S 

Frink.   I.   P.,   Inc..  53   W.  Jackson   Bl.  346 

Harter    Mfg.    Co..    1S50    Fulton    St.  356 

Pearlman.  Victor  S.  &  Co..  533  S.  AVabash  334 
U'estinghouse    Electric    &    Mfg^.    Co.,    Ill 

V.'.    Wishiri?:.-".    Sr  354 

INSEETS — CONCKETE. 
liean.  ulney.  J.   .v  ■  ::•   \\ .   Wa.sh. 

nrSFECTOBS. 
Hunt.    Robt.   ^V.    I-     .    I:.<     Kx;.    Bldg. 

mStJLATION. 
Bird   &    Son.    1472   %V.    76th    St. 
Celotex   Co.,   645    S.   Michigan   Av. 
Cent.  Asbestos  &  Mag.  Co.,  214  W.  Grand 
Johns-Manville.  Inc.,   ISth  &  Mich. 
Moore.  Edw.  Roofing  Co.,  2729  W.  Madiso 
Krez.    Paul   J.    Co.,    444   X.    La    Salle   St. 
Standard  Asbestos  Mfg.  Co..  S20  W.  Lake 
Union   Insul.   &  Constr.   Co.,   60S   S.   Dear. 
U'atson.    H.    F.    Co..    5331    S.    TTestern   A  v. 
Wood  Convr-rs:-  "    <',-._   ^::..   ;;    Michigan 

IHStriiATIKG  MATEBIAIiS. 
Bird   &  Son,    1472   W.    76th   St. 
Celotex  Co..   645   S.   Michigan  Av. 
Johns-Manville.    Inc..    ISth    A:  Michigan 
Wood    Conversion    '   o.      31.     g      Michigan 

UTTEBIOB    TUmSM. 
Anderson  &  Lind  Mfg.  Co.,  2127  Iowa  St. 
Baumann,  Poe  Mfg.  Co..  1301  Smith 
Chgo.  Sash,  Door,  &  Blind  Mfg.  Co.,  1249 

^V.   North   Av. 
Edmunds   Mfg.   Co.,   2016   Washburne  Av. 
Johnson-Schweizer    Co.,    1249    W.    Xorth 
Morris.  Wm.  &  Son  Co..  1000  W.  50th  St. 
Xollau  &  Wolff  Mfs.   Co..   1705   Fullerton 
West   Wor.dworkir.g-  Co..   31'>   X.   Ala   S:. 

IBON  DOOBS  AND   SKXTTTEBS. 
Am.  Architectural  Iron  Wks.,  140  X.  Dear. 
Central    Iron    WTis.    of   Chgo.,    Lake    and 

Sangamon    Sts. 
Coleman.  Adelbert  E..  37th  &  Stewart  Av. 
Dahlstrom     Metallic     Door     Co.,     19     S. 

La   Salle 
Halsted.  Joseph  Co..  31st  &  Spaulding  Av. 
Hanke  Iron  &  Wire  'Wks..  S40  X.  Albanv 
Hill.   O.    H.   Co.,    2253    St.   Paul   Av. 
Holmt-s.   Pyott  &  Co.,    159   N.   Jefferson 
111.    Malleable   Iron   Co.,    1801    Diversey 
Kinnear   Mfg.   Co..    208    S.   La  Salle   St. 
Reuter   Bros..    5S14   Wood   St. 
Saino.   F.   L.  Mfg.  Co.,   53  W.  Jackson  Bl. 
Smith,  F.  P.  W.  &  I.  Wks..  2346  Clyboum 
Variety  Fire  Door  Co..  295S  Carroll  Av. 
Vierling  Steel  \Mcs..  313  W.   23rd   St. 
Wetzel   Iron  ^\"ks..   3346  "W.   Grand   Av. 
Western  Iron  Constr.  Co.,  4906  X.  Clark 
Wej-mer.  E.  M.  Co..  2820  W.  Grand  Av. 
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426 
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IBON    STAZBS — BAXLINGS    AKI)    FENCES. 


ZBON  STOBE    FBONTS. 

*See  .\r::.:r.-ctura;    Ir-n   Work) 

XBON    WOBE — OBNAMENTAIi. 

Arn.  Architectural  I:-:.  Wk- .  ".  ,  .\'.  Dear.  426 
Bolters.    A.    Sons.    :;3'.'l    Ward    .Si.  434 

Central  Iron  ^\Tcs.  of  Chgo..  939  W.  Lake  434 
Coleman.  Adelbert  E..  37th  &  Stewart  Av.  422 
Duffin   Iron  Co..   4837   S.  Kedzie  Av.  406 

Federal  Iron  Works,  30  X.  La  Salle  St.  434 
Guaranty  Iron  &  Steel  Co..  3S47  W.  Lake  410 
Halsted,  Joseph  Co..  31st  &  Spaulding  Av.  426 
Hanke  Iron  &  Wire  Wks..  S40  X.  Albanv  43." 
Holmes.  Pyott  &  Co.,  159  X.  Jefferson  St.  434 
Manion  &  Smith  Co..  3333  W.  Grand  Av.  408 
Reuter    Bros..    5814    ^\'ood    St.  435 

Smith,  F.  P.  W.  &  L  Wlis..  2346  Clvbourn  436 
Sullivan-Korber  Co.,  2437  W.  21st  PI.  430 
Union    Fdry.   Wks.,    38   S.   Dearborn   St.        424 


Vierling  Steel  Wks.,   313  W.   23rd  St.  435 

"^"estern  Iron  Const.  Co..  4906  X.  Clark  435 

Wetzel   Iron  ^"ks.,   3346   W.    Grand  Av.  420 

Weymer.   E.   M.   Co..    2S2"">  W.   Grand  Av.  414 

Woodbri'ige   0:r.t'.    Ir    n   C"  .    151:'   Altgeld  402 

XBON  WOBE — STBUCTtTBAXi. 

(See    Struct  iral    Iron    ar.d    Steel) 
IBONING    BOABS    CABINETS. 
Am.  Ironing  Machine  Co.,  100  E.  Ohio  St.      62 
Majestic    Steel    Cabinet    Co.,    4229    Belle 
Plaine   A  v.  e.n 

IBON    MACHINES     (ELECTBIC). 

Am.  Ironing  Maci.ir;-  l'u..  1  '"  E.  Oiiio  St.  62 
Commonwealth  Edisor:  Co..   72  ^V.  Adams  35n 

JOISTS — STEEIu 

Massillon  Steel  Joist  Co..  20S  S.  La  Salle  416 
Truscon   Steel   Co..   165   E.   Erie  St.  386 

KAI.SOMINE. 

Moore.   Benj.   &   ■          ^1"    X.    Green   St.  59S 

KIT  CHE  N  S —  STE  EIi. 

Janows  &  K..\r.>r  "  .  :  •  ^  7  Carroll  Av.  304 
Majestic     S:e- .     •';•.:■;:•:     <'■  ..     -^l'l:'.^     Belle 

Plain-     -A  60 
LABOBATOEY    EQUIPMENT. 

.A.lberene    St'::.-;     ■'■:..     IT    ■'     i'.;s-    :.    Av.  544 

XABOBATOE7 — TESTING. 

Hurt.  R'.b:.  ■.'."  '•  .  Inc.  Exc.  Blug.  -^^2 
ZtAKFS,   EZTEBIOB — IBON   AND   BBONZE. 

Am.  Architectural  Iron  Wks.,  140  X.  Dear.  426 

Coleman.   Adelbert  E..   37th  &  Stewart  Av.  422 

Everson.  C.  G.  &  Co..  70  TV.  Lake  St.  348 

Frink.   I.    P..   Inc..    53    W.    Jackson   Bl.  346 

Halsted,  Joseph  Co.,  31st  &  Spaulding  Av.  426 

Harter   Mfg.    Co..    1S50    Fulton    St.  356 

Herwig  Co..  1753  Sedgwick  St.  350 

Manton  &  Smith  Co..  3333  W.  Grand  Av.  408 
Overbaugh    &    Ayres    Mfg.     Co..     411     S. 

Clinton   St.  352 

Reuter    Bros..    5814   'Wood    St.  435 

Smith.  F.  P.  W,  &  I.  Wks..  2346  Clybourn  436 

Sullivan-Korber   Co..    2437    W.    21st   PI.  430 

Wetzel   Iron  WTis..   3346  W.   Grand  Av.  420 

'Wevmer.   E.    M.    Co.,    2820   TV.   Grand   Av.  414 

"Woodbridge,  Orntl.  Iron  Co.,  1519  Altgeld  402 

I^TH. 

Burns  Lbr.   Co.,   700   "W.   Chicago  Av.  444 

Deacon,   J.   C.   Co.,   2627   S.   Robey   St.  446 

DeVries.   S.   J.  &  Co.,   840   W.   47th  PI.  448 

Heitmann    Lbr   Co.,    59th    &   Ashland  450 

Hines,  Ed.  Lumber  Co..  2431  S.  Lincoln  452 
Pacific    Lbr.    Co..   332    S.    Michigan  442 

Rittenhouse  &  Embree  Co..  3500  S.  P^cine  454 
Rodd  Co..   332    S.    Michisan   Av.  442 

Thornton    L'laney     Lir.    C-       -    :'     Elston   456 

ZiATH — MET  All    AND    "WIBE. 

Consolidated  Exp.  Metal  Co.,  1234  W.  Wash.  38 
Smith,  F.  P.  TV.  &  I.  Wks..  2346  Clybourn  436 
Voss.    Frederick.    .""2    W.    Mo7:ro<^    St.  43 S 

ZkAUNDBY    MACHINEB7. 

.A.m.  Ironins'  Mac'r.ir.-    '  "■    .   1        K    ijhio  St.      62 

Am.    Laundry    M-c.y.    C....    i:,-j.j    S.    Wabash    :i••^J 

liATTNDBY   TBAYS   AND    KITCHEN 

SINES 

Alberene  Stone  Co.    17"0   Elston   Av.  544 

Am.  Laundry  Machy.  Co..  633  S.  Wabash  306 
Clow,  Jas.  B.  &  Sons.  544  S.  Franklin  554 
Crane  Co..  836  S.   Michigan  Av.  494  &  560 

Kellogg  Mackav  Co..  419  W.  18th  St.  484 
Kohler    Co.,    332    S.    Michigan    Av.  558 

Standard  Sanitarv  Mfg.  Co..  3700  Iron  St.  556 
Wolff  Mfg.   Co..    22.-    X.    Hoyne   Av.  5.-2 

IiXABHiITY   INSITBANCE. 
Builders    &    Mfrs.    Murual    Casually    Co., 
IZZ    AV.    Vr^?r.::\sl'n    S:.  24 

I.IGHT    POSTS    FOB    STBEET    I.IGHTING 
Am.     Concrete    Products    Co.,     30    X.     La 
Salle   St.  360 

[LIGHTING   FTZTITBES. 
I  See    Electric    Fixtures; 
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IiIGHTZnNG    BODS 

Arrow    Conductor    Co.,    13CH    W.    Adams     300 
Z.OANS— BTTXZ^DING. 

Greenebaum    Sons    Bank    &    Trust    Co.,    9 
S.    La    Salle    St.  439 

IiOCKISBS — HCBTAZ^. 

Dodge,  H.  B.  &  Co.,  332  S.  Michigan  Av.  292 
Durand  Steel  Locker  Co.,  76  "U".  Monroe  18 
Federal  Steel  Fixture  Co.,  4.54.5  Homer  64 
Smith.  F.  P.  W.  &  I.  Wks.,  2346  Clybourn   436 

IiTTMBEB. 

Burns  Lbr.  Co..   700  W.   Chicago  Av.  444 

Deacon,  J.  C.  Co.,   2627   S.  Robey  St.  446 

DeVries,   S.   J.  &  Co.,   840  ^^   47th   PI.  448 

Heitmann   Lbr.   Co.,   59th   &   Ashland   Av.  450 

Hines,-  Ed.  Lbr.  Co.,  2431   S.   Lincoln  Av.  452 

Pacific    Lbr.    Co.,    332    S.    Michigan    Av.  442 

Rittenhouse  &  Embree  Co.,  3500  S.  Racine  454 

Rodd   Co..    332    S.    Michigan    Av.  442 

Thornton-Claney   Lbr.   Co.,   2315   Elston  456 

LUMBEB — TIBS — PTT.TTTG    CEEOSOTED 

Indiana     ^^'ood     Pre.ser\ing    Co.,     Ill     ^^'. 
Washington  .54 

SEACHIITBB'S'  BBBCTOBS,   IVIOVBBS   AKD 
BIGGBBS 

Pennoyer    Merchants    Transfer    Co.,     742 
W.   Polk  St.  lOS 

MACHINISTS. 

Gallaher  &  Speck.  215  W.  Congress  St.  528 
Gordon,    Robt.,    Inc..    22    "^V.    Austin   Av.        528 

UAGITBSIA   FBODUCTS. 

Cent.     Asbestos     &     Mag.     Co.,     214     W. 

Grand  480 

Johns-Manville,    Inc.,    ISth    &    Michigan  8 

Krez.   Paul   J.    Co.,    444   N.    La  Salle   St.  478 

Standard  Asbestos  Mfg.  Co.,  816  T^'.  Lake  482 

Watson,   H.   F.   Co.,    5331    S.   Western   Av.  547 

MAH;    CHTTTBS. 

Cutler   Mail   Chute   Co.,    Rochester,    X.    T.   306 

MANHOIiB    COVBBS. 

Dee,  Wm.  E.  Co.,  30  X.  La  Salle  St.  440 
"V\''ade      Iron      Sanitarv      Mfg.      Co.,      551 

Fulton    St.  574 
MAITTBI^S. 

Colonial  Fireplace  Co..  4626  W.  Roosevelt  28 

Updike  &  Co.,  230  E.  Ohio  St.  398 

MABBI.E — ABTTFICIAI.. 

Kalteux.    Xic,    21 S    E.    \Vaba-<h    Av.  398 
SLABBI.E    CONTBACTOBS. 

Chicago  Art  Marble  Co.,   2SS3   Hillock  St.  390 

Reynolds,   R.   V.    Co.,    SO    E.   Jackson   Bl.  704 

Updike  &   Co.,    230   E.    Ohio   St.  398 

UASOZr    COITTBACTOBS. 

Anderson,   A.    &   E.    Co.,    19    S.    La    Salle  308 

Anderson,  Edward  A.   Co..   S  E.  Huron  St.  316 

Ardmore  Constr.  Co.,   186  X.   La  Salle   St.  322 

Arquette.   Geo.   L.  &  Co.,   160  X.  La  Salle  314 

Barnard.    H.    B.    Co..    140    S.    Dearborn    St.  124 

Black.    Robt.    Co..    122    S.    Michigan    Av.  330 

B.    &   A.    Co.,    53    AV.    Jackson    Bl.  166 

Blome-Sinek    Co..    139    X.    Clark    St.  132 

Brundage,    Avery.    110    S.    Dearborn    St.  122 

Bullev  &  Andrews.   2040  W.   Harrison  St.  326 

B.   AV.   Constr.   Co..    720    Cass   St.  136 

Cadenhead   Co..    S    E.    Huron    St.  316 

Carpenter,  Hayes  &  Co..  109  X.  Dearborn  154 

Clark.  C.  Everett  Co..   69  AV.  Washington  146 

Dahl-Stedman   Co..    11    S.   La    Salle   St.  134 

Duffv    &   Xoonan.    140    S.    Dearborn    St.  320 

Ericksson.   Henrv  Co..   139  X.   Clark   St.  130 

Federal    Const.    Co..    64    W.    Randolph  156 

Ford  &  Phillip  Co..  559  AA'.  A'an  Buren  St.  320 

French.    J.    B.,    30    X.    Michigan    Av.  324 

Hallbauer  &  La  Bahn.   Inc..   844   Rush   St.  324 

Janisch.   H.   &   Co..    ISOl   AA'inona   St.  164 

Gae-e.   Thos.   G.   Co..   64   AV.   Randolph    St.  318 

Griffiths.  John  &  Son  Co..   112  AA".  Adams  114 

Johnson.   E.   A'.    Co..    20   AA".    Jackson    Bl.  140 

Krahl   Const.    Co..    350    X.    Clark    St.  142 

Lanquist  &  Illsley  Co..   1100  X.   Clark  St.  120 

Larson,  Algot  B.   Co..    19   S.    La    Salle   St.  160 


Lind  Constr.   Co..   6404   S.    State   St.  322 

McLennan  Constr.  Co.,  400  X'.  Michigan  158 
McXulty,  AVm.  G.  &  Bro.,  58  E.  Wash.  326 
Meyne,  Gerhardt  F.,  127  Dearborn  St.  312 
Moses,  C.  A.  Constr.  Co.,  133  AV.  Wash.  128 
Xielsen,    S.   X'.    Co.,    159   X'.    State  312 

Rasmussen.  C.  77  W.  A\'ashington  St.  318 
Rauen,  Math.  Co.,  Ill  W.  A\'ashington  St.  326 
Scheidenhelm,  E.  L.  Co.,  122  S.  Michigan  330 
Seipp  &  Lonergan,  79  W.  Washington  148 
Shedden.  James  &  Co..  106  X.  La  Salle  314 
Simmons.  Dick  Co.,  549  Washington  Bl.  152 
Snyder.  J.  W.  Co.,  116  S.  Michigan  Av.  116 
Sollitt.   Ralph,  &   Sons  Constr.   Co.,   5   N. 

La    Salle    St.  310 

Starrett  Bros..  Inc..  160  X.  La  Salle  St.  144 
Strandberg,  E.  P.  Co.,  23  2  E.  Ohio  St.  150 
Thielberg,  A.  C.   64  W.   Randolph   St.  310 

Thompson-Starrett  Co..  104  S.  Michigan  118 
Thomson,  Geo..  &  Son  Co..  30  X.  La  Salle  138 
Turner  Constr.  Co.,  6  X.  Michigan  Av.  328 
Wells  Bros.  Const.  Co.,  53  W.  Jackson  Bl.  126 
AVilson,  R.  F.  &  Co.,  1851  Elston  Av.  112 

UATEBIAi;   HOISTS. 

Sasgen    Derrick    Co..    SK'-O    A\'.    Grand    Av.   110 

BTEDICINE    CABHTETS. 

Am.  Enameled  Products  Co..  2101  Indiana  564 
Majestic    Steel     Cabinet     Co..     422;t     Belle 
Plaine    Av.  60 

IIETAI.    I.ATH. 

Consolidated  Exp.  Metal  Co.,  1234  A\'.  Wash.  38 
Smith,  F.  P.  W.  &  I.  VTkg.,  2346  Clvbourn  436 
Truscon   Steel  Co..   165  E.  Erie  St.  386 

A'oss,    Frederick.    352    W.    Monroe    St.  438 

METAI.    SASH    &    FBAUES. 

Detroit   Steel   Prod.   Co.,    Ill   AA'.  AA'ash.  384 

Federal  Steel  Sash  Co.,  AA'aukesha.  Wis.  388 

Lupton,  David   Sons  Co.,   28  E.   Jackson  382 

Truscon   Steel    Co..    165    E.    Erie    St.  386 

MHiIi    W^OBB. 

Anderson  &  Lind  Mfg.  Co.,  2127  Iowa  St.  48 
Baumann.    Poe    Mfg.    Co..    1501    Smith  44 

Chgo.   Sash  Door  &  Blind  Mfg.   Co.,   1249 

W.    Xorth    Av.  50 

Curtis  Door  &  Sash  Co.,  1414  S.  Western  168 
Johnson-Schweizer  Co.,  1249  A\'.  Xorth  50 
Morris,  AA'm.  &  Son  Co..  1000  AV.  Fiftieth  630 
Xollau  &  AA'olff  Mfg.    Co..    1705   Fullerton   438 

MONmCENTS   AND    HEADSTONES. 

Blake.    Chas.    G.    Co..    ins    S.    La  Salle   St.  466 

HAUSOIiEXTMS. 

Blake.   Chas.    G.    Co.    ins    s.    La  Salle   St.  466 

MOBTGAGE  IiOANS. 

(See    Lcians — Building) 

MOSAICS. 

Chicago  Art   Marble   Co.,    2SS3   Hillock  390 

Hawes    &    Dodd,    59    E.    Adams    St.  394 

Hawkinson.    John    S.    Co..    SO    E.    Jackson  394 

X'ational   Mosaic   Tile  Co..   2901    S.   Cicero  392 

McA\'Hyne    Co..    639    X'.    Wells    St.  396 

Standard  Mosaic  Tile  Co..   4551  Fifth  Av.  396 

Xovak    Mosaic   Co.,    101    S.    Sangamon    St.  438 

I'pdike   &   Co..    230    E.    Ohio    St.  398 

MITBAI.    DECOBATIONS. 

Xel.son.    W".    V.    I'o.    .n  4    .«:.    Michigan   Av.      602 

NEEDI.E    BATH    WATEB    MIXEBS. 

Hoffmann    &    P.illings    Mfg.    Co..    Milw  lu- 


AVi.<. 


iOO 


OFFICE    FIXTXTBES. 

( .^ee  Interior  Fiiiisli  i 

OFFICE    FIZTT7BES — STEEI.. 

Federal    .'^teel    Fixiuie    Co..     4.54.'     Homer      64 

OH.    BUBNEBS 

Hardinge    Fuel    oil    Ib-atiim    ("n..-     23     E. 
C(ingrfS.<    St.  '.C\^ 

OBNAMENTAI.   FATTEBNS    FOB   METAX 
CASTINGS. 

Architectural   Dec.   Co.,    1600   S.    Jefferson   439 
I~>ux.    Jo.seph,    2118    W.    A'an    Buren    St.        439 
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PACKAGE   COmnSTORS. 

Olson,    Samuel   &   Co.,    2418    Bloomingdale 
Weller   Mfg.   Co.,    1820   N.   Kostner  Av. 

PAINT — DAMP  RESISTING. 

Am.    Tar  ProcUu-is    Co..    20S    S.    La  Sallf 
Ceresit    Waterprooling    t'oip..     lU      S.      La 

Salle   St. 
Scofield,   Evans  &  Co.,   .'OS   S.   Dearliorn 


14 

78 


ill  4 


.301' 
.-JOJ 


FAINT — FIREPROOF. 

Am.   Tar  Product.^   Cn..    l^ms    s.    La   Salle  I'lM 

Johns-ManvlUe,    Inc.,    ISth    &    Rlicliigan  8 

Moore,    Benj.    &    Co.,    41.')    N.    Green    St.  .")!tS 

Scofield,    Evan.'J   &   Co..    .".OS    S.    Dearlioin  302 

FAINT — GRAPHITE. 

Lucas,   John   iV:  Co..    1  :!';_■    W.    .JTlli    St.  592 


Moore,   Benj.   i*t   Ci 


ll.",    .\'.    Green    St. 


FAINT — IRON. 

Am.  Tar  Product.s  Co.,   208  S.  La  Salle  St. 
Ceresit    Waterproofing    Corp.,     10     S.     La 

Salle   St. 
Lucas,    John,    &   Co.,    1362    \V.    37th    St. 
Moore,    Benj.,    &    Co.,    41.5    N.    Green    St. 
Scofield,    Evans  iV:  Co..    508    S.    Dearborn 

FAINT — MIXED. 

Adams    &    Elting   Co.,    1833    Seward 
Berrv    Bros..    Inc.,    119    W.    Grand    Av. 
Devoe  &  Raynolds  Co.,  14  W.   Lake  St. 
Federal    Varnish   Co.,   2825    Irving   Plv.   Bl. 
Hockaday    Co.,    1823    Carroll    Av. 
Hooker;  H.  M.,  Glass  &  Paint  Co.,  651  W. 

Washington    Bl. 
Lucas,   John  &  Co.,    1362    W.    37th   St. 
Moore.    Benj.    I'C-   Co.,    41.5    X.    Green   St. 

PANEI.S — WOOD. 

Deacon,    J.    C.    Co..    2i;27    S.    Roljey    St. 
FAINTING  CONTRACTORS. 

Gleich,    T.    C.    Co.,    3745    Slu-ridan    IM. 
Nelson    Bros.,    3530    N.    Clark    St. 
Xelson,   W.    P.   Co.,    614    S.    Michigan   Av. 
Noelle,   J.   B.   Co.,   864   N.   Franklin  St. 
Olson,  Hermann,  Dec.  Co.,  911  Chgo.  Av., 

Evanston,  111. 
Plamondon    &    Gabriel    Co..    308    N.    Mich. 
Rising  Dec.    Co..    527    ;>.    Peoiia    St. 

FANEI.BOARDS. 

Chicago    Switchboards    Mfg.    Co.,    426    S. 

Clinton  34  2 

Westinehouse    Electric    &    Mfg.    Co..     Ill 

W.     Wa.^hington    St.  35  4 

PARTITION    85    CEILING    CONSTRUCTION. 

Simplex    Steel    Pro.     I'o..     ILU;     lioseoe    St.    61.S 

PARTITION  AND  FIiOOR  DEADENING. 

Bird   &   Son,    1472   W.   76th   St.  22 

Cabot,    Samuel,    24   W.    Kinzie   St.  547 

Celotex  Co.,   645   X.   Michigan  Av.  68 

Wood    Conversion    Co.,     .'IIO    s.     Michigan      36 

PARTITION     TILE. 

(See  Hollow  Tile) 
PARTITIONS — TOILET. 

Reynolds,    R.    V.    Co.,    80    E.    Jackson    151.      7(i4 
Vitrolite    Co.,    133    W.    Washington    SI.         5t;.s 

PILING— WOOD. 

T.,ake   Superior   Piling   Co..    '.m;i    w.    22nd        547 

FIFE  AND  BOILER  COVERING. 

Cent.  Asbestos  \-   Mag.   I'o..    ij  1  I    W.   (ii'and 
Johns-Manville,     Inc.,     ISth     &     Michigan 
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592 
598 
302 
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300 
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596 

588 

616 
592 
598 


446 


6(14 
60  4 
602 
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Krez.    Paul    J.    Co..    444    X.    La    Salle   St. 
Standard  Asbestos  Mfg.   Co.,   SI  6  W.   Lake 
Waison.    H.    F.    ("o,,    .".33  1     S.     Western    A  v. 

PLATE    GLASS — SETTING. 

Brasco    Mfg.    Co.,    5035    S.   Wabash    A  v. 
Kawneer   Co.,    Ill    W.    Washington 
Zouri   Drawn    Metals   Co.,    Chgo.    Heights, 
111. 

PLASTER. 

Beaver  Products  Co.,   Ill    W.   Washington 
L'.    S.    Gypsum    Co.,    205    \V.     Monroe    St. 


480 
8 
4  78 
482 
547 


61: 
31 


40 


PLASTER     BASE. 

Celotex   Co.,    645    N.   Michigan   Av.  68 

Simplex   Steel   Prod.   Co.,   1146   Roscoe   St.  618 

PLASTER    BOARD. 

Beaver  Products  Co.,    ill    \V.   Washington  20 

Bird    &   Son,    14  72    ^^•.    7i;th    St.  22 

r.    S.    Gypsum    Co..    205    W.    IMonroe    St.  40 

PLASTER— ORNAMENTAL. 

.Vrchitectural    Dec.    Co.,    1600    S.    Jefferson  439 

Dux,    Joseph.    2118    W.    Van    Buren    St.  439 

PLASTERING    CONTRACTORS. 

Balhatchet.    Wni.    Co.,    5.x    W.    Wasliington  624 

Goss   i^-   Guise,    189    W.    Madison    St.  628 

Kalteux   &   Brown   Co.,    25    N.    Dearborn  629 

Lennox-Haldeman   Co.,    208    S.    La   Salle  621! 

Middleton,    Edward   Co.,    133   W.    Wash.  629 

McNulty    Bros.    Co.,    1028    W.    Van    Buren  622 

Parent.    X.    J.    Co.,    5    S.    Wabash    Av.  626 

Sutton    Plastering  Co.,    25   E'.    Jackson   Bl.  624 


Williams,    Wm.,    2841    Edgewood    Av. 
Zander-Reum    Co..    7    S.    Dearborn 


628 
620 


PLASTERING    MATERIAL. 

Beaver  Products  Co.,   Ill    W.    Washington  20 

Consumers    Co.,    Ill    W.    Washington  7(1 

Rosing,    Astrid   S.,    3464    N.    Clark   St.  47  1 

L".   S.   Gypsum.  Co.,   205   W.   Monroe   St.  40 

PLASTIC  RELIEF. 

Architectural    Dec.    Co..    Pidn    S.    Jefferson  439 

Dux,   Joseph,   21  IN   W.    Van   Buren   St.  439 

PLUMBING   SUPPLIES. 

Clow,  Jas.  B.  &  Sons,  544  S.  Franklin  554 
Crane  Co.,  836  S.  Michigan  Av.  494  &  560 
Hoffman  &  Billings  Mfg.  Co.,  Milwaukee, 

^^.s.  500 

Imperial    Brass    Mfg.    Co.,    1232    W,    Har.  562 

Kellogg,    Mackay    Co.,    419    W.    18th    St.  484 

Kohler   Co.,    332    S.    Michigan    Av.  558 

Standard    Sanitary   Mfg.    Co.,   3700    Iron  556 

Wolff   Mfg.   Co.,    225    X.    Hoyne   Av.  552 

PLUMBING,     GASPITTING     AND     SEW^ER- 
AGE. 

Am.    Heat.   &   Plumb.    Corp.,    189   X.   Clark  522 

Collins,    P.    J.    Co.,    209   S.    State   St.  546 

Corboy,   M.    J.   Co.,   178   W.   Randolph   St.  576 

Dwyer   &    Co.,    501    Rush    St.  542 

Federal   Engineering  Co.,  3240   S.   Mich.  578 

Griffith,     Wm.    H.,     3656    Broadwav  580 

Howlett    Bros.,    20   W.    Jackson    Bl.  580 

Hulbert    &    Dorsey,     20S    N.    Wells    St.  546 

Murphv   Plumbing   Co.,    23    E.    Congress  582 

Xacey.    P.    Co.,    927    S.    State    St.  582 

Xilson    Bros.,    3222    N.    Halsted    St.  532 

Xoble   &   Thumm,    1065    Addison    St.  546 

Stein,   Carl    John   Co..    166    E.    Grand   Av.  543 

Watson.    W.    W..    708    Carpenter    St.  546 

POST    CAPS. 

Castle,  A.   M.  &  Co.,  1152   Blackhawk  St.  424 

Cyclone    Fence    Co..    Waukegan,    111.  74 

Smith.  F.  P.  W.  &  T.  Wks.,   2346  Clybourn  436 

POWER  EQUIPMENT. 

Stannard   Power   E(iiiiiiment    Co.,     53     W. 

Jackson  502 
PROCESS    PIPING. 

.Vacey,  P.  Co..  '.:i'7  S.  State  St.  582 
PUMPS — AUTOMATIC     AND     HYDRAULIC. 

Am.    Steam    Pump    Co.,    53    W.    Jackson  502 

Chicago    Pump    Co.,    2336    Wolfram    St.  538 

Wade  Iron   Sanitary  Mfg.  Co.,  551   Pulton  574 

PUMPS — ELECTRIC. 

Chicago  Pump  <'o..  L'33ri  ^\■olt'l■am  St.  538 
Wade  Iron   Sanitaix'   -Mfg.   Co..   551    Fulton   574 

PUMPS — STEAM. 

.\m.    Steam   T'unip   <'o..    5:;    W.    .lac-kson  502 

Chicago    Pumj)    <"o..    :.:33(;    Wolfram    .St.         538 

RADIATORS — GAS. 
Clow,   Jas.   B.  &   Sons,   54  4   S.    Franklin   St.    55  1 
Peoples    Gas    Light    &    Coke    Co.,    122    S. 
Michigan  376  &  378 

RADIATORS. 

Am.  Radiator  Co..  :i20  S.  Michigan  Av.  498 
Kcwanee   Boiler  Co.,    820   W.   Washington   486 
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BABZATOB   COVERS. 

Art  Metal  Radiator  Cover  Co.,  2247  Oak- 
dale  Av.  ran 
Hayward,    R.    B.    Co.,    1714    Sheffield   Av.      544 

RADIATOR    VAIiVIlS — FACKIiESS. 

Crane   Co.,   836   S.   Michigan  Av.  494  &  560 

Dole   Valve   Co.,    1923    Carroll    Av.  545 

Dunham,   C.   A.   Co.,    230   E.    Ohio   St.  496 

REAI^    ESTATE    I.OANS. 

(See    Building-    Loans) 

REFINE CTORS — DIRECT  &  INDIRECT. 

Frink,  I.  P.,  Inc.,  53  W.  Jack.son  Bl.  343 
Harter    Mfg.    Co.,     1S50    Fulton    St.  356 

Overbaugh     &    Ayres    Mfg.     Co.,     411     S. 

Clinton    St.  352 

Pearlman,  Victor  S.  &  Co.,  533  S.  "^Vabash  334 
Westinghouse    Electric    &    Mfg.    Co.,     Ill 

W.    Washington    St.  354 

REFRIGERATION — EX.ECTRIC. 

Kelvinator-Chicago,  Inc..  14  E,  Jackson  550 
Servel      Electric      Refrigeration,      72      W. 

Adams  St.  548 

REFRIGERATORS. 
Brunswick-Balke-Collender     Co.,     623     S. 

Wabash  Av.  12  &  566 

Commonwealth  Edison  Co..  72  W.  Adams  358 
Janows  &  Kramer  Co.,  1637  Carroll  Av.  304 
Kelvinator-Chicago,  Inc.,  14  E.  Jackson  550 
Matot.    D.    A.,    1538    Montana    St.  82  &  298 

McCray    Refrigerator    Co.,    1000    S.    Mich. 

Av.    and    Kendallville,    Ind.  2 

Pick,    Albert  &   Co.,    212    W.    Randolph  66 

Servel      Electric      Refrigeration,      72      W. 

Adams  St.  548 

REFRIGERATED   ROOMS   INSTTLATION. 

Union   Insul.   &   Constr.    Co.,    608    S.    Dear.      56 

REGUIiATORS — DAMFER. 

Davis,  G.  M.  Reg.  Co..  428  Milwaukee  545 
Dunham,   C.   A.    Co.,    230   E.    Ohio   St.  496 

REGUIiATORS — HE.a.T — STEAM — AIR — 
WATER. 

Davis,  G.  M.  Reg.  Co.,  428  Milwaukee  545 
Dunham,    C.    A.    Co.,    230    E.    Ohio    St.  496 

Hoffman    &    Billings    Mfg.    Co.,    Milwau- 
kee, Wis.  500 
Johnson    Service    Co.,    1355    Washington      534 

REINFORCING  BARS — CONCRETE. 

Calumet  Steel  Co.,  208  S.  La  Salle  St.  412 
Castle,  A.  M.  &  Co.,  1152  Blackhawk  St.  424 
Dean,  Olney  J.  &  Co.,  179  W.  Washington  436 
Scully  Steel  &  Iron  Co.,  2364  S.  Oaklev  422 
Smith,  F.  P.  W.  &  I.  Wks.,  2346  Clybourn    436 

REINFORCING   STEEI.   FABRIC. 

(See    Steel   Fabric    for    Reinforcing   Concrete) 

ROIiXING  PARTITIONS — WOOD  AND 
STEEI.. 

Dodge,   H.    B.   &   Co.,   332    S.    IMichigan  Av.    292 

ROOF  DRAINS. 

Wade  Iron  Sanitary  Mfg.  Co.,   551  Fulton   574 

ROOF   TRUSSES. 

Husak  &  Root,  833  N.  California  Av.  162 
McKeown   Bros.   Co.,    112    W.    Adams  30S 

ROOFING  CONTRACTORS. 

Moore,   Edw.,    Rfg.    Co.,    2729    W.    Madison      92 

ROOFING — MATERIAI^S. 

Amalgamated    Rfg.    Co.,    431    S.    Dearborn 
Am.  Tar  Products  Co.,  208  S.  La  Salle  St. 
Beckman-Dawson   Rfg.    Co.,    Ill   W.   Jack. 
Bird   &   Son.    1472    W.    76th    St. 
Ford    Rfg.    Products   Co.,    535    S.    Franklin 
Johns-Manville,    Inc.,    ISth    &    Michigan 
Moore,    Edw.    Rfg.    Co.,    2729    W.    Madison 
Watson,   H.   F.  Co..   5231    S.   Western   Av. 
Wood  Conversion  Co.,   208   S.   La  Salle  St. 

ROOFING    TrLE. 

Continental      Cement      Tile      Co.,      310      S. 

Michigan    A  v. 
Federal    Cement    Tile    Co.,    60S    S.    Dearb. 
Hawthorne  Roofing  Tile  Co.,   2136  S.   48th 

Av.,    Cicero,    111. 
Ludowici-Celadon    Co.,     104    S.    Michigan 


292 
294 
630 

90 

8 

92 

547 

36 


304 
16 


RUBBER     TIIiE 

Wright    Rubber    Co.,    Racine,    Wis.  80 

RUGS    AND    CARPETS— ORIENTAL!   AND 

DOMESTIC. 

Pick,    Albert    e^-   Co.,    212    W.    Randolph  66 

SAND   AND    GRAVEIi. 

Brownell     Impro\'.    Co.,     133    W.    Wash.       440 
Consumers  Co.,    Ill  W.   Washington  70 

Dee,    Wm.    E.    Co.,    30    N.    La    Salle    St.         440 
Janesville    Sand    &    Gravel    Co.,    Ill    W. 

Monroe    St.  4  4(i 

Rosing,    Astrid    S.,    346    N.    Clark    St.  474 

SASH,    DOORS   AND   BI.INDS. 

(See    Millwork) 

SASH     OPERATORS. 

Dean,   Olney  J.  &  Co.,   179   W.   Wash 
Detroit    Steel    Prod.    Co.,    Ill   W.    Wash 
Federal  Steel  Sash  Co., 
Lupton,  David   Sons  Co 
Midwest   Hardware   Co. 
Truscon    Steel    Co.,    165 


Waukesha,  Wis. 
28   E.   Jackson 
56    W.    Randolph 

E.    Erie    St. 


436 

384 
388 
382 
58 
386 


SASH — STEEI.. 

Dean,  Olney  J.  &  Co.,  179  W.  Washington  436 

Detroit   Steel   Prod.    Co.,    Ill    W.   Wash.  384 

Federal    Steel    Sash    Co.,    Waukesha,    Wis.  388 

Lupton,    David    Sons   Co.,    28    E.    Jackson  382 

Truscon    Steel    Co.,    165    E.    Erie    St.  386 

SCAGI.IOI.A. 

Kalteux,    Nic,    218    S.    Wabash    Av.  398 

SCAI.E  MODEI.S  OF  BUIIiDINGS. 

Architectural  Dec.  Co.,  1600  S.  Jefferson  439 
Dux,    Joseph,    2118    W.    Van    Buren    St.         439 

SCREENS — WINDOW  AND  DOOR. 

Burrowes    Weather    Strip    Co.,      1930      S. 

52nd    Av.,    Cicero,    111.  76 

Chamberlin  Metal  Weather  Strip  Co.,  704 

S.    Dearborn  294 

Sager   Metal   Weather    Strip    Co.,    162    W. 

Austin  72 

SCUPPERS     &    FI.OOR    DRAINS. 

Dean,  Olney  J.  &  Co.,  179  W.  ^Vashington  436 
Dickinson,  Aoelus  Co.,  3338  S.  Artesian  512 
Wade  Iron  Sanitary  Mfg.  Co.,  551  Fulton  574 

SECURITY    BONBS    FOR    CONTRACTORS. 

Builders   &    Mfgrs.    Mutual    Casualty    Co., 


133    W.    Washington    St. 
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SEPARATORS   STEAM   AND   OIIi. 

Welister,    Warren   &   Co.,    53   W.    Jackson      545 

SEATS — CI.OSET. 
Brunswick-Balke-Collender     Co.,     623     S. 

Wabash  Av.  12  &  566 

Built   Well   Mfg.    Co..    1458    W.    Kinzie   St.    572 

SEWAGE   DISPOSAL.. 
Nacey,   P.   Co.,    927    S.    State   St.  582 

SEWER  PIPE. 
D^e,    Wm.   E.   Co.,   30  X.    La    Salle   St.  440 

Rosing,   Astrid   S.,    3464    N.    Clark   St.  474 

SEWAGE  EJECTORS  AND  BIIiGE  PUMPS. 
Cliicago  Pump  Co..  2336  AVolfrani  St.  53s 
\\'ade  Iron  Sanitar\-   Mfg.  Co.,   .".51    Fulton    574 

SHADE     EQUIPMENT     FOR     INDUSTRIAL. 
BUIIiDINGS. 

Shurlox    Awning    &    Shade    Co.,    561    AV. 
Monroe    St.  4 

SHEATHING    MATERIAI.S 

Bird   &   Son,    1172    W.    7i;ili   St.  22 

Celotex    Co.,    ill.".    N.    Michigan     .\\'. 
Johns-Manvillf.    Inc.    Isth    &    Micliigan 

SHEET   METAI.    WORKS. 
Clasen   &   Hopewell,    1534   N.    La  Salle   St. 
Gordon,    Robt.,    Inc.,    22    W.   Austin    Av. 
Haines  Co.,    1929  W.   Lake  St. 
Hayward.   R.   B.   Co.,   1714   Sheffield   Av. 
Monarch    Vent.    Co.,    1338    Sedgwick 
Narowetz   Heat.    &   Vent.   Co..    1711    Park 
Western    Ventilating    &    Eng.    Co.,    9    S. 
Clinton  St.  545 


68 

8 

54  4 
528 
540 
54  4 
538 
540 
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SHEIiVES — STEEIi  POB  FACTOBZES. 

Durand  Steel  Locker  Co.,  76  W.  Monroe  18 
P^ederal    Steel    Fixture    Co.,    4545    Homer     6  4 

SSZIfGI.TlS. 

I  Sec     Lutlllu/r  ) 

SHINGIiES — FIBISFBOOF. 

Amalgamated   Rfg.   Co.,   431   S.    Dearborn  292 

Am.   Tar   Products   Co..    20S    S.   I.a   Salle  294 

Beckman   Daw-son   Rfg:.  Co.,   Ill   W.   Jack.  630 

Bird  &   Son,    14  72   \V.    76th   St.  22 

Ford  Roofing  Products  Co.,   535   S.  Frank.  90 

Johns-Manville,    Inc.,    ISth    &    Michigan  S 

Watson,   H.   F.   Co.,   5231   S.   Western  Av.  547 

SHINGIiZ:     STAINS. 

Am.   Tar   Products   Co..    I'ns    S.    l,a   Salle  294 

Cabot.   Samuel,    24    W.   Kinzie   St.  547 

L,ucas,   John  &  Co.,   1362   W.   37th   St.  592 

Moore,   Benj.    &   Co.,    415   N.    Green   St.  598 

SHOBING  CONTBACTOBS. 

Friestedt.    L.    P.    <  m..    7    S.    Dearborn    St.        332 

SHOWEB  MIXBBS. 

Hoffman  &  Billings  Mfg.  Co.,  Milwaukee, 
Wis.  500 

SHOWFB   BFCEFTOBS 

Chicago   Art    Marl>le  Co.,    L'ss:;    Hillock    St.    390 

SHOWEBS. 

Hoffman  &  Billings  Mfg.  Co.,  Milwaukee, 
Wis.  500 

SIBEWAIiK  BOOBS. 

Am.     3     Wav-Luxfer     Prism     Co.,    Cicero, 

111.  34  &  614 

Central    Iron    ^Vks,    of    Chicago,    Lake    & 

Sangamon    Sts.  434 

Dahlstrom    Metallic    Door    Co.,    19    S,    La 

Salle    St.  432 

Hill.   O.    H.   Co..    22;-;3   St.    Paul    Av.  404 

Smitli,  F.  P.  W.  &-  I.  Wks..  234t;  Clybourn  436 
Western    Iron   Const.   Co..   490tl   X.  Clark        435 

SISE-WAIiK   AND    VAUIiT   I^IGHTS. 

Am,     3    Way-Luxfer    Prism    Co.,    Cicero, 
111.  34  &  614 

SKVI.IGHTS. 

Am.    3    Way-Luxfer     Prism     Co.,     Cicero, 

HI.  34  &  614 

Continental  Cement  Tile  Co.,  310  S.  Mich.  304 
Detroit  Steel  Prod.  Co.,  Ill  W.  Wash.  384 
Federal  Cement  Tile  Co.,  608  S.  Dearborn  16 
Federal  Steel  Sash  Co.,  ■V\^aukesha,  Wis.  388 
Lupton,  David  Sons  Co.,  28  E.  Jackson  382 
Truscon  Steel   Co..   165  E.   Erie   St.  386 

Si;UICE    GATES. 

Crane  Co.,  836   S.  Michigan  Av.  494  &  560 

Imperial    Brass    Mfg.    Co.,    1232    W.    Har- 
rison  St.  562 
Wade  Iron  Sanitary  Mfg.   Co..   n.-.l   Fulton   57  4 

SMOKE   STACK   I.IITINGS 

Cent.  Asliestos  &  Mag.  Co.,  214  W.  Grand  480 
Krez.  Paul  J.  Co.,  444  N.  La  Salle  St.  478 
Standard  Asbestos  Mfg.  Co.,   816  W.  Lake  482 

SOUND     PBOOF    DOOBS 

Hamlin.  I'viiig.  7 1  >;  T'ni\ersit\-  PL,  Evan- 
ston.    Til.  52 

SOUND   FBOOFING. 
Celotex    Co..    ';i:.    X.    Michigan    Av.  68 

Johns-Manville,    Inc.,    18th    &    Michigan  8 

Wood    Conversion    Co.,    310    S.    Michigan         36 

SFIBAi;   CHUTES. 

Olson.  Samuel  ,v  Co.  i' n  s  Rlnomiugdale  14 
"U'eller    Mfg.    Co.    ISL'O    X.    Kostner   Av.  78 

SFBINKIiEB    SYSTEMS. 

Allen.    \V.    D.    Mfg.   Co.,   566   W.   Lake   St.  544 

111.    Malleable    Iron   Co..    1801    Diversey  534 

Nacey   P.   Co..    927    S.    State   St.  582 

STAINS. 

Adams    &    Kiting    Co..     183:;    Seward  594 

Berry   Bros.,    Inc..    119   W.   Grand   Av.  300 

Chicago   Varnish    Wks.,    2100   Elston   Av,  590 

Devoe   &    Raynolds    Co.,    14    W.    Lake    St.  586 

Federal  Varnish   Co..   2825   Irving   Pk.   Bl.  596 

Pratt  &  Lambert,   Inc,    320   W.    26th   St.  584 


STAIBS    AND    BAIIiINGS. 

Anderson  &  I^ind  Mfg.  Co.,   2127   Iowa  St.  48 

Baumann,    Poe    Mfg.    Co..    1501    Smith  44 

Johnson-Schweizer    Co.,     1249    W.  '  North  50 

Morris,   Wm.   &  Son  Co.,   1000   W.    .".Oth   St.  630 

STAIBS — IBON    AND    BBONZE. 

(See    Architectural    lion    and    Bronze) 

STEAM   HEATING. 

(See   Heating- — Hot   Water  and   Steam) 

STEAM   GENEBATOBS. 

Kewanee   Boiler   Co.,    320    ^^■.    Washington    486 

STEEIL    BABS   FOB   BEINFOBCING    CON- 
CBETE. 

(See   Reinforcing   Bars — Concrete) 

STEEI.    FABBIC    FOB    BEINFOBCING 
CONCBETE. 

Consolidated    Expanded   Metal     Co.,     1234 

Washington    Bl.  3.s 

Dean,  Olney  J.  &  Co.,  179  W.  Washington   436 

STEEI.    CABINETS 

Majestic     Steel    Cabinet     Co..     4  229     Belle 


Plaine   A  v. 
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STEEI.   JOISTS 

Mas.sillon  Steel  Joist  Co.,   208   S.   La  Salle  416 

STONE    COATING. 

Cement  Gun  Constr.   Co..   537   .S.   Dearborn  88 

STONE-CUT    BUII.DING. 

Cent.    Oolitic    Stone    Co.,    2126    S.    Kedzie  462 
Hoadley,     J.     &     Sons    (."o.,     Bloomington, 

111.  464 

Indiana  Quarries  Co,,   112  W.  Adams  St.  458 

McMillan,  Wm.   &  Son,   10   S.  La  Salle  St.  460 

STOBE  FBONTS — METAI.  CONSTBVCTZON. 

Rrasco    Mfg.    Co..    .'.ii3.'.    S.    ^A'abash    Av.  612 
Hooker,  H.  M.  Glass  &  Paint  Co.,  651  W. 

Washington  616 
Kawneer  Co.,  Ill  W.  ^Vashington  32 
Kearnev-Dailev  Glass  Co.,  407  X.  Eliza- 
beth St.  616 
Tyler  &  Hippach,  366  T\'.  Ohio  St.  614 
Zouri   Drawn    Metals   Co.,   Chgo.    Heights, 

111.  610 

STOBE  AND  OFFICE  FIXTUBES. 

Anderson  &  Lind  Mfg,  Co.,   2127   Iowa  St.  48 

Baumann,    Poe    Mfg.    Co.,    1501    Smith  44 
Brunswick-Balke-Collender     Co.,     623     S. 

Wabash    Av.                                                    12  &  566 

Edmunds   Mfg.    Co..    2016   Washburne   Av.  46 

Johnson-Schweizer    Co..    1249    W.    North  50 

Pick.    Albert    &    Co.,    212    W.    Randolph  66 

West    Woodworking   Co..    310    N.    Ada    St.  42 

STOVES — GAS. 

Ciibben  &  Sexton  Co.,   6imi   n.  Sacramento  380 
Peoples    Gas    Light    &    Coke    Co,,    122    S. 

Michigan                                                         376  &  378 

Pick,    Albert   &   Co..    212    W..    Randolph  66 

STBAINEBS — SUCTION. 

Dunham,    i'.    A.,    Co.,    23o    E.    Ohio    St.  496 

STBEET    I.IGHT    POSTS — CONCBETE 

Am.    Concrete    Prod.    Co..    yo    N.    La    Salle 

STBUCTUBAI.    IBON   AND    STEEI.. 

American    Biidge    Co.,    20>>    S.    La    Salle  400 

Bolters.    A.    Sons,    2301    Ward    St.  434 

Duffin    Iron    Co..    4837    S.    Kedzie    Av.  406 

Federal    Iron    Wks.,    30    N.    La    Salle    St.  434 

Halsted,    Joseph   Co.,    31st   &   Spaulding  426 

Holmes,    Pyott    &   Co.,    159    N,    Jefferson  434 

Kenwood   Bridge  Co.,   1st  Nat.   Bk.   Bldg.  428 

Morava   Constr.   Co.,    122   S.   Michigan  428 

Scully   Steel   &   Iron   Co.,    2364   S.   Ashland  422 

Smith,  F.  P.  W.  &  I,  Wks.,  2346  Clvbourn  436 

I'nion    Fdrv.    ^^^vs.,    38    S.    Dearborn    St.  424 

Vierling    Steel    Wks.,    313    W.    23rd    St.  435 

Western   Iron  Constr,  Co.,   4906  X.  Clark  43.'. 

STUCCO. 

Cement  Gun  Constr,   Co.,   537   S.  Dearborn  88 

Muller.   Franklin   R.,   Inc.,   Waukegan,   111.  1 

Pyramid    Co.,    231    S.    ^Vells    St.  296 
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SURETY   BONDS. 

Builders    &    Mfrs.    Mutual    Casualty    Co., 

133    W.    Washington    St.  2  1 

SUBVEYOBS— CITY  AND   COUNTY. 

Greeley-Hovvard-Xorlin   Co.,    lL'7   X.    Dear.  441 

Jones,    W.    D.,    S    S.    Dearborn    St.  441 

Kramer,    Wm.,    8    S.    Dearborn   St.  441 

Silander,    A.    I,,   30   X.    LaSalle   St.  441 

S'W^ITCHB  O  ABDS 

Chicago     Switchboard     Mfg.     Co.,     426     S. 

Clinton    St.  342 

Newgard,  Henry  &  Co.,  947  Washington  362 
Westinghouse    Electric    &    Mfg.    Co.,    Ill 

W.    Washington    St.  354 

TANKS — IBON  AND  STEEIi. 

Freeman    Mfg.    Co.,    .53    W.    Jackson    Bl.  506 

Kewanee   Boiler  Co.,    S20   W.    ^^'ashing■t<ln  486 

TEMPEBATUBE    BEGUIiATOBS. 

111.    Malleable   Iron   Co.,    1801    Diversey  534 

Jolinson    Service    Co.,    1355    Washington  534 

Webster,   Warren  &   Co.,    53   W.   Jackson  545 

TEBBA   GOTTA. 

^Midland  Terra  Cotta  Co.,  lO.",  W.  Monroe  30 
Northwestern  Terra  Cotta  Co.,   2525  Cly- 

bourn  Av.  10 
TEBBAZZO    WOBK. 

Chicago    Art     Marble    Co..     2883    Hillock  390 

THEBMOSTATS. 

Dunham,    C.    A.    Co..    230    E.    Ohio   St.  496 

Johnson    Service    Co.,    1355    "Washington  534 

TII.E — CEBAMIC,     ETC. 

Chicago   Art   Marble   Co..    2883    Hillock  390 

Hawes    &    Dodd,    59    E.    Adams    St.  394 

Hawkinson,    John    S.    Co..    SO    E.    Jackson  394 

National  Mosaic  Tile  Co.,   2901  S.  Cicero  392 

McWayne    Co.,    639    X.    Wells    St.  396 

Standard  Mosaic  Tile  Co.,   4551   Fifth   Av.  396 

Cpdyke   &   Co.,    230    E.    Ohio    St.  398 

TrLE — FIDOOBS. 

Chicago    Art    Marble    Co..     2883    Hillock  390 

Hawes   &    Dodd.    59    E.    Adams    St.  394 

Hawkinson,    John    S.    Co..    80    E.    Jackson  394 

McWayne    Co.,    639    X.    Wells    St.  396 

Xational   Mosaic  Tile   Co.,   2901    S.   Cicero  392 

Standard  Mosaic  Tile  Co.,   4551  Fifth  Av.  396 

McWayne    Co.,    639    N.    Wells    St.  396 

Updike   &   Co.,    230    E.    Ohio    St.  398 

TliE — GYFSUM. 

Beaver  Products  Co..  Ill    "W.  Washington  20 

U.   S.   Gypsum  Co.,    205   ^V.    Monroe   St.  40 

TII.E— HOi;i.OW 

Barron   Brick  Co.,   7   S.   Dearborn   St.  468 

Continental   Fireproofing  Co.,   232   E.    Erie  472 

Dee,  Wm.  E.  Co.,  30  X.  LaSalle  St.  440 
111.    Fire-Proof    Constr.    Co.,    209    S.      La 

Salle     St.  470 

Nat.   Fire   Proofing   Co..    2610   Shields   Av.  474 

Rosing.    Astrid    S.,    3464    X.    Clark    St.  474 

TII.E — BOOF. 
Continental     Cement     Tile     Co.,     310     S. 

Michigan   Av.  304 

Federal  Cement  Tile  Co..  608  S.  Dearborn  16 
Hawthorne  Roofing  Tile  Co.,  2136  S.   48th 

Ave.,    Cicero.    111.  26 

Ludowici-Celadon    Co..    104    S.    Michigan  84 

TII^E  BUBBEB. 

Wright    Rubber  Co..    Racine.    Wis.  SO 

TILE    WAINSCOTING. 

("hicagf)    Art    Marble    Co.,    2883    Hillock  390 

Hawes  &  Dodd,    59   E.    Adams   St..  394 

Hawkinson,    John    S.   Co.,    80   E.    Jackson  394 

McWayne    Co..    639    N.    Wells    St.  396 

National    Mosaic    Tile   Co..    2901    S.    Cicero  392 

Standard   Mosaic  Tile  Co..   4551    Fifth   Av.  396 

I'pdike   &   Co.,    230    K.   Ohio   St.  398 

TOII.ET   PABTITIONS. 

Alberene   Stone    Co.,    170ii    Elstim    Av.  544 

Reynolds,   R.    V.   Co.,   SO   E.   Jackson   Blvd.  704 

Vitrolite  Co..   133   W.    Washington   St.  568 

TBAPS — STEAM. 

Davis.    G.    M.    Reg.    Co.,    428    Milwaukee  545 

Dunham,  C,  A,  Co.,   230   E.   Ohio   St.  496 


TBEADS — SAFETY. 

•  astle,    A.    M.    &   Co.,    1152   Blackhawk   St.  424 

Chicago  Art  Marble  Co.,   2883   Hillock   St.  390 

Scully   Steel  &   Iron   Co.,   2364    S.   Ashland  422 

TBUCKING. 

Pennoyer    Merchants    Transfer     Co..     742 
W.    Polk    St,  108 

TBUSSES — WOOD. 

Hu.sak  &   Root,   833   N.   California   Av. 
McKeown   Bros.   Co.,    112    W.   Adams   St. 

TUBN  TABI^ES. 

American  Bridge  Co..   20s   S.    La  Salle   St 
Kenwood   Bridge   Co.,    1st    Nat.    Bk.    Bldg. 

UBINAZ;   STAI.Z.S. 

Alberene    Stone    Co..    1700    Elston    Av 
Clow,  Jas.  B.  &  Sons,   544   S.   Franklin  St 
Crane   Co.,   836   S.   Michigan   Av.  494  & 

Kohler    Co.,    332    S.    Michigan    Av 
Standard  Sanitary  Mfg.  Co.,  3700  Iron  St 
Wolff   Mfg.   Co.,    225    N.    Hoyne   Av. 


162 
308 


400 
428 


544 
554 
560 
558 
556 
552 


VALVES. 

Am.    Radiator   Co..    82(t    S.    Michigan    Av.      498 
Crane  Co.,   836   S.   Michigan   Av.  494  &  560 

Dole    Valve    Co.,    1923    Carroll    Av.  545 

Dunham,    C.    A.,    Co.,    230    E.    Ohio    St.         496 
Imperial    Brass    Mfg.    Co..    1232    W.    Har.    562 

VALVES — AIB. 

Am.   Radiator  Co.,   820   S.   Michigan   Av.        498 
Crane  Co..   836   S.   Michigan   Av.  494  &  560 

Davis.    D.    M..    Reg.    Co..    428    Milwaukee    545 
Dole    Valve    Co.,    1923    Carroll    Av.  545 

Dunhani,    C.    A.    Co.,    230    E.    Ohio    St.  496 

VALVES — BACK  PBESSUBE. 

Am.    Radiator   Co.,    820    S.    Michigan    Av.  498 
Crane  Co.,    836   S.    Michigan   Av.             494  &  560 

Davis.    D.    M..    Reg.    Co..    4  28    Milwaukee  545 

Dole    Valve    Co..    1923    Carroll    Av.  545 

Dunham.    C.    A..    230    E.    Ohio    St.  496 

Imperial   Brass    Mfg.    Co.,    1232    W.    Har.  56  2 

VALVES — BACK    WATEB. 

AVade    Iron    Sanitary    Co..    551    Fulton    St.  574 
VALVES — PACKLESS. 

Am.    Radiator   Co..    820    S.    Michigan    Av.  498 

Crane  Co..   836   S.   Michigan   Av.  494  &  560 

Dole    Valve    Co.,    1923    Carroll    Av.  545 

Dunham,    C.    A.    Co.,    230    E.    Ohio    St.  496 

VALVES — PBESSUBE  BEDUCINO. 

Am.    Radiatoi-   Co..    Si'O    S.    Michigan    Aw      498 
Crane    Co.,    836    S.    Michigan    Av.  494  &  560 

Dole    Valve    Co.,    1923    Carroll    Av.  545 

Dunham.    C.    A.    Co..    230    E.    Ohio    St.  496 

Imperial    Brass    Mfg.    Co..    1232    ^V.    Har.    562 

VALVES — BEGULATING. 

Am.    Radiator   Co.,    820    S.    Michigan    Av.      498 
Crane   Co..    836   S.   Michigan   Av.  494  &  560 

Davis.    D.    M..    Reg.    Co..    428    Milwaukee    545 
Dol^    Valve    Co..    1923    Carroll    Av.  545 

Dunham,   C.   A.   Co..    230    E.    Ohio    St.  496 

VALVES— SPBXNKLEB  ALABM 

(See     Sprinkler    Systems) 
VALVE — VENT — AIB. 

.Am.    Radiator    Co..    820    S.    Michigan    Av.    498 
Dunham.    C.    A.    Co..    23ii    E.    Oliio    St.  496 


VALVES— WATEB  MIKEBS. 

Hoffman  &   Billinus   .Mtg.   i"o..   Milwaukee. 
Wis. 

VABNISH    MANUFACTUBEBS. 

Adams    &    Eltiug    Co..    1833    Seward 
Berrv    Bros,,    Inc..    119    W.    Grand    A  v. 
Chicago    Varnish    Wks..    2100    Elston    Av. 
Devoe  &   Raynolds  Co.,   14   W.   T>ake   St. 
Federal    Varnish    Co.,    2825    Irving    Park 
Moore,    Ben.i.    &    Co..    415    N.    Green    St. 


500 
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Pratt    &    Lambert,    Inc..    320    W.    26th    St.    584 
VENETIAN   BLINDS. 

Dodge.    H.    B.   i<L-  Co..   332   S.    Michigan   Av.    292 
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VENTIIiATING   SYSTEMS. 

Am.  Heat.  &  Plumb.  Corp.,  189  N.  Clark  522 
Arcade  Steam  Heat.  Co.,  126  W.  Kinzle  516 
Chicago    Steam    Heating     Co.,      1009      N. 

Wells    St.  543 

Claffev,  E.  J.  Co.,  10  W.  Illinois  St.  520 
Clasen  &  Hopewell,  1534  N.  La  Salle  Av.  544 
Dickinson,  Aoelus  Co.,  3338  E.  Artesian  512 
Dwyer    &    Co.,    501    Rush    St.  542 

Gallaher  &  Speck,  215  ^V.  Congress  St.  528 
Glennon-Bielke  Co.,  546  W.  Lake  St.  526 
Gordon.  Robt.  Inc.,  22  W.  Austin  Av.  528 
Graves  Heating  Co.,  162  N.  Desplaines  530 
Haines    Co.,    1929    T^^    Lake    St.  540 

Havward,  R.  B.  Co..  1714  Sheffield  Av.  544 
Henrich,  George  A.,  Co.,  702  X.  Wells  St.  514 
Herlihv.    J.    J.,    810    W.    Congress    St.  542 

Hoier,  T\"m.  V.  Co.,  701  N.  Wells  St.  532 
Johnson,  C.  W.,  Inc.,  211  N.  Desplaines  518 
Kehm    Bros    Co.,    51    E'.    Grand    Av.  542 

Kilander,  A.  &  Co.,  126  S.  Clinton  St.  524 
Kirk,    Geo.    H..    6711    Wentworth    Av.  543 

lees,    Wm.,    548    AYashington    Blvd.  542 

Mehring  &  Hanson  Co..  162  N.  Clinton  St.  522 
Monarch  Vent.  Co..  1338  Sedgwick  St.  538 
Nacey    P.    Co.,    927    S.    State    St.  582 

Narowetz  Heat.  &  Vent.  Co..  1711  Park  540 
Peckham,  Harry,  Jr.,  £345  W.  Roosevelt  543 
Phillips,  Getschow  Co..  128  AA'.  Kinzie  526 
Pope.    Wm.    A..    26   N.    Jefferson    St.  524 

Rigbv,    Ben.    Inc..    604    AV.    Lake    St.  530 

Stein.  Carl  John  Co..  166  E.  Grand  Av.  543 
Webster.  AA'arren  &  Co..  53  AA^.  Jackson  54.3 
AA'es^'ern    A'entilating    &    Eng.    Co.,      9      S. 

Clinton   St.  545 

WAINSCOTIirCr  FOR  OmCE  AND  FUBIiIO 
BTJILDINCiS. 

Chicas-o  Art  Marble  Co..  2S&3  Hillock  Av.  390 
Hawkinson,  John  S..  Co..  SO  E.  Jackson  394 
McWavne    Co..     639    X.    Wells    St.  396 

National  Mosaic  Tile  Co..  2901  S.  Cicero  392 
Revnolds.  R.  A".  Co  .  80  E.  Jackson  Blvd.  704 
Stardard  Mosaic  Tile  Co..  4551  Fifth  Av.  396 
Urdike   &    Co..    230    E.    Ohio    St.  398 

A'itrolite    Co..    133    W.    A^'ash!•ngton     St.       568 
•WAil.    BEDS — OSCTLIiATING    AND 
PORTA.-RIj'G. 
Pick.    Albert    i<t   Co..    212    Randolph    St.  66 

AA'hite   Door   Bed    Co..    130    X.   A\'ells   St.  6 

■WAI.I.   BOAHD. 
Beaver  Products  Co..   Ill   AA'.   AA'ashington     20 
Bird    &■    Son,    1472    AA'.    76rh    St.  22 

Celo*^ex    Co..    645    N.    Michigan    Av.  68 

r.    S.    Gypsum    Co.,    205    W.    Monroe    St.       40 

vtaimT,  coping. 

Continental   Fireproofing  Co.,    232   E.   Erie  472 

Pee,  Wm.  E.  Co..  30  X.  La  Salle  St.  440 
111      F'ire-Proof    Constr.     Co.,     209     S.     La 

Salle    St.  470 

Midland  Terra  Cotta  Co..   105  W.  Monroe  30 

Xat.  Fire  Proofing  Co..  2610  Shields  Av.  474 
Xorthwestern    Terra  Cotta   Co.,    2525   Cly- 

bourn    Av.  10 

Rosing,  Astnd  S..  3464  X.  Clark  St.  474 

"WABDROBES — VENTTLATED. 

Doda:e.   H.    B.   &  Co..   332   S.    Michigan   Av:  292 

Durand   Steel   Locker   Co..    76   AN'.    Monroe  18 

Federal    Steel    Fixture    Co..    4545    Homer  64 

Smith,    F.    P.    AA-.    I.    AA'ks.,    2346    Clybourn  436 

"WASHING     MACHINES. 

Am.  Ironing  Machine  Co.,  100  E.  Ohio  St.  62 
Am.  Laundrv  Mchv.  Co.,  633  S.  AA'abash  306 
Commonwealth  Edison  Co..  72  W.  Adams  358 
Peoples    Gas    Light    &    Coke    Co.,    122    S. 

Michigan    Av.  376  &  378 

Pick,    Albert    &    Co..    212-  AA'.    Randolph         66 

WATER    PTLTERS. 
Everson.    C.    G.    &   Co.,    70    AA'.    Lake    St.        348 

WATER    HEATERS — AUTOMATIC. 
Brvant   AA'ater  Heater  c^-   Mfg.   Co..   21  s    .s. 

Wabash    Av.  536 

Humphrey   Co..    916    S.    Michigan    Av.  536 

Kewanee  Boiler  Co.,  820  W.  AA'ashington  486 
Webster,    Warren    &    Co.,    53    AA'.    Jackson    545 

-WATERPROOFING. 
Bird    &    Son,    1472    AV.    76th     St.  22 

Ceresit    A\'aterproofing    Corp..    lo     S.     La 
Salle    St.  302 


Fult(.>n  Asphalt  Co..  53  AA'.  Jackson  St.  86 
Johns-Manville,    Inc.,    18th    &    Michigan  8 

Moore,  Edw.  Roofing  Co.,  2729  W.  Madison  92 
Scofield.  Evans  &  Co..  508  S.  Dearborn  302 
Smith,  F.   P.  AV.  i^-  I.  AVks.,  2346  Clybourn  436 

-WEATHER   STRIPS — METAi;. 

Burrowes     Weather     Strip     Co.,     1930     S. 

52nd    Ave.,    Cicero,     111.  76 

Chamberlin  Metal  AA'eather  Strip  Co.,  704 

S.    Dearborn     St.  294 

Sager    Metal    AN^eather    Strip    Co.,    162    W. 

Austin  72 

■WINDOW  ADJUSTERS. 
Detroit  Steel  Prod.  Co.,  Ill  AA'.  AA'ash.  384 
Federal  Steel  Sash  Co..  AVaukesha.  AA'is.  388 
Lupton,  David,  Sons  Co.,  28  E.  Jackson  382 
Midwest  Hardware  Co.,  56  AA'.  Randolph  58 
Truscon   Steel   Co.,    165    E.    Erie    St.  386 

WINDOW    GUARDS. 

Cyclone   Fence   Co..   AVaukegan.    111.  74 

Smith,  F.  P.  W.  &  I.  Wks.,   2346  Clybourn  436 

W^INDOW    AND    DOOR    SCREENS. 

Burrowes    AVeather    Strip    Co.,      1930      S. 

52nd   Av.,    Cicero,    111.  76 

Chamberlin     Metal     AA'eather     Strip     Co., 

704    S.    Dearborn    St.  294 

Sager    Metal    AA'eather    Strip   Co..    162    AN'. 

Austin  72 

WINDOW       SHADES       FOR       INDUSTRIAI. 
BUII.DINGS. 

Shurlox    Awning    tt     Shade    Co.,     561    AA'. 

Monroe    St.  4 
WINDOWS — STEEI.  CASEMENT. 

(See   Sash   Steel) 
WIRE    GIiASS. 

Mississippi   AVire   Glass  Co..   360   X.   Mich.  608 

WIRE    PARTITIONS. 

Cyclone    Fence    Co..    AA'aukegan.    111.  74 

Smith,  F.  P.  W.  &  I.  Wks.,  2346  Clybourn  436 

WIRE  WORK. 
Am.    Architectural    Iron     A\Tcs.,     140     X'. 

Dearborn    St.  426 
Central    Iron    AA'k.    of    Chgo.,    Lake    and 

Sangamon   Sts.  434 

Coleman,  Adelbert  E.,  37th  &  Stewart  9v.  422 

Duffin    Iron    Co..    4837    S.    Kedzie    Av.  406 

Federal    Iron    AA'ks.,     30    X.    La  Salle    St.  434* 

Guaranty  Iron  &  Steel  Co.,   3847  W.  Lake  410 

Halsted.    Joseph    Co.,    31st    &    Spaulding  426 

Hanke   Iron   &  Wire  AATis..   840   X.  Albany  435 

Manron   S:-  Smith   Co..   3333   A^^   Grand  Av.  408 

Peuter    Brothers.     5814    AA'ood     St.  435 

Smith.  F.  P.  AA'.  &  I.  AATvS.,  2346  Clvbourn  436 

Sul'ivan-Korber   Co.,    2437    AA^    21st    PI.  430 

T'nion    Fdrv.    AATcs..    38    S.    Dearborn    St.  424 

AA'estern   Iron   Tonstr.   Co..    4906    X.    Clark  435 

AA'etzel    Iron    AA'ks.,    3346  'AN'.    Grand   Av.  420 

AA'evmer,   E.   M.   Co.,    2820   AV.   Grand  Av.  414 

AA'oodbridge  Orntl.   Iron  Co.,  1519  Altgeld  402 

WOOD    BI.OCKS    FOR    FI.OORS. 

Indiana    AA'ood    Preserving     Co..      Ill     AA'. 

AA'ashington     .St.  54 

Rodd  Co.,  332  S.  Michigan  Av.  442 

WOOD    CARVING. 

Architectural  Dec.  Co.,  1600  S.  Jefferson  439 
Dux,    Joseph,    2112    AA'.    A'an    Buren    St.         439 

WOOD   COT.UMNS. 

Hartman-Sanders    Co..    21. ".5    Elston    Av.      438 
W^OOD   MANTELS   AND   C0NS0I;ES. 

Colonial   Fire))laee  Co..   4626   AA'.   Roosevelt    28 

W^OOD   PILES. 
Lake    Superioi'    Piling    Co.,    961    A\'.    22nd 

WOOD    PRESERVATIVE. 
Indiana     AA'ood     Preserving    Co.,     Ill     AV. 

Washington    St. 
Scofield,    Evans   &   Co.,    508    S.    Dearborn 

W^OOD   TURNING. 

Hartman-Sanders    Co.,    21.')5    Elston    Av. 
WOODWORKING. 

(.See    Interior    Finish) 

WRECKING   CONTRACTORS. 

Xewman.    AV.    J.    Co..    :.'l    X.    ('urtis    St. 
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302 


438 
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Adams  &  Elting   Co 594 

Alberene    Stone    Co 544 

Allen.   W.   D.   Alfg.   Co 544 

Altizer   Elevator   Manufacturing   Co 102 

Amalgamated    Roofing    Co 292 

American  Architectural   Iron  Works....  426 

American    Bridge    Co 400 

American   Concrete   Products   Co 360 

American   Enameled    Products   Co 564 

American   Heating  and  Plumbing  Corp..  522 

American    Ironing    Machine    Co 62 

American  Laundry  Machinery  Co.,  The.  306 

American    Radiator    Co 498 

American   Steam    Pump    Co 502 

American  Tar  Products  Co.,  Inc 294 

American  3  Way-Luxfer   Prism  Co. ..34-614 

Anderson,  A.  &  E.,  Co 308 

Anderson,   Edward  A.,   Co 316 

Anderson  &  Lind  Manufacturing  Co 48 

Arcade  Steam   Heating  Co 516 

Ardmore    Construction    Co 322 

Arquette.   George   L.,   &  Co 314 

Arrow    Conductor    Corp 300 

Art  Metal  Radiator  Cover  Co 510 

Architectural   Decorating   Co 439 

B 

B.  and  A.  Co.,  The 166 

B.  W.   Construction  Co 136 

Balhatchet,    William,    Co 624 

Barnard,    H.    B 124 

Barron    Brick  Co 468 

Baumann  Poe  Manufacturing  Co 44 

Beaver   Products   Co 20 

Beckman-Dawson    Mfg.    Co 630 

Benjamin   Electric   Mfg.   Co 336 

Berry   Brothers,    Inc 300 

Bird    and    Son 22 

Black,    Robert,    Co 330 

Blake,    Chas.   G.,   Co 466 
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Bolters,    A.,    Sons 434 

Brasco    Manufacturing    Co 612 

Brownell   Improvement   Co 440 

Brundage,    Avery    122 

Brunswick-Balke-Collender   Co 12-566 

Bryant  Heater  &  Mfg.  Co.,  The 536 

Builders  and  Manufacturers  Mutual  Casu- 
alty  Co 24 

Built  Well   Mfg.  Co 572 

Bulley  &  Andrews    326 

Burns  Lumber  Co 444 

Burrowes  Weather  Strip  Co 76 


Cabot,   Samuel,    Inc 547 

Cadenhead  Co 316 

Calumet  Steel  Co 412 

Carpcnter-Havs    &    Co 154 

Castle,  A.  M.',  &  Co 424 

Celotex    Co.,    The 68 

Cement  Gun   Construction   Co 88 

Central   Asbestos   and    Magnesia   Co 480 

Central    Electric    Co 344 

Central    Iron    Works 434 
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Central  Oolitic  Stone  Co.,  The 

Ceresit    Waterproofing    Corp 

Chamberlin   Metal   Weather   Strip   Co. 

Chicago   Art    Marble   Co 

Chicago   Faucet   Co 570 

Chicago  Fuse  Mfg.  Co 340 

Chicago    Pump    Co 538 

Chicago  Sash,  Door  &  Blind   Mfg.  Co..  50 

Chicago   Steam   Heating  Co 543 

Chicago   Switchboard   Mfg.   Co 342 

Chicago    Varnish    Works 590 

Clafifey.    E.   J..    Co 520 

Clark.  C.  Everett,  Co 146 

Clasen    &    Hopewell 544 

Clow.  James  B.,  and   Sons 554 

Coleman,   Adelbert   E 422 

Collins,  P.  J.,  Co 546 
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Consumers    Co 70 

Continental   Cement  Tile   Co 304 
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Continental    Fireproofing    Co.,    The 472 

Corbov,   M.  J.,   Co .^ 576 

Cowles,  J.  T.,  &  Co 430 

Crane   Co 494-560 

Cribben  &  Sexton  Co 380 

Crofoot,  Nielsen  &  Co 437 
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D 

Dahl-Stedman    Co 134 

Dahlstrom  Metallic  Door  Co 432 

Davis,   G.   M.,    Regulator   Co 545 

Deacon,  J.    C.,    Co 446 

Dean,   Olney  J..  &   Co 436 

Dearborn   Electrical   Construction   Co. . . .   368 

Dee.   Wm.    E.,    Co 440 

Detroit   Steel   Products  Co 384 

Devoe  &  Ravnolds  Co 586 

De  Vries,  S.  J.,   &  Co 448 

Dickinson,   Aeolus,   Co 512 

Dodge,  H.  B.,  &  Co 292 

Dole  Valve   Co 545 

Duffin   Iron   Co 406 

Duffy  &  Noonan 320 

Dunham.  C.  A.,  Co 496 

Durand    Steel   Locker    Co 18 

Dux,  Joseph    439 

Dwyer  &    Co 542 

E 

Economy  Fuse  &  Mfg.  Co 338 

Edmunds   Manufacturing  Co 46 

Elevator  Co.  of  America 98 

Emmons    Electric    Co ill 

I'lricsson.   Henrv,  Co 130 

•I'.verson,    C.    (V",    &   Co 348 


I'ederal    Cement    Tile    Co 16 

Federal   Construction   Co 156 

Federal    Engineering    Co 578 

Federal    Iron    Works 434 
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Federal  Steel  Fixture  Co 64 

Federal  Steel  Sash  Co 388 

Federal    Varnish    Co 596 

Ferguson  &  Lanee  Foundry  Co 504 

Fisher.  J.  F..  &  Co ." 370 

Ford  Roofing  Products  Co 90 

Ford  &  Phillips  Co 320 

Freeman    Mfg.   Co 506 

French.   J.    B 324 

Friestedt.  L.  P.,  Co 332 

Frink,   I.   P..    Inc 346 

Fuchs   Electric   Co 366 

Fulton    Asphalt    Co 86 

G 

Gage.   Thos.    G..    Co 318 

Gallaher  &  Speck,  Inc 528 

Gleich.  T.  C.  Co 604 

Glennon-Bielke   Co 526 

Coder    Incinerator    Corp 490 

Gordon,   Robert.    Inc 528 

Goss    &    Guise 628 

Graves,  W.  B.,  Heating  Co 530 

Greeley-Howard-Norlin   Co 441 

Greenebaum   Sons  Bank  &  Trust  Co....  439 

Griffith.    Wm.    H 580 

Griffiths,  John,  &  Son  Co 114 

Guaranty  Iron  &  Steel  Co 410 

H 

Haines    Co.,    The 540 

Hallbauer-La    Bahn,    Inc 324 

Halsted.    Joseph,    Co 426 

Hamlin.    Irving    52 

Hanke   Iron  &   Wire  Works 435 

Hardinge   Bros.,   Inc 508 

Hardwick  &  Magee  Co. ..Inside  Front  Cover 

Harter  Mfg.  Co 356 

Hartman-Sanders   Co 438 

Hawthorne  Roofing  Tile   Co 26 

Hawes   &  Dodd 394 

Hawkinson",    John    S.,    Co 394 

Hayward,  R.  B.,  Co 544 

Heine  Chimney  Co.,  The 437 

Heitmann   Lumber    Co 450 

Henrich,   George  A.,  Co 514 

Herlihy,  J.  J.,  Inc 542 

Herwig,   Co.,   The 350 

Hill,   O.   H.,   Co 404 

Hines,   Edward,   Lumber    Co 452 

Hoadley,  J.,  &  Sons  Co..  Inc 464 

Hockaday  Co.,    The 588 

Hoffman  &  Billings  Mfg.  Co 500 

Hoier,  Wm.  V.,  Co 532 

Holmes,  Pyott,  &  Co 434 

Hooker,  H.  M.,  Glass  &  Paint  Co 616 

Hewlett  Bros.   Plumbing  Co 580 

Hulbert    &    Dorsey 546 

Humphrey  Co 536 

Hunt.    Ro'bert   W.,   Co ZZ2 

Husak  &  Root 162 

I 

Illinois  Brick  Co 437 

Illinois   Elevator   Co 104 
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The  JVrigley  Building,  Chicago. 
Both  sections  serviced  by 
K  (S-H  Elevators 


Kaestner  &  Hecht 
Elevators 

'  I  'HE  recognition  by  archite<fts  and  builders  of  K  6'H  supe- 
■^  riority,  both  in  passenger  and  in  freight  elevators,  has 
been  the  logical  result  of  faithful  adherence  by  the  K  6'H 
organization  to  the  finest  ideals  of  engineering  and  manufac- 
turing performance. 

Kaestner  &  Hecht  Co. 

Founded  1863     ••     Chicago 
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